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THE particular aim of this treatise is to furnish seamen with 
thoroughly practical hints, such as are not found in the ordinary 
works on Navigation; or, if they do exist, are scattered through 
so many pages, and so smothered by their surroundings, as to 
require too much digging out—too many shells to be cracked 
before arriving at the kernel—a tedious process, which the practical 
mind recoils from: further, to indicate the shortest and most 
reliable methods, as well as the instruments and books necessary 
to enable the Navigator (amateur or professional) to conduct his 
vessel safely and expeditiously from port to port. 

The various nautical instruments are treated of separately, their 
peculiarities explained, and the errors to which they are liable 
pointed out, with the best means of remedying them, or of 
compensating their effects. 

The volume contains but little that is claimed as strictly 
original: it is based upon life-long observation, matter gleaned 
from the works of men of repute, and information derived from 
intercourse with shipmates and the cloth generally. 

The mass of material at one’s disposal renders its clear present- 
ment within a moderate compass somewhat difficult, but great 
pains have been taken to select only the really essential problems, 
‘and, in view of those to whom the work is addressed, to choose 


the simplest possible language. If the style is thus more familiar 
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than dignified, it is hoped that it may with greater success attract 
the ear, and rivet the understanding of the nautical reader, thereby 
awakening and sustaining such an interest in the subject as will 
be most likely to create mental impressions of a lasting kind. 
Diagrams accompany many of the examples by way of illustrating 
and giving prominence to some of the more “important sim- 
plicities ” of navigation, which are unhappily too often disregarded 
by reason of their true significance not being understood and 
appreciated. To this end, also, a free use has been made of 
capitals, and certain words and sentences are rendered conspicuous 
by a change of type when it appears advantageous to do so. 

If occasionally the reader of quick apprehension is irritated by 
too great minuteness, he must remember that as far as possible 
every imaginable question has to be anticipated, and that a single 
point left. unexplained may render useless an otherwise careful 
description. 

Every sailor knows what is meant by a “ Wrinkle”; some 
possess more than others, and in penning the following pages 
the writer has endeavoured to display his to the best advantage, 
and place them “cut and dried” at the disposal of such members 
of the profession as have had a less varied experience than him- 
self, and fewer facilities of acquiring an intimate knowledge of 
this branch of their business. 

Methods have been selected which offer peculiar advantages in 
the matter of brevity of solution. To seamen this is very impor- 
tant, as all know; at the same time accuracy of the resulis has 
been kept in view, and care taken that the latter quality is not 
unduly sacrificed to the former. 

Rigorous exactness of working—so necessary in the schoolroom 
—is but seldom required on board ship; it is, therefore, only 
introduced in the process of rating chronometers, and one or two 


other instances, where, from the nature of the question, one is 
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absolutely forced to deal with minute arithmetical quantities. 
Very many problems of interest to the scientific Navigator, as 
well as the discussion of many refinements of correction and 
reduction—which, neat as they may be in theory, are of little 
practical value—have been purposely omitted. On the other hand, 
an endeavour has been made to avoid the slovenly “ Rule of 
thumb,” “Rough and ready” principle which has given rise to the 
saying—somewhat unjust to a good class of seamen—“ it is near 
enough for a collier.” 

These and other characteristics, it is hoped, may commend the 
work to the notice and approval of the profession. 

It must not be imagined that this book is written in any 
respect as a direct help to the Local Marine Board Examinations; 
there are plenty of excellent ones published for that express pur- 
pose. This has entirely to do, as its name indicates, with every- 
day navigation on board ship: the reader is supposed, indeed, to 
be in proud possession of his Master’s certificate—if with blue 
seal so much the better; to have overcome the moonshine terrors 
of Decimal Arithmetic, and to have some slight knowledge of 
Plane Trigonometry. If, however, these pages should be read 
by one who has yet to undergo the ordeal of examination, the 
writer trusts that the introduction behind the scenes, and the 
knowledge of first principles thereby acquired, will teach him to 
think for himself, and be of service generally in enabling him to 
gain the coveted parchment. 

To the daring yachtsman, ambitious of personally undertaking 
the conduct of his white-winged craft to distant parts of the 
world, and who has already acquired a certain groundwork of 
navigation, it is hoped that this Manual will present not a few 
advantages: it will be a sort of nautical finger-post at the junc- 
tion of many devious paths, which will point out to him the 


safest way to his destination; and, whilst providing him with 
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sound advice on most of the necessary points, will not distract 
his attention and waste his time on what, even to the professional, 
may be regarded as superfluous, or of questionable importance. 

Under this last heading comes Marine Surveying—which is, 
consequently, excluded 7m toto as constituting a distinct study, 
and one which, in these exact days, can scarcely be said to come 
within the province of merchant seamen, whatever it may have 
done in times gone by. lf, however, Marine Surveying should be 
taken up by anyone who has a natural taste for that sort of thing, 
with leisure and opportunity for indulging it, he should study 
such books as are devoted exclusively to it, since it is a subject 
more difficult than many at first would suppose. * 

In one matter, more especially, the Author would crave the 
gracious forbearance of the Critic. He wishes it thoroughly 
understood that not in the least degree does he claim for his 
present venture what is known as “literary merit.” A lad who, 
at twelve or thirteen, adopts the rough career of a sailor, when 
more fortunate ones of the same age are only just commencing 
their education, cannot reasonably be expected in after life to 
shine as a brilliant star in the literary firmament. It is scarcely 
consistent with the “eternal fitness of things” that he should. 
Our Gallic neighbours have a proverb which is in every way 
applicable—“Chacun son metier, et les vaches sont bien gardées;” 
which, when freely translated into the nautical language of 
Britain, reads thus—“ The Gunner to his linstock, the Steersman 
to the wheel, and the Cook to the foresheet.” 

The book, therefore, is merely a friendly offer of help from one 
sailor to another—nothing more. Some readers, no doubt, will 
make it their proud boast that they “clambered in through the 
hawse-pipes,” whilst others will have “entered by the cabin win- 
dows.” To both the Author is not without hope his “ Wrinkles” 
may prove acceptable, and that, like a “ Handy-Billy ” clapped 


* About the most complete work is ‘“‘ Hydrographical Surveying,” by Capt. W. Wharton, 
R.N. It was published by John Murray in 1882. Second edition in 1898, 
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on to the fall of a “ Luff-tackle Purchase,” the present book may 
assist the more powerful ones in pulling the Shipmaster through 
many of the navigational troubles by which he is often beset. 

In conclusion, should Experts complain that they do not find 

anything novel in this volume, the writer would merely remind 
- them that it was not his intention that they should. The book 
has been prepared for comparatively young members of the pro- 
fession ; and one of the leading objects has been to elucidate in 
plain English some of those important elementary principles 
which the Savants have enveloped in such a haze of mystery as 
to render pursuit hopeless to any but a skilled mathematician. 

Comparatively few sailors are good mathematicians, and, in the 
writer's opinion, it is fortunate that such is the case; for Nature 
_ rarely combines the mathematical talent of a Cambridge wrangler 
with that practical tact, observation of outward things, and readi- 
ness on an emergency, so essential to a successful sea Captain, 
who, curiously enough, is always expected to be as many-sided as 
the “Admirable Crichton”—at once Sailor, Navigator, Parson, 
Lawyer, Doctor, and a host of things besides. 

The Author has only to add that he has done his best to secure 
accuracy in the printing of the book, and trusts that few errors 
of moment will be found to have crept in. He will at all times 
be thankful to receive corrections and suggestions for the improve- 


ment of future editions. 


SQUIRE THORNTON STRATFORD LECKY. 


LIVERPOOL, November 1881 


PREFACE TO THE SECOND EDITION. 


SincE launching “Wrinkles” with fear and trembling on the 
uncertain sea of public criticism, there has been quite a tropical 
deluge of approving letters, which could not but reassure even . 
the most timid. 


Coming as they have done from brother “Shells,” both of 
the Navy and Merchant Service, and from eminent scientific 
men in both hemispheres, these tokens of appreciation carried 
with them the convincing assurance that in this, my first serious 
effort at authorship, the right nail had been successfully struck 
on the head. Nor has the Press, both at home and abroad, been 
back ward in saying kindly things, so that in nearly every quarter 
I have reason to be grateful for the friendly reception accorded 
to my “ first-born.” 


It is not to be wondered at, therefore, if I have felt impelled 
to put best foot foremost, and try if the work could uot be 
brought still nearer the mark. 


Wading laboriously through an unwieldy manuscript, and 
reading it afterwards in print, are two widely different things, 
and I must admit that an inspection of “ Wrinkles” in its finished 
form did not bring with it the amount of satisfaction I had been 
looking forward to. It was impossible to ignore the fact that in 
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not a few instances the cart had been placed before the horse, 
and what with this and other little shortcomings I was conscious 
- of a somewhat lubberly “Lash-up.” (This, dear reader, is in 
confidence). 

Thus it comes about that although the critics—by way of 
encouragement, I suppose—have good-naturedly shut their eyes 
to the indifferent cooking of my literary “Sea pie,” I personally 


felt dissatisfied, and, with a determination to reprint the book 
from start to finish, made a clean sweep by throwing the 


stereotype plates—not overboard exactly—but into the melting 
pot, which nearly amounts to the same thing. 

This wholesale and very costly “clearing of the decks” enabled 
me—whilst leaving the plan of the work unchanged in its main 
features—to effect many desirable minor alterations, and to 
introduce nearly 100 pages of new matter. The regenerating 
process admitted also of the various subjects being brought up 
to date in accordance with our present knowledge; and the 
Nautical Almanac elements, necessary to work out the examples, 
have been added in the appendix. 

The list of Time-signals for rating chronometers has been con- 
siderably enlarged, so as to embrace all those now in operation. 
The longitudes upon which the Signals depend are from the very 
latest determinations—principally telegraphic. | 

These improvements explain the bulkier appearance of 
“Wrinkles,” and it is hoped will win for the book increased 
popularity and so recompense me for much “ midnight oil.” 

The fortunate individuals whu have not tried their hands at 
book-making can have but a faint idea of what such an under- 
taking involves, to say nothing of the pecuniary risk which 
attaches to it. For myself, I do not mind confessing that if I 


could have foreseen that “Wrinkles” would have cost even one 
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tithe of the labour expended upon it, [ never would have been so 
bold as to attempt its production; but in a weak moment the 
promise was made, and once fairly committed to the task there 
was nothing for it but to “ wire in.” 

Encouraged by the support given to its predecessor, Edition 
No. 2 now goes forth asking well-wishers to “pass the word 
along,” and so help to swell the lists of “ The Faithful.” 


reset Bare fF 


NeEyLAnpD Hovsz, 
New MILForp, 
January, 1884. 


PREFACE TO THE NINTH EDITION. 


ALLAH be praised! “ Wrinkles” has successfully withstood that 
most crucial of all tests—the test of Time. On every sea and in 
every manner of craft it has been afloat for better than twelve 
years, and luckily seems to have found favour with ‘all sorts and 
conditions of men.’ 

On board the schoolships Conway of the Mersey, and Worcester 
of the Thames, it has long been included among the prizes be- 
stowed upon the youthful heroes of the moment. With infinite 
satisfaction it has recently come to my knowledge that even in 
H.M.S. Britannia it is not considered unworthy of a place at 
similar great festivals. For a book with no pretensions to mix 
in such goodly company, this is not bad; on the contrary, it is 
very cheering, and has acted as a stimulus in the production of 
the present edition. 

In view of self-evident facts, it is not stepping over the mark 
to say that the popularity and wide circulation of “ Wrinkles” 
has very considerably revolutionised the practice of navigation. 
This it has accomplished more particularly by drawing attention 
to points of working detail not previously dealt with by the 
text-books, these having—as might be expected—invariably 
treated the subject from a purely academical point of view, and 
that a trifle ancient of its kind. 

Somebody very truthfully lays it down that ‘The mastery of 
the ocean cannot be learnt upon the shore’; and so the many 
impediments to turning Theory into Practice were not even so 
much as hinted at, it being perforce ignored by the various 
learned writers—mostly landsmen more accustomed to streets 
than straits, shops than ships (no disrespect intended)—that 
navigation in the safe seclusion of the study, and navigation on 
board a storm-tossed and danger-beset ship, were two vastly 
different things. In fact, the young commander, as soon as the 
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pilot uttered his parting benediction,“ A pleasant voyage, Captain,” 
and had slipped over the side into his dingy, was left to flounder 
about as best he could in a veritable sea of difficulties. The 
mission of “ Wrinkles,” written by one who has been through the 
mill in right good earnest, was to go to the rescue and ‘stand by’ 
until such time as our young friend felt himself in every sense 
Master of the situation, and able to shift for himself. 

Responsibility is a word devoid of meaning to all save those 
who have to bear it. Do not most Mates think themselves 
smarter men than the Masters? And yet Masters are all made 
from Mates!! What is accountable for the change ? 

Further, in the revision of works on Navigation, the produc- 
tion of new ones, perhaps also to some extent in the Board of 
Trade curriculum, and consequentially in the teaching of the 
‘Coaches,’ “ Wrinkles” has undeniably conduced to the discard- 
ing of ‘played out’ methods, and the substitution of others of 
greater pliability and less ponderosity. Some of the most capable 
instructors have not been above taking hints from it, and even 
saying so; whilst sundry opticians in the marine line have been 
stirred up to modify certain of their instruments, and in several 
cases to devise others better adapted to the ‘Navigation of the 
Period, which has become uncommonly rapid—so rapid, that to 
‘Look slippery’ is now the all-pervading motto. The Victorian 
era may truly be said to form an eventful epoch in the progress 
‘ of navigation, and no man knoweth the end. 

It is no longer the ‘stand-off-shore-till-it-clears’ navigation of 
the two-foot rule order ; no more ‘waiting for slants’; no ‘ground- 
ing on beef bones.’ ‘Growl you may, but go you must.’ 

There used to be a fo’k’stle phrase very often heard during 
the reign of the old ‘Black Ball liners,’ viz., ‘Liverpool on her 
stern and bownd to go. That was when every fellow who could 
handle pick, pan, and shovel—or at least thought he could—was 
in a state of frenzy to reach the Australian El Dorado: but in 
this later age of telephones, and telegraphs to the uttermost ends 
of the earth, craft of nearly every shape and colour—no matter 
where they hail from—are ‘bound to go.’ In fact, it is ‘Rush’ 
all the time; or, as Jack puts it—‘ No peace for the wicked.’ 
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As with other branches of science, so also in the seafaring 
direction, the march of events has brought about many improve- 
ments. There is a regular epidemic of inventions; some good, 
some indifferent, and others so absolutely worthless as to be at 
once relegated to the limbo of useless rubbish: but all bring grist 
to the mill of the patent agent, though not necessarily to the 
inventors. ‘It is an ill wind,’ &e. 

Out of the ruck we have now instruments of beautiful pre- 
cision, and much greater capabilities than heretofore. It would, 
however, be wrong to infer that thereby the duties of the navi- 
gator had been rendered less arduous, or that he was in any 
degree being coddled, or ‘fed with a spoon’; on the contrary, the 
demands upon his energy, vigilance, nerve, and endurance, are 
greater than ever. These refined appliances—the outcome of 
the skill of the modern mechanician—are simply called into 
existence by the exigencies of rapid transit. Without them, and 
without the right kind of men to use them, the speed, which costs 
so enormously, would in a measure be thrown away. A ‘22- 
knotter, costing half a million sterling, and, despite triple-expan- 
sion engines, swallowing fully 20 tons of coal per hour, with 
perhaps 200 of a ‘black squad,’ and nearly as many hands in the 
victualling department, cannot afford to wander at large over 
the ocean @ la Columbus. To do so would seriously interfere 
with the gilt on the gingerbread, and probably permit a less 
speedy, though more skilful, rival to slip in first. Just fancy the 
discomfiture of the one, the jubilation of the other, and how the 
22-knot engineers would swear! The atmosphere of the mess- 
room would be perfectly blue with parliamentary language. 

Hence the great need, in these highly-pitched competitive times, 
of the professional knowledge which will keep a vessel’s stem 
pointed dead straight for her destination during every single 
minute of night and day. Owners, alive to this fact, are be- 
coming more and more particular in selecting men for command 
who can do it. Itis the same on shore. There are drivers of 
goods trains, and drivers of express trains; the latter are con- 
sidered the best men, and entitled to best pay, and they get it. 
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No amount of ‘cracking on’ or ‘ firing up’ will compensate for 
bad courses, and eventually having to ‘skirmish round’ for one’s 
port in thick weather; it is simply misdirected energy of an ex- 
pensive kind. On the whole, an impetus has been given to 
everything connected with this branch of the seaman’s art, 
whether in the humble ‘tramp, the gorgeous ‘greyhound,’ or the 
persevering ‘wind-jammer. It behoves their respective skippers 
to rise to the occasion and shew their mettle—not pot-metal. 

In the literature of navigation, ‘Raper’—probably because 
written by a seaman understanding seamen’s wants—still holds 
the position of premier epitome. It has recently (1891) been 
revised in a very judicious manner by that Ancient Mariner and 
Cunning Pilot, Commander T. A. Hull, R.N., formerly Superin- 
tendent of Admiralty Charts. Beyond a few modern necessities, 
such as a chapter on compasses in iron vessels, the extension of 
the Traverse Table, and bringing it up to date generally, Captain 
Hull has shewn his good sense by ‘leaving very well alone’; so, 
to the gratification of its devotees, ‘Raper’ still remains ‘ Raper.’ 

Not so with our quondam chum, ‘John Norie.” It is no more 
the same venerated oracle which was conned to destruction in the 
days of one’s apprenticeship, long long ago; for ‘ Norie’ has been 
almost, if not entirely, rewritten by W. H. Rosser (1889), so well 
known to London aspirants for Board of Trade parchment. Were 
it not for the title, one would hardly recognise its re-juvenated 
pages. Certainly re-modelling was needed, and the new ‘ Norie’ 
will no doubt continue as popular with a certain set as it was in 
the now almost pre-historic times when the frigate-built India- 
men of Green, Wigram, Smith, and Dunbar, entered Blackwall 
docks in all their glory, with yards and gunports squared to a 
nicety, bunt-jiggers bowsed up for a harbour furl, stun’sail booms 
rigged out to the mark, hammock-nettings neatly stowed, and a 
welcoming crowd of both sexes cheering and waving greetings 
from the pierheads. The sea then had a halo of romance about 
it, a blue-water flavour, which, alas, is now replaced by cast-iron 
and mild steel. The romance has been buried in the coal-bunkers. 


If one may judge by the differences here and there in the 
doctrines of the old and new ‘Norie,’ its painstaking reviser 
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- has read “Wrinkles” to some purpose, and has taken to heart at 
least some of its precepts. This tribute from a veteran teacher, 
silent though it be, is much appreciated. 

Inman’s excellent Tables have been revised, re-arranged, and 
enlarged (1888). They are the only nautical ones in which the 
log. sines, secants, tangents, Wc, are given to every 15” of arc— 
no inconsiderable advantage to close workers. It is incompre- 
hensible that these fine tables are not better known in the 
merchant service. 

But the gem in its way is Navigation and Nautical Astronomy, 
by Staff-Commander W. R. Martin, of the Royal Naval College 
(1891). It goes without saying that this is a thoroughly safe 
guide, and has accordingly been adopted by the Admiralty as 
the orthodox text-book in the naval service; indeed, it was 
written expressly for this purpose. The deadly dulness incidental 
to official text-books in general is, in this case, relieved by copious 
notes and interesting historical references; but the character of 
the book is mathematical to a degree somewhat over the heads 
of the present generation of merchant officers, who, with the ex- 
ception perhaps of certain Conway and Worcester boys, and a 
few others with a natural bent that way, do not excel in the 
pursuit of ‘the wily zw This is unfortunate, but the remedy lies 
with the men themselves. Owing to proofs of rules being given, 
‘Martin’ will be found specially useful for such as intend going 
in for “ Honours.” 

In addition to the recognised standards, a bewildering host of 
‘New and Short Methods’ have of late years passed through the 
printer’s hands, some of them so good in themselves as almost to 
tempt one to backslide, and forsake his old loves. But from this 
heresy I have been saved by being confronted with the fact that 
it would mar a leading feature of “ Wrinkles” which I see every 
reason to stick to, namely, the retention of methods which, by 
harmonising in their general arrangements and characteristics, 
lead up to each other, so that the one may be a stepping stone to 
the next. At least such is the endeavour, so far as it is possible 
to carry it out. By this system the mind is not aE i by a 
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number of problems differing widely in detail, if not in principle ; 
nor is the memory needlessly burthened. 

Not long since, an acquaintance, whilst discussing “ Wrinkles,” 
remarked—‘ One of its chief merits lies not so much in what 
you have put into it, as in what you have kept out of it. Exactly 
so! He too had felt how the utility of a book might be jeopard- 
ised, if not destroyed, by offering to its readers more mental 
pabulum than they could conveniently digest, and more, indeed, 
than was actually required. ‘Enough is as good as a feast,’ and 
it 2s possible to have too much of a good thing. 

Authors of the ‘New and Short Methods’ will please accept 
this in explanation of my seeming neglect. 

With this edition are incorporated the ‘A and B Tables, so 
favourably known in the Peninsular and Oriental Co., through 
the instrumentality of Mr. H. 8S. Blackburne of that service. 
Interpolation—unless capable of being performed mentally— 
takes time, and is an unmitigated nuisance. To do away with 
it in most cases, and to minimise it in the remainder, I have very 
materially expanded both Tables. In the first half hour from 
the meridian the numbers are now given for each minute; thence 
to 2 hours, they are given for every other minute ; and afterwards, 
interpolation being easy owing to the values changing slowly 
and regularly, the original 4-minute interval has been reverted 
tO. 

After mature consideration, Blackburne’s auxiliary tables for 
finding the azimuth have been rejected in favour of the simpler 
and more direct process by which it can be taken out from 
Table C absolutely at sight, and with even more accuracy than 
is required by the necessities of navigation. 

To include the moon, planets, and zodiacal stars, I have ex- 
tended Table B to 29° of declination. The ultra-zodiacal stars 
have been re-computed for the epoch A.D. 1900, and sixteen others 
added. Since the declinations of the so-called ‘fixed stars’ do 
not change appreciably in a man’s life-time, this lower portion of 
Table B will hold good for position finding till at least s.p. 1950; 
for Azimuths, practically for all time. Before 1950 comes, how- 
ever, many things will have passed away, and it may be that 
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aerial ships will have superseded marine ships, and sky-pilots 
have wiped out sea-pilots. Quéen sabe ? 

These extensions and additions render the ‘A and B Tables’ 
simply invaluable, and immensely more complete than any 
similar ones extant. It is only proper to mention that Mr. 
Blackburne, in the interests of the profession, and in a most 
liberal spirit, had unreservedly placed the result of his labours 
at my disposal, to be dealt with as might seem to me best. 
Nearly seven years elapsed before I could see my way to accept 
such a genuinely unselfish offer, and then only because convinced, 
as Mr. Blackburne also was, that if by this means the tables be- 
came better known, they could hardly fail to be appreciated at 
their full worth. Should their enlargement and insertion in 
“Wrinkles” bring about so desirable a consummation, it will be 
a point scored for both of us, as well as a distinct gain to the sea- 
faring community all over the world. 

Although with myself as Foster-father, both title and tables 
have grown stouter, and the use of the latter better developed as 
regards the azimuth, the tables ought ever to be more especially 
associated with Mr. Blackburne, as the seaman who first enlarged 
the scope of their far-reaching utility, to whom is due the credit 
of having devoted himself for years to their elaboration, and of 
being the first in this country to publish them in an extended 
form. 

This is mentioned on the principle of ‘Rendering unto Cesar 
the things which are Cesar’s.’ 

So far back as 1878, whilst on the Venice line of the P. and O., 
Mr. Blackburne was in the habit of using that portion of the 
Tables—then in MS.—which was suitable to the route; but 
circumstances did not permit of his completing and publishing 
them till May 21st, 1883. 

On July Ist of same year, in his Stellar Navigation, Rosser 
followed suit with an abridged set for the same purpose, which 
may be taken as corroboration of their value. 

There is, however, a statement in Rosser’s edition of Norie’s 
Epitome that these Tables were first put into their present form 
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in England, in 1882, in Rosser’s Stellar Navigation ; but, in view 
of the above authentic facts, this is evidently a mistake. Though 
actually published in July, 1883, Stellar Navigation was not 
even entered at Stationers’ Hall till the following December. 

Table I. of previous editions, for which I was indebted to Mr. 
A.C. Johnson in connection with his now well-known method, has 
in this issue been superseded by Table C. The two are on precisely 
the same basis, but mine has been computed to three places of 
decimals, the arrangement is different, and it has been extended 
to just three times the size of the other. These important altera- 
tions render the Table susceptible of any degree of accuracy the 
worker may feel justified in going to. In Johnson’s deservedly 
popular method the object of his Table is to find the ‘ Longitude 
correction’ from the Latitude and Azimuth, and for this purpose 
he evidently considers two places of decimals sufficient. But in 
“Wrinkles” the introduction of the ‘A and B Tables’ permits 
of the Navigator suiting his own convenience as to whether he 
will follow the order laid down by Johnson as above, or, on the 
other hand, elect first to find the ‘Longitude correction’ from 
Tables ‘A and B, and subsequently the Azimuth from Table C. 
The extension of the latter permits of this being done to the 
nearest quarter of a degree, which is close enough in all con- 
science. 

It will thus be seen that in the use of Johnson’s method the 
Navigator has ‘two strings to his bow.’ Sometimes one will be 
preferable, and sometimes the other. They will not fail to speak 
for themselves according to circumstances. 

Table D (Table II. of previous editions) has in all respects been 
treated similarly to C, and is therefore uniform with it. When, 
according to the nature of the work in hand, it suits to drop the 
third decimal in either of them, it can of course be done ; but 
there is no harm in having it ‘ready for a call’ if required. 
Like money, you may not want it at the moment, but it’s handy 
to have it about you. Rather !! 

Should Tables be found to contain errors, they are naturally 
regarded with suspicion, and their value is materially lessened, 
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There need be no doubt as to the correctness of A. B. C. and D. 
To make assurance doubly sure, they were entrusted to that 
most accurate and indefatigable computer, Captain Alfred Fry 
of Liverpool, to be duly and truly checked in the most rigorous 
fashion possible. He worked at them in Walton, and I in Ney- 
land, some 200 and odd miles apart. Lest: errors might exist in 
the Logarithmic Tables, which sometimes happens, he used one 
formula and I another. To ensure truth in the results, 7-figure 
logarithms were employed, and the natural numbers taken out 
(though not printed) to four, and sometimes five, places of decimals, 
Even the stereotype proofs were critically overhauled to detect 
possible slips in the manipulation of the type, and it was found 
that this precaution was necessary. Blackburne’s original work 
was also re-computed and checked. 

Altogether, so conscientiously has the entire work been done 
that there is every reason to believe that the Tables are free 
from the smallest inaccuracy, which is saying a good deal. At 
all events, the fact is unassailable that no similar tables published 
up till now can compare with them in this respect. 

With regard to the amount of labour they entail, tables are 
very deceptive. The net result being alone visible, the user 
_ seldom has an adequate conception of what is behind. In the 
case before us the re-computing and expanding of A. B. C. and 
D. involved some reams of foolscap, many hundreds of thousands 
of figures, and 18 months off and on, of sight-trying work of the 
‘Horse in a mill’ order, than which nothing can be more dis- 
mally wearisome, except perhaps the healthier occupation of 
breaking stones by the road-side. The ‘net result’ to myself so 
far has been a pair of steel-rimmed spectacles. 

Seeing how strongly stellar observations have always been 
advocated in ‘ Wrinkles,’ the omission in previous editions of a 
chapter devoted to star-finding, has led to my being reproached 
with inconsistency. The reproach is now removed and the book 
made complete in this respect. 

In conclusion, the revision of ‘ Wrinkles’ has had my best 
attention: everything in it has been considered and re-con- 
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sidered, turned upside down, shifted end for end, and examined 
microscopically. Throughout, an endeavour has been made to 
awaken the interest of the student by making the subject 
attractive, and to train his intelligence by bringing before him 
whatever is novel, striking, and instructive in that particular 
branch of his profession to which this book is devoted. If pains 
can do it, this ought to be quite a glorified edition. 

I have been told more than once by the ‘know-alls’ of the 
profession that ‘ Wrinkles’ contains nothing that is original. I 
meet this by referring them to my own disavowal in the preface 
to the first edition. In this one also there is the usual amount 
of Editorial scissors and paste. Many are my quotations from 
other books, but I have tried my best to make due acknowledg- 
ment. This is not always so easy as it would appear, for in 
reading a large number of works upon any one subject, as I have 
done in the course of my career, one’s mind is sure to store up 
ideas without, at the time of reproducing them, being able to 
recollect the particular source from which they emanated. “ As 
apothecaries we make new mixtures every day, pour out of one 
vessel into another; and as those old Romans robbed all the 
cities of the world to set out their bad-sited Rome, we skim off 
the cream of other men’s wits, pick the choice flowers of their 
till’d gardens to set out our own sterile plots. . . . . Asa 
good housewife, out of divers fleeces, weaves one piece of cloth, a 
bee gathers honey out of many flowers, and makes a new bundle 
of all.” 

An officer, who at various times had purchased in all some 
five copies of “ Wrinkles,” explained to the Publishers that he 
never made a voyage (well, “hardly ever”) without having either 
to sell or give away his own. (N.B.—It is to be hoped he got 
‘sea price’ for them). 

Kind reader, should the book be so fortunate as to meet with 
your approval, you cannot do better than follow his most C2- 
cellent example. 


5. Tas aie 
NEYLAND, PEMBROKESHIRE, 
APRIL, 1894, 
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Cis breed, 
NAUTICAL LIBRARY AND INSTRUMENTS OF NAVIGATION. 


THERE are so many works on Navigation—and they are still 
Increasing—that any one so disposed might easily convert his 
cabin into a book closet, leaving no room to stow away himself 
and wardrobe. As such a wholesale procedure would be neither 
convenient nor profitable, one is constrained to make a selection. 
The following list is confidently recommended as embracing all 
that are necessary ; and the purchaser should make sure that he 
gets the latest editions. They can readily be procured from or 
through any publisher of nautical works :— 


1. Raper’s Practice of Navigation. 
2. The Epitome the reader is most accustomed to use. 
3. Ex-meridian Tables, by Brent, Walter, and Williams. 
*4. Merrifield’s Magnetism and Deviation of the Compass. 
*5. 'Towson’s Deviation of the Compass, for Masters and Mates. 
*6. Evans’s Elementary Manual for Deviations of the Compass. 
7. Burdwood’s Azimuth Tables, from 60° to 30° of latitude in both 
Hemispheres. 
8. Davis’s Azimuth Tables, from 30° of latitude to the Equator in both 
Hemispheres. 
9. Johnson on Finding the Latitude and Longitude in Cloudy Weather. 
10. Whall’s Handy Book of Tides. 
11. Scott's Elementary Meteorology. 
12. Weather. By the Hon. Ralph Abercromby. 
13. Bedford’s Sailors’ Pocket Book. (Very useful). 
14. Admiralty Tide Tables for current year. 
15. Findlay’s Lighthouses of the World, and Fog Signals. 


Necessary 
Books. 


Cost. 


Extra books. 


Nautical 
Magazine. 


List of 


Instruments. 


Station- 
Pointer. 
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16. Nautical Almanac for current and following year. 
The Wind and Current Charts emanating from the Meteorological 
Office, and Sailing Directories, Admiralty or private, for the parts 
intended to be navigated. Among the latter may be mentioned as 
worthy of special commendation :— 
Findlay’s North and South Atlantic. 
‘ “ ae hace. 
Indian Ocean. 
Indian Archipelago and China. 


The above list only comprises books which may be considered 
absolutely essential in this Iron Age, and when the questions of 
speed and despatch enter so largely into the calculation of profit 
or loss on the voyage. Their cost would amount to about £10— 
no very great expenditure when considered in connection with a 
Shipmaster’s responsibilities ; indeed the addition of a few other 
instructive volumes may suggest itself to some, who could not do 
better than procure :— 


. The 10 Vols. of Chambers’s Encyclopedia. (Hxcellent). 

. Practical Seamanship for the Merchant Service. Todd and Whall. 

. Paasch’s Illustrated Marine Encyclopedia. 

. Outlines of Astronomy. By Sir John Herschel. 

. Chambers’s Mathematical Tables. By Pryde. 

. Seaton’s Manual of Marine Engineering. (For those with a taste that 


way ). 
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To complete his stock-in-trade every navigator should take the 
monthly numbers of the Nautical Magazine. Not only do they 
afford light and agreeable reading for leisure moments, but they 
contain important notices relating to alterations and additions in 
buoyage and lights, discovery of new dangers, fresh laws affecting 
shipping, alterations in those now existing, publication of latest 
Admiralty Charts, and other items interesting to the intelligent 
seaman. | 


NAUTICAL INSTRUMENTS. 


To the master of any vessel other than a Billy-boy, the follow- 
ing are indispensable :—Compasses, chronometers, sextant, arti- 
ficial horizon, night-glasses, telescope, common or patent log, hand 
and deep-sea leads, parallel rulers, dividers and charts, pelorus, 
barometer or aneroid—the latter for preference. In addition to 
these, there is one valuable instrument called a STATION POINTER, 
which, till “ Wrinkles” called attention to it, had seldom or never 
been met with on board a merchant ship, and only in surveying 
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vessels of the Navy. It is now being freely introduced into both 
services. ‘T'o vessels frequenting narrow waters and intricate 
channels it is particularly useful, so that steamers trading to the 
Baltic, Mediterranean, Black Sea, East and West Indies, and 
China, should certainly be furnished with it. A cheap and not 
bad substitute is the Radiograph. 

It is proposed to treat of ‘the above instruments separately, 
devoting a chapter, or a portion of one, to each; so that, like any 
other good workman, the navigator may be familiar with the 
tools of his trade. Nothing but practice will make him expert 
in their use. 

It will first, however, be convenient and in order, to say some- 
thing about the size and figure of the globe whose seas the 
mariner has to traverse; and to explain in what way the “knot” 
—his measure of distance thereon—has been arrived at, also its 
precise relation to kindred measures. 


Radiograph. 


Kinds of mile. 


Statute mile. 


Geographical 
mile. 


CHAPTER II, 


THE MILE AND THE KNOT. 


Knights of the quarter-deck, as well as laymen, are frequently 
just a trifle misty over this seemingly “knotty” subject. A short 
chapter will serve to clear away the haze and unravel the tangle. 

There are three perfectly distinct kinds of miles— 

1. The Statute mile. 
2. The Geographical mile. 
3. The Nautical or Sea mile, or Knot. 

Nos. 2 and 8 are often improperly taken to be one and the 
same thing. 

The Statute mile is the English and American standard of 
itinerary measure, and was incidentally defined by an Act passed 
in the 85th year of the reign of “Good Queen Bess” to be ‘8 
furlongs, of 40 perches of 164 feet each, = 5,280 feet. This is a 
purely arbitrary measure, and has no connection with any scale 
in nature. 

The Geographical mile is based upon the size of the earth, 
it being the length of a minute of are of the earth’s equator, 
and regarded as a fixed quantity in all longitudes. Assuming 
the equatorial circumference to be 24,902°18 statute miles, = 
131,483,510 feet, and dividing by 21600 (360° x 60’) we get 
6087'2 feet as the length of the Geographical mile. | 

But the navigator is not much concerned with either of the 
foregoing. When afloat he has only to deal with the Nautical 
mile or knot, which depends for its length upon the shape as well 
as the size of the globe he sails over. In a general way we are 
accustomed to think of our turnip-shaped planet as a true sphere, 
but if we go into close detail, the flattening at the poles and other 
irregularities of shape will not allow themselves to be slightingly 
passed over as negligible quantities. 

Most costly, refined, and protracted geodetic operations, under- 
taken by many countries during the past and present century, 
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have settled within such exceedingly narrow bounds the size, 
weight, and precise figure of the globe, that it is only left to 
‘wranglers’ to wrangle pleasantly over a trifle of a few hundred 
feet or so in any direction. 

The polar flattening was long looked upon as the only departure 
from the true sphere, but the elaborate investigations of Colonel 
A. R. Clarke, R.E., seem to show that the equator is not quite 
irreproachable in its rotundity, the excess of its longer over its 
shorter diameter being not far from half a mile. General 
Schubert, of the Russian Survey, independently arrived at a 
somewhat similar conclusion. According to Clarke, the greater 
axis lies in 8° 15’ west, and 171° 45’ east of Greenwich, the lesser 
axis being of course at right angles to this.* The distortion of 
the equatorial circumference is so small, comparatively, that its 
exact amount, and position of its vertices, are still under discus- 
sion and open to correction. Therefore, though a subject of 
interest to mathematicians of the higher order, for sailors it has 
no significance whatever. 

It is quite possible—indeed, probable—that no section of the 
earth is either a perfect circle or a perfect ellipse, even when 
minor or contour irregularities are neglected. For purposes of 
nursery illustration, therefore, the time-honoured orange makes a 
capital “object lesson,’ more especially since it can be offered as 
a prize to be devoured after the lecture. Most oranges, however, 
rather overdo the flattening of the polar regions :—for example, 
in a 15-inch globe made correctly to scale, the flattening would 
only amount to 2th of an inch, a quantity which could not be 
detected without actual callipering, so that in sea-going practice 
we need not distress ourselves about this little eccentricity on 
the part of Mother Earth. Navigation is not an “ exact science,” 
and never will be. 

The earth’s equatorial diameter may be taken at 7926°59 
statute miles, and its polar diameter at 7899°58 statute miles ; 
the compression is therefore 27:01 miles, or z54.5 of the equatorial 
diameter. This is rather more than has hitherto been accepted, 
Sir George Airy (late Astronomer-Royal) having put the com- 
pression at 26:50 miles. If we reduce to inches the length of the 


* If confirmed, this discovery will no longer permit of the earth being termed an “‘ oblate 
spheroid ;” to be strictly correct, its designation henceforth would be an “ellipsoid,” a 
geometrical figure having three rectangular axes of unequal lengths, its section in any 
direction being an ellipse; whereas an ‘‘ oblate spheroid” gives a circular section if cut 
at right angles to the axis of revolution. 
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polar axis as above, we get in round numbers 500,500,500—a 
curious combination of figures, very easily remembered, and 
sufficiently near the truth for most purposes. 

The earth’s equatorial circumference has already been stated 
as 24,902°18 statute miles; this, be it observed in passing, is the 
longest distance which can possibly be travelled in a direct line 
(Great Circle) over its surface. It is, however, the earth’s meri- 
dional circumference which is responsible for the length of the 
knot. Taking the arithmetical mean of diameters given on pre- 
vious page, this will be 24,859°7 statute miles, = 131,259,156 
feet, and these, divided by 21,600, give 6076°8 feet as the mea- 
surement of the mean sea mile or knot.* But why the qualifi- 
cation “mean” sea mile? Because, as will presently be shown, 
the sea mile varies with the latitude. Its length at the equator 
is 6046 feet, increasing to 6109 feet at.the poles. The differ- 
ence is not appalling, and as ships on the high seas are not 
navigated to yards, it is clear that the variation in the length of 
the nautical mile is of no importance to the sailor, further than 
that if he “fancies himself,’ and wishes to be a cut above his 


_ fellows, he ought not only to be acquainted with the fact, but 
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capable of giving an intelligent explanation. 

We have already seen that a section of the earth in the plane 
of the meridian—instead of being a mathematically true cirele— 
is Somewhat oval (or elliptic) in shape. If the circumference of 
a true circle (a compass card, for example) be divided into 360°, 
everybody knows that the length of each degree, or rather the 
space between each degree, will be the same to a hair’s-breadth ; 
not so with the oval. As its radius of curvature is variable, in- 
creasing from the extremity of the major axis to the extremity of 
the minor axis, and as in consequence of this the direction of the 
vertical will not go to the earth’s centre, but meet at varying 
points, so on the earth’s surface a degree of the meridian is found 
by geodetic measurement to increase from the equator to the 
poles. The knot, therefore, varies slightly with the latitude, and 
it thus happens that books of reference assign to it values pretty 
much in accordance with the caprice of the writer and the idea 
pervading his mind at the moment; for example, a favourite 
notion is that the knot should correspond to the latitude of the 
region most traversed by the fleets of commerce. 

Norie and others give the “Admiralty knot” as 6080 feet, but a 
visit to the Hydrographer would probably lead to a repudiation 
on his part of that particular measure ; indeed, it is doubtful if 

* See Appendix E. ann 
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the Admiralty lay claim to a knot of any fixed dimensions. On 
page 37 of the Sth edition of the Admiralty Manual of Scientific 
Enquiry—a work published by authority—the number of feet 
in a sea mile is given at 6075; and again, on page 52, the Table 
of Dip is stated to be calculated for a mile of 6060 feet. Where 
then is the Admiralty knot? Not to be found! ! 

6080 feet correspond to latitude 48°, and these figures—recom- 
mending themselves more particularly on account of round num- 
bers—are adopted throughout “ Wrinkles.” The nawtical mile 
is therefore 800 feet longer than the statute mile. 

For roughly converting knots into statute miles, or vice versd, 
it is useful to know that 13 knots are near about the equivalent 
of 15 statute miles ; then by simple proportion you can find the 
equivalent of any other number. The easiest way to do this, 
when an Epitome is at hand, is to open the Traverse Tables at 
30°; then against the knots in the Latitude column will be found 
the corresponding number of statute miles in the Distance 
column. 

Instead of our “yard,” the French and other nations use the 
‘metre’ as their standard of length. It is assumed to be the 
ten-millionth part of the meridional quadrant, and was fixed by 
_ law at 39°370432 inches, in accordance with what were then 
accepted as the dimensions of the earth. But taking the dimen- 
sions here given, the length of the metre should be 39°377786 
inches. This last may be termed the ‘ideal’ metre, in contra- 
distinction to the other or ‘legal’ metre. 

By way of finish it will be interesting to glance at one or two 
points in connection with those extensive national surveys already 
alluded to. But little reflection is needed to shew that where 
exactness is sought after, all measurements of the earth’s surface 
—whether vertical or horizontal--must be referred to a common 
datum plane. Looking at the figure, the question at once pre- 
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sents itself :—At what distance from its centre are we to measure 
the circumference of the globe, or, in other words, at what part is 
its diameter to be taken? Is the circumference to be taken as 
the outer circle representing the summit of the highest mountain 
(Everest, 29,000 feet); or is the middle circle, representing the 
mean. sea level, to be taken ; or lastly, is it to be the inner circle, 
representing the profoundest depths of the ocean ?* It is evident 
a great deal depends upon the answer. 

There can be no doubt that the Mean Sea Level is the natural 
and only reference plane that can be employed for the purpose. 
In measuring the “ base line” of a survey, it is necessary that the 
altitude of every part of it above the level of the sea be deter- 
mined, in order that the measured length may be reduced to what 
it would have been had the measurement been made on the sur- 
face of the sea itself. At first sight it would seem as if there were 
no special difficulty in determining the mean sea level, but, as a 
matter of fact, all measurements of the earth’s surface are very 
much hampered by its uncertainty. Observations seem to prove 
that the sea level does not coincide everywhere with the geo- 
metrical figure which most closely represents the earth’s surface, 
but may be raised or lowered here and there under the influence 
of local and abnormal attractions. Matter attracts matter, as 
ships in a calm are said to draw near to each other. So it hap- 
pens that the absolute height of lofty mountains above mean sea 
level is difficult to arrive at on account of the permanent distor- 
tion of the neighbouring sea surface by the attractive force of 
their own masses. 

Thus it has been calculated that the Himalayas ought to heap 
up the waters of the Bay of Bengal to the extent of 500 feet: 
but in reality they fail to do so, and it follows that what would 
be the undeniable action of the Himalayas, if of average density, 
must be counteracted by some occult influence. Science fortu- 
nately comes to the rescue. The observations made at the 
various stations of the Indian Meridian Arc have brought to light 
a physical fact of the very highest importance and interest, 
namely, that the density of the strata of the earth’s crust under 
and in the vicinity of the Himalayan Mountains, is less than that 
under the plains to the south, the deficiency increasing as the 
stations of observation approach the Himalayas, and being a 
maximum when they are situated on the range itself. Colonel 

* The greatest depths so far recorded are 4,655 fathoms in the N. Pacific, east of Japan ; 


4,561 off Porto Rico, W. Indies ; and in 30° 27‘ §S. and 176° 39’ W. bottom of red clay 
was found at 5,155 fathoms. 
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Clarke shews that the form of the sea level along the Indian are 
departs but slightly from that of the mean figure of the earth. 
As explained above, subterranean tenuity is the cause, and thus 
the non-appearance of the attraction which this gigantic range 
ought to produce is satisfactorily accounted for. 

The Chilian Andes, from their greater nearness to the Pacific, 
have been computed to exert an influence on the sea level equal 
to 2,000 feet, but it is probable that in their case, also, this is, for 
the most part, nullified by want of solidity in the earth’s crust ; 
for what more likely than that, in the process of upheaval, sub- 
_terranean voids have been left corresponding more or less to the 
elevations. Ben Nevis, which contains about a couple of cubic 
miles of matter, is said to produce in the neighbouring sea an 
elevation of three inches. 

Dr. A. Supan, in a recent number of “ Petermann’s Mitteilungen,” 
calls attention to the fact that, according to the most recent 
measurements, particulars of which have lately been published, 
the old hypothesis, that there were important differences in the 
levels of the seas of Europe, is no longer tenable. The statistics 
given in the “ Bulletin Annuel de la Commission de Météorologie 
du Departement des Bouches du Rhone” (1891), show that the 
mean level of the water at 38 stations in the Adriatic, Mediter- 
ranean, Atlantic, English Channel, North Sea, and Baltic, differs 
in most cases but a few centimetres from that at Marseilles, so 
that, for practical purposes, it may be taken that the mean sea- 
level on all the coasts of Europe is much about the same. It will 
be some years yet before this can be definitely settled. Meanwhile 
the conclusion cannot be avoided, that measurements of heights 
above the sea level as commonly stated, though fairly comparable 
one with another over a limited area, are subject to no little un- 
certainty if regarded as absolute quantities referred to the ideal 
sea level of the mean terrestrial ellipsoid. 

Now, for the same reason that mean sea level is not quite uni- 
form for all parts of the world, the plumb-line, usually considered 
a model of rectitude, does not hang truly vertical everywhere. 
This is the same as saying that the surface of the mercury in an 
artificial horizon is not truly level everywhere. Just consider 
the effect of this on the more delicate astronomical observations of 
a survey, and the knowledge and skill required to eliminate such 
errors. 

In mountainous countries, as near the Alps and in the Caucasus, 
deflections of the plumb-line have been noted to the extent of 29". 
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On the other hand, deflections have been observed in flat 
countries ; for example, at certain stations in the vicinity of 
Moscow, within a distance of 16 miles the plumb-line varies 16° 
in such a manner as to indicate a vast deficiency of matter in 
the underlying strata; but, luckily for the surveyor, these are 
exceptional cases. Here is another nearer home. On the north 
coast of Banffshire, near the village of Portsoy, there is a spot at 
which the deflection amounts to 10”, so that if that village were 
laid down on a map in a position to correspond with its Astro- 
nomical latitude, it would be 1,000 feet out of its proper place, 
since a second of arc (‘’) about equals 100 feet on the earth’s surface. 

Astronomical or Observed Latitude is the angular distance from the 
equator of the apparent zenith ; or it may be expressed as the Declina- 
tion of the apparent zenith. It is consequently dependent upon the 
direction of the plumb-line, since it is this latter which gives us the 
vertical point known as the zenith. 

Now, it has been shown that the plumb-line is subject to disturb- 
ance ; but when not disturbed, it coincides with the normal of the true 
ellipsoid, and, therefore, indicates the ¢trwe zenith. 

The normal to the undisturbed surface of mercury in an artificial 
horizon, that is, the undisturbed vertical at any point of the earth’s 
surface, is not in the direction of its centre except at the. Poles and the 
Equator. 

The Geodetic or Geographical, or True Latitude, is the angle which 
this normal makes with the plane of the equator. On the other hand, 
some mathematicians consider the true zenith to be in the external 
prolongation of a line from the earth’s centre through the place of 
observation. But, properly speaking, this is the Reduced zenith. 

Geocentric Latitude, not mentioned hitherto, is the angle at the 
centre of the earth subtended by the arc of the meridian between the ~ 
place in question and the equator. It is therefore independent of the 
earth’s shape. 

The Geocentric is always less than the Geodetic Latitude, except at the 
equator and poles, where the two coincide. The maximum difference 
(11’ 44”) is in Latitude 45°. As the Navigator has only to deal with 
Astronomical Latitude, he need not worry over these fine distinctions. 

With the foregoing intricacies before the mind, one can have 
some slight inkling of the exceedingly delicate and high-class 
mathematical character of the observations and calculations re- 
quired in an extensive geodetic survey, such, for instance, as our 
own “ Ordnance Survey,” or the huge undertaking known as the 
“Great Trigonometrical Survey of India.” 

Verily, brother, there are more things in Heaven and on earth 
than are dreamt of in the simple philosophy of seamen !! 


CHAPTER III. 


THE MARINER’S COMPASS, AND IMPORTANT FACTS CONNECTED 
WITH IT. 


Curiously enough, until comparatively recently, ship-builders 
and owners did not bestow on the compass the amount of con- 
sideration which it undoubtedly merits. It is pre-enwnently the 
instrument upon which the safety of the vessel depends, and 
justly ranks jirst in importance. It would be easier to dispense 
with the Chronometer, or even the Sextant, than with this in- 
valuable guide. With a faulty compass, a straight course cannot 
be made. Formerly, when time was less an object than it is now, 
a bad landfall, or distance lost on the voyage through zigzagging 
over the ocean, was of no particular moment; but in these days 
of keen competition, when the public look for the arrival of 
Trans-Atlantic and other mail steamers almost to the very hour, 
and the rivai companies wage paper wars over the splitting of 
minutes in the passages of their respective vessels, it is necessary 
that good navigating appliances should back up good ships. 

Compasses for use on board ship are of two classes—the Stan- 
dard and the Steering Compass. Taking them in this order, the 
Standard first claims the reader's attention. 

To begin then, it is of the greatest wmportance that a spot 
should be selected for the Standard compass where it would only 
be acted upon by the general magnetic character of the ship, and 
not by particular masses of vron in tts Vmmediate vicinity. To 
this some builders pay considerable attention, whilst others, un- 
fortunately, seem unaware of the necessity for such a precaution, 
taking it for granted that the compass adjuster can effect his 
object, quite irrespective of how the compass may be fenced in 
with iron. 

The Standard may not inaptly be termed the “ Navigating 
compass.” By it the course should be set, and all bearings taken 
for ascertaining the ship’s position. To this end, it must be 
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placed where an all-rownd view of the horizon can be had, ex- 
cepting, of course, when the masts or funnel intervene. In vessels 
of the larger class a special platform is erected, and in such cases 
the handrails and supports are of wood or brass. Unless, how- 
ever, the whole structure is firmly and securely bolted down to 
the hull of the ship, it will be certain to vibrate in strong winds, 
or with much motion, and so destroy the steadiness of the card, 
rendering almost useless what may otherwise be a good compass. 

The binnacle should be large enough and of such a shape as 
would permit of the adjusting magnets being placed inside, in- 
stead of on the deck. This is a neat and compact arrangement, 
and access to the interior can be had through a small door pro- 
vided with a good patent lock and key. To prevent tampering 
with the magnets, or the inside being made use of by quarter- 
masters as a handy stow-hole for odds and ends, this door should 
be religiously kept locked, and the key in the possession of the 
captain. 

Gray, of Liverpool, was about the first to bring out a binnacle 
embodying this principle; or, to be more correct, it was a square 
stand or box, upon which the binnacle proper was placed. To 
Sir William Thomson, now Lord Kelvin, is due the credit of having 
brought into fashion a really satisfactory form of binnacle; and, 
with modifications, the bulk of compass-makers have followed suit. 

One of the great advantages of the plan is that when it becomes 
necessary to remove the binnacle for any purpose—such as caulk- 
ing decks, &c., there is no occasion to disturb the magnets; 
whereas when they are nailed to the deck round about the bin- 
nacle, it will sometimes happen that they are taken up by caulkers 
ignorant of the mischief they are doing; and when replaced—as 
likely as not the magnets are shifted end for end, and put down 
at a greater or less distance from the compass than they occupied 
previously. 

When the Standard compass is improperly situated—as, for 
example, on a narrow bridge, hemmed in by iron hand-rails, 
flanked by boats’ davits, awning-stanchions, ridge chains, stoke- 
hole ventilators of large size with moveable cowls, and probably 
not two feet from the iron stand of the engine-room telegraph, 
or twice that distance from the donkey boiler,—it is rather too 
much to expect that its behaviour will be satisfactory. No 
adjuster in the world could even pretend to compensate the errors 
of such a compass. He might certainly manage, by a liberal use 
of magnets, to lick it into something like shape for the time 
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being; but such an adjustment could not be depended upon for 
twelve hours after it was effected, especially in a new vessel, and 
on a voyage to the southward the deviations would soon become 
so large as to be unmanageable. 

Compasses are not unfrequently so badly placed that the 
adjuster has to compensate errors amounting to eleven or twelve 
points. 

The reader may imagine that the foregoing is an overdrawn 
picture, but if he will take the trouble to look around, he will not 
be long in finding how true its description is. Sometimes, too, it 
occurs in steamers that the end of a trysail-boom, when guyed 
amidships, comes within 18 inches or less of the compass. In this 
case, if the foot of the sail should be made to haul out with a 
traveller, on a massive iron jackstay—a very common mode of 
fitting now-a-days—it is clear the effect on the needle will 
entirely depend on the position of the boom, whether eased off 
to port or starboard, topped-up, or in the crutch. 

The writer was in one vessel where the wire toppinglifts of 
the main-boom came down within six feet or so of the Standard 
compass, and were proved to produce an effect of 5° when the 
boom was guyed over from one side to the other. Precaution, 
then, should be taken, that no iron subject to temporary removal, 
be within ten or twelve feet of the compass; and the latter 
should stand at least 4 feet 6 inches above the deck, not only on 
account of the beams, but to avoid the liability of being 
influenced by any moveable article of iron on the deck next 
below it. 

It is common enough, where the vessel is steered forward, to 
find a compass placed on the bridge just above the one in the 
wheelhouse.* In such cases it is imperative that the upper or 
bridge binnacle should be raised above the deck as much as 
possible, or the compensating magnets contained within it will 
affect the other compass in the wheelhouse, and vice versd. If 
raising the binnacle on a wooden stool or solid block should 
render it inconveniently high, it is not a killing matter to build 
a suitable step—or even a couple of them—round about its base. 
The reciprocal action of one compass and its magnets upon 
another—more particularly in the position here referred to— 
is a thing very likely to be overlooked from the mere fact of the 
compasses not both being seen at one and the same time. 


* See diagram facing page 39. 
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When fitting out a new ship, it is not uncommon for the 
builder to consult the wishes of the future captain in the matter 
of compasses, &c.; if, however, the latter does not join the vessel 
till she is nearly finished and ready for delivery, it will be too late 
to expect much in the way of alteration, as builders, at all times 
averse to it, are particularly so when they are just about to make 
the vessel over to her owners. But there is no reason why the 
captain, if dissatisfied with the existing arrangements, should 
not kimself endeavour to remedy them in the course of some 
subsequent voyage. It is an easy matter with a spare compass 
to make trial of various places about the decks, until one is hit 
upon comparatively free from the influence of the ship’s iron, and 
there the Standard should be rigged up, even if other important 
matters have to give way for it. 

It is well to know that in every vessel there is a “neutral 
spot” where a compass would have little or no deviation; but 
unfortunately, it may be found to exist in an impracticable 
position. Nevertheless it is worth looking for. There is only 
one caution necessary—before finally screwing down the binnacle 
in the newly found neutral spot, be sure that it is really so 
by testing the deviation on two adjacent cardinal points, such as 
north and east, as it may happen that a place has been hit upon 
where the compass will be tolerably correct on one point and 
very much out on another. It is questionable, however, whether 
this neutral spot would deserve the name in all latitudes. 

The writer is led to the above remarks by having noticed that 
the Standard compass of ships several years old had been allowed 
to remain from the commencement in most unsuitable positions, 
as if their captains considered, that once placed, there they should 
for ever remain. 

The following is a description of a Standard or Navigating 
compass—honest and simple—which has stood the test of several 
years trial, and been found to fulfil all the desirable conditions 
in a fair degree :— 

In point of size it isa compromise between the justly lauded 
Admiralty Standard compass and the gigantic ones which, until 
recently, were in use’ on board some of the Atlantic Mail 
Steamers. In the attempt to gain steadiness, and secure large 
marginal divisions to steer by, the cards of these last-mentioned 
compasses sometimes attained the amazing diameter of 18 in. 
and 20 in. The card under description has a diameter of 11 in., 
and is mounted similarly to the Admiralty one, on two pairs of 
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needles, respectively 84 and 6 inches in length, by half an inch 

in depth, and 3, of an inch in thickness. The longer pair occupy Position of 
the central position, the ends of each being 15° from the north *edles. 
and south line, whilst the outer, or short needles, are each 45° 

from the same point, after the manner represented in Diagram 

No. 1. The needles, as will be seen, are secured to the card on 


 WEEOLE 


NEEDLE * 


me, lat brass band 


Diagram 1. 


their edges in the usual way, are parallel to each other, and equi- 

distant. By this arrangement the advantages of a large card 

are secured without the drawback of long needles, which are 
objectionable for many reasons: the principal being that they are 

opposed to a perfect compensation of the compass by magnets, 

and that there is no practical gain of directive power, the latter 

being more than counterbalanced by the friction on the point of 

support, resulting from the increased weight. It follows from 

this last, that in all compasses the needles should be very thin, Short needles 
and the brass or aluminium carriers as light as possible.* ant oe ae 


A , 


* There will be no loss of power consequent on thinness, as magnetism resides princi- 
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It may be laid down as a fundamental principle that the smaller 
the needles, the more correctly they point; and the larger a card 
the more accurately it is read. When very large needles are 
used, sluggishness results, which the unwary navigator is too apt 
to mistake for steadiness. 

Who has not seen a piece of marline or spun-yarn made fast 
to the compass bowl, and occasionally twitched by the man at the 
wheel to “keep the card alive,” or, as it is termed in Jack’s. 
phraseology, “to keep the compass afloat.” Independent of long 
needles, there are many causes to which this state of affairs can 
be traced, and they will be referred to further on. 
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Diagram 2. 


It will be noticed, by reference to above diagram, that the 
upper surface of the card is of novel pattern. The outer rim is 
divided by radial lines into single degrees, every fifth and tenth 
being, for sake of clearness, marked stronger than the others. 
Now that the course—on board steamships at least—is very com- 
monly set in degrees, this, which might otherwise be considered 
an objection, is no longer one. Each quadrant is numbered by 
tens, from zero at north and south, up to 90° at east and west. 
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The diameter of the central space, representing the usual points 
and half points, is 6°35 inches, and the length of the Stile or 
Shadow-pin mounted on the centre of the card is so proportioned 
(3°75 inches), that when the sun attains a greater elevation than 
50°, its shadow will fall withzn the before-mentioned radial lines 
—showing at once, without reference to anything else, that the 
altitude is no longer favourable for observing azimuths. In this 
respect the compass is self-indicating. 

It is true that bearings of the heavenly bodies may be taken 
with other instruments up to altitudes of even 60° or upwards ; 
but to get a correct azimuth, when the body observed is so near 
the zenith, necessitates a much more refined instrument than the 
ordinary ship’s compass. 

As a rule, except under great pressure, azimuths should not be 
taken at a higher altitude than 30°; in fact, the nearer to the 
horizon, the better. 

To continue the description of this form of Standard compass,— 
the glass cover of the bowl is of a curved form, struck with a 
radius of 6°5 inches, to allow room underneath for the play of the 
Shadow-pin; and the bowl, of stout copper, is suspended by six 
strong india rubber supporters to an additional or inner brass 
ring. This last arrangement, now in tolerably common use, 
diminishes the shocks which would otherwise be communicated 
to the card by the jar of the engines and propeller, and by the 
pitching of the vessel in a heavy head-sea. These may be 
lessened still further by placing a light spiral spring in the socket 
of the pivot which sustains the card. 

In a well made compass of the ordinary pattern, the’ essentials 
are—that the pivot should be accurately centred in the bowl; 
that is to say, that its point should be exactly in the intersection 
of the two diameters, passing through the centre of the gimbals, 
and in the same horizontal plane; the upper edges of the needles 
should also lie in the same horizontal plane, or, if anything, an 
eighth of an inch lower. To avoid distortion from shrinking, the 
card should be mounted on its mica base before printing, other- 
wise the graduation of the marginal divisions is likely to be in 
error. The shadow-pin, if there is one, should not only be straight, 
but accurately centred on the card, and the general balance of 
the instrument so well preserved that the shadow-pin will stand 
truly vertical under all circumstances. 

The compass should be sensitive in smooth, and steady in rough 
water. 
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The bowl, if inclined to list one way or the other, can be made 
to hang horizontally by neatly serving the gimbal-ring with lead 
wire; and in case the ecard itself should be a little out, some 
melted sealing wax sparingly dropped on the under side will 
speedily restore its balance. The card, when poised on its support, 
should not be more than # of an inch below the upper edge of the 
bowl where the latter meets the glass cover, otherwise the sun 
would require to have considerable elevation before its shadow 
could strike down on it. Moreover, the higher the level of the 
card, the easier it is to take bearings directly by the eye. The 
pivot should have a fine point of hard steel or iridium, ground to 
fit the sapphire cap, and the magnetic axes of the needles must 
be strictly parallel to the north and south points of the card. 

Before going further, it may be as well briefly to explain one 
of the reasons why in modern compasses the needles are secured 
to the card on their edges, instead of on their flats, as formerly. 
As just stated, it is necessary, for obvious reasons, that the 
magnetic axes of the needles should be parallel to the meridian 
line of the card. Now, when needles or steel bars are magnetized, 
it sometimes happens that the poles do not lie exactly in the aas 
of the figure, but obliquely to it, vide diagram ; in which case, if 
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mounted on their flats, the above condition could not be con- 
veniently fulfilled, but by mounting the needles on their edges 
it can. 

If the foregoing points are conscientiously attended to in the 
manufacture of the instrument, it will be found to give good 
results, and prove steady in a seaway. This latter quality may 
be ctill further ensured by attaching a flat circular band of brass 
to the margin of the card, on its under side, something after the 

‘fashion of the fly-wheel; its effect is to increase the vibrational 
period of the needles by throwing the weight to the outer edge, 
and in this manner it is a most valuable auxiliary in conferring ~ 
steadiness on the card. The dimensions of the brass ring are, 
Zo of an inch in width on the flat, and yp of an inch in thick- 
ness. Lord Kelvin has ingeniously availed himself of this prin- 
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ciple in his patent Standard compass, which has proved such a 
wonderful success. 

With Lecky’s radial-line compass, azimuths of the sun or moon 
can readily be taken by simply watching where the shadow falls 
on the radial lines of the card. If partially veiled by clouds, so 
as to cast no shadow, a little practice will enable anyone to take 
a direct eye-bearing of the sun (if not too high) with a probable 
error of less than a degree. Bearings of objects on the horizon, 
such as ships, land, or lights, can be obtained with the utmost 
accuracy, by getting the Shadow-pin, margin of the card, and 
object in the same straight line. The writer and his officers have 
over and over again observed azimuths of stars—taking 3 or 4 on 
widely different bearings as a check. When worked out, the 
results generally corresponded within a degree, and never ex- 
ceeded two degrees, even when the vessel had considerable motion. 

See that the compass has not lateral end-play in the gimbals, 
which would jar the card, and cause it to oscillate every time the 
ship rolled. If the gimbals do not fit close up to the sides, 
insert a small piece of soft wood, but do not jam them or impede 
their action. 

See also that the freedom of the card is not interfered with by 
its edges touching the bowl; this sometimes happens with a too- 
neat-fitting card when expanded by damp. ‘Test it by spinning 
the card on its supporting pivot. 

In taking azimuths by the shadow of the sun or moon, the 
extreme convenience of the Stile is at once demonstrated. In 
smooth water the reading on the card can easily be made to half 
a degree, or under; at less favourable times, the swing can be 
observed and the mean taken. There is no stooping or manipu- 
lating of a refractory azimuth-ring and speculum, the use of 
which, when the bearing happens to be on the beam, is rendered 
additionally awkward in compasses fitted with chain boxes; nor 
does one’s nose get smeared with oil and brickdust that may be 
left on the brasswork by a careless quartermaster or lamp- 
trimmer. 

In swinging ship for a deviation table, there is nothing to do 
but stand still, with book and pencil in hand, and, as the ship is 
steadied on the required point, note the reading of the shadow 
simultaneously with the hour and minute by watch, previously 
set to Apparent Time at Ship. In fact the observer is master of 
the situation without an effort. With this compass, swinging 
the ship completely round, steadying her on every other point, 
should not occupy more than 30 or 35 minutes. 
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Some compasses are still fitted with a Shadow-pin, to ship in a 
socket on the glass cover; but there are several serious objections 
to this arrangement. The pin, from its exposed position, is 
continually getting bent; if removable, it gets lost; if left on, 
and the binnacle top be hurriedly shipped or unshipped, it is apt 
to get a knock, which will probably break the glass, and cause 
no end of inconvenience. 

Again, it is seldom that the Shadow-pin is stepped exactly in 
the same vertical line as the centre of the card, which ought 
strictly to be the case if a correct result is looked for; the sun 
has to attain quite a considerable altitude before the shadow 
can possibly fall on the card; and finally, from the motion of 
the bowl and the card not being always coincident, the shadow 
on the latter ranges about much more than it need do. 

On the other hand, when the Shadow-pin is mounted on the 
card itself, it does not suffer by handling; if made straight, it 
will remain so; it is protected from injury; it is more easily 
centred ; and from its curved shape the glass cover is stronger. 

The correctness of all the various instruments used for taking 
azimuths depends, in the first place, upon certain of their parts 
preserving either a true horizontal or vertical position, so that, if 
the objection be made to a Shadow-pin on the card, that it may 
not always stand truly vertical, it must not be forgotten that it 
applies with equal, if not greater, force to all the other modes of 
observing: and it is this liability of instruments to deviate from 
their proper position, whether vertical or horizontal, that makes 
it advisable to take azimuths at low altitudes, whereby any 
errors due to this cause are reduced to a minimum. 

To test the balance of the card is a simple matter. First of all 
unship it and assure yourself that the shadow-pin stands exactly 
at right angles to its surface; this can be done with an ordinary 
set-square. Next, replace the card and put on the glass cover; 
then, standing at a convenient distance from the binnacle, and 
the helmet or top being removed, stoop sufficiently to make the 
shadow-pin appear to grow out of the sea horizon beyond. A 
good eye will now have no difficulty in judging whether or not 
the pin is at right angles to the true horizontal line. 

But this is only half of the test, since, though the pin may be 
all right when looked at from one point of view, it may be very 
much out from another: therefore examine it a second time in 
a direction eight points to the right or left of the former one, 
and if the pin still continues upright, its verticality on all other 
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points is definitely established. Thus if the ship should be steer- 
ing west, and you make the first trial along the N.W. point of 
the compass, the second trial should be made either along the 
N.E. or 8.W. point. 

If, however, the pin should be found inclined to one side or the 
other, note carefully the direction of its inclination, and having 
unshipped the card, drop a little melted sealing-wax on the under 
and opposite side, close out to the edge. Replace the card, 
examine it afresh, and repeat the dose until the result is satis- 
factory. It is best to do this on a smooth day, when the ship is 
upright and steady. 

If the card should get overloaded with sealing-wax, it is easy 
to chip it off when hard. 

The compass just described was contrived by the writer, and is 
a comparatively cheap and thoroughly useful form of Standard. 
It is unpatented, and can therefore be made by any optician, 
and, to avoid the expense of a fresh plate, mounted impressions 
of the card can be had through the post for a few pence from 
F. M. Moore, 102, High Street, Belfast, who has constructed com- 
passes on this pattern. 

When the owner’s pocket can afford it, however, there is no 
Standard compass which in any way can rival the one invented 
and patented by Sir Wm. Thomson, of Glasgow. Its mechanical 
construction is as near perfection as may be; and looking at it 
either theoretically or practically, it has advantages which no 
other known compass possesses.* 

Unfortunately there is considerable misapprehension abroad as 
to this compass; the writer has heard men, who ought to have 
known better, say, “Oh! it is too complicated for ordinary folks.” 
Now there could not be a greater mistake than this. The entire 
arrangement is beautiful in its extreme simplicity, and there is 
absolutely nothing to get out of order. 

“The proof of the pudding is in the eating of it,” and five 
years experience of Sir William’s compass in all weathers and 
climates has convinced the writer that it is no more liable to a 
mishap than any other kind—perhaps not so much, whilst the 
facilities for adjusting it stand unrivalled. We next come to 


* This was written in 1881, but since the expiry of the patent, compass-makers gener- 
ally have adopted the principle of short needles. In other respects, also, their compasses 
and binnacles approach the type of Sir Wm. Thomson’s ; so that, in some cases at least, 
here is not much difference between them. Sir William has recently been raised to the 
Peerage, with the title of Baron Kelvin. 


Sealing-wax as 
a counter- 
poise. 


Sir W. Thom- 
son’s Patent 
Compass. 


Simplicity of 
the ‘ Kelvin’ 
Compass. 


Spirit Com- 
pass, 


Advantages of 
Spirit Com- 
pass. 


Flotation 
power, 


Protection 
from strong 
sun, 


Boat Compass, 
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THE STEERING COMPASS. 


Among the best is one in which the card is almost floated in 
diluted spirits of wine.* The bowl is, of course, hermetically 
sealed, to prevent the escape of the spirit; and in the better de- 
scriptions there is a compensatory arrangement, which permits, 
without injury to the several parts, the expansion and contraction 
consequent on change of temperature. 

The objects of this form of compass are, first, to diminish the 
friction due to the weight of the card on the pivot, thereby 
materially increasing its sensitiveness, and secondly, to render 
the compass steady in heavy weather, or when placed in positions 
where there is much tremor arising from machinery or otherwise. 
The flotation power of the card is so adjusted that, though the 
latter is several ounces in weight, its pressure on the point of 
support does not exceed 15 or 20 grains. ‘The bowl should be so 
completely filled by the spirit as to leave no air-bubble. If one 
should at any time appear, the bowl must be unshipped and 
turned upside down, to permit of the deficiency being made good 
through the proper filling hole, which is then closed by a screw- 
cap and washer. On no account must the glass cover ever be 
started. 

There is only one other caution necessary in the use of liquid 
compasses. In tropical climates they should be carefully shielded 
from the rays of the sun, which, if permitted to beat upon them, 
would turn the card a dirty yellow, and eventually, a brown colour ; 
besides risking the breakage of the glass top, owing to excessive 
expansion of the spirit. From neglect of this simple precaution 
the writer has seen several liquid compasses come to grief most 
unexpectedly, causing much annoyance during the rest of the 
passage, and expense at the end of it. This is the only kind of 
compass which is suitable for boat work ; in all other descriptions 
the card swings so much as to be useless. 


An erroneous idea sometimes prevails, that, in an iron vessel 
such a compass is less affected than those of the common pattern. 
This is really not the case, nor do the makers wish to convey 


* Pure alcohol—familiarly known as spirits of wine—is preferable to water, or any 
other liquid, on account of its not freezing even at very low temperatures. 

+ In the best liquid compasses the card is of hard enamel, which permits of pure 
spirits of wine being used without discoloration, and renders freezing impossible. These _ 
points can never be gained in the ordinary painted card. 
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such an idea. As explained above, a card, when nearly afloat, is 
much more sensitive and obedient to the earth’s directive force 
than the same one would be if suffered to rest its whole weight 
on the sustaining pivot, and that is all. The writer cannot here 
do better than quote Mr. Towson’s remarks on this subject. He 
says, on page 122, in his work entitled “ Practical Information on 
the Deviation of the Compass for the use of Masters and Mates” :— 

“In connexion with compass deviations, many practical men 
have vainly attempted to discover some substance or medium that 
would insulate the needle from the influence of the magnetism of 
the ship’s iron. Many imagined discoveries of this character have 
been patented, and have served both to waste the time and money 
of the patentees, and to distract the attention of the mariner from 
that class of study which alone can promote his safety in navi- 
gating an iron ship. It may be stated with confidence that there 
is no available medium that can intercept magnetic influence. 
For two centuries, at least, every class of bodies has been sub- 
mitted to experiment, in order to discover a material capable of 
intercepting the influence of one magnet on another, not for the 
purpose of preventing deviation, but because the mechanic clearly 
perceives that if such a material were discovered, a motive power 
could be produced by various arrangements of permanent magnets 
and insulating bodies. But no one has succeeded in making this 
discovery. Should, however, the efforts, which for centuries have 
been unsuccessful, be realized, although a new motive power 
would thereby be ‘available, it would be altogether valueless in 
connexion with the compasses of iron ships. The magnetism of 
the earth generally, the loadstone, soft iron, hard steel, or the 
electro-magnet, is all of the same nature. If we shut off one, we 
shut off all. 

“Tf, therefore, we could succeed in insulating the needle from 
the magnetism of the ship, we should by the same means intercept 
the magnetism of the earth, and thus the compass would be 
rendered absolutely useless. In the first place, then, the object 
sought for is not available; and, secondly, if such a medium did 
exist, it would be entirely valueless in connexion with the com- 
passes of iron ships.” 

There is an ill-defined idea prevalent among the older school 
of pilots and seamen that the compass is affected (1) by fog; 
(2) by strong winds of long duration in the same quarter; (8) by 
the phenomenon known as the Awrora Borealis in the northern, 
and Awrora Australis in the southern hemisphere; (4) by the 
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attraction of land—notably when of volcanic origin, and by the 
proximity of the vessel’s keel to the bottom in the shallow waters 
of harbours, rivers, and estuaries; (5) by thunderstorms. 

These are the causes principally blamed for abnormal deflections 
of the needle; whether justly or unjustly remains to be seen. 

The two first may be disposed of very shortly. It can be 
stated in the most positive manner that neither mechanically 
nor magnetically does fog affect the compass in the slightest 
degree. There is no difference in the magnetic constitution of a 
needle which has the good luck to reside on shore as compared 
with one whose misfortune it is to be buffeted about at sea. This 
being admitted, we would have heard long ago if the doings of 
the needles in the basement of the Observatory at Greenwich 
had been at all erratic during fogs, of which London can boast 
some very fine specimens. There is also a magnetic depart- 
ment at Kew Observatory, near Richmond. In both these, the 
delicately-suspended needles are so arranged that their slightest 
movement is automatically registered on sensitized paper—in 
fact, photographed. Nothing out of the common can therefore 
occur without being detected, also the precise time of its occur- 
rence. It is therefore easy to trace connection between the 
behaviour of the needles and any outside phenomena supposed to 
influence them, as the latter are also registered, though in a 
different manner. 

The same thing, of course, applies in the case of winds of long 
duration, such as the stiff-necked easterly “blows” that, in the 
spring of the year, used to drive scores of “homeward bounders ” 
into Queenstown and Falmouth, and to a lesser extent do so still. 
Should the vessel be of iron, the deviation due to what is de- 
scribed further on as “ Retained ” magnetism might be the 
culprit, inasmuch as, after a long stretch on one tack, with head 
pretty much in same direction, an iron vessel would have her 
ordinary magnetic character temporarily altered, so that when a 
shift of wind permitted a change in the course—say from north 
to east—the deviation on the new course would be found different 
to what it had been on east previous to the setting in of the spell 
of contrary wind. ‘This is probably the origin of the belief, 
and though indirectly it might as shewn be accountable, wind, 
as such, could not deflect the needle a single hair’s-breadth. 

We will pass on to No. 3, which is much more interesting. 

Aided by the photographic camera and spectroscope, substan- 
tial progress in solar physics has been made within the past 
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twenty years or so. Sun-spot observations have been system- 
atized, and it is now accepted that the mean period of their 
recurrence is eleven years, though individual periods may depart 
from it considerably. For a long time it has been made evident 
that there is a decided connection between this period and that 
of terrestrial magnetic phenomena. That is to say, they are 
more frequent and more pronounced at times of maximum sun- 
spots. ‘The records shew that magnetic storms, as they are 
termed, mostly occur when an exceptionally large spot is visible 
near the central meridian of the sun’s dise, or about the time of 
some great change in a sun-spot. It has been established, also, 
that these magnetic disturbances take place at the same absolute 
time over the entire earth. 

The spot-group on the sun February 5-17, 1892, was the largest 
photographed at Greenwich since 1873, in which year was 
commenced the Greenwich series of photos. Its presence was 
associated with a correspondingly large magnetic disturbance, 
which attained its maximum on February 18-14. It began on 
the 13th, about 5°32 P.M., was at its best between midnight and 
2 AaM., and gradually died out about 4 o'clock the same evening, 
thus lasting nearly 24 hours. It seriously disturbed the telegraph 
and telephone services throughout the world, and was attended by 
one of the most brilliant auroral displays seen of late years in 
this country. At Greenwich, the needle for recording the varia- 
tion was pulled out of the meridian line 1° and more. At Kew, 
the same occurred; whilst at Potsdam, “enormous” fluctuations 
were noticed: changes of 2° in two minutes were recorded, and 
deflections of 14° were observed. (Dear reader, please note that 
changes or vibrations of 2° were considered “enormous.”), 
November of 1882 was marked by a disturbance falling but little 
short of the one just described. 

In investigating the relationship between large sun-spots and 
magnetic storms, it appears that one or more will usually occur 
during the life of any particularly noticeable sun-spot; and a 
curious point—so far unexplained—is that these disturbances are 
more common in spring and autumn than at other times: thus, 
taking the Greenwich records for the last 50 years, disturbances 
are two or three times more frequent before and after the equi- 
noxes than at the solstices. 

A preliminary sudden movement is a common feature of mag- 
netic storms. It may be taken as a warning of the disturbance 
to follow in a lesser or greater number of hours, but sometimes 
the disturbance follows on at once. 
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Aurore and sun-spots are found to wax and wane together 
even in their smaller fluctuations, but the theory that they de- 
pended for their frequency on the influence and position of the 
planets had to be abandoned. Beyond question, the Aurora is an 
electrical phenomenon, something after the style of sheet light- 
ning. According to Lemstrém, who, by overspreading the top 
of Mount Oratunturi, in Northern Russia, with a network of 
insulated wires, succeeded in producing identical effects, the 
Aurora is due to currents of positive electricity illuminating the 
atmosphere in their passage to the earth. The vertex of the 
luminous arch is always found in the direction of the magnetic 
meridian, and as the display is known to occur simultaneously in 
both hemispheres, it shows, as might be expected, a connection 
between the magnetic poles of the earth. 

It is abundantly proved that the very largest magnetic storms 
do not pull the most delicately balanced needles more than 1}° 
out of the magnetic meridian, How then about the rougher 
instrument of the mariner? Further, the effect of these disturb- 
ances is more in the direction of causing small vibrations of the 
needle than in holding it over for a length of time to the right,or 
left of the line of rest: in fact, a man might pass his life at sea, 
and not experience a steady pull of 1°.* 

Enough has been said to shew that auroral displays, magnetic 
storms, and periods of solar activity, are each coincident with the 
other, and productive of magnetic disturbance; but even in their 
most intense form the amount of such disturbance would seldom 
be appreciable on board ship, certainly never so great as to 
approach even a quarter of a point. 

Should, then, unusual deviation be proved to exist during a 
time of fog, a long continuance of wind from one quarter, or 
during a display a the Aurora, the navigator may put these 
three “suspects” on one side, and look in some other direction 
for the cause. 

Anyone can test these matters for himself. In thick fogs it is 
often beautifully clear overhead and the water smooth, so that 
‘Time Azimuths’ can readily be taken of Sun, Moon, or Stars, 
which can be repeated after the fog has cleared off: and these 
observations can be further compared with those taken on the 
same course a short time previous to the fog setting in. The 
same can be done with the Aurora, and all doubts set at rest. In 
like manner, when passing close to islands known to be magnetic 
—such as St. Helena, Pantellaria, or the Salvages—a series of 


* See Appendix F. 
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careful azimuths would do more to convince the sceptic than any 
amount of “ink-slinging.” Besides, why should any one parti- 
cular ship be selected for a manifestation of this kind, when 
thousands of others, under similar circumstances, had been al- 
lowed to go scot-free. It is altogether unreasonable, unless the 
magnetic demon is guilty of favouritism. 

The writer would wish it understood that the foregoing is 
strictly borne out in his own experience at sea. Whenever op- 
portunity offered, most careful experiments were made to confirm 
or disprove all such theories, and though many thousands of 
azimuths have been taken by him in such parts of the world as 
he has visited, and at various hours of the night and day, in no 
single instance was anything abnormal detected which could not 
otherwise be satisfactorily explained. 

No. 4. The attraction of land, and the effect produced ly 
proximity of vessel’s keel to the bottom. 

This comes under the heading of “ Local Attraction ”—a term 
which will be more fully explained in another place: suffice it to 
say here, that it has reference only to the effects on the compass 
of magnetic forces external to the ship in which such compass is 
placed. From time to time one hears extremely foolish accounts 
of wreck through the supposed attraction of land. The writer 
recollects one in particular, which, from his familiarity with the 
locality, made rather an impression. It was that of a fine large 
steamer stranded near Cape Santa Maria in the River Plate. 
“Fools step in where angels fear to tread,” so some sage newspaper 
correspondent attributed her loss to the effect of an imaginary 
magnetic hill somewhere round about that neighbourhood. This 
gentleman had probably been reading the story of Sinbad the 
Sailor, and how, on getting near one of these magnetic hills, its 
attraction was so powerful as to pull all the nails out of the ship’s 
side, and down she went, plump O!! As a matter of fact, the 
steamer was lost through ignorance of the north-easterly current 
which invariably runs on that coast with great strength during 
a Pampero. 

Pretty much the same thing appeared in the Press when 
H.M.S. Serpent came to grief near Cape Finisterre in Nov. 1890, 
' but it was clearly shewn in evidence at the court-martial, that 
even had there been any “ Local attraction” thereabouts, its effect 
would have been to keep the vessel of shore. 

Magnetic laws do not permit of the supposition that visible 
land will disturb the compass of a ship at sea, because the effect 
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of a magnetic force diminishes in such exceedingly rapid propor- 
tion as the distance from it increases, that it would require a 
local centre of magnetic force of an amount absolutely unknown 
to affect a compass half a mile distant. It has never been dis- 
puted that masses of rock are sometimes intensely magnetic, and 
quite overpower the earth’s magnetism when a convpass is placed 
sufficiently near. There is nothing new in this. For example, 
in the account of the voyage of H.M.S. Beagle during the survey 
of Tierra del Fuego, about the year 1830, it is mentioned that 
several times when the ‘ Kater’s’ Standard compass was taken on 
shore to get bearings, the “Local Attraction” was so excessive 
that the card had no directive force whatever, and observations 
were impossible. On returning to the Beagle the effect dis- 
appeared, though the vessel was close 7 with the same land. 
The writer recollects full well that, during the time the western 
part of the Strait of Magellan had to be navigated with fear- 
fully imperfect charts, it was a regular thing to hear recounted, 
with a face as long as the main to’bowline, how in such and such 
channels the compasses had “jumped” two points or so, and had 
nearly put them on shore. It was no use attempting to convince 
the narrator to the contrary. These “jumps” are never heard 
of now: the magnetic phantom who delighted in these pranks 
has been exorcised by the modern surveys of Wharton and 
others, which shew that the previous charts were frequently 
whole points in error. In the intricate channels leading from the 
Straits to the Gulf of Penas, the writer, during the six years he 
used them, found errors of 3 and 4 points to be quite common ; 
but azimuths there-and-then always exonerated the compass, 
though the land was sometimes not more distant than half the 
length of the vessel, The distance traversed in these channels 
was about 350 miles, with neither lights, buoys, nor beacons: 
sometimes a dozen or more of islets would be passed where none 
were shewn on the chart; and sometimes a number appeared on 
the chart which were invisible elsewhere. It was a splendid 
place to teach one to keep his eyes open and his wits about him. 
The law which has hitherto been found to hold good as regards 
“Local attraction’ of magnetic rocks is, that north of the magnetic 
equator the north-seeking end of the compass needle is attracted 
towards any centre of disturbance; south of the magnetic equator 
it is repelled. Now, in the case of the Serpent, steering south, 
the effect, had there been any (which was certainly noé the case), 
would have been to cause easterly deviation, and, as any one 
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may see, easterly deviation would have taken her off shore, as 
already stated. 

So far so good, but in some unaccountable manner it has 
hitherto been overlooked that while a ship is such a distance from 
visible land as to be altogether beyond reach of possible magnetic 
influence, she may, in shallow water, be passing closely over fer- 
ruginous rocks capable of producing very decided magnetic effects 
on her compass. This, however, was not the Serpent’s case, as 
the water only shoals near Cape Villano when close in to the 
coast. 

Some instructive cases of this kind have come to light within 
the past few years: one instance is furnished by observations of 
the Variation of the compass on the east coast of Madagascar. 
The normal lines of Variation for several miles southward from 
St. Mary’s Isle should vary from about 11° W. to 12° W., but 
instead of this, the French men-of-war, which are frequently 
running up and down this part of the coast, find that the Varia- 
tion near the shore at St. Mary’s Isle is only 6° or 7° W., the 
north end of the compass being repelled by the nature of the 
bottom. These results tally with observations made on shore in 
Madagascar, New Zealand, and other places. 

There is a similar area of magnetic disturbance in the Adriatic, 
which was examined at the request of the late Father Secchi, 
the astronomer; but by far the biggest thing in this way was 
discovered near Cossack by H.M.’s surveying schooner Meda— 
a wooden vessel employed on the marine survey of the north- 
west coast of Australia, a part of the world which is known to be 
highly magnetic in places. In July of 1885, the Meda, in pass- 
ing at night, found a sudden deflection of two points in the 
neighbourhood of Bezout Island, but was unable to investigate 
the cause until the following September, and then only partially. 
But in 1890, H.M.S. Penguin, then carrying on the survey, was 
employed to look into the matter more fully. It was supposed 
by the Meda’s officers and others that the island of Bezout was 
accountable for the vagaries of the compass in that neighbour- 
hood, but Captain Creak, R.N., Admiralty Superintendent of Com- 
passes, adjudged it to be a magnetic ridge under the sea, and this 
proved to be the correct view. 

On November 4th, 1890, the Penguin being at work in the 
neighbourhood, the magnetic elements were obtained on shore 
near Reader Head, but nothing remarkable was found either in 
Dip, Declination, or Force. On the 5th, the ship was swung 


H.M.S. 
Serpent, 


Bed of sea 
magnetic, 


Meda’s 
discovery. 


H.M.S. 
Penguin's 
experience. 


Amount of dip. 


Re-examina- 
tion by 
. Penguin, 


30 BED OF SEA MAGNETIC 


twice when 3 to 6 miles from the shore. On the first occasion 
there was a very slight indication of unusual variation. Leaving 
Port Walcott on the usual track in the afternoon, when Bezout 
Island bore 8. 79° W. (true), distant two miles, the north point 
of the compass was suddenly deflected two points to the west- 
ward, just as had happened to the Meda, though not quite on 
the same ground. The ship was immediately anchored, and 
some hours of the next day were spent in examining this an- 
chorage and locality generally; the soundings gave 9 fathoms 
throughout. Observations were also made during this time on 
Bezout Island (the nearest visible land) of the ‘absolute values 
of the three magnetic elements, but, notwithstanding the short 
distance separating the island from the ship, the results were 
normal. 

On board the Penguin, the instruments employed were the 
standard compass, situated 68 feet above the bottom of the sea, 
and a Fox dip-circle, about 6 feet higher. It was found that the 
centre of the disturbance was about 50 feet in diameter. Drift- 
ing slowly over it from N.W. to S.E. three or four times, the 
greatest disturbance of the Standard compass was produced by a 
force repelling the north end of the needle: this amounted to 
23° of deviation when on the N.W. side of the centre, and to 55° 
on the 8.E. side. 

The ship was anchored for tour hours, nearly over the centre 
of disturbance, the north-seeking end of the compass needle re- 
maining constantly repelled as much as 50° to 55°. When exactly 
over the centre, the observed dip was 83° S., the normal value for 
the general locality being 50° S. The north-seeking end of the 
dip-needle was therefore repelled wpwards to the extent of 33°, 
though at the same time—from being vertically over the focus 
—the Standard compass shewed but little deviation. 

These large values of 55° in the Declination (Variation), and 
33° in the Inclination (Dip), were confined to a very small area, 
the values of the disturbance in both elements decreasing rapidly 
as the centre was passed in any direction. The position of the 
Penguin's centre of disturbance was Bezout Island (beacon on 
summit), S. 794° W. (true), distant 2°14 miles, and was 1:3 miles 
from the Meda’s centre of disturbance. 

A further, and, in some respects, even more detailed examina- 
tion was subsequently made of this interesting locality with the 
following results :—Within the limits of an area four miles long 
north-east and south-west, by two miles broad, with a depth of 
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8 to 9 fathoms at low-water springs, and bottom of quartz—sand, 
and shells, the compass is disturbed from 1° at the outer limits to 
as much as 56° near the focus of the disturbing force. Over this 
focus the dip-needle shewed 81° 10’ S., the north-seeking end 
being thus repelled upwards 31°. The greatest range in deflec- 
tion of the Standard compass was 86°, viz., 56° to the east and 
30° to the west, confirming the previous occasion’s observations. 
This place happens to be on the line of no Variation. 

Such deflections of the compass are due to magnetic minerals 
in the bed of the sea under the ship, and when the water is shallow 
and the force strong, the compass may be temporarily deranged 
when passing over such a spot, but the area of disturbance will 
be small, unless there are many centres near together. Observa- 
tions prove that disturbance of the compass in a ship afloat is 
experienced only in a few places on the globe.* The excess of red 
magnetism found near Cossack, as above detailed, is a most 
unusual occurrence, and need not give navigators the nightmare. 
It, however, teaches a lesson. Observe azimuths as often as 
possible. Half his time, the officer of the watch is walking to 
and fro the bridge doing absolutely nothing. Why should this 
be, when he might be usefully oceupied—not with a scraper or 
a paint-brush, ‘tramp’ fashion—but in contributing his quota 
towards the safe navigation of the ship ? 

The minor question of compass disturbance by proximity of 
the vessel’s keel to the bottom in frequented harbours, rivers, and 
estuaries, need scarcely be touched upon; not that it is impossible, 
as shewn above, but because there is no authentic instance of such 
a thing having happened. When iron vessels first came out, 1t was 
even conjectured that the anchor and chain cable, acting as media 
between the hull and ground, produced an effect upon the ship’s 
magnetism sufficient to cause deviation of the compass. There was 
an air of plausibility about this, but experiments have demolished 
it, so far at least as well known anchorages are concerned. It 
does not appear that it occurred to the Pengwin’s officers to test 
this hypothesis in the locality of all others most likely to produce 
an effect. 

5. Here we have, beyond doubt, the most fertile source yet 
alluded to of possible compass disturbance, and disturbance of a 
more or less permanent character. Ordinarily, thunderstorms 
do not derange the compass, as has been proved over and over 
again; but there are many well authenticated instances where, 
when iron vessels have been actually struck by lightning, their 


* See Appendix G. 
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magnetic character has been so completely altered as even to cause 
reversal of the pointing of the needle. 

Now, though the hull of an iron vessel may, and has been, 
struck by lightning, there is no record of its ever having sustained 
damage—indeed, such a mishap would seem to be impossible. 
Iron is a good conductor, and water is still better; therefore, 
when struck by lightning, the hull gives the electric fluid a free 
passage to the surrounding sea, where it is at once harmlessly 
dissipated. Wood, on the contrary, is a non-conductor, and, by 
resisting the current, is made to suffer accordingly. 


MoraL.—It is unwise to oppose anything or anybody stronger than yourself. 


Hence it is not uncommon to hear—even in iron vessels—of 
the wooden spires of masts, and, more rarely, other fittings of the 
same material, being rent and shattered like matchwood. Masts 
composed entirely of iron from truck to keel would “determine” 
the discharge at their highest points, and secure perfect immunity 
from damage. 

It is conceivable that an iron vessel might be within the radius 
of a severe thunder-storm without being what is called “struck ” 
by lightning, owing to the vast conducting surface of the hull 
steadily, but, in most cases, invisibly, draining off the diffused 
electricity in the circumambient air before it had time to concen- 
trate and develop into either of the energetic forms known as 
Forked-lightning and Ball-lightning—the hull acting, in fact, as 
a sort of electric safety-valve. This is probably the condition 
when composants (St. Elmo’s fire) are seen sitting on the mast- 
heads and yard-arms, and luminous Will-o’-the-wisp-like appear- 
ances silently chase each other down the wire rigging and funnel 
shrouds. 

As the matter has a really important bearing on safe naviga- 
tion, it will be dealt with at some length. Perhaps the most 
satisfactory and convincing mode of treating it will be to narrate 
a few bona-fide experiences. The one referring to the Sedgemore 
was related to the writer, and subsequently communicated to him 
on paper by her captain. 

When off Nantucket, on a passage from Liverpool to New 
York, the White Star steamer Germanic, Captain Kennedy, 
encountered an electric storm of unusual strength and duration, 
It came on at midnight, July 11th, 1884, and ended at 8 o'clock 
the following morning. A very peculiar accompaniment was a 
fog, so dense at one time that the funnels could not be seen from 
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the bridge. The lightning was from every quarter, forming a 
complete network of flashes. The illumination of the fog was so 
thorough and sustained that the ship appeared to be in a con- 
tinuous blaze or halo of light. The soundings not agreeing with 
the reckoning, led Captain Kennedy to conclude that his com- 
passes were affected, and so it proved. 

At noon on the 12th, the true position was ascertained, and on 
shaping the course from Fire Island to Sandy Hook, the ship 
had to be kept W. by S. $ S. by compass, instead of W. } N. as 
usual, thus shewing an error of two points due to the electric 
storm. ‘The account goes on to say that the Standard compass 
was so much affected during the storm, that for some two or 
three hours it was perfectly useless, and dependence had to be 
placed on the wheel-house compass (Sir W. Thomson’s), though 
it also was affected. On the homeward passage it was found 
that the errors on easterly courses were the same as usual. 

Now the possible conclusion to be drawn from this last state- 

ment is, that in the interval the Germanic had recovered her 
‘normal magnetic character. 
_ It is a pity that the foregoing account is not more circum- 
stantial in details; its scientific value is absoltitely nil. The 
next case is much more circumstantial, and consequently of con- 
siderable value: it is also more recent. 

On March 28th, 1892, when crossing the Gulf Stream (lat. 
383° N., long. 674° W.), homewards from Baltimore to Liverpool, 
the (aa) Beanie encountered a strong north-east gale, with 
heavy rain, thunder, and lightning. Composants were coneeanene 
hovering about the mastheads. At Ohr. 45m. A.M., during a 
squall, there was a loud report, sharp and defined like the firing 
of a cannon, with a concussion that shook the ship throughout: 
at the same moment she was enveloped in a fierce light that 
penetrated to every part. 

The masthead electric light—carried on the foreside of the 
wooden fore topgallant mast — was destroyed, and the mast 
slightly charred all over. The copper wire conductors were also 
destroyed from the lamp downwards until they reached the tron 
mast, after which they were uninjured. 

The steering compasses in the fore and after wheel-houses 
were completely reversed: the ship’s course at the time by the 
forward one was E. by 8. After the ship had been struck, this 
compass shewed W. by N., and moved in the opposite direction 
to the ship’s head; for example, when the helm was ported and 
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the ship's head came to the right, the compass appeared to say 
that she had gone off to the left. Later on, when observations 
had been obtained, Captain Trenery tried to adjust this com- 
pass. First, the fore-and-aft magnets were reversed, but without 
the slightest effect. Then these magnets were replaced in their 
former positions, and the ’thwartship magnet was reversed, when 
the card immediately spun round to east, working freely, but 
with the original deviation on this point increased considerably. 
Previous to the attempt to correct this compass, spare ones had 
been tried in the same binnacle, but the results in every case 
were exactly the same. 

The ‘ Kelvin’ Standard on the upper bridge was not reversed 
as the others were, but was rendered sluggish, and had largely 
increased deviations. The following Table shews the change for 
the points on which azimuths had been taken. 


Ship’s Head. Dev. before. Dey. after. Ship's Head. Dey. before. Dev. after. 


North SET OREN ep vat E. by N. = 92? Wiehe 
Woby Ho - ) 0° - 20° E. Kast _ » 4 Wo SIGS 
N.N.E. - Ay - 157: E. by 8. - 6° W. - 20 W.! 
N.E. by NE PQNO?)- 10° BL. | CRS. 7) 8? WS eee 
N.E.: - 79° - 5° E. S.E. by E.- 10° W. - 26° W. 
N.EbyE js) .- 0° 8.E. - 12° We = BOSE 
E.N.E, - /@7W. - 5° W. S.E. by S.- 14° W. - 31° W. 
8.S.E. - 15° W.4 - sae 


Looking at the column of “Dev. before,” the writer can scarcely 
bring himself to believe that the errors recorded as between 
North and E.N.E. were determined at the same tvme as those 
between East and $.8.E. The latter look very like the result of 
“ Retained” magnetism, and if so, ought to have shewn a cor- 
responding but contrary error on North, &c., if belonging to the 
same series of observations. 

When the compasses were re-adjusted in Liverpool, it was 
found necessary to reverse all the magnets of the Standard, and 
to add several others. In the case of the Steering compass, the 
‘thwartship magnet was kept reversed as Capt. Trenery had 
placed it, but had to be moved much closer to its work; the 
other magnets remained in their original positions. 

Both compasses and adjusting magnets were found to be in 
good order, which proved (so said Capt. Trenery—and the writer 
agrees with him) that the effects produced were solely due to 
change in the polarity of the ship’s magnetism. 

On May 16th, 1892, when in lat. 28° 12’ N., long. 70° 50’ E., 
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the s.s. Capella, commanded by Captain Woodcock, had a some- 
what similar experience to that of the Sedgemore. The morning 
had been squally, with rain, thunder, and lightning. About 7°30 
the storm seemed to have passed over, and the weather shewed 
signs of clearing up, when, after a considerable interval, there 
was a very vivid flash, accompanied by a violent explosion close 
to the rail near the starboard fore rigging, which seemed as if 
something had exploded and scattered sparks and fire over the 
ship. The wooden foretopmast was splintered near the spire, 
and some service torn off the backstay, probably by a branch 
from the main current. The compass on the upper bridge was 
deflected from N. 72° W. to N. 45° W., and remained that way 
for a short time. The wheelhouse compass, which had previously 
shewn W.N.W., indicated E.S.E., and the one on the poop was 
considerably affected also. Trial in the wheelhouse of a spare 
compass-card shewed that it and the original card were all right, 
but the shock had reversed the magnetism of the ship. Later 
on, the deviation of the upper bridge compass on N. 72° W. was 
found to have increased from 9° W. to 19° W. 

At 4 P.M. same day, the Capella was swung completely round, 
and errors ascertained.* They had very much altered. The 
deviation on north had changed from 6° W. to 27° W. After 
making the circle, the wheelhouse compass regained some of its 
directive force, as the north point again pointed somewhere 
towards the north. 

As the compasses did not go back to their original errors, they 
had to be entirely re-adjusted. 

Such is the Capella’s experience, which quite corroborates that 
of the Sedyemore. Leaving out the Germanic for reasons already 
given, two things are made plain: (1) that the compasses them- 
selves had maintained their directive force intact; (2) that the 
normal magnetic character of both vessels—for an unknown 
period of time—had been completely overwhelmed by the new 
magnetism imparted by the shock. Each ship had virtually been 
made an electro-magnet by the terrible intensity of the discharge. 

It will be noticed that the wires communicating with the 
electric mast-head lamp of the Sedgemore were completely de- 
stroyed as far down as the point where the iron mast commenced. 
This simply means that the copper wires were not large enough 
in themselves to carry off the electricity until supplemented by 

*The date of previous swinging is not given—an unfortunate omission in an investigation 
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the iron mast, when they received immediate relief, and escaped 
further injury. Copper is between five and six times a better 
conductor than iron, but in this case the wire was much too 
small for so heavy adischarge. One of ?-inch diameter, projecting 
two or three feet above each truck, and carried down to perfect 
contact with the iron mast, would probably have saved all damage; 
and if carried down overboard to water, and properly insulated 
from the ship, would probably have saved the compass disturbance 
as well. The bridge compasses were, as might be expected, less 
troubled than those nearer to the hull. This is the case in all 
vessels where the bridge compass is kept clear of local iron, such 
as mast, funnel, stanchions, We. 

It would be interesting to know if the Sedgemore and Capella 
ever entirely recovered their previous magnetic state. There is 
no doubt that after a lapse of time they would part with some of 
the super-posed magnetism, but how much it is impossible to 
conjecture. 

The foregoing amply demonstrates the absolute safety of iron 
vessels at such times. Wooden vessels, unprotected by lightning 
conductors, would almost certainly have been set on fire—a not 
by any means uncommon occurrence in olden times. 

This is a fit place to refer to experiments made in 1866, by 
Mr, Evan Hopkins, C.E., of London, who went so far as to patent 
a process whereby he hoped to depolarise iron vessels, and leave 
them thenceforth free from any compass-disturbing influence 
whatever. For this purpose he employed a number of Grove’s 
batteries and electro-magnets. The latter were to be passed 
along the plates till the desired end had been obtained. The 
inventor was careful to explain that the process must not be 
overdone, for fear of re-polarising in the opposite direction. 
Evidently the idea was incapable of being carried to a successful 
issue, as it very quickly died a natural death. | 

In a large vessel where, to gain power, the wheel is of consider- 
able diameter—say 7 feet or upwards—two steering compasses 
are absolutely necessary, each so placed, to starboard and port, 
that the helmsman may have the compass directly in front of 
him, no matter at which side of the wheel he may be standing. 
If there should happen to be but one compass, an error, due to 
parallax, will be introduced in the course. Looking at the com- 
pass in an oblique direction causes an apparent change in the 
relative positions of the lubber-line and the marginal divisions of 
the card—the greater the clearance between the edge of the card 
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and the compass bowl, the greater the error. Unless the helms- 
man can get the centre of the card and the lubber-point in one 
with his course, he is sure to steer to one side of it. . Where, from 
the inconvenient closeness of a skylight, stanchion, or other deck 
fixture, a single midship compass is unavoidably placed very near 
to the wheel, or is so placed because the steersman’s sight will not 
define the degrees at a greater distance, this error or parallactic 
displacement of the lubber-line is aggravated, amounting fre- 
quently to a quarter of a point. Now, in a moderate day’s run 
of say 300 miles, in thick weather, this becomes a serious con- 
sideration, as it affects the ship’s position at the end of it to the 
tune of 15 miles. Hence the necessity for a compass directly 
facing the steersman, which should be as far distant from him as 
may be compatible with distinct vision; and to this end its 
diameter ought not, in the case of a spirit compass, to be less than 
eleven inches. If constructed, however, on the principle patented 
by Lord Kelvin, there would be a great advantage in increasing 
the size to fifteen or even sixteen inches.* 

-By placing the compass as far forward of the wheel as possible, 
it is less within the influence of the iron spindle, tiller, rudder- 
head, and stern-post, all of which in an iron vessel are powerfully 
magnetic. If, however, as is frequently the case now, the after- 
wheelhouse should be constructed wholly of iron, with possibly 
an iron deck in addition, and steam steering gear, it seems certain 
that trustworthy compensation by magnets must be extremely 
difficult, and only to be accomplished after a lengthened investi- 
gation of the nature of the many forces acting on the compass. 
The same may be said of compasses in the conning towers and 
turrets of ironclads. 

In sailing vessels it is not uncommon to find an attempt made 
to remedy this liability to error, when steering with a single 
compass in the midship line, by having the binnacle containing it 
made to slide over from side to side as required; but it is easy to 
see that, even in a wooden ship, such an arrangement is far from 
advisable, as the iron spindle of the wheel must affect the compass 
in a different direction every time the latter is moved across. 
However, there is nothing like trzal, and when the ship is in the 
eraving dock, or at sea in a calm, with perfectly smooth water, 
the sliding binnacle can be tried in both positions; but the result 


* Lord Kelvin has constructed 15-inch steering compasses which have been found by 
the writer and others to give excellent results. 
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cannot be considered satisfactory wnless the experiment is tried 
with the ship's head in different directions. 

Now-a-days large steamers are steered by steam, one man, 
with a miniature wheel about 30 inches in diameter, sufficing 
to control the movements of the vessel’s head. In this case one 
compass is all that is necessary, as the helmsman stands directly 
behind the wheel, the spindle and pedestal containing the con- 
nections being immediately on the fore side.* 

It is necessary here to say a few words touching the fittings, as, 
unless particularly specified, they are not always made of brass. 
In one large mail steamer commanded by the writer, the spindle 
of the wheel and vertical shafting communicating with the steam- 
steering engine were actually made of zron, though their ends 
came within seven inches of the compass. How the maker had 
the hardihood to venture on such a petty economy, involving such 
serious consequences, it is difficult to say. The iron work alluded 
to was enclosed in a brass pedestal, which would have concealed 
it most effectually; but fortunately, before the ship was delivered 
to her owners, the matter was discovered and reported to the 
builders, who insisted upon the maker substituting a brass spindle 
and 8 feet of brass shafting for the iron. One cannot therefore 
be too wide-awake in these things when looking after the finish 
of a new ship. | 

In the same vessel there was a large teak skylight, almost 
touching the wheelhouse on the fore side; and to prevent the 
leaves of the skylight warping with the heat of the sun, one of 
the foremen caused three iron brackets, or stiffeners, to be serewed 
firmly on the under side of each leaf, and was very much astonished 
when told that every time the skylight might be opened or shut, 
that the compass in the wheelhouse would be affected to the 
extent of several degrees. Nothing short of actual trial would 
convince him that such would be the case—his argument being, 
that as the wooden bulkhead of the wheelhouse intervened, the 
iron brackets could not possibly disturb the compass. However, 
the question was set at rest soon after, when the compasses came 
down from the maker. The disturbance caused by opening and 
shutting the skylight amounted nearly to half a point, so the 
after iron brackets were removed, and brass ones substituted. 

In another large steamer, also commanded by the writer, the 
heels of the main hatch cargo derricks were fitted into sub- 


* Vide Diagrams 12 and 13, page 600. 
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stantial iron shoes, shaped something after the fashion of a 
tuning fork, and connected by a pin to the lugs of the goose- 
neck in the usual manner. 

Each shoe was four feet long, and firmly secured to its derrick 
by a couple of stout iron bands driven tightly on over-all. This 
mode of fitting is good and strong, and every way superior to the 
common rag-bolt. Reference to the diagram facing this page 
will show that the derricks were stepped on the forward break 
of the saloon deck-house in such a manner, that when raised to 
plumb the hatchway the upper ends of the shoes came within 
three feet six inches of the wheelhouse compass, and on about 
the same level as the card. 

Now, as the iron shoes were neatly let in flush with the surface 
of the wood, and as moreover the derricks—from head to heel— 
were plenteously smothered in mast-color paint, after the manner 
of steamboats in general, it was not likely that any one would 
readily suspect the presence of so dangerous and well-ambushed 
an enemy. 

On the 24th of October, 188—, when going round from Ports- 
mouth to Liverpool, it was decided to try what effect would 
be produced on the wheelhouse compass by placing the derricks 
in their usual working position. The ship at the time was 
some ten miles to the westward of the Bill of Portland, and 
the course steered was West (corr. mag.). Azimuths were taken 
with the derricks in the two positions shewn in the diagram, and 
the difference in the compass between “derricks up” and “derricks 
down” amownted to no less than 18°!!! The Bridge compass 
being well elevated, proved to be beyond the influence of the iron 
shoes, as it was not affected in the slightest degree. Can it be 
wondered, then, that vessels are lost without those in charge being 
able to account for it. Regular comparisons, at short intervals, 
between the Standard and Steering compass should be a standing 
rule on board ship, and would materially assist in the detection 
of “foggy ” cases like the above.* 

When a rag-bolt is buried in the heart of the spar, it is even 
less likely to attract attention than the shoe is. | 

Many men fancy that by covering an iron stanchion with can- 
vas, and then painting it, or by sheathing it with brass or 
Muntz’s metal, they can destroy, or rather shut off, its magnetic 
influence on a compass; but unfortunately this is totally vm- 


* The reader need not worry over the blue and red shading just at present. It will be 
fully explained in the chapter on Compass Adjustment. 
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possible. As already stated in these pages, no substance has ever 
been discovered which will accomplish this. 

It cannot be too strongly impressed on the sailor’s mind that 
if a given piece of iron produces, say ten degrees of effect, on a 
compass at a distance of three feet, it will produce precisely the 
same effect if the space between them should be built up solid 
with any non-magnetic material he chooses to name. In 
“Evans's Elementary Manual,” we are told:—“ Magnetism exerts 
its influence through all bodies, even the most dense. This is 
a remarkable property which is not possessed by light, heat, or 


electricity.” 


There appears to be a diversity of opinion among shipbuilders 
as to the proper place for locating the steam-steering engine. 
Some have it amidship, on the main deck, just under the fore- 
wheelhouse ; whilst others prefer to place it in the after-wheel- 
house, where it is controlled from forward by means of very 
simple shafting, leading aft under the deck. Allusion is here 
made to this only in so far as it has to do with the compass. 
Where the engine is placed aft, it 1s possible at all events, to 
have the steering compass in the fore-wheelhouse tolerably free 
from iron in its vicinity, and on this account, if on no other, it 
should be so placed. Fortunately this plan possesses mechanical 
as well as other advantages which renders its ultimate adoption 
a matter of certainty. 

Before quitting the subject of compasses, there are a few more 
points to be noted in connection with it. In a ship fitted with a 
Mast, Tripod, or Pole compass, it would be an excellent plan to 
consider it as the “Standard compass,” and the one on deck other- 
wise known by that name to be called the “Navigating compass.” 
Mast compasses, when properly constructed by experienced 
makers, and well placed, are often very reliable. Their deviation 
is very small in amount, and much more constant than compasses 
nearer the hull. Nevertheless they are apt to defeat their object 
and abuse the confidence reposed in them, if stupidly placed near 
wire rigging, iron caps or bands, iron-stropped blocks, chain tyes, 
or haulyards, We. 

If, therefore, in a steamer, it should be decided to have a Mast 
compass (and in the writer’s opinion no iron steam vessel should 
be without one), proper provision must be made for it—the mast, 
of course, must be of wood, the rigging of rope, and the above 
precautions followed out to the letter. It is scarcely likely how- 
ever in these days, when there is the alternative of a Pole com- 
pass, that owners will incur so much trouble and expense. 
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The ship’s course should always be set by the “ Navigating 
compass,” checked by the “Standard compass,” and referred to 
the “Steering compass” by a signal agreed upon, such as the 
whistle in general use among officers. 

All observations should be made by the Navigating compass. 

It is clearly impracticable to ascertain the deviation of the 
Standard (mast) compass by direct observations, although it can 
be done very easily by a method described further on, under the 
heading of Friend’s Pelorus, or still more easily by comparison 
with another compass, the error of which has already been deter- 
mined. ‘The same applies to the steering compass when inside a 
wheelhouse. 

Mast or pole compasses require more looking after than others. 
For example, the increased motion aloft causes extra wear and 
tear of the pivot point and jewelled cap. These should be ex- 
amined at frequent intervals, especially if the ship should be in 
a rough weather trade. The magnifying glass found in all sex- 
tant cases, and a fine sewing needle, serve to scrutinize the cap. 
If the stone is found to be flawed, it should be at once replaced 
with a spare one, of which several are generally supplied in a 
first outfit. If the pivot point is broken or dulled, it can be 
touched up on the carpenter's oilstone. Since the adoption of 
light cards and a more elastic mode of suspension, there is less to 
fear from this cause. 

In case the elevated compass should be mounted North Country 
fashion—on a single pole, it is open to a special error. What sea- 
man is there who has not seen a spruce topgallant-mast warp 
with a tropical sun, until the sheavehole looked over one bow or 
other, instead of right ahead? In the case of the pole compass, 
this twisting of the supporting spar has frequently occurred, and 
without doubt will occur again; and, as an inevitable consequence, 
the lubber-line is slued to the right or left of its proper place, 
perhaps to a serious extent. Against this latter source of error 
it is specially important to warn the navigator. To some it may 
appear needless to do so, but experience shows that misplaced 
lubber-lines have escaped detection for months, and in some cases 
years.. The supporting spar of the Pole compass should there- 
fore be fashioned out of wood not liable to twist (red pine and 
teak appear to be suitable), and, as an additional preventative, it 
should be well coated with white paint mixed with raw oil, and 
all rents carefully puttied up. 

In one steamer, the brass band carrying the masthead compass 
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had been slued out of position by the span of the after-hatch 
cargo derrick, and had remained so for several voyages. ‘The 
error in the place of the lubber-line due to this cause was 7°. It 
has come under the writer’s observation that numerous vessels 
have been nearly lost through want of attention to this mach 
important matter. 

On taking command of a vessel about to proceed to sea, it 
should be one of the first duties of the captain to ascertain if 
the lubber point of his “ Navigating compass” be exactly in a 
true fore-and-aft line. In one instance, where the error from 
this cause amounted to 6°, a steamer was all but run ashore 
on the Arklow Bank during misty weather; and the vessel 
actually completed her voyage to the Brazils and back without 
the master discovering what was the matter, though his courses, 
day after day, must have conveyed to his mind that there was a 
screw loose somewhere. In another instance a line-of-battle ship, 
in which the writer had the pleasure of serving, after shaping a 
course from Milford Haven to the Sevenstones, was found, at 
daybreak, to be miles outside the Scilly Islands. On investiga- 
tion, the lubber-line of the “Navigating Compass” was discovered 
to be 5° to port of the midship-line. 

Like a snake in the grass, this kind of error lies concealed, and 
cannot be dragged to light by azimuths or amplitudes, as these 
observations, unless treated in a mathematical manner, reveal only 
the errors of the card, and not those of the bowl.* Pay strict 
attention, then, to this matter, as it is one of the “¢mportant sim- 
plicities” of navigation. When compass bowls are being painted 
inside, see therefore that the lubber-lines are not obliterated, and 


* When the compass is so situated as to make it difficult to refer the lubber-line 
directly to the ship’s head, and it is suspected to be badly placed, its error may be 
very closely determined :—Carefully ascertain the deviation on the four cardinal points, 
by comparison with the Standard or by the Pelorus, marking it + when easterly, 
and — when westerly. Add together those of a similar name. ‘T'ake the difference 
between the two amounts thus found, retaining the sign of the greater, and divide it 
by 4. This remainder is known as the co-efficient A, and, in a well made compass, is 
due for the most part to a misplaced lubber-line. When the sign is +, the lubber-line 
should be moved to the right. 


Deviation ship’s head north — 12° Head south + 2° 
” 9 east — 24° », west + 18° 
ak ie + 20° 

+ 20° 

4)— 16° 


Co-efficient A — 4° 
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afterwards put in almost at random by some one ignorant of the 
mischief which may accrue from their carelessness. It is surely 
an easy task to paint close up to the lubber-line with a small 
camel-hair brush; and, to avoid mistakes in reshipping the bowl, 
when temporarily removed from the binnacle for any purpose, 
there should be only one lubber-line. This will prevent the pos- 
sibility of reversal in the gimbals. Compass bowls are not unfre- 
quently marked with four lubber-lines, but the use of the after 
one is not manifest. It should be painted over at the earliest 
possible moment. Those at the side may facilitate beam bearings. 

The reader must not imagine that “Pole Compasses” are the 
only ones liable to this defect, which has been known to exist in 
“Standard Compasses,” “Steering Compasses,” and even “ Navi- 
gating Compasses.” When detected, cover over the faulty line 
with two coats of thick white paint, and, with a black lead 
pencil, rule it carefully in again, in its proper place. Avoid 
making the line gouty, or too thick. Compass errors arising 
from mechanical defects already referred to are not unfrequently 
attributed to deviation. Flaws, punctures, or roughness of the 
jewelled cap, blunted or broken pivot-points, excessive weight in 
card and consequent insufficiency of the directive force, or the 
card uot traversing freely in the bowl, are of the class of defects 
to be guarded against. If any of these exist, it can be detected 
by using a small magnet to pull the north point of the card a 
few degrees to the right or left—say a point—and noting where 
it will come again to rest when the magnet is withdrawn. Then 
in-like manner pull the needle in the other direction, and if in 

oth cases the card comes to rest at the same half degree, the 
compass is free from any of the above-named defects. But 
should the card not come to rest at the same place, then the 
further apart the two resting places are from each other, the 
ereater is the defect from which it arises. Though unknown 
currents sometimes wreck ships, it is more often a current of 
magnetism than a current of water. 

It should be borne in mind by owners and others that a perfect 
compass is not the only want of the navigator. In fact, too much 
cannot be done by adopting improved nautical instruments of all 
kinds, so as to lessen the constant risk incidental to such an 
arduous, responsible, and hazardous profession. 
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CHAPTER IV. 
THE MARINE CHRONOMETER. 


The days of navigating by a carpenter’s two-foot rule have 
gone by, and accurate time-keeping chronometers are a necessity 
of the “lightning age” in which we live. Without them the rapid 
ocean voyages, which are now of every-day occurrence, could not 
possibly be made, although the writer has heard it stated, in all 
seriousness, by non-nautical men, that the quick transit, from port 
to port, of the present ocean-express steamers, obviates the neces- 
sity for carrying chronometers!!! Such an idea, of course, could 
only be entertained by men entirely ignorant of the principles 
and requirements of navigation, and is scarcely in accordance 
with the steady increase in the establishment, all over the world, 
of Time-signals for the special use of shipping. 

It may be truly said that when chronometers came in, lunars 
went out—concerning the latter, something will appear in sub- 
sequent pages. Of late years not only has the chronometer been 
perfected in a high degree, as a reliable timekeeper, but its price 
has been reduced so low, by excessive and unhealthy competition, 
that to be without one, on any over-sea voyage, would be con- 
sidered almost criminal negligence. 

In the principal ports, both at home and abroad, the process of 
rating is rendered quite simple by means of public time-signals. 
In some places the exact time is given by gun-fire, and at others 
by the dropping of a ball, or the instantaneous collapse of a cone. 
No matter what may be the method employed, the result is the 
same, and he who is now ignorant of the error and performance 
of his chronometers, cannot plead want of facilities for deter- 
mining them.* 

The almost universal introduction, both by land and sea, of the 


* See Table of Standard Time-signals on pages 567-577. 
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electric teiegraph, has lately been much used for the better deter- 
mination of meridian distances. 

In this work the American Government, since 1874, has taken 
a most prominent part, and has rivalled this country in going 
beyond its own domains to accomplish it. Under the direction 
of the Bureau of Navigation a selected party of trained officers 
of the U.S.N. has successfully carried unusually long chains of 
meridian distances, by the aid of the telegraph wire, to many 
important places in various parts of the world. These have been 
adopted as fundamental points whereby to fix others. 

One of the first of these chains (1878-1879) embraced Green- 
wich— Lisbon — Madeira—St. Vincent—Pernambuco— Bahia— 
Rio de Janeiro—Monte Video—Buenos Ayres and Para, all of 
which stations were duly occupied by members of the party. 

Dr. Gould, Director of the Argentine National Observatory at 
Cordoba, had previously connected Buenos Ayres telegraphically 
with Cordoba, which, consequently, became the end of the chain. 
Strange to say, the longitude of the Observatory at Lisbon— 
though so near home—proved to be wrong more than 2’, shewing 
how unreliable Lunars, Moon culminations, &c., were for this 
work, notwithstanding the manifold resources of a well equipped 
Observatory. The other places were not half this amount in error. 

In 1883-1884, another expedition, including most of the 
officers of the preceding one, carried a telegraphic chain from 
Vera Cruz through Guatemala—La Libertad—Salvador—Paita— 
Lima—Arica—Valparaiso and Cordoba, thus closing again upon 
the same terminal point, but by a totally different route. The 
two independent longitudes came out as follows :— 


1S fey is 8. 
Cordoba Observatory by eastern chain- - 4 16 487190 W. 
93 : western chain - 4 16 48°238 W. 
Difference - - - - - O O 0048 


The difference is barely the twentieth of a second, and when 
one considers the great length of each chain and the number of 
intermediate links, the result is little short of a miracle. 

No uncertainty can, however, attach to meridian distances 
made by comparing previously regulated Time-keepers by means 
of land or submarine telegraph lines, when effected by skilled 
observers, and with proper precautions. Another remarkable 
instance of accordance is shewn by the Trans-Atlantic longitude 
measurements of the United States Coast Survey, where three 
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measurements between the meridian of Greenwich and that of 
the New York City Hall, made in different years and through 
different cables, differed by only one-hundredth of a second of 
tume |! 

It should be mentioned that, previous to the expeditions re- 
corded as ending at Cordoba, the principal places in Central 
America, including Vera Cruz, had been connected telegraphically 
with Washington, so that the work of 1883-84 was but a con- 
tinuation to the southward of a chain which had been dropped 
for a time. 

In 1881-1882, more or less the same party of officers were 
employed fixing Yokohama—Nagasaki— Wladiwostok—Shang- 
hai—Amoy—Hong-Kong—Manila—Cape St. James—Singapore 
—Batavia, and Madras, this latter having been determined in 
1876-1877, through Bombay, Aden, and Suez, by officers of the 
Great Trigonometrical Survey of India. 

Wladiwostok had been determined by Colonel Scharnhorst, in 
1875, “By order of the Czar,” and here we have the results of the 
two independent measurements :— 


H)) Soa 

Russian chain by way of Siberia,in 1875 - - 8 47 31°31 
American chain by way of Madras, in 1881- - 8 47 30°92 
Difference one-third ofa second - - O O 0°39 


- The Madras—Wladiwostok chain was 6,450 miles in length; 
the other, St. Petersburgh—Wladiwostok, of about the same 
length, was effected by land telegraphs, and was very much the 
more difficult of the two. 

Again in 1888-89-90, the American party carried out another 
chain between ports in Mexico, Central America, the West Indies, 
and on the north coast of South America. 

In all these American expeditions a specially designed combin- 
ation of the Transit-instrument and Zenith-telescope was used for 
the determination of Latitude and local time. Time stars were 
selected as near the Zenith as possible, in case the Transit instru- 
ment should be ever so slightly out of the meridian. And for 
Latitude, from 10 to 20 pairs, north and south, were observed on 
each of three or four nights, weather permitting, so that there 
was every guarantee of accuracy in the results. 

Observations of the Transit of Venus in 1874, and again in 
1882, materially contributed to a more exact knowledge of selected 
stations, which until then had been known only approximately, 
In Australia and New Zealand the system of telegraphic deter- 
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minations is being rapidly carried on. Paris—Greenwich is even 
now being re-determined with all imaginable care and refinement; 
so also is Montreal—Greenwich : in fact it may be asserted that 
there are now but few habitable spots on the globe of which the 
longitude is not known with abundant accuracy for navigational 
purposes. 

Vessels destined for long voyages should carry not fewer than 
three chronometers. If there are only two, and one becomes in- 
accurate, it is impossible to decide which is in error, whereas, with 
the former number, and regular daily comparisons, a tolerably 
correct judgment may be formed as to the going of each. The 
only advantage, therefore, in carrying a second chronometer lies 
in the fact of having a stand-by in the case of accident to one of 
them—such as the breaking of the mainspring, or other part of 
the delicate mechanism. 

Chronometers should, if possible, be kept in a part of the vessel 
free from jars or much continuous vibration ; not in the after-end 
of a screw-steamer, nor in proximity to a steam-winch; neither 
should it be permitted to roll heavy bales or cases along the deck 
in their vicinity. If, however, this last cannot be avoided, it 
would be well to remove the chronometers from their outer cases 
for the time being, and bed them on soft feather pillows. On no 
account should they be slung in hammocks or cots whilst at sea, 
as it has been found to cause great irregularity in their per- 
formance. 

In most steamers of modern build there is a chart-room on the 
upper deck, about the midships of the vessel, and this, for many 
reasons, is a good place. In the absence of a chart-room the 
Captain’s own cabin is, of course, the next best place; and in this 
case it is well (in steamers) to have a fourth chronometer in the 
second oflicer’s room, as a hack-watch for general use among the 
officers. If knocked about (so to speak), it will probably not go 
so well as the others, but this is immaterial, as a comparison can 
be made at convenience with the standard instrument; indeed it 
should be made every third or fourth day, and entered in a small 
book kept in the outer case of the hack-watch. 

Chronometers are sometimes improperly stowed in one of the 
drawers of an ordinary set intended originally for clothing, &c. 
This is a very bad practice. ‘I'o give them fair play, they should 
have a special mahogany box (as nearly air-tight as possible), 
fitted with a strong glass top, and divided by partitions, according 
to the number carried—each compartment being lined with green 
baize, and stuffed with best curled hair. 
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The chronometers should be removed from their own outer 
boxes, and the upper part of the double lid of the inner ease dis- 
pensed with by taking the screws out of the hinges, so that the 
face of the instrument may be seen through the glass where the 
rate paper is usually kept. Being duly deposited in their several 
receptacles, all three can be seen through the double glass, and, as 
the opening of the lids for time-taking is rendered unnecessary, 
sudden fluctuations of temperature are thereby avoided. 

The only occasion upon which the case requires to be touched 
is in the morning, to wind and compare, which should be done 
with closed doors. 

In some first-class vessels, to protect the plate-glass top from 
the possibility of accidents, a substantial outer mahogany case is 
fitted over all. If this wise precaution be taken, the reader will 
understand that the chronometers are then in three distinct cases 
—first, their own, with upper portion of the double top removed ; 
the second, with stuffed compartments and glass top; and the 
third, a strong outer shell entirely of hard wood. The steamships 
of the Pacific Steam Navigation Co., for example, have their 
time-keepers cared for in this way, and it is a plan well worthy 
of being generally adopted. 

To those not accustomed to this arrangement, it may be con- 
sidered cumbersome, and likely to occupy more space than can 
usually be afforded ; but such is not really the fact, and too much 
pains cannot be taken to guard these valuable instruments from 
draughts, damp, and dust. In port, the chronometers having 
first been removed, the inner case should be well dried in the 
sun, and means taken to prevent cockroaches from making it 
their home—rent free. <A little camphor will “evict” them. 

Experience has fully demonstrated that any sudden alteration 
in the rate of a chronometer, which is otherwise fairly treated, is 
more due to change of temperature than any other cause. The 
great aim, therefore, of chronometer makers is so to adjust the 
relationship of the several parts of the balance, that their ex- 
pansion and contraction may counteract the change of elasticity 
in the hairspring caused by change of temperature. Nevertheless, 
there are very few instruments so perfectly compensated, that 
they may be depended upon to preserve exactly the same rate, 
with a change of even 10° of temperature. How, then, can it be 
expected that a chronometer will continue its “shop rate” on a 
voyage extending over, say four months, during which the tem- 
perature has ranged between 40° and 85° Fahrenheit ? 
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Mr. Arthur EK. Nevins, in a paper read before the Literary and 
Philosophical Society of Liverpool, says :— 

“ At present, chronometer makers allow no corrections upon 
the rate given for changes of temperature—and the universal 
practice at sea is to allow one rate for the voyage, whatever the 
temperature may be—apparently under the impression that an 
acknowledgment that such a correction is necessary, would be 
equivalent to acknowledging that the instrument was a defective 
one. The present method of compensating a marine chronometer 
is not absolutely perfect, but still leaves the rate of the watch 
subject to variations, owing to changes of temperature ; and it is 
the infinite variety in amount and direction of these changes 
of rate in different watches, which causes the instruments on 
board a ship to differ from each other in the way they so 
frequently do. 

“Tivery good watch is, however, always affected in the same 
way, and to the same amount, every time that it is exposed to 
the same temperature, and the changes in watches follow a fixed 
law; and knowing, from observation, how they perform in certain 
temperatures, it is possible to calculate in what way they will 
perform in any other temperature to which they may be exposed. 
This law was discovered by the father of the late Mr. Hartnup, 
when Astronomer to the Mersey Docks and Harbour Board, as 
the result of testing upwards of two thousand watches which 
passed through his hands at the Liverpool Observatory—having 
been sent there by the makers to be tested and supplied with 
accurate rates. 

“Mr. Hartnup’s laws are the following :— 

Ist. Every chronometer goes fastest (7.e., gains most or loses least) in some 
certain temperature, which has to be calculated for each chronometer 
from the rates that it makes in three fixed temperatures ; the tem- 
peratures used at the Bidston Observatory for testing watches being 
55°, 70°, and 85° Fahrenheit during winter, and 65°, 75°, and 85° in 
summer. 
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in which the watch goes fastest, the watch goes slower ; and its rate 
varies in the ratio of the square of the distance in degrees of tempera- 
ture, from its maximum gaining temperature. For example—if a watch 
goes fastest in temperature 75°, it will go slower as the temperature 
either rises above or falls below 75° ; and it will go slower by the same 
amount in any two temperatures that are the same distance from 75", 
one being above and the other below, as in 65° and 85°—one being 10° 
below and the other 10° above 75°. 


“The importance of a knowledge of these facts in using 
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chronometers is easily seen.* Supposing a ship bound to the 
southward has three chronometers, A, B, and C, and they are all 
sent to the same chronometer maker to be rated. He gives the 

Beeaites rate which these chronometers have kept while in his shop at a 

misleading. mean temperature of, say 60°. We will further suppose that A 
goes fastest in 60°, B in 70°, and C in 80°. As the ship gets into 
warmer weather in approaching the tropics, until she gets into a 
temperature of 80° or more, A gradually goes slower and slower 
all the time; B goes faster until the temperature rises to 70°, and 
then commences to lose, going slower and slower as the tempera- 
ture increases more and more; and C goes faster all the time 
until it reaches 80°, which is about as high a steady temperature 
as will be attained for any length of time out at sea. 

“Now, for these three chronometers to agree in showing the 
same longitude, it would be necessary for them all to keep 
steadily to the rates given them in England, or wherever they 
have been rated; but if they do not keep to these rates, the 
longitudes indicated by them will differ continually, and, by so 
doing, cause uncertainty and anxiety to the person using them. 

“There is another case which may also occur, and which is 
really more important than the one above mentioned. It may 
happen, especially if all the chronometers on board are by the 
same maker, that they all go fastest in about the same tempera- 
ture. Now, supposing that all these went fastest in, say 80°, and 
as in the above mentioned instance the rates of all of them were 
obtained in about 60° by the maker, they would all go steadily © 
faster than the rates given as the weather got warmer, and 
would therefore all continue to indicate nearly, or exactly, corre- 
sponding longitudes, and these longitudes would all be wrong; 
but in this case the person using them would feel confidence in 
his position, and perhaps come to harm unexpectedly.” 

Advantage of Sir William Thomson, in his “ Lecture on Navigation,” pub- 

ees lished by William Collins, Sons & Co., London and Glasgow, 
gives the following example, illustrative of the great value of 
Hartnup’s method :— 

“A certain chronometer, J. Bassnett & Son, No. 713, after being 
rated by Mr. Hartnup, was put on board the ship “ Tenasserim,” 
in Liverpool, December, 1873, for a voyage to Calcutta. 

The ship sailed from Liverpool on the 21st of January, 1874, and 
on her voyage the chronometer was subjected to variations of 


* Seamen, as a rule, used to entertain the erroneous idea that chronometers, like the 
commoner kinds of watches, always gained in cold and lost in hot weather.—Lecky. 
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temperature, ranging from 50° to 90°. The chronometer was 
tested by the Calcutta time-gun on the 26th of May. The time 
reckoned by it, with correction for temperature on Hartnup’s 
plan, was found wrong by 84 seconds. Another chronometer, 
similarly corrected by Mr. Hartnup’s method, and from his 
rating, gave an error of only 34 seconds. . . . The reckon- 
ings of Greenwich time from the two chronometers, according to 
the ordinary method, differed actually by 4 minutes 35 seconds, 
corresponding to 68% geographical miles* of error for the ship's 
place.” 

Apart from considerations of temperature, every new chrono- 
meter, possessing a well-hardened balance spring, has a tendency 
to gain gradually on its rate ; that is to say, if the mean gaining 
rate for two months be five-tenths of a second per day, it will 
probably be seven-tenths or upwards in the next two months, 
and soon. ‘The cause of this is involved in some mystery. It is 
supposed to be due to some molecular change in the material of 
the spring, which appears at first to strengthen itt It is also 
perhaps produced by a thickening of the lubricating oil, which 
tends to diminish the amplitude of vibration of the balance, and 
thus cause an acceleration of the rate. A good chronometer, 
after vts newness has worn off, will settle down to a steady rate, 
depending upon temperature. 

For the convenience of the navigator, rules have been formu- 
lated and tables compiled in connection with this subject of 
rating for temperature. The author has availed himself of Mr. 
Hartnup’s kind permission to insert them in the Appendix. 

When it is intended totake account of change of rate from 
changes of temperature, a maximum and minimum thermometer 
should be kept in the chronometer case, and the reading of their 
indices taken daily, and recorded in the chronometer journal at 
the time of comparing. In addition to the “shop” rate, which is 
from time of ship’s return to port till she leaves again, the rate 
paper should shew the mean sea rate for the whole of the pre- 
ceding voyage, viz, from time of leaving her home port till 
return to it. 

In winding chronometers, care should be exercised to perform 
the operation steadily, without any jerky action which might 
endanger the chain. Most two-day watches require seven and a 


* If reckoned on the equator.—Lecky. 
+ If there is no acceleration in a new chronometer, it is a fairly certain sign that the 
balance spring is soft, and the instrument will pretty surely prove to be a bad goer. 
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half turns of the key, the motion is always left-handed, and the 
Jast turn should be made slowly, but steadily, and continued 
until the mechanism is felt to butt, or, in other words, the 
chronometer should always be wound as far as it will go.. A 
catch, acting at the proper moment, prevents undue stress being 
put upon the chain. 

Cases have occurred where, through fear of causing injury, the 
officer having charge of the chronometers has neglected to take 
the full number of turns, and the consequence has been that, after 
a time, the chronometer has run down just before the usual time 
of winding. The winding index on the face should prevent such 
a mishap, nevertheless it has occurred. 

A chronometer has to be turned “face down” to wind, and it 
must be eased back handsomely when the operation is completed, 
and not allowed to. swing back witha jerk. ‘This daily reversing 
of the watch is said to be a good thing, as it distributes the oil in 
the bearings. 

Furthermore, chronometers should be wound punctually at the 
same hour every day, otherwise an unused part of the mainspring 
comes into action, which, if badly adjusted, is almost certain to 
produce an irregularity in the rate: attention to this also keeps 
them running on the same part of the chain, which is important. 
For similar reasons it has been found that eight-day chronometers 
do not preserve altogether the same rate throughout the entire 
week ; that is to say, that (though other conditions may be the 
same) their daily rate towards the end of the week will not agree | 
with their daily rate at the commencement of it; notwithstanding 
which, the mean rates of two consecutive weeks may agree 
exactly. ‘To prevent this effect, an eight-day chronometer should 
be wound every day, the same as the others. On account also of 
the lightness of the balance, eight-day chronometers do not go so 
well on board steamers which suffer much vibration from their 
machinery. 

df a chronometer should run down through neglect or other 
cause, on being wound up again it will probably not start till it 
has been quickly, but not violently, slued half round and back 
again. ‘This is easily done by placing the instrument on the table 
and turning it horizontally between the hands. 

When a chronometer has run down, do not immediately wind 
it up and move the hands to the proper time, but wait till the 
Greenwich Mean Time by some other chronometer corresponds 
nearly with what the hands of the stopped one point to, then wind 
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it up, and start it at the right instant. If this is neatly done, it 
is possible to set it going within a second or two of G.M.T, 

Altering the hands of a chronometer does not necessarily hurt 
the instrument, but it is not advisable for any but a skilled person 
to do it; nor does it inevitably follow that, because a chronometer 
has been allowed to run down for a few hours, its rate will alter. 
The writer’s experience of half a dozen instances goes to show 
that it will remain much as before. 

In such a delicate piece of mechanism, small and totally un- 
looked for causes will sometimes operate to derange the rate very 
considerably ; for example, too much side-play in the gimbals will 
have this effect. A chronometer loosely hung may go with 
beautiful regularity 7 port, and astonish its owner by its after 
performance at sea ; therefore, when the vessel is rolling consider- 
ably, the chronometers should be watched to see that they do not 
go over in the gimbals with a jerk ; if they do, the gimbals must 
be tightened up until the jerk is no longer perceptible. On the 
other hand, do not jam the free movement of the instrument. Too 
little play is almost as bad as too much. 

The writer on one occasion found his favourite time-keeper 
very wild in its rate, and for a long time he was at a loss to 
account for it. However, one day, when the vessel was going 
along in a heavy beam sea, he noticed the lateral play in the 
gimbals, and at once concluded that therein lay the cause of the 
trouble, which proved to be the case. When this was remedied (a 
very simple matter for a man whose fingers are not all thumbs), 
the chronometer resumed its former good behaviour. 

On another occasion, whilst loading in the tiers at Pernambuco, 
the master of an iron barque, lying alongside, asked the writer to 
step on board, and look at a chronometer which he complained 
of as going in a most erratic manner ever since the vessel’s arrival 
in port. After due examination of the works with the magni- 
fying glass out of the sextant case, nothing could be discovered 
to account for the vagaries of the instrument. It was only when 
leaving the cabin that it occurred to the writer to ask what was 
in the square wooden box lying close against the chronometer 
complained of. The cat was let out of the bag when the master 
of the barque innocently explained that it was his Standard 
compass, which he had unshipped and placed below for greater 
security whilst in port. The powerful compass needles had by 
induction magnetized the steel portion of the balance, and ruined 
the going of the chronometer. Of late years another element of 
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danger has been added to the list in the case of vessels lit by 
electricity. Itis of the highest importance that the chronometers 
should be kept outside the radius of influence of the dynamos ; 
say, at least, 50 or 60 feet away fromthem. For the convenience 
of engineers and others employed about electric plant, pocket 
watches have been made with springs and balances of Palladium, 
or some alloy, and termed “non-magnetic watches.” 

For similar reasons great care should be taken not to stow the 
chronometers either close against an iron bulkhead, an iron ship’s 
side, the upper or lower end of a vertical iron stanchion, or within 
8 feet of compass compensating magnets. Nor should the chrono- 
meter case be screwed down to a table containing drawers which 
might be used te hold spare compass cards, or even, in exceptional 
cases, a horse-shoe magnet. Such things are often done un- 
wittingly, and the ill-used chronometer condemned as a worthless 
instrument, when 27 fact the blame rested entirely with its owner. 

Beware also of compass and chronometer makers who mix 
these instruments together in their shops as if they were so 
many pots and pans. 

In many steamers the chart-room or captain’s cabin is immedi- 
ately abaft the fore wheelhouse, with which it communicates by 
a door or window. Should the chronometers happen to be stowed 
on a shelf or in a case on the fore side of this chart-room, they 
will probably be too near to the adjusting magnets of the wheel- 
house compass. 

As already stated, the mere fact of a bulkhead separating them 
won't stop the mischief in the slightest degree. 

Again, in many poop-decked steamers the Captain’s cabin is — 
at the fore-end of the poop, with windows looking out on the 
main deck, and most likely the Chief Officer occupies a similarly 
situated one on the opposite side. Now, it very often happens in 
steamers of the class alluded to, that to resist the effects of the 
sea, the transverse bulkhead forming the fore-end of the poop is 
constructed of iron, and sheathed with wood, to give it a finish. 
Of course it is lined inside also, and so the captain, unconscious 
of the mischief likely to ensue, may stow his chronometer close 
up against the concealed iron. | 

Chronometers should be kept away from iron almost as reli- 
giously as compasses. 

In modern vessels, where iron is fast superseding wood in eabin 
as well as in deck fittings, it is sometimes exceedingly difficult to 
select a really good place for the time-keepers. Very often it is 
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“ Hobson’s choice;” nevertheless these matters should receive 
full consideration, 7f the vessel is to go safely. From the foregoing 
causes alone, the “Shore-rate” and the “Sea-rate” will seldom 
agree. It is advisable, therefore, that when practicable, chrono- 
meters should be rated on board, in the positions they are 
intended to occupy during the voyage. As before remarked, 
there are many facilities, such as time-guns and time-balls, for 
effecting it. 

Chronometers, when received on board previous to sailing, 
should be compared with each other, and the respective errors 
and rates applied to each, to note if they agree in their Greenwich 
Mean Time. This may seem a very needless precaution, but the 
propriety of it has twice been made apparent to the writer; and 
what has occurred to one may happen to others also. 

Suppose that this matter of comparing be neglected, and that 
there should be only two chronometers on board ; suppose further, 
that a wrong original error has been given with one of them (say, 
to the extent of one minute), and that the vessel proceeds to sea 
with dirty weather, and perhaps is several days out before getting 
sights; then, when the comparison is made, the navigator finds to 
his dismay that his chronometers differ from each other to the 
extent of a quarter of a degree of longitude. The Dead Reckon- 
ing cannot help him—indeed, if it were depended upon, it might 
just double the error. The only thing left to be done is to make 
some well-known point of land as soon as possible, take careful 
sights, and find out which chronometer is at fault. 

If you intend passing close to an island for this purpose, do not 
go on the side which will bring the land between you and the 
sun, or where will your horizon be? Always think beforehand 
of the necessities of the case. 

It so happened one fine day, when a friend was sailing for the 
West Coast of Africa, that the writer went on board to wish him 
“good luck.” Being left for a time to his own devices in the 
skipper’s cabin, he thought he would keep his hand in by com- 
paring the chronometers which had just come on board. No 
sooner said than done: but to his amazement all three disagreed 
to the extent, not of seconds, but of minutes. Another try with 
the same result. This was getting serious, and the writer was 
getting flustered. Once more the rate papers were examined, and 
behold they had been placed in the wrong boxes!! When pro- 
perly sorted, the chronometers proved in agreement. 

As few merchant vessels carry more than three chronometers, 
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that number will be adopted in treating of the proper mode of 
making the daily comparisons. For brevity, the several instru- 
ments should be known by letters, instead of the maker's numbers. 
The letter should be marked on a small slip of paper, and gummed 
conspicuously on the outside of chronometer case. Tor exAuiple 
when standing facing them, the left-hand chronometer might be 
called A, the middle one B, and the right-hand one C—everything, 
when possible, being taken in its natural order or sequence. 

An excellent form of chronometer journal is appended, and 
reference to it will shew that three chronometers enable three 
different comparisons to be made—the last being a check upon 
the others; for example, A is compared with B; 6 with C; and 
A with C. These comparisons should not be made simultaneously 
by three different observers, which is the common method on 
board ship; as it is @mpossible by it to attain the necessary. 
accuracy. All the comparisons must be made by one individual, 
and a fortnight’s practice, or at most a month’s, will enable him to 
effect this to the tenth of a second. When we consider how small 
a portion of time is represented by such a minute division, it is 
not improbable that some may feel incredulous as to the practi- 
cability of estimating it correctly. But after the preliminary 
drill with the method about to be indicated, the doubters will be 
able to assure themselves that not only is it not impossible, but 
that with care it is sufficiently easy. 

In all observatories on shore, the astronomer and his assistants 
are in the constant habit of splitting “tenths” with wonderful | 
precision, and it may interest the reader to know that there are 
mechanical contrivances for dividing a second of time even into 
one thousand parts. As these do not enter into the practice of 
navigation, a description of them here would be out of place. 

‘T'o compare accurately, the operator, being quite alone, should 
close both windows and doors, so as to exclude noise. Having 
opened the outer cases, he should make ready with book and 
pencil for the first comparison, by opening the inner case of A, 
which will allow its ticking to be distinctly heard, whilst B is 
regarded through its glass lid. 

It will be perceived by the reader that the operation is per- 
formed by the delicate relationship or sympathy existing between 
the eye and ear. A will be heard, and B will be seen. 

Now, look steadily at A, and mentally count with zt, assisting 
by a quick motion of the hand corresponding to every half-second 
beat. Having got well into the swing or rhythm of the beats, 
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and decided to “stop,” say, at 60s. (the even minute); remove the 
eye to B when A’s second-hand has got to 52s. or 53s., keeping 
the sound of each half-beat still in your ears, and the hand going 
with it. When you have arrived by sownd at 60s. (your chosen 
“stopping” point) the eye will enable you to decide upon the 
number of seconds and parts of a second shewn by JL. 

The other two comparisons will be made in a precisely similar 
manner. Of course in actual practice you note down beforehand 
the hour and even minute, by the open chronometer, at which you 
intend to “stop,” or compare with the closed one; also, note the 
hour of the latter, and when proficient, the minute can also be 
noted, leaving only the seconds and tenths for the comparison. 

The beginner, after a few trials by himself, will soon drop into 
the way of comparing with accuracy, and will congratulate 
himself upon being independent of outside aid, whenever he may 
wish to do so. 

Another plan has been suggested, but as the writer has not 
tried it, he can only say it seems feasible. “Keep one hand free. 
At the beat of the second, or half-second, touch the table with 
the tip of the little finger, and rapidly pass along the other tips 
to the thumb, as a pianist would in playing a scale in the natural 
key. When, by practice, this can be effected in exactly half a 
second, then the touch of each finger will represent 0:1s.” 

Having compared all three chronometers, A with B, B with CO, 
and A with C, accuracy of the result can, in a measure, be tested 
by comparing the interval between A and C, with the sum or 


difference, as the case may be, of the other two intervals, for 


exumple—(vide Form of Chronometer Journal) on © May 18th 


‘we have 
HsiM: -/s: i. ss: H. M.S. 
Time by Chron. A 2 381 00°0 Chron. B 2 15 00°0 Chron. A 2 36 0070 
Rf pe B. 2.,12 89-4 Pe FM NE | ww GC .2 16 °ge8 
Interval 18 20°6 Interval 0 546 Interval 19 152 


Here 18m. 20°6s. added to Om. 54°6s. gives 19m. 15°2s., equal to 
the interval between A and C, from which it may be assumed 
the comparisons have been accurately made, although, strictly 
speaking, such is by no means a certainty. 

Chauvenet, in his valuable work on Spherical and Practical 
Astronomy, says— 

“ When two chronometers are compared which keep the same 
kind of time, and both of which beat half-seconds, it will mostly 
happen that the beats of the two instruments are not synchronous, 
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but one. will fall after the other by a certain fraction of a beat, 
which will be pretty nearly constant, and must be estimated by 
the ear. This estimate may be made within half a beat, or a 
quarter of a second, without difficulty; but it requires much 
practice to estimate the fraction within 0-ls. with certainty. But 
if a mean time or Solar chronometer is compared with a Sidereal 
chronometer, their difference may be obtained with ease within 
one-twentieth of a second. Since Is. sidereal time is less than 1s. 
mean time, the beats of the Sidereal chronometer will not remain 
at a constant fraction behind those of the Solar chronometer, but 
will gradually gain on them, so that at certain times they will 
be coincident. 

“ Now, if the comparison be made at the time this coincidence 
occurs, there will be no fraction for the ear to estimate, and the 
difference of the two instruments at this time will be obtained 
exactly. The only error will be that which arises from judging 
the beats to be in coincidence when they are really separate by a 
small fraction, and it is found that the ear will easily distinguish 
the beats as not synchronous so long as they differ by as much 
as 005s. (half-a-tenth); consequently, the comparison is accu- 
rately obtained within that quantity. Indeed, with practice it 
is obtained within 0°03s. or even 0°02s. Now, since ls. sidereal 
time = 0:99727s. mean time, the Sidereal chronometer gains 
0:00273s. on the Solar chronometer in ls.; and therefore it 
gains 0°5s. in 183s. or very nearly 3m.; hence, once every three 
minutes the two chronometers will beat together. When this 
is about to occur, the observer begins to count the seconds of 
one chronometer, while he directs his eye to the other ; when he 
no longer perceives any difference in the beats, he notes the 
corresponding half-seconds of the two instruments.” 

It follows that when two Solar chronometers are to be com- 
pared, it will in general be most accurately done by comparing 
each with a Sidereal chronometer by coincident beats, and after- 
wards reducing the comparisons. It is not likely that the ordinary 
navigator will possess a Sidereal chronometer, but the method is 
introduced here as likely to prove interesting, and to shew what 
can be done. 

It has been already stated that chronometers should be com- 
pared daily, and with methodical regularity, and the proper entries 
made in a book known as the Chronometer Journal.* ‘lhe writer 


*It is not uncommon to see the error of a chronometer marked opposite each day, 
on the margin of the page for the month. in the Nautical Almanac. ‘This, in the 
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has for many years used the form given at page 57, and it is so 
self-explanatory that very little more is requisite. The “2nd 
difference” is merely the difference between the quantities for any 
two consecutive days in the column headed “ Ist difference.” Thus, 
in the comparison of A with B,on May 18th the “1st difference” 
is 18m. 20°6s., and on May 19th is 18m. 25-4s.; the difference be- 
tween these two is 4’8s., and, as the one chronometer is gaining 
and the other losing, it ought to be equal to the swm of their 
daily rates. As A’s rate is + 1'6s., and B’s — 3:1s., the sum 47s. 
shows a dissimilarity of only one-tenth of a second. 

In the ease of the “ 2nd difference” of B and C = I1'1s., as both 
these chronometers are losing, it ought to be equal to the differ- 
ence of their daily rates, which happens exactly to be the case. 

Of course, if two chronometers were both gaining, the “ 2nd 
difference ” would in like manner be equal to the difference of 
their daily rates. But when their rates are going in opposite 
directions, the amount in the “2nd difference” column ought to 
be equal to their swm. 

By scrutinizing the journal day a day, a fair judgment may 
be formed of how the chronometers are behaving. In the event 
of the “2nd difference” not agreeing with the daily rates, a careful 
analysis of the comparisons and record of temperatures, combined 
with a consideration of the respective merits of the instruments, 
may enable one to form a pretty just estimate of the value and 
direction of the change. For instance, if A does not agree with 


B, nor yet with C, but if B and C run well together, the inference — 


that A has gone wrong would be a reasonable one, especially if 
A happened to be an old offender. In any case the navigator is 
put upon his guard, which is always something. 

At the Bidston Observatory, near Liverpool, any master sailing 
out of the port can have his chronometer rated for temperature. 
The time requisite is six weeks, and on leaving, a paper accom- 
panies the chronometer shewing its performance for every 5° of 
temperature between 45° and 95°; so that if the recommendation 
be attended to concerning the advisability of keeping a maximum 
and minimum thermometer in the case with the chronometers, 
and the rate altered to suit as often as necessary, the navigator 
can make sure of his Greenwich time within a few seconds, after 
a lapse of some months.* The Observatory temperature rates 


estimation of some people, may be “ handy,” and in a sense it is so; but on a long 
voyage a properly kept ‘‘ Journal” would look more ship-shape and business-like, quite 
apart from the question of utility. 

* See Appendix A. 
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can be copied out on any of the left-hand pages of the journal, all 


of which are headed “ Remarks,” and ruled in faint blue lines. 

In the specimen page of the Journal just given, it will be noticed 
that, for conciseness, it is only drawn up for four days; but in 
ordering one similar, the printer should be instructed to make the 
page deep enough to contain a week’s work ; also to leave an inch 
and a-half of space at the bottom for adding up and getting the 
mean of the “second differences” and temperatures, so as to 
adjust the rates in accordance with their indications. 

Whenever the errors and rates have been ascertained afresh by 
observation, the proper entries corresponding to the given date 
should be made in red ink, so as to be easily found for reference. 
It will be found to simplify their application and facilitate caleu- 
lations generally, if the errors are all recorded as either fast or 
slow of G.M.T., and not some one way and some the other. The 
writer prefers to have them all slow, as addition is easier than 
subtraction. To avoid having, in certain cases, the errors in- 
conveniently large, the optician could be instructed to put them 
all slow, say anything between ten seconds and ten minutes, 
according to the direction of the rate. 

The winding and comparing ought to be invariably done by 
one person. The winding should be performed with care, and at 
the same speed on every occasion. This is important, because 
the maintaining power, which keeps the chronometer going while 
winding, varies, and, hence, if wound slowly, a chronometer may 
lose during the process. So long as this is regular, it does not 
affect the daily rate, as ascertained from observations at several 
day’s interval; but if wound sometimes slowly and sometimes 
rapidly, error may be introduced. In large Mail Steamship 
Companies, the second officer is generally constituted the “ Navi- 
gating officer,” and, as such, has charge of the chronometers. It 
is his duty every morning to make formal report to the com- 
mander that they have been attended to. It would be easy to 
devise a plan suitable to any particular ship, whereby it would 
become impossible to neglect this important duty. In some men- 
of-war, the crew cannot be piped to their mid-day meal until the 
chronometers have been reported. In a merchant vessel it is 
usual to wind them in the morning. But whatever the time fixed 
upon, there should be a certain formality observed, which could 
not be omitted without sure and speedy detection.* 


* A card, with the words ‘‘ Wind Chronometers” printed or written on it, might be 
laid on the captain’s plate by the steward every morning at breakfast time. 
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These sensitive instruments cannot receive too much care, for 
it is perfectly wonderful what apparently insignificant causes will 
sometimes affect them. Many years ago the writer‘owned two 
very valuable chronometers, which he highly prized, as their 
performance had been most satisfactory. On a passage home 
from the River Plate they both came to grief quite unexpectedly. 
Comparisons with a third time-keeper, kept in the second officer's 
room, and observations on shore at St. Vincent, shewed that they 
had taken up a prodigious losing rate, which grew day by day 
until on arrival at Liverpool it amounted to 20 and 25 seconds. 
Examination by the maker disclosed the annoying fact, that the 
springs and other steel portions of the works were thickly pitted 
with rust. Now, the Captain’s room was situated directly over 
the main hold, which on that particular passage happened to be 
stowed full of salted hides. The coat of the mast, which came up 
through one corner of the cabin, had worked adrift on the side 
which was hidden from view, and the only inference to be drawn 
was, that the salt steam from the hold had penetrated to the me- 
chanism, with the unfortunate result already mentioned. Though 
thoroughly cleaned and “re-sprung” they never went so well 
again. | 

Jolting in a railway train, or a conveyance of any description, 
is liable to alter the steady going of a chronometer. The quick 
jerk of a boat smartly propelled by oars is still more likely to 


‘prove injurious. If, therefore, a chronometer has to be taken 


from one place to another in a pulling boat, it should be held 
free in the hand by the leather strap, and the men ordered to 
pull out of stroke; or, if the officer is afraid of being called a 
‘lubber,’ and his boat’s crew ‘a pack of old women,’ he can give the 
word to “pull easy.” When carrying it by hand, avoid a rota- 
tory movement, as this would very easily stop it till a similar 
movement set it going again, and so on. When travelling by 
train, place it on a pile of overcoats or railway rugs, in such a 
position that it will not fall. The principal cause, however, of 
a chronometer altering its rate when reasonable care has been 
taken of it, 7s change of temperature. 

In connection with this subject of rough carriage, the reader 
should know that a chronometer is exposed to a variety of mis- 
haps which are very little understood except by “the trade.”— 
For example, when the locking-spring of the escapement is too 
weak, it is possible for two teeth of the “’scape-wheel ” (instead 
of only one) to pass the locking-pallet during a single vibration 
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of the balance. ‘This is called “tripping,” and it is evident that 
in this way a chronometer may gain several seconds in a very 
short space of time, to the complete mystification of whoever has 
to do with it, unless he happens to be posted in‘respect of this 
peculiarity. 

Tripping may occur also through a worn “’scape-wheel,” the 
pallet-stone being badly set, or the several parts not being 
relatively in good adjustment. 

On the other hand, should the locking-spring be too strong, the 
pallet will not get back sufficiently to release the “’scape-wheel,” 
and the chronometer will not go at all, or if it does condescend to 
do so, will only move by fits and starts. Of course the maker 
would never let an instrument leave his hands in such a plight, but 
it is mentioned to shew the refinement of skill which is necessary 
in the manufacture and adjustment of such delicate mechanism. 

Again—owing to the axis of the balance-wheel being but slender, 
a sudden jerk may bend it or break the extremely fine pivot- 
points, a misfortune which at once puts the chronometer “ out of 
action ”’ till the damage has been repaired. 

Before removing it from its outer case to carry it anywhere, a 
chronometer should be stayed, otherwise the instrument is apt to 
capsize in the gimbals, and when the inner case is next opened, to 
astonish the individual who has carried it by his finding the XII 
next to himself, instead of facing him on the far side as usual. 
Incredible as it may appear, the writer knew an officer, who, to 
his consternation, got a chronometer into this very same fix, and 
worse than all, neither knew how it happened, nor what to do to 
get it back into its original position. _ 

The poising of a chronometer in the gimbals has a very great 
influence on its rate. This can be tested on shore by staying the 
chronometer and keeping the case on its side for three or four days 
with the XII up. Next try it with the III, VJ, and IX up, and 
it will be found that the rate in each case will be different to 
what it was when the chronometer had a horizontal position. 
The more expensive pocket watches are adjusted for any position, 
but marine chronometers are intended always to be kept strictly 
horizontal, with the face up. — 

Experience has proved that chronometers, with the words 
“ Auxiliary compensation” engraved upon their face, are not one 
whit better than those fitted with the ordinary balance. Without 
this knowledge, a purchaser of one of these instruments might 
fancy he was getting something “very special.” Auxiliary bal- 


Mechanical 
possibilities 


Necessity for 
staying 
Chronometers 
previous to 
removal, 


Poising a 
Chronometer 
in the Gimbals 


Auxiliary 
Compensation. 


Cleaning 
Chronometers. 


Chronometer 
Makers and 
Chronometer 
Sellers. 


64 LUBRICATING OIL. 


ances, and some of the more complicated kinds—from their fragile 
and jointed construction—are specially liable to injury by shock. 
On this ground, if no other, the writer prefers the ordinary 
balance. 

A caution will do no harm to those who, because an instrument 
is going pretty well, allow many years to pass without having it 
cleaned. It should be borne in mind that wear and tear is con- 
stantly going on; that the oil thickens, and eventually gets dried 
up; and that when this happens, the pivots of the moving parts 
must necessarily grind themselves away, and work differently to 
what is intended. Oil is one of the great difficulties in dealing 
with chronometers. No two makers are agreed as to the best oil 
for use. All confess to great difficulty. Not only is it difficult 
to get good oil that will remain perfectly fluid for some consider- 
able time, but suitable oil, even if once made, cannot always be 
reproduced by the same processes. Not only does oil thicken, 
but its lubricating properties change by lapse of time: probably, 
from combination with oxygen, its chemical constitution changes. 
Temperature also has a decided effect upon oil, and it is found 
that its viscosity is much more altered by a change from 55° to 
70° than by a change from 70° to 85°. Hence the rate of a chro- 
nometer under varying temperatures is intimately related to the 
behaviour, when heated, of the lubricating material employed. 
The oils least subject to thickening by time are some of the 
purified fish oils: their chief fault is an extreme fluidity and 
consequent liability to run away from the pivots. Never allow 
a chronometer to run longer than five years at the outside with- 
out giving it an overhauling at the hands of a first-rate workman. 
But if it is a new instrument, it should be looked at after a couple 
of years, and its rate ‘closed. It will then be at its best, and 
should continue so for years. This is so well known that the best 
makers never issue their chronometers till properly “seasoned.” 

Be swre that the man you give it to is a chronometer-maker, 
and not a watch or clock-maker, The latter may be very good as 
such, and yet understand very little about marine chronometers. 
Moreover, a large percentage of those who style themselves 
chronometer-makers are only chronometer-sellers, as the instru- 
ments are purchased by them at trade price from the wholesale 
manufacturers. If you know where to look for it, you can easily 
find the manufacturer’s private mark. 

Enough has been said to shew that chronometers are really 
almost like living organisms in the various manners in which 
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they are affected by different influences: each has, in fact, its 
idiosyncrasy. On being removed from shore to ship, some 
become naturalised sooner than others, like human beings them- 
selves ; some again are less affected than their shipmates by the 
jar, sea-motion, and change of climate. To the scientifically 
inclined, their various constitutions and temperaments cannot 
fail to prove an interesting study. Except that it would scarcely 
be compatible with a work of this elementary description, it 
would be possible to illustrate the mode of utilising diagrams to 
exhibit curves of rate, temperature, and moisture. These, how- 
ever, are more likely to find favour with philosophic investi- 
gators than with Practical Navigators. 

In concluding this chapter, it may not come amiss to those 
desirous of purchasing a reliable timekeeper to be told where to 
find it, and how to get it. Many of the best makers send instru- 
ments to the Greenwich, Kew, and Liverpool Observatories to be 
tested. At these institutions their performance is subjected to a 
rigorous cross-examination, and a careful record kept of their 
behaviour under various trying circumstances, and extending 
over several months. The Greenwich trial is exclusively for the 
Royal Navy; but at Bidston (Liverpool) and Kew the books are 
always courteously open for the inspection of those desirous of 
purchasing, and consequently, it should be an easy matter to 
select a good instrument from the many before you. When 
found, go at once to the maker, whoever he may be, and drive as 
good a bargain with him as you can. Do not grudge an extra 
pound or two; you will save it in sleep on a voyage. 

The two best chronometers the writer ever had the good fortune 
to meet with were obtained by him in this manner at the Liver- 
pool Observatory, Bidston Hill. They were selected from a large 
number, and, curiously enough, were by the swme maker, and had 
consecutive numbers—a thing that might not happen again in 
one hundred years.* 


* There is no longer a stock of chronometers for sale at Bidston Observatory ; but 
before purchasing in Liverpool, it can always be stipulated that the instrument shall 
be sent to Bidston to be tested,—that is to say, if the intending purchaser can afford the 
time. For example, when a vessel is being built, the owner knows that she will require 
to be furnished with chronometers. If, then, he requests his chronometer-maker to send 
a certain number to the Bidston Observatory for trial, the necessary ones can be selected 
when the vessel is ready for sea, and he will enjoy the same privilege as the Admiralty 
have, for many years past, by means of their annual test of chronometers at the Green- 
wich Observatory. Ships paying Liverpool dock dues can have their chronometers rated 
at Bidston free of charge. The difficulty is to get them to and fro, as the Observatory is 
in rather an out-of-the-way locality. Ordinarily steamers seldom remain long enough in 
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CHAPTER V. 


THE SEXTANT. 


The Sextant, of all astronomical instruments, is most especially 
adapted to the purpose of the navigator, and for this reason it is 
incumbent upon him to render himself in every way familiar 
with its principle and make. 

The multitude are sometimes puzzled to know why a sextant 
(derived from the Latin word sextans, signifying the siath of a 
circle) should be thus named, when it is capable of measuring 
angles up to 120°, or the third of a circle. 

If the possessor of one will but look at the are, he will find out 
by his eye alone that, as a matter of fact, it consists only of the 
sixth part of a circle. The optical principle upon which the 
instrument is founded (that of double reflection), permits of half 
a degree of the arc being numbered and considered as a whole 
degree. Thus, in the sextant, what is really only an are of 60°, 
is divided into 120 equal parts, each of which does duty as a 
degree. | 

The instrument commonly known as a Quadrant is improperly 
so called. Though it is capable of measuring angles up to 90°, 
the are only consists of the eighth part of a circle, and, in accord- 
ance with the rule adopted in the former case, it should be termed 
an Octant. These terms, being at present opposed to each other, 


port (except under heavy repair) to permit of their chronometers undergoing the full 
temperature trial. Still, by watching slants, it can be done. It by no means follows that, 
because a man has made a chronometer which has been purchased as a good one by the 
Admiralty, all subsequent chronometers made by him will be equally good. From an 
examination of the published ‘‘ Rates of Chronometers on trial, for purchase by the Board 
of Admiralty, at the Royal Observatory, Greenwich,” it will be seen that the maker who 
has a chronometer first or second on the list in the order of merit, also not unfrequently 
has another near the bottom of the same list. This shows the necessity of testing the 


chronometers themselves, irrespective of the names which they bear. There is a lot of 
luck about it. 
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are a source of confusion, and should be rectified by abolishing the 
word Quadrant, and substituting Octant. Instruments capable of 
measuring angles up to 144° are in like manner termed Quintants. 

The optical principle upon which the Sextant is founded is thus 
announced :— 

“Tf a ray of light suffers two successive reflections in the same statement of 
plane by two plane mirrors, the angle between the first and last Optical Law 
direction of the ray is twice the angle of the mirrors.” ce 

The following illustration is taken from Herschel’s Astronomy, 
page 117.* 


Quintants, 


Let AB be the limb or graduated are of a portion of a circle pemonstration 
60° in extent, but divided into 120 equal parts. On the radius aris Nee 
CB let a silvered plane glass D be fixed at right angles to the , 
plane of the circle, and on the moveahle radius CE let another 
such silvered glass C be fixed. 

The horizon glass D is permanently fixed parallel to AC, and 
only one-half of it is silvered, the other half allowing objects to 
be seen through it. 

The Index glass Cis wholly silvered, and its plane is parallel 
to the length of the moveable radius C#, at the extremity (£) of 
which a vernier is placed to read off the divisions of the limb. 

On the radius AC is set a telescope F’, through which any object 
Q may be seen by direct rays which pass through the unsilvered 
portion of the glass D, while another object P is seen through 
the same telescope by rays which, after reflection at C, have been 


* Published by Longmans & Co. 
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thrown upon the silvered part of D, and are thence directed by a 
second reflection into the telescope. 

The two images so formed will both be seen in the field of 
view at once, and by moving the radius CZ, will (if the reflectors 
be truly perpendicular to the plane of the circle) meet and pass 
over without obliterating each other. 

The motion, however, is arrested when they meet, and at this 
point the angle included between the direction CP of one object, 
and FQ of the other, is twice ‘the angle HCA, included between 
the fixed and moveable radii CA, CE. 

Now the graduations of the fab being purposely made only 
half as distant as would correspond to donee the are A/, when 
read off as if the graduations were ipa: degrees, will in fact 
read double its real amount, and therefore the numbers so read 
off will express, not the angle HCA, but its double, which is the 
actual angle subtended by the objects.* 

Though epitomes mostly explain how to read the vernier, they 
neglect to explain the peculiarity in the human eye which gave 
origin to its invention.+ The value of the vernier as a means of 
reading minute divisions depends upon the fact that, when they 
are within a certain degree of closeness, the eye cannot separate 
a series of parallel lines lying side by side, there being a point 
for all vision where such lines appear to mix with the ground 
upon which they are drawn, and thus form a tint: therefore it 
would be difficult to say, unless under extreme magnification, to 
which one of these lines the index arrow pointed. Further than — 
this, it would be quite impossible to graduate the arc of a sextant 
to the required degree of minuteness. Taking a sextant of 8-inch 
radius divided to 10’, the space between each line on the are 
would be equal to ‘00019 of an inch, and the line itself would 
have to conform to the geometrical definition of “length without 
breadth,” conditions, in either case, clearly impracticable. 

Now it is a recognised fact that so long as the eye can see a 
single straight line distinctly, it can detect any break in its con- 
tinuity. The divisions on the are of an 8-inch sextant are easily 
discernible under the magnifier. In modern instruments each 
degree is divided by strokes into six equal parts, each stroke 


* It can be easily demonstrated that the angle HCA, between zero of the are and zero 
of the Index vernier, is equal to the angle of the mirrors CD, which is all that is wanted 
to establish the truth of the theorem given above. 

+ Sometimes called a ‘‘ Nonius,” from Peter Nonius, who, about the middle of the 
16th century, first enunciated its principle and application in a somewhat laboured and 
crude form, which was simplified by Pierre Vernier in 1631. 
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therefore represents 10’, and the space between each stroke— 
supposing the stroke to be infinitely thin—is ‘0116 of an inch, 
which is well within the power of a dividing engine. Under but 
weak magnification, this space, tiny as it is, appears perfectly 
clear and distinct. So far the arc. In the form known as the 
“extended” vernier, the divisions are nearly double the distance 
apart of those on the are, and are therefore even more clear and 
distinct, so that, when any one of the vernier lines coincides 
exactly with a line on the are, the fact is easily observable, and 
this particular line may be taken as giving the true value of 
the reading. The principle of the vernier is such that, in a well 
cut sextant, only one at a time of the vernier lines can possibly 
coincide with one on the arc when the zero line or arrow of the 
vernier rs Utself out of coincidence. 

But when the zero line is 2m coincidence, then the terminal line 
of the vernier must also be in coincidence, or the sextant is badly 
cut. At such times as a line on the vernier coincides with one on 
the are, all the others appear broken or discontinuous, becoming 
more so in proportion to their distance right or left of the reading. 
In badly divided instruments it may happen that two or even 
three lines of the vernier may appear in coincidence and puzzle 
the observer as to which he should accept. Such a sextant is not 
worth having, except for rouse-about work, such as angles of 
land, &c. It is found that a line, as fine as it can be clearly seen, 
will appear broken in its end-to-end continuity with another 
equally fine line, if at their point of meeting the lateral displace- 
ment should amount to a quarter of the thickness of either line. 
The vernier permits of this being readily carried out in practice, 
and affords a method of arriving at small readings which cannot 
be excelled. To obtain the full benefit of it, the divisions, both of 
arc and vernier, must be accurately spaced, and sharply, though 
finely, cut. Instruments for the determination of angular measure 
are not all alike in their graduation, so on attempting to read off 
a new instrument it is first necessary to ascertain by inspection 
the law of that particular vernier. To explain the principle of 
the vernier would be altogether too tedious, even if successful. 
“Norie” makes a somewhat dismal attempt at it. 

The navigator who takes a proper pride in his work should 
possess a first-class Sextant or Quintant, and a good Octant. 
The latter is fully equal to everyday work in the broad ocean,— 
for example, during the winter months in the North Atlantic. 
The delicate exactness of the other instrument is quite thrown 
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away when one can only get flying shots at the horizon, from the 
crest of a 60-feet wave. Showers of salt spray, with the chance 
of an occasional knock, certainly seem less suited to the sextant 
than to its hardier and more humble relative. 

On the other hand, for fine weather use, for stars, lunars, ob- 
servations on shore with artificial horizon, and for fixing the ship's 
position in the neighbourhood of land by angles, the Quintant is 
undoubtedly the proper instrument. | 

Angles of the land for “ fixing” purposes are not required to 
seconds, nor even to minutes: ordinarily, it is sufficient if the 
error does not exceed the sixth of a degree (10’); the only reason, 
therefore, for mentioning the Quintant in this connection, is that 
occasionally one or both of the angles may be so large as to be 
beyond the range of the Octant.* 

A good Quintant or Sextant costs money—and is worth %. 
Unless you are a fair judge of one, it is as easy to be deceived in 
purchasing a sextant as in buying a horse. The market is glutted 
with sextants made for sale. Every pawnbroker’s window in a 
seaport town is half full of them. Some vendors even hold out 
the inducement in large type that their instruments are “ free 
from error.” If, indeed, by accident such should happen to be 
the case at the moment of purchase, it need not be a matter of 
speculation how long they will remain so. The thing is absurd, 
and might with equal justice be said of a chronometer or a 
patent log. At the Aberdeen meeting of the British Association 
in 1885 (four years after this was written), Mr. G. M. Whipple, 
late superintendent of the Kew Observatory, read a paper “On 
the Errors of First-class Sextants, as determined from the Records 
of the Verification Department at the Kew Observatory.” 

He pointed out that the instruments were often very inferior, 
and it was generally observed that though good sextants could be 
had if a proper price were paid for them, there was a large num- 
ber of cheap and wholly untrustworthy instruments in the 
market, and in fact that the trade had drifted into improper 
hands, the manufacture of such instruments having become a 
commercial instead of a scientific matter. 

The intending purchaser should spend half-an-hour or so in 
satisfying himself as to the following points. Avoid a sextant of 
less than 8 inches radius. The divisions of a smaller instrument 
are difficult to read, especially at night, and are not likely to be 


* This difficulty has recently been overcome (see page 157). 
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near so accurately cut. <A 6 or 7-inch sextant is of course some- 
what lighter to handle, but sailors are not women ; and a certain 
amount of weight gives steadiness, especially in breezy weather. 
The writer's instrument is a 10-inch “ pillar,’ by Troughton, 
_ divided on platinum. 

The old recommendation was to give the preference to a 
“pillar” sextant: in its day it was without doubt the correct 
thing, if only because the make was confined to the very best 
instruments, and therefore a sort of guarantee of good workman- 
ship. But the world moves on, knowledge increases, good things 
are superseded by better, so farewell to the “ pillar.” 

An indispensable condition in a sextant is rigidity ; flexure is 
fatal, and, though the design varies considerably according to 
taste, all makers now adopt the principle of putting the stiffening 
on its edge; that is to say, the framework or webbing, between 
the two external arms at the ends of the are, is much deeper than 
it is wide. Again, it is necessary to select a material capable of 
undergoing considerable thermal changes with the least possible 
amount of deformation, permanent or otherwise. 

Usually the casting is of gun-metal, or something approaching 
it; quite recently, however, some sextants have been made of 
Aluminium, on the score of lightness; but this latter, as shewn 
above, is not an unmixed blessing. In point of strength and 
liability to expansion there is not much between them, so in these 
respects one is as suitable as the other. Talking of expansion, 
sextants should not be laid down on a skylight under a broiling 
tropical sun. The divisions are beautifully fine, and supposing 
them to have been cut in the ordinary temperature—of a work- 
shop—say 60°—it does not need much gumption to see that 
when the temperature runs up to, say 140° or 150° an the sun, 
there must occur a very considerable change in the limb and 
instrument generally. Under the immense strain the weakest 
part will give, and probably result in permanent distortion. Like 
the captain’s gharry hire—you may not see it—but it’s there all 
the same. 

Further, if we suppose the arc to be of platinum and the frame- 
work to be of gun-metal, or some similar alloy, the limb will try 
to tear away from the narrow strip of inlaid metal, owing to their 
vastly different rates of expansion. ‘Therefore, if you cherish 
your sextant as you should do, and expect it to be faithful to its 
trust, you, in your turn, must treat it with some degree of intel- 
ligent consideration. | 
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To test the are, set the zero of the vernier very carefully at 
various divisions along the arc, and then note if the left hand 
division of the vernier coincides exactly with one on the are. 
If the latter is correctly graduated, it should coincide in every 
instance. Cheap sextants won't stand this test. 

Examine the vernier, to see that its feather edge lies perfectly 
flush with the face of the arc, otherwise, by a shght side move- 
ment of the eye to the right or left of a point exactly vertical 
to where the divisions “ cut,’ a false reading is obtained. ‘This 
is very likely to occur at night, when reading off by the light 
from a swinging lamp. 

An extended vernier, by which is meant a vernier whose divi- 
sions are twice the distance apart of those on the arc, is now 
considered to be “the correct thing,” and is a great help to 
accurate reading. | 

A steel tangent-screw will not only last longer, but will work 
more evenly than a brass one. 

One of the eye-pieces of the inverting telescope should have 
a tolerably high magnifying power—say 14 or 15 diameters, as 
contacts of the sun’s limbs in observations with the Artificial 
Horizon are easier made in proportion to the size of the suns. 

To do away with the annoying and error-producing glare so 
often witnessed on the sea horizon, till the sun gets above 50° or 
so, Mr. T. Mackenzie, of the R.M.S. Moselle, inserted a Nicol’s 
prism close up against the object-glass side of the diaphragm of 
his inverting telescope. This was so placed that when the tele- | 
scope was screwed home in its collar, the polarising plane of the 
prism would be parallel to the plane of the sextant, and conse- 
quently perpendicular to the plane of the horizon when making 
observations. By this device the intense glare of light from the 
horizon is totally refracted out of the prism, and only the ‘extra- 
ordinary’ ray transmitted to the eye. The horizon is rendered 
comparatively dark, and clearly defined, being free, moreover, 
from the displacement which coloured shades, wanting in parallel- 
ism of their faces, always give. 

Mr. Mackenzie, in a communication to the Royal Astronomical 
Society, stated that it fulfilled all he expected from it. One 
eye-piece might be so fitted at very little cost. 

Cary, of the Strand, who, bo the way, makes a specialty in 
what he calls his “ Edge-Bar” Sextant, has applied to sextant 
telescopes the puncinle of the “interrupted thread,” hitherto 
only used for the breech mechanism of heavy guns. Half a turn 
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suffices to ship or unship the telescope without detracting from 
its security. This plan saves time, temper, and fumbling. 

In case your sextant is not already fitted with a good “star 
telescope,” by all means get one. It will pick out the horizon on 
a dark night when the unassisted eye would be in error several 
minutes of arc. Some men, after getting the star roughly down 
near the horizon, hold their sextant in one hand, and a binocular 
close up to it with the other, and then endeavour to perfect the 
contact. This is a bad plan, and to convince any one that it is 
so, let them try it with the sun in broad day-light. It is true the 
horizon is rendered much more distinct, but with every motion of 
the binocular the object will dance about—sometimes above the 
horizon, and sometimes below it. 

To ensure a correct altitude, the line of sight of the telescope 
used must be parallel to the plane of the instrument; this is termed 
“the line of collimation,” and it is abundantly evident that one 
cannot guarantee to effect this by guess-work, in the dark, with 
a pair of night-glasses held loosely in the hand. In Table 54 of 
Raper’s Epitome will be found the amount of error corresponding 
to the altitude of the body observed, and the angle the telescope 
makes with the plane of the sextant.* 

It is also well to know that the error, due to the optical axis of 
the binocular not being held strictly parallel to the plane of the 
instrument, always lies in the direction of making the altitude 
too great, so that those who incline to this mode of observing 
would do well to make allowance in accordance with the rule. 

The index and horizon glass screens should be of neutral tint, 
instead of red, yellow, green, Wc. The various depths of shade 
correspond to the thickness of the glass. The coloured screens 
which screw on to the eye end of the telescopes should also be 
neutral tint. 

The front and back faces of the index glass ought to be strictly 
parallel to each other. This can be tested by placing the sextants 
on a table or other steady support, and looking obliquely into the 
mirror at the reflection of some distant object. The image should 
have sharp and well-defined edges. If they are at all blurred or 
indistinct, the glass is more or less prismatic. 

Another method of determining this is to examine the reflected 
image of a star with the index set to a reading of 120° or there- 
abouts. The index glass reflects from its outer as well as from its 
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* Vide Appendix C. 
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silvered face, though in a less degree. If the faces are parallel, 
the rays from the star reflected from the two faces will be parallel 
after leaving the glass; they will therefore be converged to the 
same focus in the telescope, and produce but a single image. But 
if the glass is prismatic, there will be two images, a fainter image 
superimposed upon the stronger one, and not quite coinendent 
with it. The star, therefore, ai not shew as a well defined 
point without sensible magnitude, which it ought to do if the 
glass were perfect. 

Want of parallelism of the horizon-glass is of less consequence. 
It affects all angles (the index correction included) by the same 
quantity, and therefore produces no error in the results. 

Next, examine the coloured screens for the same defect. If their 
faces are not ground parallel, the sextant will have a different 
index error for each pair or combination of screens. Detection in 
this case is easy. Make an accurate contact of the sun’s limbs, 
on or off the are, as the case may be, using with the telescope one 
of the coloured screens belonging to it.* Then, after discarding 
this screen from the telescope, turn down suitable combinations of 
the index and horizon screens, and see if the contact still remains 
perfect. If not, make it so, and the difference between the first 
and last reading will be the error of that pair of screens, and so 
on for the remainder. 

In sextants manufactured by Pistor and Martins, of Berlin, 
the screens are so arranged as to admit of being instantaneously 
reversed ; therefore, to eliminate the errors of these glasses, it is 
only necessary to take one half of a set of observations with one 
position of the screens, and the other half with the reverse 
position. : 

Imperfection in the coloured shade, just alluded to, which ships 
on to the eye-piece of the telescope, is of no particular importance, 
as the object and reflected image are affected alike, and the angle 
between them remains unchanged. 

Pistor and Martin’s prismatic sextants, above referred to, differ 
from the ordinary sextant, not only in their general construction, 
but in their capabilities, for they can measure angles up to 180° 
with perfect accuracy. In dealing with large angles there is no 
confusion or multiplicity of images, and objects appear distinct 


*In the best instruments it is now usual to fit eye-pieces with a revolving disc, so that 
by a simple movement of the finger you can interpose screens of three different intensities, 
or do without them if necessary. This saves an awful lot of bother from passing clouds 
when taking observations with the artificial horizon. 
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and well defined in every position of the index glass. At all 
times, both the reflected and direct images are much better 
defined than is usual in other instruments. The firm is now 
extinct, but Carl Bamberg, of Berlin, advertises to make astro- 
nomical instruments in the same style as they were formerly 
made by Pistor and Martins. Wahnschaffe, in the same city, 
does similar work. 

Finally, the arc in a high class sextant should be of platinum 
or gold. A good combination is a platinum arc and a gold ver- 
nier; the contrast seems to make reading easier. The gold would 
be too soft if finer than 15 carat. To divide platinum satisfac- 
torily a diamond-pointed tool must be employed; steel is found 
to drag the edges of the cuts and spoil their sharpness. It is in- 
dispensable that the divisions, both of the arc and the vernier, 
should look fine and clean cut when viewed under the microscope. 
To ensure the best of everything, you must purchase from a 
maker of repute, and not grudge the cost. 

The index error should be found before and after all important 
observations. At night it can be determined with great facility 
by means of a star of the 2nd or 38rd magnitude. Set the vernier 
a few minutes one side or other of zero, screw in the telescope 
and direct it to a suitable star, and by means of the slow-motion- 
screw bring the images exactly in one. ‘The reading will be the 
index error, subtractive if on the arc, and additive if off the are. 
As a star of the 8rd magnitude is a mere speck of light, the 
method admits of great accuracy, and will be fownd much less 
fatiguing to the eye than a similar observation of the sun. The 
reflected image should pass exactly over the direct one; if it 
passes on either side of it, the horizon-glass is not perpendicular 
to the plane of the instrument, and wants attending to. 

It is a common practice to ascertain the index error by the sea 
horizon in a manner similar to the foregoing, and the method isa 
correct one; but it will not work on shore where the top of some 
straight and level object is employed to represent the horizon, 
unless the object so selected be at least half a mile distant. The 
index and horizon-glasses would subtend a sensible angle at the 
place of an object within that distance; and, though the glasses 
should be parallel to each other, coincidence would not be estab- 
lished between the reflected and true images. 

Beware, therefore, of self-styled opticians who are occasionally 
to be seen at their shop doors adjusting sextants by the roof of 
the house opposite. In doing so they betray their own ignorance 
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as well as their customer’s confidence. Some one, with more 
humour than reverence, has suggested the word “Shoptician” as 
a fitting title for such men. Perhaps it is. 

Some officers have an idea that a large Horizon-glass is an 
advantage, as it gives more ‘field,’ This is not the case. The 
amount of ‘field’ is regulated by the Index-mirror, and so long 
as the Horizon-glass reflects the whole of the Index-mirror it does 
all that is required. For astronomical purposes the mirrors in 
ordinary use are ample; but for measurement of points along the 
coast it is an undoubted advantage to have a large Index-mirror, 
to take in more of the landscape, and so facilitate the finding of 
the particular object from which the angle is to be measured. 

Adjustments. The four adjustments, and the means of making them, are so 
lucidly explained in the various Epitomes of navigation, and they 
are so simple in themselves, that it is quite unnecessary to waste 
space in treating of them here; as a rule, a good instrument, if 
carefully nursed, will remain in sufficiently close adjustment for 
an indefinite time. Some officers are never satisfied unless they 
are tinkering at the adjustment of their sextants, and, as a conse- 
quence, the screws work slack, and the sextant does not remain 
correct for 24 hours on a stretch—in fact, the more it is meddled 
with, the worse it gets. 

Raper is very emphatic on this matter. He says :— 

Raper's advice “The adjusting screws are never to be touched except from 

ae necessity, and then with the greatest possible caution. Particular 
attention is called to this point, because it is a common failing of 
‘over handy gentlemen’ (to use Troughton’s language) to ‘ torment’ 
their instruments. It is better that error should exist, provided 
it is allowed for nearly, than that mischief should ensue to the 
instrument from ignorant attempts at a perfect adjustment ; and 
the skilful observer, instead of implicitly depending upon the 
supposed perfection of his instrument, will endeavour to avail 
himself of those cases in which errors, if they exist, will destroy 
each other.” 

If of a mechanical turn, however, and really anxious to learn 
the way a sextant is put together, first-rate practice can be had 
with a cheap second-hand one, which can be taken to pieces with 
impunity, put together again, and experimented upon in a variety 
of interesting ways: for instance, it would be instructive to 
determine by reversal, the error, if any, due to a prismatic form 
of the index and other glasses. The reflectors might also be 
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resilvered according to Belcher’s method, as described in the 
Sailor’s Pocket Book. 

Do not stow your sextant case in a drawer, or on an out-of-the- 
way shelf, from which a sudden jerk of the vessel might send it 
flying. Rather, get a brass band 53, of an inch thick, and ? of 
an inch broad. Let it be bevelled to fit three sides of the box a 
little better than half way up. Cover this with coloured flannel 
or wash leather, and screw it to the bulkhead in such a manner 
that the sextant case can be dropped into it, and remain secure 
in any weather, and at the same time be handy for use. 

A square sextant case is in all respects an improvement on 
the old shape: it can be secured to the bulkhead pretty much in 
the same way as the other. Fit a brass handle on the keyhole 
side to carry it by. 

For convenience of reference in case of a suspected mistake in 
reading off, the lid of the sextant case should be fitted to close 
with the index clamped at any part of the are. 

Further, the receptacles for the telescopes should be long 
enough to allow of their being put into the case when set at 
focus ; this is uncommonly handy when you are in a hurry. In 
an extra receptacle you should keep a nice soft camel-hair brush, 
about the size of the tip of your little finger; it is most useful 
for brushing off dust, &c. 

Never put your sextant away without lightly wiping the 
glasses with a clean piece of fine soft chamois leather. Do 
not use your pocket handkerchief for this purpose. Moisture 
allowed to remain on the mirrors will soon impair the silvering, 
and render star observations difficult. The chamois leather 
should be washed with soap and water when requisite, and 
rubbed perfectly soft with the hand after being well dried. If 
pressure be applied to the glasses in cleaning them, their adjust- 
ment will be disturbed. So be careful. 

A little sweet oil and lamp-black occasionally smeared over 
the are and lightly wiped off again, does good, and makes it 
easier to read. You may also, now and again, very sparingly oil 
the tangent screw, as well as the back of the arc, and the front 
of the vernier-plate, where in each case the springs traverse. 
Rub off the superfiuous oil with another piece of chamois leather 
kept specially for the purpose. Do not let the two pieces come 
near each other, as oil or grease would not suit the mirrors. 

When you send your sextant to an optician to have the glasses 
resilvered, instruct him not to polish the are. The ordinary 
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compass-maker, thinking to please you, is swre to do this, to the 
great detriment of the instrument, unless you give him most 
positive instructions to the contrary. Before finally deciding to 
purchase an expensive sextant or quintant, arrange with the 
maker to have it tested, and its errors determined and tabulated 
at Kew Observatory. The fee is a trifling one—only five shillings, 
exclusive of carriage to and from the Observatory. Any person 
ordering instruments from opticians may direct them to be pre- 
viously forwarded to Kew for verification. Address—Superin- 
tendent of the Kew Observatory, Richmond, Surrey, or deliver 
to the receiving establishment at the Meteorological Office, 63, 
Victoria Street, Westminster, S.W. In these pages it has been 
shewn how to test the mirrors, also the parallelism of the shades, 
but to test the centering errors is practically beyond the power 
of the navigator. Ifa man of infinite resolve, he may succeed, 
it is true, by vexing his soul with a series of astronomical obser- 
vations of a painfully tedious character. Much better to pack 
the instrument off to Kew, where, by a system of collimators, the 
centering errors are determined for every 15° of are both quickly 
and accurately. Please note that ‘centering error’ and ‘index 
error’ are quite independent of each other. Each must be applied 
in accordance with its own sign + or —. 

A few more hints re sextant management. In reading off, 
whether by day or night, do not hold it sedeways to the light. 
Let the light come straight along the index-bar to the vernier; 
and to tone down excessive glare, a moveable ground glass screen 
should be fitted in front of the vernier. Neglect of these things 
may cause an error in the reading of two or three minutes. Cary 
has a neat arrangement by which to read off at night: a small 
dry-cell battery actuates a tiny incandescent lamp. This latter 
fits into a socket in the carrier of the “reader,” and shews a light 
for two minutes. The current must then be switched off for an 
equal time ; but in practice this is unnecessary, as reading off will 
not occupy more than half that time, and during the next obser- 
vation the lamp is recovering its power. The cost is £3 10s. 

The reading microscope is sometimes called the magnifier or 
“reader.” Now, it is no use for the mathematician and mechani- 
cian to expend their energies in the production of a refined 
instrument if the means of reading its indications are of an 
inferior character. It would obviously be labour lost. The 
strength of a chain is measured by the strength of its weakest 
link. ‘Therefore it is to the magnifier we look to give us truth- 
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fully the final result to which the various parts of the instrument 
have jointly contributed. The magnifier has a duty to perform. 
In traversing the vernier it is important, for delicate reading, 
that its sweep should have the same radius as the arc itself. To 
fulfil this condition, it is clear that it should rotate on the same 
centre as the index-bar. This is not possible in the ordinary 
sextant, but Messrs. Hughes, of Fenchurch Street, have brought 
out an ‘improved Quintant’ having the legs in front and the index 
and horizon glasses at the back, which easily permits of it. The 
‘reader’ itself is so arranged that its focus can be altered without 
danger of bending the carrier. The legs being in front are a 
great convenience in setting down or taking up the instrument. 
The makers claim that, owing to the setting of the mirrors, and 
the index-bar having freer range, an unusually large angle can be 
measured. Here it may be said that after 140° the relation 
between the index and horizon glasses in an ordinary sextant 
becomes such as to render observations impracticable. Messrs. 
Hughes achieve their object by placing the telescope holder close 
up under the index-mirror, and shifting the horizon-glass to the 
extreme end of the arc, so as to make the angle formed by the 
centre line passing through both mirrors, and that passing 
through the Horizon-glass and axis of the Telescope, as acute as 
possible. This instrument, therefore, is specially adapted to 
Artificial Horizon work and measurement of large angles gene- 
rally. It has many points to recommend it, and is altogether a 
revelation and a revolution in Quintants. 

To conclude the chapter. There is a proverb that “ You should 
never lend to any one your horse, your gun, or your dog.” It 
applies also to the sextant, ‘only more so. Bear it in ‘mind, dear 
boy. 
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CHAPTER VI. 
THE ARTIFICIAL AND SEA HORIZONS. 


There are many varieties of the Artificial Horizon for shore 
use ; but results, not to be surpassed for accuracy, are obtainable 
with the ordinary kind, in which a flat and shallow cast-iron 
trough, containing pure quicksilver, is protected from the wind by 
an angular glass roof. This form is not quite so compact and 
portable (or so expensive) as some others—Captain George’s, for 
example—but circumstances alter cases, and the Navigator, unlike 
the Explorer, has not, for an indefinite period, to trudge along 
under the weight of his own gear with the thermometer at 
roasting heat. 

The Artificial Horizon is based upon the well known principle 
in Catoptrics—that the angle of reflection is equal to the angle of 
incidence: in other words, if a ray of light strikes any plane 
reflecting surface at a definite angle, it leaves it at the same angle, 
thus :— 
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This fundamental law cannot be too strongly impressed on the 
mind, as its applicability to everyday matters is continually 
cropping up. Opticians avail themselves of it in quite a variety 
of instruments. The sextant is partly based upon it, and it forms 
a leading feature in the science of lighthouse illumination. Sound 
waves and heat rays have this property in common, and in 
mechanics there is the same law precisely. Every billiard player 
understands it well, as it is applicable to the motion of the balls 
on the table. 
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The principle can be illustrated in the simplest possible manner 
by driving one of the balls against the opposite cushion of the 
billiard table, and noticing the direction of its motion on ap- 
proaching the cushion, and again on rebounding from it. If the 
ball be propelled from the bottom left-hand pocket, so that it 
strikes the exact centre of the’ top cushion, it will return to the 
bottom right-hand pocket, always supposing that “side” has not 
been given toit. All schoolboys are practically familiar with it in 
the common game of hand-ball, although some of the younger ones 
may possibly never have heard of the above rule relating to it. 

The Artificial Horizon, in conjunction with the all important 
sextant, is of service for astronomical observations on shore when 
the sea horizon is not obtainable. Even if the sea horizon were 
available, the artificial one possesses many advantages over it. 
For example, the accuracy of all observations taken with the sea 
horizon depends, in the first place, upon a correct knowledge of 
the estimated or measured height of the observer’s eye above the 
sea level, whereas with the Artificial Horizon it is quite immaterial 
what the height of the eye may be, as it does not enter into the 
after calculation. 

Secondly, owing to the uncertainty of the effects of refraction, 
the apparent position of the sea horizon can never be depended 
upon. It is found to be sometimes above its normal place, and 
at others below it. The rule seems to be, that when the sea is 
warmer than the air, the horizon appears below its mean place; 
and when the sea is colder than the air, the horizon appears above 
its mean place. The known capriciousness of terrestrial refraction 
has prevented the formation of a table of values in connection 
with this subject. a 

Celestial retraction also varies much, so that the tabular amount 
applied to the altitudes of heavenly bodies may not at the time 
be the actual value. It is important to arrive as nearly as 
possible at the correct thing, by using auxiliary Tables 32 and 33 
of Raper’s Epitome, to correct the mean refraction given in Table 
31. An investigation of the Tables will shew that the refraction 
is greatest with a high barometer and low thermometer. 

Again, if the sea be at all rough, and the observer not much 
elevated above it, the waves will give a dancing appearance to 
the horizon, from which the mercurial one is of course exempt. 
That eminent authority, the late Lieut. Raper,* says,— 


* Page 188. 
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“The image of a celestial object reflécted from the surface of 
a fluid at rest, appears as much below the true horizontal line as 
the object itself appears above it; the angular distance measured 
between the object and its image is therefore double the altitude. 
An advantage resulting from this is that in halving the angle 
shewn by the instrument, we halve at the same time all the errors 
of observation.* The reflected image in the fluid is always less 
bright than the object, but, as it is perfectly formed, and as the 
surface is truly horizontal, the Artificial Horizon, when it can be 
employed, is always to be preferred to the sea horizon.” 


ee. To the navigator, the Artificial Horizon is seldom of other value 
rating Chrono- y ’ . 
meters. than to enable him to ascertain the error and rate of his chrono- 


meter at ports abroad, where there are no time signals for the 
purpose. In its use there are many points to be attended to, all 
of which conduce materially to the desired accuracy of the result. 

SizeofTrough. The trough should not be less than 4 inches inside length, 
because the convexity of the mercury at’ the edges renders that 
part unfit for reflecting truly. Moreover, the surface of the 
central portion is necessarily foreshortened to the observer, and 
becomes more so as the altitude of the object decreases. 

The trough should stand sufficiently high inside the roof to 
admit of the surface of the mercury being on a level with the 
lower edges of the glasses, otherwise one is needlessly deprived 
of the full power of the instrument—that is to say, its range for 
measuring angles is lessened. For the same reason, and also to 
avoid all possibility of convexity of surface, do not be stingy with 
the quicksilver. Fill the trough as full as you conveniently can, 
and do not be content with merely covering the bottom of the 
dish. The quicksilver is usually contained in an iron bottle, the 
mouth of which is fitted with a screw plug or stopper. For ad- 
ditional safety, an iron cone (with a fine hole at its apex) screws 
on over all, 

paections for To fill the trough for observing, proceed as follows :—Carefully 
wipe clean the glasses of the roof, both inside and out; do this 
with soft chamois leather, breathing on the glasses to get off 

specks or stains. Next clean out the trough, and remove all dust 

from its inside with a hat brush, This is very important, since 

dust being specifically lighter than mercury, should any be left 

behind, it will infallibly rise to the surface and mar the observa- 

tion; then place the trough in its selected position, ready for 


eRe 


* Italics by the author. 
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filling. Take the iron bottle, remove the cone and plug, and 
replace the cone, taking care to screw it on pretty tightly, as 
mercury is very searching. The cone is now intended to do duty 
as a filter, and to prevent scum from passing into the trough with 
the quicksilver. To facilitate this, cover the small hole with 
the finger, and shake the bottle, holding it wpside down, so that 
the scum may vise to the surface inside. Then placing it over 
the trough, and close down (the bottle being still held inverted), 
remove the finger, and allow the quicksilver to flow. When the 
trough is sufficiently full, cover the aperture with the finger before 
reversing the bottle, which may then be set down on one side. 

It is necessary, when pouring the mercury into the trough, to 
stop while there yet remains a reasonable quantity in the bottle, 
otherwise, if it were all allowed to run out, the scum would pass 
with it, and, by clouding the otherwise bright surface of the 
mercury, oblige you to perform the whole operation over again. 
To cleanse the mercury when it has become very dirty, run it all 
out of its own bottle, shake it well up in a soda water bottle 
with some lump sugar broken small, and then strain it through 
silk. The action of the sugar is purely mechanical. 

Having sufficient mercury in the trough, immediately put on 
the roof to prevent dust getting on its surface, on which it would 
provokingly float, and impair its brilliancy and reflecting power. 
It is possible, however, to brush it off by sweeping the surface 
with the straight edge of a piece of clean blotting paper, cut to 
the full width of the trough. 

To put the mercury back again into the bottle is a more tick- 
lish job, and requires a strong hand to lift the trough, and a 
steady one to preserve its balance without spilling the contents. 
To do this, the cone is unscrewed from the neck of the bottle, and 
inserted in its mouth to act like an ordinary funnel; the mercury 
is then poured slowly into it through a small hole for the purpose, 
at one corner of the iron trough. To avoid loss, it will be found 
a good plan to place the bottle in the centre of a wash-hand basin. 
If that is not convenient, the empty sextant case will do nearly 
as well; but care should be taken that no globules of mercury are 
left im it, for if these get into contact with the are of the sextant, 
woe betide the owner. 

It is advisable, also, to have a somewhat larger trough or stand 
upon which to place the inner one with its roof. This outer stand 
or stool should have sides about three-quarters of an inch in 
height, and should be lined at the bottom with thick cloth, into 
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which the metal edges of the roof would sink, and so exclude the 
external air. Its inside measurement should be fully two inches 
greater than the outside measurement of the mercury trough, so as 
to admit of the latter being easily lifted out of it, and also to allow 
the inner one to be turned in azimuth (as the sun moves onward) 
without disturbing its level. It should be substantially made of 
cast iron, of good weight, and fitted with three short legs, some- 
thing after the manner of a common kitchen pot. 

The most essential requisite in an Artificial Horizon is, that the 
glasses forming the roof should be pure and free from flaws or 
veins, and that the faces of each pane should be ground perfectly 
parallel. ‘The reason for this is the same as that given in the 
last chapter in connection with the index-mirror of the sextant. 
Should, however, the glasses be imperfect in this respect, the — 
resulting error in the altitude can be eliminated by turning the 
roof end-for-end in the middle of each set of observations; and to 
effect this with certainty, one side of the roof should bear a con- 
spicuous mark—a white cross or star painted on it would do very 
well. When taking pairs of stars on opposite sides of the 
meridian or zenith, always keep the marked side towards you.* 

Intending to take sights with the Artificial Horizon, the first 
thing is to select a suitable and well sheltered spot, and firm 
ground should be obtained if possible. | 

A beginner will be surprised to find how small a movement at a 
considerable distance will sometimes ruffle the surface of the 
quicksilver, so as to render observations impossible. On this 
account the «mmedzate vicinity of the shore is generally unsuit- 
able. Though the spot of observation was fully one hundred 
yards from the water-line, a very moderate swell breaking on 
the shingly beach in Callao Bay was found to shake the quick- 
silver of the artificial horizon, when placed in the back yard of 
the Hospital belonging to the Pacific Steam Navigation Company, 
so that it was only during “the smooths” that sights could be 
obtained. 

For the same reason, avoid the neighbourhood of waterfalls, 
mills, factories, foundries, and shops of workmen generally. The 
passing of vehicles on a road may also have a disturbing influence 
on the mercury. Fortunately this fluid, from its great weight, 
very quickly comes to rest after being shaken, therefore, so long 
as the tremor is not actually continuous, one can generally manage 


* See pages 553-554. 
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to secure good observations. Wind is a frequent source of quak- 
ing mercury, and care should be taken to have the horizon trough 
firmly placed, and the roof bedded on something soft, so that the 
wind cannot get under its lower edge. 

A screen of canvas to windward is a good thing as a rule, but 
on some ground this causes such vibration of the earth as to be 
worse than the free blast of the wind.* 

For “ Equal Altitudes,” a spot free from disturbance is absolutely 
necessary, or, from inability to secure observations corresponding 
in altitude with those taken in the forenoon, the whole day’s work 
may be lost—to say nothing of the annoyance of the thing. 


Again, a place open to the public is objectionable, from the’ 


number of idle curiosity-mongers who are sure to surround the 
party, and, without intending it, make themselves very disagree- 
able by ignorantly getting in the way, Xe. 

Supposing a spot suitable in all these particulars has been 
found, there yet remains an important consideration. 

If you are going to observe in the afternoon as well as the 
forenoon, due regard must be had to what the sun’s bearing will 
be at the first named time, so that when wanted in the afternoon 
it may not be rendered invisible by houses, trees, hills, or other 
obstructions. ‘This being seen to, get ready for work by filling 
the trough as before mentioned, and place it nearly in a line with 
the object to be observed; but slightly wn the direction that the 
object is moving, so as to avoid having to slue the trough in 
azimuth before the completion of the entire set. 

To make delicate observations depending so much upon eye 
and nerve, zt 7s necessary to be comfortable in body. About the 
easiest position for the observer is, to sit down on the ground at 
the proper distance from the horizon, and to have the back well 
‘supported by a rough box filled with sand or stones, or a chair 
steadied by someone else sitting on it. 

One cannot be comfortable, however, even on a bed of roses, if 
half stung to death by mosquitoes; so in countries where these 
plagues exist, and night observations are required, it will be 
necessary to give a wide berth to swampy localities, which are 
sure to be infested by armies of them, especially if the air be still: 
indeed, for this reason it is preferable to court a breeze instead of 
shutting it out. 

* Experiments made at Greenwich Observatory proved that tremors in the mercury 


were caused by passing trains up to a distance of one mile at least. There is no doubt a 
great deal depends upon the character of the ground. 
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Sandflies are yet worse, as nothing will get rid of them; even 
sailors, who are a long-suffering class, and learn to put up with 
most things, are not proof against their affectionate attentions, 
and many an otherwise favourable opportunity of getting stars 
has been spoilt by these diabolical insects. 

Should it be intended to observe the sun, turn down temporarily 
the necessary horizon and index-screens ; and, being placed so that 
his image can be seen reflected from the centre of the mercury in 
the trough, direct the sextant to the sun, and bring it down until 
it more or less covers the image in the mercury, then quickly turn 
back the hinged screens—they are no longer needed—in with the 


" telescope, and screw on to its eye-piece a suitable screen, light 


enough to give a well-defined image of the sun, and yet not too 
bright to dazzle and fatigue the eye. Beginners are very apt to 
use too bright suns, and in consequence the effect known as 
“irradiation,” spoils the sharpness of the imbs.* Look to your 
tangent-screw to see that it is not at the wrong end of its run, 
which of course would depend upon whether the sun might be 
rising or falling, otherwise you might find yourself “two blocks” 
in the middle of a set. By this time the images will be near the 
point of separation. Tell your assistant with the chronometer 
to “look out,” and at the actual moment of contact of the limbs 
call out “stop.”t | 

In the morning for lower limbs the suns will separate, and for 
wpper limbs will close. The contrary is the case in the afternoon, 
and this is irrespective of the kind of telescope employed, whether 
direct or inverting Attention to this rule will prevent any — 
confusion as to which limb was observed. 

Observe upper and lower limbs alternately without unclamping 
the vernier: this neutralizes the effect of irradiation, and gives 
less work to do in reading off, besides being advantageous in 
giving practice with both opening and closing suns, and not having 
it all one way in the forenoon and another in the afternoon. 

It is unwise to make the sets too long, as doing so wearies the 
eye and hand, and the observations suffer accordingly, especially 
in hot climates, where the necessity of observing in the full glare 
of the sun makes it a trying operation. 


* “Trradiation” is an optical illusion in virtue of which white objects, or those of a 
very brilliant colour, when seen on a dark ground, look larger than they really are. 

t+ When observing, never ‘“‘make contact” yourself by moving the tangent-screw, 
but overlap or open the images, as the case may be, clamp securely, and watch for the 
exact instant of contact. Use the telescope with greatest magnifying power, as it much 
facilitates correct contacts. 
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In “equal altitudes,” take care that corresponding observations 
A.M. and P.M. are made of the same limbs. Ascertain index error 
immediately before and after sights, using any of the eye-piece 
shades which were envployed for the altitudes. 

In observing with the Artificial Horizon, it is preferable, for 
many reasons, to use the screens fitted to the eye-piece of the 
telescope instead of the hinged ones on the sextant. A couple, 
and sometimes three, of different degrees of shade are to be found 
in every decent sextant case, and their advantage over the others 
will be apparent to the reader who has studied attentively the 
chapter on the Sextant :—for example, the brilliancy of the sun 
varies as clouds pass over, and although to meet the contingency 
you have to change the shades, no inherent error is introduced by 
doing so, a happy circumstance, and very different to the result 
obtained by the use of the Index and Horizon Screens, which 
latter, however, must of necessity be used with the Sea Horizon. 

Before commencing work, equalize the brightness of the two 
images by raising or lowering the telescope by the large milled 
headed screw for the purpose. This will bring the axis of the 
telescope almost in line with the edge of the silvered part of the 
horizon-glass, which is the best position for observing, and there 
it must remain all through the performance. No matter, then, 
what particular depth of shade you may afterwards be compelled 
to use for the eye-piece, the two images will preserve the same 
relative tint.* 

It may assist to give an example of finding the true from the 
observed altitude. 

h 24/7/1875, on shore at Arica, in latitude 18° 28’ 00” S., and 
longitude 70° 20’ 25” W., observed the following angles between 
the wpper limb of the sun reflected from the index-glass of the 
sextant, and the lower limb as reflected in the artificial horizon. 
LE. + 50”. 


*In best sextants it is now usual to fit an eye-piece with a revolving disc containing 
8 or 4 screens of various intensities, so that a shift from one to the other is only the work 
of an instant. This arrangement is made to suit each of the telescopes. The disc contains 
a clear aperture as well as the coloured screens, so that it can be screwed on before com- 
mencing to observe, and no time is lost. 
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Recollect that, as the Artificial Horizon gives double the actual 
altitude, you cannot with the ordinary Sextant observe higher 
altitudes than 60° or 62°; indeed, so high an altitude is not to be 
recommended, for though the ordinary quintant will measure 
135° or thereabouts, the image will not be sharply defined when 
reflected from the Index-mirror at such a large angle, unless the 
glass be more than usually good. To save disappointment, it is 
well to ascertain beforehand what is the lowest altitude your 
Artificial Horizon will permit you to take ;—this is seldom under 
18°, which gives you a range in altitude of about 40°. The im- 
proved Quintant of Messrs. Hughes & Son will measure angles 
correctly up to at least 140°. 

When going on shore for sights, take with you a couple of 
chairs (unless you think you can borrow them), one for the 
chronometer, and the other for the time-keeper, and to support 
your own back as before mentioned. Take also pencil and note- 
book, chamois leather, a couple of towels to spread on the ground 
under the instruments, and, in hot weather, an wmbrella to keep the 
chronometer cool. You cannot help exposing your sextant when 
observing, but that is no reason why you should do so when not 
observing. Recollect that the metal is amenable to the law of 
expansion and contraction, and that observations made under 
opposite conditions of heat and cold cannot be expected to agree. 
This is one of several reasons why the writer prefers stars. See 
page 553. For night work, dispense with the umbrella, and sub- 


stitute a couple of bull’s-eye lamps—one for the chronometer, and 
the other for reading off by. 
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Don’t forget the wash-basin or some substitute, unless you 
have a large reserve stock of quicksilver. Caution the lamp-men 
neither to flash the light in your eyes nor to throw it anywhere 
near the Artificial Horizon. A good arrangement is that in which 
the assistant is seated in the observer’s back-supporting chair, 
with the chronometer immediately facing him on the other, so 
that the light necessary for taking the time need not interfere 
with anything else. 

For these sort of expeditions, select handy men who have some 
gumption. Think over and make all your preparations well in 
advance, so as to avoid hurry-scurry and confusion when the time 
for action comes. Compare chronometers before leaving the ship, 
and again on your return on board. 

Many Artificial Horizons have been invented for use on board 
ship in times of fog, or for taking stars at night, when the natural 
horizon is very ill-defined, but none of them can be considered a 
success ; and unless a man has plenty of money, and can afford to 
amuse himself with such toys, they are just as well left alone. 


THE SEA HORIZON. 


Every seaman knows that by going aloft in clear weather his 
range of view is extended, and that on account of the earth’s 
curvature the visible horizon recedes from him the higher he goes. 
In like manner, by descending towards the surface of the water 
his range of view is lessened, and the horizon approaches him. 
Advantage can be taken of this to get observations in foge 
weather. By sitting in the bottom of a small boat in smooth 
water, or on the lowest step of the accommodation ladder, the eye 
will be about two feet above the sea level, at which height the 
horizon is little more than a mile and a quarter distant, so that 
unless the fog is very dense, serviceable observations are quite 
possible. 

The writer, on three different occasions, when at anchor off the 
River Plate, during fog, has been enabled to ascertain the ship’s 
position in the way described, and after verifying it by the lead, 
has proceeded up to Monte Video without seeing land. Of course 
the vessel was only allowed to go at slow speed, and the deep-sea 
and hand-leads were kept constantly going, as well as the ground- 
log,—the latter will be treated of by-and-by. 

Every navigator ought to ascertain, before leaving dock, the 
height of his eye above the load water-line corresponding to his 
position on the bridge, upper, and main deck, and consequent 
distance of the visible horizon as seen from each of these places. 
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In fine clear weather take your observations from the highest 
convenient place, say the bridge. The reasons for this are that an 
error in the dip causes an error of the same amount in the alti- 
tude; and the dip changes most rapidly the less the elevation 
above the sea level. For a height of eye of 10 feet the dip is 3, 
and for 40 feet it is only 6’ (vide Table 30 of Raper’s Epitome). 

Raper says :— 

“Tf the altitude be observed above the deck, as in the top for 
instance, the horizon will appear better defined, and the variations 
of the dip by the ship’s motion will be less sensible; also the 
difference of temperature of the sea and air appear to affect the 
place of the visible horizon less as the observer is more elevated. 
Hence it would appear that altitudes should be taken from aloft 
when convenient.” 

In thick or misty weather take your observations from as low a 
point as possible, and in all cases apply the correction for height 
of the eye corresponding to what it is known to be at the spot 
where the observation was taken. 

Reference has already been made to the uncertainty in the 
place of the sea horizon, due to the unequal temperature of the 
air and water. This displacement of the horizon sometimes 
occurs to a most serious extent, and unfortunately on board ship 
there are no means of detecting it by observations of the sun, 
unless, indeed, its altitude should happen to be above 60°, when, 
with a good Quintant, it can be taken from opposite sides of the 
horizon, by which means, if the displacement should be equal all 
round, the error due to this cause will be eliminated by taking 
the mean of the observations. 

This error in the place of the sea horizon is commonly found on 
the edge of soundings, and at the mouths of large rivers, and in 
the latter case is caused by the unequal temperature of the 
mingling currents of fresh and salt water. It exists in a marked 
degree in the Gulf Stream and its vicinity. 

The writer once found the latitude by an excellent meridian 
altitude of the sun to be as much as 14’ in error. The time was 
mid-winter—the day a clear and cloudless one—the sea smooth, 
and the horizon clean-cut. Five observers at noon agreed within 
the usual minute or half-minute of arc; nevertheless, on making 
Long Island (U.S.A.) in less than two hours afterwards, the 
latitude was found wrong to the amount stated. Many such 
cases have come under the writer’s notice, but this one alone is 
cited on account of the magnitude of the phenomenon. 
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As an instance of ignorance of some of the commonest truths 
in nature, the writer cannot refrain from introducing the follow- 
ing anecdote. 

One evening he was pacing the deck with his Chief Officer, 
and seeing the sun’s lower limb touching the horizon, told his 
companion that at that moment the whole of the sun’s disc was 
really below it, although from the effects of refraction it was still 
visible. This the officer could not and would not believe. He 
aptly enough quoted the saying, “Seeing is believing, and feeling 
is the naked truth.” However, he was convinced some few 
minutes later by a very familiar experiment. Being firmly 
seated in front of an empty wash-hand basin, so that the brass 
plug at the bottom was quite invisible, the basin was about half 
filled with water from a can, when, without moving his head, he 
at once, to his great astonishment, saw the plug. On letting the 
water run off, the plug again disappeared. 
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The figure represents a portion of the earth surrounded by the atmosphere, 
the density of which, as shewn by the increasing nearness of the circles, 
becomes greater as the surface is approached. The ray of light proceeding 
from the star S is successively bent or refracted at the pointsabcde/fg, 
and finally comes to the eye of the observer at O in the direction gO, naturally 
causing him to imagine the star to be situated in the heavens at 4’. 


It was then explained to him that air, in common with all 
transparent media, possesses the power of bending rays of light 
out of their straight course. 

A ray of light ese a celestial body, entering our atmosphere 
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obliquely, is more and more bent down ‘or curved as it approaches 
the earth, so that when it finally enters the eye, it does so in a 
direction different to what it had in traversing space. 

The denser the air is, the greater the effect produced; con- 
sequently, there is more refraction near the surface of the earth 
than at several miles above it, where the air is thinner. 

Water is a much better refracting medium than air. Every 
sailor is familiar with the bent appearance of an oar-blade in clear 
smooth water, though he may not know the cause. Literally 
speaking, then, refraction enables us “to see round corners.” 

Now it might be supposed that what has just been said about — 
the sun and the horizon, also holds good for the moon. A little 
knowledge is dangerous, and the half-fledged navigator, in his 
conceit, would be certain to say—“Of course it does!!_ Why not ? 
Where is the difference ? ” 

From the very much greater nearness of the moon it has a large 
parallax—quite exceptionally so (see page 323)—and this more 
than counteracts the effect of refraction. Recollect that the true 
altitude of a body is calculated as if seen from the centre of the 
earth, with the rational horizon as zero. Now the mean hori- 
zontal parallax of the moon is 57’, and the mean refraction at the 
horizon is 34’; the difference is 23’ in favour of parallax, so when 
the moon’s lower limb appears to be touching the horizon it is © 
really 23° above it. The navigator is left to puzzle over the 
difference (if any) in these two cases. If full-fledged, he will 
have no difficulty in deciding whether they “run on all fours.” 

See, then, how even the evidence of our own eyes, upon which 
we place such implicit faith, is liable to deceive us. As refraction 
causes a celestial body to appear higher than it really is, it must 
always be subtracted from the observed altitude. As parallax 
causes a celestial object to appear lower than it really is, it must 
always be added to the observed altitude. Reference to Table 
31 of Raper will shew that refraction is oreatest near the horizon, 
and vanishes when the object is in the zenith. 

This is the case also with diurnal parallax.* 


DISAGREEMENT BETWEEN FORENOON AND 
AFTERNOON SIGHTS. 
The question is constantly asked, Can you tell me why it is 
I can so seldom get my forenoon and afternoon sights to agree ? 
The explanation is simple enough, and as the subject is worthy of 


* The qualifier ‘‘ diurnal” is seldom used except when it is necessary to distinguish be- 
tween this kind of parallax and the annual parallax of the fixed stars. which is due to the 


earth’s orbital motion. (See page 320.) 
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being carefully gone into, an attempt will be made to render it 
clear. 

To simplify matters, the reader will be good enough to suppose 
himself in a vessel at anchor, in the month of December, some few 
miles south-eastward of Monte Video, and that his chronometers 
are exactly correct, and his position known to a nicety by cross 
bearings of Flores Island and the Cerro. 

Next, let us suppose that, owing to abnormal refraction, the 
horizon is depressed, say three minutes of are, and remains in that 
condition all day. 

Let sights be taken at six o’clock in the morning, and again at 
six in the evening. From the horizon being unduly depressed, 
these altitudes will be too great by 3 minutes of arc, and when 
worked out will in each case give too small an hour angle, with 
the result that the a.m. sights will place the ship 4° of longitude 
eastward of her true position, and the P.M. sights will place her 
an equal amount westward of her true position, introducing 
thereby a discrepancy of 8’ of longitude between the morning 
and afternoon sights—though the sights themselves have been 
most carefully taken, and the ship has not shifted her position in 
the least. 

To pursue the matter yet further. If the sights were worked 
with the incorrect latitude obtained from the meridian altitude, 
still greater error would result. The latitude, from having been 
worked with an altitude too great by 3’, would itself be in error 
that amount. 

Now by working the A.M. sights with too northerly a latitude, 
the resulting longitude is thrown 14’ still further to the eastward 
—and in like manner, with the P.M. sights, the resulting longitude 
is thrown 1%’ still further to the westward. 

It follows that an apparently trivial error of 3’ in the position 
of the sea horizon can very easily introduce a discrepancy of 
11’ in the longitude as shown by A.M. and P.M. sights. Cases, 
sufficiently common, could be selected, depending upon latitude, 
declination and hour angle, where an error of 3’ in the place of 
the horizon would cause the A.M. and P.M. longitude to differ as 
much as 15’ or 16”. 

From the foregoing we see that discrepancy between forenoon 
and afternoon sights can arise from the latitude used being 
slightly incorrect; also from abnormal refraction, from the course 
and distance in the interval not being altogether what it was 
supposed to be, and from badly centered and graduated ares, as 
well as other imperfections in cheap sextants. 
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When these causes all happen to conspire together (which 
must sometimes be the case), there may be a very great discrep- 
ancy between the a.M. and P.M. observations. Moreover, the 
navigator is apt to lose sight of the fact that he has carried on 
his longitude by dead reckoning for 6 hours, say from 9 o'clock in 
the morning till 3 o’clock in the afternoon. He is apt to think 
he had it exact at noon, whereas he only had his latitude correct 
at that time. 

Again, to work his sights, he is obliged to use the latitude by 
accownt worked back from noon; so that, taking all these things 
into consideration, it cannot be wondered at if there should 
generally be a discrepancy of results. It would be preferable to 
take the mean of the A.M. and P.M. positions for the true one. 

The writer has known officers to look with great suspicion 
upon afternoon sights, and openly state that they never knew, 
them to come out right, and were not worth taking. The well 
informed navigator will see that they are as much to be relied 
upon as similar ones in the forenoon.* 

In the Red Sea and Persian Gulf, the horizon is very liable to 
displacement from the hot winds coming off the scorching deserts, 
and the refraction in the day time is generally in excess of the 
tabular value. 

The writer has been enabled to practically demonstrate this to 
the complete satisfaction of his brother officers, during a voyage 
to Calcutta and back. It was alleged by those on board, who 
had repeatedly passed certain islands in the Red Sea known 
as the Zebayir and Hanish groups, that they were not shewn 
relatively in their proper positions on the chart, and to determine 
the correctness of this statement the writer devoted some con- 
siderable time and labour. 

The Zebayir Islands lie, roughly speaking, about 70 miles to 
the northward and westward of the Hanish group, and both of 
them directly in the track of steamers passing up and down, 
The distance between them is such, that if one group should be 
passed about sight time in the morning, the other group will be 
passed about sight time in the afternoon.t 


* To keep up the traditions of the sea, some few men are still in the habit of making 
the sun over the foreyard” as soon as ‘‘one bell” is struck ; which perhaps—according to 
the amount of “‘northing” in the grog—has a tendency to render them a little uncertain 
in their movements later on in the day. But there is absolutely no evidence to shew 
that steady ‘Old Sol” thinks he has earned the right to get upon ‘‘ the loose,” or take 
an afternoon nap, simply because he has done his duty to himself and the world by 
passing the meridian up to time. 


+ The course and distance from Centre Peak Island of the Zebayir group, to High Island 
off the north end of Jebel Zukur, is §. 324° E. (true) 66 miles, 
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It was found on the outward passage, when sights were taken 
in the morning off the Zebayir group, that they were apparently 
marked too far west on the chart ; and when similar observations 
were made in the afternoon, the Hanish group appeared to be 
shewn too far east on the chart. This was a serious business, 
as the relative bearing of the two groups of islands was thereby 
materially altered. The question, moreover, was one independent 
of the correctness of the chronometers, as the islands were shewn 
relatively to be out of place some 7 or 8 miles. 

After a very careful discussion of all the data in connection 
with the subject (including observations on previous voyages by 
other observers), the writer came to the conclusion, that in all 
probability the altitudes of the sun had been vitiated by excessive 
refraction. ‘To test this, on the passage home, sights were again 
-taken off the Hanish Islands, which this time happened to be 
passed in the morning, and similar observations made off the 
Zebayir Islands, which were passed in the afternoon, thus reversing 
the conditions of the outward voyage. The result fully justified 
the writer's expectations, as the Hanish group were now shewn 
too far west on the chart, and the Zebayir Islands too far east, 
while on the outward passage just the opposite had been the case. 
So that all this bother and uncertainty as to the relative position 
of two important groups of islands was unmistakably proved to 
be due in part, if not wholly, to errors of observation, arising from 
excessive refraction. 

These things point strongly to the necessity for great caution 
in the navigation of a ship. Nothing “slapdash” should be 
allowed in connection with it, nor too much taken for granted. 
Who can tell how many wrecks might be traced to this cause, 
which at the time were ignorantly set down to some extraordinary 
“jump” of the compasses, or some unlooked for current ? Seamen 
would do well to give this important subject the attention it 
merits. 
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CHAPTER VII. 
CHARTS. 


A few words concerning the nature of Charts, and the difficulty 
of their construction, will prove both interesting and instructive 
to the seaman; in any case, it is only right that he should know 
something about one of the most important of the tools he has to 
work with. To this end he should not fail to peruse Commander 
Hull’s very able paper on “The Use of Admiralty Charts in the 
Practice of Common and Proper Piloting,” to be found in tite 
British Merchant Service Journal for December, 1880.* 

When we attempt to represent any considerable portion of the 
earth’s surface on paper, we are at once met by the formidable 
difficulty caused by its curved form. A little reflection will 
convince anyone that it is impossible to make a spherical surface 
like that of our globe coincide exactly with a flat surface, such 
as a sheet of paper. 

If an orange be cut in two, the inside scraped out of either 
half, and an attempt then made to flatten the cup-shaped rind on 
the table, what would happen? It is certain that in so doing the 
edges would give way and tear up nearly to the centre, showing 
the impossibility of performing the feat with a non-elastic 
substance. 

It is obvious, therefore, that no representation of the earth on 
a flat sheet of paper, such as a chart, can exhibit all its parts in 
their true magnitudes and relative positions. 

In the construction of charts, it consequently becomes necessary 
to adopt such a method of laying down the places, which it is 
intended to depict, as will best fulfil the particular purpose for 
which they may be required. The various methods adopted for 
this purpose are called projections. Among them may be enume- 


* London: Richardson & Best, 5, Queen’s Head Passage, Paternoster Row, E.C. 
Price 6d. 
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rated the Orthographic, Stereographic, Polyconic, Gnomonic, and 
Mercator’s. Of all these, the one commonly used by the seaman 
is Mercator’s. It takes its name from the inventor, Gerhard 
Krimer, commonly known as Mercator (this being the Latin of 
his surname), who originated the idea about the year 1556; but 
the true principles of the projection—or more properly speaking, 
construction—were not demonstrated till half a century later, by 
Mr. Edward Wright, of Caius College, Cambridge. 

For other purposes than those of navigation, a Mercator’s chart 
is likely to be extremely inisleading: the meridians are all 
drawn as straight lines perpendicular to the Equator, and at 
equal distances from each other. The parallels of latitude, also, 
are represented by straight lines parallel to the Equator, and 
also, like it, at right angles to the meridians. The scale of latitude 
and distance at either side, instead of being unvarying, increases 
with the latitude until at the pole it becomes infinite. Hence in 
making measurements you cannot apply the dividers to any part 
of the margin at random. Altogether an extraordinary produc- 
tion when compared with the globe as we know it. 

Now, on the actual globe, the decrees of latitude are (practically 
speaking) equal to each other, but the degrees of longitude diminish 
as they recede from the equator, and converge to a point at the 
Poles. For example: on the Equator a degree of longitude 
contains 60 nautical miles, in the latitude of London it contains 
374 miles, in the latitude of 65° North (say at Archangel, in 
Russia) it contains but 254 miles, and so goes on lessening in 
the higher latitudes, until at the North Pole it has no value 
whatever—which is equal to saying, that there longitude has no 
existence. An observer at the North Pole, let him face round as 
he may, could only look true South. There is no direction of east 
or west, by which to convey the idea of longitude, and the sun 
when visible would always be on the meridian. 

Since in Mercator’s construction the meridians, as already stated, 
are equidistant in every part, and the degrees of longitude are 
everywhere made equal to their dimensions on the Equator ; it 
becomes necessary, in order to preserve a due proportion between 
them and the degrees of latitude, to increase the length of the 
latter in a corresponding ratio. From the true proportions being 
preserved throughout between the meridians and the parallels, the 
shapes of the objects delineated on the chart are in every part 
correct. But as the lengths of the degrees both of latitude and 
longitude, at a distance from the Equator, are enormously ex- 
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agcerated, the sizes of the objects in those parts of the chart are 
inteaneed accordingly: so that the whole map, if it comprises 
many degrees of latitude on one side of the Equator, gives a most 
inaccurate notion of the relative magnitudes of its northern and 
southern parts. 

For instance, looking at the Admiralty General Chart of the 
North Atlantic, No. 2059, there will be found in Ungava Bay, 
on the north coast of Labrador, an island named Akpatok ; and 
to the southward of Cuba, in the Caribbean Sea, will be found the 
well-known island of Jamaica. Anyone looking at the chart, and 
unacquainted with the facts detailed above, would undoubtedly 
think these two islands were exactly of the same length, and 
would be confirmed in this impression by actual measurement 
with dividers. But, following out the rule governing measure- 
ments on a Mercator’s Chart, whereby it becomes necessary to 
measure the dimensions of each object in tts own parallel of 
latitude, it will astonish the uninitiated to find that the island of 
Akpatok is 65 miles in length, while that of Jamaica is 130 miles, 
or exactly double. ‘This example will put the wary navigator on 
his guard not to trust to appearances without first thoroughly 
understanding the principles which govern them. 

This defect in the Mercator’s Chart does not in any way detract 
from its utility for nautical purposes. 

Its great advantage to the sailor consists in the fact that—lIst, 
the ship’s course en any two places, however remote, is 
represented by a straight line ; 2nd, this line makes the same angle 
with each meridian. Therefore, to find the true course (or rhumb 
line) on the chart from any one point to any other, it is only 
necessary to connect them by a straight pencil line, and measure 
its angle with any one of the meridians which it crosses. This 
may be accomplished with a common horn protractor; or, as is 
more usually done, by transferring with a pair of parallel rulers 
the direction of the aforesaid line to the nearest trwe compass 
diagram, and so at once read off the course or bearing in points 
and quarter points. If this course can be carefully preserved, the 
port bound to will in due time be reached. 

In the chapter on Great Circle Sailing it will be demonstrated 
that, in following up this subject, there are other important 
matters to be taken into consideration by the man who wishes to 
subscribe himself, “ Yours truly, A Master Mariner.” 

This construction of Mercator’s is not exact in very high lati- 
tudes, because cross-bearings of several distant visible objects, 
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which are in fact the same as Great Circle courses, are projected 
on the chart as straight lines, when they aye in reality curves; 
therefore their intersections will not agree ; or, three objects seen 
in range will not, when projected in their true places on the chart, 
lie in a straight line. For this reason Mercator’s Charts would 
not be suitable for Polar navigation. Indeed they could not be 
drawn by the draughtsman, since, according to the principles of 
the construction, the poles are at an infinite distance, and could 
not be shewn on paper. For this purpose the Gnomonic projection 
is employed. It assumes the eye to be at the centre of the earth, 
and any straight line drawn on such a chart represents the arc of 
a Great Circle. Its use is limited to small circular areas such as 
the Polar regions. Near the boundaries there is a certain amount 
of distortion, but round about the centre of the chart it may be 
said that nature is correctly represented. 

From the foregoing it will be apparent that a Mercator’s Chart 
gives a very incorrect representation of the earth’s surface ; but, 
of all the known projections, it is the one best adapted to the 
wants of the seaman, and has therefore, with the exception just 
given, been universally adopted for his guidance. 

To treat at any length of the other projections of the sphere— 
more especially the. Gnomonic—would be to encroach on the 
province of the surveyor and of the map-maker, which is not the 
intention of this work.* For harbour plans the earth is considered 
a plane, and no account whatever is taken of its curvature, which 
would be quite inappreciable within the confined limits of such a 
survey. 


In the Orthographic Projection the eye is assumed to be at an infinite 
distance from the object, so that all lines drawn to it may be regarded as 
parallel. If, then, from every point on the surface of the sphere, lines be drawn 
perpendicular to the plane of a circle passing through its centre, their points 
of intersection with this plane will be an Orthographic projection. It is 
obvious that equal parts upon the surface of the sphere are seldom represented 
on the plane by parts either equal or stvmalar, since they diminish progressively 
from the centre to the circumference. The central portions of the map are 
shewn nearly in their true proportions, but the more distant parts are greatly 
distorted in form and diminished in size. This is exactly the reverse to what 
happens in the Stereographic Projection, where the central parts are unduly 
contracted as compared with the outlying ones. The Orthographic—except 
for certain astronomical purposes—is seldom used. 


*The Gnomonic is very clearly described in Wharton’s Hydrographical Surveying, 
pages 88—91. : 
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ORTHOGRAPHIC PROJECTION. 


In the Stereographic Projection the eye is supposed to be placed on the 
surface of the globe, and to be vertically over the centre of the plane of projec- 
tion, or every way 90° distant from it. If the globe were transparent the eye 
would then see the inside or concave surface of the opposrte hemisphere. 
Supposing straight lines were drawn from the eye to each point of this hemi- 
sphere, their intersection with the plane of projection would be its Stereo- 
graphic projection. Its most interesting property is that, by means of a scale 
graduated according to the central meridian of the map, the direct distance 
from its centre to any other place can be measured : also, by marking the points 
of the compass round the circumference, its bearing will be seen. From this it 
is evident, that whatever place be taken as a centre, the Stereographie pro- 
jection on the plane of its horizon will exhibit all its environs in their proper 
relations to it. On the whole, this is the best simple projection for mapping 
purposes. 

STEREOGRAPHIC PROJECTION. 


Eye 


The Polyconic Projection was much in favour with the United States Coast 
Survey, and special Tables were framed to facilitate its application. These 
were republished by the Bureau of Navigation in 1855. They are based on a 
development of the earth’s surface, which assumes each parallel to be represented 
on a plane by the development of a cone having the parallel for its base, and 
its vertex in the point where a tangent to the parallel intersects the earth’s 
axis. The degrees on this parallel preserve their true length, and the general 
distortion of figure is less than in any other mode of representing a given 
portion of the earth’s surface. There are various modifications of it; here is 
one, 
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CONICAL PROJECTION. 


In providing his ship with charts, it will be a matter for the 
navigator’s consideration as to whether he should procure Admi- Admiralty 
ralty or Blue-backed Charts. On this point there is considerable Sranpaer 
diversity of opinion, though it would appear of late years as if 
the former were gaining favour, and becoming more popular with 
the public. 

It is the opinion of the writer that none can compare with 
those issued by the Hydrographic Office of our own Admiralty, 
that of the French Government, and of the United States of 
America.* In the first place, they are wonderfully cheap, which is 
ofttimes a consideration; in the next place, they are official 
documents, emanating from the highest authorities ; and it would 
probably be safer to get your ship ashore through any omission 
or error in a Government Chart, than through a similar one in a 
“blue-back chart,’ especially as it will sometimes happen that 
the first-named possess the very latest information, which the 
others may not. 

Some recent decisions at “ Board of Trade inquiries into the 
losses of ships,” go to show that the authorities display a prefer- 
ence for the Admiralty Chart. No doubt the proprietors of the Admiralty 
“ Blue-backs ” do all in their power to get the “ latest corrections,” Lae 
and keep their works up to the mark; but it is difficult to see how Courts of 
they can successfully compete with a Government office, possessing ae 
a hundred times their resources. Though no doubt they do their 
best, they can only in many cases get their information second- 
hand. 


* The engraving of the French and American Charts is scarcely bold enough for ship’s 
use, 
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By way of affording a standard of comparison, it may be 
stated that the Hydrographic Office, in London, issues and keeps 
up to date nearly 3,000 charts, against about 300 issued by the 
largest of the private publishers. These figures speak for them- 
selves. 

To the mind of the writer, the Admiralty publications offer 
superior advantages. They are almost invariably on an appro- 
priate scale ; their delineation is remarkable for its clearness ; a 
glance tells which is land and which is water; correct magnetic 
compass diagrams (except on General Ocean Charts) are inserted 
at convenient intervals, and the charts themselves are never cum- 
bersome in point of size. They leave no wants unsupplied by 
showing too little, nor do they confuse by showing too much. 
The art of the draughtsman and engraver is exhibited in all the 
details, and not the least advantage is the uniformity of system 
which characterizes each one.* In fact, a home coast sheet, as we 
know it in these days of exact surveying, with every detail of 
land, with every rock and shoal, with every depth of water and 


* A reviewer of the Ist Ed. of ‘‘ Wrinkles,” in a well-known periodical, for which the 
writer of these pages has not only much veneration, but likewise a loving regard, coolly 
suggested that the paragraphs having reference to ‘‘ Blue-backs” should be re-written in 
a more favourable strain, as in his (the reviewer’s) opinion, they bear unjustly upon the 
publications in question. The writer regrets that his convictions will not allow him to 
comply with this modest suggestion, and that in studying the sailor’s interests he is obliged 
to run counter to those of other people. In this matter of charts—so long as present 
conditions exist—the writer’s colours are ‘‘nailed to the mast,” and whilst freely admitting 
the meritorious character of the work done by private firms long before the machinery of 
the Hydrographic Department of the Admiralty had attained its present excellence, he 
thinks the day of ‘‘ Blue-backs” has departed, and that itis only a question of time as to 
when they will be completely snuffed out by the overwhelming resources at command of 
the Government, to say nothing of the boundless advantages afforded by an unlimited 
exchequer. It is not so very long since the Government, for the good of the Commonwealth, 
took over the telegraph lines from the private companies, and similarly for a few thousands 
they might buy up the chart publishers, who, as firms of long-standing reputation, must 
groan under the hardship of seeing their means of livelihood slowly but surely undermined 
by an all-powerful department, against which it is impossible, in the nature of things, they 
can hope to compete on anything like equal terms. Certain Government departments are 
very absorbent in their nature. Like Victor Hugo’s devil-fish, they stretch forth their long 
tentacles, and without compunction absorb everything they can assimilate that comes within 
reach. The Blue-backers are being absorbed. Hard lines!! Since in these pages the 
author has assumed the réle of guide, he is constrained to express an honest opinion in all 
that concerns his brother seamen, notwithstanding that doing so means a pecuniary loss to 
himself, inasmuch as certain ‘‘ Cheap Johns” in the ‘‘ shoptician”” way of business, who 
recognize their own portraits here and there throughout the book, have not only declined 
to sell ‘‘ Wrinkles” themselves, but have endeavoured to prevent others doing so. They 
might just as well try to stop Niagara with acorn broom. The innate love of fairplay—so 
strong a characteristic of Britons—will capsize any attempt to ‘‘ Boycott” the book, and 
indeed the call for yet another edition in so short a time shews that the gentry in question 
may as well accept defeat and throw up the sponge, bon gré mal gré, 
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nature of bottom, accurately marked at regular and small dis- 
tances, is a credit to human ingenuity and a testimony of man’s 
intelligence. On the large scale Harbour plans, the practice is 
invariably followed of giving the exact latitude and longitude of 
some well defined spot, and from this any other position on the 
plan can be easily determined by means of two scales—one for 
latitude and distance, the other for longitude. ‘This comes in 
handy for rating chronometers by sun or stars, and for other 
purposes. The Admiralty charts and plans also give the meridian 
upon which the longitude depends; consequently, should that 
meridian at any time be better determined, the correction can be 
applied without further trouble. The longitude scale of Harbour 
plans is made as follows :—Assume the latitude to be 50°, and the 
scale of the plan to be 4 inches = 1’ of latitude or distance. To 
the common log of 4 add the cosine of 50°; the nat. number of 
the resulting log will be the number of inches = 1’ of longitude, 
namely, 2571. You can check this by the Traverse Tables 
(Raper, page 511). Against 400 will be found 257-1,—shift the 
decimal two places to the left and you have it. Knowing this, 
any fellow can make a scale for himself if necessary. 

The value of a chart must manifestly depend upon the accuracy 
of the survey on which it is based, and this becomes more im- 
portant the larger is the scale of the chart. To estimate this, the 
date of the survey, which is always given in the title of Admiralty 
sheets, isa good guide. Besides the changes that, in waters where 
sand or mud prevails, may have taken place since the date of the 
survey, the earlier surveys were mostly made under circumstances 
that precluded great accuracy of detail, and until a plan founded 
on such a survey is tested, it should be regarded with caution. 

It may indeed be said that, except in well-frequented harbours 
and their approaches, no surveys yet made have been so minute 
in their examination of the bottom as to make tt certain that all 
dangers have been found. The fulness or scantiness of the 
soundings is another method of estimating the completeness of a 
chart. When the soundings are sparse or unevenly distributed, 
it may be taken for granted that the survey was not in great 
detail. Blank spaces among soundings mean that no soundings 
have been obtained in these spots. When the soundings round 
about are deep, it may with fairness be assumed that in the blanks 
the water is also deep; but when they are shallow, or it can be 
seen from the rest of the chart that reefs or banks are present, 
such blanks should be regarded with suspicion. This is especially 
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the case in coral regions and off rocky coasts, and it should be 
remembered that, in waters where rocks abound, it is always 
possible that a survey, however complete and detailed, may have 
failed to find every small patch. 

A wide berth should therefore be given to every rocky shore or 
patch, especially in smooth water. With a good high swell, 
dangerous places are sure to shew themselves, and a hand aloft 
at such times may save the ship. In dealing with charts, the 
following rule should be followed :— 

Instead of considering a coast to be clear unless it is 
shewn to be foul, the contrary should be assumed. 

Except in plans of harbours that have been surveyed in detail, 
the five-fathom line on most Admiralty charts is to be considered 
as a caution or ‘danger signal’ against unnecessarily approaching 
the shore or bank within that line, on account of the possibility 
of the existence of undiscovered inequalities of the bottom, 
which nothing but an elaborate detailed survey could reveal. In 
general surveys of coasts, or of little frequented anchorages, the 
necessities of navigation do not demand the great expenditure of 
time required for such a detailed survey. It is not contemplated 
that ships will approach the shore in such localities without 
taking special precautions. 

The ten-fathom line is, on rocky shores, another warning, 
especially for vessels of heavy draft. Charts where bottom con- 
tour or fathom-lines are not marked must be especially regarded 
with caution, as it generally means that soundings were too 
scanty, and the bottom too uneven, to enable them to be drawn 
with accuracy. 

Isolated soundings, shoaler than surrounding depths, should 
always be avoided—especially if ringed round—as there is no 
knowing how closely the spot may have been examined, and 
mountain tops are occasionally fond of just stopping short of the 
surface, as if they were lying in wait for the unwary. 

In approaching land or dangerous banks, regard must always 
be had to the scale of the chart used. A small error in laying 
down a position means only yards on a big scale chart, whereas 
on a small scale the same amount of displacement means large 
fractions of a mile. For the same reason, near objects should be 
used for bearings in preference to objects further off, although 
the latter may be more prominent, as a small error in bearing, 
or in laying it down on the chart, has a greater effect in mis- 
placing the position in proportion to the length of the line to be 
drawn. 
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To be properly fitted out, a ship should be provided not only 
with large-scale coast sheets, but with plans of harbours intended 
to be visited. It sometimes happens from press of work that 
only the copper-plate of the larger scale chart of a particular 
locality can at once receive any extensive rearrangement of coast- 
line or soundings. This is an additional reason, besides the 
obvious one of its possessing fuller detail, why the largest scale 
available should always be used for navigating. 

The printing of charts is responsible for a source of inaccuracy 
little known to sailors. The paper used in the process has to be 
damped, or the impression would be too faint. On drying, dis- 
tortion takes place, from the inequalities in the paper and the 
amount and irregularity of the original damping. It must not 
therefore be expected that very accurate series of angles to 
different points will always exactly agree when carefully plotted 
upon the chart, especially if the lines to objects be long. The 
larger the sheet, the greater the amount of this distortion; but 
it is never so great as to affect navigation. 

The chart maker takes care not to damp his paper, but it is 
one of his troubles that the atmosphere insists upon doing it for 
him. For really accurate plotting of the large triangles of a 
survey, the sides should all be calculated in advance, and the 
chief points laid down at one sitting, whilst the hygrometric con- 
ditions are the same. Our variable climate makes this a rather 
difficult matter in practice. 

It is now pretty generally recognised that on ocean charts the 
compass roses should only indicate the true points. All other 
sheets should shew the correct magnetic points, half points, and 
quarter points. These diagrams cannot be too plain and free 
from ornamental devices. Where possible, their diameter should 
be 3 inches, but never less than 24. The latest Admiralty 
pattern of magnetic compass rose includes an external magnetic 
circle, graduated to degrees from 0° to 90° in each quadrant, so 
that the navigator, if not satisfied with quarter points, can use 
degrees instead. 

The Americans go still further. Outside of the magnetic com- 
pass and degree circle they put a trwe compass and degree circle, 
making four separate graduations. Their diagram is reproduced 
on next page; though elaborate, it is very clear and neat in 
design, and much better engraved than those on the English 
charts. But the necessity for all this complication is more than 
doubtful; it is not even expedient. Should the true course be 
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required as a preliminary to the compass course, the graduated 
parallel ruler or a protractor of any kind will give it with far 
greater precision than the diagram, owing to the small diameter 
of the latter. 
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The objection to a magnetic degree circle is that its accuracy 
is more apparent than real, In parts of the world where the 
variation changes rapidly, it is all “moonshine.” Round our own 
coasts, where the change is 1° in seven years, such a circle is 
practically useless. It looks nice, and that is all. 

It thus becomes a question whether it would not be better to 
do away with the magnetic degree circle altogether. If degrees 
are wanted, let them be trwe, and, to enable them to be read easily, 
the diameter of the circle should be four inches. Then, with an 
inner magnetic compass rose of three inches—quite big enough— 
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there would be an intervening blank of half an inch all round, 
which would conduce to clearness of expression, and prevent pos- 
sibility of confusion. 

On the other hand, should the argument in favour of the horn 
or other protractor be accepted, we come back to the simple mag- 
metie compass-rose shewing points and quarter-points without 
circles of any kind. No doubt each kind will have its advocates, 
but the writer believes in simplicity. 

The magnetic bearing or course may be wanted in a hurry, and 
if so, a compass-rose divided to quarter-points cannot be beaten 
as things go at present. The determination of the true course is 
always performed with deliberation, and in the chart-room, where 
the graduated rolling parallel ruler or other form of protractor is 
at hand. 

In any case, the present Admiralty diagram is a vast improve- 
ment on the system which used to be in vogue with “ Blue-back ” 
charts when the writer was a youngster. The manner then in 
which compasses, true and magnetic, got mixed up and sprawled 
all over the shop was something wondrous to behold. The ar- 
rangement could not have been better calculated to give rise to 
mistakes at critical times—indeed, the writer has known it to do 
so. The vessel referred to got on the rocks a few miles to the 
eastward of Queenstown, but luckily bumped off again without 
springing a leak, though her bottom was dented in like an old 
tin pot. The skipper was on the bridge, using a chart with a 
compass compared with which a spider’s web was simplicity itself. 
As might be expected, he got confused with the jumble of lines, 
and ashore she went. The writer was on the after-wheelhouse 
at the time, and the first bang sent him flying down on top of a 
pompous-looking passenger, who, no doubt, would remember the 

‘regrettable incident’ for quite a long time afterwards. 

Coming to the subject of “Blue-back” charts, a great draw- 
back is the absence, in many instances, of the heights of mountain 
ranges, peaks, hills, islands, and lighthouses. These are all of 
great assistance in navigation, and no chart is complete without 
them. Lighthouse heights, when not on the chart, can, it is true, 
be got from the lighthouse-book, but it is more convenient to 
have them on the chart. 

Admiralty charts can be backed with “brown holland,” which, 
so far as the material is concerned, makes them last almost for 
ever; but it increases the expense, and, seeing that some sheets 
are continually having alterations made in them, according as the 
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banks and channels shift about, it is not advisable to resort to 
backing.* It gives them a dangerously permanent character. 

Except, perhaps, for the smaller class of vessels, where the 
Captain buys his own charts, the unwieldy “blue-back” has had 
its day, and it is only a question of “How long?” until it is 
superseded by the cheaper and handier productions of the Admi- 
ralty. As a result of trying to make them suit all purposes, 
the scale of the blue charts is, in general, too large for ocean 
navigation, and not large enough for coast work. 

In case an Admiralty sheet should be destroyed by the cap- 
sizing of an ink bottle, the spilling of lamp oil, or any of the 
accidents which do happen, it is merely a loss of from one to five 
shillings; whereas, when its rival comes to grief, it cannot be 
replaced under from ten to fifteen shillings. Moreover, the extra 
cost of the latter offers temptation to keep it in use till completely 
out of date, and so marked and smudged as to be in many places 
illecible—a circumstance likely to lead to disaster, if indeed it has 
not already done so. The Board of Trade has lately become very 
particular on this point, and one of the official notices directs the 
attention of shipowners, and their servants and agents, to the 
necessity of seeing that the charts taken or sent on board their 
ships are corrected down to the tume of saaling. 

With the Admiralty chart the sailor can see at a glance if he 
has the latest information. The year and the month of the 
various corrections are engraved at the foot; should the cor- 
rection be large, the notation is made against the imprint; if 
small, it is given in the left-hand bottom corner; thus an Ad- 
miralty chart tells its own history. Perhaps some day the private 
publishers may see the advantage of adopting the same system. 

Charts should invariably be kept on their flats, ready for the 
rulers to slide over them, instead of being rolled up, and folding 
them should be avoided if possible. Rolled paper is an abomina- 
tion at all times— 


“Tt will and it won’t, 
It can’t and it don’t ;” 


* In the case of Magnetic Charts of the World, which are only published about once in 
ten years, of course ‘‘ backing” is advisable, and here is the way to do it :—Wring the 
brown holland well out in cold water, and then tack it round the edge of a drawing-board 
or small kitchen table: rub the paste on to the holland with a hard brush: damp the 
back of the chart with a sponge until the face looks dull, then roll it evenly up on a clean, 
smoothly-turned wooden roller: place this on the near side of the holland, and unroll 
carefully : leave it until all is quite dry. 

The paste should be made with best flour, mixed very thick with cold water. Toa 
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and if you lose your temper, you tear it, and so make bad worse. 
Every vessel, therefore, should be provided with shallow chart 
drawers, say 3 ft. 9 in. long, by 2 ft. wide and 4 in. deep. The 
sheets can then be numbered and classified, and so are ready for 
use at a moment’s notice. 

When the writer some years ago was in the habit of navigating 
Magellan Strait and the many hundred miles of intricate channels 
leading from it to the Gulf of Pefias, and thence to Chiloe, it was 
necessary to keep the charts and plans on the bridge for constant 
reference; but seeing that the climate of that region is probably 
about the most rainy and tempestuous in the world, means had 
to be devised to protect the charts from the weather, or they 
would speedily have become so much pulp. This was accom- 
plished as follows. 

First of all, the sheets of the various channels were cut up into 
convenient lengths, and the carpenter was brought into requisition 
to make teak-wood backings for them of well-seasoned half-inch 
stuff, dressed smooth. The backing was made an inch longer and 
broader than the chart or plan it was intended to receive. 

Next, some ‘size’ was made by filling a breakfast cup with 
isinglass, and pouring on it as much boiling water as the cup 
would hold. After the ‘size’ had cooled, and was just beginning 
to thicken, both sides of the chart got several good coats, rubbed 
in with a soft brush as fast as the paper would take it. When 
the ‘size’ was well absorbed and had partially dried, the back 
was treated with flour paste free from lumps, and laid on smoothly, 
after which the chart was put down on the teak-wood: this had 
to be done very carefully to avoid creases. 

To make the paper lie evenly and to prevent air-bubbles from 
remaining underneath, a wooden roller was run from top to bottom 
and back again. This rolling process must not be overdone, or it 
will cause distortion; and it is as well to place the roller on the 
middle of the sheet at starting, and roll from you, and then back 
again the whole way; this with a turn or two sideways ought to 
be sufficient. 

When the chart had thoroughly dried on the board, both it and 
the teak-wood received three flowing coats of white varnish, made 
by mixing Canada balsam with twice its weight of best oil of 

| turpentine. Each coat was laid on with a broad, flat, camel-hair 


dessert-spoonful of brown sugar add five drops of oil of lavender, and five drops of 
corrosive sublimate ; mix this well up with the flour and water, and then add perfectly 
boiling water to the thickness of custard. 
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brush, and allowed to get perfectly hard before the next was 
applied. 

When treated in this manner the charts were completely 
weather-proof, and equal to any amount of rough usage. Should 
the ‘size’ in the cup get hard like jelly, a few minutes on the 
stove will bring it back to a proper consistency. 

This was the writer's dodge some fifteen to twenty years ago, 
and in the interval steamers have not got slower nor navigation 
less exacting. These facts, coupled with a perusal of “ Wrinkles,” 
led Mr. 8. Manning, of Surbiton, Surrey, to devise a chart table 
for bridge use which would do away with the need of the drastic 
measures just detailed. The invention consists of a frame, in 
which is bedded a specially prepared sheet of glass, so treated 
that though it will readily take pen or pencil marks, is of such 
transparency that the chart detail can be seen through it. Courses 
or bearings can therefore be set out on the surface, or the Station 
Pointer applied, without injury to the chart underneath, no matter 
what the weather may be. The arrangement is well spoken of by 
practical men. J. D. Potter, 31 Poultry, is the agent. 

The great need for a contrivance of this kind, and its value, 
will be thoroughly appreciated by anyone who has had to consult 
charts in wet or windy weather. The valuable time that is 
usually lost in running below and having to remove waterproofs 
before the chart can be approached, will now be spent on the 
bridge, where the whole situation is spread out before the anxious 
navigator, and his guide is at hand. The wetter the weather, the 
more transparent the glass. By having the bottom of the table 
of glass also, and four or five incandescent electric lamps properly 
boxed in below it, the table would be available for night work. 
When not actually in use it could be covered with a cloth. This 
is a suggestion of the writer’s, and does not form part of Mr. 
Manning’s invention. Should he read it here, he will no doubt 
utilise it. Do so by all means, Mr. Manning. 

Many vessels have been lost owing to their being economi- 
eally (?) navigated near land by small scale charts, which cannot 
possibly shew coast dangers. 

Wharton,* in alluding to the increasing necessity for large 
scale charts constructed from detailed surveys, says:—“ A steamer 
works against time; her paying capabilities largely depend on 
her getting quickly from port to port, and captains will take 


* Hydrographical Surveying, page 52. 
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every practicable short cut that offers, and shave round capes and cutting of 

corners in a manner to be deprecated, but which will continue as Sets in 
F é ; * =e Navigation. 

long as celerity is an object. A channel which a sailing vessel 

will work through in perfect safety, from the obvious necessity of 

keeping a certain distance off shore, for fear of failing wind, 

missing stays, We. will be the scene of the wreck of many a 

steamer, from the inveterate love of shortening distances, and 

going too near to dangerous coasts only imperfectly surveyed. 

Better charts will not cure navigators of this propensity, but will 

save many disasters by revealing unknown dangers near the 

land.” . 

Captain Wharton might have added that this “short cut 
navigation” is not only due to fierce competition in trade, but 
unfortunately to an unwise rivalry among seamen themselves, and 
an utter disregard on their part of the maxim “ Let every man 
steer by his own compass.” Because Mr. Brown and Mr. Jones 
do certain things which look very like putting their heads in the 
fire, Mr. Robinson—even against his better judgment—thinks he 
must do the same, and so the thing goes on till the weakest comes 
to the wall. 

Charts and Sailing Directories are as much part of the ship’s owners 
equipment as the Compass or the Lead, and should be provided Soe Pr" 
by the owner. When the captain has no longer to pay for them, 
he will keep a better stock, and not take his ship all over the 
world by one or two general charts, to the manifest risk of life 
and property. 

There is a small sheet published (price 6d.) showing the signs 
and abbreviations adopted in the Admiralty charts. Itis worth 
having. 

One more “ wrinkle,” though a simple one, for which the writer 
is indebted to Captain Matt. B. Walker, of South Shields. Use pPencits. 
hexagonal pencils; they won't roll off the table like round ones, 
and are just as cheap. Common sense.* _ 


* Johann Faber makes triangular pencils which are still better calculated to remain 
where they are told. N.B.—Like many other good things, they are ‘‘ made in Germany.” 
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CHAPTER VIII. 
THE PARALLEL RULER. 


This, in its commonest form, is an instrument so very familiar 
to the seaman, and withal so simple in itself, that it may seem 
rather absurd to refer to it; nevertheless, there is something to 
be said even about the parallel ruler, and it may so happen that 
that something—or a portion of it—may be new to the reader. 

- The ordinary black ruler, with brass joints, is usually employed 
to transfer the direction of a bearing or course to the nearest 
compass diagram on the chart, whereby to ascertain its name and 
value. Now, in ocean charts, where compass diagrams are very 
properly few and far between, a great deal of slipping and sliding, 
and trying back, as well as “smudging” of the chart, may be 
saved, and much greater accuracy ensured, by the use of a kindred 
instrument, known as “Captain Field’s Improved Parallel Ruler.” 


Apparently, at first sight, it only differs from the other in 
being made of boxwood instead of ebony ; but a closer inspection 
reveals that one ot its edges is divided into degrees, similar to 
the 6-inch ivory protractor found in most small cases of mathe- 
matical instruments; the opposite edge is also divided, but in 
points, half-points, and quarter-points; these latter, however, are 
never likely to be used, as the degree marked side of the ruler is 
preferable. 

The advantage derived from this instrument is, that by laying 
it down on the course you wish to determine, so that its centre 
mark shall be on a meridian line, you at once read off the true 
course on the divided edge, where it is cut by the aforesaid 
meridian line. 
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Few things can be neater or handier in practice, and it gives 
the course in degrees (and by estimation, to parts of a degree), 
with an accuracy but little short of that obtained by actual com- 
putation. The ruler is to be had in three sizes; but the two 
smaller ones, from the minuteness of the angular divisions, are 
not to be recommended. The 24-inch ruler will be found very 
convenient, and the marking clear and well defined. After it has 
been in use a little time, get it cleaned and French-polished. 

This is one of the many things which has been improved upon. 
The improvement consists in discarding the points on the lower 
edge, and substituting the centre-mark of the degree divisions. By 
this means the short radius is just double what it was before, and 
the divisions at the middle of the ruler are in consequence much 
plainer. You must take care to keep this new form from warping. 
When shut, the two parts must fit as closely together as they did 
when being graduated. 

Even better than the above is bihe graduated rolling parallel 
ruler. On shore this has been in use for ever so many years, but 
it is only of late that it has found its way on board ship. Of all 
the means for determining courses or laying off bearings this is 
about the quickest. Since only the rollers touch, it has the fur- 
ther advantage of not soiling the chart so much as the jointed 
ruler, which is in contact over its whole surface. To work truly, 
the rollers must be exactly of the same diameter; this is easily 
tested before purchase. Carefully set the further edge of the 
ruler to the bottom marginal line of a chart; run the ruler nearly 
up to the top, and draw a fine pencil line along both edges. (In 
passing, let it be noted that it requires a practised hand to rule a 
perfectly straight line; the pencil must be held at exactly the 
same inclination throughout.) Now shift the ruler end for end, 
set the further edge to the bottom line as carefully as before, and 
roll up within an eighth of an inch or so of the top pencil line. 
Draw two more pencil lines along top and bottom edges re- 
spectively, and the thing is done. The eye will decide in a 
moment if the upper pair of lines are parallel, as they should be; 
if so, then the rollers are equal. Next examine the lower pair of 
lines; if parallel, then the two edges of the ruler are parallel, as 
they should be. A good instrument-maker will see to these 
matters for the sake of his own reputation; nevertheless, it is 
satisfactory to try for one’s self. Of course the chart or paper 
must be laid on a flat surface. The mahogany top of a chart- 
table, when the wood is well seasoned and the ends strongly 
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clamped, should remain as flat as the day it left the joiner’s bench. 
The graduated rolling parallel ruler is, at present, a trifle more 
expensive than its brethren. 

The ordinary parallel ruler, or indeed a straight-edge of any 
kind, when used in conjunction with a common semi-circular horn 
protractor, will give satisfaction to the less fastidious. If you 
have not a horn protractor, it can be procured for a shilling or 
two at any optician’s. Do not get one with a less radius than 34 
or 4 inches, which is a good serviceable size. 

To use it, proceed as follows :— 

Having the chart on the table, with its north side from you as 
usual, lay the straight-edge over the course you wish to steer or 
determine, and place close against it (edge to edge) the horn 
protractor, sliding the latter along (its straight side being always 
in contact with the ruler) till its centre mark comes fair over any 
meridian line on the chart; the exact true course in degrees and 
half degrees will be found at the circumference, where the latter 
is cut by the same meridian line, thus :—- 


In this particular case it is N. 70° E. or 8. 70° W. (true). 

Almost every one going to sea abaft the mast has a gunter’s 
scale, which would answer first-rate with the horn protractor in 
the manner just described; but if there should not be one, and 
the parallel ruler be broken or lost, any lath or piece of wood, 
dressed straight with the carpenter's trying-plane, would do just 
as well. 

The horn protractor can, however, be rendered of equal service 
without any kind of straight-edge, by the simplest possible con- 
trivance. | 

Bore a fine needle-hole at its centre mark, and another about a 
quarter of an inch or so below it; through these two holes reeve 
a couple of feet of sewing cotton (silk is better), and knot one 
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end; keep the knot on the top side of the lower hole, so that it 
may not prevent the protractor from lying flat on the chart, and 
bring the other end up through the puncture at the central point, 
and haul it tight. 

To ascertain a course or bearing, it is merely necessary to lay 
the horn protractor with its zero line on any convenient meridian, 
sliding it towards the north or south, so that the thread when 
stretched may lie exactly over the two positions on the chart 
between which it is required to know the course, thus :— 


THREAP 


In the diagram, A represents the knotted end of the thread ; 2, the centre 
hole through which the thread comes up; Z/’, the zero line of the protractor, 
laid exactly over G'H, a meridian line; CD, two positions on the chart 
between which it is required to know the course ; the line B/C'D Lrepresents 
the thread. The true course (N. 80° E. or 8. 80° W.) will be found at J, 
where the margin of the protractor is cut by the thread. 


The oblong ivory protractor already mentioned could be used in 
a precisely similar manner, but the horn one has the advantages 
of transparency and larger marginal divisions. Both are divided 
from zero at # and F up to 90° at the middle line, and when 
using them in the manner indicated above, the course is in each 
case to be reckoned from North or South towards East or West, 
as the case may be. Hughes’ Radiograph and Cust’s xylonite 
Station Pointer, in addition to their more legitimate, uses, serve 
the purpose of a horn protractor. Owing to its tendency to 
buckle, the horn protractor should be kept between the pages of 
a heavy book when not in use. Xylonite (celluloid) is a better 
material than horn for transparent protractors. 
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As already explained in a previous chapter, the course between 
any two places on a Mercator’s chart is the angle which a straight 
line connecting them makes with the meridian. 

Here seems a good place to say a few words about COURSES. 
So far, reference has merely been made to the true cowrse ; when 
the Variation has been applied, it becomes the correct magnetic 
course ; and when the Deviation has been applied to this last, it 
becomes the compass cowrse, or the one which is to be actually 
steered by that particular compass for which the deviation has 
been allowed. The navigator will do well, then, to bear in mind 
that there is—Ist, the Zrue Course ; 2nd, the Correct Magnetic 
Course ; and 3rd, the Compass Cowrse. Do not get confused, but 
keep these courses distinct in your mind, and avoid calling them 
by names other than those here given. 

One word about Deviation. It is too often mixed up with 
Local Attraction, the two expressions being used indifferently to 
mean the same thing. This is wrong, as they are entirely distinct. 
The first named is due to causes within the ship herself; the latter, 
to outside influences. Remember this. 

For laying off courses as above, the writer had made to order 
an ivory protractor, 10 inches by 3 inches. This size admits of 
good large divisions, but it is expensive. A similar one in box- 
wood would cost less, and probably be practically as good. The 
only thing that can be said against box-wood is its greater liability 
to chip at the edges.* 

Ebonite scales and protractors are found to answer well, though 
they expand and contract slightly with change of temperature, 
but this extreme refinement is a thing apart from our subject, and 
need not be considered. 


* More recently he has invested in a box-wood ‘ Admiralty pattern’ protractor, 12 
inches by 34 inches, price 6s. To protect it when not in use, it slides into a substantial 
sheath of sadler’s leather, costing perhaps 2s. 6d, 


CHAPTER IX. 
DIVIDERS. 


To give a “natty man” satisfaction in their use, dividers 
should be of good quality. The points must be fine, and formed 
of well tempered steel that cannot be bent or blunted. Above all, 
the joint should be good, for if not, it will be provokingly difficult 
to set the legs to any required distance, on account of the spring 
and want of uniformity in their motion. A pair of dividers with 
an indifferent joint, when being opened or closed, will move by 
fits and starts, and either go beyond the measurement required or 
stop short of it. The joint should also be stiff enough in its action 
to hold the legs in any required position without fear of alteration 
when handled with ordinary care. These are the things which 
require to be tested when making a purchase. Instrument cases 
always contain a key for tightening up the joints of the dividers 
when they work slack. What are known as Hair Dividers give 
very exact measurements, but for sea use they are too good, and 
too costly. 

It is convenient to have a small bracket fastened on to the 
bulkhead over the chart table, to contain two pairs of dividers— 
large and small. Screw a piece of polished mahogany, 8 inches 
long by 3 inches broad, and # inch thick, flat against the bulk- 
head. About two-thirds of the distance from the bottom insert a 
couple of brass eyes side by side. The dividers may be shipped 
into these, and their points rest on a ?-in. ledge or shelf, forming 
a foot to the bracket. This shelf should have a moderately thin 
piece of india-rubber let flush into its upper surface, as a bed to 
receive the points without injury when dropped hurriedly into 
their place. To a landsman all this may seem needless trouble, 
but the sailor knows the value of the maxim—“ A place for every- 
thing, and everything in its place.” Moreover, a ship rolls and 
tumbles about in all directions—a house does not; so that afloat 
it is absolutely necessary to have safe places of deposit for other 
things besides glass and crockery. 
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ee Re ae 
There is a very neat little American “dodge” for holding pens, 
which can be purchased in Liverpool for a few pence, and is very 
useful, It consists of a spiral spring secured toa thin back plate, 
and the whole is gilded, and looks quite ornamental. The pen is 
held between any two parts of the spring. One of these ingenious 
little contrivances will contain four or five pens or pencils. It is 
secured to the bulkhead by a small screw at top and bottom. 


DIVIDERS FOR USE WITH ONE HAND. 


When a ship is rolling violently, and it becomes necessary to 
consult a chart, every seaman is aware of the difficulty ex- 
perienced in keeping the chart and parallel ruler on the table 
with one hand, whilst with the other he is trying to manipulate 
the dividers. Some clever fellow, who has evidently been pretty 
often in this fix, has invented a pair of dividers for use with one 
hand, which are worthy of coming into general use. They were 
first shown to the writer by the captain of a schooner-yacht on 
the Clyde, who claimed to be the inventor, The dividers are 
represented above, and it will be seen that they are opened by a 
pressure of the palm of the hand on the circular part, which 
causes the legs to overlap each other and the points to separate. 
The closing movement is readily controlled by the thumb and 
forefinger, which, for this purpose, act against the palm pressure. 
As they are unpatented, they can be ordered from any instrument 
maker, and can be made with any degree of finish “to suit the 
pocket” of the purchaser, 


CHAPTER X. 


THE PELORUS, WITH REMARKS ON AZIMUTHS. 


This valuable instrument, the invention of Lieut. Friend, R.N., 
deserves more than a mere passing notice. Its utility is so great 
that every iron ship should be provided with one. 

The Pelorus is a dumb card—that is to say, a compass card 
without needles—made of brass, entirely unmagnetic, and not par- 
taking in any way of the character of a compass, except that its 
face shows the points and degrees in the usual manner. The card 
is something less than 7 inches in diameter, and is mounted on 
gimbals, which, in conjunction with a central balance-weight 
suspended from the under side of the instrument, enables it to 
preserve its horizontality, whatever the motion of the ship may be, 

The card revolves on an upright pivot like a “teetotum.” This 
pivot also serves to carry the sight vanes, which can revolve 
upon it independently of the card, or can be secured to it at 
pleasure by a large milled-headed screw surmounting the pivot. 
One of the uprights of the sight vane is fitted with a thread, and 
has a hinged mirror or speculum at its base, and the other has a 
coloured eye-screen, which is made to slide up and down the bar at 
will. A fore-and-aft mark on the inner ring does duty as the 
lubber’s point or ship’s head, and another smaller milled-headed 
screw on the fore part enables the card to be clamped to this 
mark at any desired course without fear of shifting. The whole 
thing is so simple, that anyone looking at it can understand the 
arrangement in less than five minutes. The apparatus is enclosed 
in a mahogany box some eleven inches square, and from which it 
is inseparable. 

The patent-right having long since expired, the instrument is 
now constructed to order by almost any compass maker at a cost 
of about £3 10s. It is an improvement to have the card 9 inches 
in diameter. 

Having a Pelorus, the first thing is to provide suitable stands 
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for it in various parts of the ship, so that it may be moved 
from one to the other as may be found convenient. Sometimes 
at one position a sail, the funnel, a mast, or an important 
passenger, may be in the way of the body to be observed, in which 
case the Pelorus can be removed to another spot where the view 
is unobstructed. It will be found advantageous to fit at least 
four such stands—one on each side of the bridge, and a couple in 
the neighbourhood of the quarter-deck. A skylight, the top 
corner of a deck-house, or a meat safe, will answer the purpose 
very well. ‘The stands on the bridge may be made in the form of 
a small table without legs, to bracket against the handrail. Some 
men go to the expense of a couple of turned teak-wood pedestals. 
The places selected need not be amidships—in fact, they are 
better when not so; but, wherever they may be, zt 2s absolutely 
necessary that great pains should be taken to ensure the fore-and- 
aft line of the instrument being strictly parallel with the ship's 
keel. 

To effect this with certainty (the instrument being in its 
intended position—say on the starboard or port side of the 
bridge), measure carefully the horizontal distance of its centre 
from the midship seam, and lay off this distance on the deck 
both at the bow and stern end of the vessel. At each such place 
erect a batten, and see that it stands perfectly plumb; the ship 
herself is, of course, supposed to be on an even beam; then set 
the North point of the card (though any other will do just as 
well) to the lubber line, and clamp it there by the small milled- 
headed screw at the fore side; release the sight vane, if clamped, 
and turn it so that the centre mark at the base of the upright 
holding the thread may also coincide with the North point; place 
the box by eye approximately square with the fore-and-aft line 
of the ship, taking care, of course, that the lubber’s point is 
forward ; now look from aft forward through the sight vanes, 
and slue the box slowly one way or the other till the batten at 
the bow is seen in one with the thread. 

When exact coincidence is established, the result thus far is 
satisfactory ; but to render it completely so, turn the sight vane 
half round on its axis without removing the box in any way, and 
set it to the South point of the card. If now, on looking at the 
after batten, it should be found to be exactly in one with the 
thread of the vane, all is well, and the fore-and-aft line of. the 
Pelorus coincides truly with the fore-and-aft line of the ship. 

The instrument must now be secured in this position by an all- 
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round coaming about an inch high, forming a seat into which the 
box can at any time be shipped without further trouble. Bore a 
couple of holes through the coaming in each of the sides to act as 
scuppers. Do not take down the battens till the coaming is fitted 
and finished, when the line of the instrument should be again 
tested. If found to be slightly out, it can be remedied by a 
couple of milled-headed screws, at the side of the case, which act 
in opposite directions, on a sliding block carrying the trunnion 
of the gimbal. When this last adjustment is perfected, the side 
screws must not again be touched; and if on completing the 
remaining stands, their fore-and-aft lines be found not quite 
exact, it will be necessary to alter the coaminys until they are 
so. In fixing the quarter-deck stands, the after battens can be 
dispensed with. 

If at any time the ship should be in graving dock where some 
distant object can be seen, it will be very easy to test the relative 
accuracy of the stands by the following method :—Place the 
Pelorus in any one of its receptacles; clamp the North point of 
the card to the lubber line, and, looking through the sight vanes 
at the distant object, ascertain its bearing to the nearest quarter 
degree; remove the instrument to each of the other stands, and 
if the various bearings agree, it is evident that the fore-and-aft 
line of each station is also in agreement. 

It must not be understood from this that the Pelorus gives the 
real bearing of the distant object; it merely gives the horizontal 
angle between the object and the ship's head. The term “bearing” 
is in this case used merely for convenience. 

To ascertain if the lubber-points of your deck compasses agree 
with the Pelorus, unship the cards, put a small piece of cork on 
the point of the pivots, and replace the cards with their North 
‘points to the lubber line; put on the glass covers; ship the 
azimuth instrument, and take the bearing as before. 

Each compass now becomes a dumb ecard in itself; should there 
be any discordance, put up the battens and test the fore-and-aft 
line of the Pelorus; if found correct, it must be the lubber-points 
of the compasses which are astray. ‘These are easily painted out, 
and ruled in afresh in their proper places. A soft black lead 
pencil is the best thing to do it with. 

The distant object used in this operation should not be nearer 
than six or seven miles, unless it bear nearly ahead or astern— 
say a couple of points on either bow or quarter, when four or 
five miles will suffice. If the sun be shining, you are of course 
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independent of everything else, since you can, if you are smart, 
use it as the distant object. The sun’s bearing will seldom alter 
so much in the minute or so required to shift the instrument 


— quickly from one place to another, as to introduce any appreciable 


error; but if extreme accuracy be required, it is an easy matter 
to get the exact change of bearing corresponding to the Latitude 
Declination, and Apparent Time from Burdwood’s Tables. 

The Pelorus is handy for many purposes which will be referred 
to hereafter, but its chief use is to ascertain the Deviation of the 
compass, or to set the course. Before going into the details of 
how this is to be done, it will perhaps be advisable to say some- 
thing about Azimuths. The general practice on board ship is to 
observe an azimuth or bearing of the sun by compass, at the same 
time that the morning sights are taken: the sun’s altitude, as 
found by these sights, is used to find the true azimuth. Thisisa 
round-about method, involving much needless labour, and should 
be abolished now that tables are published which give by simple 
inspection the required information. 

It will be made clear further on, that in an iron vessel the 
Deviation requires to be determined pretty frequently ; and to be 
constantly getting out one’s sextant to “shoot the sun,” and after- 
wards take the bearing, and then work up a lengthy problem, is 
not conducive to this end. Half the trouble and all the fuss may 
be avoided by using the method wherein the teme, instead of the 
altitude, is employed. This is called the method of “Time 
Azimuths;” therefore, when, according to common custom, an 
azimuth is taken along with the morning sights, instead of labori- 
ously figuring out the sun’s true bearing by the altitude-azimuth 
problem, the hour angle (time from noon) found by the sights can 
be employed to take out the true bearing direct by inspection. 


AZIMUTH TABLES. 


Now that iron and steel have almost entirely superseded wood 
for shipbuilding, good Azimuth Tables are as necessary as the 
compass itself. 

In 1866, Staff-Commander Burdwood, R.N., published a book 
entitled: “Sun’s True Bearing, or Azimuth Tables,” in which is 
given the sun’s true bearing at intervals of 4 minutes for each 
degree of latitude between 60° and 30° in both hemispheres. In 
1875, Captain Davis, R.N., brought out an extension cf these 
tables down to the Equator, so that at the present time the sun’s 
true bearing can be taken out from these books for any latitude 
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between 60° north and 60° south, and for any time between sun- 
rise and sunset excepting when the altitude exceeds 60°. 

There are still, however, many men prejudiced enough to believe 
that the “ old-fashioned plan,” as they call it, is preferable to the 
tables, as the latter, in their estimation, are liable to error. These 
are the men who insist upon their officers working up azimuths 
according to the “Epitome method.” They forget, or do not 
know, that in all calculations the greater the number of figures 
employed, the greater the liability to error; and surely trained 
computers are less likely to make mistakes than seamen, who, by 
nature of their calling, are not nearly so well versed in such 
work. The writer does not mean to say that the tables are 
absolutely infallible, but he will back them at odds against the 
figures of the antediluvian fossils who pooh-pooh them.* By 
glancing the eye up and down the column, and across the page to 
the right and left, a mistake of any importance is detected in an 
instant by the want of harmony in the run of the leading figures. 
In working out any problem in navigation, one might just as well 
refuse to employ the ready-made tables of secants, sines, and 
tangents, and insist upon computing for one’s self the necessary 
logarithms for each particular case. 

Burdwood, in his preface, says :— 

“Results exhibited in a tabular form have certain advantages. 
In these tables, for example, the value of an error in either of the 
three elements used in the computation is seen at once, and hence 
the most desirable time for making the observations, so that an 
error in either the Apparent Time, Latitude, or Declination, shall 
produce the least error in the true bearing.” 

To use these tables, it is necessary to know the Latitude and 
Declination each within half a degree, and the Apparent Time at 
Ship within, say, a couple of minutes; but this latter depends 


upon circumstances, as reference to the tables will show that, 


under certain conditions, the sun’s bearing will not alter one 
degree 7 an hour, and at other times it will alter a degree in 
three minutes. Herein, as Burdwood justly says, lies one of the 
ereat advantages of the tables. 

In nautical literature, the greatest amount of competition has 
been in connection with the most ready means for determining 
the Azimuth. The navigator has consequently his pick of 


* During the quarter of a century since their publication, not half-a-dozen errors have 
been detected, and the Tables may now be looked upon as immaculate. 
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Small errors 
possible. 
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Methods, Tables, and Diagrams sufficient in number to sink a 
ship. The very latest effort in this direction is 


CAPTAIN WEIR’S AZIMUTH DIAGRAM. 


Lord Kelvin, looking at it from a mathematician’s point of 
view, considers it about the neatest thing of its kind ever pro- 
duced, and wonders that it had not suggested itself before— 
apparently a repetition of Columbus and the egg. 

The process of taking out the Azimuth—the Latitude, Declina- 
tion, and the Hour-Angle being given—is simple and quickly 
done. With ordinary care, the small error inseparable from the 
use of diagrams will not in most cases exceed half a degree, and 
this is not worth consideration ; but there are cases involving the 
centre of the diagram where the lines run into confusion, in which 
the error might possibly amount to a degree or a little more. 
These cases being confined to low latitudes and large hour-angles, 
would not occur every day, and on certain routes would never 
occur at all, so that exception to the diagram cannot justly be 
taken on this score. 

The writer, however, is not in love with mathematical dia- 
grams of any sort, and least of all with one for this particular 
purpose. Azimuths in well-conducted vessels are taken fre- 
quently, and where the same diagram is worked upon with pencil 
and ruler day after day by several officers, it soon gets played 
out. Officers’ cabins are small; their table, even supposing they 
have one, is smaller; and diagrams which require a good large 
table upon which to spread them out flat and leave space at the 
margin for parallel rulers, do not find favour with the average 
merchant officer, who seldom has room enough for himself and kit, 
especially when two are billeted in a cabin measuring at most 6 
feet by 5. Whatever the cause, experience proves that, where 
it does not involve more time, the preference is given to calcula- 
tion. Weir's diagram is 30 by 21 inches, and should be kept 
flat, not rolled. 


APPARENT TIME AT SHIP. 


Though the finding of the Apparent Time at Ship is a simple 
operation, yet few know the right way of doing it; therefore it 
is as well to give a couple of examples. It is premised that the 
longitude is known within a quarter of a degree or so. 
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Write down the error of chronometer, prefixing the plus (+) 
sign if it is slow, or the minus (—) sign if it is fast. 

Write down the Equation of Time taken from page II. of the 
Nautical Almanac, and correct it roughly for Greenwich Mean 
Time. If the precept at the head of the column says the Equation 
is to be subtracted from Mean Time, prefix the minus sign; but 
if to be added, prefix the plus sign. 

Turn the longitude into time, and if it is westerly, prefix the 
minus sign; if it is easterly, prefix the plus sign. 

If the three quantities should happen to have similar signs, add 
them together, and prefix the common sign; but if the quantities 
should happen to have wnlzke signs, add the two similar ones 
together, and take the difference between their sum and the unlike 
quantity, prefixing the sign of the greater. This remainder will 
be the amount, which (to find Apparent Time at Ship) is either 
to be added to or subtracted from the chronometer time, according 
to its sign. 


Hxample: Jan. 16th, 1880, about 10 hours P.m., at Greenwich ; required to 
know the Apparent time at Ship, the longitude being 64° 38’ West, and the 
error of the chronometer 4m, 22s. slow of Greenwich Mean Time. 


Bie Mo 8, 
Longitude, 64° 38’ W.......... - 4 18 32 \ Having like signs, add them 
Equation of time ............... =e O10 25 together, , 


—_—— 


—- 4 28 35 \ Having unlike signs, take the 
Error of chronometer ......... + 0 4 22 difference. 


Chr. fastof App. TimeatShip - 4 24 138 


Therefore, to find Apparent Time at Ship, it will merely be 
necessary to subtract 4h. 24m. 18s. from the time shown by 
chronometer. 

To set your watch or clock, fix upon a given Time, a minute or 
so in advance of what the chronometer actually shows, to enable 
you to prepare; let the time by chronometer at which you intend 
to regulate your watch be 10h. 26m. 18s.; subtract from this 
4h, 24m, 18s., and 6h. 2m. Os. will be the Apparent Time at Ship 
when the hands of the chronometer arrive at 10h, 26m. 13s, 

This matter of setting the wheelhouse and other clocks to 
Apparent Time at Ship is such an every-day necessity, that we 
will give one more example. In this case the longitude is Kast, 
and the Equation of Time and chronometer error are both 
additive. 


To find 
Apparent 
Time at Ship 
and set 
pocket watch. 


Example of 
finding 
Apparent 


Time at Ship. 


Example of 
Time- 
Azimuth, 
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Exam. 2: September 24th, 1880, about 4 p.m. at Greenwich ; required to 
know the Apparent time at Ship, the longitude being 17° 40’ East, and the 
chronometer 8m. 25s. slow of Greenwich Mean Time. 


Hees Mat s6) 
Longitude, 17° 40. 22.2. + 1 10 40 erin ad 
Equation of time ........sscsssecse. ME ae eG: \ Ee ee 
Error of chronometer ............... + 0 8 2 : 


Chr. slow of App. Time at Ship + 1 27 21 


Here we have Lh. 27m, 21s. to be added to the chronometer time ; 
so, to make the even minute for the watch, let us fix upon 
3h. 54m. 39s. by chronometer; adding the above correction to 
this, we get 5h. 22m. Os. as the Apparent Time at Ship when the 
hands of the chronometer arrive at 3h. 54m. 39s. 

It will be noticed in both these examples that, in choosing the 
chronometer time at which to regulate the watch, the proper 
number of odd seconds has been allowed, so that the watch may 
be set to the even minute without the trouble of counting seconds, 
or of estimating them when there is no second-hand. 

The following example shows the mode of ascertaining the 
deviation by using Burdwood’s azimuth tables :— 


TIME-AZIMUTHS OF THE SUN. 


Saturday, January 17th, 1880, about 0°45 p.m., the sun was observed to 
bear by Standard compass 8. 15° W., when a chronometer, which was 4 m. 
23s. slow of Greenwich Mean Time, showed 5h. 29m. 30s.; latitude by 
account, 40° 12’ North; longitude by account, 70° 50’ West; variation at 
place of ship, corrected for secular change, — 95°. Here, be it understood, 
that Easterly variation or deviation is always represented by the plus (+). 
sign, and Westerly variation or deviation by the minus ( - ) sign. 


ees 
Time by chronometer, . 740. accesses eect eee 5 29 30 
Chronometer slow of G. Mean Time ......... + 4 23 
Declination 
Greenwich Mean Time ............cccsceesececees 5 383 53 corrected for 
Corrected Equa. of Time, page II., N.A.... - 10 19 Greenwich 
— Mean Time, 
Apparent Time at Greenwich .............c0008 5 23 34 20° 46’ South. 
PONT NAS Ul TLE, d:. avsecvaves carouceaeseeeree - 4 43 20 
ADDRECNG LiM0G Bh MD1D cze.ccrsenes terncsgeeenston 0 40 14 PM. 


Open Burdwood at the nearest whole degree of latitude (40°) 
having the declination of the contrary name; this will be found 
at page 109. In the right-hand margin seek for Oh. 40m. P.M., 
and under 21°, the nearest whole degree of declination, will be 
found the sun’s true bearing 1693°, which, according to the 
precept at the foot of the left-hand page, is to be reckoned from 
North to West. 
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The work now takes this form :— 


©’s True bearing at Oh. 40m. P.M.... N. 1693° W. 
180° 


©’s oe bearing with name changed) S. 103° W. 
OF CONVENIENCE ...........occseseese : F 
Waration by Chart .....i...cccssscsesse — 9 Applied to the right. 
> : . ° Or what it would be in a wooden 
©’s Correct magnetic bearing......... Sy iad ave ship uninfluenced by iron. 


©’s Bearing by compass .............4. ce swe Ee 


1 Ota et ea Oe ae ee + 5° 


Because the corr. mag. bearing is to 
the right of the compass bearing. 

It will be noticed that in applying the variation to the sun’s Interpreta- 
true bearing, it is added (because Westerly), although the minus AD 
(—) sign is prefixed. The minus (—) sign in this case is only signs. 
the name of the variation, and does not mean that the quantity 
following it is to be subtracted. The deviation is + 5°, which 
means, in like manner, that its name is Easterly. 

In finding the correct magnetic bearing from the true bearing, 
stand in imagination at the centre of your compass-card, looking 
outwards towards the margin, and apply Westerly variation to 
the right, and Easterly to the left. To find the compass course 
from the correct magnetic course, apply the deviation in exactly 
the same manner. 


TIME-AZIMUTHS OF THE STARS. 


Although Burdwood’s and Davis's Tables are termed “Tables of azimuth 


: E ; . tables appli- 
the Swn’s True Bearing or Azimuth,” they may, notwithstanding, cable ae 


be made available for determining the true bearing of the moon, $202?" 


planets, and stars, when the declination of those bodies ranges 
between 23° N. and 23° S. On next page is a table of the mean 
places of stars of the Ist and 2nd magnitude included within that 
range for January Ist, 1902. 


‘In 1897 the A B C and D tables (given further on) were so much enlarged that 
separate publication became necessary. They now afford a very ready means of 
determining the Azimuth not only of Sun, Moon, and Planets—whatever their 
declination—but of any of the 92 navigational Stars they refer to, thus constituting 
a material advance on anything yet produced in the way of Azimuth Tables. But 
they go much further, for the new publication also contains rules and examples for 
the speedy solution of about a dozen other problems of every-day use.* 


*“ Lecky’s General Utility A B C and D Tables.” London: G. Philip & Son, 32 Fleet 
Street, E.C. Liverpool: Philip, Son & Nephew, 45—51 South Castle Street. 
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128 STARS FOR BURDWOOD AND DAVIS. 
A.D. 1902. 
a s o RIGHT ANNUAL ANNUAL 
= ES NAMES, ASCENSION. Metin DECLINATION. ae 
et aL: s. ae of 
2°1 |B Ceti. (Deneb-Kaitos) ...| 038 40°25 | + 3°01 18 31 27°31 S | + 19°80 
2°0 ja Arietis. (Hamel) ......... 2°°1°38°S0" +337 |: 22:59 57-12 N eee 
1°0 ja Tauri. (Aldebaran) ...... 43017°77 | + 3°44 | 1618 44°96N | + 7°46 
0°3 18 Orionis. (Rigel)............ 5 9 49°66 | + 2°88 818 5269S} + 4°35 
1°8 le Orionis. (Adnilam) ...... 5 311443 | + 3°04! 11551°368S | + 2°51 
DED rhe ATION aeaeters sone ene aie 543 6°52 | + 2°84 94215:°29S8 | + 1°47 
Var.|a Orionis. (Betelguese)...... 5 49 51°97 | + 3°25 | 72320°42N | + 0°89 
2 2 y Geminorum. (Alhena)..., 632 3°06 | + 3°47 | 162859°27N | — 2°84 
—1°4/a Canis Maj. (Sérius) ...... | 6 40 49°67 | + 2°64 | 163452555 | -— 4°76 
0°5 ja Canis Min. (Procyon) ...' 7 3410°38 | + 3°14 | 528 33°61N | - 9°05 
2:0 ja Hydre. (Alphard) ...... | 9 22 46°32 | +295] 814 0968S] - 15-48 
1°4 ja Leonis. (Regulus)......... | 10 3 9:24 | + 3°20 | 12 26 46°73N | - 17°50 
2°5 ly! Leonis. (Algetba) ...... | 10 14 34°25 | + 3°31 | 20 20 14°66N | — 18°12 
op er rennis (Denebola) ...... 11144 3711 + 3:06 | 15 711°70N | — 2012 
12cia Virginis, (Spica): .......5: 1320 1741 + 3°15 | 10 38 59°34 S| — 18°87 
0°0 la Bodtis. (Arcturus) .:.... 14.)] 11°47 | + 2°73 | 19 41 382°95N | — 18°85 
2°2 |a Ophiuchi. (as Alhague)| 17 30 23°10 | 4- 2°78 | 12 37 51°96N | -— 2°82 
1°0 |a Aquile.. (Altair) ......... 11946 012! + 2:93 1 8 3633°32N | + 9°32 


A word of caution respecting the application of the ‘annual 
variation’ of the Declination. In astronomy, North is represented 
by +, and South by — ; consequently, when the sign prefixed ‘to 
the annual variation in the Nautical Almanac is +, it means that 
the change is in the direction of North, no matter what name the 
Declination may have. Thus if the Declination is North, the + 
sign makes it more so; but if the Declination is South, the + 
sion diminishes it. . Similarly the — sign increases South Declina- 
tion and diminishes North Declination. This is a veritable pitfall 
for the unguarded, more especially as this rule does not apply to 
Table XIV. of Norie nor to Table 63 of Raper, in both which these 
sions are used in their purely arithmetical sense of add and sub- 
tract. The above is Nautical Almanac style. 

It is perfectly wonderful how few men avail themselves of the 
stars on a fine night, to see how their compasses are behaving, 
This arises principally from an ill-defined idea that any problem 
connected with the stars is much too difficult to be meddled with. 
How different are the actual facts !! 

Azimuths of the stars, planets, and moon, are just as easily 
and as quickly worked wp as azimuths of the sun. 

The former possess a decided advantage over the latter, inasmuch 
as a mistake in the working is at once detected if you observe a 
couple or three stars, since, having different elements, the compu- 
tations are independent of each other. Whereas you may take 
20 azimuths by the sun, and even though all agree, they may 
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every one be greatly in error, through having been inadvertently 
worked in each case with the wrong Latitude, or Declination, or 
Time. 

The greater the number of observations, the more the error 
would be confirmed, and though you might somewhat wonder at 
it, you would probably accept the result, and perhaps get led into 
danger. Now, with the stars the case is entirely different, as the 
one is a check upon the other. 

To find the hour angle or meridian distance of a star, a planet, 
or the moon, you have merely, on taking the bearing, to note 
time by the chronometer, and proceed as follows :— 

Ist. To the time shewn by chronometer, apply its error for the 
day—the result will be Greenwich Mean Time, to which 
apply the longitude in time, adding it if the longitude 
be Last, and subtracting it if the longitude be West; the 
result will be Mean Time at Ship. 

2nd. Take from the Nautical Almanac (page II. for the month) 
the Sidereal Time (last column), and add to it the accelera- 
tion on Greenwich Mean Time, found in the table for the 
purpose on page 486 of the Nautical Almanae for 1895, or 
Table 23 of Raper’s Epitome, or page 740 herein. 

3rd. Add together the Mean Time at Ship and the corrected 
Sidereal Time; from the sum, increased if necessary by 
24 hours, subtract the right ascension of the star; the 
remainder will be the star’s hour angle West of the 
meridian. 

If the remainder be greater than 12 hours, take it from 24 
hours, and the result will be the hour angle East of the meridian. 
Should the remainder be more than 24 hours, reject 24 hours, and 
the result will be the hour angle West of the meridian.* 

This last part will seem somewhat confusing to the beginner, 
but it is nothing like so difficult as it looks. Moreover, should 
there be any doubt as to the amount of the hour angle, or its 
name, the question is easily settled by reference to Raper’s Table 
27, where the apparent time is given on which the principal stars 
pass the meridian. 

Knowing more or less the time at ship when you made the 
observation, and by Table 27 the approxymate time on which the 
star will pass the meridian, you at once see whether the star is 


Kast or West of it. But, independently of this, in actual practice 


* To understand this, independent of any printed rule, refer to diagram on page 380, 
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130 AZIMUTH OF SIRIUS. 

the observed compass bearing of the star will nearly always tell 
you which side it is, provided you apply to it the variation and 
approximate deviation. If still befogged, remember that the 
sextant will settle the matter: rising bodies are east, and falling 
bodies west, of the meridian. The preceding rule for finding the 
star’s hour angle applies also to the moon and other planets. 

Burdwood has a caution near the end of his preface, to this 
effect :— 

“With reference to the note at the foot of each page of the 
azimuth tables, as the sun in the forenoon or A.M. is East of the 
meridian, and in the afternoon or P.M. West of the meridian, in 
applying the note to indicate the bearing of a star, substitute 
East of the meridian for A.M., and West of the meridian for P.M.” 

In taking from the tables the azimuth of a star, or the moon, 
its hour angle must always be taken from the right-hand column 
of the page, under the words “ Apparent Time, P.M.” The sub- 
joined examples will, it is hoped, show with what ease and 
certainty star, planet, and moon azimuths can be worked. 


Example 1.—About 10 P.M., Saturday, January 17th, 1880, ship being’ in 
latitude 39° 20’ N., and longitude 73° 11’ W., the star Sirius was observed to 
bear, by Standard compass, 8. 153° E., when a chronometer which was 4m. 
24s, slow of G.M.T. showed 14h. 42m. 05s. Variation at ship’s place, — 7°. 


H. M. S. 


ADGOY CULO ae ge teeter encore 14 42 65  |Declination of Sirius, 163° S. 
Error 2 ete has te eae +7 ids 94 
capone aeann aca Open Burdwood at latitude 
G. M. time teen eee eeeeersreeeeeanas 14 46 29 39°, contrary name to the 
Longitude in time ..........0.. -4 52 44 declination (page 99), and 
; ; a ae with declination 164° and 
Mean Time at SEEN Ob teab rec ess 9 53 45 hour angle Oh. 58m. in the 
Sidereal ‘lime from N.A......... 19 45 12 right-hand column, look for 
Acceleration for 14h. 46m. 29s. + 2 26 the bearing by interpola- 
4h pero tion, which will be found to 
R.A. of a meridian 9. 20.0.0 29 41 23 be 163}° ; this, according to 
TGA OL of DITIUS yiieste ss ee 6 39 54 the precept at the bottom 
are of the left-h i 
Pre HOUT ANPIO NE... 6.0 etscuess 23 01 29W.|  pheread from ats de me 
24 00 00 _| The remainder of the work 
era nour auile. FAC. o7es. eat 0 (58//31E, femr a caps Te 
True bearing of * Sirius at Oh. 58m. East of meridian ...... N. 1634° E. 
180° 
, : with name changed... §S. 162° BE. 
Variation by chart.-....cecsee. ea Ws - " 
Plars correct magnetic Dearing. ,..,..+: 04.05.04 S. 92¢ E. 
Star's compass bearme.:. A/..1.2, Nh ee S. 154° E. 


Deviation....,. BaaTE 2 Us jules Bs 


POCHTH HHO Home De genereroeres eoesesee 
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TIME-AZIMUTHS OF THE MOON. 


As a check upon Sirius, the moon’s bearing was observed a few 
minutes later: and the figures are given to show the similarity 
of the working. 


Ex. 2.—Bearing of moon by compass N. 89° W. at 14h. 49m. 41s. by 
chronometer. Other conditions same as in /2. 1. 


H M. s. 
Time by chronometer .................+ 14 49 41 Moon's declin. for 15 hrs., 
.M.T., from page x., 
IM ee bacaccac eo gst sersc inns sear tg + 4 24 Nau, Alm. = 101° N. 
Greenwich mean time ...............06 14 54 05 cig 
Peed 1) tliNG.,,........5.---2--- +000 - 4 52 44 | Open Burdwood at page 94, 
————— latitude same name asthe 
Mean time at ship ? eyy Aye Beal declination, and with de- 
time D sereeretereees Pipohente SN CRNG ane ae 
Sidereal time (page II. Naut. Alm.) 19 45 i Aa glebhiauadan the right 
Acceleration for 14h. 54m. O5s. seeeee + ye 7 hand column, look for the 
ae bearing, which, by inter- 
Right Ascension of the meridian ...... 29. 49 00 ppletia a be fase to 
oe : 7 ete: ; 
nsion(pagex.,N.A.) O 45 00 © 903°; this, according 
Moon s Right Ascens (p 8 s ) ee to the precept at the 
bottom of the page, is to 
: 29 04 00 be reckoned from North 
Re}j Poh sce gl RIP a IN oe A 24 00 00 to West. The remainder 
ae of the work is as fol- 
BemrraMour ANCIOL,.....u. 17, Aaceceveses 5 04 OOW,| lows :— 
True bearing of moon at 5h. 4m. West of the meridian... N. 905° W. 
RR TEOTIRILU (CONT om Mote. a2: Coty ee, rias enc scasnataee sade soece - 7 
MOIS correct magnetic DEATING.,.:.........cceessoceccsesees N. 833° W. 
BT Pe Mat CEASE) DOALING sss os yc4cs <dncanens selivesisesecaees N. 89° W. 
PURE GMO Mcria ty i Fens Sy act it ayn <b iets den cdhetvsths Beds lecests + 5§° 


This result only differs a quarter of a degree from that given by 
Sirius, and proves the observations were carefully taken. The 
instrument used for the purpose was Lord Kelvin’s azimuth 
mirror, which enables bearings of sun, moon, or stars to be taken 
with the utmost ease and precision. ‘The writer has frequently 
taken azimuths of five different stars by it within a minute or so 
of each other; and when worked up, the greatest difference 
between any two has not exceeded half a degree, and sometimes 
the results have all agreed to the same quarter of a degree. There 
is no other instrument for nautical use in which such extreme 
accuracy is combined with such perfect ease in handling. 

After the sun and moon, planets are most easily observed for 
azimuths, especially Venus and Jupiter, which are young moons 
in themselves. Among the fixed stars Sirius is first favourite, but 
if the silvering of the Azimuth Mirror is in good order, it is not 
impossible to get stars of the 3rd magnitude in cases which admit 
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i ———— 


of their being picked out with certainty from among others near 
to them. 

For night work a special Bull’s-eye lamp of copper is the correct 
thing. This lamp should be used wholly and solely for navi- 
gating work, and when employed for azimuths ought to be held 
well behind and above the observer, in such a manner as to 
concentrate the light on the far side of the compass-card. The 
working out of planet azimuths differs in no respect from those 
of the moon or fixed stars. Their Right Ascensions and Declin- 
ations will be found between pages 234 and 265 of the N. A. 
for 1895. 

In the first of the examples just given, both the times and the 
declinations unfortunately necessitated interpolation in taking 
out the true bearings. This is a little awkward when it happens, 
as a certain amount of mental calculation is required to hit off 
the exact value of the bearing. But, after all, it is not a killing 
matter, and “practice soon makes perfect.” 


TIME-AZIMUTH OF POLARIS. 


North Latitude. 

*’s Hr. a Es is SEE (a a ee 
Angle. Angle. 
10° 20° 380° 35° 40° 45° 50° 55° 60° 
hen re) } ° re) re) ° ° ° ° h. m. 
0 00 0°0 00 0:0 0°0 0°0 00 0°0 0:0 0°70 | 12 00 
0 20 O°l Ol 0°] 0-1 Ov! O02 0:2 2 0-2 | 11 40 
0 40 0:2 0°2 0°3 0°3 0°3 0°3 0'4 0°4 0:4 | 11 20 
1 00 0°3 0°4 0°4 0°4 0°4 0°5 0°5 0°6 0'7 | 11 00 
1 20 0°5 0°5 0°5 0°5 0°6 0°6 0°7 0°7 0-9 | 10 40 
1 40 0°5 0°6 0°6 0°7 0°7 0'8 0'8 0°9 Lek 10 20 
2 00 0°6 0°7 0°7 08 0'8 0°9 1°0 iA 1:3 | 10 00 
2 20 0°7 0'8 0°8 0°9 09 1°0 ial |e 15 9 40 
2 40 0°8 0°9 0:9 1°0 ry 11 2 1°4 lj 9 20 
3 00 0°9 1°0 1:0 Fl Le 3 14 1°6 19 9 00 
3 220 1:0 1:0 3) 1:2 L3 1°4 1°5 1 2°0 8 40 
3 40 Let Lee Le i as 14 15 16 1°8 21 8 20 
4 00 kl 4 1°3 14 1°4 15 Lg 19 22 8 00 
4 20 12 12 133 1°4 1°5 1°6 1°8 2°0 2°3 7 40 
4 40 1.2 his 1°4 1d 1°} shy 1°8 hE 2°4 7°30 
5 00 Le ss 14 15 1°6 Be} 1°9 21 2°4 7 00 
5 20 ics 2S 1°4 1°5 16 1°8 1'9 22 2:5 6 40 
5 40 bee 1°3 1°5 rs 1°6 1°8 1°9 2°2 2°5 6 20 
6 00 13 Ls 1°5 1°5 1°6 1'°8 2°0 2°2 2°5 6 00 


For the 12 hours before the Meridian passage (above the Pole) the azimuth is North 
and East, and for the 12 hours after it is North and West. The bearings are in degrees 
and tenths, and the declination las been taken as 88° 45’ N. 


Table 27 of Raper gives the time of meridian passage above 
the Pole, and from this the hour-angle can be estimated at any 
time with sufficient nearness. Though the bearing is given for 
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latitude 60’, it is not advisable to employ it to the northward of 
latitude 45°, owing to the probability of errors of observation 
arising from so high an altitude. There are plenty of other stars 
to be had, and some of them brighter. 

Excepting Polaris, allusion has only as yet been made to those 
stars whose declinations range between 23° N. and 23° §., the 
limits of Burdwood and Davis; but to confine the navigator to 
these alone would be to deprive him of the aid of some of the 
brighest stars in the heavens. This brings us to 


LECKY’S GENERAL UTILITY A B C and D TABLES.” 


To start with, let it be quite understood that the writer does 
not claim to have originated the principle of these Tables ; that 
question is minutely disposed of in the preface to the present 
edition. They merely bear his name to assist in distinguishing 
them from those with alphabetical prefixes published by other 
people. Reference to the preface will shew what he does claim. 
The use of the writer’s Tables is explained in Part II., chapter 
IX. ; here it is enough to say that, by their aid, the azimuth of 
sun, moon, planet, or star can be taken out almost as quickly as 
from Burdwood or Davis, with this great advantage, that there 
is no restriction of hour-angle, nor practically of declination. 

To shew the conciseness of the method as well as its accuracy, 
the true bearing of the moon (Ex. 2) is worked out afresh by 
the A BC Tables. Data as before. 

Table A + °204 
sate ome nara POL 


, .C. + 013-= S..893° W. 


Surely this method is simple enough, and concise enough, to 
please anybody!! The latitude, declination, and hour-angle 
being given, a reasonably smart man can work the azimuth in w 
few seconds under a minute. In the case of ultra-zodiacal stars 
it is not necessary to know the declination, as they are specially 
provided for in the lower portion of Table B. 

It is important to know that when their declination exceeds 
the observer's latitude, stars are more than ordinarily useful 
for azimuths if observed at their nearest approach to the Prime 
Vertical t+ Their change of bearing is then exceedingly slow 
sometimes not 0}° in an hour—and the advantage is obvious. 


* Now greatly extended and published separately. 
+ Sin Az. = Sec. Lat. x cos. declin. 
Sin Alt. = Sin. Lat. x cosec. decl. 
Cos. Hour-angle = tan. Lat. x cotan. declin. ; vide page 468. 
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a 


DEVIATION BY THE PELORWUS. 


To revert to the Pelorus. The following is the method to be 
pursued to find by it the deviation of the compass on any course 
which is being steered at the time :—Work up position by dead 
reckoning from last observation; prick this off on the Varwation 
chart, and note corresponding variation; correct this for the 
annual change by the chartlet at the north side of the sheet; set 
your watch to Apparent Time at Ship as already instructed ; 
suppose it to be about 2 P.M. Then, to allow yourself sufficient 
time, ascertain the sun’s true bearing a quarter of an hour or so 
in advance, say for every four minutes between 2°16 and 2°24 
pM. Apply the variation taken from the chart in order to con- 
vert the true bearings into correct magnetic ones; write these 
latter with corresponding times down on a slip of paper, and you 
are ready to begin when the time comes. 

We will suppose there are several compasses in the ship (5 is 
not an uncommon number), and that you wish to ascertain the 
deviation of each by simultaneous observations. Of course you 
are provided with a whistle. Station a ‘hand’ by each compass, 
with instructions to note the exact direction of the ship’s head 
when he hears the whistle.* 

The Pelorus being in its stand, unclamp the card, so that it may 
be free to revolve on its axis; set the sight vane to the sun’s “ cor- 
rect magnetic” bearing, corresponding to the Apparent Time by 
watch, and secure it firmly to the card by the large milled-headed 
screw on top. Tell your assistants to “look out,’ and the ship 
being nicely steadied on her course, move the card, with sight 
vanes attached, to the right or left till you see the sun’s image 
reflected in the speculum and bisected by the thread; then whistle, 
and continue to do so, say for half a minute—so long as the sun 
is cut by the thread (of course it is understood that the card is 
not to be again moved after the first whistle). Now note the 
reading of the card opposite the lubber-line, and this will be the 
actual “correct magnetic” direction of the ship’s head at the time 
the signal was made. The compasses, if free from error, will in- 
dicate the same thing. Should they not do so, the difference be- 
tween the ship’s head by Pelorus and the ship’s head by compass 
will be the deviation of that particular compass on that particular 
course. The rule to determine its name is this :— 


* An officer without a whistle is like a sailor without a knife, and every one knows what 
the latter is like. 
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If the “correct magnetic course” be to the left of the “ compass 
course’ (looking outwards from the centre of the card), the devia- 
tion is westerly, but should it be to the right of the “compass 
course,” the deviation is easterly. 

Westerly deviation throws a ship to the left of her course, and 
Easterly deviation throws her to the right. Exactly the same 
effect is produced by varzation of the compass, and in this respect 
the two are similar. 

One of the first things done by a lad going to sea is to learn 
how to “box the compass ;” but the old sailor’s method of doing 
this in points, $ points, and 4 points, will soon be obsolete. The 
student of to-day, who takes a pride in his profession, will learn 
how to “box the compass” in degrees—that is to say, he will 
learn to tell off-hand how many degrees correspond to any given 
compass course reckoned in points or parts of a point. It should 
not take longer than an hour to master this important matter. 

To set a course by Pelorus, the operation is very similar to that 
described above. Proceed as before, except that this time the 
card is to be clamped not only to the sight vanes, corresponding 
to the sun’s bearing at the appointed time, but also to the lubber’s 
point at the correct magnetic course you wish to steer; thus, both 
the card and the sight vanes will be immovable. Under these 
circumstances you must starboard or port the helm until the 
thread bisects the sun’s image in the speculum; when carefully 
steadied in this direction, whistle as a signal to the helmsman and 
those looking out for the other compasses, that the vessel is on 
her course, and to “keep her steady as she goes.” 

Among the many advantages this instrument possesses, it 
enables the deviation of any number of compasses to be found by 
one observation, and this deviation is quite independent of the 
error due to any possible displacement of the lubber-lines. 

The principle of the Pelorus is merely this, that it measures the 
horizontal angle between the sun (or other object) and the shup’s 
head. | 

Under certain simple conditions the unassisted eye can do the 
same thing, only somewhat less accurately. For example, at the 
instant of noon to an observer in the English Channel, the sun 
bears South (true). If now, the vessel 1s so manceuvred by her 
helm as to bring the sun on the port beam—say on a line with 
the bridge handrail, or the forward or after side of a deck-house, 
hatch-coaming, or skylight—it is certain that her head must be 
West (true): if the helm should be ported so as to bring the sun 
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dead aft in a line with the masts, the ship’s head must be North 
(true): if the helm be still ported so as to bring the sun on the 
starboard beam, the ship’s head must be East (true): and lastly, 
if the sun be brought right ahead, the course must be South 
(true). In this way, in a small craft, the errors of the compasses 
might be approximately determined on the four points named. 

In a ship there are many things which give true fore-and-aft 
lines, as well as thwartship ones, but the entermediate angles are 
wanting. ‘The Pelorus supplies this deficiency, as it enables us to 
measure any angle between the beam and the fore-and-aft line: 
and this is the view which must be taken of it. You must divest 
yourself of the inclination to consider it a compass; to repeat, 
it is merely an instrument for measuring the horizontal angle 
between any object and the ship’s head. Dumb cards without 
gimbals give incorrect—sometimes very incorrect—results, and 
should on no account be employed. 

There are a number of instruments now before the public which 
profess to be “Compass correctors.” It is not proposed to discuss 
their relative merits; but presuming them to be right in principle, 
which in some cases is open to question, it would be better if 
they were termed “Compass cowrse correctors,” or “Deviation 
detectors,” as the former name is quite inapplicable. These 
instruments are mostly complicated; and if by any chance they 
get a knock or a fall, it would be difficult to re-adjust them. 
Whereas the construction of the Pelorus, while correct in prin- 
ciple, is so extremely simple in detail, that any sea-going engineer, 
or a handy carpenter, could “put it to rights” without much 
trouble. The Pelorus must not, from the similarity of names, be 
eonfounded with another invention, known as the Palinurus—so 
called after a famous old Greek pilot—nor with the Polaris, both 
of which are totally different instruments. The Pelorus will be 
again referred to when “Compass adjustment” comes to be 
treated on. | 


CHAPTER XI. 


THE STATION POINTER, 


This is an instrument that, until the publication of “ Wrinkles,” 
very few men in the merchant service were acquainted with even 
by name, and in the Navy it was seldom used, except by officers 
of the surveying branch. When the great practical value of the 
instrument is considered, this statement seems almost incon- 
ceivable. It is now (1893) supplied to all the ships of the Navy, 
and is becoming quite popular in the better class of merchant 
vessels. Of the many methods for ascertaining a ship’s position 
when in sight of a properly surveyed coast, none can in any way 
compare for ease and precision with that in which the Station 
Pointer figures as the chief assistant of the Sextant. So very 
important an instrument deserves quite a long chapter, but it is 
easy reading to the end, and quite in keeping with a pipe or 
Manilla cheroot, so light up and settle down to it comfortably. 

The Station Pointer is composed of a graduated circle of brass, 
having one fixed and two movable arms radiating from its 
centre. The movable arms turn in one plane round this centre, 
which is common to both, and where they pass outward under the 
circle have verniers attached, so that the angle either of them 
makes with the fixed leg, which lies between them and constitutes 
the zero point of the circle, can be readily measured. They are 
made of different sizes, and more or less perfect in detail. All 
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of them have clamping screws to set the movable legs to any 
required angle, and some, like a sextant, are fitted with tangent 
screws and reading microscopes. It is an exceedingly simple 
instrument to understand, and has no special adjustments or 
delicate mechanism to get out of order. 

Of course, like everything else, the Station Pointer must be 
used a few times before actual expertness can be hoped for. As 
before stated, its use when employed in connection with the 
sextant is to fix a ship’s position on the chart by means of two 
horizontal angles subtended by three well-defined objects—such 
as towers, lighthouses, churches, windmills, islets, capes, points, 
mountain peaks, hills, or other marks which may be found on the 
chart and duly recognised. 

Every aspiring officer should be equally as quick with the 
sextant in observing horizontal angles as he generally is in 
observing vertical ones—the sun’s altitude, for instance. Strange 
to say, this is not the case. The majority of officers seem to be 
under the impression that the sextant can only be held in an up- 
and-down position, and never dream that it can just as easily be 
used on its flat to take horizontal angles. Clearly such men have 
never taken a “lunar distance,” or they would know better. A 
sextant is useful to measure any kind of angle, whether hori- 
zontal, oblique, or vertical. It should unquestionably be a part 
of an officer’s education to learn to handle his sextant so as to 
observe as readily and as accurately one way as the other; and 
to this end, therefore, during spare half-hours in harbour, or 
when sailing along a coast, let a couple or more officers take their 
sextants on deck and measure svmultaneous horizontal angles, 
until by the agreement of results it is known that proficiency is 
attained. 

In taking a horizontal angle between two objects, stand erect 
and perfectly at ease, poise the sextant lightly in the right hand, 
with its face up, and level with the eye, do not cant the head to 
one side, nor bend forward—it looks awkward, and is unnecessary 
—and with the left hand advance the index-bar along the arc till 
contact is roughly established, then clamp and perfect the contact 
with the slow motion screw. 

To secure distinct vision, it is advisable always to look direct 
at the fainter object of the two, and reflect the brighter one to it. 
Consequently, whenever it happens that the fainter gbject is to 
the right hand, it may be necessary to hold the sextant face down. 
There is absolutely no difficulty about this matter that cannot be 
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overcome by a very moderate amount of practice, and, in after 
years, the knowledge may prove of incalculable value. 

To exemplify the use of the Station-Pointer, let us imagine a 
vessel sailing along a weather shore beset with off-lying dangers, 
and desirous of hugging the coast to keep in smooth water, and 
gain her port,—say Holyhead, coming from Liverpool. 

Let the reader refer to Admiralty Chart 1170®. 

As soon as Point Lynas is passed, the captain will naturally 
get anxious about those bugbears to navigation, “the Coal” and 
“Ethel” rocks. It is true they are buoyed, but strong running 
tides, gales of wind and heavy seas, are apt to drag the buoys 
from their proper positions, and so lure to disaster, as in the case 
(some years ago) of the 8.8. “State of Louisiana” and the Hunter 
rock buoy, off Larne, on the Irish Coast. Besides, the compasses 
may be swinging so as to make bearings inaccurate. Possibly the 
vessel may be an iron one, and the deviation uncertain, or some 
obstacles may be in the way of the object of which you wish to 
get the bearing. Whatever difficulty may present itself in getting 
an accurate “fix” by the usual methods, none at all exists with 
the Sextant and Station-Pointer. 

Select three objects on shore which you know are laid down on 
the chart; for instance, Point Lynas Lighthouse, the East Mouse, 
and the Middle Mouse. Let an assistant measure with his sextant 
the horizontal angle between the first two, whilst you at the same 
moment measure the angle between the East and Middle Mouse, 
noting the time by watch for sake of reference. Having read off 
the sextants, take the Station-Pointer, and holding the legs from 
you, open out the left-hand one and set it to the left-hand angle, 
between Point Lynas and the East Mouse. In like manner set 
the right-hand leg to the right-hand angle, between the East and 
Middle Mouse. Lay the instrument down on the chart, so that 
the feather-edge of the centre leg may pass over the East Mouse, 
whilst the others pass respectively over Lynas and the West 
Mouse; thus, 
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The centre of the instrument will then represent the exact 
position of the ship, and it may be pricked on the Chart through 
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the small hole for the purpose. The definite spots between which 
the angles are to be measured must be settled beforehand. In 
the case of a lighthouse there would be no difficulty, as the middle 
line of the tower, or of the lantern, would naturally present itself. 
For small islets or rocks it is usual to take the estimated centre, 
and, if close enough, to select a conspicuous rock or patch of 
colour to be used in common. In the case of larger islands, the 
right or left extremes at the water line are usually suitable ; but 
where the rise and fall of tide is considerable, be careful not to 
select gradually shelving points or spits, which at low water may 
shew half-a-mile or so outside of what they do at high water. A 
glance at the chart should enable you to avoid a blunder of this 
kind. 

As the vessel progresses Westward, fresh stations can be 
selected. For example, when abreast of the Middle Mouse, use 
it and Lynas for the left-hand angle, and the Skerries and 
Middle Mouse for the right-hand angle. As the “Coal” and 
“ Ethel” rocks are approached, watch till the Middle Mouse is in 
one with Lynas Lighthouse. When in transit, one angle between 
them and the beacon on the West Mouse will fix the ship’s 
position with great accuracy, and so on till the Skerries are 
rounded. 

Any one who takes the trouble mentally to follow this opera- 
tion as described above, will scarcely fail to see that it cannot. be 
surpassed for ease and dispatch. Indeed, if there should be two 
assistants as angle-takers, whilst the ‘chief’ manipulates the © 
Station-Pointer in the chart-room, the vessel’s position can be 
accurately laid down on the chart in from one to two minutes 
from the time the objects were pointed out between which the 
angles were to be taken. Any one doubtful has only to try to 
be convinced. 

To comprehend “the why and the wherefore” of this method, 
which by some is called “ The three-point problem,” and by others 
“The problem of the two circles,” it is necessary to consult Euclid, 
but only in a very quiet way.* The first thing to understand is 
that through uny three points, not in a straight line, a conplete 
circle can always be drawn, and but one ; (vide Euclid, IV. 5). 


* Properly speaking it is a problem of three circles, since it includes the important one 
passing through the two outer points and position of observer. This last circle is really 
the key to the whole position. In the figures only two are drawn, but the student would 
do well to take a tracing off then and describe the third circle for himself. 
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Fg. 1. 


Let A, B, and C represent the points through which the circle 
is to be traced. Draw lines joining AB and BC. 

Take any extent in the dividers greater than half the line BC; 
and with one foot in C describe a short arc at D and LF respec- 
tively; with the same radius, and one foot in B, describe two To gna centre 
other short ares, cutting the former in D and £; through D and a <ircle. 
E draw a straight line. In a similar manner from A and B, 
respectively, describe two short ares, cutting each other at # and 
G. Through / and G draw a straight line, which produced will 
meet the one through D and # at the point H. Then from H as 
a centre, at the distance of any one of the given points, as HB, 
describe a circle, and it will pass through the other points A and 
C as required. 

The student would do well to solve a few cases, until satisfied 
in his own mind that, no matter how the points may be placed 
with respect to each other, a circle can always be drawn that will 
pass through all three. ) 

2nd. Another geometrical peculiarity has to be considered and 
understood. 


Fig. 2. 
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Anywhere on the circumference of a circle, select two points, 
as A and B, and connect them with a straight line; this line is 
termed the chord of the are ADB. ADB is also one segment of 
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the circle, and AFB is another. Euclid (III. 21) tells us that 


from any point in the circumference on the same side as AJB, 
the points AB will subtend the same angle. (Thus the angle 
AGB (Fig. 2) contains precisely the same number of degrees as 
the angle APB). This being the case, it is evident that the cir- 
cumference A/'B is the measure of a constant angle, which is 
termed “the angle in the segment A/’B,” and an observer getting 
this angle must be somewhere on the circumference AFB, the size 
of which depends upon the angle observed. When the observed 
angle is acute, he is in the larger seqment, but in the smaller one 
when wt 1s obtuse. 

So far the work may not inaptly be compared to getting a 
“line of bearing”; but it is still necessary to fix the ship’s place 
on this line,—or, in other words, to cross this bearing with another, 
just in the same way as you would do with compass bearings, or 
as you might cut the known parallel of latitude on the chart with 
the North and South line of longitude, in order to definitely lay 
off the ship’s position. Latitude alone would not do so, nor would 
longitude; but the intersection of the one with the other indi- 
cates the precise position. For this purpose, therefore, let us 
imagine another circle somewhat similar to the foregoing. 


Fig. 8. 
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What has been said about the first, of course, holds good with 
this one also—namely, that from any point in the cirewmference 
BEC, the points BC will subtend the same angle, whatever that 
may happen to be, according to the size of the segment. Now, if 
the angle subtended by AB in Figure 2 were observed simul- 
taneously with the angle subtended by BC in Figure 3, the two 
lines of bearing will intersect each other, and give the place of 
the ship. 

To show this more clearly, let Figures 2 and 3 be joined 
together at the common point B. 
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Fig. 4. 


K 

Let A represent Point Lynas, B the East Mouse, C the Middle 
Mouse, and S the ship. Let the angle observed between Lynas 
and the East Mouse be 46°, and the angle observed between the 
Kast and Middle Mouse 70°; draw the circles to suit these angles, 

This is done by taking advantage of the fact that the angle at 
the centre of any circle is double the angle at the circumference 
on the same base.—(Huclid, III. 20.) We lay off, therefore, from 
both ends of the line whose subtended angle we have observed, 
the complement of that angle, or what it wants of 90°. The point 
where these lines meet is the centre of the circle, which is described 
with the distance from this centre to either end of the line, as 
radius. If the angle observed is more than 90°, the circle is 
described by laying off the number of degrees over 90°, on the 
opposite side of the line to that on which we know we are, and 
proceed as before. A much better way is described further on. 

Now, the angle between Lynas and the East Mouse having 
been observed as 46°, it follows from what has been said that the 
ship lies somewhere on the circumference of the one only segment 
(AFB) containing this angle which can possibly be drawn on the 
given base AB. ‘The position of the ship, therefore, is known to 
this extent, and half the difficulty is disposed of; but that is not 
sufficient. Now, by similar reasoning it can be shewn that the 
ship lies also on the circumference of the one only segment BKC, 
which with the angle 70° can be drawn on the other given base 
BC. She must therefore be at S, the only point which satisfies 
the double condition, and the only one from which we could have 
obtained these two angles at the same instant. 

In actual practice all this is done for us by the Station-Pointer, 
which gives the mechanical solution of the problem without 
the trouble of drawing the circles, but the explanation of the 
principle upon which it is based cannot fail but be interesting 
to the student. “Fry’s Fix,” yet to come, will make it still clearer. 

In order, however, that dependence may be placed in the ship’s 
position when ascertained by these means, it is necessary to be 
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familiar with the conditions under which the circles will make 
good cuts. The nearer they intersect at right angles the better, 
just in the same way that we try to select objects for compass 
cross bearings which have a difference of bearing of from seven 
to nine points. If the difference of bearing is small—say only 
20°—the point of intersection is so acute as to be very ill-defined, 
and any slight error in the bearings themselves may cause a very 
large one in the resulting position. If the following half-dozen 
rules are attended to, this need not be feared in ‘fixes’ with the 
Station-Pointer. 
1. The three objects may lie in the same straight line. 


2. The three objects may lie in a curve, with the convexity towards the 
observer,—that is to say, the middle object is to be the nearest. 


3. The three objects may be in a curve, concave to the observer, so long as 
the latter is either on or within a line joining the left and right hand 
objects. 
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4, The three objects may lie in a curve, concave to the observer, so long as 
the latter is well owts¢de the circle upon whose circumference the three 


objects are situated. In this case the ‘ fix’ will be good, notwithstanding 
the small angles. 
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5. If two of the objects be much nearer, as compared with the third, and seem, 
roughly speaking, about equidistant from, the observer, at whose position 
they subtend an angle ranging between 60° and 120°, whilst the angle 
between the third and middle point is comparatively small, the selection 
is a good one. 


frg. 9 


6. Two of the objects may be in transit with the observer. If this should be 
the case, one angle between them and the third is sufficient. This is the 
best and simplest ‘fix’ of all. The single angle should not be less than 
20°,* 
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* This can scarcely be included in the ‘‘ problem of the two circles,” but it is inserted 
here with the others for sake of convenience. 
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Fig. 10, 
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In this ease the ship’s position is fixed on the circumference of 
the segment ASB, by producing the line BC until it cuts it at S, 
If the observer were at any other part of the circumference, the 
points B and ( would not be in transit; and if he kept them in 
transit, and advanced inside of the circumference, the angle ASB 
would at once increase. If, on the other hand, he receded from 
the circle, whilst keeping B and C in transit, the angle ASB would 
as quickly diminish. In this problem, the circle, as before, gives 
one line of bearing, so to speak, and the points in transit give the 
other; the intersection of these two lines of bearing of course 
fixes the observer's position. 

In each of the six cases just given, the position of the observer 
will be fixed with greater accuracy than it possibly can be by 
compass bearings. On the other hand, it is necessary to guard 
against selecting objects lying in such relationship to each other, 
that a circle joining all three would also pass through or near the — 
place of the observer. In such a case the position is indeterminate, 
as may easily be shewn by construction. For example :— 
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Let S be the observer, and AB and BC the points subtending 
the angles ASB and BSC. From what has been said in previous 
pages, it is clear that the angle ASB will be found at any point 
in the segment ASC; and the same applies to the angle BSC. 
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(Moreover, there is no second circle to make a cut with the first). 
Consequently, to fix the observer’s position with the Station 
Pointer is impossible, though in this instance Compass cross- 
bearings of A and C would be splendid. The chances, however, 
are a thousand to one against the occurrence of such a case; 
but others may happen verging so closely upon it as practically 
to amount to the same thing. 

Where this sort of thing does happen, and the circles nearly 7o tell value 
coincide, it will be found that the centre of the Station-Pointer Cael 
may be moved about very considerably and the legs will still 
cover the three objects. On the other hand, the “fix” will be 
good in cases where a slight movement throws one or more of 
the points away from its own particular leg. 

However, a little experience will soon enable anyone by the eye 
alone to judge if the objects are ill-conditioned, when, of course, 
one of the proposed points must be rejected, and another sought 
for in a better situation. 

A seemingly objectionable case is when the middle point is 
near, and the other points both far off. Constructing the figure 
will in this case shew that the two circles will so nearly touch 
externally as to make the cut a very indefinite one. 
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Fig. 12. 
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But if the two outer points A C’' be connected, and a circle, with an angle of 
44° in the larger segment, be drawn to pass through them (see bottom of page 
141), its intersection with the first couple of circles gives an admirable fix. The 
character of the cut given by this additional circle may therefore be taken as 
a test of the reliability of the “fix.” In Fig. 11 all three circles coincide, and 
there is no cut whatever. The Station Pointer gives this third circle as well 
as the others. 

It must constantly be remembered, that in using the Station 
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Pointer, it does not follow that it will of itself reveal the objection- 
able cases here alluded to, in which the position is uncertain. For 
when a position is found on the chart by the legs of the instrument 
passing correctly over the three points, it may not occur to the 
operator that, by moving it about from place to place, several 
others may be found where the same effect will be produced, as 
haw hex AL 

Whether the position is laid down on the chart by the actual 
protraction of the angles and the circles, or, more readily, by the 
Station-Pointer, any ambiguity which would be shewn by the one 
method, really exists also in the other, and in the case of the 
Station-Pointer is all the more dangerous because it is not brought 
prominently into notice. Therefore, should you not be thoroughly 
at home in its use, it is advisable in important “ Fixes” either to 
take a compass bearing by way of check, or a third angle to a 
fourth point. Having plotted the position by the first couple of 
angles, either leg of the Station-Pointer can be set to the last 
angle, and the instrument replaced on the position already found. 
If the legs used cover the points last taken, there can be no 
mistake. 

The Station-Pointer, it will be seen, gives the mechanical solu- 
tion of this very interesting and useful problem: what has been 
said about it in these pages will be easily understood by the 
average reader; but should the “ Honours” men require to exer- 
cise their brains on something a trifle stiffer, they will find a 
simple analytical solution in the Appendix, where it is out of the 
way of their less mathematical brethren. 

The writer does not by any means congratulate himself upon 
selecting the case of a vessel passing round the Skerries as a good 
illustration of the value of the Station-Pointer. The north coast 
of Anglesea was chosen solely because that, while it sufficiently 
well served to shew how the instrument is used, it was probably 
also familiar ground to many of the readers of this book. 

There are many parts of the world much better adapted to dis- 
play the great value of the method wherein the Station-Pointer 
saves so much time and labour—the eastern entrance to Magellan 
Straits may be quoted as a good example. Before passing the 
First Narrows, the tide has a velocity of 8 to 9 knots at springs, 
and a rise and fall of 44 feet. Low and distant marks, the absence 
of buoys, a wide expanse of water, with intricate channels amid 
vast banks of sand, necessitate most careful navigation and cool 
judgment. Should the vessel be going with the tide, there is not 
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much time for consideration, and the most expeditious, as well as 
accurate method, is the one which finds favour with the man upon 
whose shoulders rests the responsibility. Under these circum- 
stances the Station-Pointer comes well to the front. 

Just notice the difference between it and the Compass. An 
angle is taken much more quickly, and very much more accurately, 
than a bearing. If the objects are distant, a trifling error in the 
bearing will materially affect the resulting position; while an 
error in the angle can scarcely amount to the tenth part of a 
degree. Again, when the courses are being altered pretty rapidly, 
to suit the windings of a channel, the deviation is continually 
changing with each fresh direction of the ship’s head ; and here, 
then, arises another element of uncertainty, to which may be 
added the possibility of applying the deviation the wrong way— 
a thing which may happen to the most clear-headed in moments 
of excitement and hurry. 

Further, at a most critical juncture, some obstacle may inter- 
vene between the Standard Compass and the object of which the 
bearing is required. Now, the Compass cannot be moved to any 
part of the ship, but the Sextant can—another very decided 
advantage. Moreover, as before stated, the Compass may be 
swinging one or more points with the motion of the ship, and 
this is sure to be the case crossing bars when there is any 
eyun. 

A compass cross-bearing cannot very well be taken by two men 
at the same time. It is one man’s work only, and whilst taking 
the second bearing he has to recollect the first, and afterwards both 
of them, till they are finally laid-off on the chart. In the meantime 
the ship is speeding on. With the Station-Pointer method, three 
men (captain and two officers) can work together, and the angles 
are taken simultaneously. Let the officers take the angles, whilst 
the captain stands—Station-Pointer in hand—with the chart 
spread out on the table before him. As the angles are read off, 
they are put upon the Station-Pointer, popped down on the chart, 
and in an instant the ship’s position is found to a nicety. 

Where two objects can be got in transit, only one angle is 
necessary, and, consequently, only one assistant. These cases 
should be specially looked for and utilized. 

To avoid bungling, get into the habit of always working on an 
established system. There is nothing like method. For example, 
one officer should be told off for left-hand angles, and another for 
right-hand angles, and no chopping or changing permitted. Let 
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them also stand side by side in their proper relative positions, so 
that they need not observe across each other, and that the mind 
may be trained to a sense of order. 

When giving in the figures for the Station-Pointer, they should 
speak briefly, distinctly, and one at a time, thus :—“ Left-hand 
angle 64° 15’,” and when the instrument is set to this—and not 
before—* Right-hand angle 43° 22.” This saves confusion. 

It may, however, sometimes happen that the Navigator will 
have no assistants, and so be compelled to do the whole thing 
himself. In this case it is a first-rate dodge to have two flat 
pieces of brass fitted to slide along the are of the sextant and 
clamp to it at any given part. Place one in front of, and the 
other in rear of the vernier, so that the latter can be made to 
butt against either, according to circumstances. We may give 
these two brass outriders the name of ‘stops.’ 

To use them, proceed after this fashion:—We will suppose a 
case where one angle is markedly larger than the other, and 
getting larger all the time as the vessel sails on, and that you 
resolve to take it first. Dispense altogether, therefore, with the 
‘stop’ in rear of the vernier, by clamping it at the extreme zero 
end of the are, where it will be out of the way. Then, unclamp- 
ing the leading ‘stop,’ bring it into contact with the vernier, and 
with the two pressed together between the left thumb and fore- 
finger, and the sextant at the eye—slide them along the are 
until the observed objects overlap just a trifle, then quickly 
clamp the ‘stop, keep the vernier firmly pressed against it, and 
when exact coincidence is established between the marks selected 
by the angle getting larger, immediately release the vernier, take 
the smaller angle and clamp securely—you need not lose ten 
seconds in doing it, unless you are very buttery-fingered indeed. 

Now read off the last angle, and at once transfer it to the 
Station-Pointer, then unclamp the vernier and slide it forward 
against the ‘stop, which until now has been keeping guard over 
the first angle until you were at liberty to read it off. By this 
little stratagem it 1s possible for an adroit observer to measure 
two angles almost simultaneously. 


Of course, if it were desirable to get the smaller angle first, you 
would have to employ the rear stop belonging to the zero end of 
the arc, and consign the other to the far end of the instrument. 
Very little practice is required to handle the ‘stops’ with expert- 
ness, and the Navigator will soon find out for himself that they 
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are uncommonly handy not only for this, but for various other 
observations.* 

The master of a fair-sized vessel, in any trade, ought to have 
no difficulty in training his officers to measure sextant angles 
correctly ; that is, if they are worth their salt as officers. The 
law recognises (vide many recent decisions) that the master is 
entitled to expect intelligent assistance in Navigation from his 
certificated officers, and there is no lack of cases where the court 
has “dropped upon” officers who have failed in this respect. 
Most large companies embody this principle in their printed 
regulations. 

To be unable to do such an extremely simple thing as measure 
a sextant angle, is not only discreditable to the individual, but a 
reflection upon the profession at large. 

Cases do occur, however, and he should be prepared for them, 
where the master is thrown upon his own resources in this respect. 
If he does not like the method of “stops” last described, he can 
for a very few pounds provide himself with a “ Double sextant,” 
which enables one person to take two adjacent angles symulta- 
neously. This last in italics is an absolutely essential condition 
of the method of ‘fixing by angles, and accordingly great stress 
is laid upon it. 

Some of those who have not investigated the problem mathe- 
matically, or are unable to do so, appear to think that because a 
certain small interval necessarily elapses in taking c7oss-bearings, 
there is no harm in a similar interval when fixing by angles alone. 
This is a serious mistake. The two methods—although in these 
pages a parallel is drawn between them for instruction purposes 
—have no connection in fact. The one is simple, the other is 
complex. In the case of cross-bearings two lanes of direction are 
obtained (no matter how) by the angular measurement of each 
from a given fixed line known as the merzdzan, which line is 
common to both: but in the case of angles to objects there is no 
line of direction ; each is the measure of an independent fixed 
line (the base), and the ever-varying relations of these latter to 
each other and to the observer may be such, that a comparatively 
small error in one or both of the observed angles will cause a 
displacement of the ship’s position out of all proportion to the 


* Potter, of the Poultry, London, fits sextants in this manner. It is a patent of the 
late Capt. Davis, R.N. In connection with it there is a micrometer tangent-screw which 
is used for a totally different purpose, but doubtless Mr. Potter would supply either or 
both as might be required. 
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amount of such error. Figure 11, on page 146, shews that though 
the points A and C could hardly be better situated for fixing the 
ship by cross-bearings, yet angles between AB and BC would 
be utterly useless. They would merely locate her anywhere on 
the circumference ASO, which might have an extent of many 
miles. 

Therefore, any instrument which does not fulfil the condition 
of simultaneity should on no account be trusted. It would 
probably result in bringing the method of ‘fixing by angles’ into 
disrepute, which would be little short of a calamity. 

A special form of instrument, eminently suited to the method 
under consideration, was invented many years ago by the late 
Lieut. Constantin Pott, R.N. Not only does it permit of observing 
two angles simultaneously, but enables them at once to be plotted 
on the chart. It is known as the Double-reflecting Goniograph, 
and is in all respects a Double Sextant and Station-Pointer com- 
bined. The Goniograph zs held im the hand like an ordinary 
sextant, and as soon as the angles are taken, the handle is un- 
screwed and the instrument put down on the chart, where it is 
manipulated exactly as a Station-Pointer would be. This is an 
instrument of precision, and now that “fixing by angles” is 
becoming popular, is sure to be unearthed and resume its place 
among the instruments of navigation. 
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THE GONIOGRAPH. 


It should be remembered, also, that instruments which may be 
excellent for use on shore, where the angles can be leisurely Applicability 
observed without any of the disturbing influences incidental to of instruments. 
the problem at sea, are probably totally unsuited to the wants of 
the navigator. For example, most men at one time or another 
have seen a Theodolite mounted on its tripod: the writer has a 
beauty—a 6-inch ‘transit ’—made for him by Cary, of the Strand. 
With this instrument set up on shore, the observer’s position can 
be fixed by two suitable angles with the most absolute precision : 
in fact, it is the surveyor’s mainstay; but for all that, no one in 
his senses would dream of using it on the unstable and ever- 
varying deck of a vessel in rapid motion in a rough seaway; the 
idea would be absurd. J¢ could not do it, you might as well try 
to jump over the moon. The plain English of this is that instru- 
ments in every way effective in certain situations will be worse 
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than useless in others. Any angle-measuring instrument for use 
afloat (the -compass excepted) must be held in the hand, and em- 
body the principle of reflection in some form or another. The 
Theodolite cannot be held in the hand, and does not embody any 
principle of reflection, and is therefore of no value whatever for 
use at sea. 

Deck-houses are a modern institution, so also is the bridge 
“Dodger.” It will astonish some officers to learn that thirty 
years ago the latter was almost unknown. Now, the weather 
must be wild indeed, if sextant, double-sextant, or goniograph 
angles cannot be accurately observed under the lee of some shelter. 
The writer at such times was in the habit of observing comfort- 
ably (why not ?) from inside the doorway of his own room, and 
when an assistant was necessary, the latter planted himself 
inside the adjacent wheelhouse door. The bunk held the 
Sextant whilst the Station-Pointer was doing its share. 

‘* Where there’s a will there’s a way.” 

In going through intricate channels, it is usual in steamers 
to have a chart-table on the bridge, well sheltered under the 
weather-cloth. This impromptu chart-room is used at such times 
in preference to the regular one, which perhaps is inconveniently 
situated, and would necessitate constant running up and down 
the bridge ladder. 

The Bosphorus, Dardanelles, Grecian Archipelago, Gulf of Suez, 
Red Sea, Gulf of Aden, and a thousand other places, might be 
mentioned where the Station-Pointer would be found extremely 
useful, Those who have tried it, within the knowledge of the 
writer, have invariably spoken in its praise, and wondered how 
they were ever able to get along without it. 

It may be noted here that if the points used to fix by are not 
correctly placed on the chart, the Station-Pointer will not indicate 
anything wrong unless a third or “check angle” be taken and 
plotted. In case of non-agreement, it is certain that something is 
adrift. Be careful, therefore, not to use the Station-Pointer unless 
your chart is the outcome of a regular trigonometrical survey by 
competent persons. On an Admiralty sheet this information is 
always given. 

Where the accuracy of the chart is dowbtful, it is better to stick 
to the compass. 

Tracing-paper, on which a graduated circle has been printed, 
is at times an excellent substitute for the Station-Pointer, and 
in some cases preferable to the instrument itself. When, for 
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example, the objects used for the angles are very near the observer, 
they will come within the brass circle of the Station-Pointer, and 
be more or less hidden by it. Plain tracing-paper may also be 


placed over a circle graduated on card-board, and the required . 


pair of angles ruled in. These card-board circles can be procured 
from or through any optician. They are 10 inches in diameter, 
and divided to quarter degrees. This admits of angles being laid 
off by estimation to the eighth part of a degree, or even less. 
Windy days, however, do not suit tracing-paper when used on 
the bridge. Cust’s Station-Pointer (sold by Cary) is useful in 
such a quandary: it is merely a celluloid (xylonite) protractor of 
special design, and, like the Radiograph, described further on, the 
angles can be ruled on it. The price is 5s. 6d. 

The right leg of a Station-Pointer does not shut close home, 
owing to mechanical difficulties, so it may happen that the angle 
observed on the right is smaller than its leg will close to. This 
appears to be a “Fix” with a vengeance, but a former Hydro- 
grapher—the late Captain Sir Frederick Evans, R.N.—was good 
enough to explain to the writer a dodge by which even this 
could be circumvented. Set the left leg to the small angle, and 
consider it pro. tem. as the fixed centre leg: then bring the right 
leg clean round the circle until its index stands at the sum of the 
two observed angles, when, of course, it will be doing duty as the 
left leg. | 

By a system of under-cutting, the right lez is now made to 
close to 3°, so it will no longer be necessary to resort to the above 
‘wrinkle.’ | 

A Station-Pointer with a circle six inches in diameter, and 
12-inch legs in the clear, is a handy size for navigating use on 
board ship. Lengthening bars 9 inches long ought to be supplied 
in the case. By attaching these to the extremity of the legs, an 
increased range is obtainable when necessary. For navigating 
purposes it is sufficient that the circle be divided to quarter 
degrees: this permits of reading by estimation to 7’. The divi- 
sions should be strongly marked on brass, for convenience of 
rapid setting in bad lights, and no vernier or tangent screw is 
required. When not too finely cut, a man with fairly good eyes 
can set his instrument quite correctly without the aid of the 
small magnifying glass which is always to be found in the case, 
This is an advantage not to be sneezed at. Such an instrument, 
in mahogany case complete, costs £3 to £4. 

To acquire the knack of getting the Station-Pointer legs to 
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cover their respective points quickly, is not difficult. First place 
the bevelled edge of the central leg on the middle object of the 
three, keeping it on this point as a sort of pivot; then move the 
body of the instrument to the right or left, and slide it to and fro 
on the paper till the other two points are also in contact with the 
bevelled edges of their respective legs. The nick at the centre of 
the instrument will then represent the sought for position of the 
observer. 

In handling a Station-Pointer, it should never be lifted by the 
legs for fear of bending them. 

There is no doubt but that the Station-Pointer would more 
frequently be found in the possession of masters were the cost 
less, for it is only very recently that it has come down to the 
figure quoted above. Messrs. Hughes & Son, of 59 Fenchurch 
Street, London, recognising this, brought out a few years ago 
quite a handy makeshift, called the Radiograph, at a cost of 
8s. 6d. It also serves as a transparent protractor for laying off 
courses, bearings, &c. It certainly is a capital little instrument 
for the money, and to use it for six months or so as a preliminary 
to investing in the more perfect Station-Pointer, would give good 
practice at small expense. Of course great accuracy must not be 
expected, as the Radiograph is only divided to single degrees. 
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Messrs. Hughes have also brought out what they consider a 
suitable companion to the present simple form of Station-Pointer. 
Tt is termed an “ Angle-Seatant,’ and is shown on preceding 
page. It is designed and intended solely for use in taking shore 
angles, boat survey work, and keeping station in fleet. It can 
be set and read off instantaneously to 4 of a degree without 
the use of tangent-screw, clamp, vernier, or magnifying glass ; 
can be placed about the deck, ‘thwarts, or elsewhere, without 
much fear of damage. 

It consists of two circular metal plates, 54 inches in diameter. 
These are framed together, and between them are mounted the 
Index and Horizon Glasses. The former, 1? x 1} inches, has fixed 


Description. 


to it a pinion wheel which gears into a smaller one on the index | 


arm. These wheels being made 6 to 1, give a slow-steady motion 
to the index glass when the index arm is moved by hand. The 
circle is divided into 120°, each of which is subdivided to 
quarter degrees, and can be read to half that at a glance. 
The telescope has a clear aperture of an inch, and slides in 
out of the way when not in use. The wooden handle under- 
neath unscrews, and the whole affair goes into a sling leather 
case. The price is about £410s. Its advantages for the work 
specified, as compared with the sextant, are cheapness, less 
liability to injury, larger field of view, and quicker reading, It 
will be noticed that the Angle-Sextant and the Station-Pointer 
are both divided to quarter degrees, and so one is on all fours 
with the other. It comes to this, that, for the modest sum of 
£7 10s., one can have a most complete position-finding equipment. 

The writer is indebted to Captain Alfred Fry, of Liverpool, for 
several “ tips,’ and the following is by no means one of the least 
useful. The modern conjuror does the trick first, and not 
unfrequently tells you “How it is done” afterwards. Perhaps 
this will be the best way to tackle Captain Fry’s very neat and 
practical solution of the “three-point problem.” He truly re- 
marks, in an article in the August number for 1892 of the 
M. M. 8. A. Reporter, from which, by permission, the substance 
of this is derived, that though well-to-do masters, who take pride 
in their profession, will doubtless provide themselves with a 
Station-Pointer, there are others less lucky who, when con- 
sidering “ ways and means,” have to study—not what they would 
like to have, but what they can manage to do without. For this 
class “Fry’s Fix,” as the writer has dubbed it, will come in 
handy. 
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Fig. 13. 


Navigational 
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As shewn in Figure 13, there are three landmarks on the chart 
suitable for the purpose in view,—a tree, a church, and a wind- 
mill, all conspicuously visible from the offing. 

From A to B the distance is 5 miles; and from B to C it is 7°4 
miles. By simultaneous observations on board, the sextant 
angle between A and B is 34°; and between B and C it is 48°. 

Required to fix the ship’s position quickly and accurately, 
there being no Station-Pointer available. 

The trick is to be done without “apparatus” of any kind, if 
we except the very homely pencil and dividers; one leg of the 
latter must have a pencil-point. Of course no right-minded man 
goes to sea in command without a case of drawing implements: 
they can be had now absolutely from forty pence to forty pounds, 
so there is no excuse. N.B.—Those at forty pence are not recom- 
mended. Go one better, say shillings. 

Like many other apparently difficult feats, this one of Fry’s 
is the very essence of simplicity—in fact ga eh easy—when 
you know how. 
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Open the familiar Traverse Tables at one of the observed 
angles, say 34° as a Course; with half the distance (25) between 
A and B as Departure, the corresponding Distance is 45. With 
this distance in the dividers, and from A and B in succession, 
sweep small ares intersecting at D. Then from D, and without 
altering the setting of the dividers, sweep another arc in the 
direction of S—making it big enough this time to include the 
estimated position of the ship. Half the trick is now done, and 
very little sleight of hand required. ‘The second half is merely a 
repetition, using its own figures, thus :— 

Open the Traverse Tables at the other observed angle (48°) as 
a Course, then with half the distance (3"7) between B and C as 
Departure, the corresponding Distance is 5 miles. With this in 
the dividers, and from 6 and C in succession, sweep small arcs 
intersecting at #. From 4, and without altering the setting of 
the dividers, sweep an intersection at S, which will be the place 
of the ship. * 

All this can be done in very much less time than it takes to 
describe it. A well regulated Epitome opens naturally at the 
Traverse Tables; and a well regulated Navigator never makes 
the mistake of taking the departure from the latitude column, 
through mooning at wrong times about “'The girl he left behind 
him,” or about the one he hopes soon to see. Now, for 


“HOW IT IS DONE.” 


It will be sufficient to take one half of the problem, and as there 
is no room for the diagram on this side of the page, we must 
just turn over. 


* For the analytical solution see Appendix D, but note that the shape of the diagram 
and its lettering are different. The ship’s distance from the tree is 8°86 miles ; from the 
church it is just 8 miles ; and from the windmill 9°76 miles. In all probability, however, 
the navigator is only anxious to fix the position of his ship on the chart, and is not con- 
cerned with the distance of the observed objects. (N.B.—Please pass over the fact that, 
to be seen so far, the marks must be pretty big ones, especially the tree. The given 
angles and distances were assumed as good enough for theoretical exposition. ) 
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The continuous lines of Figure 14 will be recognised as the 
left-hand portion of the previous one; but the dotted lines con- 
tain the Key to the puzzle. In subsequent figures the circles are 
omitted to save confusion, though when the student is construct- 
ing figures by way of exercise, they should be drawn in full. 

The whole and sole aim of this business is to discover a means 
of drawing a circle which shall pass through the tree, the church, 
and the ship. Only one circle can be made to do this, and the 
size of that circle will depend upon the observed angle—in this 
case 34°. But you cannot draw such a circle without knowing 
where to locate its centre. In the illustrations the letters ABC 
represent the shore objects; D and # respectively represent the 
centre of each circle ; and S stands for ship. 

Remember—for upon this it all hinges—that Euclid says “ The 
angle at the centre of a circle is double of the angle at the circwm- 
ference upon the same base.” But though allusion is made to 
angles, there is no intention of invoking the aid of any angle- 


TO DEEP-SEA NAVIGATION. 161 


measuring instrument. The beauty of the solution is that nothing 
out of the common is required: in a sense, it may almost be said 
to be non-mathematical, and yet accuracy is assured. 

Since the angle subtended at S by the base AB is 34°, the 
angle at the centre D, subtended by the same base, must be 68°. 

Also, the dotted lines DA and DB, being radii of the circle, must 
be equal, and therefore ABD is an isosceles triangle of which the 
base is the line between the tree and the church. If from Da 
perpendicular be let fall upon this line, it will divide it and its 
opposite angle equally. 

The isosceles triangle will then become two right-angled 
triangles, in both of which one side (representing Departure) is 
known to be 25, and its opposite angle is known to be half of 
68°; or, in other words, it is 34°, the amount of the observed 
angle. 

With these data the Traverse Tables give the Distance BD as 
4’°5. It will be remembered that this is the radius which was 
used to sweep short arcs from A and B respectively, their inter- 
section at D giving the centre of the circle passing through the 
tree and the church, and upon some part of which the ship will 
be found ; the exact spot will depend upon where the other circle 
cuts it. One seems to hear the reader say, Is that all? Yes, 
that is all !! 

To work out the other half of the figure would be to go over 
precisely the same ground, and it is to be hoped the student can 
now do it for himself: if not, Figures 15, 16, and 17 will help 
him. 

It may and probably will happen in practice that the base-line 
is not a whole number, and that dividing it fairly may mean two 
decimals : for example, let the distance between A and B be taken 
as 5°3; when this is divided it becomes 2°65. Open Raper at 
34° (page 499), and in the Departure column will be found 265”0, 
and against it in the Distance column is 474’. Now, in each case 
shift the decimal point two places to the left and you get what 
you want, namely 2"65 and 4°74, or 4¢ miles. Raper is particu- 
larly handy in this respect, being the only Epitome where the 
distance in the Traverse Tables runs up to 600’... In Norie it stops 
at 300. To those who know the many uses to which such Tables 
can be put, the advantage is immense. 

In this problem the observed angle which produces the best 
results is 45°, because the centre angle will then be 90°, and the 
centre of the circle found by the intersection of the radii is clear 
and unmistakable. 
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The sum of the angles in a triangle equals 180°, therefore, if 
the observed angle be 30° the centre angle must be 60°, and the 
resulting triangle would be equilateral, for three times 60° are 
180°. In this case the Traverse Tables are not needed. One has 
only to take the whole distance between the objects as radius, and 
with two strokes of the dividers find the centre of the circle. It 
is quite possible to wait for such cases at sea, as the angles be- 
tween objects are all the time either increasing or diminishing. 
This and the preceding are combined in Figure 15, and speak for 
themselves. 
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Fig. 15. 


Euclid tells us that “the angle in a semicircle is a right angle” 
(III. 31). Therefore, if the observed angle be 90°, the line joining 
the objects must necessarily be the diameter of the circle, and, as 
such, will have 180° of the circle on each side of it. Now a line 
crossing a circle cannot be a diameter wnless it passes through 
the centre of the circle. It follows that, in the case under notice, 
the centre is found “right off” without having to sweep for it. 
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It is of course midway on the line joining the objects; so from 
this point, with the distance to either object as radius, the are for 
the ship’s position can at once be struck. 

So far the observed angle has always been acute, but, as a final 
possibility, it may exceed 90°, in which case (Euclid IV. 5) the 
centre of the circle would be found in the large segment on the 
landward side of the line joining the objects. Imagine the ob- 
served angle to be 120°, then the Traverse Tables would have to 
be entered with its supplement, which is 60°.. The short inter- 
secting arcs to find the centre would have to be struck imshore of 
the objects, but the are for the ship’s position must be struck 
from thence to seaward of the objects. In a case of this kind, 
the angle at the centre is the same as the observed angle. A 
combination of the two last is shewn in the next Figure. 
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There is just one more feature to call attention to before dealing 
with the concluding point of “Fry’s Fix.” Owing to the three 
objects having hitherto been drawn with their concave side to 
the observer, as if the ship were entering a bay, the centre of 
each circle has always lain within the observed angle: but the 
following figure—which might be taken as representing a ship 
rounding a point—will shew that, with opposite conditions, the 
centres will lie outside the observed angles. In fact, as may be 
seen, the centre is always to be found square off from its own 
base, whether inside or outside. 


Fig. 17. 


The following is an alternative plan, which possibly some might 
prefer. The writer would for one. Instead of consulting the 
Traverse Tables, use that given on next page. It is merely hair 
the natural co-secant of the given angles. A mounted copy can 
be screwed up over the chart table. 

To use it:—Multiply the quantity corresponding to the ob- 
served angle by the whole distance between the objects: the pro- 
duct is the radius required to sweep the centre of the circle, and 
from it the are for ship’s position as before. Can anything be 
easier except the Station-Pointer itself ? 
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FRY’S FIXING FACTORS. 
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By way of practice, work the preceding examples over again 
by the last method. Fry’s solutions of the “three-point problem” 
are original, and navigators owe him a debt of gratitude. 

In concluding this chapter, the writer hopes he has fully 
demonstrated the value of “the three-point problem,” and the 
instrument which renders its application so easy in practice. 
Let the reader not be frightened at the weak points which have 
been brought under his notice, since a iittle pains will enable 
him to steer clear of them, and to utilise to his own benefit an 
instrument which possesses so much real merit. 

J. K. Laughton, Mathematical and Naval Instructor at Green- 
wich, is the distinguished author of an excellent little book on 
Nautical Surveying, which has been the cherished companion of 
the writer since first published in 1872. At page 145, when 
winding up his remarks on the use of the Sextant and Station 
Pointer, Mr. Laughton puts the thing so clearly and so forcibly 
that it is impossible not to quote him. He says:—“I have 
wished, in these last few pages, to show how the position of a 


Funk not, but 
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ship, when in with the land, may be laid down; how dangers 
may be avoided; how a course may be steered without the 

What Mr. compass. In the practice of navigation and pilotage, the attempt 

Laughtonsays to do without the compass would be worse than absurd; it would 
be blamable in the extreme; but cases may occur, as I have 
endeavoured to point out, in which the sextant is a safer guide 
than the compass, or in which it is a most valuable auxiliary to 
it. To examine into these cases is the Navigator's duty; it is 
the Surveyor’s duty to provide him with the necessary data, 
accurately laid down.” 


CHAPTER XII. 


SOUNDING MACHINES AND LOGS. 


In days long past, the Ancient Mariner guided his rickety craft 
over the ocean principally by “the three L’s,’—“ Log, Lead, and 
Lookout.” When, later on, the astrolabe and cross-staff were 
invented, and certain astronomical data became available, another 
“J,” (Latitude) was added to the number. In the present day, 
when the nautical schoolmaster is abroad, and chronometers 
almost go begging, this regiment of “L’s” is augmented by a fifth 
and very important comrade, namely, Longitude. Nevertheless, 
the Veterans still hold their own, and are likely to do so as long 
as fog and clouds continue to obscure celestial objects from the 
anxious navigator. * 

When a ship is stranded through thick weather, the members of 
the Court of Enquiry very properly lay great stress on the question 
as to whether proper soundings were taken or not—the omission 
to do so being considered a grave default. From time immemorial 
the Lead has been justly looked upon as one of the mainstays of 
Navigation, and to it, and its companion the Log, will be devoted 
the present chapter. 

Every seaman is familiar with the ordinary “ Deep-sea Lead and 
Line,” and although it did very well for our grandsires, who were 
in no particular hurry, it is obliged in these fast days to make 
room for a better form of article. 

When running up channel before a howling gale of wind, and it 
became necessary to ask information from the bottom as to the 
ship’s whereabouts, every seaman knows that the operation in- 
volved much labour and loss of time, and sometimes considerable 
peril. The hands had to be called, sail shortened, and the ship 
rounded to the wind in the face of a dangerous sea. When her 
way was all but stopped, in obedience to the word “heave,” the 
lead was let go from forward, quickly followed by the cry of 
“watch there, watch,’ and an experienced man on the weather 


* Captain Chas. C. Yates, Assistant U.S. Coast and Geodetic Survey, commanding 
steamer Hndeavour, writes to the Author under date October 17th, 1899, suggesting that 
a sixth “L” (“Lecky”) should be added to make the list complete. Happy thought !! 


Perhaps the reader will adopt the suggestion: the Author is too modest to take it upon 
himself to do so. 
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quarter allowed the line to run through his hands till bottom was 
obtained. By this time the vessel had drifted to leeward, and 
according to the quantity of line run out, and the angle it made 
with the surface when being hauled in, a certain number of 
fathoms was deducted by guess from the gross amount, in order to 
arrive at an estimation of the true depth of water. After this, 
the vessel had to be kept away, and sail set, before ‘the watch 
below’ could be dismissed. Will any one wonder that masters of 
ships sounded as seldom as possible? Scarcely!! especially when 
it is understood that to be of any service the operation must be 
repeated every few miles. A single cast of the lead is worse than 
useless, inasmuch as it may confirm an error in the assumed 
position of the ship. 

This necessity for repeated sounding was undoubtedly a hard- 
ship, but it can no longer be considered so, as there are now patent 
machines with which soundings can be taken without stopping 
the ship or deviating from the course. There are many varieties 
of these, such as Massey’s, Walker’s, and others, all a great 
advance on anything which preceded them; but it was left to 
Lord Kelvin to make an entirely new departure in the principle 
of getting flying soundings, which permitted of their being ob- 
tained with accuracy at moderate depths at any speed then o1 
now possible. These methods, and modifications of them, are the 
ones principally in favour at the present time. 

It would hardly be gracious or grateful to allude to improve- 
ments in sounding apparatus without referring to Lord Kelvin as 
the great moving spirit in the matter. By turning his brilliant 
scientific abilities into practical channels—a rare thing with the 
higher order of mathematical minds—he has, beyond possibility 
of question, done more than any other living man to advance the 
science of Practical Navigation. He may justly be regarded 
with veneration as the great ‘Sea-Father’ of mariners of the 
present age. 

By substituting pianoforte wire for the old-fashioned hempen 
line, Lord Kelvin succeeded, on June 29th, 1872, in obtaining a 
cast of 2,700 fathoms in the Bay of Biscay, and this was the first 
successful use of steel wire for such a purpose. In 1874, he 
invented, and speedily perfected, a machine on this principle for 
deep-sea soundings, which was supplied to the cable steamer 
Faraday. Not long after came his navigational sounding machine 
for use with the “Compressed air depth-gauge,’ and this again 
has been supplemented by his “ Depth-recorder.” 
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It is comparatively easy to follow in a path which genius has 
once given the clue to, and so it happened that this new depar- 
ture of Lord Kelvin’s gave a “lead” to other inventors, who, 
following more or less closely in his footsteps, brought out 
sounding apparatus similar in principle, but differing in detail. 
This is equally true in regard to what happened with Lord 
Kelvin’s Compass—at first regarded with more than suspicion, 
then sworn by. But as the Compass is still some chapters 
ahead, we will get back to the Sounding Machine. 

The first introduced to public notice was dependent on com- 
pressed air. This, and its accompaniment of pianoforte wire, was 
an entire novelty; for though the famous Swedish engineer 
Ericsson had previously experimented in the same direction with 
compressed air, nothing practical came of it. 

The apparatus, briefly described, consists of a drum, about a 
foot in diameter and four inches wide, upon which 300 fathoms 
of steel pianoforte wire are tightly wound. To the wire is 
uttached 9 feet of log-line, and to this is fastened an iron sinker, 
about twice the length of the ordinary lead, but not so thick. On 
the log-line, between the wire and the sinker, a small copper tube 
is securely seized. The lower end of this tube is perforated; the 
upper end being opened or shut at pleasure by means of a close- 
fitting cap. When ready for sounding, the copper tube contains 
a smaller sized glass one. This latter also is open at the bottom 
end, and hermetically sealed at the other. The interior surface 
is coated with a chemical preparation of a light salmon colour 
(chromate of silver). The drum is fitted with a brake cord, 
which, on a cast being taken, controls its speed, and ultimately 
arrests it when the lead touches the bottom. A pair of small 
winch handles wind up the wire again, and the depth is shown 
by the height of the discoloration on the inside of the glass tube. 

As the lead descends, the water is forced up the tube in obedi- 
ence to a well-known law, discovered quite independently, though 
about the same time, by Boyle in this country, and Mariotte in 
France, and afterwards perfected by Regnault. It is simply that 
the volume of any given mass of air, or other gas, decreases in 
the same proportion as the pressure upon it increases. The 
chemical action of the salt, where it comes into contact with the 
salmon colour, turns it to a milky white (chloride of silver), This 
point of junction of the two colours, when the glass tube is applied 
to a graduated boxwood scale, tells the depth to which the lead 
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descended. The sinker is “armed” in the usual way. Nothing 

can be neater than this arrangement. Its advantages are as 

follows :— 

1st. Let the speed of the ship be anything up to 16 knots an hour, 
or even upwards, bottom can be obtained at a depth of 100 
fathoms without slowing or deviating from the course. 

2nd. Instead of requiring all hands “to pass the line along,” 
two men and an officer are sufficient to work it under all 
circumstances. 

3rd. A cast can be taken in 100 fathoms, and ‘depth correctly 
ascertained in from 4 to 7 minutes, according to the speed 
of the ship. 

4th. This great saving of labour and time admits of soundings 
being much more frequently taken than formerly, resulting 
in greater safety to life and property. 

5th. A regular “chain” of soundings, with correct “time inter- 
vals,” is now not only possible, but easy; and this latter is 
the sole method which can be depended upon to give the place 
of the ship with any degree of certainty, since a single cast 
is not only useless in the majority of cases, but is apt to prove 
mischievous in the extreme. 

When not wanted, the drum is kept in a tank of lime water, to 
preserve the wire from rusting.* A small pamphlet of directions 
accompanies the machine; but after seeing it once or twice in 
operation, the mode of working is so self-evident, as to render the 
instructions unnecessary. The writer has had it in use for close 
upon five years, and during that time has had many opportunities 
of testing it with most convincing results. By its aid he on one 
occasion, during a thick fog, brought a new steamer of 430 feet 
in length from Belfast to Liverpool, when many of the coasting 
boats would not venture, and of those that did a large percentage 
got ashore. 


BASNETT’S SOUNDING MACHINE. 


During its descent, water enters the tube, as in Lord Kelvin’s, 
and compresses the air, but it is trapped and not allowed to 
escape. The quantity of water thus captured indicates on a scale 
the depth reached. Clearly the efficiency of this machine largely 
depends upon the efficiency of the means employed to retain the 
water, and if these can be guaranteed to act as intended, the result 


* The wire is now galvanised, so lime-water is no longer necessary. 
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is on a par with Lord Kelvin’s “Compressed air depth-gauge,” 
except that a thicker line is used, and consequently a very fast 
vessel must be slowed down whilst sounding. 


LORD KELVIN’S ‘DEPTH-RECORDER.’ 


This came out in 1885, and is considered an improvement on 
the chemically prepared glass tubes of the prior invention. It 
may be used with the single pianoforte wire like the other, but 
should this break you are “up a tree,” unless there is a second 
recorder on board, which in the ordinary run of merchantmen is 
scarcely likely, as the apparatus is somewhat expensive. With 
the original invention there is sufficient spare gear supplied (in- 
expensive) to allow of three or four breakages, which, however, 
can scarcely all happen in one voyage, except through gross 
carelessness. 

However, to meet this objection, the Depth-Recorder is now 
supplied—tor those that prefer it—with a compound wire com- 
posed of seven very fine ones. This is of course infinitely 
stronger, but, offering more resistance, lacks the great advantage 
of the single wire for flying soundings at high speeds. Next 
followed 


COOPER AND WIGZELL’S ‘SEA-SOUNDER.’ 


The existing form of machine was patented in 1890 as an 
improvement upon their previous patent of November, 1888, 
It is exactly on the same principle as Lord Kelvin’s Depth-Re- 
corder. In both, the pressure of the water forces a piston up the 
tube against the tension of a spring. A pointer shews how far 
the piston has moved, and indicates on a scale the corresponding 
depth in fathoms. 

‘The sounding line is made of galvanised steel wires braided 
with hemp, and will bear a strain of nearly half a ton, so 
practically there is no danger of losing the instrument; but, as 
remarked in the case of the Depth-Recorder compound wire, it 
is not so good at high speeds as Lord Kelvin’s single pianoforte 
wire; indeed Messrs. Cooper and Wigzell recommend slowing 
down to 8 or 10 knots on this account. 

At the closed end of the Sea-Sounder there is a fairly large 
reservoir of air, the back pressure of which is not much affected 
by the comparatively small space through which the piston moves ; 
the graduations therefore are uniform, or nearly so, This in- 
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strument is furnished with two scales of depths, one for deep 
soundings ranging from 8 to 100 fathoms, and the other for shal- 
low soundings between 5 and 25 fathoms: the operation of 
changing from one scale to the other is simple. 

Soundings are frequently very unjustly abused, and spoken 
about as worthless, from want of knowledge of how to apply them 
(in a methodical manner), so as to turn their indications to proper 
account. It cannot be too forcibly driven home that half a dozen 
casts taken here and there at random, will seldom fix the ship’s 
position, and, indeed, under certain circumstances might very 
seriously mislead. Lord Kelvin, in his “ Lecture on Navigation,” 
mentions the only plan whereby the lead can be expected to 
determine the ship’s position with any degree of certainty. He 
Says :— 

“Take a long slip of card, or of stiff paper, and mark along one 
edge of it points at successive distances from one another, equal, 
according to the scale of your chart, to the actual distance esti- 
mated as having been run by the ship in the intervals between 
successive soundings. If the ship has run a straight course, the 
edge of the card must be straight, but if there has been any 
change of direction in the course, the card must be eut with a 
corresponding deviation from the original direction. Beside each 
of the points thus marked on the edge, write on the card the 
depth and character of bottom found by the lead. Then place 
the card on the chart, and slip it about till you find an agree- 
ment between the soundings marked on the chart and the series 
marked on your card.” 

The writer has practised this plan for many years, with just a 
slight difference, to which, on consideration, the reader will prob- 
ably give the preference. 

Instead of cardboard, use tracing paper, upon which you have 
ruled the courses and distances, with corresponding depths. 

The advantages consist, for one thing, in the transparency of 
the tracing paper admitting of the chart soundings being visible 
in every direction underneath it, which greatly facilitates the 
task of making the actual soundings “tally” with those on the 
chart; and avain, the ruling in of the courses, &., on the tracing 
paper is quicker done, and, in any case, is a more familiar opera- 
tion to the seaman than the use of the scissors. A meridian line 
should also be ruled on the tracing paper, so that, when moving 
the latter about on the chart, it may not get out of “slue.” 

The great superiority of this method, when the navigator has to 
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fall back upon soundings to ascertain his ship’s position, cannot be 
too much dwelt upon. With the machine just described there is 
no difficulty in putting it in practice. It is true that the first cost 
of the apparatus is considerable, but with the steamship owner— 
perhaps more than most men—“'l'ime is money;” and half a day’s 
“ groping” in a large vessel will burn more coal than would pay 
for it twice over. This is putting all sorts of contingencies due to 
detention on one side. Every one in the business knows that the 
loss of a certain tide may entail (directly as well as indirectly) an 
extra expense of three or four hundred pounds on large steamers 
running on schedule time. The cost of a sounding machine is 
very insignificant in comparison with this. _ 

The other kinds of sounding machines previously in vogue 
vary in certain minor details, but they nearly all depend upon 
the principle of the rotating fly. A small cylinder, protected by 
brass guards, is caused to rotate in its descent through the water 
by vanes or blades set obliquely to its axis; this communicates 
motion, by an endless screw or worm, to a train of toothed gear- 
ing. On the machine reaching the bottom, an arm falls and 
locks the rotator, so that it cannot revolve the back way as it is 
pulled to the surface. An index points to figures on a graduated 
dial, which indicate the depth of water reached. 

These instruments are very good, but they nearly always 
possess what may be termed an index-error—that is to say, they 
either show too much or too little. When quite new they are 
generally correct, but, through wear of the working parts—or 
more likely fron knocks wnder the counter in hauling in—they 
seldom long remain so. However, their error is easily deter- 
mined, and an account of it, with date when determined, should 
be kept in a small pass-book in the box containing the machine. 

‘lo ascertain the index-error: any time when the vessel is at 
anchor in tolerably deep water, the depth indicated may be cou- 
pared with the actual depth found by a carefully marked lead- 
line; should the depth be under 20 fathoms, it is a good plan to 
take several measurements by the machine without resetting it, 
and divide the last reading by the number of casts; or, what is 
pretty much the same thing, multiply the actual depth of water 
by the number of casts, and compare the result with the last 
reading. 

For instance, in 20 fathoms of water, let tive casts be taken 
without resetting the instrument. Now, it is clear that if it 
indicated truly, the last reading should be 100 fathoms; but 
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supposing it to be 95 fathoms instead, then the index-error is 
about five per cent., to be added to any soundings which may be 
taken wntil the index-error is again ascertained. 

A still better plan may be resorted to at sea if any temporary 
derangement of the engines of a steamer necessitates a short 
stoppage, or in a calm if a sailing ship. 

Set the sounding machine to zero, and attach it to the deep- 
sea lead and line in the usual way. Make the other end of the 
line fast to the taffrail, with just enough drift to allow the 100 
fathom mark to touch the water when the cast is taken; make 
the line up into four or five coils of 20 or 25 fathoms each, and 
let as many men as there are coils hold them over the stern; upon 
a given signal, let go the lead simultaneously with the first coil, 
and immediately after, each of the others, taking care to drop 
them on their flats, proper side up. If the vessel’s way is entirely 
stopped, the machine will of course descend vertically to a depth 
of 100 fathoms, and should register that water; if not, the differ- 
ence will be the percentage of error. If there be time, repeat the 
operation once or twice, and take the mean result as the index- 
error. 

Hither before, or immediately after, test the measurement of 
your lead-line. 

The foregoing is a correct description of the mode adopted in 
steamships to sound with these instruments. Should the water 
be deep, the vessel is slowed down. In sailing ships the machine 
is usually cast over from forward, and the men with the coils are 
stationed at intervals along the ship’s side in the ordinary way ; 
but they should be instructed at once to let go their coils, and not 
try for bottom, as they would do with the common deep-sea lead. 
In steamers the men are stationed across the taffrail, and the coils 
are dropped over the stern to prevent the bight of the line getting 
foul of the propeller. 

The deep-sea line should be kept on a suitable reel, and pro- 
tected from wet by a painted canvas cover. When there is no 
reel, it is handy to coil the line in a small tub, with a hole in the 
bottom through which to pass the inboard end, so that it may be 
made fast to a belaying pin, or hitched to a backstay.* 

The common deep-sea lead and line ought to be kept on deck 
ready for use at a minute’s notice. Should the vessel at any time 
appear to be passing through shoal water not marked on the 


* Before marking, tow the line astern for some hours with a heavy lead fast to it. 
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chart, stop her at once, and arm the lead before sounding. Do 
not make certain that you have reached the bottom wnless an 
unmistakable specimen of it comes wp. 


‘* VIGIAS.” 


In the event of falling in with a new danger, such as a rock 
awash, it is the rmperative duty of the discoverer to satisfy himself 
and others on board that it is really what they have taken it to 
be. It should be examined by boat as closely as possible, and 
soundings taken round it with the hand lead, while the ship, at a 
safe distance, sounds with the deep-sea lead. If possible to land 
on it, do so; and chip off a piece of the rock, to make assurance 
doubly sure. 

In searching for a “ vigia,” it is difficult to say when its existence 
is to be considered as disproved. Although experience shows that 
nine out of ten of the bugbears and blots formerly to be found on 
Oceanic Charts had been mistakenly placed there from reports of 
floating whales, wrecks, and patches of vegetable growth taken for 
discoloured water over a bank, &c.; still the apparently astounding 
manner in which rocky heads do rise from very deep water, must 
always make us careful of hastily assuming that no danger exists 
near a given locality, simply because it is known that the depths 
in the neighbourhood are very great. St. Paul’s rocks, near the 
Equator, may be quoted as a good example of this kind of thing. 
Were they a few feet below water, instead of above water, it 
would be no easy job to find them. 


THE ‘“*BLUE PIGEON.” 


The Hand Lead, or “Blue Pigeon,” is not by any means as 
familiar to the seaman as it ought to be. It isa disgrace to the 
merchant service that so many men calling themselves Able sea- 
men know not how to use it. If officers would but practise their 
men and boys at this occasionally, instead of putting them to 
knot rope-yarns for spunyarn, or pass away the watch lazily 
making sennit, fewer ships would get ashore through unreliable 
leadsmen. Spunyarn can be purchased at a ship-chandler's, but 
good leadsmen cannot. 

For use in shallow rivers, such as the Plate, where the vessel 
is navigated almost entirely by the hand lead, it is convenient 
to have a small nicely shaped lead, about five pounds in weight, 
attached to 12 fathoms of cod-line. The line is marked in the 
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usual way, except that at 4 fathoms there is a manilla or coir 
rope-yarn. 

It is unfortunately too common for pilots, when they come 
aboard off a harbour’s mouth, to order the man out of the chains, 
saying they do not want the lead. The writer never permits 
this, and squares the matter with the pilot by telling him that 
he requires the lead hove for his own satisfaction, and to give the 
man a chance to practise. 

In navigating an unlit and unmarked channel, where the water 
shoals pretty gradually on each side, the safest plan is not to 
attempt to steer a mid-channel course, but to zigzag it, keeping a 
lead going in both chains. By this plan you can tell which side 
you are on, and how to put the helm to avoid the danger. 

Also, when obliged to thread intricate channels between coral 
reefs, wait, if possible, till the sun is astern or behind you, and 
direct the course of the ship from the fore-topgallant yard. 


THE SUBMARINE SENTRY. 


This is a splendid invention. Its object is to provide a con- 
tinuous ‘ under-water look-out ’—involving no special labour, and 
requiring but little attention—which will give instant warning 
when the water shoals to a less depth than it is set for. The 
speed may be anything up to 13 or 14 knots. When the ship’s 
position is uncertain, it is scarcely likely that, in foggy weather 
and near land, this speed will be exceeded. 

Briefly, the machine consists of an inverted wooden kite, 
slightly over 3 feet in length, and weighing about 15 lbs. This 
is towed from the stern by a galvanised pianoforte wire, only 
‘067 of an inch in diameter, but strong enough for all that to 
withstand a strain of 1,000 lbs. At 13 knots the stress on the 
wire is about half this. 

Just as an air kite rises by the oblique pressure of the atmo- 
sphere, so a marine kite sinks by the oblique pressure of the 
water. On striking bottom, the blow acting on a projecting 
trigger releases the slings of the ‘kite,’ and causes it at once 
to rise to the surface and trail in the wake of the vessel. At 
the instant of striking, the sudden loss of tension in the wire 
sounds a gong attached to the winch on board. 

Whilst the ‘Sentry’ is on the look-out, the vibration of the 
wire causes a continuous rattle in a sounding-box, and the 
cessation of this noise gives an additional indication (if any were 
wanted) when the ‘Sentry’ has struck the ground. The vertical 
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depth of the ‘kite’ at any time is indicated on the dial-plate of 
the winch. 

Two kinds of ‘kites’ are issued with the machine; the one 
painted black is for depths down to 30 fathoms, and will be more 
commonly used: the other, painted red, is designed for use at 
depths between 30 and 45 fathoms. 

It might be supposed that alterations in the vessel’s speed 
would affect the towing depth of the ‘Sentry’; but this is not 
so: the depth is practically unchanged by any variation of speed 
between 5 and 13 knots. As this is a point of the very utmost 
importance, it may be well to look for an explanation by con- 
sidering the forces which are acting when the ‘Sentry ’ is being 
towed. The weight of the ‘kite’ is made equal to, and is there- 
fore neutralised by, its own buoyancy; and the weight of the 
wire is negligible compared with the forces due to the motion 
through the water. The forces therefore which remain to be 
considered are only: (1) the fluid pressure on the ‘kite’; (2) the 
fluid pressure on the under side of the wire; and (3) the tension 
of the wire, which is the result of (1) and (2). 

Now, pressures due to fluid motion vary very nearly as the 
square of the velocity. If therefore, say, the velocity of the ship 
be doubled, the forces (1) and (2) will each be multiphed by 4, 
and their resultant—the tension—will also be multiplied by 4; 
the three forces will all be changed proportionally, and there will 
be no change in the directions in which they act. It is found in 
practice that a change of speed from 5 to 13 knots does not 
cause a variation of more than half a fathom in 30 in the depth 
of the ‘kite.’ It is also found that, on duty, the ‘Sentry’ does 
not yaw about as an air kite sometimes does, but that, on the 
contrary, it takes up its position and maintains it as steadily as 
a church. 

The ‘Submarine Sentry ’—a capital name for it—is the out- 
come of experiments conducted at sea by Mr. S. H. James, C.E., 
of London. Before the instrument was perfected, these experi- 
ments had extended over two and a half years. The idea is not 
new by any means, but to Mr. James belongs the credit of being 
the first to solve the problem successfully. It can be handled by 
one man. 


THE COMMON LOG. 


Logs, whether patent or common, are entirely unsatisfactory 
in their indications of speed. The common log does not do so 
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badly up to 10, or perhaps 11 knots, but after that it is not to be 
depended upon. No two men heaving the log will make the same 
report, 7f the ship’s speed exceeds 12 knots. The short log glass 
runs 14 seconds, or one second per knot for a ship going 14 knots. 
Now a second is a very short space of time, and it is not difficult 
to see that, in consequence, a vessel may very easily be overlogged 
or underlogged to at least the amount due to this interval. This 
may be owing solely to the dulness of perception of the man who 
holds the glass, and does not take into account the possible error 
of the glass itself, the log-line, the heave of the sea, or the want 
of skill on the part of the man heaving the log. It is true all 
these things may act in opposite directions, and neutralize each 
other, and they may not. 

Again, the common log fails in not affording a continuous 
record of the speed, so that a vessel may go anything during the 
interval, usually two hours, which elapses between two successive 
trials. This is not much felt ina steamer, where the rate of speed 
is not likely to alter greatly in such a short time; or if it does, 
it can be allowed for. But in a sailing ship it is a serious draw- 
back, and in this respect the patent log has the decided advantage. 


PATENT LOGS. 


Patent logs depend upon the principle already explained in 
connection with the sounding machine, but their results, from a 
variety of causes, are less reliable in affording a correct knowledge 
of the distance run, than those of the sounding machine in giving 
the true depth. In the first place, they are more constantly at 
work, and so wear out sooner; they are liable to be fouled by 
seaweed, waste, or ropeyarns, Wc., thrown overboard from the 
ship ; their indications in a head sea are usually different to those 
in a following sea, and depend also upon the length of tow-line ; 
they are frequently damaged by blows against the counter in 
hauling in, and to this they are more often exposed than the 
patent sounding machine; lastly, there is no satisfactory way of 
finding their index-error. 

In channel, where there are points of land the distance between 
which is known, there is usually a tide which renders abortive any 
attempt to adopt such a mode ; and in mid-ocean, there are surface 
or drift currents depending upon the winds, so that it is next to 
impossible to arrive at any definite conclusion. In fact, there is 
no known instrument at the present time which correctly gives a 
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vessel’s speed over the bottom in deep water. Even supposing a 
patent log to indicate correctly the speed through the water, what 
about current or tide? There is no deep-sea log which indicates 
current ; but in shallow rivers like the Plate, what is known as 
the “Ground log,” gives fairly approximate results as to its 
amount, provided the speed is not too high, and care is exercised 
in heaving it. 
‘GROUND LOG.” 

This is simply the common log-line with a hand-lead sub- 
stituted for the log-ship. When the log is hove, the lead lies 
on the bottom without dragging, and so gives the speed over the 
ground ; and in hauling it in, the trend of the line at starting 
is supposed to shew the direction of the current; but this latter 
is not correct except in a very broad sense indeed, and the writer 
strongly counsels the navigator not to place the slightest depend- 
ence upon it. It is evident that, to get the correct direction of 
the current, the ship must make a mathematically straight wake 
during the operation, and her speed must be slow. In a small 
vessel, with a lumpy sea, the indicated direction would not be 
worth much, though the speed might be pretty near the mark. 

In using the Ground log, some people go to the trouble of fixing 
a crutch on the taffrail in which to put the line, and underneath 
it, a painted semicircle of points of the compass, to show the 
direction ; but this, as already stated, is labour entirely thrown 
away. 

TAFFRAIL LOGS. 


_ T. Walker and Son have introduced a patent Taffrail log, 
which can be consulted and reset as often as necessary, without 
the trouble incidental to those in which the whole apparatus is 
towed astern. It has a novel feature of considerable value: by 
the interval between two consecutive strokes of a small bell, 
coupled with a short and very simple sum in proportion, the rate 
of speed at any desired moment is found in a few seconds.*’ It is 
practically free also from the danger of being damaged in the 
operation of hauling in, as this latter need only be done once at 
the end of the passage, nor can it be swallowed by a shark. 

In the Taffrail log, the registering portion is secured to the 
rail, and motion is communicated to it by the rotator through the 
medium of a long tow-line. There is no doubt this is very con- 
venient, but it appears to the writer that unless great care is 
exercised in repeatedly oiling it, the works would be liable to 
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* See Appendix H. 
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heat at a high rate of speed.} As the ‘harpoon’ and other similar 
logs are towed bodily in the water, and so get plenty of “ fisher- 
man’s grease,” they are not exposed to this danger. Asa matter 
of fact, there are no patent logs yet invented which will stand 
the wear and tear for any length of time. In slow vessels they 
will of course last longer than in fast ones. Unless used only on 
special occasions, such racers as the Paris, Majestic, or Lucania 
very quickly put them out of order.* 

From this the reader must not conclude that they are to be 
abandoned as altogether useless. The writer merely wishes to 
urge upon the navigator the imprudence of trusting too implicitly 
to their indications at critical times. Patent logs are more useful 
in slow steamers than fast ones, and still more useful in sailing 
ships than steamers. Young officers not unfrequently trim the 
yards too fine, and if the strokes of the bell of the Taffrail log 
were timed before and after trimming, the difference would be 
apparent. ‘The same applies to carrying an injudicious press of 
sail, as it often happens—especially in full-bowed vessels—that 
they go faster and steer straighter when “shortened down” a 
bit; an advantage to everybody except ship-chandlers and sail- 
makers. To avoid unnecessary wear and tear, patent logs should 
only be used when “in with the land.” It is found to be a 
good plan to wrap the line—about a fathom in advance of the 
log—with sheet lead, to keep the latter from jumping out of the 
water. + 

The writer once knew a patent log to be totally spoilt by 
sand getting into it. The steamer was bound to an American 
port in ballast, and, as is usual, got rid of a quantity of it over- 
board during the last two days before arrival. The log was 
allowed to tow, as no one imagined the sand could reach it, but 
when it was hauled in at the end of the watch, it was found to 
be perfectly choked with it; and as the oil-holes, &e., were closed, 
the puzzle consisted in how the sand reached the interior. The 
log was duly cleaned, and on the homeward passage tested, but it 
showed about 30 per cent. too much distance, and was in con- 
sequence put away as worthless. 

To ensure the best results, a ‘harpoon’ log should be towed 


* The writer used one of Walker’s Taffrail logs in a 13-knot steamer with very satis- 
factory results: for nearly a year the index-error kept between + 2% and 4%, but the log 
was only towed for 500 miles or so at each end of the passage, and in obedience to a - 
standing order it was oiled every eight-bells by a quartermaster, who made due report of 
having done so to the officer of the watch. 

+t See Appendix H, 
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from the outer end of a small spar—a boat’s mast, for instance— 
rigged out on the quarter. This keeps it clear of the dead-water 
in the ship’s wake, and by a simple arrangement of out-haul and 
in-haul, the log need never strike the ship’s side on being taken 
in for examination. 

Mr. Frank Pett, of Dover, has patented what he terms a 
“Bridge Speed Communicator”: in effect, it consists of an out- 
rigger which enables the rotator to be towed alongside, whilst 
the “cherub” dial is on the bridge, right under the eye of the 
officer of the watch. Those who have tried it speak highly in 
its favour. The advantage of being able to read off the distance 
run without exertion is obvious. The patentee claims for it the 
following :— 


Ist. The Log dial is on the Bridge under the control of the Officer of the 
Watch, and always handy for reference. 

2nd. Saving of expense; pay for itself in two or three years in the saving of 
log line alone ; tows log fan with one-third usual length of line. 

Line and Log last much longer, owing to reduced strain and friction— 
strain on log line, when used with the communicator, six pounds at 
ten knots—strain on Taffrail log, at same speed, forty pounds, a clear 
saving of thirty-four pounds. 

3rd. No necessity to haul log in when sounding with Lord Kelvin’s patent 
Sounding Machines, and so lose record of distance done, at the most 
critical time. 
4th. Fan does not get foul of refuse thrown over from the ship, such as waste, 
rope yarns, &e. 
5th. Fan and Line being always in sight from the ship’s deck, any flaw can at 
once be detected without hauling in of log line, thus preventing the loss 
of many a Fan. 
6th. Owing to fan not towing so far aft as the propeller, it does not get foul 
of latter should the ship go astern with log out. 
7th. Index error remains constant at all speeds and all weathers, owing to 
minimum amount of strain and friction, also the log fan working in 
water which has not been broken up by ship’s propeller. 
8th. No danger of damaging fan against ship’s side when taking it in. 
9th. Is beyond the reach of passengers. 
10th. No necessity to shift it over from the Weather to the Lee side. 
11th. Simplicity of fittings. No guys or topping lift used. Can be rigged in 
or out in a minute. 


Before stowing away a Harpoon log for a length of time, it 
should be immersed for half an hour or so in a bucket of fresh 
water, to get rid of the salt, which would otherwise dry and 
encrust the works, to their manifest detriment. 

In certain paddle steamers, probably the best measure of speed 
is obtained by the revolutions of the wheels. Most of the cross- 
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channel boats depend upon this method of making their runs in 
thick weather, and the captains of the coast boats of the Pacific 
Steam Navigation Co. make an invariable practice of tabulating 
the revolutions between their various ports of call. In vessels 
such as the Holyhead or Dover and Calais mail boats, where the — 
passage is short, the vessels of great power, and their immersion 
always the same, the method is susceptible of considerable accuracy, 
Again, men who are going constantly backwards and forwards on 
a short run, acquire by long experience the knowledge necessary 
to enable them to make allowance for wind and sea, according as 
it may be in their favour, or against them. The slip of a screw- 
propeller is so variable under apparently the same circumstances, 
that in boats so driven the method is of inferior value. Experi- 
ence shows that the revolutions of a paddle steamer are to be 
depended upon fully as much as the best patent log yet invented, 
with the advantage, that the revolutions do not wear out, and the 
patent log does. 
ELECTRICAL LOGS. 


Quite recently some experiments have been conducted with an 
electrical log, made by Elliott Bros., of St. Martin’s Lane, London, 
which seem to promise well for it. 

This one of Granville’s is constructed on an entirely new 
principle, which dispenses with insulation on the connecting tow- 
line, and the use of a water-tight chamber for its working parts; 
thus overcoming the great difficulties that have hitherto been ~ 
experienced with these instruments. It provides means of 
indicating on the bridge, in the chart-room, or in any other 
desired position, the distance run, and also at any time the rate 
of speed per hour. Granville’s log may be towed either astern or 
alongside as preferred ; its weight is about four pounds. This is 
the best thing of its kind yet produced, but it has a drawback in 
respect of price—£18 10s. 


THE DUTCHMAN’S LOG. 


This is only available for slow speeds, say a sailing vessel going 
anything between one and five knots. The speed is found by the 
time taken by a chip of wood, a cork, empty bottle, or wad of 
oakum to float past (on the lee side) between two marks, the 
distance between which is known, such as the break of the fore- 
eastle and an after-davit, or, preferably, a couple of notches cut 
on the rail, 
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The best way is to fix on some proportion of a nautical mile 
(6,080 feet), and the same proportion of 3,600 (the number of 
seconds in an hour). For instance, in a “ Four-Poster,’ measure 
off 253 feet 4 inches, which is 3;th of a knot; then 289° = 150; 
this number divided by the seconds taken by the chip in pass- 
ing between the marks will give the hourly speed: for example, 
30 seconds would give 5 knots. In practice, let the mate (stand- 
ing by the after mark) get one of the youngsters to chuck a chip 
over well ahead of the forward mark. When it comes exactly 
abreast, he will hold up his hand to the mate, who will note the 
time by seconds hand of his watch, and again when the chip 
floats past himself. Then reference to a little table, made on 
foregoing principle, will tell the speed to a nicety. It mustn’t be 
forgotten that the Dutch were good sailors, and are still. Before 
Admiral Van Tromp was finally defeated, he gave the English 
just as much as they could manage. 


DEAD RECKONING. 


Writing about logs and leads naturally leads to the subject 
of Dead Reckoning. Lord Kelvin, in his “ Lecture on Navi- 
gation,” has put the matter so clearly and forcibly, that one 
cannot do better than quote his words. He says :— 

“ When no landmarks can be seen, and when the water is too 
deep for soundings, if the sky is cloudy, so that neither sun nor 
stars can be seen, the navigator, however clear the horizon may 
be, has no other way of knowing where he is than the dead 
reckoning, and no other guide for steering than the compass. 

“We often hear stories of marvellous exactness with which the 
dead reckoning has been verified by the result. A man has 
steamed or sailed across the Atlantic without having got a 
glimpse of sun or stars the whole way, and has made land 
within five miles of the place aimed at. This may be done once, 
and may be done again, but must not be trusted to on any one 
occasion as probably to be done again this time. 

“ Undue trust in the dead reckoning has produced more disas- 
trous shipwrecks of seaworthy ships, I believe, than all other 
causes put together. 

« All over the surface of the sea there are currents of unknown 
strength and direction, Regarding these currents, much most 
valuable information has been collected by our Board of Trade 
and Admiralty, and published by the Admiralty in its ‘ Atlas of 
Wind and Current Charts. These charts show, in scarcely any 
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part of the ocean, less than ten miles of surface current per 
twenty-four hours, and they show as much as forty or fifty miles 
in many places. Unless these currents are taken into account, 
then, the place of a ship, by dead reckoning, may be wrong by 
from ten to fifty miles per twenty-four hours; and the most 
accurate information which we yet have regarding them is, at the 
best, only approximate. There are, in fact, certain currents, of 
ten miles and upwards per day, due to wind (it may be wind in 
a distant part of the ocean), which the navigator cannot possibly 
know at the time he is affected by them. . 

“T believe it would be unsafe to say that, even if the steerage 
and the speed through the water were reckoned with absolute 
accuracy in the ‘account,’ the ship’s place could in general be 
reasonably trusted to within fifteen or twenty miles per twenty- 
four hours of dead reckoning. And, besides, neither the speed 
through the water, nor the steerage, can be safely reckoned, with- 
out allowing a considerable margin for error. 

“Tn the recent court-martial regarding the loss of the Vanguard, 
the speed of the Jron Duke was estimated by one of the witnesses 
at ten and a half knots, according to his mode of reckoning from 
revolutions of the screw and the slip of the screw through the 
water; while other witnesses, for reasons which they stated, esti- 
mated it at only 8:2 knots. It was stated in evidence, however, 
that the only experiments available for estimating the ship’s speed 
in smooth water from the number of revolutions of the screw, had 
been made before she left Plymouth. If the pressure log, or even 
the old log-ship and glasses, had been used, there could have been 
no such great range of doubt. But even with the pressure log 
(until experimented upon, as it probably will not be except by 
the Navy, because not needed for thorough practical work except 
by the Navy), we could scarcely tell with certainty within a 
quarter of a knot what the actual speed of the ship through the 
water is at any instant. And, again, the Massey log may be held 
to have done its work fairly well if it gives the whole distance 
run by the ship in any interval within five per cent. of the truth. 

“Consider further the steerage. In a wooden ship a good 
ordinary compass, with proper precautions to keep iron from its 
neighbourhood, may be safely trusted to within a half quarter 
point; but, reckoning the errors of even very careful steering by 
compass, we cannot trust to making a course which will be 
certainly within a quarter of a point of that desired. Now you 
know an error of a quarter of a point in your course would put 
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you wrong by one mile to right or left of your desired course for 
every twenty miles of distance run. Thus, in the most favour- 
able circumstances, you are liable, through mere error of steerage 
by compass, to be ten miles out of your course in a run of only 
two hundred. 

“In an iron ship, if the compass has been thoroughly well 
attended to as long as the weather permitted sights of sun or 
stars, a very careful navigator may be sure of his course by it, 
within a quarter of a point, when cloudy weather comes on; but 
by the time he has run three or four hundred miles, he can no 
longer reckon on the same degree of accuracy in his interpreta- 
tion of its indications, and may be uncertain as to his course to 
an extent of half a point or more until he again gets an azimuth 
of sun or star. 

“No doubt an exceedingly skilful navigator may entirely, or 
almost entirely, overcome this last source of uncertainty when 
he runs over the same course month after month, and year after 
year, in the same ship; but it is not overcome by any skill 
hitherto applied to the compass at sea when a first voyage to a 
fresh destination, whether in a new ship or an old one, is 
attempted. 

“ All things considered, a thoroughly skilled and careful navi- 
gator may reckon that, in the most favourable circumstances, he 
has a fair chance of being within five miles of his estimated 
place after a two hundred miles’ run on dead reckoning ; but with 
all his skill and with all his care, he may be twenty miles off it; 
and he will no more think of imperilling his ship and the lives 
committed to his charge on such an estimate, than a skilled rifle- 
shot would think of staking a human life on his hitting a bull’s- 
eye at five hundred yards, 

“What, then, do practical navigators do in approaching land 
after a few days’ run on dead reckoning? Too many, through 
bad logic and imperfect scientific intelligence, rather than through 
conscious negligence, run on, trusting to their dead reckoning. 
In the course of eight or ten or fifteen years of navigation on 
this principle, a captain of a mail steamer has made land just at 
the desired place a dozen times, after runs of strictly dead 
reckoning of from three or four hours to two or three days. 
Perhaps of all these times there has only once been a strictly 
dead reckoning of over thirty hours with satisfactory result. 
Still, the man remembers a time or two when he has hit the mark 
marvellously well by absolutely dead reckoning; he actually 
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forgets his own prudence on many of the occasions when he has 
corrected his dead reckoning by the lead, and imagines that he 
has been served by the dead reckoning with a degree of accuracy 
with which it is impossible, in the nature of things, it can serve 
any man. Meantime, he has earned the character of being a most 
skilful navigator, and has been unremitting in every part of his 
duty, according to the very best of his intelligence and knowledge. 
He has, moreover, found favour with his owners, through making 
excellent passages in all weathers, rough or smooth, bright or 
cloudy, clear or foggy. At last the fatal time comes, he has 
trusted to his dead reckoning once too often, he has made a 
‘centre, not a ‘ bull’s-eye,’ and his ship is on the rocks.” 

livery seaman of experience will admit the perfect justice of 
these remarks, even were they not corroborated by the revela- 
tions of the wreck register. 

A very valuable paper on the subject of dead reckoning has 
been written by the late Captain John Miller, and will be found 
in the Mercantile Marine Service Association Reporter, Vol. IIL, 
page 415. It is also given in the May number of the Nautical 
Magazine for 1878. The reader would do well to refer to it. 

Do not forget to look to your log-glass as well as your log-line, 
especially when nearing land. Test it by the chronometer. 

For convenience of testing the length of the log and leadlines, 
the required distance should be permanently marked (with copper 
tacks) on the quarter-deck ; 23 ft. 4 ins.—the length of a knot 
corresponding to a glass running 14s.—being laid off on the port 
side, and single fathoms up to five, on the starboard side. It is 
always best to have the leadlines fitted with calico for white 
marks, bunting for red marks, and serge for blue marks, because 
in the dark a man can tell the difference by the feel. Test the 
measurements of the lines immediately after use, when they are 
wet and well stretched. 

The following is from the able pen of the late Mr. Thomas Gray, 
to whom sailors of all nations owe a lasting debt for his popular 
exposition of the Rule of the Road at sea :— 


Ls eg oats 
THE MARINER’S CREED. 
TO BE SAID DAILY, AND ACTED ON ALWAYS. 
I understand L. L. L. L, to be the symbol or sign for four 


things which I must never neglect; and these things are, Lead, 
Log, Latitude, and Look-out. 
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Therefore, I say, use the Lead and the Log; and mind the 
Latitude and the Look-out. 

I believe in the Lead, as it warns me against dangers which 
the eye cannot see. 

I believe in the Log, as it arene my distance run. 

I believe in ascertaining the Latitude, as it helps to define my 
position. 

I believe in the Look-out, as it warns me against dangers to 
be seen. 

The Lead warns me against dangers invisible, the Log warns 
me against false distances, the Latitude helps to define my 
position, and the Look-out warns me against dangers visible. 

And I earnestly resolve, and openly declare, that as I hope to 
sail my ship in safety on the ocean, as I wish to spare the lives 
of my fellow-creatures at sea, and as I wish to go in safety all 
my days, so will I steadfastly practise that which I believe. 

And I hereby warn seamen, and tell them that if they neglect 
any one of these four things, either the Lead, the Log, the 
Latitude, or the Look-out, they or their fellows will some day 
surely perish.” 


* 


Before leaving the subject of sea-sounding, it will be interest- 
ing to mention the maximum depth yet discovered in the Medi- 
terranean. In latitude 35° 44’ and longitude 21° 45’ (about 50 
miles south-west from Cape Matapan), the Austrian surveying 
vessel Pola found a depth of 2,406 fathoms, followed, within a 
few miles further east, by a depth of 2,236 fathoms. This area 
has received from the Austrian Hydrographical Board the name 
of ‘ Pola Deep.’ 

The temperature at the first named depth was 56°; but the 
lowest (524°) was observed at the exit from the rata at the 
moderate depth of 415 fathoms. 

The density of the water in the eastern Mediterranean is 
greater than in the western Mediterranean, and varies but very 
little at any depth from 1:030. The transparency also is very 
great. In three cases a white disc was seen down to a depth of 
294 fathoms, but in the ‘Pola Deep’ it disappeared at 174 
fathoms. 
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CHAPTER XIII. 
THE MARINE BINOCULAR AND TELESCOPE, 


In a work of this character it would be undesirable, even if 
practicable, to enter seriously on all the complex properties of 
telescope lenses, and the difficulties—optical and mechanical— 
attending the various stages of their manufacture. But whilst 
avoiding the abstruse questions which might possibly get the 
writer out of his depth, it will be of interest to the reader to have 
explained in a general way the elementary principles upon which 
the action of a telescope depends. Thus posted, a purchaser will 
have a better notion of what he is about, and will be able per- 
sonally to select instruments suitable to what may be his special 
requirements, for it will be made manifest that those adapted for 
one purpose—however good in themselves—are not necessarily 
so for another. 

To begin at the beginning, it is desirable to say just a few 
words about some of the properties of light. 

1. Light is the agent which, by its action on the retina of the 
eye, excites in us the sensation of wision.* 

2, A medium is any space or substance which light can traverse, 
such as a vacuum, air, water, glass, &c. A medium is said to be 
homogeneous when its composition and density are the same 
throughout. A coal-laden ship would ordinarily be considered 
to have a homogeneous cargo, though it might not, and probably 
would not, be so in fact. For example, part might be from one 
mine and part from another, yielding coal of very different 
densities. 7 

8. In every homogeneous medium, light is propagated in a 
straight line. 

4, Light changes its direction on meeting an object which it 
a” The retina is the delicate membrane by which the back part of the globe of the eye is 


lined, and in which the fibres of the optic nerve terminate. It is the function of the optic 
nerve to transmit visual impressions to the brain, which is the seat of all our sensations. 
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cannot penetrate; also when it passes from one medium to 
another. The first process is termed reflection, and the latter 
refraction. 

A seaman having only to deal with refracting or dioptric 
telescopes, we will confine ourselves to the phenomenon of single 
refraction. 

Refraction is the bending which occurs in rays of light when 
passing obliquely from one medium to another; water and air 
afford the most common illustration of this, witness the bent 
appearance of an oar-blade as seen in clear water. The word 
oblique is italicised because, should the incident ray be perpen- 
dicular to the surface separating the two media, it is not bent in 
the least, but continues on in the same straight line as before.* 
Reference to nautical tables will shew that refraction is greatest 
at the horizon (33' 46” with barom. at 30 inches and air at 50°), 
where light enters our atmosphere most obliquely, and vanishes 
altogether at the zenith, where it enters perpendicular to our 
atmosphere. See page 91. 

Everyone knows what a triangular prism of glass is. They 
are commonly used as ornaments for chandeliers, &c., and are 
then spoken of as ‘drops. Subjoined are two views of a prism; 
the first shews it ‘end on,’ and the other as it would appear if 
looked down upon obliquely. 


i 


Most people know also that the various glasses in a telescope 
are termed lenses. In section they are of several different forms, 
and always more or less prismatic. Sometimes two, or perhaps 
three, are closely united by some substance, such as Canada 


* Perpendicular is merely another expression for ‘‘at right angles,” and must not be 
confounded with vertical. 
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balsam, which is transparent, and has a refractive power nearly 
equal to glass: they are then termed compound lenses. 

When ordinary white light passes through a simple lens, which 
may be compared to a series of prisms with infinitely small faces 
like microscopic steps of stairs, it is not only refracted, but is 
partially decomposed or separated into its constituent colours, the 
different coloured rays coming to a focus at different distances, 
owing to their varying degrees of refrangibility. The focus for 
red rays, which are the least refrangible, is obviously furthest 
from the lens; and that for violet rays is nearest to it, the foci 
of the orange, yellow, green, blue, and indigo lie between in the 
order shewn in the subjoined spectrum. The diagram does not 
shew the focal points. : 


This peculiar dispersive effect is observed in the rainbow, which 
is an arch formed opposite to the sun by the refraction and re- 
flection of the sun’s rays in drops of falling rain. Thus we have 
the chromatic aberration of a lens arising, as shewn, from the 
different refrangibilities of the coloured rays into which white 
light is split up in its passage through a prism. Owing to the 
different focal lengths of the rays, chromatic aberration causes 
overlapping images with a fringe of colour, and consequent 
indistinctness or want of sharpness at the edges. 

But this is not all. Even supposing the light to be of a single 
or uniform degree of refrangibility, the spherical surfaces of the 
lens would introduce another element of trouble, inasmuch as 
the rays, which enter near the margin of the lens, will come to a 
focus sooner than those which enter near the axis or centre. 

This is called spherical aberration or confusion, and in the case 
of the simple lens can only be cured without losing light—and then 
but partially-—by making its radius of curvature excessively large, 
or, in other words, by giving it an enormously long focal length, 
which of course would be impossible with portable telescopes. 
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But of the two defects, the first named is much the more 
serious, and no way of avoiding it was known until the middle of 
the last (18th) century. The fact had, indeed, been recognized 
by mathematicians and physicists that every transparent medium 
has a special quality of refraction, and, consequently, that if two 
kinds of glass could be produced having very different ratios of 
refractive to despersive powers, the defect could be cured by 
combining lenses made of these different kinds of glass, and thus 
enable white light to be refracted to a focus without being dis- 
persed or broken up into its coloured components. 

This idea, however, was not realised in practice until the time 
of the celebrated optician, John Dollond, who, about the year 
1757, demonstrated that a satisfactory objective could be made 
by combining a concave lens of flint glass with a double convex 
lens of crown glass, in such manner that the despersive powers of 
the two lenses should neutralise each other, being equal and act- 
ing in opposite directions, whilst the crown glass, having its 
refractive power increased by giving to it additional curvature, 
would cause the emergent rays to converge to the required focus 
for magnification by the cye-piece. 

Crown is a comparatively light glass made of sand, sulphate of 
soda, and lime; whilst flint, containing sand, carbonate of potash, 
and red-lead, has nearly double the density: hence their different 
refractive powers. 

As now made, the oviver or crown glass lens of the objective 
is double-convex, whilst the inner or flint one is generally nearly 
plano-concave. The adjoining surfaces are worked to such a 
nicety that they fit together almost as one. It would not do for 
any but an optician to take the glasses apart, as they are ground 
for a given relative position, and would not be true for any 
other. | 

In all cases, however, the true convergence of the white ray is 
only obtained by a modification in the shape of the spherical 
surfaces. In the trade this elaborate process is termed ‘figuring,’ 
and has generally for its object an alteration of form in the 
direction of an elliptical section. 1t requires on the part of the 
operator such skill, patience, and care as few possess. 

To ensure to the image perfect definition and sharpness, it is 
absolutely necessary to have 

1. The right quality of material. 

2. Freedom from blemish in the material. 

3. High-class and specially gifted workmen. 
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4. Talented supervision. 

To obtain castings of large size free from veins, and homogeneous 
throughout, is a matter of extreme difficulty. Failures are many. 
All this means time, patience, and money, so it is no wonder that 
big refracting telescopes can only be produced at great expense. 
Hurry is out of the question. 

So far, the reference has been more particularly to the object 
glass, or objective as it is termed, but this in itself would be 
worthless without the eye-piece or ocular. It would be like a 
violin without strings. 

To all intents and purposes the ocular is neither more nor less 
than a microscope, its duty being to magnify the image which 
has been brought to a focus for this purpose by the objective. 
Each, then, has its own special work to do: one is a collector of 
the light emanating from the object, and the other a magnifier of 
its image. The eye-piece is a combination of lenses varying 
according to the purpose for which the telescope is intended. 
One for mathe diagonal eye-piece—may at once be Ts as 
the general run of seamen have no concern with it. 

The astronomical eye-piece, which is the simplest form, shews 
the object upside down; on this account it is often termed the 
‘inverting eye-prece. This, however, is not right, as it is really 
the object glass which is responsible for the inversion. The eye- 
piece in this case merely takes the image as it finds it, and, after 
magnification, passes it on to the observer without rectifying the 
position. It has but two lenses, of the kind known as plano- 
convex. The convexities are towards each other, and their 
distance apart is regulated by a rule which need not be stated. 

This particular form of eye-piece takes its name from Jesse 
Ramsden, a son-in-law of Dollond, who, beginning life as a cloth- 
worker, subsequently achieved great eminence as a mathematical 
instrument maker. Dollond himself began as a silk-weaver. 

The Ramsden eye-piece is not suitable for a ship’s telescope, 
whieh is intended to shew things in their natural position. To 
secure this we must have recourse to the ‘erecting’ eye-piece. It 
has four lenses, and only accomplishes its purpose by sacrificing 
a certain amount of light, due to the fact that each lens charges 
a toll for transmission: that is to say, there is a percentage of 
loss at each of the four lenses, or we may put it that the trans- 
parency of glass, however pure and good, is not absolute. There- 
fore, for equally distinct vision to that obtained with the Ramsden 
eye-piece, the telescope fitted with an erecting one must have a 
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larger object glass. Rather than sacrifice light, astronomers 
invariably use inverting telescopes, and if seamen could but 
educate themselves up to it, there is no doubt that they would 
be an advantage in their case also. It is significant that those 
who accustom themselves to the inverting telescope of the sex- 
tant never go back to the other, though it must be admitted 
that the cases are not altogether similar; a round object like the 
sun appears the same whichever side is uppermost. 

Of course it will be understood that the lenses of an eye-piece 
are subject to the same troubles as those described in connection 
with the object-glass, and are cured in much the same manner. 
But there is also another dodge, not yet alluded to, which assists 
in the cure. Spherical aberration, more especially, is prejudicial 
to good definition, so at various points in the interior of the tube 
are placed thin discs of metal with a central aperture, the size of 


which is regulated according to circumstances. These rings are. 


termed ‘stops,’ and their business 1s to intercept the extreme rays 
near the edge of the lens, also to cut off any extraneous light 
which may enter the telescope slantingly, and which, if not inter- 
cepted, would produce a fogginess over the whole field of view. 
In this latter duty the ‘stops’ are aided by an external tube, 
capable of being extended for several inches beyond the object- 
glass. This is appropriately named a ‘ray-shade. Should the 
telescope be pointed so much in the sun’s direction that his rays 
would enter it, the effect would be to cause internal reflections ; 
to diminish these the interior of the tube is coated a dead black, 
and the ray-shade is of course drawn out to its full length. 

In connection with this matter of ‘ stops,’ should the object-glass 
be indifferent, it is just possible the maker—rather than reject 
it—may seek to conceal its shortcomings by unduly reducing the 
aperture of the ‘stop, so as only to permit of the central portion 
of the lens being brought into use. For example, let an objective 
of two inches diameter be ‘stopped’ to such an extent as to 
reduce its effective diameter to 1'4 inches. In this case the buyer 
will be paying for just half of what he thinks he is getting. 
Imposition of this kind can easily be detected as follows :—Focus 
the telescope as usual, then look through it from the big end, and 
if, by moving the eye to one side, the circular aperture should be 
interfered with, make a corresponding mark on the glass. Re- 
peat this on the other side. The distance between the two marks 
is the effective diameter of the object-glass. It is usual in all but 
the very best glasses to allow a small amount of ‘stop, but if 
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excessive, the telescope should be rejected as a rank pretender. 
Therefore, Brother, keep your weather eye lifting, or you may be 
sold along with the telescope. 

The main features in the construction of the telescope having 
now been disposed of, we may proceed to other considerations, 
and will commence with a very popular error, namely, that 
distant objects are seen more distinctly in proportion to the 
magnifying power employed. If this were really so, it would be 
better to use a small microscope, magnifying, say 300 times, than 
the bulkier ship’s telescope magnifying but 30 times. It is not 
merely by magnifying that the telescope assists vision ; but also, 
and more especially, by increasing the quantity of light, which 
comes to the eye from the object wnder inspection. For example, 
should we view an object through an instrument which magnified 
but did not increase the light received by the eye, it is evident 
that its brilliancy would be lessened in proportion as the surface 
of the image was enlarged, since a constant or fixed amount of 
light would be spread over an ¢ncreased surface; and thus, unless 
the light in the first place happened to be particularly strong, the 
object might actually become so darkened by the use of a high 
power as to be less plainly seen than with the naked eye.* Itis 
for this reason that the eyes are unduly strained in the endeavour 
to make out the details of an object, as seen through some ill- 
constructed telescopes of high magnifying power and small 
aperture. 

Under such conditions flags fluttering in the wind are especially 
difficult to make out, the colours appearing much less vivid than 
they should do; in fact, they look washed out. 

How the telescope increases the quantity of light will be ap- 
parent by considering that, when the unaided eye looks at any 
object, the retina can only receive as many rays as fall upon the 
pupil.- Now, by the use of the telescope, as many rays can be 
concentrated and brought to the retina as fall on the entire object- 
glass. No wonder, then, that to look at the sun through a tele- 
scope of any size without the intervention of a very dark glass, 
means instant destruction to the sight. 


* If the image be as much larger than the object as the object-glass is larger than the 
pupil of the eye, the object and its telescopic image will appear equally bright. Prac- 
tically, as will presently be seen, the most formidable difficulty in attaining very high 
magnifying powers, is that due to the enormous sizes of the object-glasses which are re- 
quired to impart the necessary brightness to the enlarged image. 

+ The small contractile aperture in the centre of the eye. 


THE EYE AND THE TELESCOPE. 195 


The pupil of the human eye in its normal state has a diameter 
of tth of an inch, and by the use of the telescope the retina is 
virtually increased in surface in the ratio of the square of the 
diameter of the object-glass to the square of $th of an inch: thus, 
with the 2-inch aperture of the ordinary ship’s telescope, the 
number of rays collected is just one hundred times as great as 
the number collected with the naked eye. For example, the 
number of fifths of an inch in the diameter of a 2-inch objective 
is of course 10, and 10 multiplied by itself is 100. 

To go a little further in this direction. If the brightness of a 
star seen with the eye alone be put at 1, then with a 2-inch tele- 
scope it becomes 100 times as bright; and with a 4-inch telescope 
it is 400 times as bright, because the square of 2-inch being 4, 
and the square of 4-inch being 16, the brilliancy is as 16 to 4, 
or four times as great. 

It must be understood that the size of a telescope is described 
by the diameter of the object-glass, and not by the length of its 
tube, as many might suppose. 

Following the rule as above, we find that the brightness of a 
10-inch telescope is twenty-five times more than that of a 2-inch. 
Thus the square of 2-inch is 4, and the square of 10-inch is 100; 
4 into 100 will go 25 times. In this way it will be seen that 
“big Jim,” of the Lick Observatory, with an objective 36 inches 
in diameter, receives 324 times more light than aship’s telescope, 
or 32,400 times more than the unaided human eye. 

Now, it is evident that for use on board ship there is a limit to 
the size of a telescope. This limit may be fixed at 2? inches, which, 
with a pancratic eye-piece, permits of magnifying powers of 50, 
60, and 70. The last would of course only be used in very clear, 
bright weather, and smoothish water. It has already been pointed 
out that, for the same sized object-glass, the higher the power 
the fainter the picture; but, in addition, there is the further 
drawback that the field of view is narrowed. This latter is a 
very serious matter indeed, as it increases the difficulty (always 
experienced afloat) of keeping the instrument fixed on the object 
under scrutiny, the least motion at once putting it out of the 
field, so that a continuous and steady look is impossible. Can 
anything be more annoying? In misty weather, also, a glass 
with great magnifying power is unsuitable, as it magnifies the 
haze as well as the object, and of course renders the latter even 
more blurred and indistinct than before. 

Hence the advantage of the pancratic eye-piece with varying 
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powers, which can be used according to circumstances. A 24-inch 
pancratic telescope when pulled out measures about 4 ft. 9 in. 
With the ordinary eye-piece, and a power of 30, a 23-inch when 
open would measure about 3 ft.7 in. The difference in the price 
is very little. A 23-inch will show stars of 11th mag. 

The writer possesses an elegant 24-in. pancratic telescope by a 
well-known London maker, which magnifies 30, 40, or 50 times. 
It has two ‘draws. For general purposes the one nearest the 
observer is not pulled out or touched in any way, and the glass 
then magnifies but 80 times, which is mostly good enough; if, 
however, an exceedingly bright clear day justifies the use of a 
higher power, it can be obtained up to 50 by drawing out the 
small or pancratic tube, which is marked by numbered rings, so 
as to indicate the precise power employed: the focussing is done 
with the other tube as before. The open length of this glass is 
3 ft. 6 ins. 

Calcutta pilots, who have often to look for small channel marks 
when yet a long way from them, invariably bring on board their 
own telescopes, and but seldom accept the proffered binocular, 
It must be remembered, however, that the use of these powerful 
instruments is, in their case, restricted to clear sunshiny weather 
and perfectly smooth water. 

A great enemy to the use of the telescope is the unsteadiness 
of the air itself. We view objects through an atmospheric 
medium which is never at rest, and its undulations—which some- 
times even the naked eye can detect—are magnified in proportion 
to the power employed. ‘The circumstances, therefore, under 
which high powers are applied are often such as to render the 
object much less distinct than the mere value of the magnifying 
power in use might seem to warrant. 

It is now time that we gave the Binocular a turn. 

In principle it is precisely the same as the telescope, of which 
it is the simplest form. It consists merely of two lenses in each 
barrel, namely, a double convex objective and a diverging or 
double concave ocular. It gives an erect image. Having only 
two lenses, it absorbs very little light, and as each eye has its own 
telescope, still greater brightness is obtained. All this points to 
the special qualification of the binocular for night work. Another 
point not without its advantage is that the focussing does not 
require such very fine and careful adjustment as in the case of 
the telescope, where the manipulation—especially with large 
magnifying powers—has to be very delicately done. With the 
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binocular, on the contrary, the lengthening or shortening of the 
instrument does not produce so decided an effect on the divergence 
of the light, and the accommodating power of the eye is ac- 
cordingly able to make up for any small error in the focussing. 
The use of both eyes, moreover, permits of seeing things standing 
out stereoscopically as in natural vision. 

Marine binoculars differ, or should do, from the instruments in 
use on shore. Such fancy articles as those fitted with revolving 
eye-pieces, which, according to the particular one employed, con- 
stitute them either Marine, Field, or Opera glasses, are quite 
unsuitable for use on board ship. 

Binoculars, when first introduced for sea use, were intended 
exclusively as night-glasses, but, from their extreme portability 
and large field of view, were soon found to be so convenient for 
general service, that, before long, opticians manufactured them of 
patterns to meet nearly all requirements. The binocular is now 
so universally popular that she must indeed be a lowly type of 
craft that does not possess one or more among the after-guards. 
Their manufacture is confined almost exclusively to Paris. 

In the binocular, as well as the telescope, high magnifying 
power and the acquisition of light are invariably opposed to each 
other, and it is always necessary that one of these qualities should 
be more or less subordinate to the other, according to the par- 
ticular purpose for which the instrument is intended. Conse- 
quently, in the Night-glass, where the main desideratum is to 
collect as much light as possible, to enable that which is looked at 
to be seen with distinctness, it is evident that we cannot expect 
much magnifying power. 

On a dark night, when sweeping the horizon in quest of ships, 
land, or buoys, it is obvious that the greater the area embraced, 
the greater the likelihood of picking up the object sought for. 

The object glasses of the binocular should therefore be as large 
as possible, consistent with a requirement hereinafter to be named; 
and of short focal length, by which combination you not only 
gain good illuminating power, but also the important advantage 
of a wide field of view. 

From these considerations it will be evident that the proper 
way to select a binocular for night use is, not to stand at a shop 
door in broad daylight, trying how much it enlarges some distant 
clock-face, but to wait until nightfall, and test it by looking up a 
dark street or passage ; and if figures, before only dimly visible 
to the naked eye, are rendered tolerably clear by the aid of the 
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glasses, you may rest assured you have hit on a suitable instru- 
ment. 

The principle aim, therefore, of the night-glasses (as already 
stated) being to intensify and get as much light and field as 
possible, you must be prepared to sacrifice magnifying power, 
which should never exceed four diameters. 

A simple method of determining this latter quality is to look at 
any suitable object with one eye unaided, whilst with the other we 
use one tube of the binocular. The object will then be seen in its 
natural size, and at the same time as magnified by the instrument. 
By a little manipulation the two images can be brought side by 
side, or made to overlap, when it will be easy to see how many 
times the magnified image is larger than the natural one. 

Another point essential to be remembered—and this it is which 
unavoidably limits the size of the object glass—is, that the centre 
of curvature of the lenses should be exactly opposite the pupil of 
each eye ; or, im other words, that the distance between the right and 
left-hand glasses should correspond to the distance between the 
eyes—centre to centre. This is capable of easy measurement ; ‘so, 
in choosing your binoculars, those not corresponding to this re- 
quirement should be at once rejected, irrespective of other con- 
siderations. It is seldom that the distance between the pupils 
permits of a larger object glass than 23-inches diameter, as it 
will be apparent to anyone that its measure must be a lztile less 
than the aforesaid distance, to allow for setting in the frames. 
Hence a good and well made pair of glasses may suit one man 
perfectly, and another not at all. : 

A binocular has been devised, fitted with a hinged joint con- 
necting the twin parts, so that the distance between the barrels 
can be increased or diminished at pleasure, to suit different eyes, 
but for several reasons it is not a success. 

The best achromatic binoculars have six lenses in each tube, 
three being combined to form the object glass, and three to form 
the eye-piece. Such a combination is termed a ‘triplet.’ Medium- 
priced binoculars have an achromatic object glass of two lenses, 
and a single eye lens; but in the very common glasses, both the 
objective and ocular are of the simple form, and the fringe of 
colour, inseparable from their use, fatigues the sight and impairs 
the sharp definition of whatever is looked at. 

Without being in the least afflicted with colour blindness, it is 
difficult, when using cheap glasses on a dirty night, to distinguish 
with certainty the colour of a vessel’s lights, especially when the 


CATCH-PENNY TRUMPERY. 199 


latter happen to be nothing extra in themselves. Under such 


unpleasant circumstances a white light is apt to have a greenish - 


or reddish tinge, as the case may be; or a green light, as likely 
as not, is mistaken for a white one. It is important, therefore, to 
be provided with the best article if you wish to guard against 
collisions. 

The common long-draw binocular is always to be avoided, as 
with wear the sliding tubes work slack, and the parallelism 
of their axes being destroyed, the observer “sees double.” This 
remark does not apply to a binocular of superior make now 
coming much into favour with yachtsmen and tourists. It is to 
all intents and purposes a small double-barrelled telescope, a 
condition inconsistent with its use as a night-glass. For day use, 
however, these glasses are admirable as a substitute for the 
telescope, and being easier to hold, recommend themselves greatly 
to ladies, or to gentlemen who have not got their sea-legs aboard. 
The high price of the good ones—£10 to £20—restricts their sale, 
and, after all, they are nothing more than a compromise. 

To protect the eyes from a strong cold wind, it is a good plan 
to have the binoculars furnished with a concave shield of thin 
brass, made to fit closely to the face, and to ship and unship when 
required. Any handy engineer on board can do this, and it will 
be found a great comfort to persons with weak eyes. 

Many men, from its greater portability, habitually use the bino- 
cular in the day time; but where the distance is great, and the 
object small, it has to give way to the more powerful telescope. 

Now that it can be obtained cheaply, the best metal for bino- 
cular or telescope is undoubtedly aluminium. In strength and 
toughness it rivals steel; in non-liability to corrosion it is almost 
as good as gold; and in lightness it stands altogether alone, being 
only one-third the weight of copper or brass. 

In providing yourself with these instruments, recollect that 
each has its own important, but perfectly distinct, function. Of 
all things, beware of “Cheap Johns.” If you wish for a really 
good article, you must be prepared to pay a reasonable price for it.* 


* Some years ago the author’s curiosity was excited by the seemingly marvellous 
statement in the window of a shop, in a certain town, both of which shall be nameless, 
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that a binocular, exhibited for sale, had rendered an ‘‘ object” visible at the distance of for granted. 


ninety miles. This was attested by a letter to be seen within. On enquiry, the ‘‘ object” 
turned out to be none other than the island of Tristan d’Acunha, which, as most southern- 
going sailors know, is sometimes visible to the naked eye at even a greater distance. This 
reminds one of the anecdote of the Cockney tourist on the summit of Ben Lomond: on 
remarking to his Scotch guide that they could discern objects at a great distance, the 
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guide replied that if the other would only just wait a couple of hours or so, he would be 
able to see something much further still. Guess the feelings of the tourist when, on 
enquiring what he would see, he got for answer, ‘‘ yow’ll see the moon.” Not long since 
another shop notice caught the author’s eye; it was to the effect that the binocular it 
referred to would enable a person to be recognised at a distance of five miles. Now, when 
it is known that at that distance a man of average height will only subtend an angle of 
forty-five seconds (three-quarters of a minute of arc), it will at once be evident that such a 
statement is ridiculous. 

For some years there has been quite a craze for big telescopes, nor is it to be wondered 
at. Lord Rosse’s famous reflector was the first of the giants, and dates back to 1845. 
Including mounting, &c., it cost £30,000. It has a metal speculum or mirror of 4 tons in 
weight and 6 feet in diameter. Its light-gathering power is consequently enormous, but, 
owing to defects in curvature, its defining power is surpassed by the much more perfect. 
instruments of recent construction, such as that belonging to Mr. Ainslie Common, the 
astronomer of Ealing, which has a silvered glass mirror of 60 inches in diameter. This 
magnificent telescope, though smaller than Lord Rosse’s, is considered by many to be the. 
most powerful one in existence. 

The principal observatories of the world are rapidly getting equipped with refracting: 
telescopes of extraordinary size. Washington has one of 26 inches; Vienna, 27 inches 5. 
Greenwich, 28 inches; Pulkowa, 30 inches; but, as usual, the Americans out-distance 
every other nation. On one of the summits of Mount Hamilton (California), at an eleva- 
tion of 4,227 feet above sea level, and in an atmosphere which, astronomically speaking, 
is perfect, an observatory has been erected, containing far and away the finest refractor 
yet constructed. The observatory and its appointments are the gift of Mr. James Lick, 
an American millioniare, who left to the University of California $700,000 for the purpose. 
In 1885, after trials extending over six years, during which there were 19 failures, the 
glass discs for the objective were successfully cast by Feil, of Paris: these were worked 
to a true figure polished, and finished in 1886 by Alvan Clark, of Cambridge, near Boston, 
U.S.A. The objective is 36 inches in diameter, and cost £10,000. The tube, which is 57 
feet long, weighs 44 tons, has a diameter of 4 feet in the middle, and cost about the same 
as the lenses. The iron pier supporting the telescope and its mechanism stands about 30: 
feet high, and weighs 25 tons. This pier rests upon a massive stone foundation, in which 
is a tomb enclosing the remains of the donor, deposited there with some ceremony on 
January 9th, 1887. The maximum magnifying power of the Lick telescope is 3,360, and with 
it, at midnight of September 9th, 1892, was discovered the 5th satellite of Jupiter. There 
would appear to be no finality in man’s ambition, for Mr. Charles Yerkes—another wealthy 
American—has ‘‘ donated” $500,000 to the University of Chicago to construct a still 
bigger refractor. The objective is to be 40 inches in diameter, which will give nearly a 
third more power than the ‘Lick ;’ but, in point of atmospheric conditions, the site chosen 
is stated to be not nearly so good. To cap this again, a Bill has been introduced in the 
U.S. Congress for the appropriation of $1,000,000, to be expended, under the direction of 
the Secretary of the Navy, in the construction of a refractor with a lens 60 inches in 
diameter. If this can be made, which is rather doubtful, its power will be nearly three 
times that of the Californian giant—enough to make Mr. James Lick turn in his tomb, 
But this is not all: a monster reflecting telescope is projected in Paris to be ready for the 
Exhibition to be held there in 1900. The silver-on-glass mirror is to be 10 feet in diameter, 
and the tube 140 feet in length. Wonders will never cease! 

Refracting telescopes were invented first, but in both kinds the fundamental principle 
is the same. The large lens or mirror—as the case may be—forms at its focus a real 
image of the object looked at, and this image is then examined and enlarged by the eye- 
piece, whose function it is to act the part of a powerful magnifying glass. 


CHAPTER XIV. 
LORD KELVIN’S NAVIGATIONAL INSTRUMENTS. 


1. NEW FORM OF AZIMUTH AND STEERING COMPASS, WITH ADJUNCTS FOR 
THE COMPLETE APPLICATION OF THE LATE ASTRONOMER-ROYAL’S PRIN- 
CIPLES OF CORRECTION FOR IRON SHIPS. 


In 1838, the attention of the late Sir George Airy, then Astro- 
nomer-Royal, was occupied by important experiments with the 
object of analysing the disturbance produced in the compass 
needles of iron ships. These experiments were carried on for the 
most part in H.M.S. Rainbow, in Deptford Dockyard. They bore 
good fruit, for in two papers presented to the Royal Society, the 
first in 1839, and the second in 1855, Sir George shewed how the 
errors of the compass may be perfectly corrected by permanent 
magnets and soft iron placed in the neighbourhood of the bin- 
nacle. Partial applications of his method came immediately into 
use in merchant steamers; and within the last twenty-five years 
have become universal, not only in the merchant service, but in 
the navies of England and other countries. 

Here it may be said that, although improvements in the method 
of correction have been made, the general principle is still the 
same. 

Some twenty odd years ago the attention of Lord Kelvin was 
forced to this subject, through his having been ealled upon by the 
Royal Society to write a biographical sketch of the late Mr. 
Archibald Smith, with an account of his scientific work on the 
mariner’s compass and ship’s navigation; and he therefore com- 
menced to make trial compasses with very much smaller needles 
than any previously in use; but it was only after three years of 
very varied trials in the laboratory and workshop, and at sea, 
that he succeeded in producing a mariner’s compass with the 
qualities necessary for thoroughly satisfactory working in all 
weathers and all seas, and in every class of ships, and yet with 
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small enough needles for the perfect application of Airy’s method 
of correction for iron ships. 

Theoretically speaking, a compass-card constructed on true 
scientific principles, properly compensated for the ship’s mag- 
netism, and mounted in the right sort of bowl, is a stationary 
object in space: that is to say, no matter how frisky the ship may 
be, or whether the circle be made under port helm or starboard 
helm, the needles should unswervingly point straight to the mag- 
netic north. In other words, it is a desirability that, under all 
circumstances, the compass-card should remain perfectly station- 
ary, and the nearer this condition is approached the better the 
compass. 

On account of friction on the pivot—if for no other reason— 
this result could not be even approximately achieved with the 
heavy cards, before Lord Kelvin set his wits to work to solve the 
problem. The old-fashioned cards, when experimented upon, 
would not—when deflected—return to rest in the magnetic 
meridian as they invariably ought to do; nor even could they be 
depended upon to settle down again at the point from which 
they started, whatever that might have been. This was due to 
the fact that the relation of the needles in point of magnetic 
power to their own weight, added to that of the card and its 
framework, was not such as would fully control the card. It is 
therefore one of the qualifications of a good compass that the 
needles must be able to overcome the friction on the pivot, or the 
essential feature of the instrument is sacrificed. 

It is an obvious thing in mechanics that if you have a heavy 
weight you have a heavy friction, and if you diminish the weight 
you diminish the co-efficient of friction. Lord Kelvin’s card 
weighs only half-a-crown (2s. 6d.) or 2 of an ounce, whereas the 
Admiralty Standard Compass Cards “A” and “J” weigh re- 
spectively 34 ounces and 6? ounces—a vast difference, shewing, 
moreover, by results, that the Admiralty system was funda- 
mentally wrong. 

Among other devices for securing the maximum of directive 
force for any given weight, Lord Kelvin, taking advantage of the 
fact that magnetism resides principally, if not wholly, in the 
surface, uses a plurality of needles whereby greater surface is 
secured than would be the case were the same amount of material 
used in a lesser number of needles of the same length. 

Another result at which Lord Kelvin arrived, partly by 
lengthened trials at sea in his own yacht, and partly by dynami- 
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eal theory analagous to that of Froude with reference to the 
rolling of ships, was that steadiness of the compass at sea was to 
be obtained not by heaviness of needles or of compass card, or of 
added weights, but by longness of vibrational period* of the com- 
pass, whatever way the longness may be obtained. Thus if the 
addition of weight to the compass card improves it in respect to 
steadiness at sea, it is not because of the additional friction on the 
bearing point that this improvement is obtained ; on the contrary, 
the dulness of the bearing point, or too much weight upon it, 
renders the compass less steady at sea, and, at the same time, less 
decided in shewing changes of the ship’s head, than it would be 
were the point perfectly fine and frictionless, supposing for a 
moment this to be possible. 

It is by increasing the vibrational period that the addition of 
weight gives steadiness to the compass ; while, on the other hand, 
the increase of friction on the bearing point is both injurious in 
respect to steadiness, and detrimental in blunting it or boring into 
the cap, and so producing sluggishness after a short time of use at 
sea. If weight were to be added to produce steadiness, the place 
to add it would be at the very circumference of the card, by which 
means it would acquire a large moment of inertia, depending upon 
the extended radius of gyration. This would give a longer period 
compared with that which we have with a shorter radius of 
gyration and the same magnetic influence.t 

The conclusion that Lord Kelvin came to was that no weight 
is in any case to be added, beyond that which is necessary for 
supporting the card; and that—with small enough needles to 
admit of the complete applicaton of the late Astronomer-Royal’s 
principles of correction—the length of period required for steadi- 
ness at sea is to be obtained, without sacrificing freedom from 
frictional error, by giving a large diameter to the compass card, 
and by throwing to its outer edge as nearly as possible the whole 
mass of rigid material which it must have to support it. 


* The vibrational period, or the period (as it may be called for brevity) of a compass, is 
the time it takes to perform a complete vibration, to and fro, when deflected horizontally 
through any angle not exceeding 30° or 40°, and left to itself to vibrate freely. The time 
of vibration is the mass multiplied into the square of the radius. 

+ Taking a fly-wheel by way of example, the radius of the rim in which the whole mass 
must be collected, without altering the importance of the inertia relatively to rotation 
round the axis, is technically defined as the radius of gyration. 


Vibrational 
period. 


Weight of 
card to be 
carried at 
outer edge. 


Description of 
card, 


204 THE CARD OF THE PERIOD. 


TT ; 
vo 


/ 


53, 
be 
= 
=e 


AN 


TOLL 


8 ns B10 


IN 


; i =| (6) - 
T77Hll ON 
TT META En To ina 


In the compass card, of which a representation is here given, 
these qualities are acquired by supporting its outer edge on a 
thin rim of aluminium—a strong but exceedingly ight metal— 
and its inner parts on thirty-two silk threads stretched from the 
rim to a small central boss of aluminium, making thirty-two 
spokes, as it were, of the wheel. 

The silken threads being an elastic medium between the point 
of suspension and so much of the weight as is accumulated in the 
rim, the hammering action of the card on the pivot during vertical 
shocks or tremors is mitigated; and to a smaller extent lateral 
shocks also, but, owing to the threads being in tension, this last 
effect is not so pronounced. Speaking generally, in being pro- 
pagated through the flexible structure of the card, the energy of 
a disturbing force is absorbed and nullified. This object is further 
attained by slinging the bowl and its contents from an elastic 
copper grommet. In the 1892 patent the suspension is different. 

The card itself is of thin strong paper, and all the central parts 
of it are cut away, leaving only enough to shew conveniently the 
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ordinary points and degree divisions of the compass. The central 
boss consists of a thin disc of aluminium, with a hole in its centre, 
which rests on the projecting lip of a small inverted cup made of 
the same metal, and mounted with a sapphire cap, which, in its 
turn, rests on a fixed iridium* point, and so sustains the entire 
ecard. 


CAP AND BEARING POINT. 


Hight small needles, from 3} to 2 inches long, made of thin 
steel wire, and weighing in all 54 grains, are fixed like the steps 
of a rope ladder on two parallel silk threads, and slung from the 
aluminium rim by other silk threads rove through eyes in the 
ends of the outer pair of needles. Being slung underneath keeps 
the centre of gravity low, which, in its turn, tends to correct the 
‘dip’ in high latitudes. 

The weight of the central boss, aluminium cup, and sapphire 
cap, amounts in all to about five grains. It need not be more for 
a 24-inch than for a 10-inch compass. 

For the 10-inch compass, the whole weight on the iridium 
point, including rim, card, silk threads, central boss, and needles, 
is about 180 grains. The limit to the diameter of the card 
depends upon the quantity of soft iron that can be introduced, 
without inconvenience, on the starboard and port sides of the 
binnacle, to correct the quadrantal error. If, as sometimes may 
be advisable in the case of a pole or masthead compass, it be 
decided to leave the quadrantal error uncorrected, the diameter of 
the compass card may be anything from 12 to 24 inches, according 
to circumstances. A 24-inch card on this principle will un- 
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doubtedly have less frictional error or “sluggishness” for the 
same degree of steadiness than any smaller size; but a 12-inch 
card works well even in very unfavourable circumstances, and it 
will rarely, if ever, be necessary to choose a larger size, unless for 
convenience of the steersman, to enable him to see the divisions, 
whether points or degrees. 

Specimens of 12-inch, 15-inch, and 24-inch Pole compasses have 
been made. The last mentioned may be looked at with some 
curiosity as being probably the largest compass in the world, and 
would require a bowl like a washing tub. It will no doubt be 
properly condemned as too cumbrous for use at sea, even in the 
largest ship, but there can be no doubt it would work well in a 
position in which a smaller compass would be made to oscillate 
very wildly by the motion of the ship. 

The subjoined diagram represents the 10-in. Standard Compass 
and upper portion of binnacle. The Azimuth-Mirror is shipped 
ready for observing, and it will be noticed that a small door in 
rear of the helmet gives access to it, so that in bad weather an 
azimuth or bearing can be taken without removing the binnacle- 
top. 
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The “period” of free oscillation of Lord Kelvin’s 10-inch 
compass is in England about 40 seconds, which is more than 
double the “period” of the A card of the Admiralty Standard 
Compass, and is considerably longer than that of the ordinary 
10-inch compass so much in use in merchant steamers. The 
maximum “period” of the roll of a ship in a heavy beam sea is 
found not to exceed 20s., and from that of Lord Kelvin’s compass 
being so much longer, the two can never synchronise, which is 
just what is wanted. The new compass ought, therefore, accord- 
ing to theory, to be much steadier in a heavy sea than either the 
Admiralty compass or the ordinary 10-inch compass, and actual 
experience at sea has thoroughly fulfilled this promise. It has 
also proved very satisfactory in respect to frictional error; so 
much so that variations of a steamer’s course of less than half a 
degree—or, say, the 1,000th part of the entire circle—are shown 
instantly and surely, even if the engines be stopped, and the 
water perfectly smooth. 

With the small needles of Lord Kelvin’s compass, the complete 
practical application of the late Astronomer-Royal’s principles of 
correction is easy and sure: that is to say, correctors can be 
applied so that the compass shall be free from Deviation on all 
points; and these correctors can be easily and surely adjusted at 
sea as need may arise, so as to remove the smallest discoverable 
error growing up, whether through change of the ship’s own 
magnetism or of the magnetism induced by the earth according 
to the geographical position of the ship. 

To correct the quadrantal error, a pair of solid or hollow iron 
globes are placed on proper supports attached to the binnacle. 
This mode is preferable to the usual chain boxes, because a con- 
tinuous globe or spherical shell of iron is more regular in its 
effect than a heap of chain, and because a considerably less bulk 
of the continuous iron suffices to correct the same error. 

When, in a first adjustment in a new ship, or in a new position 
of a compass in an old ship, the quadrantal error has been found 
from observation, by the ordinary practical methods, it is to be 
corrected by placing a pair of globes in proper positions according 
to the table on next page. 
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TABLE FOR CORRECIION OF QUADRANTAL ERROR, 
FROM 12 TO 16 DEGREES. 


Error to be 12-inch 11-inch 
Corrected. Globes. Globes. 
Inches. Inches. 
iy 8°61 7°89 
123 8°42 7°72 
13 8°23 7°54 
134 8:05 7°38 
14 7°89 123 
144 7°73 7°09 
15 7°58 6°95 
15} 7:44 6°82 
16 7°30 6°69 


When the quadrantal error has been thus once accurately 
corrected, the correction is perfect to whatever part of the world 
the ship may go, and requires no adjustment at any subsequent 
time, except in the case of some alteration in the ship’s tron, or of 
iron cargo or ballast sufficiently near the compass to introduce a 
sensible change in the quadrantal error. 

The vast simplification of the deviations of the compass effected 
by a perfect correction of this part of the whole error, has not, 
until now, been practically appreciated, because, in point of fact, 
with other compasses this correction has rarely, if ever, been 
successfully made for all latitudes. The pair of large needles of 
the compass ordinarily used in merchant ships does not—as has 

‘been shewn by Captain Sir Fred. Evans and Mr. Archibald 
Smith—admit of the correction of the quadrantal error in the 
usual manner, without the introduction of a still more pernicious 
error, depending on the nearness of the ends of the needles to 
the masses of chain, or of soft iron of whatever kind, applied on 
the two sides of the compass to produce the correction. The 
Admiralty Standard Compass, with its four needles proportioned 
and placed according to Archibald Smith’s rule, is comparatively 
free from this fault; so also is the compass described in Chapter 
III. ; but even with them, and still more with the stronger needles 
of the 12-inch compasses of merchant ships, there is another 
serious cause of failure, depending on the magnetism induced in 
the iron correctors by the reflex action of the compass needles, in 
consequence of which, if the quadrantal error is accurately cor- 
rected in one latitude, it will be found over-corrected in high 
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magnetic latitudes, and under-corrected in the neighbourhood of 
the magnetic equator. 

Lord Kelvin’s compass is specially designed to avoid both these 
causes of failure in the correction of the quadrantal error: and 
experiment has conclusively shewn that, with it, the correction by 
such moderate masses of iron as those indicated in the preceding 
table, is practically perfect, not only in the place of adjustment, 
but in all latitudes. 

In the theory of compass adjustment the needles are regarded 
as being infinitely small. This is of course unattainable, but a 
rule may be deduced from it as follows :—that the shorter the 
needles the better, so long as they are able to do their work. 

When the card is in position, between its soft iron quadrantal 
correctors, the needles in Lord Kelvin’s compass are small as 
compared with the mass of these correctors, and are also remote 
from them. Being thus remote, two things happen :—one is, that 
they are in a practically uniform magnetic field, for this reason, 
that, as you increase the distance from the correctors, you get a 
greater parallelism in the lines of magnetic force, though, on the 
other hand, the force is enormously diminished in its intensity, in 
obedience to the law that “magnetic attractions and repulsions 
are inversely as the squares of the distances.” There remains, 
however, amply sufficient force to operate upon a card of such 
light construction. The same thing exactly holds good with 
regard to the permanent steel magnets for correcting the semi- 
circular error. 

The next thing is, that the short needles do not induce mag- 
netism to any appreciable amount in the correctors by their 
reciprocal action on each other. If they did, it would, to a certain 
extent, destroy the intended effect of the correctors. When a 
magnet acts upon a mass of soft iron, the law above quoted is 
modified, as the attraction in such cases is inversely proportional 
to the distance between the magnet and the iron. When the 
correctors are too close to the needles, as in the old system, 
‘octantal’ deviation is the result. It will be seen, therefore, that, 
with the long needles in vogue before Lord Kelvin revolutionised 
the whole business, a perfect compensation of the quadrantal 
error was ~mpossible. 

When once the quadrantal error has been accurately corrected, 
there is no difficulty about the semi-circular deviation, since the 
binnacle is provided with proper appliances for effecting this part 
of the adjustment in a speedy and certain manner, and with the 
minimum of trouble. 
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The objection has often been made to the use of correcting 
magnets, that their re-adjustment at sea leaves the navigator 
without the means of judging, when he returns from a foreign 
voyage, as to how much of the existing error found on re-adjust- 
ment depends on changes which have been made in the correcting 
magnets, and how much on changes of the ship’s own magnetism. 
This objection has been met, in Lord Kelvin’s binnacle, by pro- 
viding that at any moment the correctors can be removed or set 
to any degree of power to which they may have been set at any 
time in the course of the voyage, and again re-set to their last 
position with perfect accuracy. 

The appliances for changing the adjustment are under lock and 
key, so that they can never be altered, except by the captain or 
some properly authorised officer. 

Further to facilitate the use of the correctors, they have scales 
affixed, which are graduated accurately to correspond to definite 
variations of the effect which they produce on the compass. Thus 
as soon as the error has been determined by an azimuth or any 
other mode, the corrector may at once be shifted to a position 
certain to compensate it. Of course, whoever is performing the 
adjustment will satisfy himself of its correctness by a second 
observation. | 

The compass-bowl is attached to the suspensory rings by knife- 
edge gimbals. This gives great ease of movement, the object 
being to keep the compass steady in a sea-way and preserve its 
horizontality. But since with knife-edges the friction is very 
small, if the ship were pitching or rolling much, the bowl would 
be set into rapid oscillation, and its isochronism with the card 
would be destroyed; in fact, the suspension would be too free 
for the intended purpose. It therefore becomes necessary to.calm 
the vibrations in some way or another. This is ingeniously 
accomplished by giving the bowl a false bottom, partially filled 
with a viscous fluid—preferably castor oil—which acts as a ‘drag’ 
on the inner surfaces. Thus the evil which would result from 
the over-great freedom of the knife-edge bearings in the jimbal- 
rings is cured, not by the addition of weight as such, but by the 
action of what may correctly be termed a “fluid friction-brake.” 
This contrivance consumes, so to speak, the surplus energy of the 
bowl, and keeps its motion within bounds. A double bottom 
wholly filled with liquid would not have so good an effect as one 
partially filled; besides, in a hot climate it would be apt to burst. 
Of course the requisite amount of brake power had, in the first 
instance, to be ascertained by actual experiment. 
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The glass cover is strong, and well secured to the bezel by 
means of four milled-headed screws; the latter is made to fit 
air-tight to the bowl, so that dampness cannot get in to cloud 
the glass; there is consequently never any occasion to meddle with 
the card. The brass helmet is secured to the binnacle rim without 
the aid of screws, and can be instantaneously slued to the right 
or left to get rough eye bearings—a great improvement on the 
old plan, where the screws were always either mislaid or lost. 
The binnacle lamps are so placed that the light falls on the far 
side of the card and on the lubber’s point, but not in the eyes of 
the observer. In fact, all the details necessary to a satisfactory 


ff 
i 


: — _ 
= = == | 
A | 
= ee ert 
MA. 
LZ 
ZZ 
LAA 


——. 
= 
Zz 


oo ly i 
ws) \ AN WW | Ml a 


\ Ai \ 
SAUL RRA soe 


iJ 


New PATENT SUSPENSION 1892. 


AN INGENIOUS ADJUNCT. 213 


compass have been carefully considered, and well carried out, and 


it may therefore be regarded as the compass of the civilised world 
at this date. All credit to the inventor! The diagram gives a 
good general idea of the latest development. 


2. THE AZIMUTH-MIRROR. 


Some years ago an important objection was raised by Captain 
Sir Frederick Evans, R.N., against the use of quadrantal correctors 
in the Navy, that they would prevent the taking of bearings by 
the prismatic azimuth-ring which forms part of the Admiralty 
Standard Compass. The azimuth-mirror depicted in the diagram 
on page 206 was designed to obviate that objection, and happily 
disposes of many others also. 

Its use, even for taking bearings of objects on the horizon, is not 
interfered with by the globes constituting the quadrantal cor- 
rectors, even if their highest points rise as high as five inches 
above the glass of the compass-bowl. 

It is founded on the principle of the camera lucida. The 
observer, when taking a bearing, turns the instrument round its 
vertical axis until the mirror and lens are fairly opposite to the 
object. He then looks through the lens at the degree divisions 
of the compass-card, and turns the mirror round its horizontal 
axis till he brings the image of the object to fall on the card. He 
then reads directly on the card the compass bearing of the object. 

Besides fulfilling the purpose for which it was originally 
designed, to allow bearings to be taken without impediment from 
the quadrantal correctors, the Azimuth-Mirror has a great advan- 
tage in not requiring any adjustment of the instrument such as 
that by which, in the prismatic azimuth-ring, the hair is brought 
to exactly cover the object. The focal length of the lens in the 
Azimuth-Mirror is about 12 per cent. longer than the radius of 
the circle of the compass-card, and thus, by an elementary optical 
principle, it follows that two objects a degree asunder on the 
horizon will, by their images seen in the Azimuth-Mirror, cover a 
space of 1°12 of the compass-card seen through the lens. Hence, 
turning the instrument round its vertical axis through one degree 
will only alter the apparent bearing of an object on the horizon 
by 0°12. Thus it is not necessary to adjust it exactly to the 
direct position for the bearing of any particular object, though as 
a matter of fact it can be done absolutely without trouble of any 
kind. If it be designedly put even as much as 9° awry on either 
side of the direct position, the error on the bearing would hardly 


amount to a degree. 
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If the instrument were to be used solely for taking bearings of 
objects on the horizon, the focal length of the lens would be made 
exactly equal to the radius of the circle of the card, and thus even 
the small error of 0°12 in the bearing for each degree of error in 
the setting would be avoided. But one of the most important 
uses of the azimuth instrument at sea is to correct the compass 
by bearings of sun, moon, or stars, at altitudes of from 0° to 50° 
above the horizon. The actual focal length is accordingly chosen 
to suit an altitude of about 27°, this being the angle whose 
natural secant is 1°12. Thus if two objects, near together, whose 
altitudes are 27°, or thereabouts, and difference of azimuth is 1°, 
should be taken simultaneously in the Azimuth-Mirror, their 
difference of bearings will also be shewn as 1° by the divided 
circles of the compass card seen through the lens. 

Hence, for taking azimuths of bodies at an altitude of 27°, or 
thereabouts, no setting of the Azimuth-Mirror by turning round 
the vertical axis is necessary, except just to bring the object into 
the field of view, when its bearing will immediately be seen 
accurately shewn on the edge of the compass- -card. 

This is a very valuable quality for use in rough weather at sea, 
or when there are flying clouds which just allow a glimpse of the 
object to be caught, without allowing time to perform an adjust- 
ment, such as that of bringing the thread of the ordinary azimuth 
ring, or rather, the estimated middle of the space traversed by the 
thread in the rolling of the ship, to coincide with the object. The 
same degree of error as on the horizon, but in the opposite 
direction, is produced by imperfect setting in taking the bearing 
of an object at an altitude of 38°. 

Thus, for objects from the horizon up to 38°, the error in the 
bearing is less than 12 per cent. of the error in the setting. For 
objects at a higher altitude than 38° the error rapidly increases, 
but it is always easy, if desired, to set the instrument accurately 
by turning it so that the red indicator below the lens shall point 
exactly, or nearly so, to the position on the divided circle of the 
compass-card occupied by the image of the object; indeed it 
always suggests itself as the natural thing to do. In no case, 
however, is it recommended, with this or any other instrument, to 
take azimuths above 30°. 

For taking star bearings the Azimuth-Mirror has the great 
advantage over the prismatic azimuth-ring, with its then invisible 
thread, that the image of the object is thrown directly on the 
illuminated scale of the compass-card. The degree of illumina- 
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tion may be made less or more, according to faintness or brilliance 
of the object, by holding a binnacle lamp 3 in the hand at a greater 
or less distance, and letting its light shine only on the portion of 
the compass-card from which the bearing will be taken. Indeed, 
with the Azimuth-Mirror, it is almost easier to take the bearing 
of a planet or moderately bright star by night, than of the sun by 
day; the star is seen as a fine point on the margin of the card, 
and it is easy to read off its position instantly by estimation to 
the tenth of a degree. You will certainly not attain to this pre- 
cision on board a ship under way ; nor is it required. 

The most convenient as well as the most accurate method of all, 
however, is the sun, when bright enough and high enough above 
the horizon to throw a good shadow on the compass- “card. For_ 
this purpose is the brass shadow-pin which, when required, is 
inserted in the framework of the instrument, in such a position 
that when the Azimuth-Mirror is properly shipped on théglass of 
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the compass-bow], the pin is perpendicular to the glass, and accu- 
rately centred over the bearing point of the card. A small cir- 
cular level attached to the instrument, shewn on right of diagram, 
tells at once whether the compass-bowl is out of balance, but in 
practice, unless with a strong wind blowing against the mirror, 
this is seldom the case. Any way the remedy is simple: a small 
weight of any kind—say a penny piece—may be moved about on 
the glass till the bubble of the level remains in the centre of its 
run, and taken away after the observations are completed. A 
shelter-cloth is obviously the right thing in breezy weather. 
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Another advantage of the Azimuth-Mirror, particularly im- 
portant for taking bearings at sea when there is much motion, 
is that, with it, it is not necessary to look through a small aperture 
in an instrument moving with the compass-bow], as in the ordinary 
prismatic arrangement still fitted to the standard compasses of 
many of the best merchant vessels. In using the Azimuth-Mirror, 
the eye may be placed at any distance, say from an inch or so to 
two or three feet from the instrument, according to convenience, 
and in any position, and may be moved about freely through a 
considerable range, on either side of the line of direct vision 
through the lens, without at all disturbing the accuracy of the 
observation. 

This last condition is secured by the lens being fixed in such a 
position that the divided circle of the compass-card is in its 
principal focus. Thus the virtual image of the divided circle is 
at an infinite distance, and the images of distant objects seen 
coincidently with it by reflection in the mirror, show no shifting 
on it, that is to say, no parallax, when the eye is moved from the 
central line to either side. | 

The Azimuth-Mirror is fitted with coloured shades for use 
when observing the sun; and for bearings of objects on or near 
the horizon, the mirror can be reversed in a second of time, so as 
to make the reflected image of the degrees on the ecard coincide 
with the object seen by direct vision over the top of the mirror. 
There are, therefore, two methods of getting the bearings of 
objects near the horizon, and the observer can please himself as 
to which he employs.. In describing the invention, the word 
‘mirror’ has been used throughout: possibly to some this may 
convey the idea that the reflector is a plane glass quicksilvered 
at the back. Indeed this was the original form, but, finding that 
rain and spray quickly impaired its powers, Lord Kelvin substi- 
tuted what is a great improvement, namely, a totally-reflecting 
prism. In ‘total reflection’ there is no loss of light from absorp- 
tion or transmission, and accordingly it produces the greatest 
briliancy. A clean pocket handkerchief applied with ordinary 
care will clean both lens and prism. 

This little instrument is the quintessence of all that is required 
to obtain accurate bearings of bodies terrestrial or celestial. 
When not in actual use it fits into a neat mahogany box. 
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3. AN ADJUSTABLE DEFLECTOR, FOR COMPLETELY DETERMINING THE COMPASS 
ERROR WHEN SIGHTS OF HEAVENLY BODIES, OR COMPASS MARKS ON 
SHORE, ARE NOT AVAILABLE, AS FOR EXAMPLE IN FOG, OR ON A CLOUDY 
NIGHT. 


About forty-five years ago, Sir Edward Sabine gave a method 
in which, by aid of deflecting magnets properly placed on project- 
ing arms attached to the prism-circle of the Admiralty Standard 
compass, a partial determination of the error of the compass could 
be made at any time, whether at sea or in harbour, without the 
aid of azimuths of heavenly bodies or transit marks on shore. 

The adjustable magnetic deflector invented by Lord Kelvin, 
is designed for carrying out in practice Sabine’s method more 
rapidly and more accurately, and for extending it, by aid of 
Archibald Smith’s theory, to the complete determination of the 
compass error, with the exception of the constant term “A” of 
the Admiralty notation, which in almost every practical case is 
zero, and which, in a well made compass, and with a correctly 
placed lubber line, can only have a sensible value in virtue of 
some very marked want of symmetry of the iron work in the 
neighbourhood of the compass. When it exists, it can easily be 
determined once for all, and allowed for as if it were an index- 
error of the compass card, and it will, therefore, to avoid cireum- 
locution in the statements which follow, be either supposed to be 
zero, or allowed for as index-error. 

The new method of adjustment is founded on the following 
four principles :— 

(1.) If the directive force on the compass needles be constant 
on all courses of the ship, the compass is correct on all courses. 

(2.) If the directive force be equal on five different courses, it 
will be equal on all courses. 

(3.) Supposing the compass to be so nearly correct, or to have 
been so far approximately adjusted, that there is not more than 
eight or ten degrees of error on any course, let the directive forces 
be measured on two opposite courses. If these forces are equal, 
the compass is free from semicircular error on the two courses at 
right angles to those on which the forces were measured; if they 
are unequal, there is a semi-circular error on the courses at right 
angles to those on which the forces were measured, amounting to 
the same fraction of the radian that the difference of the measured 
forces is of their sum.* 

* The unit of circular measure is an angle which is subtended at the centre of a circle by 


an arc equal to the radius of that circle. Such an angle goes by the name of the ‘ radian,’ 
and is equal to 4 +$2, or 57°'3 nearly. 
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(4.) The difference of the sums of the directive forces on oppo- 
site courses in two lines at right angles to one another, divided by 
the sum of the four forces, is equal to the proportion which the 
quadrantal error, on the courses 45° from those on which the 
observations were made, bears to 57°'3. 

Its use easily The deflector may be used either under way or in swinging the 

ie ship at buoys. The whole process of correcting the compass by it 
is performed with the greatest ease and rapidity when under way, 
with sea room enough to steer steadily on each course for a few 
minutes, and to turn rapidly from one course to another. 

For each operation the ship must be kept on one course for three 

or four minutes, if under way, by steering by aid of an auxiliary 
compass; otherwise by hawsers in the usual manner if swinging 
at buoys, or by means of steam-tugs. <A variation of two or three 
degrees in the course during the operation will not make a third 
of a degree of error in the result, as regards the final correction of 
the compass. 

The deflector reading is to be taken according to the detailed 
directions in the printed “ Instructions,” accompanying the instru- 
ment. This reading may be taken direct on the small straight 
scale in the lower part of the instrument. The divided micro- 
meter circle at the top is scarcely needed, as it is easy to 
estimate the direct reading on the straight scale to a tenth of a 
division, which is far more than accurate enough for all practical 
purposes. This reading with a proper constant added gives, in 
each case, the number measuring in arbitrary units the magni- 
tude of the direct force on the compass for the particular course 
of the ship on which the observation is made. 

Amount The adjustment by aid of the deflector is quite as accurate as it 

of accuracy can be by aid of compass marks or sights of sun or stars, though 

Seer on a clear day, at any time when the sun’s altitude is less than 40°, 
or on any clear night, the adjuster will of course take advan- 
tage of sights of sun or stars, whether he helps himself also with 
the deflector or not. { w-) 

The deflector consists of two pairs of small steel bar magnets be 
attached to brass frames, jointed together and supported on a sole- 
plate, which is placed on the glass cover of the compass-bowl 
when the instrument is in use. The two frames carry pivoted 
screw nuts, with right and left handed screws. <A brass shaft aa 
with right and left handed screws cut on its two halves, works in 
these nuts, so that when it is turned in either direction one of the 
two pairs of north poles is brought nearer to, or farther from, one 
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of the two pairs of south poles, while the other two pairs of north 
and south poles are all in the line of the hinged joint between the 
two frames. This arrangement, which constitutes, as it were, a 


—— 
= 


i : 
Sea - eum = 


jointed horse-shoe magnet, adjustable to greater or less magnetic 
moment by increasing or diminishing the distance between its 
poles through the action of the screw, is so supported on its sole- 
plate that, when this is properly placed on the glass of the com- 
pass-bowl, the effective poles move to and fro horizontally about 
half an inch above the glass on the two sides of a vertical plane 
through its centre. 

The sole-plate rests on three feet, one of which, under the 
centre of gravity of the deflector, rests in the conical hollow in 
the centre of the glass. It is caused to press with a small part of 
its whole weight on the other two feet by a brass spring attached 
to the bottom of the sole-plate, on the other side of the centre 
from these two feet, and pressing downwards on the glass. This 
is shewn at bottom and on the left of diagram. 

A brass pointer attached to thé sole-plate marks the magnetic 
axis of the deflector. It projects from the centre, on the side of 
which is the pair of south poles. This is shewn near the bottom 
and on the right of the diagram. Thus if the deflector be 
properly placed on the glass of the compass-bowl, with the pointer 
over the north point of the card, it produces no deflection, but 
augments the directive force on the needle. 

To make an observation, the deflector is turned round in either 
direction, and the north point of the card is seen to follow the 
pointer. ) 

The power of the deflector is adjusted by the screw, so that 
when the pointer is over the east or west point of the card, the 
card rests balanced at some stated degree of deflection, which for 
the regular observation on board ship is chosen at 85°. A scale, 
measuring changes of distance, is then read and recorded. 
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For adjusting a compass by the aid of the deflector, the correct- 
ing magnets are so placed that the deflector reading, found in the 
manner just described, shall be the same for the four cardinal 
courses; and also for one of the quadrantal courses, if the compass 
is sufficiently affected by unsymmetrically placed iron to shew 
any sensible amount of the “Ei” constituent of quadrantal error. 

When the deflector is to be used for determining the amownt 
of an uncorrected error, according to principles (3) and (4) above, 
the magnetic value of its scale reading must be determined by 
experiment. This is very easily done on shore, by observations 
of its deflecting power, when set by its screw to different degrees 
of its scale. 

Under a good teacher, the practical use of this invaluable 
instrument is soon learnt, and after reasonable practice with it 
there is no particular difficulty. 


4, NEW FORM OF MARINE DIPPING NEEDLE, FOR FACILITATING THE 
CORRECTION OF THE HEELING ERROR. 


The marine dipping needle is used for comparing the “ vertical 
force” * on shore with the “ vertical force” on board, thereby en- 
abling the vertical magnet in the binnacle to be so adjusted as to 
correct the heeling error. It consists of a magnetised steel bar b, 


* “ Vertical force” is a short expression for the vertical component of the earth’s mag- 
netic force. It is reckoned as positive when the direction of its action upon a red pole is 
downwards, as in the northern hemisphere ; and negative when upwards, as in the southern 
hemisphere. At the magnetic equator it is zero. The amount of the vertical force at any 
place is calculated by multiplying the value of the horizontal force, given by the chart of 
lines of equal horizontal force shewn opposite page 610, by the tangent of the dip as given 
by the chart of lines of equal magnetic dip. Thus, for example, the tangent of the dip for 
the South of England being 2°44, and the horizontal force there being called unity, the 
vertical force there is 2°44. The tangent of the dip at Aden is ‘09, and the horizontal 
force there is 1°95 ; hence the vertical force there is ‘1755, or about +g of the vertical force 
at the South of England. 
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supported on knife-edges, so as to be capable of turning round a 
horizontal axis d. Before being magnetised, the needle is balanced 
so as to be truly horizontal when resting on the knife-edges, 
When magnetised, the north or red end dips, and a paper weight ¢ 
is fitted on the southern half of the needle to restore its balance. 
This weight can be slid along the needle whenever a change in 
the “ vertical force” renders it necessary. 

To correct the heeling error on board ship, the instrument is 
first taken on shore, to a spot free from Local Attraction, and the 
paper weight adjusted, so that with the bubble of the spirit-level f 
in the centre, the needle is exactly horizontal when resting on the 
knife-edges. There are marks by which this can be effected. 

If the mean directive magnetic force on board were the same 
as the directive force on shore, the instrument would now be taken 
on board and placed in the binnacle in such a position that its 
needle would now occupy the place previously occupied by the 
needles of the compass card, which latter has to be temporarily 
removed. It would then be found, probably, that the needle had 
departed from its horizontal position, and the vertical magnet in 
the binnacle would have to be moved up or down to restore the 
level, always bearing in mind to keep the bubble in the centre. 
But it so happens that the mean force is generally from 7/5 to 34 
less on board than it is on shore, and in order to allow for this, 
the paper weight must be pushed nearer to the centre of the 
needle by 5 or s4. This can be done by turning the instrument 
upside down, so as to make the needle lie along a scale graduated 
from the centre outwards. This being accomplished, the instru- 
ment is taken on board ship, and the compass-bowl having been 
removed from the binnacle, the instrument is slung by four 
lanyards, so that its needle shall take up the exact place before 
occupied by the needles of the compass-card. ‘The vertical 


Marine 
Dipping 
Needle. 


How to use it. 


magnet is then slid up or down until the needle of the instru- — 


ment rests truly horizontal when the bubble of the spirit-level is 
in the centre. 


5. NAVIGATIONAL SOUNDING MACHINES. 


These important instruments have already been briefly de- 
scribed on pages 168-171, but further details will be both useful 
and interesting. 

The sounding machines in question are designed for the purpose 
of getting soundings from a vessel running at high speed in 
water of any depth not exceeding 100 fathoms. 
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The difficulties to be overcome are twofold: first, to get the 
sinker to the bottom; and secondly, to get sure evidence as to the 
depth to which it has gone down. For practical navigation a 
third difficulty must also be met, and that is to bring the sinker 
up again; for—although in deep-sea surveys, in water of more 
than 3,000 fathoms depth, it is advisable, even when pianoforte 
wire is used, to leave the thirty or forty pounds sinker at the 
bottom, and bring back only the wire with attached instruments— 
it would never do in practical navigation to throw away a sinker 
every time a cast is taken; and its loss, whether with or without 
any portion of the line, ought to be a rare occurrence in many 
casts. 

The first and third of these difficulties seemed insuperable; at 
all events, they had not hitherto been overcome with hemp rope 
for the sounding line, except for very moderate depths, and for 
speeds much under the speed of a modern fast steamer. 

Taking advantage of the great strength, and the small and 
smooth area for resistance to motion through the water, presented 
by pianoforte wire, Lord Kelvin succeeded in overcoming all 
these difficulties, and with either of his sounding machines a cast 
in 100 fathoms can readily be got from a vessel running 15 or 16 
knots an hour. 

The pianoforte wire weighs 1? lbs. per 100 fathoms, and bears, 
when fresh, from 230 to 240 lbs. without breaking; its diameter 
is only ‘02 of an inch. Formerly it was preserved from rusting 
by immersion in a tank of lime-water forming a fixed part of the 
entire machine; but the same end is now obtained by galvanising, 
and, barring accidents, the wire will last an indefinite time. The 
most recent pattern is shewn in the engraving on next page. 

When taking a cast, not only is the wire seen to slacken on the 
sinker touching the bottom, but the sownd is quite different: on 
a dark night this little circumstance is of value, as the drum 
must then be stopped without delay. In winding in, to make 
the wire lie evenly on the drum, one man should guide it with a 
piece of canvas. 

In the use of the compressed air depth-guage, be sure when 
removing the slender glass tube from its case to keep the open end 
down ; also, whilst reading off the depth by the box-wood scale, 
maintain it in this position (vertical, or nearly so), and take the 
lowest part of the red mark for reading. 
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” ” 30 ” ” 30. 
” ” 303 ” 9 20. 
9 ” 31 9 < 15. 


This correction is not needed when the “ Depth-Recorder” is 
used. 

Should the sinker get jammed in a cleft of rock at the bottom, 
or against the side of a boulder, the wire and its appendages will 
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inevitably be lost. Such an accident must obviously be very 
rare indeed, and any other form of sounding machine is equally 
liable to the same mishap. 

The main’ care in respect to avoiding breakage of the single 
wire may be stated in three words—Beware of kinks. 

At all times it should be scrupulously seen to, when the cod- 
line* is unbent from the ring, that the ring is securely seized to 
the hole provided for the purpose in the rim of the drum. If the 
wire and ring are carelessly allowed to knock about slack on the 
drum, there is a liability to some part getting a turn, which may 
at the next cast be pulled into a kink, and then—/arewell to the 
sinker. All that is wanted in the successful use of these machines 
is ordinary care and intelligence; lack of these two qualities will 
occasion the loss of sinkers and temper. 


* Small line, plaited like signal-halliard stuff, is preferable, as it keeps itself free from 
turns. 


CHAPTER XV. 
THE MERCURIAL AND ANEROID BAROMETERS. 


As many seamen are but imperfectly acquainted with the 
fundamental principles of the Mercurial and Aneroid Barometers, 
a short description will not be out of place. 

The word Barometer is compounded of two Greek ones signi- 
fying weight and measure, and the instrument is used accordingly 
to measure the weight of the superincumbent atmosphere. From 
this knowledge, cowpled with other matters which will be discussed 
in the next chapter, conclusions are arrived at with regard to 
coming changes in the weather. The atmosphere, or invisible 
air-ocean, extends for many miles above the earth’s surface, 
becoming more and more rarified in proportion to its height. 
This latter has not yet been determined with any degree of pre- 
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cision, but in a very attenuated form it is believed by some to » 


reach even to 800 miles. Beyond this is lwminiferous ether—an 
extremely fine imponderable fluid, supposed to pervade all space. 

At the level of the sea the pressure on the atmosphere on every 
square inch of surface is about 15 lbs., or nearly one ton on the 
square foot, and is exerted equally in all directions—upwards, 
downwards, and sideways. Without actual proof, it is somewhat 
difficult to believe this from one’s own sensations, but there are a 
hundred ways of shewing it. The most common method is as 
follows : 

Let the mouth of an ordinary earthen flower-pot be tightly 
covered by a piece of bladder, well tied down round the neck. 
Stand it on the plate of an air-pump, so that the air inside can be 
exhausted through the hole in the bottom. When this is effected, 
the weight of the external atmosphere, being no longer counter- 
balanced by the previous wpward pressure of the air within the 
pot, will cause the bladder to stretch and bulge inwards, and 
finally to burst with a loud report. In a small flower-pot, say of 
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6 inches diameter, if a complete vacuum were formed (which, by 
the way, is impossible), the effect of the downward pressure on 


the bladder—supposing it capable of withstanding it—would 
amount to over 400 pounds. 


The same thing may be demonstrated yet more clearly by 


Hemispheres. means of what are known as the Magdeburg Hemispheres. They 


are two hollow cups, made to fit on to one another, with an air- 
tight joint. When pressed together by hand in the ordinary way, 
they are easily separated, there being, in fact, no appreciable 
resistance ; but if connected with an air-pump, and a vacuum 
formed within the cups, so that the air is only allowed to exert 
its force on their outer side, it will be found very difficult to pull 
them asunder, the amount of strain required depending upon the 
sectional area of the circle: for instance, if the hemispheres 
should be 14 inches in diameter, they will, after exhaustion, be 
pressed together with a force of upwards of a ton, and as this is 
the case in whatever position they may be held, it proves that 
atmospheric pressure is exerted equally in all directions. | 

A familiar and not unpleasant example is afforded by sucking 
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up sherry-cobbler through a straw. By drawing in the breath a 
vacuum is created in the straw, and the atmosphere pressing upon 
the liquid in the tumbler, forces it to rush unopposed into the 
vacant space. 

It is supposed that in the vortex of most cyclones the spirally 
ascending currents cause a partial vacuum, and it has been stated 
that during the passage of the calm centre of a West Indian 
hurricane, the windows have been forced outwards into the street 
by the greater pressure of the air within the houses. 

The pressure of the atmosphere having thus been demonstrated, 
it merely remains to show its particular mode of action on the 
barometer. This can best be illustrated by the following simple 
end time-honoured experiment :— 


go Ling Zt, 
in au J 


Take a glass tube about 33 inches in length, hermetically sealed 
at one end. Fill this with pure mercury, and have some more 
handy in a small vessel, such asa teacup. Press the finger tightly 
over the open end to act as a stopper, and invert the tube, 
placing the end covered by the finger in the cup containing the 
mercury, and when well below the surface, remove the finger. 
The first assumption would be that all the mercury would in- 
stantly flow into the cup. Not so, however. The quicksilver 
will only fall in the tube—leaving a vacant space in the upper 
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end—till the weight of the column is balanced by the atmospheric 
pressure on the liquid metal in the cup. It is evident that there 
can be no downward pressure on the mercury in the tube, since 
the tube is tightly closed at its upper end. The column of mer- 
cury remaining within it will be found to be about 30 inches in 
height, and would be equal to the weight of a column of the 
atmosphere having the same sectional area as the interior of the 
tube. 

To put this more plainly—supposing the glass tube to have an 
internal transverse area of exactly one square inch, and that the 
height of the column was ascertained to be 30 inches, this would 
give the contents as 30 cubic inches. Now, one cubic inch of 
mercury at a temperature of 60° (Fahrenheit) weighs ‘491 of 
a pound, so that the total weight of the mercury in the tube 
would be equal to 30x °491, or 14°73 pounds, which would also 
be the weight of a column of the atmosphere indefinitely high, 
having a similar sectional area of one square inch. Air, even 
in small quantities, is capable of being weighed ; with barometer 
at 30 ins., and thermometer at 62° Fahr., 100 cubic inches of dry 
air will weigh nearly 31 grains. 

Thus we see that the barometer (true to its name) affords a 
very ready means of determining at any moment the weight or 
pressure of the atmosphere. This is in fact all it is capable of 
doing when only the reading at one place, as on board ship, can 
be obtained. 

The blank space left at the top of the tube by the descent of 
the mercury 7s the nearest known approach to a perfect vacuwm. 

Excepting some small details, it is in this manner mercurial 
barometers are actually constructed. For example, it is necessary 
that by means of a lamp the mercury should be boiled in the 
tube to free it thoroughly from air-bubbles. A suitable cistern 
is of course substituted for the tea-cup, and a scale of inches is 
affixed, whereby to read off the height of the mercury in the tube 
above the level of that in the cistern, 

The reader will therefore understand that the mercury does 
not rise and fall in the tube merely by its own expansion, or 
contraction due to temperature, but that it is forced to rise, or 
suffered to fall, according to the varying pressure of the atmo- 
sphere ; and that the scale readings represent inches and decimal 
parts of an inch, and not degrees, as the writer has heard them 
referred to more than once. 

As stated at the commencement of this chapter, the atmospheric 
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pressure or density decreases according as we ascend above the 
sea-level, which latter is adopted as the datum-line for barometri- 
cal measurements. It does so in obedience to certain known laws 
which, it should be said, include considerations of temperature, 
and not unfrequently we avail ourselves of this knowledge to 
measure the height of mountains by comparing the readings 
(taken simultaneously) of two barometers, one at the base or sea- 
level, and the other at the summit. Roughly, for small elevations, 
a vertical ascent of 900 feet corresponds to a fall of one inch in 
the height of the barometer. The depth of a mine may of course 
be measured in the same manner. 

If water were used in a barometer instead of mercury, the tube 
would require to be about 36 feet in length. Water, being 13:6 
times lighter than quicksilver, would be forced proportionately 
higher, and when the mercurial column stood at 30 inches, the 
water column would have a height of very nearly 34 feet. It is 
due to this fact that we are able with a common two-valve suction 
pump to lift water out of a well from a depth of about 28 or 30 
feet. 

The action of a siphon is another instance of atmospheric pres- 
sure turned to account in a very ingenious way. The siphon is 
used to draw off liquids from vessels which it is not convenient or 
desirable to move, and with care it can be arranged to do this 


without disturbing sediment at the-bottom—sometimes a matter, 


of great importance. A vacuum being first formed in the tube, 
the liquid enters the immersed leg and fills the place of the 
exhausted air; and since the pressure on the orifices of the tube is 
in each case equal to the weight of the atmosphere, minus the 
height of the liquid in the respective legs, it follows that the greater 
the difference of level between the surface of the liquid to be 
withdrawn and the orifice of the leg by which it issues, the more 
rapid will be the flow; and further, that a siphon will cease to 
act if the height from the surface of the liquid to the bend of the 
pipe be greater than that of a column of the liquid in use 
sufficient to counterbalance the atmospheric pressure: conse- 
quently, if we were seeking to remove water from a vessel by 
means of a siphon, the difference in height between the bend of 
the pipe and the surface of the water must be less than 34 feet, 
and in the case of merewry it would require to be under 30 inches. 

The following diagram and explanation by J. C. Trautwine, of 
Philadelphia, ought to make the matter clear. 
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‘Tf one leg ab of a bent tube or pipe abe, of any diameter, filled with water, 
and with both its ends stopped, be placed in a reservoir of water, and if the 
stoppers be then removed, the water in the reservoir will begin to flow out at 
c, and will continue to do so until its level is reduced to ¢, which is the same 
as that of the highest end c of the pipe or siphon. The flow will then stop. 
‘The parts ab and bc are called the legs of the siphon, d being its highest point ; 
and this is correct so far as relates to it merely as a piece of tube; but con- 
sidering it purely with regard to its character as a hydraulic machine, the part 
ta below the level of the higher end c, may be entirely neglected ; for the 
water in the reservoir will not be drawn down below the level of the higher 
end, whether that be the inner or the outer one. Therefore, if the discharge 
end be above the surface of the water in the reservoir, as for instance at W, no 
flow will take place. 

“The vertical height 60, from the highest part of the siphon to the lowest 
level ¢, to which the reservoir is to be drawn down, must not, theoretically, 
exceed about 33 or 34 feet, or that at which. the pressure of the air will sus- 
tain a column of water. Practically it must be less, to allow for the friction 
of the flowing water, and for the air which forces its way in: and still less at 
places far above sea level, for at such the reduced weight of the atmospheric 
column will not balance so great a height of water. 

“Tn order readily to understand, or at any time to recall the principle on 
which the siphon acts, bear in mind that we may theoretically consider the 
end of the inner leg to be not actually immersed below the water surface, but 
only to be kept precisely at it as the surface descends while the water is flowing 
out ; but may regard the vertical distance bo as the length of the outer leg ; and 
a varying distance, which at first is 6s, and finally bo (as the surface of the 
water descends) as the length of the inner leg; and that the flow continues 
only while ¢hzs outer leg is longer than ths inner one. The books are wrong 
which say that the outer leg bc must be longer than the inner one ba, in order 
that the water may run at all. The principle then is simply this: that both 
these legs bc and bz being first filled with water (the part za being considered 
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at first as a portion of the reservoir, and not of the siphon), it follows that 
when the stoppers are removed from the orifices c and a, the air presses 
equally against these orifices; but the great vertical head of water bo in the 
outer leg bc, presses against the air at c with more force than the small head 
of water bs in the inner leg bz does against the air at a or 2; consequently the 
water in bc will tend to fall out more rapidly than that in 62, and as it com- 
mences to fall would produce a vacuum at 6 were it not that the pressure of 
the air against the other end a or 2 forces the water up 2b to supply the place 
of that which flows out at c. In this manner the flow continues until the 
surface of the water in the reservoir descends to ¢ on the same level asc. The 
pressure of the vertical heads bo, bo, in the two legs be, b¢, being then equal, it 
ceases.” 

It may be added that, to entirely drain the reservoir, the outer leg would 
require to be longer than the inner one. 

For many reasons a water barometer is unserviceable for scien- 
tific purposes, but experiments, attended with a certain amount 
of success, are being tried with glycerine as a substitute. Mer- 
curial barometers are rapidly going out of fashion for use on 
board ship, being superseded by the handier and more sensitive 
Aneroid. 

It is often difficult to find a suitable spot for the mercurial 
barometer in the confined cabins of vessels. They are apt to be 
knocked against and broken. To avoid this, it is not uncommon 
to see them suspended inside the skylight—the worst possible 
place. To indicate truly, the sun must not shine on the instru- 
ment, nor should it be exposed to currents of air, as is almost 
certain to happen in such a situation, and in which, moreover, it 


is not as accessible as it ought to be. Again, should a chance sea’ 


break the skylight, the barometer will also come to grief. 

Unless the instrument hangs truly vertical, the level of the 
mercury within the tube will be too high. For this reason, there- 
fore, when the ship is rolling, it must on no account be steadied 
or held in the hand whilst being read off. If anything, such as 
spiral springs or elastic bands, interfere with its free movement, 
the readings will be erroneous. 

We next come to the Aneroid. This word is derived from 
three Greek ones, signifying “not of the fluid form,” or “ without 
moisture.” Where observations are not required for strictly 
scientific purposes, it is by far the better instrument for use 
afloat. It is more portable, and occupies much less room; for 
example, it may be kept in a drawer, on a shelf, or fastened to a 
panel near one’s bed, so as to be visible without effort. As already 
stated, it is more sensitive than the mercurial barometer, and at 
all times—more especially in heavy weather—easier to read. 
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In the Aneroid, fluctuations of the atmosphere are measured by 
its varying pressure on an elastic metallic box, from which almost 
all the air has been withdrawn, and which is kept from complete 
collapse by a strong spring. The exterior of this vacuum chamber, 
as it might be called, is so connected by multiplying levers and 
springs with the pointer which traverses the face of the instru- 
ment, that the slightest increase or diminution of pressure is at 
once unmistakably indicated. 

From the perfection of make arrived at, and its great porta- 
bility, the Aneroid has been very commonly used in the determin- 
ation of mountain heights; also by engineers for contouring, and 
roughly ascertaining differences of level in a hilly country, when 
running what are termed “trial lines” as a preliminary to a close 
survey for a new railway. For these purposes the face of the 
instrument is graduated on both an inner and outer circle, the one 
corresponding to inches of mercury, and the other to so many 
feet of elevation. Taking 30 inches as zero, a reading of 18 
inches would correspond to an elevation of close upon 14,000 
feet. Mr. E. Whymper, of mountain-climbing celebrity—during 
his travels amongst the Great Andes of the Equator—made 
exhaustive investigations which, combined with his subsequent 
workshop experiments, prove conclusively that for height-measur- 
ing at great altitudes the Aneroid is very unreliable, and that 
invariably it gives the height greater than it really is. He also 
found that, on being quickly subjected to considerable difference 
of pressure, its first indications were very different to those ob- 
tained a few weeks later, though the pressure to which it was 
last submitted had not changed in the interval. To use Mr. 
Whymper’s expression, a “state of repose” is not arrived at by 
the instrument for quite a long perilod—perhaps months. It re- 
mains to be seen whether some clever mechanician can overcome 
this defect ; Mr. Whymper is sanguine that, at all events, it can 
be diminished : meanwhile, the Aneroid is the better instrument 
for use on board ship. 

As the delicate mechanical parts are liable to suffer from rust, 
wear and tear, and other causes, it should, as a precaution, be 
occasionally compared with a standard mercurial barometer. 

It is just as well that seamen should know that the Aneroid 
can at any time be easily adjusted to a higher or lower reading 
by a deep-set screw at the back. By carefully turning this screw 
to the right or left with a bradawl, the pointer can be moved in 
the required direction. Before setting a compensated Aneroid by 
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a standard mercurial barometer, the reading of the latter should 
be corrected for temperature by the tables for this purpose.* 

Buyers ordering barometers from opticians may direct them to 
be forwarded to Kew Observatory, London, for verification. The 
scale of charges is very moderate. 

There is a small pamphlet entitled “The Aneroid Barometer: 
how to buy and how to use it.” By a Fellow of the Meteoro- 
logical Society. It can be procured, post free, for six stamps, 
from any bookseller, and will be found to contain a full descrip- 
tion of this elegant little instrument. 


(re i 


* Page 189, Adm. Man. Scientific Enquiry (5th Edition). The comparison should be 
made with the Aneroid in two positions, one in the upright position, or as it would be 
when suspended ; and the other on its flat, as it would be when lying on a table. In 
uearly every instance there is a difference. 
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CHAPTER XVI. 
“WEATHEROLOGY.” 


‘The most difficult problem of Astronomy becomes simplicity itself when compared 
with the extraordinarily complex agents that are in operation even in the simplest meteoro- 
logical phenomenon.”—Sir ROBERT BALL, Royal Astronomer of Ireland. 

Since the time of Fitzroy the Unselfish, who was about the 
first to set the ball rolling seriously, Meteorology, as a science of 
interest to the general public, has received much attention, not 
only from its learned Professors, but also at the hands of a small 
army of Amateurs both ashore and afloat. | 

Though slow-moving in its progress and inexact in its character, 
Meteorology—especially that part which most concerns the sea- 
man—has made a distinct advance since this book first appeared : 
points which were doubtful have been cleared up, some have been 
shewn to be fallacious, whilst others have been confirmed ; and 
altogether we are not so hopelessly in the dark as seemed to be 
the case 15 or 20 yearsago. Laws dogmatically laid down about 
that time, and demurred to by seamen of intelligence and ex- 
perience, have now been proved only partially correct, to require 
considerable modification, and to have gaps filled in. This is 
pretty much the case in the beginning with every branch of 
learning; what we have at the time must serve till we get some- 
thing better; and though the earlier writers, such as Capper, 
Piddington, Thom, Redfield, Reid, and others, are entitled to all 
honour and respect as pioneers in an arduous task, their super- 
seded works may now be consigned with becoming reverence to 
the private museum of antiquities of those who may happen to 
possess them. 

It must not be understood from this that we have arrived at 
the summit of our knowledge, and that henceforth all is plain 
sailing. This is, indeed, far from being the case. Of science repre- 
sentatives, none have to deal with such uncertain and perplexing 
questions as Meteorologists. Astronomers, Chemists, Electricians, 
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Engineers, and others, have severally advanced their vocations to 
that stage where almost all their facts are represented by mathe- 
matical formule, more or less easy of demonstration, but thus 
far the weather has defied every attempt to reduce it to anything 
like an algebraic expression. The unknown quantities are so 
numerous, and the known so little understood, that it is im- 
possible to say definitely what weather will follow any particular 
change. Taking the weather of the British Isles by way of 
example, it is only within the past 25 or 30 years, with the aid 
of telegraphy, and a very perfect organization extending all over 
Europe, and reporting to a central office, that it has become pos- 
sible to keep a close watch on the progress of changes. Daily 
weather-charts are now familiar to most people, and it is from 
a study of these that it has been demonstrated that the weather 
of Western Europe is mainly dependent upon atmospheric dis- 
turbances, which reach these coasts after having passed for a 
longer or shorter distance over the Atlantic. 

Our home-trade seamen are more particularly interested in 
British weather, but to master its subtleties, it is essential that 
we should ascertain the conditions which prevail over the ocean 
to the westward, the circumstances under which storms originate, 
and how the various weather systems influence each other. The 
first of these—owing to the absence of outlying islands—appears 
to be a permanent impossibility. 

At one time our trans-Atlantic cousins used obligingly to cable 
to us the departure of storms bound eastward, but having once left 
the continent of America, nobody could tell what might happen 
to them. Sometimes they diverged to the right, and sometimes 
to the left; sometimes they were dissipated in mid-ocean ; some- 
times their progress was either accelerated or retarded, and when 
they did fetch across, it was either ahead of time or behind time. 
Occasionally they left American waters full of fury and on mis- 
chief bent, but changed their minds on the passage, and reached 
our coasts harmless enough: at other times their native-born 
amiability deserted them as they neared the coasts of Kurope, and 
they became very demons. Lastly, storms were sometimes gene- 
rated in mid-ocean, of which Americans had no knowledge what- 
ever: altogether the predictions were of a most unreliable and 
unsatisfactory character. The London Meteorological Office, after 
examining results extending over a considerable period, decided 
to ignore them, stating that, “ Under any circumstances, in the 
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present state of our knowledge, the aid derived from such trans- 
Atlantic messages must be very slight, and at times the knowledge 
that a deep depression had left the United States had caused the 
premature issue of warnings to our coasts, and a consequent 
failure, which would otherwise have been avoided.” It is extremely 
improbable that cable advices of the weather sent from the 
other side of the Atlantic could be of a nature to assist in the 
forecasting of weather on our own coasts, and this conclusion was 
fully sustained by the actual result of the experimental system 
of reporting in operation during the year ending 31st March, 1888. 

So far as their own country is concerned, the Americans are 
most favourably situated for weather prediction. The majority 
of their storms originate near the “ Rockies,” and travelling east- 
ward over an immense extent of territory, are capable of being 
telegraphed well in advance; but it is quite another thing when 
they say good-bye to the land of their birth, and are shot off on 
an ocean voyage of 3,000 miles; the gunner’s aim may be bad, or 
the powder may be either damp or too dry—result, more harm 
than good to those on this side who hope to profit by the predic- 
tion. 

The first attempt to discuss the meteorology of the Atlantic on 
a definite plan was Admiral Fitzroy’s project in the autumn of 
1859, and since that date several works of a similar nature have 
been carried out by different European countries and by the 
United States, but these were not marked by that thoroughness 
which the Meteorological Council of the Royal Society deter- 
mined upon, in the spring of 1882, for a scheme then in contem- 
plation. 

A proposal made by Lieut. Weyprecht, of the Austrian service, 
for an international system of scientific observations at a num- 
ber of circumpolar stations, during the 13 months from August 
Ist, 1882, to August 31st, 1883, having been accepted by several 
nations, the Council arranged to take advantage of an oppor- 
tunity, the like of which might never occur again, to include 
and discuss the meteorology of the entire North Atlantic. They 
appealed to the commanders of ships for the necessary particulars 
on specially prepared forms, and the response was all that could 
be desired. Data poured in from nearly 3,000 vessels, which 
contributed 11,286 forms, or 864 for each month of the thirteen, 
and giving an average of upwards of 400 ships at sea each day. 
On both sides of the ocean, land stations, to the number of about 
300, sent their records, so that, in the preparation of the “Syn- 
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chronous Weather Charts of the North Atlantic and Adjacent 
Continents,’ since published,* no fewer than 700 sets of observa- 
tions have been dealt with for each day. Among the land stations 
were many in very high northern latitudes, hence the results 
embodied in the charts have not only been rendered far more 
complete, but bear an exceptional value not likely to be soon 
equalled. 

A very violent hurricane having crossed the British Isles 
between September Ist and 38rd, 1888, these three days were 
added to the original period, so that we have a series of charts 
representing in a very clear, complete, and continuous manner 
the movements of the atmosphere on each of 399 days, over 
an area extending from the Equator to the Polar regions, and 
from the Pacific coast of America to the eastern limits of Europe. 
In no previous work of this kind had one-third of this amount 
of data been available. The labour of reducing the observations 
and compiling the charts can be only imperfectly imagined. It 
is a monstre work, and reflects the highest credit on Mr. R. H. 
Scott, and his able staff, of the Meteorological Office.t 

To confuse the information as little as possible, each day is 
represented by two charts, one shewing the distribution of baro- 
metric pressure, the winds, and the weather; the other the tem- 
perature of the air and of the sea. It matters not where these 
sheets are opened, the same feature of ceaseless activity and per- 
petual change is apparent, no two days being exactly alike. 
Cyclonic and anti-cyclonic systems of different shapes and sizes, 
and travelling hither and thither, cover the entire surface, and it 
is to the movement of some of these we owe the fickle changes so 
characteristic of British weather. But every variation of form 
or of energy, every alteration in the direction and rate of trans- 
lation, is regulated by some definite law, although at first sight 
it would seem impossible to reduce to any order the bewildering 
medley of events here thrown together. ‘The exercise of a certain 
amount of patience, however, will bring to light the fact that in 
weather, as in everything else, nature’s first law is unmistakable. 

It had hitherto been the practice to consider a storm as a 
solitary phenomenon wandering about the earth like a Wzll o’ the 
wisp, uncontrolled by any other power than its own peculiar con- 
stitution, and scientific men have laboured long and diligently to 
trace their paths, and to explain why they affect some localities 


* Procurable through any bookseller. + 63, Victoria Street, Westininster. 
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more than others; but then it must be remembered that they had 
not the enormous advantage, now possessed, of a daily bird’s-eye 
view of the whole of the surrounding conditions, without which 
it is impossible to form even an approximate estimate of the in- 
fluences at work. 

It is now understood that a cyclone is not an isolated pheno- 
menon, but merely an “ episode” in the general circulation of the 
atmosphere. It is found that cyclones and anti-cyclones co-exist, 
and are absolutely dependent upon each other for their existence: 
—‘“nature abhors a vacuum.” The descending currents from 
the region of highest barometer are drawn into the neighbouring 
region of low barometer, where they ascend into the higher 
regions of the atmosphere, and are again transferred to the anti- 
eyclones—a never-ending interchange. The charts shew all this 
plainly enough. 

The question of the indraught of the wind is one which has been 
handled by the earlier authorities on the assumption that the 
storm was a compact body of circular shape, fierce contention 
being raised over the theory of one, that the wind whirled round 
in perfect circles, and of another, that it worked spirally towards 
the centre. The latter is, however, the more correct. 

Espy considered that the wind blew from all quarters alike 
towards a common centre, and attributed this centripetal motion » 
to a supposed wpoward rushing of the air in the vortex. This is 
reasonable enough, as it is well known that on the outer verge of 
cyclones the glass stands abnormally high—indicating great 
atmospheric pressure, and that its readings are lowest in the focus 
or vortex, where accordingly the pressure is least. Now it is 
certain that under these conditions the outer heavily pressed air 
must move in the direction of least resistance—namely, towards 
the comparative vacuum at the centre, and the only question at 
issue is the particular manner in which it does so. It is pretty 
well established that in some tropical cyclones the wind—at 
least in parts—sometimes blows almost in a true circle; on the 
other hand, Dr. Meldrum, Director of the Government Observatory 
at Mauritius, who has had unusually good opportunities of hob- 
nobbing with cyclones, referring to those of the Southern Indian 
Ocean, is convinced that N.E. and Easterly winds often, if not 
always, blow towards the centre of the storm, and not at right 
ungles to it. Thus it would appear that sometimes the circular 
theory is borne out in fact, and at others that Espy’s idea, though 
not quite right, was not altogether wrong. 
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But more frequently than otherwise the direction of the wind 
is compounded of both the foregoing; and such a resultant of Incurvature 
forces agrees with the spirally incurving movement accepted at Sab 
the present time as the general, but not invariable, behaviour of 
the wind in cyclones. The incurvature is usually about two 
points, thus making the centre bear about ten points from the 
direction of the wind ; but no positive rule can be laid down for 
this. 

Storm areas are found to be of every variety of shape—cir- General loose 
cular, oval, elongated, and irregular; the same system may even parc oe 
alter its shape from day to day. Again, it is common enough for 
a cyclone to break up into two or more, each perhaps more violent 
than the parent system. The reverse of this also takes place; 
two or three low-pressure areas approaching from different direc- 
tions become one, then some days later burst into a number of 
distinct cyclones again. 

Again, one or more secondary disturbances sometimes hang 
about on the skirts of the larger ones: these may come into 
collision, and confusion reign supreme until the one will have 
merged into the other, the less being absorbed by the greater. 

These sudden changes, which cannot be foreseen, and the shapes The sailor's 
of storms being so very different, introduce complications which “™™* 
would bewilder even a “ Philadelphia lawyer.” How then can the 
sailor, eut off as he is from all outside sources of information, 
calculate with Board of Trade precision the position of the dreaded 
centre? Asa fact, no rule is possible for determining more than 
approximately the position of the vortex of a cyclone by observa- 
tions confined to a single ship. 

A case in point, illustrating the difficulty of applying the 
circular theory with a certainty of being right, is afforded by the 
great storm which prevailed off the Atlantic Coast of the United 
States during the 11th-14th March, 1888. This storm—of the 
“ Blizzard ” type—was sadly destructive, and will long remain a 
memorable instance of marked divergence from the circular 
theory. Charts compiled for each day of its continuance shew 
its path, intensity, and development. The main feature exhibited 
was an elongated area of low barometer, extending from the west 
coast of Florida up past the eastern shores of Lake Huron, and 
far northward towards Hudson Bay. On.the western side of 
this stretch of low barometer the difference of pressure (or 
gradient) was very considerable, and accompanied by a very long a “cold snap.” 
area of bitterly cold northerly winds. It was this latter doubly 
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unwelcome visitor which rendered the storm so specially disas- 
trous to human as well as animal life. The centre of the 
disturbance passed almost completely over New York, and, 
pushing its way to the northward and eastward, skirted closely 
the shores of the United States. It is an instance where the 
law of storms, founded on a hard-and-fast circular theory and 
8-point bearing, would be almost wholly inapplicable ; and there 
is now no doubt that there are many such to puzzle the unhappy 
navigator who may be caught in their meshes. 

Here it seems opportune to refer to a phase of the subject 
deserving of the most careful study. In various parts of the 
world there are certain permanent areas of high and low pressure, 
which exercise a stupendous influence on the general atmospheric 
circulation. These will be found depicted on the accompanying 
chartlets, which seamen will find useful. In addition to the 
more permanent ones, there are certain other areas which vary 
with the season of the year. The most marked of these extend 
over Central Asia, and appear to cause the N.E. and 8.W. mon- 
soons of India. | 

As might be expected, the “Synchronous Charts” shew pre- 
cisely the same feature. Take, for example, the anti-cyclone found 
on the edge of the Tropics, extending at times across the ocean 
from Africa to America, at other times contracted to smaller 
dimensions on the eastern half of the sea, and occasionally 
stretching northwards to the British Isles and Iceland. Other 
systems, both of high and low barometer, are found travelling 
about in all directions and disappearing ; but this particular anti- 
cyclone is permanent, being only modified in its shape and extent ; 
and if some means could be devised for ascertaining the changes 
in its northern limits from day to day, one of the greatest diffi- 
culties of the weather forecaster in this country would be over- 
come, very few of the disturbances reaching the shores of Great 
Britain and Ireland which are not influenced by it. 

This brings us to the question as to whether the intervention of 
high land has any influence in altering the track of a storm. Until 
comparatively recently, West India hurricanes were believed to 
travel along the northern shores of the islands, and curve round 
to the north and north-east with the trend of the American coast, 
because it was thought the land formed a barrier against their 
advance into the interior of the continent. This theory, once 
very generally accepted, is demolished by the fact that many 
disturbances originating in the Tropics take other directions: 
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some pass into the Gulf of Mexico, and thence north-eastward 
across the States to the Atlantic again ; while others proceed due 
north, or even eastward of north, from their place of origin in 
mid-ocean. 

The invariable rule is for areas of low barometer to cling to 
the neighbouring anti-cyclone ; and it is to this, and not to the 
contiguity of land, that the direction of storm translation is 
related. 

Exactly the same action is observable over the northern part 
of the Atlantic. Cyclones do not alter their course because they 
reach the shores of Europe, but because of the conditions of 
pressure over Europe itself. Land certainly modifies the intensity 
of a cyclone, but seems to have no direct influence upon the course 
it may take. This explains the multiplicity of directions in which 
cyclones travel over sea and land. The neighbourhood of New- 
foundland, in about lat. 40° N., is more frequented than any other 
portion of the Atlantic, disturbances being attracted here from 
the south, the west, and the north-west; but, continuing their 
journeys, some pass into the Arctic regions through Davis Strait, 
while others take any direction between that and the Gut of 
Gibraltar, always liable to a change of direction when approach- 
ing any anti-cyclonic area which may happen to lie either directly 
across its path or alongside it. 

Then, again, the rate at which storms travel is subject to this 
same influence. Their progress is quite as uncertain over the 
level ocean as it is over the interior of mountainous continents. 
_ They are to be found standing still for days after journeying along 
at from 30 to 50 miles an hour, then suddenly starting off again 
at a very high rate of speed, or perhaps moving but slowly. 

Taking those which cross from America to Europe, some cover 
the entire distance in two days, while others take ten or eleven. 
It will be obvious from this that, to successfully predict the 
arrival of a disturbance on this side of the ocean on a certain 
day, merely because the date of its departure from the other side 
is known, is impossible. All the time we are imagining the 
meteor to be approaching us rapidly, it may be crawling along 
slowly, or perhaps has gone away in quite another direction. 

The “Synchronous Charts” shew a remarkable difference be- 
tween the energy of cyclonic systems over land, as compared 
with those over sea. Rarely does the wind in the disturbances 
crossing America rise to a gale, but immediately the moist 
atmosphere over the Gulf Stream is reached, the depth of the 
cyclone rapidly. increases, and heavy gales are frequent. 
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Passing from the Atlantic into Europe, the converse is manifest ; 
the barometer rises, and the gales die out; in fact, it is certain that 
the stay-at-home inhabitants of these isles have no conception of 
the force of a regular Atlantic “howler.” On shore, even during 
the worst gales, the surface force of the wind is broken up by the 
numerous obstacles met with, but on the wide o¢ean there is 
nothing to check the full fury of the blast. 

It will thus be seen that these charts have let in a flood of 
light on what was very obscure before. Nor have observers in 
other parts of the world been idle. Their investigations prove that 
those terrible convulsions of nature, which, according to location, 
are variously denominated Hurricanes, Cyclones, or Typhoons, are 
all closely allied to each other, and to gales in general. 

In the matter of research of this kind, the seafaring community 
is much indebted to the voluntary labours of the Hon. Ralph Aber- 
cromby, F.R. Met. Soc., who devoted the major portion of his life to 
this particular study. Asan extensive traveller, Mr. Abercromby 
had facilities denied to professional men, who, except during a 
holiday, always too brief to permit of wide explorations, are tied 
to their offices, wherever these may be. To get in touch with such 
men abroad, and in the hope of personally encountering one or 
more cyclones, Mr. Abercromby visited, in 1885-1886, the observ- 
atories at Mauritius (the very stronghold of tempests), Madras, 
Calcutta, Manila, Hong-Kong, and Tokio. By this means he was 
able not only to procure more recorded material for his investiga- 
tions, but to learn, in course of conversation, certain minute but 
important details which could not be extracted from existing 
reports. On his return to this country, Mr. Abercromby embodied 
the results of his experience in various papers read before the 
Royal and other Societies, and by his kind permission the writer 
has availed himself of occasional extracts, of which the following, 
“On the relation between Tropical and Extra-tropical Cyclones,” 
is one. 

Conclusions. 


‘All cyclones have a tendency to assume an oval form; the longer diameter 
may lie in any direction, but has a decided tendency to range itself nearly in 
a line with the direction of propagation. 

The centre of the cyclone is almost invariably pressed towards one or other 
end of the longer diameter ; but the displacement may vary during the course 
of the same depression. 

Tropical hurricanes are usually of much smaller dimensions than extra- 
tropical cyclones; but the central depression is much steeper and more 
pronounced in the former than in the latter. 
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Tropical cyclones have less tendency to split into two, or to develop 
secondaries than those in higher latitudes. 

A typhoon, which has come from, the tropics, can combine with a cyclone 
that has been formed outside the tropics, and form a single new, and perhaps 
more intense, depression. 

_ No cyclone is an isolated phenomenon ; it is always related to the general 
distribution of pressure in the latitudes where it is generated. The concentric 
circles, hitherto drawn to represent a cyclone, ignore the fact that a cyclone is 
always connected with and controlled by some adjacent area of high pressure. 

In all latitudes pressure often rises over a district just before the advent 
of a cyclone. The nature of this rise is at present obscure ; but the character 
of the unusually fine weather under the high pressure is identical both withm 
and without the tropics. 

In all latitudes a cyclone which has been generated at sea appears to have a 
reluctance to traverse a land area, and usually breaks up when it crosses a 
coast line. 

After the passage of a cyclone in any part of the world there is a remarkable 
tendency for another to follow very soon, almost along the same track. 

The velocity of propagation of tropical cyclones is always small, and the 
average greatly less than that of European depressions. 

There is much less difference in the temperature and humidity before and 
after a tropical cyclone than in higher latitudes. The quality of the heat in 
front is always distressing in every part of the world. 

The wind rotates counter-clockwise round every cyclone in the northern 
hemisphere ; and everywhere as an in-going spiral. The amount of incurva- 
ture for the same quadrant may vary during the course of the same cyclone ; 
but in most tropical hurricanes the incurvature is least in front, and greatest 
in rear, whereas in England the greatest incurvature is usually found in the 
right front. Some observers think that, broadly speaking, the incurvature of 
the wind increases as we recede from the equator. 

The velocity of the wind always increases as we approach the central calm 
in a tropical cyclone ; whereas in higher latitudes the strongest winds and 
steepest gradients are often some way from the centre. The portion of a 
cyclone which is of hurricane violence forms, as it were, a kernel in the centre 
of a ring of ordinarily bad weather. In this peculiarity tropical cyclones ap- 
proximate more to the type of a whirlwind tornado ; but the author does not 
think that a cyclone is only a highly developed whirlwind, as there are no 
transitional forms of rotating air. 

The general circulation of a cyclone, as shown by the motion of the clouds, 
appears to be the same everywhere. 

All over the world unusual coloration of the sky at sunrise and sunset is 
observed not only before the barometer has begun to fall at any place, but 
before the existence of any depression can be traced in the neighbourhood. 

Cirrus appears all round the cloud area of a tropical cyclone, instead of only 
round the front semicircle as in higher latitudes. The alinements of the 
stripes of cirrus appear to lie more radially from the centre in the tropics, 
instead of tangentially to the isobars, as indicated by the researches of Ley and 
Hildebrandsson in England and Sweden respectively. 

The general character of the cloud all round the centre is more uniform in 


244 HON. RALPH ABERCROMBY’S CONCLUSIONS. 


than out of the tropics ; but still the clouds in rear are always a little harder 
than those in front. 

Everywhere the rain of a cyclone extends farther in front than in rear. 
Cyclone rain has a specific character, quite different from that of showers or 
thunderstorms ; and this character is more pronounced in tropical than in 
extra-tropical cyclones. 

Thunder or lightning are rarely observed in the heart of any cyclone, and 
their absence is a very bad sign of the weather. Thunderstorms are, however, 
abundantly developed on the outskirts of tropical hurricanes. 

Squalls are one of the most characteristic features of a tropical cyclone, 
where they surround the centre on all sides ; whereas in Great Britain squalls 
are almost exclusively formed along that portion of the line of the trough 
which is south of the centre, and in the right rear of the depression. As, 
however, we find that the front of a British cyclone tends to form squalls 
when the intensity is very great, the inference seems justifiable that this 
feature of tropical hurricanes is simply due to their exceptional intensity. 

A patch of blue sky in the centre of a cyclone, commonly known as the 
“bull’s-eye,” is almost universal in the tropics, and apparently unknown in 
higher latitudes. This blue patch does not apparently always coincide exactly 
with the barometric centre. The author's researches show that in middle 
latitudes the formation of a bull’s-eye does not take place when the motion of 
translation is rapid ; but as this blue space is not observed in British cyclones 
when they are moving slowly, it would appear that a certain intensity of 
rotation is necessary to develop this phenomenon. 

The trough phenomena—such as a squall, a sudden shift of wind and 
change of cloud character and temperature just as the barometer turns to rise, 
even far from the centre—which are such a prominent feature in British 
cyclones, have not been even noticed by many meteorologists in the tropics. 
The author, however, shows that there are slight indications of these phenomena 
everywhere ; and he has collated their existence and intensity with the velocity 
of propagation of the whole mass of the cyclone. 

Every cyclone has a double symmetry. One set of phenomena, such as the 
oval shape, the general rotation of the wind, the cloud ring, rain area, and 
central blue space, are more or less related to a central point. Another set, 
such as temperature, humidity, the general character of the clouds, certain 
shifts of wind, and a particular line of squalls, are more or less related to the 
front and rear of the line of the trough of a cyclone. 

The author’s researches show that the first set are strongly marked in the 
tropics, where the circulating energy of the air is great and the velocity of 
propagation small ; while the second set are most prominent.in extra-tropical 
cyclones, where the rotational energy is moderate and the translational 
velocity great. | 

The first set of characteristics may conveniently be classed together as the 
rotational ; the second set as the translational phenomena of a cyclone. 

Tropical and extra-tropical cyclones are identical in general character, but 
differ in certain details due to latitude, surrounding pressure, and to the 
relative intensity of rotation or translation.” 


In the above the word “trough” frequently occurs, and it be- 
comes necessary to explain what Abercromby means by it. He 
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says, “The ‘trough’ of a cyclone is a line drawn through the 
centre, more or less at right angles to the direction of translation, 
through all points where the barometer, after having reached its 
lowest, has just turned to rise.” 

The word ‘axis’ is often improperly used to denote the course 
of the storm. On this point Abercromby says,—* The real axis 
of a cyclone is an imaginary line, more or less vertical, round 
which the whole mass of air may be supposed to circulate.” 

The reader will not fail to notice the words “more or less ver- 
tical ;” they are rendered necessary by the contention of some 
writers that storms do not move parallel to the surface of the 
earth, but are tilted up, so that one side may pass over without 
being felt nearly so much as the other. 

The highest authorities concur in admitting that, even with 
the advantage of many combined simultaneous observations at 
stations some distance apart, such as can be obtained on land by a 
special and regularly organized service, it is impossible at present 
to foretell with certainty, for even two days in advance, the precise 
character of the coming weather. 

If, then, concerted action avails so little, what chance has an 
isolated individual, such as the commander of a ship, who has 
nothing to guide him but his own local observations, of satisfying 
himself as to the weather he may expect for even a single coming 
day ? 

Where is the sailor who has not been urged to prepare for dirty 
weather by the warning of an unusually low glass, to find that 
the disturbance has passed away wide of his position? Let him 
not, however, regret his trouble, but console himself with the wise 
“saw” that “it is better to be sure than sorry,” and with the 
knowledge that, though his guide has now deceived him, on the 
next occasion its monition may be more than justified. 

On the other hand, he should bear in mind the fact that stiff 
gales sometimes blow with quite a high barometer. This is com- 
mon enough in the English Channel with the wind at N.E., but it 
also happens with strong blows from other quarters. For example, 
though the writer, on the last day of January, 1880, whilst on a 
passage from Philadelphia to Liverpool, experienced a fresh gale 
from the Southward, with a heavy sea; yet, during the worst of 
it, the glass never fell below 30”20, and the sun shone brilliantly, 
,with scarcely a cloud in the heavens. On the previous day, with 
moderate wind at 8.E. by E., it ranged as high as 3050. 

Many people will doubtless remember the anti-cyclone which, 
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in January of 1882, persistently hung over the British Islands 
for several days, and excited wonder by the high reading of the 
barometer, which reached 30"80. The writer was then returning 
home from the United States, and the following, taken from the 
log, shews that the region of unusual pressure extended a long 

way to the westward. . 

“Noon, Tuesday, January 17th. Lat. 47° 40° N., and Long. 
26° 53’ W. Wind §S. 4 W. (true), moderate breeze; light clouds; 
sun dimly visible at intervals. Barom. 30’42, Thermom. in open 
air (shade) 54°. 

“Noon, Wednesday, January 18th. Lat. 49° 19’ N., and Long. 
19° 52' W. Wind 8. by W. (true), light to moderate breeze. Sun 
shining brightly. Hazy on horizon. Barom. 3070, Thermom. 
53°, 

“At 9 P.M. Barom. attained its highest reading, viz. :—30"'80. 

“Noon, Thursday, January 19th. Lat. 50° 46° N., and Long. 
12° 17’ W. Wind S.E. by 8S. 4S. (true), light. Sun shewing 
occasionally through breaks. Horizon very clear and well defined. 
Barom. 30°75, Thermom. 47° in open air (shade).” | 

The point of both examples lies in the high glass and southerly 
wind, which latter, in the first one quoted, actually reached the 
force of a fresh gale. 

All this would appear an enigma did we not know, as will 
presently be explained, that gales depend not so much upon the 
absolute height of the glass, as upon the difference between two 
readings at places some little distance apart. 

If, over a given area, the glass be uniformly high, ¢ or uniformly 
low, there will be but little wind ; but when the barometric incline 
between places of relatively aan and low pressure is abrupt, the 
winds will be violent. 

To the sailor, however, who is not behind the scenes, and 
cannot be in telegraphic communication with other places for 
comparison of barometers, and has, moreover, his own observ- 
ations vitiated to a considerable degree by his vessel’s onward 
progress, this knowledge is practically worthless. 

What he desires is to be enabled to augur from the study of 
his own instruments, and the aspect of sea and sky, what is likely 
to take place around him, and, unfortunately, it is but seldom that 
this is possible to any noteworthy extent. 

If we could only know what was going on in the higher regions 
of the atmosphere, simultaneously with existing surface con- 
ditions, out of apparent chaos might come some sort of order: 
this, however, is a difficulty which at present is insuperable. 
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There are, however, certain indications which, when they occur, 
may be regarded as pretty reliable, and are in consequence worthy 
of being logged in red ink. 

For example, a rising barometer with a southerly wind presages 
fair weather, whilst a falling barometer with a northerly wind 
conveys a warning which cannot be disregarded with impunity. 
To make this applicable to either hemisphere, it would be as well, 
perhaps, to substitute the words Equatorial for Southerly, and 
Polar for Northerly. 

Another rule of equal importance has reference to the effect of 
a ship’s tack on the barometer. The cause will be evident, as 
explained hereafter; for the present it is sufficient to state the 
fact. 

In the Northern hemisphere, with all winds, except when near 
the equator, the starboard tack takes a ship towards a higher 
barometer, whilst the port tack takes her towards a lower one. 
It follows, that in every case a rising barometer on the port tack 
is a valuable indication of improving weather, while on a star- 
board tack, a falling barometer is a great warning. This order 
is reversed in the Southern hemisphere. 

The cases just quoted, with one or two minor ones which will 
appear by and by, are the exceptions which prove the rule, that— 
opposed though it may seem to older teaching—the barometer, 
under most circumstances, when taken singly and unsupported 
by other indications, can no longer be regarded as an infallible 
weather oracle. 

Its warnings are uncertain, and, more. often than not, its move- 
ments are only contemporaneous with the commencement of the 
disturbance they are supposed to herald, as friction in the tube 
and inertia must first be overcome before the altered Daas. of 
the air can put the mercury in motion. 

Nevertheless there are special instances, and most of us will 
remember them, when—other indications being wanting—its 
silent fall has revealed an impending danger. We must therefore 
by no means cast off our old friend, or too hastily underrate its 
value. 

In making delicate observations, it should be known that the 
mercury is subject (quite apart from the weather) to regular 
daily tidal influences. At between 9 and 10 a.m. and P.M. it is, 
so to speak, high water. Then commences the ebb, which lasts 
until between 3 and 4 A.M. and P.M. respectively. The mean 
range in tropical regions is about the tenth of an inch, but as the 
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latitude increases, the tidal range diminishes, until finally it 
almost vanishes at the poles. 

In our own part of the world this phenomenon is often un- 
noticed, owing to its lesser degree, and its being frequently 
masked by accompanying and stronger atmospheric changes. 
Not so nearer the equator, where the greater tidal range, the 
more equable character of the weather, and the ordinary baro- 
metric fluctuations being both infrequent and small in amount, 
render it easily apparent. 

The practical lesson to be learned from this noteworthy pecu- 
liarity is, that to some extent changes in the barometer are of 
increased or diminished significance, in accordance as they dis- 
agree, or agree, with the regular tidal rise and fall. Thus, if the 
mercury drop steadily between the hours of 3 and 9, when ac- 
cording to the above law it should be rising, the indication is of 
more importance than if occurring between 9 and 3, the period 
of tidal ebb. 

So far this singular phenomenon of barometric tides has puzzled 
physicists, and though many hypotheses have been advanced, 
none of them seem capable of affording an entirely satisfactory 
solution. 

It must be remembered that though, as before observed, con- 
siderable barometric changes are infrequent near the equator, 
when they do occur they are of proportionately greater signi- 
ficance. In low latitudes, a sudden fall of any magnitude is 
invariably followed by a hard blow, which, however, is mostly 
of a transitory character; bearing out the familiar adage, “ Long 
foretold, long last; short notice, soon past.” 

Among men of science who have contributed largely to meteor- 
ology must be mentioned Professor Buys-Ballot, of Utrecht. He 
was one of the initiators of the present system under which 
materials are daily collected from some hundreds of European 
stations, to be used in forecasting changes. His own observa- 
tions resulted in the determination of a general atmospheric law, 
known as the Buys-Ballot law. It may be thus enunciated :— 

The wind will be nearly at right angles to an imaginary line 
joining two stations, having respectively a high and a low baro- 
meter. In the Northern hemisphere, the low barometer will be 
on the left, and the high barometer on the right of the wind’s 
course, and the current of air will have enhanced velocity in 
proportion as the difference of the barometer reading is greater. 
Thus, if a low glass exists in the north of Scotland, and a high 
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one in the south of England, the wind will certainly be westerly ; 
its strength depending upon the steepness of the barometric gra- 
dient connecting the two localities. 

This law, even for light winds, is now established beyond all 
controversy, so far, at least, as moderately high latitudes are 
concerned, and from it follows, according to Strachan,— 

“That in the Northern Temperate Zone the winds will circulate 
around an area of low atmospherical pressure in the reverse 
direction to the movement of the hands of a watch, and that the 
air will flow away from a region of high pressure, and cause an 
apparent circulation of winds around it in the direction of watch 
hands.” 

In the Southern hemisphere, of course, this order is reversed. 
It becomes a question, then, what happens in the neutral vicinity 
of the equator, where the two hemispheres meet, and the laws 
pertaining to each would clash, if not gradually modified. In 
answer to this, Toynbee, in the Barometer Manual, says :— 

“It seems probable that, with your back to the wind, the lowest 
pressure faces you. At any rate, most seamen know that in the 
equatorial doldrums there is a comparatively low barometer, and 
that as they are approached the respective Trades draw more 
directly from north to south.” 

Wind is air in motion, and when in rapid motion it becomes a 
storm. There are various theories as to the cause of storms or 
cyclones. Heinrich Dove, a native of Silesia, Professor of Natural 
Philosophy at Berlin, and subsequently director of the Royal 
Meteorological Institute, held the view that cyclones are formed 
when two great air currents—polar and equatorial—flow side by 
side, storms being the eddies formed along the line of junction. 
It is to be kept in mind that the qualities of the atmosphere in 
the front portion of a cyclone are quite different from those in 
the rear—the former being warm, moist, and depressing; while 
the latter are cold, dry, and exhilarating. This is one of the 
chief objections made to the circular theory by its opponents, 
who contend, logically enough, that af one and the same air 
current were moving im a circle, it would be difficult to explain 
the rapid thermal changes which certarnly take place with the 
veering of the wind as the storm passes over. 

Abercromby, however, points out that these thermal changes 
do not occur to nearly the same extent in tropical cyclones, and 
though the essential character of all cyclones is very much the 
same, authorities are agreed that there are important points 
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of difference, and this is one. Undoubtedly those of the tropics 
are more symmetrical in shape than their half-brothers of the 
temperate zones; they are also more violent, their movement 
of translation is slower, and their diameter is less. The facts 
here mentioned confirm the writer in the opinion expressed in 
the first edition of “Wrinkles,” that there are varieties of cyclones, 
depending chiefly upon local peculiarities: indeed, Abereromby 
practically says as much: and whilst all are governed by some 
general law or laws, there are controlling circumstances which 
impart to each kind its distinctive features. 

All this would point to great complexity not easily unravelled 
by the sailor, so completely cut off as he is from all outside help. 
In the case of actual cyclones, whether they be of a spiral, oval, 
or circular kind, some of the old rules laid down for the guid- 
ance of seamen will, in the absence of better ones, still apply. 
It is just as well, therefore, to remember them. 

HEAVE-TO on the starboard tack in the Right-hand semicircle, 
and port-tack in the Left-hand semicircle, in both hemispheres. 

Carry-on on starboard tack in Northern, and port tack in 
Southern hemisphere. 

ScuD when on line of progression in either hemisphere ; or in 
Left-hand semicircle in Northern, or Right-hand semicircle in 
Southern hemisphere. 

It will of course be understood that, looking towards the 
direction in which the body of the storm is moving, the Right 
and Left-hand semicircles lie respectively on the ~ibht and weit 
hand of the line of progression. 

In his intercourse with brother seamen, the writer has often 
heard it contended that the rule saying that if the wind veers to 
the right, the observer is in the Right-hand semicircle, and vice 
versa, is not to be depended on, as in their experience they had 
sometimes found the very opposite to be the case, which, of 
course, shook their faith on other points as well. The rule, how- 
ever, 1S perfectly sound, but ut rs only intended to be used by a 
vessel that is stationary. 

If the reader will imagine his ship to be overrunning a slow 
moving circular storm, which is travelling on the same course as 
himself, he cannot fail to see, with the aid of Piddington’s Horn 
Card, or a tracing-paper substitute for it, that when passing 
through either semicircle, the wind will veer the contrary way 
to the rule, as it is usually interpreted. 
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On first falling in with a supposed cyclone, a fair surmise may 
be made as to the direction in which it is moving, since it is 
known that these disturbances favour a particular course in each 
locality, which course is now pretty well mapped out for the 
various parts of the world; nevertheless, under all circumstances 
(and bearing in mind the liability to mistake referred to above, 
and the possibility of unexpected re-curvature), it will be prudent 
to heave-to or stop the engines until the ship’s position with 
respect to its path is well ascertained. “In cyclones of both 
hemispheres, the west wind on their equatorial sides is easily 
dealt with, for they seldom move on a track towards the equator; 
so the ship may take that route until the barometer rises, and the 
weather improves.’* 

Remember, whatever may be said to the contrary, that from the 
varying area of storms, and the difference of barometric gradients 
which must therefore exist between their centres and outer edges, 
at is quite wmpossible to estumate the distance of the vortex by the 
height of the mercury, or by its rate of fall. 

This statement is accentuated by the fact that an area of 
depression is not necessarily circular in shape, if indeed it ever 
does more than roughly approximate to it, and that the gradients 
are by no means uniform. In some parts the lines of equal 
pressure (Isobars) run together much closer than at others, and 
no rule can be formulated to meet such eccentricities. 

Further, the more precise analyses made in late years of the 
paths of cyclones, prove conclusively that the motion of the centre 
itself is sometimes very erratic in more ways than one. Not 
only is its velocity along the path variable, but the centre some- 
times sways about, or wobbles, to such an extent as to describe a 
little loop. In this connection Abercromby says,—“It seems 
impossible that a tropical cyclone, round and into which ecusts 
are blowing with variable velocity, can have an absolutely even 
motion of the central vortex.” 

This much, however, is certain—if the barometer rise while the 
wind diminishes, the meteor is passing away ; but if it continue to 
fall, and the wind and sea to increase, the meteor is approaching, 
or the depression is deepening and spreading. “He who watches 
his barometer, watches his ship,” is therefore more than usually 
applicable. 

Having ascertained, beyond doubt, which semicircle you are in, 


* ToyNBEE.—Barometer Manual, 1871. 


To ascertain 
path of storm 
—heave-to. 


Distance of 
centre, impos- 
sible to 
estimate, 


Eddying move- 
ment of centre. 


Tack on which 
ship will bow 
the sea. 


Rule for 
scudding. 


Exception to 
rule for 
scudding, 


Belt of 
intensified 
S.E. Trade. 


252 MELDRUM AND ABERCROMBY ON 


wait no longer, but carry on sail on the starboard tack'if in the 
Northern hemisphere, or port tack if in the Southern hemisphere ; 
and when unable to do so through loss of spars or canvas, heave- 
to on the starboard tack if in the Right-hand semicircle, or the 
port tack if in the Left-hand semicircle. By so doing, instead of 
being continually headed off as the wind veers, you will come ee 
and bow the sea. 

Again, whilst first hove-to waiting for things to develop them- 
selves, should the barometer fall rapidly, and the indications of 
an approaching hurricane become stronger, whilst the wind con- 
tinues to blow steadily, but with increasing violence, from the 
same point, or nearly so, you will know that your vessel is 
directly in the path of the advancing storm. Then to escape 
being involved in the centre and most dangerous part, up helm 
and scud before the wind, keeping it, at all hazards, a cowple of 
points or three on the starboard quarter in the Northern hemi- 
sphere, or on the port quarter in the Southern hemisphere. ‘There 
is, however, an exception to this :— 

Reference has already been made to the highly important 
discovery of Meldrum, that, in cyclones of the Southern Indian 
Ocean, “the north-easterly and easterly winds often, if not always, 
blow towards the centre.” It therefore becomes necessary to make 
special provision for vessels caught in these cyclones, but, owing 
to the elements of uncertainty fats always exist regarding their 
true position in the storm field, this is no easy matter. Aber- 
cromby, even in the light of Dr. Meldrum’s great experience, is 
not quite certain what is the safest way to treat them. In the 
Southern hemisphere the Left-hand semicircle is the dangerous 
one, and, with the wind from the southward and eastward, should 
you run to the N.W. in front of the storm’s path, the centre may 
overtake you before getting clear on the other side. On the 
other hand, if you remain hove-to, the storm may curve to the 
southward and go for you straight. This, coupled with the 
inblowing propensity of the winds in rear of the storm, makes 
the situation a delicate one. 

On the southern side of the true storm field there is a belt of 
intensified SL. trade wind, in which the barometer falls fast, and 
the wind increases in force without changing its direction, 
though the ship may be far away from the line of progression of 
the vortex. Jf she were in the line of progression, she would 
equally experience an increasing and unchanging wind with a 
falling barometer; but the trouble is, that there is no certain 
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means of knowing whether the ship is in the line of progression, 
or only in the belt of intensified Trade. Under these circum- 
stances the ordinary rules say “Run,” but Meldrum’s advice 
is to lie-to till the barometer has fallen zyths of an inch. When 
the mercury has fallen this much below the normal (say to 
29"30 ), and the weather still gets worse, run to the N.W.; 
but Abercromby makes this conditional on the behaviour of 
the clouds. In effect, he puts it thus:—Should their direc- 
tion remain persistently more to the South than the surface 
SL. trade, then run at once to the N.W. even if the barometer 
has not fallen ¥yths of an inch. If, however, the wind remain in 
the S.., with the squalls increasing in violence, and the clouds 
driving either in the same direction as the surface wind, or a little 
more to the eastward, no attempt should be made to run to the 
N.W. till the barometer has fallen as before stated. It is then 
about equally hazardous to remain hove-to or torun. (Pleasant !!). 

Abercromby—basing his recommendations on Meldrum’s rules 
—goes on to say that “A steamer anywhere in this belt of in- 
tensified trade wind, with a falling barometer, should try and 
force her way to the S.E. or E.” 

“Ships bound to the 8.W., and encountering strong N., N.E., 
or H. gales, with a falling barometer, should lie-to till the mercury 
turns upwards, and the appearance of the weather improves. 
Hurricanes in the Southern Indian Ocean move so slowly that 
this may involve lying-to for four or five days.” 

“With wind between N. and E. when a cyclone is travelling to 
the S. or S.E.—that is, when the hurricance is recurving—make 
as much easting as possible, either under sail or steam.” 

Of late years the value of cloud observation has been gradually 
recognised among scientists ; at one time—not so very distant— 
such observations were deemed only suitable for rustics or for 
ignorant sailors, the tendency on shore being to rely too much 
on instruments, and too little on the appearance of the sky. 
Happily this state of things has passed away, and clouds are 
formally included in the sczence of meteorology. Abercromby 
thinks that any further progress that may be possible in the 
method of handling ships in hurricanes will come from cloud 
observation. When the characteristic cirrus-veil first forms on 
the sky, the direction in which the cloud is densest is most prob- 
ably the direction of the vortex. Later on, as the cyclone 
approaches, a heavy bank of hurricane cloud appears on the 
horizon, and where this is densest, there will the centre be. 
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The centre will bear more nearly 8 points from the direction of 
the motion of the lower clouds, than from that of the surface 
wind. For instance, in the Northern hemisphere, if the surface 
wind were west, the low clouds might come from W.N.W., and 
the bearing of the centre would be N.N.E. 

The following is taken from the Nautical Magazine for March, 
1871, and will be found both interesting and instructive. 


HURRICANES IN THE WEsT INDIEs. 
January 25th, 1871. 


My dear Captain Toynbee,—A few hasty lines to tell you I send herewith 
the register of the last voyage of the Halley. Enclosed in it, opposite Sep- 
tember 6th and 7th, you will find a loose sheet containing an account of our 
being in the neighbourhood of a hurricane, which I think you will find very 
interesting. Some-four or five days after our arrival at New York, accounts 
eame from the south of that same hurricane ; several vessels foundered, and 
the crew of one (a Spanish brig) were picked up on a raft, and conveyed to 
New York by an American schooner : they were a miserable sight, nearly dead, 
and covered with deep ulcers caused by the salt water and want of food ;— 
they were taken to the hospital.—Believe me very sincerely yours, 

Squire T. S. Leoxy. 


StEaAM-SHIP Halley, CapTain S. T. 8. Lecky, R.N.R., F.R.G.S., From 
BaHta TO NEW YORK. 


September 3rd, 1870.—Lat. 14° 27’N., Long. 48° 35’ W.—We were in a 
position where a steady N.E. Trade-wind prevails, unless deflected or ob- 
structed by tempests common to these seas at this period of the year ; but 
instead of the regular Trade-wind, adverse northerly breezes were blowing, 
force 1 to 4, Beaufort’s scale, with squalls and passing showers. However, I 
did not then apprehend anything serious, as a careful review of the barometric 
observations, taken every two hours, shewed apparently settled weather in our 
immediate vicinity. Notwithstanding this, and knowing that the intertropic 
barometric fluctuations were usually small in amount, my suspicions were 
excited, and I was led to watch closely for atmospheric phenomena whereby to 
detect, if possible, the reason of this abnormal state of things. Among other 
indications, I noticed a peculiar moaning sound in the wind, which I have 
always taken as a sure forerunner of bad weather, denoting, as it seems to do, 
an atmosphere electrically surcharged. 

At eight p.m., ship’s course N. 438° W., the wind being N. 18° W. (true), 
force 2, and the barometer 30°046, attached thermometer 82°92 ; the light 
upper strata of clouds were passing slowly over the moon from east to west: 
the moon had a burr round it, and a long deep swell prevailed at the time 
from E.N.E. (true). There were light squalls during the night, with rain, and 
the barometer, though still conforming to the remarkable law regulating its 
diurnal tidal motion, evinced a slight inclination to fall. 

September 4th.—At daybreak the swell was heavier, and coming from E. by 
N., causing the vessel to roll heavily, as we had no sail set to steady her. The 
sun at rising appeared of a dead brassy paleness, and looked preternaturally 
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large ; some ten minutes previous to its appearance, the clouds (cum. and cum.-s.) 
round the horizon to an altitude of, say, 25°, were strongly tinted of a reddish 
orange colour. These unusual tints disappeared, however, some few minutes 
after sunrise, but it was not until it had attained an altitude of 3° that the 
sun began to give any rays, and then only faintly. At noon the ship’s position 
was latitude 16° 32’ N., longitude 50° 35’ W. ; course N. 40° W., wind N. 83° 
W., force 4, and a long heavy swell at N.E. 4 E.; barometer 30°056, thermo- 
meter 82°7°. After six p.m. the sun disappeared in a bank, the clouds were 
strongly tinged deep red all round from the horizon to the zenith, and had a 
strange lurid cast, which lasted fully forty minutes after the sun had set ; the 
moon about this time was observed to have a decided greenish hue, which, as 
night came on, gradually resolved itself into a pale and sickly appearance : 
about 7°15 p.m. it was surrounded by a strongly marked halo 30° to 35° in 
diameter, and the sky was overspread with a thin cloudy film, amid which the 
stars were dimly visible as through a veil : the wind came in hollow gusts and 
moaned fitfully. 

Had the barometer now fallen I most certainly would have looked for 
one of those tropical visitations known as hurricanes :—as it was, and to 
be on the safe side, we made due preparation for such an unwelcome guest, 
by sending down top-gallant yards, masts, and rigging, close reefing topsails 
and trysails, battening hatches, securing everything alow and aloft, reev- 
ing life-lines, and looking to lashings generally. At ten p.m. the wind had 
backed more to the westward (S. 87° W., force 3), and the heavy swell, which 
in the morning had been coming from E. by N. was now rolling along from N. 
by E., having come gradually round during the day :—from this, coupled with 
the steady backing of the wind, I had little doubt a circular storm was raging 
some 170 miles or so to the northward of us, and pursuing the usual N.W. by 
W. track, common to these latitudes. It needed no projection on the chart to 
shew that we ran no danger by keeping on our course to the N.W., as the 
storm’s progressive motion was certain to be faster than our own, which did 
not exceed seven knots per hour; moreover, the barometer would be sure to 
give timely warning of a too near approach to the centre by overrunning it ; 
we therefore stood on, and watched all the indications with unusual interest. 

Throughout the day, the onward motion of the body of the storm could 
easily be traced, as its position (always at right angles to the wind) was dis- 
tinctly marked by a denser formation, or heaping up and thickening of the 
clouds, in that particular quarter. These clouds were of a uniform dull leaden 
colour, about 15° high, with patches of cum.-s. in the foreground; there was 
none of that ragged tufted and rapidly changing formation which a nearer 
approach to the meteor would certainly have developed, and which I had seen 
on other and similar occasions in the Indian Ocean. 

September 5th.—Eight a.m., wind by this time had backed to 8. 25° W., 
force 4, head N. 38° W., barometer 30°098, thermometer 81°9°. Position at 
noon 19° 43’ N., 52°22’ W. The heaviest of the swell was at eight a.m., coming 
from N.W., but this swell was cross and confused, being mixed up with the north- 
easterly sea of yesterday: the vessel therefore pitched and knocked about con- 
siderably, and was now evidently in the rear or south-eastern quadrant of the 
meteor which had crossed her bow, speeding on its way towards the Bahama 
Islands, which, I feel convinced, must have experienced its full force. This 
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evening the sun again set in a bank, the centre of the storm then bearing about 
west : the clouds in that direction were lit up as before with reddish tints, but 
of a softer look, the moon, though surrounded by a large halo, had resumed its 
normal appearance, but the same filmy sky existed as on the previous night :— 
eight p.m., barometer 30°076, thermometer 82'5° ; wind S. 13° E., force 2 to 3; 
heavy swell from W. by N. | 

September 6th.—Eight a.m., a very cross-confused and pyramidal sea, the 
waves running together from aJ/ directions, but principally from west; head 
N. 37° W., barometer 30°126, thermometer 81°9°, wind 8. 60° E., force 5. 
Considered that we were now crossing the track of the vortex of the storm. 
‘hough the weather had still a somewhat unsettled look, the general appear- 
auce indicated a gradual restoration of the atmospheric equilibrium. Noon, 
20° 53’ N., 54° 08’ W., sea much troubled and running in all directions, but 
now principally from E.S.E., showing that we had crossed to the northward of 
the line of progression ; barometer 30°136, thermometer 83°, wind 8. 63° E., 
force 3. At eight p.m. the barometer had risen to 30°150, thermometer 82°8°, 
wind the same in force and direction ; the sea had perceptibly subsided, the 
sky looked bright and clear, and the moon, now approaching the full, shone 
brilliantly : occasional light showers seemed to clear the air still more, and no 
trace of the storm remained, if we except the still ruffled surface of the sea. 

September 7th.—Eight a.m., steady breeze at east, force 4, the Trades hav- 
ing resumed their sway; barometer 30°228, thermometer 80°4°; fine clear 
weather, moderate swell from the two opposite points of east and west, the 
latter slightly predominating. Noon, latitude 23° 18’ N., longitude 56° 3’ W., 
barometer 30°214, thermometer 80°4°, wind 8. 88° E., force 4, fine pleasant 
weather. 

From the foregoing it will be seen by those versed in the law of storms as 
propounded by Piddington, Redfield, Reid, and others, that the alley, steer- 
ing N. 39° W. (true), at an average speed of seven knots, was crossing the 
wake of a revolving gale, which passed her bow some 170 or 180 miles in 
advance of her position, as was proved by the violently agitated state of the 
sea between eight a.m. and four p.m. of September 6th. We had, therefore, 
good cause to be thankful for having experienced head winds during part of 
the passage, which, retarding our progress somewhat, probably saved us from a 
much worse infliction. 

It will be seen, by reference to the register, that on September 10th the 
vessel avoided running into a circular storm passing up between Hatteras 
and Bermuda by heaving-to on the starboard tack. This may have been the 
same storm as that above referred to. Calculating its rate of speed, and 
knowing that the majority of these storms recurve to the N.E., I came to the 
conclusion it was one and the same revolving gale. 

Sls, Be Deas 


Meteorological Office, 116, Victoria Street, 
London, February 7th, 1871. 
Sir,—The enclosed letter and paper from Captain Lecky, together with his 


very excellent log, have been brought to the special notice of the Committee of 
the Royal Society who manage this office. 


The committee have decided that the paper should be sent to your Magazine 
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as an able statement of the slight indications of danger which exist on the 
outer verge of a hurricane. It shows clearly how the swell of a hurricane over- 
runs its winds, and becomes a good indication of the bearing of its centre, but 
there is no proof that the ship experiencing the swell is likely to get the wind 
which produced it; a fact we cannot wonder at, considering that waves are 
found to travel, in deep water, between one and two thousand miles in a day. 

If your readers will take the trouble to draw a rough diagram of the wind’s 
direction in a Northern Hemisphere hurricane, or better still, place Pidding- 
ton’s Horn card for the Northern Hemisphere over a mark on a piece of white 
paper to represent the ship, so that the ship shall be on the outermost edge of 
that part of the card where the wind may be supposed to be light from north 
by west, this will be the ship’s place with regard to the centre of the hurricane 
at 8 p.m., September 8rd, where she had a high E.N.E. swell. Now, it seems 
probable that there had not been a strong easterly wind there, and judging 
from the course made out for the cyclone, it is most likely that the given spot 
never had any part of the easterly wind, but that this was the swell from the 
E.N.E. gale blowing on the N.N.W. side of the cyclone’s centre overrunning 
its wind, and reaching the ship, being as she was W.S.W. from that part where 
the gale was E.N.E. . 

Then again, by shifting the Horn card so as to bring the outer verge of west 
wind over the ship, it places her in a position south of that part of the cyclone 
where the gale is raging from the north, and the northerly swell may be 
expected to overrun its wind and reach the ship. This was the case at ten 
p.m. of September 4th. 

A similar method may be followed with each of the ship’s positions until 
she comes to a part of the sea over which the vortex of the cyclone has been ; 
there the sea is very confused, but still the highest seems to run from that 
point which has its strongest wind directed towards her.— Yours faithfully, 

Henry TOYNBEE. 
To the Editor of the Nautical Magazine. 


We now come to the time-honoured rules of the late Admiral 
Fitzroy, which, so far as they go, are intrinsically good. ‘They 
will well repay the trouble of committing them to memory, but 
it must not be overlooked that many of them have only local 
significance. 


‘Whether clear or cloudy—a rosy sky at sunset presages fine weather: a 
sickly, greenish hue, wind and rain: tawny or coppery clouds, wind: a dark 
(or Indian) red, rain: a red sky in the morning, bad weather, or much wind 
(perhaps also rain): a grey sky in the morning, fine weather: a high dawn, 
wind : a low dawn, fair weather. 

A ‘high dawn’ is when the first indications of daylight are seen above a 
bank of clouds. A ‘low dawn’ is when the day breaks on or near the horizon, 
the first streaks of light being very low down. 

“ Soft-looking or delicate clouds foretell fine weather, with moderate or light 
breezes : hard edged oily-looking clouds,—wind. A dark, gloomy blue sky is 
windy ; but a light, bright blue sky indicates fine weather. Generally, the 
softer clouds look, the less wind (but perhaps more rain) may be expected ; 
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and the harder, more ‘ greasy,’ rolled, tufted, or ragged,—the stronger the com- 
ing wind will prove. Also—a bright yellow sky at sunset presages wind: a 
pale yellow, wet: orange or copper coloured, wind and rain—and thus by the 
prevalence of red, yellow, green, grey, or other tints, the coming weather may 
be foretold very nearly—indeed, if aided by instruments, almost exactly. 

“Tight, delicate, quiet tints or colours, with soft, indefinite forms of clouds, 
indicate and accompany fine weather : but gaudy or unusual hues, with hard, 
definitely outlined clouds, foretell rain, and probably strong wind. 

“ Small inky-looking clouds foretell rain :—light scud clouds, driving across 
heavy masses, show wind and rain; but if alone, may indicate wind only— 
proportionate to their motion. 

“ High wpper clouds crossing the sun, moon, or stars, in a direction different 
from that of the lower clouds, or the wind then felt below, foretell a change of 
wind toward thei direction. Between the tropics, or in the regions of the 
Trade Winds, there is generally an upper and counter current of air, with very 
light clouds, which-is not an indication of any approaching change. In middle 
latitudes such upper Currents are not so frequent (or evident?) except before 
a change of weather. 

“ After fine clear weather, the first signs, in a sky, of a coming change are 
usually light streaks, curls, wisps, or mottled patches of white distant cloud, 
which increase and are followed by an overcasting of murky vapour that grows 
into cloudiness. This appearance, more or less oily, or watery, as wind or rain 
will prevail, is an infallible sign. 

“Usually the higher and more distant such motds seem to be,—the more 
gradual, but general, the coming change of weather will prove. 

“ Misty clouds forming, or hanging on heights, show wind and rain coming— 
if they remain, increase or descend. If they rise or disperse, the weather will 
improve, or become fine. 

“ Dew is an indication of coming fine weather. Its formation never begins 
under an overcast sky, or when there is much wind. 

“Remarkable clearness of atmosphere, especially near the horizon ; distant 
objects, such as hills, unusually visible, or well defined ; or raised (by refrac- 
tion) ; and what is called ‘a good hearing day,’ may be mentioned among 
signs of wet, if not wind, to be expected in ashort time. Much refraction isa 
sign of easterly wind. 

“More than usual twinkling or apparent size of the stars ; indistinctness or 
apparent multiplication of the moon’s horns ; haloes; ‘wind-dogs,’ and the 
rainbow ; are more or less significant of increasing wind, if not approaching 
rain, with or without wind.” 


By English fishermen an echo at sea is considered a sign of 
coming easterly wind, and it is generally thought that much 
phosphorescence of the water, or a vivid display of the Aurora, is 
the prelude to a southerly gale in our own latitudes; whilst 
lightning in the N.W. never fails, in the North Atlantic, to be 
followed by a heavy gale from same quarter. 

From time immemorial the weather-wise have had _ their 
weather-signs, and among them in great profusion are to be 


THE ANIMAL KINGDOM. 259 


found the habits of birds, beasts, and fishes. Most people know 
what to expect when swallows fly high or low, donkeys bray, or 
sea birds are found far inland. Spiders, gnats, ants, and more 
particularly leeches, exhibit indications of weather fluctuations ; 
so do bees, which cannot without peril be peeped at over a hedge 
forty yards off when weather of the kind they dislike is im- 
minent ; it is a case of the coming bee and the going man.* 

Pigs are supposed to see wind, and even certain plants are 
sensitive to atmospheric changes: so with a host of other things 
—organic and inorganic. There is the tradition of a shepherd 
on Salisbury Plain, who, on a bright sunshiny day, confidently 
warned the passing traveller of the coming shower, because, as it 
turned out on enquiry, he had noticed the ram of his flock 
scratching himself in a gorse-bush. There is no doubt about it, 
animals know a great deal more about the proximate weather 
changes than man does; and our finest and most delicate meteoro- 
logical instruments are as yet, on this point, far inferior to their 
natural sensibility. Though this be so, it fails to benefit the 
sailor who cannot turn his ship into a Noah’s Ark, except on 
those rare occasions when Mr. Barnum and his “ biggest show on 
earth” brave the ocean in pursuit of the “Almighty dollar.” 

This chapter would manifestly be incomplete without some 
reference to the Moon as a factor in meteorological matters. It 
is pretty generally believed by sailors and farmers, that it exer- 
cises some sort of mysterious influence at the Full, Change, and 
Quarters, and is in fact prime agent in everything that concerns 
the weather. Patient and laborious research, extending back over 
half a century, has completely failed to establish such connection. 
“ As an attracting body causing an erial tide, it has of course an 
effect, but one utterly insignificant as a meteorological cause.t 

The lunar hypothesis of weather changes is founded on a 
plausible but false analogy between ocean and atmospheric move- 
ments, the fallacy of which consists in the fact, that while the 
tides are undoubtedly caused by the attraction of the moon, 
coupled with the earth’s diurnal rotation, modified by obstructing 
continents and other large tracts of land, air-cwrrents are pro- 
duced primarily by the changes of temperature, and consequent 
differences of density, of large masses of air depending on the 
combined action of the successive incidence of the sun’s rays on 
different areas of the earth’s surface, the constant high tempera- 


* The writer has sixteen hives in his garden, and ought to know. 
+ Sir John F. W. Herschel, Bart. Good Words, 1864. 
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ture of the equatorial zone, the alternating extremes of heat and 
cold in the arctic regions, and the different radiating power and 
humidity of land and water.* 

So also with ‘ Equinoctial Gales.’ They constitute one of those 
prejudices of which it is well nigh hopeless to disabuse the popu- 
lar mind. Most careful observations prove conclusively that 
storms have no special connection with the Equinoxes ; yet how 
often does one hear a gale, occurring even three weeks one side 
or other of this event, referred to as an ‘ Equinoctial Gale.’ 

Many even intelligent sailors are imbued with 'the notion that 
the moon, when near the full, has a tendency to clear the sky of 
clouds, or, as they phrase it in the language of the fo’k’stle, to 
“skoff” them up. Close observers have turned their attention to 
this point also, and so far it is a drawn battle—opinion being 
about equally divided. 

We are all involuntarily much more strongly impressed by the 
fulfilment than by the failure of our expectations: so it is that 
the sailor seizes upon an occasional coincidence of this sort, and 
points triumphantly to it as a proof of the correctness of his 
theory, whilst he omits to record the many instances in which 
the weather provokingly failed to behave in the manner he 
anticipated. 

To all but hypercritical folk of the wri of Herschel or Arago, 
the evidence that connects the Moon with weather chien is 
irresistible: old Jobson the carrier finds no difficulty shout it at 
all, nor do any of his cronies. Their ancient system may be 
flouted by the learned, but they have faith in it, for has it not 
been handed down from generation to generation? It is quite 
plain, as the company at “The Jolly Traveller” have remarked 
over and over again, that when the crescent moon is on her back 
it is going to be dry, but that when the hollow part is down- 
wards, it will rain, “Plain as turning up this here pot,” says old 
Jobson, who has just finished his sh and lets the few last drops 
fall to the ground. 

The stars, too, speak with no uncertain voice to this class of 
weather prophet; if they are clear it is a sign of rain; if they 
are “misty ” it will be wet; if they are clouded, the rain is pretty 
sure to come before long. And, curiously enough, down comes 
the rain, often in less than a week. Who has not met the man 
with a particular corn which is barometer and thermometer in 
one, or a faithful knee-joint which has twinges whenever the 
forces of the air gather themselves for storms ? 


* See Avvendix IL 
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Some rustic weather prophets are very amusing: ask one 
whether it will be a fine day to-morrow, and he will look in his 
mug, slowly shake his liquor round, take his pipe from his mouth, 
and say oracularly, “Weather isn’t what it used to be.” By 
pressure you get a promise of a fine day, “if the wind don’t drop,” 
accompanied by another saving clause that “he don’t half like 
them yaller clouds.” He, and two or three other old fellows, who 
have been shepherds, or have been to sea, bear the burden of the 
public weather upon their shoulders, for they are consulted by 
almost everyone they meet as to “what they think of it to-day,” 
and, having reputations to uphold, must be oftentimes much dis- 
concerted by the unstable conduct of the elements. But your 
weather prophet generally, like the oracle-worker of old, under- 
stands the protective possibilities of language, and avails himself 
of them. 

When one considers that the Moon quarters weekly, it would 
indeed be curious if a change of some kind or another did not 
occur within a day or so (either way) of that event. And as, in 
this variable climate, “spells” of weather seldom last more than 
four or five days, it does not require a very lively imagination to 
connect them with the constantly recurring phases of the moon. 
He must therefore be an ill-informed, obstinate, or very credulous 
fellow who, in the face of the positive dictum of science, continues 
to pin his faith to the played-out fallacies and charlatanism of 
the old style almanacks, which, relying upon the gullibility and 
ignorance of the public, oft-times contain the most unmitigated 
rubbish. The latest endeavour, by a Fellow of the Royal Astro- 
nomical Society, to prove “that the moon not only influences the 
weather, but is the actual cause of it,” has this year (1893) 
received a shock from which it will never recover. If any 
believer in weather cycles depending upon the moon will take 
the trouble to compare this gentleman’s published predictions 
with the winds and weather actually experienced in the first half 
of the year,* he will get a sickener of self-appointed prophets. 

It is natural that Britishers should be deeply interested in any 
discovery—scientific or non-scientific—which promises to be an 
infallible guide in predicting the weather. Situated in the direct 
path of disturbances from the Atlantic, these Isles are subject 
to extreme and sudden climatic variations; dry and wet, hot 
and cold days follow each other so quickly as to give no definite 


* This is written in June. 
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value to the orthodox meteorological prophecies, which only ven- 
ture on the probabilities of a day, and even then are frequently 
far from being absolutely reliable. For England, about the best 
almanack going is 


SHERIDAN’S RHymMING CALENDAR. 


January—Snowy. July—Moppy. 
February—Flowy. August—Croppy. 
March—Blowy. September—Poppy. 
April—Showery. October—Breezy. 
May-——Flowery. November—Wheezy. 
June—Bowery. December—Freezy. 


Another Irishman describes the weather in his native “ coun- 
thry ” as follows :— 
Dirty days hath September, 
April, June, and November. 
From January up to May, 
The rain it raineth every day. 
All the rest have thirty-one 
Without a blessed gleam of sun ; 
And if any of them had two and thirty, 
They’d be just as wet and twice as dirty ! 

The cautionary legend respecting West Indian Hurricanes 
runs thus :— 

June—too soon. 
July—stand by. 
August—you must. 
September—remember. 
October—all over. 

In this chapter, “ Weatherology ” has been only lightly touched 
upon. It is impossible to do more. To penetrate its mysteries 
read up Scott and Abercromby ; meanwhile, see the halyards 
coiled down clear for running, and above all, 


Keep your weather eye open. 


For wind pressure and velocity see page 709. 


CHAPTER XVII. 


TIDES, CURRENTS, WAVES, AND BREAKERS. 


To enter into a disquisition on the complete theory of the tides. 
would in these pages be both unprofitable and impracticable ; 
for, apart from its extent and intricate character, as well as the 
intimate knowledge required of higher mathematics, there are 
perhaps few physical subjects which are still at the present time 
on the whole more unsatisfactory. 

Seeing how very complicated and relatively varying are the 
circumstances out of which the tides are evolved, to say nothing 
of differences still existing on certain points, a precise and con- 
solidated elucidation of the subject hardly seems possible. Before 
the end of this chapter is reached the reader will probably be of 
the same opinion. 

We must look to the future to produce some commanding 
genius who, by special devotion to the subject, will be able to 
reconcile discrepancies, harmonise procedure, and be accepted by 
common consent as the authority of the day. : 

Any seaman, therefore, who is desirous of making a special 
study of the tidal theory, must refer to the various works by 
distinguished men in which this comprehensive subject is treated 
at great length. The article containing the latest and most com- 
plete information is probably that by Professor G. H. Darwin, in 
the Encyclopedia Britannica. The late Mr. Richard A. Proctor, 
in his magnificent work Old and New Astronomy, deals with 
certain phases of the subject from an original point of view ; 
and Lord Kelvin, dating back to 1869, has done his share, by in- 
augurating the method of Harmonic Analysis in connection 
with continuous tidal records obtained from the automatic gauges 
now coming into general use at the principal ports of the world. 
In the methods of observation, and in the methods of reduction, 
the entire theory of the tides owes much to Lord Kelvin, who 
has now completed the practical part of the subject by inventing 
and constructing the famous tide-predicting engine: so expedi- 
tious is this machine, that the tides of a port for a whole year 
can be fully worked out in a couple of hours. 

But it is here proposed, after giving a brief sketch of the 
general laws and features, to draw the seaman’s attention to 
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certain points which will have a practical interest for him, 
inasmuch as, upon an understanding of some of them at least, the 
safe navigation of his ship will depend. 

To a right appreciation of the subject one must begin at the 
beginning, and, therefore, a few words about the properties of 
water, and the nature and origin of waves, are indispensable to 
lead off with. 

There are four descriptions of sea waves, namely, “Wind waves,” 
“Storm waves,” “Harthquake waves,” and “Tidal waves.” 

Though it has been proved that water is capable of being com- 
pressed, it is the case to such a very limited extent, that for our 
present purpose the property may be disregarded. A forced dis- 
placement, therefore, at one point of a liquid surface, is always 
exactly counterbalanced by a corresponding rise at another. Con- 
versely, a rise at any place can only be effected by a proportionate 
withdrawal of water elsewhere. This being understood, it is not 
difficult to see that the first-named kind of wave is produced by: 
a purely mechanical action. The wind does not blow exactly 
parallel to the surface, but strikes downward, and causes a de- 
pression at the point of impact, which is instantly answered by 
an equal elevation elsewhere. This elevation or wave—slight at 
first—must necessarily have the same height above the general 
sea-level or plane of repose that the depression or trough had 
below it. 

As the wind increases in strength and duration, these undula- 
tions of the water grow larger, and eventually form immense 
billows, which have been recorded as sixty feet in height from 
trough to crest. 

W. H. White, in his Manual of Naval Architecture, says:—“ If 
the wind is at first supposed to act on a smooth sea, and then to 
continue to blow with steady force and in one direction, it will 
create waves which finally will attain certain definite dimensions. 
The phases of change from the smooth sea to the fully formed 
waves cannot be distinctly traced. It is, however, probable that 
changes of level, elevations and depressions, resulting from the 
impact of the wind on the smooth surface of the sea, and the 
frictional resistance of the wind on the water, are the chief causes 
of the growth of waves. 

“ An elevation and its corresponding depression once formed, 
offer direct resistance to the action of the wind, and its unbalanced 
pressure producing motion in the heaped-up water, would ulti- 
mately lead to the creation of larger and larger waves. ‘This is 
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probably the chief cause of wave growth, frictional resistance 
playing a very subordinate part as compared with it. So long 
as the speed of the wind relatively to that of the wave water is 
capable of accelerating its motion, so long may we expect the 
speed of the wave to increase; and with the speed the length, 
and also the height. 

“ Finally the waves reach such a speed that the wind force pro- 
duces no further acceleration, and only just maintains the form 
unchanged; then we have the fully grown waves. If the wind 
were now suddenly withdrawn, the waves would gradually de- 
crease in magnitude, and finally die out. This degradation results 
from the resistance due to the molecular forces in the wave— 
viscosity of the water, &c.—and when the waves are fully grown, 
the wind must at every instant balance the molecular forces. 

“Tf the water were a perfect fluid (the particles moving freely 
past one another), and if there were no resistance to motion on 
the part of the air, the waves once formed would travel onwards 
without degradation.” | 

The height of wind-waves depends on what is called the 
“Fetch;” that is, the distance from the weather shore or place 
where their formation commences. According to Mr. Thomas 
Stevenson (author of Lighthouse Illumination), the following 
formula is nearly correct during heavy gales, when the fetch is 
not less than about six nautical miles:—height of wave in feet is 
equal to 15 x by the square root of the fetch in nautical miles. 
As an example, let us suppose that during a violent gale the 
wave formation commenced at a distance of 625 miles from the 
observer :—The square root of 625 is 25, which, multiplied by 
1:5, gives 37} feet as the height of the waves at the end of their 
long journey. 

Every sailor has noticed the occasional grouping together of 
three or four huge waves larger than the general run. These are 
probably caused by the exceptional force of the squalls which 
occur at intervals in nearly every gale of wind. From the in- 
equality in their respective speeds, it follows that any particular 
set of large waves will not reach the vessel side by side with 
the wind which produced them. Such a thing would be very 
unlikely—one might almost say impossible; so that these big 
fellows, deriving their energy only in part from the blast sweep- 
ing over them at any given instant, come rolling along, as often 
as not, during a lull in the violence of the gale. 

“Storm waves” are due to an entirely different source. On 
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Storm waves. the outer or anticyclone edge of hurricanes the barometer stands 
abnormally high, indicative of great atmospheric pressure ; whilst 
at the centre or vortex the mercury falls unusually low; and, 
accordingly, there the pressure is least. Between the centre and 
outer edge a difference of five inches in the height of the mercury 
has been recorded; equal to a difference of pressure of 354 pounds 
on the square foot of surface at these two places. It will readily 
be seen that the effect of this encircling belt of high pressure, and 
internal area of low pressure, coupled with the incurving of the 
wind, is to produce a heaping up of the water under the body of 
the cyclone, whose highest point is necessarily at the centre, 
where it is, so to speak, sucked up. 

As the hurricane travels bodily onward, this “storm wave ”’— 
which, according to the shape of the disturbance, may be likened 
to an oval dish or a soup plate, bottom up—accompanies it; and 
has been known more than once to inundate low-lying districts, 
and cause thousands of human beings to perish at one sweep. In 
the delta of the Hooghly, 100,000 lives have been lost by a single 
visitation of this kind. * 

Pea. “ Karthquake,” or “Great Sea Waves,” as they are technically 

eS styled, differ entirely in their origin from the two preceding, 
They are frequently spoken of as “ Tidal Waves ;” but as the 
tides have nothing whatever to do with them, such a designation 
is obviously wrong. 

The term “Great Sea Wave” is used in contradistinction to 
“Great Earth Wave,” which latter is the name given to the dis- 
turbance experienced on land. 

An earthquake may have its centre of impulse either inland or 
under the bed of the ocean. In the first case, when the “ Great 
Karth Wave,’ or superficial undulation, coming from inland, 
reaches the shores of the sea (unless these be precipitous, with 
deep water) it may lift the water up, and carry it out on its 
back, as it were; for the rate of transit of the shock is some- 
times so great that the heap of water lifted up has not time to 
flow away towards the sides. 

At Arica, in Peru, and other places, this sudden going out of 
the sea has made bare the bottom of the bay, and left ships 
aground which only a few minutes before were riding quietly at 
anchor in several fathoms of water. 

As soon as the shock is over, the body of water thus forced out 
to sea returns as a huge wave, and, on approaching a sloping 
shore, rears up like a wall, and breaks with overwhelming force. 


* Appendix K. 


THE GREAT ERUPTION OF KRAKATOA. 267 


Sometimes, however, its volume, height, and velocity are so ereat 
that it comes ashore bodily, and breaks far inland, causing even 
greater destruction to life and property. At Arica, the Wateree 
—a “Double-ender” belonging to the United States Navy—was 
carried inland quite a distance by the reflux, and remained in 
evidence for many years. If the writer’s memory is not at fault, 
she was carried clean over the railway embankment. 

When the seat of disturbance is beneath the ocean, the “Great 
Sea Wave” rushes in upon the land as before—with this difference, 
that it is not preceded by the water retiring from the foreshore, 
as in the first case. 

These submarine shocks are sometimes so severe, that the 
sensation has been conveyed to those afloat as if the ship were 
violently bumping over a sunken reef. In one instance which 
came under the writer's observation, the inkstand on the captain’s 
table of one of the Pacific Company’s coast steamers was jerked 
upwards against the ceiling, where it left an unmistakable record 
of the occurrence; and yet this vessel at the time was steaming 
along in smooth water, many hundreds of fathoms deep. The 
concussions were so smart that passengers were shaken off their 
seats, and, of course, thought that the vessel had run ashore. 
When the non-elastic nature of water is considered, there will be 
no difficulty in understanding how such an effect could be 
produced. | 

About the most notable instance of a “Great Sea Wave’ 
occurred during the stupendous and ever-memorable eruption in 
August, 1883, which had for its centre the Island of Krakatoa, in 
the Straits of Sunda. On this occasion the loss of life amounted 
to 37,000, caused chiefly by the sea waves, one of which attained 
the almost incredible height of 185 feet. Its effects were traced 
to all the principal Tide-gauges of the world, and were even 
observed at Havre, some 11,000 miles from their source of origin. 

A full account of this eruption, which was investigated in 
detail by committees and sub-committees of the Royal Society, 
comprising many of the leading scientists of the day, has been 
published in a volume of nearly 500 quarto pages, under the 
editorship of Mr. G. T. Symons. In this book every branch of 
the phenomenon and its effects have been most thoroughly dealt 
with, and is consequently well worth perusal. 

Lastly, we come to the purely vertical oscillations of water, 
known as “ Tidal Waves.” 

The distinctive difference between these and “ Wind Waves” 
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lies in the fact that the last-mentioned are only surface dis- 
turbances, which, however violent the gale, reach at no time toa 
greater depth than 50 fathoms, and are virtually only local and 
temporary in their action. Whereas “Tide Waves” are the 
result of an outside attraction, which continuously affects the 
whole mass of water on the earth’s surface. 

The Tides are popularly attributed to the Moon only, but in 
point of fact they are caused by the joint attraction of both Sun 
and Moon,overcoming, to a small extent, the power of terrestrial 
gravity, whereby the water is held to the earth. It is due to 
this double influence, which sometimes pulls in the same and at 
other times in a contrary direction, that we have the ever- 
varying phases in the times and heights of High and Low 
Water. : 

The general motion of the Tides consists in an alternate vertical 
Rise and Fall, and horizontal Flow and Ebb,,occupying an average 
period of half a Lunar day, or about 12 hours 25 minutes. This 
vertical movement is transmitted from place to place in the seas, 
like an ever-recurring series of very long and swift waves. 

In theory, “Tide waves” occur simultaneously at points of 
the earth’s surface diametrically opposite to each other, and are 
termed Superior or Inferior, according as they are formed on the 
side next the Moon, or on the one opposite. It will be under- 
stood, therefore, that theoretically there are two tide waves at a 
fixed distance apart of 180°, measured both in latitude and longi- 
tude, and that they are constantly travelling round the earth 
from East to West. 

Since, as already explained, water may be regarded as prac- 
tically devoid of elasticity, and cannot be raised at any point 
without being proportionally lowered at some other, it follows 
that, midway between each of these waves of High Water, there 
are depressions of the surface corresponding to what we term 
Low Water. This is shewn in Diagrams Nos. 1 and 2, where, 
however, for convenience as much as from necessity, the matter 
of scale is entirely disregarded. 

S is the Superior High Water, J the Inferior. JZ and L’ repre- 
sent Low Water. As may be supposed, the Inferior Tide Wave 
is a shade smaller than the other. 

At the period of “Change” or New Moon, when it and the 
Sun are in Conjunction, that is to say, when they are on the 
same side of the earth, as shewn in Diagram No. 1,—and at the 
period of Full Moon, when they are said to be in Opposition, 


y 
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Diagram N? 2. 
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that is, with the earth between them, as shewn in Diagram 
No. 2,—the greatest tidal effect is produced, as at such times the 
solar and lunar influences act in unison, and are exerted in the 
same straight line.* This is the period of “Springs;” and 


* Our satellite, the moon, is a dark globular body, 2,162 miles in diameter, which 
shines solely by reflected light received from the sun ; consequently, at the period termed 
** new moon,” when the sun and moon pass the meridian together at mid-day, the moon 
is invisible to us, as at such times she occupies a position in the heavens almost directly 
between the earth and the sun, and accordingly presents to us her unenlightened face ; 
which is still further hidden by the dazzling brightness of that particular part of the 
sky (vide Diagram No. 1). 

But when the moon is at the ‘‘ full,” she passes the meridian at midnight, or 12 hours 
after the sun, which latter, being then on the opposite side of the earth, illumines the 
whole of that hemisphere of the moon which is next to us (vide Diagram No. 2). 

It is obvious that, in the intermediate stages, a greater or less amount of the moon’s 
illumined face must be visible to us. 

A day or so after new moon, when her bright portion is crescent-shaped, it is not un- 
usual in clear weather to see the remainder or obscure part also. At such times the 
brightly illuminated cusps or horns seem to extend beyond the darker portion of the disc, 
and hold it in their grasp. This condition is commonly alluded to as ‘‘the old moon 
with the young in its arms,” or ‘‘ the moon on its back.” The phenomenon of the bright 
part of the moon appearing to encircle the remainder, is due to an optical illusion termed 
‘« Trradiation,” in virtue of which, white objects, or those of a very brilliant colour, when 
seen on a dark ground, look larger than they really are. The new moon appearing after 
this fashion, is asserted by some to be the sure forerunner of bad weather. A statement 
so positive in character should have something to support it, but, unfortunately for those 
who make it, it is not at all justified by the known facts. For example, in many favoured 
parts of the world, the condition of the atmosphere is mostly always propitious to seeing 
the young moon in the arms of the old ; and accordingly, in such localities it possesses no 
particular signification. On the other hand, in countries given to a chronic state of mist 
and haze, the phenomenon, from its rareness, attracts more attention, and indicates an 
unusual clearness in the air, which, according as it is backed up by other signs, may or 
may not herald the approach of rain or wind. From the roving nature of his calling, the 
sailor, more than other men, should be on his guard against the general application of 
what are only intended as local weather signs. That which denotes one kind of weather 
in one place may signify something totally different in another ; much in the same way 
that in the northern hemisphere the barometer rises for northerly winds, but falls for the 
same wind in the southern hemisphere. These remarks apply also to some of Admiral 
Fitzroy’s weather signs, given on pages 257 and 258. Now, as the moon is only supposed 
to be rendered visible to us by the light reflected from the side presented to the sun, it 
may not unreasonably be asked why it is that, as just observed, we sometimes see the 
obscure as well as the brighter portion. This is easily understood, however, by recollect- 
ing that when the moon is one or two days old, the relative positions of the earth, the 
moon, and the sun, are such as permit the earth to reflect the sunlight back to the moon 
in sufficient quantity to faintly illumine that hemisphere which is next to ourselves. In 
_ fact, we give it Harth-light. 

It is obvious that, to an inhabitant of the moon (if such there could be), our earth must 
appear as a splendid moon, shining with light borrowed from the sun, and presenting all 
the moon’s own phases as seen from the earth, but possessing more than three times her 
apparent diameter. We act, therefore, in the same capacity towards the moon that the 
moon does towards us. It is interesting here to note the opinion of some scientists, that, 
judging from the moon’s physical conditions, life, as we know it, cannot exist there; 
whilst it is possible, if not probable, that some of the other planets (more especially Mars, 
which has been termed ‘‘ the miniature of our earth”) may have their inhabitants, though 
not necessarily beings of precisely the same order as ourselves. 
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should it occur’ when both luminaries happen to be at their 
nearest approach to the earth, say in January, the effect is 
enhanced. In this way, the high tides which occur about the 
latter end of March and September are known as “ Equinoctial 
Springs.” Owing to a specially favourable combination of 
astronomical positions, some spring tides are exceptionally great, 
in which case they are termed “ Extraordinary Springs.” 

With the exception of Liverpool, Milford, and Holyhead, and 
perhaps one or two other ports, the soundings on Admiralty 
charts and plans are all reduced to mean low water of Ordinary 
Springs. The lowest known tide is the French datum. 

It is to be regretted, however, that for want of a permanent 
mark cut into rock or masonry, the value of this zero is not 
always obtainable. Moreover, owing to the great variability of 
low water ordinary springs, this Admiralty-adopted datum does 
not appear susceptible of an exact scientific definition. It would 
be better to reckon the various High and Low Waters as so much 
above or below the Mean Sea Level of the place referred to. 
Similarly, the chart soundings might be referred to the same 
plane, which, putting “meteorological” tides on one side, is prac- 
tically constant. 

When the moon is in quadrature, or 90° distant from the sun 
—that is to say, when one passes the meridian six hours ahead 
of the other—their actions neutralize each other to a large extent, 
by the tendency to produce fowr independent waves; two under 
the sun, of course on opposite sides of the earth, and two simi- 
larly situated under the moon. In this case the action of the sun 
lowers the waters of the sea at the same point where the moon 
would raise them, and conversely. Each pulls in a different 
direction to the other—a regular “Tug of War,’—and thus the 
tides at such times are less in every way, and get the name of 
“Neaps.” It stands to reason, however, that the change from 
springs to neaps, and vice versa, is gradual. As the moon in her 
course travels from the position of either “new” or “full,” the 
solar and lunar waves in each hemisphere separate until the moon 
arrives in quadrature; they then commence to close again, and so 
on ad infinitum. 

It must not be understood, however, even in theory, that two 
separate or distinct tide waves are then really traversing the 
ocean in each hemisphere. Such is not the case. The single 
effect observed is compounded of both influences, and is virtually 
the same as if, after the moon had given a form to the waters, 
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the sun had modified it, both as to size and position ; so that the 
place at which the resultant high water really occurs is at a point 
intermediate to them both, but nearer to the lunar wave, since it 
is the greater of the two. 

Springs are thus the swum, and neaps the difference of the co- 
existing lunar and solar tides. And since the sum of the lunar and 
solar tide-generating forces is nearly three times their difference, 
the range of spring tide will usually be nearly three times that of 
neap tide. Diagram No. 3 represents neap tides as produced at 
the last quarter of the moon, and as the effect at the first quarter 
is precisely similar, it is not worth while to give the diagram. 

The tidal wave is also accelerated or retarded in a way which 
will now be described. To put it in other words, the interval 
between the moon’s passage over the meridian and H.W. varies 
sensibly with the moon’s age. In the 1st and 3rd quarters of the 
Moon the solar tide is westward of the lunar one; and, con- 
sequently, the actual High Water (which is the result of the 
combination of the two waves), will be to the westward of the 
place it would have been at if the Moon had acted alone, and the 
time of High Water will therefore be hastened. In the 2nd and 
4th quarters the general effect of the Sun is, for a similar reason, 
to produce a retardation in the time of High Water. This effect, 
brought about by the relative positions of the Sun and Moon, is 
called the Priming and Lagging of the tides. It deranges the 
average retardation, which, from a mean value of nearly 51m., 
may be augmented to 66m. at neaps, or be reduced to 38m. at 
springs.* \ 

Herein, then, is a most intricate and ever-changing combination 
of influences, more especially when viewed in connection with 
those still to be mentioned. The waters of the ocean are there- 
fore subject to a ceaseless conflict between the disturbing and 
ever-varying forces exercised by the Sun and Moon respectively, 
but in a manner which is recurrent and is being ever repeated in 
enhanced or diminished degree. To include every change in the 
relative positions of the two luminaries, requires a period of over 
18 years, and where accurate tidal observations have been con- 
tinuously made for that length of time, it is not only possible, but 
easy, to predict the times and heights for any future period. 

A study of the preceding diagrams will shew that the greatest 
and least water is to be found on a bar at High and Low Water 
respectively of Spring Tides ; whilst at Neaps the tide will neither 
rise so high nor fall so much. There is therefore more water on 
a bar at Low Water Neaps than at Low Water Springs. Further- 


* See Appendix J. 
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more, we have the important fact that at half tide the depth on a 
bar 2s always nearly the same, whether it be Springs or Neaps. 
Half-tide corresponds to the Mean sea level, which is constant 
over a limited area, and should therefore be universally adopted 
as the standard Plane of reference within that area. 

Every port should have its half-tide level accurately deter- 
mined and recorded in its archives. It should be permanently 
marked in a conspicuous position of easy access. Where the 
Admiralty Tide Tables give the half mean spring range, the cor- 
responding figures on the Tide-gauge should be set to the half- 
tide mark. The gauge would thus be in agreement with the 
tabular heights, and its zero would represent whatever had been 
accepted as mean L.W.O.8. In taking soundings, their reduction 
would then be a very simple affair, which is far from being the 
case at the present time. It would almost appear as if surveyors, 
having determined L.W.O.S., had in many instances purposely 
set the zero of the gauge considerably lower to be on the right 
side. This is just about as idiotic as keeping one’s clock always 
five minutes fast of the real time. 

The following diagram, taken from the Admiralty Tide Tables, 
is intended to explain the terms Spring Rise, Neap Rise, and 
Neap Range, as made use of on the Charts and in the Sailing 
Directions published by the Admiralty. In foreign countries a 
different notation is used, markedly in France and the U.S.A. 


Tide Gauge. 


a = Mean Level of High Water, Ordinary Springs. 

b= a af 4 Neaps. 

ec = Half Tide or Mean Level of the Sea both at Springs and Neaps. 
d = Mean Level of Low Water Ordinary Neaps. 

a= te 2 ha Springs. 
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EXAMPLE. 
Spring Rise (or Mean Spring Range) = e toa = 12 ft. 
Neap Rise - - - =etob=10,, 
Neap Range - - - =dtob= &,, 


Be careful to distinguish between Neap Rise and Neap Range. 


The term “range” is used to express the amount any given 
tide rises above and falls below the mean sea level, and these two 
quantities are supposed to be equal; but owing to the varying 
effects of wind, height of barometer, diurnal inequality, and local 
causes, this is not always the case. To find accurately the half 
tide, or M.S.L., it is necessary to eliminate the “meteorological” Meteorological 
tides, and the only way to do this is to extend the observations tes. 
over a long period of time so as to get rid of irregularities by 
averages. This would give the most perfect tide-table: the 
height and time could subsequently be modified in accordance 
with the meteorological phenomena experienced on any given 
day. There is yet another point in connection with “range.” It 
has been stated already that at the Equinoxes the spring range 
is greatest, that is to say, the water rises to a higher and falls to 
a lower level. But on the other hand the neap range is least. The 
trial of strength between sun and moon is then being fought out 
on more equal terms, and, as a consequence, where the opponents 
are so evenly balanced, their bone of contention is less disturbed. 


In summer, when the sun is most distant from the earth, it is the other 
way about ; the neap range is then greater and the spring range is less, with 
the result that the difference between the various high and low waters in a 
semi-lunation is not so marked, or, in other words, the general sea-level is less 
disturbed. 


Now, with reference to a tide wave being formed simultane- 
ously on both sides of the earth. In considering this question we 
will temporarily put the sun on one side, as by so doing matters 
will be much simplified, without in the least interfering with the 
general principle. 

At first sight it looks strange that the Inferior wave should be guperior and 
produced by the attraction of a single body, such as the moon, inferior tide 
which of course cannot be on both sides of the earth at the same 
instant of time. Admitting the attractive power of the moon, it 
is easy to comprehend that the Superior tide may be so formed ; 
but that the other should also be the result of a pull in the same 
direction, is much more difficult to understand, and proves an 
effectual poser to many who, from want of the key, consider the 
matter as contrary to common sense. Touching the latter, it must 
be allowed that common sense is a first-rate thing in its way, and 
happy are those who possess it, but, unfortunately, it is not always 
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equal to unravelling intricate problems, of whatsoever kind: if 
it were, then it follows that the nation need not pay so much for 
Board Schools, nor in fact foster education in any form. The 
moon’s attraction undoubtedly causes both tide waves, and, absurd 
as the idea may appear to many, the fact is capable of sufficiently 
easy explanation, which we will now attempt. 

It is necessary, first of all, to have a clear conception of that 
species of attraction called Gravitation, which pervades all space 
—every particle of matter in this vast wniverse attracting every 
other particle. 

It is therefore a force of interaction, but apart from this and 
the fact that—unlike the radiant forces of Light, Heat, and Sound 
—its effect is instantaneous at all distances, we know absolutely 
nothing as to its nature. So far it remains seemingly an 
impenetrable mystery. 

The laws governing Universal Attraction are well established, 
and may be thus stated :— 


“1, All bodies in nature exert a mutual attraction upon each other, at all 
distances, in virtue of which they are continually tending towards each 
other. 

“9. For the same distance the attractions between bodies are proportional 
to their masses. 

“3, The masses being equal, the attraction varies with the distance, being 
inversely proportional to the square of the distances asunder.” * 

The tides, however, are not due to the simple attraction of the 
moon upon the waters of the globe, but to the difference of her 
attraction on the near and far sides of the earth. 

Now, the moon attracts the solid earth as well as the waters 
upon it, and in conformity with law No. 3, she attracts most that 
which is nearest to her. Therefore, the waters on the side next 
the moon are most drawn to her, the solid earth in a lesser degree, 
and the waters on the distant side less still; so that the latter are 
left behind, as it were, and present the illusory appearance of 
being attracted towards I, which, however, is not the case. See 
Diagram No. 4. 

Let the inside letters represent points on the earth’s surface, 
and let us suppose the latter to be uniformly covered with 
water. Now, the different parts of the earth are at unequal dis- 
tances from the moon. Hence the attraction which the moon 
exerts at a is greater than that which she exerts at b and h, and 
still greater than that which she exerts at ¢ and g ; while the 
attraction at e¢ is least of all. 


* Ganot’s Popular Natural Philosophy. A most engaging book, which no officer 
should be without. 
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The attraction of the moon upon the layer of water immediately 
under her at the point S is greater than that which she exerts 
upon the solid globe; the water will therefore heap itself up over 
a—that is, High Water will take place immediately under the 
moon. The water which thus collects at a is derived from the 
regions c and g, where the quantity of water must therefore be 
diminished—that is, there will be Low Water at c and g. 

The water at J is less attracted than the solid mass of the earth. 
The latter will therefore recede from the waters at J, leaving 
them behind, so that they will be heaped up also, and produce 
High Water at the same time as at S. The Moon’s attraction, 
as exercised upon our earth, is differential in its character, and 
herein lies the gist of the whole thing. 

So much for the Moon; now for the Sun. 

The sun produces tidal effects similar to those of the moon. 
He is the centre and controlling force of the system to which we 
belong; and his attractive power upon the earth, as a whole, is 
vastly greater than that of our comparatively puny satellite; for, 
though the sun’s mean distance from us is 388 times that of the 
moon, it is more than counterbalanced by his mass, which is 
264 million times greater than that of the moon. Nevertheless, 
the latter’s influence upon the tides is nearly 24 times more than 
the sun. 

Here we have another seeming anomaly, but it is explained by 
the fact that the sun’s mean distance is so great (nearly 93 
millions of miles), that the ¢nequality of his attraction on different 
parts of our earth is very small; that is to say, the sun attracts 
all parts of our comparatively small globe in a nearly equal ratio, 
which is not by any means the case with the moon, as the earth’s 
equatorial diameter (7,9264 miles) bears a considerable proportion 
to her mean distance from us of 238,880 miles. The moon is 
only removed from us by a distance equal to 30 of the earth’s 
diameters, whereas it would require about 11,700 earths to 
bridge the space between the sun and ourselves. In other words, 
the sun’s attraction, as applied to our earth, is less differential 
in character than that of the moon. 

The term Gravitation is applied more especially to the attraction 
exerted between the heavenly bodies. The sun being that member 
of our planetary system which has the largest mass, exerts also 
the greatest attraction, from which it might seem that the earth 
and the other planets ought to fall into the sun, by reason of 
this attraction. This would indeed be the case, if they were 
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ee ee ee 
only acted upon by the force of Gravitation ; but owing to their 
inertia,* the original or primary impulse which they once received 
constantly tends to carry them away from the sun in a straight 
line. The resultant of this acquired velocity, and of the force of 
Gravitation, makes the planets describe curves about the sun 
which are elliptical in shape, and are called their orbits. 

Similarly, it can be shewn that, were it not for terrestrial 
gravitation acting in opposition to solar and lunar gravitation, 
the waters of the earth would be attracted altogether away from 
it. The sun, our own planet, and its satellite, are therefore con- 
stantly at war, struggling for the supremacy in this respect, and 
the yielding waters obey first one and then the other according 
to the force preponderating at the moment. 

The moon revolves about the earth once in something under 
25 hours, and the earth having a circumference (in round num- 
bers) of 25 thousand miles, the tide wave caused by the joint 
action of the sun and moon would, if the surface of our globe 
were uniformly and entirely covered with deep water, have a 
speed of 1000 miles per hour.f In mid-ocean, where there are no 
barriers to its progress, the tide wave is found to travel little 
short of this rate; but there is a rapid falling off in the speed as 
well as change in the direction, when the wave is obstructed 
by land stretching across its natural line of progress, also by the 
friction of the bottom in shoal water. For example, in the 
Southern Ocean the hourly rate is nearly 900 miles; in the 
middle of the North Atlantic, 520 miles; but in the Irish Chan- 
nel, between Rathlin and the Isle of Man, the progressive rate 
of the wave of high water is only 50 miles per hour; and in 
the southern branch of the same, about half that amount. These 
speeds correspond respectively to depths of 9,150 fathoms, 3,000 
fathoms, and 28 fathoms. When a free wave runs into shallow 
water it travels with less velocity, and its height is increased. 

Let us remark in passing, that the tides with which our fre- 
quenters of the sea shore are acquainted are not the direct effect of 
the moon’s attraction. They would seem to be more in the nature 
of a resulting incident. The tides are generated in the Great 


- Southern Ocean, where they are forced oscillations, but those 


that we have in our part of the world are free oscillations, started, 
it is true, by the others, though running up to our latitudes on 
their own hook, under the action of terrestrial Gravitation. The 


* Inertia is a purely negative property of matter. It is that inherent quality of passiveness 
in bodies which preserves them in a state of perpetual rest when undisturbed, or in perpetual 
motion unless arrested by some resisting force. 

t See foot-note, page 396. ‘The actual time taken by the moon to accomplish a revolution 
round the earth is 27d. 7h. 43m. 11}s. 24h. 50°6m. is the average interval in solar time between 
the moon’s passing any given meridian and her return to same. It is made up of the earth's 
rotation on its own axis plus the noon’s orbital motion just referred to. 
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direct tidal effect of the moon in our seas is comparatively small, 
and is in many places antagonistic to the actual ebb and flow of 
the waters witnessed by our sea-side visitors. 
The “equilibrium theory” assumes an ideal globe entirely 
covered with a frictionless ocean: but as our earth does not con- 
form to this condition, and as the ocean is very far from being 
frictionless, the ideal tide is not the tide that we actually know. tdeat ana 
As a matter of fact, theory does not always represent the tides *tu#! tides. 
of the ports of the world. Observation shows that the irregular 
distribution of land and water, and the variable depth of the 
ocean, in themselves alone produce an irregularity in the oscilla- 
tions of the sea of such complexity, that the rigorous solution of 
the problem is altogether beyond the power of analysis. There- 
fore, the tides of any given place cannot be predicted from a 
knowledge of the tides of any other place. Observations alone 
will do so, and in this form the problem is a simple one. 
Here it is necessary to observe that, owing to fluid-friction, the 
inertia of the water, and other causes, the tide wave is found to 
lag behind the moon, and on this account the highest tides do not 
occur when her influence is greatest, but from one to three days 
after. The tide corresponding to New, or Full Moon, can how- 
ever be detected by its superior height, which accordingly enables 
us to get at what is termed the retard or age of the tide. Its 
value is determined by taking the average interval between the 
moon’s transit at F.and C.and the highest High Water following it. 
Similarly, High Water at any place is not simultaneous with Retard or age 
the moon’s passage of the meridian of that place, but mostly te te. 
occurs an hour or two after; indeed in some places there is actually 
Low Water at the time of the moon’s meridian passage: discre- 
pancies are innumerable, and ports can be mentioned shewing all 
the intermediate phases. If H.W. everywhere, at Full and 
Change, corresponded exactly with the time of meridian passage, 
there would be only one “ Establishment of the Port,’ namely, 
XII. hours; but the Tide Tables shew that this is very far from 
being the case. 
At this stage of our subject it is most important to distinguish pifference 
between the motion of a tidal wave and that of a tidal current. ple. 
The tide wave is due not nearly so much to the actual horizon- current, 
tal transfer of a body of water from one place to another, as to 
an elevation of its surface. Thus the sun and moon do not draw 
after them the mound of water which has been raised by their 
attraction, but are all the time engaged in raising the water which 
is vertically beneath them. As we have seen, the propagation 
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of this tide wave is compatible with immense velocity, whereas 
the tide current rarely exceeds 5 or 6 miles an hour. Were the 
tide wave one of translation, like the tide current, it would carry 
destruction in its course. The pect, of its action may be 
shewn in this way :— 

Let two men stand a few yards apart, each holding the end of 
a piece of rope stretched loosely between them. Now, if one of 
the men were to shake the rope smartly in an up and down 
direction, he would cause undulations or waves in it, which would 
travel to the other end with great rapidity ; nevertheless, from 
both ends being retained in the hands of the men, the rope, taken 
as a whole, would occupy throughout the same position. 

The shaking of a sail, or the fluttering of a flag, serve to illus- 
trate the same effect, therefore we see that it is ihe form alone of 
the wave which moves, and not the water of which it is com- 
posed. In other words, the same wave as it advances is not 
composed of the same water. 

Light, heat, and sound are transmitted in a similar manner. 
Let us take the latter by way of further illustration :— 

If a long spar be gently tapped at one end, the blow will be 
readily heard by a person applying his ear to the other end. In 
this case the sound wave is propagated by the minute but rapid 
vibrations of the atoms of wood composing the spar, but no one 
for a moment would suppose that the identical piece of wood 
which was struck had travelled to the ear of the listener. Solids, 
generally, conduct sound much more rapidly than air. Oak, for 
example, will transmit it with exactly ten times greater velocity. 
Thus, in the experiment just mentioned, if the spar be struck 
with sufficient force, the listener will hear two distinct sounds, 
with an interval between them, depending upon the length of the 
spar, the first sound transmitted by the wood, and the second 
transmitted by the air. Iron is a still better conductor. 

Recent investigation, however, goes to prove that every sea 
wave is more or less a wave of translation, setting down each 
particle of water, or of matter suspended in water, a little in 
advance of where it picked that particle up; but to the ordinary 
observer this transference of matter is so slight as to be imper- 
ceptible. By the seaman, however, it is taken into practical 
account when he is making allowance for “the heave of the sea.” 

Shoaling of the water makes a material difference in the 
character of a wave. Its base is then retarded by the increasing 
friction of the ascending bottom, and its leading side, in conse- 
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quence, becomes steeper and steeper, until at length the crest 
outstrips the base, and, toppling over, breaks into foaming surf. 
This may be witnessed any day in the approach of waves to a 
shelving beach. Where the foreshore happens to slope very 
gradually, these breakers extend a proportionately long distance 
seaward; but in such cases the ground friction deprives them of 
their original height and energy long before reaching the beach. 

The name has escaped the writer’s memory, but there is a 
place on the Malabar coast where the water, for miles seaward, 
shoals so regularly and slowly over muddy bottom, that the force 
of the heavy seas during the S.W. monsoon is quite spent by the 
time they get near the land; knowing this, it is common for the 
small craft thereabouts to run in on what is a dead lee shore, and 
anchor without fear in 4 fathoms. 

For conditions of an opposite character take the bar of the 
Tagus, which shoals abruptly from a depth of several hundreds 
of fathoms existing only a few miles to the westward. During 
winter gales the deep-water undulations come rolling in upon it 
in an unreduced form, and break with terrific violence. They 
have even been known to sweep the decks of large mail steamers 
that have rashly attempted to enter at such times, though the 
bar.carries not less than 6 fathoms at low water (in the shoalest 
part). This would give the height of these formidable breakers 
as upwards of 30 feet, since. it is generally accepted that the 
depth of water where the wave first breaks is equal to the height 
of its crest above the undisturbed sea level. 

To give an idea of where broken water will dash to in storms, 
it is related by Captain George Bayly (Elder Brother of the 
Trinity House), in an article entitled, British pluck in the arts of 
peace, that, “during the winter of 1861, the fog bell of the 
Bishop lighthouse—Isles of Scilly—secured to the stone gallery 
by a neck of solid metal four inches thick, at an elevation of 100 
feet above H.W. mark, was carried away. A mountain wave 


reared its foaming crest many feet above the lantern, and as it 


swept past, snapped the solid neck like a carrot: the bell fell 
down on the rock beneath and was broken into pieces, some of 
which were afterwards picked up, and, together with the broken 
neck, were shewn amongst models and other articles from the 
Trinity House at the International Exhibition of 1862.” The 
bell weighed several cwt., and after the storm the gallery was 
found thickly strewn with sand. 

About the year 1886 the tower was raised upon, and its dia- 
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meter considerably increased; the additional granite masonry 
weighed 2,950 tons !! 

Engineers have of late years taken advantage of the compara- 
tive absence of horizontal force in unbroken waves, to construct 
almost perpendicularly the sea faces of such piers or breakwaters 
as require to be built in exposed positions. Formerly, works of 
this character had a very long batter or slope, the effect of which 
—similar to that of a shelving beach—was to cause the waves to 
eurl over and break in a manner which forced out huge blocks of 
stone, each very many tons in weight; and this undermining pro- 
cess went on until the solid masonry was completely breached 
through. 

Again, it is not improbable that the reader has seen unbroken 
waves reflected back from a vertical sea wall; in which case he 
will have noticed that the reflected outgoing waves pass through 
the incoming ones, and each continues on its course almost as if 
nothing had happened. ‘The principal visible effect produced by 
the collision is to momentarily increase the height of the waves 
at their point of meeting; but after a time the reflected wave is 
so reduced in speed and size by its repeated encounters with suc- 
ceeding incoming ones, that it dwindles away, and at last ceases 
to exist; were they solid bodies undergoing translation, the wave 
with the greater momentum would overcome and carry with it 
the other one—but, of course, at a reduced speed. 

To take another example: Every sailor knows that, when 
hove-to in a gale, his ship, if properly loaded and handled, will 
ordinarily ride over the monster seas like a duck; and it is clear 
that such could not be the case if each wave were hurled against 
the vessel as an independent and separate accumulation of water. 
But as soon as their free movement is interfered with by friction, 
no matter how produced, waves have a tendency to “top” and 
become vicious. For instance, on the edge of the Agulhas Bank, 
off the pitch of the Cape of Good Hope, it is well known that 


‘the seas generated by a W.N.W. gale are often opposed by a 


strong current setting right in the wind’s eye. The result isa 
hollow, curling sea; and woe betide a deeply laden ship should 
she meet one of these ugly customers at an awkward moment.* 


* Oil slowly dropped into the sea has a wonderfwi effect in preventing it breaking on 
board. It is common in some parts of England, before beaching a boat, to pull up and 
down for a few yards, pouring oil on the water, and then row in on the smooth. 

The principal facts as to the use of oil are as follow :— 

1. On free waves, 7.e., waves in deep water, the effect is greatest. 

2. In a surf, or waves breaking on a bar, where a mass of liquid is in actual motion in 
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A weather tide in a river is an example of the same thing on a 
very much smaller scale. 

From the foregoing we learn that a wave proper has but a 
trifling effect in the horizontal transference of floating objects, 
which do little more than rise and fall on its surface; but the 
same wave, when transformed into a “breaker” by friction, will 
carry all before it. 

The “Bores” peculiar to rivers with expanded mouths are 
produced in a manner very similar to “breakers.” As the Tide 
wave advances up the river, it is continually checked underneath, 
not only by the friction of the bottom, but by the resistance of 
the downward current. These causes operate to dam up the 
incoming tide, which is nevertheless pushed on by the ever- 
increasing volume of water behind, until it assumes a steep 


shallow water, the effect of the oil is uncertain ; as nothing can prevent the larger waves 
from breaking under such circumstances ; but even here it is of some service. 

3. The heaviest and thickest oils are most effectual. Refined kerosene is of little use ; 
crude petroleum is serviceable when nothing else is obtainable; but all animal and 
vegetable oils have great effect. 

4, A small quantity of oil suffices, if applied in such a manner as to spread it to wind- 
ward, 

5. It is useful in a ship or boat, both when running or lying to, or in wearing. 

6. No experiences are related of its use when hoisting a boat up in a sea-way at sea, 
but it is highly probable that much time and injury to the boat would be saved by its 
application on such occasions. 

7. In cold water, the oil, being thickened by the lower temperature, and not being able 
to spread freely, will have its effect much reduced. This will vary with the description 
of oil used. 

8. The best method of application in a ship at sea appears to be: hanging over the side, 
in such a manner as to be in the water, small canvas bags, capable of holding from one to 
two gallons of oil, such bags being pricked with a sail needle to facilitate leakage of the oil. 

The position of these bags should vary with the circumstances. Running before the 
wind they should be hung on either bow—e.g., from the cathead—and allowed to tow in 
the water. 

With the wind on the quarter the effect. seems to be less than in any other position, as 
the oil goes astern while the waves come up on the quarter. 

Lying-to, the weather bow and another position farther aft seem the best places from 
which to hang the bags, with a sufficient length of line to draw to windward while the 
ship drifts. 

9. Crossing a bar with a flood tide, oil poured overboard and allowed to float in ahead 
of the boat, which would follow with a bag towing astern, would appear to be the best 

plan. As before remarked, under these circumstances, the effect cannot be so much trusted. 

On a bar with the ebb tide it would seem to be useless to try oil for the purpose of 
entering. . 

10. For boarding a wreck, it is recommended to pour oil overboard to windward of her 
before going alongside. The effect in this case must greatly depend upon the set of the 
current, and the circumstances of the depth of the water. 

11. For a boat riding in bad weather from a sea anchor, it is recommended to fasten 
the bag to an endless line rove through a block on the sea anchor, by which means the 
oil is diffused well ahead of the boat, and the bag can be readily hauled on board for 
refilling if necessary. 
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broken front like a bubbling cascade, and constitutes one con- 
tinuous breaker, having a long flat back. As the “bore” 
advances, it is hemmed in at the sides by a contracting channel, 
which forces it still more to rise above the ordinary level, since, 
if the form of the channel cannot accommodate the rush of water 
in one way, it must in another. It is not uncommon to see two 
or three smaller “ bores” coming along on the back of the first. 

The “ Bore” cannot be accurately described as a wave. It is 
in no sense an undulation, nor is there any depression after it 
has passed: indeed, a rise in its wake of two to four feet of 
water is not unusual. 

This phenomenon occurs mostly in rivers situated at the head 
of delta-shaped estuaries, and where these open broadly to the 
direct course of the Tidal wave, the effect is necessarily more 
marked. 

In the Hooghly, the “Bore” not infrequently appears as a 
liquid wall 6 or 7 feet high, and its noise is such that it is heard 
whilst yet several miles away. In the western branch of the 
Amazons it is said to have a front of 10 to 12 feet in height, and 
in its effort to find equilibrium, travels at the rate of 10 to 15 
miles an hour, overcoming everything in its progress. 

Chepstow, in the Bristol Channel; Mont St. Michel, in the 
Gulf of St. Malo; Dungeness Spit, near Cape Virgins; and the 
Basin of Mines, at the head of the Bay of Fundy,—are all places 
celebrated for a great Tidal Rise and Fall, which in extreme 
cases amounts at some of them to 70 feet and upwards. This 
unwonted augmentation of the height of the tide wave is simply 
due to the concentration of the energy of motion of a large body 
of water into a narrow space. 

On the other hand, in the open ocean, where the Tide wave is 
untrammelled, the range is but four feet or so, and in inland seas 
it is almost insensible. For instance, among the islands of the 
Pacific Ocean the Rise and Fall varies from 3 to 6 feet, and in 
the Mediterranean the average Rise and Fall does not exceed 18 
inches, though in places—Sphax for example—owing to local 
causes, the Rise and Fall is fully five feet. 

Lakes and inland seas being comparatively small, the attraction 
of the sun and moon is nearly equal at both extremities, therefore 
their tides are insignificant. Close investigation backs up the 
theory that the magnitude of the tidal range depends upon the 
proportion the size of the lake or sea bears to the diameter of the 
earth : for instance, the existence of a tide in Lake Michigan has 
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been proved by a series of observations made at Chicago in 1859, 
The average height of this tide is 12 inches; and the average time 
of H. W. is 30 minutes after the moon’s transit. The length of 
Lake Michigan is 350 miles, or 35 of the earth’s diameter; and 
its tide is about 51; of that which prevails in mid-ocean. Again, 
the length of the Mediterranean is 2,400 miles, or, roughly, } the 
diameter of the earth, which gives the average height of its 
tide as 4 what it is in the open sea, and this is confirmed by 
observation. 

The Tide Current, then, is caused by Tide waves from the ocean 
being concentrated and checked by local formation, also by the 
frictional resistance offered by the bottom and sides of a narrow 
channel. In passing through contracted spaces, these waves, as 
already stated, are heaped up and urged on by the continued 
pressure of the water behind, whose motion is less retarded than 
that of their own; and thus, in seeking to find its level, an actual 
current is created. 

The Tide Current must not, however, be mixed up with the 
general Ocean Currents, which are progressive movements of the 
water, due partly to prevailing winds, and partly to differences 
of temperature and density, which, by disturbing the equilibrium, 
cause a constant circulation to be going on in the waters of the 
globe; and this, be it remembered, takes place in a vertical as 
well as a horizontal direction. 

It is difficult at first to realize that mere friction can play such 
an important part in connection with tidal currents, but unmis- 
takable evidence of this is given in a variety of ways. For 
example, of late years the Tyne has been improved by straight- 
ening some of the worst bends, and by dredging its bed. The 
result is that High Water now occurs at Newcastle some 20 
minutes or so earlier than it did previous to these improvements, 
though the distance from Tynemouth to Neweastle is but 9 miles 
or thereabouts. 

The Tide hour* has been accelerated at Glasgow by similar 
means, and also at London Bridge, but in a less degree. 

Again, most seamen—especially coasters—are aware that the 
stream of the tide runs longer in the offing than close alongshore. 
Two causes operate in producing this effect. From the water 
being deeper in mid-channel, its momentum is proportionately 
less retarded by bottom friction; whilst the littoral current— 


affected in a much greater degree by bottom and side friction— 


* More generally termed ‘‘ Establishment of the Port.” 
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has, moreover, to penetrate the bights and follow the bends of the 
coast. Reference to the accompanying co-tidal map of the British 
Islands will shew this feature very plainly; it will be noticed 
more especially in the English Channel, and in the contracted 
portion of the northern branch of the Irish Channel.* 

The Tide current sometimes continues to flow in the offing for 
three hours after it has turned by the shore, and is then termed 
“Tide and half tide”; and “Tide and quarter tide” when it only 
runs for 14 hours longer. Moreover, the time at which the stream 
turns is often different at different distances from the shore, but 
the time of High Water is not necessarily different at these points. 
This same peculiarity may be observed in a small way in the 
Mersey and other rivers, where, though the stream may still be 
running up in mid-river, it will be at a stand inshore, and the 
water-level will have fallen several inches at the pier-heads. 

A knowledge of this difference in the turn of the inshore and 
offshore streams is of great service, more particularly in working 
to windward, since by keeping close in at the commencement of 
the tide, and standing out mid-channel towards the last of it, it 
is possible to carry a favouring tide for nine hours. Indeed, ina 
smart vessel, navigated by a man with good local knowledge, the 
flood may be carried even longer: and in a steamer—from the 
fact of the turn of the tide in certain cases getting progressively 
later—the ebb may at times be cheated altogether. 

For example :—Neglecting the odd minutes, it is High Water, 
Full and Change, at Queenstown at 5 o'clock, and at the Bar 
Lightship, Liverpool, at 11 o’clock. Now, if on such a day a 
17-knot steamer were to leave Queenstown at noon, with the 
young flood or eastern tide, and round the Tuskar closely, she 
would carry the tide with her the whole way to the Lightship, a 
distance of about 226 miles. It should be stated, however, that 
between Roche’s Point and the Coningbeg lightvessel the stream 
is weak, even at springs. Owing to a peculiarity, which will be 
alluded to further on, a ship passing through the Straits of 
Dover, bound to a port on the East Coast, and hitting the tide at 
the right time, will carry it for nearly twelve hours. The same 
thing can also happen in the George’s Channel. | 


* Lines connecting all those places which have high water at the same instant of 
absolute time are termed Co-tidal lines, They are useful as marking the progress of 
the Tide wave hour by hour, and are generally drawn for Greenwich Mean Time. They 
have no reference whatever to Tidal current. The map here shewn is taken from a 
pamphlet by the Rev. Samuel Haughton, M.A. 
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We now come to another very important phase in the pheno- 
mena of tides. It is of the greatest consequence to the navigator 
that he should not confound the Rise and Fall of the tides with 
the Flow and Ebb. 

It is too generally supposed that at High Water the flood cur- 
rent ceases, and similarly, of course, that at Low Water the ebb 
current ceases ; in other words, that the flood stream only runs 
whilst the water is sing, and that the ebb stream only runs 
whilst the water is falling. Now this is not by any means a 
necessary consequence; and so far from its being even generally 
the case, such a condition is proved to be extremely rare, and 
then only to be found in small bays and harbours. 

The supposed cessation of the Flood and Ebb streams at High 
and Low Water respectively, is unfortunately a very prevalent, 
but at the same time not unnatural, misconception, and has 
doubtless contributed to many a disaster. 

Owing to the momentum of the water, which does not permit 
of its onward motion ceasing simultaneously with the exciting 
cause, and owing sometimes to difference of level, it is not un- 
common to find the Flood run for three hours after the water 
has commenced to fall; and, similarly, the Ebb may continue 
running out for three hours after the water has commenced to 
rise.* ‘Thus, at the actual times of High and Low Waiter, the 
Flood and Ebb streams respectively, instead of being “ slack,” 
may, on the contrary, be running with their greatest velocity. 

This peculiarity is shewn in a very striking manner at the 
First Narrows, or eastern entrance to the Straits of Magellan, 
where it is due almost entirely to excessive difference of water 
level. 

As already stated, in small harbours and bays slack current 
takes place at the “stand ” of the tide at High and Low Water; 
but where the tide wave enters a narrow inlet, connecting with a 
great inland basin, the case is different. The basin being nearly 
tideless, has its surface lying at about the mean sea level; there- 
fore, Flood currents can only commence to run in through the 
Narrows when the surface of the outside water has risen above 
that of the basin, and the maximum velocity must occur at High 

Water for the Flood, and at Low Water for the Ebb. 


* Most people who have to do with the docking and undocking of vessels will have 
noticed, by tide-gauges or marks of some sort, how a river rises or ‘‘ swells” long before 
the last of the Ebb stream, showing that the Tide wave may be going one way, when the 
wader itself is actually going another. 
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This is precisely what happens in the Straits of Magellan— 
which, though not an inland sea in the strict sense of the term, 
nevertheless partakes sufficiently of the characteristics of one. 
Now, it so happens that, in the gourd-shaped arm of the sea 
adjoining the contracted cliffy channel forming the water com- 
munication between the Straits and the South Atlantic, there is 
a Rise and Fall of 42 feet. This great tidal range is due to its 
shape, combined with the fact that it opens invitingly to thé 
direct course of the tide-wave flowing in from the South Hast- 
ward. But, in the basin immediately within the Narrows, the 
range is only 22 feet, and further on it is much less; for, when 
a large water area has to be filled through a contracted opening, 
as in the present case, the inner tide suffers a gradual degradation 
as the water composing it spreads itself, and finally becomes 
nearly insensible ; therefore it is that, after passing what is known 
as the Second Narrows, the Magellan tide virtually becomes 
spent, and the Rise and Fall insignificant: indeed, the latter 
would be even less were it not for the numerous water passages 
communicating with the Pacifie Ocean, which act as feeders. . 

What has been here described as occurring inside the Narrows 
is just the reverse of what takes place outside the Narrows. In 
the latter case the tidal range is continually augmented as it 
proceeds up the estuary, till at or near the head it reaches its 
maximum. 

The annexed diagrams are intended to illustrate the action of 
the tides at the Eastern entrance to Magellan Straits, and in them 
we have taken the liberty of supposing the basin on the left 
to have no Rise or Fall whatever; this is not consistent with 
the actual fact, but it simplifies the explanation without in 
any way detracting from the truth of the general principle 
referred to in the text. The upper diagram does not profess to 
be anything more than a very rough outline of the entrance to 
Magellan Strait, nor is it even drawn to scale. (See Diagram 
No. 5). 


We will begin by supposing it high water outside the Narrows, as 
represented by the line A. The water will then commence to fall ; but from 
its level being 21 feet higher than inside, the flood stream will continue to 
run in through the Narrows till both basin and estuary have arrived at the 
same level, which will not happen, however, for 3 hours, by which time it 
will be half Ebb. The ocean water which has passed through the Narrows 
cannot, however, do much to swell the inner tide, since its volume is but 
trifling as compared with the large area over which it has to spread itself. At 
3 hours after high water, the surface level being then the same both inside 
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and out, there is a momentary stand in the current, which, up till now, has 
been flowing in ; but, as soon as the outside level drops sufficiently to cause 
an incline in the other direction, the stream will commence to rush ow#, and 
continue to do so till the common level is again restored, which will not be 
before half flood. As may well be imagined, the tide in the Narrows seethes 
like a boiling pot, and makes steady steering an impossibility. 

Generally, in considering the tides of estuaries, it is found that 
the interval from High to Low Water is longer than from Low 
to High Water, and the difference between the intervals is greater 
at Springs than at Neaps. At St. Heliers, Jersey, the mean dura- 
tion of Ebb and Flood at Springs is seven and five hours respec- 
tively. Also, as we ascend rivers, so the interval from Low to 
High Water diminishes. At Oceanic ports the intervals are 
about equal. 


DIURNAL INEQUALITY. 


Another popular but erroneous notion is, that the night tides 
are always higher than the day ones. 
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Pilots are very prone to this idea, and, without investigation of bisher than 


any kind, it is passed along from father to son as a sort of 
professional legacy. The real facts are as follows :— 

In consequence of what is called the Diurnal (or daily) In- 
equality, it sometimes happens that the night tides are higher 
than the day tides for weeks together ; but if such be the case at 
one period of the year, the day tides are higher at another. 

Prolonged and properly conducted observations prove conclu- 
sively that the height of the tide at a given place is influenced by 
the Declination of the moon; for, as the tide wave ever tries 
to place its highest point vertically under the body which produces 
it, when this vertical changes its point of incidence on the surface 
of our globe, the tide wave must tend to shift with it; thus, 
when the moon’s declination is 0°, the highest tides should occur 
along the Equator, and the heights should diminish thence to- 
wards the North and South; but, other things remaining as 
before, the two consecutive tides at any place should have the 
same height. (See Diagram No. 6.) 

When the moon has north declination, as shewn in the diagram, the highest 
tides on the side of the earth next the moon will be at places having a cor- 
responding north latitude, as at A; and on the opposite side of the earth 
from the moon, at those which have an equal south latitude, asat C. And of 
the two consecutive tides at any place, that which occurs when the moon is 
nearest the zenith should be the greater. Hence when the moon’s declination 
is Vorth, the height of the tide at a place in north latitude should be greater 
when the moon is above the horizon, as at A, than when she is below it, as at 
B. On the same day, places South of the equator have the hichest tides when 
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the moon is below their horizon, and the least when she is above it. A careful 
study of the diagram will make this apparent. 

In continuation, let us suppose the moon to be “ Full,” and her declination 
28° North. At midnight, therefore, she will be in the zenzth of a place at A, 
in north latitude, and will produce a high night tide. At D, situated on 
exactly the same meridian, but in south latitude, the midnight tide occurring 
at the same absolute instant of time as the first-named will be a poor one, as 
the moon’s altitude there is low. On the other side of the globe, the places B 
and C' have high water at their noon, simultaneously with A and D at their 
midnight; but C being in the direct line of the moon’s attraction, has much 
the higher tide of the two. 


From these considerations it is obvious that the Inferior or 
day tide at C must be greater than the Superior or night tide at 
D, which Spe tichy pists the idea that “Night tides are 
always the highest.” 

To put the matter in another way :—When not on the equator, 
the moon’s zenith distance at upper transit is different from her 
nadir distance at lower transit, but the tide-generating force is 
greater the smaller the zenith or nadir distance, and, therefore, 
the forces are different at successive transits. Thus there is a 
tendency for two successive lunar tides to be of unequal heights: 
this tendency vanishes when the moon is on the equator, and as 
this latter occurs each fortnight, the lunar diurnal tide is 
evanescent once a fortnight. 

Sunilarly, at the solstices in summer and winter, the successive 
solar tides are generally of unequal height, whilst in spring and 
autumn, when the sun is on the equator, this difference vanishes. 

In this connection there is yet another little complication. 
In consequence of the variability of the inclination of the lunar 
orbit to the equator, the heights of the various purely lunar 
tides are variable from year to year. The tide computer has no 
special difficulty in determining the effects due to each of these 
causes. 

To go from theory to facts, take for instance what happens at 
Whampoa docks. In March the day and night tides rise to the 
same level. From April to October the day tides are the higher, 
and from November to February the lower. At San Francisco, 
a rock which has three and a half feet water upon it at one Low 
Water, may be awash at the next succeeding Low Water; but 
when the moon is on the Equator, the inequality at this port 
disappears, and the day and night tides become equal. 

The Diurnal Inequality varies greatly in amount at different 
places, but it follows fixed laws at each, and may be predicted. 
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It sometimes becomes so large that for several days there is only 
one tide in 24 hours: this latter phenomenon is very common on 
the S.E. coast of China, the coasts of California and Oregon, and 
in the Gulf of Mexico. On the coasts of Great Britain and 
Ireland the Diurnal Inequality is small. 

This important factor affects the tome as well as the height. 
For example, at Aden, Karachi, Bombay, and other Indian ports, 
the times of H.W. may be accelerated or retarded occasionally as 
much as two hours. 


METEOROLOGICAL TIDES. 


But apart from the irregularities just alluded to, there are two 
circumstances which affect the height of the tide, and also the 
times of high and low water. These are the force and direction 
of the wind, and the height of the barometer. Thus, at Liver- 
pool, a S.W. gale both augments the tide and prolongs it, whilst 
a blow from the opposite quarter invariably retards and “cuts” it. 

A rise or fall of an inch in the barometer is attended with a 
corresponding fall or rise in the tide, varying from 6 to 20 inches, 
according to situation. At Liverpool it would be equal to 12 
inches, which is nearly in the same ratio as the specific gravities 
of mercury and waiter. 

As these two last influences cannot possibly be predicted in the 
Almanacs, the tabular times and heights are sometimes consider- 
ably in error; indeed, wind has been known to increase the height 
of a tide as much as 5 feet. 

We now pass on to what are termed “ Interferences” due to 
configuration of the coast, a meeting together of two or more 
channels, or the obstruction of islands. These “Interferences ” 
occur on both a grand and a small scale. By their action it may 
happen that two distinct sets of tide waves will produce apparent 
rest; this rest sometimes takes the form of height, sometimes of 
time, and sometimes of both. When complications of this kind 
occur, they require most careful and lengthened investigation 
before they can be traced back to their true sources. 

At Southampton there is a double High Water, the second 
occurring within two hours of the first. The fall in the interval 
does not amount to more than 9 inches, although the Rise and 
Fall between High and Low Water is 18 feet. The main features 
of this peculiarity are thus explained :— 

The inshore eastern or flood stream runs past the Needles into 
the Solent, and makes High Water at Southampton in the 
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orthodox manner. The tide then falls a little with the last of the 
stream ; but when it turns to the westward inshore, a great body 
of water, favoured by the shape of the land, unites with the last 
of the outside eastern stream, still flowing round the south-eastern 
part of the island, and both run into the back of the Wight, by 
way of Spithead. Now, the outlet for it between Hurst Point 
and the Needles being much smaller than the eastern channel by 
which it entered, the returning water gets pent up, and, in conse- 
quence, there is a general rise in the Solent. At Calshot Castle 
the tide forks—one branch going out by the Needles, and the 
other flowing up Southampton Water, which lies open like a 
trap in the direct course of the main current, and so causes a 
second High Water. This is succeeded by a uniform but rapid 
fall, lasting about 34 hours. 

To the mariner the knowledge that the High Water at South- 
ampton remains nearly stationary for rather more than two 
hours, may, in some cases, be important. 

The influence of the double H.W. is felt to the westward as 
far as Swanage, but along the coast it can scarcely be attributed 
to the same cause as that within the Isle of Wight, but rather to 
a levelling northward of the water from the direction of the 
French coast, where, immediately opposite this part, the rise of 
tide is 16 or 17 feet, as compared with the 6 or 7 feet on the 
English shore. 

At Havre, on the north coast of France, though the spring rise 
is 22 feet, the “stand” at High Water lasts one hour, with a rise 
and fall of 3 or 4 inches for another hour, and only rises and 
falls 13 inches for the space of three hours. This long period of 
nearly slack water is very valuable to the traffic of the port, and 
permits a larger number of vessels to enter or leave the docks on 
the same tides than would otherwise be the case. 

At Weymouth (Dorset), only 55 miles from Southampton, 
there is, on the contrary, a double Low Water. What happens, 
therefore, is just the reverse of the Southampton phenomenon, 
and, as if this were not enough, it lasts twice as long. The cause 
is not well understood, though a shot at it is made on page 155 
of the Admiralty Tide Tables. 

The.ordinary spring range is about 7 feet, and at the Equinoxes 
about 84 feet. From one H.W. to the next, there is the usual 
124-hour interval ; this is divided into three equal parts, namely, 
a steady fall for 4 hours, L.W. for 4 hours, and a steady rise for 
4 hours. The diagram facing this page is a fac-simile (on a 
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numerals at the top represent G-M.T.in hours and quarters. Those at the side represent the divisions of thie Tide-gauge in feet and quarters. 
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reduced scale) of one actually taken from the self-registering 
tide-gauge in use by the Weymouth Corporation. It shews the 
tide trace for one whole day, and includes two High and two 
Low Waters. 

It is interesting to notice in each case that, shortly after the 
tide has fallen to L.W., it turns slowly upwards for nearly two 
hours, and as slowly falls again during the next two hours, 
Then the real rise commences and continues to H.W. 

This curious undulation during L.W. is locally known as the 
“Gulder,” and though it rarely exceeds six inches, the effect— 
unless masked by atmospheric influences—is well marked and 
regular. At Springs it is much more apparent than at Neaps. 
Practically speaking, therefore, L.W. at Weymouth continues for 
4 hours, and in the case of vessels over 12 feet draft, materially 
adds to the difficulty of their navigation. Perhaps this is com- 
pensated by the excellent shelter procurable during westerly 
gales. 

The tides, then, are not all plain sailing, as might be supposed ; 
and it would be almost impossible for any one man to make him- 
self acquainted with the peculiarities of those on our own coasts 
alone, unless, indeed, he had no other employment. 

There is one feature which must not be trifled with: fortun- 
ately the localities affected by it are well known. Near the 
headlands separating bays there is usually at certain times of tide 
a swift and turbulent current termed a ‘race.’ When opposed 
by a strong wind the sea breaks badly, and in gales—especially 
at Springs—deeply-laden brigs, schooners, and other small fry 
not infrequently founder with all hands. These ‘races’ are due 
to conflicting currents, accentuated by the passage of the water 
over foul bottom, causing ‘rips’ and ‘ overfalls’ in which small 
craft cannot live. Even large vessels get battered about, and 
their decks swept. 

For the direction and rate of the tide in the Channel at any 
given time or place, the navigator must consult the Admiralty 
Sailing Directions and Tide Tables. In the latter, the English 
Channel and North Sea are divided into compartments, in which 
the Correct Magnetic direction and rate of the tidal streams is 
given for every hour of the tide at Dover. The tables for the 
Trish Sea are less elaborate, but they contain, nevertheless, much 
valuable information. 

Although in these pages it would be impossible to enter into 
details, a few words may be said about the general rules which 
govern the main system of tides round about our shores. 
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Reference to the Co-tidal Map facing page 284 will shew that 
the tide wave coming in from the Atlantic splits on the west coast 
of Ireland. One part, going northward, sweeps round by Inish- 
trahul and the Giant’s Causeway, and enters the George’s Channel 
between Rathlin Island and the Mull of Cantyre ; the other part, 
going to the southward round Cape Clear, enters the same chan- 
nel between Tuskar and St. David’s Head. These streams pursue 
their respective courses till they meet at the “Head of Tide,” 
which is upon an imaginary line drawn from Dundrum Bay 
through the Isle of Man, towards Barrow-in-Furness. At the 
junction of the two tides occurs, as may be expected, the greatest 
rise and fall, amounting to 15 feet on the Irish side, and double 
that amount on the English. 

To the westward of the Isle of Man we find an “ Interference.” 
The two streams, flowing in exactly contrary directions, here 
destroy each other, so that no current is at any time perceptible, 
and the bottom of this region of still water is characterized by a 
deposit of fine blue mud. 

To the eastward of the Isle of Man the tidal currents meet at 
an angle, and flow on together with increased vigour towards 
Morecambe Bay and Liverpool, making High Water at these 
places seven hours after its occurrence at their point of separation 
near the Skelligs. 

Offshoots of this same parent tide wave enter the English 
Channel and German Ocean, the latter coming round “north 
about.” These two tide waves bring High Water to the south 
and east coasts of England respectively, and also, like those in 
the Irish Channel, have a place of meeting, or “ Head of Tide,” 
which for them is found in the Straits of Dover. 

An investigation of the tidal streams of the Irish Sea, by the 
late Admiral W. F. Beechey, R.N., brings to light the important 
fact that, notwithstanding the variety of times of High Water 
throughout it, the turn of the stream over all that part which may 
be called the fair navigable portion of the Channel, is nearly 
simultaneous. 

The northern and southern streams in both branches of the 
Channel commence and end 7n all the fairway parts at nearly the 
same time; and that time corresponds closely with the time of 
High and Low Water on the shore at the entrance of Liverpool 
and of Morecambe. So that it is necessary only to know the 
times of High and Low Water at either of these places, to déter- 
mine the hour when the stream of either tide will commence or 
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terminate in any part of the Channel, owtside the influence of the 
inshore eddies. For this purpose the Liverpool Tide Tables may 
be used, subtracting 18 minutes from the times there given, in 
consequence of H.W. at George’s Pierhead being that much later 
than the point which is considered the “ Head of Tide.” 

Now, since it is low water at Queenstown at the same time 
that it is high water at Liverpool, it follows that midway 
between the two there must be a place of comparatively little 
Rise and Fall: and this in the South channel is found to be ona 
line joining Courtown and Cardigan Bay, and in the North 
channel on a line joining Fairhead and the Mull of Cantyre. 
These are termed the “ Nodal points,” and here it is that the 
greatest body of water passes, and the tidal currents are strongest. 

There are similar effects produced in the English Channel. 
Careful experiments, systematically carried out by Admiral 
Beechey and Captain Bullock, R.N., prove that the channel 
streams meeting and separating in Dover Strait, set uniformly 
in a direction towards Dover whilst the water is 7zsing at that 
place, and away from it when it is falling. To be governed by 
this law, a vessel must be either in that portion of the channel 
situated between Beachy Head and a line joining the Start with 
the Casquets, or between the North Foreland and a line joining 
the Texel with the Humber. 

Off the mouth of the English Channel, westivard of a line 
joining Ushant and Scilly, the stream will be found running 
to the northward and eastward while the water is falling at 
Dover, and to the southward and westward while it is rising at 
that port. 

In the intermediate section included between a line joining 
Ushant and Scilly, and another joining the Start and the 
Casquets, there is a miwed tide, partaking of the joint direc- 
tions of the tides east and west of it, which renders a written 
description impossible; and the Admiralty Tide Tables alone 
must be consulted for the direction and rate at any particular 
hour. 

The nodal points of the two channel streams meeting in Dover 
Strait are respectively at Swanage and Yarmouth. 

One or two other important and interesting features remain to 
be noticed. The Ebb stream of the Irish and English Channels 
constitutes the Flood of the Bristol Channel; and the Flood of 
the Irish and English Channels constitutes the “66 of the Bristol 
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tide will be found running eastward towards the Bristol Channel 
whilst the water is falling at Liverpool and Dover, and running 
out from the Bristol Channel whilst it is rising at those places. 
On its northern side, the Bristol Channel flood sets to the South- 
eastward, and on its southern side to the North-eastward. It is 
handy to recollect, also, that when it is High Water at Liverpool 
and Dover, it is approximately Low Water at Cardiff and 
(Jueenstown. 

A few pages back it was stated that a vessel navigating the 
English and Irish Channels might, if she were lucky, carry the 
tide with her for nearly 12 hours. To show how this could 
happen, it is necessary to recollect that, at the Head of Tide, the 
streams meet and separate thus :— 


Dover Strait. 


ee q— loon 
Head 
of 
Tide. 
ME ne ——_$__—__—_--> 
Eas EBB 


Consequently, if a vessel happens to reach the Head of Tide 
with the last of the Flood, she will forthwith run into the 
opposite Ebb stream just beginning at that point, and so con- 
tinue with a favouring tide during the next 6 hours. 

Such is a rough outline of the main features of the tides on our 
coasts ; but, for the more detailed information necessary to the 
safety of a ship working up or down channel in dirty weather, 
the navigator is referred to the Admiralty publications already 
alluded to—from which sources the foregoing summary of 
channel tides has been chiefly compiled. 

The Admiralty List* furnishes the Times and Heights of High 
Water for the morning and afternoon of every day im the year, 
at 24 standard home ports, including Brest. By aid of a Table 
of Tidal Constants, adapted to certain standard ports of refer- 
ence, the approximate times and heights of high water for 
every day in the year can readily be found for 231 British, 
Irish, and European ports, extending as far as Heligoland on the 
north, and Gibraltar on the south. And, to finish up, the same 
valuable work gives the time of High Water at Full and Change, 
with the Rise at Springs and Neaps, for no fewer than 3,300 of 


* Published annually, price ls. 6d. 
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the principal places on the globe. These last form two distinct 
tables—one being arranged. alphabetically, and the other accord- 
ing to the apparent progress of the Tide Wave. 

The tide-producing influences being the same for each, the time 
of High Water varies for different ports in the same vicinity, 
owing to the inertia of the water, and the obstruction it meets 
with from the configuration of the sea bed, and the narrowness, 
lenoth, and direction of the channels along which the wave has to 
travel before reaching the port. It is obviously of great mari- 
time importance to be able to find on any day the time of High 
Water for the various harbours and ports of the world, and to 
this end a standard tide is fixed upon, indicated by a particular 
relative position of the moon and sun, from which the time of 
every succeeding tide may in most cases be deduced. 

This standard is spoken of in general terms as the “ Establish- establishment 
ment of the Port.” But there are various “ Establishments,” and of the Port. 
various definitions, so one is apt to get “mixed.” Unfortunately 
even the best writers are at variance when it comes to detail. 

If any leading authority like Lord Kelvin would only clear away 
the points of divergence, he would indeed be additionally a bene- 
factor. Meanwhile the reader can take the following on trust: 

By “Establishment,” whether “Vulgar,” “Corrected,” or 
“Mean,” must be understood a certain interval of mean time, and 
not in the first instance an hour of the day by any particular clock. 

The “Vulgar Establishment” may be defined as the actual vuigar Estab- 
time of H.W. after apparent noon of the day upon which the Leer 
moon passes the meridian at the same instant as the sun. It is 
evident that this conjunction can happen only very rarely, so 
the more convenient plan is resorted to of taking the average 
interval between the moon’s transit on the day of F. and C, and 
the succeeding H.W. 

It is found, however, that in general any particular tide is not 
due to the moon’s transit immediately preceding, but to a transit 
which has occurred a considerable time before, and which is 
therefore said to correspond to it. This accounts for the highest 
tides of springs not occurring at time of Full and Change, but 
from one to three days after. This it is which gives rise to the 
appropriate expression “ Age of the tide.” 

The “Corrected Establishment of the Port” is the average in- Corrected 
terval between the time of the moon’s transit and the time of H.W. caper aeE, 
on that particular day which corresponds to Full and Change, 
and may differ considerably from the “ Vulgar Establishment.” 

The “Mean Establishment ”—used in the United States of 
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America—is approximately determined by noting each day, for 
one or more complete lunations, the interval between the moon’s 
transit and succeeding High Water, and taking the mean of them. 
These are termed lunitidal intervals, and the difference between 
the greatest and least is termed the semi-mensual or sem- 
monthly inequality of Times. This inequality, unfortunately, 
is not the same for each place; hence the time of High Water 
at any place cannot always be accurately deduced from that at 
any other place, by merely applying the difference of time 
between their Establishments. 

The “Mean Establishment” is always less than the “ Vulgar 
Establishment.” 

In like manner the semi-mensual inequality of Heights forbids 
the height of the tide at any one place being correctly inferred from 
the given height at any other. 

Owing to this semt-mensual inequality being often large—sometimes 
exceeding two hours—the time of High Water, as deduced from the Vulgar 
Estableshment, is open to serious error: it is therefore to be regretted that, 
from insufficient data, the Admiralty List does not give the Corrected Estab- 
lishment for every port mentioned, nor indeed does it always specify which is 
which. 

This, however, is a defect which, as our tidal knowledge of out-of-the-way 
places becomes more complete, will be more or less rectified each succeeding 
year. In the meantime, it may generally be accepted that the Tide Hour of 
all the principal ports, at home and abroad, is represented in the list either 
by the Corrected or by the Mean Establishment. 

The expression “Tide Hour” was first introduced by Raper, 
and was intended by him to supersede the other and more 
obscure phrase; it has not, however, been adopted, but in any 
case would equally require accurate definition. 

Where the tides are pretty regular, which is mostly, though not 
always, the case round our own coasts, the table on next page may 
come in useful when it is required to know the depth of water 
over a rock, bar, or bank, at some particular hour of the tide. 

If the Rise for the day is not exactly known, it may be inferred 
from the Spring and Neap Rise given on the chart. For instance, 
if the Mean Spring Rise at Devonport Dockyard is 154 feet, and 
the Neap Rise 12 feet, one might fairly assume the Rise midway 
between Springs and Neaps to be about 133 feet. 

From this can be deduced the Range for the day as follows :— 


FT. IN. 
Mean Spring Range or Rise - - - ASS aS FT. IN. 
Assumed Rise for the day : - - Po Ao. Ol) =) eee 
Difference - : - - - Ri Ba wees 


Assumed Rise — Diff. = Range for the day - ee et 


USEFUL TIDAL-RANGE TABLE. 207 

The following Table shews approximately the movement of the 
tide (in feet and decimals) at 20" intervals for any range not 
exceeding 50 feet. It will be noticed that the movement is 
greatest at half-tide. For example, with a 50-foot range the rise 
or fall of the water in 20" at half-tide is 52 inches, but only 5 
inches at 20" from High or Low Water. 


Range is measured from L.W. of any given tide to the following 
H.W. 


TIME OF TIDE BEFORE OR AFTER HIGH WATER. 
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The range for the day is to be sought for in either side columns, and the required 
quantity will be found on the same horizontal line under the given time from High 
Water.—The table is only suitable to such places as have regular tides. 


To see how the Table will compare with the one (B) in the 
Admiralty list, which is specially drawn up for use with the 
heights given in its own columns, we will create and work out an 
example or two by both methods. 

The Pollock Rock, in Hamoaze (Plymouth Sound), has 18 feet 
on it at Mean Low Water Ordinary Springs: What depth will 
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there be over it on the 9th of December, 1881, at 2h. 10m. after 
High Water in the afternoon ? 


FT. IN. 
Entering the Table with 12 feet as the assumed Range for the 
day, and 2h. 10m. after H.W., we find by geteieceaes - 8 6% 
Depth on the rock at L,W.O.S. - - - - =} Le 
Diff. between M.S.R. and Rise for the day  - - - - 1 9 


Depth over the rock on December 9th, at 2h. 10m. after H.W. 28 35 


According to Admiralty Tables. 


FT. IN 
Height of Tide above the mean level of L.W.O.S., by the Tables (page 

90) December 9th, 1881 - - - - - . - - 18 4 
Half Mean Spring Range (given at foot of same anaes - - - (ae: 


Height of H.W. above half tide or mean level of the sea, December 9th - 6 0 


FT. IN. 
Half Mean Spring Range - - . - - : 5 7 48 
By Table (B), 6ft. Oin. and 2h. 10m. give - : - - - - 4G 
Depth on the Rock at L. W.0.58., as per chart - - : - *¥ 18-00 
Depth over the Rock on December 9th, at 2h. 10m. after H.W. - - 28 3 


In this example the difference is only half an inch, which is 
not worth talking about. Let us take another, where the datum 
line for soundings is the low water level of Hquinoctial Springs. 

According to Admiralty Plan No. 2011, the Stag Rock in 
Holyhead Bay carries 13 feet over it at Low Water. The same 
plan contains a notice that “the soundings are reduced to an 
Equinoctial Spring Tide of 20 feet, which is about 2 feet lower 
than the Ordinary Low Water Springs.” What depth will there 
be over the rock on the 10th December, 1881, at lh. 40m. before 
H.W. in the afternoon? The plan gives the Mean Spring Rise 
as 16 feet, and the Neap Rise as 124 feet; accordingly, the rise in 
Holyhead Bay on the day in question may be assumed as 144 feet 
above the level of Mean Low Water Ordinary Springs. This 
would give 124 feet as the range for the day. 


FT. IN. 

Entering the Table with 12} feet as the assumed range for the day, and 
lh. 40m. before H.W., we find - - - - - - ost AE oon 
Depth over the Rock at L. W., Equinoctial Springs - - - 13 0 
Equinoctial Springs lower than Ordinary Springs - 2 0 
Diff. between M.S.R. and rise for the day - - 1 9 


Depth over the Stag Rock on December 10th, at lh. 40m. before H.W.- 27 0 
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SPRING RANGE 34 FEET, NEAP RANGE /5 FEET, EQUINOCTIAL SPRING RANGE 40 FEET. 
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According to Admiralty Tables. 


FT, IN 
Height of H.W. by the Tables (page 95) above the mean level of L.W. 
Ordinary Springs, December 10th, in the afternoon - : 14 3 
Half Mean Spring Range - - . - - - ae 0 
Height of H.W. above Half-Tide or Mean Sea Level, December 10th - 6 3 
FT. IN. 
Half Mean Spring Range - - - - - - ° 8 0 
By Table (B), 6ft. 3in. and Lh. 40m. give - - : - 3 11 
Depth over the rock at L.W. Equinoctial seme per ak - - ela. 
Equinoctial Springs lower than Ordinary Springs - : . - - 2 0 


Depth over the Stag Rock on December 10th, at 1h. 40m. before H.W.- 26 11 


What will be the depth over the Stag Rock at Mean Low Water 
Ordinary Springs, Mean Low Water Ordinary Neaps, and Low 
Water of Equinoctial Springs? The plan gives the neap range 
as 9 feet. Work these out by way of practice, and if you do it 
correctly the answers will be,— 


FT. IN. 
Depth over the Stag Rock at Mean Low Water, Ordinary Neaps 18 6 


“4 Ss “ _ ot is Springs 15 0 
L + . - G Equinoctial __,, 13-0 
The diagram facing this page shews the graphic method by 
which the preceding Tidal Table is constructed. It is given here 
in preference to the method by calculation, which last is not 
nearly so instructive. 
As Practice is better than Precept, the actual mode of con- 


Construction 
of Table. 


structing the diagram will be explained. Draw a vertical line in . 


the centre of the paper to do duty asa tide-gauge. Let its length 
represent 34 feet, which we will suppose is the Mean Spring Rise 
or Range. For the sake of accuracy, choose a fairly large scale 
for your diagram, say }+ of an inch to the foot, but should your 
range be small, the scale can be increased with advantage; it 
might be taken at one inch to the foot, which permits reading to 
single inches with ease. But for the purpose of this illustration 
we must be content with only ;oth of an inch, being restricted 
by the size of the page. Adopting this scale, the vertical line 
will be exactly 34 inches high. Lay along it an ordinary 
boxwood or ivory plotting scale (marked decimally), and begin- 
ning at the bottom, divide the line into tenths of an inch, each 
one of which will of course represent a foot. Then from 17 feet 
as a centre, describe a circle with a radius of 1°7 inches. Divide 
the right and left hand semicircles each into 18 parts, by step- 
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ping round them with a pair of spring dividers. These 18 parts 
will represent hours and thirds of an hour between High and 
Low Water; the duration of a tide being taken in round numbers 
as 6 hours, which in practice is sufficient. Name them as shewn 


in the diagram. 


Connect similar intervals on each side by parallel horizontal 
lines; where these lines cut the tide-gauge, will be found the 
height corresponding to the time from H.W. For instance, the 
line indicating 4 hrs. 20 m. before or after H.W. cuts the gauge 
at 6:1, which accordingly would in this case be the depth above 
your plane of reference (Mean Low Water of Ordinary Springs) 
at that particular time of tide. 

Suppose, further, that on the day in question H.W. happened 
at 7.20 p.m, then, subtracting from this 4 hrs. 20 m., you would 
have 6'1 on the gauge at 3 P.M. (tide rising); and again the same 
water about midnight (tide falling). 

To complete the Table, a circle must of course be drawn for 
each range. 

In the diagram here given, let it be understood that the lines 
outside of the circle—above, below, and to the left—have nothing 
whatever to do with the construction of the Table. They are 
merely introduced to assist the Admiralty diagram on page 272 
in explaining the various terms employed in connection with 
tidal movements. 

Rise must not be confounded with Range. Rise is measured 
from the zero of the gauge, which zero is, or ought to be, set to 
mean L.W.O.8., whereas Range is the amount of the vertical 
movement of any given tide, whether at Springs or Neaps. In- 
spection of the diagram will shew, however, that these terms 
correspond in the case of H.W.O.S. 

For convenience of measuring specially low tides, the gauges 
are generally continued downwards for a few feet below zero. 
Readings taken of this portion are of course marked minus. 

In a foot-note to page 396, some slight reference is made to the 
frictional effect of the tides in retarding the rotatory motion of 
the earth. ‘The writer thinks that, by way of a fit conclusion to 
this chapter, he cannot do better than quote Professor P. G. Tait 
on this interesting subject.* Speaking of Lord Kelvin’s reason- 
ing as to the probable age of the earth, he goes on to say :— 

“The second of these arguments of Lord Kelvin depends upon 


* See page 170, et sequitur, of Recent Advances in Physical Science. By P. G. Tait. 
Macmillan & Co. 
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the tidal retardation. In my first lecture I mentioned to you 
that there was such an effect, and that it had been actually ob- 
served by astronomers in a very peculiar way; because, on calcu- 
lating back from the known present motion of the moon, it was 
found that there must be some unrecognised peculiarity in that 
motion which had not been deduced by calculations founded upon 
gravitation, either as attraction or as disturbance. The moon, in 
fact, seems to have been moving quicker as time has gone on, 
since the eclipses of the fifth and eighth centuries before our era. 
The only way, as Laplace puts it, in which it could be accounted 
for in his time, was by what he called ‘secular acceleration of 
the moon’s mean motion.’ In other words, the average angular 
velocity with which the moon moves round the earth appears to 
have been increasing for the last 2,000 years or more. He shewed 
that there was a mode of accounting for this by planetary dis- 
turbance of the earth’s orbit; and, as calculated by him, this 
explanation seemed to account for exactly the amount of ac- 
celeration which was observed in the moon’s motion. Using his 
formule, and the numbers calculated from them, and working 
back to those old days, we find we arrive at almost the circum- 
stances of those eclipses, as described by historians. 

“Fortunately, Adams, a few years ago, revised Laplace’s investi- 
gation, and found that he had neglected a portion of the necessary 
terms, and that the explanation given by Laplace, when properly 
corrected, accounted for only one-half of the phenomena observed; 
so that there still remained one-half of the quantity to be ac- 
counted for. This could not be accounted for by the disturbance 
of other bodies attracting the moon. Why, then, does the moon 
appear, every revolution, to be moving faster and faster round 
the earth? Well, the only way in which we can explain it, after 
we have made every possible allowance for effects of disturbance 
by other planets, is simply to enquire—Does our measure of time 
continue the same ? 

“We measure the time of the moon’s revolution in terms of 
hours, minutes, and seconds; but these hours, minutes, and 
seconds are measured for us not by our clocks, as you may at 
first think. We set our clocks by the earth’s rotation, and, there- 
fore, it is in terms of the earth’s rotation that we measure the 
time of the moon’s revolution round the earth. So that the moon 
will appear to be moving quicker round the earth, even supposing 
her orbit be altogether undisturbed, if the earth itself, which is 
furnishing the unit of time in which her revolution is to be 
measured, is rotating slower and slower from age to age. 
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“Then comes the question, Is there a cause which tends to 
slacken the earth’s rotation? Newton laid it down, in his first 
law of motion, that motion unresisted remains uniform for ever ; 
and referred to the earth as a particular instance, where there is 
nothing in the attraction of the sun or moon, or the disturbance 
caused by any of the other planets, affecting the rate of its rota- 
tion about its axis. 

“But it was left to Kant, first of all, to point out, and even to 
approximate in amount to, a resistance to the earth’s rotation, 
due to the tide-wave; and to shew that the earth—because the 
tide-wave is lifted up towards the moon, and on the opposite side 
from the moon—has constantly to rotate inside what is practically 
a friction-brake. The water is held back by the attraction of the 
sun and moon, and the earth has to move inside this shell of 
water. There is, therefore, a source of constant friction, and 
friction, of course, constantly produces development of heat. 
The heat must be accounted for by some energy transformed, 
and what is here transformed is part of the energy of the earth’s 
rotation about its axis. So long as tides go on, there will 
therefore be constantly a retardation of the rate of the earth’s 
rotation. 

“Now, let us see when this relaxation of the earth’s rotation 
would cease. Obviously this would be at the instant when the 
earth at last ceased to rotate within the tide-wave; in other 
words, when the tide-wave rotates along with the earth—when 
it is always full tide at one and the same portion of the earth’s 
surface—the tide-wave being fixed (as it were) upon the earth’s 
surface. But the tide-wave is always, approximately at least, 
directed towards the moon, so this part of the surface where the 
tide-wave is fixed for ever must be constantly turned towards the 
moon. In other words—if there were no sun-producing tides, 
but the moon only, the final effect of the tides, in stopping or 
quenching the earth’s rotation, would be to bring the earth con- 
stantly to turn the same portion of its surface towards the moon, 
and therefore to rotate about its axis in the same period as that 
in which the moon revolves about it. This most remarkable 
ultimate effect we see already produced in the moon,—it is pre- 
cisely the same thing,—we see the moon turning almost exactly 
the same portion of its surface to the earth at all times. The 
little deviation we see occasionally is precisely accounted for by 
the fact that the moon’s orbit is not exactly a circle, and there- 
fore the moon does not move in it with the same rapidity when 
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it is nearest the earth as it does when it is furthest away from 


the earth. We are thus, as it were, enabled occasionally to see a. 


little round the corner. The moon is now rotating precisely in 
the way in which the earth will in time rotate, when as much as 
possible of its energy of rotation is used up in producing heat by 
tidal friction. And that the moon should already have come into 
this state so long before the earth has arrived at it, need not sur- 
prise us. The moon’s seas (when she had them) were of molten 
lava,—far more viscous than water ; and the tide-raising force on 
her surface depended on the mass of the earth, some ezghty times 
greater than that of the moon, which is the main agent in our 
comparatively puny tides. 

“It being thus established that the rate of rotation of the earth 
is constantly becoming slower, the question comes: How long ago 
must it have solidified in order that it might have the particular 
amount of polar flattening which it shews at present ? Suppose, 
for instance, that it had not consolidated less than a thousand 
million years ago. Calculation shews us that at that time, on the 
most moderate computation, it must have been rotating at least 
twice as fast as it is now rotating. That is to say, the day must 
have been 12 hours long instead of 24. Now, if that had been 
the case, and the earth still fluid without, or even pasty, that 
double rate of rotation would have produced four times as great 
centrifugal force at the equator as at present, and the flattening 
of the earth at the poles and the bulging at the equator would 
both have been much greater than we find them to be. 

“We say, then, that because the earth is so little flattened, it 
must have been rotating at very nearly the same rate as it is now 
rotating when it became solid. Therefore, as its rate of rotation 
is undoubtedly becoming slower and slower, it cannot have been 
many millions of years back when it became solid, else it would 
have solidified into something very much flatter than we find it. 
That argument, taken along with the first one, probably reduces 
the possible period which can be allowed to geologists to some- 
thing less than ten millions of years.” 

The foregoing is certainly very wonderful, and philosophers 
may be correct in their surmises as to the age of the world, but 
who shall say how far distant is the end. 
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CHAPTER XVIIL 
FOG AND FLOATING ICE. 


It has been scientifically demonstrated that the air is capable 
of taking up a certain amount of moisture, and of retaining it 
suspended in a perfectly invisible gaseous state. As a matter of 
fact, the ordinary atmospheric air we breathe contains at all times 
more or less water so suspended. The higher the temperature of 
the air, the greater its capacity for the retention of water in this 
invisible form. 

Steam, which is nothing more than water at a high tempera- 
ture, and in a gaseous state, is quite invisible so long as it remains 
as such; but the moment it comes into contact with anything 
cold, it gets more or less condensed, and shews itself as a white 
vapour, to which Dr. Tyndall has given the suggestive name of 
water-dust. 

This fact is strikingly illustrated by a working model of an 
engine and boiler, both made of glass, in which, although the 
water is seen to boil, no steam is visible, and the engine moves 
apparently without cause. After passing through various parts, 
the steam finally enters the condenser, where it is at once chilled 
and rendered visible by a jet of cold water. 

When air, whatever may be its temperature, is fully saturated 
with water, and will hold no more, it is said to be at the “Dew- 
point.” Now, this point being reached, if the temperature be 
lowered in any way, the moisture loses its aériform character, and 
is condensed into white vapour, termed cloud when high in the 
heavens, and mist or fog when near the earth’s surface. 

The sea is the great distillery or place from which water is 
drawn up invisibly, in its purest state, into the air; and this is 
chiefly the case in the seas of the tropics, because there the sun 
shines with most power all the year round, sending a constant 
succession of heat-waves to shake the water-particles asunder. 
It has been found by experiment that, in order to turn 1 lb. of 
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water into vapour, as much heat must be used as is required to 
melt 5 lbs. of iron; and if one considers for a moment how diffi- 
cult iron is to melt, and how an iron poker can be kept in the fire 
and yet remain solid, it helps to realize how much heat the sun 
must pour down in order to carry off such a continuous supply of 
vapour as that which afterwards appears to us as rain, cloud, or 
fog. 

This latter result, so very embarrassing at sea, is produced in 
a variety of ways, and not infrequently—strange though it may 
appear at first thought—by quite opposite conditions, which, how- 
ever, it will be seen are obedient to the same law. Thus, when 
warm air saturated to the “Dew-point” passes over cold water, 
the temperature of the air is reduced, its moisture is condensed, 
and fog is the consequence. On the other hand, when a cold 
wind blows over relatively warm water, the invisible vapour 
rising from the water is chilled, with precisely the same result. 
We have a familiar example of this latter mode of fog production 
each time we take a hot bath, and may notice how, in cold 
weather, much more vapour appears to rise from the water. 
When a deep ocean eurrent is opposed by a shoal—such, for 
example, as the Banks of Newfoundland—the cold water from 
below is driven to the surface; and should it happen to be under 
the “Dew-point” of the air, fog is the inevitable result. 

Another cause of fog is the interlacing of currents of greatly 
varying temperatures, such as are often to be met with in the 
Gulf Stream. Lastly, it must be borne in mind that a bank of 
fog may be drifted by the wind to a considerable distance from 
where it was originated, and encountered by the mariner at a spot 
where there is little or no difference between the temperatures of 
the air and surface water ; but such fogs rarely last long. 

Much has been done by various maritime governments to 
modify the difficulties which fog presents to navigation. There 
are others, however, which can only be overcome by great vigi- 
lance on the part of the mariner himself. Some fogs—probably 
when the water is colder than the air—have a tendency to le ina 
thin stratum, which extends but 30 or 40 feet above the surface. 
In such cases it is quite possible to see over it by ascending to the 
masthead, from which position we may discern land, icebergs, or 
the masts of other vessels, when they are quite concealed to those 
on deck. Attention should therefore be paid to this point when 
sailing in fog. .On the other hand, there are fogs which do not 
assume any great density until they have attained several feet of 
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elevation; in which case, of course, it is advisable to get as low 
down as possible, when objects near the surface, such as rocks 
and hulls of vessels, may be made out at a distance of half a mile 
or more. 

Some coasts are particularly exposed at certain seasons of the 
year to visitations of fog. This is markedly the case along the 
coasts of Chili and Peru. But where the water is very deep close 
up to the shore, and, consequently, the lead next to useless, there 
are frequently high cliffs, and the coasting captains running 
between ports only a short distance apart, have no hesitation in 
cautiously approaching them at very slow speed, knowing that 
with a good look-out either the roar of the surf, the “booming” 
of the waves against the cliffs, or the echo of the steam-whistle 
will be heard in sufficient time to warn of danger. Indeed, 
sometimes, after groping carefully along, it is only by the cessa- 
tion of sound shewing a break in the coast-line, that it is known 
that the vessel has reached the entrance of the port. Of course 
such things were only done in small-paddle boats, by men who, so 
to speak, knew every foot of the coast, and were well acquainted 
with the speed of the vessels they commanded. 

The approach to the eastern coast of Patagonia, which is a 
weather shore, is frequently notified by the strong smell of the 
wood and turf fires kindled by the natives. Although in this 
instance the lead 7s a reliable guide, owing to the moderate depth 
and gradual shoaling of the water, which also gets smoother under 
the lee of the land ; in like manner, during a hazy night, the writer 
on one occasion was apprised of his near approach to an island of 
the Cape Verde group (Santa Lucia) by the Trade-wind coming 
down to him richly laden with the scent of the orange groves. 
The setting in or cessation of a ground swell, or a change in the 
colour of the water, will sometimes notify as to whether the ship 
is on or off soundings. Round our own coasts there are numerous 
well-known and strongly-marked tide races, such as those off 
Portland and South Stack (Holyhead), which have often proved 
a good guide in thick weather. 

All these are indications which the navigator with his senses 
about him will be fully alive to; while a dull man will let them 
go by unnoticed, and possibly come to grief in consequence. 

In the home coasting trade the rule is—“See everything as 
you pass it;” and this is clearly the right thing to do when the 
weather is not so thick as to prevent objects being made out in 
ample time to avoid them, and when the nature of the shore 
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admits of its being made free with, since it is dangerous to play 
with edge-tools. Take care, however, that a really good look-out 
is kept, and the lead never out of hand. By obeying this old- 
fashioned rule, the navigator is able to verify his reckoning from 
time to time, and get a fresh departure—a matter of no small 
value where tides run strongly, and it is important to gain a 
port at a certain time. Should this be neglected in narrow 
waters, and the fog shut down for a “full due,” it is more than 
probable, in seeking to give danger a wide berth on one side, you 
will run into it on the other. 

When thick fog has lasted some little time in a channel beset 
with shoals and swift-running tides of great range—such, for 
example, as the Bristol Channel—the best of navigators is apt to 
lose the run of his position. In such cases the wisest plan is to 
anchor while there is plenty of water under the vessel’s keel. It 
is sure to clear up before it comes on to blow with any force. 

At any other time of anchoring than Low Water, do not forget 
to allow for the fall of the tide. In the eastern entrance of 
Magellan Strait, for example, where the rise and fall is 46 feet, 
and in the Bay of Fundy, where it is yet greater, it would not do 
to bring up at high water in less than eleven or twelve fathoms, 

Southern-going vessels bound down channel, with a fair wind, 
will gain little or nothing. by hugging the shore in thick weather. 
All they require is to shape a mid-chainel course, keep the lead 
going, and get out to sea as soon as possible. Again, there is no 
excuse for a man who gets his ship ashore by running close along- 
side a nearly straight coast for hundreds of miles without being 
required to call at any port, and with open water all the time on 
the other side of him. It is necessary to discriminate in these 
matters. What is proper and necessary in the one case, may be 
a foolhardy risk in another. 

A high rate of speed in a fog cannot be justified by any process 
of reasoning whatsoever. Attempts have often been made to do 
it; but none of the arguments brought forward will hold water: 
and he who runs blindly on at such times, especially when near 
land, and trusting solely to that “stupid old pilot” Dead-Reckon- 
ing, is culpable in the highest degree. With proper precautions 
and slow speed, vessels can be navigated in a fog with a close 
approximation to absolute safety, so far as the risk of getting on 
shore is concerned ; but there will always be the danger of collision 
with another vessel, which is even more to be feared. 

Within the past few years many of the more prominent head- 


Lead not to be 
neglected, 


Advisability 
anchoring in 
fog. 


High speed in 
fog unjusti- 
fiable. 


i 


Fog signals— 
various kinds 
of, 


Example of fog 
navigation. 


Atmospheric 
obstruction of 
sound, 


308 EVER BEWARE OF FICKLE SIRENS. 


lands and turning points have been marked by the establishment 
of fog signals, such as guns, steam-trumpets, or sirens, and explo- 
sive rockets ; while less important shoals have been indicated by 
automatic signal buoys, set in operation by the action of the 
waves. All these are of the greatest possible service. 

On one occasion the writer left Liverpool in a dense fog, being 
guided to the Crosby and Bar lightships by the steam-trumpets 
with which these vessels are fitted. The Skerries were rounded 
at a distance of three miles in the same manner, the blast of the 
steam-trumpet being audible at double that distance; and when 
off Holyhead, the reflection of the flash of the fog-gun was dis- 
tinctly and repeatedly seen in the sky at an elevation of about 
30°; this permitted its bearing to be taken, and by listening for 
the report, and counting by chronometer the number of seconds 
(twenty) which elapsed, the ship’s position was fixed equally as 
well as cross-bearings could have done it in clear weather. For 
such observations it is sufficiently correct to allow 5 sec. per mile 
as the velocity of sound. Of course the lead was kept going 
unremittingly, and when the depth rendered the hand-lead 
useless, even more accurate casts were obtained with Lord 
Kelvin’s invaluable sounding-machine. 

It is important to know that sound is conveyed in a very 
capricious way through the atmosphere. Apart from wind or 
visible obstructions, large areas of silence have been found in 
different directions and at different distances from the origin of a 
sound, even in the very clearest of weather, and under a sky 
absolutely cloudless. The subject has been very fully investi- 
gated by no less a person than Professor Tyndall, aided by some 
of the Elder Brethren and officers of the Trinity House. 

Briefly, it was discovered that sound was liable to be inter- 
cepted by streams of air unequally heated and unequally saturated 
with moisture—in fact, by a want of homogeneity in the inter- 
posed atmosphere. Under such conditions, the intercepted vibra- 
tions are weakened by repeated reflections, and possibly may 
fail to reach the ear of persons well within the ordinary hearing 
limits. The experiments clearly proved that rain, hail, snow, 
and fog had no power to obstruct sound. Indeed it was shewn 
that the condition of the air associated with fog was actually 
favourable to the transmission of sound. 

Therefore, whilst the mariner may usually expect to hear a 
fog-signal normally both as to intensity and place, he should take 
the foregoing into account, and be prepared for occasional aber- 
rations in audition. 
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It is found that, when approaching a fog-signal from to- wind- 
ward, he should go aloft; and when approaching it from to- 
leeward, the nearer he can get to the surface of the water the 
sooner it will be heard. The apparatus, moreover, for sounding 
the signal, frequently requires some time before it is in readiness 
to act. Again, a fog often creeps imperceptibly towards the land 
—especially at night—and is not noticed by the people at the 
lighthouse or signal station until it is upon them: whereas, an 
approaching ship may have been for many hours in it, and those 
on board, knowing the admirable organisation and discipline of the 
lighthouse service, may be unwittingly standing into danger 
through relying upon hearing in good time the warning signal. Re- 
sult, shipwreck : verdict, ‘master to blame for not using the lead.’ 
_ Allied to fog is the question of danger from ice. It is a popular 
delusion among passengers on board ship, that by taking the tem- 
perature of the water at short intervals, the approach to ice is un- 
failingly indicated. Unfortunately, such is by no means the fact, 
and it is time the idea was exploded. More than ordinarily cold 
water merely shews that the ship is in a part of the ocean where 
ice may possibly be encountered, and not that it is actually present. 

The well-known Labrador Current, for example, is a cold stream 
flowing from Polar regions, and carrying with it, during spring 
and summer, enormous quantities of field-ice and bergs, which 
come down from Davis Strait. It is not the extra polar-ice, 
however, which causes the cold current, although it is the cold cur- 
rent which brings down the ice; consequently, the experienced 
navigators of the North Atlantic know full well when the water 
temperature falls to the eastward of the Banks, that it is necessary 
to be on guard against the possibility or probability of meeting 
ice, according to the time of year. 

By kind permission, and on the unexceptional authority of 
Captains Ballantine, Dutton, and Smith, of the Allan Mail Steam- 
ship Line, all men of high standing in the profession, and well 
acquainted with ice navigation, it is here stated that no appreci- 
able difference in the temperature of the water is caused by the 
proximity of even the largest icebergs; and when one considers 
what a poor conductor of heat water is, their statement can be 
well believed. 

This is very fully corroborated by the experience of Capt. 
G. M. Lourison, of the ship Haton Hall, who in March 1898 fell 
in with quite a number of very large bergs in lat. 49° S., and 
long. 52° W. (See Nautical Magazine for July, 1893.) Though 
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In conformity with what is known as the law of convection, 
water will transmit heat readily enough in a vertical direction. 
Thus when the liquid in the bottom of a vessel is warmed by fire, 
it becomes specifically lighter, and accordingly rises and makes 
room for the colder surface water to flow down and fill its place; 
this cold water gets heated in turn, and so continually ascending 
and descending currents are created, until the temperature of 
every part alike is raised to the boiling point. The propagation 
of heat in a lateral direction does not take place in this manner 
at all. Heat spreads sideways in water by conduction alone, a 
process which involves no transference of the particles, and is 
very slow indeed as compared with the other. 

For example, the axis of the Gulf Stream in some parts is 
made up of bands of warm water which alternate with cold 
ones, but, although running side by side, they do not commingle. 
Further, the separation between the deep blue waters of the Gulf 
Stream and the cold counter-current which runs down in-shore, 
is often so well defined, that a ship may be sailing in both at the 
same moment. From its being so steep-sided, the inner current, 
at line of meeting with the Gulf Stream, has received the name 
of “Cold Wall,” and has been known to differ 30° in temperature 
from the one running close alongside it. 

On the other hand, if the Arctic Current points to a region 
where ice may be expected, it by no means follows that it will not 
be encountered in the Gulf Stream, as bergs have been passed not 
only 77 the stream, but actually to the southward of it, having 
been carried there by the lower ocean currents. The possibility 
of this will be recognized when it is stated as a matter of certainty 
that icebergs are seldom submerged to a less extent than % 
of their whole mass, and oftentimes much more. Thus one 15 
fathoms high would ordinarily ground in 100 fathoms of water. 
This measurement is readily derived from the relative specific 
gravities of fresh and salt water, and the fact that the volume 
of water is increased 9 per cent. when freezing. With the 
Barometer at 30 in. and Fahrenheit’s Thermometer at 62°, a 
cubic foot of ordinary sea water weighs 64:00 lbs., a cubic foot 
of fresh water 62°36 lbs., and at 32° a cubie foot of ice weighs 
57°50 lbs. 

Temperature is an important element in this calculation, as it 
causes the density both of water and ice to vary considerably : 
thus the specific gravity of fresh water is greatest at 39°2 Fahr., 
and ice reaches its maximum volume at 24° Fahr., below which 


WATER TEMPERATURE NO GUIDE IN FOG. 311 


it contracts. It is capable of proof that, from this cause, ice at 
L6° Fahr. will sink in water of 50° Fahr.* 

The same phenomena take place with other substances: for 
instance, solid cast-iron will float when put into molten cast-iron 
at a comparatively low temperature ; but if the molten cast-iron 
is at a white heat, the solid iron will sink. 

At the British standard temperature of 62° Fahr. we have— 


i gallon of pure fresh water = 10 lbs. 
224 =«~«z, . eee LOL. 
Cio eS, . » = 1 cubic foot. 
35°9 cubic feet _,, ib sel aton, 


To revert to the thermometer as a means of detecting the 
presence of ice by a fall in the water. In a letter to the author 
Lord Kelvin says :— 

“The conducting power of water is so small, that there would 
be absolutely no cooling effect by conduction to a distance from 
an iceberg, but there might be a considerable effect by the cold 
and light fresh water running down from the iceberg, and spread- 
ing far and wide over the surface of the sea.” 

This seems a reasonable supposition, but it is more than likely 
that the film of cold fresh water would be broken up by the 
agitation of the wind and waves, and, in any case, disturbed and 
turned over by the plough-like action of a vessel’s bow going at 
speed. Under these circumstances the hydrometer would be no 
better than the thermometer. 

Again, it is well known that, about the Banks, the Labrador 
Current is sometimes colder when no ice is to be seen, than it is 
when the contrary is the case. In winter it even falls to 30° 
Fahr.t Large icebergs have been actually passed at a distance of 
a quarter of a mile, and the water temperature carefully tested, 
without finding a single degree of difference from what previously 
existed when there were none in sight. 


* Sea water differs from fresh water in that it continues to increase in density as the 
temperature is lowered, till freezing takes place. 


+ In a letter to the writer on the same subject, Captain H. Toynbee, F.R.A.S., then 
Superintendent of the Meteorological Office, says:—‘‘ As to your question whether the 
thermometer indicates the neighbourhood of icebergs? I fancy it depends upon whether 
the ship passes through water which has been lately in contact with the iceberg or not. 
For instance, running before the wind and approaching an iceberg ahead, you might ex- 
pect the water to get colder as you closed with it, and got into its wake ; but I think in 
other cases it would not be safe to trust to the temperature of the water. It seems reason- 
able to suppose that an iceberg does not much affect the temperature of water which has 
not been in contact with it. One to windward would, no doubt, have some effect on the 
temperature of the air.” 
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It may be fairly assumed, therefore, that no reliance is to be 
placed upon the thermometer as an immediate or direct means of 
detecting the presence of ice, especially when it takes the form of 
stray bergs. In fog it will simply tell you when the ship has 
entered the ice-bearing current or region, and that is all. 

In time of danger it is unwise to neglect any precaution, there- 
fore by all means continue to use the thermometer. But let not so 
doing lull one into a false sense of security, which might terminate 
in a rude awakening; much better to go quite slow when in the 
ice latitudes, now so well mapped out on the Admiralty charts ; 
keep a hand aloft, and on the forecastle; stop the ship occasion- 
ally, and listen for the sound of breakers, or the echo of the steam 
whistle. If it were only more practicable, a gun would be very 
useful as giving a better echo.* A large iceberg will denote its 
presence, even on the darkest night, by a sort of whiteness or halo, 
known as “ice blink.” This expression has the same significance, 
in its own line, that “loom” has in relation to the land. 

Look out for, and take heed of, any sudden change in the air 
temperature—perhaps of 10° or 12°—more especially when the 
temperature is already low. Detached pieces of ice, which are 
often to be met with in the vicinity of field-ice or bergs, are a 
good indication. ‘These loose pieces drift more rapidly than the 
large masses, and on this account, when navigating among ice, 
always endeavour to pass on the weather side of ice islands or 
bergs. From the position of their centre of gravity being altered 
by the thawing process, these enormous masses of congealed water 
sometimes lose their balance, take a sally, and topple over on 
their broadside. At others, huge fragments break off and fall 
into the sea with a great commotion. By the whalers this is 
termed “calving.” 

Having treated in the preceding pages on the relative densities 
of sea and fresh water, it may not be out of place to introduce 
the rule for determining how much a ship will lift in sea water 
that has been loaded in fresh. As masters and owners know to 
their cost, the Board of Trade people give an eye—and very 
properly so—to the possibility of overloading, and this matter of 
the different powers of flotation of fresh and salt water is some- 
times made to do duty as a stalking-horse by the innocent and 


* It is but right to state that fog itself often gives a faint echo, which might be very 
misleading; and Professor Tyndall, in the experiments already alluded to, found aerial 
echoes of great intensity and long duration proceeding from air of most perfect optical 
clearness: so that an echo may have an entirely different origin to what is supposed. 
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simple-minded transgressor, who of course is much to be pitied 
when the inexorable law mulcts him, say in £100 and costs. 

Here is the rule which will enable the master to aol his 
money in the Savings Bank :— 

The mean specific gravity of sea water at the standard tem- 
perature of 62° Fahr. is assumed to be 1'026, and on this the 
following very simple calculation is based. The master is of 
course provided with a Displacement Scale of his vessel. 

Multiply the displacement corresponding to the draft by ‘026; 
the answer will be in tons ; divide by the number of tons per 
inch of immersion at this draft, taken from the Displacement 
Scale ; the answer will be in inches. 

Example :—A ship when loaded to a mean draft of 20 feet has 
in salt water a displacement of 2,643 tons; her displacement at 
this draft is 13°6 tons per inch. Required to know what differ- 
ence of draft there will be between river and sea water. 

2,643 tons x ‘026 = 68°7 tons. 
68°7 ,, + 13°6 = 5 inches. ; 

For all practical purposes it may be taken that a vessel pro- 
ceeding from river water into sea water rises 4-inch for each foot 
of her mean draft, thus :— 


20 feet at +-inch per foot = 5 inches. 
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CHAPTER I. 


DNR OD. OT ORY: 


Tus portion of the book is almost entirely devoted to the 
methods of finding a ship’s position at sea, which, in the opinion 
of the author, present the readiest and most perfect means of 
attaining this end. 

Those founded on observations of the Moon are purposely 
omitted as not coming under this heading. They require so 
many petty and vexatious corrections, which, spin the calcula- 
tions out to a weary length, that they are abandoned as practically 
useless. Nor need this be regretted, if the navigator will only 
learn to make use of the many and peculiar advantages offered 
by the dozens of stars which are hour by hour at his disposal on 
any fine night. 

There is, unfortunately, among sailors a very general and most 
erroneous notion that stellar observations and their calculation 
are something much too high and mighty to be tackled by ordi- 
nary mortals, and that at least a “ University education” is re- 
quired to cope with them. This is a very mistaken idea, which 
should be well secured to the grindstone, or a furnace bar, and 
chucked overboard in deep water, never more to come to the 
surface. Stellar observations are, in reality, no more difficult or 
complicated than the every-day methods of calculation by the 
sun. Anyone with fair sight is equal to the actual “taking” of 
the star, which merely requires a little practice; and “the work- 
ing out” is quite as short, and readily learned. 

“Wrinkles” has already done much to popularise star obser- 
vations, and this edition hopes to do very much more by the 
introduction of a special Star Chapter and special Star Tables. 
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The most favourable time for observing is undoubtedly during 
morning and evening twilight, when the horizon is at its best. 
A man, however, of ordinary vision, and using a good star tele- 
scope and well silvered sextant glasses, will find little difficulty 
at any time on a clear night—especially if the moon be up—in 
obtaining all he may want in the way of reliable sights.* 

Star telescopes are now made in great perfection, and ‘ best 
sextants are often fitted with most charming little binoculars in 
aluminium. It goes without saying that these must be really 
well made and fitted, and that the collimation adjustment must 
be perfect (see Appendix C). From this it follows that you must 
not expect to get them altogether for an old song. 

Youngsters frequently display no little aptitude in becoming 
acquainted with the stars and planets. This should always be 
encouraged, and once fairly entered on the subject, they will find 
the study of the heavens a most absorbing as well as profitable 
occupation during the long hours of the night watches. 

In learning to recognise these bodies, it is just as well to throw 
on one side as useless—indeed, as misleading-—the absurdly gro; 
tesque figures of the constellations given to them by the ancients. 
It is much better to engraft them on the memory by aid of the 
less fanciful ones, such as squares, triangles, &c., which form lead- 
ing marks to the principal navigational stars, of which there are 
some fifty or thereabouts. 

There is no part of our entire subject which the author is more 
anxious to press upon the attention of the navigator than this 
matter of star observation. 

No reason exists why every man in command should not be 
thoroughly proficient at it. It is within the reach of all who 
choose to try: there are, however, men afloat who won’t try, and 
who, for downright, double-barrelled, copper-bottomed, bevel- 
edged bigotry, are matchless in all other professions. For such 
as these this book is not written, as they are hopeless cases, 
whose pig-headed obstinacy is only equalled by their ignorance, 
Happily the class will soon become extinct. 

It is a true saying that “there is no royal road to learning.” 
Everything requires more or less trouble in the attainment. 
Even so long ago as 1607, John Davis—an Elizabethan navigator 


b] 


* In connection with this subject, it is interesting to know that,.with the aid of a small 
astronomical telescope, stars even of the lesser magnitudes are distinctly visible throughout 
the entire day ; but those in the neighbourhood of the sun can only be discerned by the 
more powerful instruments of observatories. 
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of “North-West Passage” fame—has it in his Seaman’s Secrets : 
“Tt is not possible that any man can be a good and suflicient 
Pilot or skilful Seaman but by painful and diligent practice.” 
However, for the encouragement of those not yet posted in navi- 
gation by the stars, the writer can promise that, when once they 
have taken up the subject with a fixed determination to master 
it, they will be agreeably astonished at how rapidly the dreaded 
difficulties will disappear, and their labours be rewarded by the 
feeling of comfort, and saving of anxiety at critical times, 
afforded by the certain knowledge of their ship’s whereabouts. 

This second part of the book is essentially one of figures, and 
it is desirable at the commencement to dwell upon certain im- 
portant points in connection with their application. 

To begin with, there are many Navigators who every day, in 
ordinary course, use Tables of Logarithms, and yet have no idea 
how they are formed. Nor are they aware of the simple fact 
that from Log. Sines and Tangents it is easy to find the other 
Trigonometrical functions, thus :— 

For Cosine : 

Subtract Tangent from Sine. 
For Cosecant : 

Subtract Sine from 20°000000. 
For Cotangent : 

Subtract Tangent from 20°000000. 
For Secant : 

Subtract Cosine from 20°000000. 
For Tangent : 

Take sum of the Sine and Secant. 

These are professional items that ought to be known if the 
tyro has but a shred of ambition. 

Again, it is worth while knowing that when computing an 
angle, four figures in the logs. will give it to the nearest minute 
of arc; five figures will ensure accuracy to about 5”, and six 
figures to 05. Though Tables of logs. to seven places of decimals 
and upwards are published, they are not required in Practical 
Navigation. They give results to 005 and under. 

The writer has frequently seen young officers laboriously work- 
ing out their sights, schoolroom fashion, to the nearest second of 
are, and flattering themselves that because they had done so, the 
result must be equally accurate. In effect they build up elaborate 
and imposing processes of calculation on what may be—and too 
often is—an imperfect foundation, thus leading to dangerous 
self-deception. 
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This attempt at exactitude, however praiseworthy in other 
respects, would ofttimes shew an ignorance of governing princi- 
ples which it is one of the objects of this book to seek to remove. 

As that master of common-sense reasoning, Professor Huxley, 
neatly puts it, “Grinding peascods in a mill of super-excellent 
grinding qualities will not give us wheaten flour.” 

Raper also, in the preface to his unsurpassed work on Naviga- 
tion, says :—“ Very indistinct and erroneous notions prevail 
among practical persons on the subject of accuracy of computa- 
tion; and much time is, in consequence, often lost in computing 
to a degree of precision wholly inconsistent with that of the 
elements themselves. The mere habit of working invariably to 
a useless precision, while it can never advance the computer's 
knowledge of the subject, has the unfavourable tendency of 
deceiving those who are not aware of the true nature of such 
questions, into the persuasion that a result is always as correct 
as the computer chooses to make it; and thus leads them to 
place the same confidence in all eset guia provided only aay, 
are worked to the same degree of accuracy.” 

This idea is unhappily not confined to the youngsters of the 
profession ; it has taken root in some of the older members as 
well, and it is therefore incumbent to write strongly against a 
fallacy which is dangerous in its tendency, and must frequently 
have contributed to fatal disaster. 

In all observations errors must be made: the best instruments 
have imperfections, and no man, however equable his tempera- 
ment, can always rely on making a proper use of his senses. 

It has been shewn, in previous pages, that there is often much 
doubt at sea as to the true place of the visible horizon, so that 
the altitude is never free from suspicion of inaccuracy. In 
addition to this, other data, peculiar to the problem, may be more 
or less unreliable ; for example, the latitude is often uncertain to 
three or four miles. In working out the time at ship, an error 
to this amount would, under some circumstances, falsify the 
longitude to a serious degree, whilst in other cases a similar 
error in the same problem would have no appreciable effect. 

Again, we have instrumental defects depending not only upon 
errors in workmanship, but upon such as arise from temporary 
derangement due to a variety of causes.* 


* With regard to these latter, it is the peculiarity of astronomical observations to be 
the ultimate means of dragging to light all defects of workmanship and adjustment in 
instruments, which by their minuteness elude every other mode of detection. 
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It is therefore necessary, not only to exercise judgment as to 
the degree of close-working any given observation will admit of, 
and may require, but to endeavour so to select or combihe pro- 
blems and methods, that the errors, of whatever nature they may 
be, will either neutralize each other in the final result, or so un- 
mistakably declare themselves as to be capable of easy elimina- 
tion. The precise way in which this is done will be described 
under each different observation. 

The sixth chapter of Raper’s Introduction, wherein he treats of 
“limit of error” and “degree of dependence,” should be carefully 
noted in connection with this most important subject. 

Whilst the folly of working to seconds in the majority of cases 
is thus put before the reader, and the striving after an impossible, 
though pretentious, perfection in so doing, is shewn to be a snare 
and a delusion, it is by no means to be understood that loose 
working, or a careless and hasty manner, either of observing or 
computing, should in any way be practised or tolerated. On the 
contrary, anything which can really increase the accuracy of the 
observations, or the correctness of the position deduced from 
them, must be diligently sought for and applied. 

“Rules of Thumb,” when founded upon correct reasoning, are 
invaluable; but, on the contrary, “ Rules of Thumb” not founded 
upon correct reasoning are a positive bane to the practical man, 
for whose benefit they are generally intended. Seeing that the 
safety of life and property depends upon the soundness of his 
judgment at critical times, the Navigator, of all men, should 
cultivate his reasoning powers to, the fullest extent. 

To place faith in rules learnt Poll-parrot fashion, and to navi- 
gate a ship thereby, is indeed to tempt Providence. Jt is a 
miserable and discreditable system which permits tt. 

The writer has no sympathy with mechanical processes which 
are simply committed to memory, any more than he has with the 
bygone method of teaching geometry, wherein the student was 
allowed to memorize the demonstration. In each problem which 
engages his attention, the Navigator, to be a Navigator, should 
have the principle at his finger-ends ; so that, relying upon the 
accuracy of his reasoning rather than on the distinctness of his 
recollection, he may be able to solve it whenever called upon. 

It is the possession of the requisite mental activity, or 
“capacity for taking trouble,” and the power of selecting the 
most advantageous means out of the many at his disposal, which 
constitute the real test of a man’s ability as a Navigator, and 
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shew that his knowledge is not superficial, but based on strictly 
sound principles, which cannot mislead. If he intends to make 
his mark in the profession he must work, and in all things take 
as his motto, “ The best that I can do, is the poorest that I will 
do.” Even if not specially gifted, either with intellect or educa- 
tion, he need not despair if otherwise made of the right ‘grit.’ 
The race is not always to the swift, as exemplified in the fable of 
the Hare and the Tortoise. It is wonderful what dogged perse- 
verance will accomplish. The career of the writer of these pages 
is a case in point. 

Asa suitable finish to these remarks, it will probably not come 
amiss to explain what is meant by Parallax (astronomically 
considered), and why, in practical Navigation, it is unnecessary 
to take it into account except in rare instances. 

Let us then imagine an inhabitant of the Moon to be regarding 
our Earth, which, for the time being, we will suppose to be truly 
circular, and that a tiny speck indicated to him the exact centre 
of its disc. If, now, he were to measure with a sextant the angle 
between this tiny speck and the Earth’s limb, or in other words, 
the Earth’s semidiameter, he would obtain a mean result of 57’ 3”; 
or what is the same thing, a base line of 8963 miles would, at the 
Moon’s mean distance from the Earth, subtend an angle of nearly 
1°; a simple problem in right-angled trigonometry which any one 
is equal to. 

Next let us imagine our friend with the sextant to have shifted 
his observatory to the Sun, and from that far-off luminary to have 
repeated his measure of the Earth’s semidiameter: this time, 
owing to the greatly increased distance, he would get rather less 
than 9” as its mean value, and these two angular quantities would 
respectively be termed the Moon’s and Sun’s Geocentric Horizontal 
Parallax. 

If, proceeding yet further, he winged his way to the nearest of 
the fixed stars—and, travelling as fast as light does, it would take 
him about four years to get there—our celestial traveller, on 
looking back for this world, which we think so immense, would 
find that it had disappeared by very reason of its insignificance.* 
But supposing it still discernible, and that it could be watched 
whilst moving in its orbit round the sun, he would then be able 
to get the angle subtended by a straight line connecting the 
centres of the two bodies. This straight line, if measured when 


* The velocity of light is 186,320 miles per second, and the constant of aberration is 
20’'47. The earth’s mean motion in its orbit is 184 miles per second. 


DISTANCE OF THE FIXED STARS. 321 


the Earth had reached its extreme point of travel to the right 
and again to the left of the Sun, and the mean taken, would give 
the observer the very respectable base of close upon 93 millions 
of miles. But notwithstanding the enormous length of such a 
base, the angle it would subtend at the place of the nearest fixed 
star would actually be less than 1” of arc, and would be spoken 
of as the Star’s Annual or Heliocentric Parallax. 

This will convey some faint idea of how far away in space that 
nearest star must be; expressed in words, it is about twenty-five 
billions of miles, whilst 

25,000,000,000,000 miles 
represent it in figures. In the contemplation of even these num- 
bers the imagination is lost; how then if we seek to gauge the 
more.profound depths of the universe ? 

The foregoing explains what is meant when allusion is made to 
the Moon’s Parallax, the Sun’s Parallax, and Stellar Parallax ; 
but to determine the two latter is no easy job, nevertheless it 
must be done if we wish to know our distance from these bodies. 

An accurate determination of the distance of the sun from this 
earth is one of the vexed questions of Astronomy. Many very 
costly attempts have been made to solve it—notably by well 
equipped expeditions organised by this and other countries to 
observe the periodically recurring Transits of Venus, commencing 
with that of 1761; also by David Gill’s memorable observations 
of Mars in opposition made at the Island of Ascension in 1877.* 
But, notwithstanding the wonders which science can accomplish, 
despite the intellectual resources of our ablest men, the sun’s 
distance remains uncertain to the extent of at least a third of a 
million of miles, plus or minus. Nor need this be considered a 
reproach when the extreme delicacy of the problem is understood. 
It may in some sort be imagined from the fact that one-tenth of 
a second (01) of Solar Parallax represents in round numbers a 
million of miles. 

As the world progresses, other and more reliable methods will 
be invoked to set at rest this most interesting, important, and 
difficult question. To this end the Planetoids or Minor Planets 
are certain to be systematically observed; one of their many 
advantages being the comparative frequency with which they 
lend themselves for the purpose. It is believed that an exten- 

* For a popular aecount of ‘‘ How it was done,” the reader is referred to ‘‘ Six Months 


in Ascension, by Mrs. Gill—An Unscientific Account of a Scientific Expedition.” — 
London: John Murray. 
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sive series of such observations, combined with, perhaps, increased 
instrumental perfection, will—even before the end of the present 
century—shed sufficient light on the subject to place not only the 
first, but the second, decimal figure beyond the realms of contro- 
versy, and this is saying a good deal. 

Meanwhile ordinary folks—with no special hankering after 
this kind of knowledge, and to whom a little is very satisfying— 
may well be content to accept 88 as the sun’s Mean Equatorial 
Horizontal Parallax. These are nice easy figures to remember, 
and are generally regarded as not very wide of the truth: they 
correspond to a distance of nearly 92,900,000 of statute miles, 
It takes light 8" 184° to traverse this space, and to count 93 
millions would require an unbroken period of nine months ! ! 

We will now return to mother Earth, to see in what way 
Parallax affects Navigation. 

In the theory of Nautical Astronomy—for certain mathematical 
reasons—all observations of the heavenly bodies are supposed to 
be made at the centre of our globe, but as this is clearly im- 
practicable (except to gentlemen such as Jules Verne), an allow- 
ance has to be made which goes by the general name of Parallax 
In this connection, therefore, Parallax is the angular difference 
between the Apparent place of a heavenly body as seen by an 
observer from any station on the EHarth’s surface, and its True 
position as supposed to be seen from the Earth’s centre. 

With us angular altitudes of the heavenly bodies are of neces- 
sity measured from the Sensible Horizon, which is a plane passing 
through the eye of the observer at right angles to a freely sus- 
pended plumb-line, whereas they ought to be measured from the 


Rational Horizon, which is parallel to the other, but passes 
through the Earth’s centre.* 


Now it has been shewn that the distance of the fixed stars is 
so vast, that to them our Sensible and Rational Horizons—though 
nearly 4,000 miles apart—are virtually one and the same thing, 
so that whether a stellar observation is made at the centre or 
surface of the Earth matters not; the altitude in either event is 
exactly the same. 


* Remember that the Sensible and Visible horizons are not identical. The visible 
horizon is the line where sky and earth meet. On land it is an irregular line broken by 
hills, trees, &c., and of no astronomical value. But at sea it is a true circle, though not 
a ‘‘Great Circle,” and of immense importance to the navigator. The visible horizon is 
depressed below the sensible horizon by an angular amount depending upon the observer's 
elevation above the water. This angular amount is termed Dip of the Horizon. The 
formula for True Dip is given in Appendix (N). 
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In the case of the Sun it has also been shewn that the greatest 
effect would be less than 9”, a quantity so small that in ship work 
it is not worth notice ; and the same may be said of the Planets. 
But where our next-door neighbour the Moon is concerned, 
Parallax is an important element, and cannot be disregarded. 
Therefore, if altitudes of the Moon could be taken simultaneously 
from the surface of the Earth and from its centre, they would be 
found to differ considerably, the altitude observed at the Earth’s 
centre being the true one, and the greater of the two. The cor- 
rection for Parallax, therefore, is always additive. 

If the observation were made at the Earth’s centre just when 
the Moon happened to be in the Sensible Horizon of a spectator 
at the surface, this difference—amounting to nearly 1°—would 
then be termed the Moon’s Horizontal Parallax, and would be 
equivalent to the Earth’s semidiameter as measured with his 
sextant by the “ Man in the Moon.” 

As the altitude of a heavenly body increases, the correction 
for Parallax decreases, until it absolutely vanishes when the 
body reaches the zenith. 

Except when the body is in the horizon, this correction is 
spoken of as “ Parallax in altitude.” 

From the foregoing we deduce the practical results that in 
observations of the stars Parallax is totally insensible, and that 
in observations of the Sun or Planets it is so small that it may 
be “left out in the cold” without detriment to Navigation. The 
Moon, then, is the only body which is seriously affected by it, 
and as for this and other reasons we decided long ago to send 
the Moon to Coventry (except when required for Azimuths), 
Parallax may pack up and go with her. 

Rest in Nature seems to be impossible. We on earth know, by astro- 
nomical every-day teaching, that our globe and the other planets continually 
circle round the Sun as the centre of this particular system ; yet it is seldom 
brought home to our minds that the Sun himself, with all his ‘following,’ is 
speeding through space just as the other ‘ Fixed (?) Stars’ are doing—some at 
the enormous rate of 100 miles a second. 

The question of the exact position of the point in the Heavens towards 
which the Sun with his system is travelling, has been the subject of much 
research and computation. The present co-ordinates are now considered as 
being about R.A. 267°, and Declin. + 31°, giving a position near the eastern 


edge of the constellation Hercules. The bodily rate of translation of the 
entire system is computed to be between 15 and 20 miles per second. 
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SKY PiLoTA GE: 


“¢ The stars are truly the satlor’s safeguards.” 


There seems no end to the star books—large and small— 
illustrated by maps of sorts, in which the easy-going mariner 
may invest his loose coin; and the cry is “still they come.” He 
might buy but he could never read the half of them : like shelling 
shrimps, life would hardly be long enough for such an under- 
taking. It is a pity that in many instances these celestial guides 
altogether spoil themselves by over-doing it. Why they should : 
not, if intended for navigational purposes, rest content with 
navigational stars—leaving those of lesser magnitudes to be 
peered at and pondered over by shore-going amateurs—no man 
can understand ; except, perhaps, that in the opinion of their 
authors, size confers respectability: thus, unnecessary matter is 
inserted, presumably by way of padding. The book-making 
result is so formidable, both in appearance and price, that many 
men are ‘choked off’ from taking up the subject, and the book 
defeats its own object. 

One or two might indeed be named which are excellent in 
their way, and fairly free from this defect, nevertheless it is 
quite certain that the navigator of average intelligence can, if 
he chooses, learn all that is requisite without the questionable 
assistance of intricate Atlases and special books. There is no 
mystery and very little difficulty about the matter: a chapter of 
“ Wrinkles ”—albeit a long one—combined with a little star- 
gazing in the night watches, will fully meet the case and save 
his dollars. 

Sir J. Herschel has aptly remarked that, “ Every well deter- 
mined star, from the moment its place is registered, becomes to 
the astronomer, the geographer, the navigator, the surveyor, a 
point of departure which can never deceive or fail him, the same 


NAUTICAL ALMANAC IN TWO PARTS. 325 


for ever and in all places, of a delicacy so extreme as to be a test 
for every instrument yet invented by man, yet equally adapted 
for the most ordinary purposes; as available for regulating a 
town clock as for conducting a navy to the Indies, as effective 
for mapping down the intricacies of a petty barony as for adjust- 
ing the boundaries of Trans-Atlantic empires.” 

Most epitomes have a list of the Mean places of the principal 
stars for some specified year (generally of a past decade), with 
the annual variation of Right Ascension and Declination, by 
which to reduce from the given (antiquated) epoch to any other ; 
but it may be said at once that this time-honoured table is seldom 
or never used. Why its insertion is continued in the revised 
editions, except on the principle of ‘Follow my leader, is hard to 
imagine. 

In calculations for ship’s position, it is infinitely better to take 
out the elements from the Nawt. Alm. for the current year. As 
the Apparent places of the stars are given for every tenth day, 
there is no need to make any reduction whatever, and the labour 
of doing so—with possibility of mistake—is saved. 

In the Naut. Alm. for 1895, the requisite data will be found 
between pages 316-371. The hours and minutes of Right Ascen- 
sion, and the degrees and minutes of Declination, are placed as 
constants at the head of their respective columns, and belong 
equally to all the numbers below them. This arrangement has 
made it necessary in numerous instances to continue the seconds 
beyond 60, as the width of the page would not permit of other- 
wise indicating any change in the minutes. Thus the apparent 
declination of Aldebaran, at page 825 on October 18th, 1895, is 
registered at 16° 17’ 711, and is to be read as 16° 18’ 111 N.* 

Now, in view of the fact, patent to anyone who chooses to 
look, that there are about 100 Nawt. Alm. stars of the 1st, 2nd, 
and 3rd mags., it is obvious that it can seldom or never be worth 
while bothering with the lesser lights of the star books. Except 
under specially favourable circumstances, even 3rd mag. stars are 


* Commencing with 1896, the Naut. Alm. is published in two parts. Part I., price a 
shilling, is more particularly for the use of seamen. ‘This reform was much needed, but 
the writer does not altogether agree with the omission of the Table of Apparent Places of 
the Stars, nor with the observation in the second para. of the Preface, that ‘the Mean 
Places are sufficiently correct for the purposes of navigation by the Sea Horizon.” Also, 
the authorities seem to have forgotten that those navigators who rate their chronometers 
on shore by stars and artificial horizon, will have to hamper themselves with Part II. if 
they aim at the accuracy which is so desirable. The Apparent Places should certainly be 
included in Part I. 
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difficult of reflection in the mirrors of sextants that have “seen 
service.” 

A list of the more useful navigational stars, selected with 
special regard to their distribution in the heavens, will be found 
at the end of this chapter: being solely for general reference, it 
is unnecessary to do more than give the Right Ascensions to the 
nearest minute, and the Declinations to the tenth of a degree, 
In some instances, also, the very latest determinations of parallax 
are given; but where the one-hundredth of a second of arc means 
billions of miles, it is clear that our knowledge of star distances 
is of the rudest description. 

Most of the listed stars have proper names, chiefly derived 
from the Arabic. The unchristened ones are distinguished by 
Greek letters prefixed to the constellation to which they belong. 
This is generally, but not always, done according to the star's 
‘order of merit ;’ for example, in the classification of the ‘ Twins,’ 
Castor is marked a Geminorum, though not quite so bright as 
Pollux, which is marked 6 Geminorum. Long, long ago Castor 
was the brighter of the two, and the seniority then conferred 
upon it still remains. No doubt Pollua is jealous, but this very 
brotherly feeling need not vex the souls of mortals. 

It is advisable, then, to be acquainted with the Greek Alphabet 
and here it is :— 


a Alpha t Lota p Rho 

6B Beta x Kappa o Sigma 
y Gamma X Lambda 7+ Tau 

A) Delta a3 Mu U Upsilon 
e Epsilon y Nu g Phi 

C Zeta — Xi x Chi CK) 
n Kta o Omicron Wy Psi 

6 Theta a Pi w Oméga 


It is also just as well to have some little knowledge of such of 
the Constellations—if it were only their names—as figure in the 
list. Alphabetically they are as follows :—- 


ANDROMEDA.—A favourite subject with Royal Academicians. 
The painting represents a figure (in the costume of 
Eve before the Fall) chained to a rock, and in danger 
from a sea monster. 
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AquiLa.—The Eagle: associated with Altair. 

ArGo Navis.—The ship Argo. 

ARIES.—The Ram. One of the ‘signs’ of the Zodiac. It used 
to contain the ‘ first point of Aries,’ but owing to-the 
Precession of the Equinoxes, this imaginary point has 
now retrograded into the Constellation Pisces, and 
will continue to retrograde until, in the course of 
nearly 26,000 years, it will have made the tour of all 
the signs of the Zodiac, and got back again to Aries, 
ready for a fresh start, and so on for ever and ever. 

AuricA.—The Charioteer. Contains conspicuous Capella. 

Bootes.—The Herdsman. Identified with Arctwrus, which 
outshines every other northern star. 

Canis Masor.—The Great Dog. Contains Szrius, the brightest 
star in the heavens. 

Canis Minor.—The Little Dog. Noticeable for the very bright 
star Procyon. 

CASSIOPEIA.—Associated with the chair of the lady bearing 
that name. 

CENTAURUS.—The Centaur. Rides majestically through space 
in company with Crux. 

Cretus.—The Whale. Contains Mira, the most wonderful of 
all the variable stars, but useless in navigation. 

CotumBA.—The Dove. 

Corona BorEALIS.—-The Northern Crown. Not much of a 
‘show.’ 

Corvus.—The Crow. Nautically, the ‘ Cutter’s mainsail.’ 

Crux.—The Southern Cross. Some thousands of years ago 
this Constellation was visible in England, but Pre- 
cession—accountable for so many odd things—slowly 
but surely carried it South. 

Cya@nus.—The Swan. Apparently so called because not in the 
least like one. 

ERrmpANuS.—The ancient name for the River Po. 

GemiInI—The Twins. Already referred to. 

Grus.—The Crane. The only weight this kind of Crane lifts 
is its food. | 

Hypra.—tThe Sea Serpent. 

Lro.—The Lion. Contains the ‘Sickle.’ 

Lipra.—The Balance. 

LyraA—tThe Lyre. Associated with Vega. 

OpniucHus.—The Serpent Bearer. | 
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Orton.—A giant of that name who came to grief through 
falling in love. Not the first, nor yet the last, 

Pavo.—The Peacock. 

PreGcasus.—The Winged Horse. 

PersEus.—Rescued Andromeda from the sea monster, and 
Andromeda very properly married him for so doing. 
This is as it was, is now, and ever will be. 

PHa@nNix the fabulous——Of no particular account as a Con- 
stellation, and only distantly related to the Fire 
Insurance Co. of that name. 

Piscis AUSTRALIS—The Southern Fish. Associated with 
Fomathaut. 

ScorPio.—The Scorpion. Associated with the reddish Antares. 

Taurus.—The Bull. Contains the famous Pleiades, which, to 
unaided vision, consists of six or seven stars, but is, 
nevertheless, known to contain 2,326, all duly counted. 


In passing, it may be stated that Astronomers are indebted more to 
the photographic camera than to the telescope, as such, for probing the 
depths of space after this very searching fashion. This phase of celestial 
photography has been aptly termed the ‘ Astronomy of the invisible.’ 
As Miss Agnes M. Clerke puts it, in her History of Astronomy, ‘ The 
chemical plate has two advantages over the human retina. First, it is 
sensitive to rays which are utterly powerless to produce any visual effect ; 
next, it can accumulate impressions almost indefinitely, while from the 
retina they fade after one-tenth of a second.” And referring to this same 
subject in her System of the Stars, Miss Clerke says, ‘‘ The unique power 
of the photographic plate as an engine of discovery, is derived from its 
unlimited faculty for amassing faint impressions of light. By looking 
long enough it can see anything there is to be seen.” It is accordingly 
quite possible, by long exposure—say 3 or 4 hours—under favourable con- 
ditions, to photograph objects so faint as to be altogether beyond the 
optical power of any telescope to reveal. 


TRIANGULUM AUSTRALIS.—The Southern Triangle. 

Ursa Masor.—The Great Bear. 

Ursa Minor.—The Lesser Bear. Associated with Polaris. 
Virco.—The Virgin. Contains the brilliant Spica. 


To acquire a practical knowledge of the stars, either of two 
methods may be adopted; but as the one is largely mixed up 
with the other, both will be described. The first may be re- 
garded more especially as the Astronomical, and the other as the 
Astrographical method. The latter mouthful, though not yet in 
the dictionary, will no doubt get there in time. We will give 
precedence to No. 1. 

When a sailor wishes to define his position, he resorts to Lati- 
tude and Longitude; the one giving a North and South, and the 
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other an East and West direction. In like manner, to ascertain 
the whereabouts in the heavens of any particular body, he must 
turn up its Declination and Right Ascension. 

Geographical Latitude and Declination correspond to each 
other. What Latitude is on the earth, Declination is in the 
sky. But between Right Ascension and Longitude there are 
points of difference, which, if passed over in silence, would lead 
to confusion. 

Geographical Longitude (which must not be confounded with 
Astronomical Longitude) is reckoned from a certain fixed terres- 
trial meridian, known as the Prime Meridian, and the nations 
of the earth are now pretty well agreed that the Royal Observa- 
tory of Greenwich is to be accepted as the Universal Prime 
Meridian. Longitude is measured both Eastward and Westward 
from Greenwich—180° in each direction; though it has been 
proposed that it should only be reckoned Hastward through the 
whole circumference of 360° of the earth’s equator. It would 
certainly be a convenience if it were. Well, in similar manner 
the celestial equator is divided by Right Ascension, which, how- 
ever, has as its zero or starting place, not the meridian of Green- 
wich, but the Astronomical Prime Meridian of the first point of 
Aries, indicated by the position of the sun at the vernal equinox.* 


Since “ precession” causes this zero point to retreat slowly west-. 


ward, it follows that the Right Ascensions of nearly all stars 
increase steadily year by year, apart from any movement 
“proper” to themselves. We see, therefore, that the Astrono- 
mical Prime Meridian is by no means a fixture like Greenwich. 
Although Right Ascension may be expressed in angular 
measure, it is much more common to express it in time, begin- 
ning with 0 hrs., and ending with 24 hrs., and always in the 
direction of from west to east. Sidereal noon at each spot on the 
earth is the moment when the first point of Aries crosses the 
meridian of that spot. The sidereal clock at that spot should then 
shew 0* 0* 0%, and its own particular sidereal day would forth- 
with commence. Now, in the northern hemisphere—looking 
south—the stars will pass in review from left to right. Seated 
thus at a transit instrument in England, when the sidereal clock 
of his Observatory shews 0" 3™, the watcher of the heavens will 
find Alpheratz on the meridian, and 0* 3™ is consequently its 
Right Ascension. Five minutes later, and lower down in the sky, 
will come Algenib. At 4 hrs. 30 m., Aldebaram will cross the 


* Explained in the chapter on Time. 
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centre web in the reticule of the telescope at pretty nearly the 
same altitude as Algenib, and so on until the earth has made a 
complete revolution (one sidereal day), when the silent march 
past of the stars will be repeated at the same (sidereal) time as 
before. Therefore, to ascertain the R.A. of any star, the observer 
has merely to note the sidereal time of its passing his meridian. 

Now for another point of difference. The sidereal day is 
3™ 55*9 shorter than the mean solar day, and, consequently, the 
first point of Aries (or any fixed star) will culminate that much 
earlier each succeeding day.* This is called its ‘acceleration’ on 
mean time. The beginning of the szdereal day does not, there- 
fore, correspond to a definite fixed hour of solar mean time, but 
in the course of a year runs through all the hours of the ordi- 
nary day by which the affairs of life are regulated. To test this 
roughly, multiply 365 days by 4™, and the result will be approxi- 
mately 24 hrs. Hence, 366 sidereal days are equal to 365 
mean solar days. For confirmation of this, look in the Naut. 
Alm. for March, and you will find that the sun’s R.A. is 0* 0™ 0° 
when on the Equator. The “Sidereal Time,” in the last column 
of Page II. for the month, would also be 0* 0* 0* were it not 
given for mean time. Thence onward, month by month, it 
steadily increases, until in September, when the sun is again 
crossing the line, but this time in the opposite direction, the 
“Sidereal Time ” has grown to 12 hrs., and continues to grow till 
it has attained the maximum of 24* 0* 0 in the following March. 

The consequence is that those stars which are now rising in the 
east, at any given hour of solar mean time, will be found setting 
in the west at the same hour six months hence; whilst those 
which at any hour are now setting, will, at the same hour six 
months hence, be found rising. This, of course, applies to any 
part of the year, and six months before or after it. 

Now, though roughly speaking the Right Ascensions of the 
stars do not vary in themselves, it has just been shewn that, 
owing to the stars coming so much earlier each evening, a given 
Right Ascension cannot be directly associated with any fixed 
hour of the day as indicated by a solar mean-time clock or 
chronometer; moreover, s¢dereal chronometers do not form part 
of a vessel’s outfit; therefore, to utilise Right Ascension for star- 
finding, it becomes necessary to make a trifling calculation, which, 
in its simplest form, is as follows :— 


* A sidereal clock, therefore, would not run with a mean time clock : supposing both to 
be started at the same instant, the sidereal clock would soon outstrip or lead the other. 
They would only agree once in the year. 
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Being at Greenwich, required to know at what hour (mean 
time) on April 15th, 1895, Procyon will be on the meridian. 


H. M. 
R.A. of Procyon = its sidereal time of meridian passage . nay ie 
Sidereal time at Greenwich, mean noon (Naut. Alm., page 57) . 1 34 

Interval . é ‘ en. OU 


The above interval being expressed in sidereal hours, which 
are 108 shorter than hours of mean time, there is 1™ to subtract. 
This is termed “retardation.” Procyon will therefore transit at 
5 hrs. 59 m. P.M. mean time. 

Tables 27 and 274 of Raper give the approximate apparent 
times of the meridian passage of the principal stars, so that in 
sea practice the above operation—simple as it is—is reduced to 
one of mere inspection. If the thinking reader has carefully 
followed what has been put before him, he will scarcely require 
to be told how to find the apparent time of meridian passage 
independently of the Tables. Anyway here is the rule :— 

From the star’s R.A. (increased by 24 hrs. if necessary) subtract 
the R.A. of the sun at apparent noon (page I. of the month in the 
Naut. Alm.); from this subtract the “retardation,” and the re- 
mainder is the apparent time required. 

Taking the foregoing example, and still neglecting seconds, we 
have— 


H. M. 
R.A. of Procyon, April 15th, 1895 (N.A. page 332). : 7 34 
R.A. of the Sun, if » (N.A. page 56) . : 1 34 
Sidereal interval ; : ; : ; : 6 00 
Retardation (Raper, Table 24) . : : : —- ] 

Apparent time of transit . : 5 59 P.M. 


The reason why the result comes out the same as in the 
previous example is because on that day the Equation of Time is 
nil; or, in other words, mean and apparent times happen to be 
in agreement. This again amounts to saying that the imaginary 
mean sun is then exactly “in one” with the wszble sun. 

One more case with the observer still located at Greenwich 
ought to suffice. 

What will be the mean time of Procyon’s meridian passage on 
February 19th, 1895 ? 


Mean time 
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H. M. 
R.A. of Procyon = its sidereal time of merid. pass. + 24 hrs. = 31 34 
Sidereal Time at Mean noon (N.A. page 21). ; . OSL ST 
Maciee Sidereal:interval yj... o/s) dveteeudil wie coe 
j Retardation (Raper, Table 24) 1. op Bele —- 14 
Mean time of transit at Greenwich . 9 354 P.M. 
To find the apparent time of meridian passage on same day :— 
H. M. 
R.A. of Procyon, Feb. 19th, 1895 (N.A. page 332) + 24 hrs. = 31 34 
R.A. of Sun, AS 5 CNSA, page BO)" Me, ore aan 
Sidereal interval .  . ne ig ie he 
Retardation . ; ; ; : : - 1 
Apparent time of transit at Greenwich . 9 214 P.M. 
On this occasion the difference between the mean and apparent 
times of transit is shewn to be 14”, and this is confirmed by the 
Naut. Alm., where it is seen that the Equation of Time on Feb- 
ruary 19th is 14™ subtractive from mean time. So all things 
square in, which is satisfactory. 
In the foregoing examples, it will be noticed that the observer 
is at Greenwich, but, theoretically speaking, sailors should apply 
a small correction depending upon longitude. This correction 
_will be found in Table 23 of Raper, and is termed “acceleration.” 
It is subtractive in west, and additive in east longitude. You 
will then have the local time of transit at ship. To exemplify 
this, let one of the previous examples be repeated. 
What will be the mean time at ship of Procyon’s meridian 
passage on Iebruary 19th, 1895, the longitude being 45° W. ? 
H. M. 
R.A. of Procyon = its sidereal time of merid. pass. + 24 hrs. = 31 34 
Sidereal time at Mean noon (N.A. page 21) : ieee S8 
Interval in Sidereal time. ee eit 9 37 
EE Retardation (Raper, Table 24) , - i} 
i aii Mean time of transit at Greenwich iF * ..271-59785d Pan 
Acceleration for 45° W. (Raper, Table 23) - 4 
Mean time of transit at ship. : 935 P.M.* 


Ae eae 


Now, about the time that Procyon culminates, the twin 
brothers Castor and Pollux will do so likewise, and as the ob- 


* Appendix L. 
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server is no longer supposed to be using a Transit instrument,* 
and as he is supposed to be totally unacquainted with the stars, 
it is two to one that, without some other means of identifying 
Procyon, he will pitch upon the wrong star, especially as all three 
lie on the same side (south) of the zenith. Well, Right Ascension 
has done its share, so we must call upon Declination to lend a 
hanid. | 

Reference to the list shews that Castor lies 264°, and Pollux 
23° to the northward of Procyon ; therefore, of the three bright 
stars passing the meridian close upon the same time, Procyon is 
far and away the nearest to the horizon. Moreover, the list 
shews it to be much the brightest. But to be a little more pre- 
cise and make qwite certain, we may determine its altitude as 
follows :— 


Latitude of Greenwich . , : 7 ; : : . 55 N, 
Declination of Procyon 55 N. 
Zenith distance. A ; ge 46-0 NN. 

90 
Altitude of Procyon on the meridian . 44°08. 


Therefore, on April 15th, at 5 hrs. 59 m. p.m., the student of the 
stars would face due South and look in the heavens for Procyon 
at a point midway between the horizon and the zenith. When 
it is remembered that from overhead to the horizon in any 
direction is 90°, it is apparent that but very little practice will 
enable the learner to estvmate altitude with sufficient exactness for 
this purpose. It may assist him to remember, for comparison 
purposes, that from Capella to Castor is 30°; from Altair to 
Antares is 60°, or double the foregoing ; and that from Castor to 
Pollux is 44°. 

Table 27 of Raper is very handy, for what can be easier, if an 
unknown star be observed bearing north or south, than to note 
the time roughly and see which one corresponds to it. Suppose 
that it happened to be Sirius ; well, Sirvus once fairly recognised 
can never by any chance be forgotten. It is the very brightest 


* Merely a superior telescope, mounted on trunnions in such wise that it shall only 
sweep the heavens in a true north and south line. The plane of this sweep, if continued 
downwards, would cut the earth into equal halves from pole to pole. Therefore, when 
rotated, the telescope describes a ‘‘ vertical circle,” which is the same as a “circle of 
altitude,” and this again is a “ great circle.” It will be evident that the ‘Transit’ can be 
directed to objects at any meridional altitude due North or South of its position. The 
time is taken when the object crosses a vertical thread (or series of vertical threads) in 
the field of the instrument. 
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star in all the heavens, and sparkles with many colours like a 
diamond. Just look at it with a pair of binoculars on a clear 
dark night. 

Sirius, Procyon, and Betelguese form to the eye almost a per- 
fect equilateral triangle, with sides of about 26°: taken in con- 
nection with their neighbours it is next to impossible to mistake 
them. See Plate V. 

Now, a knowledge of one star paves the way to a knowledge 
of the others. Looking at the list it is seen that. Canopus— 
another big fellow—passed the meridian 19m. in advance of 
Sirius, and should be visible nearly in the same line if above the 
horizon. But a second glance. shews the declination of Canopus 
to be 524°S., and as the observer is still at Greenwich in 514° N., 
it is clear that Canopus must be some 14° below the southern 
horizon. 

In brilliancy, Canopus surpasses every star, Sirzus alone ex- 
cepted. It is singular that, quite by accident, these two giants 
should have been selected to illustrate the writer’s meaning, and 
singular that nature has put them side by side in the list. 

Well, Canopus is disposed of by the process of exclusion, and 
the observer has learnt something, namely, that, being invisible, it 
is no longer possible to mistake for it any of those stars which 
are visible. This is termed negative knowledge, and is useful in 
its way. 

Referring once more to the list, we find that Betelguese passed 
westward 5lm. ahead of Sirius, and that its declination is 
74° N. Now, if Burdwood’s Tables should be at hand, it is easy 
to find the approximate bearing of Betelguese. On page 212, 
with Latitude 51° of the same name as the declination, under 7°, 
and abreast Ohrs. 51m. on the right-hand side, will be found 
N. 162° W. = 8. 18° W. Looking, therefore, 14 points or so to 
the right of Szrzus, and keeping in mind that Betelgwese has a 
more northerly declination, there will be no difficulty in ‘spotting’ 
him. If Burdwood is not to the fore, Lecky’s A B C Tables will 
serve nearly as well. 

Here, be it said, that the best time to learn the stars is when 
they are on the meridian, and the nearer they are to the zenith 
so much the better. Their respective bearings from each other 
are then easier to determine, and they are looked at in the erect 
position : when low down in the east or west they are more or 
less on their beam-ends, and only their neighbours on one side of 
them are to be seen; whereas, when on the meridian at a fair 
altitude, their entire surroundings are in full view. 
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Now, with regard to their bearing and distance from each 
other; the average star book is rather loose and misleading as to 
the first, and not always correct as to the last. Let us make this 
perfectly plain, even at the expense of what in charter-party 
language is called a ‘deviation. The information acquired is to 
be regarded as salvage. 

When a ship is being navigated to a place so distant as to be 
out of sight, it is necessary to consult a chart for the course, and 
to have a compass by which to steer it. The chart in common 
use for such work is the one known as Mercator’s. Its peculi- 
arities have already been described in chapter VIL. but it is 
necessary just to touch upon them again in this connection. The 
following illustrations will be somewhat of the Jules Verne type. 

Let a steamer bound from Cape Clear to Cape Race be navi- 
gated by a Mercator’s chart, and let the weather be so clear, the 
Captain’s sight so keen, and the Fore-royal yard, on which he is 
perched, so much nearer the sky than the sea as to enable New- 
foundland to be visible from the ‘Emerald Isle.’ Now, in the 
chapter above alluded to, it has been pointed out that on a 
Mercator’s chart the ship’s course between any two places is 
represented by a straight line; and that this lune makes the same 
angle with each meridian. This is known as a Rhumb line or 
Loxodromic curve. Bearing this in mind, let the vessel be put 
upon the chart course for Cape Race. It will then be found, 
by the Argus-eyed skipper on the royal yard, that Cape Race, 
instead of being dead in a line with the bowsprit-end, is away 
out on the starboard bow. But on hailing the deck he will be 
assured, by the officer of the watch, that she is ‘right on her 
course. Our sky-scraping Captain, determined not to be upset 
by such a trifle as the apparent shifting of a small island like 
Newfoundland, says, ‘keep her so;’ with the result that, as the 
voyage progresses, his ship's head is seen to be turning gradually 
towards Cape Race (though the true course steered has not once 
been altered), and finally points right at it. 

It is obvious that the ship did not go straight from land to 
land, but that, on the contrary, she made a very decided and un- 
necessary sweep to the southward in order to cross each meridian 
at the same angle. 

The Captain, anxious to ‘make a passage,’ does not see the fun 
of this ‘ circumbendibus’ to the southward, and mentally decides 
that, on his return journey, he will try Great Circle sailing, 
which hitherto has seemed to him such a round-about business, 
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The conditions of weather, &c., being the same as before, he 
sets the first, or “initial,’ Great Circle course, and once again 
mounts aloft to the “crow’s nest.” This time, to his delight, he 
finds Cape Clear right ahead, and conning the vessel carefully 
himself, he, from time to time, sings out to the helmsman the 
necessary directions to keep it there independent of the shewing 
of the compass, which, however, is noted every two hours as 
usual, and duly entered in the Log. Having in this manner made 
a quick run and beaten the record, he descends to the deck satis- 
fied that this time, at all events, the good ship has made a regular 
“ Bee-line.” On subsequently looking over the Mate’s log-book, 
he is somewhat non-plussed to see that the true as well as the 
compass course had altered on the passage, watch after watch, 
though he knew from the evidence of his own optics that the 
ship’s head had never once deviated from her destination. There- 
upon our perplexed captain determines to consult “ Wrinkles,” 
and forthwith buys a copy. In it, he finds the following :—* On 
a Mercator’s chart the meridians are falsely represented as 
parallel, and consequently a pencil line drawn to shew the course 
between any two ports will cut each meridian at precisely the 
same angle; whereas on the globe ztself the meridians converge 
to a mere point at either pole, their maximum of separation being 
at the Equator. Not being parallel to each other, a straight 
track drawn on the earth’s surface (were it possible) must cut 
each meridian at a different angle: hence, in Great Circle sailing 
the true course continually changes, though the actual direction 
in which the ship is proceeding does not change.” 

From this, it will be seen that the Navigator has to pay the 
penalty of extra distance for the luxury of using a Mercator’s chart. 

In view of what has yet to come, it may be as well at once to 
thrash out the identity of an Azimuth Circle with a Great Circle. 
The reader must have patience. We will begin with a few 
homely definitions, which will be found handy generally. 

ZENITH.—The point in the sky directly overhead. If a plumb- 
line could be hooked up there, the bob at this end would rest on 
the crown of one’s hat; (‘stand from under’). If extended 
downwards it would pass through the very centre of the globe, 
and eventually come out at the antipodes. Sucha line would be 
a vertical line.* ‘This is on the supposition that the globe is truly 
spherical. | 


* A perpendicular line is not necessarily a vertical line. When, for example, a line is 
at right angles to another, it is said to be perpendicular to it, no matter what its direction 
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Napir.—If the Zenith be the point overhead, the Nadir, on the 
- contrary, is the point at an infinite distance directly underfoot. 
The Zenith and Nadir may consequently be described as imagi- 
nary points representing, respectively, the elevated and depressed 
poles of the observer's horizon. Each individual has his own 
horizon, zenith, and nadir: as he moves, they move. Wherever 
he goes, they accompany him like his shadow. 

In obedience to the unfailing law of Gravitation, all bodies are 
attracted towards the centre of the earth. Therefore, from New 
Zealanders being on the opposite side to ourselves, we stand feet 
to feet (but let us hope if a shindy ever comes we may stand 
‘shoulder to shoulder’); our zenith would be their nadir, and 
vice versd. These terms are therefore purely relative. 

GREAT CrrRcLE.—A circle passing through the Zenith and 
Nadir, and cutting the horizon at right angles, is a Great Circle 
of the sphere or heavens. There is no reason why the edge, so to 
speak, of the circle should not be turned towards any part of the 
horizon ; so long as its plane passes through the Zenith and 
Nadir, a Great Circle may look in any direction, and will divide 
the globe into two exactly equal parts. To do this it must of 
course pass through the centre. 


The geometrical word ‘plane’ has been used in the last para- 
graph. Men who have not had the advantages of mathematical 
instruction sometimes fail to comprehend its meaning, and a 
reference to the dictionary leaves them as mystified as ever. In 
the case we are dealing with, the circle is supposed to be a flat 
vertical surface without thickness. Perhaps the nearest resem- 
blance to such an ideal condition will be found in the tissue paper 
hoops which are held up by the clown at a circus, to be jumped 
through by Hnglish equestrians with Italian names. The well- 
stretched paper represents the plane of the circle. Let the learned 
not laugh. 

A VERTICAL CIRCLE, a CIRCLE OF ALTITUDE, and an AZIMUTH 
CrRcLE are first cousins; though their names are different they 
are strictly of the same family. They one and all pass through 
the zenith and nadir, and cut the horizon at right angles ; they 
therefore belong to the Great Circle clan, members of which, like 
Scotchmen, are to be found go where you may. 

The Circle of Altitude has only incidentally been referred to, 
may be. Perpendicular, therefore, is a relative word, and ought not to be used without 


reference to something else. Vertical is an absolute word, and means the direction of the 
plumb-line. 
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so we will drop it as we would a poor relation, and carry on with 
the others. It may be said, ‘Where in the name of Neptune is 
the author wandering to? Is not this a chapter on how to find 
the stars, and here we are Great Circle sailing away from them ?’ 

Not so fast, dear reader, if you please; gently does it; all in 
good time. This little ‘deviation’ is merely intended to lead up 
to what follows, so now, with your leave, we will ‘carry on.’ 

Reverting to the Azimuth Circle, it is evident that in its course 
from the zenith to the horizon it may pass through two stars ; 
if an Azimuth Circle be a Great Circle, it follows that the portion 
between the two stars is an arc of this Great Circle, and its 
angular measure can readily be obtained by sextant. It would 
be spoken of as the ‘distance’ between the two stars, Just as we 
speak of a ‘Lunar distance, which latter is merely the angular 
measure between the moon and a star, planet, or sun. ‘The 
expression ‘distance, as used here, does not imply any linear 
measure. ‘Two stars may be only one degree apart, and yet be 
separated in space by many billions or trillions of miles. 

So far, we have dealt with two stars on the same side of the 
zenith, but the result would in no way be affected if they hap- 
pened to be on opposite sides. Now the azimuth or bearing of 
the one star from the other is to all intents and purposes the 
Great Circle Course between any two places which may happen 
to lie vertically below them at the moment. The expressions are 
interchangeable, and to shew this yet more clearly, let us suppose 
that the plane of the Great Circle which passes through two: 
stars in the sky also passes through two ports on the surface of 
mother earth. In such case the direction of the ports from each 
other would correspond to the direction of the stars from each 
other. For the purpose of our illustration, which, however, will 
not be quite so complete as the above, we will select the well- 
known stars Capella and Dubhe, and the equally well-known 
sea-ports of Rochefort on the Biscayan coast of France, and 
Christiansund in Norway. 

The course and distance between two places on the globe, how- 
ever far asunder, may be ascertained from the chart ; but in the 
case of widely separated stars, some other plan is mostly necessary. 
It is true, charts of the heavens without number are constructed, 
and on various principles, according to requirements, but should 
these charts embrace a fairly large area, they all depict more or 
less falsely the aspect of the heavens. In some Star Atlases the 
Mercatorial construction is employed for the portion of the 
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heavens lying as much as 40° or thereabouts on each side of the 
equator; but a map on this principle is quite unsuited for star 
delineation. The best method is the one known as the Conical ; 
near the equator it becomes Cylindrical. 

Now for the demonstration. 

On a Mercator’s chart of the stars, the bearing between Capella 
and Dubhe is N. 72° E., and the angular distance is 58° nearly. 
The return bearing would of course be S. 72° W., and the angular 
distance the same as before. 

Now, any one acquainted with Capella would be very likely to 
fall into the error of supposing that this knowledge would at once 
enable him to find Dubhe. It would not. To test this, let the 
learner put. on his ‘seven-league boots’ and travel in fancy to 
Rochefort. The latitude of this port is the same as the declina- 
tion of Capella, and, consequently, whenever Capella is on the 
meridian of Rochefort it is in the zenith of that place, or directly 
overhead, when of course a bearing observed at Rochefort would 
correspond to one observed at Capella. At that precise moment, 
then, let the observer look in the sky for Dubhe on the bearing 
of N. 72° E., and at a distance from Capella (measured by sextant) 
of 53°. 

As the heavens are certainly not laid out before his gaze on the 
principle of a Mercator’s chart, it is a foregone conclusion that 
the searcher will search in vain. He will, in fact, be looking 
exactly 34°, or three whole points, to the eastward of where he 
ought to look. At the moment, however, that Capella is in the 
zenith of Rochefort, the Great Circle Course between the two 
stars will give the real bearing of Dubhe, both from Capella and 
from the observer. This happens to be N. 372° E., and the 
angular distance 494°. There is therefore a vast difference. 

Before proceeding further, it must be repeated that the Great 
Circle Cowrse between any two objects, whether in the sky or on 
the globe, is to all intents and purposes the same as the true 
azvmuth between those objects or places, or, in other words, the 
azimuth of a heavenly body may be considered as the Great Circle 
Course to the place where such heavenly body is vertical at the 
moment. This is still further elucidated in the chapter on 
“Shaping the Course,” to which the reader if he chooses may 
refer, after he has mastered this one. 

Next imagine the observer to be transported to Christiansund. 
The latitude of this place is nearly the same as the declination of 
Dubhe, so when the latter is on the meridian of Christiansund it 
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will practically be plumb overhead. At this precise moment let 
our friend of the inquiring turn look for Capella on its merca- 
torial bearing of 8. 72° W. As before, he will be doomed to 
disappointment. Capella will really bear from him N. 664° W., 
or 3} points more to the northward, whilst the sextant distance 
will continue to be 494°. 

Now please notice the remarkable difference. The return mer- 
catorial bearing is to the southward and westward, whereas the 
Great Circle Course, which is the real visible bearing or true 
azimuth, is to the northward and westward. 

Notice further that the G. C. Course, or visible bearing of 
Capella from Dubhe (N. 664° W.), is not the reverse—or any- 
thing near it—of Dubhe from Capella (N. 372° E.) Why is this? 
Because in each case the course is measured or laid off from the 
meridian passing through Rochefort and Christiansund respect- 
ively, and as the two courses are a long way from agreeing with 
each other, does it not again prove—if proof were wantinge—that 
on the globe the meridians are not parallel, as Mercator’s con- 
struction assumes them to be. The meridian then, of the ob- 
server, is the base from which all true bearings are calculated. 

The illustration would have been more satisfactory if the 
difference of Right Ascension of Capella and Dubhe had hap- 
pened to be the same as the difference of longitude between 
Rochefort and Christiansund, because in that case the two stars 
would occupy relatively the same places in the heavens that the 
two ports do on the earth, and Capella would have been on the 
meridian of Rochefort at the same instant of time that Dubhe 
was on the meridian of Christiansund. Had this been so, the 
Great Circle courses between the ports would be identical with 
the G. C. courses between the stars. 

The courses here given are only the initial courses, or those 
used at the start from either end. As already explained, though 
the derection never changes, the cowrse requires to be constantly 
altered on a voyage from one place to another: the amownt of 
alteration depends upon a variety of circumstances, such as the 
vessel’s speed, the direction in which she is steering, and the 
latitude. If steering in an easterly or westerly direction, the 
nearer the pole the more rapid the change. Yet another illus- 
tration :— 

Supposing our globe to be a hollow, transparent glass sphere, 
and an observer somehow to be located exactly at its centre; then 
a sextant angle between any of the heavenly bodies—no matter 
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what their direction from the observer or from each other—would 
be an are of a Great Circle. It is evident that the same would 
apply to places or ports on the surface of the globe. Let Roche- 
fort and Christiansund each be represented by a tiny ring 
scratched on the glass. Then, had the Right Ascensions per- 
mitted, the observer looking at Christiansund from the middle 
of the earth would see Dubhe through the centre of the ring when 
it came to the meridian of that place, and at the same instant 
Capella would be seen through and beyond Rochefort. 

To avoid complications, let us put on one side this last phase of 
the question, and for the present, at all events, deal solely with 
celestial objects. 

It does not follow that all celestial angles measured by an 
observer at the centre of the earth would, if ve-measured on his 
return to the surface, there prove to be equally ares of Great 
Circles. Indeed, with the moon and planets, this would seldom 
be the case. | 

To get the true or Nautical Almanac ‘distance’ between, say, 
the Moon and Mars, a reduction to the centre of the earth is 
necessary: this forms part of the calculation of a ‘ Lunar, 
spoken of technically as ‘ clearing the distance.’ 

But the case of two stars is quite different. Their actual 
distance from us is so vast that it is all one whether you look at 
them from the centre or from the surface of the earth. There is 
no displacement, or in other words, no parallax; the sextant 
angle between them would be precisely the same in both cases, 
and could properly be treated as the are of a Great Circle. 

One lesson to be derived from the foregoing trips to France 
and Norway is that, if you are star-hunting, and take from a 
‘common or garden’ atlas the relative bearing of any two stars, 
you must not always expect to find corroboration in nature. An 
approach to it, however, will be made in the case of stars with 
small declinations: for example, the Mercatorial bearing of 
Betelguese from Procyon would correspond, within a degree or 
two, with the Great Circle bearing or true azimuth; and the 
angular distance would be practically the same for each. The 
actual sky bearing of Procyon from Betelguese is 8. 862° E., and 
the distance 26°. 

To ‘make a case, as the lawyers say, Capella and Dubhe were 
specially selected, but, in justice to published star charts, it may 
be stated that the writer does not know of any in which these 
two high declination stars would be shewn on Mercator’s pro- 
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jection. The illustration, however, is otherwise instructive, and 
brings the writer’s point more forcibly home to the mind. 

Now, it is impossible for anyone to skip about like a kangaroo 
from place to place, to bring certain stars vertically overhead in 
order to trace from them the bearing of other stars; and as, 
moreover, it is only for that precise moment that the bearing 
holds good to the observer, it will not be worth while to trouble 
the reader with inter-stellar bearings, except now and again in a 
general way. 

To make this last point plainer, take the case of any conspicuous 
circumpolar stars lying fairly close together. The Southern Cross 
and Centaurs will do admirably. To an observer in the latitude 
of the Cape of Good Hope, when the Cross is on the meridian 
above the pole, the Centaurs lie to the left or eastward of it; 
when on the meridian below the pole, they le to the right or west- 
ward of it. Meanwhile, these two groups have not in any way 
changed relatively to each other ; but, owing to the earth’s half 
revolution on its axis, they have changed so far as the observer 1s 
concerned. ‘To put it more correctly, it is he who has changed, 
not they. At the time of the Cross’ lower culmination, the 
observer is standing on his head as compared with his position 
12 hours previously. Between the extremes here given, the 
observer, supposing him able to watch continuously, would wit- 
ness all the intermediate changes of direction as the stars referred 
to appeared to revolve round the south pole. 

If, then, a beginner should desire to find a circumpolar star by 
its bearing from another which he knows, it will be best to make 
the attempt when the latter is on the meridian above the pole, 
and the nearer to the zenith the greater the likelihood of success. 
At other times it may be exceedingly difficult. 

The Angular Distances between the various stars remain 
pretty much the same under all circumstances, and can therefore 
be measured by sextant at any time when visible. This being 
so, the correct distances between the principal ones are given at 
the end of this chapter. A beginner can by this means test his 
proficiency with the sextant, recollecting, however, that owing to 
the inequality of refraction, and the small secular change among 
the stars themselves, he must not expect exact correspondence. 
If he can make his sextant value come within 3’ or 4 of the book 
value, he will not be doing so badly, especially in those cases 
where the sextant has to be held face downwards. A measure 
between a star near the zenith and one near the horizon will be 
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most affected by refraction, The same pair, when equidistant 
from the zenith, will give a slightly different and more correct 
measure. 

What has been termed the Astronomical method of finding 
the stars applies equally to the Planets, but, from their being 
‘Wanderers, the Vaut. Alm. must be consulted for their positions 
on any given date. From the same cause, of course, it is im- 
possible to give their angular distances from each other. Some- 
times they are quite close together (conjunction), and sometimes 
quite far apart. At time of writing (January 25th, 1893), Mars 
and Jupiter are apparently almost touching. 

There are only four planets of service to the mariner; taking 
them in the order of their distance from the sun, they are— 
VENUS (67 millions), Mars (142 millions), JUPITER (483 millions), 
and SATURN (886 millions). They will be found in the Naut. 
Alm. for 1895, between pages 234 and 265. VENUS and JUPITER 
are more brilliant than Szrzus, and Mars is decidedly reddish in 
colour. “He is often alluded to as ‘Ruddy Mars.’ These three, 
therefore, take but little finding. SATURN is much less noticeable, 
and requires to be treated as an unknown star by turning up its 
Declination and Right Ascension. The fact of the declinations 
of these four planets being always within the limits of 30° N. and 
“30° S., gives one a general idea as to their position in the heavens: 
for example, an astronomer at Greenwich, if he wished to find 
Jupiter on the meridian, would certainly not direct his gaze to 
the northward. He would know it must lie south of him. 

Stars mostly twinkle, but not always, and least when near the 
zenith. Those of the larger magnitudes twinkle more than the 
smaller ones. Planets, on the contrary, mostly shine with a steady 
lustre; but here again there are exceptions. The condition of the 
atmosphere, combined with the altitude of the body, has a con- 
siderable voice in the matter. It is stated that at the Lick 
Observatory, in California, where the atmosphere is remarkably 
tranquil, and the instruments situated some 4,000 and odd feet 
above the sea, stars do not twinkle at all. 

As already mentioned, VENUS and JUPITER are so exceptionally 
bright as to render it altogether impossible to take them for fixed 
stars ; in fact, each will cast a perceptible shadow, and at favour- 
able times will even give sufficient light to read a newspaper. 
It is not to be wondered at, then, if the average observer should 
occasionally get ‘mixed’ as to which is which. It is, however, 
hardly necessary to appeal to the Almanac when in doubt, as 
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there are points of dissimilarity which should generally prevent 
a mistake. For example, VENUS is an inferior planet, that is to 
say, her orbit lies between the earth and the sun at a distance 
from the latter of 67 millions of miles, as compared with our own 
distance of 93 millions. This proportion does not permit of VENUS 
having a greater angular distance, east or west of the sun, than 
47°, equal to 3 hrs. 8 m. in time. Astronomers speak of this as 
‘Elongation.’ Therefore VENUS, though visible in the evening or 
morning, sticks so close to the sun as never to be visible at night, 
as we understand the word in these latitudes.* 

On the other hand, the orbit of JUPITER lies a long way outside 
that of the earth, his distance from the sun being no less than 
433 millions of miles!! This permits of ‘Mighty Jove’ taking 
any angular position as regards the earth and the sun, and, con- 
sequently, he may be visible at any hour of the night. 

Again, owing to his vastly greater distance from us, the move- 
ment of JUPITER on the still further background of the stars is 
very much slower than VENUS: for instance, on the morning of 
February 6th, 1892, these two planets were in conjunction, 
JUPITER being hidden behind VENus. When this interesting 
phenomenon occurred, their mutual Declination and Right 
Ascension were 4° 43’ 8. and 23 hrs. 274 m., but on January 
lst preceding, their respective positions were as under :— 


DECLIN. R. ASCEN. 

ree oe H. M. 
VENUS . .20198.\ Coming . 20 37) : 
JUPITER. . 7 338.f North. ; eT | Increasing. 


In the interval VENUS had moved north about 16°, whilst 
JUPITER had done but 3° in the same direction. VENUS had 
also covered nearly 3 hrs. of R.A., whilst JUPITER had barely done 


380m. Though JupiTER had had such a long start, VENUs caught 


him up in little over a month. If VENUS be watched for a few 
evenings, her motion among the stars is easily perceived. 

The learner ought by this time to have a fair idea of the 
astronomical method, so we will pass on to the other, and it is 
this one which will probably find most favour with practical 
men. 

Whatever the constellations may have been like in ancient 
times, an observer of to-day will find it impossible to trace in the 


* Hence VENUS is commonly known as the ‘ morning and evening star,’ or as Lucifer 
and Vesper. 
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sky the various figures which groups of stars are, or were, sup- 
posed to represent. 

It is better at once to chuck over these fantastic figures as so 
much imaginary rubbish. 

‘There are only two—Cassiopeia’s Chair and the Southern Cross 
—that in any way deserve their name. The Chair is far from 
being an easy one, and the Cross is very disappointing to 
sentimental people who see it for the first time. 

Now although most men would fail to recognise such fanciful 
images as the Fox and the Goose, Noah’s Dove, the Winged Horse, 
&e., they could not but perceive on the most casual inspection 
that certain star groups had forms, mostly geometrical, of some 
kind or another. By first of all learning the most conspicuous 
of these, and then taking them as starting points, it becomes quite 
easy to trace the others. 

This, then, 1s the astrographical method, and to practise it on 
a fine night during one’s watch on deck is not an unprofitable 
way of passing the time. It is also an excellent antidote to 
drowsiness; much better than putting one’s head in a bucket of 
water, a remedy, the writer, when a youngster, confesses to have 
tried once or twice when becalmed near the ‘Line,’ with the 
canvas lazily flapping against the masts, and the yard parrels 
chanting a lullaby for want of grease. 

Now for the ten groups selected as sky marks by which to 
find the more isolated stars in the list, beginning with the most 
northern group and working south. 


LirtrLE BEAR is made up of seven or eight stars, though only 
three are worth notice. Polaris, in the tip of the tail, is chief of 
the crowd, but in any case takes front rank as the ‘ North Star,’ 
It is a standard star of the 2nd mag.; 6 and y are known as the 
‘Guards’; the remainder are a poor lot. The parallax of Polaris 
is 0-078, which means a light journey of 42 years, and a distance 
of 245 billions of miles. 


GREAT BEAR, with an impossible tail for a bear, makes an in- 
finitely better ‘PLouaH.’ It is composed of seven stars of nearly 
equal brightness, and is described in detail on page 383. Quite 
near to G the second star from the end of the handle, is Alcor, or 
‘the test.’ There is little reason to complain of the sight of 
any one who can see Alcor with the naked eye ; it must be pass- 
ably good, but need not be remarkably so. The Great Bear in 
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these latitudes revolves round the pole without setting. He is, 
consequently, compelled to stand on his head—if he has one— 
every 24 hours. The names of the stars in the Plough should be 
committed to memory right off. Here they are :— 


The ‘ Plough.’ pares as Distance in 
a Urs. Maj. Dubhe . 0°046 ; 71 : 416 billions. 
pase eee) hae) ae a Uae : 41 ; 239 Ni 
vines »  Lhecda - ‘099 : 33 ; 193 in 
Gres »  Megrez ; not yet ascertained. 
by) li ANAMOth o>: 3 3081 ie a a0 ee circ 
Aa ine OT : not yet ascertained. 
it oat »  Denetnasch . immeasurable. 


It will be seen from this that, though in the same constellation, these stars 
have no physical connection with each other. 


CASSIOPEIA’S CHAIR 1s moored in space on the opposite side of 

Polaris to what the ‘ PLoUGH’ is, and at about the same distance 

from it. The five stars make a straggling W, and a worse M, 

according to which side is uppermost. As a chair it is very 

Individual ricketty, and of the back-breaking type. Some gifted people 


aaa even see a footstool; but then some people would see anything 
a anywhere, whilst others at times are unable even to see a hole in 
a 40-foot ladder. The constellation does not set in these lati- 

tudes. 


Cyanus is Latin for ‘Swan, but it might just as well be 
Greek or Sanscrit, for the swan is invisible no matter how you 
may twist your neck to look at it. Cygnus makes a goodish 
cross lying on its side when rising or setting, but it also makes 
a capital boy’s kite. First, consider it as a cross. From head to 
foot along the middle line there are four stars ; the two more 
northerly ones being fairly respectable in brilliancy, and forming 
the head of the cross, naturally look down upon the two dimmer 
ones at the foot. The transverse stars are three in number, in- 
cluding one of those already mentioned, because the centre star 
counts in both directions. These six constitute the cross, which 
is 22° 18’ in length, and 16° 7’ from side to side. 

To make a kite or cross-bow, look right and left of the star at: 
the head, and a faintish star will be discerned, forming a curve 
with it and those at the side. As a kite, therefore, there are 
eight stars: the two at the foot, and the two helping to form the 
bow, are the faintest of the lot. Cygnus lies between Vega and 
the ‘Square of Pegasus.’ 
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SQUARE OF PrEGaAsuS.—Though sufficiently noticeable when 
looked for, is not altogether true in shape, none of the sides being 
of equal length. 

A line from Polaris a little outside Caph (@ Cassiopeiz) will 
find it. The ‘Plough’ and the ‘ Square’ are on the meridian about 
the same time, the one below and the other above the Pole. The 
stars marking the corners are Alpheratz in the N.E., Algenib in 
the 8.E., Markub in the S.W., and Scheat in the N.W. 

A line from Markab through Scheat points nearly to Polaris: 
these, therefore, are the ‘ Pointers of Pegasus.’ 


OrtonN.—Taken all in all, this is the finest combination of 
celebrities in the heavens. It is absolutely unmistakable, not 
only from its own brilliancy and form, but on account of its 
splendid surroundings. Orion, who was a mighty hunter in 
olden times, may justly be said to move in the highest stellar 
society. 

As usual, however, the Giant is not at home in his celestial 
abode, but a quadrilateral fivure is formed by Betelguese in the 
N.E., Bellatria in the N.W., Rigel in the 8.W., and « in the S.E. 
corner. It is a thousand pities that « is not at least as bright as 
its diagonal vis-a-vis Bellatrzx, but Providence has willed other- 
wise. 

In the centre of these four are three of the 2nd mag. lying 
nestled together, and very nearly in a straight line. They point 
N.W. and 8.E., and—mirabile dictu—are spoken of as ‘ Orion’s 
Belt.’ Lying as it does on both sides of the Equator, and having 
so many finger-posts, Orion is a particularly useful constellation 
for star-finding in either hemisphere. 


THe Lion (Leo) requires the aid of a powerful imagination to 
be recognised as such. But though a singularly poor specimen 
of that king of animals, six of the stars bear a marked resem- 
blance to a sickle or reaping hook, Regulus, of the 1st mag., being 
at the extremity of the handle. It is remarkable as the point in 
the sky from which the November meteor showers seem to 
radiate. 

A line through Phecda and Megrez, away from the Pole, will 
pass through the ‘sickle.’ 


THE Crow(Corvus) would require a ‘chappie’ to be ‘three sheets 
in the wind’ before he could see a bird, black or white. A much 
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The Cutter’s 
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Vide pictorial 
explanation, 
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(a Cassiopeiz). 
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better crow could probably be made with the agricultural imple- 
ment vulgarly termed a spade. A seaman, however, would have 
no difficulty in finding this constellation if described as a ‘Cutter’s 
mainsail,’ and for the purpose of this chapter, a ‘Cutter’s main- 
sail’ it shall be. (6 Corvi is at the clew, and d is at the peak. 
The gaff points to the brilliant Spica, within easy hail. 


THE ScorPIon (Scorpio) needs no special mention. Antares— 
the principal star—is easily picked out. This group is useful in 
finding the two ‘ Kiffas’ to the north-westward. Kiffa Austr. 
lies about midway between Acrab and Spica. 


THE SOUTHERN Cross (Cruz), so far as its shape and brilhancy 
go, is rather a fraud. Still, there is sufficient of the cross about 
it to render it easy to find, especially as it is flanked by two stars 
of the 1st mag. pointing right at it. 

To ‘Cape Horners’ it is a circumpolar group, and at its lower 
culmination is of course seen upside down, a phase of position 
which still further detracts from its merits and dignity as a cross. 
Nevertheless, romantic young ladies love to gaze at it whilst the 
waters ripple by the side of the ship. The effect is enhanced if 
a good looking officer should happen to be close by to explain 
matters celestial. 


In the following description of how to find the stars, it will — 
be noticed that in each case—when possible—several modes are 
given. This might seem superfluous, but it is really not so. For 
example, if an attempt were made to find a certain star when 
only 12° or 15° above either horizon, it might happen—and 
probably would happen—that some of the directing marks had 
either already set (if to the westward), or had not yet risen (if 
to the eastward): or a part of the sky might be clouded. The 
others would then come in handy; but in any ease, by multiply- 
ing directions, the process of becoming acquainted with the stars 
is materially expedited. One star will be found to prove a key 
to another, that one to the next, and so on until the learner is on 
terms of intimacy with all that are worth knowing. 


Viewing this constellation as a chair, Schedar—its principal star—is at the 
bottom of the back leg. But such people as are not preternaturally gifted 
will probably fail to discover a chair-leg, back or front: so, taking it as a W, 
Schedar is at the foot of the right-hand portion of the letter. Caph (8) is at 
the top of the same part, and y at the top of the centre portion. 
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A line from A /zoth (¢)—the third star in the handle of the ‘Plough ’—through 
Polaris, leads dead straight to the middle star (y) in the W. 

The parallax of Caph is 0154, equal to a distance of 124 billions of miles, 
or a light journey of 21 years. 

When Cassiopeia is on the meridian below the pole, it resembles a 
straggling W, and when on the meridian above the pole, a very indifferent M. 


Availing ourselves of the kindly services of the omni-present “ Plough,” a 
line from JJegrez through Dubhe will pass between Capella and Menkalinan 
(8). Capella is 494° from Dubhe. Perhaps the easiest way to find it is by a 
line from Caph (8 Cassiopeizx) through y Cassiopeiz, and at a distance from 
the latter of 394° will be found Capella, the second in command of the Northern 
Hosts. Vega, however, makes a good ‘ under-study,’ and would be ready to 
step into the place of Capella should that mighty luminary be snuffed out. 

A line at 302° from A/debaran in the direction of the handle of the ‘ Plough ’ 
cannot fail to point out Capella ; or a line from Regulus carried 5° or 6° 
eastward of C'astor will do the same. 

Sirius, Betelguese, Nath, and Capella are, to the eye, all four roughly equi- 
distant ; the connecting line is so slightly curved as almost to pass muster 
as straight. The droop of the curve is towards Aldebaran, which, with Setel- 
guese and Nath, form nearly an equilateral triangle. The opposite or hollow 
side of the curve faces the “ Twins.” 

Capella and Azgel culminate within half a minute of each other. 

Spectroscopic analysis gives every indication of an almost perfect consti- 
tutional similarity between our Sun and Capella. The actual diameter of 
Capella is about 18 times that of the Sun, and if the latter were placed at 
the same distance as Capella it would shine only as a star of the 6th mag. 
Capella is receding from us. 


Menkalinan lies 74° to the eastward of Capella in the direction of Castor 
and Pollux. Being so close to its chief, Wenkalinan is easily spotted. 


Andromeda and Pegasus adjoin each other ; in fact Alpheratz, the principal 
star in Andromeda, forms the N.E. corner of the ‘Square of Pegasus.’ Scheat 
(6 Pegasi) stands at the N.W. corner of the ‘Square,’ and if we make this the 
starting point, and—drawing a line through Alpheratz—continue it in a curve 
to the N.E. with the hollow side towards the pole, the line will pass first 
through dfirach-Mizar (8), next through Almach (y), and terminate in 
Mirfack (a Persei). The five stars enumerated above are roughly equidistant. 

About 9° or so to the southward of JZirfack, and about 12° to the eastward 
of Almach, lies the famous variable star Algol (8 Persei), known as the 
“Demon Star.” These three form nearly a right-angled triangle, with Algol 
‘at the right angle. 

The seven stars « Persei; a, 8, y, Andromede ; and a, 8, y Pegasi; form a very 
remarkable group : once recognized they will serve to identify several others, 
including Capella and the ‘ Pleiades.’ 


CAPELLA 
(a Aurigz), 


MENKALINAN 
(8 Aurige), 


ALMACH 
(y Andromedz) 


ARCTURUS 
(a Bodtis). 


VEGA 
(a Lyre). 


ARIDED or 
DENEB 
(a Cygni). 
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Algeiba is the second star in the ‘Sickle’ from Regulus. Quite close to, 

on its southern side, is a star of the 6th mag. plainly visible with the 

binoculars. 


Arcturus—a regular ‘scorcher ’—is easily found from the ‘Plough’ by fol- 
lowing the curve of the handle toa distance of 303° from Benetnasch. Of 
course the student knows already that Benetnasch is the star at the extremity 
of the handle of the ‘Plough,’ just as Regulus is the star at the extremity of 
the handle of the ‘Sickle.’ ‘Plough’ and ‘Sickle’ naturally run together in 
one’s mind. 

Arcturus is slightly reddish in hue, and unmistakable as the brightest star in 
the northern heavens. In this respect it is hard pressed by Capella and Vega ; 
whilst to the southward of the ‘line’ it is surpassed by Sirius, Canopus, and 
a Centauri. So far no really reliable value has been assigned to its parallax. 
This, coupled with its great lustre, points to extreme remoteness, and to its 
being probably the most stupendous of all the suns within our ken. 

In composition Arcturus very much resembles our own sun, though there 
are points of difference. Taking the ascertained parallax of 0016, Arcturus 
is about 100 times greater in diameter than our sun, which means that it 
would just about fill the space between this earth and its primary!!! 
Arcturus is an approaching star. “ Prepare for ramming.” 


Vega contests for supremacy with Capella. It isa toss up between them. 
A line from Dubhe alittle outside the ‘Guards, and through a smaller edition 
of the ‘ Cutter’s mainsail’ (part of Draco), leads to this magnificent bluish- 
white star. 

Also, a line from Regulus, nearly midway between Arcturus and Benetnasch, 
will strike it. Neither of these lines are specially good in themselves, but 
they cannot fail to discover such a ‘ blazer’ as Vega. 

A line from the tack of the real ‘Cutter’s mainsail’ (Corvus), through 
Spica, and a long way beyond (87%°), will fetch Vega. Also, a line from 
Castor, carried 513° beyond Polaris, will lead sufficiently near for identification. 
Vega, Arcturus, and Polaris, form a large right-angled triangle, with Vega at 
the right angle. 

Taken with neighbouring faint stars, Vega forms a small V, and occupies 
the extremity of one arm: the other extremity is marked by a pair of faint 
stars lying side by side: a binocular is mostly required to separate them ; but 
with a good telescope and a steady support, each of these two is seen to bea 
close ‘Double.’ Vega itself has a faint companion, regarded as a good test 
for small astronomical telescopes. 

The apex or bottom of the V is likewise composed of a pair of faint stars. 
The common saying that there are “wheels within wheels” is nowhere so well 
illustrated as in the starry firmament. 


Arided is the principal member in a large fairly symmetrical cross. It 
stands at the head, and may be found in several ways. 
A line from Phecda in the ‘Plough,’ carried through the outer ‘Guard,’ 
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will nearly strike it: so also will a line from Mirfack, between 6 and y of 
Cassiopeia. Avided and the three transverse stars (y, 6, «) are the most notice- 
able in the cross, and brighter than A/dzreo in the foot ; this latter lies about 
the middle, and a few degrees north-eastward of a line joining Vega and 
Alta. In fact Vega, Cygnus, and Altair are neighbours. Arided is 233° 
from Vega. 

A line from Alphacca in the ‘Crown,’ passing a little north-eastward of 
Vega, will reach the centre star (7). 

Arided must be an indefinitely remote star, as efforts to determine its 
parallax have quite failed. Though it stands at the bottom of the list of the 
ten brightest stars north of the equator, it is a “ giant sun.” 

Polaris, Capella, and Arided form almost an exact isosceles triangle. 
When, roughly speaking, Capella has about the same altitude west that Arided 
has east, the isosceles triangle will be most apparent. About midway between 
the two, and lying under Polaris, will be seen Cassiopeia’s “ Chair,” if the 
observer be north of 50°. 


Altair lies between two much fainter ones in the same line. The three ALTAIR 
point almost fair to Vega. A line from Polaris through y, the centre star of (a Aquilz). 
Oygnus, passes a little to the eastward of Altair. Also a long line from 
Phecda in the body of the ‘ Plough,’ passing through Vega, and carried beyond 
it for 344°, will strike Altazr. 

A line from Alpheratz through Scheaé will pass fairly close to Altair at 
494° from Scheat ; but a line from Algenzb through Markab will lead straight 
to it, passing on the way about 5° to the northward of nif (« Pegasi). The 
three transverse stars in the cross of Cygnus (6, y, «) point nearly to Ynif. 

A line from y through 8 Cassiopeize leads to Aléazr, but taken in the opposite 
direction leads to Capella. All four, therefore, form a very long line, with 
Cassiopeia as half-way house. 

Finally, a line from Vega through £, in the foot of Cygnus, will pass close 
to Altair. It is one of the stars which is approaching this earth. 


Regulus is at the extremity of the handle of the ‘Sickle.’ A line from REGULUS 
Bellatrix through Betelguese leads straight to it at a distance from the latter (a Leonis). 
of 623°. Ora line from Aldebaran passing midway between Pollux and 
Procyon will do the same. 

This star shews a well marked motion of recession. The ‘Sickle’ is 
remarkable as containing the point from which the periodic November meteors 
seem to radiate. The last shower was in 1866, and as the period of recurrence 
is 38} years, there will be another in 1899. 

At about the same distance (23°) from the middle star of Orion’s ‘ Belt’ ALDEBARAN 
as Sirtus, but in the opposite direction, is ‘ruddy Aldebaran. Its actual (4 Tauri). 
colour is pale rose. A line 15#° in length, extending from Lellatrix to the 
‘Pleiades,’ just shaves Aldebaran in passing. Like Vega, it is a star in 
the foot of a small and faint letter, but in this instance the resemblance is 
more to the letter A. It is an aid to memory to associate A with Aldebaran 
and V with Vega. 


ALDEBARAN 


(a Tauri), 


PROCYON 
(a Canis 
Minoris). 


SIRIUS 
(a Canis 
Majoris). 


CASTOR and 
POLLUX 
(a and 8 


Gemini). 


ALHENA 
(y Geminor, ). 
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Aldebaran is accepted by some as a standard for stars of the lst mag. ; 
so also is Altair. By magnitude is meant brightness or lustre, and not actual 
size of the body itself ; for example, Sirvws, owing to its nearness and stage 
of its existence, outshines stars known to be infinitely larger. 

By instrumental measurement of Aldebaran and Altazr, each is found to 
give exactly three times as much light as the “ Pole star.” By the same scale 
(photometric) the magnitude of Arcturus is expressed as 0°0, and Sirzus as 
— 1:4. The latter gives nine times more light than Aldebaran. 

Stellar photometric values are not yet quite on a satisfactory footing, as 
so much depends upon details of observation. Aldebaran is receding from us 
at the rate of 30 miles a second. 


Procyon is easily found. It is a brilliant star, though no doubt loses by 
comparison with Szrzus. These two and Letelguese form a conspicuous 
equilateral triangle, whose sides have a mean measurement of 263°. Regulus, 
Alphard, and Procyon form a right-angled triangle, in which Alphard 
occupies the right angle, and lies to the southward of the other two. 

Procyon is receding at the rate of 27 miles per second. ‘This is slow 
compared with some. Velocities of 100 miles a second are not unknown. 


Strius, the ‘Dog-star,’ has poetically been termed the ‘Monarch of the 
Skies,’ being far and away the brightest of all the stars. In certain weathers 
it sparkles with the colours of the diamond, though its actual colour is white 
with a bluish tinge. The three stars in Orion’s ‘ Belt’ point nearly to it. To 
find it no other assistance is required, scarcely even this much. 

The mass of Strzus is about 24 times that of our sun. It has a companion 
about the same size as the latter, but at present the two stars are so close 
that no telescope will divide them. The companion is of the 10th mag., 
and was discovered by Alvan Clark in 1862. The period of revolution of 
Sirvus and its companion is, according to Gore, about 584 years. 

Survus emits about 40 times more light than our sun. 


Castor and Pollux lie only 44° apart. Pollux (8) is the more southern of 
the two, and slightly the brighter. A line from Afirfack through Capella 
leads straight to Pollux. Also, a line from Rigel through the middle star of 
the ‘Belt,’ and thence onward through y Geminorum, will conduct to the 
‘Twins.’ y Geminorum is a Vaut. Alm. star of mag. 2°0, and lies nearly mid- . 
way between Betelguese and Pollux. So far, astronomers have not been able 
to assign it any parallax. It may therefore be regarded as immeasurable 
in distance It is named Alhena. 

Pollux, Castor, Menkalinan, and Capella, form a long flat curve, with a 
gap between Castor and Menkalinan big enough for two more stars to com- 
plete. Pollux is one of the bright stars of the northern hemisphere, but near 
the ‘ bottom of the class.’ 

Castor (a) is a very fine specimen of a binary star ; that is to say, it has a 
companion (8rd mag.), and the two revolve round each other in a period of 
about 1,000 years. A good ship’s telescope will separate them. 
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Mizar, Alioth, Megrez, and Merak (four stars of the ‘ Plough,’ all nearly 
in a line) point to Castor at 43° from Merak. Merak, Castor, and Capella, 
form a right-angled triangle, the right angle being at Castor. 

Castor and Pollux lie about midway between the square of the ‘ Plough’ 
and the square of Orion. They run nearly parallel to the ‘Pointers,’ and are 
separated from each other by only 1° less. than the ‘ Pointers.’ 

Castor, Procyon, and Pollux pass the meridian in this order at intervals of 
five or six minutes. 


A line from Polaris through Arcturus leads a little eastward of Spica. 
It has already been stated that Arcturus is easily found by following the 
curve of the handle of the ‘Plough’; well, by continuing this curve for 323° 
beyond Arcturus, you come to Spica. To the eye, therefore, it is roughly 
about as far from Arcturus as the latter is from Benetnasch. 

Spica, Denebola, and Arcturus form very nearly an equilateral triangle. 
The sides are 


Spica oo” Denebola. 
Denebola 354° Arcturus. 
Arcturus 329° Spica. 


The gaff of the ‘Cutter’s mainsail’ (Corvus) points dead straight at Spzca, 
which is 144° from Algored, the star in the peak. Spica is approaching us. 


Alphacca, though not in itself very bright, is conspicuous among six faint 
stars forming a segment of a circle, which, by a little stretch of the imagin- 
ation, might be taken to bear some resemblance to a crown; this constellation 
is accordingly termed the “ Northern Crown.” 

A line from Alphard carried 194° beyond Arcturus leads to it; or a line 
from Dubhe carried through between the three stars forming the handle 
of the ‘Plough’ cuts it in another direction. The distance of Alphacca 
appears to be immeasurable. 


Regulus, Alphard, Procyon, and Pollux would form a decent oblong were 
it not that the last named prefers the companionship of his brother. A line 
from Algeiba (the 8rd star in the ‘Sickle’) through Regulus (the 1st star in 
the ‘ Sickle’) points nearly to Alphard at 23° from Legulus. 

A long line from Arcturus to Strvus picks up Alphard on the way. A line 
from Regel through « Orionis passes near it. 

Alphard, Procyon, y Geminorum, and Vath are all in a straight line, having 
an easterly and westerly bearing. egulus, Alphard, and Procyon form a 
right-angled triangle, the right angle being at Alphard. 

Alphard might appropriately be dubbed the ‘ Lone Star,’ as it is the only 
one of the 2nd mag. in an area of about 40° square. In Arabic, Alphard 
means “ The solitary one.” 


SPICA 
(a Virginis). 


ALPHACCA 


(a Corone.) 


ALPHARD 
(a Hydre)}. 


NATH 
(3 Tauri). 


ANTARES 
(a Scorpii). 


KIFFA 
BOREALIS 
(3 Libre) & 
KIFFA 


AUSTRALIS 
(a Libre). 


RAS 


' ALHAGUE 
(a Ophiuchi), 
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This star and Bellatrix are on the meridian at the same time, and distant 
from each other 223”. It happens that this is also its exact distance from 
Betelguese. 

A line from Schedar carried 313° beyond Mirfack will fetch Nath : all 
three are in a perfectly straight line. A line joining Bellatriw and Polaris 
will pass through Vath, and a little eastward of Capella. 


This is a red star, and, aiter the manner of Altazr, lies between two fainter 
ones ; but in this case the three are bow-shaped. ‘The bow points to a larger 
one close by to the north-westward. Their respective lines of direction cross 
at a wide angle—probably about 70°. 

It is important to notice well these two bows, ayer with their aid it is 
quite easy to find a and 6 Libre. The larger bow is formed by Acrab (6 
Scorpii) to the northward, 6 Scorpii in the middle, and z Scorpii to the 
southward. 

Arcturus, Spica, and Antares form a right-angled triangle, with the right 
angle at Spica. A line from Algezba through Spica will lead right to Antares, 
at 46° from Syca. 


Kiffa Borealis is barely 94° from Kiffa Australis (a Libre). A line from 
Regulus through Spica leads to Kiffa Australis, at a distance from Spica of 
rather over 214° ; but these two Xzffas can be better found thus :—A line 
from Antares carried north-westward through Acrab leads to Kiffa Borealis 
at about 16° from Acrab, 

The gaff of the ‘ Cutter’s mainsail,’ extended a little south of Spica, cuts 
Kiffa Borealis in another direction. 

A line from Antares carried 18° beyond the middle star of the large bow 
leads to Keffa Australis. 


fas Alhague, with Vega and Altair, form an isosceles triangle, Altair 
being at the apex. The sides are 


Altair 343° Vega. 
Altair 334 Ras Alhague. 
Vega 293 Ras Alhague. 


A line from Arcturus to Altair passes some 4° or 5° north of Ras Alhaque. 
A line from Antares to Vega will almost pass through it. 

A line from Polaris, passing between Htanin (y Draconis) and Alwaid 
(8 Draconis), strikes Ras Alhague at about 393% from Htanin, and 392° from 
Alwaid. This is an excellent mark. ZHtanin and Alwaid (two Naut. Alm. 
stars) are half way between Polaris and Ras Alhague : they follow each other 
on the meridian at an interval of two minutes. 

The three transverse stars of Cygnus point westward to Htanin and 
Alwaid: all five are pretty much in the same street. Ztanin is just 144° 
from Vega. 8 Draconis is also called Rastaban. 
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A line from etelguese in a north-westerly direction through Aldebaran, 
and at a distance from the latter of 353°, will lead nearly to it. Also, it will 
be found half way on the line joining dA/genib and the ‘ Pleiades.’ ; 

A line from Scheat through Alpheratz, at a distance of 274° from the 
latter, will pass a trifle northward of Hamel. It is therefore nearly double 
the distance from Alpheratz that Alpheratz is from Scheat. 

Hamel, Menkar, and the ‘ Pleiades’ form an equilateral triangle with sides 
of about 23°, Menkar being at the southern corner. 

Hamel has a neighbour named Sheratan (8 Arietis, mag. 2°8) lying about 4° 
to the southward and westward. At about 14° to the southward of Sheratan 
is the faint star Mesartim (y). 

Sheratan and Hamel point straight to Capella at a distance of 44° from 
Hamel. The latter lies nearly due west of the ‘ Pleiades.’ 


Menkar lies nearly in a straight line from 8 Andromede through Hamel, 
at a distance from the latter of 234°. Hamel is about half way. 

A line from Sirius through Azgel will lead to it at 354° from Rigel. So 
also will a line from Procyon through Bellatriz, with the latter as ‘ half-way 
house.’ 

Menkar lies between Ltzgel and Algenib, but nearer to Rigel. <A line from 
Cupella, through the ‘ Pleiades,’ points nearly to it. Mdenkar must not be 
confounded with its younger brother (y), which lies about 42° to the south- 
ward and westward. 


A line from Aldebaran through Menkar, carried on for 402°, will lead to 
it. For stars belonging to the same constellation, Wenkar and Deneb- Kaitos 
are rather widely separated. 

A long line from Avzded through Markab goes straight to it. A line from 
Alpheratz through Algenzb, and extended 34°, goes near enough to indicate it. 


Nearly 6° to the westward of Sirius is Mirzam (6 Canis Maj.) A line from 
Betelguese midway between Mirzam and Sirius will strike Adara at 123° 
from Szrvus. 

Or, a line from Betelguese through Sirus takes straight to 6, about 33° 
to the N.E. of Adara. 4 and « are therefore near neighbours. 


A line from Scheat through Markab, carried nearly due south for 442° from 
the latter, will strike it. The same line carried in the opposite direction 
leads to Polaris. 

Fomalhaut, Scheat, and Markab pass the meridian within a few minutes 
of each other. 

A very slightly curved line from dA/debaran through Menkar, and onward 
through Deneb-Kaztos, will lead to it at 262° from the latter. This is a long 
stretch, but serves its purpose well. The four stars are roughly equi-distant. 


HAMEL 
(a Arietis). 


MENKAR 
(a Ceti). 


DENEB- 
KAITOS or 
DIPHDA 

(8 Ceti). 


ADARA 
(¢ Canis 
Majoris), 


FOMALHAUT 
(a Piscis 
Australis), 


CANOPUS 
(a Argtis). 


ACHERNAR 
(a Eridani). 


THE 
SOUTHERN 
TRIANGLE 
(a Trianguli 
Australis). 


THE 
PEACOCK 


(a Pavonis). 


THE 
CRANE 
(a Gruis). 


THE 
PHENIX 


(a Pheenicis). 
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A line from Vega passing eastward of Altazr will shew the position of 
Fomalhaut at 59° from Altair. 

Though Fomalhaut is very nearly a star of the 1st mag., the light of Sirvws 
exceeds it twelve times ; ergo, Sirius is “somebody.” 


Canopus ranks next to Sirius in brilliancy, and bears from it nearly 8. 5° 
W., distant 364°. It is therefore easily found. From Fomalhaut, Canopus 
is distant 783°, and about half as far from Achernar. 

Up to now, Astronomers have failed to detect any reliable parallax in 
this brilliant star, and should further research confirm this, the light of 
Canopus must take at least 65 years to.reach us—probably much longer. At 
a distance demanding a light journey of this duration, our own sun would 
only appear as a star of the 7th mag., and barely visible to the best unaided 
sight. Irom this it is calculated that Canopus is brighter than 2500 suns 
like ours!!! 

It requires a pretty heavy purchase to hoist this in ; nevertheless, it is true 
so far as our present knowledge goes. 


This star and 6 Centauri are almost exactly on opposite sides of the south 
pole, so come to the meridian near about the same time, one above, and the 
other below it. Bearing this in mind, and as 6 Centauri is quite unmistak- 
able, there can be no difficulty in finding Achernar. It is 623° from 
Centauri, with the Pole half-way between them. 

Achernar lies 40° eastward of a Pavonis, and, for finding purposes, has 
practically the same declination. It lies nearly on a line joining Canopus and 
Fomalhaut, and at an equal distance from both. 


a in The Southern Triangle is the most southern star in the list, and lies 
nearly due south of Antares at a distance of 423°. It is 264° from a Pavonis, 
and about the same from 8 Crucis (east side of “Southern Cross”). The 
east side of the “ Cross-” is that side which is next to the “ Centaurs.” 


A line from y and 8 of the “Southern Cross” through « Tri. Austr. will 
indicate it. a Tri. Austr. is about midway between @ Crucis and a Pavonis ; 
its exact distance from the latter is 26° 23’. 


The Crane is 184° from a Pavonis in a N.E'ly direction ; and from Fomal- 
haut it bears 8.8.W. 4 W. 193°. It is therefore nearly midway between 
them. Its proximity to these two stars makes it easy to find. 

From Achernar a Gruis is 322°. 


a in Zhe Phenix is 244° to the southward of Deneb-Kattos. It lies 
nearly midway between Achernar and Fomalhaut, though not in a straight 
line with them. 
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A line from Procyon through Regulus leads straight to Denebola at a dis- 
tance of nearly 24#° from the latter. If this line be carried on for 3549, it 
will pass a little to the southward of Arcturus. From these measurements 
it will be seen that Denebola lies rather better than half-way between 
Arcturus and Regulus. 

To the eastward of the ‘Sickle’ are three stars in the form of a right-angled 
triangle ; Denebola is the most eastern and brightest. 


A line from y of the “ Guards” through Polaris leads near it. Also, it can 
be cross-cut by a line from Pollux through Capella, at a distance of 19° from 
the latter. 

A diagonal line from Phecda (y), through the body of the ‘ Plough,’ to 
Dubhe (a), points dead straight at Mirfack. Also, a line from y Cassiop. 
through 6 Cassiop. points nearly to Mirfack. 

It is distinguished as the principal among a festoon of stars in this part of 
the heavens. Between 9° and 10° southward of Mirfack is the famous 
variable star Algol (8). 

A line from Menkalinan through Capella points to Algol, and if continued 
will reach Algenzbd. 

A line from Markab through Alpheratz leads fair to Afirfack. On the 
way it passes a few degrees north and westward of 8 and y Andromede. 

The star cluster in Perseus is well seen with a binocular. 


Alpherata stands at the N.E. corner of the ‘Square of Pegasus.’ 6 and 
y Andromede and Algol, tailed on to the ‘Square’ at this corner, constitute 
a large edition of the ‘ Plough,’ with Scheat and Markab as ‘ Pointers.’ 

A line from y to a Cassiop. (Schedar), will pass through the middle of the 
‘Square.’ 

A line from Polaris passing through Caph (6 Cassiop.) will point out 
Alpheratz at 302 due south from Caph. The two last named pass the meridian 
within a few seconds of each other. 

Polaris, Caph, Alpheratz, and Algenizd are all nearly in a row. 

A line from Caph through Schedar points straight to Almach (y Andro- 
medee). 

a Persei, y, 8, and a Andromede lie in a curve and roughly equi-distant. 
The hollow side of the curve is towards Cassiopeia’s ‘ Chair.’ 


Algenib marks the 8.E. corner of the ‘Square.’ A line from Capella 
through Mirfack will lead to it. 

A line from Vega through the middle star (7) in the Cross of Cygnus leads 
through » Pegasi straight to Scheat, and thence diagonally across the ‘Square’ 
to Algenid. 


Markab indicates the 8.W. corner of the ‘Square.’ A line from it through 
Scheat at the N.W. corner leads to Polaris. Therefore, these two may appro- 


Z 


DENEBOLA 
(B Leonis). 


MIRFACK 


(a Persei). 


ALPHERATZ 


(a Andromedz). 


ALGENIB 
(y Pegasi). 


MARKAB 
(a Pegasi). 


SCHEAT 
(8 Pegasi). 


PHACT 


(a Columbe). 


CENTAUR 
No. 2. 


(8 Centauri). 


Annual 
Parallax. 
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priately be described as the ‘ Pointers of Pegasus.’ They pass the meridian 
within a minute of each other. 

A line from Polar?s carried a shade outside (westward) of Caph (8 Cassiop.) 
will pass through the centre of the ‘ Square.’ 


Scheat is not given in the Vawt. Alm. for 1895. This corner (N.W.) of 
the ‘Square’ is well marked by two neighbouring stars, distance about 5°, 
forming with Scheat a small triangle. 

The ‘Square of Pegasus’ is a good sky mark for a large number of stars 
both far and near. 


A little westward of a line from Aldebaran, through Rigel, at a distance of 
264° from the latter, is Phact. Or it may be found by a line from Betelguese 
through « Orionis at a distance of 243°. 

Phact and « Orionis pass the meridian with an interval between them of 
seven minutes. Phact comes first. It is on a line between Regel and Canopus. 


Centaur No. 2. cannot be mistaken, being the nearer of the two to the 
‘Southern Cross.’ Its neighbour (4 Centauri) is nearest to earth of all the 
fixed stars, and the determination of its parallax is supposed to be the best 
yet made. 

a Centauri is a double star, that is to say, it is one which, with the aid of 
the telescope, can be separated into two. Such stellar pairs as are known to 
be in orbital movement, or revolving round their common centre of gravity, 
are termed “ Binary Stars.” a Centauri belongs to this class. The period of 
revolution of the two components is computed to be 86 years, and their mean 
angular distance apart as seen from this earth is 18”. Any one not versed in 
such matters might wonder how two immense bodies could circle round each 
other without danger of collision, but wonder will cease when it is understood 
that 18” in their case represents a distance apart of (in round numbers) one 
thousand million miles, or about eleven times the distance between the earth 
and sun. 

Seeing that we are now acquainted with many thousands of such binary 
systems, we may reasonably infer that the stars are suns forming the centres 
of planetary systems similar to our own, but which, from their great distance, 
are invisible. For instance, if such a giant as Jupiter were to circle round 
a Centauri at the same distance from that star as it is from our sun, not even 
the great Lick telescope would enable us to see it. 

Though, as just stated, a Centauri is the nearest known star, the distance of 
8 Centauri is immeasurable ; so here we have a case of two neighbouring stars 
in the same constellation, and of nearly equal brightness, separated in space 
by a gulf of inconceivable vastness. 

a Centauri and its companion emit about 24 times the light of the sun. 

With regard to the parallax of the stars: of late years there have been 
many workers in this field of research, but the quantities are so extremely 
minute, and in this connection so very little means so very much, that except 


A LESSON IN HUMILITY. 


a5 


in a limited number of cases the distances arrived at can only be accepted as 
the very roughest approximations. 


Suffice it to say that, to the extent of a few billions, more or less, As- 


tronomers are pretty well agreed as to some of the nearer stars. 
yet been discovered with a parallax amounting to even a single second (1”) of 


None have 


arc, which proves that no star exists within 20 billions of miles of the earth. 
Try and realise 20 billions. It means 20 millions of millions ! ! 
The undermentioned are a few of the best known nearest stars :— 


Magnitude, 
a Centauri + 07 
61 Cygni + 51 
Sirius - 14 
Procyon + 0°5 


Parallax. 
+ 0”°'750 
+ 0 °433 
+ 0 °388 
+ 0°341 


Light years. 


4°3 
75 
8°4 
9°6 


Miles. 


25 billions. 


Let it.be understood that brightness or magnitude cannot be considered a 
test of distance, stars like Arcturus, Betelguese, Canopus, and Arided being 
infinitely further off than some fainter ones like 61 Cygni (mag. 5°1) «a Draconis 


(mag. 3°6), &e. 


For further confirmation, take a Centauri and Arcturus, which have prac- 


tically much the same magnitude ; light from the first named requires 44 
years to reach us, as compared with some 200 years or so from the other. 
Altair and Aldebaran are closely comparable in magnitude, yet Aldebaran 
is more than double the distance from us. 
Polaris has a light journey of 42 years, but its near neighbour Kochab 
(8 Urs. Min.), with but slightly less brilliancy, has a light journey of 148 


years, 


Take Sirius and Canopus ; one 8} years, the other 109 years. Cases 


be multiplied. 


might 


At present, stars of the 18th magnitude constitute the seeing limit of the 
very biggest telescopes. It is calculated that light from some of the 17th 


mag. stars takes probably 30,000 years to reach us!!! 


Revelations such as these give one some faint idea of the sublimity of the 
Universe, and of the completely insignificant part played by this our earth in 


its composition. 


A regular and moderate curve from Arided (a Cygni) to Polaris will pass 
first through Alderamin and next through Alphirk. The convex side of the 
curve is towards Cassiopeia’s Chair. These two stars are about 8° apart, and 
of the respective magnitudes of 2°6 and 3:4. A line from Schedar through 
Caph points straight to Alderamin. 

Nors.--With regard to magnitudes, it is obvious that some star must be selected as a 
standard. The adopted unit of brightness is that of Aldebaran, which is accordingly 
designated 1-0, and the remainder are valued by photometric comparison. The mags. of 
the seven stars brighter than Aldebaran are indicated by figures less than 1°0 :—thus the 
value 0-0 for Arcturus indicates that star to be one mag. brighter than Aldebaran ; and 
the value minus 1:4 for Sirius makes it 2°4 mags. brighter than Aldebaran. 


To get at astar’s distance in ‘‘ Light-years” the formula is D, 


parallax, A star’s distance in miles is determined from the equation. 


_ 206265 
Debs 


Astronomers now look hopefully to photography to supply more reliable measures of 


EES R being sun’s distance. 
P 


_ 38'262 


amine’ tae a 
2D 


“ being 


stellar parallax ; so it is hardly worth while altering those given herein till something 


really definite has been arrived at. 


Star 
distances. 


ALDERA- 
MIN 

(a Cephez) and 
ALPHIRK. 
(8 Cephet). 


Star 
magnitudes, 
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USEFUL NAVIGATIONAL STARS—EPOCH, 1895. 
(In order of Right Ascension ). 


Dis- Dis- 
4 : tance | tance 
Photometric ME Right | Declination. | Parallax.| in _ | in Bil- 
Meee NAMES. Ascension. Light |lions of 


Years. | Miles. 


po Aaa Dee . 
HF | Alpheratz (a Andromede) 0 3| 285N. | 0:059 | 55 | 324 
3°0 Algenib (y Pegast) oe 0 8| 146N. 
24 *_____ (a Phenicis) . 0 21 | 42°98. 

2:2 to 28 |*Schedar (a Cassiopete) 0 35 | 560 N. 036 | 91 | 532 

rt Deneb-Kaitos (6 Cetz) 0 38 | 1868S. 
10 *Achernar (a Eridanz) 1 34 | 57°88. 
21 Almach (y Andromede) 1 57 | 408 N. 
2°0 Hamel (a Arvetis) Zeal 20 IN. 079 | 41 | 242 
oT Menkar (a Cetz) ; OSG ethane 
19 *Mirfack (a Perse?) ake 3.17 | 495 N. 087 | 37 | 220 
1‘0 Aldebaran (a Taur?) ... 4 30 | 163 N. 101 | 32 | 189 
0°2 *Capella (a Aurige) 5 9] 459 N. 095 | 34 | 202 
0°3 Rigel (8 Orzonis) 510} 838. 040 | 81 | 478 
19 Nath (8 Taurz) ... 5 20 | 285 N. 063 | 52 | 304 
18 Alnilam (¢ Orionis) 5 Si airs es 
2°7 *Phact (a Columbe) 5 36 | 3418. 

1:0 to 1°4 | Betelguese (a Orionis) 5 50| 74N. 022 | 148 | 870 
aa | Menkalinan (6 Auriga) 5 52 | 45-0 N. 062 | 53 | 309 
0°4 *Canopus (a Argds) 6 22 |} 52°65. 

—1'4 Sirius (a Canis Majoris) ... 6 41 | 16°65. 388 | 8 | 49 
15 Adara (¢ Canis Majoris) 6 55 | 28°8 S. 
16 *Castor (a2 Geminorum) 7 Zo) dal oN 198 | 16 | 97 
05 Procyon (a Canis Minoris) 7 34| S5N. 341 | 10 | 56 
ll Pollux (8 Geminorum) 7 39 | 283N. 057 | 57 | 336 
2°5 *Tureis (« Argds) 9 14 | 58°88. 
2°0 Alphard (a Hydre) : bd) Rae te" 
1°4 Regulus (a Leonis) ... 10 FSi 12 N; 089 | 37 | 215 
2°5 Algeiba (yt Leonis) oo 10 14 | 204N. 
20 *Dubhe (a Urse Mujoris) rh Ci Bayes ies Ge 046 | 71 | 416 
22 _Denebola ( (8 Leonis) Bad Il 44 | 15:2 N. 029 | 112 | 660 
13 (a1 Crucis) ... 212721 1°62°5'Si 
12 "Spica (a Virginis) 13 20 | 1068. 
2°0 *Benetnasch (yn Urse M ajoris) .. 13 43 | 49°83 N. | Immelasura|ble 
Fal by (8 Centauri) ‘ee 13 56 | 59°9 S. Immefjasura)ble 
0:0 Arcturus (a Bodtis) ... ei ea LSI OTN: 016 | 204 | 1196 
2'1 *Kochab (8 Urse Minoris) 14 51 | 746 N. 022 | 148 | 870 
9-7 Kiffa-Borealis (8 Libre) elphissih Wee tie) 
2°4 Alphacca or Gemma (a Corone) | 15 30 | 27:1 N. | Immejasurajble 
2°9 Acrab (81 Scorpii) ... ...| 15 59 | 19°5 S. 
ay Antares (a Scorpit) 16 23 | 26°28. 
22 (a Trianguli Australis) 16 38 | 68°88. 
22 sas Alhague (a etn te Pe 0 est ey a 
02 |*Vega(a Lyre) ... ne 18 33 | 38:7 N. 092 | 35 | 208 
1:0 Altair (a Aquila)... ...| 19 46] 86 N. 2141. 151.50 
yal (a Pavonis) 20 TL Poise 
15 Aided or Deneb (a Cygni) ...| 20 88 | 44°9 N. | Immelasuralble 
2°4 nif ( e Pegasi) ... 21 39 | Q5N. 
1°9 (a Gruis) in 22.2) 47°58. 
13  =©|*Fomalhaut (a Piscis Austr alis) 22 52 | 30°28. 
2°6 Markab (a Pegas?) B 23 00 | 14°6 N. 081 | 40 | 236 


Notre.—tThe stars prefixed by * are specially mentioned in B of Lecky’s A B C Tables: 
with two exceptions, the declinations of the remainder come within the limits of upper 
portion of the same Table. Menkalinan having approximately the same declination as 
Arided, the tabular values will do for either ; so the only one not provided for is Almach. 

Where two mags. are given, the star is variable. 
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FIFTY USEFUL NAVIGATIONAL STARS—EPOCH 1895. 


(In order of Declination.) 


SOUTHERN HEMISPHERE. 


NorRTHERN HEMISPHERE. 


Kochab 
Dubhe 
Schedar 
Benetnasch 
Mirfack 
Capella . 
Menkalinan 
Arided . 
Almach 
Vega 
Castor 
Nath 
Alpheratz . 
Pollux 
Alphacca 
Hamel . 
Algeiba 
Arcturus 
Aldebaran . 
Denebola 
Markab 
Algenib 
Ras Alhague 
Regulus 
Enif 

Altair 
Betelguese . 
Procyon 
Menkar 


INTER-STELLAR DISTANCES—EPOCH, 1895. 


Canopus (a Argds) 
(8 Centauri) 
(a Gruis) 


Alnilam (¢ Orionis) 
Bellatrix (y Orionis) 
Hamel (a Arietis) 
Menkar (a Cett) . 


746N. | Alnilam 
62°3 Alphard 


560 Rigel . 
49°8 Kiffa Borealis 
49°5 Spica . 
45°9 Sirius 


45°0 Deneb-Kaitos 
44°9 Acrab 


41°8 Antares 
38°7 Adara 
32°1 Fomalhaut 
28°5 Phact 
28°5 a Pheenicis 
28°3 a Gruis . 
2771 Canopus 
230 a Pavonis 
90°4 Achernar 
19°7 Tureis 
16°3 8 Centauri 
15°2 a? Crucis - : ? 
14°6 a Trianguli Australis . 
14°6 
12°6 
12°5 

9°5 

8°6 

7°4 

5°5 

3°7 


ACHERNAR. 

39 24 (a Pavonis) . 
62 16 (a Phenicis) 
32 51 

ALDEBARAN. 


23 8 | Nath (8 Tauri) . 
15 46 | Phact (a Columbe) 
35 32 | Rigel (8 Orionis) 
ona 


13s, 
8°2 
8°3 
9°0 
10°6 
16°6 
18°6 
19°5 
26°2 
28°8 
30°2 
34°1 
42°9 
47°5 
52°6 
57°1 
57°8 
58°8 
59°9 
62°5 
68°8 
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Markab (a Pegast) 
Schedar (a Cassiopeia) . 


Algenib (y Pegasi) 
Caph (8 Cassiopeic) 
Hamel (a A7vetis) 


Antares (a Scorpit) 
Arcturus (a Bodtis) 
Arided (a Cygnt) 

Capella (a Aurige) 


Fomalhaut (a Piscis Austr.) 


Acrab (8% Scorpit) 
(8 Centauri) 


Ras Alhague (a Ophiuchi). 


Alphacca (a Corone) . 
Antares (a Scorpit) 
Capella (a Aurige) 
Denebola (8 Leonis) 


Albireo (8 Cygni) 


Menkar (a Cetz) 


Alphacca (a Corone) . 
Arcturus (a Bodtis) 
Capella (a Auriga) 


Achernar (a Eridant) 
Adara (¢ Canis Majoris) 
Canopus (a Argés) 
Nath (8 Tauri) 


ALGENIB. 


16 31 | (a Pheenicis) . 
41 41 | Scheat (8 Pegasi) . 


ALPHERATZ. 


13 58 | Markab (a Pegasi) 
30 6 | Scheat (8 Pegasi). 
27 7 | Schedar (a Casstopei) 


ALTAIR. 


60 13 | Ras Alhague (a Ophiuchi). 


81 13 | Scheat (8 Pegas?) . 

38 2 | Schedar (a Cassiopeic) 
115 12 | Spica (a Virginis) 

59 9| Vega (a Lyre) . 


ANTARES. 

8 35 (a Pavonis) 
42 00 (Tri. Australis) 
42.7 

ARCTURUS, 


19 37 | Ras Alhague (a Ophiucht) 
56 00 | Spica (a Virginis). 


- 102 59 | Vega (a Lyra) . 


35 19 


ARIDED. 


22 18 | Schedar (a Cassiopeic) 


BELLATRIX. 


35 38 | Nath (6 Tauri) . 


BENETNASCH. 


30 35 | Dubhe (a Urs. Maj.) 
30 37 | Regulus (a Leonis) 
74 26 | Vega (a Lyre) 


BEvrELGUESE. 


82 53 | Phact (a Columbe) 

39 28 | Procyon (a Canis Min.) 
60 32 | Sirius (a Canis Maj.) 
22 16 | Tureis (« Argds) 


42 42) 


32 50 
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Aldebaran (a Taurt). 
Arided (a Cygni) . 
Castor (a? Geminor.) 
Dubhe (a Urse Maj.) . 
Menkalinan (8 Auriga) 
Merak (8 Urse Maj.) . 
Mirfack (a Persez) 


Merak (8 Urs Maj.) 


Achernar (a Hridanz) 
Alpheratz (a Andromede) 
Canopus (a Argds) 
Deneb-Kaitos (8 Cetz) 


Scheat (8 Pegasz) 


Deneb-Kaitos (8 Cet?) 
Hamel (a Arvetis) . 


Adara (« Canis Maj.) 
(« Orionis) 


Aldebaran (a Taurt) . 
Algeiba (y! Leonis) 
Alphacca (a Corona) . 
Alphard (a Hydre) 
Alpheratz (a Andromedae) 
Altair (a Agudle) . 
Arcturus (a Bodtis) 
Arided (a Cygnit) . 
Benetnasch (n7 Urse Maj.) 
Capella (a Auriga) 
Castor (a? Geminorum) 
Denebola (8 Leonzs) 
Dubhe (a Urse Maj.) 
Hamel (a Arietis) 


CAPELLA. 


30 42 
78 11 
30 00 
49 17 
7 39 
51 23 
1S 6 


Nath (8 Tauri) . 
Phact (a Columbe) 
Regulus (a Leonis) 
Rigel (8 Orionis) 
Schedar (a Casstopeie) 
(y Cassiopeice) 


CASTOR. 


43 4 | 


Pollux (8 Gemanor.) . 


FoMALHAUT. 


39 6 | Markab (a Pegast) 


GIy ed 
78 30 
26 46 


~ (a Gruis) . 
——— (a Phenicis) . 


MARKAB. 


° , | 
12 53 | 


(a Pavonis) 


MENKAR. 


40 43 
23 30 


Rigel (8 Orionzs) 


PHACT. 


17 31 
24 29 


Rigel (8 Orionis) 


PoLaRISs. 


° 4 
72 5) 
70 29 
63 59 
98 50 
60 19 
81 17 
71 30 
44 4] 
4) 25 
43 26 
57 56 
75 59 
28 43 
65 48 


Kiffa Borealis (8 Libre) 
Markab (a Pegasi) : 
Menkar (a Cet’). 
Mirfack (a Persez). 
Nath (8 Tauri) . 

Pollux (8 Geminor.) 
Procyon (a Canis Min.) 


Ras Alhague (a Ophiuchi) 


Regulus (a Leos) 
Schedar (a Cassiopeie) . 
Spica (a Virginis) 
Vega (a Lyre) 

(y Urse Min.) 
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° 


—_ 

os 
to 
co- 


oo 
— 
Ou 


69 36 
54 13 
42 30 
39 34 


oO é 
26 29 


° ‘ 
. 100 5 


74 21 
85 10 
39 26 
60 52 
61 50 
84 35 
77 57 
78 20 
32 48 


. 101 52 


51 36 
18 52 
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Adara (¢ Canis Maj.) 
Alphard (a Hydre) 
Bellatrix (y Orionis) . ‘ 


Algeiba (v1 Leonis) 
Alphard (a Hydre) 
Betelguese (a Orionis) . 


Achernar (a Hridant) 
Adara (« Canis Maj.) 
Alnilam (¢ Orionis) . ‘ 
Alphard (a Hydre) 


Algoreb (6 Corvt) : 
Antares (a Scorpit) : A 
Denebola (8 Leonis) . : 


Kifta Borealis (8 Libre) ; 


Alphacca (a Coron) 
Arided (a Cygnt) 


Kiffa Australis (a Libre) 

Ras Alhague (a Ophiuchi) 

Ras Alhague (a Ophiuchz) 

(a Trianguli Australis) 
(a Tri. Austr.) . : 
—— (6 Cygni) . X ° 
(a Gruis) . ° 
Deneb-Kaitos (6 Ceti) . ° 


INTER-STELLAR DISTANCES. 


Procyon. 

35 35 Canopus (a Argds) 60 7 
30 21 | Menkar (a Cet?) 69 1 
33 23 | Pollux (8 Geminorum) 22 49 

REGULUS. 

8 20 | Denebola (8 Leonts) . 24 38 
22 59 | Procyon (a Cants Min.) 37 24 
62 27 | Spica (a Virginis) 54 3 

SIRIUS. 
68 58 Canopus (a Argits) 36 15 
12 41 | Phact (a Columbe) 22 47 
22 57 | Procyon (a Canis Min.) 25 41 
40 20 (© Argads) . 50 45 
SPICA. 
14 27 | Kiffa Australis (a Libre) . 21 22 
45 55 | Ras Alhague (a Ophiucht) 66 22 
35 3 (a Tri. Austr.) 66 16 
27 33 | ——— (8 Centaurz) 49 44 
VEGA. 
39 42 | Ras Alhague (a Ophiucht) 29 35 
23 51 | Spica (a Virginis) 87 46 

VARIOUS. 

9 16 Kiffa Borealis (8 Libre). 
39 45 Alwaid (8 Draconis). 

39 11 Etanin (y Draconis), 
19 7 (8 Centauri). 
26 23 (a Pavonis). 

16 9 : (e Cygnt). 

18 26 : A (a Pavonis). 


24 36 ° : 


(a Phenicis). 


Notr.—Though the foregoing inter-stellar distances are computed for 1895, there will 
be no change of any consequence for a great many years to come. 


CHAPTER III. 
LATITUDE BY MERIDIAN ALTITUDE. 


In setting about the working of any astronomical question in 
navigation, the invariable thing to start with is THE GREENWICH 
DatE.* All the elements in the Nautical Almanac are computed 
for noon at the meridian of the Royal Observatory at Greenwich. 
Consequently, if an observation be taken elsewhere, it becomes 
necessary to reduce the astronomical data of the calculation to the 
time at Greenwich corresponding to the instant of observation at 
the place where it is made. 

In the case of the problem under consideration, the only 
Nautical Almanac element which requires reduction is the sun’s 
declination. This is frequently done by inspection (Table 19 of 
Raper); but the writer prefers, as the simpler plan of the two, 
to look at the chronometer as soon as eight bells have been made, 
and from the Greenwich Mean Time thus found, to correct the 
declination (taken from page II. for the month) by the hourly 
difference, in the same way as for an ordinary morning sight. 

By this means, as the application of the correction is self- 
evident, there is less liability to mistake than by the use of the 
table—markedly so when the sun is very near the equator, 
and the correction for Greenwich time happens to exceed the 
declination itself. 

Also, why burden the memory with two rules, when one is 
sufficient ? The man who can correct his declination for morning 
or afternoon sights, needs no other method to enable him to cor 
rect it for his noon observation; in each case the object is the 
same, and there is no occasion to alter the process. 

In general, a little mental arithmetic is all-sufficient to calculate 


* For quick reference to the Nautical Almanac, it is a good plan, month by month, to 
cut off half an inch or so of the top right-hand corner, so that the book can at once be 
opened at pages I. and II. for the current month. 
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Date. 
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Mean and 
Apparent time 
pages in 
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Definition of 
Latitude. 
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this correction, and at the summer and winter solstices, when the 
change of declination is slow, it can be taken out at sight. 

It must be borne in mind that the right-hand page of the 
Nautical Almanac contains the elements for Mean time, and that 
the left-hand page is adapted to Apparent time; consequently, 
whether the reduction in this or any other problem is to be made 
to Mean or Apparent time, the declination must be taken from 
the corresponding page. 

The column of Variation in one hour is only to be found on 
the left-hand page, and is common to both. 

In all the astronomical problems, it will be found handy to 
work by decimals. Thus, to find the correction for 4 hours and 
6 minutes of Greenwich Mean Time, when the variation of 
declination in one hour is 43’°68, proceed as follows :— 


Hourly diff. wees 43°°7 
ea ticesss x 41 
437 


1748 Correction 


60 ) 17917 (2 592 
120 


59 


ee 


In this example, the second decimal figure is dropped as being 
needlessly exact. 

To find the decimal parts of an hour equal to any given number 
of minutes, divide the latter by 6. Thus 6 minutes equal ‘1 of 
an hour; 30 minutes equal ‘5; 45 minutes equal ‘75; 3 minutes 
equal ‘05 of an hour, and so on. 

Regarding the earth as truly spherical, the LATITUDE of a place 
is the angle subtended at the centre of the earth by the are of the 
meridian extending from the Equator to the place in question. 
Nothing can be simpler than this definition. As a corollary to it 
we have another simple statement :—The altitude of the elevated 
Pole above the true horizon is equal to the observer's Latitude ; 
and since the earth’s rotation on its axis does not alter the posi- 
tion of the Pole, the altitude of the Pole is necessarily a constant 
at any given point on the earth.* 

_ * A few pages further on, this last statement about the constancy of the Pole will be 
tound slightly modified. Except asa matter of purely scientific interest, the Navigator 
need not trouble himself about the wanderings of the earth’s rotation axis. When Dr. 


Nansen reaches the North Pole in the summer of 1894, he will find it within fifty feet or 
so of its proper position. Nansen failea, and the Pole remains unconquered. 1899. 
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The following diagram and explanation will make this as clear 
as daylight. 

Z represents the zenith of the observer at O, N the nadir, PP 
the poles, EQ the equator, HH' the horizon. The outer circle is 
the celestial concave, and the shaded part is the earth, projected 
on the plane of the meridian. 


Then ZE is the are of 
the meridian intercepted 
between the Zenith of the 
place and the Equator, and H 
is therefore equal to the 
Latitude, also PH’ is the 
altitude of the Pole. 


f=) 


N 


Now PH is equal to 90°, and ZH’ is equal to 90°; therefore, 
PE is equal to ZH’. Take away the common part ZP. Then 
ZE is equal to PH’, or, the latitude is equal to the altitude of 
the Pole. 

Some men drift into a very common though extremely repre- 
hensible habit of finding the sun’s meridian zenith distance by 
subtracting their noon altitude from the constant 89° 48‘; and 
this they do under all cirewmstances—whether they are standing 
on the bridge of a high-sided steamer, or the deck nearly awash 
of a coasting schooner-——-whether the sun is almost overhead, or 
only a few degrees above the horizon. Some do it through pure 
ignorance-—-others, because never having taken the trouble to 
investigate the matter, think “it is near enough.” But it is not 
near enough; and the man who does such a lazy trick, to save 
himself at most half-a-dozen figures, is not fit for command. 

The proper mode for sea practice, where conciseness is only 
second to accuracy, is to make use of Table 38 in Raper’s Hpitome, 
which, however, be it noticed, is calculated for observations of 
the lower limb only. 

This tabular correction comprises the joint effect of dip, refrac- 
tion, parallax, and semi-diameter ; but as the latter is a variable 


Rough and 
ready 
89° 48’. 


Table 38 of 
Raper. 


Correction of 
meridian 
altitude. 


* Read, mark, 
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quantity, depending upon the earth’s distance from the sun,* the 
correction should in strictness be itself corrected in accordance 
with the time of the year; but as this secondary correction for 
variability of the sun’s semidiameter never exceeds 0’3—and is 
mostly much less---no great harm is done by neglecting it. 

Therefore, to correct the observed meridian altitude, apply first 
the centering error of the sextant, then the index error, if any— 
which can always be done mentally—and to the result add the 
correction from Table 88. This amount subtracted from 90° 
gives the zenith distance, to which apply the reduced declination 
in the usual way. 


As an example of the consequences which might ensue from the use of this 
slipshod 89° 48’, the very possible case will be taken of a vessel bound to 
Glasgow, entering the North Channel in the month of December. To shew 
the difference, the latitude will be worked both correctly and loosely. 


EXAMPLE. 


At noon on Saturday, December 18th, 1880, 0°30 p.m., G.M.T. by Chrono- 
meter, being in latitude by account 55° 30’ North, and longitude by account 
7° 40’ West, observed the meridian altitude of the sun’s lower limb to be 
10° 513’. No centering error (very unlikely). No index error. Height of 
the eye 32 feet. Weather inclining to be thick, with passing drizzles of rain ; 
moderate gale at S.W., freshening gradually. 


Rough and ready method supposed to be Short but correct method. 
‘near enough.” 
Obs. altitude .... 10° 51} 
Constant Gen ceeee cee nc cee 89° 48’ Corr. Table 38 + 6 
Obsealtitudeurs.<eeee oe 10 514 —_—— 
—- 10° 57} 
ZON: Cists ge sas aesccteeae cece 78° 56}? N. 90 
Declinations207.\.6 eecee sea 23 2548. a 
Zen, Cistiiee «ces ea 79° 23’ N., 


er ses, | 
Latitudes. : «ccksseces 55° 313’ North. | Declination ...... 23 253 S. 


True latitude . 55° 374’ North. 


The difference in the work of the two methods amounts to four figures, but 
the difference in the resulting latitude amounts to s¢x mzles. This, however, 
is not all—mark what follows. 

About a quarter past ten same morning, when the sun had an altitude of 
8°, sights were got for longitude, which were worked up as soon as the neces- 
sary latitude had been obtained at noon. Now, at the time the sights were 
taken, from the sun being so far to the southward, an error of one mile in 
the latitude used for the calculation would produce an error of exactly 4’ 
(minutes)t+ of longitude—in this case to the eastward ; and since the error of 


* The earth is nearest to the sun during the northern winter, and its apparent diameter 
is then greatest. It is least in July. 

+ It will be noticed that the word ‘‘ minutes” is used here instead of ‘‘ miles.” The 
latter would be decidedly incorrect. Jn speaking of Longitude or the divisions of the 
Sextant, it is proper to say degrees (°), minutes (’), and seconds (”); strictly speaking, 
the same thing applies to latitude also, but as a mile of latitude and a nautical mile are 
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latitude, as shewn in the preceding example, amounts to six miles, the cor- 
responding error deduced from forenoon sights would be 24’ (minutes) of 
longitude, equal to 133 miles of distance. Consequently, the ship would be 
6 miles further north and 13} miles further east than her captain supposed 
her to be. Now, assuming the longitude at: noon as determined by chrono- 
meter to be 7° 25’ West, and the latitude 55° 314’ North, according to the 
“near enough ” method, the ship would apparently be about 9 miles north- 
westward from Inistrahull, whereas her true position would be in latitude 
55° 374’ N., and longitude 7° 1’ W., or some 14 miles to the north-east of 
Inistrahull. Meanwhile the weather rapidly gets thicker, but the captain, 
feeling satisfied with his observations, and knowing his chronometers cannot 
be “out” on the short passage from a North American port, runs on with 
confidence, only to find, in less than three hours, his vessel a total wreck on 
the rock-bound coast of Islay.* In the Board of Trade enquiry which would 
be sure to follow, the bewildered captain—if he survived—would probably 
seek to account for the accident by an unknown error in the compasses, or the 
influence of a mysterious current. The Court, ignorant of the 89° 48’ trans- 
action, would perhaps be equally puzzled to know how the ship got so far out 
of her course after such an apparently good “ Fix” at noon ; but in any case 
it would very properly suspend him for not having verified his position by 
the lead ; and now that Lord Kelvin’s invaluable sounding machine enables 
this to be done without stopping the ship, there is no excuse for the omission. 
Those who have a blind faith in “sights,” without understanding the ground- 
work of the thing, should take this lesson to heart. 


Doubtless to some the foregoing will appear an exaggerated 
case, but it is not so. Further, there are men holding Master’s 
certificates who are in the habit of applying the declination (as 
given in the Nautical Almanac) to their noon sight for latitude, 
without using any correction whatever for the ship’s longitude, 
or, in other words, without reducing it to Greenwich time. They 
think that the precept, “At apparent noon,’ heading page LI, 
means that the subjoined declinations, &e., are good for noon at 
any place. 

One would imagine that, with the strict examinations now in 
force, such misapprehension would be impossible. When we 
recollect, however, that many worthy young men brought up 
before the mast, have absolutely no groundwork of education, 
and pass merely by dint of hard crammvng, there is no longer 
occasion to be surprised. Moreover, having obtained their certi- 
ficates, years may pass before they are called upon to fill a posi- 


practically the same thing all over the world, the looseness of expression is in this last 
case more pardonable. 

* It could be shewn in the same manner, that if the altitude were but 1’ wrong, and 
the resulting error in the longitude happened to lie on the same side as the error due to 
the incorrect latitude, the mistake in the ship’s position would be still greater, since 1’ of 
altitude in the case before us is equal to 18s of time, or 4%’ of longitude. 


Declination 
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time at 
Greenwich. 
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tion requiring navigational knowledge; and in the interval they 
become rusty, and the most of what they have learnt is forgotten. 

In the case of finding the latitude just given, it so happened 
that the declination required no reduction. Let us, then, take an 
example of a different kind, and work it as recommended for sea 
practice. 


EXAMPLE II. 


September 15th, 1880, in longitude by account 74° 30’ West, the meridian 
altitude of © was 53° 52’, the observer being North of the sun, and the height 
of his eye 24 feet. Gontarne error — 30”. Index error — 3’ 24”. When the 
sun had ceased to rise, the G.M.T. by chronometer was 4h. 54m. 10s. P.M. 


same date. Required the latitude. ~~), th ALA Tre — 


‘Declin. page II. N.A., Sept. 15th 2° 47° 35 N. decreasing. 


Reduction for Greenwich date .—- 4 43 °7 


Corrected declination . 2° 42' 19’"8 


Var. in 1 hour 579 


Observed altitude © . 5382 52” GANT ye ae 
Centering error — 30 7. bb asew 
Index error —- 3' 24’ 5211 
2316 
53 48 ——— correction 
Correction table 38 . . + 103 60)283'"71( 4’ 43'°°7 
a esas or 240 
True Altitudé - ia). <aibSub8e oe 
90 43 
Zenith distance . . . 36 I3N. 
Corrected declination . 2 423 N. 


Latitude . . 38° 43? North. 


When the sun’s altitude is low, as in winter, it is advisable to 
observe the wpper limb, as being further removed from the in- 
fluence of the excessive refraction so capricious near the horizon. 
It is true the after calculation is somewhat lengthened by so 
doing, and the difference of altitude is not much; still, every 
little tells, and a trifle in the way of extra labour, when a benefit 
is to be gained, should not be allowed to weigh for an instant. 

In the use of the sextant, the observer should accustom himself 
from the commencement to the znverting telescope. It is rather 
difficult to manage at first, but practice makes perfect, and its 
superiority over the direct one is unquestioned, 
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At sea, it is a good plan to carry a watch set to Greenwich Mean Time. 
If a common one, it can be regulated every morning when winding the 
chronometers, but if this be objectionable on the score of the watch’s value, 
it is easy to ascertain its error and make a mental note of it. This watch, 
then, becomes available for azimuths, ex-meridians, or other work where the 
exact second is not of consequence, and saves a journey to the chronometer. 
To have it set to Apparent Time at Ship might at first sight be considered 
preferable, but a moment’s reflection will shew that this is continually 
altering, and in a fast steamer, on east or west courses in high latitudes, does 
so very rapidly, sometimes as much as 50 minutes in a day, so that the watch 
would never be correct for an hour on a stretch. Moreover the G.M.T. can 
with ease be converted into Apparent Time at Ship, Sidereal Time, or any 
other, just as occasion may require. A strong watch, with watertight case, 
which will stand knocking about and yet go sufficiently well for this purpose, 
can be purchased now-a-days for thirty shillings or two pounds ; it should be 
of the kind known as “ keyless,” or what the Americans call a “ stem-winder.” 

After breakfast all the clocks on board should be set to Apparent ‘lime 
at Ship for noon of that day, as determined in advance, by working up the 
dead reckoning. There is then no fear of missing “sun time,” and the plan 
for many reasons is preferable to the usual one of making eight bells by the 
sun. 

For example, when steering near North or South in the fly-away steamers 
of to-day, it would shew immense ignorance to wait till the sun had “dipped ” 
and take the maximum reading as the meridian altitude. 

It does not require much “savvee” to see that near the meridian the 
apparent “rise” due to speed of ship will exceed the real “ rise,” and that up 
to a certain point it will neutralize the subsequent drop. By the time this 
point has been attained it may be several minutes after the meridian passage, 
and the sun may bear several degrees to the westward. 

With the moon it is still worse, since her rapid motion in declination must 
be taken into account. When the sun is crossing the equator, his hourly 
change in declination is only 1’, but the moon’s is 18’. Take the case of a 
90-knotter ” in latitude 50° N., steering towards the moon, which is crossing 
the equator northwards. They will approach each other at the railway speed 
of 38’, and the maximum altitude will exceed the merzdian altitude by very 
nearly 3?’, and will occur at 114 minutes after the time of meridian passage. 

This is one reason why the moon is tabooed in “ Wrinkles.” The author 
notices with amusement that certain of the “old-timers” have taken the hint 
and toned down as to the utility of our satellite for navigational purposes. 

Now let us look at the problem the other way about. Sticking to same 
Latitude, imagine a 35-knot “ Veper” to be steering true North, and the 
‘Moon to be crossing the Equator going South: they would be receding from 
each other at the express speed of 53 knots (61 statute miles). In this case 
the maximum alt. would occur fully 16 mins. before the meridian passage, 
when the moon’s bearing was 8. 5° E.; and the correction to be added to 
the maximum alt. to reduce it to the meridian would be close upon 77’,—both 
rather serious items as affecting safe navigation. 

When really on the meridian (bearing South) the moon would appear to 
be falling smartly, owing to the steady rise of the Southern horizon as it 
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followed up the ship in her progress to the North. (See page 337, lines 5, 6, 
and 7 from top.) 

This is an extreme, though not impossible, case, since we have (January, 
1900) a “ Destroyer” of the above speed. 

Though the principle remains the same, Meridian Alts. delow the pole 
must be treated differently. As shown in Chapter IV., Part IT., the meridian 
alt. (to a stationary observer) is the menemum alt., but the sweet simplicity 


_of this problem also is liable to be interfered with by the speed of a fast 
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vessel steering towards or away from the object—probably a high declination 
star. Should the ship be approaching the star, its alt. is increased by what 
may be regarded as the continuous dropping away of the horizon, and the 
minimum is therefore reached defore the actual meridian ‘passage. Should 
the ship be receding, the converse happens. Luckily a star’s declination is 
constant, so the errors are less than with the znconstant moon. 

Remember that the altitude of a celestial body is the angular distance 
between the body and the horizon, and that the alt. may be increased or 
diminished by a change in the place of either or both. For example, though 
the ship be stationary, the merid. alt. would have a different value to an 
observer aloft as compared with an observer on deck, owing solely to the 
difference in the place of the two horizons. Religiously bear in mind also the 
paragraph following the example on page 394. 

Now, the reader will want to know what to do should he find himself 
unwittingly interfering with the sun’s normal arrangements for passing the 
meridian at high noon. There is a choice of two things. 

1. Set clock to Apparent time at Ship for noon position, as already recom- 
mended, and make eight bells by it. Then, whatever the altitude may be at 
that moment, accept it as the merzdian altitude, even though the sun be still 
on the rise. Work out the Latitude as usual. 

2. Continue observing till the sun has ceased to rise ; then note time by 
chronometer and work out the maximum altitude as an “ Ex-meridian.” 

For general convenience, and also as being better adapted to ship-routine, 
the author has no hesitation in recommending No. 1, provided the clock is 
correctly set in the forenoon, and is not in the habit of losing or gaining a 
handful of minutes per hour. Accwrate navigation is not so easy as some 
people think : there are many pitfalls to trap the unwary. 


LATITUDE BY MERIDIAN ALTITUDE OF A STAR. 
Observations of the stars should be industriously practised. 


The advantage possessed by a man who is well posted in this 
work, over another who is ignorant of it, cannot be over-esti- 
mated. One now and again hears it remarked by old Atlantic 
navigators, that they have frequently been compelled to make 
the passage from land to land entirely by dead reckoning, as 
sights were not to be had. As it is inconceivable that during 
nine or ten days neither the sun nor stars should ever have been 
visible, this assertion must surely mean that the sun failed to 
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present himself precisely at the orthodox times of 9 A.M. and “high 
noon ;” and when appearing at other hours, could not be utilized 
for want of a known problem suitable to such irregular visits. 
Moreover, the stars must have been looked upon only as theoretical 
aids’ to navigation, being, for practical work, quite unreliable. 
It is hoped a better system of education may serve to dispel such 
illusions, and that every man in the future will fit himself to 
take advantage of the heavenly bodies, which are available for 
his guidance at all times when visible. | 

The problem of finding the latitude by meridian altitude of a 
star should be more frequently practised, especially when making 
the land in high latitudes during the winter months. As before 
stated, morning or evening twilight offers the best horizon for 
star observation, and reference to Table 27 and 27a of Raper 
will give the names of those on the meridian at that time. 

The Ex-meridian Tables of Brent, Walter, and Williams con- 
tain similar information. 

As it may be difficult to bring the star down to the horizon if 
there is over-much light in the sky, it will be found a capital 
plan to calculate its meridian altitude beforehand, and having set 
the sextant to this angle, direct the sight a few minutes before 
the time of transit to the north or south points of the horizon, as 
the case may be, and the star’s image will be seen either upon or 
near the horizon. There is then no difficulty in bringing it ex- 
actly to the horizon, and keeping it there like the sun, till its 
ereatest altitude is attained, which being read off will give very 
simply, and with exceedingly few figures, the sought-for latitude. 

The simplicity of this observation is perfectly delightful, and 
the star cannot be mistaken, as no other (except, perhaps, telescopic 
stars) will have the same meridian altitude at that time. It fre- 
quently happens that, by this method, a most perfect observation 
can be made during twilight, when the unaided eye will entirely 
fail to pick the same star out in the general brightness of the sky, 
and it possesses the additional advantage—that the observer does 
not even require to be acquainted with the star he is taking. For 
this observation, either the inverting or direct telescope may be 
used; but, as already stated, the first-named is preferable. If, 
however, the observation be made after dark, it will be necessary 
to employ the star telescope ; and with regard to this, it may be 
said that one of inferior quality is worse than none at all. 

To find the approximate meridian altitude of the star by 


previous calculation is an easy thing. 
2A 


Star observa- 
tions best 
during twilight. 


How to find 
the star 
required. 


Star’s previous 
recognition 

by eye 
unnecessary. 


How to 

calculate 
meridian 
altitude. 


Example of 
calculating 
meridian 
altitude. 


374 SEXTANT SET TO CALCULATED ALTITUDE. 


Work up the latitude by dead reckoning, and by subtracting 
it from 90° find the co-latitude. If the star’s declination and 
the co-latitude be of the same name, add them together; or take 
their difference if of contrary names. The result is the meridian 
altitude, to be reckoned from the south point of the horizon when 
the latitude is north, and the contrary when south. But should 
the sum exceed 90°, it must be taken from 180°, This last shews 
that the observer is on the equatorial side of the star, and in that 
case the altitude must be reckoned from the north in north 
latitude, and from the south in south latitude.* 


EXAMPLE I, 


About 8:15 P.m., June 1st, 1881, being in latitude by account 
47° 10’ N., wished to observe the star Spica for latitude. On re- 
ferring to Table 27, it is found to pass the meridian on that day 
about 8:39 p.m. Apparent Time at Ship. Required its approxi- 
mate altitude at that time, to which to set the sextant. 


Latitude... Faye 10% aN, 
90 
Co-latitude . . . 42 50 N. 
*’s Declination. . 10 322 S. See page 345, N.A. 


Approx. merid. alt. 32° 17}' 8. 


EXAMPLE II. 


About 4 P.M., July 16th, 1881, being off the Horn, in latitude 
by account 54° 10'S., wished to correct the dead reckoning by 
an observation of the star a Crux, which by Table 27 will pass 
the meridian on that day about 4°35 p.m. Apparent Time at Ship. 
Required the star’s approximate altitude at that time, to which 
to set the sextant. 


Latitude’... .¢ 5. <) 6 DAt UO! oe 
90 
Co-latitude . . . . 35.50 S. 
*’s Declination. . . 62 27 S. See page 343, N.A. 
*’s Meridian altitude. 98 17 reckoned from the North. 
180 


*’s Meridian altitude . 81° 43° reckoned from the South. 


*In the N. A. for 1895, the Right Ascensions and Declinations of the stars will be 
found between pages 8308—371. 
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Its declination will always be a guide as to the direction in 
which to look for a star. According as the former is North or 
South of the observer’s position, so will the latter bear when on 
the meridian. This is so self-evident that there is no occasion to 
tax the memory by recollecting the rule given further back. 

We will now suppose the observation of Spica (Example I.) to 
have been completed, and that the observed meridian altitude 
was ascertained to be 82° 22’ S.; eye 30 ft.; no centering error; 
no index error. Required the latitude. | 


Observed altitude ee Soe oe ahy. 
Correction—Table 88 of Raper . . . - ~~ 63 
rue AUMUCC.5 f. uel eaten: Oe LOT 

90 
Merid. zenith distance 57 442 N., 
*s Declination 10 3228. 


True latitude . A712" North. 


This is even shorter and simpler than the latitude by meridian 
altitude of the sun, since the star’s declination being almost a 
fixed quantity, requires no correction for Greenwich Mean Time. 

The lower portion of Table 38 of Raper gives the sum of the 
corrections for a star in the same manner that the upper portion 
answers for the sun. It may also be used for correcting the 
observed altitudes of any of the planets (except the moon), as 
their semi-diameter and parallax in altitude are not worth con- 
sideration: consequently, the operation of finding the latitude 
by a planet is precisely similar to that by the star Spica, worked 
out above. 

The declination of the planets, and their mean time of passing 
the meridian, will be found in the N. A. for 1895, between pages 
234—265, under the heading “ Mean time.” Since the declina- 
tion of the planets is continually changing, note the time by 
chronometer when the meridian altitude is observed, and reduce 
the declination to the Greenwich date by simple proportion. As 
the “ hourly variation ” is not given, it will be necessary to take 
the “ variation ” for one whole day, and then say—As the change 
is in 24 hours, so will the change be in the given number of 
hours.* 

* If a rigorously exact reduction be required for any special purpose, ‘‘ second 


differences ” would have to be employed ; see page 508 in N. A. for 1895; but for sea use 
such ultra-refinement is thrown away. 
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EXAMPLE III. 

July 3rd, 1881, at 7:39 a.m. Mean Time at Ship, in longitude 
104° 6' W., let the observed meridian altitude of the planet 
Mars (6) be 22° 50’ N., when a chronometer showed 2h. 35m. 58s., 
G.M.T., same date. Eye 32 feet; no centering error; no index 
error. Required the latitude. 


Declin, noon July 8rd . . .' . 13° 4/3” N. Page 245N. A. 
Declin. noon July 4th . . : ~ -18) 1853, 5N; ee 5 
Change in 24 hours . <3 oe Or tee 
If the change is 14’ in 24 hours, what will it Declin. July:8rd.. = 4... lo eee Oe 
be in 2°6 hours? Correction for 26 hrs. . + 1 30 
adhs <2:6h.w sl 4s , Reduced. declin, 47. 13° b28370Ne 
14 ieee iaeienal 
2°6 Observed merid. alt. . . . 22° 50’ N. 
aaa, Correction—Table 88 of Raper — 7} 
84 
28 Tine. Alin ndells sees ane + Guee Len 
24) 364 (1'"5 w 
e Merid. zenith dist... . . 67 1738. 
124 Corrected declination. . . 18 54N. 
120 Latitude. . . .. . . . 64° 19)’ South. 


Bierce ttre Whenever you can, it is advisable tu take stars both North and 

on et == South of the observer, as by so doing all systematic errors, of 
whatever nature, are eliminated from the mean of the results. 
For example, some men have a fixed habit of bringing the object 
too low—others, not low enough; the astronomical refraction 
may be greater or less than the amount allowed in the Tables; 
the instrumental error may be somewhat different to what is 
supposed ; or the horizon may be unduly elevated or depressed, 
as already explained in a previous chapter. 

Compensation In each and all of these cases the certain cure is to observe 

Apo stars on both sides of the zenith. If the ultimate effect of these 
various errors lies on the side of making the altitudes too great, 
the northern star will give the latitude too far north, and the 
southern star will give it too far south; but the mean of the two 
will be correct, or nearly so. 


Southern Star * Northern Star 


5 B 
PA celal oy if 
In the diagram, the balance of error in the ease of the northern 
star places the ship at C; and as the error is common to both 


observations if they are taken nearly at the same time, the 
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southern star will place the ship at A. In reality she is at B, or 
about midway between the two. 

In like manner, if the errors conspire to make the observed 
altitudes too small, the northern star will give the latitude too far 
south, and the southern star will give it too far north, but the 
mean will be correct as before. The subjoined diagram shews this, 


af f 
Southern Star ys x Northern Star 


nh awe 


i 
Perens Fuh) Hedy Gy) hei DEG GY. RAD AF 
B 


It is well to recollect that the greater the meridian altitude, 
the greater the correspondence between the latitude of the ob- 
server and the declination of the body observed, and vice versd ; 
or, in other words, as we approach an object its altitude increases. 

In a footnote near the beginning of this chapter, reference was 
made to what is now termed “the inconstancy of latitude.” 
Until comparatively recently it was a canon in astronomy, that 
once the latitude of a place had been determined with all the 
refinements known to science, a shift was impossible. But it 
seems now that though the statement is very nearly true, it is 
not absolutely so. 

Theoretical investigations, indeed, have long given rise to the 
hypothesis of changes of latitude, but the first observational data 
confirmatory of this were obtained by Professor I. Kiistner, who, 
from his observations .at the Berlin Observatory, showed that the 
latitude of Berlin in the spring of the year 1882 was about two- 
tenths of a second less than at the same time of the year 1881. 
Similar results were derived from the observations at the Ob- 
servatories of Pulkova and Gotha. In September, 1888, there- 


Shifting of 
polar axis. 


fore, the Conference of the Permanent International Geodetic © 


Commission, which was held at Salzburg, determined to under- 
take an investigation of this important question by means of 
simultaneous observations at the Observatories of Berlin, Pots- 
dam, Prague, and Strasburg, which were commenced in January 
1889, and continued until April, 1890. The result of these ob. 
servations was to show that in fact the latitudes of the places 
named were subject to periodical changes, the maxima of which 
occurred during the autumn, and the minima during the spring- 
time. The greatest variation amounted to about one-half of a 
second (05), or in linear measure about 50 feet. 


Inconstancy of 
latitude. 


Observing 
station. 
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Variations of this extent could not be neglected in accurate 
geodetical measurements, where the calculations are often worked 
out to a few hundredths of a second. | 

Theoretically, there are three possible reasons for variations in 
latitudes, viz., changes of gravity or of the plumb-line, the still 
unknown vibratory movements of the Karth’s axis; and lastly, 
variations in the position of the Earth’s rotation axis im the 
mass of the Earth itself. For the determination of this question 
it is necessary to have corresponding observations for latitude at 
two stations, as nearly as possible 180° distant from each other. 

In case it should be, as in fact did happen, that the variation 
of latitude takes place simultaneously, but in an opposite sense, 
the third explanation is the only one possible. 

The Permanent Commission for Earth-Measurement deter- 
mined, therefore, in January, 1891, to despatch an astronomical 
expedition to Honolulu for the purpose of taking observations 
for latitude as accurately as possible, simultaneously with obser- 
vations at the observatories of Berlin, Prague, and Strasburg. 
The expedition, under Dr. A. Marcuse, left Berlin on April Ist, 
1891, and at Washington was joined by Mr. Preston, an officer of 
the Coast and Geodetic Survey of the United States. 

From the end of May, 1891, to May, 1892, Dr. Marcuse recorded 
1800 observations for latitude, with the result that if, for Ger- 
many, the geographical latitude increases, it decreases on the 
anti-meridian to exactly the same extent; thus furnishing an 
incontrovertible proof that the variations of latitude are caused 
by changes in the earth’s rotation axis. The greatest possible 
precautions were taken to insure the accuracy of the measure- 
ments. The station was situated on a coral-rock on the sea-coast ; 
the observation hut was specially constructed with double walls 
to keep off the intense rays of the sun; and in order to guard 
against irregular refraction and the influence of temperature on 
the zenith telescope, the electric light was used for reading the 
instruments. 

There are two terms of latitude variation, whose periods are 
respectively one year, and 428°6 days. 

On December 3rd, 1892, at the meeting of the Berlin Geo- 
graphical Society, Dr. Marcuse read a report upon the geodetie 
expedition to the Hawaii Islands above referred to, and, as may 
be imagined, much interest was evinced. There are, however, a 
good many astronomical experts who require further evidence 
before regarding the matter as finally settled. 


CHAPTER IV. 


LATITUDE BY MERIDIAN ALTITUDE BELOW THE POLE. 


We now come to a useful problem, which is very little prac- 
tised, though it is just as simple, and certainly as short, as any of 
the preceding. 

In high latitudes, certain stars complete their daily revolution 

round the pole of the heavens without rising or setting, and are 
consequently termed Circumpolar stars. This occurs when their 
polar distance is less than the latitude of the observer—both 
being of the same name. These stars having come to the meridian 
above the pole, which is their highest point, decline towards the 
westward for six hours, when they gradually curve eastward— 
still falling, however—till in another six hours their lower cul- 
mination is reached, when they are said to be on the meridian 
below the ole. ; 
_ They then commence to rise, still moving eastward, for another 
six hours, after which they turn to the westward in their upward 
course for a further period of six hours, when the circle is com- 
pleted, and they are again on the meridian above the pole. The 
hours alluded to here are of course Sidereal hours, which are 
nearly ten seconds shorter than mean solar ones. 

It will be noticed that during the lower half of the star’s 
journey their motion is from west to east. Attention is particu- 
larly called to this, because in observing star azimuths, unless 
acquainted with it, a beginner is likely to fancy he has made a 
mistake on discovering that, as his western hour angles grow 
larger after they have exceeded six hours, the star’s bearing 
becomes more easterly, which at first sight seems opposed to what 
one would expect. The annexed diagram makes the explanation 
clear. 
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West wl dtin DD op lifer ary ee eae East 


A WBE is the diurnal circle of a northern circumpolar star, and 
the line AB represents the meridian of the observer. At A the 
star is at its upper culmination, or, in other words, it is on the 
meridian above the pole, and bears North. During the first six 
hours, whilst passing from A to W, it falls towards the westward ; 
at W, therefore, the hour-angle of the star is 6 hrs. west. During 
the second six hours, between W and B, it falls towards the east- 
ward. At B it is at its lowest culmination, or, in other words, it 
is on the meridian below the pole, and again bears North. During 
the third six hours, between B and #, it rises towards the east- 
ward ; at H# the star's hour-angle may be expressed either as 
18 hrs. west or six hrs. east of the meridian, And during the last 
six hours its course is upwards, and towards the westward, till, 
after a lapse of 24 sidereal hours, it again transits at A. For 
southern circumpolar stars the direction of the arrows must be 
reversed and the letters H and W change sides. 

If the night be cloudless, it is easy in the northern hemisphere 
—without reference to the compass—to tell when a star is near 
the meridian below the pole, by its being vertically under the 
Pole star, which latter is now only 14° distant from the pole 
itself. 

In observing the meridian altitude below the pole, the sextant — 
readings get less and less, until the lowest point is reached, when 
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the star may be said to be “down,” in the same sense that at 
noon we say the sun is “up.” 

To find the latitude, correct the altitude by Table 38 of Raper. Rule for 
Find the star’s polar distance by subtracting the declination gin fe 
from 90°. Add together the polar distance and the true altitude, 
and the result is the latitude, without further trouble. Jt would 


be a puzzle to find anything more easy. 


EXAMPLE, 


Entering Channel after a couple of days of cloudy weather, 
the sky partially cleared to the northward about 8 o’clock in the 
evening of November 6th, 1881, when the meridian altitude of 
star Dubhe below the pole was observed to be 21° 58’. Eye, 24 
feet. No arc errors. No index error. Required the latitude. 


Dubhe’s declin. Nov. 6th 62° 23'N. (page 340, N. A.) 
90 


Dubhe’s polar distance 27 37 N. gs observed alt. 21° 58' N. 
a true altitude oe 61,3 Correction (Table 38) — 7 
Latitude 49° 28’ North. | *’s true altitude ah gb 


To set the sextant for an observation on the meridian below pow tocalcu- 
the pole, subtract the star’s polar distance from the latitude by ate Meridian 
° d : ° ‘ Z Altitude below 
dead reckoning, which will give the approximate altitude. theres 
From what has been said, it will be apparent that to find the 
time of a star’s transit below the pole on any particular day, it is 
only necessary to add 11 hours 58 minutes to the time given in 
Table 27 of Raper. The following lists comprise useful cireum- 
polar stars in both hemispheres. 
The observer being to the northward of 49° North latitude, 


the undermentioned are available :— 


ue M. Northern 

Schedar, (a Casscop.) mag. 2°2 to 2°8—Right Ascen. 0 35 circumpolar 
Mirfack, (a Persei) Wek gi rei: F cha aad mage 
Dubhe, (¢ Urse Majoris) _ 2°0 i 10 57 

Phecda, (y Urs Majoris) é. 2°6 A: 11 48 

Benetnasch, (n Urscee Majoris) ,, 2°0 P 13 43 

Kochab, (8 Urse Minoris) " 2°1 wt 14 51 

Etanin, (y Draconis) “ 2°4 cs 17 54 

Alderaimin, (a Cephez) . 2°6 ,. 21 16 


Alderaimin being mentioned here for the first time, requires ALDERAIMIN 
to have its whereabouts indicated. It lies well on towards mid- (a Cephei). 
way on a perfecily straight line joining Vega with 0 Cassiopeiz: 
the latter is the star at the bottom of the left leg of the W. 
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North of 51° North latitude, the following may be added to 


the list :— 
Capella, (a Awrige) mag. 02 —Right Ascen. 5 9 
Arided, (« Cygnt) Fs 1°5 & 20 38 


In high Southern latitudes, observations below the pole are of 
greater utility than with us in the more favoured hemisphere, 
where the Pole star is on duty all through the night. It isa 
thousand pities that the Southern celestial pole is not furnished 
with as efficient a sentinel. o Octantis, it is true, is only 03° 
from the pole, but being a star of the 6th mag. is useless to 
seamen. It is, however, some consolation that the Pole is sur- 
rounded by half a dozen others, mostly of great brilliancy, which, 
if not quite so ready to hand, go far to make up the deficiency : 
here they are :— 


i. M. oO 
Southern Achernar, (a EBridant) mag. 1°0—R.A. 1,34 ere 0 ont 42 §. 


i Southward of 
Bea od Canopus, (a Argis) ney. Orkuee 6 22 P 473 8. 
, (a1 Crucis) Pee Ey ee 12 21 a 38 S. 
(8 Centaurz) 77s, = acl 2a. 13 56 L 404 S. 
, (a Centauri) -.,, O77 5, 14 32 ;, 40 §. 
, (@ Pavonis) eo ae 20 17 as 43 8. 


o Octantis is almost exactly midway on a line joining Achernar 
and 8 Centauri. The two latter are therefore on opposite sides 
of the pole, and practically equi-distant from it. Consequently, 
when Achernar is on the meridian above the pole, 6 Centauri— 
roughly speaking—is on the meridian below the pole, and vice 
vers. 


Stars which do not set to the observer lie within what is called 
the Circle of Perpetual Apparition, and are distinguished as 
Circumpolar stars. On the other hand, those stars which do 
not rise above his horizon lie within the Circle of Perpetual 
Occultation. When the observer is on the Equator both these 
circles disappear. Heavenly bodies—of whatever declination— 
will there rise and set vertically, and their diurnal circles will be 
bisected by the horizon, so that they will be 12 hrs, above it and 
12 below: hence day and night are equal. The Equator will 
pass vertically overhead through the zenith, and the Poles 
will be in the horizon. 

Remember that the altitude of the Pole is the Latitude of the 
observer, consequently, if the altitude is 0° the Latitude must 
also be 0°. 


CHAPTER V. 
LATITUDE BY THE NORTH STAR (Potanis). 


The constellations of the Great and Littie Bears are so very 
important that they deserve a chapter to themselves. The 
student of the heavens should begin by making himself 
thoroughly acquainted with them as starting points in search of 
the remainder. 

The ‘Great Bear’ is very conspicuous; and the figure formed 
by the seven principal stars is variously termed—the Plough, 
the Skillet, the Cleaver, the Dipper, the Waggon, and Charles’s 
Wain. 

The star at the extremity of the tail (or handle of the ‘ Plough’) 
is named BENETNASCH. The two at the opposite, or leading end, 
of the ‘Plough’ are termed the “POINTERS,” because a line 
through them, if produced, will pass close to the North star— 
which, by the way, is the best means of finding it. Of these 
two, the one nearer the North Star is known as DUBHE, the other 
as MERAK. , 

With the exception of the ‘ Pole Star,’ and the ‘ Guards,’ those 
in the ‘ Little Bear’ are faint, and at times somewhat difficult to 
make out. Altogether the ‘Little Bear’ plays second fiddle to 
its relative. The one redeeming feature is that it can boast of 
the North Star. 

There are points of similarity and dissimilarity between the 
two Bears. Each has seven principal stars: four of them form 
an irregular square, and the remainder a tail. The dissimilarity 
consists in the tails having opposite curvatures; that of the 
‘Great Bear’ droops, whilst the other turns up. Again, the 
figures are different as regards size; and lastly, the magnitudes 
in the one case are fairly uniform as compared with the poverty 
of the bulk of them in the other. 

‘Polaris’ is in the extremity of the tail of the Little Bear, just 
as Benetnasch is in the extremity of the tail of the Great Bear. 
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384 - INTERESTING ITEMS ABOUT POLARIS. 
The “ Pointers” in the latter correspond to the “Guards” in the 
former. 

The two middle stars in the tail of the ‘Plough’ face the 
‘Guards,’ the four forming a narrow oblong, with Thuban 
(a Draconis) lying midway as a sort of faint connecting link 
between the two constellations. 

About 2300 B.c. Thuban was the Pole star, and barely 4° 
distant from the pole. There is reason to believe that Thuban 
was then somewhat brighter than at present. 

The North star (Polaris) is particularly accommodating in 
affording seamen a ready means of determining the latitude at 
any hour of the night. This invaluable guide is now a degree 
and a quarter (14°) distant from the Pole of the heavens; and as 
the diameter of its diurnal circle (24°) is small in consequence, 
the star’s apparent revolution round the Pole is very slow, being 
only about a minute of arc (1’) in three minutes of time. This 
enables observations for latitude to be made regardless of whether 
it is on or off the meridian, as an error in the time used in the 
computation—unless very considerable—has but little effect on 
the result. 

Did the North star but occupy the exact position of the Pole, 
it would be a fixed point, and its altitude, when corrected for 
instrumental error, dip, and refraction, would give the latitude of 
the observer without any calculation whatever. This is fully 
explained on pages 366—867. 

At present the Pole is approaching the North star, and in a 
century or thereabouts will have reached within half a degree of 
it, when it will commence to recede, and gradually come nearer 
to the bright star Vega, which, in about 12,000 years—owing to 
what is known as the Precession of the Equinoxes—will then 
become the Pole star. 

The imaginary point representing the Pole of the heavens may 
be found by drawing a line from ¢ Urse Majoris (the middle star 
in the tail) to within a degree and a quarter of the North star, 
These two stars are consequently on diametrically opposite sides 
of the Pole. When ¢ Urs Majoris is six hours from the meridian, 
the North star will be so also, and its altitude in that position 
will be nearly the same as the elevation of the Pole. It will be 
known when this is the case by a line through ¢ Urs Majoris 
and Polaris being parallel with the horizon. The eye can guess 
this pretty accurately. (See Plate facing next page.) 

An altitude at such times, simply corrected by ‘Table 88 of 
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Raper, will give a rough shot at the Latitude. This is mentioned, 
not to advocate such a slap-dash mode of finding it, but to exhibit 
the principle. 

As a matter of fact—for an accurate determination—the Pole 
star is then in its worst possible position, as at such times its 
vertical motion is most rapid, and an error in the time produces 
its greatest effect, namely, 1’ of latitude for every three minutes 
of error in the time. On the other hand, when the Pole star is 
near the meridian either above or below the pole, its motion in 
altitude is least, and an error in the time is of little or no con- 
sequence. Reference to Table 51 of Raper will shew that for 
half an hour on either side of the meridian the altitude will 
barely change 1’, so that the observer has ample time to get a 
good sight without being embarrassed by the rising or falling of 
the star. This, then, is the best time for observing. 

The time of transit may be found by consulting Table 27 
of Raper, or by the appearance of the Great and Little Bear. 
When ¢ Urs Majoris (sometimes called Mizar) is vertically 
above or below Polaris, the North star will be on or near the 
meridian. This is shewn in the diagram. Any trifling weight— 
such as a stone or a marline-spike—slung to half a fathom of 
seaming twine and held at arm’s length towards the stars, will 
materially assist the untrained eye in judging the vertical. 
Similarly, in getting a line of direction between stars in other 
positions, it is a good plan to take them “out of winding” with 
a straight-edge, especially when far apart. The writer found 
this of great service through many a long winter’s night when 
concocting Chapter II. on “Sky Pilotage.” 

When Spica is on the meridian so is Polaris; the one above, 
and the other below, the pole. (Vede Table 27 of Raper), 

6 and y in the Little Bear are called the “Guards:” Kochab 
(8) is rather the brighter of the two. 

There are two ways of working out the latitude by Polaris; 
one is known as the Nautical Almanac, and the other as the 
Epitome, method. (Raper, Table 51). The former is the more 
exact, and as the difference in the length of the calculation is so 
trifling as not to be worth speaking about, the preference is 
given to it, especially since it possesses the decided advantage of 
familiarizing the navigator with Sidereal Time in the precise 
form employed in certain of the stellar problems herein treated 
of. Therefore, mark well how it is arrived at. It is a matter of 
importance, in the first place, to select a good form of working, 


Best time for 
observing 
Pole star. 


How to know 
best time for 
observing. 


Latitude by 
Pole star— 
two methods. 


Nautical 
Almanac 
method. 


Mathematical 
juggling 
exposed. 


386 LATITUDE BY POLE *« AT ANY HOUR. 


Te a Te 
and then to stick to it. This has been made a leading feature in 
“ Wrinkles.” 


EXAMPLE. 


At about 810 pM. May 19th, 1880, when in Latitude and 
Longitude by account 41° 47’ N. and 55° 45° W., observed the 
altitude of star Polaris to be 40° 362’, when a chronometer which 
was 3m. 56s. slow of G.M.T. shewed 11h. 41m. 31s. P.M. same date. 
Kye 32 feet. Index error + 45”. No are errors. 


H. M. S. 


11 41 31 Time by chronometer. Observed alt. of spurte = .. 40 363 
ob 3 56 Error of chronometer. Index error .. a PE ied Cy 
11 45 27 G.M.T. ‘ 40 37} 
— 3 43 00 Longitude in time W. Correction, Table 88 of Raper .. — 6} 
8 227 Mean time at ship. True altitude .. aC 2 3291.40 F681 
+ 850 8 Sid. time at Greenwich mean noon. | Constant correction we eee a | 


+ 1 56 Acceleration for 11h. 45m. 27s, = 
—— Reduced altitude... 40 
11 54 31 Sidereal time of observationatship, | 1st corr. Table I. N.A., page 483° na 1 Bt 
or, in other words, the Right Ascen- | 2nd corr. Table IT. N. A., page 484 0 00 
sion of the Meridian of observer. 8rd corr. Table ITI. N.A., page 484+ 1 


Latitude 41° 46}'N. 


This looks formidable on account of the explanatory writing 
at the sides, which is inserted as a guide to the learner; but in 
actual practice most of this is omitted, and the figures themselves 
are not many. 

In the N.A. method (vide above example) there is a constant 
correction of 1’ subtractive ; and as the question has often been 
asked why the true altitude should always be diminished by this 
amount without any apparent reason, the explanation is now 
given :—In the construction of Table II. the Polar Distance and 
Right Ascension of the North Star are assumed to be invariable 
throughout the year, but this is not the case, as may be seen by 
turning back to the Table on pages 308-315 of the V.A. for 1895. 

Table III., which is an auxiliary to Table II., depends on the 
difference between the true and assumed values of the P.D. and 
R.A., and contains the necessary correction, increased by 1’ for the 
sake of rendering the quantities always additive; and as it would 
not do to allow this convenient unit to remain to vitiate the 
result, it is quietly got rid of near the beginning of the problem. 

Some slight allusion has been made in this and previous 
chapters to the phenomenon known as Precession of the Equi- 
noxes. ‘This is a matter which pertains more to Nautical 
Astronomy than to Practical Navigation, but as these two are 
closely allied, and Precession is constantly cropping up in con- 
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nection with one or other of them, the author thinks no apology 
is needed to introduce it more particularly to the notice of the 
reader. Moreover, it is much more satisfactory to understand it 
than not to understand it, especially when ten minutes will 
suffice for the purpose. 

The following—by kind permission of the publishers of 
Chambers’s Journal—is copied verbatim from the March 
number for 1885. It is selected from among many articles by 
various writers as being at once a clear, concise and popular 
explanation, such as will be likely to recommend itself to the 
favour of intelligent seamen. 


WHEN SHALL WE LOSE OUR POLE STAR? 


“This may be to some of our readers a startling question; for 
most of us have had that star pointed out to us many years; and 
perhaps those who directed our eyes to it little thought that there 
would ever be any other pole-star. 

“Tt is well known that if the northern extremity of the axis of 
our earth were lengthened until it met the imaginary sphere of 
the heavens, it would come very near to our present pole-star, 
hence called Polaris; and if, for any cause, the direction of that 
axis were materially altered, that star would no longer be a true 
index of the north. 

“ We now propose to show that such a change of the direction 
of the earth’s axis is continually taking place; and that the ter- 
restrial axis when thus lengthened describes a cone, the apex of 
which is the centre of the earth; and the circumference of the 
base of the cone is a circle described amongst the stars. When 
the axis has described one-half of its course, the angle between 
the two positions it occupies at the beginning and at the middle 
of the rotation is about forty-seven degrees. And thus the 
extremity of the axis will successively come near to other stars 
than our present pole-star; and in about twelve thousand years 
it will have as the Polaris the very conspicuous star Vega, or a 
in the constellation Lyra. 

“We now proceed to explain the reason of this movement of the 
earth’s axis. It is well known that the earth is not a perfect 
sphere, but is flattened at the poles, being what astronomers call 
an oblate spheroid. Now, the sun’s attraction upon such a 
spheroidal body is not quite the same as it would be upon a per- 
fect sphere. When the sun is at either equinox—that is, just 
over the equator—the attraction exercised upon our earth is the 
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same as if that body were spherical; but when the sun is at or 
near the upper tropic, its action upon the terrestrial matter which 
bulges at the equator has a tendency to pull that matter towards 
the ecliptic, and to make the axis of the earth approach to a 
vertical to the ecliptic. The same influence is at work when the 
sun is near the lower tropic. And if this influence were not 
counteracted, the effect would be to cause the ecliptic and equator 
ultimately to coincide; and our annual succession of seasons 
would be done away with. Butas no such catastrophe is threaten- 
ing us, and the inclination of the ecliptic to the equator re- 
mains about twenty-three and a half degrees, there must be some 
force which neutralises the above tendency: this is the rotation 
of the earth on its own axis. No one but a good mathematician 
could a prior? tell the exact effect of these two forces combined. 
But any one may see how rotation may affect the motion of a 
body acted on by another force, by observing how a pegtop is 
kept upright by the rotation, whilst it falls as the rotation ceases. 
The influence of this rotation to keep a body from falling may 
be noticed by anyone who carefully observes a spinning coin when 
about to fall. While the coin spins rapidly, its uppermost part 
appears asa point. As it falls, the point becomes a small circle, 
increasing as the rotation slackens. But if the coin be very 
closely watched, when beginning to fall, it will be seen that the 
small circle is for a moment diminished, showing that the coin 
had partially recovered its upright position. This recovery is 
entirely due to the rotation. 

“Similarly, a bicycle is kept from falling by its horizontal 
motion; and a conical bullet, which has gained a great rapidity 
of rotation from a rifled barrel, keeps the direction of its axis 
without deflection to the right or left. And thus we find that 
the present position of the earth’s axis with respect to the ecliptic 
is not altered; but the two forces acting upon the earth cause 
the axis to rotate, as above described, so that the north pole de- 
scribes a circle in the heavens. 

“ But as the period of this rotation is very great, it was not easy 
to detect such a result, except after a long period of observation. 
It was discovered thus. The point where the ecliptic and equator 
cut is called the first point of the constellation Aries, one of the 
well-known twelve signs of the zodiac. From this point all 
celestial measurements are made eastwards. Each star of im- 
portance has had its distance east of that point—called its right 
ascension—recorded. In the course of time, the tables of these 
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numbers so recorded appeared to be erroneous; but the error 
was so regular, and all in one direction, that it was conjectured 
that the point from which these right ascensions were reckoned 
had itself shifted its place. And so it proved; and if anyone 
looks at a celestial globe, he will see that Aries no longer occupies 
the position where the equinox is, but is somewhat to the east, 
or right, because the point of intersection of the ecliptic and 
equator has slipped back. But as the sun appears to take a 
shorter time to come back to the equinox than to arrive at the 
same stars, which were once close to that point of intersection, 
this slow retrograde motion is termed the precession of the 
equinoxes, 

“The distance on the equator caused by this retrograde motion 
would, if not otherwise modified, be 50’°41 annually. But the 
attraction of the planets on each other produces a very small 
motion of the equinox in the other direction; and so the result- 
ing precession is about 50”1 annually. If we divide the three 
hundred and sixty degrees in every circle by the above small 
quantity, we shall find that the period of the revolution of the 
earth’s axis is 25,868 years. 

“ Of course the moon has an influence on the extra mass at the 
earth’s equator, as the sun has, similar in kind, but far less in 
quantity. This influence would cause the earth’s axis to describe 
very small cones of the same nature as the large cone above de- 
scribed ; and the period of every rotation would be about nine- 
teen years. The effect of this second or lunar influence is to 
cause the earth’s axis to dip a little towards the equator, and 
then to resume its position; and this nodding motion is termed 
nutation, from the Latin word nuto, to nod. Thus the axis of 
the earth describes a cone not of uniform surface, but as it were 
fluted, and completes its majestic round in nearly twenty-six 
thousand years, pointing to a various succession of stars which 
will in their turns be honoured by future astronomers as the 
pole-stars of their respective generations.” 


It is curious that no mention is made in the above article of 
a philosophical toy (procurable for a few shillings), known as 
the Gyroscope. 

This little apparatus illustrates the surprising properties of 
both simple and compound rotation. Its very peculiar action 
depends upon the law that if a mass be set revolving about its 
principal axis of inertia of greatest or least moment, the direction 
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of the axis will remain absolutely unchanged, so long as the 
rotation continues unimpaired and extraneous force is not 
applied. 

This is precisely the position of our earth. Rotation would 
keep the polar axis fixed in space—always pointing to the same 
star—were it not for the disturbance caused by the attraction 
of other neighbouring bodies. 


By an oversight it was omitted to give on page 346 the 
respective magnitudes of the seven stars in the ‘Plough’: but 
better late than never. 


Dubhe (a Ursee Majoris) ... wee 1/89, 


Merak (bua ee) 2°17, 
Phecda yen pe 2°30. 
Megrez (Seti xa 3°20 (approx). 
Alioth (oie ey, 1°80. 
Mizar Fe ek: 2°00 (approx). 
Benetnasch (n _,, en Ey gy 


It will be noticed that, excepting Megrez, there is not much 
difference. Benetnasch is slightly the brightest of the lot. 

The reader may find it convenient to write the above magni- 
tudes in the margin of page 346. 


Dubhe and Benetnasch are approaching us with velocities 
calculated respectively at 46 and 32 miles per second. The 
remaining five are receding at the rate of about 20 miles per 
second. 


CHAPTER VL. 


LATITUDE BY EX-MERIDIAN ALTITUDE OF THE SUN. 


Many are now the methods of working ‘ Ex-meridians,’ all 
more or less good in their way. The author’s prime favourite 
in days gone by was Towson’s, which has many good points to 
recommend it—among others, its independence of the latitude 
by account; but as relentless Time rolls on, one thing super- 
sedes another, and the difficulty—daily increasing—is how to 
keep pace with this ceaseless movement, and how to find time 
for the investigations necessary to separate the residuum of 
wheat from the preponderating bulk of chaff. 

Twenty-seven years ago stars were not so much to the front 
as they are now, so Towson’s Tables did not extend beyond 
23° 20’ of declination, which means that at length they have to 
give way to others of greater scope. The same may be said of 
Bairnson’s—otherwise excellent. 

A handy method in very small compass is due to Captain 
James Smith, and is published by H. Hughes and Son of Fen- 
church Street. These very concise Tables run to 60° of Latitude, 
and the same of Declination ; they consequently embrace a big 
area, and in that respect are an advance upon both Towson and 
Bairnson. Admirable though they be, the writer nevertheless 
prefers those of Messrs. Brent, Walter, and Williams, which came 
out in 1886.* These latter extend to 60° of Latitude and 70° of 
Declination. Like the others already mentioned, the method is 
short, sure, and simple, but this one is the ne plus ultra. 

Their book also includes an explanation of that phase of the 
Sumner or Double Altitude problem now known as the “ New 
Navigation.” This the reader can take or leave as he pleases. 
Whilst admitting its neatness, the writer is averse to the diagram 
part of the method, which somehow seems to him out of place in 


* London: George Philip & Son, 32 Fleet Street. 
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a ship, except perhaps in fine weather with the advantage of a 
commodious chart-room, and this latter is unfortunately not 
always to be had in the merchant service. Like ‘ Lunars,’ the 
“New Navigation ” is of the ‘fancy’ type—all very well with 
gentle zephyrs, but not suited to oilskin weather. 

But we are digressing, and must hark back to Ex-meridians. 

When the sky is cloudy, the sun or other celestial body, though 
it may happen to be obscured so that the meridian altitude is 
unattainable, nevertheless frequently appears for short intervals 
both before and after its meridian passage. If not observed at 
these times, the Latitude may be lost for the day; and as the 
finding of the Longitude is generally dependent upon a correct 
knowledge of the Latitude, the morning sights will have been 
taken to little purpose. 

In addition to the extreme simplicity of the Ex-meridian 
problem, it has this to recommend it,—that neither is the patience 
taxed, the eye fatigued, nor the instrument unnecessarily exposed 
by the usual weary waiting for the Meridian altitude, as one 
observation within the prescribed limits suffices for the correct 
determination of the Latitude, if the Apparent Time at Ship be 
known with tolerable accuracy. Were it not indeed, that the 
wide application of this most useful problem is somewhat re- 
stricted, it would deserve to rank before that of the Meridian 
altitude, which latter—since the introduction of easy solutions 
of the Ex-meridian problem—is certainly no longer of the same 
importance. 

If the value of the problem under consideration be somewhat 
lessened owing to its unsuitability in low latitudes, it must not 
be forgotten that in such regions there is generally but little 
difficulty in getting the sun exactly at noon, so that the inapplica- 
bility of the method at such times is not much felt. 

The rule regulating the limits within which Ex-meridians may 
be taken is easily remembered, namely—The hour angle of the 
sun, or time from noon, should not exceed the number of degrees 
in the swn’s MERIDIAN zenith distance. Therefore, if the sun’s 
meridian altitude be about 80°, the time from noon of an Ex- 
meridian observation should be less than ten minutes. In Tow- 
son’s method, the Tables admit of a 20 minutes hour angle even 
with an altitude of 74°, beyond which it is not prudent to go, 
as the results would be doubtful. 

The correctness of the Latitude deduced from the method of 
reduction to the meridian, depends upon the accuracy with which 
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the Apparent Time at Ship is known, and the higher the altitude 


the greater is the precision required in the time. If sights have 
been taken at a suitable hour in the morning (see chapter on 
Longitude by Chronometer), there should be no hitch on this 
account. But admitting the Apparent Time to be in error some- 
what, there is still a way of circumventing the difficulty. Get a 
P.M. Ex-meridian as well as an A.M. one, and endeavour that 
both shall have about the same altitude. The mean of the two 
resulting latitudes—a/fter each has been reduced to noon—will be 
within a fraction of the truth. In a note Towson says :— 

“If equal altitudes be taken before and after the meridian 
passage, half the elapsed time may be employed as the hour angle 
for determining the reduction. Or, when the altitudes before and 
after noon differ by only a few minutes,* the mean of the two 
may be reduced by employing half the elapsed time as the hour 
angle for reducing the mean altitude.” 

In these rules no allowance is made for observer's change of 
position; and though they may be sufficiently accurate in a slow 
moving vessel when the hour angle is small, or where the course 
is nearly East or West, it would scarcely do in a fast steamer, 
steering North or South with a large hour angle. So if these 
rules should at any time be employed, care must be taken to see 
that the circumstances are not objectionable. 

There is yet another dodge, when the time is uncertain, by 
which it may be approximately corrected. If two equally good 
Ex-meridian altitudes, with an interval between them of say ten 
minutes, be taken on the same side of noon; and the second 
latitude, on being worked back to the place of the first by allow- 
ing the correction due to the course and distance in the interval, 
does not agree with it, the Time is probably in error; in which 
case the mean latitude is not to be taken as the true latitude, from 
the fact that an error in the time affects least the observation nearest 
the meridian ; which latter is accordingly to be preferred. It will 
be easy then to find by trial the hour angle which will make the 
first result agree with the last; and thus the Apparent Time may 
be approximately corrected. 

It is unnecessary in these pages to give the rule for working 
‘Eix-meridians,’ according to Brent, Walter, and Williams, but 
exanvyples are given in this and Chapter VIII. to afford an oppor- 
tunity of complying with the adage— 


* Minutes of arc (') are of course meant. 
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“Taste and try 
Before you buy.” 
The Apparent Time at Ship is deduced from the chronometer 
time in the manner already explained in the chapter about 
Azimuths. 


EXAMPLE. 


November 18th, 1881, about seven bells in the forenoon, in 
Latitude by account 51° N., and Longitude 11° 30° W., the observed 
altitude of the sun’s lower limb was 19° 204'S., when a chrono- 
meter which was 4m. slow of G.M.T. shewed Oh. 2m. 30s. P.M. 
same date. Eye 24 feet. Required the latitude at instant of 
observation, and also at noon; the ship making 8. 14° W. (true), 
14 knots per hour. 


ho $m 688: ° ‘ “ 
Time by Chronometer ............ 0 2 380 | Sun’s observed altitude...... 19 20 30 
EYror slo W Miner ete ee + 4 0 | Correction—Table I. ......... + 8 48 
Ae teh oe eeoueay tes teers epee 0 6 80 | Sun’s true altitude ............ 19 29 18 
Equation of time. .:.:.2:5hc-ntees ob 114.0 36.4 FCe (Lad be Urata 10 25 

— "2d Aeulh de nwt at Ce gha + + et 3 
GA Cee ace one at OF Zips UB OTA eSeaem 19 
Longitude in time W. ... ........ — 46 0 a 

——— | Meridian Alt.atplaceofobs.19 42 7 
Westerly Hour Angle ............ 23 385) «6 
Easterly Hour Angle............... 0 24 54 | Mer.Zen.Dist.atplaceofobs. 70 17 53N. 

————— | Corrected declination......... 19 20 438. 


Lat. at instant of observation 50 57 10N, 


Correction for Run tillnoon — 5 38085. 
Latitude at noon............... 50 51 40N. 


It is very important to understand that the above meridian 
zenith distance, 70° 18’, was the sun’s actual meridian zenith dis- 
tance at the place where the altitude was taken ; and the resulting 
latitude, 50° 57} N., was the latitude of the ship at the tume of 
the observation (not at noon). Therefore, always bear in mind 
that the Latitude found by an Ha-meridian altitude is the Lati- 
tude of the ship at the instant of observation, and if afterwards 
you should require to know what it is at noon, you must correct 
it by the difference of latitude (out of the traverse tables) due to 
the course and distance which the ship has made in the interval. 

Ignorance of this has been a fruitful source of error with many 
seamen of the writer’s acquaintance, who, until it was fully ex- 


* Entering Table III., with latitude by account 51° N., and declination 19° 30’ S. 
(contrary names) gives C 1”+23, 


From Table IV., with Hour Angle 25m. 0s. and C 1:23, we obtain the above 
correction. 
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plained to them, were inclined to dispute the truth of the above 
statements. It is easy to see that, in a case similar to the imagin- 
ary one pictured on pages 368—369, if the latitude were found 
by an “ Ex-merid.,” instead of the meridian altitude, and if the re- 
duction to noon were not made, a like catastrophe might well 
ensue. 

In working ‘ Ex-meridians’ it might be useful to know approxi- 
mately what error would be produced in the resulting latitude 
by an assumed error in the Hour Angle. As the formula is short, 
it can readily be employed when the observer has any doubt as 
to the suitability of the selected object. It is necessary that the 
true azimuth should be known, and this can be found as most 
convenient. 

Rule :—Add together the cosine of the Lat., the sine of the 
Bearing, and the log. of the assumed error in the Hour Angle 
(expressed in arc). The natural number corresponding to the 
log. of the sum will be the error in the Latitude. 


PREVIOUS EXAMPLE. 


PERIL OLN eet oMites ox oc av tne cca t otsncs say aoa sees Fas Cosine 9°7989 
LIV DEAT, Ol LO tig. occ ras tetsetyseccaierees Sine 9°0369 
ASE Us Fl Dl) god booed BY ean ereeare cane ets Log. 11761 
103 = Log. 00119 

GO. anason tae 
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CHAPTER VIL 


TIME. 


Before going any deeper into the various star problems which 
are considered of practical value, it is as well that the reader 
should be thoroughly at home in the subject of 7ime—especially 
Sidereal Time. The word Sidereal means—of or belonging to 
the stars, and is derived from the Latin Sidus, a star. 

By the generic term Day, is meant the interval of time between 
the departure of a heavenly body from any meridian and its next 
return to it. It derives its distinguishing name from the par- 
ticular body referred to: thus we have a Solar day, a Lunar day, 


and a Sidereal day. 


A Sidereal day is the period in which the earth performs one 
complete revolution round its axis, and, setting fractions on one 
side, is equal to 28h. 56m. 4s. of mean time, as measured by our 
clocks or watches; so that the common expression, that the world 
revolves once in twenty-four hours, is incorrect, unless Sidereal 
hours are either specified or understood.* 

The earth really rotates on its axis 366 times in the course of 
a year; but as we also make one revolution round the sun in the 
same period, the sun appears to travel round us only 365 times.+ 

A Sidereal day is shorter than a mean Solar day by 3m. 56s. ; 
consequently, the stars come to the meridian of any place nearly 
four minutes of clock time earlier on each succeeding day. Their 


* The interval occupied by the earth in performing one revolution round its axis is taken 
as the standard for the measurement of time. The velocity of rotation is considered never 
to vary in the slightest degree ; but Lord Kelvin supposes, from certain mathematical 
investigations made by him, that this may not be altogether true. These investigations 
lead him to believe in the possibility of the earth’s motion being infinitesimally retarded 
by the tidal wave, which, moving in the opposite direction, acts upon it after the manner 
of a friction brake. From the impossibility at present of constructing clocks to go with 
suflicient regularity, there is no direct way of testing this idea, 


+ In the language of nautical astronomy, the earth (for sake of convenience) is considered 
as standing still, and the heavens to be moving round it. 
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revolution in the heavens may be taken as perfectly regular, 
since our distance from the stars is so inconceivably great, that 
the earth’s annual motion in space is quite imperceptible when 
compared with it.* With the sun it is otherwise. Owing to the 
non-coincidence of the Equator with the Ecliptic, and the unequal 
motion of the sun in the latter,t due to the eccentricity of the 
earth’s orbit, the solar days are of varying length. The period 
between two successive transits of the sun is known as an Ap- 
parent Solar Day; but, from its irregularity, it would be im- 
possible to get clocks which would conform with it, so as always 
to point to 12 when the sun was on the meridian. 

To get over this and other difficulties, astronomers conceived 
the idea of creating an imaginary swn—which, like the stars, 
would be uniform in its motion. The interval between two suc- 
cessive transits of this imaginary sun is termed a Mean Solar 
Day, and is equal to the mean or average of all the Apparent 
Solar Days in a year. It is this to which our clocks and chrono- 
meters are adjusted, as well for navigational as the every-day 
purposes of life; but, in observatories, it is also customary to 
have an additional clock regulated to Szdereal tume, on account 
of its greater convenience in connection with certain of the 
astronomical observations. The dial of this clock is numbered 
up to 24 hours, so that the short hand makes but one round of 
the circle in the day.t 

The difference between the place of the real and imaginary sun 
is familiarly known to sailors as the Hquation of Time. Some- 
times the imaginary sun is ahead of the real one, and sometimes 
it is astern of it, according to the period of the year. The fact 
as to which of the two is leading decides the application of the 
equation of time, as set forth in the precept at the head of its 
column in the Nautical Almanac. 

A sun dial shews Apparent time, and consequently its indica- 
tions will only agree with Mean or clock time when the real and 
imaginary suns happen to coincide, or pass the meridian at the 
same instant. This actually occurs four times in a twelvemonth, 
namely, about April 14th, June 13th, August 31st, and December 
23rd. Accordingly, on these days—at a particular moment—the 
Equation of Time is nil. The dates vary slightly from year to 
year. 


* See pages 320—321. t+ See footnote on page 368. 


$ In parenthesis, let it be here remarked, that chronometers for use on ship-board 
should have their faces figured in a similar manner. Were it so, it would save many 
mistakes. 
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The foregoing explanations ought to make clear the meaning 
of the terms Apparent Solar day (apparent time), Mean Solar 
day (mean time), and Sidereal day (sidereal time). Until the 
reader feels that he perfectly comprehends them he had better 
not attempt to go further. 

Mean Time. Mean time begins (that is, a mean solar clock points to 0h. 0m. 0s.) 
at mean noon; or what is the same thing—at the instant of the 
passage of the wmaginary sun across the meridian. 

Sidereal Time.  Sidereal tume begins (that is, a sidereal clock points to Oh. 0m. 0s.) 
when the first point of Arzes is on the meridian of the observer, 
and is counted straight through 24 hours till the same point 
returns again. The hour angle or meridian distance of this point 
is accordingly Szdereal time. 

First point of It is now necessary to know what is meant by the first point 

ee of Aries. It is that point in the heavens which the sun’s centre 
occupies at the Vernal equinox when its declination changes from 
South to North; or, as sailors say, when the sun crosses the Line 
bound North. 

This point, like the mean sun, is purely an imaginary one, as 
nothing exists to mark its place, nor would it be any particular 
advantage were it otherwise; moreover, the point itself is liable 
to a certain slow movement westward,—so slow, however, as not 
to affect perceptibly the interval of any two of its successive 
returns to the meridian, although in a year the amount of retro- 
gression (50"), as it is called, is quite appreciable. 

On the other hand, at the autumnal equinox, when “ Old 
Jamaica” bids good-bye for a spell to this hemisphere, the 
position of his centre marks the first point of Libra. From 
what has been said it will be seen that these two ‘ Points’ repre- 
sent the intersections of the Celestial Equator with the Ecliptic. 
When the sun is in either of these positions, day and night are 
of equal length all over the world. 

aeateres But here it must be explained that the actual equinoctial points 

discovered by 20 longer occupy the same place in the heavens that they did 

Hipparchus. 2000 years ago, when the famous Greek astronomer Hipparchus 
discovered Precession. At that time they happened to coincide 
with Aries and Libra respectively, and were dubbed accordingly ; 
but, as already stated, inexorable Precession has caused these 
points, one of which Hipparchus took as his zero, to retreat 
westward along the Ecliptic at the annual rate of 50”, so that 
now, except in name, they find themselves cut adrift from Aries 
and Libra, and respectively about to leave the constellations 
Pisces and Virgo for Aquarius and Leo, or fully 30° from the 
starting point of Hipparchus. 
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The retreat of the equinoctial points through the constellations 
of the zodiac will go on slowly but surely till the complete tour 
of the heavens shall have been made. This will require a period 
of 25,868 years; meanwhile, we will continue to talk of the 
imayinary ‘ first point of Aries’ as distinct from the real ‘ first 
point of Aries, and thus breed confusion, unless an Act of 
Parliament should decree something more rational. 

It is from this peripatetic point as zero that the Right Ascen- 
sions of all celestial bodies are measured. The Right Ascension 
and declination of a point in the heavens correspond to the 
Longitude and Latitude of a station on the earth. 

fight Ascension, which we come across so frequently in 
Nautical Astronomy, may be defined as an are of the equator 
included between the aforesaid imaginary first point, or com- 
mencement, of Arvzes and the celestial meridian of the body it 
refers to, and is reckoned on the celestial equator exactly as the 
Longitude of places on the earth is reckoned on our equator ; 
with this distinction, however, that Right Ascension is reckoned 
continuously through 24 hours from west to east, or in the 
opposite direction to the apparent diurnal motion of the heavenly 
bodies,—whereas Longitude is counted as east or west of Green- 
wich, or any other arbitrary meridian, such as Paris, or Cadiz, 
according to caprice. Moreover, as the stars do not preserve that 
constant position with respect to the meridian which they do with 
respect to the equator, there cannot be that correspondence be- 
tween fight Ascension and Longitude which does exist between 
Declination and Latitude. 

This being understood, we next come to the term Howr angle, 
or Meridian distance as it is sometimes called. It may be 
defined as the angle at the Pole, included between the meridian 
of the observer and the celestial meridian of the body referred 
to. Like the Right Ascension, the Hour angle is measured on 
the celestval equator in the same way that Longitude is measured 
on the terrestizal equator.* 

In turning these definitions over in the mind, one must try not 
to get “mixed,” as will, however, very likely be the case with 
those whose attention has only been seriously called to them now 
for the first time. Do not be disheartened and tempted to skip, 
but try back, and each fresh reading will give more insight, 
until the whole is as plain as 4 BC. Often it is a good plan to 


* It must not be forgotten that longitude is reckoned in ¢ime as well as in are. 
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LEE ier ee ee eee 
sleep on a matter difficult to understand, and attack it again in 
the morning when the brain is vigorous. 

Time is an essential element in navigation, and, entering as it 
does into all of the astronomical problems, is as necessary to be 
understood as the points of the compass. Unfortunately there is 
no “royal road” to these more abstruse questions—nothing for 
it but to hammer away at them with all possible concentration 
of thought till the victory is gained. 

If the reader has got a clear conception of the foregoing, he 
will scarcely require to be told that the Hour angle of the first 
point of Aries is equal to the Right Ascension of the Meridian 
of an observer, which again is precisely the same thing as Side- 
real Time. From this it follows that difference of Right Ascen- 
sion may with perfect propriety be considered as a portion of 
Sidereal time, or as Longitude. 

Thus, if a certain star were on the meridian of any place—say 
New York—at the same instant that another star was on the 
meridian of Greenwich, the difference of the Right Ascensions 
of these two stars would be equal to the Longitude of New York. 

By turning to page IL. for the month in the Nautical Almanac, 
it will be found that the last or right-hand column is headed 
“SIDEREAL TiME.” In the words of the explanation given on 
page 501 of the N. A. for 1895, this “ SipEREAL TIME” “is the 
angular distance* of the first point of Arves, or the true vernal 
equinox from the meridian+ at the instant of Mean noon. It is, 
therefore, the Right Ascension of the Mean sun, or the time shewn 


' by a sidereal clock at Greenwich, when the mean time clock 


indicates Oh. Om. Os.” In proof of this it will be noticed on the 
same page that the Hquation of Time is equal to the difference 
between the Apparent Right Ascension of the sun at Mean noon, 
and the Szdereal tume at Mean noon. 

By the foregoing, it ought to be again made evident that 
Sidereal time and Right Ascension of the meridian are one and 
the same thing. Now, since the measure of Sidereal time is 
identical with the measure of Longitude, if by any means we can 
know the Sidereal time at Greenwich corresponding to the Side- 
real time at Ship, we have at once the Longitude of the ship as 
measured from Greenwich. 

In the thoughtful mind the question may be raised as to 
whether Longitude, when measured by an interval of Sidereal 


* Reckoned in ¢ime, not in are. + At Greenwich. 
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time, is the same as when measured (numerically speaking) by a 
similar interval of Mean time, seeing that sidereal and mean time 
have different absolute values. Raper, in a foot-note,* disposes 
of this question thus :— 

“The diff. long. is found as well by means of the motion. of a 
star as of the sun; that is, by means of a clock or chronometer 
regulated to Sidereal time, as well as by one regulated to Mean 
time. For although the absolute interval of time employed by a 
star in moving from one meridian to the other is less than that 
employed by the sun, yet it is divided into the same number of 
hours, minutes, and seconds, but which are of smaller magnitude, 
and thus the difference of time results, in numbers, the same.” 

In finding the longitude at sea, the Sedereal Time at Ship is 
obtained by calculation from observations of the stars themselves, 
but the Sidereal Time at Greenwich, with which to compare it, 
is dependent upon the accuracy of the chronometers employed in 
the operation, and is found as follows. To the chronometer time 
of observation apply its error, which, of course, gives Greenwich 
Mean Time. To this add the Sidereal time for the preceding 
Mean noon, taken from the last column on page II. of the month. 

It now becomes necessary to change the given Greenwich Mean 
Time into sidereal measure by adding to it the acceleration taken 
from a table of time equivalents to be found on page 486 of the 
N. A. for 1895. This table is also given in Raper’s Lpitome, 
where it is numbered 28, and is used for converting intervals of 
mean solar time into equivalent intervals of sidereal time. In 
actual practice the hundredths would be rejected. See page 740. 


EXAMPLE. 
Required the Sidereal Time at Greenwich on March 28th, 1881, 
when a chronometer which was 5m. 42s. fast of G.M.T. shewed 
9h. 15m. 18s. same date :— 


H. M. §&. 

RS CUTUNOMIPLEL) 5 9 ees, 6 5 top eRe ees LOD. WU 
Pernoniast OF nt Lee ea ae eee se ise 4200) 
Greenwich Mean Time . ee eS ee 9 9 36°00 
Sidereal time at preceding mean noon, viz., March 28th . 0 24 9°57 
By Table, the acceleration for 9h. of Green. Mean Time is + 1 28°71 
4A x 9m. nr A tr 0 1°48 

" A 36s. “ Ss + 00°10 
Required Sidereal Time at Greenwich  . . . .. . . 9 85 15°86 


* Page 175, nineteenth edition. 
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402 RIGHT ASCENSION OF THE MERIDIAN. 


9h. 35m. 15°86s. is accordingly the Sidereal Time at Greenwich 
at the instant of 9h. 9m. 36s. Mean Time at that place, and is 
equal to the Right Ascension of the Meridian of an observer at 
Greenwich; or, in other words—at that moment, and at that 
place—the Hour angle of the first point of Aries is 9h. 35m. 
15°86s. West. 

The approximate Sidereal Time at Ship may, in a somewhat 
similar manner, be determined from the chronometer time and 
the longitude by account. 


EXAMPLE. 


Required the Sidereal Time at Shep on November 18th, 1881, 
when a chronometer, which was 2m, 42s. slow of G.M.T., shewed 
11h. 54m. 33s. same date. Longitude by account, 60° 15/ W. 


H. M. 8&8. 


Time by Chronometer, .. .. «. «its. Gis ie eel ee 
Ohronom: slow of G.MLT.. .. 2. ¢. sy) fee ee bee) eee 
Greenwich Mean Time........- <2) sini fe 0 ae ee ee 
Longitude ofiship in time 7... va) Alston een 
Mean Timeatship .... ~ : i 4? OR BGS 
Sidereal Time at preceding mean noon, Viz., Boys ‘sth. . 15 50 39°98 
By Table, the acceleration for 11h. of Green Mean Time is + 1 48°42 

” ” 57m. ”» bP) 18 0 9°36 


>D) ” 15s. ” ” on 0 0°04 


The required Sidereal Time at ary or eee Ascension on beg 48 52°80 


of the Meridian . 


This last is what is required in the Bhs “Latitude by an 
Ex-meridian Altitude of a star.’ Then, to ascertain from it the 
star's hour angle, you have merely to take the difference between 
the Right Ascension of the meridian, as above, and the Right 
Ascension of the star, as given in the Nautical Almanac. 

In working “ Ex-Merids.,” it is not always necessary to know 
whether the hour angle is Kast or West; but, should it be required, 
the following rule is not difficult to remember. In all cases, if 
the Right Ascension of the meridian exceed 24h., subtract that 
amount from it; then, if it be greater than the Right Ascension 
of the star, the hour angle is west. When the contrary is the 
case, it is east. Should the hour angle thus found exceed 12h., 
subtract it from 24h., and reverse its name. 

To prevent any gross mistakes creeping into this work, it is 
easy to check the result by Raper’s Table 27. Thus: take the 
difference between the Apparent Time at Ship (roughly found by 
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clock) and the stated time of star's meridian passage, as given in 
the table, which will be sufficiently near the true hour angle to 
enable any great blunder in the regular work to be detected. 

In connection with Time, there is one point which deserves more 
than a passing notice. It is the picking-up or dropping of a day, 
according as the globe is circumnavigated east or west-about. 

One who is not familiar with the subject finds it difficult to 
realize that at the same moment there should be a difference of 
time at various parts of the earth’s surface—nor is this really the 
case so far as absolute time is concerned. The present moment 
here in England is equally the present moment in Sydney, Aus- 
tralia, although the clock there marks some ten hours later than 
it does with us. This is accounted for by the fact that the sun, 
which is the divider of day and night, and all over the world the 
recognised marker of Time, crosses the meridian of Sydney some 
ten hours before it reaches ours. 

In the daily course of the sun, his advent at each meridian on 
the earth’s surface marks the hour of noon for all places on that 
meridian. It is thus the sailor, more especially, reckons his time, 
No matter what seas he may be navigating, he considers it noon 
the moment the sun is “up,” or on his meridian. Now, if his 
course lies from east to west, or if he and the sun are moving in 
the same direction, clearly at the instant the sun arrives at his 
meridian, and he strikes 8 bells, it must be past noon at the places 
he left yesterday, and is not yet noon at the place he hopes to 
reach by to-morrow. 

On the other hand, if he is sailing eastward, he is moving in an 
opposite direction to the sun—which, therefore, instead of over- 
taking him, as it did when he was bound towards the west, now 
advances to meet him, and, consequently, before it has reached the 
spot where he took his mid-day observation of yesterday, it will 
be past noon with him to-day, and getting on towards one bell. 
In plain language, as he goes eastward he shortens his day, and 
as he goes westward he lengthens it, in exact proportion to the 
difference of longitude made good—the constant rate in all lati- 
tudes being 1 hour for every 15° of his advance. 

Let then the navigator—having started presumably from Green- 
wich in an easterly direction—arrive at the meridian of 180° at 1 
o'clock on the morning of Tuesday the 16th (ship time); it will 
then be only 1 o’clock at Greenwich in the afternoon of Monday 
the 15th, as by meeting the sun he has got ahead of the folks at 
home, and anticipated their time by twelve hours. It will be 
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mid-night with him when it is only mid-day with them. If he 
continues on in the same direction, and completes the other half 
of the voyage without altering his date, he will have gained an- 
other 12 hours on arrival at Greenwich, no matter how long he 
may be in getting there, and would probably imagine the day of 
his return to be, say Friday noon, when in reality it was only 
Thursday noon. } . 

To avoid this, on passing the meridian of 180° E., he should 
have reckoned Monday the 15th twice over, which would have 
brought things straight at the finish. On the contrary, when 
reaching 180° in a westerly direction, the navigator would be 
exactly 12 hours behind Greenwich, so that if it were then 1 
o'clock on Tuesday morning the 16th by hzs reckoning, it would 
be 1 o'clock in the afternoon of the same day at Greenwich, If 
he pursued his voyage westward without making the requisite 
alteration in his calendar, he would arrive at Greenwich, say at 
noon on Friday, and be surprised to learn that with the inhabit- 
ants it was noon on Saturday. To avoid this, he should have 
skipped a day when at 180° W. He should have called the day 
Wednesday, and have overlooked Tuesday altogether. 

The great point for the practical navigator to attend to is to 
hold on to his Greenwich date by chronometer, otherwise he may 
make the not uncommon blunder of taking out the Nawtical 
Almanac elements for the wrong day, and so get adrift as to his 
true position. 

Here the marking of the chronometer face from 1 up to 24 
hours would be of great service. As the dial is figured at present, 
there are no means of distinguishing the XII. noon from XII. 
midnight; whereas, if marked as suggested, 24 hours would 
always refer to noon, and 12 hours to midnight. 

If, however, a man, when winding his chronometer, were to 
take the trouble from the very beginning of the voyage, to enter 
every day, on a slip of paper kept in the case, the hour A.M. or 
P.M., day of the week, and day of the month—Greenwich time— 
of his doing so, he could not possibly get astray. When, by-and- 
by, he found his own or ship date differing from that of Green- 
wich, he would merely have to adopt the latter, whatever it 
might be. Thus, having passed the meridian of 180° E., on going 
to wind his chronometer at 8 o'clock on Tuesday morning the 
16th, he would find by his slip that at Greenwich it was 8 o'clock 
on Monday evening the 15th, and would accordingly instruct 
his chief officer to consider the day as Monday over again, and 
so enter it in his log. 
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Going east or west round the world, there will be no real gain 
or loss of a day. Otherwise a man, by continually sailing round 
east-about, might be considered—from the frequent repetition of 
a day which it entailed—to have lived longer than another who 
had stopped at home. In the case of the traveller, he only appears 
to gain a day, as each one of those he has lived whilst on his 
journey has been shorter by a certain number of minutes—which 
has arisen from the difference of longitude traversed between 
_ two consecutive arrivals of the sun on his meridian ; whilst the 
day of the man who remained behind has always contained the 
complete 24 hours. 

Again, if two men, A and B, started at the same instant on a 
journey round the world, the first going east and the other west, 
and neither made any alteration in their dates from the time of 
setting out till their return together on the same day, this is 
what would happen: A would believe he had arrived, say on 
Sunday, and B would persist in considering it as Friday. There 
would be a difference of two whole days in their reckoning ; but 
no one would seriously entertain the idea that on this account A 
had lived 48 hours longer than B. The actual day of the week 
would, of course, be Saturday, and the actwal time occupied by 
each on the journey would be precisely the same. 

The reader will understand from this that Time may be relative 
as well as absolute. 

To shew this yet more clearly, let us take a very exaggerated 
case. Supposing it were possible for a pedestrian to walk round 
either pole of the earth, say at a fixed distance from it of 10 
miles, the circumference of the circle which he would describe 
would be 60 miles, and at the rate of 24 miles per hour he would 
accomplish the entire circuit in one day. If then, he started at 
noon, Apparent Time at place, and walked always in a westerly 
direction, preserving the above steady rate, he would keep pace 
exactly with the sun, and have it bearing either north or south, 
as the case might be, apparently stationary on his meridian as 
long as he chose to keep up his walk. His local tame would 
never alter. If he started, say at noon on Sunday, so long as he 
continued to walk, local time would cease to progress, and it 
would remain noon on Sunday; but absolute time would go on as 
usual, as his weary feet and the watch in his pocket would plainly 
tell him. 

The following problem is so instructive in first principles that, 
although it scarcely belongs to the subject, and is not rigorously 


correct, it would be a pity to omit it. : 
2c 
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The question is—In what way could a navigator who has no 
knowledge of his position, and has lost all record of time, ascer- 
tain not only his correct latitude and longitude, but recover the 
day and date? Itis presumed that he is provided with the usual 
nautical instruments and books. 


Q oo a g 

| x | 

| i eo. 
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Horizon = ls: Horizon 
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Let the above figure be a projection of the sphere on the plane of the 
meridian. is the elevated pole; Z, the zenith, HQ, the equator ; and 7’7’, 
any circumpolar star. 

To solve the question, let the navigator observe the altitude of any circum- 
polar star at both its upper and lower culminations, as at Z’and 7"; the half 
sum of these altitudes will give him the altitude of the pole, which is equal 
to the latitude of the place of observation—that is, it will give him the are 
QZ. Then let the ship be hove-to, so as to keep on the same parallel of lati- 
tude until noon of next day. At noon, observe the meridian altitude of the 
sun ; thus, the are SH' becomes known, S being the position of the sun when 
on the meridian. Subtract SH’ from 7H’, and we have the are SZ. 

QS is the declination of the sun. Now we know QZ and SZ; hence we 
have QZ — SZ = QS, or we thus ascertain the declination at noon of the 
sun. This quantity is tabulated in the Vautecal Almanac every noon ; it is 
a constantly varying quantity—hence there can be only one noon to which the 
known declination corresponds; so by hunting this up in the Wautical 
Almanac, the day, month, and year are at once determined. 

A second method of determining the date is to measure the distance between 
the sun and moon with a sextant (Lunar observation), or the distance between 
the moon and one of the principal stars. These distances are tabulated in the 
Nautical Almanac. They differ from day to day, and the difference between 
any two days is sufficient to fix the date. The “Lunar” would give the 
longitude from Greenwich. The intelligent reader will not need to be told 
that there are insuperable difficulties to the carrying out of the foregoing in 
actual practice.* 


* Captain S. P. H. Atkinson has cleverly pointed out that, as the observer could not 
tefl whether the sun was moving North or South, it would be necessary to wait and take 
two meridian altitudes to determine which side of the solstice he was on. Also, that as 
the observer’s longitude is unknown, and as the elements in the N.A. are computed for 
noon Greenwich Date, and not for noon at Ship, our Nautical Rip Van Winkle would 
still be in a mental fog as to the exact date. To overcome this, Captain Atkinson pro- 
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To wind up the chapter on Time, it is well to know that with 
us the days of the week are named after the deities in the Scan- 
dinavian mythology; but in astronomy they are represented by 
symbols having reference to the sun and certain of the planets. 


@) Sunday (the Sun). 


( Monday (the Moon). Y% Thursday (Jupiter). 
6 Tuesday (Mars). Q Friday (Venus). 
& Wednesday (Mercury), hh Saturday (Saturn). 


Sometimes, when jammed for room, it is convenient to use 
these symbols, and they are soon learned. 

It may also be interesting to know that in the northern and 
southern hemispheres the duration of summer is not the same. 
The northern summer is the longer of the two, since the sun is 
on our side of the equator for 1864 days, and to the southward 
of it for the remaining 178? days. 

This is due to the eccentricity of the earth’s orbit, and the fact 
that we move in it faster when near the sun (our winter) than 
we do when further away (our summer). 

Jn this chapter there has been no little repetition and much 
harping upon the same thing ; but the writer will not regret the 
loss of space or literary effect if thereby he has succeeded in 
making this (generally speaking) hazy subject of Time any 
clearer to the understanding of seamen. : 


poses that the Lunar should be taken near the time of getting the meridian altitude, and 
the interval measured by watch, and allowed for in comparing with the N.A. 

This, coupled with the meridian altitude, would fix the Greenwich Date, and the 
Lunar would give the G.M.T. as closely as the moon’s Sem. and Hor. Parall. taken out 
for the approximate G.M.T. (determined by roughly corrected App. Dist.) would allow. 

The Lunar then worked afresh with the elements corrected by the last found G.M.T. 
would give a still better determination. 
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CHAPTER VIII. 
LATITUDE BY EX-MERIDIAN ALTITUDE OF A STAR. 


With the exception of finding the hour angle(meridian distance) 
this work is exactly the same as that for the sun. The stars, how- 
ever, have manifold advantages, inasmuch as, among other things, 
it is generally possible to choose those which will give the best 
results, whereas with the sun we have to take it as we find it. 

As shewn in the previous chapter, much depends in this problem 
on a correct knowledge of the Zime employed in the calculation, 
consequently it is important to choose such stars as will be least 
affected by any error in this element. 

From the slowness of their motion in altitude, it follows that 
the stars near either pole are the best adapted for this observation. 
Always give the preference, therefore, to such as have large declin- 
ations, of which the following is a list, in the order of their Right 
Ascensions ; but the examples given further on will shew that it. 
is by no means necessary to confine one’s self to these alone. 


hin Latitude. Declin. Latitude. 
Achemar - - 588. visible to22N. | Schedar - - - 56N. visible to 248. 
Canopus- - - 535. 27 N. Mirfack - - - 50N. ms 30 8. 
eArgis - - - 59S. OTN: Capella - - - 46N. 3 34 S. 
dArgis- - - 548. a 26 N. | Menkalinan - 45N. 4 35 S. 
BArgus- - - 698. i 11 N. | Dubhe - - -. 62N. e 18 8. 
aOrucis- - - 628. Md 1S N. Phecda - - - 54N, re 26 S. 
B Centauri - - 60%. * 20 N. Benetnasch- - 50N. ¥ 30 8. 
a Centauri - - 608. a 20 N. Kochab - - - 75N. a 58. 
a Tri. Austr. - 698. oe 11 N. y Draconis - - 51 N. 4 29 S. 
a Payonis - - 5758. 7 23 N. Arided - - - 45N. # 35 S. 
aGruis - - - 488. * 32 N. Alderaimin - - 62N. “ 18 8. 


A regular and moderate curve from Arided (a Cygni) to 
Poiaris will first pass through Alderaimin (a Cephei), and next 
through Alphirk (8 Cephei). The convex side of the curve is 
towards Cassiopeia’s chair. Alderaimin and Alphirk are about 
8° apart, and of the respective magnitudes of 2°6 and 3:3. A line 
from Schedar through Caph points straight to Alderaimin. 
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The above latitudes of visibility are in each case calculated 
for a meridian altitude of 10°, but in clear weather, and under 
ordinary conditions of temperature and atmospheric pressure, 
these limits may be exceeded, as it is possible to see stars at 
much lower altitudes—sometimes, indeed, on rising or setting, 
when they are not unfrequently mistaken for a steamer’s mast- 
head light. Owing, however, to the uncertainty of refraction near 
the horizon, it is not usually prudent to observe bodies having a 
less altitude that 7° or 8°. When compelled to do so, however, it 
is advisable to note the barometer and thermometer, also the sea 
temperature, and if the conditions are abnormal, correct the mean 
refraction by the Auxiliary Tables 32 and 33 of Raper. In such 
cases, endeavour to get an observation on the opposite side of the 
zenith as well, which will enable you, as already explained, to 
detect any unusual refraction. 

Another point wherein the ew-meridian altitude has a pull over 
the altitude on the meridian, is, that during twilight (the best 
time for observing) it may so happen that there is no star then 
culminating; whereas it would be hard lines indeed if one or two 
could not be found, the smallness of whose hour angle east or 
west permitted the use of this method. The reader cannot fail 
to see that, by it, the opportunities of getting the latitude are 
materially increased. 

Again, to watch for the transit of a star on a dark night 
requires no little patience, and it has a decidedly fatiguing effect 
on the eye. This is avoided by the ex-meridian, where one good 
sight—without the bother of waiting, on a possibly wet deck— 
is all that is required. Nor does the sextant in this latter case 
suffer by unnecessary exposure to the damp night air, which, by 
clouding the glasses, requires a frequent application of the chamois 
leather; and this, in its turn—unless carefully done—is apt to 
put the instrument out of adjustment. 

All things considered, Ex-meridians are preferable to the 
Meridian altitude.* Compared with the gain, the extra work is 
trifling. The following are worked by the method of Brent, 
Walter, and Williams :-— 


About 3 A.M. on Sunday, June 6th, 1880, the following “ Ex- 
merids.” for latitude were taken on board the s.s. “ British Crown.” 
Hye 22 feet; no index error; chronom. slow of G.M.T. 3m. 57s. : 
barometer, 30”52 ; air temperature, 58° Fahrenheit. 


* Vide caution as to meridian alt. on pages 371-372. 


Precautions 
with low 
altitudes. 


Increased 
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at favourable 
times. 
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the Meridian. 


** British 
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Chronometer. 
H. M. 8. 
16 34 12 June 5th, observed alt. * Altair, 50 17 S. 
16243713 ga, A * Polaris, 48 332 N. 
16 53 00 ,, . * Altair, 49 383 S. 


At noon, June 6th, the same chronometer shewed lh. 20m. 00s. 
(25h. 20m. reckoning from previous day), and the ship’s position 
was 48° 44’ N, and 20° 53'W. Between 3 a.m. and noon, the ship 
made N. 70° E. (true), 12:2 knots per hour; therefore at the time 
the chronometer shewed 16h. 48m. 13s., we have for the position 
by account—Latitude 48° 8' N., and Longitude 23° 22/ W. 


EXAMPLE I[.—* ALTAIR. 


H. M. S. 


° 
Time by chronometer .. .. .. 16 34 12 «’s observed alt. Weber. 17 S. 
CHYOMOM SE SIOWie connate ase! cies aiseary- oe Corr. Table 38 of Raper.. ea 3-0 
G.M.T. . re ee ee ee 16 38 09 'struealtitude .. .. .. .. 60 114 
Longitude i intine sab «ove akties ah 4 2/00 Table IV. + is 
= Table III. C { 04 ' 

Mean time at ship .. sein oie ee LDROLS29 ” "be 
SURE A athens ee P receding ; -- 4 57 09 Merid. alt. at place of obs... .. 50 243 
Acceleration for 16h. 3811. 09s. .. + 2 44 ye 
Right Ascension of the meridian. 20 04 22 Mer, zen. dist, at place of obs... 39 353 
Right Ascension of + Altair.. .. 1 44 59 + Altair’s declination .. .. . 8 33, N. 

a M. S. Latitude at timeof sight .. 48° 8?’ N. 
ea houranglom..ees. seu sete 19 23 W. 

EXampeE JIJ.—* ALTAIR. 

H. M. s. o ‘ 
Time by chronometer .. .. .. 16 53 00 Altair’s observed altitude 0 > 0 49 OOF Be 
Chronometer slow.. .. .. .. + 8 57 Correction, Table I. of Brent... .. — 5% 
G.M.T. = HO WER fae MURR iy «S true altitude .. -- 49 33} 
Longitude in time (huhey A Ay oats Table III. c} 2” zy TableIV. .. 43 iy 

’ ee 
Mean time at ship.. .. «. 15 23-41 i 
Sidereal time at preceding \ 4 57 09 Merid. alt. at place of observation. 50 23} 
G.M.noon .. + 90 
Acceleration for 16h. 57m... .. + 2 47 
Merid, zen. dist. at place of observ. 39 364N. 

Right Ascension of the meridian 20 23 37 « Altair’s declination... .. .. .. 8 334N. 
Right Ascension of » Altair .. 19 44 59 

Se Latitude at time ofsight .. 48°093’N 
eAOUT ANS Or... cower ete em 38 38W. a, 


ee | 


The latitude as found by the Pole star was 48° 10’ N., and by 
allowing for the ship’s run in the interval between sights, the 
first “ Ex-merid.,” reduced to time of observation of Pole star, 
gives the latitude at that moment as 48° 9}’ N., and the second 
“ Hx-merid.,” reduced in like manner, gives it as 48° 9’ N. 


The following “Ex-merids.” were taken on board the ss. 
“British Crown” about 8:40 P.M. on the evening of June 6th, 
1880. The position by dead reckoning at 9h. 51m. 12s. by chro- 
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nometer (which shewed lh. 20m. at preceding noon) being, lati- 
tude 49° 21’ N., and longitude 18° 18’ W. Eye 22 feet for all 
but the North star, which was observed from the bridge, where 


the eye was 32 feet. Ship supposed to be making N. 70° E. 
(true), 12°7 knots per hour since noon. Chron. 3m. 57s. slow of 
G.M.T. No index error. Barom. 3032. Therm. 57° Fahr. 
To economize space, only the first and last sights are shewn 
worked out, but the reader can work the others by way of prac- 
tice, if so inclined. 
Chronom. Answers. 
H. M. S. F oe i 
942 3  obs.alt.* Arcturus . 59° 41’ S. PP Watcdaeriiar Lat. 49° 24’ N. 
9 51 12 »  *Polaris. . 48 103N. Plat cae bution. » 49 232,, 
9 53 49 ” * Arcturus . 60 71S. servation of Polaris » 49° 247 
9 57 14 *Spica . . 29 4445. sop » 49 242, 
05 2 ” * Spi 29 293 namely, 9h. 51m. 12s. 49 243 
* ” | teeta En BC : by chronometer. ” ” 
EXAMPLE III.—* Arcturus. 
’ H. M. S. Oo 4 
Time by chronometer .. .. .. 942 3 Observed Alt. * Arcturus... .. 59 41 S. 
Chronometer slow .. .. .. .. + 3 57 Correction Table I. of Brent .. .. - 54 
GoMelso..) -- Ae eee es) 460,00 @ScULULG Use ar on ne: Meee ee eee OO TOOT 
Longitude in RRC GE perdi d Pela TS18..24 2”°00 TableIV. .. + 40% 
—_—— Table III.C< °40 Ms ore 8 
Mean time at ship .. =s 98 82 36 03 a .- + 0§ 
Sidereal time at preceding G.M. noon 5 1 6 
Acceleration for 9h. 46m. To eae eee Merid. alt. at place of observation. 60 25 
—_— 90 
Right Ascension of the meridian . 13 35 18 ——- 
Right Ascension of » Arcturus .. 14 10 14 Merid. zen. dist. at place of observ. 29 35 N. 
— «’s declination i ee. ee .. 19 483N, 
eshourangle .. .. .. 34 56K. 
a Latitude at time of ct be . 49 231N. 
Corr. for ship’srun .. .. om Setar 
Latitude at 9h. 51m. 12s. .. 49°24/N. 
By chronometer. 
EXAMPLE IV.—* Spica. 
H. M. S. ewe 
Time bychronometer .- .. .. 10 5 2 * Spica’s observed altitude . .. 29 2998, 
Chronometer slow... .. .. .. + 38 57 Correction—Table I. of Brent .. — 64 
G.M.T. “3 on “oo o46 Ph zoey “si true altcmeece nico een oe ies yeep Ome 
Longitude i intiiece see eer an ty 1S 1/2 Table III. C. (1'"00 Table IV. .. + 264 
a0 ial oe a) lee 
Mean time at ship .. 8 55 57 Ue 65 eel ant erk) ah: 
Sidereal time at preceding ( G.M. 
noon : 71556 Merid, alt. at place of observation 30 013 
Acceleration for 10h. 9m. .. .. + 1 40 90 
Right Ascension of the meridian 13 58 43 Mer. zen. dist. at et ofobs. .. 59 584N. 
Ris ht Ascension of *Spica.. .. 18 18 55 * Spica’s declin. .. Seen LON S24 Ss. 
POUL EDTIO =5.[ a. tes Mise ee 39 48W. | Latitude at time ofsight.. .. .. 49 259N. 
— Corr. for ship’s run ah ne oatie dae 
Latitude at 9h. 51m.12s. .. 49°242/N. 
By chronometer. 
In Example III. the number of minutes in the hour angle 


exceeds the number of degrees in the meridian zenith distance— 
which, in a star like Arcturus, having small declination, is an 
unfavourable condition; nevertheless, the observation is worked 
out to shew that, if carefully made, and the time used reliable, 
the result will still be good. 


Examples of 
good observing. 


Unfavourable 
condition. 


‘© Rx-merids,” 


of planets. 


** Rx-merids.” 


below the 
Pole. 
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The foregoing examples are bona fide, having been actually 
taken on board the “ British Crown” on a North Atlantic passage. 
They were selected at hap-hazard from among a large number of 
others equally good, and prove very conclusively the splendid 
results which may be obtained by the use of the ex-meridian 
problem. 

When the time is in error, the reductions on one side of the 
meridian will be too great, and on the other too small; if, there- 
fore, two stars on opposite sides of the meridian—having nearly 
equal hour angles—be observed within a few minutes of each 
other, the mean of the two results (each being first reduced to 
the same instant of time) will be free from any error due to this 
cause. Or, what amounts to the same thing, it may be possible 
to get the same star at nearly equal distances on both sides of the 
meridian, but in this last case the ship should be stationary, or. 
nearly so, or allowance made for change of position (see page 483). 

Ex-meridians of the planets Venus, Mars, Jupiter, and Saturn, 
are worked in a similar manner to the fixed stars. As, however, 
their Right Ascensions and Declinations are constantly varying 
(the Latin word Planeta means a wandering star), it is necessary 
to correct them for the Greenwich Date.* They will be found 
in the Nautical Almanac for 1895, between pages 234 and 265. 
In other respects the problem is precisely the same, even to the 
correction of the observed altitude,f so that an example is un- 
necessary. 

So far, ex-meridians above the Pole have only been treated of ; 
but as occasion may offer to observe them below the Pole, and 
the results derived from this problem being just as correct as any 
other, it is proper to give a few examples. 

On board the s.s. “ British Crown,” about 11 P.M. on Saturday, 
June 19th, 1880, the clouds were seen to break low down on the 
northern horizon, and disclose a bright star shining in the midst 
of a small clear space. To the eye there was nothing by which 
this solitary star could be recognized. A bearing of it by standard 
compass, when corrected for variation and deviation, gave its true 
azimuth as N. 3° W., making it evident that the star—whichever 
it might be—was approaching its lower culmination. 


* «<The GREENWICH Dare is the time at Greenwich corresponding to any given time 
elsewhere.” See Raper, para. 481, page 175, nineteenth edition. 

+ Parallax may be disregarded. In the case of Jupiter and Saturn it is an utterly 
insignificant quantity ; and in that of Venus, seldom exceeds 15”. Since it is, in all cases, 
the estimated centre of the radiant point which will be brought down to the horizon, 
semi-~diameter may also be disregarded. 
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Reference to Table 27 of Raper shewed that Capella had 
passed the meridian above the Pole at 11h. 9m. in the forenoon, 
and would consequently pass the meridian below the Pole at 
11h. 7m, on that very night. This, therefore, must be the star 
which, out of the many in the heavens, happened to be the only 
one visible. On computing Capella’s meridian altitude,* its close 
agreement with that observed made the identity of the star no 
longer a matter of conjecture. It was accordingly decided to 
secure sights, to be worked up as ex-meridians below the Pole, 
and also, if possible, to get its Lower meridian altitude. 

As a check on Capella—the altitude being so very small—it 
was important to get a star to the southward, and on referring 
again, with this in view, to the same Table in Raper, it was dis- 
covered that the star Ras Alhague (a Ophiuchi) would pass the 
meridian to the southward at 11°34 p.m. But as the sky was 
completely clouded over, with the exception of the aforesaid small 
break to the northward, and as, moreover, the writer was unac- 
quainted with this particular star, it was not likely the wish 
would be gratified; nevertheless the meridian altitude of Ras 
Alhague was computed, in readiness to place wpon the sextant 
in the event of the clouds breaking up. This actually occurred 
shortly after, and through a rift in the clouds the needful sight 
of the coveted star was obtained. 

Had the approximate altitude not been calculated beforehand, 
and the sextant set to it, the observation would certainly have 
been lost ; as the star, with three or four others, only remained 
visible for half a minute or so, and could not, even if recognized, 
have been brought down to the horizon with exactness in so 
short a time. 

The following are the observations as actually taken, but want 
of space does not permit of them all being worked out :— 


Chronometer. 
ll. M.S. ° Eye 30 feet. Index error + 45”. Chrono- 

oi e TE observed alt. « Capella 824 : i meter slow of G.M.'L. 4m. 00s. 

F, =, 9 ” = ” 
(c) 12 50 24 aA ie 5 254 ,, Barometer, 29’°40. Air, 56°. Water, 57°. 
(d) 12 53 09 a F GSA aa Position by account at 12h. 53m, 00s. by 
(e) 12 57 9 7% b 25305 chronometer: Latitude, 49°15’ N. ; Longi- 
Ciyeto 0s ne paosiee tude, 25° 53’ W. Ship making S. 70° W. 
(9g) 13 20 48 ap .. 5 342 ,, (true) 11°2 knots per hour. 
{h) 13 26 19 » * @ Ophiuchi 53 224 S. 


For sake of comparison, the various latitudes in the answers 
are all reduced, for the run of the ship, to 12h. 538m. by chrono- 
meter, at which time Capella was on the meridian below the 
Pole. 


* Rule for computing the approximate meridian altitude below the Pole :—From the 
latitude by account subtract the star’s polar distance. Simple enough! Isn’t it? 


How to com- 
pute meridian 
altitude delow 
the Pole. 


How to be 
ready for 
flying shots. 
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Exampte I. (a). 


fe) D 
Capella’s observed altitude.. .. 5 3% 15 


Index error ei tea ete ee + 0 45 

H. M.'S. — 

Time by chronometer... .. .. .. 12 33 32 bda.c0 
Chronometer slow" 0. ss sc.) ws + OO Dip a ee aa ee sae ee eee 
G.M.T. ine A cestatad erro OY ear 5 27 36 
Longitude i in time.. eee eo 40.00) jeketraction » dass ESS Mec Ae 
Meantime atship .. .. «- 10 54 32 | Capella’s truealtitude.. .. .. 5°18’ 21” 
Sidereal time at preceding date) 5 52 21 — 

noon . 


° (e) / 

Acceleration for 12h. 37m. 32s. ee ee BD sy ted declination .. <<. “. 9/45 52 30 

*C. (0° Jo eae Lae eee 0 0 

Richt Ascension of the meridian .. 16 48 58 { *D tee ek alt RE ie ee + 5 25 
‘00 


Right Ascension of * Capella.. .. 5 7 51 SG ae) BA ae 0 0 
Capella west of the meridian, above 45 57 55 
the pole.. : nt 11 41 07 90 
12 
— 44 2 5 
Capella’s hour angle west of the M.. S. |) True altitude =. 0... ces se on eed 
meridian, below the pole.. seat 18 53 


Latitude at instant of obs. oe 49 BOLZGIN, 
Ship's dn geese SA Pe RG 


At 12h. sists IE 

Rule A of Brent, quoted above, specifies that in the case of ex- 
meridians below the pole, the value of C is to be taken from that 
part of Table III. where the declination is of a contrary name to 
the latitude. 

Rule B specifies that, in the case of ex-meridians below the 
pole, the correction from Table IV. is to be subtracted from the 
altitude, or, which is the same thing in the end, added to the 
declination. ; 


Exampte II. (6). 


HM 8 Capella’s obs. alt. below the pole 8 274 
Time by chronometer.. .. .. .. 12 43 45 Index error... .. ee Ee i 
Chronometer slow eae ace. Che wi aeons, 5 28 
G. M.T. tei Fah VSS 7 Qa ape he Corr. Table 88 of.Raper.. .. .. — 143 
ong itu 6 in time - fe ee an ae Ss * Capella’s true altitude pa + 5° 133’ 
Spas time at ship ; 11 04 34 
idereal time at d A de 
Acceleration Le Aan. ing. 3M. noon ¢ i 3 Ca ke ee ‘iviy Gomis i 634 N. 
Right Ascension of the meridian .. 1659 1 { "45 583 
Right Ascension of * Capella... .. 5 07 51 a 534 
Hour angle west of m ae i 7 Ee 
tho eats eridian, ini 11 51 10 44 06} 
12 Capella's'truealtie 3... =. sb lee 
Hour angle west of meet below hae Ss. Latitude at Sim eof obser... AQ, 
the pole rie 8 50 Core.tior ships tin. ee rene 


Lat. at 12h. 53m. by chron. .. .. 49° 19})’N. 


ee 
* Entering Table III., with latitude by account 49° N., and declination 46° N. (contrary 
names, see Rule A), gives C 0” ‘90. 
From Table [V., with Hour Angle 19m. 0s., and C'0”:90, we obtain the above correction. 


ON THE MERIDIAN SUB POLO. AIS 


EXAMPLE III. (a). 


In strictness, this example, not being an ex-meridian, belongs 
to a previous chapter, but it is introduced so that the resulting 
latitude may be compared with that given by the other sights. 


Observed alt. of + Capella on the merid. below the pole. 5 25; N. 
ERO OX (OT OR Mest icwme ee 0) seth ents io 
Voth. able So OL, apenas, al eet red —) 2 4d 


* Capella’s true meridian alt..-. . ... . 5 I1ZN. 
* Capella’s polar distance. . ..... .44 «=‘TSN. 


Pat ates pom. Dychronom. «hist. os. e497 1OLUN. 


EXAMPLE LY. (9). 


HM. 8. 

Time by chronometer .. oe -- 13 20 48 ate | 
Chronometer slow ee os -- + 400 | *Capella’s obs. alt. below the pole 5 343N, 

— | Indexerror .. me Ae Rg a oe (FE | 
Bs ba Vy ae + e- 13 24 48 = 
Longitudeintime .. ee eo -1 43 57 5 354 

— | Correction Table 88 of Raper .. — 14 
Meantime at Ship .. a: 11 40 51 SS 
Sidereal time at precedingG.M.noon 5 52 21 | »*(apella’s true alt. e .. «5° oY 
Acceleration .. fy as « + 218 
Right Ascension of the meridian .. 17 35 25 | Capella’s declination ve “x oe 52h N 


Right Ascension of * Capella -- 5 7651 | #¢, 090 pa os a oe eee 


Hour angle west of meridian, above 46 04 
the pole S ; 33) PLN, 90 
12 
= 43 56 


Hour angle east of es below M: Ss. ; 
the pole a me } 27 34 Capella s true alt. ee oe ee 5 213 


Lat. at time of observation ~- 49 174 

Correction for ship’s run .. cot 13 
Note.—Attention is called to the change in 

name of the hour angle. As the westerlyhour | [atitudeat12h. 53m. by chronom. 49° 19}! N 

angle above the pole is greater than 12 hours, : 

the excess is of necessity equal to the hour 

angle east below the pole. Refer to diagram 

on page 380. 


an 
* Entering Table IIT. of Brent, with Lat. by account 49° N., and declination 46° N. (con- 


trary names, see Rule A), gives C 0°90. 
From Table IV., with hour angle 27m. 34s., and C 0”-90 we obtain correction as above. 


A check 


observation. 
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EXAMPLE V, (h). 
* Ras Alhague above the pole to the southward. Taken as a check on Capella. 


° t 
Obs. alt. of +» Ras piens oe -- 53 2248. 
H. M. S. Index error fe aye soo a Oare 
Time by chronometer .. Ne Pelon2o: LO : 
Chronometer slow =e a + 400 53 23} 
———— | Correction—Table 38 of pees or 
GME aes ae ae -. 18 3019 Yable I. of Brent .. — 6 
Longitude in time de se ee 44 2G -_—— 
———— | *s true altitude Ae Ei oe bo. Link 
Mean time at ship 11 46 13 | «of2” mye oy Ey be Pe A | 
Sidereal time at preceding G.M. “a 5 62 21 ‘7 a a ven S0% 
noon 
Acceleration for 13h. 30m. 19s... + 213 | Merid. alt. at place of obs. .. zp a 213 


Right Ascension of the meridian .. 17 40 47 
Right Ascension of « Ras Alhague 17 29 25 | Merid. zen. dist. at ee of obs. .. 36 38}N, 
*s declination .. ‘ a. 2 BONE 


Latitude at time of sight 9 174N. 
Correction forrun .. “e oo? ee oe 


Latitude at 12h. 58m. by chron. .. 49°19}’N. 


Hour angle of Ras eee a. 
(a Ophiuchi) AG : }1m. 22s. W. 


About 9°15 p.m., Monday, June 21st, 1880, being in latitude by 
acc. 45° 20' N., and longitude 37° 57' W., from the bridge of the 
3.8. British Crown, Capella and the North Star were observed for 
latitude. On referring to Raper’s Table 27, the former was found 
to be west of the meridian below the Pole, and the North Star 
east of it. Eye 32 feet. Arc error + 10”. Index error, + 20”. 
Chronometer slow of Greenwich mean time, 4m. 00s. Barometer, 
29-98. Air, 56°. Water, 59°. 


Chronometer 11h. 38m. 34s., observed alt. *Capella- - - 4° 514’ N 
. 11h. 41m. 20s., ie ‘ North Star - 44° 134'N 


EXAMPLE YI. 


H. M. S. 


Time by chronometer .. 5 -- 11 38 34 | Obs. alt. Capella below the pole .. 4 51} N. 

Chronometer slow ig oe -- + 400 | Arc and index errors = ve) eee 

AS MET ees aA er -. Il 42 84 4 52 

Longitude in time oy AY -- 23148 | Correction—Table 38 of Raper .. — 15} 

eee ae at ship I eet i 910 46 | *Capella’s true altitude .. -. 4 364 

Sidereal time at prece ing See 
noon ; : ; OWE 

Acceleration for 11h. 43m. ae s: vote 1 56 

Right Ascension of the meridian .. 15 12 56 of heats da Whe ae = 

Right Ascension of « Capella -- 5 751 | must fall back on calculation. The formula 


in Jeans’ Navigation (page 138 of 3rd Edition) 
10 5 5 | isgivenon next page, but it must not be em- 
ployed when the declination is less than 10°. 


*s hour angle west of ihre. 
above the pole .. 


12 With smaller declinations the deduced lati- 
*s hour ae west of meridian, l tude may be very zueltin errors, 
beiow the pole. AL a Behe 


ee 
* Entering Table III., with latitude by account 494° N. and declination 124° N. (same 
name), gives C 2”°10, , 
From Table IV., with hour angle 11m. 22s. and C 2:10 weobtain correction + 443’ as 
above. 


LATITUDE BY POLE STAR. 417 


= =TTIS SURE nmeemnpmerremmmmameneeeseeeeememme ere 


JEANS’ METHOD. 


Declin. 45° 524 N. Cotang. DSO Siciem elise COSPC sculls san ae cs ele 10°14398 
Hour angle 1h. 54m, 55s. Cosine 9°94295 ........Are Z, Sine .......... 9°88180 
Alt. 4° 364’, Sine .... 8°90495 

Are Z ......Cotang 9°92968 


Arc Y, Cosine.. 8°93073 


° ° / Or 
Z 90 — 49 87 = 40 23 N. 
Y 90-85 64= 4 533N. 


Latitude.... 45 163 N. 


EXxAmMpteE VII. (Pole Star WV. A. Method). 


. H. M.S. ui +e 
fime by chronometer .. se .. 11 41 20 | Observed alt. at Pole Star .. .. 44 184 
Chronometer slow a ae «» + 400] Indexand arcerrors .. ae tans ie 
G.M.T. A va 25 Bs stem ton 20) 44 14 

: nS oh, <! 

Longitude in time ++ ++ + 28148 | Correction—Table 38 of Raper.. .. — 6} 

Mean time at ship oe Oar eS 18139 ig 

Sidereal time at preceding G.M.noon 6 00 14 44 073 

Acceleration for 11h. 45m. .. .. - 156 | Constant .. * °° ee vi 

Right Ascension of the meridian .. 15 15 42 | Reduced Altitude re aise aptee OF 
First correction .. Ac ie --t1 9} 
Second correction 50 ae --+ 04 
Third correction.. =2 aa oot 08 
Latitude .. Me oe Pa oe AOe LIN 


The very close agreement of all these results might lead those 
not well posted in star work to suspect that they had been 
“cooked.” Such, however, is not the case. Wherever the name 
of the ship is given, the observations are those which were actually 
taken, and have not been altered in any way whatsoever. In 
many instances (of which this is one) the stars were observed 
and calculated in the presence of the officers of the vessel, who 
can answer for the perfect honesty of the work. This is men- 
tioned to dispel any doubts as to what stars are really capable 
of. The beginner can scarcely hope for such a nice accordance 
of results, but a moderate amount of perseverance will prove the 
truth of the adage—“ Practice makes perfect.” 

In Example VI. Capella has been treated as an ex-meridian 
for latitude, but from its very large hour angle (lh. 54m. 55s.) 
putting it beyond the prescribed limits, it must be regarded as 
an extreme case, and is expressly chosen on that account to assist 
in illustrating what will presently be said about the North star. 
An error of 15’ in the longitude (equal to 1 minute in the Time) 
would put the answer wrong some three and a half miles, shew- 
ing the impropriety of placing dependence on ill-conditioned 
observations. If Capella’s declination were but larger (say 70° 
instead of only 46°), a similar error in the time would not affect 
the result nearly so much, proving that greater liberties in this 
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respect can be taken with the stars near the Poles, such for ex- 
ample as Dubhe, and the brilliant one in the foot of the Southern 
Cross. 

To these, therefore, the rule for the sun, that the number of. 
minutes in the hour angle should not exceed the number of 
degrees in the meridian zenith distance, does not apply. 

The most notable instance of this is to be found in the North 
star, which is so close to the Pole that (as previously stated) an 
error in the time of half an hour, when near its upper or lower 
meridian passage, will fail to produce an error of even one mile 
in the answer. 

It has probably never occurred to the nautical reader, when 
figuring out the “Latitude by Pole star,” that to all intents and 
purposes he is working an ex-meridian. Such, however, is really 
the case, though ninety-nine out of every hundred are deluded 
into believing it to be a special problem, peculiar to this star alone. 

The plain fact is, that the North star’s extreme slowness of 
motion, due to its small diurnal circle, permits of a handy table 
being calculated to do away with the tedium of the longer pro- 
cess. A somewhat similar table might, indeed, be computed for 
any other circumpolar star, but in no sense would it pay to do so. 
If the reader be curious to know how this table is formed, he will 
find a very easily understood account of it in the explanation to 
Raper’s Table 51. 


To shew that the familiar North star problem is nothing more than an ex-meridian in 
disguise, Example VII. is here given over again, worked out similarly to Capella. 


eRe tee 

, Right Ascension of meridian, as before Fe ave was, U0 1542 

Right Ascension of Pole star, N.A., page 314 an ot PE LAS 

Hour angle west of meridian above the pole ... ae wea 1%  O07- 58 
12 

Hour angle east of meridian below the pole ... as peat Lee 00 59 


JEANS’ ForMULA (2ND MrtuHop) ror WorkinGc Ex-MERIDIANS. 


Declin. 88° 40’ N. Cotang 8°36690...... Cosecant....3,06)22.4.. 10°00012 
Hour angle 2h. 0m. 59s. Cosine 9°93645 ATG A SINGS fe cece 9-99991 
—— Alt. 44° 7# Sine ... 9°84278 

Arc Z 88° 51' Cotang 830335 ———- 

ye Arc Y, Cosine ...... 9°84281 

=a 9 N. Norte.—In this case, the 

Y90 - 45 52=44 8N error in the latitude due to 


an error of one minute in 
Latitude ......... 45° 17'N. the hour angle is only 10”. 


The writer is not aware of ex-meridians below the Pole having been treated of in any 
other work on navigation prior to the publication of ‘‘ Wrinkles.” It is hoped their 
practical utility has been fully demonstrated. 
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Once more attention is called to the importance of being able 
—whether by day or by night—to put one’s finger on the correct 
Apparent Time at ship. Just here it will be sufficient to say 
briefly that observations for time, made on or near the Prime 
Vertical, are to all intents and purposes independent of the lati- 
tude: an error of 20’ or even 30’ in this element will not affect 
the time to any appreciable extent. 

Having thus obtained the correct time, it may be relied upon 
to determine the correct latitude by an ex-meridian, even when 
the body employed is unfavourably situated in declination and 
‘its hour-angle outside the ordinary limit. The ordinary limit is 
that the number of minutes in the hour-angle shall not exceed 
the number of degrees in the meridian zen. dist. But we cannot 
always command the maintenance of this limit any more than 
we can many other theoretical points in practical work, nor need 
we throw up our hands on this account so long as we know how 
to circumvent the difficulty. To repeat:—Circumpolar stars 
permit of greater liberties with their hour-angles than do those 
of small declination. With the first named, an approximation is 
sufficient ; with the latter, should the usual limits be exceeded, 
the hour-angle must be accurate, and Chapter X. will make it 
clear how this can be ensured so long as wind and weather are 
not outrageously bad. 

Whenever circumstances permit, “stand-by ” sights should be 
taken by the officer of the watch and entezed in a book kept for 
this express purpose. If not required, they need not be worked 
out. There can be no objection to them: they won't bite, nor 
will they cost anything for board and lodging. 

A suitable form can be ruled with columns giving date, hour 
by clock, chronometer time, altitude, name of body observed, 
value of observation, patent log reading, height of eye, and 
initials of observer. 

To finish with this problem—Do not forget that the latitude 
found by an ex-meridian (whether above or below the Pole) is 
that of the ship at the moment of observation, and if required for 
any other time, must be reduced to it, according to the course and 
distance made in the interval. BEAR THIS IN MIND. 
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CHAPTER IX. 
LECKY’S A B © TABLES. 


Undoubtedly, within the comparatively narrow limits assigned 
to the Azimuth Tables of Burdwood and Davis, there is nothing 
ean touch them for minute accuracy and despatch; but in the 
present more advanced state of navigation, these limits are too 
restricted in more directions than one, and to enlarge them to the 
extent now demanded would entail in each case a ponderous tome. 

There can be no reasonable doubt that their principal function 
was to give the Sum’s true azimuth—in connection with compass 
work—up to the point when his altitude would no longer permit 
of accurate observation with the appliances then in use: for 
example, where the altitude would exceed 60° the columns are 


left blank. From this it is evident, also, that it was either for- 


gotten or iznored—probably the latter—that the Azimuth might 
be a useful factor in certain problems quite apart from the more 
commonplace determination of compass errors. 

Again, neither book goes beyond 28° of Declination, and the 
inference is that Moon and Stellar observations were hardly in- 
cluded in the original programme, or at all events were but a 
secondary consideration; indeed, when Burdwood’s Tables were 
produced, now upwards of a quarter of a century ago, star work 
of any kind—more especially Azimuths—were as “Caviare to 
the multitude.” 

No such exception can be taken to the A BC tables, which 
are framed to meet all cases. In this go-ahead age one thing 
quickly supplants another—the improver won’t be denied; and 
so it happens that in the very complete form here presented to 
the seaman, the author’s A BC tables have shorn Burdwood and 
Davis of much of their glory. In the first place, they are alto- 
gether unsurpassed for determining a ship’s position, in conjunc- 
tion with A. C. Johnson’s far-famed rendering of the ‘Double 
Chronometer’ problem, whether applied to sun, moon, or stars; 
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and incidentally they give the error in the Longitude for each 
1’ of error in the Latitude worked with. 

As Azimuth Tables they are susceptible of any desired degree 
of accuracy. Though contained in but few pages, they are avail- 
able for all parts of the globe between 60° N. and 60° S., and for 
all hour angles. In the first two pages of A and B respectively, 
where interpolation would otherwise be somewhat difficult, the 
hour angles are given for each minute; the next three pages of 
each give them for every second minute; and the remainder, as 
in Burdwood and Davis, give them for every fourth minute. 
The advantage is manifest.* 

The plan adopted in Table A has been modified in its counter- 
part B. After much consideration the latter was divided into 
two parts, so as better to meet the wants of the Navigator. The 
upper half is on the same lines as Table A ; the Declination having 
been extended to 29°, it includes the Sun and Moon ; the planets 
Venus, Mars, Jupiter, and Saturn ; such well-known stars of the 
1st mag. as Sirius, Spica, Procyon, Arcturus, Altair, Antares, Pollux, 
Betelouese, Regulus, Rigel, and Aldebaran; also about sixteen 
other zodiacal stars of the 2nd mag., all useful either for azimuth 
or position finding. ‘These, when supplemented by the twenty 
stars specified by name in the lower half of the Table, offer a wide 
choice to the observer, in whatever part of the world he may be, 
or at whatever hour he may desire to invoke their assistance. 

This arrangement, it is believed, will be found more convenient 
than the easier plan of carrying out the Declination to 60°, seeing 
that in the purely stellar portion there will be no occasion to 
interpolate for parts of a degree, a matter which is unavoidable 
in the upper portion, though the extent to which it may be 
carried will, of course, depend upon circumstances taken in con- 
nection with the Navigator’s requirements. Usually, interpolation 
at sight will be sufficient, and where greater refinement is desired, 
very little experience will teach how to guess the number pretty 
correctly without resorting to the delay of figuring it out. Ex- 
perience will also teach whether the numbers should be taken 
out to three places of decimals, or only to two. It will be found 
that in the smaller hour angles three decimals are not needed. 

In taking the quantities from the lower portion of B, a Crucis 
may be substituted for Dubhe; Mirfack for Benetnasch; and 
Arided for Menkalinan, as the declinations of the respective pairs 
correspond sufficiently to permit of this. The lower portion of 
B is therefore really available for three more stars than shewn. 


* Now published separately, in greatly extended form, under the title of ‘‘Lecky’s General 
Utility A B C and D Tables.” 
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Table C speaks for itself. Like A and B, it gives the error in 
the Longitude due to an error of 1’ in the Latitude, but in a more 
direct manner. This being so, it may be asked, What is the use 
of having two ways of accomplishing the same object? This is 
easily answered, and what is more, the answer will be appreciated. 
The one method is sometimes more convenient than the other, and 
in this particular case “it is well to have two strings to your 
bow.” This will be more apparent after a perusal of the chapter 


on Simultaneous Altitudes. 
To enter Table A, the Latitude and Hour Angle are necessary ; 


for Table B, the Declination and Hour-angle ; and for Table OC, 
the Latitude and Azimuth are necessary. Now, Burdwood and 
other cut-and-dry Tables are unfortunately not always at hand, 
and to find the azimuth may be difficult, in which case use Tables 
A and B, and the ‘ Error’ having been found by their assistance, 
the Azimuth can at once be taken from C. So that, whatever 
hobble the Navigator may be in, the Tables amicably pull to- 
gether to extricate him. ‘The remarks already made respecting 


sanelawes and places of decimals also apply to C. 
Mr. Johnson, for his purpose, evidently considers two decimals 


to be sufficient, and no doubt, owing to its greater conciseness, 
there will be found many to give the preference to his Table* as 
compared with C, which latter has mostly three places of decimals. 
The extra labour and cost have been incurred to keep it uniform 
with A and B, also to permit of the Azimuth being determined 
with greater precision; for this purpose, two places of decimals 
are hardly sufficient in the larger azimuths, though more than 
ample in the smaller ones. 

ec When experts in their use desire to drop the third decimal, let 
them observe the following rule:—With A and B as given, take 
their sum or difference as will presently be explained; then, in 
cutting off the third decimal, should it be 6 or upwards, add 1 to 
the second decimal. If, however, the third decimal be 5 or under, 
do not alter the second decimal. The same applies to C. 


For example 3144 is 3°14, 
' 3''145 is 3°14. 
‘ 3''146 is 3°15. 


The explanation why the first and last pages of Table C are 
printed in red will be met with further on. 


* Table I. in previous editions of ‘‘ Wrinkles;” to be still found in Johnson’s 
pamphlet, On finding the Latitude and Longitude in Cloudy Weather, 


RULE FOR USE OF TABLES A AND B. 423 


i 


TO FIND FROM A AND B THE ERROR IN THE 
LONGITUDE DUE TO AN ERROR OF 1 IN THE LATITUDE. 


Knter Table A with the Hour-Angle and Latitude. 

Always prefix the + sign, except when the Hour-Angle exceeds 
6 hours. 

Enter Table B with the Hour-Angle and Declination; or in 
the case of lower portion, with the Hour-Angle and star. 

When Latitude and Declination are of contrary names, prefix 
‘the + sign; but when of same name prefix the — sign. 

Whether the arithmetical sum or difference of A and B is to 
be taken as the ‘Error’ depends upon the following rule :— 

With like signs: add, and prefix the common sign. 

With unlike signs: take the difference, and prefix the sign of 
the greater. This is Algebraic Addition. 

Example 1. What is the error produced in the Longitude for 
each 1’ of error in the Latitude when the Hour-Angle of the 
body observed is lh. 58m. P.m., its Declination 29° N, and ane 
Latitude of the observer is 24° S. 2 

8 Ce te Y 
B + 1°126 


‘Error’ + 1913. 


Example 2. Use same data as before, but in this case let the 
Latitude be North. 


Ter POE fi 
B — 1°126 
‘Error’ — 07339 
Example 3. Hour-Angle 6h. 20m. p.m. Declin. 27° N, 
Lat. 20° N. 
Ar ay0eZ 
B- ‘511 
‘Error’ — 0°548 
Example 4. Hour-Angle of * a Crucis Th. 23m. East. 
Lat. 50° 8. 
A Smee ay 
B - 2°076 


‘Error’ -— 2°557 


Delusive 
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TO FIND THE AZIMUTH BY THE A B C TABLES. 
There are a variety of modes, according to fancy and the pre- 
cision aimed at. Of the two here given, the first is the shorter, 
being an affair of simple inspection, but in point of time there is 
really very little between them. 


METHOD 1. 


Enter C with Latitude at the side, and ‘Error’ in the body of 
the Table. The Azimuth will be found at the head of the column. 
By interpolation at sight it can be taken out to half a degree or 
less. 


METHOD 2. 


To the log. of the ‘Error’ add the cosine of the Latitude, never 
using more than four places of decimals. Their sum will be the 
Cotangent of the Azimuth. 

Notz.—The Azimuth by this method, being obtained to degrees 
and minutes of arc, has a fascinating appearance of exactness 
which is very illusory: for it must not be lost sight of that the 
accuracy of the result depends entirely upon the accuracy of the 
data used in finding the ‘Error, which latter forms one of the 
arguments in the final process. Do not forget the pwrable of the 
man who built his house.on a sandy foundation. 

In this respect the A BC tables are no better and no worse 
than Burdwood’s or any other Azimuth Tables. To repeat; they 
will give results accurate in proportion to the accuracy of the 
data employed. What Tables can do more ? 

When adopting Blackburne’s A and B tables (see Preface) 
these and other considerations led to the rejection of his Tables I. 
and II. for finding the Azimuth. Mr. Blackburne may possibly 
think his own mode the best, but we all know that “ Doctors 
differ,’ and that every father believes his own grey goose to be 
a white swan. 


RULE FOR NAMING THE AZIMUTH. 


In North Latitude. Put N fora —- ‘Error’; and S fora + ‘Error,’ 
In South Latitude. Put S fora - ‘Error’; and N for a + ‘Error,’ 


EXAMPLES. (Same as before). 
Example 1, Method 1. (By inspection). 
Entering Table C with Lat. 24° S., and ‘Error’ + 1913, ata 
glance we find the Azimuth to be 293°. Being South Lat. and a 
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+ ‘Hrror,’ we name the Azimuth North; the Hour-Angle being 


P.M., the object is of course west of the meridian. Therefore the 
complete answer is 
N. 293° W. 


Example 1, Method 2 (by calculation). 


CrnOViarree cola ©, gery, 4) 8 0 Mi oO 2817 
Meter os ee tenes ¥ers § nf OOsING., 2 9°9607 
Azimuth, N. 29° 47’ W. . . . . Cotangent 10°2424 


Example 2, Method 1. 
Entering Table C with Lat. 24° N., and ‘ Error’ — ‘339, we find 
the Azimuth to be about 723°. Being North Latitude and a 
— ‘Error’ we name the Azimuth North ; the Hour-Angle being 


P.M., the object is west of the meridian. ‘Therefore the complete 
answer 1s 


N. 722° W. 
Example 2, Method 2. 
BERTOR amon a ethene ew le LOL. a> 52495803 
Hatitnde sacs. meee ee) veo ab Cosine. ..:9°9607 
Azimuth, N. 72° 48' W. .. . . Cotangent 9°4909 


Example 3, Method 1. 


Entering Table C with Lat. 20° N., and ‘ Error’ — ‘548, we find 
the Azimuth to be 63°. Being North Latitude and a — ‘Error’ 
we name the Azimuth North. The Hour-Angle being p.m, the 
object is west of the meridian. Therefore the complete answer is 


N i630: 
Example 3, Method 2. 
LOD eer GL es hs) te x9. Tee ell, GO B40 
Tatitude, (LORAIN?) 2s: tee hl Oe Cosine 's* 6 9°9730 
Azimuth, N. 629 58° W.. . =. =. +. jOCotangent 9°7078 


Example 4, Method 1, 


Entering Table C with Lat. 50° S., and ‘ Error’ — 2°557, we 
find the Azimuth to be about 31}°. Being South Latitude and 
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a — ‘Error’ we name the Azimuth South. Therefore the com- 
plete answer is 


Sole ck 
Example 4, Method 2. 
CError?e="26b7 Se Re LO ee 
Latitude, 500° Ni. 2... Ye «2 Cosine | 2 aOeoal 
Azimuth, §. 31° 19'E. . . . . . Cotangent 102158 


Should a celestial object be so near the meridian as to make it 
doubtful whether the Hour-Angle is East or West, the question 
is very soon settled by an appeal to the sextant. If the object 
be rising, the Hour-Angle is East; if falling, itis West. Absurdly 
simple, when you know it!! Isn’t it? But it doesn’t occur to 
everyone, notwithstanding. 

In the foregoing examples the ‘ Error’ has been expressed in 
are, but the navigator may wish to have its equivalent in time: 
If so, he has merely to multiply by 4. Taking examples 3 and 4 
we have 


— 543 — 2557 
x 4 x 4 
— 2°°1'72 — 10°228 


Thus far, by way of introducing the A B C tables to the 
reader, we have confined ourselves to an exposition of their more 
direct capabilities, such as determining the Azimuth under all 
circumstances ; also the ‘ Error’ due to working time observa- 
tions with an incorrect Latitude ; but in chapters yet to come it 
will be shewn how this information can be turned to account in 
defining a vessel’s true position in connection with the mode of 
treatment of Double and Simultaneous Altitudes, for which 
sailors are eternally indebted to Mr. A. C. Johnson, R.N. This 
method of his has deservedly become very popular, and from its 
simplicity, accuracy, and comparative brevity, is destined to 
supersede all others of its class, As auxiliaries, Lecky’s A B C 
tables will be found of great value. 

They also give Great Circle courses and distances by mere 
inspection—an advantage not to be sneezed at. (See pages 662- 
664). Nothing can be simpler or more handy. The Tables are 
now published separately in greatly extended form. 


DE Cie Se ACB. CO: «PeACB ors: 


(Entered at Stationers’ Hall, September Ist, 1892.) 


FORMULA USED IN THEIR CONSTRUCTION. 


A = Tang. of Lat. x Cotang. of Hour-angle. 


EXAMPLE. 


Latitude 3° - - - - - Tang. 8°7193958 
Hour-angle lh. 42m. —- - - Cotang. 10°3215039 + 
A = 0°109875 (vide p. 486) - - - = 9'0408997 


Bee Tang. of Declin. x Cosec. of Hour-angle. 


EXAMPLE. 
Declination 3° - - - - Tang. 8°7193958 
Hour-angle 1h. 42m. - - -  Cosec. 10°3660156 + 
B = 0121734 (vide p. 437) - - - = 9°0854114 


C = Cotang. of Azim. x Secant of Latitude. 


EXAMPLE. 
Azimuth 20° -—— - - = - Cotang. 10°4389341 
Latitude 45° - - - - - Secant 10°1505150 + 
C = 3°88552 (vide p. 447) mel toned ps = OOSO440 


As stated in Preface, the results were independently checked by other 
formulze, of which there are several. It may interest the reader to know that 
the quantities in C can be taken out of the Traverse Tables by double entry. 
For example :— 

1. With the Bearing (20°) as a Course, look for, say, 100 in the Departure 
column, and against it in the Zat¢tude column will be found a number 
(274°7), which divided by 100 will give the quantity (2747) for 
Latitude 0°. 

2. With Latitude (45°) as a Course, and against 274°7 in a Latitude 
column, will be found 388°5 in a Distance column: this divided by 100 
gives C = 3885 as above. 

Owing to their narrow limits, the Traverse Tables are hardly good enough 
where minute accuracy is desired, but it is astonishing the number of problems 
that can-be solved by their aid when you know how. In the last edition of 
Raper, the Traverse Tables have been extended to Distance 600, with corres- 
ponding Departure and difference of Latitude ; a much needed improvement. 
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*000] *090} “000 
4°000| 2°000] 1°333 
$003] 4°002 | 2°668 
12°01|6°005 | 4°003 
16°03/8'013| 5°342 
20°05 | 16°03 | 6°683 
24°09| 12°04 |8'029 
28°14] 14'07|9°380 
32'25| 16°10| 10°74 
36°30] 18°15 | 12°10 
40°41 | 20°21 | 13°47 
44°55] 22°27 |14°85 
48°71 | 24°36] 16°24 
52°91) 26°45|17°64 
57°14|28°57 
61°41] 30°70 
65°72] 32°86 
79°07 | 35°03 
74°47 | 37°23 
78°91] 39°46 | 26°30 
83'42]41°71|27°80 
87°97| 43°99 | 29°32 
92°60] 46°30] 30°86 
97°28] 48°64 | 32°43 
102'0| § 1°02] 34’0I 
106°9| 53°43 | 35°62 
111°8| 55°89] 37°26 
116°8| 58°39] 38°92 
I21°9|60'93| 40°62 
127'0|63'52| 42°34 
132°3|66°16| 44'10 


137°7|68°85 | 45°90 
143'2|71°60147°73 
148°8|74'41| 49°61 
154°6| 77°29] 51°53 
160°5 |80'24] 53°49 


166'5 |83°25|55°50 
172°7|86°35|57°56 
179°1|89°53| 59°68 
185°6|92°79|61°86 
192°3}96°15|64°10 
199'2|99°61/66'40 
2064 | 103'2|68°78 
213°7|106°9|71°23 
221°3| 110°7| 73°77 
229°2|114°6| 76°39 
237°3|118°7| 79°10 
245°8|122'9|81°92 
254°5|127°3|84°84 
263°6|131°8|87°88 
27 3°1| 136°6| 91°04 


283'0| 141°5|94°33 
293°3|146°7/97°77 
3041 | 152°] 1014 
315°4)157'7|105°1 
327°3| 163°6| 109°! 


339°8| 169°9| 113°3 
352°9}176°5| 117°6 
306°8| 183°4] 122°2 
381°4| 190°7| 127°1 
397°0| 198'5| 332°3 


20°47 
21°90 
23°35 
24°82 


m. m. m. m. m. 
59 | 58 | 57 56 | 55 


19°05. 


"000! ‘O00 
1‘000| ‘800 
2‘001| 1°600 


3'002| 2°402 
4°006] 3°205 
5‘012|4°010 
6°021/4°817 
7034 | 5°627 
8'052|6°441 
9°074|7°259 
10‘10|8'081 
11°14|8°908 
12°18|9°741 


13°23 
14°28 
15°35 
16°43 
17°52 
1861 
19°73 
20°85 
21°99 
23°15 
24°32 
25°51 
26°71 


A.—O HOURS. + 


“000 

667 
1°334 
2°001 
2°670 
3°34! 
47014 
4°689 
5°367 
6°048 
6°734 
7°423 
8'117 
8°817 
9°521 
10°23 
10°95 
11°68 
12°41 
13°15 
13°90 
14°66 
15°43 
16'21 
17 ‘OO 
17°81 


10°58 
11°43 
12°28 
13°14 
I4‘O!I 
14°89 
15°78 
16°68 
17°59 
18°52 
19°45 
20°40 
21°37 


27°94|22°35 
29°19 123735 
30°46 | 24°37 
31°76 
33°08 
34°42 
35°80 
37/21 
38°64 
40°11 


30°91 
32°09 
33°30 
34°53 
35°81 
37°11 
38°46 


39°84 


41°62 
43°17 
44°76 
46°39 
48°07 
49°81 


18°63 
19°46 
20°31 


25°40/21°17 
26°46 
27°54 
28°64 
29°76 


22°05 
22°95 
23°86 
24°80 
25°76 
26°74 
27°75 
28°78 
29°84 
30°92 
32°04 
33°20 


51°58 
53°42 
55°32 


41°26/ 34°39 
42°74|35°01 
44°26 | 36°88 


57'29| 45°83] 38°19 


59°33 
61°44 
63°63 
65°91 
68°28 
79°75 
(fhe he. 
76°02 
78°85 
81°81 
84°93 
88°22 


47°46/39'55 
49°15 | 40°95 
50°90/ 42°41 
52°72143°93 
54°62145°51 
56°59| 47°16 
58°66 | 48°88 
60'82| 50°68 
63'08| 52°56 
65°45154°54 


67°94| 56°62 
70°57|58°81 


91°69/73 34|61'I1 


95°35 


76°27 |63°56 


99°23| 79°38] 66°14 


m. 


54 


A.—11 


000} ‘000 
571} 500 
I°143| I°000 
1°715|1°5o1 
2°289| 2'002 


*000 
"444 
"889 
1°334 
1°780 


2°864)2°505|2°227 


3°440| 3°010} 2°675 
4°019| 3°516] 3°125 
4°600/| 4°025|3'577 
5°184|4°536/4°031 
5°771| 5°049|4°488 


6°362| 5°566) 4°947 


6°957|6'087 
7°556/6°611 
8161] 7°140 
8°770|7°673 
9°385|8°211 
10°01 |8°755 
10°63 |9°304 
11'27|9°860 
II‘QI| 10°42 


10°99 
11°57 
12°16 
Ss 
13°35 
13°97 
14°59 
15°23 
15°87 
16°53 
17°21 
17°90 
18°60 
19°32 
20°05 


12°56 
i222 
13°89 
14°57 
15°26 
15°96 
ees 
17°40 
18°14 
18'90 


19°67 
20°45 
21°26 
22°08 
22°92 


23°78|20'°80 
24°66 !21°58 
25°57 | 22°37 
26°50] 23°19 
27°46| 24°03 


28°45 |24°89 
29°47| 25°78 
30°52| 26°70 
31°61/ 27°66 
32°73 | 28°64 
33°89] 29°66 
35°10] 30°71 
36°35 | 31°80 
37°65 | 32°04 
39°01] 34°13 
40°42] 35°36 
41°89] 36°66 
43°43| 3801 
45°05 | 39°42 
46°74] 40°89 
48°52142°45 
50°40] 44°10 
52°38 
54°47 
56°69 


5°410 
5°876 
6°346 
6°820 


7°298 
7°781 
8°270 
5°764 
9'264 
9°779 
10°28 
10°80 
11°33 
11°87 
12°41 
12°97 
13°53 
I4'II 
14°69 
15°29 
15°90 
16°53 
17°17 
17°82 
13°49 
19'I8 
19°89 
20°61 
21°36 
22°12 
22°92 
2373 
24°58 
25°45 
26°36 
27°29 
28°27 
29°28 
39°33 
31°43 
32°58 
33°78 
35°03 
30°35 
37°73 
39°19 


45°83|40°73 
47°66 | 42°36 
49°601 44°08 


m. m. m, 
53 | 52 | 51 


HOURS, 


™m. m. 
11 | 12 
000} ‘000 
"400] *363} °333 
‘800! °727| *666 
1‘200| I‘0g1|1°000 
1°602] 1°456| 1°334 
2°004} 1°821| 1°669 
2°407 
2°812 
3°219 
3°628 


welele) 


2°188] 2°005 
2°556|2°343 
2°926] 2°682 
3°297 | 3'022 
4'039|3°671|3°364 
4°452 | 4047 | 3°709 
4°868) 4°425|4'056 
5°288| 4°806) 4°405 
5°711|5°191|4°757 
6°137|5°578]5°113 


6°568) 5°970|5°472 
7°002|6°365 | 5°834 
7'442|6°764!6°200 
7°886|7°168/6'570 
8°336)7°577|6°945 


8°792|7°992|7°325 
9°254)/8°411|7°709 
9°722|8°837|8'099 
10°20] 9°269|8'495 
10°68 | 9°708 | 8°897 


11°17 
11°67 
12°18 
12°70 
13°22 


13°76 
14°31 
14°87 
15°45 
16°04 
16°64 
17°26 
17°89 
18°55 
19'22 
19‘9I 
20°62 


IO°T5 
10°61 
I1‘O7 
T1°54 
12°02 
I2‘51 
13'0I 
13°52 
14°04 
14°58 
15°13 
15°69 
16°27 
16°86 
17°47 
18'10 


9°307 
9°722 
IO'I5 
10°58 
I1‘02 
11°47 
11°92 
12°39 
12°87 
13°36 
13°86 
14°38 
1491 
15°45 
16°01 


16°59 


21°36 
22°12 
22°90 
23°72 
24°56 
25°44 
26°35 
27°30 
28'28 
29°32 
39°39 
31°52 
32°71 
33°96 
35°27 
36°65 
38°12 
39°67 | 36°06 | 33°05 
™m m m 


50 | 49 | 48 


20°10] 18°43 
19'08 

21°56/19°76 

22°33 

23°12 


20°46 
23°95 


21°19 
21°95 
24.81 


22°74 
23°56 
24°42 
25°32 
26°26 
27°25 
28°29 
29°38 
30°54 
31°76 


25°71 
26°65 
27°63 
28°65 
29°73 
30°87 
32°06 
33°32 
34°65 


18°75/17°18 
19°41/}17°79 
20°82 


— 


‘000 
*285 
‘571 
°857| “80 
1°231|1°143] 1°067 
1°541| 1430! 1°335 


‘000 
*266 
533 
*800 


“000 
*307 
‘O15 
"923 


1°851/1°718} 1604 
2°162|2°008| 1°873 
2°475|2'298|2°144 
2°789|2°590|2°417 
3°105 | 2°883|2°690 


3°423]3°178| 2°966 
3°743|3°475|3°243 
4°066|3°775|3°522 
4°391| 4°076] 3°304 
4°719|4°381| 4°088 


5°050] 4°688} 4°375 
5°384]4°999| 4°665 
5°722|5°312| 4°957 
6064 | 5°630] 5°253 
6°410/5°951)5°553 
6°760| 6°276| 5°857 
7°115|6°606|6'164 
7°475|6°940|6'476 
7°841|7°279)/6°793 
8°212|7°624|7°115 


8°589] 7°974|7°441 
8°973|8°331/7°774 
9°364| $°693)] 8112 
9°762| 9063/8457 
10°17|9'440|8*809 
10°58/9'824|9'167 
I 1°00] 10°22] 9°5 34 
11°44] 10°62]9°908 
11°88] 11°03] 10°29 
12+33| 11°45|10°68 


12°79| 11°88} 11°08 
13°27| 12°32!1 11°50 
13°76] 12°77|11'92 
14°26] 13°24] 12°35 
14°78] 13°72|12°80 


15°31 | 14°21 
15°86] 14°72 
16°42] 15°25 
17°01 15°79 
17°61| 16°35 


16°93 
17°53 
18°16 
1881 
19°49 
20°19 
20°93 
21°70 
22°50 


13°26 
13°74 
14°23 
14°73 
15°26 
15°80 
16°36 
16°94 
1735 
18°18 
18°84 
19°53 
20°25 
21°00 
21°79 
22°62 
23°49 
24°42 
25°39 
26°4 


18°24 
18°89 
19°56 
20°26 
20°99 


21°75 
22°54 
23°37 
24°24 
25°15} 23°35 
26°11 | 24°24 
27°12/25°18 
28°18] 26°17 
29°31| 27°21 
30°50] 28°32 
m. 


46 


m. 


m. 
47 45 


LECKY’S ABO TABLES. 


429 


*000 
4°000 
8°003 


16°03 


000 
2000 
4°002 
6°006 
8013 


B.—o HOURS. 


“000 
IT‘000 


"000 
*800 


‘000 
667 
2°001| 1°601 | 1°334 
3003] 2°402|2°002 
4°007 | 3°205|2°671 


‘000 
572 
1°143]| 1001 
1°716|1°502 
2°290|2°004 


‘000 
"500 


xereye) 
"445 
889 
1°335 
1°781 


"000 
"400 
‘S01 
I‘201 
1°603 


welele) 
"364 
"728 
1'092 


welele) 


"334 
‘667 
I°OO!I 


‘O00 
"286 
°572 
858 


‘000 
207 
534 
‘Sol 

1°069 


Ir45 
1°433 
ee Pe 
2‘Or! 
2°302 


1°336 
1°672 


1°457 
20°05| 10°03 2'228 | 2°006/1°824 
2°677 
3°127 
3°580 


4°034 


5013) 4°O1T | 3°342 
6'022| 4°818| 4015 
7°035|5°628|4°691 
8°053|6°442| 5°369 
9'075| 7°260|6°051 


1°338 
1 ‘607 
1°877 
2°149 
2°594|2°422 


2°865|2°507 
3°442 | 3012 
4°021]3'518 
4°602|4'027 
5°186}4°538 


fe) 
Oo 
I 
2 
3 | 12'01 
4 
5 
° 
6 


12°04 
14°07 
16°IO 
18°15 


24°09 2°008 
2°346 
2°685 
3026 


2°410|2°1Q1 
2°815/2°559 
3°222|2°929 
3°631| 3°301 


28'14 
36°30 


12°18/9°744|8°120 
13°23] 10°58| 8820 
14°29] 11°43 
15°35| 12°23 


24°36 
26°46 
28°57 
30°71 


48°71 
52°91 
57°14 
61°41 


6°960]6'091 
7°560|6°615 
8°164|7°144 
8°774|7°678 


4°061 
4°41 
4°704 
5‘120 


3°482|3°250 | 
3°782| 3°530 
4°084| 3°312 
4°389 | 4°097 


4°873|4°430 
5°293|4°812 
5°716| 5°197 
6°143|5°585 


5°414 
5881 
6°351 
6°825 


9°525 
10°24 


32°86 
35°03 
37°23 
39°46 
41°71 


65°72 
70°07 
74°46 
78°91 
83°42 
87°98) 43°99 
92°60| 46°30 
97'28| 48°64 
102'0| 51°02 
106°9| 53°44 


116°3| 58°39 


111°8] 55°89 | 3 


16°43 
E752 
18°62 
19°73 
20°86 
21°99 
23°15 
24°32 
25°51 
26°72 
27°95 


29°20 


13°14 
1401 
14°89 
15°78 
16°68 
17°60 
18°52 
19°46 
20°41 
21°38 


22°36 
23°30 


10°95 
11°68 
12°41 
1315 
13°90 
14°66 
15°43 
16°22 
17‘OI 
17°81 
18°63 
19°46 


9°390 
10'OI 
10°64 
11'28 
11°92 


12°57 
13°23 
1390 
14°58 
15°27 
15°97 
16°68 


8'216] 7°304 
8°760} 7°787 
9°310| 8°276 
9°866| 8°770 
10°43|9°271 
11°00|9°778 
11°58 
12°16 
12°76 
13°36 
13°98 
14°60 


10°29 
10‘8I 
11°34 
11°88 
12°42 
12°98 


6°574|5°977 
7°009| 6°372 
7°449|6°772 
7°894|7°177 
8°344|7°586 
8800] 8001 
9'263|8'421 
9°731|8°847|8'110 
10°21 |9.280| 8°507 
10°69|9°719|8'910 
11°18] 10°17|9°319 
11°68| 10°62|9°7 36 


5°479 
5°842 
6°208 
6°579 
6°954 


7°335 
7°720 


m. { m. ; m. m. 
59 | 58 | 57 | 56 | 55 


121°9| 60°93 
127°0| 63°52 


30°47 | 24°37 
31°76) 25°41 


20°31 
21°18 
m. m. 


54 | 53 


B.-11 


17°41 
18°15|15°88 


15°24)13°54 
14°12 
m. 


52 


HOURS. 


12°19] 11°08| 10°16 
12°71 | 11°55 | 10°59 


m. m. 
51 50 


eu 
9 | 4 48 | 4 47 


4°697|4°384 
3} 57008] 4°675 
5°322|4°968 
5°640|5°265 
5°962|5°565 
6'288 
6618 
6°953 
7°293 


5°869 
6°177 
6°490 
6°$07 
7°638|7°130 
7°989|7°457 
8°346|7°791 
8°710|8°130 
9'080|8°475 


46 


m™. 


45 


7 

A eee ; 

O | 40°41|20°21| 13.47 | 10°10/8°083/6°736 | 5°774/5°052|4°491 | 4°042| 3°675| 3°369 | 3110) 2°883|2°696 
II | 44°55|22'27|14°85 | 11°14) 8'g10) 7°426 | 6°365|5°570/4°951 | 4°456|4°051/3°714 | 3°429] 3°184|2°972 


Useful ultra-Zodiacal Stars of ist and 2nd mag's. in order of Declination. 


By) 


HOURS. 


Stars. 


Fomalhaut | 133°! 66°57\44°38 


m. . 
a 
33°29|26°63|22°19 


19'02|16°65/14°80 


avis ios mm; m. 
3 | 9 | 10 


13°32/I2°1I|I1I°1O 


10°25|9°5 16/8883 


Castor . .| 143°8]71°91/47°94 | 35°96/28°76|23°97 | 20°55|17°98/15°98 | 14°39|13'08|1 1°99 | 11°07|10°28/9°594 
a Columbee «| 155°3}77°05|51°70 | 38°82/31 06/25 °88 | 22°19]19°42|17°26 | 15°53/14°12|t2°95 | T1°Q5|11°10|10°36 
Vega. . .| 183°5/91°77/61°18 | 45°88/36°71/30°59 | 26°22)22°95/20°40 | 18°36)16°69)15°30 | 14°13]}13°12|12°24 
@ Pheenicis .| 212°6|106°3|70°387 | 53°15/42°52135'44 | 30°38/26°53/23°63 | 21 27/19°33]17°72 | 16°36|15°19|14°18 
a Cygni .] 228°6|114°3/76°19 | 57°14|45°71|38°10 | 32°66)28°57/25°40 | 22°86/20°79] 19°05 | 17°59|16°34]1 5°25 
Capella. .] 236°5/118°3)78°84 | 59°13/47°30|39'42 | 33°79|29°57|26°28 | 23°66]21°51|19°72 | 18°20|16°90|1 5°78 
a Gruis . | 249°7|124°3/83°23 | 02°42149'94/41°62 | 35°67/31'°22/27°75 | 24°98/22°71'20°82 | 19°22/17°84]16°66 
a Persei —.| 268°5/134°2/89°49 | 67°12|53°70144°75 | 38°36/33°56|29°S4 | 26°85|24'41/22°38 | 20°66/19°19|17'91 
Benetnasch| 271°3|135°6|90°43 | ©7°82|54°26|45°22 | 38°76/33°92/30°15 | 27°14|24°67|22'62 | 20°88]19°39|18'10 
Canopus .| 300°2/150°I|100°! | 75°05|60°04| 50°03 | 42°89/37°53/33°36 | 30°03/27°30/25°03 | 23°10/21'45/20'03 
a Cassiopeiz | 339°7|/169'9|1 13'2 | 84°94/67°95/56°63 | 48°5.4|42°47/37°76 | 33°98]30°90|28°32 | 26°15/24°28|22°66 
a Pavonis, «| 353°7|176°9|117°9 | 88°43}70°75|58°96 | 50°54144°22/39°31 | 35°38]32°17|29°49 | 27°22|25°28|23°60 
Achernar_ .] 363°2|181°6/121°1 | 90°81|72°65/60°55 | 51°90|45°41|40°37 | 36°33|33°03|30°28 | 27°96)25'96/24°23 
ce Argis . .| 379'2|189°6|126'4 | 94°80|75'84/63°20 | 54°18)47°41142°14 | 37°93]34°48/31'61 | 29°18|27°10/25°30 
B Centauri .} 395°2|197°6|131°7 | 98°80)79°04/65'87 | 56°46149°41143°92 | 39°53/35°94|32°95 | 30°41|28'24|26°36 
Dubhe . .| 436°3/218'2/145°4 | 109°1/37'27|72°72 | 62°34]54°55|48'49 | 43°64/39°68/36°37 | 33°58)31°18/29°11 
arCrucis . .| 441'0|/220'5|147°0 | 110°3|88'21/73°51 | 63°02/55°14)49'02 | 44°12] 40°11/36°77 | 33°94|31°52129°42 
a Tri. Austr. | 592°3/296°1|197°4 | 148°1|118'5|98°72 | 84°62/74°05165'83 | 59°25/53°86/49°38 | 45°58/42°33]39°51 
B Urs. Min. -] 829°7|414°8|276°6 | 207 °4/165°0|138°3 | 118°5}103°7|92°21 | 83°00]75°46 ee 63°86/59°30]55°35 


m. ™m™. 
59 58 | 57 | 56 | 58 54 53 | 5: 52 51 50 49 | 46 47 46 45 


B.—11 HOURS. 


430 


LiECK Y’S VANBSG see 


es 
= 


0 OO ONT OURO NH OO 


m. m. 
16 | a beg 
‘000 
235 
‘470 
‘795 
941 
L377 
1°414| 1°335 
1°652/1°560 
1°891|1°786 
2°131/2°012 
2°373)|2°240 
2°780|2°616| 2°470 
3040] 2°860) 2°701 
3°302 | 3°107 | 2°933 
3°505) 3°355 | 3°168 
3°832| 3°606 | 3°405 


4101] 3°859| 3°643 
4°372|4°114| 3885 
4°647 | 4°372|4°128 
4°924| 4°633) 4°375 
5°205| 4°898 | 4°625 


5°490| 5°166| 4°877 
5°778| 5°437|5°134 
6°070|5°712|5°393 
6°367|5°991|5°657 
69|6°275)5°925 
5|6°563|6°197 
7|6°856|6°474 
4|17°155|6°756 
z 7°459|7°043 
3 


welele) 
*250 
‘499 
749 
I‘00O 
I'251 


1°503 
1°756 
2°010 
2°265 
2°522 


6 
97 
28 
60 
92 
256) 7°769)7°336 
593} 8'086 | 7°635 
936|8°409|7°940 
9°287 |8°739| 8252 


9°646 | 9°077|8°570 
10°01 |9'422|8°897 


10°39 |9°777 | 9°232 
10°78] 10°14|9°575 
11°17 | 10°51|9'927 
11°58] 10°90] 10°29 
12°00] 11'29| 10°66 
12°43 
12°88 
13°34 
13°81 
14°30 
14°81 
15°34 
15°88 
16°45 
17°04 
17°66 
18°30 
18°98 
19°68 
20°42 


6° 
6° 
vi 
7 
7 
8° 
8° 
8° 


11°70 
12°12 
12°55 
12°99 
13°46 
13°93 
14°43 
14°95 
15°48 
16°04 
16°62 
17'22 
17°86 
18°52 
19°22 
19°95 
20°72 
21°54 
22°40 


1I‘O5 
11°44 
11°85 
12°27 
ed A 
13'16 
13°63 
I4'II 
14°62 
15‘I4 
15°69 
16°26 
16°86 
17°49 
1815 
18°84 
19°57 
20°33 
21°15 
22°01 


21°20 
22°02 
22°89 
23°80 


24°77 (23°31 


A.—oO HOURS. + 


m. m,. m. 
19 | 20 | 21 
*000 
‘190 
*380 
57° 
‘761 
952 
I‘201]1'144 
1°403| 1°336 
1°606| 1°530 
I°810| 1°724 
2°O15|1°919 
2°339|2°222|2°115 
2°558|2°430|2°313 
2°778|2°639 |2°513 
3°001|}2°850/2°713 
3°225| 3°063|2°916 


3°451)3°278| 3°121 
3°679] 3°495 | 3°327 
3°910| 3°714| 3°536 
4°144 | 3°930| 3°747 
4°380) 4'160| 3961 
4°620| 4°388]| 4°178 
4°862| 4°618 | 4°397 
5'108]4°852|4°620 
5°358|5°089 | 4°845 
5°612|5°330)5°075 
5°870|5°575|5°308 
6°132]5°824|5°545 
6°399|6°077 |5°787 
6°671|6°336 | 6°033 
6°948|6°599|6'°283 
7°231|6°868/6°539 
7°520|7'142|6'800 
7°815|7°423|7°067 
8°117/7°710|7°341 
8°427 | 8'003 | 7°620 


8°744|8°304|7°907 
9'069|8°613|8'201 
9°402|8°930|8°503 
9°745 |9°256| 8813 
10°10/9°591!9°132 


10°46 9°936|9°460 
10°84 | 10°29|9°799 
11°22]10°66| 10°15 
11°62] 11°04] 10°51 
12°03] 11°43] 10°38 


11°84| 11°27 
12'26| 11°67 
12°69| 12°09 
13°15 |12°52 
13°62| 12°97 


13°44 
13°93 
14°44 
14°98 
15°54 
16°13 
16°76 
17°42 
IS‘II 
18°85 


“000 
‘200 


1399 
"599 
799 
1000 


“000 
‘210 
"420 
‘631 
"842 
1'053 
1'265 
1°478 
1°691 
1°906 
2°122 


12°46 
I2‘9I 
13°37 
13°34 
14°34 
14°86 
15‘40 
15/97 
16°56 
17°19 


17°84 
18°53 
19°26 
20°03 
20° _ 


I4‘I! 
14°63 
15°17 
15°73 
16°32 
16°95 
17°60 
18°29 
19’02 
se 80 


By 
9| 3 38 


haan 


m. 


24 


m. m. 


22 | 23 


‘COCO 
‘173 
"347 
‘hot 
"694 
‘869 
1'044| 1°000 
I°219| 1°168 
1°396| 1°337 
1°573| 1°507 
1°751|1°678 
1930) 1°849 
Suid 2 O22 
2°293|2°197 
2°470|2°372 
2°661 | 2°549 


2°848] 2°728 


‘000 
166 
"332 
499 
665 
832 


‘000 

"181 

"363 

544 

"726 
“909 
1‘092 
1275 
1‘460 
1°645 
1°831 
2°019 
2°207 
2°398 
2°589 
2°783 
2°978 
3°175 
3°374| 3°227|3°091 
3°576/ 3°420] 3°276 
3°780] 3°615| 3°463 


3°987 | 3°812| 3°652 | 


4°196| 4'012|3°844 


4°408 | 4°215 | 4°039 | 


4°624|4°422| 4°236 
4°843|4°031| 4°437 
5°065|4°844| 4°640 
5°292|5°000| 4'848 
5°522|5°280|5'059 
5°757|5°595|5°274 
5°996|5°734|5°493 


6°240|5°967|5°717 
6°490|6°206] 5°945 
6°744|6°449|6°179 
7°005 |6°699 | 6'418 
7'272|6°954|6'662 


7°545|7'215|6°913 
7°826 ,7°484|7°170 
8°114|7°759|7°433 
8°410|8'042| 7°705 
8°714|8°333| 7°984 
9028 | 8633/8271 
9°351|8°942|8°567 
9°685 |9°261 | 8°872 
10'03/9°590|9°188 
10°39|9°931/9°514 
10°75 | 10°28|9°852 
11°14] 10°65 | 10°20 
11°53|11°03|10°57 
11°95|11°42|10°95 
12°38] 11°84| 11°34 
11°75 
12°18 
12°63 
13°10 
13°59 
I4'1! 
14°65 
15°23 
15°83 
16°48 


36 


12°26 
iayt 
13°18 
13°67 
14°18 


14°72 
15°29 
15°89 
16°53 
17°20 
m. 


37 


12°82 
13°29 
13°78 
14°29 
14°83 
15°40 
15°99 
16°62 
17°28 
— 


3036 | 2°909 | 


HOURS, 


m. m. 

25 | 26 

“000 
"153 
°397 
*460 
‘614 
"768 


"923 
1'078 
1°234 
1°390 
1°548 


‘000 
“159 
“319 
479 
"639 
‘799 
*960 
Mi2t 
1°283 
1°446 
1‘610 


1°775| 1°706 
1°941| 1°866 
2°108| 2'026 
2°277|2°188 
2°447 | 2°352 
2°618] 2°517| 2°423 
2°792 | 2°683|2°583 
2°967 | 2°852|2°745 
3144 | 3°022|2°909 
3°323 | 3°195|3°075 


3°505 | 3°369|3°243 
3°689 | 3°546|3°414 
3°876 | 3°726|3°586 
4°065 | 3°908 | 3°762 
4'258| 4:093|3°940 


4°453|4°281]| 4121 
4°052| 4°4721| 4°305 
4°855|4°667|4"492 
5061] 4°865 | 4°683 
5°272|5'067|4°878 


5°486] 5°274|5°077 
5°7061 5°484|5°279 
5°930|5°700] 5°487 
6°159|5°920| 5°699 
6°394/6°146| 5916 
6°634|6°377|6°139 
6°881|6°614|6°367 
7°134|6°857|6°601 
7°394|7°107|6°842 
7°662|7°365|'7°090 
7°937 |7°630|7°345 
8°222|7°903|7°607 
8°515|8°185|7°879 
8'818]8°476|8-159 
9°131|8°777|8'449 


9°455|9°089|8'749 
9°792|9'412|9'060 
10°14|9°748|9°384 
10°50} 10°10|9°719 
10°88 | 10°46] 10°07 


11°28 10°43 
11°69 10°81 
12°12 II‘21 
12°57 11'63 
13°04 12'07 


13°54 12°53 
14°06 13'0I 
14°61 |14°05| 13°52 
15°20|14°61| 14°06 
15°82|15°20| 14°63 

m, 


35 


“000 
148 
295 
443 
“591 
739 
888 
1037 
1°187 
1°338 
1°490 
1°642 
1°796 
1‘Q51 
2°107 
2°264 


10°84 
11‘23 
11°65 
12°08 
12°53 
130I 
13°52 


—— 


m. m. m. m 
| 27 28 | 29 | 30 


‘000 
"133 
265 
"398 
"53! 
"665 


“000 
‘137 
‘275 
"412 
"550 
688 
826} *798 
1'000} *965| "933 
I'I45|1°105|1°068 
1°290]1°245] 1°203 
1°436| 1°386| 1°339 
1°583/1°528/1°476 
1°731|1°671|1°615 
1°880] 1°815|1°754 
2°031 | 1°960] 1°894 
2°182 | 2°106| 2°035 


2°335|2°254|2°178 
2°490|2°403/2°322 
2°646|2°554|2°468 
2°804|2°707|2°615 
2°964|2°861|2°765 


3°126|3'017|2°916 
3°291 | 3°176| 3069 
3°457|3°3371 5 224 
3°626 | 3°500| 3°382 
3°798 | 3°666|3°542 


3°972| 3'834|3°705 
4°150]|4°005 | 3°870 
4°330|4°180] 4°039 
4°514/4°357|4°210 
4°702|4°538/4°385 


4°894|4°723] 4°564 
5°089|4°912|4°746 
5°289 | 5105 | 4°933 
5°493|5°302|5°123 
5°703|5°504|5°319 


5°O17|5°711)5'519 
6°137|5°923|5°724 
6°363 |6°141|5°934 
6°595|6°365|6°151 
6°334|6°596|6°374 
7°080 | 6'833|6°603 
7°333|7'078|6'839 
7°595|7°330|7 083 
7°865|7°591|7°335 
8°144|7°861)7°596 
8'434|8'140] 7°866 
8°734|8°430|8°145 
9°045|8°730|8°436 
9°369|9°043|8'738 
9°706 | 9°368/9°052 
10'06|9°707|9°380 
10°42| 10°06/9°722 
10°81] 10°43| 10°08 
II‘21|10°82/10°45 
11°63] 11°23| 10°85 


11°65| 11°26 
12°10| 11°70 
12°58} 12°16 
13°08 | 12°64 
a 62 Fe 16 


“000 
142 
284 
‘427 
°570 
‘713 
856 


12°07 
12°54 
13°03 
33,55 
ae II 


34 
4 | 33 | 3 32 31 30 


more Ss Yess GO; TAB LES. 


431 


MH 
00 O ON Qouirk WN HOO 


"000 
236 
471 
‘797 
944 
I'181 


‘000 
222 
"445 
668 
‘8QI 
IIIS 


I°340 
1°565 
1°791 
2°019 
2°247 
2°477 
2°709 
2°943 
3°178 
3°415 
3°655 
3°897 
4141 
4°389 


*000 
"250 
“SOI 
‘751 
1°002 
1°254 
1°507/1°418 
1°760|1°657 
2°015|1°896 
2241 |2°137 
2'528|2°379 
2°787|2°623 
3°047 | 2°868 
3°310) 37115 
3°574|3°364 
3°841 | 3°616 
4°111|3°869 
4°383]4°125 
4°058) 4°384 
4°936|4°646 
5°218|4°911| 4°639 
5°503] 5°180] 4°893 
5792} 5°452|5°150 
6°085|5°728] 5°410 
6°383|6°008 | 5°675 
6°685 |6'292] 5°943 


6°992|6'581 | 6°216 
7°304/6°875 | 6°494 
7°622|7°175|6°777 
7°946|7°480] 7°065 


m. 


m. m. 
44 | 43 | 42 


a een m 
Stars. L613 17 | 18 19 


B.—o HOURS. 


20 | 2i | 22 | 23 | 2 


‘000 

a8 

"422 

633 
844 
1057 
1°269 
1°483 
1°697 
1'913 
2°129 
2°347 
2°567 
2°788 
301! 
3°236 
3°463 
3°692 
3°924| 3°728 
4°158/3°951 
4°395|4°176 
4°636| 4°404 
4°879 | 4°636 
5°126|4°870 
5°377|5'108 
5°631)/5°350 
5°890] 5°596| 5°330 
6°153|5°846|5°568 
6°421|6°101|5°S11 
6'694 |6°360|6'°058 


m. m 
40 | 39 


‘000 
"167 
°334 
"SOI 
669 
‘837 
1‘006 
E175 
1°345 
I°515 
1°687 
1°860 
2°033 
2°209 
2°385 
2°563 


“O00 
"174 
"349 
523 
698 
873 
1°049 
1°226 
I°403 
1°581 
1°760 
I°940 
pan Wa? 
2°304 
2°489 
2°674 
2°862|2°743 
3°052|2°925 
3°390| 3°243|3°108 
3°593)| 3°437 | 3°294 
3°797 |3°633| 3°42 


4°005 | 3°831| 3°672 


"000 
"182 
"364 
547 
°730 
913 
1097 
1'281 
1°466 
1°652 
1°840 
2°028 
2°218 
2°409 
2°601 
2°796 
2°992 
3°190 


| 4°215|4°033|3°865 


4°429|4°237| 4061 
4°645|4°444|4'259 
4°865|4°654|4°401 
5°089 | 4°868| 4°666 
5°316| 5086 | 4°375 
5°548| 5°307 | 5°087 
5°783]5°533| 5°303 
m. 


38 


“000 
"160 
°321 
"481 
642 
"804 


‘965 
I°128 
°291 
1°455 
1°620 


1°785 
1°952 
2121 
2°290 
2°461 
2°634 
2°808 
2°985 
3°163 
3°343 
3°526 
3°711 


‘000 
‘154 
°308 
"463 
‘618 
hd 
928 
1°085 
I'241 
1°399 
1°558 
1°717 
1°878 
2°039 
2°202 
2°367 


"149 
°297 
"446 
595 
‘744 


"894 
1045 
I°196 
1°348 
1°500 
1°654 
1°808 
1°964 
2121 
2°280 


2°533|2°440 
2°701|2°601 
2°870|2°764 
3°042| 2°930 
3°215| 3°097 


3°391 | 3°266 
3°569| 3°437 
3°899 | 3°750| 3611 
4°090} 3°933|3°788 
4°283] 4°119| 3°967 


4°480 | 4°308] 4°150 
4°080] 4°501/4°335 
4°884 | 4°697 | 4°524 
5°092| 4°897|4°716 


m. m. m. | m m m. m. 
| 37 | 36 35 | 34 | 33 | 32 | 31 


B.—11 HOURS.. | 
Useful ultra-Zodiacal Stars of 1st and 2nd mags. in order of Declination. 


B.—o HOURS. 


m. 


20 


May te Mah (RI. $y Ts 
21 22 | 23 | 24 


m {| m. | m. m. { m. m. 
| 25 26 | 27 | 28 29 | 80 


138 
‘277 
"415 
554 
"693 


833 
"973 
I'l 14 
1°255 
1°397 
1°540 
1'684 
1°829|1°769 | 
1'°976| 1910 
2°123|2°053 
2°272|2°197 
2°423] 2°342 
2°575|2'489 
2°728| 2°638 
2°884| 2°788 


3°042| 2°941 
3°202| 3°095 
3°34] 3°252 
3°528/3°411 
3°695 | 3°573 


3°865| 3'737 
4°181 | 4°037| 3°904 
4°363|4°213| 4°074 
4°548| 4°392| 4°247 


134 
208 
"402 
536 
‘670 
"805 
"941 
1'077 
M204 
Vai 
1°489 
1°628 


1595 
1°744 
1'894 
2°046 
2°199 


2°353 
2°509 
2°666 
2°825 
2°987 


37150 
3°35 
3°483 
3°653 
3°826 


4'002 


Fomalhaut | 3°328|7°839]7°404 | 7°016|6°666/6°349 | 6°061/5°799/5°558 | 5°336/5°13214'943 
Castor . .}| 8°996/8°467/7°998 | 7°578|7'200/6°858 | 6°547|6°263]6°003 | 5°764/5°543/5°339 
a Columbe «| 9°714/9°143/8°636 | 8°183/7°774|7'405 | 7°069)6°763/6°482 | 6'224) 5°986)5°765 
Vega. . .| 11°48|10°Si|10°21 | 9°67019°188)8"752 | 8°355|7°993|7°06r | 7°356|7'074|0'813 
a Pheenicis .| 13°30|12°52/11°82] 11°20|10°64| 10°14 | 9°678|9°259)8°374 | 8°521/8°194/7'892 
a Cygni .| 14°30]13°46|12°71 | 12°04] 11°44]10°90 | 10°40/9°954/9°540 | 9°160|8°8090/8'484 
Capella. .| 14°79/13°92/13°15 | 12°46/11°84]11°28 | 10°77/10°30\9°872 | 9°479|9°116/8°780 
a Gruis «| 15°62|14°70|13°88 | 13°16)12°50 1191 | 11°37|10°87|/10°42 | 10°01|9°623'9°269 
a Persei | 16°79|15°81|14°93 | 14°15|13°44/12°80 | 12°22/11°69)11°21 | 10°76} 10°35|9°966 
Benetnasch| 16°97|15'97|15°09 | 14°29|13°58|12°94 | 12°35/11°S1/11°32 | 10°37|10°46| 10°07 
Canopus. .| 18°78|17°67|16°69 | 15°82|15°03/14°31 | 13°66/13°07/12°53 | 12°O3/L1'57|1 1°14 


a Cassiopeiz 


21°25/20°00/18°89 


a Pavonis. .] 22°12/20°82/19°67 

Achernar .} 22°72|21°39|20°20 
t Argiis «| 23°72|22°32/21'09 
BCentauri_ ,] 24°72/23°27/21°98 

Dubhe . .} 27°29/25°69/24'26 
arCrucis . .J 27°59/25°97/24°53 
aTri. Austr [| 37°05|34°87/32°94 
B Urs. Min. .] 51°90/48°85/46°14 


m. | m. 
44 | 438 42 | 


17°9O|17'O1|16'20 
18°64) 17°71|16°87 
19°14|18°18|17°32 
19°98|18°98)}18°08 


20°82/19°78| 18°84 
22°99|21°84/20°81 
23°24/22°08|21°03 
31°21/29°65|28°24 
43°72|41°54|39°56 


B.=1h HOURS. 


15°47/14°80|14°18 
16°L0}15°40|14°76 
16°54|15°82|15°16 
17°26|16°51|15°83 


17°99|17°21|16'°50 
19°36|19"00}18'21 
20°08/19'21/18'41 
26°96|25°79|24°72 
37°77|30°13/34°63 


13°62]13'09|12°61 
14°18) 13°63/13°13 
14°56/14°00|13°48 
15°20]14°61|14°08 


15°84/15°23/14°67 
17°49|16°82|16'20 
17°68] 17°00] 16°37 
23°74|22'83/21°99 
33°25]31°98}30°80 


4°767|4°603/4°451 
5°149|4°972|4°807 
5°560}5°369/5"191 
6°571/6°345|6°135 
7°612/7°351|7°107 
8°183|7°902|7°640 
8°467/8°17717°906 
8°939|8'632/8°346 
9°612\9°282|/8'974 
9°713]9°380|9'069 
10°75/10°38/10°03 
12°16)11°75/11°36 
12°66) 12°23/11°82 
13 OO|12°56)12°14 
13°58}13°11|12'68 | 


14°15|13°66/13'21 
15°62/15°08|14°58 
15°79|15°25|14°74 | 
21°21|20°48]19°80 
29°7 1/28°69|27°74 


432 


eS 
5 


0 CO~NT QUpPWNH OO 


Io 


LECKY'S A BG TASES 


m 


32 


‘000 
124 
248 
7S 
"498 
623 


"748 

874 
| Melee) 
1°127 
1255 
1°383 
I'512 
1°643 
1°774 
1°907 
2°040 
2°175 
2°312 
2°450 


"000 
17 
°234 
351 
"468 
"585 
°793 
822 
*940 
1060 
1'180 


“000 
‘110 
*220 
“331 
"442 
"552 
664 
775 
887 
I'000 
I'l13 
1°301 | 1°227 
1°422|1°342 
1°545|1'458 
1°668]1°574 
1°793|1°692 
1'°9QI9| 1810 
2°046] 1°930 
2°174|2°051 
2°304|2°174 
2°590|2.435|2°298 
2°731|2°568)2°424 
2°875|2°703|2°551 
3'020| 2°840]2°680 
3°168| 2°979|2°311 
3°318] 3°120]2°944 


3°470| 3°263] 3°079 
3°625 | 3°409|3°217 
3°783|3°558|3°357 
3°944]3°709 | 3°500 
4°108| 3°863| 3°645 


4°275|4°020| 3°794 
4°440|4°181/3°945 
4621) 4°345|4°100 
4°799|4°513|4°259 
4°982|4°685|4°421 
5°170|4°861|4°587 
5°362}5'04214°758 
5°559| 5228] 4°933 
5°762/5°415| 5113 
5°971|5°615|5°298 
6°185|5°817|5'488 
6°407|6°025|5°685 
6°635|6'240| 5°888 
6°871|6'462|6°097 
7°115|6°691|6°314 


7°368|6°929/6°538 
7°630|7°175|6°771 
7°902|7°431|7°O12 
8°185 | 7°697 | 7°263 
8°480)7°974|7°524 
8°787 |8'263|7°797 
9'107|8°564|8°081 
9°442|8°379|8°379 
9°793|9°210| 8690 
10°16|9°556|9'017 


10°55|9°920|9°361 
10°96| 10°30 |9°722 
11°39| 10°71 | 10°1O 
11°84/ 11°14} 10°51 
12°32| 11°59| 10°94 


m. m. m. m. m. m. m. m. m. m. 
28 | 26 | 24 | 22 20 | 18 | ie | ia | i 10 8 


HOURS, 


m. m. m. 
34 | 36 38 | 


A.—O HOURS. + 


m. m. 


40 


*000 
"104 
*209 
°313 
"418 
523 
628 
734 
840 
"946 
1054 
1°162 
1°270 
1°380 
1°490 
1‘°601 
I'714 
1°827 
1'942 
2°058 
2°175 
2°2904 
2°414 
2°537 
2°661 
2°787 
2°915 
3°045 
CRs 


‘000 
"099 
‘198 
‘297 
°397 
"496 
"596 
696 
‘797 
*898 
1°000 


I°102 
1°205 
1°309 
1414 
1°520 
1°626 
1°734 
1°843 
1°953 
2°064 
297 
2°291 
2°407 
2°525 
2°645 
2°766 
2°890 
37015 
3°312|3°144)2°991 
3°45) 3°274| 3°15 


3°591 | 3°408| 3°242 
3°734|3°54413°371 
3°881 | 3°683] 3°504 
4/031 | 3°825| 3°639 
4°184| 3°971| 3°778 


4°342| 4°20] 3°920 
4°503]4°274| 4°006 
4°669] 4°431| 4°215 
4°839|4°593| 4°309 
5°014] 4°759|4°527 
5°195|4°930| 4°690 
5°381| 5°106] 4°858 
5°572|5°289|5°031 
5°771|5°477|5°210 
5°976| 5°671 | 5°396 
6°188 | 5°873] 5°587 
6°408 | 6°082| 5°786 
6°637 | 6°299|5°992 
6°874|6°524|6°207 
7°122|6°759|6'430 
7°379|7°003|6°663 
7°649] 7°259|6°906 
7°930|7°526| 7°160 
$'225|7°806| 7°426 
8°534|8*099| 7°706 
$°859| 8°408] 7°999 
9'202| 8°733/8°308 
9°563| 9°076|8°635 
9°94519°439|8'980 
10°35|9°823|9°345 


Aji 


m m. m™. 


44 | 46 


“000 
‘086 
lye 
258 
"344 
"430 
“517 
"604 
‘691 
778 
867 


955 
1045 
1°135 
1°225 
1°317 


1°409 
1°503 
1°597 
("692 
1°789 
1°887 
1°986 
2'°086 
2°188 
2°292 


2°397 
2°504 
2°613 
2°725 
2°838 


2°953 
3,071 
3°192|3'055 
3°315|3°173 
3°442|3°294 


3°571|3°418 
3°74 13°545 
3'840 | 3°676 
3980] 3°810 
4°124]3°948 
4°273|4°090 
4°426 | 4°236 
4°583|4°337 
4°747|4°543 
5°145|4°915/4°795 
5°327 | 5'090|4°872 
5°517|5°271|5°045 
5°714/5459|5°225 
5°918 | 5°654|5°412 
6°131| 5°858| 5607 
6°353|6°070/5°810 
6°585 |6°291|6'022 
6°827 | 6°523/6°243 
7081 |6°765|6°475 
7°347|7'020|6°719 


7°627|7°287|6°975 
7°922|7°569|7°244 
8°233]7°866|7°529 


“000 
-*0go 
"180 
‘270 
*360 
"450 
541 
632 
‘723 
“S15 
"907 
1°000 
1°094 
1°183 
1'283 
1°378 


1475 
1°573 
1°672 
1°771 
1°872 


1°975 
2°079 
2°184 
2°291 
2°399 
2°509 
2°621 
2°735 
2°852 
2°970 
3091 
3°215 
37341 
3°470 
3602 
3°738 
3°877 
47019 
4°166 
4°317 
4°472 
4°632 
4°797 
4°968 


m. 
52 | 
‘000 
076 
"151 
pe 
"393 
"379 


455 
°532 
609 
686 
"764 
842 
‘921 
1°000 
1°080 
1161 


"000 
073 
‘145 
"218 
‘291 
"364 
"438 
‘SII 
585 
‘660 
‘734 
810 
"885 
962 

1°039 

I'I16 


I'I94 
1273 
1°353 
1°434 
I'516 
1°599 
1°683 
1°768 
1°855 
1°942 
2°032 
2°122 
2°215 
2°309 
2°405 
2°503 
2°603 
2°705 
2°810 
2°917 
3026 


1°242 
1°324 
1°407 
I'491 
1°577 
1°663 
1°750 
1°839 
1°928 
2°020 


2°113 
2°207 
2°303 
2°401 
2°501 
2°603 
2°707 
2°813 
2°922 
3| 3'033 
3°277| 3147 
3°399| 3°264| 3°139 
3°524| 3°384|3°254 
3°653|3°508|3°373 
3°785 | 3°63513°495 
3°921|3°765|3°621 
4°061|3°900] 3°750 
4°206 | 4°039| 3584 
4°356|4°183] 4022 
4°511/4°331|4°165 
4°67114°485 |4°313 
4°837| 4°645|4°467 
5010] 4°811|4°626 
5°189| 4°983|4°792 
5°376|5°162|4°964 
5°570| 5°349|5°144 
5°773|5'544|5°331 
5°986| 5°748|5°528 
6°208] 5°962|5°733 
6°442|6°186!|5'949 
6°687|6°422|6°175 
6'946|6°670/6'414 
7°219|6'932|6°666 


$°562|8°180|7°830 | 7°507|7°209|6'932 


8°911|8°513/8'149 


7°813|7°502| 7°21 


—_—— 


m. 
al 


m. 
6 | 


m, 

58 
“000 
067 
"135 
203] * 
‘270 
"338 
"406 
"475 


543 
"612 


682 


‘752 
822 
893 
‘964 
1°036 


492 
"564 
635 
‘797 
780 
853 
926 
| Sroreye) 
1'075 
I‘I50 
1°226 
1°303 
1°381 
1°460 


I°109 
1°182 
1'256 
1°331 
1°407 
1°484 
1°562 
1°641 
cya 
1'803 
1°886 
2°044 | 1°970 
2°133|2°056 
2°223|2°143 
2°316|2°232 


1°540 
1'620 
1°702 
1°786 
1'870 


1°956 


2°410| 2°323 
2°506|2°416 
2°605|2°511 
2°705 | 2°608 
2°808|2°708 


2°914| 2°809 
3°022|2°914 
3°134)3 021 
3°248|3°131 
3°365|3°245 
3°487|3°361 
3611] 3°482 
3°740| 3°606) 3°480 
3°873| 3°734| 3°604 
4011 | 3°867|3°732 


4°153|4'004|3°865- 
4°301|4°147| 4002 
4°454|4°294]4°145 
4°614]| 4°448| 4°293 
4°780| 4°608| 4°448 
4°953|4°775| 4609 
5°134|4°949]4°777 
5°322/5°131/4°953 
5°520| 5°322| 5°137 
5°728 | 5°522|5°330 
5°946|5°733|5°533 
6°176] 5°954| 5°747 
6°419]6°188|5°973 
6°675|6°435/6°211 
6°9471|6°697|6°464 


m. m. m. 
ae 


3°244 
3°360 


LECKY’S ABO TABLES. 


B.—o HOURS. 


"000 
"125 
‘251 
°377 
"502 
629 


755 
"882 


1010 
1°138 
1°267 


1°397 
1°527 
1°659 
1°79! 


‘000 
‘118 
‘236 
355 
‘473 
"592 
"711 
"831 
‘951 
1072 
I°193 
1°315 
1°438 
1°562 
1°687 
1°925| 1°813 


2°060] 1°940 
2°197| 2'068 
2°335/2°198 
2°474| 2°330 
2°615|2°462 


2°758|2°597 
2°903 | 2°733 
3°050}2°872 
3°199| 3'012 
37351137155 


3°505 | 3°300 
3°661 | 3°447 
3820] 3°597 
3°983}3°750 


a 


mae ems [> nl. m. 
28 | 26 | 24 | 22 


000 
‘EY2 
"225 
335 
"447 
559 
672 
"785 
898 
I‘OI2 
1°27 


1°243 
1°359 
1°476 
1°594 
1°713 


1°833 
1°954 
2°077 
2°201 
2°327 


2°454 
2°583 
2°713 
2°846 
2°981 


‘000 
"106 
"212 
°318 
"424 
*530 


‘637 
744 
"852 
*960 
1'068 


I'r78} 1119 
1°288] 1°224 
1°399 | 1°330 
I°S11I|1°436 
1°623/1°543 
1°737| 1°65. 
1°852|1°761 
1'969/1°871 
2°086| 1'983 
2°205|2°096 


‘000 
‘IOI 
‘201 
*302 
"403 
504 
605 
797 
809 
‘912 
I'ol5 


“000 
"088 
Ho A 
263 
Sipe 
439 
527 
"616 
795 
794 
884 
975 
1066 
1°158 
1251 
1°344 


1°438 
1°533 
1'630 
1°727 
1°826 
1°925 
2'027 
2°129 
2°23 
2°339 
2°446 


“000 
078 
B50) 
‘233 
"311 
"389 
‘407 
"546 
625 
"704 
‘784 
864 
945 
1°026 
1°108 
I‘'IQI 


1'275 
1°359 
1°444 
1°53! 
1°618 
1°706 
1°796 
1°887 


183 
275 
*366 
"459 


551 
"043 
737 
830 
"924 
1‘O19 
I'114 
I°210 
1°307 
1°404 
1°503 
1°602 
1°703 
1°805 
1908 


"526 
602 
678 
755 


833 
‘QII 
‘989 
1'068 
1'148 


"561 
033 
"704 


776 
"349 
‘922 
‘996 
1°070 


1145 
1°221 
1'298 
1°375 
1454 
1°533 
1614 
1°695 
1°778 
1'862 


1948 


"S21 
"892 
"963 
1°035 
1‘'108 
I'181 
1°255 
1°330 
1°406 
1°483 
I°561 
1°640 
1°720 
1°802 
1884 
2°035| 1°969 
2°124|2°054 
2°214|2°142 


1'228 
I°310 
1°392 
1°475 
ak by! 
1°644 
1°731 
1818 
1°979| 1°907 
2'073|1°998 
2°168] 2°089 
2°265|2°183 
2°364|2°278 
2°464|2°374 


2°012 
SU17 
2°225 
2°333 
2°444 
2°556 
2°670|2°556 
2°787|2°667 
2°905|2°780 


2°320/2°ori 
2°448 |2°327 
2°572|2°444 
2°698|2°564 
2°825|2°685 


2°955|2°809 
3°087 | 2°934 
3°222|3'062 
3°358| 3192 


3118 
3°257 
Sooo 
3°543 
m m. 


18 | 16 


B.—11 HOURS. 
Useful ultra-Zodiacal Stars of ist and 2nd mags. 


B.—o HOURS. 


m f m. { m { m. 
42 | 44 | 46 | 48 


m. 


20 


m. + 


14 


m. 


12 


m. 


10 | 8 


in order of Declination. 


m. 


32 


m. 


38 


m. m. m 


m. 
Stars. | 40 50 | 52] 54 


rd Ge m. { m. { m. 
| 384 | 36 56 58 | 60 


Fomalhaut | 4°174/3°939|3°714 


Castor . .| 4°509|4°245|4‘011 | 3°802/3°614/3'443 | 3°289/3°147|3°018 | 2°899/2°790)/2°688 | 2°594/2°50!|2'424 
aColumbe «| 4°36914'58414°331 | 4°105|3°902/3°718 | 3°551/3°399/3°259 | 3°131/3'012|2'903 | 2°801/2°706/2°618 
Vega. . .15°754|5°418|5°119 | 4°852/4°612/4°394 | 4°197/4°017|3°852 | 3°70013°560]3°430 | 3°310/3°198/3'094 
a Phoenicis .| 6°665|6°276|5°930 | 5°620/5'342|5 "090 | 4°862/4°653/4°462 | 4°286/4°124/3°974 | 3°834)3°705/3°584 
a Cygni . .| 7°165|6°747|6°375 | 6°042)5°743/5°472 | 5°226|5'002|4°796 | 4°607/4'433|4°272 | 4°122/3°983]3'853 
Capella. .| 7°415|6981|6"597 | 6°252|5°943|5°663 | 5°408]5°1764°963 | 4°768|4°587|4'420 | 4:266]4'121/3°987 
aGruis . .|'7°828|7°370|6°964 | 6°601/6°274|5'978 | 5°709|5"464)5°240 | 5°033'4°843/4°667 | 4°503/4°351|4°209 
a Persei _.| 8°417|7°925|7'488 | 7°097/6°746|6'428 | 6°139|5°875/5°634 | 5°412/5°207/5°018 | 4°842/4°678)4'526] 
Benetnasch| 8°505|8'008|7'567 | 7°172|6°817|6°495 | 6°204|5°937|5°693 | 5°469|5°262|5°071 | 4°893/4°72814'573 
Canopus .|.9°411/8'861|8°372 | 7°935|7'542|7'187 | 6'864|6'569|6'299 | 6'051|5°822/5°610 | 5°414/5°231)5 060 
a Cassiopeiz | 10°65|10°03|9°476 | 8°981|8°536|8'134 | 7°769/7°435|7°130 | 6°849|6°590|6°350 | 6°127/5°920/5'727 
a Pavonis. .| 11'09|10°44|9°865 | 9°351/8'888)8'469 | 8'088)7°741|7°423 | 7°130,6°861/6°611 | 6°379/6'164)5"963 
Achernar_ .| 11°39|10°72|10°13 | 9°603/9°127|8°697 | 8°306|7°950|7°623 | 7°323)7°046|6°789 | 6°55 1/6°3 3016124 
t Argis «| 11°89|11°19|10°58 | 10°02|9°528|9'079 | 8°671|8°298|7'957 | 7°644/7°355|7 087 | 6°839|6°608/6"392 
Centauri.) 12°39|11°67|1 1°02 | 10°45|9°929|9'462 | 9°036 8°648)8°293 7°966|7°665|7°386 | 7°127|6°836/6°662 
Dubhe . .| 13°08/12°88]12°17 | 11°53/10°96|10°45 | 9°977|9°549|9°156 | 8°796/8"463)8°155 | 7°869|7°003)7°355 
atCrucis . .] 13°83/13°02|12°30 | 11°66|11'08) 10°56 | 10°09|9°652|9°256 | 8°891|8°555 8243 | 7°955|7°686/7°435 
aTri. Austr. .| 18°57|17°48| 16°52 | 15°66|14°88|14'18 | 13°54}12°96| 12°43 | 11°94]11°49|11°07 | 10°68)10°32/9°985 
B Urs. Min. ,} 26°01|24°49/23°14 | 21°93|20°85|19°87 | 18°97|18°16|17°41 | 16°73]16°09|15°51 | 14°96|14°46}13'99 
. m. m. m, m. in. m. 
10; 8 | 6 | 4|;2)]0 


3°520|3°346/3°188 


3'045|2'914|2°794 


2°684|2°582|2°489 


B.—11 HOURS. 


2°401/2°320|2°245 


434 


I°312 


1°384 
1°457 
1°531 
1°605 
1681 


507 

571 

10 | ‘636 
II "701 
I2 } ‘766 
131175532 
14 | “899 
I5 | ‘966 
16 1°034 
17 | I'102 
18 | 1172 
1°242 
1°759 
1°837 
1917 
2082 
2°167 
2'253 
2°342 
2°432 
2°525 


2°717 
2°817 


3026 


3°135 
3°247 
3°363 
3°482 
3°606 
3°734 
3867 
4°005 
4°148 
4°297 


4°453 
4°615 
4°785 
4°963 
5*150 
5°346 
y550 
5-771 
6°00! 


6°246| 6'040| 5°847 


LECOK YS Als Ge. pAibeass: 


678 
‘741 
"805 
870 
934 
1‘000 
1°066 
143 
‘201 
1°269 


1°339 
1°409 


968 
1'032 
1'097 
I°162 
1'229 
1°296 
1°364 
1°480] 1°433 
1°553] 1°593 
1°626| 1°574 
I°701|1°647 
1°777|1°720 
1°854]1°795 


1°999| 1°933)1°871 


2°013/1°949 
2'095| 2°028 
2°179|2°110 
2°265| 2°192 
2°352/2°277 
2°442|2°364 


2°620) 2°534|2°453 


2°628| 2°544 
2°725|2°638 


2°920| 2°824|2°734 


2°926| 2°833 


3°032|2°935 
3°140| 3°040 
3°252|3'148 
3°368] 3°260 
3°487 | 3°376 
3°611| 3°496 
3°740| 3620 
3°873]3°749 
4°012| 3°884 
4°156| 4°023 


4°307| 4169 
4°464| 4°321 
4°628| 4°480 
4°800] 4°647 
4°981|4°821 


5°170}5°005 
5°370|5°198 
5°58 | 5403 
5°804| 5°619 


938 
1‘000 
1°063| 1°03 
1°126| 1'092 
1°I90| I° 


1°256|1°217 
1°322/1'281 
1°388 | 1°346 
1°456|1°412 
1°525|1°479 
1595/1547 
1°667| 1°616 
1°739| 1686 
1°813|1°758 
1°888| 1°831 
1°965| 1°906| 1°849 
2°044 1°92 1°923 
2°124|2°060] 1°999 
2°206| 2°139| 2°076 
2°290| 2°221|2°155 
2°376| 2°304| 2°236 
2°465 | 2°390]2°319 
2°555|2°478| 2°405 
2°649| 2°568]2°492 
2°745|2°061/2°582 


2°843|2°757|2°675 
2°945|2°856/2°771 
3°050| 2°958|2°870 
3°159| 3°063/2°972 
3°271| 3°172| 3'078 


3°387| 3°284| 3°187 
3°508 | 3°401| 3°300 
3°633] 3°522|3°418 
3°763 | 3°649| 3°540 
3°898| 3°780] 3°668 
4'039| 3°917|3°801 
4°187| 4°059|3°939 
4°341| 4°209| 4°084 
4°502] 4°365 | 4°236 
4°67} 4°530|4°395 
4°849| 4°702|4°563 
5°037| 4°884|4°739 
5°234| 5°076| 4925 
5°444|5°278|5°122 
5°665|5°493|5°331 
m, ll. 


50 


‘941 
1‘000 
1‘060 
1120 


1'181 
1°243 
1°306 
1°370 
1°435 
I'5O1 
1°568 
1°636 
1°705 
1777 


48 | 46 


1317 
1°377 
1°439 
1°502 
1°565 
1°630 
1°697 
1°765 
1°334 
1°905 
1°977 
2°110| 2052 
2°188] 2°128 
2°269] 2°206 
2°352| 2°287 


2°598|2°525|2°455 
2°691| 2°615|2°543 
2°787 | 2°708| 2°633 
2°886 | 2°805 | 2°727 
2°989|2°904| 2°824 


3°095|3°007| 2°924 
3°205] 3°114|3°028 
3°319 | 3°225] 3°136 
3°438|3°341| 3°249 
3°562) 3°461| 3°365 
3°691 | 3°586| 3°487 
3°825|3°717| 3°614 
3°966 | 3°854| 3°747 
4114] 3°997|3°887 
4'208] 4°148 | 4°033 
4°431| 4°306| 4°187 
4°602| 4°472| 4°348 
4°783| 4°648| 4°519 
4°974| 4°833]4°700 
5°177|5°030| 4°891 


m. m. m. 
| 44 | 42 


1027 
1081 
1135 
1'223] 1191/1160 
1'281|1°247|1'215 


1°340|1°305|1°271 
1°400| 1°363] 1°327 
1°461| 1°422| 1°385 
1°523/1°483|1°444 
1°586/1°544/1°504 
1°651|1°607}1°565 
1°717|1°671|1°628 
1'784]1°737|1°692 
1°853| 1°804/1°757 
1°924] 1°873/1°824 


1°996|1°943| 1°893 
2°070| 2°015| 1°963 
2°147 | 2°090| 2°036 
2°225|2°166/2°110 


2°437 | 2°370 | 2°305 |2°244/2°186 


2°388|2°325|2'265 
2°474|2°408] 2°346 
2°562/2°494]2°429 
2°653|2°583/2°516 
2°747|2°675|2°605 
2°845|2°770|2°698 
2°946 | 2°868 | 2°794 
3°051|2°970|2°893 
3°161 | 3°077 | 2°997 
3°274 | 3°187 | 3°105 
3°393 | 3°303| 3°217 
3°517|3°423|3°334 
3°646 | 3°549|3°457 
3°782 | 3681 | 3°586 
3°924| 3820] 3°720 


4'073/3°965 | 3°862 
4°231|4°119|4’OI1 
4°397|4'280| 4°169 
4°573|4°451|4°336 
4°759|4°633/4'512 


m. m. m. 
40 | 38 | 36 


A.—1!0 HOURS, — 


"339 
°382 
426 


"469 
513 
By 
602 
‘647 
692 
738 
"784 
"831 
879 


‘927 
975 
1'025 
1°075 
1°126 
1°207|1°177 
1°261| 1°230 
1°316) 1'284 
1°372| 1°338 
1°429| 1°394 


1°487| 1°451 
1°547| 1°509 
1°607| 1°568 
1°669| 1°628 
1°733]1°690 
1°798 
1°865 
1°934| 1°887 
2°004| 1°955 
2°077|2°026 
2°207 | 2°1§2| 2°099 
2'286 | 2°229| 2°174 
2°367 | 2°308| 2°251 
2°452|2°390) 2°331 
2°539|2°475|2°414 
2°629| 2°563|2°500 
2°722| 2°654|2°589 
2°819|2°749|2°681 
2°920) 2°847|2°777 
3°025}2°950 


3°135| 3°056|2°981 
3°249| 3°168 | 3°090 
3°369 | 3°285 | 3°204 
3°494|3°407 | 3°323 
3°626| 3°535/3°448 


3°764| 3°669| 3°579 
3°909| 3°811|3°718 
4°063]|3°961| 3°364 
4'225|4°119|4'018 
4°397 | 4.287|4°182 


i) 
® 
° 


"393 
‘459 
526 


593 
‘660 


‘727 
795 
864 


933 
1'003 


° 
fs) 
I 
2 
3 
4 
3 
6 
7 
3 
9 
3 


1'073/I 
I'I44/I 


1°288 1 
1°362|1 


1°436|1 
I'S12/1 
1°583/1 
1°666|1 
1745/1 
1°825]1 
1°907|I 
1°990| 1 
2°074| 2 


"249 
320 


393 
"466 
"540 
615 
692 
"769 


‘849 
"929 


Pecks ABO TABLES. 


‘000 
063 
"127 
‘190 
"254 
‘317 
381 
"445 
"510 


be die 
"640 


‘795 
yas 
838 
"905 
972 
‘O40 
‘109 
I‘216|1° 


179 


‘OI! 


I‘OIO 
1'076 
I°I44 
I°212 
1‘'282 


1'352 
1°423 
1°495 
1°568 
1°642 
1°717 
1°794 
1°872 
1'952 


58 | 56 5a | 52 


B.—'1 HOUR. 


welele) uelele) 


000} ‘ooo *000} “000 *000} ‘000 
060} *058] *057} °055] ‘054] ‘0527 ‘o5r| ‘050 
I1Q| ‘116| ‘Ix3] ‘r10| ‘107| *105] *102] ‘100 
700g 174) at7O | 165|' “161|, “1571 *¥53{ “150 
°239| °233| °226] ‘220| 215] ‘209} ‘204| °200 
‘299| ‘291| ‘283 ] °276| ‘269| ‘262] °*256] ‘250 
"359| °350| “349] °331] °323| “315 ] °307]| °300 
420] 408} *397} °387] °377| °368] °359| °351 
481] °467| “455] °443| °432| ‘420 ] 411} ‘401 
"542| °527| 513] “499] “486| *474] 463] °452 
603) °586) 571] °556) °542| 528] °516) “504 
665} °646) *629} °613) °597| 582] °568) 555 
°727| °707| *688} °670] °653] °637] °621| ‘607 
"790| °768] 747} °728| *709| 692} °675| “659 
"853| 829] 807] °786| 766) 747] °729] 712 
916} *891| ‘867] °844| *823] 803] °783] °765 
981] *954| 928] ‘904] *881] *859] °833) ‘819 
1°046|1'017) "989] °964} *939| ‘9164 “894] °873 
I‘III}1'O81| 1°O51 | 1024] “998| *973] °950| ‘928 
1°178|1°145|1°114 | 1°085] 1°058| 1°032 | 1007] °983 
1°245|1°210| 1°178 | 1°147]/1°118| 1°0g90 | 1°064] 1°039 
1°313|1°277| 1°242 | 1°210] 1°179| 1°150 | 1°122| 1096 
1°382]1°344|1°307 | 1°273]1°241|1'210 | 1°181] 1°154 
1°452|1°412|1°374 | 1°338] 1°304]1'°272 | 1°241|1°212 
1°523/1°481|1°441 | 1°403] 1°368| 1°334 | 1°302| 1'271 
1°595|1°551] 1°509 | 1°470] 1°432|1°397 | 1°303] 1°332 
1°668 | 1°622/1°578 | 1°537| 1°498| 1°46 | 1°426/1°393 
1°743| 1°694/1°649 | 1°606] 1°565]1°526 | 1°490| 1'455 
1°819|1°768] 1°721 | 1°676] 1°633|1°593 | 17555] 1°518 
1°896|1°843|1°794 | 1°747| 1°703| 1°661 | 1°621|1°583 
m. m. | m. m. 
50 | 48 | 46 | 44 42 


B. 10 HOURS. 


Useful ultra-Zodiaeal Stars of 1st and ond mags. 


Fomalhaut | 2°174|2°108|2'045 | 1°987|1°932|1°880 | 1°831/1°784|1°740 
Castor . .| 2°348|2'277|2°209 | 2°146|2°087|2°031 | 1'978|1°927|1°880 
a Columbe .| 2°535/2°458/2°386 | 2°318)2°25 3/2°193 | 2°135|2°081/2°030 
Vega. . «| 2°997|2°905/2°820 | 2°739|2°663/2°591 | 2°524|2°460/2°399 
a Pheenicis .| 3°471/3°365/3'266 | 3°173/3'035|3 002 | 2°923/2°849|2'779 
a Cygni -} 3°732/3°618/3°511 | 3°411/3°316)3°227 | 3°143/3°063/2°987 
Capella. .| 3°861)3°744|3°633 | 3°529/3°432)/3°339 | 3°252|/3°170/3 091 
aGruis  . | 4°077|3°952/3°836 | 3°726/3°623/3°525 | 3°433|/3°340)3'264 
a Persei —.| 4°383/4'250/4°124 | 4'006/3'895)3°791 | 3°692/3°598/3'509 
Benetnasch] 4°429|4°294|4°168 | 4'049|3°936|3°830 | 3°730/3'636|3°546 
Canopus .} 4°901/4°752|4°611 | 4°480/4°355|4°238 | 4°128|4'023|3'924 
a Cassiopeiz | 5°547|5°378)5°219 | 5°0704°929|4'797 | 4°672|4'553|/4°441 
a Pavonis. .| 5°775|5°599|5°434 | 5°279/5°132/4'994 | 4°864|4°740|4'623 
Achernar .} 5°931|5°75015°580 | 5°421/5°271|5°129 | 4°995|4°868/4°748 
t Argtis .] 6°191|6°002/5°825 | 5°659/5°502/5°354 | 5°214!5°082/4'956 
B Centauri | 6°452/6°255|6°071 | 5°897/5°734|5°580 | 5°434|5°296/5 165 
Dubhe . .| 7°124/6°907|6°703 | 6'511/6°331/6°161 | 6°000/5°847|5°703 
atCrucis . .|-7°201|6'982/6°776 | 6°582/6'400/6'227 | 6'°065|5°911|5°765 
aTri. Austr. .| 9'670|9°376|9°099 | 8°339/8'594|8°363 | 8°144|7'938|7°742 
6 Urs. Min. .| 13°55/13°13|12°75 | 12°38/12°04/11°72 | 11° 41/11°12/10°85 


m. m. 
Stars. 2 | 4 


m. 
58 


B.-—1 HOUR, 


m. { m. 
8 ; | 10 12 | 1: 14 


m. m. m. m. { m |[ m. 
54 | 53 50 | 48 a6 | 44 | 49 


B.—10 HOURS. 


435 


in order of Declination. 


. op \ey femme. . fm, * fhm 
20 | 22| 24 | 26 | 28} 80 


1°659|1°621 
1°792]1°751 
1°935|1°891 
2°287|2°235 
2°649/2°588 
2°916/2°848|2°783 
3°017/2°947|2'879 
3°185|3°111|3°040 
3°425|3°345/3°269 
3°461|3°380/3°303 


3°829|3°740/3°655 
4°334|4'233|4'130 
4°512)|4°407)/4°306 
4°526/4°423 
4°724/4°O17 
4'923/4'S11 
5°436/5°312 
5°495|5°370 
7°379|7'211 
10°34/IO°IO 


15 85|1°55 1/1518 
I°712|1°075/1°640 
1°849]1°800|1°771 
2°185/2°138|2°093 
2°531/2°476/2°424 
2°721|2°662|2°606 
2°816/2°755|2°607 
2°972|2°908|2°847 
3°196/3°127|3°061 
3°230]3°160)3'093 


3°574/3°496|3°422 
4°04513°957|3'874 
4'21114°120/4'033 
4°324/4°231|4°142 
4°51414°417|4°323 


4°705|4°603/4°506 
5°194|5'082)4°975 
5°251|5°137|5°029 
7°051|6°899)6°753 
9°878,9'664 9°460 


In. 


1°699 
1°835 
1°98 
2°341 
2712 


m. 


40 38 36 34 82 30 


436 LECKY’S A BOG tARrs. 


' 


A.—! HOUR. * 


m. m. m. m. m. m. m, m. m. m. m. m. m. m. m. 
tat. | 32 | 3 | 36 | 38 | 40 | 42} 44 | 46 | 48 50 | 52 | 54 | 56 | 58 | 60 : 
0 ‘000| ‘000! ‘ooo | ‘o00] ‘ooo! ‘ooo | ‘000! ‘o00} ‘000 | ‘o00} ‘000! ‘oo0} ‘000! ‘c00} ‘000 
r : 
2 
3 | '123| 121] ‘118 ‘115| *112] *110] ‘107] *105] ‘103 ] ‘IOI| ‘099] ‘097 } ‘095| *093| ‘oor 
4] °165| *161] 157]. '153| *150| "147 ] °143| *140] ‘137 ] °134| °132] ‘129 ] °126| °124| ‘121 
5 | ‘206] ‘201] "197 } ‘192| 188} 183] ‘179] °175| °172] °168| *165) 161] °158] *155| ‘152 
6 248| *242| '236] ‘231] °225| ‘220] ‘215] ‘211| ‘206] ‘*202| ‘198] ‘194 ] ‘I190} ‘186] ‘182 
7 1 ‘289| *282] ‘276 } ‘269| ‘263] ‘257] ‘252| '246| ‘241 | °236) °231| ‘226 ] ‘222) ‘217| ‘213 
8 | °331| °323] °316] °308] *301] ‘295 ] °288] °282| °276] °270| ‘264] ‘250 ] ‘254| 248) 243 
9 | °373] °364] °3560] °348] *340] °332] 325) °318] ‘311 |] °304] ‘298| ‘292 | 286] ‘280) ‘274 


*325 | °318] °312] 305 


358] 351! 344] °337 
"391 | *383] °376| °368 
425} °416| “408| “409 
"4591 °450] “441| °432 
"494 | °483] °474| “464 


"528 | °517| °507| *497 
563 | °552| °540] *530 
"598 | °586) °574) *563 
634 | °621] *609| *596 
670 | °657| 643] ‘630 
‘707 | *693] 678] °665 
‘744 | °729| °714| °700 
782 | °766| *750| °735 
820 | *803] °787] °771 
859} ‘841] °824) ‘808 
"898 | *880] *862| “845 
"938 | ‘919] “901! *883 
979 | °959| “949} ‘921 
I‘02I | 1'000] ‘980| *g60 
1'063 | 1°042| 1°020/1‘000 


IO | 415] *406) °396] °387| °378| °370] 362) °354| °340] °339] °332 
Ir] °458] °447) .437] °427| ‘417| ‘408] °399| °390] “381 | °373} °366 
12] ‘501| ‘489] °477] 466] ‘456| ‘446]| °436| °426) “417 | ‘408} ‘400 
13} 544] °53U) 519] ‘507] “495| ‘484] ‘473] 463) 453] °443] “434 
14 | °587| °573} ‘560} °547] °535| 523] “511] °500) “489] “479| “469 
15] °631] 616] *602] °588] °575| °562] °549| 537] ‘526} °515| °504 
16 | °676] *659] *644]} °629] 615] “601 } 588) °575| °563] °551} °539 
17 | °720] *703| ‘687 ] ‘671| *656| "641 | °627| *613} “6007 °587] °575 
18 | °765] °747| °730] °713| °697| ‘681 | °666] °652| °638] °624] ‘6t1 
19 | ‘811] °792] °773] °756| °738| "722 ] °706| *691| 676] ‘661| *648 
20 | °858} °337) ‘817] °799| ‘781; *763} °746| °730] ‘714 ] 699} *685 
21 | ‘904] °883] 862] *842| 823) 805] °787| °770| °753] 737| °722 
22} °952| ‘929| ‘907] °887| ‘866| *847] °828) *810] °793] 776} ‘760 
23 | 17000] *976| °953] ‘931] ‘910| 890] °870] ‘851] °833] °815| °798 
24 | 1'049]1°024|1'000 | *977] °955| °933]| °913| °$93|) 874] °855| 837 
25 | 1099] 1°072|1°047 | 1°023|1°000} *978} *956| °935| ‘915 | °896] °877 
26 | 1'149] 1°122 1°095 | 1°070]1°046] 1'023 | 1°000] *978| °957] °937| ‘917 
27 | 1'200] 1°172/1°t44 | 1°118]1°093| 1°068 | 1°045|1°022|1'°000 | *979| “958 
28 | 1°253/1'223|1°194 | 1°167| 1°14] 1115 | 1°090]| 1°066| 1°044 | 1°021| 1'000 
2g | 1°306]1'275|1°245 | 1°216|1°189|1°162 | 1°137| 1°112] 1°088 | 1°065|1°043 
30 | 1°360] 1°328]1'297 | 1°267/1°238|1°210 | 1°84] 1°158/1°133 | 1°109] 1°086 


31 | 1°416] 1°382] 1°350 | 1°318]1°289] 1°260 | 1°232| 1°205]1°179 | 1°154|1°130 
32 | 1°472]1°437|1°403 | 1°371/1°340/1°310 | 1°281] 1°253/1°226 I 1°20011°175 
33 | 1°530] 1°494/1'459 | 1°425]1°393]1°362 | 1°331| 1°303|1'275 | 1'248]1.221 
34 J 1589] L551 | 1515 | 1480] 1°446/1°414 | 1°383]1°353| 1°324 | 1°296|1'269 
35 | 1°650/1°610] 1°573 | 1°536]1°502/1°468 | 1436] 1°404/1°374 | 1°345|1°317 


36 | 1°712|1°671| 1°632 | 1°594/1°558] 1°523 | 1°490] 1°457/1°426 | 1°396|1°366 
37 | 1775] 1°733) 1°693 | 1°654|1°616) 1°580 | 17545) 1511] 1°479 | 1448/1417 
38 | 1°841]1°797/0°755 | 1°714| 1°675| 1°638 | 1°602| 1°567|1°533 | 1°501| 1°469 
39 | 1°908| 1°862]1°819 | 1°777]1°737| 1°698 | 1°660] 1°624|1°589 | 1°556/1°523 
40 | 1°977| 1°930]1°885 | 1°84111°799|1°759 | 1°720| 1°683| 1°647 | 1°612/1°578 


Ar | 27048] 1°999| 1°952 | 1°907| 1°864| 1°822 | 1°782]1°744| 1°706 | 1°670/1°635 
42 | 2°121|2°071| 2°022 | 1'976/1°931| 1°888 | 1°846] 1°806/1°767 | 1°730/1'693 
43 | 2°197|2°145 | 2°094 | 2°046/2°000/1°955 | 1°912]1°870] 1°830 | 1°791|1°754 
44 | 2°275|2°221/2°169 | 2°119|2°071 | 2°025 | 1°980| 1°937| 1°895 | 1°855|1°816 
45 | 2°350|2°300]2'°246 | 2°194|2°145|2°097 | 2°050| 2°006] 1°963 | 1°921 | 1°881 


46 2°440| 2°382|2°326 | 2°272/2°221|2°171 | 2°123|2°077| 2'032 | 1°989|1°948 
47 | 2°526|2°466|2°409 | 2°353|2°300/2°248 | 2'199|2°151|2°105 | 2'060|2°017 
48 | 2°616/2°554/}2°494 | 2°437 | 2°382|2°328 | 2'277| 2°228|2°180 | 2°133|2°089 
49 | 2°710)2°646/2°584 | 2°524|2°467|2°412 | 2°359|2°307|2°258 | 2°210|2°164 
50 | 2°808}2°741|2°677 | 2°615|2°556)| 2°499 | 2°443| 2°390|2°339 | 2°289 |2°241 


BI | 2°909| 2°840]2°774 | 2°710| 2°648|2°589 | 2°532]2°477| 2°424 | 2°372|2°323 
52 | 3°015|2°944/2°875 | 2°809|2°745 | 2°683 | 2°624/2°567|2°512 | 2°459|2°407 
53 | 3°126]3°052|2°981 | 2°912/2°846|2°782 | 2°721| 2°662| 2°604 | 2°549|2°496 
54 | 3243] 3°165|3°091 | 3°020/2°952|2°886 | 2°822|2°761/2°701 | 2°644|2°589 
55 | 3°305/3°285/3°208 | 3°134]3'063|2°994 | 2°928/2°864| 2°803 | 2°743 |2°686 


56 | 3°493| 3°410| 3°330 | 3°253]3°179| 3°108 | 3°040|2°974| 2°910 | 2°848 |2°788 
57 | 3°28) 3°541/3°459 | 3°379 |3°302 | 3°228 | 3°157| 3°088| 3'022 | 2°958 |2°3896 

3°770| 3°O8t | 3°594 | 3°512| 3°432)3°355 | 3°281]3°210] 3°141 | 3°074 |3°010 
59 | 3°921| 3°828/3°738 | 3°652/3°569| 3°489 | 3°412| 3°338| 3°266 | 3°197 |3°130 
60 | 4.080} 3°90831 3°890 | 3°80r | 3°714|3°631 | 3°551| 3°474| 3°399 | 3°327 | 3'258 


| Mm. | mM. m. m. m. m. m. m. m. 
| | 26 | 26 | 24 | 28 20 | 18 i¢ | 14 | 12 | 10 


A.—!10 HOURS, — 


I°107 | 1°084|1°062| 1041 
I°I51 | 1°127/ 1°10411°082 
1°196 J 1°172] 1°148)1°125 
1°242 | 1°217] 1°192/1'168 
1'290 J 1°263] 1°238]1'213 
1°338 | 1°311/ 1°284/1'°258 
1°388 | 1°359] 1°332|1°305 
1°439 | 1°409] 1°381)1°353 
1°4QI | 1°461| 1°431|1°403 
1'545 | 1°514|1°483|1°453 
1°6o1 | 1°568] 1°536/1°506 
1°658 | 1°624| 1°591/ 1560 
1°717 | 1°682/1°648] 1615 
1°779 | 1°742| 1°707| 1673 
1°842 | 1°804]1°767) 1°732 
1°907 | 1°868] 1°830) 1°794 
1°975 | 1°935|1°895|1°857 
2°045 | 2°004| 1°963/1°924 
2°11 | 2°075|2'033/1°992 
2°195 | 2°150]2°106| 2064 


2°274 | 2°228| 2°183]2°139 
2°357 | 2°309| 2'262|2°217 
2°444 | 2°394|2°346|2°299 
2°535 | 2°483]2°433|2°384 
2°630 | 2°576) 2°524/2°474 
2°731 | 2°675|2°620|2°568 
2°836 | 2°778| 2°722| 2°667 
2°947 | 2°887| 2°829| 2°772 
3°065 | 3°002| 2°942| 2°883 
3°190 | 3°125| 3°061| 3000 


*o4I] 040] '039 | ‘038] °037| '037] °036] °035] °034] °034| °033] 032] °031] ‘031| *o30 
082! ‘o80| ‘078 | ‘077] °075| ‘073 | °072] °070] °068 | ‘067| ‘066) ‘064 ] 063] 062] ‘o60 


Mohs Wis, TABLES. 437 
B.—1 HOUR. 
m. m. hice m. m. m. 
ok a 34| 36 56 | 58 | 60 
2 . : 

O}| 000} ‘000} ‘coo ] ‘000} *000} ‘000 | *000] *000} ‘ooO f ‘000! ‘000] ‘000 ] ‘c00} *000) ‘000 
IT} 045} °044| 043] 042] *041| ‘ogi } ‘040} °039} °038] '038} °037| 7037] °036) 035] °035 
2] ‘089} ‘088} ‘086}| ‘084] ‘083] ‘o81 | ‘o80} ‘078] ‘077 | °076] ‘074| ‘073 ‘072 ‘071| ‘070 
eae 4) 131) 1298 *126) “124/122 120] “117] ‘115 ] ‘I13] ‘112] *1IO} ‘*108} ‘106|/ “105 
een) 175) 172) 1690) -165) *162°§ .*160] “157| “154 ] *r51| *¥49| °147'] *144] *142| “140 
5 224] °219] ‘215 ] ‘2II] ‘207| ‘203 | ‘200] ‘196| *193] ‘I189] *186] *183] ‘180| °178] °175 
6] ‘269] 264] ‘258] 253] ‘249] ‘244 ] ‘240| ‘236| 232] 228] *224| -220] ‘217| 213] ‘210 
Z| °314| °308} *302] ‘296] ‘291| °285 | ‘280] °275| ‘270 ] *266| *262| ‘257 ] °253] ‘249| °246 
8} 360] °352| °346] °339] °333] 326} 321] °315] “310 304] ‘209] ‘205 ] ‘290] ‘285] ‘281 
9} “495) °397| 389] °382] °375| °363 } °361] °355| °349] 343] °337] 332] °327| °322] ‘317 
TO} 451) °442) “434| 425) “417/ ‘410 } “402) “395| “388 °382] °376] °370} °364) °358) °353 
Ir | °497| 487) ‘478 | 469] °460} ‘4527 443} °436| ‘428] ‘421| ‘414] ‘407] ‘4or| °395| °389 
12} °544] °533} °523] 513] °503] ‘494 ] ‘485| °476| “468] ‘460] 453] ‘4459 438] “432| “425 
IZ} “59£| °579| “563 ] °557]) °540] 536} °527| °517| ‘509] -500] “492] ‘484 ] “476| ‘469| °462 
14 | °638} °625} °613 | “601 *590} °579] *569) °559| *549] *540] *531| 523] *514] °506] “499 
15 686} °672| *659] °646) °634] ‘622 ] “611| ‘601| *590] ‘580] “571| *562] 553] *544| °536 
16 | °734] °719|] *705] ‘691| °678| 666] 654] °643| 632] ‘621| ‘611| ‘601 ]} ‘sor| “582] °573 
17 | 782) °767| °752| °737| °723| ‘710} °697| °685| 673 | °662|) 651] “641 } °631| “621| “O11 
18 | °832] °815| 799] °784| °769| °755 | ‘741| *728| *716] *704| *692| ‘681 ] *670] “660} “650 
19 | ‘881} *864] 847} °830] ‘815| ‘800] '785] °772| °7584 °746| °733] °722] ‘710| “699] *689 
20 932] °913| °895] °878] ‘861| ‘845 ] ‘830] °816] ‘802] °788] 775] °763] °751] °739] °728 
21 | *982] 963] 944] °926| 908} ‘892] °876] ‘860] ‘846] °831] °818| ‘804 ] °792| °780} °768 
22 | 1034/1013] *993| °974| 956] °938] ‘922| ‘905| ‘890] °875| 861] 847] °833] 820] “808 
23 | 1°086] 1065} 1'044 | 1°024| 17004] “986] *968| ‘951] *9354 ‘919| *904| ‘S90] °876| 862} *849 
24 >} 1°139] 1117] 1°095 | 1°074| 1°054| 17034 | 1'016| *998| ‘o81} ‘964| 948] °933] ‘918| *904] ‘890 
25 1°193]1°169|1°146 | 1°124] 1°103]1°083 | 1°064]1°'045|1°027 | r'o10] *993| °977 4 °962| *947| °933 
26-} 1:248|1:223] 1'199 | 1°176] 1°154| 1°133 | 1°113 1°093|1°074 | 1°056| 1°039|1'022 |. 1006) ‘990| ‘975 
27 | 1°304} 1°278] 1°253 | 1°229|1'206|1°184 | 1°162|1°142|1°122 | 1°103| 1°085| 1°068 | 1°051| 1035] 1019 
28 | 1°361| 1°333 1°307 | 1°282| 1°258]1°235 | 1°213/1°192/ 1171 | 1°152| 1°33] 1114 | 17097] 1080] 1063 
29 } 1°419| £°390] 1°363 | 1°337|1°312|1°288 f 1'°264| 1°242|1°221 | 1°200] 1181 | 1°162 | 1°143] 1°126| 1°109 
m. m. m. m. m. m. Toy eee ee Bae m m. m. mvs io iii. 

28 | 26 | 24 | 22 | 20 | 18 7 16 | 14 ke | 10 | 8 6 4 2 0) 


B. ee HOURS. 


Useful ultra-Zodiacal Stars of ist and 2nd mags. 


ie HOUR, 


in order of Declination. 


aa ea rn: Feira ety. wise 
56 | 58!|] 60 


m. m. m. 


Stars. 32 |84 | 386 


Fomalhaut 
KAStorui:, « 
aColumbe . 
WE ee 
a Pheoenicis . 


a Cygni 
Capella . 

a Gruis 

a Persei 


Benetnasch|! 


Canopus 
a Cassiopeize 


a Pavonis. 
Achernar . 

t Argiis 

6 Centauri 


Dubhe . 
at Crucis 


6 Urs. Min. 


1-487|1-45710-428 | 


1°606)1°574)1°543 
1°734|1°699/1°666 
2°049|2°008/1°969 
2°374|2°326|2°281 


| 2°552/2°501|2°452 
.| 2°64.1]2°588)2°5 37 
. «| 2°788]2°732/2°678 

.| 2°998|2°938|2°S80 


3°029|2'969/2°910 


-1 3°35213°285|3'220 


3°794|3°717|3°644 


«1 3°950|3°870|3°794 


4°056/3°97513°897 


-| 4°234/4°149|4°068 


-] 4°41314°324/4°239 
.| 4°87214°774|4°680 
-] 4°92514°826]4°731 
aTri. Austr. . 
.| 9°265|9°079|8'9o1 


6°614|6°481/6°354 | 6 


1°401/1°375|1°349 
1°513/1°485]1°458 
1°634|1°603|1'°574 
1°931|1°895|1°860 
2°237|2°195|2°155 
2°405|2°360/2°316 
2°488)2°442|2°397 
2°627|2°578)2°530 
2 525)2:77 212721 
2°854/2'801|2°749 


3°158}3'099/3'042 
3°575|3°5°7|3°443 
3°722/3°652/3°585 
3°822/3°750/3°681 
3°990|3°915|3'843 
4°15814'080]4°005 
4°591/4°505/4°422 
4 igh 4°554/4°470 

32/6°1 milibe 003 
$-73018 566/8'409 


1°325/1°302|1'280 
1°431|1°406|1°382 
1°546/1°519/1"492 
1°827|1°795|1°764 
2°116|2°079/2'043 


2°275|2°235|2°197 
2°354|2°313)/2°273 
2°485|2'442|2°400 
2°672|2°625/2°580 
2°700|2°65 3/2°607 
2°988)2'935/2°885 
3°381|3°322/3'265 
3°521/3°459)/3°399 
3°615)3°552|3'491 
3°774|3'708|3 644 


3°933|3 864|3°798 
4°343|4°267|4°193 
4°390|4°313]4°239 
5°895|5°792|5°692 
8°258/8'°11317°974 


1°258/1'°237|1'218 
1359) 1°337|1'315 
1°467|1°443}1°420 
1°734|1°706/1'678 
2°009|1°976|1°944 
2°124|2°090 
2°198|2°163 
2°320|2°283 
2°495|2°455 
2°521|2°481 


2°160 
2°235 
2°359 
2°537 
2°563 
2°836)2°790|2°745 
3°210/3°157|3 107 
3°342)/3'287|3°234 
3°43213°376|3°322 
3°53313°524|3°467 


3°734|3°673/3°614 
4°123/4°055/3°990 
4168/4099) 4°033 
5°597|5°505|5°416 
7°840|7°711|7°587 
m. 


8 


m. 


10 


m. 


6 


B.—10 HOURS. 


I'1g8|1'180|1°162 
1°294|1°274|1'255 
1°398|£°376/1°355 
1°652/1°626|1°602 
1°91 3/1°884/1°855 


2°057|2°025/1°994 
2°129|2°096|2°064 
2'247|2°212|/2°1 79 
2°416|2°379/2°343 
2°442|2°404|2°367 
2°702|2°660|2°619 
3058/3 0102965 
3°183]3°134|3'087 
3°269|3'219|3°170 
3°413|3'360/3°309 
3°556/3°502/3'448 
3°927|3°866/3°807 
3°969|3°908)3°849 
5°331/5°248|5"169 
7°467|7°3527'240 
m. 


2 


™m. 


4 


™m. 


0 


LECKY'S ANB@ TAR oas 


Ag—2tHOURS! + 


m. 
| 44 


‘000 
029 
058 
°087 
‘116 
"146 


175 
"204 
‘234 
264 
"294 


"324 
"354 
"384 
"415 
"446 


“477 
"509 
541 
573 
"606 


639 
672 
"706 
‘741 
‘776 
‘812 
848 
885 
"922 
‘961 


1‘000 
1*040 
I'o8I 
13033 
I°165 


1‘209| 1°163 
1'254) 1°206 
1°300] 1°250 
1°348| 1°296 
1°396| 1°343 


1°447|1°391 
1°499/1°44! 
1°552/1°492 
1°607/1°545 
1°664| 1°600 


1°723) 1°657 
1°785|1°716 
1848] 1°777 
1°915| 1°84 
1'983|1°907 
2°055]1'976 
2°130|2°048 


“000 
028 
056 
084 
"112 
‘140 


"168 
"196 
225 
253 
"282 


“311 
"340 
"369 
"399 
"429 


"459 
"489 
"520 
“551 
"582 
614 
647 
"679 
‘713 
‘746 
"781 
"815 
"851 
887 
"924 
962 
‘000 
1°039 
1°079 
I'I2I 


1°203 
1°247 
1°292 
1°339 
1°387 
1°436 
487 
1*540 
1°595 
1°651 
I°710 
1°'771 
1°835 
1'902 
I'971 


2°209| 2°124|2°043 
2°291 | 2'203|2°119 
2°377|2°286|2°199 


2°467|2°373|2°283 
2°563| 2°464|2°371 
2°663|2°561|2°464 
2°770| 2°663/2°563 
2°883|2°772|2°667 


oe Ea Ps m. Ot io m. m. 
56 52 | 48 | 44 40 | 36 | 32 | 98 


"125 


‘150 
5 
*20I 
*226 
"252 
‘278 
°304 
°330 
"356 
"383 
*410 
°437 
‘464 
"492 
"520 


548 
LE 
606 
636 
"666 


‘697 
"728 
759| 
"792 
"825 
858 
‘892 
927 
963 
I*000 


723 
755 
"788 
"822 
856 


"891 
926 
"963 
1‘000 
1'038 
1'077 
I‘II7 
1'158 
‘201 
1°244 
1°289 
1°335 
1°383 
1°432 
1°483 
1°535 
1°590 
1°647 
1°705 
1°767 
1°831|1°764 
1°898| 1°828 
1°967|1°895 
2°041} 1°966 
2°117|2°040 


1'038 
1°076 
1116 
I'156 
1°198 
I'241 
1°286 
13332 
1°379 
1°428 
1°479 
1°532 
1°586 
1°643 
1°702 


*I20 


145 
"169 
193 
‘218 
"243 
268 
"293 
318 
343 
"369 
"395 
"421 
‘447 
"474 
‘501 
*528 
556 
"584 


"613 | 


642 


‘671 
‘701 
‘732 
"763 
795 
827 
860 
"894 
928 
"904 
1‘000 
1037 
1°075 
I*t15 
Es 
I°196 
1°239 
1'283 
1°329 
1°376 
1°425 
1°476 
1°529 
1°583 
1°640 
1°700 
1°762 
1°827 
1894 
1°966 


2°198|2°117|2°041 
2°283] 2°199| 2°119 
2°373| 2°286| 2°203 
2°467| 2°377|2°201 


2°568| 2°474|2°384 | 


"491 
°517 
543 
°57° 
"597 
624 
652 
6381 
‘709 
‘739 
‘769 
*800 
831 
863 
806 


930 

"965 
1°000 
1'036 
1'074 
I'l13 
I°152 
1°194 
1°236 
1'280 


1°325 
1°373 
1°422 
1°472 
1°525 
1°581 
1°638 
1°699 
1°762 
1°828 
1°898 
2°043/1'971 
2°124|2°048 
2°209| 2°1 30 


2°299| 2°217|2°139 


000} ‘ooo 
022:| 7021 
7043] ‘042 
7065} ‘062 
7086 | ‘083 
"108 | “104 
130) fr25 
152} ‘146 
174] °167 
"196] ‘189 
‘218 ] ‘210 
‘240] ‘232 
2024 253 
"2851 °275 
‘308 | 297 
331] °319 
354] °342 
"378 | °364 
"401 | °387 
425) “410 
449] °434 
474) °457 
"499 | ‘481 
524} °506 
550] °531 
576} *556 
‘602 | ‘581 
"629 | ‘607 
6571 °634 
685 | 661 
‘713 | °688 
"742 | 716 
‘7721 745 
"802 | °774 
833 | “804 
865 | -834 
‘897 | °866 
931 | ‘808 
965] “931 
I°000 | ‘965 
1'036 | 1°000 
1°073 | 1°036 
I°112 }| 1°073 
Cis rs 
1°193 | 1151 
1235 | 1'192 
1°279 | 1234 
1°324 } 1'278 
1°371 | 1324 
ACI 7 
1°472 | 1°420 
1°525 | 1°472 
1°581 | 1°525 
1°639 | 1°582 
I°7CO | 1°640 
1°764 | 1°702 
1°83 | 1°767 
1'902 | 1°835 
1°976 | 1°907 
2°055 | 1°983 
2°064 


"449 
"471 
“494 
518 
542 
*566 
“591 
616 
"641 
667 
"694 
‘721 
‘749 
‘778 
807 
837 
"868 
899 
"932 
"965 
I‘000 
1°036 
1'073 
III 
I'I50 
I‘IQI 


8] 1°233 


1'278 
1°324 
1°371 
1°422 
1°474 
1°529 
1°586 
1°647 
I°710 
ey a Ys 
1°848 
1924 


‘779 
808 
838 
868 
“900 


"932 

"966 
1‘000 
1°036 
1'072 
1°1IO 
I‘150 
I'Ig! 
1°234 
1°278 


1°324 
1°373 
1°423 
1°476 
1°532 
1°590 
1°651 
1°716 
1°785 


‘109 
"327 
"146 
"164 
183 


‘201 
‘220 
"239 
258 
‘277 


°297 
"317 
336 
357 
‘377 
"398 
"418 
“440 
“461 
"483 
"505 
528 
55! 
574 
"598 
"622 
647 
672 
‘698 
‘725 
‘752 
"780 
"809 
839 
"869 
“900 
"932 
966 
1‘000 
1'036 


‘105 


"176 
“194 


"249 
268 
"287 
*306 
"325 
"344 
"364 


"384 
"404 
"424 
"445 
"466 
"488 
‘510 
*532 
554 
‘$77 


‘601 
625 
‘649 
‘675 
"700 


‘727 
‘754 
"781 
‘810 
839 
869 
“900 
933 
966 
1°000 
1°036 
1'072 
I‘1II 
I°150 
I'192 


1'072 
I'I10 
I'I50 
‘191 
1°234 
1°279| 1°235 
1°325]/1°280 
1°374| 1°327 
1°425|1°376 
1°479|1'428 


1°535| 1°483 
1°595|1°540 
1°657|1°600 
1°723| 1°664 


1°857| 1°794|1°732 
pei m, m. m. m. m. m, 
ea|20|i6| 13 | ‘s | 4 00 


A.—9 HOURS. 


DECK Y's A'B@ TABLES. 439 


So 
oO 
re) 


000} ‘000| ‘000 
"034| °033} ‘032 
°068| ‘066| ‘064 
*102| ‘o99| ‘096 
°136| *132| ‘128 
*170| *165| ‘161 


204) *198] *193 
'235|> °292) “298 
°273| °265| ‘258 
*308| *299] ‘291 
"342| °333] °324 


Ir] °377| °367| ‘357 
IZ] ‘413] ‘401] *390 
13] 448) °436| ‘424 
14] ‘484! °471| “458 
15 | ‘520] °506| ‘492 


16 | °557| ‘541| °527 
17 | °594| °577| °561 
18 | °631| 613] ‘597 
19 | ‘669] *650} *632 
20} °707| °687| °668 


21} °745| °724| °705 
22 | °784| °762] '742 
23} °824) ‘801! ‘779 
24] °864] ‘840] °817 
25} °905| ‘880] °856 
26 | 947] *920| ‘896 
27 | °989| °962] °936 
28 | 1°032|1°003| ‘976 
29 | 1°076|1'046] 1'018 

m. m 


m. . 
56 | 52 | 48 


00 OD ONT Qolit & NH OOo 


B.—9 HOURS. 
Useful ultra-Zodiacal Stars of ist and 2nd mags. 
B.—2 HouRS. 


m. ™m m. m. 


. | m may barmisk ba ait m. m. 
Stars. 4/18 12 16 | 20 | 24 | 28 | 32| 86 | 40 


in order of Declination. 


m 


=a ite m9 mss firme 
44 | 48 | 52 | 56] 60 


Fomalhaut | 1°128/1'096|1'067 | 1°039|1°013} *988] °965] ‘944 ‘923] ‘o04| ‘886] 868] “852 836] *822 
Castor ._ «J 1°218)1°184}1°152} 1°122/1'094|1'068 | 1'043)1'019| 997] *976| *956| *938] “920] °903] ‘887 
a Columb .| 1°316/1°279|1°244 | 1'°212/1°181|1°153 | 1°126|1°101/1'077 | 1'054|1°033|1 013 '994) 975] 958 
Vega. . «J 1°555|1°511/1°470 | 1°432/1°396/1°362 | 1°331/1°301|1'272 | 1°246/1°22 1/1197 | 1°17 4/11 53/1132 
a Pheenicis .| 1°801/1°751/1°703 | 1°659|1°617/1°578 | 1°541/1°507|1°474 | 1°443/1°414]1°386 | 1°360/1°335|1°312 


aCygni . «| 1°936/1°882/1°831 | 1°783|1°739/1°697 | 1°657|1°620)1°585 | 1°551|1°520|1°4Q0] 1°462 1°436]1°410 
Capella. .| 2°004/1°947/1°895 | 1°845/1°799)1°756 | 1°715|1°676|4°640 | 1°605/1°57311°542 | 1°513/1°486 1°459 
aGruis . -| 2°115|2°056/2°000 | 1°948/1°899/1°853 | 1°810)1°769|1°731 | 1°695/1°66 111628 | 1°597|1°568|1°541 
a Persei — | 2°2742°210/2°151 | 2°095/2°042/1°993 | 1°946|1°903|1°861 | 1°822/1°785|1°751 | 1°718/1°686|1'°657 
Benetnasch] 2°298|2'234/2°173 | 2°117|2°064/2°014 | 1°967|1°923/1°881 | 1°841/1°804|1°769 | 1°736|1°704|1°674 
Canopus «| 2°543/2°472|2°405 | 2°342/2°283)2°228 | 2°176/2°127/2°081 | 2°038/1°996)1°957 | 1°920 1°885]1°852 
a Cassiopeia | 2°878)2°797|2°722 | 2°651/2°584/2°522 | 2°463/2°408/2°355 | 2°306/2'259|2'215 | 2°174|2"134/2'096 
a Pavonis. .] 2°996/2°912)/2°834 | 2°760|2°691|2°626 | 2°564/2°507/2°452 | 2°401)/2°352|2°300 | 2°263|2°222 2'183 
Achernar .] 3°077|2°991|2'910 | 2°834/2°763|2'696 | 2°634|2°574/2°518 | 2°466|2°4 16|2°369 | 2°324|2'28212'241 
te Argis . | 3°212/3°122/3'038 | 2°959|2°884)/2°815 | 2°749|2°687|2°629 | 2°574/2°522/2'473 | 2°426|2°382 2°340 


B Centauri -] 3°348)3'254|3°166 | 3°083/3°006/2'933 | 2°365/2°801/2°740 | 2°682|2°628|2°577 | 2°528|2°482|2"4 38 

Dubhe . | 3°696/3°592/3°495 | 3°404|3°319]3°239 | 3°163|3°092|3'025 | 2°962|2°902/2'845 | 2°791/2°740|2"692 
arCrucis «| 3°736/3°631/3°533 | 3°441/3°355/3'274 | 3°£98|3°1263°058 | 2°994/2°933/2°876 | 2°822|2°770|2"722 
aTri, Austr. .| 5°018)4°877/4°745 | 4°621/4°506/4°397 | 4°294|4°198|4'106 | 4'020/3°939/3°862 | 3°789|3°720|3°655 
B Urs. Min. ,| 7°029)6°332/6°647 | 6°474/6°312|6°159 | 6°015|5°830)5°753 | 5°632/5°518)5°410 | 5°308|5"211|5°120 


m. m. m. m. m. m. m ™m. m. ™. 
36 32 | 28 


24120/16/1218 |4 10 


m. m., 


m. { m. | m. 
56 | 62 48 44 | 40 


B.—9 HOURS. 


440 LECKY’S ABC TABLES. 
Av-UstHourRs. + 


. m. m. m. m. m. m. m. 

82 36 | 40 | 44 | 48 | 52 | 56 60 

000] ‘000 } ‘000} ‘0O0}] ‘000 f ‘COO| “000| ‘o0O 

013] ‘O13 ] ‘OI2| “OI2| ‘OIL | ‘OIL| ‘OIO} ‘oro 

*026| ‘025 ] °025| ‘024] ‘023 ] ‘022} ‘o2I1| *o20 

039] ‘038 °037| °035| 034] °033] ‘03I| ‘030 

053] “O51 | °049) 047] "045 f °044/ °042) “O40 

7066] *064] ‘o6I| ‘059| ‘057 § °055] ‘053] ‘Ost 

°079| ‘076] ‘074| 071] ‘068 ] ‘066| °063) ‘o6r 

*093| ‘089 ] ‘086| ‘083| ‘o80] ‘077] °074] ‘o7I 

"106] ‘102 } ‘o98| ‘095] ‘og1 | °088| °084] ‘081 

: "143 *LIQ)\ ‘IF5 | 111] *107| “103-4 YOog| O95) “eas 

170] *164| ‘159 ] 153] 148] *143] ‘138] °133| “128 ] °123] ‘119) ‘115 ] ‘I1O] *106| ‘102 
188] 181] 175] ‘169] *163] ‘1579 ‘152] ‘146| ‘141 ] °136] *13%] ‘1269 “12r| “£17| ‘112 
205] ‘198| ‘191 | “185| 178] *172] °166| *160) "154 ] *149| °143].°138] 133] °128] *123 
"223| °215| 208} ‘201| ‘194| 187] ‘180} °174] ‘168 | °162| °156) ‘150 ] °144| °139| *133 
"241| °233| 224] ‘217| °‘209| ‘202] ‘195] *188] ‘181 ] *175| *163) 162] ‘156] ‘150] "144 
259] *250| ‘241 | ‘233| ‘225| ‘217]} ‘209| ‘202| ‘195 ] ‘188] ‘181| ‘174 ] °167) “161] "155 
277| °267| ‘258] °249] ‘241] ‘232] ‘224| ‘216] ‘208 ] ‘201| ‘193| *186] ‘179| “172| ‘166 
295| *285] ‘275 | °266] °257| ‘248 ] -°239| °230| ‘222] ‘214| ‘206| ‘19g ] ‘“191] °184) ‘177 
314] *303| ‘293] °282| °273|} "2631 °254| 245] "2361 °228) "219| 211] °203) “195| “155 
333| °321| 310] ‘299| ‘289] ‘279] *269] °259| ‘250] °241] °232| ‘224 ] °215| ‘207| “199 
351| °339] °328} °316| °305) 295] ‘284| °274| ‘264 ] °255| ‘246) '236] °227| ‘219| ‘210 
371] °358] °346] °334| °322| “311 | “300) 289] 279] ‘269} ‘259] ‘249 | ‘240] °231| ‘222 
390| °377| 364] °351| °339] “327 | °316] °304] "294 ] °283) °273| 262] 252] ‘243] °233 
410] *396| *382} 369] °356| “344 ] °332] °320| *308]| ‘297| ‘286 :276] *265| °255| 245 
*430| °415| ‘401 ] °387| °374| °361 | °348] °336| 323] °312| °300| ‘289 ] °‘278| 268) -257 


420] °405| °391| °378 | °364) °351] 339] °327| °315| 303] ‘291| ‘280] 269 
424} *409| °395] °381| °363] °354 | °342] °329| "317 ] °305| ‘293| ‘282 
"4431 °428) °413 | °398] °384] °370] °357| °344] °331] 318] °306| ‘294 
462} °446) “431 } °415| ‘4or| 386] °372| °359| °345] °332| °319| °307 
"482| °465| “449 °433| “418] "403 ] °388] °374] °360] °346| °333| °320 
502} “484] “468 ] 451] 435) “419 | “404] °389] °375] "361! “347! “333 


"439 
492] °475| ‘459 
513] *496| °479 
535] °517| ‘499 
558] °538| *520 


"580] *560) “541 ] °522 504) 1487 ‘469| °453) “437 | ‘421| °405| *390] °375| °361| ‘347 
603) °583| °563 1 °543] 524! "506] “488) “471| “454 ] °438] ‘421] -406] °390| °375| °361 
*627| *606) °585} °565] 545] 520] 507] *489) “472 ] 455] °438] ‘422 ] *406] °390] °375 
651] *629} 607} *586} *566/ "546 °527] *508| ‘490 } °472| ‘455] “438-] °421| “405! *389 


676] °653| "6304 “609 °588| °567 7 °547] °528| “509 | *490] *472| “455 | 438] “421| ‘404 
702) °678) 654] °632) “610) *588} *568) °547| 528] 509] *490) “472] “454] ‘437| “419 
728) *703| °679 | °655} °632) 610] “589 °568) *547] *528) *508] “489 ] “471; “453 *435 
‘754| °729| "703 °679] “656| 633} “Or0] *589] *563] *547| °527| °507| °488| *469) “451 
"782! °755| °729 | °704| °679) *656} °633] 610] “588 ] 567] *546] 526] °506] “487| “468 
810] °782| *756 1 °729| “704| °679] °656| °632| 610] °588! °566] ‘545 ]} *524] *504] *484 
839] “811) °783] °756| °729] ‘704 ]} °679] 655} 632] ‘6o9| *586| *565] 543] °522| “502 
870} *840| ‘811 } °783] °756| *729]} *703] 679] *654} °630| *607| *585] °563] °541] *520 
901] *870] *840} ‘811] °782] °755] °729| °703| *678] °653| °629| *606] 583] *560] *538 
933] ‘901| *870} ‘839] ‘810| "7827 -754| °728] -yo2} °676| *651| *627} °603] *580] ‘558 
‘966) °933} ‘900} *869] 839] 810] *781) °754] °727] *700| °675| 649] °625| ‘601! °577 
1000] ‘966] *932} ‘900] *869| *839] ‘809} *780] *752] *725| 698] ‘6721 °647| *622] ‘508 
47 4 1°036|1'000] *966} *932] *900| ‘868 } °838] -808] 779] 751] °723| *696] °670| 644] ‘619 
48 | 1'073]1°036/1'000} “965] 932] ‘899 } °868] °837| 807] °778| °749| 721 | °694| *667| “641 
4Q | 1111] 1'073|1°036 | 1'°000] *965| *932] ‘899| °867] 836] ‘805] °776| *747] *719| “691| 664 
BO | PISt| L111] 1'073 | 1'036} 1000} “965 ]} 931] 898} 866] °834| 804] "774 | °745| °716| *688 


BI | 1193) 1°152| 1112 | 1°073|1°036| 1000 | *965] *931| 897] °865| 833] 802] 772] °742| 713 
52 | 1'236|1°194| 1152 | 1113] 1°074| 1°036 | r'000] *965| ‘930 | *896| *863] 831 | ‘800| *769| °739 
53 | 1282) 1°237| 1195 | 1154/1114] 1°075 | 1°037|1'000| *964] ‘929| *895| *862] °829] *797| °766 
54 | 1329] 1°283] 1°239 | 1196) 1155/1115 | 1°075|1°037|1'000 | 964) *923| 894] *860| *827| *795 

1°286 | 1241] 1°198/1°156 | 1°116| 1°076| 1038 | 1'000| *963| *927 | ‘8g2] *858] “825 


1°335 } 1°289|1°244/1'201 | 17158] 1°117|1'077 | 1°038| 1'000! *963 | ‘926] ‘Sgr1| *856 
1°387 | 1°339|1'292|1'247 | 1°203|1°160}1°119 | 1'078| 1°039|1'000 | *962| *925]| ‘889 
58 | 1°545) 1492/1441 | 1391] 1°343/1°296 | 1°250| 1'206| 17163 | 1°121| 1079] 1'039 | 1°000| *962| ‘924 
59 | 1°607| 1°552| 1°499 | 1°447| 1°396| 1°348 | 1°300| 1°254| 1°209 | 1°165| 1°123| 1°81 | 1°040| 1'000] “961 
60 | 1673) 1615] 1°560 J 1°506! 1°45311°403 | 1°353| 1°305| 1°258 | 1°213| 1°168| 1°25 | 1°082| 1°041| 1'000 

m. | m. m. m. : m. 


56 | 52 | 48 44 | 40 | 86 | 32 | 28 | 24 16 | 12 8 | 4 


55 | 1379] 1°332 
56 | 1°432/ 1°383 
57 | 1°487| 1°436 


A.—8 HOURS. — 
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B.—3 HOURS. 


NHOo 


00 OD ONT Qoob W 


B.—s HOURS. 
Useful ultra-Zodiaeal Stars of 1st and 2nd mags. in order of Declination. 
B.—3 HOURS. 


m. ml. m. 


m. nis '4'mm. 
Toe teLG: oO 24 | 28 | 32 


m 


44 


, m. { m. 
Stars. | 4 | 8 


m. 
56 


m. m. 
36 40 


mm m. m. 
48 52 60 
*808| °794| °7821 °770} °758) °748] °737] °727| °718] *709] *701| *693] °685] °678] -671 
Castor . .| °872| 858) 844] °831] “819) °807] °796| °786) *776] °766) -757| 748] °740| -732| “725 
aColumbz .| °942| 926] ‘912] °898| “885| °872] °860} °848) 838] °827) °817| 808} °799| *790| *782 
Vega. ._ .| 1°113|1'095|1'078} 17061] 1°045/1°030 | 1’016|1'003] *990] 973] *966) “955} °944] °934| “925 
a Phonicis .| 1°290|1'268]1°248 | 1229/1211] C194 | 1°177|1°162[t°147 | 1°132|1°119]1°106 | 10941 082|1-071 


.| 1°386/1°364]1°342 | 1°321]1°302|1°283 | 1°266)1°249)1'233 | 1°217|/1'203)1°189 | 1°176/1°163|1°152 


Fomalhaut 


a Cygni 


Capella. .| 1°435/1°411|1"389 | 1°367|1°347 1°328 | 1°310/1'292|1°276 | 1°260)1°245]1°230 | 1°217|1°204|1°192 
eVGraia .| 1°514)1°490|1°466 | 1°443]1°422)1°402 1°382 1°364|1°347 | 1°330|1°314)1°299 |. 1°285]1°271/1°258 
a Persei _.| 1°028|1°602|1°576 | 1°552/1°529|1°507 | 1°486|1°467|1°448 | 1°430|1°413/1°397 | 1°381|1°367|1°353 
Benetnasch} 1°646|1°618|1°593 | 1°568]1°545/1°523 | 1°502/1°482|1°463 | 1°445]1°428)1°4r1 | 1°396)1°381|1°367 
Canopus .| 1°S21|1°791|1°762 | 1°735/1°710|1°685 | 1°662/1°640)1°61g | 1°599]1°580]1°562 | 1°544)r'528] 17512 


a Cassiopeiz | 2°061|2°027|1°995 | £°964|1°935|1°907 1°881}1°856/1°832 | 1°810]1°788)1°767 | 1°748)1°729\1°712 
a Pavonis. .] 2°§45|2°110|2°077 | 2°045|2°015|1°986 | 1°958/1°932|1°908 | 1°384)1°862)1°840 | 1°820|1°800|1°782 

Achernar_ .| 2°203|2°167|2°133 | 2°100|2°069)2°039 | 2°01 1/1°985|1°959 | 1°935|1°912)1°8g0 | 1°869|1°849|1°830 
t Argiis .| 2°300|2°262|2°226 | 2°192|2°160)2°129 | 2°100|2°072|2°045 | 2°020}1°996|1'973 | 1°951|1°930|1'"g10 


.} 2°397|2°358|2°320 | 2°285]2°251/2°219 | 2°188)2°159)2°131 | 2°105)2°080 2°056 | 2'033/2'012|1'9gI 


8 Centauri 


~ Dubhe . .| 2°646/2°603/2°562 } 2°522|2°485!2°450 | 2°416|2°384|2°353 | 2°324/2°296,2'270 | 2°245|2°221/2°198 
axCrucis _.| 2°675|2°631|2°590 | 2°550|2°512/2°476 | 2°442)2°410)2°379 | 2°349/2°321/2'295 | 2°269|2°245|2°222 
aTri. Austr. .| 3°593'3°53413°477 | 3°424|/3°374/3°325 | 3°280|3°236/3°194 | 3°155/3°117/3O81 | 3°047/3°015|2°984 
B Urs. Min. . 5°033'4°950/4°871 | 4°797|4°726 4°658 | 4°594/4°533/4°475 | 4°419/4°367 4°317 | 4°269|4°223]4"180 


mm, m. m. m. 


1 56| 52| 48 | 44 


m. 


40 


m. m. 


36 | 82 


m 


28 


m. 


24 


m. 1. m. Aaj faeednts m. 
20 | 16 


12 | 8 4 0 


B.—s HOURS. 


442 


10 


594 
"616 


638 
‘661 
685 
‘799 
‘736 
‘763 
‘792 
"822 
"854 
887 
"923 
‘960 
m. 


56 


36s 
‘O19 
028 
‘037 
"047 
‘056 
065 
‘075 
084 
"094 
"103 
4173 
123 
133 
"142 
"152 
163 
‘173 
‘183 
‘194 
204 
‘215 
‘226 
‘237 
248 


"259 
iyi 
‘283 
"295 
"397 


"319 
"332 
"345 
"359 
‘372 
*386 
“401. 
“415 
431 
"446 
*462 
"479 
"496 
‘513 
"532 


“551 
570 
“591 
‘612 
"634 
‘657 
‘681 
"706 
‘732 
‘759 
"88 
‘S19 
‘SSI 
885 
=| 


m. 


LECKY'S AVB'@ AB is: 


366 
586 
‘607 


629 
652 
676 
"701 
728 


755 
"785 
‘S15 
848 
883 


ae ae ee ET ee Pa ee ee Bae 


52 | 48 


A. —4 HOURS. ~ 
ié | 20| 24 32| 36| 40 | 44 | as | 


60 | :960]_:92t] 883] *845| “808) “771 | *7: 
m. 


44 


Mackey s A b® TABLES. 


B.—4 HOURS. 
"8 19 16 20 24 238 39 36 ale 44 


443 


° 

O}| ‘000| ‘000} *o00] ‘000] ‘000} “ooo | 000} ‘000} ‘coo ‘000 : 

I] ‘020] ‘020] ‘o20] ‘oIg] ‘OIQ] ‘OIQ] ‘OIQ| ‘oIg| ‘oI9 a8 o18| ‘o18} 018} ‘018} ‘o18 
2] °040| *040| 039} '039| ‘039] 038] ‘038} *038| ‘037 } *037| °037| °037] °037| °036| ‘036 
3] 060) *059| 7059] 058) ‘058) 057} '057| °057| ‘056 ]} 056] *055] ‘O55 ]} *055]) °055| “054 
4] ‘080} ‘079| 078] ‘078) ‘077| 077} °G76| °075| 075} °074| °074| ‘074] ‘073] °073) ‘072 
5 "100| *099| 098] ‘0Q7| *097| ‘096} °095|] ‘094| ‘094 } ‘093] *093| ‘og2] ‘ogI| ‘ogI| ‘ogI 
Der k20) 310) *11S-) 4547) 7116) 3115} “114| °£23) *113 4 *1r2| *1rX} A341 IIO| *109| ‘109 
7 PA ECG Peter ee aa E36) 8347) 833) 192/132) 4191| 1130] *129:] 7328) 128 fk27 
Babee itoL LeGh S850 reGl 2155) 154) 153] as2| ISI 150] ‘149] *148] ‘147| °146| °145 
9 [- 181] °179| “178 °176) °175) *173] °172| *871| ‘170 | °169] 168] *167] °166) °165| °164 
IO | °202| °200] ‘198] ‘196] *195] ‘193] ‘192| ‘190| "189 ] °188] °186| *185] 184] °183] °183 
° 

II 222| °220| ‘218] ‘216| ‘214] ‘213 } ‘211| ‘210| ‘208 ] °207| ‘206] *204] ‘203 ‘202| ‘201 
Roe tee 242248220 19230) 235} 233.1 °231| 220) "228 | °226| :225) 223: ‘222) *221) ‘220 
13 | °264) ‘261) ‘259 °257| ‘255| ‘253] ‘251| ‘249| ‘247 | ‘246 ‘244| ‘243] ‘241| ‘240} *239 
Saale eos 22) 3250 | "27719 '275| *273 1 °271)| 269) ‘2607 | °265| *264| *262 | *261| °259| “258 
15 *306| °303] °301 | ‘298| ‘296| ‘293] ‘291| ‘289] ‘287 | °*285] ‘283] ‘282] ‘280] ‘279| ‘277 
16 | °328| *325| °322] °319] °316| °314] °312] °309] °307 | °305| °303] *302] °300] *298] ‘297 
17 | °350| °346| °343] °340] °337| °335| 332] °330] °327 | °325] °323| ‘328 | °320) °318) °317 
18 | °371| *368) °365] °362| °359] °356] °353| °350| °348 | °346] °344| °342] °340] °338| °336 
19 | °394] °390| °386} °383] °380| °377] °374| °371| °369 | °366| °364| *362] *360| °358) °356 
20} “416) “412) *408| “405) 402) °398} °395| °393] ‘390 | 387) °385) 383] °381| °379| °377 
2! 439] °435| “431 | ‘427| ‘424| ‘420] ‘417| ‘414] ‘411 | °408] *406| 404] *401| °399 BEY: 
22 | 462) 458) °453] “450] “446| *442] ‘439| °436| ‘433 | °430| ‘427| “425 ] °422| °420) “41d 
23 | °485| *481| °476] °472| °468) *465] ‘461) °458) “455 | °452] ‘449] *446] ‘444] ‘442| “439 ] 
24 | *509) *504) *500} *495| “491| *487] 484] ‘480] *477 | ‘474| ‘471| ‘468 ] *466) “463) “401 ] 
Sieteeaes| 1522) 1523.) '519) 515} °StO} 507) 503) "499'| °496) *493). "490 | 488 485] °483 
20 | 558) °552| °547 9 543] 538] °534] °530] °526) °522 | 519] *516) *513] 510] *507) “505 
27 | °583| °577| °572} °567| °562) *558] °554] °550] 546 | °542) °539| 530] °533| 530] °527 
28 | ‘608) *602] °507} *592| 587] 582] °578) °573| °570 | °566| *562] *559] °556| °553) °550 
29 ws *628| ‘6224 °617| 612] ‘6074 ‘602| *598] ‘594 | *590| °586] *583] °580| °5771 °574 

m. m. § m. m. Tm. m. m. m. m. m. m. m. 
52 | 48 | 44 | 40 | 36 ] 382 | 28 ge 20 |} 16; 12 peer O 


Useful ultra-Zodiacal Stars of ‘st and 2nd mags. in order of Declination. 


Fomalhaut 
Castor . 
a Columbze ° 
Vega... 
a Pheenicis . 


a Cygni 
Capella . 

a Gruis 

a Persei 
Benetnasch 


Canopus 
a Cassiopeiz 
a Pavonis. 

Achernar . 
t Argiis 


6 Centauri 
Dubhe . 
ax Crucis 
aTri. Austr. , 
B Urs, Min. . 


658 
‘711 


652 
°704 
775) °767| °760 
‘916| “907| ‘899 
1‘O61|1°051|1 041 


664 
‘717 


| II4C|I°129/1°119 
| 1180} 1°169/1°158 
| 1°246|1'°234|1'°223 
»f 1°339)1°327/1°315 


1°353|1°341|1°328 


-| 1°497|1°483]1°470 


1°695|1°679|1°664 


| 1°765/1°748]1°732 


1°812|1°795|1°779 


.| 1°892]1°874)1°857 


"} 1°971|1°953|1°935 
| 2°177|2°156/2°137 
| 2°200|2°180|2°160 


2°955|2°927/2°900 
4°139|4°100|4'063 


. . m. 
| 56 52 | 48 


B.—4 


3 | 20 m. 


*646| *641 
698] *692 
"754| 748) °742 
891} °884) °877 
1'032|1'024/1°O15 


m. 


24 


636 
687 


‘I IO|I°100|1°092 
1°148]1°139/1°130 
1°212)1°202|1°192 
1°303|1°292|1°282 
1°317/1°306]1°296 


1°457|1°445|1°434 
1°649|1°636)1°623 
1°71 7|1'703)1°689 
1°763)1°749|1'°735 
1°841/1°825|1'811 


1°918}1°902|1°887 

2°118|2°101|2°084 

2°141|2°123|2°107 

2°875|2°851|2°829 

4'028)3°994)3'963 
m. m. 


m. 
44 | 40| 36 


B.—7 


ACRE 
28 32 


622 
672 
726 
858 
994 
1°083/1°076|1°068 
I°I20/k°113|1°105 
1°183]1°175,|1°167 
1°273|1°263}1°255 
1°286]1°277/1°268 


1°423/1'413/1°403 
1°610/1°599|1°588 
1°677)1°665| 1°65 3 
1°722|1°709|1°698 
1°797|1°784|1°772 
1°873|1°860|1°847 
2°068|2°053/2°039 
2°091|2'076|2°061 
2°807/2°787|2°768 
3°933/3°905|3'878 


631 
682 
736) °731 
870) °864 
1‘'008|1’000 


627 
677 


m. | m. | m. m. 
| 32 | 28 | 24 20 


HOURS. 


618} ° 
668] ° 
"721 


“660 
: “712 

"852| ° 842 
"987| ° (O75 
I‘061/1°055/1°049 
1°098/1°0Q1|1°085 
I°15Q) 1152/1145 
1'247|1°239|1'°232 
1'260|1°252/1°245 


1°394/1°385|1°377 
1°577|1°5638|1°559 
1°642|1°632/1°623 
1°687|1°676|1°666 
1°761|1°750}1°740 
1°835|1°824|1°813 
2°026/2°013/2°002 
2'048/2'035|2°023 
2°750/2°733|2°717 
3°853/3°829|3'806 


16 | 12 


‘OI! 


1°139|1°133/1°128 
I'225|1'219|1°213 
1°238|1'231|1'225 


1°370/1°363/1 *356 
1°550/1°542|1°535 
1°614|1°605)1°598 
1°657|1°649|1°641 
1°730/1°721/1°713 


1°803)1°794|1°785 
1°991|1°980|1°971 
2°012|2°002|1'992 
2°702!2°688)2'675 


444 LECK Y’s JAI © @AB tress. 


A.—5 HOURS. + 


32 


m. 


m. m. m. 
16 ) 20 | 24 | 28 


m. m. m. ™m™, m. m. m. 

36 | 40 | 44 | 48 | 52 | 56 60 } 
*000} *000} ‘000 | ‘000} ‘000| ‘000 ‘000| ‘000 ‘000 | *000| 000} ‘ooo 
003] 003} 003] 003} *002] ‘002 } ‘002; ‘OOI| ‘OO1| ‘OOI| ‘000} ‘ooo 
007} 006} ‘006 ‘005| *004] ‘004 | ‘003} “002] 002] “OOI| ‘OOI| ‘ooo 
‘OI1O| ‘009] ‘008 | *007| *006} “006 | ‘005| ‘004}| *003] 002] ‘OOI| ‘ooo 
O14] ‘O12] ‘OIL | ‘oro] *009| ‘007 | ‘006| *005| ‘004 } 002] ‘O0OI} ‘ooo 
‘OI7| ‘O15| O14] ‘oI2| “OII| ‘009 ] ‘008} *006} ‘005 } °003] ‘002| ‘ooo 


020] ‘O1Q| ‘O17 ] ‘OI5| *013} ‘olI | ‘cog| 007] ‘0064 *004] *002} ‘ooo | 
024] ‘022| ‘019 | ‘O17] ‘OI5] ‘O13 } “OII| ‘009}| ‘0064 ‘004] *002| ‘ooo 
°027| °025| ‘022{ ‘o20] ‘Or7| ‘oI5 | ‘Or2| “OIO| ‘007 | *005| *003} ‘ooo 
°03I| ‘028] ‘025 | ‘022] ‘o19] ‘O17 | ‘O14| ‘OI1T}| ‘008 ] *006| *003] ‘ooo 
034] °031] ‘028 | *025] *022] *o1g} ‘or5| ‘O12| ‘00g } ‘006] ‘003! ‘ono 


°038| °034| ‘031 |} ‘027| ‘024| ‘o20] ‘OI7| ‘O14| ‘O10 ‘007| *003] ‘ooo 
041} °037| ‘034 | °030| °026| ‘o22] ‘o19| ‘oI5| ‘O11 | ‘007| ‘004] ‘ooo 
°045| ‘O41] ‘037 032] ‘028| ‘024 ] ‘020} ‘o16] “Oo12] ‘008} *004} ‘ooo 
048] 044] ‘039 }| °035| ‘031| ‘O26 ] ‘022] *o17| “O13 | “009} *004] ‘ooo 
052] °047| ‘042] *038| *033}] ‘028] °023| ‘o19| ‘O14 | ‘009| *005] ‘ooo 
°056| “O51| 045} ‘040] *035| ‘030 } °025| ‘020} ‘015 } ‘O10! *005| ‘ooo 
059| °054] ‘048 | ‘043| *038] ‘032 ] °027| ‘o21| ‘o16] ‘OII}] ‘005| ‘ooo 
063) °057| ‘OSI | °046| ‘o4o| 034] °028] ‘023] ‘017 } ‘OII| ‘006| ‘ooo 
°067| ‘OO1} "055 } ‘048| 042] °036} ‘030| ‘024] ‘o18{ ‘o12| ‘006} ‘ooo 
O71; °064) 058] ‘O51] °045| ‘0384 °032] °025] ‘O19 } ‘O13} ‘006| ‘ooo 


°075| ‘068| ‘061 | ‘054] *047| ‘ogo] ‘034] ‘027| *o20}] ‘013| *007| ‘ooo 
079| ‘O71| °064} *057| ‘o50| *o42} 035] °028] ‘o21 | “OI4] *007| ‘ooo 
."083| °075| ‘067 } ‘*060} *052] ‘045 | °037| 030] *022} ‘O15| *007| ‘ooo 
°087| *079| ‘O71 | *063] °055| ‘047 | °039| 031] ‘023 } ‘O16| *008| ‘ooo 
O9I| ‘082| 074} ‘066] ‘057| ‘ogg |] “041}] *033] *024] °016| ‘008!, ‘ooo 
095} °086] ‘077 | ‘069| ‘o60] ‘o51 | *043] *034] ‘0264 ‘o17| ‘009| ‘ooo 
‘099| *090} ‘O81 | *072| *063] *054]} ‘045! °036| ‘0271 ‘018} *009] ‘oac 
"103] *094| *084 | ‘075| ‘065| ‘o56] ‘047| ‘037| *028] ‘o19| ‘009] ‘ooo 
108] *098| ‘088 | °078] ‘068}] ‘058 ] ‘049| *039| ‘029 ] ‘org! ‘o10} ‘ooo 
‘I12] *102) ‘OOL | ‘o81| ‘o71| ‘o61 | “O51} ‘o4o}| *030 4 020) ‘oIO} ‘ooo 


"117| *to6} “095 | *084] *074] *063] °053] ‘o42| ‘031 | ‘021| ‘o10} ‘ooo 
“I21} *L10} ‘099 | ‘088] *077| ‘066 ‘055} ‘044! *033} ‘022] ‘oII} ‘ooo 
126] *I15] “103 | ‘ogt| ‘o80] ‘068 ]} ‘057] ‘o45| *034] ‘023| ‘o1t| ‘ooo 
131] “L19) "107 | *095| '083} *o71 | ‘059| *047] °035] ‘024| ‘OI2| ‘ooo 
"136| °123] ‘I11 | ‘098] 086] ‘074 | ‘061| ‘o49} *037 | *024| ‘o12] ‘ooo 
"141| 128) ‘115 | ‘102| ‘o89] *076} ‘064] ‘os1| ‘038 ‘o25| ‘013] ‘ooo 
"146] °133] ‘119 | ‘106] *093] ‘079 | ‘066| *053) *039| ‘026| *013] ‘ooo 
"152] °138| 124] ‘r10] ‘096| ‘0824 ‘068] ‘o55| ‘ogr | ‘o27| ‘ot4] ‘ooo 
"157| 143] 128} *114] ‘ogg| ‘085 ]} ‘o71| *057| ‘0424 028] 014] ‘ooo 
163] °148] *133] ‘118] *103] *o88} ‘073| ‘059] ‘044 ] ‘o29| 015] ‘000 
169] 153] ‘138 | ‘122] 107] ‘og1 | ‘076| ‘061| ‘046} ‘030 “OI5| ‘ooo 
I75| °159| ‘143 | °127] *111| ‘095 ] ‘079| *063|. ‘047 } °031| 016] ‘ooo 
"I81) *164] ‘148 *131| *114| 098] °082| *065| 049] ‘033| ‘016| ‘ooo 
188] °170]} *153] ‘136] *119] ‘101 | * 7085] *068 ‘O51 | °034] ‘OI7| ‘ooo 
194) °176) *158] ‘141| *123] ‘105 | ‘088] ‘o70| ‘052 *035} ‘017] ‘000 
201] *183} *164} ‘146] *127| ‘109 | ‘og1| ‘072| ‘054 ] 036] ‘018]} ‘ooo 
‘208] *189) "170 | 151] *132] "113 ] ‘094 °075| ‘056] ‘037| ‘o19| ‘ooo 
‘216] *196) °176]| *156] *136] ‘117 ] ‘097| *078| °058] *039] ‘o19| ‘ooo 
'224| °203| 182] 162] *141] ‘121 }] ‘101] ‘o80| ‘o60} ‘o40} ‘020! ‘ooo 
‘232| ‘210) "189 | *167] *146] ‘125 ] ‘104] *083] ‘062 ‘o42| *o21| ‘ooo 
"240) °218) ‘196] +174] *152] *130] ‘108| *086} 065} ‘043) *022| ‘ooo 
"249 "226) ‘203] ‘180] *157| 135] ‘112] ‘ogo] 067] °045| ‘022| ‘000 
'258| °234| ‘210} ‘187| *163] +139] 116] 093] 070] ‘046 023] ‘000 
‘268) *243) 218] ‘193| ‘169| 145] ‘120] ‘096] 072} ‘048 °024| ‘ooo 
278) °252) ‘226] 201] *175] *150] *125| ‘100] ‘075 | ‘os0| ‘025| ‘ooo 
‘288] *261] °235]| ‘208] 182] 156] *130] ‘104| ‘078 °052| ‘026] ‘ooo 
°299| °272| °244} ‘216| ‘189| ‘162] ‘135| *108| ‘o81 | ‘054| ‘027! ‘ooo 
"Z1I) *282) *253] ‘225] 196] 168] ‘rgo] ‘112| *084] *056| 028] ‘ooo 
"324| °293) ‘264 ] ‘234| 204] 175] ‘146! ‘116] ‘087 | ‘058 029) “ooo 
: ‘ : °243| ‘213 — ‘1521 ‘121| ‘og1 | ‘060 0301 ‘ooo 
m. m. m. 


a6 
44 | 40 | 36 2 | 28 24 | 20 | 16 | 12 | *s 8 | 4 4 | 00 


A.—6 HOURS. — 


B.—e6 


HOURS. 


MEIC WS SAT; OC) ABLE S- 445 
B.—5 HOURS. 
™. . m. m. . m. m. m. m. m j m. m. m. m,. m. 
Dect 4 8 12 16 | 20 | 24 | 28 | 82 | 386 | 40 | 44 | 48 | 52 | 56] 6O 
0 g : ‘000| ‘000] ‘000 | 000] ‘co0} ‘ooo | ‘coo ‘000| ‘000 | ‘000} ‘coo! ‘oco 
I 7018] *o18] ‘O18 | ‘o18| ‘o18} ‘or8 | ‘o18] 017] ‘o17 | ‘o17] *017| ‘017 
2 650 1535.18 039,11 .939)1./935 |; 035, 1),°035 | 035127035, | 7035) 503515 035 
< 053} °053] 053} °053] °053) °053 | 053) °053} "0527 °052] *052) "052 
4 ‘O7I| O71} ‘O71 } ‘O71| ‘o71| ‘070 ] ‘o70] *070] ‘070 | ‘070| ‘070| ‘070 
5 089| ‘089} ‘089] °088] 088] ‘088 | ‘o88| ‘088| ‘0881 088] 088} *087 
oO 
6 "107| ‘107| *106} ‘ro06] *106} "106 } *106] *105] ‘105 f ‘105] *105} “105 
7 Tee POS 1a 824. Ney 124 |e h24 14 123 hi 123} 123) (823 1231123 ies 
8 StAtiola te ide 0) EAD IAS OSIAT AL SIAL STAT! st4 Wy lal peclAbiestad 
9 ‘161] ‘161| ‘160 160] ‘16C| "159 } ‘I59] *159] ‘159 158] 158] *158 
10 Testeet Ole 70 [nek 7Olect gale t7 7 tl 177 1177 (eel 77 be 170, LO leek go 
° 
II 198} *197| ‘197 } *196) “196] "195 ] “195] “195) “195 } “194] 194} “194 
12 Pe TO eek ec erG incel4| eS 2EAtb ae 213 le 25S 1) 213 121342131) 289 
13 VETERE IAP Lev BEDE T UBL kae aryl PE eR MR DUE READ OH RMP ROG Pera GIy ee | 
14 FCAla 2hQtees2 1. 25225 Lia 251.18 250 2250) 5 °250 bi 2Ag} | 240). 224g 
I5 ‘27 2a 2721 e7h bao] Li 27Ole -200: PL 209 I 2004-205. 11 2008-2051 206 
fe) 
16 "292| ‘291| ‘290] ‘290] ‘289] ‘288 | ‘288| :287| ‘287 | ‘287| ‘287| °287 
17 "311| ‘310] *310} *309] *308| *307 | °307| °306] *306} *306] *306| *306 
18 "331| °330] 329] °328] °327| °327 | °326| °326] °325 | 325] °325| °325 
zp "351| °350| 349] °348] °347] "346 | °346] °345| "345 ] °345| °344) “344 
ms *371| °370] 369] °368) °367| *366 | 365) °365) °364] 364] °364| °364] 
21 391} *390] *389} °388| *387] °386 | °385) °385] °384] °384] °384] °384 
22 412] 410} “409 } *408} *407| *406 | *406} *405| “405 } “404} “404) “404] 
23 '432| '431] "4307 °429| "428/ °427 | *426) '426| “425 ) °425| “425| “424 
a4 454| °452] “451 } ‘450] "449] ‘448 | "447| 446] *446] “446| “445| “445 
25 ‘475| °474| °472] °471| 470] ‘469 | °468] °467| *467] °467| ‘466) “466 
26 497} °495| ‘494] °493] ‘491| ‘490 | “490| *489| ‘483 ] “488) -488) 488 
27 "SIQ| “S17] “SIGE 515] *S1Z] “512 | SIT] “S11] “SIO “510] ‘510 “510 ] 
28 "542| °540| $538] °537| °536) °535 | °534] °533] 532] °532] °532] °532 
29 "5651 °5631 "561 *560] *558] °557 | °5561 *550] *555 | 555] “5541 °554 
y ° . m. a m. m. rh. m. m. in. in. in. m. al Il. Ill. in. 
56 | 52 | 48 | 44 | 40 | 86 | 82 | 28 | 24 | PA OS ie Oo bee 8 4 0) 
B.—6 HOURS. 
Useful ultra-Zodiaeal Stars of ist and 2nd mags. in order of Declination. 
B.—5 HOURS. 
m. m. m. m. m. m. m. m. m. | 
Stars. | 418 12 16 | 20} 24 56 | 6O | 
Fomalhaut | °599| °596| '594] °592| °590) °588]) °587/ °585) °584] °583) °582) °582] ‘581) 581) *581 
Ee °647| °644| *642] °639| °637| 635} °634] °632) ‘631 } °630) °629) “6281 628) 628) °628 
aColumbz ‘| °698] ‘695| ‘693] ‘690} *688) ‘636] ‘684] °683] *681} *680} *679) *679] °678) °678) °673) 
Vega. . *825| ‘822| 819} °816| °813/) “811 } *809| *807| *805} ‘804] *803) *802] “8o1] *801| “8or| 
a Pheenicis .| °956| 952] 948} °945) 942) °939] °937| °935| °933] ‘931 ‘930| 929} °928) ‘928) *928) 
a Cygni .| 1'028}1°023}1°020 | 1°O16| 1013/1 O10 | 1°007|1°005|1°003 | L’001|I’000] *999} *998| *997] *997} 
Capella . 1°064|1°059}1°055 | 1°051|1°048/1°045 | 1°042/1°040/1°038 | 1°036/1°034|1°033 | 1°033/1°032/1°032} 
a Gruis 1123/11 18/1't 14 | 11 LO|L*106)1°103 | L°LOo|1098|1"0g5 | 1°094)1°092)1"09T | I°0go|1*0go|1°089g 
la Persei 1°207|1°202]1°198 | 1°193/1°189|1°186 | 1°183/1°180]1°178 | 1° 76/11 74)1°173 | 1172/01 72/1°1 71} 
Benetnasch| 1°220/1°215|1°210} 1°206/1°202/1°198 | 1°195/1°193/K° 190] 1°188/1°187/1°185 | 1184/1184) 1°184y 
Canopus 1°350}1°344|1°339 | 1°334|1°330|1°326 | 1°323/1°320/1°317 | 1°315/1°313/1°312 | 1°311|1°310|1°310 
a Cassiopeia | 1°528|1°521/1°515 | 1510/1505] 1501 | 1°497|1°493/1°490 | 1°488/1°486/1°484 | 1°483/1°483/1°482 
a Pavonis, .| 1°591/1°584|1°578 | 1°572/1°567/1°563 | 1°558)1°555|1°552 | 1°549/1°547/1°545 | 1°544)1°544)1°543 
Achernar .| 1°633|/1°627|1°620 | 1°615|1°609|1'605 | 1°600}1°597/1°594 | 1°591/1'589|1°587 | 1°586)1°585/1°585 
t Argiis .| 1°705|1°698|1°691 | 1°685|1°680\1°675 | 1°671|1°667|1°664 | 1°661/1°658)1°657 | 1°655|1°655|1°654 
BCentauri ‘| 1°777/1°770|1°763 | 1°756/1°75 1} 1°746 | 1°741/1°737/1°734 | 1°731/1°728)0°727 | 1°725|1°'724|1°724 
Dubhe . .} 1°962/1°954|1°946] 1°939|1°933|1°927 | 1°922/1°918|1'914 | 1°91 1/1°908| "906 | 1°905|1°904|1°904 
atCrucis «J 1°983/1°975|1°967 | 1°960/1°954/1°948 | 17943] 1°939]1°935 | 1°932|1°929|1'927 | 1°926)1'925|1'924 
aTri. Austr. .| 2°663/2°652/2°642 | 2°633/2°624/2°616 | 2°610|2°604/2°599 | 2°594/2°591/2°588 | 2°586/2°585|2°584 
B Urs. Min. -] 3°731/3°715|3°701 | 3°688/3'676/3°665 | 3°656 3°47 gan 3103413'02013 G25 Ss oe 3620 
m. m. | nL. i] n. a0 pee m. mI 
56 52 | 48 44 40 36 32 28 24 12 4 0 


446 


LECKY’ s ; ABC TABLES _ 


J » ey ae 


The subjoined quantities shew the error produce 


tt 
) 
tom 


57°29|28°64 
57°30| 28°64 
57°32 2 
57°37 
157°43 
57°51 
57°61 
57°72 
57° 85 


a 


63°74] 31°86 
64°30] 32°14 
64°88 | 32°43 
65°50| 32°74 
66°15] 33°07 
66°84] 33°41 
67°56! 33°77 
68°31] 34°14 

69°10] 34°54 
69°94| 34°96 


70°81 | 35°40 
71°73) 35°86 
72°79] 36°34 
73°72) 36°85 
74°79} 37°38 


75°91) 37°94 
77°09} 38°53 
78°33] 39°16 
79°64] 39°81 
81'02 40°50 
82°47| 41°22 
84°00] 41°99 
85°62] 42°80 
87°32| 43°65 

"13/44°55 
91°03] 45°50 
93°05| 46°51 
95°20] 47°58 
97°47| 48°72 
99°88] 49°93 
102°5| 51°21 
wtp 2/52°58 
108°I| 54°04 


4} 114°6| 57°27 


To name Azimuth 


af Aa 


II1‘2| 55°60) 37°05 
38°16 


38? 


19°08 
19'08 
19°09 
IQ‘II 
19°13 
1915 
19°19 

19°22 
19°27 
19°32 
19°38 


19°44 


19°51 
19°58 
19°67 
19°75 
19°85 
19°95 
20°06 
20°18 
20°31 


20°44 
20°58 
20°73 
20°89 
21°05 


21°23 
21°42 
21°61 
21°82 
22°03 
22°26 
22°50 
22°75 
23°02 
23°29 
23°59 
23°89 
24'21 
24°55 
24°91 
25°28 
25°68 
26°09 
26° 53 
26'9 

27°47 
27°98 
28°52 
29°08 
29°68 


30°32 
30°99 
31°71 
32°46 
33°27 
34°12 


35°03 
36°01 


[pat 


14°30 
14°31 
14°32 
14°34 
14°36 
14°38 
14°41 
14°44 
14°48 
14°52 
14°57 
14°62 
14°68 
14°74 
14°81 
14 88 
14°95 
15°04 


24°33 


24°93 |19°93 
25°57 |20°44 
26°26|20°99|17°47 
26°99 |21°57) 17°95 


27°77 |22'19| 18°47 
28°60 | 22°86] 19°03 


In North latitude put N for a - “Error, and 'B for ag ror. 
In South latitude put S for a - “*Berosy and N for a + ‘Error.’ 


p5e fF 


11°43/9°516 
11°44/9°520 
11°45|9°527 
11°46/9°538 
11°47|9°551 
11°49|9° 387 
11°52 
11°54 |9° 
11°57 
I1‘61 
11°64 
11°69 
11°73 
11°78 
11°83 
11°89|9°898 
11°95|9°949 
12'02| 10°00 
12°09| 10°06 
12°16] 10°12 
12°24 
12°33 
12°42 
12°51 
12°61 


10°19 
10°26 
10°34 
10°41 
10°50 


12°72] 10°59 
12°83 
12°95 
13°07 
13°20 
13°33 
13°48 
13°63 
13°79 
13°95 
14°13 


10°78 


10°99 
II‘1lo 
I1'22 
11°34 
11°48 
1161 


11°76 
I1'gI 
12°07 
12°24 
12°42 
1261 
12°80 
3/ 13°01 
13°23 
13°46 
13'70 
113°95 
14'22 
14°50 
14°80 
15‘12 
15°45 
15°81 
16°19 
16°59 
1701 


19 45 


*. 


10°68 
10°88 - 


TCS 


biG: 


of hea | 8° | 9° 

8°144|7°115|6°314 
8°146] 7°116|6°315 
8°149|7°120]6°318 
8°156] 7°125|6°322 
8'164]7'133|6°329 
8°175|7°143|6°338 
8°189}7°155 
$°206|7°169|6°361 
8°224|7°185|6°376 
8'246|7'204/6°392 
8°270|7'225|6'411 


8'297|7°249|6°432 
8°326}7'274|6°455 
8°359|7°303|6'480 
8°394|7°333|0°507 
8°432|7°366/6°536 
8°473|7°402/6'568 
8°516|7°440]6°602 
8°563|7°482|6°639 
8°614|7°525/6°678 
8°667 | 7°572|6°719 
8°724|7°622/6°763 
8°784/|7'674/6°810 
8°848 | 7°730/6°859 
8°915|7°789| 6911 
8°986]7°851| 6°966 
9°061)7°917|7°025 
9'141| 7°986]| 7°086 
9°224|8'059|7°151 | 
9°312|8°135|7°219 | 
9°404/8 216 7°290 
9°501|8°301 | 7°366 | 
9°604|8°390|7°445 


9°7118°484}7°528 | 6° 
9°824|8'583}7°016 


9'942| 8°686|7°708 
10°07 |8°795 | 7°804 
10°20] 8°909|7°906 | 
10°34] 9°030|8'o12 
10°48|9°156|8°124 


10°63} 9'288 | 8°242 


10°79] 9°428 | 8°366 
10°96/9°575|8°496 


11°14|9°729 8°33 A 


11°32|( 


11°72 
11°94 
12°17 
12°41 
12°67 


12°94 


10°85, eet 
1§07|9°822 | 


d in the Longitude by an error of 1’ in 
They represent the sum or difference of the A and B values. — 


TRUE AZIMUTH. 
at 
14°30] 11°43]9°514 


ati, Bs wade pe 
“ar 
ea a 
’ Pe 


ay a 
tals Cae 4 


a, es 
ae hae 7 


the Latitude. 


+e 
— a. 


{ 


| 10° | 11° 


5°671|5°145 
5°672|5°145|4°705 | 4°33 
5°675|5°148|4°707 | 4°33 
5°679/5°152|4°711 | 4° 
5°685|5°157 |4°716 | 4°342| 4021) 3°741 
5°693/5°164 |4°723 | 4°348) 4'0 46 | 

4°731 1" 
4°740 | 
4°751 | 4°37 
4°763.] 4°38. 
4°777 
4°793 
4°810 
4°828 
4°849 
4°871 
4°894 
4°920 
4'947 
4976 
5°007 


5039 
5'074 
eee 
57150 
5191 
5°234 | 4819] ¢ 
5'280 | 4°861] 4" 
5°328 | 4° 
5°379" 
5°432 1. 
5°489 | 5:0 
|5°548 | 5°108]4°7 
4|5°610 | 5°165)4° 
6°841|6°205 | 5°675 | 5° 
6'923|6'280 | 5°743 
7°010/6°359 |5°815 | 5° 
7'101/6'442/5°891 | 5° 
7°197|6°529|5°970 | 5°497 ; 
7°298 |6'020|6°054 | 5°574|5 
7°403 6°716 O14 | 5° 


7'515|6'817 |6°234 
7°631| 6923 |6°331 1 5 
7°034 |6°433 | 5° 
7°152 6°540 0°021/5°57¢ 
8020 7'275 6°653, 6 ‘6 


| 8°164 7 "406 | 6" 773, 6" ales 


4° 705, 


5°714 3133 
5°727|5°195 
5°742)5°209 
5°759|5°224 
5°777| 5241 
5°798| 5°259 
5°820] 5'280 
5°845|5°302 
5°871|5°326 


5°900/5°352 
5°930| 5°380 
5963/5499 
5°998)5°441 
6°035|5°475 
6075] 5°511 
6°117/5°549 
6°161} 5°589 
6°208} 5°631 
6°258] 5676 


6°310] 5°724 
6°365|5°774 
6°423] 5°827 
6°484]5°882 
6 349 s 940 


258 bh 7543 {ike 


LECKY’S ABO TABLES. 
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C. 


The subjoined quantities shew the error produced in the Longitude by an error of 1' in the Latitude 


S 


row) 17°} 18°.| 


000 ON OOP WO NH OO 


They represent the sum or difference of the A and B values. 


TRUE. AZIMUTH. 
Sas |) 2874 | 24a} 2b%e|, 269} 12783 |) Seem) 2088) 80° 


3°487| 3°271 | 3°078 
3°488| 3°271 | 3'078 
3°499| 3°273 | 37080 
3°492| 3°275|3'082 
3°496| 3°279] 3°085 
3°501| 3°283] 3°089 


3°507 | 3.289 | 3°095 
3°514] 3°295| 3°10! 
3°522| 3°303| 3108 
3°531| 3°312/3°116 
3°541/3°321/3°125 


553) 3°332| 3135 
"565 | 3°344|3°146 
579) 3°357|3°159 
99413371) 3172 
10} 3°386] 3°186 
8] 3°403 | 3°202 
7 420 3°218 
7 
8 


‘519 
554 


‘591 
4° 112] 3° 629 
4158] 3°900] 3°670 
4°207 | 3°945|3°712 
4°25713°993|3°757 


4°311| 4°043| 3°804 
4°367 | 4°096|3°354 
4°426/ 4°151|3°906 
4°487 | 4°209] 3°960 
4°552|4'270|4°018 


4°621/ 4°334|4°078 
4°693|4°401| 4141 
4°768| 4°472| 4°208 
4°848|4°547|4°278 
4°932|4°626| 4°353 


5°020] 4°709] 4°431 
5°114|4°796| 4°513 


2°904]2°747|2°605 
2°905|2°748| 2°605 
2°906|2°749|2°607 
2°908 | 2°751|2°609 
2°911/2°754|/2°611 
2°915|2°758/2°615 


2°920|2°763/2°619 
2'926| 2°768| 2°625 
2°933|2°774|2°631 
2°940| 2°782}2°638 
2°949|2°790|2°645 
2°959|2°799|2°654 
2°969| 2°809| 2°663 
2°981|2°820] 2°674 
2°993] 2°832/2°685 
3°007 | 2°844|2°697 
3°021| 2°858]2°710 
3°037| 2°873|2°724 
3°054| 2889 | 2°739 
3°072| 2°906 | 2°755 
3091 }2°924|2°772 
3,111] 2°943] 2°790 
3°132| 2°963| 2°310 
3°155| 2°985 | 2°830 
3°179| 3°007 | 2°852 
3°204| 3'032|2°374 


3°231|3'057| 2°898 
3°259| 3'084| 2°924 
3°289| 3°112|2°950 
3°321| 3°141|2°979 
3°353| 3°173] 3008 


3°388 | 3°205 |3°039 
3°425 | 3°240| 3°072 
3°463 | 3'276|3°106 
3°503|3°314|3°142 
3°545|13°354|3°180 
3°590] 3°396) 3°220 


3°636| 3°440|3°262 
"487 | 3°306 


4°181|3°955|3°750 
4°258] 4'029| 3°820 


5°212| 4°888] 4°600 | 4°340] 4°106| 3°893 


5°316| 4°986| 4°691 
5°425|5'089|4°788 


5°542|5°197|4'890 
5°665|5°313/4'999 
5°795|5°435| 5114 
5°933]| 5565) 5236 
6080] 5°703] 5°366 
6°237 | 5°849| 5504 
6°403| 6'006| 5°651 
6°581|6°172| 5°808 
6°771|6°351|5°976 
6°975|6°542| 6°15 


To name Azimuth 


4°427|4°188|3°971 
4°518]| 4°274|4°053 


4°615| 4°366| 4°140 
4°717|4°463|4°231 
4°826| 4°565|4°329 
4°941|4°674|4°432 
5°063| 4°790|4°542 


5°194|4°913|4°659 
5°332| 5°045|4°783 
5°480] 5°185|4°916 
5°639|5°335|5°058 
5°808| 5°495|5°210 


19° | 20° | 21° | 


2°475|2°350|2'246 
2°475|2°356]2°246 
2°477 |2°357|2°247 
2°478 |2°359|2'249 
2°481 |2°362|2°252 
2°485 |2°365/2°255 
2°489 | 2°369]2°258 
2°494 |2°374|2°263 
2°499 |2°379|2°268 
2°506|2°385|2°274 
2°513/2°392|2°281 


2°521|2°400/2°288 
2°530|2°408 | 2°296 
2°540|2°418|2°305 
2°551|2°428/2°315 
2°562|2°439|2°325 


2°575|2°451 | 2°337 
2°588 | 2°463] 2°349 
2°602|2°477|2°362 
2°618|2°492|2°375 
2°634|2°507|2°390 
2°651 | 2°523|2°406 
2°669|2°541| 2°422 
2°689]2°559|2°440 
2°709 | 2°579|2°459 
2°731|2°599|2°478 
2°754|2°621|/2'499 
2°778|2°644|2°521 
2°803| 2°668) 2°544 
2°830| 2°694|2°568 
2°858 | 2°720| 2°594 


2°888|2°748 | 2°620 
2°919|2°778| 2°648 
2°951|2°809 |2°678 
2°985 | 2°842|2°709 
3'022|2°876| 2°742 


3°059|2°912|2°776 
3°099]2°950|2°812 
3°141|2°990|2°850 
3°185 | 3°031 | 2°890 
3°231 | 3°075 | 2°932 
3°280| 3°122]| 2°976 
3°331| 37170) 37022 
3°384|3°221|3'071 
3°441 | 3°275|3°122 
3°500| 3°332|3°176 


3°563|3°391 | 3233 
3°629|3°454/3°293 
3°699|3°521| 3°357 
3°773| 3591 | 3°424 
3°851/3°665 | 3°494 
3°933|3°743|3°569 
4'020] 3°827 | 3°648 
4°113]3°915|3°732 
4°211|4'008 | 3°821 
4°315|4°107|3°916 


4°426|4°213|4°017 
4°544|4°320|4°124 
4°671|4°446|4'238 
4806] 4°574|4°361 
4°950|4°712|4°492 


2'145|2"050 
2°145]2°051 
2°146]2°052 
2°147 | 2°053 
2°150|2°055 
2°153|2°058 


2°156| 2°062 
2°161| 2°066 
2°166] 2'°070 
2°171|2°076 
2°178| 2°082 


1°963 
1°963 
1°964 
1°965 
1°967 
I ‘970 


1°973 
1°977 
1°982 
1°987 
1°993 
2°185 | 2°089] I°999 
2°192|2°096] 2'006 
2°201 | 2°104]2°014 
2°210| 2°113]2°023 
2°220| 2°123] 2°032 


2°231|2°133]2°042 
2°242|2°144|2°052 
2°255|2°156|2°064 
2°208|2°168|2°076 
2°282|2°182]2°089 


2°297| 2°196|2°102 
QiSt 32211 25157 
2°330| 2°227 |2°132 
2°347 | 2'244 |2°148 
2°366| 2°262 |2°166 
2°386]2°281 |2°184 
2°407 | 2°301|2°203 
2°429| 2°322|2'223 
2°452/2°344)2°244 
2°4.76| 2°367 | 2°266 
2°502|2°392|2°290 
2°52912°418|2°314 
2°557 |2°445 | 2°340 
2°587|2°473|2°367 
2°618| 2°503| 2°396 
2°651|2°534/2°426 
2°685 | 2°567|2°457 
2°721|2°602/2°491 
2°759|2°638|2°525 
2°799|2°676| 2°562 
2°841|2°717|2°600 
2'886|2°759|2°641 
2°932| 2°803] 2°684 
2°981 |2°850| 2°728 
3'033|2°900| 2°776 
3°087 | 2°952]2°825 
3°144] 3°006| 2°878 
3°205 | 3°064) 2°933 
3°269 | 3°125|2°992 
3°336|3°190) 3°053 


3°408 | 3°258) 3°119 
3°483 | 3°330| 3°188 
3°563 | 3°407|3°261 
3°648 | 3°483) 3°339 
3°739| 3°575|3°422 


3°835|3°667|3°510 
3°937|3°765 | 3°604 
4047 | 3°869| 3°704 
4°164] 3°981|3°811 
4°289|4°101| 3°925 


1°881} 1°804 | 1°732 
1°881|1°804]1°732 
1°882| 1°805 | 1°733 
1°883] 1°807|1°734 
1°885 | 1°808}1°736 
1°888] 1°811/1°739 
1'8gI 1°742 
1°895 1745 
1°899 1°749 
1°904 1°754 
1910 1°759 
1°764 
ey iy a 
1779 
1°785 
1°793 
1°802 
1°81 
1°821 
1°832 
1°843 
1°855 
1°868 
1°882 
1°896 
I‘gII 


1'927 
1944 


1°S14 
1°818 
1°822 
1°827 
1°832 
1°838 
1844 
1°852 
1°859 
1°868 
1'877 
1°886 
1°897 
1°908 
1'920 


I°932 
1°946 
1'960 
1°975 
I'99I 
2°007 
2°025 
2°043| 1°962 
2°063| 1°980 
2°083 | 2°000 


I'Q16 
1°923 
1°930 
1°938 
1°947 


1957 
1°967 
1°978 
1°989 
2°00! 


2°015 
2°028 
2°043 
2°059 
2°075 
2092 
2111 
2°130 
2°150 
2072 
2°194 
2°218 
2'243 
2°269 
2°296 
2°325 
2°355 
2°387 
2°420 
2°455 
2° 492 


2°105|2'021 
2°127|2'042 
2°151}2°065 
2°176|2°089 
2°202|2°114 


2°230|2°141 
2°259}2°169 
2°289|2°198 
2°321|2°229 
2°355|2°261 


2°390/2°295 
2°428|2°331 
2°467 | 2°368 
2°508 | 2°408 
2°551| 2°449 


2°597 | 2°493 
2°645|2°540 
2°696] 2°589 
2°750| 2°640 
2°807 | 2°695 


2°867|2°752 
2°930]2°813 
3°125| 2°998| 2°875 
3°200] 3'069 | 2'947 
3°279 | 3°145 | 3°020 


3°363 | 3°226| 3°097 
3°453|3°312|3°180 
3°549| 3°404| 3'269 
3°652| 3°503| 3°363 
3°761 | 3°608 | 3°464 


2°707 
2°758 
2°81 
2°867 
2°926 


2'989 
3°055 


In North latitude put N for a - ‘Error, and § for a+ ‘Error,’ 


In South latitude put S for a — ‘Error,’ and N for 


a + ‘Error,’ 


448 LECK YS ABG TARE as 


The subjoined quantities shew the error produced in the Longitude by an error of 1’ in the Latitude. 
They represent the sum or difference of the A and B values. 


TRUE AZIMUTH. 
81° | 32° | 882 | 84° | 85° | 862 | 372 | 88° | 89° | 40% | 41° | 42° | 48° | 44e | 452 


1°664|1°600]1°540 | 17483] 1°428) 1°376 | 1°327| 1°280] 1°235 | 1°192| 1°150/ 1111 | 1°072| 1°036| 1000 
1°665|1°601|1°540 | 1°483]1°428]1°377 | 1°327/1°280]1°235 | L192] 1'IS1|1'IIT | 1°073] 1°036|1°000 
1°665|1°601]1°541 | 1°483|1°429/1°377 | 1°328] 4'281)1'°236 | L192] 1°151| 1°11 | 1°073] 1°036| 1001 
1°667 | 1°603|1°542 | 1°485|1°430/1°378 | 1°329|1°282]1°237 | 1°193] 1°152| 1112 | 1°074|1°037| 1001 
I I I 
I I I 


Lat 


1°668 | 1°604|1°544 | 1°486] 1°432)1°380 | 1°330]1°283]1'238 | 1°195] 1°153] 1113 | 1°075| 1038/1 °002 
1°671/1°606]1°546 | 1°488| 1°4 34] 1°382 | 1°332]1°285]1°240 | 1°196/ 1155] 1115 | 1°076| 1°039]1°004 
1673} 1°609]1°548 | 1°491|1°436/1°384 | 1°334|1'287|1'242 | 1198] 1157] 1117 | 1078] 1°04! | 1°006 
1°677|T°612|1°551 | 1°494] 1°439|1°387 | 1°337| 1290] 1°244 | 1201] 1°159] 1°119 | 1°08} 1°043] 1°008 
1681) 1°616/1°555 | 1°497|1°442/1°390 | 1°340| 1°293]1°247 | 1°203]1°162| 1122 | 1°083]| 1°046|1'010 
I I 
I I 


© CNT Qouitw NH Oo 


1°685|1°620/1°559 | 1°501 | 1°446| 1°394 | 1°344]1°296]1'250 | 1°207| 1°165] 1°124 | 1°086/ 1°048| 1’o12 
10 | 1°690}1°625/1°564 | 17505] 1°450/1°398 | 1°348/1°300]1°254 | 1°210)1°168]1'128 | 1089] 1'052| 1015 
° 
II} 1°695}1°630/1°569 | 1°510| 1°455|1°402 | 1°352/1°304]1°258 | 1°214]1°172| 1°13: | 1°092|1°055|1°019 
12 | 1°701| 1°636|1°574 | 1°516/1°460|1°407 | 1°357|1°309]1°262 | 1°218/1°176/ 1°135 | 1°096| 1°059| 1°022 
13 | 1°708|1°642]1°580 | 1°522]1°466/1°413 | 1°362/1°314/1°267 | 1°223] 1°181]1°140 | 1°101} 1°063] 1°026 
I I 
i I 


— 


14 | 1°715|1°649]1°587 | 1°528]1°472/1°419 | 1°368]1°319] 1°273 | 1°228] 1°186] 1145 | 1°105|1°067/1°031 
15 | 1°723|1°657/1°594 | 1°535/1°479|1'425 | 1°374/1°325|1'278 | 1'234]1°191] 1°50 | 1110! 1°072|1°035 
re) 

16 | 1°731/1°665|1°602 | 17542] 1°486|1°432 | 1°381| 1°332]1'285 | 1°240]1°197]1'155 | 1°116|1°077|1'040 
17 | 1°740/1°673/1°610 | 17550) 1°493/1°439 | 1°388] 1°338]1°291 | 1°246]1°203]1°161 | 1°121| 1°083|1°046 
18 | 1°750| 1°683|1°619 | 1°559|1°502]1'447 | 1°395|1°346]1°298 | 1°253] 1°210/1°168 | 1°128|1°089] 1°051 
I I 
I I 


— 


19 | 1°760/1°693| 1°629 | 1°503]1°510]1°456 | 1°404]1°354]1°306 } 1°200] 1°217/ 1175 | 1°134| 1095/1058 
20 | 1°771}1°703| 1°639 | 1°578/1°520/1°465 | 1°412] 1°362/1°314 | 1°268]1°224] 1182 | 1°14] 1'102| 1'064 
fe) 

21 } 1°783|1°714|1°649 | 1°588/1°530]1°474 | 1°421]1°371]1°323 | 1°277]1'232| 17190 


‘149|1°109] 1°071 


I I 
22 | 1°795|1°720|1°661 | 1°599]1°540| 1°484 | 1-431] 1°380] 1°332 | 1°285] 1'241] 1198 | 17157] 1°117|1°079 
23 | 1°808) 1°739| £°673 | LOT] 1°551/1°495 | 1°442|1°390]1°342 | 1'295| 1°250|1'207 | 17165] 1°125] 1°086 
24 | 1°822|}1°752|1°686 | 1°623]1°563]1°507 | 1°453]1°401]1°352 | 1°305]}1°259]1'°216 | 1°174]1°134|1°095 
25 | 1°836|1°766/1°699 | 1°636|1°576/1°519 | 1°464]1°412]1°363 | 1°315]1°269| 1°225 | 1°183}1°143/1°103 
26 1°852)1°781/1°713 | 1°650| 1°58] 1°531 | £°476|1°424)1°374 | 1°326]1°280)| 1236 | 17193] 1°152/1°113 
27 | 1868} 1°796)1°728 | 1°664| 1°603]1°545 | 1°489] 1°437/1°386 | 1°338] 1°291| 1°246 | 1°204| 1°162|1°122 
28 | 1°885|1°812]1°744 | 1°679|1°617/1°559 | 1°503]}1°450]1°399 | 1°350]1°303] 1°258 | 1°215] 1°173/1°133 
2g | 1°903|1°830]/1°761 | 1°695] 1°633]1°574 | 1°517|1°463/ 1412 | 1°363)1°315| 1°270 | 1°226/1°184]1°143 
30 | 1°922|1°84811°778 | 1°712/1°649]1°589 | 1°532]1°478}1°426 | 1°376/ 1°328] 1'282 | 1°238] 1°196)1°155 


3r 1°942| 1°867|1°796 | 1°730/ 1°666] 1°606 | 1°548]1°493] 1°44 | 1°390]1°342)1°296 | 1°251|1 
32 | 1°962/1°887|1°816 | 1°748] 1°684| 1°623 | 1°565]1°509] 1°456 | 1°405/1°356] 1°310 | 1°205] 1 
33 | 1984] 1°908] 1°836 | 1°768) 1°703] 1°641 | 1°582]1°526)1°472 | 1°421)1°372] 1°324 | 1279] 1°235|1°192 
34 | 2°007| £°930}1°857 | 1°788] 1°723] 1°660 | 1°60) 1°544] 17490 | 1°438]1°388] 1°340 | 1°2904] 1 
35 | 2°032]1°954|1°880 | 1°810] 1°743| 1°680 | 1°620] 1°563) 1°508 F 1°455| 1°404/1°356 | 1°300| I 


10) 

36 | 2°057|1°978] 1°903 F 1°833]1°765/1°701 | 1°640/1°582| 1°526 | 1°473]4°422/1°373 | 1°326\ 1 
37 | 2°084| 2°004|1°928 | 1°856)1°788]1°723 | 1°662] 1°603]1°546 | 1°492|1°440]1°391 | 1°343]1 

38 | 2°112|2°031]1'954 f 1881] 1°812]1°747 | 1684) 1°624)1°567 | 1°512|1'460]1'409 | 1°361| 1°314| 1°209 
39 | 2°142|2°059|1°981 | 1°908] 1°838]1°771 | 1°708] 1°647/ 1°589 | 1°534|1°480]1°429 | 1°380]1 

40 | 2°173}2°089]2°010 | 1°935| 1°864]1°797 | 1°732|1°671| 1°612 | 1°556]1°502/1°450 | 1°400|1 


se) 

AI | 2°205]2°120|2°040 | 1°964) 1°892/1°824 | 1°758/1°696) 1°636 | 1°579/1°524|1°472 | 1°421/1°372|1°325 
42 | 2°240/2°153|2°072 | 1°995|1°922|1°852 | 1°786/1°722| 1°662 | 1°604|1°548]1'494 | 1°443|1°393|1°346 
43 | 2°276}2°188)2°105 | 2°027) 1°953) 1°882 | 1°815]1°750] 1°689 | 1°630|/1°573/1°519 | 1°466|1'416|1°367 
44} 2°314)2°225|2°14r | 2° 61/1°985]1°913 | 1°845/1°779]1°717 | 1°657|1°599|1°544 | 1°491 |1'440| 1°390 
45 2°354|2°263)/2°178 | 2'297|2°020|1°946 | 1°877/1°810]1°746 | 1°685/1°627/1°571 | 1°517/1'464| 1414 
| 46 | 2°396|2°304)2°217 | 2°134/2°056/1°981 | 1°910|1°843] 1°778 | 1°716|1°656/1°599 | 1°544|1'491| 17440 
47 | 2°440|2°347|2°258 | 2°174/2°094/2'018 | 1°946/1°877| 1°811 | 1°747|1°687| 1°628 | 1°572/1°518|1°466 
48 | 2°487|2°392/2°301 | 2°216/2'134|2°057 | 1°983/1°913| 1°846 | 1°781|1°719| 1°660 | 1°603/1°548| 1°494 
49 | 2°537|2°439|2°347 | 2'260/2°177|2°098 | 2°023/1°951|1°882 | 1°817|1°753|1°693 | 1°635|1°578| 1°524 
50 2°58Q|2°490 | 2°396 | 2°306|2'222/2°141 | 2°065/1'991|1'g21 | 1°854|1°790|1°728 | 1°668| 1°611 1°556 


BI | 2°645|2°543/2°447 | 2°356)2°269|2°187 | 2°109/2°034|1'962 | 1°894|1°828|1°765 | 1°704| 1°645 1°589 
52 | 2°703|2°599|2°501 | 2°408 | 2°320] 2°236 | 2°155| 2°079| 2006 | 1°936|1°869) 1°804 | 1°742| 1°682| 1624 
53 | 2°765|2°659|2°559 | 2°463|2°373|2°287 | 2°205|2°127|2°052 # r°980|1°911/1°845 | 1°782| 1°721| 1°662 
54 | 2°831|2°723|2°620 | 2°522|2°430| 2°342 | 2:258/2°1 78} 2-101 | 2°028|1°957| 1°889 | 1°824| 1°762 I'701 
55 2°902)2°790)2°685 | 2°585) 2°490/2°400 | 2°314|2'232|2°153 | 2°078|2°006| 1°936 | 1°870| 1°805| 1°743 


56 | 2°976|2°862 | 2°754 | 2°651/2°554/2°461 | 2°373|2°289| 2°208 | 2°131|2'057/1°986 | 1°918 1°852|1°788 
57 | 3°056|2°938|2°827 | 2°722|2°622|2°527 | 2°437/2°350|2'267 | 2°188|2°112|2°039 | 1°969| 1'901 1'836 
58 | 3°141]3°020|2°906 | 2°793|2°695 | 2°597 | 2°504|2°415]2°330 | 2°249|2°171|2'096 | 2°024 1°954| 1°887 
59 | 3°231|3°107|2°990] 2 879|2°773|2°672 | 2°577|2°485|2°398 | 2°314 2°234|2°156 | 2°082| 2°011)1°942 
60 | 3°32913°201! 3°080 | 2°965| 2°856|2°753 | 2°654|2°560| 2°470 | 2°384|2°301 |2'221 2°145|2°071|2:000 


., jin North latitude put N fora — ‘Error,’ and § fora + ‘Error.’ 
Fo name Azimuth +7, gouth latitude put § fora — ‘Error’ and N fora + Error * 


wackims Wh® TABLES. 


i 


The subjoined quantities shew the error produced in the Longitude by an error of 1‘ in the Latitude. 
They represent the sum or difference of the A and B values. 


re 
Fs 


0 OO ONT OoUIPW NH OO 


Lal 


966} °933 
966) °933 


1°822]|1°760 


"900 
‘9OI 


1°875|1°811/1°748 
1°931 | 1°865| 1°80 


To name Azimuth } 


‘869 
‘869 


‘839 
839 


136 ES PAZ MEUIT HH, 
"| 46° | 47° | 48° | 49° | 50° | 512 | 52° | 53° | 54° | 55° | 56° | 572% | 58° | 59° | 60° 


"S10 
"810 
‘SIO 
‘SII 
‘S12 
"813 


‘814 
‘816 
818 
*820 
"822 


"825 
"$28 
‘831 
"835 
838 
842 
847 
851 
"856 
862 


‘867 
873 
‘880 
‘886 
893 
‘QOI 
"909 
‘O17 
926 
935 


945 
955 
"966 
‘O77 
"989 
I‘OOL 
1'O14 
1'028 
1'042 
1'057 
1°073 
I°0go 
I'107 
1°126 
1°l45 
1°166 
1°187 
I‘'210 
1°234 
1°'2600 
1'287 
1°315 
1°346 
1°378 
I°412 
1'448 
1°487 
1°528 
1372 
1°620 


"781 
"781 
"782 
"782 
"783 
"784 
"786 
‘787 
‘789 
791 
‘793 


"796 
‘799 
*802 
"805 
809 


813 
"817 
‘821 
826 
"831 


837 
843 
"849 
"855 
"862 
869 
877 
"885 
"893 
"902 


‘OII 
‘921 
°932 
942 
954 
966 
‘978 
‘991 
1°005 
I°020 


1'035 
I‘o51 
1'068 
1086 
1'I05 
I°I25 
1°146 
1°168 
I°IQI 
1°215 
I'241 
1°269 
1°298 
1°329 
1°362 


1°397 
1°435 


754] °727 
754| °727 


I 
I 

1'048| I°o1o 
1°066| 1°027 
I 1'046 
I 1'065 
1°126] 1°086 
I I‘107 
I 1°130 


1°197/1°154 
1'224| 1°180 
1°252]1'207 
1'282]1°236 
1°314| 1°267 


1°348| 1°299 
1°384| 1°334 


1°474|1°422/1°371 
1°517|1°463/1°411 
1°563| 1'507|1°453 


"700 
"700 


625 
"625 


‘869 
"884 


“900 
"916 
934 
"952 
‘972 
"993 
1'OI5 
1'038 
1'063 
1°089 
Err 
1147 
1°179 
1'213 


(935 


955 
‘976 
‘998 
I'o022 
1'048 
1°075 
I°I03 
1134 
(‘167 


1°250| 1°202 


In North latitude put N for a — ‘Error, and § for a + ‘Error.’ 
In South latitude put § for a — ‘Error,’ and N for a + ‘Error,’ 


450 - 


C. 


LECKY’S ABO TABLES. 


The subjoined quantities shew the error produced in the Longitude by an error of 1’ in the Latitude 


Lat. 


They represent the sum or difference of the A and B values. 


TiRSUIES (AZM UU aH. 


61° | 62° | 682 | 64° | 65° | B62 | E72 | 68° | Gee | 

Le} 

O} °554| °532| ‘510 | ‘488) °466] ‘445 ] “424] “404) °384] °364 
I} °554| °532| “510 | °488) *466) "445 | “425] “404} °384] °364 
2} °555| °532] “510 ] “488! *467) "446] °425| 404] °384] “364 
3] °555| °532] 510] °483] ‘467) 446] °425| *405| °384] °364 
4} 555] °533] “SIL | °489] °467| “446 ] °426] *405| °385] °365 
5] 556) °534) “511 | 490] *468} “447 | “426) “406) °385] °365 
6} °557| °535] 512] "490] ‘469] 443] “427 ‘406} *386] °366 
7} 558] °536| °513 4} “491| °470] ‘4494 ‘428) “407| °387] °367 
8} °560} °537| “515 | 493] ‘471| “450] 429] “408) *388] -368 
9} “561) °538) 516 | ‘494] 472] ‘451 ] “430] “409] °389] “369 
10} °563| °540) ‘517 | °495| “474| “452 | °431) “410) °390] “370 
IT] °565| °542] 519] ‘497| ‘475] ‘454 °432] °412| “391 ‘371 
12} °567| °544] 521 | °499| 477] “455 | 434] °413] °392] °372 
13] °569| °546| 523] ‘5or| 479] ‘457 °430] “415] "394 ] °374 
14} 571] °548] °525 | °503] “481] “459] °437| “416] °390] °375 
15] °574| °550] “527 } °505] °483| “461 | “439) ‘418) °397] °377 
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CHAPTER X. 
LONGITUDE BY CHRONOMETER. 


If, in the determination of latitude, Time be an element of 
importance, it becomes an absolute necessity where longitude is 
concerned—this latter being invariably found afloat by a com- 
parison of the time at ship with the time at some other place 
which may happen to be chosen as a starting point from which 
to measure. With us this starting point is the meridian of the 
transit instrument at the Royal Observatory of Greenwich; and, 
by international consent, it has recently been arranged that this 
will in future be considered the First Meridian for the entire 
globe, and foreign charts graduated accordingly.* 

Greenwich Observatory was founded in 1675, in the words of 
the Royal warrant, to promote the interests of Navigation. So 
well has the original intention been kept in view, and so faith- 
fully have successive Astronomers carried out the spirit of the 
Royal mandate, that if the work of all the other recognised observ- 
atories of the world, numbering about 180, were neglected or 
destroyed, the data in the annual volumes of Greenwich Observa- 
tory would be sufficient not only to build anew the science of 
Navigation, but to reconstruct the entire planetary and lunar 
theories. 

Surely there can be no more flattering commentary on the 
value of a well-planned system of observatory work, closely 
followed through two centuries with true Anglo-Saxon pertina- 
city. Indeed, it may be said that the function of Astronomy in 
promoting the development of Navigation, and in fostering the 
extension of Commerce, has been completed. 

The longitude of a place, by our reckoning, may be defined as 

* At the Confereuce the French representative stood on his dignity and was the only 
dissenter—on what grounds the writer does not know, as England for many a long day 


has certainly taken the lead in maritime matters ; perhaps not in the opinion of our 
neighbours across the channel. 
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an are of the equator, included between the meridian of Green- 
wich and the meridian of the particular spot referred to; and is 
measured either in space (°’”), or in tome ("= ™*). Or, since the 
meridians all run together to a point at the poles, the longitude 
of any place on the earth’s surface may also be defined as the 
angle at the Pole, included between the meridian of the place and 
some assumed First Meridian, such as Greenwich. 

Owing to this convergence of the meridians just alluded to, a degree of longi- 
tude has different absolute values, according to the latitude in which it is 
measured. Thus, a degree of longitude on the equator is equal to 60 nautical 
or geographical miles. In the latitude of Christiana, in Norway, (60° N.), it 
is equal to 30 miles ; in 83° 203’ N.—the highest latitude attained by Captain 
Markham in the 1876 Arctic Expedition under Captain Sir George Nares—a 
degree of longitude is only 7 miles ;* and at the North Pole itself, in latitude 
90°, longitude has no existence whatever, and the sun always bears true south 
during the six months of the year that it is visible. 

When referring, therefore, to a measure of longitude, it is improper to use 
the word mzles. The symbols °’ ” should be spoken of as degrees, minutes, 
and seconds. 

As the sun, which is the great timekeeper for the world, re- 
turns every 24 hours, or thereabouts, to the same meridian, after 
describing a complete circle, or 360°,—it follows, by simple 
division, that one hour of teme is equal to 15° (degrees) of longi- 
tude ; one minute of tume is equal to 15’ (minutes) of longitude ; 
and one second of time is equal to 15” (seconds) of longitude. 

As mentioned in a previous chapter, there are several astrono- 
mical modes of taking account of time, but that which reculates 
the business of life is naturally reckoned by the sun, which divides 
the 24 hours into alternate periods of day and night—light and 
darkness. It is mid-day, or noon, at a place when the sun is on 
its wpper meridian, and midnight when on its lower meridian, at 
which latter time it has accomplished half (180°) its: journey 
round the earth. Owing to the earth revolving left-handed on 


* In the spring of 1882, this great feat of courage and endurance was just surpassed by 
Lieut. Lockwood, who, whilst second in command of the United States Expedition under 
Lieut. A. W. Greely, U.S.A., succeeded in planting the ‘‘ Stars and Stripes” in Lat. 
83° 24’ N., and Long. 40° 46’ W. The expedition left New York in the summer of 1881, 
and was relieved in the summer of 1884, just as Greely and the remnant of his party were on 
the point of succumbing to cold and starvation. In February of 1882, the thermometer 
registered minus 63° Faht., or 95° below freezing. Undeterred by the fate of previous 
Arctic explorers, Doctor Nansen is now leading another attempt to reach the North Pole. 
Success go with him ! 

Since above was written the heroic Nansen has broken the record. On April 8th, 1895, 
he and Hjalmar Johansen—his sole companion—reached Lat. 86° 134’ N. in about Long. 
95° E. Thence to the Pole was only 227 miles, but the ice was impassable, and there was 


nothing for it but to abandon the attempt. : 
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its axis, the sun passes the meridian of places to the eastward 
before it comes to us, so the time at such places must necessarily 
be in advance of ours; consequently, a citizen of New York, in 
74° west longitude, may (about 7 in the morning of his time) 
receive a cablegram from a friend in London telling him of his 
marriage, which had taken place that same forenoon at 11 o clock, 
and of his intention to embark for a honeymoon tour in America. 
In this case electricity, in conveying the news, had outstripped 
the sun in the race across the Atlantic—in fact, had beaten him 
by several hours—since the New Yorker at 7 in the morning 
(perhaps while still in bed) had intelligence of what had already 
occurred in London at 11 A.M. of the same day. 

According as to whether his own time is ahead of Greenwich 
or behind it, the navigator is enabled to decide whether he is in 
east or west longitude; and one is saved the trouble of even 
thinking over this matter by the well-known rhyme— 

“Longitude west, Greenwich time best. 
Longitude east, Greenwich time least.” 
As an astronomical question, the determination of longitude 
resolves itself into the determination of the difference of time 
reckoned at the two meridians at the same ABSOLUTE instant. For 
seamen, the only really practical methods of effecting this are— 
first by the chronometer, and secondly by ‘Lunars.’ Some navi- 
gation books—probably by way of general instruction—make 
mention of two other methods, namely, Eclipses of Jupiter's 
satellites, and Occultations of fixed stars, but they are never 
taken seriously. 

Though Jupiter's satellites were not discovered till 1610, one 
somehow associates the determination of longitude by their 
means with the Columbian era, when antique caravels found their 
devious way over the ocean with the aid of the astrolabe, cross- 
staff, and such-like curios. The method is extremely uncertain, 
and for use afloat has long been discarded. 

Occultations of stars by the moon are little better. No doubt 
they formed part of the stock-in-trade of our own great navigator, 
James Cook, who, however, lived to witness the advent of the 
marine chronometer—an instrument destined to supersede all 
other methods. Occultations may even have been utilised by the 
more recent Horsburgh, of East India Directory fame; but those 
were days—‘ good old days’—when a degree or so in the reckon- 
ing one way or the other was not a matter of much moment, 
seeing that no one was in a particular hurry, and islands and 
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rocks might be anywhere and everywhere. We have altered all 
that, and precise surveys permit of the precise navigation now 
demanded by the exigencies of trade and travel. 

It is true occultations of stars may still be employed at sea, as 
the disappearance of a star behind the moon’s limb (termed its 
immersion), or its emersion on the other side, can be observed 
with a good ship’s telescope—say one with a 2#-inch aperture 
and a power of 50—with nearly as great a degree of precision 
as on shore, always supposing a steady ship—not a quaking 
steamer—and pleasant conditions of weather and sea; in fact, 
the gods must be propitious. 

But the moon is small and does not cover much space in her 
nightly career through the heavens; further, on account of the 
moon’s nearness to the earth causing large parallax, her position 
relative to the fixed stars varies considerably with the place of 
the observer ; so it happens that an occultation may occur to one 
observer and not to another almost close by. The moon may just 
shave the star without occulting it, and occultations skimming 
the upper or lower limbs are very objectionable. In fact, the 
oceultation of a sufficiently bright star (small ones are snuffed out 
in untimely fashion by the moon’s radiance) is a comparatively 
rare occurrence, as may be seen by reference to the Naut. Alm., 
which also gives the limiting parallels of visibility (vide pages 
412—445 for 1895); but even here it is necessary to point out 
that the phenomenon is not visible at all the places included 
between the extreme latitudes thus given, since the true limiting 
curves do not coincide with the parallels of latitude, but cut the 
meridians at various angles. 

Having regard to these drawbacks, and that the subsequent 
reduction is considerable, not one navigator in a thousand would 
dream of resorting to this mode of checking his chronometers. 
The ‘working’ is given in Merrifield’s Treatise on Nautical 
Astronomy, also in Raper, and one look at it would be quite 
enough for most aspirants, An occultation might serve to amuse 
the ‘Honours’ gentlemen: there is no harm in trying it. 

Neither Eclipses of Jupiter’s moons, nor occultations of stars, 
find a place in the Board of Trade examinations, not even for 
‘Extra. They have disappeared also from the new seamen’s 
edition of the Nautical Almanac, though for some occwlt reason 
(no pun intended) the committee of wise men with whom rested 
the decision as to what should be cut out and what kept in, saw 
fit to hold on to Eclipses of the sun and moon, as if these inter- 
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esting phenomena—especially the latter—had the remotest re- 
lation to Practical Navigation. 

This brings us to “ Lunars,” the only astronomical method of 
finding Greenwich Mean Time, with any degree of accuracy, 
which can be used for this purpose on board ship. Though still 
clung to by some few of the ancient ones, who, in their snug 
retirement, write to the papers and magazines under various 
assumed names, ‘ Lunars’ are rapidly dying out along with their 
advocates, and the rising generation mostly look upon them in 
an unsympathetic spirit as “fancy navigation.” Excellent 
chronometers can be purchased brand new for £26 to £30; when 
second-hand, and equally good, for much less: in fact they have 
become a drug in the market. On long voyages the better class. 
of vessels seldom carry fewer than three. 

In 1765 the first useful artificial marine chronometer was. 
given to the world through the well-judged beneficence of the 
British Government. This historical chronometer was on view 
in the Royal Naval Exhibition of 1891, and the writer had the 
pleasure of looking at it. John Harrison, the inventor and 
maker, received the reward of £20,000 offered by Government 
for a timekeeper which would ascertain the longitude at sea 
within certain prescribed limits. Harrison’s chronometer more 
than fulfilled the conditions. It is a handsome but quaint- 
looking instrument, and, though made so far back as 1761, seems. 
in excellent preservation. 

Till then the only chronometer generally available for finding 
longitude at sea was that great natural chronometer presented 
by the moon in her orbital motion round the earth. 

Imagine a line joining the centres of inertia of the earth and 
moon to be, as it were, the hand of a great clock, revolving round 
the common centre of inertia of the two bodies, and shewing time 
on the background of stars for a dial. 

If the centres of inertia of the moon and earth moved uniformly 
in circles round the common centre of inertia of the two, the 
moon, as seen from the earth, would travel through equal angles. 
of a great circle among the stars in equal times; and thus our 
great lunar astronomical clock would be a perfectly uniform 
time-keeper. 

This supposition is only a rough approximation to the truth; 
and the moon is, in fact, a very irregular chronometer. 

But thanks to the mathematicians, who from the time of 
Newton have given to what is called the “Lunar Theory” in 
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Physical Astronomy the perfection which it now possesses, we 


can tell, for years in advance, where the moon will be relatively 
to the stars, at any moment of Greenwich Time, more accurately 
than it can be observed at sea, and almost as accurately as it can 
be observed in a fixed observatory on shore. Hence the error of 
the clock is known more exactly than we can read its indications 
at sea, and the accuracy with which we can find the Greenwich 
Time by it is practically limited by the accuracy with which we 
can observe the moon’s place relatively to sun, planet, or star, 
This, unhappily, is very rough in comparison with what is wanted 
for accurate navigation. 

The moon performs her orbital revolution in 27°321 days, and, 
therefore, moves at an average rate of 0°55 per hour, or ‘55 of a 
minute of angle per minute of time. Hence to get the Greenwich 
Time correctly to one minute of time, or longitude within 15’, it 
is necessary to observe the moon’s position accurately to half a 
minute of angle. This can be done, but it is about the most that 
can be done in the way of accuracy at sea. 

In the case of Lunars it is done by measuring, with the sex- 
tant, the angular distance of the moon from a star, as nearly as 
may be, in the great circle of the moon’s orbital motion. Thus 
supposing the ship to be navigating in tropical seas, where a 
minute of longitude is equal to a mile of distance, a careful navi- 
gator, with a good sextant, whose errors he has carefully deter- 
mined, can, by one observation of the lunar distance, find the 
ship’s place within 30 miles of east and west distance. If he has 
extraordinary skill, and has bestowed extraordinary care on 
the determination of the errors of his instrument, he may, by 
repeated observations, attain an accuracy equivalent to the 
determination of a single lunar distance within a quarter of a 
minute of angle, and so may find the ship’s place within 7 miles 
of east and west distance; but, practically, we cannot expect 
that a ship’s place will be found within less than 20 miles, by 
the method of lunars, in tropical seas, or within 10 miles in 
latitude 60° ; and to be able to do even so much as this is an 
accomplishment which not even a good modern navigator, now 
that the habit of taking lunars is so much lost by the use of 
chronometers, can be expected to possess. 

To be able, therefore, to place any reliance on “ Lunars,” re- 
quires a really first-class observer, and constant practice, and 
even then the results are at best but approximate. Admiral Sir 
Chas. Shadwell says, “inasmuch as the errors of observation are 
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multiplied in their effects on the resulting longitude by a factor 
whose mean value is about 30; consequently an error of only 
10” in a Lunar Distance (and we presume that under the most 
favourable circumstances we have no right to expect less—and 
in most cases it would probably be very much more) becomes 
300” or 5’ in the resulting longitude deduced from it, and this, 
be it observed, is independent of an additional error of from 6° 
to 8’ due to a small uncertainty still existing in the place of the 
moon as given in the Tables.”* 

Raper also says,—“ Great practice is necessary for measuring 
the distance successfully ; and the application of so many small 
corrections as are necessary where accuracy is required is, even 
with extraordinary care and some skill, scarcely compatible with 
extreme precision.” 

Also in a footnote on page 351 of his 19th ed. we find the 
following :—“The Rev. G. Fisher, in the appendix to Captain 
Parry’s second voyage, states that the mean of 2500 Lunars 
observed in December differed 14’ from the mean of 2500 observed 
in March following; and that the mean of the observations made 
in the same summer differed 10’ from these last, or 24’ from the 
first.” Captain King, in his survey of Australia, notices a dis- 
crepancy of a similar kind to the amount of 12' at the Golbourn 
Islands. 

Lord Kelvin, who is considered one of the most profound 
mathematicians of our time, referring to this question in his 
“Lecture on Navigation,” says,—“I shall say nothing of Lunars 
at present, except that they are but seldom used in modern 
navigation, as their object is to determine Greenwich Time, 
and this object, except in rare instances, is now-a-days more 
correctly attained by the use of chronometers than it can be by 
the astronomical method.” 

The most Lunar-stricken advocate will scarcely argue that they 
can be of service in steamers which, go where they may, are never 
long between ports, and never more than a week or so between 
intervening capes, islands, rocks, or points of some kind suitable 


* Since “ Wrinkles” came out in 1881, this last error has practically ceased to exist. 
Commencing with 1883, the Naut. Alm. has employed Newcomb’s corrections to Hansen’s 
Tables for the moon, and though the theory of Lunar disturbance is still incomplete, 
the residual errors are now so very small as not to affect the question from a sea- 
man’s point of view. The mean error of the moon’s tabular place as predicted in the 
WV. A. for 1891 was + 08°08 in Right Ascension; + 1”:22 in Longitude (Astr.); and 
+ 0”°41 in Declination. When multiplied by 80 the effect on the Longitude is still too 
small to be of importance in navigation. 


WHILST CHRONOMETERS “STAND TO WIN.” 459 


for checking their chronometers. Steamers therefore are out of 
the running, and the utility of Lunars can only be discussed—if 
discussed at all—in connection with bygone “ boxes” making long 
stretches over the many-wrinkled ocean, whose captains posi- 
tively funked approaching land within a score of miles, no matter 
how fine the weather. For such men to see it even from the 
masthead meant “ Hands about ship,’ and nervous apprehension 
till the yards were full on the other tack. But, as now built and 
rigged, it must indeed blow hard if a well-found, well-manmned, 
and clean bottomed ship cannot claw off shore. 

Indifferent charts, and but few of them, may have had some- 
thing to do with the old desire for “ plenty of sea room.” It was 
not uncommon to hear of vessels being taken all round the globe 
with three or four small-scale general charts. Unless certain of 
a pilot, such vessels did not dare to close the shore. If they did, 
and the anxiously looked for pilot failed to turn up promptly, 
they stood a good chance of being brought up “all standing.” 
But this need. not be the case at the close of the 19th century. 
Admiralty coast sheets are cheap and good; sailing directions 
abound ; and lighthouses are nearly as numerous as gas lamps in 
Piccadilly. There is now absolutely no excuse for vessels bound 
on over-sea voyages being short of proper navigating gear. 

Just consider any one of the many passages a sailing ship may 
have to make, and it will be seen that the occasions must be ex- 
tremely rare when she will not have the chance of ‘ sighting ’ some- 
thing, or of ‘speaking’ other vessels. There may be such occasions, 
and if a prudent master wishes to provide against them he must 
fall back on ‘Lunars.’ But the work of becoming a proficient 
lunarian cannot be lightly undertaken. It requires first of all a 
really good Quintant, firm in its adjustments and perfect in its 
details. It should have a Kew certificate of Class A. A Quwin- 
tant is specified because the “ Distances” often exceed the range 
of a sextant. It should never be used for anything else, except 
perhaps sights on shore for chronometer rating. It should be 
guarded as the apple of its owner's eye; and the owner himself 
should practise “Distance” observing until the most difficult 
positions become fairly easy—they are never entirely so. Sun 
distances both E. and W. of the moon should be observed, and 
their mean taken as recommended years ago by Captain Toynbee. 
This necessitates an interval of a fortnight between sets, and 
should a spell of rough weather interfere at the critical time, there 
is nothing for it but patience till the moon is again in position. 
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Next come the little niceties of the operation, such as the employ- 
ment, when possible, of the same screens and the same telescope ; 
the application of the are errors (when known) and the careful 
determination of the Index-error both before and after observing ; 
also careful reading-off as instructed in the-chapter on the 
sextant. 

When stars are observed, those with quickest motion should 
be selected; the stars’ declination should approximate that 
of the moon. <A look at the N.A. (pages xili—xviii of the 
month, 1895) will shew by the smallness of the proportional 
logarithm which bodies best fulfil this condition. If strict atten- 
tion be paid to these things, and every chance availed of to prac- 
tise, a man may become proficient in course of time, and when 
this desirable consummation has been arrived at, “lunars” will 
prove an interesting occupation on long’and possibly monotonous 
voyages. 

It need hardly be said that, as lunars are necessarily spread 
over long periods, the results should be methodically recorded 
in a special book and on a definite system. It is important 
to begin at the very commencement of the voyage, when the 
chronometers will tell you the error of your lunars; and having 
a value assigned to them in this manner, they in return will help 
you to decide as to what your chronometers are doing towards 
the end of the passage. It goes without saying that the working 
must be precise, and should be independently checked by a second 
person: this second person should work on his own hook, and 
the figures of the two computers compared at the finish. 

Raper devotes nearly 20 pages to Lunars, and one cannot do 
better than follow the precepts therein laid down. The methods 
of computation are legion. Krafft’s, by natural versed sines, is a 
good one; so is the late Sir George Airy’s. Chauvenet—one of the 
very best writers on Nautical Astronomy—goes into Lunars very 
thoroughly. This is a book not so often found in ship libraries 
as it deserves to be. We will quote him in one place :—“ In order 
to eliminate as far as possible any constant errors of the instru- 
ment used in measuring the distance, we should observe distances 
from stars both east and west of the moon. If the index correc- 
tion of the sextant is in error, the errors produced in the com- 
puted Greenwich time, and consequently in the longitude, will 
have different signs for the two observations, and will be very 
nearly equal numerically , they will therefore be nearly eliminated 
in the mean. If, moreover, the distances are nearly equal, the 
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eccentricity of the sextant* will have nearly the same effect upon 
each distance, and will therefore be eliminated at the same time 
with the index-error. Since even the best sextants are liable to 
an error of eccentricity of as much as 20’, according to the con- 
fession of the most skilful makers,} and this error is not readily 
determined, it is important to eliminate it in this manner when- 
ever practicable. If a circle of reflection is employed which is 
read off by two opposite verniers, the eccentricity is eliminated 
from each observation; but even with such an instrument the 
same method of observation should be followed, in order to elimi- 
nate other constant errors.” 

“Tt has been stated by some writers that, by observing distances 
of stars on opposite sides of the moon, we also eliminate a constant 
error of observation, such, for example, as arises from a faulty 
habit of the observer in making the contact of the moon’s limb 
with the star. This, however, is a mistake; for if the habit of 
the observer is to make the contact too close, that is, to bring the 
reflected image of the moon’s limb somewhat over the star, the 
effect will be to increase a distance on one side of the moon while 
it diminishes that on the opposite side, and the effect upon the 
deduced Greenwich time will be the same in both eases. This 
will be evident from the following diagram. 

“ Suppose a and b are 
the two stars, M the 
moon’s limb. If the 
observer judges a con- 
tact to exist when the 

M star appears within the 

moon’s dise as at C, the 

distance ac is too small, and the distance be too great. But, sup- 

posing the moon to be moving in the direction from a to b, each 

distance will give too early a Greenwich time, for each will give 
the time when the moon’s limb was actually at c. 

“Tf, however, we observe the Swn in both positions, this kind of 
error, if really constant, will be eliminated; for, the moon’s 
bright limb being always turned towards the sun, the error will 
increase both distances, and will produce errors of opposite sign 
in the Greenwich time. Hence, if a series of lunar distances from 
the sun has been observed, it will be advisable to form two dis- 
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* One of the are errors.—Lecky. 

+ The Kew records shew that this is about the least error that can be expected in a first- 
class instrument. For these, the average may be taken at 40”. The index-error is not 
an arc error.—Lecky. 
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tinct means,—one, of all the results obtained from increasing 
distances; the other, of all those obtained from decreasing 
distances : the mean of these means will be nearly or quite free 
from a constant error of observation, and also from constant 
instrumental errors.” 

Of course the altitudes can be computed, but this is hardly to 
be recommended, as it increases so much the length of the com- 
putation. Ifa couple of reliable officers are at hand, it is much 
better to observe the altitudes in the usual way. An apprentice 
or the steward. can take the chronometer time; but if not, the 
alts. can be observed both before and after the ‘ distance, and 
subsequently reduced to the time of the latter. This may be 
done with the aid of Table D. 

In the class of vessels most likely to need Lunars (namely, 
those small craft which, for sake of economy, carry but one 
chronometer), it is not likely that an expensive Sextant or 
Quintant will be found ; and if by chance it were, it is question- 
able whether the decree expertness in observing and seca 
would accompany it. 

In the ordinary cheap sextants the divisions of the arc are | 
unreliable—sometimes to the extent of 2—which puts them 
entirely out of the question for Lunars. In poor instruments, 
also, the cutting of the vernier and arc at any given angle will 
often not coincide exactly, and judgment may assign the wrong 
reading. 

Once upon a time Lunars used to be the crucial test of a good 
navigator, but that was in the “palmy days” of 10°/. “ primage,” 
and freights at from £20 to £40 per ton for the more costly kinds 
of merchandise, when ships were made snug for the night, and 
the East India “Tea-waggons” took a couple of years to make the 
round voyage. 

The writer of these pages, during a long experience at sea in 
all manner of vessels, from a collier to a first-class Royal Mail 
steamer, has not fallen in with a dozen men who had themselves 
taken Lunars, or had even seen others do so. Whether Lunars 
are worth cultivating or not may, in the minds of some people, 
still be open to question, but certain it is they have fallen into 
disuse—are in fact as dead as Julius Caesar; and, without in the 
least being endued with the mantle of prophecy, the writer ven- 
tures to say they will never be resurrectionised, for the best of all 
reasons—they are no longer required. 

Tenpora mutaniur, et nos mutamur in illis. Steam is 
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superseding sail, and voyages generally are performed in much 
less time than formerly. Now-a-days, also, as the longitude of 
most places on the globe has been correctly determined, there are 
infinitely greater opportunities for rating chronometers. 

If, however, ‘Lunars’ are of little service to the average 
navigator, the recent discovery of Dr. H. Schlichter has enhanced 
their value for the determination of secondary meridians, and 
the checking, by an independent method, of those already deter- 
mined by telegraphic time comparisons. Some allusion to these 
latter will be made presently. Dr. Schlichter’s method invokes 
the aid of photography—so much used of late in astronomical 
research. By obtaining a parallel series of photographs of the 
moon and a fixed star or planet on one plate, and afterwards 
measuring their distances on the plate by a micrometer, he claims 
to be able to fix the Longitude to within 6”, or less than half a 
second of time. The method combines accuracy with simplicity, 
and when developed will no doubt be extensively used in the 
future by surveyors and explorers. 

Here we finish with Lunars. Requzescant in pace. They have 
had their day.* 

Thanks to the persevering research of the late Mr. Hartnup, 
(the first astronomer at Bidston), who experimented for this pur- 
pose with over 3000 chronometers, the fluctuations of rate due to 
temperature are fully understood, and rendered capable of easy 
application. It may, therefore, be confidently stated that there 
is now no reason why (on board steamers, at least) the correct 
Greenwich Time should not always be known within eight or ten 
seconds at the very outside. 

On shore, differences of longitude can be determined with 
marvellous accuracy by means of the electric telegraph, used in 
connection with the Transit instrument, Astronomical clock, and 
Electro-chronograph. This last-mentioned instrument may be 
regarded as an appendage of the clock, and is a contrivance for 
visibly recording on a sheet of paper each successive beat of the 
clock. This is very simply and readily accomplished by elec- 
tricity. By merely pressing a button, the instant of the occurrence 
of any celestial phenomenon is also registered on the same slip, 
in such a manner that it can be referred to the preceding clock- 
beat with great precision. In fact, the interval between two suc- 
cessive beats of the clock can be easily divided by scale, so as to 


* The reader will please excuse the Latin. Being a ‘dead’ language, it is peculiarly 
suitable for funeral orations. 
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admit of the time of the occurrence being read off to the one- 
hundredth part of a second. The Chronograph, therefore, by 
subdividing minute portions of time, performs a similar office for 
the clock that the Vernier does for the Sextant. 

In a succeeding chapter it will be explained that the exact 
instant of any occurrence cannot be noted by an observer without 
more or less of delay or anticipation, according to temperament 
and physical condition at the moment. Further, this error has 
to be harmonised with somebody else’s error. For example, in 
observatories it is the practice to find this Personal, Equation for 
all the observers with reference to one single observer, and the 
observations are all reduced by its application, so that finally 
they are tabulated as if made by only one person. The Chrono- 
graph has reduced this source of error to a barely appreciable 
quantity. Itis ascertained by one of the many machines for the 
purpose. 

In ascertaining differences vf longitude, the usual method now 
employed is to note the time occupied by a certain star in pass- 
ing from the one meridian to the other. Roughly stated, the 
mode of carrying out this operation in practice is as follows :-— 
At each station there is a properly adjusted Transit instrument, 
also a Chronograph, and at one of the stations an Astronomical 
clock, the vate of which has been carefully ascertained. Further, 
it is necessary that the stations should be placed in direct 
telegraphic communication with each other. 

When the star agreed upon enters the field of the Transit 
instrument at the eastern station, the assistant to the observer 
sets the Chronograph in motion, and, by a preconcerted signal, 
notice is given to the observer at the western station to do the 
same. The clock, then, by suitable electric connections, records 
its beats on both Chronographs simultaneously, and the instant 
of the star’s transit is also recorded at the proper time, by the 
observer touching a small spring known as a “signal key.” This 
constitutes the first half of the business. When the star, in due 
course, arrives at the meridian of the western station, the fore- 
going signals are there repeated in a precisely similar manner, 
which completes the operation. 

The Chronographic Registers are then consulted, and the 
interval measured by the clock (after being corrected for its 
rate) is, of course, the difference of longitude between the two 
stations. The foregoing is but one of several telegraphic methods 
for determining differences of longitude on shore. 


SEA METHODS—INEXACTITUDE. 465 


At sea there is no means of exactly noting the transit of a 
heavenly body, so local time on shipboard is always found from 
an altitude of some celestial object, observed with the Sextant, 
and measured from the Sea horizon. The computation’ of the 
hour angle or meridian distance is then made, and the resulting 
local or ship time is compared directly with the Greenwich Time 
given by the chronometer at the instant of the observation. Next 
to the meridian altitude, this problem is about the most familiar 
to the navigator, and yet experience proves that it is but very 
imperfectly understood by the majority. Jt is quite commonly 
supposed that the error in the longitude is strictly proportional 
to the error in the altitude :—thus, if on a hazy day, the obser- 
vation is in doubt some 3’ or 4’, it is innocently considered that 
this also is the limit of error of the longitude. Not so, however, 
as will presently be shewn; the error in the longitude may easily 
be treble the error in the altitude. (Vide Table D). 
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the observer or in the altitude observed, will produce the least 
effect on the hour angle. To fulfil this condition, the body must 
be observed when it is on the Prime Vertical. These two last 
appear big-sounding words, and some people allow themselves 
to be unnecessarily scared by them, although they are capable of 
very simple explanation. 

A celestial body is said to be on the Prime Vertical when it 
bears true east or west; so that it is merely a term used in 
opposition or contradistinction to the well known expression “on 
the Meridian,” which latter refers to an object having a true 
north or south bearing. The Prime Vertical, therefore, is at right 
angles to the Meridian. To get the latitude, seamen are very 
familiar with the “ Meridian altitude,’ and for finding the fongz- 
tude they should be on equally good terms (to coin an expression) 
with the Prime Vertical altitude. 

When a celestial object is observed “on the meridian,’ the lati- 
tude is found without the time being known with greater accuracy 
than is necessary to correct the declination for the Greenwich 
date. In the same manner, when an object is observed “on the 
Prime Vertical,” the longitude can be found without the necessity 
of the latitude being accurately known—indeed, sometimes an 
error of 30’ or 40’ will not perceptibly affect the result. To carry 
out the comparison:—when an “ex-meridian” for latetude is 
observed, a knowledge of the correct tyme is necessary ; and the 
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further the object is from the Meridian, the more important such 
knowledge becomes. Similarly, when, to determine the longitude, 
an object is observed which is “ Hx-Prime Vertical,” it is essential 
to a correct result that the latitude should be accurately known ; 
and the further the object is from the Prime Vertical, the more 
important such knowledge becomes. 

Time sights should be taken, therefore, when the body observed 
bears true east or west, or as near thereto as possible. According 
to the latitude and declination, this occurs at various hours in 
the day, and it sometimes happens in the tropics that the most 
accurate results are to be got from sights taken within half an 
hour of noon. At such times, also, the horizon is free from that 
fierce glare which so often dazzles the eye, and renders the 
horizon indistinct when the altitude is low. This latter im- 
portant advantage is also gained with stars observed during 
twilight when the horizon as a rule is strongly marked. 

When the observer is on the equator, the Prime Vertical 
becomes identical with the Celestial Equator. In this case, if the 
declination be 0°, the sun will rise exactly at east, and continue 
on that bearing till the instant of noon, when it will be directly 
overhead or in the zenith, and have no compass bearing whatever, 
and its altitude (90°) may be observed from any povnt of the 
horizon. Immediately that it has passed the meridian, it will 
bear west, and continue to do so till it sets at six o'clock. 

In sight-taking for Time, it is therefore of the highest im- 
portance that the navigator should free his mind as to whether 
the object is near to, or far from, the meridian, The real ques- 
tion is as to its Bearing; or, in other words, he should think 
more of the Azimuth than of the Hour-Angle. REMEMBER THIS. 

When, as just mentioned, the’ latitude and declination both 
happen to be 0°—which, by-the-bye, will seldom happen to any 
one individual—there is little or no calculation required to find 
the hour angle or meridian distance. (Don’t forget that these two 
mean the same thing). -Take a sight at any altitude; correct it, 
as usual, by Table 38 of Raper; find the zenith distance by sub- 
tracting it from 90°; turn this zenith distance into time, and you 
have at once the hour angle; or the Apparent Time at Ship, if 
the object be the sun, and the time be afternoon. Of course in 
the forenoon you will subtract the hour angle from 12 hrs. or 
24 hrs. to get A.T.S., according to the way you wish to apply it. 

Parallels of latitude encircle the globe in an east and west 
direction, and to determine which of the parallels we are situated 
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upon, we select celestial objects at right angles to this direction, 
or as nearly north and south as we can get them. 

Meridians pass from pole to pole in a north and south direction ; 
and, following out the above argument, to determine which of 
the meridians we are situated upon, we select celestial objects at 
right angles to the direction, or as nearly east and west as pos- 
sible. A special reason will be given for this in the next chapter ; 
meanwhile, the reader will kindly accept the statement as reliable. 

It is very important that attention should be paid to this point 
in observing for time, as neglect of it may entail serious disaster. 

In the majority of epitomes there is a table which shews the hour 
angle of a celestial object when it is on the Prime Vertical, and 
daily reference should be made to it, so as to get sights at the 
most favourable moment. In Raper the table is numbered 29. 
It also gives the true altitude of the body when it is on the Prime 
Vertical, so that either may be used at pleasure. Of course if the 
time at ship be not known within a handful of minutes, it will 
be preferable to use the altztude. The sextant can be set to it, 
after correcting it backwards, by subtracting the quantity im 

‘able 38, and all possibility of mistake thus avoided. 

The nearer the bearing is to east or west the better, but in 
practice it may be a little on either side of it without signifying 
greatly ; and, indeed, clouds and other causes will often interfere 
to prevent the sight being taken exactly at the instant of passing 
the Prime Vertical. Sailors think nothing of waiting for the 
Meridian altitude to get the latitude: Why not wait for the 
Prime Vertical altitude to get the longitude? The one thing is 
as reasonable as the other. 

The reader is strongly counselled to look over the explanation 
to the table above specified: it is given on page 411 of Raper’s 
19th ed. 

Another mode of ascertaining the time that a celestial object 
will bear east or west, is by reference to Burdwood’s or Davis's 
Azimuth Tables, where, by opening at the latitude of the observer 
(same name as declination), and running down the proper column, 
the required hour-angle will be found in the right-hand margin, 
opposite the bearing of 90°. As these tables do not extend beyond 
23° of declination, they can only be used with a body whose 
declination does not exceed that amount. In Raper, the limit for 
declination is 48°, and for latitude 70°. 

Blackburne points out that with latitude and Declin. of same 
name, when the numbers corresponding to the hour-angles in 
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Tables A and B nearly agree, the time is a good one. For in- 
stance, in Latitude 46° N., at hour-angle Oh. 20m. with « Capella, 
the numbers in A and B agree exactly, both being 1184 (vide 
p. 431). Therefore, though only 20m. from its meridian passage, 
Capella in that Latitude was exactly on the Prime Vertical, and 
would give excellent time results. 

A celestial object can only bear true east or west when its de- 
clination is of the same name as the latitude, and less 7n amount. 
When the declination is of the same name, but greater than the 
latitude, the object will not pass the Prime Vertical, but zts nearest 
approach thereto will be when its diurnal circle coincides with an 
azimuth circle, or, to express it somewhat differently, the Circle 
of Altitude and the body’s Diurnal Circle will be tangential at 
the position of maximum azimuth.* This will be rendered clearer 
by supposing a case, and referring it to Goodwin or Davis. 

For example :—In latitude 10° N., the sun’s declination being 
23° N., when will it be at its nearest approach to the Prime 
Vertical, and what will be its bearing in the forenoon at that 
moment? Open Davis at page 81, and it will be found that, with 
the data given, the sun will rise bearing N. 66° 37’ E.; its bear- 
ing will gradually get more easterly till 7°38 A.M., when it will be 
N. 69° 11’ E., and at its nearest approach to the east and west 
points; after which it will become more northerly, till it arrives 
on the meridian at noon. In this case, therefore, half-past seven 
in the morning, or half-past four in the afternoon, will be the 
best time to take sights for longitude; for though the sun will 
not be on the Prime Vertical, and therefore not in the most 
favourable position for giving the time, it is the best that can be 
got under the circumstances. With the conditions thus cited, an 
error of 1’ in the latitude will only cause an error in the hour 
angle of a second and a half; and an error of 1’ im the altitude 
will only cause an error of rather more than four seconds and a 
quarter. 

As before stated, when the object is exactly on the Prime 
Vertical, an error in the latitude of even 30’ or 40’ will not 
appreciably affect the result. This knowledge is of incalculable 
value, as it shows the navigator how the longitude may be 
obtained when the latitude by account is possibly very much in 
error. The correct time, thus acquired, may be afterwards used 
to get the latitude by an “ Ex-meridian,” when the conditions of 


* By regarding Lat. as Declin., and Declin. as Lat., Table 29 of Raper will show the 
Hour-angle and Alt. of a body at its nearest approach to the Prime Vertical, or greatest 
elongation, In the example the Alt. is 26° 23’ 10’:1. For formule see foot of page 133. 
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the “Ex-meridian” might unavoidably be such, that without the 
correct time the result deduced might be considerably astray. 

When the latitude and declination are of contrary names, the 
object cannot bear east or west, but will be nearest to these points 
at rising and setting—consequently, in such a case, the least 
unfavourable time for observing will be when the object is near 
the horizon, but not at a less altitude than 5° or 6°, unless, from 
the state of the atmosphere, and the relative temperatures of the 
air and sea, one is led to believe that there is not an unusual 
amount of refraction. 

This can in general be guessed pretty nearly, by noticing the 
shape of the sun at rising or setting. If it appears flattened, or 
if its limbs spread out on touching the horizon, or cling to it on 
leaving, you may be sure there is excessive refraction. On the 
other hand, if the sun retains its circular shape, and the contact 
of the limbs is well defined, there is but little refraction. In this 
latter case, however, it may be less than the tabular value, which 
of course would introduce an error on the other side ; so that, as 
a rule, even though the mean refraction be corrected for the height 
of the barometer and thermometer, observations very near the 
horizon should be avoided. The careful reader will see from the 
foregoing, that the determination of the longitude by the sun in 
high latitudes during the winter, must be very wnsatisfactory. 

If a low altitude be used, it is open to errors of refraction ; but 
in winter one seldom gets the chance of any altitude till the sun 
has strength to break through the clouds, at which time its bear- 
ing is so far from the Prime Vertical, that any error either in the 
altitude or latitude will produce a very large one in the longitude. 
On this account, for four or five months in the year, navigation 
in our own latitudes is a much less ticklish affair when the stars 
are brought into action. In most cases they can be selected on, 
or nearly on, the Prime Vertical during twilight, and will then 
give a very reliable longitude. It has already been demonstrated 
that there is no difficulty in getting a good latitude by Meridian 
or Ex-meridian altitudes of these friendly guides. 

Even supposing that inexpertness in taking stars may cause 
some error at first, the chances are that it will be less (if the 
objects selected be well-conditioned) than the inherent error 
arising from an ill-conditioned observation of the sun, which is 
concealed, and beyond the observer's control. 

Table C (pages 446-451) gives the error of longitude due to an 
error of 1’ in the Latitude for each degree of bearing, from 1° 
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up to 90°. This is a most valuable table, shewing at a glance 
what to expect from an incorrect latitude. Table D (pages 
546-551), in a similar manner to OC, gives the error in the longi- 
tude due to an error of 1’ in the Altitude. Of course an error 
in the Polar Distance (the third element in the problem for 
finding the Time) should never occur, and, accordingly, is not 
taken into consideration. 

To avoid confusing Table C with Table D, the latter is printed 
in green ink. The first and last pages of C are printed in red 
by way of enjoining caution when using the Table in connection 
with A. C. Johnson’s Double Chronometer problem. The reason 
of the necessity for caution will be explained when this very 
useful problem comes under consideration. 

Reference to either of these Tables will shew that in high lati- 
tudes, when the azimuth is small, the error in the longitude may 
easily be very large—conceive, then, the difficulties of polar 
navigation at certain seasons. Even in the very ordinary case 
given on pages 368-369, where the morning sights were taken at 
10°15 o'clock, when the sun had a bearing of §. 233° E., an error in 
the altitude of only 2’(nothing very uncommon with a poor horizon 
or a poor sextant) would falsify the longitude to the extent of 9’. 
Should this by chance conspire with the error caused by working 
with the wrong Latitude, the total error in the longitude of the 
ship, from both causes acting i concert, would in this particular 
instance amount to 33’. This will explain some of the bad 
land-falls made in winter, which at the time were wrongly im- 
puted to the chronometer, or perhaps to an extraordinary “set.” 

The quantities in these two tables, it will be seen, depend upon 
the latitude of the observer and the bearing of the object. The 
latter is easily arrived at by the Azimuth Tables, or, if great 
accuracy be a matter of no moment, by a compass bearing cor- 
rected for Variation and Deviation. 

The Azimuth, as already explained (vide pages 133 and 424), 
can also be got from the combined use of the A BC Tables. 

In working out sights at sea, it is perfect folly to work to 
seconds of arc; the nearest quarter of a minute (15”) is quite 
close enough, and in this Raper helps materially by his Table 68, 
where the log. sines, &c., are given for every half minute (30") of 
are. Raper deserves the thanks of seamen for many things, and 
this is not one of the least of them. 

The editor of the present edition of Norze has taken the hint, 
and, not to be behind in this respect, has now printed Table 
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xxv. to every half minute of arc; but No. 32 of Inman’s 
Nautical Tables outdoes them both by giving the logs. to every 
quarter of a minute of arc !! 

Nor is it usually necessary to take out the logarithms to more 
than five figures, any greater exactness being incompatible with 
the comparatively rude nature of the observation, and in con- 
sequence thrown away. 

To obtain the hour-angle to the nearest second of time, when 
less than 2 hrs., it is sufficient to take out the logs. to four figures ; 
with hour-angles ranging between 2 hrs. and 5 hrs. (the most 
common case), five figures will suffice ; but when the hour-angle 
exceeds 5 hrs, six figures are requisite. The reason for this will 
be found by an examination of the logarithms themselves, It 
will be seen that their differences are much greater for small 
hour-angles than for large ones: the logarithms increase with the 
increase in the hour-angles, but the rate of increase continually 
diminishes. For example, the difference between the logs. of 
lh. Om. Os. and lh. Om. 1s. is 240, but the difference between the 
logs. of 6 hrs. Om. Os. and 6 hrs, 0m. 1s. is only 32,—using six 
fioure logs. in each case. 

Throughout this work special reference is made to points such 
as these in the endeavour to lead the reader to a correct under- 
standing of the true and essential principles of the science of 
Navigation. They serve as buoys to mark the channel, and to 
point out the agencies which influence and determine the accuracy 
of the result obtained from any given problem. 

Table xxxi. of Norie has but 5-figure logs. right throughout. 
It extends to 9 hrs., and the logs. are given at 5-second intervals. 
It is comprised in 9 pages. 

Table 69 of Raper, with the exception of the first 44m., has 
6-figure logs. It extends to 12 hrs., and the logs. are given for 
each second. The hour-angles are also expressed in are. The 
Table is comprised in 65 pages, and is altogether handier and 
more complete than Norve’s. 

Table 34 of Inman is rather like Raper’s, but not quite so 
extensive; it is comprised in 59 pages, and has 6-figure logs, 
throughout. Beginning with 9 hrs. the logs. are given at 4-second 
intervals up to 12 hrs.; this is because the values between these 
points change very slowly. On the whole, therefore, Raper’s 
table is preferable, as the log. of any number of hours, minutes, 
and seconds can be taken out absolutely at sight. 

Usually, the Equation of Time is applied to the Apparent Time 
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at Ship to reduce it to Mean Time, but you can steal a little 
march by applying it to the Greenwich Mean Time at the com- 
mencement of the work. There is then so much less to do when 
the calculation is completed at noon. When applied to Green- 
wich Mean Time in this manner, the equation must be added or 
subtracted as directed on page II. of the N.A. 

About as good a way as any for finding the time at ship is 
Raper’s or Norie’s, there is no difference ; it will accordingly be 
here used in the examples. It is necessary to beware of these 
so-called “short methods ” which appear from time to time. They 
generally only look short, because good care is taken to apply the 
various corrections beforehand, and the unsuspecting reader is 
deceived by this device. It is seldom, however, that there is a 
real difference of half-a-dozen figures, and the mathematical 
correctness of the problem is sometimes more than doubtful. 

As a case in point we will take the small but expensive 
pamphlet by Mr. Martelli, which contains rules and tables for 
finding the longitude by chronometer. 

When his so-called “short method” is properly overhauled and 
compared with Raper, we get the following startling result :— 
Martelli, 56 figures and 5 logarithms, against Raper’s 59 figures 
and 5 logarithms, required to produce the same result. So that 
by the first method we have the enormous (1!!!) gain of three 
figures. Furthermore, Mr. Martelli’s pamphlet contains several 
glaring errors which make one rather dubious about the general - 
correctness of the tables, although (for all the writer knows to 
the contrary) the mathematical principle of his method may be 
correct enough. 

Unless the writer is mistaken, Martelli’s original pamphlet, to 
which the above more particularly applies, first appeared at least 
thirty years ago, but a revised edition was brought out in 1887, 
It would seem that this is not much better than the original pro- 
duction, as it is most unfavourably reviewed in the April number 
of the Naut. Magazine for 1891. 

Another pamphlet came out some years ago wherein it was 
stated that chronometers were quite unnecessary to find the 
longitude at sea, and that it could be done equally well by the 
method set forth in the pamphlet. But, some way or other, 
its author has not as yet succeeded in converting the public to 
his views, and the chronometer trade is more brisk than ever. 

To illustrate what has been said relative to the great advantage 
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of taking observations on the Prime Vertical, when desirous of 
finding the longitude, a few examples will now be given. 


EXAMPLE. © bearing N. 89° 53’ W. (true). 


On board the ss. “ British Crown,” about 4 P.M. June 25th, 
1880, a chronometer (which was 4m. 00s. slow of G.M.T.) shewed 


ing advantage 


7h. 43m. 57s. same date, when the alt. of the © was 387° 493’, on Prime 


Kye 32 feet. 


No index error. Lat. 40 °00’ N., and Long. 57° 


Vertical. 


12’ W., both by dead reckoning. Required the longitude. 


H. M.S. 


° / Ss. 
Time by chronometer - - 7 43 57 © 37 493 0°52 hourly diff, 
eS Sa gee ee - - + +400 —— + 9 Table38 7.8G.M.'L, 
G.M.T.- - - - aye os) ¢ 47°57 —©-—37 58} 416 
Equation of Time- - - - — 2 30 — 364 
H. M. S. + 4°056 
Greenwich Apparent Time 7 45 27 2 25°760 


Polar distance - 
Latitude - - - 
Altitude - - - 


$suM - - = - 
Remainder - 


M. S. 
Corrected Equation of Time - 2 29°82 
4°6 hourly difference of declination. 
7°83 G.M.T. 


— 35°88 
23 23 14°40 declin. at G.M. noon. 


23 29 39 corrected declin. 
90 


fe} 
66 373 Cosecant - 0°03720 
40 00 Secant- - 0°11575 


37 582 Cosine - - 9°48292 
ipa - - 9°75114 
144 36 —— H.M.S. 
—— I 9°38701=3 56 42 Apparent Time at Ship. 
72 18 745 2 9 Fe Greenwich. 


34 19} pe 
— Longitude in time - 3 48 45=57 114 W. 


Same sight worked with latitude 39° 20’ N., or 40’ in error. 


P.D. 66° 37}! 0°03720 
Lat. 39 20 0°11156 
Alt. 387 583 9°49076 

— 9°74742 

143 56 Hy Moss 

9°38694 = 3 56 41 App. Time at Ship. 
#sum 71 58 (ER |e 7 eee +; Greenwich. 
Rem. 33 659} Se 
3 48 46 = 572113! West. 


In this case, with the sun on the Prime Vertical, an error in 
the latitude of 40° caused an error in the longitude of only O}', 

Venus and Jupiter are often on or near the meridian, when Venus or 
sights of the sun are taken in the morning or afternoon; and, J%?!te for 


? latitude, 


therefore, the latitude found by them serves to work the sights, simultaneous 
and is free from the errors of the rwn. This is so manifest an “'" S"{ 
advantage, that the N.A., or the officer of the watch, should occa- 
sionally be consulted, to see if either of these planets are available. 
Their Right Ascensions should differ from that of the sun by at 
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least two hours, otherwise they will be rendered invisible, by 
being in the very bright part of the sky surrounding the latter. 

Venus, being an “inferior” planet, can never get further away 
from the sun than three hours and a few minutes; this is termed 
the planet’s elongation. 

The proper plan is to set the sextant to the computed meridian 
altitude. Use either the direct or inverting telescope (whichever 
you are most accustomed to), but the last, as it has more power, 
is to be preferred. Screw it close down to the plane of the imstru- 
ment, and having directed the sight to the north or south point of 
the horizon, the planet ought to be seen in the silvered part of the 
glass. Of course that part of the sky must be entirely free from 
even the most filmy clouds, and unless the sextant glasses are 
perfectly clean, and the silvering of the mirrors in good order, 
there is little use in attempting this observation. 

About 1:45 p.m. June 15th, 1882, on board the ss. “ British 
Prince,” homeward bound from Philadelphia, in Latitude 48° 
333’ N., and Longitude 24° 30’ W., both by account; Barom. 
30:22; Therm. in the shade on deck 63°; wind S.8S.W., light 
breeze, with smooth water, fine clear weather. Having found by 
reference to the N.A. (page 237) that Venus (?) would pass the 
meridian at 2°7 P.m., decided to observe it, and accordingly set 
the sextant to the computed altitude 64° 38’ (see rule, page 374). 

On looking for the planet near the appointed time, it was seen 
beautifully distinct a little below the horizon, and no difficulty 
was experienced in getting the exact meridian altitude, notwith- 
standing that the midsummer sun was shining brilliantly in a 
cloudless sky, and the fact that there were but two hours differ- 
ence of Right Ascension between him and Venus. 


H. M. 
Mean Time at ship June 15th 2 7 
Longitudein Time .. .. 1 38 
Mean Time at Greenwich .. 8 45 45 Oo 14 
Te ETE TTT Declin. of Venus June lith .. 23 8 39N, 
/ “ 
Declin. of Venus June 15th 23 8 39N. Decrease in 3hrs. 45m. Se gt sax 
" » June 16th 22 56 me Ne Declin. corrected for G.M.T. .. 28° 649” N, 
4 RED REELS RES ET a ke a Ce ee 
Variation in 24 hours .. .. 11’ 44” ea 
60 Obs. alt. of Venus. .. .. .. 64 882 
— Corr. Table 88 of Raper .. .. — 5 
704” — 
Me REM wa Se) We peo Pe True alt. . . 64 332 
as 90 
3520 ; 
4928 Merid. zen. dist. .. .. .. .. 25 263.N. 
2112 Corrected declin... .. .. .. 23 6%N., 


24)2640"-00(110" = 1 50" Latitude ..) 24. 0s. ae ll ape keen 


24 
24 
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Now, the apparent angular diameter of Venus on this occasion 
was only 12”, and when the reader is informed that at inferior 
conjunction it amounts to as much as 67’, it will be seen that in 
the absence of clouds there should be usually no difficulty about 
picking it out even in strong sunlight. 

Here, however, it is necessary to put in a word or two. Venus, 
as already stated, is an inferior planet, that is to say, its orbit lies 
between the earth and the sun; it therefore exhibits well marked 
phases resembling those of our moon, and the best time for an 
observation such as described above, is when the planet is about 
five weeks from inferior conjunction, or its nearest approach to 
the earth. Its apparent diameter is then about 40’, and the 
breadth of the illuminated part nearly 10°, so that rather less 
than + of the entire disc is illuminated; but this small portion 
transmits more light at such times than do phases of greater 
‘extent, because the latter correspond to greater distances of the 
planet from the earth. 

Year by year in the N.A. the date is given when Venus attains 
its greatest brilliancy; thus, on page 473 of the N.A. for 1895, 
under the heading of PHENOMENA, this is shewn to occur on 
August 138th, and again on October 25th. After sunset, or before 
sunrise, Venus, at such times, will cast a distinct shadow. 

To find the latitude, it has been said that slow-moving stars 
near the Poles are best; but to find the longitude, select bodies on 
the Prime Vertical, as their motion in altitude is then greatest. 
It does not signify whether their declination be large or small, 
since for any given latitude the motion in altitude on the Prime 
Vertical is the same, no matter what the declination. 

Again, “Since the change of altitude of any celestial body is 
greatest at the Equator, and nothing at the Pole, the time deduced 
by means of altitudes is more correctly determined in low than 
in high latitudes.” * 

In the two following examples of stars taken near the Prime 
Vertical, the formal rule for working them is left out, as the 
method (with one or two easily noticed exceptions) is so similar 
to that by the sun. In star observations, the longitude is the 
difference between the Sidereal Time at Ship, and the Sidereal 
Time at Greenwich. 

Ere this the reader must be pretty familiar with the conversion 
of Mean Time and Sidereal Time, and should experience no diffi- 
culty in mastering what follows. To avoid perplexing him by 
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anything strikingly different to what is contained in the examples 
of stars already given, the Epitome method, wherein the sun’s 
Right Ascension is used with the Equation of Time, is not 
introduced. This adherence to one rule when practicable, is in 
accordance with the recommendation at foot of page 365. 

On board the ss. “ British Crown,” about 8°30 P.M. June 22nd, 
1880, the following observations were made to determine ship’s 
position. 


BS A) a} 


Chron. 11 16 50 obs. alt. * Altair 14° 433’ bearing 8. 88° E. true. Hye 32 feet. 
led Ole. oe POTS rote LD ae say 1 a Ad Deen es! is 
No die0 49 4.0, © Leer Ula 2221 Oa ss S. 864 W. ,, < 7m 
Position by account, Lat. 43° 20' N. Longitude 43° 24’ W. 
No index error. Chron. slow of G.M.T. 4m. 00s. Ship making 
S. 58° W. (true) 11 knots. Polaris, when worked out, gives the 
latitude as 43° 23?’ N. 


EXAMPLE I. * ALTAIR. 


H. M. S. 
Time by chronometer.. .. .. .. 11 16 50 
SloWa.t> ee ae aed ee + 400 
ont *) : ° é 
CoM Teele Fo ee eta ae ks s observed altitude .. .. .. .. 14 434 
Sidereal time atG.M.noon .. .. 6 411 Table 38 of taper .. .. «. .. .. — 8% 
Acceleration for 11h, 21m. ie A OP al me truealtitude.. .. .. .. .. .. 14 85} 
H. M. 8. yrs: 
Sidereal time at Greenwich .. ... 17 26 53 
9) 
90 .« 
*s Declination ac pate Deck USL OOx ENG 
#3 Polar distance :. .. .. 81 26%....Cosecant.. .. .. 0°00486 
Ship’s latitude.. .. .. .. 43 24%....Secant .. .. .. 0°13878 
*s altitudé sat ow.) wav, ote acl4 Sb4 yee COSINGE so eescun.eee pouse 
Sines?) 43.) Se ee OG 1407 
139 264 de 
9°59753 
Half um | 3.260. san Gees bonne eee: —: 
Remainder 22 4 Ee) See Dos 
HoM.eS: 
*s Hour-angle .. « .. 511 54 E.=trueazimuth §, 88° E. by Burdwood. 
*s Right Ascension .. .. .. 19 44 59 page 358, N.A. 
Sidereal Time at Ship .. .. 14 33 05 
Sidereal Time at Greenwich .. 17 26 53 
H. M. S. 
Longitude intime .. -.. .. 2 53 48 = 43° 27/ W. 


SamME SIGHT WORKED WITH LATITUDE 40 IN ERROR. 


(o) ‘ 
81 a 0-00486 
44 04 0°14362 
14 354 9°58292 
9-91582 
140 6} ——— 
pet Bk 9°59722 
70 3} ee 


55 28 Hy Me 8. 
Sena oF 5 11 46 E. 
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Here, notwithstanding that Altair is 2° from the Prime Vertical, 
the large error of 40’ in the latitude only produces a difference 
of 8s. in the hour-angle, or 2’ in the longitude. 

It will be noticed that the main feature wherein this example 
differs from the sun is, that the Sidereal Time at Greenwich is 
compared with the Sidereal Time at Ship. The Declination and 
Right Ascension are taken out direct from the N.A. without the 
necessity for the smallest correction—another advantage over the 
sun. When the hour-angle is east, swhtract it from the #*’s Right 
Ascension, which will give the Right Ascension of the Meridian, 
or, in other words, the Sidereal Time at Ship. 


EXAMPLE II.— * Regulus. 


H. M. S. 


Time by chronometer .. a -. 11 30 49 | “s obs. alt. .. %, S, a 2 18} 
Slow .. ic .- + 400 | Table 38 of Raper.. ee AE en et 
G.M.T. ss .. 11 384 49 | “s true alt. Ke He fe een Oe 
Sidereal time at G.M. noon .. ca Gide 1 en 
Acceleration for llh. 85m. .. ees L-54 
Sidereal Time at Greenwich.. eee ia 20 nbd 
° é 
90 
*s Declination .. 4 se RA BRACE 
*s Polar distance.. - son WHER Te See AO” Re re .. 0°01050 
Ship’s latitude + pom ASy2ore | «hae mecant oe . -. 0°13863 
esaltitude . 52 -- 22 10% Cosine ae = .. 9750129 
Sine .. e 4 .. 9°87994 
143 01 ’ ae 
9°53036 
Half sum ae i 50 YAGER UE coemrrnse 
Remainder... i -. 49 193 
H. M. S. 
«'s Hour-angle .. se -. 4 44 56 W.= true azimuth, S. 863° W. by Burdwood 
«#s Right Ascension .. nA 10 2 1 Page 338, N.A. 
Sidereal Time at Ship 4. 14 46 57 


Sidereal Time at Gresiwilis 17 40 54 
Longitude in time 25357 = 43 291 W. 
Correction for run between sights -~ 38 


Longitude corresponding to that by Altair 438° 26}’ W. 


SAME SIGHT WORKED WITH LATITUDE 40’ IN ERROR. 


oO / 

1H DIE 0°01050 

44 3} 0714346 

22 103 9°49366 
9°88210 

143 41 — 

_— 9°52972 

71 504 — 

49 39% H. M. S. 

—- 4 44 41 W. 


The hour-angle being west, is added to the #s Right Ascension 
to procure the Sidereal Time at Ship. 

Regulus being further from the Prime Vertical than Altair, the 
error in the hour-angle is of course greater. Still it is not large, 
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amounting only to 15s., or 32' of longitude for an error of 40’ in 
the latitude. 

The difference in the longitude of the ship as given by Altair 
and Regulus (the one east and the other west of the meridian) is 
only 02’, proving the practicability of getting first-class results 
from star observations when made at the right time and in the 
proper manner. | 

ADVICE TO BEGINNERS.—Do not despair because your first 
efforts are unattended with particularly good results. PERSE- 
VERE. “Rome was not built inaday.”’ Practise in five weather, 
so as to gain confidence, and feel perfectly at home with the 
work in case of. requiring its aid in bad weather, or on an emer- 
gency. If you do this, you will soon get out of conceit with the 
sun. 

Morning sights, as a rule, are only partially calculated pending 
the determination at noon of the true latitude, which of course 
is referred back to the time of observation by the course and 
distance made in the interval; but Mr. A. C. JoHNson, in his 
valuable pamphlet already alluded to, shews how the sights can 
at once be worked out in full with the latitude by accownt, and 
afterwards corrected by Table C. for any error in the latitude 
worked with. The plan is so simple and convenient that an 
example is given. 

About 9°45 A.M. on board the ss. “ British Crown,” July 7th. 
1880, took following observation for longitude. Eye 28 feet, 
Chronometer slow of G.M.T., 4m. 3s. Position by account— 
latitude 89° 51} N., and longitude 53° 1’ W. Ship making 
east (true) 12 knots. 


H. M.S ; 
Chronometer time Bt We Observed altitude ~ © 56 44} 
Slow -+ 43 + 10 
1 22 40 —@©— 56° 54}’ 
Corrected Equation of Time.. — 4 42 emmsenvene 
Greenwich Apparent Time .. 1 17 58 
oms 
90 
Currected declination sie ~« 22 813 
Pap: ae +", 61 20% Cosecant .. a8 .. 0°08447 
Latitude by account ds .. 89 513 Secant Ae. ui .- 0711482 
Altitude oP .. 66 545 Cosine t, ae ver O°18729 


. 9°62932 


ine Ls . 

: 164 14 ——— 

if 8°91583 

Half sum .. of 8 SBT ———— 
Remainder -. 25 125 
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H. M. S. 
©’s Hour angle a -. 213 26 = true azimuth S. 68° E. nearly, by Burdwood. 
Apparent time at Ship . 9 46 34 
Apparent time at Greenwich 13 17 58 
Longitude in time .. .. 881 24=52 51 W.at sights. 
— 3843 for run till noon. 
Longitude by sight .. .. 622163’ W. brought up till noon. 
Latitude by account .. .- 89°511'N, brought up till noon. 


At noon the true latitude was found to be 39° 41’ N., or 10}'S. 
of that by account. By Table C, the error of longitude due to 
an error of 1’ in the latitude is 0'58, which, multiplied by 102, 
gives 54’, to be applied as a correction to the above longitude. 

We have, therefore, for the true position at noon, latitude 39° 
41’ N., and longitude 52° 22’ W. 

Johnson gives a very ingenious, and at the same time simple, Johnson's rule 
method of determining whether the correction is to be added or ae Beadee 
subtracted.* The plan adopted by the writer, being based upon 
a graphic representation of the problem, is more instructive, and 
on that account to be preferred. Here it is. Imagine a line 
through the ship’s position on the chart drawn at right angles to 
the bearing of the sun, thus :—. 


EE 
Are 
For the reasons why the Method used 
vel ship may be conceived to be by writer for 
SD f on a line at right angles to same purpose. 
re the sun’s bearing, see next 


chapter, where the subject is 
fully explained. 


To make the case as plain as possible, let the sun be supposed 
to bear S.E. Then the line will run N.E. and S.W., as above. 
Let the point S. in the diagram represent the position of the 
ship as determined by sights worked with the latitude by account. 
If this turn out to be wrong, and the true latitude be further 
north, say at s’, the diagram shews, when this latitude is pricked 
off on the line, that the true longitude is more to the eastward. 
If, however, the true latitude be south of the latitude by account, 
say ats”, then the longitude is thrown to the westward. This 


* See pages 507-508. 
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can easily be done mentally. The plan holds good for a bearing 
in any quadrant of the compass. 

Let us suppose another case, where the celestial object bears 
N.E. Then the imaginary line would run N.W. and 8.E., thus :— 


E 


In this case, if the actual latitude be south of the one worked 
with, as at s’, the longitude will be thrown to the eastward, but 
if north, it will be thrown to the westward; just the reverse of 
the preceding example. The reader can test for himself the 
effect in the other two quadrants. 

We will now imagine the sun to bear east, and see what effect 
is produced on the longitude by an error in the latitude. 


North 


Diagram 
shewing 
advantage of Al ceheciahe ae sett fhe. LE ea a = 
observations Y 
on the Prime 
Vertical. 


South 


Evidently there is no effect at all, as in this case the imaginary 


THE LONGITUDE BY CHRONOMETER. 481 


line runs north and south. Hence the advantage of taking sights 
for longitude when the celestial object 1s on the Prime Vertical, 
as a considerable error in the latitude has no effect on the result, 
see Table C (page 451), where it is shewn that, with a bearing of 
90°, an error in the latitude produces no error in the longitude. 
There is, however, a limit to this use of an indiscriminate latitude, 
which will be fully explained in the next chapter. In the mean- 
time, one more illustration. 

Let the sun be supposed to bear 8. by E. What effect will then 
be produced on the longitude by an error in the latitude ? 


é £ 


‘ 
2 
WA, 9 
Ayn VAY 
sy DB 
S ae 
ee — 
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It will now be evident that a small error in the latitude will 
produce a very large one in the longitude ; showing the impro- 
priety of taking sights for Time when the bearing of the object is 
near the North or South points. Hence one of the reasons for the 
red ‘danger-signal’ on page 446 (Table C). The colouring of the 
first and last pages of this Table has special reference to the Double 
Chronometer problem, no matter which method may be used. 

When applying the correction to the longitude by the mental 
process, it is always well to imagine the sun or star to have a 
four-point bearing, such as 8.W., N.W., N.E,, or S.E., although 
the actual bearing may be quite near to one of the cardinal points. 
This exaggeration of the case puts more forcibly to the mind the 
direction in which the correction is to be applied; but until 
thoroughly proficient,"it is certainly advisable to draw the lines 
roughly on a slip of paper. A little practice, however, will soon 
do away with the necessity for even this. 

It may here be remarked, in parenthesis, that when looking at 
a chart, for any purpose whatsoever, it should be laid on the table 
with the north side from you. The mind thus acquires a fixed 
habit of considering the positions of places with regard to their 
true bearings from each other. Some men, on the contrary, if 
sailing south for example, turn the chart with the north side to 
them, so as more readily (?) to lay off bearings, &c. But this 
twisting and turning of the chart according to the course steered 
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is not to be recommended, and conveys an unstable idea of 
geographical position. 


SHORT EQUAL ALTITUDES (Sun). 


There is one other mode of finding the longitude by chrono- 
meter, which, from its extreme simplicity as usually presented, 
and the few figures required, is very alluring to people who 
either suffer from want of energy, or have been insufficiently 
grounded in first principles. Unfortunately for every one, this 
“short cut’ mode of treating the problem is only rarely available, 
and if indiscreetly used, under wrong conditions, will assuredly 
give wrong results. The problem referred to is that of Hqual 
Altitudes taken a few minutes before and after noon. If the 
course in the interval be nearly east or west, or the vessel be 
stationary, and the altitude not less than 75°, the method in its 
simplest form is available, and the longitude will probably not 
be far from the truth. Sailing ships lying becalmed near the 
line, or struggling in the ‘doldrums, may find it convenient ; but 
if the course be towards north or south, and the vessel’s speed 
considerable, there will wswally be a large error due to the 
observer’s change of position (see page 372). 

The word ‘usually’ has been italicised, because it might 
happen that the ship’s latitude and the sun’s declination coin- 
eided, or nearly so, in which case a north or south course in the 
interval would not affect the result, seeing that the ship would 
neither be approaching, nor receding from, the sun. To suit the 
special conditions detailed above, the following is the 


SIMPLE RULE. 

From 10 to 15 minutes before noon, observe the sun’s altitude, and note the 
time by chronometer. When the sun has fallen to the same altitude p.m. 
again note the time by same chronometer ; the mean or half sum of these times, 
when corrected for the chronometer error, will be the Mean time at Greenwich 
corresponding to Apparent Noon at Ship. Reduce the Greenwich Mean Time 
to Greenwich Apparent Time, by adding or subtracting the Equation, accord- 
ing to the precept at head of page II. of the Wautical Almanac. If the 
longitude be west, the Greenwich Apparent Time turned into are will be the 
longitude ; but if it be east, subtract the G.A.T. from 12 hours, and then turn 
it into are. 


If another sextant is available for the meridian alt. (let us 
hope so), it will be just as well to keep this one clamped to the 
first observation. The shades should also, if possible, remain 
unchanged. 
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EXAMPLE I. 


Ship stationary, or steering either East or West (true) ; or steering in any 
direction and at any speed with sun near the Prime Vertical. 
August 3rd, 1881. Observed equal altitudes © in West Longitude. 


H. M.S. 
Time by chronometer Se .. 38 210 atA.M. altitude. 
Time by chronometer... es .. 3814 20 at P.M. altitude. 
6 16 30 
Middle time - = e ORE ORLS 
Chronom. slow of G.M.T. ate Pail rao aa Wf 
Greenwich Mean Time .. fs 5 ETA RABY 
Corrected Equation of Time — 5 55 Page II, N.A. 
H. M.S. 
Longitude in time 3 6 37=46° 39} W. at Noon. 


In the foregoing example, the conditions are assumed to be 
exceptionally favourable; but such happy occasions are some- 
what of the nature of angel’s visits; it is therefore good policy 
to be prepared for what ordinarily happens. There are various 
approximate modes of eliminating the error due to change of lati- 
tude between sights, but, taking all things into consideration, 
Raper’s is about the best. (Pages 288-289, nineteenth ed.). 
Blackburne is rather a champion of Short Equal Altitudes, and 
this is the method given in his A and B Tables. It is necessary 
to know the azimuth, and as Davis’s Tables are not available 
for alts. exceeding 60°, it must be got by some other means: 
Raper’s formula (page 289) is very short; or, failing Raper, the 
azimuth can, just as quickly, be got from the A B C tables. 


EXAMPLE II, 

Where ship has changed her Latitude between sights, and the conditions 
are less favourable. 

August 3rd, 1881.—In east longitude, and about latitude 4° 10’ N., the eye 
being elevated 22 feet, the altitude of © was observed to be 76° 00’ (rising), 
when a chronometer which was 10m. 20s. fast of G.M.T. shewed 8h. 30m. 42s. 
A.M. at Greenwich same date. After a lapse of half an hour, during which 
time the ship had made good N. 33° E. (true) 6 knots, the sun dropped to the 
same alt., and the time by same chronometer was 9h. 2m. 30s. Required the 
latitude and longitude at noon. 


SpEcIAL RULE. 


Take the mean of the a.m. and P.M. times by chronometer. To this apply 
the error on G.M.'T., also the reduced Equation of Time. The result is Green- 
wich Apparent Time corresponding to noon at Ship ; this is on the supposition 
that the ship has not changed her latitude between sights; otherwise it 
corresponds to the time of approximate noon, and a correction is necessary. 


To Frnp CoRRECTION FOR CHANGE oF LATITUDE. 
With half the interval as an hour-angle, find the azimuth as most convenient. 
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lg ta a ae al a ee a 
Then ;— 
To the sine of half the difference of latitude made good, add the secant of the 
latitude, and the co-tangent of the azimuth: the sum, rejecting tens, is the 
sine of the correction im téme. (It is sufficient to take out the logs. to three 
places only). | 

When the ship has approached the sun in the interval, subtract the correc- 
tion from the G.A.T.; when she has receded from the sun, add it. 

With Declin. 173° N., Latitude 4° 10’ N., and the Hour-Angle 16m., the 
A B C tables give the Azimuth as 16°. Difference of latitude made between 
sights = 5’. 


¥% diff. of lat. 2’ 30” .. a > Sine 6°862 
Latitude 4° 10’.. ar He .. Secant 10°001 
Azimuth 16° .. ahs xe .. Co-tang. 10°548 
Correction — 36s. are ne se Sine 7°406 
* Neots ; ‘ He M.S. 
ime by chron. at A.M. observation esa) OOAte ° a 
a (Maho? Mercer act Mirae #atsklOr eee poes trace 
2)17 33 12 
Middle time by chron. .. Rat. Wee ss 8, 46".36 
Chron. fast of G.M.T, .. ac 54 -- — 10 20 
Greenwich Mean Time ar 3¢ 2 | 6). 06) 16 
Corrected Equation of Time .. at -- — 5 56 Page II, N.A. 
Greenwich Apparent Time... 58 ss ge Pou: 20 ; 
Correction for change of latitude .. ae — 36 Note what the omission of this 


——— would mean. 
N A.T.S | ding t iddl bg 
oon, or A.T.S. corresponding to middle } 
time by chron. re ce oe } 12 00 00 


Horo. aS. 
Longitude in Time xe AC = -- 8 80 16= 52° 34’ EK. at Noon. 


Latitude at noon = 4° 123’ North. 


Do not abuse this method by using it at improper times, and 
be sure that both observations are made with eye at same height 
above the sea-level. 

Now it must be remembered that, in low latitudes where the 
method of Short Equal Altitudes is possible, it is equally pos- 
sible to get the App. Time at Ship, from sunrise to within a few 
minutes of noon, by the ordinary sights if the latitude be known 
only approximately ; for it has been shewn in this chapter that, 
so long as the sun is near the Prime Vertical, an error, such as is 
likely to occur in the latitude by dead reckoning, does not signify. 

The sun is hardly adapted to the method under consideration. 
A ship bound south or north soon passes out of range, and whilst 
within range other methods are available. Reference to Table 
D will shew that even in moderately high latitudes the change 
of alt. near noon is very slow. Inversely, an error of only I’ in 
the alt. means a large error in the time or longitude. 

For these and other reasons the method of “Equal Altitudes 
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at Sea” is not to be recommended when the sun is the body 
employed. It may, however, be given a place among those 
auxiliary problems which science places as a reserve, but which 
should only be resorted to when, without them, the battle would 
be hopelessly lost. 


These disparaging remarks do not, however, apply where suit- short Equal 
able stars are concerned. They are to be found spread all over Sttudes of 
the heavens, and the navigator can take them as he wants them. 
Substituting stars for the sun, “Short Equal Altitudes” at once 
rise in value. Blackburne is a strenuous advocate, and by his 
kind permission the following is taken, nearly verbatim, from 
the text of his A and B Tables. He says:— 


“‘T wish to draw attention here to the value of the Short Equal Altitude problem, especially 
in the case of stars, because I think it is not sufficiently appreciated by most nautical writers. 
The problem is more especially useful in the case of stars, owing to there being no appreciable 
change in a star’s declination, and because suitable ones can generally be found in any latitude. 
Even on dark nights a very fair longitude can generally be obtained, just as when stars for 
latitude are observed North and South of the meridian. An equally good result is obtained if 
both altitudes are observed the same amount too great, or too small, as if they had both been 
correct, and the problem is so simple that it takes very little longer than to get the latitude by 
meridian altitude; I mean, of course, when within the limits where correction for change of 
latitude or declination is not necessary. 

I have several times taken these equal altitudes in my morning watch; sometimes before 
daylight with an indifferent horizon, and at others with a good horizon a little before sunrise, 
and they have nearly always agreed splendidly with the star position longitude obtained by 
double altitude a little before sunrise, when the horizon is perfect. 

I do not wish to encourage the abuse of this method by using it beyond its proper limits ; 
and when the Swn is observed it will seldom be useful except in the tropics, and then principally 
when running nearly due East or West, as on passages from Penang to Ceylon, Ceylon and 
Bombay to Aden. When running due East or West no correction of altitude or time is required 
for ship’s change of position. Also, when the body observed bears East and West, no correction 
is required for several miles change of latitude to the North or South; therefore it follows that 
when the observed body is near the prime vertical, and the change of latitude is small, it is not 
practically necessary to make any corrections for change of ship’s position. 

Table 29 in Raper gives the hour angle and altitude of a body on the prime vertical; and Best time for 
most other epitomes also have a table at any rate for giving the hour angle of same (though equal altitudes. 
with limited declination), which is always useful for showing the best time to observe for 
longitude. 

EXAMPLE III.—By A STAR. 


8.8. Brindisi, Aden towards Colombo, on 6th Sept., 1885, at 5°25 and 5°35 A.M. (ship time). 
Observed equal altitudes of * Aldebaran to the Northward at 13h. 49m. 05s. and 13h. 59m. 05s. 
by chron., which was fast of G.M.T. 37m. 36s. At 5°30 A.M. mer, alt. was observed 83° 13}', 
giving lat. 9° 25’ N. 

Run in interval 8. 75° E, 2’= D. lat. 0'°5. 

In this example, as the star was only 7' from the meridian, and the ship had receded from 

the star, 0’ 30” less altitude was set to sextant for the second observation. 


H. M. S. H. M. S. 
Vist GDRs kc as kw ce te eee «6213 40 05 | Sid. time at preceding G.M. 
RAP RE Ce eedoty es se sat 6s) be 18: 69 OD noon on 5th 10 59 01°3 
———— | Acceleration for 13h. 161m., Yi + 2 81 
2)27 48 10 Raper, table 28 .. .. fo + 2°7 
SeIanIeti0G a cence as 15 .54'054) Red, sid; ame 71.) S056! 11 OL. 12°) 
Mertor Of CUPOLA eer as cee oo us) 187. 86) low Ss HOA P24 ak ns tee 2829 22 
G.M.T. when * passed our meridian 13 16 29 | M.T. mer, ere © ny 5th, 5.) 17.28/10 
coe (| G.M.T. Sth ete Lo aLOeey, 
Lil SRN Ra ve sews as se ee 


= 62° 55’ 15” E. 


2H : 
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There is no more work here than with the Sun, as there is no equation of time to apply, 
and it is easier to reduce the sid. time than to correct the equation. 

My usual morning double altitude was taken 8m. before this first sight, by Saturn and 
Sirius, both East of meridian, the resultant giving longitude 62° 54’ E., which when brought up 
to the same time is within a mile of the equal altitude longitude. I have taken several with 
equally good results, though in this case it was probably accidental that so near an agreement 
with the other observations was obtained, as better results might have been expected with a 
longer interval of time, when the star was nearer the prime vertical; daylight, however, pre- 
vented this. 

It is best to choose stars with declination nearly the same as latitude, or else of the same 
name, and the declination less than the latitude; if the declination is greater than the latitude, 
as in the last example, it does not come to the prime vertical at all, neither does it if the declin- 
ation and latitude are of contrary names. With latitude and declination of same name, when 
the numbers corresponding to the hour angles in tables A and B nearly agree, is always a good 
time. For instance, in lat. 46° N., at hour angle 0h. 20m. with * Capella, the numbers in tables 
A and B exactly agree, both being 11°84, the star, therefore, in that latitude being then exactly 
on the prime vertical. 

The following example will show how a star may sometimes be observed almost on the prime 
vertical to within 2 or 3 minutes of its meridian passage, or at any time within 2 or 3 hours of its 
passage. 

EXAMPLE IV.—S.S. ‘ Brindisi,’ Colombo towards Aden, 13th October, 1885, at 6°24 and 
6°36 P.M. (ship time). Observed equal altitudes of * Altair 88° 44’ nearly East and West at 
2h. 16m. 55s. and 2h. 28m. 24s. by chronometer, which was fast of G.M.T. 39m. 04s. 

The meridian altitude was also observed at 6°30 P.M. 89° 34’ S., giving lat. 8° 46’ N. 


Ex. IV.—By a Star bearing nearly East and West. 


: H: M. S. H. M. S. 
LSUIODSatercs Warcrtnes 216 55 Sid. time 18th ite tas! Pen eer MeL Oe ca OO 
2nd obs. .. 2 28 24 Ace, fomithsaseims8 W.. Ono ee 17 
2)4 45 19 Red. sid. cm ane Meerel ipeere 13 29 07 

— | SRA... . are atin ierrere 19 45 12°5 

Middle time es gasp se 29228955 —_——“— 

Chron. error.. . . — 89 04 M.T. mer. ree ». 6 16.0575 

-— | G.M.T. a dd OOo 

G.M.T. 1 43 35°5 —_—_—_— 
——ao—~ | Long. in time.. Se 4 B20RO 

= 687-7" 80/7 i, 


- Equal altitudes of this star were taken in daylight for three or four evenings running. 
Several miles change of ship’s position North or South in this case would not have affected the 


longitude 1/.” 

Mr. Blackburne is an officer who has specially devoted himself 
to the practical side of navigation, and his opinion in this matter 
is entitled to respect. 

To conclude the chapter.— When sight-taking, should an assist- 
ant not be available to note the chronometer time, the observer 
himself can very well manage with the aid of a 28s. log-glass. 
Turn the glass when the altitude is taken, walk to the chrono- 
meter and note the time when the sand has run out: from this 
subtract the running time of the glass to get the correct instant 
of observation. Test the glass. 


CHAPTER XI. 
“SUMNER LINES.” 


This and the following chapter are probably the most import- 
ant in the book, as explaining and illustrating the geometrical 
process—underlying the calculation by logarithms which is per- 
formed every day by the practical navigator, but of the meaning 
of which he has very often no conception whatever. He only 
knows that by certain arithmetical formulse (learnt off like a 
parrot) certain results are produced, but how, is a mystery. Let 
us open the pages of this sealed book, by which the navigator 
may learn to reason for himself, instead of trusting entirely to 
rules which, when forgotten, leave him adrift on his beam ends. 

In the present chapter it is proposed to shew to what extent a 
single altitude of a heavenly body (say the sun) will reveal the 
whereabouts of a ship, the latitude being completely unknown, 
and how, when combined with certain non-astronomical data, it 
may be made to give her actual position. 

It is of course assumed that the correct Greenwich Time is 
obtainable by means of chronometers. 

We have already seen that a single altitude on the Meridian 
will give the Latitude with but trifling calculation; and that 
a single altitude on the Prime Vertical will give the Longitude, 
even though the latitude be but imperfectly known. It remains 
to shew more particularly why this is so, and also, by using the 
latitude by dead reckoning, what information is to be derived 
from a celestial body which occupies neither the one nor the 
other of these important positions. 

By way of the simplest illustration, imagine an ordinary flag- 
staff in a park, and let its base—from the ground to the height of 
the eye—be painted a different colour from the rest. Let our 
experimentalist lay off, in any direction from it, a distance of say 
100 yards, and having marked the spot by a stake, measure with 
the sextant the angular altitude of the flagstaff from its truck to 
the paint-stroke. 


The principle 
of a problem 
being under- 
stood, one is 
not dependent 
on memory 
for the rules. 


Illustration of 
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Suppose this to be 25°. Now let him go to any number of 
positions round about the flagstaff, approaching or receding from 
it, until in every case the same angle (25°) is obtained. At each 
such spot plant a stake. Connect these various points by some 
“small-stuff,” and if they are sufficiently close together, a circle 
will be formed, every part of which will be exactly the same 
distance from the flagstaff in its centre. It is evident that an 
observer getting an angle of 25° must be somewhere on this circle, 
which accordingly may be termed “a circle of equal altitude ;” 
since, if the angle be greater, he will be within it, and nearer to 
the flagstaff; whilst if the angle be less, he will be outside of it, 
and further from the flagstaff. 

Now, conceive a number of such circles to be described at 
various distances from the flagstaff’ Jf furnished with a set of 
tables giving the distance of each from the flagstaff, and its 
corresponding angle, the observer, on measuring such an angle at 
any point, will only know that he is somewhere on a circle, at a 
definite distance from the flagstaff. Thus, if the angle obtained 
were 8° 50’, reference to the tables would merely tell him that he 
was on a circle every point of which was 300 yards distant from 
the flagstaff; but if this latter and the circles were enclosed by a 
very high wall, which shut out from view all external objects, he 
could not possibly tell his position on that circle with regard to 
those external objects. He might just as likely be at the point 
marked C in the diagram as at A or Bb. If he wished to go to 
any particular place in the park outside the wall—say to the 
house at D, or to the fish-pond at #—he would not know in 
which direction to shape his course, or by which door to go out. 

Let it be supposed, however, that the surface of the ground 
round about the flagstaff varies very much in character—that in 
one direction it consists of clay, in another of shells, in another 
of sand, and so on; and that, in addition to his set of tables, the 
observer is provided with a plan of the park, shewing the flagstaff 
and this peculiarity of the ground in its vicinity. So aided, he 
would at once be able to tell by the angle which of the circles he 
belonged to, and by the nature of the grownd under his feet what 
particular part of it he was on, and, consequently, his position 
relative to the invisible objects outside the wall. 

Now this is pretty much what can be done on board ship by 
substituting the Sun for the truck of the flagstaff, the Horizon 
for the paint-stroke, the Lipitome and Nautical Almanac for the 
tables, a Chart for the plan of the park, and Soundings for the 
surface peculiarities of the ground. 


DIAGRAM ILLUSTRATING “CIRCLES OF EQUAL ALTITUDE.” 


TO FACE PAGE 488 
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Next come the various astronomical facts for which the fore- 
going simile is intended to pave the way. 

At any given instant of time the sun is vertically above—or, 
as itis termed, in the zenith of—some point on the earth’s surface, 
and its rays directly illumine that half of the globe nearest to it, 
the other half being in darkness, more or less complete, according 
to circumstances. ‘lo avoid complications, imagine for the time 
being the earth to be arrested in its motion, so that the sun 
remains steady over one particular spot. At this spot an observer 
with a sextant would find the true altitude of the sun’s centre to 
be 90°, and being therefore exactly overhead, upright objects 
would throw no shadow. On the other hand, if the observer 
were situated on any part of the Great Circle* separating the 
dark from the enlightened half of the globe, the sun would be on 
his horizon, and its altitude would be 0°. These represent the 
two extreme cases. We have more especially to deal with the 
first and intermediate ones. 

If the Latitude and Longitude of the sun were known,t the 
Latitude and Longitude of the spot over which it was vertical 
would also be known, and vice versd. Now, with the Nautical 
Almanac it is very easy to find the sun’s position in the heavens 
at any given moment, and if it were possible to drop a plumb-line 
from it to the earth’s surface, the latitude and longitude of the 
point of contact would correspond with that of the sun. 

If, however, an observer were so situated that, instead of 
getting 90° as the sun’s true altitude, he found it to be only 89°, 
his position would then be uncertain, since he would only be 
somewhere on the circumference of a “small circle,’ the centre of 
which would be the spot where the sun was vertical at the instant 
of observation. The radius of this circle would be equal to the 
sun's zenith distance, which, in the case just cited,is 1°. As the 
observer shifts his position away from the sun, its distance from 
his zenith will of course become greater, and his “ Circle of equal 
altitude” proportionately larger, thus rendering his whereabouts 
more and more uncertain. 

It will be seen, therefore, that, so far, the observer can only 


*This is sometimes called ‘‘ The Circle of Illumination ” ; also ‘‘The Terminator,” when 
the moon is referred to. 

+ These terms, as here applied, are not used in their celestial sense, since the longitude 
of a celestial object is measured on the ZLcliptic from the first point of Aries, and the 
latitude is measured from the Ecliptic towards its poles, These terms being utterly at 
variance with their ¢errestrial signification, where Jatitude is measured on a meridian and 
longitude on the Equator, are apt to cause much confusion, and should be abolished by 
common consent. Surely something better might be substituted. 
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be sure of his precise position when the sun happens to be exactly 
in his zenith; at other times it is indefinite,.and becomes more 
so the greater his distance from the sun. From a consideration 
of the foregoing, “a Circle of equal altitude” may also be desig- 
nated “a Circle of position.” 

To find the place on the chart over which the sun is vertical 
at a given Greenwich time, is very easy, when you know how. 
Since the earth revolves steadily on its axis, any place whose 
latitude happens to be the same as the declination of the sun at 
the instant of its meridian passage, must of necessity have the 
sun vertical at noon; and as Greenwich Apparent Time is equal 
to the sun’s hour angle—or, in other words, to its meridian dist- 
ance from Greenwich—the required longitude is found by simply 
turning the Greenwich Apparent Time into are by Table 18 of 
Raper. 

Briefly, therefore, the sun’s Heclnntien (corrected for the given 
Greenwich time) is equal to the latitude of the place; and the 
Greenwich Apparent Time is equal to the longitude in time, which 
is always to be reckoned towards the west, since the sun moves 
in that direction. 

To project this on the chart is easy enough 77 theory, but not 
so easy 7 practice. Suppose “a Circle of position ” is required 
to be drawn with the following data :— 


March 7th, 1880, at 1h. 11m. 3°8s., G.M.T., an observer, who was in com- 
plete ignorance of his position, found the sun’s true altitude to be 50°. To 
what extent would this enlighten him ? 


H. M. S. 
Greenwich Mean Time 1 11 3°8 
Corrected pele dap I 3 8 @’s Declination at apparent noon i 00 18 S. 
of Time .. Correction for ih., G.A.T. 58 
Greenwich apie ent 
Time tt 100.00 o=Long. 15° W. ©’s Corrected declination ate 4 59 208. 


Prick off a point in 4° 594’ South and 15° West (see Chartlet 
No.1). Uere the sun will be vertical at the Greenwich time 
specified. Subtract the observed true altitude (50°) from 90°, 
which will give 40° for the distance of the sun from the zenith 
of the observer. Take this amount in the dividers, and, with the 
above position as a centre, describe a circle. There will now be 
no difficulty in understanding that for all ships on this circle— 
no matter what part of it—the sun would have an altitude of 
50°. Each master would know that he was somewhere on this 
particular circle—neither inside nor outside it, but on it. Ex- 
cepting the certainty that his ship was not on the land portion of 
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it, this, however, is all he would know, unless aided in some way 
yet to be described ; and reference to the chartlet will show that 
the circle covers a goodly portion of the globe, leaving him plenty 
of room to guess. 

Place him, however, in the ordinary circumstances of the navi- 
gator, and give him his latitude by account. Then, by laying 
this off on the circle, he would get an approximate position ; but 
such knowledge is not always sufficient where the navigation is 
intricate ; nevertheless, poor as it is, 7¢ may sometimes be used to 
great advantage, as will be shown further on. 

The individual in the park determined his whereabouts on the 
circle by the character of the ground, and, similarly, it is often 
possible for the navigator to fix the ship’s position on it by the 
depth of water and character of the bottom. Bear this in mind, 
as it is important. ' 

Passing by other methods for the present, the reader’s atten- 
tion is ered to sundry striking points developed by the subject. 
On scrutinizing Chartlets Nos. 1 and 2 more closely, it will be 
seen that the so-called “ Circles of position” are not fairly entitled 
to the name—that, in fact, they are zrregular ovals, and not true 
circles. 

It will be remembered that it is stated in the chapter on Charts, 
that Mercator’s projection gives a distorted representation of the 
earth’s surface, and here we have another proof of it. Owing to 
the degrees of latitude being extravagantly drawn out as the 
Poles are approached, a true circle, when shewn correctly on a 
Mercator’s chart, is made to assume a somewhat elliptical form, 
having its longer axis in a north and south direction. ‘This 
feature makes the drawing of the circle in actual practice a mat- 
ter of some difficulty. The usual way of arriving at it is to 
calculate a number of longitudes from one sight, retaining in 
each case the same Polar distance and Altitude, but changing 
the Latitudes by suitable quantities, say 5° where the scale of 
the chart is small.* 

When a sufficient number of points have been thus determined, 
they can be pricked off on the chart, and connected by a free 


curve drawn with a pliable ruler, which will give the figure with 


* Asacheck against using an impossible latitude in the computation, it is as well to 
know that in the chronometer problem, the sum of the Polar distance, Latitude, and 
Altitude cannot exceed 180°. Should the addition shew an excess, it proves that the 
computer made choice of too high a latitude, and he must reduce it accordingly. When 
the sum is exactly equal to 180°, t¢ shews the polar limit of the latitude, as the body in such 
a case is on the meridian. 
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tolerable exactness, and when so drawn, it may be termed “a 
Curve of position,” or “Curve of equal altitude.” This, however, 
would be endless work, and totally unsuited to the wants of the 
sailor. Happily it is not required. 

When the sun passes nearly overhead, the Circle of position is 
small, and as the observer approaches the sun it becomes yet 
smaller; until finally, when he has it in the zenith, it vanishes 
in a point, and this point, as already stated, represents his posi- 
tion on the globe. Conversely, as the observer recedes from the 
sun, the circle becomes larger, and this brings us to a feature of 
the very highest importance. 

Chartlet No. 2 shews that when the circle is large, small por- 
tions of it (say an are of 30’ or 40’) may be treated as a straight 
line without deviating much from the truth ; and the larger the 
circle the nearer any part of its circumference approaches to this 
condition. This will be apparent by contrasting Chartlets Nos. 
1 and 2, which have straight lines drawn on four of their sides. 
We see that in Chartlet No. 2, where the circle is large, the 
straight line touching it coincides for a much greater distance 
with the circumference, and this would be even more marked if 
the circle in Vo. 1 were say half the size. It is very necessary 
to retain a good mental grip of this point, as it plays an im- 
portant part hereafter. 

Now, in actual practice, the navigator always knows his lati- 
tude within half a degree or so, and it is therefore quite un- 
necessary to draw the complete circle on the chart. He only 
requires to draw that portion of it which is included between a 
position say 20’ North, and another 20’ South of his latitude by 
D.R., and as explained above (when the circle is large), this in- 
cluded are may safely be considered as a straight line.* To this 
end he merely works his chronometer sight twice over ; the first 
time with a latitude 20’ in excess, and the second time with a 
latitude 20’ in defect of his position by account. The two re- 
sulting longitudes, with the latitude proper to each, he then pricks 
off on the chart, and connects them by a straight line, which is 
really an arc of the Circle of equal altitude. Unless the error of 
the latitude is greater than that assumed, the ship must be some- 
where on this “ Line of position,”+ which, for convenience, will 

* The straight line is spoken of mathematically either as a tangent, or as a chord, to the 
Hh before stated, the Greenwich Time is supposed to be accurately known, otherwise 
the line will be moved bodily to the eastward or westward, in proportion to the amount 


and direction of the error, 4s. being equal to 1’ of longitude. The latitude, however, is 
not in any way affected by an error in the Greenwich ‘Time. 


CHARTLET No. 2. 


Sunday, March 7th, 1880, at 5h. 11m. 1 2s. mean time at Greenwich, an observer in the 
Northern Hemisphere found the sun’s true altitude to be 33° 17/ 45”. 
ici Fee, 
Greenwich Mean Time Aig ee BW Pea 
Corrected Equation of Time ~/—-Jli 12 


aes yD ee 


Greenwich App. Time ; - 5 0 0-0= Longitude 75° W. 
Qe / ut 
©’s Declin. at Greenw. App. noon - 600 188, 
Correction for 5 hours Greenw. App. Time — 4 52 
@’scorrectedDeclin. . . 455 268. 


Therefore at the time specified the sun was vertical to a spot in Lat. 4° 55’ 26”S,, 
and Long. 75° W. 
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henceforth in these pages be termed a “Sumner line,” after the 
American seaman who first brought this useful problem promi- 
nently to the notice of the profession. 


Having got so far in the knowledge of his position, if some 


kind friend were but able to communicate the actwal latitude, it 
would be easy to prick it off on the “Sumner line,” and the ship’s 
place would at once be accurately established. 

This matter of the “Sumner line” leads to another point of 
immense value. If we take any portion of the circumference of 
the circle, and consider it as a straight line (Sumner line), a note- 
worthy fact stands revealed—the importance of which it is 
almost impossible to overrate—namely, that the bearing of the 
sun is invariably at right angles to this line. Conversely, a 
“Sumner line” lies at right angles to the bearing of the sun, so 
that if either be known the other can be found. 

Among other things, this explains why noon is the best time to 
obtain the latitude. For example, when the sun is on the Meridian 
it bears either north or south, and if the “Circle of position” be 
then drawn, that portion of the circumference at right angles to 
these bearings (when treated as a straight line) will run east and 
west, or, in other words, will constitute a parallel of latitude, upon 
which the observer must be situated (vide Chartlets). Again, 
when the sun is on the Prime Vertical, it bears either east or west, 
and is, accordingly, in the best position for determining the longi- 
tude, since an observer at such times will be on the “Sumner line” 
running due north and south, and, therefore, independent of his 
exact latitude. This is also shewn on the Chartlets. 

There is, however, a very wide difference in these two cases, 
which it may be as well to refer to. If the sun left a mark on 
the earth’s surface as it moved over it from east to west, the 
latitude of this mark would everywhere be the same,* and would 
be equal to the declination, and therefore, if the observer but 
knew his distance north or south of this line, he would know his 
latitude also. That is easily understood. 

Now, as the meridian altitude subtracted from 90° gives the 
distance from the sun, and, consequently, from the mark, the rest 
is the simplest kind of arithmetic. 

For example, let the sun’s declination at noon be 20°S., and 
the observer’s zenith 40° to the southward of the sun, then his 
latitude will be 20° S. plus 40° S., equal to 60° 8S. Or, suppose 


* This is a broad statement, as no account is taken of the constant change in the 
declination. 
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the observer’s zenith to be 40° north of the sun; then, as the sun 
is 20° south of the Equator, and the observer is 40° to the north 
of the sun, he must be 20° north of the Equator, which is his 
latitude. 

Now, to ascertain the longitude, we might calculate in the same 
way if we only had a second sun moving round us from north 
to south, but we have not, and so the matter needs to be treated 
in some other form. 

The latitude, as already seen, may be obtained by direct instru- 
mental measurement, being nothing more than the sun’s angular 
distance from the observer's parallel, plus or minus the sun’s dis- 
tance from the Equator. ‘This is done every day at noon, and the 
operation is to a large extent independent of a knowledge of the 
longitude. In ascertaining the latter, the distance of the sun is 
taken from the observer's Meridian ; but excepting in the one 
particular case, when the observer is on the Equator, and the 
declination is 0°, this is not susceptible of direct measurement. 
In this special case the sun describes a “ Great Circle” round the 
world, rising due east, and setting due west.* At such times the 
Meridian Distance is obtained directly, by merely subtracting 
the true altitude from 90°, and turning the remainder into time, 
which of course is the Hour Angle. At all other times the 
Meridian Distance is obtained by computing the spherical triangle, 
of which the arguments are the Polar Distance, Latitude, and 
Altitude, constituting the after-breakfast problem so familiar to 
all “South Spainers.” 

But we must get back to the “Sumner line,” as it possesses 
yet another property of very considerable convenience to the 
navigator. If the line on the chart be extended till it meets a 
point of land, 2¢ shews the bearing of that land, and although the 
exact distance will not be known, we have only to sail on this 
line till the place is arrived at. On this account the “Sumner 
line” is frequently termed a “ Line of bearing.” + 

When entering the English Channel in winter, this knowledge 
may be of great service. The course of homeward-bounders is 
generally a north-easterly one, so that the south-easterly bearing 
of the sun in the forenoon is well adapted to give such a direction 
to the line as will cause it to strike some part of the coast. 


* Vide foot-note, page 493. 

+ Seamen of the old school (when chronometers were more scarce than now), are familiar 
with the plan commonly adopted long before Sumner’s time, of running down their easting 
or westing on the parallel of the port bound to. This was nothing more than sailing on a 
12 o’clock ‘‘ Sumner line.” 
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When the “Sumner line” happens to pass rather wide of a 
place which would make a suitable landfall, the difficulty can be 
circumvented by ruling through the desired point a second line 
parallel to the first, and so shaping the course as to get on to this 
new line as quickly as possible. Just as though in a strange 
town you were directed to a shop some distance ahead on the 
opposite side of the street, your first move would naturally be to 
cross over, and then resume your walk in the same direction, 
knowing that you are bound to come to it in time, and only 
require to keep a good look-out till you do so. 

Instead of laying down a “Sumner line” by working a sight 
with two assumed latitudes, and pricking them off with their 
respective longitudes, half of the labour may be saved by recol- 
lecting that the “Sumner line” runs at right angles to the swn’s 
true bearing, therefore, if the sun’s bearing be known, it is easy 
to lay down the “Sumner line.” To do this, work the sight once 
only, using the latitude by account, and mark the resulting 
position on the chart. Open Burdwood or Davis, or turn to the 
ABC tables, and find the sun’s true bearing, employing for this 
purpose the hour-angle just found, and the same latitude and 
declination. Rule a line through the chart position at right 
angles to the sun’s true azimuth, and you have the “Sumner 
line” as before. 

Here a word of caution is necessary. When the sun’s altitude 
is very high, say 85°, the circle is small; and if even a trifling 
portion of the circumference be then taken, it will be found con- 
siderably curved, and the azimuth of the sun as measured from 
the two extremes of the are will appreciably differ; so that the 
“line of bearing” is not altogether so reliable as it would be if 
the altitude were lower, and the circle proportionately larger. 
However, as this problem is more likely to be used in winter 
than summer, such a case will scarcely arise in practice. Never- 
theless, it is well to bear it in mind. 

The practicability having already been pointed out, of fixing a 
ship’s position on the “Sumner line” by a cast of the lead, it 
remains to shew another mode of doing so by the bearing of a 
distant object. 

It is essential in this case that the sun should be either pretty 
much in the same or contrary direction to the object of which 
the bearing is taken. Should the sun bear either exactly over 
it or in the contrary direction, the “cut” will be a right-angled 
one; and in proportion to the difference of the bearing of the 
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sun and object, so will the angle of intersection of the two lines 
be more or less favourable. If, for example, the sun bears two 
points to the right or left of the object, the “cut” will have an 
angle of six points, which is very good, but the nearer it is to 
eight points the better. If the object be a long way off—say 40 
to 50 miles—it is necessary to take the bearing with great care. 
A method of doing this with the utmost accuracy will be given 
further on. An error of 1° at 50 miles would throw out the ship’s 
position nearly one mile. As the sun’s position can be laid down 
on the chart at any time, this method may be regarded as a mode 
of fixing the ship’s position by cross bearings; a shore object 
being used for one bearing, and the sun for the other. 

An example will now be given, accompanied by a chartlet, to 
demonstrate the many great advantages of the “Sumner line” in 
cases of critical navigation. Jt will prove the practicability of 
sailing in absolute safety, and without losing distance, round 
dangerous shoals, when neither the latitude nor longitude of the 
ship are more than approximately known. 

The observations here detailed were actually made by the 
author when commanding the Pacific Co.’s steamship alicia, 
but the date has been altered to suit the Nautical Almanac for 
the year in which this book first saw the light. The astronom- 
ical elements are given on page 737. 

On the morning of October 24th, 1881, the steamship Galicia, 
being bound to Monte Video, was steering N. 29° E. (true), 12 
knots per hour, the intention being to pass outside the French, 
Astrolabe, and English banks. 

At Th. 8m. A.M. App. Time at Ship, a cast of the lead was taken 
in 15 fathoms, sandy bottom, and the following observation was 
made to get a “Sumner line,” by which to keep clear of the 


shoals. 
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Accordingly, Latitude 35° 57’ S., and Longitude 55° 30’ W., 
were pricked off on the chart. Next, Burdwood was opened at 
page 65, and under declination 12°, and opposite 7h. 8m. A.T.S., 
the sun’s true bearing was found to be 90°, or East. Therefore, 
a North and South “Sumner line” was ruled through the ship’s 
position. 

Now, in accordance with what has already been stated, the ship 
must be somewhere on this line; and as it trended due North and 
South, owing to the sun being on the Prime Vertical, the exact 
longitude was a matter of certainty, and the soundings seemed to 
indicate that the latitude by D.R. was pretty correct. Looking 
at the line on the chart, it is evident, let the latitude be what it 
may, that if the ship were steered upon it, she would go clear of 
danger. This was done, and the ship’s course then became North 
(true). As a precaution the lead was kept going, to guard 
against a westerly set of the tide or current. 

About 10 A.M. high land was sighted a little on the starboard 
bow, and at 11 a.m, the Pan de Azucar (a mountain 1374 feet high) 
was recognised, bearing N. 30° E. (true). Its vertical sextant 
angle—measured on and off—was 0° 26’ 45”, eye 28 feet. Imme- 
diately an observation was made to get a second “ Sumner line,” 
as the sun was favourably situated for crossing it with the bearing 
of the mountain. A cast was also taken in 114 fathoms, mud. 


byt bib 
G.M.T. 2 26 16°6 P.M, same date. -@©- True Alt. 63° 6’ 
Corr. Equa. + 15 45°3 
EAST.) ee 425 21°90 
7s Ue 3 A i . 
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Remainder. . 25 33 __ ’ 
App. time at Ship . 11 00 1°9 
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This position was duly pricked off, and as Burdwood does not 
give the azimuth when the altitude exceeds 60°, recourse was 
had to Towson’s handy tables,* page 72, where, by a very few 
figures, the sun’s true bearing was determined to be N. 34° HK, A 
“Sumner line” at right angles to this (N. 56° W. true) being ruled 


* « Practical Information on the Deviation of the Compass, for the use of Masters and 
Mates of Iron Ships.” By J. T. Towson. The Tables referred to being confined to 263° 
of declin. are superseded by Lecky’s A B C Tables, now greatly extended and published 
separately. 
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through the chart position, was found to lead in safety round the 
north-eastern edge of the English Bank, and-strike the island 
of Flores. This course was steered with every confidence, and in 
three-quarters of an hour the lighthouse was made dead ahead. 
Meanwhile the “Sumner line” was cut by laying off on the chart 
the bearing of the “Pan de Azucar,” with the result that it 
gave a position agreeing exactly with the one by D.R., and 
further corroboration was found in the soundings, which tallied 
to a nicety. The distance of the mountain was calculated from 
the observed vertical angle, and found to be 244 miles. The 
measurement on the chart proved to be the same.* It was quite 
a triumph to find all these things in agreement. | 

Here we have as good an example as could well be selected, of 
the immense value of the “Sumner line” when making the land, 
or dodging round shoals. It is necessary to observe that the 
chronometers had been rated a few days before at Sandy Point, 
in the Straits of Magellan, so that the longitude of the “Sumner 
line” could be depended upon as correct, otherwise it would have 
been imprudent to skirt the banks so closely. In laying off 
“Sumner lines” on the chart, the navigator is strongly recom- 
mended to use Field’s Parallel Ruler, which will be found very 
handy for this and similar purposes. 

By way of practice, the reader can work out the following 
observations, which were made going up the Irish Channel :— 


Tuesday, June 8th, 1880, at 3h. 4m. p.m, thes.s. Britzsh Crown passed one 
mile S.E. of Tuskar lighthouse, and shaped a course up the George’s Channel 
N. 313° E., the speed over the bottom varying from 9 knots per hour against 
the ebb, to 144 knots with the flood. 

In every case the correct Greenwich Mean Time is referred to. The courses 
and bearings are by Lord Kelvin’s standard compass reduced to true. Eye 24 
feet. No index error. The exact position of the ship was ascertained from 
time to time by bearings of the land, and horizontal angles laid down with the 
Station Pointer. In two instances vertical sextant angles of Croghan Hill— 
measured on and off the arc—were taken as a check, and coincided beautifully 
with the other determinations. ‘The observations were made by the writer 
singlehanded, and the chronometer times taken by an officer. Had there been 
an assistant to permit of the observations being made simultaneously, of course 
it would have been easier, but the close agreement of the results shews what 
can be done by trying. The chart used was Admiralty Sheet No. 1825 B. 
The reader is recommended, before going into the calculations, to lay off the 


* The writer has brought out a small book (pocket size), entitled “The Danger Angle 
and Off-shore Distance Tables,” whereby a ship’s distance from the coast may be taken 


out by simple inspection. It can be procured from the publishers of this work, and other 
nautical booksellers. (Price 4s. 6d.). 
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ship’s position corresponding to the various times of observation. This is 
easily done by starting at one mile 8.E. of T'uskar, and ruling a light pencil 
line with Field’s Parallel Ruler in the direction of N. 314° E. true. Upon 
this lay off the ship’s position at 5h. 28m. 16s.—5h. 45m. 00s.—6h. 10m. 19s. 
—6h. 37m. 00s.—7h. 51m. 53s. and 8h. 15m. 8s. When working out the 
Sumner lines, use a latitude expressly in error some 10’, so that the perfect- 
tion of the method may be fully demonstrated. 

4h. 4m. 00s. P.M. Lucifer Shoals lightvessel abeam, distant about 4? miles. 

5h. 28m. 16s. © 25°57’. Slieve Boy N. 753° W. Position by bearings, &c., 
52° 33’ 7” N., and 5° 50’ 00” W. Position by “Sumner line” crossed with 
bearings of Slieve Boy 52° 33’ 00” N., and 5° 49’ 37” W. 

5h. 33m. 40s. © 25° 72. Croghan Hill N. 54° W. A 0° 43’ 50” = 23’ distant 
against 22} by bearings, &c., which latter gave position 52° 34’ 8” N. and 
5° 49°10” W. Position by “Sumner line” crossed with bearing of Croghan 
Hill 52° 34’ 5” N. and 5° 49’ 45” W. 

5h. 45m. 00s. South Arklow lightvessel bore N. 434° W., distant nearly 8’, 

6h. 10m. 19s. ©.19° 36’. Croghan Hill N. 723° W. A 0° 42’ 10” = 23%’, 
distant, agreeing exactly with following position by bearings, &c., 52° 40’ 50” 
N. and 5° 42° 30’ W. By “Sumner line” crossed with bearing of Croghan 
Hill 52° 40’ 55” N. and 5° 43’ 00” W. 

6h. 23m. 54s. ©.17° 344’. Croghan Hill N. 794° W. Observed horizontal 
angles as follows :—Mt. Leinster 18° 45’ Croghan Hill 45° 34’ Great Sugar 
Loaf. Which gave position 52° 43’ 20” N. and 5° 40’ 00” W., against 
52° 43’ 12” N. and 5° 38’ 30” W., by “Sumner line” cut by Croghan Hill. 

6h. 37m. 00s. Wicklow Head lighthouse bore N. 484° W. 

Th. 51m. 58s. ©_5° 30’. Summit of Bardsey Island, in the opposzte direction 
to the sun, bore S. 544° E., distant about 273 miles. The sextant angle between 
Croghan Hill and the sun’s nearest limb was 53° 57’. Position 53° 1’ 50” N. 
and 5° 23’ 00” W., against 53° 2’ 5” N. and 5° 23’ 40” W., by “Sumner line” 
cut by Bardsey. In this case the bearing of Croghan Hill was found by first 
getting out the sun’s azimuth from Burdwood, and then applying to it the 
horizontal angle measured between it and Croghan Hill. The method of 
doing this will be given in another chapter. 

8h. 15m. 8s. The final position of the ship was 58° 6’ 40” N. and 5° 18’ 50” 
W. The horizontal angle between the Great Sugar Loaf and the sun’s nearest 
limb was 30° 45’, the sun having an altitude of about 2° 45’. At the same 
time, nearly, the horizontal angle between Holyhead Mountain and the summit 
of Bardsey was 74° 40’. 


It must be clearly understood that the distinctive feature of 
Sumner’s process is that a single altitude taken at any time is 
made available for determining a line on the chart on some part 
of which line the ship is situated. The discovery of this fact by 
Captain Thos. H. Sumner appears to have been accidental, and is 
thus recorded in his book published in Boston in 1843 :— 


‘*Having sailed from Charleston, 8.C., 25th November, 1837, bound for Greenock, 
a series of heavy gales from the westward promised a quick passage. After passing the 
Azores, the wind prevailed from the southward, with thick weather ; after passing longi- 
tude 21° W., no observation was had until near the land, but soundings were had not 
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far, as was supposed, from the edge of the bank. The weather was now more boisterous, 
and very thick, and the wind still southerly. i 

Arriving about midnight, 17th December, within 40’, by dead reckoning, of Tuskar 
light, the wind hauled §8.E. (true), making the Irish Coast a lee shore. The ship was 
then kept close to the wind, and several tacks made to preserve her position as nearly as 
possible until daylight, when, nothing being in sight, she was kept on E.N. 1. under short. 
sail, with heavy gales. At about 10 A.M. an altitude of the sun was observed, and 
chronometer time noted ; but having run so far without any observation, it was evident 
that the latitude by dead reckoning was liable to error and could not be entirely relied 
upon.” 

However, the longitude by chronometer was determined, using the uncertain D.R. 
latitude, and the ship’s position fixed in accordance. A second latitude was then 
assumed 10’ to the north of the last, and working with this latitude a second position of 
the ship was obtained ; and again a third position by means of a third latitude still 10’ 
further north. 

On pricking off these three positions on the chart it was discovered that the three points 
were all disposed in a straight line lying E.N.E. and W.S. W., and that when this line was 
produced in the first-named direction, it also passed through the Smalls light. The 
conclusion arrived at was “that the observed altitude must have happened at all three 
points, at the Smalls light, and at the ship at the same instant of time.” The deduction 
followed that, though the absolute position of the ship was doubtful, yet the true bear- 
ing of the Smalls light was certain, provided the chronometer was correct. The ship 
was therefore kept on her course, E.N.E., and in less than an hour the Smalls light 
was made bearing E. by N. 3 N. and close aboard. ‘The latitude by D.R. turned out to 
be 8 in error. 


It will be observed that it did not then occur to Sumner to 
cross his line of position with a second one, and so get a definite 
“Fix.” (See next chapter.) Perhaps the sun did not give him 
the opportunity. 

This appears to have been the first recorded application of the 
principle, and to have furnished the foundation of the system 
which Sumner worked out and published half a dozen years 
later. In the first year of publication of his book an order was 
given to supply it to every ship in the United States Navy. 
The Bureau of Navigation at Washington adopted the same 
course in respect of “Wrinkles in Practical Navigation,” an 
example followed later on by our own Admiralty. 


CHAPTER XII. 
“DOUBLE ALTITUDES.” 


_ That very distinguished authority, Lord Kelvin, in alluding to 
Sumner’s method of “ Double Altitudes,” is credited with having 
said in the course of a lecture at Glasgow, “that it would be the 
greatest blessing to navigators, both young and old, if every 
other method of ordinary navigation could be swept away.” 
When one considers that the “Double Altitude” problem—not 
Ivory’s, or Riddle’s, or the method by natural sines, but the 
“Double Altitude” problem as now practised—gives the Lati- 
tude, Longitude, and Azimuth, all at one working, the learned 
Professor’s remark seems more than justified, 

The chief virtue of this powerful problem consists in utilizing 
observations taken almost at any hour of the day, so that one is 
rendered gloriously independent of the 9 o’clock sight, and the 
time-honoured Meridian Altitude. Of all others, therefore, this 
is the problem to which the navigator should devote his most 
serious attention. 

In the last chapter it is shewn how a single altitude of the 
sun gives a “Circle or Curve of position,’ upon some part of 
which the observer must be. If, then, after an interval, during 
which the sun has travelled sufficiently to the westward, another 
altitude be taken, a second “ Circle of position ” will be obtained, 
upon some part of which the observer must likewise be. Now, 
since he is somewhere on both of the circles, he must of necessity 
be at their point of intersection, which is the only place that can 
satisfy the twofold condition. It is true that the circles intersect 
each other at two points, but these are generally wide apart— 
perhaps in opposite hemispheres—and surely the observer knows 
his whereabouts within a handful of degrees. It will be evident, 
therefore, that the “ Double Altitude”* problem is nothing more 


* Raper finds fault with this term, and suggests ‘‘Combined Altitudes.” He is right, 
but its meaning is so thoroughly established among the seafaring community, that any 
attempt to change it would be questionable wisdom. 
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than the operation detailed in the last chapter, repeated after a 
suitable interval. Chartlet No. 3 illustrates this. The circles in 
it are those which have already been separately given. They 
are now ‘combined, to exemplify the method, and the data 
belonging to each presented to the reader in a complete form. 


Marcu 7TH, 1880. 


About 11 a.m. Apparent Time at Ship, an observer in the Northern hema- 
sphere found the sun’s true altitude to be 50°, when a chronometer shewed 
lh. 11m. 3°8s. of G.M.T. 

After an interval of four hours, the same observer, at 5h. 11m. 1°2s, of 
G.M.T., found the sun’s true altitude to be 33° 17’ 45”. Required his 
Latitude and Longitude ; also the sun’s true azimuth at each observation. 


Reference to the chartlet will shew that the cireles intersect 
in Latitude 32° 23’ N., and Longitude 30° W. The sun’s azimuth 
at the first observation was 8. 232° E. and 8. 574° W. at the last 
one. The “Sumner lines” are at right angles to these bearings, 
and of course cut each other at the same point that the circles 
do. Considering them as “ Lines of bearing,” if the ship were 
sailed on the first “Sumner line,” she would fetch Vigo in one 
direction, or the West India Islands in the other. If she were 
sailed on the second “Sumner line,” she would fetch either Sierra 
Leone or Baffin’s Bay. 

This method may be considered as a means of determining the 
ship’s place by astronomical cross-bearings ; the first bearing of 
the sun being taken when convenient, and its position at that 
moment laid down on the chart; and the second, or cross-bearing, 
after an interval sufficient to allow the requisite change in the 
sun’s position. In the example before us, the bearings cross at 
an angle of 814°, which, being nearly a right angle, gives a very 
favourable “cut.” 

In practice, the ship is very seldom stationary between the 
observations, and if it be required (as is customary) to know her 
position at the last one, the first circle must be moved bodily to 
the same distance and in the same direction as the ship has sailed 
in the interval. When dealing with the “Sumner lines,” the 
same rule of course holds good : the first one must be transferred 
parallel with itself, according to the course and distance made 
good between sights. Zhen its point of intersection with the 
second “Sumner line” will be the ship’s place as required. 

In sea-going practice, to find the latitude and longitude by this 
method, take two altitudes of the sun, with such an interval 
between them as will give a difference of bearing of at least 


CHARTLET N° 3. 
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three points, but the nearer to eight points the better—same rule 
in fact as in taking cross-bearings of the land, where the place of 
the ship is most distinctly marked when the pencil lines have a 
good square crossing. Work the altitudes separately, using the 
Latitude by Account and Polar Distance proper to each, and find 
the respective azimuths by the A B C or other tables. Through 
each resulting position on the chart, rule a “Sumner line” differ- 
ing 90° in direction from the sun’s true bearing. Take any point 
in the Ist line, and from it draw a 3rd, to represent the ship’s 
run between the observations. Through the end of this 3rd line 
draw a 4th. parallel to the Ist, and the point at which it cuts the 
2nd Sumner line is the place of the ship. 

To prevent confusion, it is better not to draw the 2nd “Sum- 
ner line” till the 1st one has been projected for the run of the 
ship: there need then be but one point of intersection, as in the 
figure. It might serve to make this transference of the Ist 
“Sumner line” better understood, if we were to imagine it 
something the ship could carry with her, and drop at the correct 


‘ee 


the interval. 


Place of ship at last obs. 


fe Shin’s run in 


1st ‘Sumner line” 


Ist ‘‘ Sumner line.” 
angle, at the instant of making the observation which was to 
cross it with the 2nd “Sumner line.” 

Now, it is not always convenient to draw “Sumner lines” on 
a chart. Moreover, to define the “cut” clearly and accurately, 
it is necessary to use a well-sharpened pencil, to have a chart on 
a fairly large scale, and that the difference in the sun’s bearing 
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be not less than three points,—the two latter of which conditions 
are unfortunately not always obtainable. Again, if “Double 
altitudes” be practised daily—as most assuredly they ought to 
be—constantly plotting the “Sumner lines” would soon dis- 
figure the chart. It may be graphic, but it is also clumsy.* 

To avoid all this, and ensure the greatest accuracy the method 
is capable of, it is advisable to do the whole thing by calculation 
from first to last. Calculation is better than any construction, 
inasmuch as it is absolutely accurate af the data are accurate. 
But the “Double altitude” problem, when worked out in full, 
according to Swmner, is a formidable affair, and the rules at the 
finish are so complicated as to scare most ordinary seafaring men. 

The easier method introduced by Mr. A. C. Johnson, M.A,, 
when Naval Instructor on board Her Majesty’s training ship 
Britannia, is therefore a most welcome improvement.t It is 
short, easily understood, and accurate, and there is little in the 
whole calculation with which the navigator is not already 
familiar. Let us now contrast the two methods, and the reader 
can judge for himself which gives most value for an equal 
number of figures. The example, of which the figures are here 
given, is the one already presented graphically to the reader in 
chartlets 1, 2, and 38. 


* This drawback is recognised by most people who have tried, and among them may be 
included a certain Mr. Peake, a Civil Engineer by profession, and presumably a yachts- 
man. This gentleman has produced a chart which does away with some of the objections 
mentioned. It is graduated (in Longitude only) on a scale of half an inch to a 1’, which 
is ample for the purpose. Separate scales of Latitude for each degree between 5° and 60° 
are provided in a'small box at a cost of 5s. These being movable render dividers unneces- 
sary, and enable positions to be laid off with rapidity and accuracy. The chart is avail- 


' able within 60° North or South of the Equator, and is sold by J. D. Potter, 31, Poultry, 


London ; price 1s, 6d. This arrangement has its advantages no doubt, but if the graphic 
method be resorted to, the writer would infinitely prefer the chart actually in use, so as 
to see the trend of the ‘‘ position lines” in relation to the land, as Sumner himself did. If 
the graphic method has any ‘pull’ at all, this is where it gets it. 

What could be better for the purpose than the Admiralty Sheet, No. 2049, Kinsale to 
Wexford, scale 34-inch to the mile ; or Bristol Channel, No. 1179, on same scale ? 

+ On finding the Latitude and Longitude in Cloudy Weather.” London: J. D. 
Potter, 31, Poultry. 


505 


“DOUBLE ALTITUDES,’—ROSSER’S ARRANGEMENT. 


“IOQUIOUIOI 04 orn [CUOIIPpe UR OSTY PU YIOM OLOT WAAO ST O10} ‘SMONAIOSGO OTT} T99A\Joq WoTIsod Joy pasuvyo sey drys oy} Woy A\—"TLON 


“M 00 0S ° ‘“opnzsuoT oniy "NAGS se °C OpnyVy ony 
— ‘Ma fo Ie ‘* ° (») opnyduoyT —— "N00 28 ° ° ° ° ° *° Opnqiqey 10sso7y 
Trlr. “HAO «I *° ° * WOLZDeL1I0H 7106. ‘soy ‘doig * °° * * * * * 'N $3 O+° * * UWoTqeLI0D 
eszz. SSC BOTY “OIG LP wT (0) So0g)  - HOrYl “COL es eee eee or 0 °* * * = (q)stos 
0998 000g). :207 dolg (ee eS ee Le eke Leet 
2288-6 ZZ88-6 (“Wl0d “1v) - “sory ‘do Na Pte pee nee ee ee oY, 
os Fe i eae pe es a | 
M LF oL * (9) “MA ACES ee eA) TFL la ee iG: 
“MA fsI 62 °° (0) opnyisu07T "M Het og * * (p) epngrsu0T . "M Sh 66 (9) OpnztsuoT—UOIqBa19sqo Pus 
"M 400 1S * * () opnztsuoT "M HSL 66°‘ (0) epnyisuoy "M £00 «1S (2) OpngLsuoT—uo1zBVasasqo 48] 
"N OF 038 OPNIFOT GLA "COF ') 'N o28 OPNYzFVT UTA 
"MASI 0S ° ° (p) ‘Buoy "M ASI 66 °° C(0) “BUOT "M&F 66 ° *° (9) °Su0T "M 400 o18 *° = ‘*(%) ‘Buo07y 
=$¢ 00 3 =F9 99 I =29 $o) 1 =Z FP BG OUI, Ul ‘sUuOT 
O00 29 sean 6 QO). OS ~ Siete. Sr et ee OO 9 ee ete ee ome SOO R00 ais Canam dm LRNV 
Lam Ol Cte) eae : Sag yet Sah GA Gee ep ec a “tea OS . Qh Se ae Be. ete he ope alot et cet enn dan’) [eee 12) 
‘Ss ‘WH ————4 A eet ye a 
4990" Oa” Se NOT 2 vy 3 Se Aeys| 
ESRD 42 ‘NW ‘H eee *s ‘Ww “H SIE TES 
60 LF ¥6r S88 6% OF *6Z 88 
— 9% 08 AGP 88 #9 08 A6% 88 
SOTOT-6 ~ GSS8T.8 ——— SSOLT.6 —_—— Z918Z-8 eee 
¥sq O9T ———— ¥6g LL1 —_—— ¥sI 091 oes ¥6q YLT 
61998-6 ——— $Z16L-6 —_—— £8Z98-6 —_——— LOF6L-6 sa 
G00Z2-6 ELI 88 6811-8 00 09 I8FE3-6 £LL 8 ZLOZF-8 00 09 
SLFLO-0 OF 28 8LFL0-0 OF 28 89110-0 00 28 8°10-0 00 28 
191.00-0 ASD 6 S9100-0 X69 oF6 T9100-0 AGS .F6 C9100-0 169 .F6 
(p) (9) (q) (0) 
000 ¢@¢ * * * ouny, ‘ddy yqorusery pug O-o°0g te: etary, ‘ddy qoraucsry 4sT 
5.1 Il — * ° oUlly, Jo uo4enbyY poqyol1109 8g II — ° *° OW, Jo uoyenby poye110g 
FLT eS ‘4IV ony, -@- Glo Le g ee, ae” OuILy, UuBvoyl TOM Uva ty °0 009 VV Out], -@)- See Le IT We aes oulLy, uBol TPIMUueeLyH 
‘Ss “W ‘H al aa | ‘ 


“NE GT 038 ‘opngyr'y powmnssy 
(LNAWAONVUUAVY SUASSOW—.ACALILIV ATAN0d, V ONILVTNOTVO dO ATIALS SUANWOS 


506 


“DOUBLE ALTITUDES,’—JOHNSON’S METHCD. 


-~ 


‘syqnumize oy} JNOYJIM JoqunuU 944 
g[qnop Ajiveu JO f poo Sfouung Aq Ogg ynoqe ysuTESe ‘SYJNUIze suns OY} SUIpNpoUT ‘samSy OgzZ ynoqv savy OA O1O;[— “ALON 


OF-¢ TBS "QS0A\ 00 0 * * * opnglduoy oniy, 
« pug a AD =¥.8 X 91.0 — “A Flg “GS Sulveg © 
“SUO'T 9£T 10} WOL}001109 372 = F..8 X G%,Z— “H .FB S BULLET @ 


‘C2 PGB L 


126 ue a * > ORION 
“MTZS 08 * °° * epnysuory 487 


AVON 8% 8 ° ~ * OpnzizUy oniy, 


Sg. hs” ae ae Oe TOF) 
NYl~ 28.) SP ev 


9ST 
OST 
ee eee ;) G13 

“YBTT 10} W01390.1109 F.8) ¢.9z (Fg 


epnyisuoy 4s 
¥9 + ° * * * wWorQa0L109 MA E23 08 oepngylsuo’y 48] 


“A EES 63 * °° OpnyzLsuorTy pugs 


=66 LT 3% OU UL su0T 


989M 00 0g ° ° Opngtsuoy onary, "aM Eeg¢ 63 opnqsuory pug 
= 69 [T ° ° ‘QUILL, Ul ‘suoT 00-00% Ske Sy 


Ben se ae A, 
“mM fs ‘S = 9 


EB ek bead Uf Raabe Mi > pe 
9g °° 8 OEY ie 37 OF S.L'V 
@ °* \Sanoy 10 ‘SEV a 1 S=66 IT IT ‘ * Yanoyq 
H : ‘Ss ‘W *H 
¥9q OF 18 88 
1 .08 8 88 
VFGIZ-8 
oe $83 O9T TISaaR? YOL LLT 
69898.6 Sa 9ZS6L-6 <a 
B9623.-6 ELT $8 91Z88-8 00 09g 
11¢610-0 ST 6& L1610-0 9 
eer (9100-0 fog 6 2100-0 169 #6 
000 ¢ ° * eur, ddy yorausery pug te 
———— 00 0 TL °* * oun ‘ddy qorausery 4st 
aL Il — ‘ OWI Jo uonenby poye110g a 
ELT $8 epnqwaTy emiL-©- ZI Il 9 ° ° ° OLY uBvoTY YOIMUeoID 8-§ IL — ° OUT Jo uolywnbyY peze1109 
fats. Wed) bea | 00 99 epnqynty oniy-O- 88 IT T * * * oUNy, uvoyy YopAUeoIp 


/ ° / 


pore 
‘N ST .38 ‘opngziye'y pounssy 
‘GOHLHN SNOSNHOfC DO V AD GHLVINOTVO «HAOLILTY wIanod, WNVS 


DOUBLE ALTITUDES,—JOHNSON’S METHOD. 507 


THE FOLLOWING IS THE RULE FoR THIS MrTrHOD.* 


I. Let two chronometer observations be taken at an interval of 
about an hour and a half, or two hours, if possible, provided 
that the sun’s bearing has changed not less than a point and a 
half, or two points,} and let the first be worked out with the lat., 
D.R, at the time of observation. 

II. Let the lat., D.R., and longitude thus obtained, be’ corrected 
for the run of the ship in the interval between the observations, 
and let the second observation be worked with this corrected 
latitude. Name these longitudes (1) and (2), and take their 
difference. 

III. The bearing of the sun at each observation is to be taken 
from an Azimuth Table. In every case they are to be considered 
as less than 90°: so that when the Tabular bearings exceed 90", 
we must subtract them from 180°, and reckon them from the 
opposite point of the compass; thus N. 1224° W. would be 8. 
574° W., and so on. 

IV. Enter Table C. (pages 446-451), with the latitude and 
bearings, and take from it two numbers (a) and (0), of which 
take the difference or sum, according as the bearings are in the 
same or different quarters of the compass. The difference between 
the longitudes (1) and (2), divided by this difference or sum, gives 
the correction for the second latitude; and (a) and (b), multiplied 
by this correction for latitude, give the corrections for the two 
longitudes. 


V. To apply the corrections for the longitude. 


When the observations are| When the observations are in 
in the same quarter of the| different quarters of the compass, 
compass, allow the correc-| correct the Easterly longitude 
tions both to the East, or both | towards the West,and the Westerly 
to the West, longitude towards the East, 


in such a manner as to make the two longitudes agree. If they 
do not agree, they show that the corrections have been wrongly 


* Inserted with Mr. Johnson’s permission. 

+ In conformity with his recommendation near bottom of page 466, the writer would 
prefer to completely ignore the question of the time which should be allowed to elapse 
between sights, and let rule I. read as follows :—Subject to restrictions presently to be 
specified, let two chronometer observations be taken with an interval depending upon 
sun’s change of bearing : this should not be less than two points. 

The method depends, not upon an interval of time as such, but upon a difference of 
bearing. No matter how great the interval, if there is insufficient difference of bearing, 
the method falls to the ground. 
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applied; and herein, as Mr. Johnson says, we have a valuable 
safeguard against error, peculiar to this method only. | 


VI. To apply the correction for the latitude. 

Under the sun’s bearing at the time of observation write the 
opposite bearing, and suppose the letters to be connected diagon- 
ally; then that connected with the name of the correction for 
longitude will be the name of the correction for the latitude. 
Thus, if the correction for the longitude were 6}' W., and the 
sun’s bearing 8. 573° W., 


We should write down S. W. 


/ 
and under it N. E. 


Then, as the letter which stands diagonally opposite to W. (the 
name of the correction for the longitude) is N., the correction for 
the latitude has to be allowed towards the North: and so on in 
other cases. 

A consideration of the direction in which the “Sumner lines” 
trend, will give the reason for Rule VI. The reader can also 
refer back to those in Chartlet No. 3, and to the explanation on 


“page 479, et sequitur. 


An example from actual observation on board ship is given on 
the following page, to shew the complete working of the method 
advocated. 

In 1866, W. H. Rosser brought out an admirable method of 
treating ‘Double Altitudes’ by Logarithmic Tabular Differences,* 
which, he explains in the preface, is derived from a work by 
Captain Louis Pagel, of the French Imperial Navy, published in 
1847. 

Rosser’s and Johnson’s are precisely the same in principle, as, 
indeed, are all “ Double Chronometer ” methods; but the details 
of the process are somewhat dissimilar; many people, however, 
would on close examination consider this dissimilarity to be more 
apparent than real. It is very much a case of “A rose by any 
other name would smell as sweet.’ Nevertheless, there 7s a dis- 
similarity—quite enough to swear by. 

In both methods there is one all-important factor, namely, the 
error caused in the Longitude by an error of 1’ in the Latitude. 
Johnson’s factors are expressed in minutes of arc, whilst Rosser’s 
are expressed in seconds of tueme. Of course these are convertible 
terms. Johnson’s factors are taken out direct from Table C. 


* The shortest method of finding the Latitude, Longitude, and Azimuth. London, 
James Imray and Son. 
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(merely his own Table I. extended): Rosser’s factors are derived 
from a manipulation of the Log. Tab. Diffs. taken out con- 
currently with the logs. themselves. (See Raper, p. 221, 19th 
Ed.). Their respective values are in each case the same. 

For ship’s run between sights, Johnson corrects the Ist Longi- 
tude by applying the difference of longitude am arc. Rosser 
corrects the Ist Apparent Time at Ship by applying the difference 
of Longitude in time. 

Johnson divides the difference between the Ist and 2nd Longi- 
tudes by the sum or difference of the factors, and the quotient is 
the error in the Latitude. Rosser divides the difference between 
the true and computed intervals by the sum or difference of the 
factors, and the quotient is the error in the Latitude. 

To find the Longitude, Johnson corrects the D.R. Longitude, 
whilst Rosser corrects the D.R. Apparent Time at Ship. 

At first glance it might appear that Johnson had no end of 
advantage in taking out his factors by inspection, but to enable 
him to do so he must first ascertain the Azimuth, and this to 
some small extent balances the extra work of taking out and 
manipulating the Log. Tab. Diffs. 

The main distinction between these two excellent methods is 
that, throughout the work, Rosser sticks to Time, whilst Johnson 
sticks to Are. 

Although Rosser’s is very first-rate, and can be safely recom- 
mended, Johnson’s—as a simpler and more popular version of 
the problem—has undoubtedly cut it out. Its greater brevity, 
freedom from even the suspicion of algebra—a regular bugbear 
to the most of sailors—and fewer rules to remember, are all 
good points to score. The writer used Rosser’s method almost 
daily for a number of years—it was quite an enjoyment—but 
eventually abandoned it in favour of Johnson’s. Mr. Johnson 
claims to have been first in the field (1864), but that is a little 
matter that, if worth while, can amicably be settled between 
themselves “over the walnuts and the wine.” 

Lord Kelvin, much impressed with the value of Sumner’s 
method in his own nautical experience, which is not inconsider- 
able, went to the trouble and expense of publishing a set of 
tables to facilitate the working, but they do not seem to find 
general favour, and Johnson’s method—taken all round—is hard 
to beat. The A BC Tables make it impregnable. 

In actual practice, the first half of the “Double Altitude” 
observation is worked out as snon as possible; and it is well to 
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take the second altitude when the bearing has changed about 
two points, in case a more desirable one should not be obtained 
later on. It can be kept asa “stand by,” and need not be worked 
out if a better turn up. 

As the sun’s bearing usually changes more rapidly in high 
latitudes than in very low ones, the interval between the observ- 
ations may at such times be correspondingly smaller. This fits 
in admirably with the sailor’s requirements, as it is generally in 
high latitudes that he happens most to need the aid of this 
problem. 

There are, however, many exceptions which should not be over- 
looked. The rapidity of azimuthal change depends upon the 
observer's position with respect to the sun: this can best be seen 
by an overhaul of Burdwood’s and Davis’s Tables. Sometimes 
the change is sufficient with a comparatively short interval, and 
at others the interval is so long as to render a ‘double altitude’ 
practically impossible. This latter will happen when latitude 
and declination nearly coincide; but even then, if he watches his 
chances, the wide-awake man may get sights on different sides 
of the meridian which will give a splendid cut with a short 
interval. | 

For example, in lat. 10° N., and with declin. 0°, it may happen 
that owing to a tropical rain-squall, or general cloudiness, the 
meridian altitude is lost, and “ex-meridians” not to be had with 
a sufficiently small hour-angle; But at 40m. before noon the sun 
will bear S.E., and at 40m. past noon it will bear S.W. 

Here we have an interval of only one hour and twenty minutes 
with a change in bearing of 90°. Now if the weather permitted 
sights to be obtained at these times, the Navigator would have 
good reason to rejoice. The altitude (76°) is not too high, and 
the ‘cut’ is perfection. 

In this instance it would be next to an impossibility to get a 
workable double altitude with both sights on the same side of 
the meridian. Reference to Davis will shew that the change of 
bearing is much too small with any interval between sunrise and, 
say, 10 a.M., and between, say, 2 P.M. and sunset. 

Cases such as the one here described are not imaginary; they 
have a bond fide existence; are easily found at the proper time, 
and as easily utilised by those who understand their value. 
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The writer has frequently worked double altitudes by Johnson’s 
method, with a difference of bearing of rather less than a point, 
and found them come out with wonderful accuracy. If in such 
cases the “Sumner lines” were drawn on the chart, they would 
be found to run together, and their intersection would be very 
ill defined indeed. Therefore it is that in many instances calcula- 
tion is preferable to laying down the lines, &ec., on the chart, 
which latter operation is technically styled “ plotting ” the work. 

It is not, however, advisable for the inexperienced to take 
liberties of this kind. The results may turn out very badly, and 
then the method would be unjustly blamed. 

We have now arrived at a stage in this problem when it will 
be convenient to explain why the first and last pages of Table C 
are coloured red. First, let it be understood that the colouring 
is only to be taken into account in connection with ‘Double’ and 
‘Simultaneous Altitudes.’ When, for example, Table C is used 
as an Azimuth Table, it is devoid of signification. 

Red is generally associated with danger. It is so used on a 
railway, on powder hulks, during target practice, a revolution, 
and on most other occasions when there is mischief in the wind. 
Well, when the Azimuths of a Double Altitude are either very 
small or very large, the red flag is hoisted. In the first of these 
two events it is to be taken as absolutely prohibitory, and in the 
second as enjoining caution: green perhaps would have been 
better for the last page. 

To economise labour in printing, the whole of each page is 
coloured, but the prohibition in the one case, and the caution in 
the other, are only intended to apply severely to the first and 
last 10° of Azimuth. 

Just here we will make a little deviation to clear up an am- 
biguity. In this and other books on the same topic, one con- 
stantly meets with the phrase “near the meridian,” but being 
capable of a two-fold interpretation it is apt to breed confusion. 
To put the reader on his guard, therefore, it will be no harm to 
remind him that a celestial object can be near the meridian in 
point of Tyme or Hour-Angle, and yet be far from it in Azimuth 
(see page 466). The converse of this can happen, so when one 
comes across the expression, it is well to consider in what sense 
it is used. 

Extreme cases serve best for illustration, so let us take one. 
Latitude of observer = 50°. Polaris bearing N. 2° E. That is 
surely near enough to the meridian, but only in point of Azi- 
muth, for in point of Time it is then six hours from the meridian. 
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Take another case. Latitude 20°N., Declin. 20° N. Time from 
noon, 5 min. This also is surely near enough to the meridian, 
but only in point of Time, for in Azimuth it is 90° from the 
meridian, or on the Prime Vertical. This matter being settled, 
we will return to ‘Double Altitudes.’ 

By now the reader must be familiar with the precept that 
observations for Latitude are better in proportion to the small- 
ness of their Azimuth, and that observations for Longitude or 
Time are better in proportion to the largeness of their Azimuth. 
Those for Latitude are at their best when the Azimuth is 0°, and 
those for Longitude when the Azimuth is 90°. ‘Double Altitudes’ 
are a combination designed to give both Latitude and Longitude, 
and, being a sort of compromise, it will be advisable to avoid 
either extreme of the gamut. ‘The mere fact of combination 
does not necessarily free them from the drawbacks to which they 
would be subject if acting singly and independently. 

Let us take an altitude with a small Azimuth and see what 
happens, Turn to Table ©, Lat. 60°, and Az, 4°. In this case the 
error in the hour-angle arising from the trifling error of 1' in the 
Latitude is so great, and varies so rapidly, that no dependence 
could be placed in results obtained from such fluctwating con- 
ditions, and especially will this be so in high Latitudes. 

Perhaps this would be plainer if put in another way.—It must 
be apparent that the position depends entirely upon the correct- 
ness of the values furnished by Table C, whether expressed in 
arc or time does not signify. If these are wrong, the whole 
panjandrum goes wrong. Now, to take out these quantities with 
sufficient correctness, the Azimuth—when small—must be accu- 
rately known; even half a degree will cause an immense jump in 
the value of the quantity, but unfortunately the Azimuth itself 
is derived from the D.R. App. Time at Ship, and this may be 
seriously in error. Therefore, unless by a fluke the Latitude 
worked with should happen to be correct, the tabular quantities 
will be wrong and must give a wrong result. 

On the other hand, the most casual inspection of Table C will 
shew that, with azimuths larger than 12° or 15°, the values alter 


Compromises 
are common. 


Action and 
re-action. 


comparatively slowly; consequently, approximate working data — 


will give the azimuth sufficiently near the truth, and this in turn 
will give sufficiently correct values from Table C. These 
elements act and re-act upon each other. But even in this last 
event, should the ascertained Latitude differ widely from the 
Latitude worked with—say 20’ or so—it would be prudent to 
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repeat the calculation, using, of course, the amended Latitude. 
To do so would not be such a very big job, as fully half of the 
original work would still hold good. 

In practice, however, the navigator must take what he gets 
and be thankful. He cannot always control the phenomena of 
nature, but, like a good general with certain forces at his dis- 
posal, he should know how best to turn them to account. There- 
fore, when it happens that one observation has a small azimuth, 
and the other a large one, it would be better to put ‘Double 
Altitudes’ on one side, and look for some other means of finding 
the ship’s position. It at once suggests itself that the sight near 
the Prime Vertical will give the correct Time, even though the 
D.R. Latitude be considerably in error; and with this correct 
time it is easy to find the correct Latitude from the other sight 
by treating it as an Hu-Meridran. 

If there be any doubt, repeat the work with the amended 
Latitude, and, if the sights were good, a close approximation will 
follow. This disposes of the first page of Table C, and with the 
reader’s permission we will let the other stand over for the 
present. It will keep. 

Thus far the active principle of the problem has been put 
before the reader in graphic form only, namely, by Sumner’s 
method of projection on a Mercator’s chart; but it will materially 
assist to a more complete understanding if the principle be con- 
sidered from an entirely different standpoint. In reality the 
same principle permeates all Double-Altitude methods, but cer- 
tain of its phases are more discernible in some lights than in 
others. The point of view now to be dealt with is that of the 
Hlapsed Time between sights. Time, as we know, plays a pro- 
minent part in navigation. 

In the September number of the Nautical Magazine for 1892, 
there is a rattling paper on the Double Chronometer problem by 
Captain Philip R. H. Parker, R-N., which, from its thorough- 
going salt-water style, is sure to be appreciated by the majority 
of seamen. 

The chief merit of the paper lies in the clever manner in which 
the sub-current of principle—freed from mathematical trammels 
—is dragged out of the depths, and made to shew itself in the 
broad light of day. 

Captain Parker goes straight to the goal; there is no waver- 
ing, no side issues to obscure the main fact; the line of argument 
is simplicity itself, and the conclusions cannot be disputed. 
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Further, there are no intricate rules to remember, the ‘ why and 
the wherefore’ of everything are “as plain as a pikestaff.” As 
Captain Parker himself says, “The rule unfolds itself as it goes 
along.” 

This much in favour—and it is a good deal, but there is, unfor- 
tunately, something to be said on the other side. As compared 
with rival methods, the working is undoubtedly roundabout, 
inasmuch as to find the error in the hour-angles due to an error 
of 1’ in the latitude, a very considerable portion of the work has 
to be repeated: that is all that can be said against the method. 
It is not much to some men, whilst to others it is an effectual 
bar. As a clear and popular exposition of the Princtple—taking 
Time for its basis—Captain Parker’s paper stands unrivalled, 
and is a most welcome addition to the literature of the subject. 
it gives the writer much pleasure to reproduce it in these pages, 
and to this Captain Parker and the Editor of the “ Nautical” 
have most kindly given their consent. The reader can now 
judge for himself. 


A NEW VERSION OF AN OLD PROBLEM IN NAVIGATION. 


“There is a problem in Navigation which has been in use for a long time, 
and is known by various names, such as “the method by trial and error, the 
approximate double altitude, and the double chronometer.” It seems to have 
been first proposed by Lalande, a French astronomer, in 1764. As the 
method by trial and error it was much used by our fathers between 1780 and 
1820. Lynn (1830) gives it. Raper gives it as the approximate double alti- 
tude. About 1845, Pagel, a French naval officer, proposed it for latitude and 
longitude as the double chronometer. Johnson gives a modification of it, and 
Captain Martin, in his recent work, gives both Pagel’s and Johnson’s forms of 
it. Up to Pagel’s time it was a latitude problem solely, but since that it has 
been used to fix the position both in latitude and longitude. It depends on 
the following fact :— 

If two altitudes of the sun or other heavenly body are taken with an 
interval between them, and if the apparent time is calculated from each alti- 
tude, then the interval between these apparent times ought to be the same 
as the interval shown by the chronometer (corrected for run if necessary), and 
it well always be so, provided the true latitude has been used in calculating 
the observations.* Hence, if the interval (from the chronometer), and the 
computed interval (from the sights) do not agree, we know the latitude used 


is not the true one, and we must look there for the error and correct it. It , 


follows, too, in these days of accurate chronometers, that if we fix the latitude 
we can get the longitude also, and so determine the ship’s position fully. 
The rules for working this problem at present seem to me somewhat clumsy, 


* Captain Parker purposely omits reference to the effects of errors of altitude, as being 
foreign to the purpose of his paper, but the navigator must bear them in mind, The 
writer will deal with them further on,—Zecky. 
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and likely to frighten off some of our weaker brethren (in mathematics) from 
what is really a most simple and useful method, one which, moreover, possesses 
the merit of affording a check on its own errors. It is possible to make the 
problem “ prove,” as we used to say at school long ago, and this is surely a 
great advantage. The rules at present given (Raper, Ed. 1857, p. 247, and 
Martin, double chronometer chapter) are many and complicated. They are 
founded on the differential equation 


A Hour-angle _ Cot. Az. 
A Co-latitude —- Cos. Lat. 


or as it becomes for computation :— 
Sin. Diff. Hour Angle = — Sin. 1’, Cot. Az. Sec. Lat. (a). 

Now since this is a differential equation, the negative sign not only carries its 
own algebraical power, but also signifies that the hour-angle and co-latitude 
vary in contrary directions, z.e., as one increases the other decreases, and vice 
versd. Hence the complicated system of rules and signs to render easy a bit 
of the higher mathematics to those unacquainted with them. These rules in 
Raper take up two pages, and in Martin about a page and a half. 

I would therefore propose a new method, which I believe to be simpler and 
more logical. The chronometer interval, corrected (if necessary) for the run, 
is the true difference of apparent times of sights.* Make this, then, the stan- 
dard of comparison, and if the difference of the computed apparent times does 
not agree with it, it is clear that there is an error in the latitudes used. To 
ascertain this, work each sight with a latitude one mile North or South (as 
you may choose) of the first latitudes used. The difference between these 
apparent times shows the variation caused by putting the latitude one mile 
either way, and will also show which way the interval must be corrected. 
To correct the latitude is then only a proportion sum. The computed 
interval differs by so much from the ¢rwe interval, and the effect of one 
mile North or South in latitude is to alter the computed interval by so 
much. The one quantity divided by the other gives the miles and frac- 
tions of a mile, the latitudes first used were’in error. Knowing the true 
latitudes, the longitudes are found in the usual way. 

There is in all this no limitation, and no necessity to consider cases, or 
whether the sun is one side or the other of the prime vertical or meridian. 
The rule unfolds itself as it goes along. Two quantities ought to be equal, 
and they are found not to be so. Hence there is a reason, and the reason 
shows itself on the figures, viz., that the latitude used is too far North or 
too far South. But the figures also show how much one mile of latitude 
affects the first-named quantities, and in what direction. The rest is a pro- 
portion sum. Can anything be much more simple ? 

The method of correcting the time-interval for run has not been in use 
before, and is adopted in order to get a true standard with which to compare 
the computed quantities.t Such a standard is given by the true difference of 
apparent times, which may be obtained from the chronometer interval cor- 


* In practice it may be taken as such without material error when the interval is short, 
but it is not so in fact. The change in the equation of time must be allowed for: the 
maximum is about 1s‘25 per hour.—Lecky. ' 

+ Captain Parker of course means the interval by chronometer. In other methods it is 
the computed interval which is corrected for the ship’s run.—Lecky. 


THE “DOUBLE-ALTITUDE” PROBLEM. 517 


rected for the change of longitude due to the ship’s run. [If a ship is 
stationary, the true difference in apparent time between any two observations 
is the same as the interval of time shown by the chronometer. But in actual 
practice at sea there will always be a change of position between the sights, 
and it is a familiar fact to seamen that this change of position causes a gain 
or a loss of time. Hence the necessity of correcting the chronometer interval 
for the difference of longitude due to the run. Therefore every care should 
be taken to estimate the run accurately, as an error here may lead to a large 
error in the ship’s position. It is usual now to steer the ship to the nearest 
degree, and I would recommend that the log be read as each sight is taken. 
This can be done with most logs without hauling in. I do not think I need 
trouble to give the proof of a problem sailors have been using since 1770. 
Hence I will only give the rules :— 

1, At any convenient time take the altitude of any heavenly body, and 
with the D.R. latitude determine the ship apparent time. Determine also 
the ship apparent time due to a latitude one mile North or South, as you may 
think fit. 

2. Note very carefully the course and distance run by the ship up to a 
second convenient time, and find thence the Diff. Lat. and Diff. Long. made 
good. Turn the Diff. Long. into time, and correct the D.R. latitude to the 
second convenient time. 

3. At the second convenient time take another altitude of the same (or a 
different) heavenly body, and thence determine the ship apparent time, and 
also the apparent time due to a latitude one mile North or South, zm the same 
way as before under precept 1. 

4, Take the difference of the chronometer times of observation, and to it 
apply the difference of longitude in time, adding if the run was East, sub- 
tracting if the run was West. ‘This is the true difference of apparent times, 
or, as we shall call it, the “ true interval.” 

5. Take*the difference of the apparent times given by the D.R. latitude 
and the latitude obtained from it by applying the correction for run. Take 
also the difference of the apparent times given by the latitudes one mile North 
or South of the above, as it may have been worked under precepts 1 and 3, 
These are the computed differences of apparent times, and we shall call them 
“computed intervals.” The difference of these computed intervals is the 
change in interval due to one mile of latitude North or South, as the case may 
have been ; and it will be seen at once whether this change tends to increase 
or decrease the interval. 

6. To correct the latitude is now a simple proportion sum. [If either of the 
computed intervals agree with the trwe interval, then that set of latitudes are 
the correct ones at the first and second observations. If they do not, then 
decide which of the computed intervals it is desired to correct. That due to 
the D.R. latitude and the run is usually the more convenient. Take the 
difference between the true interval and the chosen computed interval. This 
is the whole quantity to be corrected. Divide it by the change of interval 
obtained under precept 5. The result is the miles and fractions of a mile the 
latitudes worked with are in error. 

To check the correction, take the difference between the apparent times 
found at the first observation, note very carefully how it varies. This will be 
the correction in apparent time due to one mile of latitude. Multiply it by 

2K 
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the correction in latitude, and apply with the proper sign. That will give the 
correct apparent time at the first observation. Repeat the process for the 
second observation. The interval between these corrected apparent times 
ought to be the same as the true interval. If it is not, there is something 
wrong with the work. 

Note.—The corrected apparent times are here obtained by proportion. This 
will not be true, when— 

(a) There is any great correction in latitude, say over 20’. 

(6) The difference in apparent time due to one mile of latitude is large, say 
over 208, as will be the case near the meridian. 

In both these cases the apparent times should be re-calculated with the 
corrected latitudes, and corrected again, if necessary, till the true and com- 
puted intervals correspond.* I hope the method will be found serviceable, and 
I append some examples :— 

On the 25th January, 1891, on board R.M.S. Orizaba, in lat. by account 
8° 50’ N., the sun’s zenith distance (W. of mer.) was 27° 43’ 45” at 195 32™ 338 
G.M.T. The declination was 19° 0' 30’ S., and the Eq. T. 12™ 308 + to App. 
Time. 

With these elements the Apparent Time will be found to be 0° 10™ 9° p.m. 
for Lat. 8° 50’ N., and 0" 10™ 53 p.m. for Lat. 8° 51’ N. 

The ship then ran 8. 75° E. 18’, and a second observation showed the zenith 
distance to be 34° 41’ 15” at 20% 52™ 228 G.M.T. The corresponding declina- 
tion and Kq. T. were 18° 59’ 30” S. and 12™ 318 + 

This second observation gives 1" 24™ 28° p.m. App. Time with Lat. 8° 45’ 15” 
N., and 1 24™ 228 p.m. App. Time with Lat. 8° 46’ 15” N. 

The diff. long. in time due to the run will be found to be 1™ 11s, and the 
run is Eastward. 

We have therefore— 

205 52™ 228 = Latest Chronometer Time. 
19 32 33 = First Chronometer Time. 


1 19 49 = Chronometer Interval. 
+ 1 11 = Correction for run East. 


12 21" 00% = True Interval. 


This true interval is the standard of comparison to which we refer our other 
times. 


We have further 


1" 24™ 28° p.m. = Second Apparent Time ) Due to Lat. 8° 50’ N. and the 
0 10 9 pM. = First Apparent Time run. 
1" 14" 19° = Computed interval due to D.R. lat. 
Also we have 
1» 24™ 225 p.m. — Second Apparent Time ) Due to Lat. 8° 51’ N. and the 
0 10 53 p.m. = First Apparent Time \ run. 


1" 13¥ 298 = Computed interval due to a latitude one mile Worth of the 
D.R. lat. 


* Rather a big order toa manina hurry. Moral: Don't use the method of ‘ Double 
Altitudes” where it is obviously inapplicable.—Lecky. 
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From this it is quite plain that the interval due either to the D.R. lat., or a 
latitude one mile Worth of that, is too small. Further, that putting the lati- 
tude to the Northward decreases the interval at the rate of (12 147 198 - 
15 13™ 298 ) = 50° per mile. It is therefore evident that 8° 50’ N. is farther 
North than the true latitude, which must be put to the Southward. 

To ascertain how much, we have— 

1» 21™ 00° = True Interval. 
1 14 19 = Interval due to 8° 50’ N. 


i eect: 9 Bo 
60 


401 seconds = Error in computed Interval. 

Now, since the Interval, as we have seen above, alters 50° for each mile of 
latitude, it is plain that a correction of 8’ South will make the latitude right. 
Hence the true latitude is 8° 50’ N. - 8/ = 8° 42'N. 

To see that this is accurate, we will correct the computed intervals. To do 
this we have— 

Ob 10™ 53° p.m. = Apparent Time at 1st obsn. due to 8° 51’ N. 

0 10 9pm. = Apparent Time at 1st obsn. due to 8° 50’ N. 


—————_—_—> 


+ 448 = Diff. due to one mile North. 
Hence — 44° = Diff. due to one mile South. 
“. — 5™ 52% = Diff. due to eight miles South. 
1.€. 107 9% - 5™ 52° = 4™ 178 = App. Time due to 8° 42’ N. 


Similarly— 
15 24™ 288 p.m. = Apparent Time at 2nd obsn. due to 8° 45’ 15” N. 
1 24 22 p.m. = Apparent Time at 2nd obsn. due to 8° 46’ 15” N. 


- 6° = Diff. due to one mile North. 
. + 6 = Diff. due to one mile South. 
.. +48 = Diff due to eight miles South. 

Hence 1» 24™ 28 + 48% = 15 25" 168 = Apparent Time due to 8° 37’ 15” N, 
which is the latitude by D.R. of the second observation if 8° 42' N. is the 
latitude of the first. 

Thus for the corrected interval we get— 

1» 25™ 168 p.m. = Computed App. Time of 2nd observation. 
0 4 17 p.m. = Computed App. Time of 1st observation. 


12 20“ 59° = Computed Interval of App. Times, which is only 1° from 
the True Interval of 15 21" 00%. ‘This verifies the latitude. 
To get the longitudes we have— 


For lst Observation. For 2nd Observation. 
AOpalime at Ship +s...) ON peta ee. Loy] Ge 
Eq. Time ae oheot, toe Lae BO. A + 12 31 


Mean Time at Ship... 24 16 47 ys ee Vee Y| 
Mean Time at Greenwich 19 32 33 Ae OATS diye ee 


Long. Lv ae one, 4E 2 44™ TAP gta 45 45" 25° 
aye PY = 1S OTe” 
The run gives 17’ 45” Diff. Long., and so the two longitudes agree. 
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Also allowing a run of 8. 75° E. 1’ from noon to 1st observation, we get for 
the noon position, deduced from these observations; 8° 42’ 15" N., and 71° 2’ 
30’ E. ‘The noon position by meridian altitude, and a.m. chronometer sights 
was 8° 42’ N., 71° 3’ E. 

It will be noticed that this is not what would be generally considered as a 
favourable case. Both sights are p.M., and the first sight is not five minutes 
from the meridian. But (and it is one of the advantages of the method) there 
do not seem to be any limitations to this problem. But where there is a large 
difference in Apparent Time due to an alteration of one mile in latitude (such 
as 44° here), it is not safe to trust to the computation of the Apparent Times 
by proportion simply. It is better to recalculate them rigidly, and this 
should also be done if there is a very large correction (over 20 miles) to be 
made for latitude. 

Doing this here, and taking the trouble to work to the nearest second, we 
find that 8° 42’ 6” N. is the latitude at the first observation, and that the 
Apparent Times are 0° 4™ 108 and 15 25" 10°58. These give the computed 
interval, 15 21™ 005°, which agrees with the true interval, and they give for 
longitudes 71° 1’ 45” E., and 71° 19’ 45” E. respectively. 


EXAMPLE II. 


On Monday, 28th Dec., 1891, at my house in Hobart, Tasmania, I obtained 
the following sights. The time was taken by a Waltham pocket watch 
which was known to keep mean time. 

At 7" 23™ 8° a.m. the zenith distance was 58° 9’ 00’, the declination being 
93° 19’ 30° S. 

And at 85 39™ 48° a.m. the zenith distance was 44° 9' 45”, the declination 
being 23° 19’ 15” S. 

I chose to work with Lat. 42° S., as an experiment, though I knew this 
was more than 50’ out, the true Lat. being 42° 53’ 30” S. 

With Lat, 42°. the Apparent Times were 19" 30™ 35°18 for 1st observation, 
and 20" 46™ 7°58 for 2nd observation. 

With Lat. 41° 59’S., the times were 19" 30™ 35°5° and 205 46™ 6°65 respec- 
tively. 

Hence (as there is no run) we have— 

82 39" 48° = Latest Chronometer Time. 
7 23 8 = First Chronometer Time. 


1* 16" 408 = True Interval. 


Also— 
20" 46™ '7°5° = Second App. Time due to 42°S. Lat. 
19 30 351 = First App. Time due to 42° S. Lat. 


1* 15™ 32°48 = Computed Interval due to 42° 8. Lat. 


And— 
20" 46™ 6°6° = Second App. Time due to 41° 59’ S, 
19 380 35% = First App. Time due to 41° 59'S. 


1* 15* 31°15 = Computed Interval due to 41° 59’ S. 
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Hence we see— 

Ist. That the Computed Interval is too small, and must be increased. 

2nd. That putting the latitude to the Northward makes it still smaller, 
and therefore the correction is South. 

As to the amount of correction we have— 


15 15™ 32°45 = Computed Interval due to 42° S. 
1 15 311 = Computed Interval due to 41° 59'S. 
— 13° = Correction for One Mile North. 
Also we have— 
12 16™ 40° = True Interval. 
1 15 32°4 = Computed Interval due to Lat. 42° §, 
1™ 7°68 = Error in Computed Interval. 
60 
1°3)67°'6(52' 
65 
2°6 
2°6 


Hence there is an error of 52’ in the latitude, to be applied to the South- 
ward. 

This will give 42° 52’S. as the true Lat., and 0°48 — as the correction for 
one minute of Lat. to be applied to the first sight ; and 0°98 + as the correc- 
tion to be applied to the second. 

This gives— 

20 46™ 54°3° As the Computed App. Time at 2nd observation. 
19 30 143 As the Computed App. Time at 1st observation. 


1" 16" 40° Computed Interval. 
Which confirms the latitude. 

But as a correction of 52’, even near the prime vertical, is a large amount, 
it will be better to re-work these sights with Lat. 42° 52'S. If we do so, we 
shall find the Lat. to be 42° 52’ 30” S., or one mile from the true Lat. 

The Long. was not obtained here, as the watch was only a pocket one, and 
no chronometer was available, but I have no doubt these sights would give an 
excellent Long. if the G.M.T. had been known. 

To show the value of close working, I may mention that these sights worked 
to the nearest second give 42° 53’ 10" S., which is a little more than a quarter 
of a mile only from the truth.* 

The last example I shall give is taken from Captain Martin’s recent work 
on Navigation. I give it to illustrate the difference in the way of working 
between that given here and that given by Captain Martin or by Pagel, for 
both methods are found in the book. I do not think it right to ask the Editor 
for space to give the methods side by side, as anyone interested in these 
matters will most likely have Martin’s book at his disposal, so‘I simply give 
my own working :— 


* All very well on shore with an artificial horizon, &c., but in sea practice, working to 
seconds is an absurdity.—Lecky. 
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On 25th April, at 7°30 A.m., lat. D.R. 49° 20’ N., long. D.R. 5° 40’ W., the 


following observation was taken :— 

Chron.—8 1™ 508 © 24° 49’ 20”. True bearing, 8. 82° E. The ship then 
ran N.E. by E. 3 E. 12’ - variation 22° W., deviation 21° E., till 9°40 a.m, 
when 

Chron.—10" 10™ 22% © 48° 52’ 10”. True bearing, S. 51° E. 

On 20th April Chronometer was slow on G.M.T. 11" 51™ 28, and the rate 
was 5°6° losing. I. E. + 2’10”. Dip 20 ft. 

Corrected declination, 1st observation, 13° 21'30”N, Eq. T., 2™ 118 — from 
App. Time. 

Corrected declination, 2nd observation, 13° 23’ 30” N. Eq. T., 2™ 12° — from 
App. Time. 

The first observation worked with 49° 20’ N. and 49° 21’ N. gives 
198 31™ 57°78, and 19" 31™ 58°68 for the Apparent Times. 

The run gives 5’ 45” N. difference latitude, and 16’ E. difference longitude. 

The second observation worked with 49° 25’ 45” N. and 49° 26’ 45” N. 
gives 215 40™ 56'8° , and 217 41™ 1°9* for the apparent times. 

The chronometer times, corrected for error and rate, are :— 

For 1st observation, 195 53™ 19°98 

For 2nd observation, 22 1™ 51°5® 

Hence we have :— 

True interval, 2" 9™ 35°6°. 

Computed interval (due to 49° 20’ N.), 2" 8™ 59°18. 

Computed interval (due to 49° 21’ N.), 2" 9™ 3°38. 

Hence the computed interval is too small, and must be altered to the 
Northward, since one mile North in latitude increases it by 4°28. 

Now, the difference between the true interval and the computed interval 
due to 49° 20’ N. latitude, is 36°5* , and this divided by 4°28 gives 8°7 as the 
correction for latitude. 

Hence the latitude at 1st observation is 49° 28’ 45” N. 

And the latitude at 2nd observation is 49° 34’ 30" N. 

To confirm this, if we make the proportion, we find the interval to be 
gh 9™ 35°88, and if we calculate it rigidly it is 2 9™ 35°38. 

The corresponding longitudes are 5° 51’ 15” W., and 5° 35’ 30” W.” 


Run, 1’ 4” East. 


The problem as thus presented by Captain Parker is con- 
fessedly a captivating one, and it is made more so by the state- 
ment that there are no restrictions as to the time at which the 
observations may be made; but as to this the writer feels called 
upon to sound a note of warning. “All is not gold that glitters,” 
It is true the statement is subsequently qualified, but the reader 
in his enthusiasm may lose sight of the qualification and come to 
grief, as we shall presently see. 

Captain Parker's position at noon deduced from working witb 
Lat. by D.R. 8° 50’ N. is 

Latitude 8° 421’ N, 
Longitude 71° 22’ E. 
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But by re-calculating rigidly, and working to the nearest second 

of are, he gets finally 
Latitude 8° 423’ N. 
Longitude 71° 1? E. 

Now all this looks very pretty and delightfully exact, especi- 
ally as it is stated to agree with the orthodox meridian altitude, 
&c., but as a measure of the capabilities of the problem it is 
highly delusive, and in the hands of some people might be 
dangerously misleading. 

Let us put it to the test—and a simple one. Suppose that 
instead of 8° 50’ N. the latitude by D.R. had been 8° 34’ N., or 
as much to the southward of the true position as the other is 
to the northward: then using this more southerly latitude we 
get a widely different result, namely, for noon— 

Latitude 98° 46?’ N. 
Longitude 70° 564’ E. 

Now these two positions (worked with latitudes only 8’ on 
either side of the true one) cannot both be right, since the approx. 
true position by “ Double Altitude” appears to be 

Latitude 8° 424’ N, 
Longitude 71° 1’ E. 

So that the more northerly assumed latitude gives the better 
result. But why should there be any difference whatever if the 
method be immaculate? Without entering upon details, with 
which the reader should be conversant by this time, the plain 
unvarnished fact is, let the particular method be what it may— 
Parker’s, Rosser’s, Johnson’s, or any other—a “Double Altitude” 
worked with an observation so very near the meridian (8. 24° 
W.) is quite untrustworthy, and to employ the problem at such 
unreasonable times is to put it to a wrong use and bring it into 
discredit. 

Had the Latitude been a high one—say 50°—the discrepancies 
would have been still more glaring. 

To get even an approximate result in D. A. observations near 
the meridian, the Declination must be reduced to the G.M.T. by 
‘second differences’; the Altitude must in itself be irreproach- 
able, and its various corrections taken out separately; the 
general working must be to 05, and the greatest care observed 
in taking out the log. cosine of the half-sum. The run also 
must be mathematically exact, and altogether—THE THING IS 
IMPRACTICABLE. 

If the navigator had no other resources, he might well be 
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pitied, but it has been demonstrated that there is no need to 
treat “Double Altitudes” in such heroic fashion. Captain 
Parker’s example is of course merely intended to elucidate the 
principle of his method, and not to be taken as recommending its 
use under prohibitive conditions. He is too good a mathema- 
tician to wish otherwise. 

As the article stands in the Naut. Mag. there is an obvious 
slip in the application of the small latitude-correction for run 
between first sight and noon; it has been corrected in these pages. 
Both Polar Distances, the first Equation of Time, and the correc- 
tion of the true interval, though slightly in error, have a not 
inconsiderable effect on the result. This is only mentioned to 
put in strong relief the unwisdom of such experiments. 

As a teaching method, this of Captain Parker’s is invaluable, 
the reason of each step is so manifest; but as an every-day 
method where brevity is an essential, it is surpassed both by 
Rosser and Johnson; nor is its power of solution any greater, 
for it fails where they all fail—in the small azimuths. | 

Up to this point the “Double Altitude” has been treated on 
the assumption that the only element in error is the Latitude, 
but sufficient has been said in previous chapters to accentuate the 
possibility—nay, probability—of the Altitude being generally 
more or less inaccurate. Now, no problem can be expected to 
give a correct result when the altitude is incorrect ; but the effect 
of any such error is much more felt in some cases than in others. 
For instance, the error in the noon latitude varies directly as the 
error in the Meridian Altitude: whatever the one, so will the 
other be. The same may almost be said of the longitude deter- 
mined from an observation on the Prime Vertical. In both cases 
an error in the altitude will produce its least effect: these, then, 
are the most desirable times for their respective purposes. 

But let us take something intermediate. For example, in Lat. 
50° N. (the parallel of Scilly), let it be required to find the Longi- 
tude from a sight taken when the sun’s Azimuth was 9°. Refer- 
ence to Table D shews that the error would be 10' = 40s. of time 
for each 1’ of error in the Altitude, and as, in roughish weather, 
it would not be unreasonable to assume an error in Altitude 
of even double this amount, it follows that—quite apart from 
what might be due to wrong Latitude—the Longitude might 
easily be vitiated to the extent of 20’ = 1m. 20s. In fact, the 
two errors would be hopelessly mixed up. 

It has been demonstrated, quite regardless of the particular 
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method employed, that the “Double Altitude” problem hinges 


upon the result of a comparison of the trwe and computed 
intervals, If it could be ensured that a discrepancy was due 
wholly and solely to error in the assumed Latitude, all would be 
well; but, unfortunately, this is impossible, and therefore con- 
ditions must be avoided where the effect of even a small error in 
Altitude would be exaggerated immensely in the result. 

In the Orizaba example, the sights need to have been exception- 
ally good, the instrument first class, the observer a practised hand, 
the horizon well defined, height of eye accurately known, and the 
atmospheric conditions normal. The first sight was actually taken 
little more than 4m. from noon, at which time the trifling error 
in altitude of 04’ would cause an error in the deduced time of 
nearly 1m., which of course would mean ruination to the measure 
of the computed interval. 

Now, what has been said about the effect of errors in altitude 
applies—but in less degree—to the last page of Table C. 

In ordinary sights for Longitude this is the one within which 
it would be most advantageous that the observations should fall, 


Any error in Altitude would then produce its least effect, and we 


have seen that with azimuth 90° an error in the Latitude actually 
produces no effect whatever. It is just this latter feature that 
cripples the D.A. problem should both sights be taken within the 
limits of the last page. To get a satisfactory result it would be 
necessary that the altitudes should be above suspicion. 

Let us suppose the following case.—In Lat. 50° N. two sights 
are taken, the first with a bearing of N. 81° E., and the second 
with a bearing of 8S. 81° E., both in the last page of Table C. 
The difference in bearing is 18°, or a point and a half, and, so long 
as the altitudes can be relied wpon, the resulting position would 
be a fairly good one. Itis true the sum of the tabular quantities 
is small (0/49), but owing to the differential character of the 
problem, the difference in the two longitudes will be small also, 
and, as one has to be divided by the other, there is no objection 
on this score. But taking the altitudes as doubtful, Table D 
shews that for each 1’ of error the Longitude will be falsified to 
the extent of rather better than 14’, whereas a corresponding 
error in the Latitude will only produce one-sixth of this effect, 
and accordingly would be swamped. In other words, any differ- 
ence in the longitudes might be wrongly attributed to error in 
the assumed Latitude, when such difference was really produced 
by av error in the Altitude. This can hardly be considered 
satisfactory. The effect is well shewn by construction. 
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Though Captain Parker’s paper does not deal with the effect 
of altitude errors, he indirectly cautions against them when he 
says that an error in the run “may lead to a large error in the 
ship’s position.” The reader will see that this may fairly be 
translated into an error of altitude. 

It is laid down as axiomatic in “ Double Altitudes” that the 
best results will mostly be obtained when the change in the 
bearings exceeds the lesser bearing, the climax being arrived at 
when the change is 90°. According to this, sights bearing 
N. 81° E. and 8. 81° E. would be unfavourable. 

Where the conditions vary much, it is not possible’ to frame a 
rule to meet all cases ; what may be right and proper under some 
circumstances may not be so with others. Much will depend 
upon the natwre of the problem to be solved, much upon the 
mode of solution, and much upon the reliability of the data 
employed. The navigator must trust to judgment. Judgment 
is begotten of knowledge, and if this is only skin-deep he 
will be sure to blunder sooner or later. At sea, blunders are 
dangerous, hence the necessity for thoroughly understanding the 
principle upon which each problem turns. Any small boy can 
do the mechanical addition and subtraction. 

eisired The colouring of last page of C is therefore not to be taken as 

pagesofC. = forbidding its use, but to remind that there may be times when 
its use would be objectionable. Here is a case where it would 
give excellent results, other things being equal. 

Lat. 50° N., Declin. 21° N. First alt. at 0" 43" P.M. bearing 
S. 20° W., second alt. at 5" 39" p.m. bearing N. 80° W. But the 
interval would be nearly 5 hrs., and, in view of current, &c., the 
run in that time could hardly be expected to be free from error. 
On the other hand, as will be shewn in the next chapter, “Simul- 
taneous Altitudes” on the bearings named would be magnificent. 

“Fixing” in However clever he may be, the practical man knows full well 

mid-ocean. the difficulty on the open ocean of locating a ship with certainty 
within the space of a square mile. It is not much to look at on 
the chart, but it means a lot where rocks and shoals are generously 
distributed. ‘To accomplish this feat—even under most favour- 
able circumstances—requires an accurate eye, tip-top instruments, 
and, above all, a knowledge of how to use them so as to secure 
the very best results, 

Various hidden errors militate against strictly accurate work, 
and principal among these may be ranked errors in the G.M.T., 
and errors in the Altitude. It has been shewn in Chapter III. 
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how the latter may be made to neutralise each other, and in 
Chapter XIV. the subject will be further developed. 

When the navigator is unable to pick and choose at discretion, 
and has to fall back upon chance sights, he must lay himself out 
to estimate the error of altitude at the time of observation by 
due consideration of the atmosphere and water as affecting re- 
fraction ; and of the motion of the ship and roughness of the sea 
as affecting the dip of the horizon. The various instrumental 
errors are under control and may be checked, the personal error 
may or may not be known (it should be), but the accidental 
errors can only be estimated, and to do so successfully, requires 
EXPERIENCE. 

The wary navigator will therefore always allow a wholesome 
margin of possible error, and avoid cutting things too fine on 
critical occasions. When used within proper limits—and these 
are plenty wide enough—the Double Chronometer problem is one 
of the most convenient of all the approximate methods of defming 
a ship’s position. It is only beaten by its twin brother “Simul- 
taneous Altitudes.” The word approximate is used advisedly, 
for if the ship is to go safely, he who commands her must recog- 
nise, however unpalatable, that no astronomical method for use 
afloat is more than approximate. The degree of approximation 
attainable depends wpon the knowledge and skill of the wmdi- 
vidual. 

If the reader be desirous of going very thoroughly into the 
fundamental principles of “Double altitudes,” let him read an 
excellent article on the subject, by W. H. Rosser, in the first 
three numbers of the Nautical Magazine for 1880. The problem 
is there handled in a masterly style, and in language suitable to 
the indifferent mathematical training of the merchant seaman. 

The diagrams shewing the varying areas of position due to 
errors of Alt., Lat., and G.M.T. are very instructive. 

What has been stated'in this and the previous chapter, with 
regard to “Circles of Equal Altitude,’ “Sumner lines,’ and 
“Double altitudes” generally, is equally applicable to Sun, Moon, 
Planet, or fixed Star—the principle is the same; but as there 
can be no possible reason on a clear night to wadt for a “ Double 
altitude” of a star, when the Heavens are full of objects in the 
most suitable positions for simultaneous Astronomical Cross- 
bearings, it is proposed to devote the next chapter to the method 
of finding the latitude and longitude by simultaneous altitudes 
of two or more fixed stars. 
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CHAPTER XIII. 
SIMULTANEOUS ALTITUDES. 


The problem of the “Circle of Equal Altitude” may be ex- 
tended to any celestial body. The pole of the circle will always 
be the place whose longitude is the Greenwich hour-angle of the 
object (reckoned westward), and whose latitude is the same as 
the declination of the object. If the object be the sun, the posi- 
tion of the pole of the circle is termed the swb-solar point; but 
if the object be a star it is termed the swb-stellar point, these 
being the places*at which the sun or star is in the zenith at the 
moment. 

The Greenwich hour-angle of a star is as easily obtained as 
that of the sun; since, if there is extra work in one part, it is 
made up for by the fact that we take out at sight the Declination 
and Right Ascension without having to make any corrections. 
Thus :-— 

Over what places on the earth’s surface were the stars Sirius 
and Benetnasch vertical at 7h. 27m. 46s. G.M.T., on February 21st, 
1880 ? 


* SIRIUS. *« BENETNASCH. 

H. M. S. 
Greenwich mean time . Sete te eet eeae 
Sidereal time at G.M. noon ..... 22 310°9 
Acceleration forG.M.T. ... . + 1 13°5 

— H. M. 8. 
Sidereal time'at Greenwich « . .% . 29 o200% 5,5, 5 9. . sus alee Oars 
«8 Right Ascension... 3,92: &) ¢ rO OR 68 Fie a ae ee 
Longitude in times 's- « tee a! leis, +o 2E BA AGT Wa 1 salt ee fate Daten th eee 

24 24 
Longitude intime. ... o oe «| LT 40GB fos Ge et eC ee ee 
Longitude of sub-stellar point . . . . 16 55 60 East itaeeeaiet t 122 40 12 Fast. 
*s Declination 7 3 - «oes 16°88,20 4S0uth oe, « ea0rbd ieee Orne 


Note :— 
It does not affect the question, but there is no harm in stating how these two stars 
bear from each other— 


From Sirius to Benetnasch . . N, 424° BR. 


From Benetnasch to Sirius . . N. 89° W. }Great Circle. 
Angular Distance 11239, 
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Having thus found the centres of the circles, their size at any 
given moment will depend entirely upon the altitudes obtained 
at the place of the observer. In the case before us—to which 
this is the introduction—the circles are very large, as the observed 
altitudes happen to be both small. 

The true altitude of Sirius is 15° 563’, and that of Benetnasch 
16° 244’; and the circles intersect in Latitude 51° 1’ N., and 
Longitude 17° 48’ W. The “Sumner lines” cut at a good angle 
—121°; and, as usual, each lies at right angles to the bearing of 
the star to which it pertains. 

Attention is here directed to the fact that in that geographical 
position, when the altitude of Sirius was 15° 564’ the correspond- 
ing altitude of Benetnash could only be 16° 244’—neither more 
nor less. This amounts to saying that if, at a specified time, the 
altitude of any visible star be given to a computer whose own 
position is known, he can calculate what the altitude of any other 
visible star would be at the same instant and at the same place; 
or, in other words, the two sets of data are interchangeable. 
Again: take notice of the difference in the longitude of the centres 
or poles of the two circles. It amounts to 105° 44’ 22” in are, or 
Th. 2m. 57°5s. in time, which is exactly equal to the difference of 
the Right Ascensions of the stars. A second reading of the 
chapter on “Time” will brighten up the memory as to how this 
can be. 

Having endeavoured briefly to explain some of the ground- 
work of the problem, we will now get on to the more practical part. 

Unlike “ Double altitudes” of the sun, in which the observer 
has to air his patience waiting till the difference of bearing is 
such as will give a sufficiently good “cut,” Astronomical Cross- 
bearings (as the writer chooses to call them) can be obtained from 
simultaneous observations of the stars or planets without any 
interval whatever. This method possesses several striking 
advantages. 

I. Stars may always be selected in such positions as will give the 
very best results, while the sun, on the contrary, is restricted in his 
application, the conditions not generally being matters of choice. Hence 
this method may be practised with equal success in all latitudes, and 
with high as well as moderate altitudes, although the latter are prefer- 
able, for reasons with which the reader is no doubt by this time familiar. 

II. Since there is no interval between the observations, the method 
is free from possible errors in the ship’s run, which errors, even when 
comparatively small, may seriously affect the result. 

III. Several pairs of stars may be taken at the same time—one as a 
check upon the other, or three specially selected stars. (See next chapter.) 
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IV. One observation of either sun or star gives a “Line of bearing,” 
which, valuable as it may be—so far as it goes—does not give a com- 
plete result. But it will be rare indeed that there will be any occasion 
to plot a “Line of bearing” by a single star; since, if one is visible, 
there are generally others also, some of which can be taken simul- 
taneously, and so make it possible to define the ship’s position exactly. 

With the stars, also, calculation throughout is preferable to the 
chart, though in their case there is not altogether the same need 
for it as with the sun; since, if the stars be well chosen—and 
there is no reason why they should not be—the “Sumner lines” 
will not be open to the objection of making a bad “cut.” How- 
ever, this may be considered a matter of taste; but, for those 
who prefer calculation, Johnson’s method is again available. 

A few examples of the working will now be given. Instead 
of computing an imaginary series of observations, these are 
selected at random from among a number of others, taken on 
the same evening. The results in every case agreed within a 
1’ or so. Were it not that the writer knows the great accuracy 
attainable with stars, and how superior they are to the sun, he 
would scarcely take up time and space to advocate their adoption. 

It is necessary to notice two points of importance about the 
work of the « Benetnasch. 

(1.) As its declination exceeds 23°, the azimuth cannot be taken 
out by inspection from Burdwood or Davis. This will sometimes 
occur in practice, but it is no longer a stumbling-block, since, as 
shewn on pages 423-426, a very few figures from tables A and B 
will give the “error” of any star likely to be selected. Herein 
lies the value of these tables in connection with Johnson’s method. 
Should the stars lie within the scope of Burdwood or Davis, 
their azimuths are at once taken out by inspection, and the 
“error” follows from Table C. But should the declinations ex- 
ceed 23°, the “error” can be had direct from A and B without 
any knowledge of the azimuth. There is no doubt, now that the 
A BC tables have been extended, many navigators will use them 
to the entire exclusion of Burdwood and Davis. In fact, with 
Lecky’s A BC tables and Johnson’s method, the navigator is 
armed at all points, and ready for any emergency. 

(2.) Benetnasch being a cireumpolar * does not set to an 
observer North of 40°, and, consequently, it may have any hour- 
angle up to 12 hours east or west of the meridian. 

In the preceding example, its hour-angle or meridian distance 
is 9h. 23m. 38s., which is not contained in Table XXXI. of Norie. 
It will be found, however, in Table 69 of Raper’s Epitome, which 
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extends up to 12 hours. Should the navigator not possess the 
latter epitome, he need not consider the battle lost, as there is an 
easy dodge by which the desired end may be attained. 

Take out the log. sine of half the log. of the hour angle; 
double it and turn it into time, and you have what you want. 
The log. of the hour-angle is 1994845; halve it = 9:974225; this 
is the log. sine of 70° 27’ 17”, which, doubled, is 140° 54’ 34” = 
9h, 23m. 38s. 

To select fitting stars for Simultaneous Altitudes is a simple 
matter. Choose any star or planet whose bearing from the 
meridian exceeds 14° or 15°. Face it squarely, and, extending 
the right or left arm upwards from the side, notice if it points 
to any other known star of the first, second, or third magnitude. 
Such a star will bear at right angles to the first one, and be in 
the best possible position for pairing with it. If you fail to find 
a star or planet so situated, take the next best you can get, but 
endeavour to avoid the difference in the bearings being less than 
60°, or move than 120°. Also remember the “ Danger-signal.” 

In working Simultaneous Altitudes by Johnson’s method, it is 
by no means essential that they should be taken exactly at the 
same instant. The idea that two observers were required for 
this problem has often proved a bar sinister to its use. This we 
must remove forthwith, and shew that, by having all preparations 
made beforehand, one sextant, with a good man behind it, is quite 
equal to the occasion. 

Place an officer at the chronometer, and take the sights yourself 
from behind the shelter of the bridge-cloth—n clear weather, the 
higher the better. Let a quartermaster attend with a bull’s-eye 
or binnacle lamp by which to read off, or better still, have your 
sextant fitted with an electric lamp, as recommended on page 78. 
In this manner the two stars can easily be taken by an expert 
observer in from one to two minutes of each other, which is close 
enough together, even on board a “ 22-knotter,” if the sights are 
good. If, however, clouds, or a ship crossing your bow, or the 
peak haulyards carrying away, should cause the 2nd observation 
to be deferred for a few minutes, the longitude by first star can 
be corrected for the run in the interval just as if it were a 
“Double Altitude.” Of course, also, you won’t forget to allow the 
difference of latitude made good, and apply it to the latitude used 
for 2nd observation. | 

The two following examples of nearly simultaneous altitudes, 
taken in this fashion, may be worked for practice. ‘To convince 
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yourself of the value of the method, work with a latitude pur- 
posely 10’ or 20’ in error—say 51° 10} N., as in the preceding 
example :— 

FEBRUARY 21st, 1880, OBSERVED AS FOLLOWS. 


H. M. S. on 
Time by chron. 7 25 5 * a Cygni (Deneb) 20 343 W. To be worked 
Ne W207 * Dubhe 40 34 KE. as @ pair. 
: » 7 84 28 * Alpheratz 35 375 W. To be worked 
7 36 10 * Dubhe 41 25 E. as a pair. 


All conditions the sume as in the worked exanvple. 

These observations are bona fide, and although they come out 
well together, the evening was not by any means a favourable 
one; and the writer might easily have selected stars out of his 
work books agreeing closer, but these are preferred as a fair 
average sumple. 

It may not come amiss to some people to point out that if the 
star of lesser azimuth be only 10° or 12° from the meridian, the 
error in the assumed latitude should not exceed 7’ or 8’ to secure 
a first-class result; and, consequently, such small azimuths are 
objectionable. Alas! there is no rose without a thorn, and only 
one man infallible. This subject has already been fully discussed, 
but a reminder here may serve to emphasize it. 

Where D.R. has been carried on for many days, and from the 
result of the calculation there is reason to suspect a grave error 
in the latitude worked with—say 40’ or upwards—it would be 
imperative, 7 the objectionable cases alluded to, to re-compute 
both sights with the amended latitude; and, since a good many 
of the figures first employed will still hold good, this can be done 
without any extra trouble to speak of. Anyhow it is better to 
‘incur the extra trouble than to lose your ship and possibly all 
hands. “One needs must when the Devil drives.” 

With the lesser azimuth lying between 20° and 25°, no error 
in the latitude—likely to occur in decent practice—can sensibly 
affect the determination, so that one working should be sufficient. 

As a specimen of accurate observation, take the following, 
made on the present voyage. About 7h. 22m. p.m., August Ist, 
1880, the stars Altair (E.), and Arcturus (W.), gave precisely the 
same longitude; the third, Benetnasch (W.), differing only 1’. 
The Pole * was observed for latitude, and differed only half a 
mile from Antares to the Southward, the latter being worked as 
an Ex-meridian, with an hour-angle of 11m. 9s. 

The observations were taken and calculated in the presence of 
the Chief Officer and Surgeon, and afterwards examined by them, 
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so that “cooking” was impossible. They are not mentioned here 


in self-glorification, but merely to show what can be done with 
the stars, and what extremely satisfactory results are to be ob- 
tained when one understands and has practice at the work. 

Of course simultaneous altitudes of two Planets, or of a star 
and a Planet, can be utilised in a precisely similar manner. An 
example of a star and a Planet coupled together, and worked by 
Johnson’s method (modified), is given on the next page. 

This modified example is rather different from the preceding, 
for instead of finding the Azimuths as hitherto, and with their 
aid unearthing the “Error” from Table C, the “Error” is now 
taken direct from Tables A and B, without the rntervention of the 
azimuth ; thus giving the navigator a choice of methods. Those, 
therefore, who have a predilection one way or the other can 
gratify it. 

Here is the way the “ Errors” are obtained from Tables A and 
B, pages 438-439 :— 


+ PROCYON, * SATURN. 
h. h. m 
Lat. 404 N. Hour-angle 2 46 ~ . A+ 955 | Lat. £0} N. Hour-angle 2 23 - At+1174 
Decl. 54 N Pee B45 | Decl aAveN: e as “e - B— 364 
“Error” -:810 “Error” °510 


Though the “Error” is taken out here to three places of 
decimals, two are ample. It happens by a pure coincidence that 
both “Errors” have the same value. 

This ignoring of the Azimuths, and taking the “ Error” direct 
from Tables A and B, is of course also applicable to “ Double 
Altitudes.” To have two strings to your bow is a great con- 
venience. 

Should the Azimuths be wanted later on for some other 
purpose, you can take them from Table C by inspection. On 
page 449, with Lat. 403° and “ Error” ‘810, the Azimuth is 582°. 
These Tables enable the navigator to take advantage of every 
shift of wind; metaphorically speaking, he can never get jammed 
on a lee itis 
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CHAPTER XIV. 
SYSTEMATIC ERRORS IN ALTITUDE, AND HOW TO TREAT THEM. 


In the following brief analysis it is proposed to shew how— 
under certain conditions—the position of a ship may be accur- 
ately defined by simultaneous observations of three specially 
selected stars. 

Let us suppose the existence of an unsuspected Arc-Error, 
“4 any personal peculiarity of vision or temperament whereby 
an individual has a habit of making the altitude too great or too 
little; “S let the visible horizon be abnormally raised or de- 
pressed by refraction, so that the tabular values will be in error. 
Imagine any one of these conditions, or a combination of all 
three. 

In such a case—by no means uncommon—it is clear that unless 
observations are capable of being treated in some special manner, 
the positions deduced from them will be more or less erroneous 
and misleading, according to circumstances. 

It will now be demonstrated that three stars favourably 
situated in azimuth would, if “judgmatically”” handled, enable 
the Navigator to fix his position in apparently the most satis- 
factory manner, notwithstanding systematic errors of observa- 
tion: the word “systematic” is expressly used because in this 
problem the displacement of the horizon is assumed to be uniform 
all round ; the Index-Error + or — is assumed to be the same 
for all three altitudes; and the observer's peculiarity of vision 
or temperament to have made all three equally too great or too 
small. ‘The argument is founded principally on these premises, 
but failing any one of them it falls to the ground like a house 
of cards. Herein lies its danger. 

There are three explanatory Plates. In each the continuous 
North and South line represe its the Meridian, say, of 10° W.; 
the continuous Hast and West line represents the Prime Vertical 
on the parallel of 50° North Latitude. The space between one 
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dotted line and the next—measured square across—is equal to 2’ 
of distance. By attentively following the argument it will be 
seen that the true place of the observer must be where the con- 
tinuous lines intersect at 0. 

Now to start fair and make the thing clear, let us assume first 
of all that there are absolutely no errors of observation: then 
for the * B in the N.E. quadrant of Plate X., the “line of posi- 
tion” will be AoC, and the observer will be somewhere on it: 
for the * C in the S.E. quadrant, the ‘line of position’ wil] be 
BoD, and the observer will be somewhere on 7 also. If, there- 
fore, he is both on AoC and BoD, he must be at 0, their point 
of intersection, which at once settles both his Latitude and 
Longitude. So far so good, and we are gradually working up to 
the peculiarities of this peculiar problem. 

Sticking to Plate X., let us next imagine the altitude to have 
been incorrect, though the observer is not aware of this, and that 
the ultimate effect of the three possible errors previously referred 
to is to make both altitudes too great by 2’ of arc; then for * B 
the ‘line of position’ seemingly becomes gj, and for * C it 
becomes 1i; these intersect at p, and although this places the 
Longitude 4’ 24” too far Hast (see Table D, Lat. 50°—Az. 45°), 
the Latitude remains as before. 

In the same way, if we work with altitudes which are too 
small by 2' of arc, we get for * B the ‘line of position’ fk, and 
for * C the “line of position” he; these intersect at q, making 
the Longitude this time 4’ 24” too far West; but the Latitude 
remains 50° N. as before. 

Thus, by following the rule to observe stars on the same side 
of the meridian, but at an equal angle on each side of the Prime 
Vertical, we obtain the true LATITUDE, irrespective of systematic 
errors of observation. 

In the same manner we can deal with the LONGITUDE :— 
Observe two stars, both North or both South of the Prime Vertical, 
but on different sides of the Meridian, and as nearly as possible 
at the same angle East and West of it. In Plate X., *« B bearing 
N.E. and » A bearing N.W. fulfil these conditions to a nicety.* 
Now, if the altitudes were free from spot or blemish, the ‘ posi- 


tion line’ for * A would be BoD, and for * B would be AOO, 


* Of course, if so desired, a fourth star might be selected in the N.E. quarter to com- 
bine with « A, but in this particular case, where the azimuths are exactly equal in 
respect both of Meridian and Prime Vertical, it would involve extra labour without any 
corresponding advantage ; we will therefore remain constant to our first love. 
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and their intersection at oO would be the true place of the 
observer; but if the altitudes should happen to be 2! too 
great, the ‘line of position’ for * A seemingly becomes he, and 
for « Bit becomes gj; they intersect at m, and although the 
Latitude is now nearly 3’ too far North, the Longitude remains 
as before. 

Again, if we work with altitudes which are too small by 2’ of 
arc, we recede from the stars, and for A the ‘line of position’ 
becomes 1 i, and for B it becomes kK f; these intersect at n, and 
although the latitude is now nearly 3‘ too far South, the Longi- 
tude remains as before. 

It follows that, as the stars A and B give the Longitude as 
10° W., and the stars B and C give the Latitude as 50° N., 
the observer’s position at O is accurately determined. Of course, 
it will be understood that the true ‘ Lines of position’ are in just 
the opposite direction to those here mentioned :—for example, in 
the case of a star bearing, say, East, if an altitude were used 
which was subsequently discovered to be 2' in excess of the true 
altitude, the ‘Line of position’ would have to be shifted that 
much to the westward of the place first assigned to it. 

To further illustrate the subject, two more Plates are given 
shewing the magnified effect of errors of altitude when the 
azimuths are unfavourable through the angles being too acute. 

In Plate XI, * B and « C are each 11° on opposite sides of the 
Prime Vertical ( = Az. 79°), and, assuming the altitudes to be 2' 
too great, the position would seemingly be at p on the parallel 
of 50° N., and the Longitude would be 3’ 10” too far East. 
With altitudes too small by the same amount, the position would 
seemingly be at q, stell on the parallel of 50°, but 3’ 10” too far 
West (see Table D), 

Referring to Plate XII, the stars B and C are both on the 
same side of the Prime Vertical, but 11° on opposite sides of the 
Meridian, and, assuming the altitudes to be 2’ too great, the 
resulting position would be at m on the meridian of 10° W., and 
the Latitude would be too far North by a fraction over 2’. With 
altitudes too small by the same amount, the resulting position 
would be at n, still on the meridian of 10° W., but the Latitude 
would be slightly over 2’ too far South. 

Thus, ‘according to this problem, no matter how small the 
difference between the bearings, so long as they are at equal 
distances from the Meridian and Prime Vertical respectively, a 
correct result is obtained. But would it be so in practice? The 
writer thinks not. 
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This problem smacks strongly of Theory, for it is hardly likely 
that stars will always be found so very accommodating in their 
azimuths as here depicted. But to shew the Principle it was 
necessary to draw the stars at points equidistant from the 
Meridian and Prime Vertical respectively. There is no doubt 
that a most perfect position would result from stars situated as 
in Plate X, if worked in the ordinary manner. Either pair alone 
would:do well, but when checked by the third star the ‘ Fix’ 
would be simply inimitable. 

The subjoined cut shews another favourable case. 


NORTH 


WEST EAST 


SOUTH 


Here, between the two northern stars the difference of bearing 
is 10 points, and between the two eastern stars it is 6 points. Or, 
by slueing the diagram a quarter of the way round, you get 
another suitable combination. 

And now for a very necessary word of caution. On no account 
must this Three-star problem be confounded with the legitimate 
‘Double’ or ‘Simultaneous Altitudes’ problem described and 
recommended in previous chapters. Though, in each case, the 
figuring would be the same, the conclusions would be exactly 
the reverse. It is necessary to make this clear. 

In the ordinary working of the problem as presented in chap- 
ters XII. and XIIL, should errors of altitude exist (and to some 
extent this is always the case), they are not necessarily taken to 
be uniform, either in amount or direction ; that is to say, the error 
in altitude of one star may be + 1’ 45’, whilst that of the other 
may be — 0'20”. This is a safe kind of assumption, for no 
observer afloat can guarantee absolute uniformity. Shortly after 
sunset the writer generally found his western stars rather the 
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more accurate, because on that side the horizon was at its best; 
whereas, before sunrise, the eastern altitudes gave best results 
for the same reason. 

Again, there need not be the same symmetrical disposition in 
azimuth in relation to the Meridian and Prime Vertical: the 
observer is not bound hand and foot in these matters like he is 
in the three-star problem. In this latter, conditions of observa- 
tion are required which are practically unattainable. It would 
be unsafe to assume them; and, speaking for himself, the 

Author's own Writer would not like to trust to any such vain imaginings. 
gece They may be very nice on paper, but they won’t hold water in 
practice. 

The question will probably present itself to the reader, ‘ Why 
then has this three-star problem been introduced to my notice ’ ? 
There are two reasons—1. Because it is of value as elucidating a 
principle, but whether this principle can be safely accepted by 
the average navigator is quite another thing. 2. Because in some 
quarters an endeavour has been made to give prominence to the 
method, and unless its fallacies are exposed; the inexperienced 
might come to grief over it. | 

All along in ‘ Wrinkles, the burden of the song has been that 
according as observations approached the Meridian, so their 
value increased for the determination of LATITUDE; and per 
contra, that as they receded from the Meridian and approached 
the Prime Vertical, their value increased for LONGITUDE. But 
this three-star problem would seem to say quite the contrary: 
no doubt, if the stipulated conditions could only be enswred, it 
would achieve what it sets out to do, and in the hands of an 
expert might be of some service; but for use by the multitude 
its tendency is dangerous. 

ethoc’s own Without this explanation, very false conclusions might be 

advice. drawn from what is known as the ‘ three-star problem, and the 
navigator is counselled to put it behind him, and go in for the 
pure and unadulterated article, about which we will now adda 
few more words before winding up this the last chapter on 
the astronomical methods of finding a ship’s position at sea. 

By again looking at Plates X. XI. and XIJ., and this time con- 
sidering them wholly from the point of view of the ordinary 
‘Simultaneous Altitudes’ problem, it will be seen that by 
assuming the possibility—nay probability—of an inequality in 
the errors of altitude, the + and — ‘ position lines’ of two stars 
(ignore the third one altogether) will form a parallelogram, the 
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size and shape of which will depend upon two things :—(1) upon 
the magnitude of the assumed errors of altitude ; (2) upon the 
difference in azimuth of the selected stars. The nearer this 
difference is to 99°, the smaller will be the parallelogram and 
the nearer will it approach a perfect square in shape. 

There are certain points in connection with this parallelogram 
which it will be well to consider. 

It will be found that one of its diagonals will invariably lie in 
the direction of the Mean Azimuth: sometimes it will be the 
longer of the two which will do so; at others it will be the 
shorter. The latter case, however, is the one which will gener- 
ally have to be dealt with, because nine times out of ten the 
difference of bearing—more particularly with sun observations— 
will be less than 8 points; when more, it would be the longer 
diagonal which would lie in the direction of the Mean Azimuth. 
This fact can be turned to account in the selection of stars 
according to the requirements of the moment, for it is obvious 
that, in the case of an elongated parallelogram such as shewn in 
Plates XI. and XII, the position is defined within narrower 
limits in the direction of the short diagonal than it is in the 
direction of the long one. Taking Plate XL, it will be seen that 
the ship’s position is much less uncertain in Longitude than it is 
in Latitude. The extreme error of Longitude is only 6:34’ = 4:07’ 
of distance ; whereas, in Latitude, it amounts to 21’—a very 
great difference. , 

Under the conditions of Plate XII. the position is much better 
defined in Latitude than it is in Longitude. For example, the 
extreme limit of error in Latitude is only 4°07’, whereas, in 
Longitude, it amounts to 32°6' = 21! of distance. 

Another feature of the parallelogram is that so long as the 
angular difference between the two azimuths does not vary, the 
size and shape of the parallelogram will be the same, no matter 
in what direction the mean azimuth may lie. In other words, 
any alteration in the direction of the Mean Azimuth has no 
other effect than to turn it on its centre asonapivot. This also 
is an important fact. 

Now, if the allowance made by the navigator is sufficient to 
cover the error in altitude, the place of the ship will be within 
the parallelogram, which may therefore be described as an 
‘area of position. But this is not the case with the three-star 
problem. There is no such area: the ‘position lines’ are sup- 
posed to intersect definitely on the ship’s Meridian and Prime 
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Vertical respectively. A man must be sanguine indeed, who, 
with his eyes open to the various sources of error, can bring 
himself to believe that such mathematical precision is attain- 
able at sea by the proposed treatment. 

Reverting to the ‘area of position, it need scarcely be said 
that its size, under favourable circumstances, may be very small ; 
nevertheless it will exist, and therefore as altitudes at sea are 
uncertain—sometimes very uncertain—the prudent man, after 
fixing a point on the chart representing the position by calcula- 
tion, will fence it round in accordance with his estimate of 
maximum error in alt. The result will be a space within which 
the ship will most probably be. Errors in the G.M.T. are not 
considered. 

Should his stars north be balanced by stars south, and those 
east by those west, there will be no need of the fencing; the 
positions will speak for themselves (vide pages 376-377, and 
476-477). | 

It may never have struck the reader, so it is as well to point 
out that, a star on the meridian combined with one on the P.V. 
is only a particular case of simul. alts., and by constructing the 
figures it will be seen that the diagonals run intermediate to the 
cardinal points, one being in the direction of the Mean Azimuth. 

By way of instructing himself, the advanced student would do 
well to construct half a dozen diagrams with stars at unequal 
azimuths from the Meridian and Prime Vertical. Let him draw 
the fixed Meridian and Prime Vertical lines with a red pencil— 
the direction of the subsequent errors will be more apparent— 
and in plotting, use any scale he has a mind to—say an inch to 
a mile. The varying effects, due to changes in the azimuths 
themselves and in their differences, will be very evident. They 
will be made more so by lightly shading the ‘ Position area.’ 

To get the Azimuthal angles laid down, a protractor (see foot- 
note page 116) is necessary, and a lot of trouble will be saved if 
the student knows how to substitute a couple of ‘set-squares’ 
for the parallel ruler. If he does not know, let him find out 
from the very first obliging draughtsman he may happen to meet. 
These little diagrams will enable him to judge of what he may 
expect under certain circumstances. Each Master, and indeed 
each Officer, should get “Chips” to make him a small yellow 
pine drawing board—say 15 in. by 12 in. by ? in—with a T 
square to match. To keep the board from warping, it ought to 
be clamped with mahogany. This is a very useful piece of a 


z 
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navigator’s equipment, and on the back he can cut up his tobacco 
instead of disfiguring the furniture. By cleating it flat against 
a bulkhead it will not be in the way at wrong times. Then 
with these tools, half a quire of drawing paper (8s. 6d.), Imperial 
size 30 x 22, to be used in half sheevs, and a few drawing pins, 
he will be set up. 

To this chapter is appended Table D, shewing the error caused 
in the Longitude by an error of 1’ in the altitude. It is useful 
in many ways. It shews at sight the degree of dependence of 
any observation, and if at any time an erroneous altitude has 
been worked with, the Longitude can be readily corrected with- 
out the trouble of going over the whole operation afresh. Sup- 
posing the true altitude to be greater than the one worked 
with, it is evident that the Longitude will be thrown to the same 
side of the meridian as the sun, thus in the forenoon, a greater 
altitude would make the Longitude more easterly ; and in the 
afternoon it would make it more westerly. In each case the 
hour-angle is made smaller ; in other words, as you approach the 
sun (shewn by an increase in altitude), your distance from him 
both in time (hour-angle), and in are (longitude), diminishes. 
You need not burst a blood-vessel to see this. The opposite effect 
would of course be produced if the true altitude were less than 
the one worked with. In this case the observer and his Longi- 
tude would have to retire from the sun. 

Again, if, as is usual, a number of sights be taken, the first need 
only be worked in full, as the Table will give the corrections for the 
remainder. The azimuth is required for this also, but the reader 
already knows how to find it in a very few seconds. There is 
just one point about this last use of Table D:—If the sights 
have been taken slowly so that the interval between the first and 
last of a set of five should be, say, 10 min., and the azimuth 
happens to be changing rapidly, the corrections would be slightly 
inaccurate. This could be overcome by working the middle 
sight of the set, thereby halving the error in each direction: the 
corrections due to the azimuth of this middle sight would then 
be very close indeed. As pointed out in previous pages, there 
are times when the change of azimuth is extremely slow, and 
at such times this dodge would save a lot of figures. Perhaps 
some one will say,—why not mean the five sights right off and 
then there will be no need of all this fuss about nothing? Agreed, 
but by so doing it is impossible to detect mistakes either in the 
reading of the sextant, in the chronometer times, or in the work- 
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ing; such things do happen, and to treat each sight separately 
is an undoubted check. Table D affords a means of doing it 
without any extra labour worth speaking about. 

As the position of a ship at sea is much more often represented 
by a space than a mere point, and as this space takes the form 
of a parallelogram, it may be interesting to know how to calcu- 
late the area of such parallelogram. Rule :— 

The logarithm of the area = to the swm of the logarithms of the 
two sides, and of the sine of the contained angle diminished 
by 10. 


EXAMPLE. 


What is the number of square miles in a parallelogram with sides equal 
to 10°52 and contained angle = 11°? 


Side-1O°520G0. Seatac aceriere ste Log 1°022016 
2 

2°044032 

Angle Vive: ay ena ee eee Sine 9°280599 


Square miles 21°12 = 1°324631 


By way of practice, find the area of the parallelogram in 
Plates XI. or XII. If correctly worked. the answer will come 
out as 42°716 square miles; that is to say, if the elongated 
parallelogram were converted into a square of the same area, 
each side of the square would measure rather more than 64 
miles in length. 

“ SEMI- AZIMUTHs.” 


The author is evidently trying to perpetrate a huge joke at 
the expense of the simple-minded mariner. The joker is a 
yachtsman, and it is to be hoped that each time he takes an 
observation of this kind he will get safely into port before 
attempting to work it out at his leisure. 


Wit Grk.Y S32 T AB ASE, --D} 


‘Entered at Stationers’ Hall, September Ist, 1892.) 


FORMULA USED IN ITS CONSTRUCTION. 


D = Cosece. of Azim. x Secant of Latitude. 


EXAMPLE. 


Azimuth 20° - 
Latitude 45° = 


- . Cosec. 10°4659483 
- Secant 10°1505150 + 


Di= 141349 . : : : = 0°6164633 


This Table is an extension of Table II. of previous editions of “ Wrinkles,” 
and has been calculated and checked with great care. Like Table C, the 
values can be taken out of the ordinary Traverse Table by a double entry. 


For example :— 


1. With the Latitude (45°) as a Course, look for, say, 100 in the Latztude 
column, and against it, in the Dzstance column, will be found a 
number (141°5). 

2. With Bearing (20°) as a Course, and against 141°5 in a Departure 
column, will be found 413°6 in a Distance column. Divide this by 
100 and you get 4136, or nearly the same as by logarithms. 


The number 100 is employed instead of the unit 1, in order to get three 


places of decimals in the answer. 1,000 would be better still, if the Traverse 
Tables only ran up to it. 


Or D may be found thus :—when working the ordinary chronometer problem 
(page 478) take out the Logarithmic Tabular Difference (for say 100”) of the 
cosine of the } sum, and to it add the Log. Tab. Diff. (for same number of ”) of 
the sine of the remainder. Multiply by 2, and divide the product by the Log. 
Tab. Diff. (for same number of”) of the sine of half the Hour-angle. 

The quotient will be D in seconds of Time. 
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57°30} 28°65 
57°31 | 28°66 
57°33| 28°67 
57°38} 28°69 
57°44|28°72 
57'52|28°76 
57°61| 28°81 
57°73|28°87 
57°86| 28°94 
5801/2901 
58°18] 29°10 


58°37|29°19 
58°58} 29°29 
58°81] 29°41 
59°05 29°53 
59°32|29°06 
59°61/29°81 
59°92|29°96 
60'25| 30°13 
60°60] 30°30 
60°98] 30°49 
61°38] 30°69 
61°80} 30°90 
62°25] 31°13 
62°72] 31°37 
63°22| 31°62 
63°75 |31 88 
64°31|32 16 
64°89 | 32 45 
65°51|32 76 
66°16} 33°09 


66°85 | 33°43 
67°57 |33°79 
68°32 /34°17 
69°11 | 34°56 
69°95 |34'98 


70°83 | 35°42 


92° 


IQ'II 
IQ'II 
19'I2 
19°T3 
I9'l5 
19'I8 
19‘2I 
19°25 
19°30 
19°35 
19°40 
19°46 
19°53 
19°61 
19°69 
19°78 
19'88 
19°98 
20°09 
20'21 
20°33 
20°47 
20°61 
20°76 
20°92 
21°08 
27°20 
21°44 
21°64 
21°85 
22°06 
22°29 
22°53 
22°78 
23°05 
23°33 
23°62 


71°75 | 35°88) 23°92 


72°71 | 36°36 
73°73| 36°87 
74°80 | 37°40 


75°92|37°97 
77°10| 38°56 
78°35|39°18 
79°65 |39'83 
81°03] 40°52 
82°48 | 41°25 
84°02] 42°01 
85°63| 42°82 
87°34| 43°68 


24°25 
24°59 
24°94 
25°32 
25°91 
26°13 
26°56 
27°02 
27°ST 
28°02 
28°56 
29°12 


89°14 | 44°58] 29°73 


91°05 | 45°53 | 30°36 
93°07 | 40°54 31°04 
95°21 | 47°61 31°75 
97°48 | 48°75 | 32°51 
99°90] 49°96 | 33°31 
102°5|51°24| 34°17 
105'2| 52°61} 35°08 
108° | 54°07 | 36°06 


111°3]55°63/37°10 
114°6| 57°31 | 38°21 


TABLE JD. 


Shewing the error produced in the Longitude by an error of 1’ in the Altitude. 
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11°47|9°567 
11°48|9°568 
11°4819°573 
11°49/9°580 
11°50) 9°590 
11°52|9°603 


11°54/9°619 
11°56) 9°639 
11°59|9°661 
11°62|9°686 
11°65/9°714 


11°69|9°746 
11°73|9°780 
11°78|9°818 
11°8219°860 
11°88 |9°904 


11°94|9°952 
12°00] 10°00 
12°c6| 10°06 
12°13|10°I2 
12°21/10°18 
12°29 
12°37 
12°46 
12°56 
12°66 
12°77 
12°88 
12°99 
13°12 
13°25 
13°39 
13°53 
13°68 
13°34 
I4‘OI 


10°25 
10°32 
10°39 
10°47 
10°56 
10°64 
10°74 
10°84 
10°94 
1105 
{1°16 
11°28 
II‘4! 
11°54 
11°68 
11°83 
11‘98 
12°14 
12°31 
12°49 
12°68 
12°87 
13°08 
13°30 
13°53 
13°77 
14°03 
14°30 
14°58 
14°38 
15°20 
15°54 
15°90 
16°28 
16°68 


eis ee 
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14°18 
14°37 
14°56 
14°76 
14°98 
15°20 
15°44 
15°69 
15°95 
16°23 
16°52 
16°82 
17°15 
17°49 
17°85 
18°23 
18°64 
19'07 
19°52 
20°00 
20°52 
21°07 
21°65} 18°05 
22°28] 18°57 
22°95|19°13 


Ueto 


8°206|7°185 | 6°392 
8°207|7°186| 6°393 
8°211|7°190| 6°396 
8'217|7°195|6°401 
8°226|7°203|6°408 
8'237|7°213|6°417 
8°251|7'22516°428 
8:267|7'239|6-440 
8286] 7°256/6°455 
8°308|7°275|6°472 
8°332|7°296|6'491 
8°359|7°320|6°512 
8°389|7°346 | 6°535 
8°421|7°374|6°561 
8°457|7°405|6°588 
8°495/7°439|6°618 
8°536|7°475|6°650 
8°580|7°514|6°685 
8°628]7°555|6°721 
8°678|7°599|6°761 
8°732|7°646/6°3803 


8°789|7°696|6'347 
$°850|7°750| 6894 
8'914|7°806/6'945 
8°982|7°865|6°997 
9'054|7°928] 7°053 


9°129|7°994|7°112 
9209 |8°064|7°174 
9°293|8°138|7'240 
9°382|8°215)7°309 
9°475|8'297|7°381 


9°573|8°383|7'458 
9°676 | 8°473 |7°538 
9°784 |8°567 |7°622 
9°898 | 8°667|7°711 
10°02 |8°772|7°804 


10°14] 8°882|7°902 
10°27 | 8°997 |8'004 
10°41 |9°118|8'112 
10°56|9'246|8°226 
10°71 |9°380/8°345 
10°87|9°521|8°470 
11°04|9°669| 8°602 
11°22|9°825|8°741 
11°41 /9°989|8°887 
11°60] 10°16|9'040 


11°81 
12°03 
12°26 
12‘51 
ay ff 
13°04 
13°33 
13°63 
13°96 
14°31 
14°67 
15°07 
15°48 
15°93 
16°41 


10°34 |9'202 
10°54 |9°373 
10°74/9°553 
10°95 |9°744 
11°18 /9°945 
I1°42/10°16 
11°67| 10°38 
11°94| 10°62 
12°22|10°88 
12°53|11'I4 


12°85|11'43 
13°19|11°74 
13°56/ 12°06 
13°95| 12°41 
14°37|12'78 


OE 


10? | 11° | 12°] 18° | 14°| 15° 


5°759| 5°241|4°St0 | 4°445|4°134| 3°864 
5°760} 5°242|4°810 | 4°446 | 4°134| 3°864 


5°762|5°244|4°813 
5°767 | 5°248 | 4°816 
5°773|5°254|4°821 
5°781/ 5261 | 4°828 


5°790|5°270| 4°836 
5°802}5°280] 4°846 
5°815|5°'292| 4°857 
5°831 | 5°306| 4°870 
5°848|5°32214°884 
5°867 | 5°339|4°900 
5°887|5°358)4°917 
5°910}5°379) 4°936 
5°935|5°401 | 4°957 
5°962| 5°426/ 4°979 
5°991 | 5°452 | 5°004 
6°022)5°480| 5030 
6°055|5°511|5°057 
6°0915°543| 5°087 
6°128|5°577/5°118 
6°168|5°614|5°152 
6°211|5°652|5°187 
6°256 | 5693] 5°225 
6°304|5°737|5°265 
6°354|5°783 | 5°307 
6°407|5°831|5°351 
6°463] 5°882| 5°398 
6°522|5°936/5°447 
6°584]5°992] 5°499 
6°650}6°052/ 5°554 
6°718|6°114/ 5611 
6°791|6°180] 5°672 
6'867|6'249| 5°735 
6°946|6°322/ 5"802 
7'030|6°398|5°872 
7°118}6°478)5°945 
7°211|6°562|6'022 
7°308|6°651/6°104 
7°410|6°744|6°189 
7°518|6°841| 6°279 


7°630|6'944|6°373 
7°749|7'052|6'472 
7°874|7°166|6°576 
8'006 | 7'286 | 6°686 
8°144|7°412|6'802 


8'290|7°544|6°924 
8°444|7°685|7°052 
8°606|7°832|7°188 
8°778| 7°988|7°331 
8°959|8°153|7°483 


9°151|8°328] 7°643 
9°354|8'513|7°812 
9°569|8°708] 7°992 
9°797 | 8°916/8'183 
10°04 | 9°137|8°386 
10°30/9°372|8'601 
10°57 |9°623|8°831 
10°87|9°890|9'076 
I 1°18] 10°18/9°339 
11°52|10°48|9°619 


4°448 | 4°136| 3°866 
4°452)/4°139/ 3°869 
4°456/4°144| 3°873 
4462] 4°149| 3°878 


4°470|4°156) 3°885 
4°479|4°165) 3°893 
4°489|4°174| 3°902 
4°501|4°185|3°912 
4°514|4°197| 3°923 


4°529|4°211|3°936 
4'545|4'226)3°950 
4°562) 4°242| 3°965 
4°582| 4°260] 3°982 
4°602| 4'279| 4°000 


4°625|4°300]/4°019 
4°649| 4°322] 4°040 
4°674|4°346| 4°063 
4°702|4°372| 4°086 
4°731|4°399|4°112 


4°762 | 4°428] 4°139 
4°79514°458| 4°167 
4°829|4°491|4°197 
4°866 | 4°525 | 4°229 
4°905|4°561|4'263 


4°946|4°599| 4°299 
4°989|4°639| 4°336 
5°035 | 4°682| 4°376 
5°083 | 4°726] 4°418 
5°133|4°773! 4461 
5°186 | 4°822| 4°508 
5°242/4°874|4°556 
5°301 | 4°929 | 4°607 
5°362| 4°986 | 4°660 
5°427|5°046 |4°717 
5°495|5°109 | 4°776 
5°566/5°176 | 4°838 
5°641| 5246 | 4°903 
5°720|5°319|4°972 
5°803 | 5°396 | 5044 


5°890|5°477 |5°119 
5982 | 5°562 |5°199 
6°078| 5°652 | 5°283 
6°180|5°746 |5°371 
6°287 | 5°846) 5°464 
6°399| 5°951|5'562 
6°518 | 6°061 | 5°665 
6°644|6°178|5°774 
6°776| 6°301 | 5889 
6°916|6°431 |6’oII 


7°064|6°568 |6°139 
7°221|6°714|6'276 
7°387 | 6°868 |6"420 
7°563|7°032 |6°573 
7°750|7°207 |6°736 


7°950|7°392|6'909 
8°162|7°590|7°094 
8°389| 7°800|7'291 
8°631 | 8026/7502 
8°891 |8°267 |7°727 


m Ss. 
To convert into Time, multiply by 4. Thus 114°6x4=7 38°4, 
This applies also to the quantities in Table C. 


TABLE D. 
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3628 | 3°420| 3°236 
3°629| 3°421 | 3°237 
3°630) 3°422|3°238 
3°633/3°425|3'241 
3°637|3°429|3°244 
3642] 3°433/3'248 


| 3°648) 3°439]3°254 


3°655| 3°446|3°260 


3°664|3°454/3°268 
3°673) 3°463| 3°276 
3°684 | 3°473| 3286 
3°696 | 3°484 | 3°297 
3°709 | 3°497| 3°308 
3°723| 3°510| 3°321 
3°739| 3°52513°335 
3°756| 3°541|3°350 
3°774| 3°55813°366 
3°794| 3°577|3°384 
3°815 | 3°596| 3403 
3°837| 3°617| 3°423 
3°861 | 3°640| 3°444 
3°886] 3°664| 3°466 
3°913] 3°689|3°490 
3°941| 3°716| 3°516 
3°97113°744|3°542 
4°003| 3°774| 3°57 
4°036] 3°805 | 3°600 


4'072|3°839| 3°632 
4°109 | 3°874 | 3°665 
4°148] 3°911/3°700 
4°189] 3'949|3°737 


4°232|3°990|3°775 
4°278} 4°033|3 816 
4°326|4°078/3°359 
4°376|4°126] 3°903 
4°429/4°175|3°951 
4°484]| 4°228| 4°000 
4°543|4°283| 4052 
4°604|4°340|4°107 
4°668| 4°401| 4°164 
4°736|4°465|4°224 


4°807 | 4°532|4°288 
4°882| 4°602|4°355 
4°96 | 4°677| 4°425 
5°043]4°755/4°499 
5°131|4°837|4°576 
5°223|4°924|4°659 
5°320/5°015|4°745 
5°422| 5°112/4°836 
5°530| 5°213|4°933 
57644] 5°321|5°034 


5°795| 5°435|5°142 
5°893|5°555/5°256 
6°028| 5°683|5°377 
6°172|5°819| 5°506 
6°325| 5963) 5642 
6°488 | 6°117)| 5°787 
6°661 | 6°280| 5°942 
6°846 | 6°454| 6°107 
7°044|6°641 | 6°283 
7°256|6°841|6°472 


lsh ES AZ lt VEU. H: 


3°072|2°924 | 2°790 
3°072|2°924|2°791 
3'073|2°926|2°792 
3076 | 2°928 | 2°794 
3°079 | 2°931 | 2°797 
3°083 | 2°935|2°8o1 
3088 | 2°940 | 2°806 
3°095 | 2°946|2°811 
3°102|2°953/2°3818 
3°I10|2°960| 2°825 
3°119|2°969 | 2°833 


3°129|2°979 | 2°843 
3°140 | 2°989| 2°853 
3°152]3°001 | 2°864 
3166} 3°013}2°876 
3°180] 3°027 | 2°889 


3°195 | 3°042 | 2°903 
3°212]3°057|2°918 
3°230 | 3°074 | 2°934 
3°249 | 3°092|2°951 
3°269| 3°111|2°970 


3°290 | 3°132}2°989 


| 3°313 |3°153 | 3°01 


3°337 |3'179 | 3031 
3°362 |3°201 |3°055 
3°389 |3°226| 3'079 


3°417 | 3253] 3°105 
3°447 | 3'28113°132 
"479| 3°311|3°160 
"512|3°343|3°190 
‘547 | 3°376|3°222 
583] 3°411/3°255 
622 | 3448) 3'290 


WW G2 WWW 


4°070| 3°874|3°697 
4°133)3°934|3°755 
4°200] 3°998| 3315 
4270] 4°065 | 3°879 
4°344| 4°135|3°946 


4°422| 4°209| 4°017 
4°504| 4°287 | 4°092 
4°590] 4°370|4°170 
4°082 | 4°457|4°253 
4°778| 4°549|4°341 


4881) 4°646] 4°434 
4°989| 4°749|4'532 
5°104| 4°858) 4°637 
5°226] 4°974|4°747 
5°355| 5°097|4°865 


5°493| 5°229|4°990 
5°640] 5°368|5°123 
5°796| 5°517| 5266 
5°964| 5°677|5°418 
6°143| 5°848] 5581 


Teme Lal eles eee nl Osh ak te fo at [289° | 940% | 25°) | oee "|: 279 


| 
2°669|2°559|2°459 
2°670| 2°560/2°459 
2°671|2°561| 2°460 
2°673/2°563|2°462 
2°676| 2°566| 2°465 
2°680] 2°569| 2°468 


2°684|2°573|2°472 
2°690] 2°579|2°477 
2°696) 2°584 | 2°483 
2°703| 2°591| 2°489 
2°711/2°599 | 2°497 
2°719| 2°607|2°505 
2°729|2°616|2°514 
2°740| 2°627 | 2°523 
2°751|2°638|2°534 
2°764|2°650] 2°545 
2°77'7| 2°662/2°558 
2°791|2°676/2°571 
2°807| 2°691 | 2°585 
2°823]| 2°707 | 2°600 
2°841| 2°724 | 2°616 


2°859]2°741|2°634 
2°879| 2°760] 2°652 
2°900} 2°780] 2°671 
2°922| 2°802/2°691 
2°945]2°824|2°713 


2°970| 2°847 |2°735 
2°996| 2°872|2°759 
3°023| 2°899]2°785 
3°052)2°926/2°811 
3082] 2°955| 2°839 
3°114| 2°986| 2°868 
3°148] 3'018]2°899 
3°183|3°052)2°932 
3,220] 3°087 | 2°966 
3°259|3°124/ 3001 


3°300 | 3°163] 3'039 
3°343| 3°'205|3°078 
3°388] 3°248] 3°120 
3°435| 3°293] 3°164 
"485 |3°341 | 3'209 


37|3°391/3'258 
92|3°444 | 3°308 
50] 3°499| 3°362 
11] 3°558/3°418 
75|3°619|3°477 


43|3°684] 3°539 
3°914| 3°753| 3°605 
3°989| 3°825| 3°674 
4069] 3°91) 3°748 
4°153] 3°982| 3°825 


4°242|4°067 | 3°907 
4°336|4°157|3°993 
4°436| 4°253|4'085 
4°542|4°354| 4°183 
4°654|4°462/4°286 


4°774|4°577| 4°397 
4°901 | 4°699| 4°514 
5°037|4°830|4°640 
5°183]| 4°969| 4°774 
5°33915°1191 4°917 


io 
i 
‘6 
7 
*; 
‘8 


2°366)| 2°281 | 2°203 
2°367 | 2°282/ 2°203 
2°368 | 2°283] 2°204 
2°369 | 2°284 | 2°205 
2°372|2°287|2°208 
2°375|2°290|2°211 


2°379|2°294 
2°384 | 2°298 
2°389 | 2°304 
2°396/2°310 
2°403 | 2°316 
2°410|2°324 
2°419| 2°332 
2°428|2°341 
2°439/2°351 
2°450|2°362 


2°462|2°373 
2°474|2°385 
2°488 | 2°399 
2°503/2°413 
2°518)2°428 


2°535|2°443 
2°552|2°460 
2°571|2°478 
2°590 | 2°497 
2°O11|2°517 
2°633|2°538 
2°656|2°560 
2°680]2°584 
2°705|2°608 
2°732|2°634 
2°760|2°661 
2°790| 2°690 
2°821|2°720 
2°854|2°752 
2°889]| 2°785 
2°925|2°820 
2°963 | 2°856 
3°003|2°895 
37045) 2°935 
3'089| 2°978 


3°135|3°023 
3°184/3°070 
3°235|3°119 
3°289| 3°171 
3°346| 3°226 


3°406| 3°284 
3°470| 3°345 
3°536| 3°409 
3°607|3°477 
3°681 | 3°549 


3°760 | 3°625 
3°843] 3°705|3°578 
3°932| 3°790| 3660 
4'026| 3°881| 3°747 
4°125| 3°977|3°840 


4'231|4'079|3°939 
4°345 | 4°188] 4°044 
4°465 | 4°305| 4°57 
4°594|4°429|4°277 
4°732|4°562 —_ 


2°215 
2°219 
2°224 
2°230 
2°237 
2°244 
2°252 
2'261 
2°270 
2°280 
2°291 
2°303 
2°316 
2°330 
2°344 


2°359 
2°376 
2°393 
2°41 
2°430 
2°451 
2°472 
2°495 
2°518 
2°543 


2°570 
2°597 
2°626 
2°657 
2°689 


2°723 
2°758 
2°795 
2°334 
2°875 


2°919 
2°964 
3012 
3°062 
37115 
3171 
3°230 
3'292 
3°357 
3°427 
3°500 


| 28° | 29° | 30° 


2°063}2°000 
2°063| 2°000 
2°064| 2°001 
2°065|2°003 
2°068| 2°005 
2°071| 2°008 


2°130 
2°130 
2°131 
2°133 
2°135 
2°138 
2°074|2°0I1 
2°078/2°015 
2083] 2°020 
2°088| 2°025 
2°094|2°031 


2°142 
2°146 
2°151 
2°157 
2°163 
2°170| 2°101 | 2°037 
2°178| 2°109| 2°045 
2°186]2°117/2°053 
2°195|2°126|2°061 
2°205] 2°135|2°071 
2°146 
2°157 
2°169 
2°182 
2°195 
2°209 
2°225 
2°24] 
2°258 
2°276 


2°295 
2°315 
2°336 
2°358 
2°382 


2°081 
2°09 
2°103 
2°115 
2°128 


2°216 
2°227 
2°240 
2°253 
2°267 
2'282 
2°297 
2°314 
poe 
2°350 
2°370 
2°39! 
2°412 
2°435 
2°460 
2°485 
2°512 
2°540 
2°569 
2°600 
2°633 
2°607 
2°793 
2°741 
2°781 


2°142 
2°157 
2°173 
2°189 
2°207 
2°225 
2°245 
2°265 
2°287 
2°309 
2°333 
2°358 
2°385 
2°412 
2°442 
2°472 
2°504 
2°538 
2°574 
2611 
2°650 
2°691 
2°735 
2°780 
2°828 


2°879 
2°933 


2°406 
2°432 
2°459 
2°488 
2°518 


2°550 
2°533 
2°618 
2°654 
2°693 
2°822|2°733 
2°866| 2°776 
2°912| 2°820 
2°961|2°867 
3°O12|2°917 
3'066 | 2°969 
3°123|3°024 
3°183] 3°083 | 2°989 
3°247 | 3°144|3°049 
3°314] 3°209 |3°111 


3°385|3°278|3°178 
3°460| 3°350|3°249 
3°539|3°42713°323 
3°624| 3°509 | 3°403 
3°714]3°596|3° 


3°809| 3°689 | 3°577 
3°911| 3°787 | 3°672 
4°020) 3°892|3°774 
4°136| 4°005 | 3883 
4°260| 4°125|4°000 


To convert into Time, multiply by 4. Thus, 7 256 x 4= 29° 024, 
This applies also to the quantities in Table C. 
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TAGE a es 
Shewing the error produced in the Longitude by an error of 1’ in the Altitude. 


Tat TRIE WAZ. MSU aie ries 
31° | 82° | 83° | 34° | 35° | 86Rx | 872 | 88°] Soe {| 403 | 41°°| 42°] 45°) | 44°") 46° 


fe] 


1°942|1°887/1°836 | 1°788} (°743/1°701 | 1°662) 1°624/1°589 | 1°556/1°524| 1°494 | 1°466|1°440| 1°414 
1'942|1°887| 1°836 | 1°789/1°744| 1°702 | 1°662]1°625|1°589 | 1°556|1°524|1°495 | 1°467|1°440] 1°414 
1°943| 1°888] 1°837 | 1°789| 1°745| 1°702 | 1°663}1°625]1°590 | 1°557/1°525|1°495 | 1°467| 1°440]1°415 
1°944| 1890] 1°839 | 1°791|1°746| 1°704 | 1°664|1°626/1'591 | 1°558)1°526|1°497 | 1°468)| 1°442| 1°416 
1°946| 1°892| 1°841 | 1°793]1°748|1°705 | 1°666) 1°628]1°593 | 17560] 1°528/1°498 | 1°470] 17443] 1°418 
1°949]| 1°894| 1°843 | 1°795|1°750|1°708 | 1°668|1°630]1°595 | 1°562|1°530| 1°500 | 1°472|1°445]| 1°420 
1°952]1°897|1°846 | 1°798/1°753] 1°711 | 1°671 | 1°63311°598 | 1°564)1°533/1°503 | 1°474/1°447/1°422 
1°956|1°g01| 1°850 | 1°802/1°757/1°714 | 1°674|1°636) 1601 | 1°567|1°536/1°506 | 1°477/1°450| 1°425 
1°961| 1°906} 1°854 | 1°806]1°761}1°718 | 1°678) 1°640/1°605 | 1°571|1°539/1°509 | 1°481/1°454]1°428 
1°966| 1°911|1°859 | 1°811]1°765/1°723 | 1°682| 1°645|1°609 | 1°575/1°543)1°513 | i°485/1°458| 1°432 
1°972|1°916|1°864 | 1°816]1°770| 1°728 | 1°687/1°649| 1°614 | 1°580/1°548/1°518 | 1°489|1°462| 1°436 


Ir | 1°978| 1°922|1°870 | 1°822]1°776| 1°733 | 1°693/1°655|1°619 | 17585] 1°553|1°522 | 1°494|1°467|1°441 
12 | 1°985|1°929|1°877 | 1°828]1°782/1°739 | 1°699| 1°661 | 1°625 | 1°590]1°558) 1°528 | 1°499|1°472| 1°446 
13} 17993] 1°937| 1°884 | 1°835|1°789|1°746 | 1-705} 1°667)1°631 | 1°597]1°564/ 1°534 | 1°505|1°477|1°451 
14 | 2°001]1°945|1°892 | 1°843]1°797!1°753 | 1°713/1°674| 1°638 | 1°603/1°571| 1°540 | 1511 | 1°484| 1°458 
15 | 2°010|1°954/1°9O1 | 1°851]| 1°805|1°761 | 1°720|1°682| 1°645 | 1°611}1°578|1°547 | 1°518|1'490| 1°464 
16 | 2°020] 1°963| 1°910 | 1°860] 1°814|1°770 | 1°729| 1°690| 1°653 | 1°618| 1°586)1°555 | 1°525/1'498|1°471 
17 | 2°030] 1°973] 1°920 | 1°870| 1°823| 1°779 | 1°738]1°698|1°662 | 1°627)1°594| 1°563 | 1°533|1°505|1°479 
18 | 2°042] 1°984| 1°931 | 1°880| 1°833|1°789 | 1°747|1°708| 1°671 | 1°636| 1°603}1°571 | 542] 1°514| 1°487 
19 | 2°053]1°996] 1°942 | 1°891|1°844/1°799 | 1°757|1°718| 1681 | 1°645/1°612] 1°58 | 1°551/1°523) 1°496 
20 | 2°066| 2°008} 1°954 | 1°903|1°855|1°810 | 1°768/1°729| 1°691 | 1°656/1°622|1°590 | 1°560/1°5 32) 1°505 


21 | 2°080] 2'021|1°967 | 1°916|1°867| 1°822 | 1°780/1°740]| 1°702 | 1°666/1°633}1°601 | 1°571/1°542) 1515 
22 | 2°094| 2°035| 1°980 | 1°929|1°880| 1°835 | 1°792/1°752| 1°714 | 1°678] 1°644| 1612 | 1°581/1°553)1°525 
23 | 2°109| 2°050/1°995 | 1°943|1°894]1°848 | 1°805]1°765|1°726 | 1°690/1°656/1°624 | 1°593/1°564| 1°536 
24 | 27125) 2°066/ 2010 | 1°958|1°908) 1°862 | 1°819/1°778| 1°739 | 1°703| 1°669| 1°636 | 1°605/1°576| 1°548 
25 | 2°142| 2°082/2°026 | 1°973|1°924]1°877 | 1°833/1°792] 1°753 | 1°717| 1°682|1°649 | 1°618) 1°588] 1°560 


26 | 2°160] 2°100] 2°043 | 1°990| 1°940] 1°893 | 1°849|1°807 | 1°768 | 1°731| 1°696| 1°663 | 1°631| 1°602] 1°573 
27 | 2°179|2°118|2°061 | 2°007/1°957/ 1°909 | 1°865|1°823|1°783 | 1°746]1°711 | 1°677 | 1°646| 1°616| 1°587 
28 | 2°199|2°137|2°079 | 2°025|1°975|1°927 | 1°882|1°840]1°800 | 1°762| 1°726| 1°693 | 1°661| 1°630] 1°602 
29 | 2°220|2°158)2°099 } 2°045/1°993] 1'945 | 1°900]1°857/1°817 | 1°779| 1°743|1°709 | 1°676| 1°646| 1°617 
30 | 2°242| 2°179|/2°120 | 2°065|2°013! 1°964 | 1°919!1°876] 1°835 | 1°796|1°760|1°726 | 1°693] 1°662/ 1°633 
BI | 2°265]2°202| 2°142 | 2°086/2°034| 1°985 | 1°939/1°895/1°354 | 1°815]1°778/1°744 | 1°711| 1°679| 1°650 
32 | 2°289|2°225| 2°165 | 2°10g| 2°056| 2°006 | 1°959| 1°915| 1°874 | 1°834]1°797| 1°762 | 1°729| 1°697| 1°668 
33 | 2°315|2°250| 2°189 | 2°132| 2°079| 2'029 | 1°981| 1°937| 1°895 | 1°355]1°817| 1°782 | 1°748]1°716| 1°686 
34 | 2°342|2°276] 2°215 | 2°157|2°103| 2°052 | 2°004/1'959|1°917 | 1°877/1°839| 1°803 | 1°769|1°736| 1°706 
35 | 2°370|2°304| 2°241 | 2°183|2°128|2°077 | 2°028] 1°983| 1°940 | 1°899]1°861| 1°824 | 1°790| 1°757 | 1°726 
9° 


36 | 2°400] 2°333)/2°270 | 2°210| 2°155| 2°103 | 2°054| 2°008| 1°964 | 1°923}1°884| 1°847 | 1°812|1°779| 1°748 
37 | 2°431/2°363] 2°299 | 2°239/2°183| 2°130 | 2°081|2°034|1°990 | 1°948] 1'909] 1°871 | 1°836)1°803|1°771 
38 | 2°464|2°395| 2°330 | 2°269] 2°212]2°159 | 2°109|2‘061 | 2°016 | 1°974| 1°934| 1°897 | 1°861|1°827/|1°795 
39 | 2°498|2°428| 2°363 | 2°301 | 2°243]2°189 | 2°138]| 2°090| 2'045 | 2°002] 1°961| 1°923 | 1°887| 1°852/1°820 
40 | 2°535|2°463|2°397 | 2°334]2°276|2:221 | 2'169|/2°120| 2074 | 2'°031| 1°990] I°951 | 1°914] 1°879|1°846 


AI | 2°573|2°500| 2°433 | 2°370| 2°310) 2°254 | 2°202|2°152]2°105 | 2°061|2°020| 1°980 } 1°943]1°907 | 1°874 

42 | 2°613}2°539|2°471 | 2°406|2°346| 2°289 | 2°236| 2°186| 2°138 | 2°093|2°051/ 2°01! | 1°973]| 1°937| 1°903 

43 | 2°655]2°580/2°511 | 2°445/2°384|2°326 | 2°272| 2'221 | 2°73 | 2°127| 2°084|2°043 | 2°005| 1°963 | 1°934 

44 | 2°699| 2°623] 2°552 | 2°486] 2°424/2°365 | 2°310]2'258|2°209 | 2°163|2°119| 2'078 | 2'038/2'001 | 1°966 

45 | 2°746| 2°669] 2°597 | 2°529|2°466|2°406 | 2°350]2'297|2°247 | 2°200]2°156| 2°114 | 2°074|2'036 |2°000 - 
° 


46 | 2°795|2°717| 2°643 | 2°574| 2°510|2°449 | 2°392) 2°338|2°287 | 2°240|/2°194|2°151 | 2°111|2°072 2'036 
47 | 2°847|2°767 | 2°692 | 2°622| 2°556|2°495 | 2°436/2°382| 2°330 | 2°281|2°235/2°191 | 2°150|2°111 |2°074 
48 | 2°902|2°820] 2°744 | 2°673] 2°606/2°543 | 2°483|2°427/2°375 | 2°325|2'278| 2°233 | 2°191 |2°151 |2°114 
49 | 2°959| 2°876|2°799 | 2°726| 2°657|2°593 | 2°533|2°476|2°422 | 2°371|2°323|2'278 | 2°235|2°194 |2°156 
50 | 3°021 | 2°936|2°856 | 2°782| 2°712| 2°647 | 2°585|2°527|2'472 | 2°420|2°371| 2°325 | 2°281|2°240 | 2°200 
5I | 3°085|2°999| 2°918 | 2°842| 2°770]2°703 | 2°640]2°581|2°525 | 2°472|2°422|2°375 | 2°330|2°287 |2°247 
52 | 3°154|3°065 | 2°982 | 2°905| 2°832/2°763 | 2°699|2°638|2°581 | 2°527|2°476|2°427 | 2°382|/2°338 | 2°207 
53 | 3°226] 3°136) 3°051 | 2°971| 2°897|2°827 | 2°76112°699| 2°640 | 2°585| 2°533/2°483 | 2°436|2°392 |2°350 
54 | 3°303|3°210/3°124 | 3°042) 2°966/2°894 | 2°827 | 2°763|2°703 | 2°647/2°593|2°543 | 2°495|2°449 | 2'406 
55 3°385 |3°290| 3°201 | 3°118] 3°040| 2°966 | 2°897/2°832|2°770 | 2°712|2°657/2°606 | 2°556|2°510|2'466 
72|3°375 | 3°283 | 3°198| 3°118] 3042 | 2°971|2°905/2°842 | 2°782|2°726| 2°673 | 2°622|2°574 |2°529 
5|3°465| 3°371 | 3°283] 3°201| 3°124 | 3°051]2°982| 2°918 | 2°856|2°799|2°744 | 2°692/2°643 | 2°597 
4|3°561| 3°465 | 3°375] 3°290] 3°210 | 3°1 36] 3°065 | 2°999 | 2°936/2°876|2°820] 2°767|2°717 | 2°669 
0} 3°664 | 3°565 | 3°472/ 3°385 | 3°303 | 3°226| 3°154| 3°085 | 3'021|2°959|2°902] 2°847|2°795 |2°746 
313°7741 3°672 | 3°577| 3'48713°403 | 3°32313'24913'178 | 3°11] 3°049|2'989] 2°933|2°879 |2'828 


00 O ONT Cours WH N HO 


3 
3 
a 
3 
¥. 
3 
re 
3 


s. 
To convert into Time, multiply by 4. Thus 3°883 x 4=15'532. 
This applies also to the quantities in Table C. 


0 OO CONT OoUIi PW NH OO 
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TABLE JD. 
Shewing the error produced in the Longitude by an error of 1’ in the Altitude. 


foe EY AZ. IM-USE A. 
267°), 47° | 48° |) 49°" | 60° | 51° =|. 52° | 53°.| 54° | 55° | 56° | 572.| 58° | 59° 


| 
1°390| 1°367| 1°346 | 1°325|1°305| 1°287 | 1°269/1'252/1°236 | 1'221/1°206| 1°192 | 1°179| 1°167/ 1155 
1°390] 1°368] 1°346 | (°325 | 1°306| 1°287 | 1°269] 1°252| 1°236 | 1°221| 1°206|1°193 | I°179|1'167| 1155 
1°391| 1°368| 1°346 | 1°326]1°306/1°288 | 1°270] 1°253]1°237 | 1°222/1°207/1°193 | 1180] 1°167| 1°155 
1°392| 1°369] 1°347 | 1°327 | 1°307| 1°289 | 1°271]1°254] 1°238 | 1°222|1°208] 1°194 | 1°181]1°168}1°156 
1°394| 1°371| 1°349 | 1°328]1°309|1°290 | 1°272/1°255|1°239 | 1°224|1°209|/1'195 | 1°182]1°169/1°158 
1°395 | 1°373|1°351 | 1°330|1°310]1°292 | 1°274]1°257/1'241 | 1°225|1°211/ 1197 | 1184] 1171 1°159 
1°398| 1°375] 1°353 | 1°332|1°313]1°294 | 1°276| 1°259| 1°243 | 1°227|1'213] 1°199 | 1°186|1°173| 1°161 
1°401|1°378/1°356 | 1°335|1°315| 1°296 | 1°279]1°262| 1°245 | 1°230| 1°215|1°201 | 1°188]1°175 | 1°163 
1°404| 1°381}1°359 | 17338] 1°318| 1299 | 1°281] 1°264/1°248 | 1°233}1°218] 1°204 | 1°191]1°178|1°166 
1°407| 1°384| 1°362 | 1°342/1°322| 1°303 | 1°285]1°268] 1°251 | 1°236/1°'221| 1°207 | 1°194]1°181| 1°169 
1°412] 1°388] 1°366 | 1°345| 1°326/1°307 | 1°289] 1°271]1°255 | 1°240/1°225] 1211 | 1°197/1°185|1°173 
1°416] 1°393|1°371 | 1°350|1°330|1°311 | 1°293]1°276]1°259 | 1°244/1°'229|1'215 | 1°201]1°188]1°176 
1°421}1°398| 1°376 | 1°355/1°335}1°316 | 1°297| 1°280] 1°264 | 1°248/1°233]1'219 | 1°206] 1'193|1°180 
1°427| 1°403/1°381 | 1°360/1°340] 1°321 | 1°302}1°285| 1°269 | 1°253|1°238].1'224 | I'210/1°197| 1185 
1°433| 1°409| 1°387 | 1°366/1°345| 1°326 | 1°308] 1°290] 1°274 | 1°258]1°243]1°229 | 1°215|1°202|1°190 
1°439| 1°416] 1°393 | 1°372|1°351/1°332 | 1°314| 1°296|1°280 | 1°264)1°249] 1°234 | 1°221] 1°208] 1°195 
1°446] 1°422] 1°400 | 1°378/1°358/ 1°339 | 1°320| 1°303] 1°286 | 1°270/1°255]1°240 | 1°227] 1°214] 1°201 
1°454|1°430/1°407 | 1°386|1°365/1°346 | 1°327| 1°309|1'293 | 1°277/1°261|1°247 | 1°233]1°220/1°207 
1°462] 1°438/1°415 | 1°393|1°373| 1°353 | 1°334|1°317| 1°300 | 1°284|1°268/1°254 | 1°240] 1°227|1°214 
1°470| 1°446| 1°423 | 1°401|1°381/1°361 | 1°342]1°324/1°307 | 1°291|1°276| 1°261 | 1°247]|1°234|1'221 
1°479|1°455|1°432 | 1°410] 1°389| 1°369 | 1°350/1°332|1°315 | 1°299/1°284] 1°269 | 1°255]1°242/1°229 
1°489|1°465/1°441 | 1°419/1°398]1°378 | 1°359] 1°341 | 1°324 | 1°308]1°292] 1°277 } 1°263] 1°250|1'237 
1°499|1°475|1°451 | 1°429|1°408/1°388 | 1°369] 1°350| 1°333 | 1°317]1°301| 1°286 | 1°272|1°258/1°245 
1°510|1°485|1°462 | 1°439/1°418/1°398 | 1°379] 1°360| 1°343 | 1°326/1°310]1°295 | 1°281|1°267) 1°254 
1°522|1°497|1°473 | 1°450|1°429|1°409 | 1°389] 1°371|1°353 | 1°336| 1°320] 1°305 | 1291] 1°277|1°264 
1°534|1°509|1°485 | 1°462|1°440/1°420 | 1°400] 1°382]1°364 | 17347] 1°331[1°316 | 1°301] 1°287| 1°274 
1°547| 1521) 1°497 | 1°474) 1°452| 1°432 | 1°412) 1°393|1°375 | 1°358/1°342|1°327 | 17312] 1°298/ 1°285 
1°560} 1°535] 1°510 | 1°48711°46511°444 | 1°424] 1°405 | 1°387 | 1°370] 1°354/1°338 | 1°323] 1°309/ 1'296 
1°574|1°549|1°524 | 1°501| 1°478|1°457 | 1°437|1°418] 1°400 | 1°383| 1°366|1°350 | 1°336] 1°321/1°308 
1°589| 1°53] 1°539 | 1°515]1°493|1°471 | 17451) 1°432]1°413 | 1°396]1°379|1°363 | 1°348|1°334| 17320 
1°605|1°579|1°554 | 1°530] 1°507|1°486 | 1°465] 1°446/1°427 | 1°40} 1°393|1°377 | 1°362/1°347)| 1°333 
1°622]1°595| 17570 | 1°546| 1°523|1°501 | 1°480| 1°461] 1°442 | 1°424]1°407| 1°391 | 1°376/1°361|1°347 
1°639| 1°612| 1°587 | 1°562/1°539]1°517 | 1°496/1°476|1'458 | 1°440| 1°422|1°406 | 1390] 1°376/1°362 
1°658] 1°630| 1°604 | 1°580] 1°557|1°534 | 1°513]1°493)1'474 | 1°456)| 1°438| 1°422 | 1°406/1°391|1°377 
1°67 77) 1°649 | 1°623 | 1°598)1°575)1°552 | 1530/1510] 1491 | 1°473] 17455] 1°438 | 1°422)1°407|1°393 


1°697| 1°669| 1°643 | 1°618/1°594]1°571 I 1°549| 1°529/1°509 | 1°490| 1°473] 1°456 | 1°440]1°424/1°410 


1°718| 1°690] 1°663 | 1°638| 1°614|1°591 | 1°569] 1°548]1°528 | 1°509/1°491} 1°474 | 1°458]1°442|1'427 
1°741/1°712| 1'°685 | 1°659| 1°635| 1611 | 1°589/1°568/1°548 | 1°529] 1°510/1°493 | 1°476/1°461| 1°446 
1°764| 1°735|1°708 | 1°681|1°657| 1°633 | 1°610] 1°589| 1°569 | 17549] 1°531/ 1°513 | 1°496]1°480] 1°465 
1°789] 1°759|1°732 | 1°705] 1°680/ 1°656 | 1°633/ 1611] 1°591 | 1°571/1°552| 1°534 | 1517] 1°501/1°486 
1815} 1°785|1°757 | 1°730] 1°704] 1°680 | 1°657| 1°635|1°614 | 1°594/1°575/1°557 | 1539] 1°523|1°507 
1°842| 1°812/1°783 | 1°756|1°730| 1°705 | 1°681] 1°659| 1°638 | 1°618| 1°598] 1°580 | 1°562] 17546] 1°530 
1°871/1°840]1°811 | 1°783]1°757/1°732 | 1°708] 1°685| 1°663 | 1°643] 1°623] 1°604 | 1°587/1°570] 1°554 
1°901|1°870] 1°S4o | 1°812]1°785/1°759 | 1°735|1°712| 1°690 | 1°669] 1°649]1°630 | (°612/1°595/1°579 
1°933| 1901 | 1°871 | 1842] 1°815|1°789 | 1°764/1°741]1°718 | 1°697|1°677/1°658 | 1°639/1°622] 1°605 
1°966| 1°934| 1°903 | 1°874| 1°846|1°3820 | 1°795|1°771/1°748 | 1°726| 1°706] 1°686 | 1°668] 1°650/ 1°633 


2'001| 1°968] 1°937 | 1°907| 1°879| 1°852 | 1°827| 1°803]1°779 | 1°757| 1°736| 1°716 | 1°697| 1°679| 1°662 
2°038| 2°005 | 1°973 | 1°943| 1°914| 1°887 | 1°861| 1836] 1°812 | 1°790) 1°769] 1°748 | 1°729| 1°711| 1°693 
2'078| 2'043|2°011 | 1°980] 1°951| 1°923 | 1°897|1°871|1°847 | 1°824| 1°803]1°782 | 1°762}1°744] 1°726 
2°119| 2°084|2°051 | 2°020| 1990] 1961 | 1°934| 1°909|1°884 | 1°861| 1°839| 1°817 | 1°797|1°778| 1°760 
2°163|2°127|2°093 | 2°061| 2°031| 2°002 | 1°974| 1°948| 1°923 | 1°899/1°877/1°855 | 1°834|1°815] 1°796 


2'209| 2°173| 2°138 | 2°105| 2074] 2°045 | 2°016| 1°990] 1°964 | 1°940] 1°917| 1°895 | 1°874] 17854] 1°835 
2'258| 2°221| 2°186 | 2°152| 2°120]2°090 | 2°061| 2°034/ 2°008 | 1°983] 1°959] 1°937 | 1°915|1°895] 1°876 
2°310| 2°272| 2°236 | 2°202| 2°169| 2°138 | 2°109| 2°081| 2°054 | 2°028/2°004/1°981 | 1°959] 1°939| 1919 
2°365 | 2°326| 2°289 | 2°254| 2°221| 2°189 | 2°159| 2°130| 2°103 | 2°077| 2°052|2°029 | 2°006/1°985] 1 964 
2°424| 2°384| 2°346 | 2°310| 2°276]2°243 | 2°212/2°183|2°155 | 2°128]2°103]2°079 | 2°056| 2°034 | 2°013 


2°486| 2°445| 2°406 | 2°370| 2°334|2°301 | 2°269| 2°239] 2°210 | 2°183| 2°157/2°132 | 2°109] 2086 | 2°065 
2°552|2°511/2°471 | 2°433| 2°397|2°303 | 2°330|2°299|2°270 | 2°241 | 2°215|2°189 | 2°165/2°142|2°120 
2°623|2°580/ 2°539 | 2°500] 2°463| 2°428 | 2°395| 2°363| 2°333 | 2°304| 2°276|2°250 | 2°225| 2°202| 2°179 
2'699|2°655| 2°613 | 2°573| 2°535|2°498 | 2°464|2°431| 2°400 | 2°370/2°342|2°315 | 2°289|2°265 | 2°242 
2°780| 2°735| 2°691 | 2°650| 2°611)2°574 | 2°538] 2°504|2°472 | 2°442|2°412/2°385 | 2°358) 2°333|2°309 


1 &. 
To convert into Time, multiply by 4. Thus, 2°780 x 4= 11120. 
This applies also to the quantities in Table C. 
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PA Bienen: 
Shewing the error produced in the Longitude by an error of 1’ in the Altitude. 


Te RAUIE SEA ZI ates 
61° | 62° | 638% | 64° | 65°. |. 662 .|..672 | G8? |. 63 | 702. |- 71> baa? ia ee 


Lat.4- 


2°287 |2°265|2°245 


/ s. 
To convert into Time, multiply by 4 Thus 2°287 x 4=9°148, 
This applies also to the quantities in Table C. 


2°225| 2°207|2°189 


2°173|2°157|2°142 


2°128| 2°115| 2°103 


2°091 


0 1°143| 1°133|1°122 | 1113] 1°103/1°095 | 1°086 1'079| 1'071 1°064/|1'058/1°051 | 1°046| 1°040| 1°035 
I} 1°144| 1°133]1°122 | 1113) 1°104/1°095 | 1°087| 1°079| 1071 | 1°064| 1°058| 1°052 | 1046] 1040] 1°035 
2] 1°144/1°133]1°123 | 1113] 1°104/1'095 | 1°087|1°079/1°072 | 1°065|1°058]1°052 | 1°046} 1'041| 1°036 
3] 1145) 1°134)/ 1124 | 1114] 1°105|1°096 | 1°088] 1°080} 1073 | 1°066| 1°059] 1°053 | 1°047 | 1°042| 1°037 
A] 1°146)1°135/1°125 | 1°115|1°106/1°097 | 1°089] 1°081|1°074 | 1°067| 1060] 1'054 | 1048) 17043] 17038 
5 | 1°148/ 1137/1127 | 1'117| £108] 1°099 | 1°091| 1083] 1°075 | 1°068]1°062/1°055 | 1°050| 1°044| 1°039 
° 
6 | 17150] 1°139] 1°129 | 11g] 1109] 1101 | 1°092| 1°084]1'077 | 1°070| 1'063]1°057 | 1°051| 1°046] 1041 
7) Uis2|C14t | 113 | 121] L112] 1°103 | 1°095; 1°087/1°079 | 1°072| 1°066] 1°059 | 1054] 1°048] 1'043 
8] 1°155/1°144/1°133 | 1°124| 1114] 1105 | 1°097| 1°089|1°082 | 1°075| 1°068] 1°062 | 1°056/ 1051} 1°045 
9 | 1°158)1°147|1°136 | 19126] 1117] 1°108 | 1100] 1°092| 1°084 | 1°077| 1071 | 1°065 | 1°059/ 1°053| 17048 
IQ] 1161} 1°150] 1°40 | 17130] 1°120| 1112 | 1°103| 1°095| 1088 | 1°081]| 1°074] 1°068 | 1°062]| 1056} 1°051 
> 
TX | 1°165/1°154)1°143 | 1133/1124] 1115 | £°107/1°099| 1°09! | 1°084]1°077/ 1071 | 1°065| 1°060] 1°055 
12] 1169) 1°58} 1°147 | 1°137/ 1128] 1119 | L111 | 1°103] 1°095 | 1°088] 1°081|1°075 | 1°069| 1°064/1°058 
13, | 1°173|1°162|1°152 | 1°142| 1°132|1°123 | 1°15] 1°107| 1099 | 1092] 1°085|1°079 | 1°073] 1068) 1°063 
14} 1°178| 1167] 1°57 | 1147) 1137] 1°128 | 1°120| 17112] 1°104 | 1°097! 1090] 1084 | 1°078] t'072] 1°067 
15] 1°184] 1173] 1°162 | 1152] 1°642| 1°33 | 1°125/ 1117/1109 | 1°102!1°095|1°089 | 1°083]| 1°077|1°072 
re) 
16 } 17189} 17178] 1°168 J 1°15.7/1°r48]1°139 | 1°130] 17122] 1°114 | 1°107] 1°100] 1°094 | 1°088| 1082] 1°077 
17 | 1'196| 1°184|1°174 | 1°163)]1°154)1°145 | 1°136|1°128| 17120 | 1°113| 17106] 17100 | 1°CQ3| 1°088| 1°083 
18 | 1'202]1°191| 1°180 | 1°70] 1°160] 151 | 1°142) 17134) 1°126 | 1119] 1°112| 1°106 | 1°100] 1°094| 1°089 
19 | 1°209/1°198} 1°187 |. 1°177/ 17167] 1°158 | 1149] 1141) 1°133 | 1025] 1119/1112 | 1°106| 1°100| 1°095 
20 | 1°217/1°205|1°194 | 1°184]1°174| 1°165 | 1°156| 1°148/1'140 | 1°132/ 1°25 1119 | 1°113] 1°107| 17102 
° 
21 | 1°225) 1°213)1°202 | 1°192| 1°182]1°173 | 1164] 1455/1147 | 1°140/ 1°33] 1126 | 1°120] 1°11 4] 1°109 
22 | 1°233)1°222]1'210 | 1200] 1°190]1°181 | 1°172) 1103/1555 | 1148/0141 | 1134 | 128) 1122/1117 
f 23 | 1°242| 1°230|1°219 | 1°209| 1°199|1°189 | 17180] 1°172/1°164 | 1°156) 1°49] 1°142 | 1°136/1°130) 1°125 
24 | 1°252)1'240] 1'229 | 1°218] 1°208/1°198 | 1'°F8Q] 1181/1173 | 165) L158 / 1151 | 1°145) 1°139| 1°133 : 
1} 25 |] 1°262/1°250| 1°238 | 1°228| 1°217|1°208 | 1°199| 1°190/1°182 | 1°174|1°167|1°160 | 1°154|1°148] 1°142 | 
26 1°272| 1°260] 1°249 | 1°238| 1'228| 1°218 | 1°209| 1°200] 1°192 | 1°184] 1°177| 1°70 | 1°163/1°157| 1152 : 
27 | 1°283]1°271| 1260 | 1°249] 1°238)/1°229 | 1219] 1°210] 1202 | 1°194/ 1187/1180 | 1°174] 1°168) 1°162 : 
28 | 1°295|1°283]1°271 | 1°260] 1°250] 1°240 | 1°230]1°222]1°213 | 1°205| 1°198| 1°191 | 17184) 1178) 1173 : 
2g | 1°307| 1°295| 1°283 | 1°272/1°262] 1'252 | 1°242]1°233}1'225 | 1°217| 1°209| 1°202 | 1°196)1°189| 1184 
30 | 1°320]1°308) 1°296 | 1°285|1°274/ 1°204 | 1°254/1°245]1°237 | 1'229|1°221|1°214 | 1°207| 1°201| 1°195 
3I 1°334|1°321]1°309 | 1°298]1'287|1°277 | 1°267| 1°258|1°250 | 1°242|1'234/1°227 | 1°220|1°214| 1'208 
32 | 1°348 1°336/1°323 | 1°312/1°301/1°291 | 1°281|1°272| 1°263 | 1°255|1°247| 1°240 | 1°233] 1°227| 1°221 
33 | 17363] 1°350/ 1°338 | 1°327/1°316]1°305 | 1°295]1°286]1°277 | 1°269/1'261| 1°254 | 1°247|1°240]1°234 
34 | 1379] 1°360/1°354 | 1°342]1°331]1°320 | 1°310]/1°301| 1°292 | 1°284/1°276] 1208 | 1°261) 1°255/1°249 
35 | 1°396] 1°383}1°370 | 1°358] 1°347 | 1°336 | 1°326|1°317| 1°308 | 1°299| 1°291| 1°284 | 1°277| 1°270] 1°204 
36 1°413]1°400] 1°387 | 1°375/1°364] 1°353 | 1°343|1°333|1°324 | 1°315|1°307| 1°300 | 1°293| 1°286]1°280 
37 | 1°432|1°418/1°405 | 1°393| 1°382]1°371 | 1°300/1°350]1°341 | 1°332/1°324]1°317 | 1°309| 1°303| 1°296 
38 | 1°451/1°437/1°424 | 1°412| 1°400|1°389 | 1°379|1 369 1°359 | 1°350/1°342| 1°334 | 1°327| £°320| (314 
39 }.1°471/1°457/1'444 | 1°432]1°420]1°409 | 1°398]1°388] 1°378 | 1°369| 1°361| 1°353 | 1°346| 1°339| 1°332 
40 | 1°493/1°478)1°465 | 1°452/1°440/1°429 | 1°418]1°408) 1°398 | 1°389]1°381| 1°373 | 1°365|1°358/1°351 
° 
AI | 1°515] 1°501/1°487 | 1°474]1°462/1°450 | 1°439/1°429]1°419 | 1°410|1°4or| 1°393 | 1°386] 1°378| 1°372 
42} 17539] 1°524)1°510 | 1°497|1°485]1°473 | 1°462) 1451) 1°44t | 1°432|1°423}1°415 | 1°407| 1°400) 1°393 | 
43 | 1°53) 1°549/1°535 | 152117509] 1°497 | 1°485])1°475]1°465 | 17455 |1°446| 1°438 | 1°430| 1°422| 1°416 
44] 1°589/1°574/1°500 | 1°547/1°534]1°522 | 1°510/1°499/1°489 | 1°479 |1°470] 1°462 | 1°454| 1°446] 17439 
45 | 1°617|1°602/1°587 | 1°573/1°560/1°548 | 1°536/1°525/1°515 | 1°505 |1°496| 1°487 | 1°479| 1°471| 1464 
te) 
46 | 1°646|1°630/1°616 | 1°602/1°588}1°576 | 1°564|1°553)1°542 | 1°532|1°523] 1°514 | 1°505| 1°498| 1°490 
47 | 1°676|1°661/1°646 | 1°631/1°618] 1°605 | 1°593/1°581| 1°571 | 1°560/1°551] 1°542 | 1°533]1°525/1°518 
48 | 1°709| 1°693|1°677 | 1°663|1°649] 1°636 | 1°624|1°612| F601 | 1°590]1°581| 1°571 | 1°563|1°555|1°547 
49 | 1°743/1°726| 1°711 | 1°696| 1°682| 1°669 | 1°656/1°644| 1°633 | 1°622/1°612| 1°603 | 1°594| 1°586/1°578 
50 | 1°779| 1°762|1°746 J 1°731/1°717| 1°703 | 1°690| 1°678| 1°666 | 1°656| 1645] 1-636 | 1°627| 1°618| 1°61 
° 
51} 1°817| 1800] 1°783 | 1°768) 1°753|1°739 | 1°726/1°714| 1°702 | 1°691| 1°681| 1°671 | 1°662| 1653) 1°645 
52] 1°857| 1°840] 1°3823 | 1°807]1°792| 1°778 | 1°765|1°752/ 1°740 |-1°729| 1°718| 1°708 | 1°698| 1°690| 1°682 
53 | 1°900]1°882|1°865 | 1°849| 1°833]1°819 | 1°805|1°792|1°780 | 1°768|1°757/ 1°747 | 1°738/1°729| 1°720 
54] 1°945|1°927| 1°909 | 1°893|1°877|1°862 | 1°848]1°835] 1°822 | 1°810/1°799] 1°789 } 1°779| 1°770| 1°761 
55 1 1°993|1°975|1°957 | 17940] 1°924| 1°908 | 1°894/1°880} 1°867 | 1°855|1°844| 1°833 | 1°823| 1°814] 1°805 
° 
56 | 2°045| 2°025/2°007 | 1°990) 1°973| 1°958 | 1°943| 1°929| 1°916 | 1°903|1°891| 1°880 | 1°870] 1°860] 1°851 
57 | 2°099/|2°079| 2061 | 2°043|2°026| 2010 | 1°995| 1°980| 1°967 | 1°954/1°942| 1°931 | 1°920/ 1°910| 1°90] 
58 | 2°158/2°137|2°118 | 2°100] 2°082| 2°066 | 2°050)| 2°035| 2°021 | 2°008/ 1°996] 1°984 | 1°973| 1°963| 1°954 
59 }| 2°220|2°199/2°179 | 2°160|2'142|2°125 | 2°109]2°094| 2°080 | 2°066| 2°053| 2°042 | 2°030| 2°020 
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PAB re -L). 
Shewing the error produced in the Longitude by an error of 1’ in the Altitude. 


jensen. EM: UsteH: 
Ten daeieiooe GOt peal? | O22 $°83° 184° 16 85e> |. 83° 287? 


[88° | 89°. | 90° 


1031 | 1°026| 1°022 | 1°019| 1015 | 1’°012 | 1°O10| 1008} 1005 | 1°004] 1'002] 00 | 1'00T | 1000] 1000 
1031 /1°026/1°022 | 1°019] 1°016) 1013 | 1010] 1008] 1°006 | 1°004} 1°003] 1°002 | I°001| 1°000] 1000 
1031] 1°027|1°023 | 1°019| 1016) £7013 | T°O10| 1°008} 1‘006 | 1°004|1°003] 1°002 | f'001| 1°00} 1001 
1°032/1°028|1'024 | 1°020]1°017] 1°014 | 1011] 1009] 1°007 | 1°005] 1°004/ 1°003 | 1°002| I’002| 1°001 
1°033|1°029] 1°025 | T'02T|1°018} L°015 | 1012] L‘O10] 1°008 | 1°006| 17005] 1°004 | 1°003 | 1°003] I'002 
1°035 | 1°030|1°026 | 1°023| 1°O19] 1°06 | 1°014| 1011] 1°009 | 1°008] 17006] 1°005 | 1°004| 1°004| 1004 


1°036| 1°032] 1028 | 1°024/1'021|1°O18 | I°O15]1°O13/1‘O11 | 1°009| 1°008] 1007 | 1°006| 1°006| 1'006 
1'038} 1°034] 1°030 | 1°026] 1°023|1°020 | 1°017| 1°015| 1°013 | L°OLL| 1°010} 1009 | 1°008] 1°008| 1°008 
1'041| 1'036] 1°032 | 1°029/1'025| 1'022 | 1°020] 1°O17/1°015 | L014] 1‘O12}1‘O1IL | L°OL0/ 1010/1010 
1°04 3} 1°039] 1°035 { 1°031|1°028]1°025 | 1°022]1°020]} 1018 | 1°016| 1°05] 1014 | 1°013] 1°013 | 1°O12 
1°047 | 1°042| 1°038 | 1°034]1°031| 1°028 | 1°025| 1°023] 1°021 | 1019] 1018} 1017 | 1'016/1'o16/ 1015 


II | 1°050/1°046/ 1'041 | 1°038| 1°034| 1031 | 1029] 1°026| 1°024 | 1°023] 1021] 1020 | 1°019| 1°019| I’019 
12 | 1°054| 1°049|1°045 | 1°041| 1°038| 1°035 | 1°032| 1030] 1°028-| 1°026] 1°025] 1°024 | 1°023| 1°022] 1°022 
13 | 1058] 1°053| 1°049 | 1°046| 1°042| 1°039 § 1°036] 1°034| 1°032 | 1°030)|1'029] 1°028 | 1°027| 1°026] 1°026 
14 | 1°062|1°058/1'054 | 1°050|1°047| 1°043 | 1°041] 1°038] 1°036 | 1°035 | 1°033] 1°032 | 1°031 | 1°031| 1°03 
15 | 1°067|1°063/ 1°058 | 1°055|1°051/1°048 | 1°045| 1°043]1°041 | 1°039] 1°038| 1°037 | 1°036] 1'035| 1035 


16 | 1°072| 1°068] 1°064 | 1°060| 1°056/ 1'053 | 1°051| 1°048/ 1°046 | 1°044] 1°043| 1°042 | 1041] 1'040| 1040 
17 | 1078] 1°073} 1°069 | 1°065 | 1°062| 1°059 | 1°056] 1°054]} 1°051 | 1°050; 1048] 1°047 | 1°046| 1'046] 1°046 
18 | 1°084|1°079] 1°075 | 1°071| 1068} 1°065 | 1°062| 1°059| 1°057 | 1°055|1°054|1°053 | 1°052] 1°052| 1051 
Ig | 1°090|1°085| 1°o8r | 1°077/1°074| 1°071 | 1°068| 1°066] 1°063 | 1°062}| 1060] 1°059 | 1°058] 1 058) 1°058 
20 | 1'097|1'092] 1088 | 1°084]| 1°081| 1°077 | 1°075|1°072]1°070 | 1°068) 1°067)|1°066 | 1°065] 1°064/ 1°064 


*104] 1°099| I°cg5 | 1°09 | 1°088} 1°084 | 1°082]| 1°079]1°077 | 1°075| 1°074| 1°073 } 1072] 1071 | 1071 
‘112]1°107| 1°103 | 1°099| 1°095| 1°092 | 1°089g] 1°087] 1084 | 1°083] 1°081| 1080 | 1°079| 1°079| 1°079 


I°QI5| 1°11 | L107 | 1°103| 1°100 | 1°097]1°095| 1092 [| L091 | 1°08] 1°088 | 1°087]| 1087] 1°086 
24 | 1128/1123} 1119 | L115 | 1'112| 1108 | 17105] 1°103] 1101 § 1°099| 17097] 1°096 | 1095] 1°095| 1°095 
25 137/1°132|1°128 | 1124/1120} L117 | I'114| 1112/1109 | 1°108] 1°06 1105 j 1°104] 1°104| 1°103 
26 1°147| 1°142|1°137 | 1°133/1°130/1°126 | PI24; LI20 {L119 | VITZ| IIIS | L114 fj L113 | 1113/1113 
27 | 1157/1152] 1°147 | 1°143/1°14011°136 | 1°133]/1°137| 17129 | 1°127/1°125] 1°124 | 1°123| 1122] 1122 
28 | 1°167/1'162|1°158 | 1°154]1°150/1°147 | 1144) 1141] 1139 | 1°137|1°135/1°134 | 1133] 1133/1133 
29 | 1°178/1°173| 1169 | 165/116] 1°15 f L155) 1152/1150 | 1148/1146] 1°45 | 1144] 1144) 1143 
30 | 1°190/1°185|1°180 | 1°176]}1°173}1°169 | 1°166| 1°163] 1161 | 1°159/1°158]1°156 | 1155] 1°155] 1°155 


31 | 1°202/1°197] 1°193 | 1°188/1°185| 1181 | 1178) 1°175| 1°173 | 1171/1169] 1168 | 1°167|1°167| 1°167 
32 | 1°215|1°210| 1°206 | 1°201| 1°197/1°194 | L191] 1138] 1°186 | 1°184]1°182/1°181 | 1°180] 1°179] 1°179 
33 | 1°229|1°224| 1°219 | 1°215]1°211| 1°207 | 1°204] 1°201]1°199 | 1197] £°195] 1°194 | 1°193] 1193] 1192 
34 | 1°243]1°238} 1°233 | 1°229]1°225]1°221 | 1°218] 1°215/1°213 | 1°211| 1'209| 1°208 | 1°207| 1'206| 1°206 
35 | 1°258|1:253]1°248 | 1°244/1°240| 1°236 | 1°233] 1°230]1°227 | 1°225/1'224|1°222 | 1°222/ 1°221| 1'221 


36 | 1°274]1°269]1°264 | 1°259/1'255] 1°25 | 1°248/1'245]1°243 | 1°241 | 1°239] 1°238 | 1°237| 1°236] 1°236 
37 | 1°290/1°285|1°280 | 1°276] 1°271|1°268 | 1°264/ 1°262| 1°259 | 1°257/1°255|1°254 | 1253] 1°252|1°252 
38 | 1°308] 1°302|1°297 | 1°293|1°289]1°285 | £°281| 1°279/1°276 | 1°274|1°272| 1°271 | 1°270]1°269| 1°269 
39 | 1°326/1°321 | 1°316 | 1°311| 1°307] 1°303 | 1°299| 1°296| 1°294 | 1'292|1'290] 1°289 | 1°288] 1'287| 1°287 
40 | 1°345| 1°340]1°335 | 1°330]1°326| 1°322 | 1°318/1°315|1°313 | 1°310]1°309] 1°307 | 1°306| 1°306] 1°305 


Ar | 1°366/1°360] 1°355 | 1°350/1°345|1°342 | 1°338/1°335|1°332 | 1°330| 1°328/1°327 | 1°326]1°325 | 1°325 
42 | 1°387| 1°381| 1°376 | 1°371| 17366] 1°362 | 1°359] 1°356/1°353 | 1°351|1°349|1°347 | 1°346] 1°346| 1°346 
43 | 1°409] 1°403 | 1°398 | 1°393]1°388] 1°384 | 1°381) 1°378}1°375 | 1°373) 1°371/ 1°369 | 1°368) 1°368) 1°367 
44 | 1°433]1°427|1°421 | 1°416]1°412]1°407 | 1°404| 1°401| 1°398 | 1°395| 1°394]1°392 | 1°391| 1°390|1°390 
45 | 1458] 1°451|1°446 | 1°441| 1°436/1°432 | 1°428)1°425| 1°422 | 1°420|1°418/1°416 | 1°415/1°414/1'414 


46 | 1°484]1°47711°472 | 1°467|1°462|1°458 | 1°454/1°450]1°447 | 1°445|1°443|1°442 | 1°440| 1°440| 1440 
AZ j 1511] 17505] 1°499 | 1°494|1°489] 1°485 | 1°481/1°477/1°474 | 1°472| 1470] 1468 | 1°467| 1°467 | 1°466 
48 | 17540] 1°534] 17528 | 1°522)/1°518]1°513 | 1509] 1°506/1°503 | 1°500| 1°498/1°497 | 1°495]1°495| 1'494 
49 | 1°571)1°564/1°558 | 17553) 1°548/1°543 | 1539] 1°536/ 1533 | 1530] 1°528] 1°526 | 1°525) 1524) 1'524 
50 | 1°603]1°597| 1°590 J 17585] 1°580]1°575 | 1571] 1°567|1°564 | 1°562/1°560/1°558 | 1°557/1°556) 1556 
BI | 1°638] 1631) 1°625 | 1°619] 1°614] 1°609 | 1°605| 1°601| 1°598 | 1°595| 17593] 1°591 | 1°590/ 1°589] 1°589 
52 | 1°674/1°667| 1661 | 1°655|1°649/1°645 | 1°640/ 1°636| 1°633 | 1°630| 1°628/ 1°626 | 1°625| 1°625/1°624 
53 | 1°713|1°705| 1699 | 1°693}1°687 | 1°682 | 1°678) 1°674| 1671 | 1°668) 1°666) 1°664 | 1663] 1°662} 1662 
54 | 1°753|1°746/1°739 | 1°733] 1°728|1°723 1°718|1°714/ 1°711 | 1°708| 1°705| 1°704 | 1°702] 1°702] 1°701 
55 | 1°797| 1°789)1°782 | 0°776) 1°770/ 1°765 | 1761) 1°757)1°753 | 1°750) 1°748| 1°746 | 1°745/1°744| 1°743 
56 1°843}1°835|1°828 | 1°822/1°816| 1°811 | 1°806} 1°802] 1°798 | 1°795| 1°793|1°791 | 1°789] 1°789| 1°788 
57 | 1892] 1°884| 1°877 | 1°870] 1°864| 1°859 | 1°854| 1850] 1°846 | 1°343]1°841) 1°839 | 1837] 1°836 | 1°836 
58 | 1°945|1°937/1°929 | 1°922]1'916] 1°91 | 1°906| 1°901|1°897 | 1°894|1°892]| 1°890 | 1°888} 1°837 | 1-837 
59 | 2°001| 1°993/1°985 | 1°978| 1°972|1°966 | 1°951| 1°956/1°952 | 1°949/1°946] 1°944 | 1°943| 1°942| 17942 
60 | 2°061|2°053|2°045 | 2°037| 2°031|/2°025 | 2°020|2°015|2°011 | 2°008|2°005 | 2°003 | 2°001 ; 


’ S. 
To convert into Time, multiply by 4. Thus, 2°061 x 4= 8°244. 
This applies also to the quantities in Table C. 


THE PRECEDING TABLE IS PRINTED ON COLOURED PAPER TO 
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CHAPTER XV. 
TO FIND THE ERROR AND RATE OF A CHRONOMETER. 


Hitherto the recommendation has been to effect this by “ Equal 
Altitudes of the sun, A.M. and P.M., taken with the Artificial 
Horizon. This method, however, though short and simple, so far 
as the figures go, is open to many objections. The operation 
cannot be completed at one time, since several hours must elapse 
before the second half of the observations can be made. During 
this tedious interval, the conditions which existed in the morning 
may be considerably changed. For example, the refraction may 
have increased or diminished, owing to a shift of wind or fall of 
rain; the observer’s “ Personal Equation,” as it is termed, may 
have varied; and the divisions of the sextant may have altered, 
through the effect of heat or cold in expanding or contracting 
the metal. | 

Raper says—“The method, even under the most favourable 
circumstances, can rarely be considered as affording extreme pre- 
cision”; and all the things just mentioned tend to vitiate the 
accuracy of the result in a greater or less degree. Furthermore, 
the setting in of cloudy weather may cause the morning’s work 
to be so much labour thrown away, by rendering impossible the 
corresponding P.M. altitudes; and, in any case, there is the incon- 
venience (sometimes very great) of a double journey to and from 
the ship, and a repetition of chronometer comparing. It is true 
the A.M. sights could be used as “ Absolutes,” but every one accus- 
tomed to this sort of work knows the suspicion which attaches 
to observations taken only on one side of the meridian. 

The term “Personal Equation,” though very familiar to as- 
tronomers, may be new to many sailors, so it as well to explain it. 
It has been found that most men, however expert, have a fixed 
habit of “making contact” either too soon or too late, depending 
for amount upon their nervous organization in general, and 
their bodily state at the time, whether of rest or fatigue, sickness 
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or health. It is even found that an easy or constrained position 
ot the individual at the moment of observation may exercise 
considerable effect on the result. Thus the excitable man, fear- 
ing to miss the event, is apt to forestall it; while the man of 
phlegmatic disposition is more likely to be too late. In fact, 
each individual is found to have a certain definite rate of percep- 
tion, or what Miss Agnes M. Clerke, in her beautifully-written 
System of the Stars, calls “rate of sense-transmission.” 

The human eye, also, in its measurement of distance, varies in 
different people. One man may consider the sun’s limb to be 
just touching the horizon, whilst another, using the same sextant, 
will consider it a trifle above it; and a third be impressed with 
the idea that the sun is too low, and that both the others are 
wrong. No doubt, to this, as much as to instrumental errors, is 
to be attributed the difference among officers in the common 
operation of taking the sun at noon. 

These may seem insignificant trifles to some, but the process of 
chronometer rating is itself a delicate one; and it must be remem- 
bered that, in the necessary splitting of seconds, we are dealing 
with quantities susceptible of the most minute influences. 

The principle of finding the error of a Time-keeper by “ Equal 
Altitudes” is, that the earth revolving at a uniform rate, equal 
altitudes of a fixed body on either side of the meridian will be 
found at equal intervals from the time of transit of that body 
over the meridian, and that, therefore, the mean of the times of 
such equal altitudes will give the time at transit, which for the 
sun is noon. . 

The better mode—taken all round—is to observe stars east 
and west of the meridian, within a few minutes of each other— 
by which all systematic errors, whether atmospheric, instrumental, 
or personal, are practically neutralized in the mean result, 
Moreover, with “Equal Altitudes,” it unavoidably happens, when 
the latitude and declination are of contrary names, that the sun 
being badly situated, from the slowness of its motion in altitude, 
cannot be expected to give good results. Now this need never 
be the case with the stars ; a couple on or near the Prime Vertical, 
east and west, can always be found at some hour of the night, 
let the latitude be what it may. When selecting stars, choose 
those that have about the same altitude, and will therefore be 
equally affected by refraction. To avoid error due to a want of 
parallelism in the surfaces of the glass roof of the Artificial 
Horizon, reverse it for opposite stars, so that the sume side may, 
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554 SEXTANT-FITTING FOR STAR OBS. 


in every case, be next to you.* If the regular mercurial horizon 
is not to be had, an extempore one can easily be rigged up with 
a soup plate, and some oil or treacle. On a calm evening this 
makes an Al substitute. 

In the observation of the altitude of a star with the Artificial 
Horizon, it is always troublesome to bring down the image of 
the star reflected from the sextant mirrors to the image reflected 
from the mercurial horizon, or vice versd ; and sometimes, when 
two bright stars stand near each other, there is danger of employ- 
ing the reflected image of one of them for that of the other. A 
very simple method of avoiding this danger, and of facilitating 
the observation, was suggested by the late Karl Knorre, of 
Dorpat, when Professor of Practical Astronomy at the School of 
Navigation in Nikolajew. 

“Tt can be proved geometrically, that whenever the direct and 
reflected images of any star are made to coincide in the field of 
view of the sextant, the index glass will be inclined at a constant 
angle to the horizon. (This angle is equal to the inclination of the 
sight-line of the telescope to the horizon glass.) If, therefore, we 
attach a small spirit level to the index arm, so as to make with 
the index glass an angle equal to this constant angle, the bubble 
of this level will play, whenever the two images of the same star 
are in coincidence, in the middle of the field of view. 

“With a sextant thus furnished, we begin by directing the 
sight-line towards the image in the mercury ; we next move the 
index until the bubble plays, taking care not to lose the image 
in the mercury. The reflected image from the sextant mirrors 
will then be found in the field, or will be brought there by a 
slight vibratory motion of the instrument about the sight-line. 

“ A sextant is easily fitted up on this principle, the level being 
made out of a small glass tube of little more than one inch in 
length. In sextants of the usual construction, the reading lens is 
attached to a stem that turns round a short pillar fixed at right 
angles to the index arm ; in these cases the level may be attached 
to the same pillar, rotating stiffly round it to admit of pre- 
paratory adjustment, and then fixed once for all in its proper 
position.” 

When made fast for the night in the Suez Canal—now the 
great highway to the East—the writer has found it very con- 


* In taking ‘‘ absolutes” or independent observations of the sun (not Equal Altitudes), 
the roof must be reversed when half way through the desired number. 


CHRONOMETER RATING IN SUEZ CANAL. 555 


venient to ascertain the errors of his chronometers by the method 
above advocated. The Admiralty plan gives the exact latitude 
and longitude of each end of the canal, from which, with a little 
care and neat-handedness, the geographical position of any other 
point may be determined. But for the convenience of those who 
may distrust their own measurements, a few positions are sub- 
joined, from which others can more readily be fixed. 


Latitude. Longitude. 
Port Said high lighthcuse - - - - - 8115 45N. - 32 18 45 E.- 
The 25’ post at Kantara siding - - - 305045N. - 3219 15E. 
Palace at Ismailia- - - - - - - - 30385 30N. - 32 16 45 E. 
The 52’ post at northern entrance to Great 
Bitter Lake - - - - = = - -°30 95 45 N: - 32°21 00 E. 
The 74’ post near Chalouf - - - - - 30 890N. - 32 34 24E. 
South Pier Head of Port Ibraham - - 29 5610N. - 32 33 12 E. 


The correct latitude and longitude of a place being known, the 
principle of determining Greenwich Mean Time, whereby to 
ascertain the error of a chronometer, may be explained in a few 
words. Every navigator is aware that his daily sights give him 
the Apparent Time at Ship, and that by applying the Equation 
of Time he gets Mean Time at Ship. Of course the same thing 
applies to the determination of Mean Time on Shore. Now, if 
he knows (from the chart or otherwise) the exact longitude of 
the spot where he took his sights, and turns it into time, he has 
merely to add or subtract it (according as it is west or east) to or 
from this Mean Time at Place, to obtain at once the correct 
Mean Time at Greenwich. This, compared with the correspond- 
ing time by chronometer, gives its error, fast or slow, as the case 
may be. 

Here it is necessary to be clear on one point. When this 
comparison is made of the Chronometer time with the Greenwich 
time, it is to be distinctly understood that the “ Original error” 
and “ Accumulated rate” are to be entirely disregarded, and not 
allowed to enter into this part of the calculation. The actual 
difference then existing between the Chronometer and Greenwich 
times is to be taken as a new original error—entirely independent 
of the first one, which is no longer to be employed. This is par- 
ticularly dwelt upon, from the fact that many men compare the 
corrected Chronometer time with the Greenwich Mean Time, and 
in after work apply both errors, and even carry on the old rate, 
when they have all the materials for getting a new and more 
correct one. 
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RatingChrono- Sometimes, also, the error of the longitude by chronometer is 

eaten found by the ordinary sights taken off an island or headland 
passed in the course of the voyage; and this error—say 12'—is 
improperly applied as a constant correction to all longitudes 
subsequently determined, instead of working out the error in 
time of the chronometer, and so arriving at the sea rate for future 
use. 

With reference to this custom of taking sights at sea when the 
ship’s position is fixed by cross-bearings of well-known land, it 
is certainly very useful as a rough check 7 the vessel has been 
away from port for a considerable time: for example, it might 
be done with advantage by a homeward East Indiaman when 
passing Cape Agulhas, or by an outward-bounder when passing 
St. Paul’s Rocks, near the equator.* 

But if the chronometers have been recently rated on shore 
the errors inseparable from such observations at sea would prob- 
ably exceed the errors in the rate given by the maker. Thus 
many smart vessels pass Madeira when only a week out, and this 
might be considered a good opportunity for testing the chrono- 
meter rates: but though sights so taken might be useful in 
detecting gross errors, if such were suspected, they could not be 
relied wpon under ordinary circumstances to give the time with 
the needful precision for rateng purposes. More useful results 
might indeed be obtained if the vessel were becalmed, so as to 
combine P.M. with A.M. observations; or in the event of her pass- 
ing in the afternoon a second point of land equally well deter- 
mined with the first. In either case the mean of the two sets 
would perhaps give a fair approximation to the truth. 

Interval To find, on shore, the rate of a chronometer, its error on Mean 

ue. for ‘Time must be known on two days, separated by an interval of 
not less than six, or more than ten days. Then the difference 
between the two errors, divided by the number of days in the 
interval, will give its daily rate for the time being. Where the 
interval is a long one, say a month or six weeks, during which 
the temperature has varied considerably, the mean daily rate is 
that which will be obtained, and may differ considerably from 
the performance of the chronometer at time of last observation. 
This goes to prove the necessity of adopting Temperature rates, 
as recommended by Mr. Hartnup. 


Sir PAM BERWOICKS?, oc luss es cass Lat. 0° 55/30 N, ...Long. 29° 23/00” W. 
Cape Agulhas Lighthouse...Lat. 34° 49’ 46S... ... Long. 20° 0’ 41’ E. 
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To watch the performance of a chronometer on shore, it is not 


by any means necessary for the observer to know his longitude, 
as the error of the chronometer on Local Mean Time is all that is 
wanted. It may be done also by simply noting the time of the 
successive disappearances of any star (not a planet) behind a 
smoothly-planed straight-edged board, nailed in a truly vertical 
position against some firm support. The observer’s eye must be 
always at the same point, such as a small hole in a tin plate, also 
nailed to an immovable support, at a distance of say 30 or 40 feet 
from the board, and to the north or south of it, according to the 
particular star selected. 

This is a very excellent practical method, and one capable of 
much precision. To carry it out, proceed as follows:—On any 
given evening, note the time by chronometer of the star’s dis- 
appearance, which—from a star being a mere luminous point, 
without sensible diameter—is so sudden as to be at first quite 
startling ; and after an interval, say of six days, do the same 
again. On account of a Sidereal day being shorter than a Mean 
Solar day, the star will disappear sooner each evening by 
38m. 55'9s.; therefore multiply this quantity by the number of 
days between the observations, and subtract the result from the 
time shewn by chronometer at first observation. 

If the chronometer is keeping exactly Mean Time, the first and 
second times will now agree; if they do not, the difference is the 
loss or gain of the chronometer. If the second time is greater 
than the first, it is evident the chronometer is gaining, and the 
difference divided by the number of days gives its daily rate. 


EXAMPLE. 


At Philadelphia, on October 16th, 1880, the star Fomalhaut 
was observed to disappear at 14h. 2m. 18°5s. by chronometer. 

On Oct. 22nd the disappearance was timed at 13h. 388m. 34°0s. 
Required the daily rate of chronometer. 


H. M.S. M. S. 
Oct. 16. Star disappeared at : 14 2 18°5 3 55°9 
— 23 35°4 x 6 
13 38 43°1 23 35°4 
Oct. 22, Star disappeared at : 13 38 341 — 


Loss in 6 days . By, 9°0( 15s. daily rate 
6 losing. 
30 
- 30 
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The same purpose may be achieved by equal altitudes of a star 
on the same side of the meridian taken on different nights, and 
requires neither Epitome nor Almanac. 

Select a star on or near the Prime Vertical, and, to avoid errors 
due to variable refraction, let its altitude be considerable—say 
40° or 45°. Note the time and Altitude, and after an interval 
of five or six days, again note the time at the same altitude. To 
find the rate proceed as in the last example. 

Of course an artificial horizon must be employed, and care 
taken to set the sextant exactly to the same altitude, allowing 
for any difference in the Index-error. 

We will now give an example of finding the Error of a chrono- 
meter on Greenwich Mean Time by observations of stars east and 
west, taken with an Artificial Horizon on shore. The observa- 
tions are bond fide, and selected at random from among quite a 
large number, taken on the same occasion. They were expressly 
made to determine the meridian distance between Valparaiso and 
Tongoy, the latter being a port of which aR author was then 
engaged in making a trigonometrical survey.* 

Sunday, August 15th, 1875.—The following sights were taken 
at Valparaiso, in front of the Port Captain’s office, in latitude 
33° 2’ 6" S., and longitude 4h. 46m. 32:1s. W.; Fort San Antonio 
being taken at 71° 38’ 00” west of Greenwich. Index error +1’ 30’ 
Chronometer, from previous observations at Arica, assumed to be 
51°6s. slow of Greenwich Mean Time.t+ 


* The plan of Tongoy, with others from the same source, has since been published by 
the Hydrographic Office of the Admiralty. 


+ In November of 1883, whilst engaged making a chain of telegraphic meridian-dis- 
tances, Lieut.-Commander C. H. Davis and party definitely settled the position of what 
had been the site of Fort San Antonio, as under :— 


° ‘ “ 
Latitude 33 1 525. 
Longitude 71 88 42°3 W. 
The fort, however, had been demolished, and the spot referred to covered by the build- 


ings of the Custom House. The cupola of the Exchange, at the landing place, according 
to the same authority, is in 


Latitude 38 2 7°38, 
Longitude 71 38 36°3 W. 
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* Spica, bearing about N. 88° W. true. 


F H. M.S. Observed 8 Pe es eyes: 
Time by Chronometer - - - - - 18 3 32°0 Inde Se ngle “Spica Site . 46 51 10 
; e r - + + + + 130 
Assumed error - - - + « = = + 51°6 See iy 
eae Sa Q: . 
G.M.T., August 15th - - - - - 13 4 23% 2 ato tee 
— | ,’S apparent altitude . - - - - - 23 26 20 
Refraction (Table 31 of Raper) - - 7 eal 
90 , a es truealtitude- - - - - - - - 232410 
es Declination - 10 30 41S. a 
H. M. S. 

Polar distance - 79 29 19 Cosecant 0-007350 | Sidereal time at G.M, noon, Aug. ‘} 9 33 56°83 

Latitude - - - 83 2 8 Secant - 0°076584 Lote  Aaweeee po = ii = 
Altitude - - - 23 2410 Acceleration for13h. - - - - - + Q2 8-13 
—— ” ” 4Ms* sates. ot “66 
135 55 37 ” ” 24s, AD Pek bled Se + “06 
Halfsum - - - 67 57 49 Cosine - 9°574257 | Right Ascension of mean @® - - 9 86 5°68 

Remainder - - 44 33 89 Sine- - 9°846130 
pS HeMetss: 
9°504321=Stars hours. - - 4 35 18°00 W. 


«s Right Ascension 13 18 37°61 


Right Ascension of the meridian ~- 17 53 55°61 or Sidereal time 


Right Ascension of the mean @®- - 936 568 at place. 
Mean time at place - - - - - - 817 49°93 P.M, 
Longitude of observation spot - - 4 46 32°10 W. 
Mean time at Greenwich - - - -13 4 22°03 
Time by Chronometer - - - - -13 8 32°00 

8. 
Chronometer slow of G.M. time - - 50°03 


For an explanation of the term Right Ascension of the Mean © refer back 
to page 400. 

Fomalhaut, the other star of the pair, is worked out below in a manner 
exactly similar to the foregoing: its hour angle, however, being East has to 
be subtracted instead of added. 


* Fomalhaut, bearing about S. 72° E. true. 


H. M.S, 

Time by chronometer - - - - - 13 20 00°0 | Observed angle + Fomalhaut - - .- 62 53 % 
Assumed error - - * + © + - + 51°6 | Indexerror - - - - - - = - «= 4— 4 39 
G.M.T., August 15th + - - - - 13 20 516 2\62 54 50 
«S apparent altitude - - - =. =818271,25 

Refraction (Table 31 of Raper) ote Pert. 

90 Fe eS true altitude - - - - - - - - 81 25 53 

«'s Declination 30 16 46S. baad ce 
H.M. Ss. 


Polar distance - 59 43 14 cosecant 0°063699 | Sidereal time at G. M noon, es 


Latitude - - - 33 2 8 Secant - 0°076584| 15th. - --- - - ‘}9 33 56-83 
Altitude - - - 31 25 53 Acceleration for 13h, ly? 2 ee +2 8°13 
ees ” po Ol, ores) os) Ne Piet 3°28 
124 11 15 ts Se ee ere ee 14 
Halfsum - - - 62 5 87 Cosine- 9°670272 | Right Ascension of mean ®- - - 9 36 8°38 
Remainder - - + 80 39 44 Sime- - 9°707550 eee 
Fae H. M. S. 
9°518105 =«’s hour< - - - 4 40 20°50 E. 


«3s Right Ascension 22 50 48°00 


Right Ascension of the meridian- - 18 10 27:50 or Sidereal time 
Right Ascension of the mean ®- - 9 36 8°38 at place. 


Mean time at place - - - - - - 8 34 19°12P.M. 
Longitude of observation spot - - 4 46 32°10 W. 


Mean time at Greenwich - - - - 13 20 51°22 
Time by chronometer - + + - - 13 20 00°00 


— —_ —_ 


Ss. 
Chronometer slow of G.M. time - - 51°22 


“Original 
Error.” 


A ship 
observatory, 
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Both stars—Spica especially—were favourably situated in azi- 
muth, and their very close agreement (the difference amounting 
only to 1:19s.) proves conclusively that not only were the alti- 
tudes and times accurately observed, but that all the conditions 
must have been normal. 

The mean of the two results gives 50°62s. as the error of the 
chronometer on August 15th. 

At Arica, on August 7th, the same chronometer was 46°40s. 
slow of G.M.T., shewing that in the interval of 8 days it had lost 
4°22s., equal to a daily rate of 0°538s. 

It will be noticed that in comparing the Chronometer time of 
observation with the Greenwich Mean time of observation, the 
original error 51°6s. was not taken into account. At the com- 
mencement of the calculation, however, it was used to get the 
Greenwich date as closely as possible, whereby to reduce correctly 
any of the data requiring it, such as the Sidereal Time at 
Greenwich mean noon, We. 

It is evident that if the chronometer error were neglected, 
when at all large, many of the elements used in the calculation 
would be inaccurate. This is less the case, however, with the 
stars (which may be regarded as fixed) than it would be with the 
sun or planets. In the case of the moon, which alters its Declina- 
tion and Right Ascension very rapidly, the error would be exces- 
sive. or this and other reasons the moon is never used in this 
connection. 

In the Suez Canal, under certain conditions, sights may very 
well be taken on board ship, and when this can be done it is of 
course much more convenient and pleasant than squatting down 
on a sandhill. Acting on the suggestion of Captain Lee of the 
Transport “Capella,” the writer tried this several times during 
the war in Egypt, and got results in every way satisfactory. 

As a stand for the Artificial Horizon, a small table was placed 
close over on the starboard side of the saloon deck, and the observer 
was comfortably seated in a chair with a Quarter Master standing 
by with a bull’s eye lamp, kept dark till required for reading off. 
The 2nd officer sat behind the observer (back to back), with the 
chronometer and lamp facing him on a third chair. In this way 
three sets (of three in a set) were taken of the Eastern star, and 
after shifting the gear over to the port side, a similar number 
were taken of the western star. 

To make this plan possible, it is necessary to wait till all hands 
have turned in, as the most cautious footfall on deck is at once 
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revealed by the star’s image dancing in the quicksilver: even the 
donkey engine for feeding the boilers must be stopped for the 
time-being. If there is any wind, the Artificial Horizon and 
observer may be sheltered by a weather-cloth, rigged up for the 
purpose; and, with the awning overhead, you are as comfortable 
as in a regular observatory—always barring the Musquitoes. 

About 11 o'clock p.m. Wednesday, September 20th, 1882, the 
following sights were taken on board Her Majesty’s Transport 
British Prince, then moored for the night to the west bank of 
the Suez Canal, midway between mile posts 36°6 and 36°7. This 
position when laid off on the Admiralty plan gave the latitude 
30° 39’ 30” N., and the longitude 32° 20°00" E. Index error — 40”. 
Chronometer, from previous observations taken on the mole at 
Alexandria, assumed to be 2m. 14s. slow of G.M.T. 


* Saturn, bearing N. 874° E. true. 


He Maes: Ch wy 
Lime by chronometer - - - - 9 10 145 | Observed angle * Saturn- - - - 61 2 30 
Assumed error - - - = = Mee Ta ean error sh iet eg Nt teeo se te ae 
G.M.T., September 20th- - - - 912 28° 2)61_1 50 
Saturn’s apparent altitude - - - 30 30 55 
Refraction (Table 31 of Raper) - - — 1 37 
“9 Bly Saturn’s true altitude - - - - - 30 29 18 
Polar distance- 73 00 20 Cosecant 0°019391 Say 
Latitude- - - 80 89 30 Secant - 0°065389 H. M. § 
Bee => ms OO 2018 Sidereal Time at G.M. noon, 
134 9 8 September 20tb - - - - -, 1157 5°86 
Acceleration for 9h. 12m. 29s. - + 1 80°76 
Halfsum- - - 67 4 34 Cosine - 9°590516 . —_—. 
Remainder - - 36 3516 Sine - -9°775285 | Right ascension of mean @® - - 11 58 36°62 
H. M. S, 
9°450581 = Saturn’s hour angle - - - 4 16 428 E, 
Saturn’s reduced Right 
Ascension- - - - - 8 87 78 
Right Ascension of the meridian- - - - - 23 20 25°0 
Right Ascension of the mean @® - - - - - 11 58 36°6 
Mean Time atship- - - - - - - + + = 11 21 484P.M. 
Longitude of shipintime - - +--+ - + 2 9200K, 
Mean Time at Greenwich - - + + + + + 912 284 
Time shewn by chronometer - - - + - - 910 14°5 
M. S. 


By »* Saturn, chronometer slow of G.M.T. - elo 


Position of 
observation 
spot. 


562 EXAMPLE OF PLANET AND STAR COMBINED. 
Gre nee ene ee ER Ee 
So much for the eastern star, now we will see what the western 


one says. 
* Altair, bearing 8. 81° W. true. 


H.M. S.- es @ 
Time by chronometer + + + - 9 29 57°8 | Observed angle » Altair - + + + 62 20 00 
Assumed error - - += = = © « + 2140 | Indexerror- - - -- 22+ ss — 4 
G.M.T., Sept. 20th- - * + - - 932 11°8 2)62 19 20 
Altair’s apparent altitude - - - 31 9 40 
Refraction (Table 31 0f Raper)- - — 1 34 
Altair’s true altitude - - - - - 31 8 6 
Polar distance- 81 26 ‘9 Cosecant 0°004870 
Latitude- - - 30 39 80 Secant - 0°065389 HM 8. 
Altitude- - - 31 8 6 Sidereal Time at G.M. noon, 
143 13 45 September 20th - - - - - 11 57 5°86 
——— Acceleration for 9h. 32m.12s. - - + 1 33°97 
Halfsum - - 71 36 53 Cosine - 9°498869 7 Z eae 
Remainder- - 40 28 47 Sine - - 9312864 | Right Ascension of mean @- - - 11 6839°63 
H. M. S. 
9°381492 = Altair’s hourangle - - - 3 55 3°0 W. 
Altair’s R.A.- - - - - - 19 45 50 
Right Ascension of the meridian- - + - - 23 40 80 
Right Ascension of the mean @ - + + = - 11 58 39°8 
Mean Time at ship - - - - - + - = + -1l 41 282 P.M. 
Longitude of shipintime - - © > + - - 2 9 200K. 
Mean Time at Greenwich - + = = += = - 9 32 872 
Time shewn by chronometer - += = = = - 9 29 57°8 
M. S. 
. 2 10°4 


By * Altair, chronometer slow of G.M.T. 


The mean of the two results gives 2m. 12°2s. as the error of the 
chronometer on September 20th. Seven days afterwards, when 
at Malta, the Greenwich Mean Time, carried on from these obser- 
vations, was found to differ only a second and a half from the 
Time Ball. 

Where delicate observations are required, the planets Jupiter 
and Venus are out of the running, from the fact that they are 
so very much bigger and brighter than the mere speck which a 
star presents; the latter, therefore, is to be preferred, but in this, 
as in many other matters, external circumstances control our 
wishes, and it is often a case of do-with-what-you-can-get with- 
out being too fastidious: or in other words, be thankful for the 
bread even if it is not buttered. On this account it is deemed 
advisable to give an example showing the working of a planet 
which it will be noticed is precisely the same as the working of 
a fixed star, if we except the necessity for reducing the Declina- 
tion and Right Ascension to the Greenwich Mean Time of 
Observation. In the case of Saturn the reduction is very small. 

When several altitudes of each star have been taken, which is 
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the proper thing to do, they should be worked out separately, 
and not in groups, or sets, of three or five. By so doing, palpable 
mistakes in reading off the sextant, or taking the time, &c., 
declare themselves at the finish, and the particular observations 
which contain them, if incapable of adjustment, can be rejected 
in toto. It is true this very materially increases the labour of 
calculation, but the man who strives to be accurate will not 
grudge it. Having thrown out the bad ones, the mean results 
of the remainder will then be reliable. 

Since the telegraphic determination of the longitude of the 
principal places on the globe, Time signals have been established 
at a great number of ports for the benefit of shipping. Annexed 
will be found a complete list. 

This list has had much more than ordinary care bestowed upon 
it. In every instance a printed form was sent to the Astronomer 
or officer in charge, asking that it might be filled in and returned. 
This meant pounds in postage and printing, but by thus going to 
the “ Fountain head,” the list acquired a value which it could not 
do otherwise. 

Notwithstanding, the precaution was observed of comparing 
the official returns with the best authorities in England, France, 
and America. 

For chronometer errors and rating, the list may now be re- 
garded as absolutely final, the longitude of all the signal stations 
having been determined with extreme precision. The only thing 
that can alter is the time of making the signal, but this is easily 
ascertained on enquiry. The writer takes this opportunity of 
thanking the gentlemen of all nationalities for their courteous 
response to his appeal for trustworthy information. 

When the signal is made by gun fire, the time of the flash n must 
be noted; but if from any cause this cannot be seen, it will be 
necessary to fall back upon the report. In which case, allow for 
the velocity of sound in air at the rate of 1,090 feet per second, 
when the thermometer registers 32° Fahr. As the temperature 
increases, the velocity increases at the rate of 1:15 of a foot for 
each degree, decreasing in the same proportion for temperatures 
lower than 32°. Thus at 55° Fahr. we have the velocity = 1,116 
feet per second, and at 80° Fahr. it is 1,145 feet per second. 
Taking into account so many facilities, the error in the Green- 
wich Mean Time of any sailing ship should never exceed 20s., 
and in steamers should certainly not amount to half this quantity. 

Time signal arrangements vary much at different places, as 


A number of 
observations 
should be 
worked out 
separately. 


Time Signals. 
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Velocity of 
Sound in Air. 


Always 
enquire; it 
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Stars versus 
sun, 


564 NEWSPAPER TIME-SIGNAL NOTICES. 


may be seen by reference to the Table, and it is of importance 
that those desirous of profiting by them should make themselves 
fully acquainted, by enquiry from the proper authorities, with 
the exact nature of the local regulations concerning them. At 
many ports, the error (if any) in making the signal is published 
in the next day’s papers; here, for example, is a specimen cut 
out of the New York “ World.” 


WESTERN UNION TIME-BALL. 
NEw York, February 22.—The time-ball on the 


Broadway tower of the Western Union Telegraph 
days excepted) at mean noon cf etain meridian 
Obecrrucor a) Wactiagy waiter tits 
mea eo rng equivalent to 5h. Om. 0°0s. Green- 

The Harbour Master’s office is generally the best place to 
institute enquiry. 

In the bye-ports where time-signals do not happen to exist, 

the pains-taking Navigator can fall back upon his faithful allies, 
the sextant and the artificial horizon. He is sure to have the 
first, and the last is quickly fixed up with a soup-plate and some 
clear molasses. 
' It has been demonstrated that a star East, meaned with a star 
West, will give a most exact result. The time necessary to 
observe the pair, say a set of five for each, varies from 20 minutes 
to half-an-hour, according to proficiency. A beginner would 
probably take 45 minutes; but once he makes a start at this 
work, the time will diminish and his interest will increase. 

In the tropics it will be found more pleasant to observe stars 
in the cool of the evening than to sweat over the sun by day. 
In the latter event, not only does the observer get his nose peeled 
(which is annoying), but his eyes suffer from the glare (which is 
worse). 

Kven in certain of the ports abroad where Time-Signals do 
exist, it is wise to keep a check upon them. If the signal be 
observed daily, a fairly good chronometer will soon tell whether 
it be reliable or otherwise, for even admitting any trifling varia- 
tion in the daily rate of the chronometer, it will always be less 
than the error of observing the signal. 

If things look doubtful, you can pit yourself against the 
observatory. Take sights with sextant and artificial horizon, and 
repeat same after an interval of a week. Observe signal daily, 
and of course compare chronometers daily. Of course, also, you 
are provided with the Admiralty large scale plan of the port, 
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and from this it is easy to get the exact Latitude and Longitude 
of your ‘Observation Spot. You have then all the materials 
to saddle the right horse. Should the signal prove unreliable 
kindly acquaint the writer by communicating with him through 
his Publishers. 

The leading countries of the world are now bestowing much 
consideration on the establishment of Time-Signals which shall 
be convenient not only for mariners, but for folks in general. 
It has ever been a maxim that “ Punctuality is the soul of busi- 
ness, and its truth is becoming more apparent every day—our 
big steamship passages to wit. 

Not the least of the improvements is the unification and stan- 
dardizing of National Time now in progress almost everywhere, 
England keeps Greenwich time throughout; France keeps Paris 
time ; Cape Colony keeps the time of the meridian of 22° 30’ E. ; 
Germany, Austria, Italy, and Denmark have adopted “ Mid- 
European Time,” namely, that of the meridian of 15° E. In 
Denmark—for some months past—Time-Signals have been made 
at Greenwich Mean Noon in the Telegraph Offices of over a 
dozen seaports, and admission is free to seamen; so that by 
simply carrying a chronometer on shore at these places the 
correct time can be had gratis. This is probably copied from the 
American system ; for example, on the Pacific Coast of the United 
States the Mare Island Observatory furnishes Standard Time to 
each of the following ports :— 


Bau Diego Seattle \ 

anta Barbara nies Tucoma } Washington. 
Santa Cruz California. Olympia 

San Francisco Portland, Oregon. 


At each of these ports a clock in the office of the W. U. Tele- 
graph Co. is synchronized by hand and ear, while the signal is 
coming in on a sounder alongside, to 120th Meridian Time, these 
clocks, in turn, correcting hourly other clocks in local circuit 
with them. At the present time there are about a thousand 
clocks so controlled, and the system is being rapidly extended. 

Navigators can obtain at the W. U. Telegraph Office, in each 
of the above mentioned ports, the correct time at noon of the 
120th meridian (= 8h. Om. 0°0s. G.M.T.) by direct signal from 
Mare Island; or the correct time at any other hour within the 
limit of running of the clocks in those offices. 

Also, in the Branch Hydrographic Office, Merchants’ Exchange, 
San Francisco, a clock is set each day directly by signal; and 


Checking 
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at that office Ghronometer comparisons may be obtained at any 
teme. : 

Owing to vastness of territory, the United States have adopted 
tive Standard Times, namely, that of the meridians of 60° (Inter- 
colonial), 75° (Eastern), 90° (Central), 105° (Mountain), and 120° 
(Pacitic); but only three of these affect their sea-board. 

Australia—another large continent—has followed suit as 
follows :— 


West Australia ie ai ape vet L200 35: 
South Australia oy, re) = ered ber had 
Victoria... He Fi oe bee 5.9150") 
Queensland... Aa ce + _ wl DOR GE 
New South Wales ... br ms ebb aa 
Tasmania Se ve ae am en MEOO TG. 
New Zealand ... a Ry bie ced L Loge ate 


Natal and Japan have also come into line, having respectively 
adopted 30° E., and 185 E. Eventually other countries will be 
sure to drop into the same system: in Russia and China, more 
especially, there is plenty of room to carry it out. | 
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ENGLAND, IRELAND, SCOTLAND, AND E. INDIES. 


TIME SIGNALS. 
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“* Magnetic 
Field.” 


CHAPTER XVI. 
COMPASS ADJUSTMENT. 


An exhaustive enquiry into this most important subject must 
involve a whole book on it alone, whilst in these pages we can 
but afford it a chapter. For more complete information, the 
student cannot do better than read up the books in the Vautical 
Library marked by an asterisk, taking them in the order there 
numbered 4, 5, and 6. Even here, however, before treating of 
the practical part of the work, it is absolutely necessary to ex- 
plain some of the principal features of the theory, since it is 
certain that any one who attempts Compass Adjustment by mere 
“rule of thumb,” without clearly comprehending the laws upon 
which it is based, can never hope to perform it satisfactorily. A 
short preliminary canter round the outskirts of the subject will 
therefore do no harm. 

The remarkable force inherent in the globe, known as Terres- 
trial Magnetism, which gives a determinate direction to a freely 
suspended magnetic needle, and is of inestimable value to man, 
has long been the subject of observation and study. The nature 
and mode of operation of magnetism and the allied phenomena 
of electricity continue to be the subject of speculation, for until 
a very few years ago no explanation of them had been proposed 
such as that which referred heat and light to the vibrations of 
an elastic medium; but scientific men are not idle, and the 
refined investigations constantly being prosecuted add almost 
daily to the rapidly accumulating store of human knowledge. 

It has been shewn that when a disturbance is set up in one 
place, which leads to the formation of a “magnetic field,” the 
change from the original condition of the ether to the complex 
condition known as the “magnetic field,” is marked by a mag- 
netic or electro-magnetic propagation of the disturbance. The 
theoretical velocity of this propagation is the same as the velocity 
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of light (186,320 miles per sec.). Ina linear current the direction 
of the current is the direction of propagation, the disturbance being 
propagated in the ether and not in the conductor. Without a 
linear conductor to guide the propagation, the disturbance is pro- 
pagated equally in all directions, and Clerk-Maxwell advanced the 
proposition that light is a phenomenon of this order, an electro- 
magnetic phenomenon involving vortical stresses, rather than the 
mere vibration of an elastic ether. This was strikingly con- 
firmed by the researches of Hertz in 1888, and since then the 
science of light has been made a part of the general science of 
electro-magnetism. 

Our knowledge of the phenomena of terrestrial magnetism, 
whilst advancing with cognate branches, still remains in the 
empirical stage; they are, however, held to shew that the earth’s 
magnetism is distributed through its mass, and that the magnetic 
force either wholly or mainly resides in the interior, and cannot 
be attributed to external influences, though it may be affected 
by them. As to the ultimate origin of the earth’s magnetism as 
a whole, it is not possible in the present state of the science to 
formulate any satisfactory hypothesis. But this is soaring into 
the higher flights, and we must return gently to something more 
prosaic. 


The Earth, therefore, may be regarded as a huge magnet, 
whose magnetic poles (two in number) are entirely distinct from 
its poles of rotation. That in the northern hemisphere, at time of 
its discovery, was situated in Boothia Felix, to the N.N.W. of 
Hudson Bay, in British North America, and has been actually 
reached by man ;* whilst the other lies to the South of Tasmania, 
but, owing to impenetrable barriers of ice, has not quite been 
reached, but so nearly that its position was without difficulty 
ascertained by calculation. | 

Unlike the Geographical Poles, which are represented by a 
mere point, the Magnetic Poles include a considerable area of the 
earth’s surface, amounting perhaps to 50 square miles. Their 
position is found to vary according to some yet unknown law. 

Colonel Gilder having in 1890 urged the desirability of an 
expedition to the North Magnetic Pole, offering at the same time 
to take charge of it himself, a committee of the U. 8S. National 
Academy of Sciences was appointed to consider the question, 
and a preliminary report was soon afterwards drawn up. A 


* It was discovered by Sir J. C. Ross on June Ist, 1831. 
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discussion on the same subject subsequently took place before 
the American Geographical Society, in which some of the leading 
authorities on terrestrial magnetism took part. 

The importance of a re-examination of the region of the North 
Magnetic Pole, as a help towards elucidating the phenomena 
connected with electricity and magnetism, was insisted on by all 
the speakers, and the objects to be kept in view by the expedi- 
tion were clearly laid down. Foremost among these is, of course, 
the determination of the precise present position of the Pole, in 
order to decide the extent to which it has moved since its first 
discovery. Later information makes it probable that it has 
shifted some degrees further westward, to a point west of King 
William Island, somewhere in Victoria Strait.* 

As the magnetism of the north end of a needle is of the oppo- 
site kind to that of the north pole of the earth, physicists are 
not agreed as to which should be called north magnetism ; if the 
earth be taken as the standard—which is a logical thing to do— 
it follows that the North-seeking pole of the needle must be 
considered as a true South pole, and vice versd. Meanwhile it is 
found convenient to distinguish them by colour, calling the 
north-seeking end of the needle red, and the North Magnetic 
Pole of the earth blue. The distinction may be easily remem- 
bered by supposing the needle coloured, and R occurring in 
noRth and in Red; U in soUth and in blUe. 

At the north magnetic pole, the red or north end, and at the 
south magnetic pole, the blue or south end, of a freely-suspended 
needle, points vertically downwards ; or in other words, at both 
these places the “dip” is 90°. 

Here may be stated the first general law in magnetism— 
namely, that opposite poles attract, and simalar poles repel each 
other. From which it follows, that if we decide to colour red 
that end of the needle which points to the north, the magnetism 
of that part of the earth must be considered as blue. 

Treating the earth’s magnetic intensity as a whole, that is to 
say, without resolving it into its varying horizontal or vertical 
elements, it appears to be unevenly distributed; nor do the 
points of maximum intensity coincide with either of the mag- 
netic poles. ; 

In the northern hemisphere there are two foci of maximum 


*In 1878 the North Magnetic Pole was in 70° N. and 96° W., and the Southern one in 
73}° S. and 1473° E. The magnetic poles do not therefore lie symmetrically at the 
extremities of a diameter. 
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force of unequal intensity, the more powerful existing in about 
52° N. and 92° W., near the great American lakes; the weaker in 
70° N. and 120° E., in Siberia. Though the available data are not 
so complete, there is strong reason to believe that in the southern 
hemisphere also are two foci of maximum force of nearly equal 
power, and not far removed from one another ; one in Lat. 70°S., 
Long. 145° E., and its counterpart in 50° S. and 130° E. 

Adopting English standards of weight and length, the unit by Measurement 
which magnetic force is measured has been assumed to be that ye ape lee 
which would impart to a weight of one grain a velocity of one 
foot in one second of time; and by this scale the magnetic force, 
where least, is found to be 6:1. The northern maxima just men- 
tioned are 14:2 and 13:3 respectively, and the southern ones 15:5 
and 15:0 respectively.* 

The Variation of the needle from the Zrue Meridian is the 
resultant of these unequal forces operating upon it; the easterly 
or westerly tendency of the needle—as the case may be—depend- 
ing upon the geographical position of the place of observation 
in its relation to the several foci of force, with a general result 
of considerable complexity. To simplify matters, however, in 
what follows, the earth’s directive force is assumed to be exclus- 
ively centred in the magnetic poles, and the needle—when 
acting in sole obedience to their influence—will be said to point 
Correct MAGNETIC. 

On this assumption Variation of the Compass may be regarded 
as the angle, measured at the place of the observer, between the 
earth’s nearest true and magnetic poles. If he be so placed in 
either hemisphere that the true and magnetic poles of that variation of 
region are in transit, there will be no Variation. On the other aad ged 
hand, were an observer situated directly between them, he would 
have 180°, or the greatest possible amount of Variation. And 
here a curious anomaly presents itself. Starting from the North 
magnetic pole, one would have to steer due South by compass to 
reach the true or geographical north pole, since the needle points 
not to the tiwe but to the magnetic pole. 

A compass needle, perfectly free from the effects of iron or 
other magnetic substance, in obedience to the earth’s influence, 
will rest in the plane of the magnetic meridian; or, in other 
words, its red end will point towards the north magnetic pole. 
The angular amount it is pulled to the right or left of this direc- 
tion by the ship’s iron is termed the “Error” or “ Deviation of 
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* At these foci the ‘‘ Total force” is between two and three times greater than at the 
magnetic equator. 
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the Compass.” The first is the better word of the two.* It is 
also defined as the angle between the north and south line of the 
card and the Correct Magnetic north and south line. It is to be 
regretted, however, that some writers—combining Variation 
with Deviation—have defined “ Error” (or “Total error”) as the 
angle between the north and south line of the compass and the 
astronomical or true north and south line; for “this definition 
conveys an altogether wrong idea of what the compass ought to 
do, and is not in any respect convenient.”+ Deviation and Varia- 
tion arise from entirely different causes, and should never be 


‘mixed up with each other in this manner. It is possible, by com- 


pensation, to free the compass from the one, and not from the 
other. The Deviation or Error is said to be easterly when the 
north point of the card is pulled to the right or east of north 
Correct Magnetic, and westerly when it is pulled to the left or 
west of north Correct Magnetic. The confusion which sometimes 
arises as to the effect of Deviation on the ship's course may he 
got over by standing in imagination at the centre of the compass, 
and conceiving the ship to be sailing thence along any desired 
point to the margin of the card. Now, since easterly Deviation 
pulls the card to the right, and the ship follows the card, it is 
clear that she also is thrown to the right, and vice versd. “ Local 
Attraction” is the term used to express the disturbance of the 
compass by magnetic influence existing owtside of the ship, such 
as may be found in docks and other confined water spaces. 

At the earth’s magnetic poles all compass action ceases; since 
there a freely-suspended needle, pointing straight up and down, 
has no horizontal force to give it directtion—hence the very appa- 
rent sluggishness of the compass in high latitudes, and its com- 
plete wselessness in the neighbourhood of the magnetic poles. 
Indeed, were it not for the conical shape of the pivot and cap 
which compels the card of a mariner’s compass to assume a hori- 
zontal position, it would tip over end and jam against the glass 
cover as the magnetic poles were approached. . 

Now, if the earth has Magnetic Poles, it has also a Magnetic 
Equator. This magnetie equator is a sinuous curve encircling 
the earth, and crossing the geographical equator in two places 
nearly diametrically opposite to each other, something after the 
fashion of the Ecliptic. One crossing is on the eastern side of the 
Atlantic, about the meridian of 11° West, and the other is in 


* Throughout these pages, both words are used indifferently to express the same thing. 
+ Lord Kelvin. 
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the Pacific, about the longitude of 168° W. Its greatest diverg- 
ence from the true equator is in Brazil, in latitude 15° S., and 
longitude 45° W.; its next greatest in the Arabian Sea, at a 
point in latitude 11° N., somewhere between Socotra:and the 
Laccadives. 

At all places on the magnetic equator a freely-suspended 
needle takes a true horizontal position ; or, in other words, the 
dip is 0% One might imagine that here would be found the 
strongest lines of horizontal or directive force; but most careful 
observations prove that such is not the case—in fact, that of the 
two, they rather evince a preference for the geographical equator. 

To recapitulate :—If a freely-suspended needle be taken to the 
north magnetic pole, its red end will point vertically downwards. 
As the needle is carried south, it will gradually approach a hori- 
zontal position, which will be exactly attained on the magnetic 
equator. Proceeding still south, its blue end will next begin to 
dip, and at the south magnetic pole will point vertically down- 
wards. These facts have direct reference to the magnetic change 
which goes on in the iron of a ship, as she alters her magnetic 
latitude in the course of a voyage. 

The next most important point to be remembered is the dif- 
ference between a magnet made of hard steel and one made of 
soft vvon. That of hard steel will not reverse its poles, no matter 
at what part of the earth or in what position it may be held. Its 
magnetic character is absolutely permanent, and will so remain 
even though its red end be directed towards the south, and its 
blue end towards the north. Hard steel displays no particular 
haste to receive magnetism, but, once acquired, it does not like to 
part with it. In this respect it resembles self-taught people ; 
their knowledge—often hard bought—is deeply rooted, and 
abides with them. Not so, however, with soft iron, which 
possesses no independent magnetism of its own. In Zts case the 
magnetism is of a purely transient or fugitive kind, ceasing with 
the removal of the producing cause, and being just as easily and 
quickly reproduced with reversed poles in the same bar. 

The experiment may be easily tried with an ordinary kitchen 
poker and a boat’s compass. But, first, it will be necessary to 
explain that a bar of soft iron, if held in the earth’s “Line of 
force,” will enstantly become magnetic, though it may not have 
been so before. Now, what 7s the earth’s “ Line of force?” Itis 
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place, it would point towards the magnetic pole; and, in the 
second place, one end would incline downwards at an angle 
below the horizon corresponding to the “dip” at the place. The 
“dip” at London is now (1894) 674°, and slowly diminishing. 
When, accordingly, the poker is held in this direction, it at once 
becomes magnetic by induction—its lower end or point acquiring 
red magnetism in our hemisphere, and its wpper end or handle 
acquiring blwe magnetism. This may readily be tested by placing 
the compass near it. If held a few inches from the lower or red 
end, the south point of the needle will be attracted by the poker; 
while, if held near the upper or blue end, the north point of the 
needle will be attracted. This invisible force, exerted by the 
poker, is termed “anduced magnetism,” or “magnetism of posi- 
tion,” and only remains so long as the poker is held in that 
particular manner. ‘To destroy it, it is merely necessary to hold 
the poker in an east and west direction, or at right angles to the 
“Tine of force,” when it will no longer appreciably affect the 
compass. 

This shews that soft iron has no fiwed polarity, but that on the 
contrary, it retains magnetism only precariously, and easily loses it 
when mechanically disturbed. For example, percussion exercises 


~a marked influence on both the inducing and dispelling of this 


kind of magnetism. If, therefore, the poker be hit a few taps 
with a hammer whilst held in the “Line of force,” its magnetie 
power will be intensified ; and, again, when the position is altered 
so as to dissipate the force, it will be found that the tapping 
hastens that process also. 

Let the poker be once more held in the “Line of force ”»—but 
this time with the point up and handle down—it will again be- 
come magnetic; but the blue and red magnetism will be found 
to have changed ends. The red will have shifted its quarters to 
the handle, because it is now the lower end, and the blue to the 
point, because it is now the upper end. Just like water and oil 
behave in a bottle: the oil will unfailingly be found at the top, 
no matter which way the bottle may be held. 

The facility with which soft iron acquires or parts with mag- 
netism may be shewn in another way. ‘Take the kitchen poker, 
in imagination, to the north magnetic pole, and hold it vertically, 
point down. The lower end, as before, will acquire “red,” and 
the upper end “blue” magnetism. Holding it.still in the same 
way, transport it to the magnetic equator; it will there be en- 
tirely free from magnetism of any description. Still holding it 
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in the sume manner, transfer it to the south magnetic pole; it 
will once more be magnetic, but, the lower end will now have 
“blue,” and the upper end or handle, “red” magnetism. The 
rapidity of the change will correspond to the time occupied on 
the journey. 

As before stated, this will not happen with a magnet of hard 
steel, whose poles remain unchanged in character, no matter what 
way it is held, or in what hemisphere it may be placed. Keep 
this in mind, as it bears directly upon the behaviour of the iron 
in a ship. | 

Thus, in north (magnetic) latitude the upper end of all vertical 
soft iron, such as funnel, masts, stanchions, davits, rudder, stern- 
post, &., has blwe magnetism, and attracts the north end of the 
compass needle. While as the ship sails south, such iron becomes 
gradually weaker in its effect, and on the magnetic equator— 
being then at right angles to the “Line of force ”—produces 
none whatever. On the other hand, in south (magnetic) latitude 
the upper end of this same vertical iron acquires red magnetism, 
and repels the end of the needle it had previously attracted, doing 
so with continually augmented force as high latitudes are gained. 

Further, be it remembered that in any given locality the mag- 
netic intensity of a vertical bar of soft iron, such as the rudder 
post, remains undiminished no matter what may be the direction 
of the ship’s head; but its disturbing effect on the compass 
depends upon its position relative to the needle, being greatest 
when at right angles to the direction of the needle’s length, and 
ceasing when in a line with it (see Diagrams Nos. 1 and 2). We 
have now done with vertical iron for the present. 

A horizontal bar of soft iron at the magnetic pole has no mag- 
netism whatever, since there it-is at right angles to the “ Line 
of force.” It is, in fact, in the same harmless condition that the 
vertical bar found itself on the magnetic equator. When taken, 
however, into low latitudes, it gradually becomes magnetic if 
kept pointing towards the magnetic pole, and has its greatest 
power in the vicinity of the equator. The red magnetism will 
always be found in the end which points to the north, no matter 
which, turn it about as you may. 

As the south magnetic pole is approached, a horizontal bar of 
soft iron loses force, and at the point of 90° dip, has again ceased 
to be magnetic. In brief; vertical iron is most magnetic at the 
poles, and horizontal iron, held in the direction of the meridian, 
is most magnetic on the equator. 
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Another very marked distinction between vertical and hori- 
zontal iron must here be noted. The magnetic intensity of the 
latter depends not only upon its proximity to the equator, but 
on the angle it makes with the magnetic meridian. Thus, when 
held in a north and south direction (Correct Magnetic) it is at 
its best; on being turned in azimuth it loses power, and when 
held exactly east and west (c.M.) has none at all. Therefore, 
unlike vertical iron, horizontal iron on board ship has a varying 
action upon the compass, depending on the direction of the ship's 
head as well as on the position of its poles in their relation to the 
compass needle. 

This is an important distinction; but there is yet another. 
Horizontal iron produces the same deviation in alli latitudes ; for 
though its power varies with that of the earth, the ratio between 
the two is constant; and since the first is the disturbing force 
of the needle, and the other the directeng force, it follows that 
the deviation arising from the induced magnetism of horizontal 
iron is the same at any part of the globe. 

A magnet possesses the peculiar power of producing magnetism 
in a bar of iron or steel without loss to itself, and so is capable of 
propagating its own species to any extent. Therefore, when try- 
ing experiments with a slice, crowbar, or kitchen poker, it must 
not be placed too close to the compass needle, as the latter, if 
strong, will of itself induce magnetism in the poker when, from 
the position in which it may be held at the time, none would 
otherwise exist. Thus, if a common spike nail be held near one 
pole of a powerful magnet, the latter will first 2ndwce magnetism 
in the nail of a contrary name to itself, and then the law which 
says that opposite poles attract each other will come into opera- 
tion, and the nail in obedience will fly to the magnet. 

In the process of making a permanent magnet, which is 
variously done by “ touching” a bar of glass-hard steel with the 
natural lodestone, with another magnet or by electricity, the one 
under treatment should be surcharged with the magnetic fluid. 
It never, however, retains all its original strength; but, after a 
while, settles down into a certain definite state known as “the 
saturation point,” which, if the steel be of the proper temper, it 
will maintain for years without appreciable loss, and accordingly 
gets named a permanent magnet. 

Whatever the process of magnetisation may be, it produces two 
opposite and equal forces in the ends of the steel bar, from which 
it follows that there will be a neutral point about the centre 
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of the bar totally devoid of magnetism of any kind. It is well 
to know this; since, if it be compulsory to put a compass near 
vertical iron, it may be possible to raise or lower it to the level 
of the neutral point, and so render the iron incapable of mischief, 
so long at least as the ship is upright.* 

An iron ship may be correctly looked upon as in itself a large 
permanent magnet. She became so in the process of construc- 
tion ; for, although the materials of which she is built are not 
such as by themselves retain magnetism permanently, it is found 
that, when united in the form of a ship, and subjected to per- 
cussion by riveting, &c., they acquire this property in a greater 
or less degree. 

After launching and reversal of the ship’s head as it was on 
the building slip, the magnetism undergoes very rapid diminu- 
tion ; but in no case does it depart entirely, and that which is 
left when the saturation point is reached is accordingly styled 
Sub-permanent. So far there is a great correspondence between 
the ship, taken as a whole, and the steel magnet. 

It is evident that the position of the poles of the ship’s Sub- 
permanent magnetism must depend—first, upon the direction of 
her head when building; and, secondly, upon the “dip” at the 
part of the world in which she was built. If, for example, a 
ship were built at the North Magnetic Pole—direction of her 
head in this case immaterial—her magnetic constitution would 
be shewn by diagram No. 8. 

* Magnetism has of late years been used for a very curious purpose, as the following 
account taken from Chambers’s Journal for Nov., 1880, will shew :—‘‘ It is well known 
that in working iron, such as welding two pieces together, and even in its manufacture, 
hollow places or flaws occur, with merely an outside skin over the defective parts, which 
any test but a destructive one would fail to discover. -* * * To test the homogeneity 
of the metal, Captain Saxby takes a bar of iron and places it on the equatorial line ”— 
(that is to say, in an east and west direction.—Avuthor.) “He next passes a compass 
with a very sensitive needle along in front of the bar—the needle, of course, pointing at 
aright angle toit. If the bar is perfectly solid through its whole length the needle will 
remain steady. If, however, there should be a flaw or hollow place in the bar, the needle 
will be deflected as it passes from the solid to the hollow place, backwards towards the 
solid iron ; passing on over the hollow place, the needle will come within the range of 
the solid iron at the other end of the flaw, and will again be deflected forward. If the 
bar be cut through anywhere between these two points of deflection, a flaw will invariably 
be found. Many thousands of pieces of iron—some prepared for the purpose of testing 
this method of trial, others in the ordinary course of business—have been operated upon 


with the same unvarying result. Captain Saxby has called to his assistance Nature, who 
never makes mistakes in her operations.” 

Note :—The writer of this article has made a mistake in giving Mr. Saxby the title 
of Captain. He was Principal Instructor of Naval Engineers in Her Majesty’s Steam 
Reserve, and at no time belonged to the Executive branch of the service. By way of 
light and pleasant reading, sailors would do well to take the journal just quoted. It 
contains also the latest scientific ‘‘ tips ” on all subjects. 
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If built on the Magnetic Equator (head North), diagram No. 4 
would represent the state of affairs. 

Diagram No. 5 represents a ship built at the South Magnetic 
Pole, and in this case also the direction of her head would not 
signify ; and Diagram No. 6 shews one built at Liverpool—head 
South. 

Endless diagrams might be drawn to shew the effect of the 
combination of geographical position, with the direction of the 
ship’s head at time of building, on her sub-permanent magnetic 
character, but the foregoing are sufficient to illustrate what is 
meant; and the reader, having mastered the principle, can draw 
for himself any special case he may desire. 

We have now shewn that the compasses of a ship are acted 
upon, first, by her general magnetic character, which, so to speak, 
was born with her, and secondly, by the znduced magnetism of 
individual masses of vertical and horizontal iron. 

The general magnetism, after a time, becomes stable in amount, 
irrespective of geographical position, and the colour of its poles 
is not subject to change; the induced magnetism never becomes 
so, it is transient, and the colour of its poles depends, in the case 
of vertical iron, upon the magnetic latitude the ship may be in 
at the moment; and in the case of horizontal iron, upon the 
direction of the ship’s head. 

Although the Sub-permanent portion of the ship’s magnetism 
remains constant in all latitudes, its effect upon the needle is very 
different. Near the equator, the horizontal or directive force of 
the needle is at its best, and, accordingly, it is then most fit to 
resist the disturbing pull of the fixed portion of the ship’s mag- 
netism just referred to. But, as we know, the needle loses its 
directive force as polar regions are approached, and, consequently, 
at such times comes more and more under the domination of the 
ever vigorous Sub-permanent magnetism. It is consequently 
necessary to compensate these various effects by means suitable 
to each. 

The Permanent portion of the ship’s magnetism, which causes 
Semicircular or Polar deviation, is compensated by steel magnets, 
whose magnetism is likewise permanent; and that part due to 
induction in vertical iron, which goes and comes with change of 
latitude, and likewise causes Semicircular deviation, is compen- 
sated by vertical bars of ordinary wrought-iron, which similarly 
become magnetic by terrestrial induction, and are influenced in a 


corresponding degree by such changes of latitude as both may be 
exposed to. 
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Another part of the ship’s magnetism, namely, that arising 
from the induction of horizontal iron, produces Quadrantal 
deviation—which, as before stated, is the same for all latitudes, 
and is compensated by soft iron, generally in one or other of 
three forms: namely, horizontal cylinders like clock weights, 
globes like the round shot of Nelson’s time, or masses of small 
close-linked chain. This last is of course enclosed in suitable 
receptacles. 

The Quadrantal error —begotten of induced magnetism in the 
ship’s soft iron—waxes and wanes throughout each quadrant, 
attaining its maximum in a portion of each quadrant. 

The horizontal iron producing Quadrantal deviation may be 
either athwartships, fore and aft, or oblique; the name of the 
deviation (+ or —) depends also upon whether the iron produc- 
ing it is continuous or interrupted in the vicinity of the compass. 

It is an axiom in Mechanics that “nothing but force can 
resist force,” and this applies equally well to magnetic force, 
The correct principle, therefore, to go upon in adjusting com- 
passes appears to be that “ Like cures like,” when applied on the 
opposite side to the disturbing influence. 

The many diverse causes shewn to operate on the compass at 
one and the same time, combine in producing a certain sum total 
of effect, but as these forces do not always act in harmony either 
as regards direction or amount, it is clear that their joint effect 
cannot be compensated by any single magnet whose power is the 
same at all times and in all places. Here the knowledge of the 
skilled compass adjuster comes in, as by certain mathematical 
rules, by no means difficult of attainment, he is able to analyse 
the magnetic character of the ship, apportion to each kind of 
deviation its proper value, and apply the raght kind of remedy. 

To distinguish Quadrantal from Semicircular deviation is quite 
easy, but to separate that part of Semicircular deviation caused 
by vertical tron, from that part which is produced by the ship’s 
Sub-permanent magnetism, is a more difficult task by far ; yet, 
in vessels continually changing their magnetic latitude, this is of 
the highest importance. 

To adjust a compass, it is necessary to put the ship’s head on 
two adjacent cardinal points, such as North and Hast; also on 
_ any one of the four principal inter-cardinal points, such as N.E. 

The Deviation (semicircular) existing when the ship’s head is 
either North or South, is caused by the attraction of the port or 
starboard side of the ship, according as the attracting pole of her 
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magnetism lies to one side or the other, and is compensated by 
steel magnets placed athwartships. The compass being placed in 
the midship fore-and-aft line of the vessel, and the iron on each 
side of it being in general equally and symmetrically distributed, 
there is no occasion to compensate the induced magnetism of 
vertical iron, as that on the port side counteracts that on the 
starboard side. 

In a ship built either due North or South, the poles of her 
Sub-permanent magnetism would exist in the bow and stern, 
rendering ’thwartship magnets unnecessary, as there would be no 
deviation on either of these two points; that is, supposing the 
iron on each side of the compass to be the same in amount and 
position.* The only effect would be to imcerease the directive 
force of the needle when the ship’s head was on the opposite 
point to that on which she had been built, and to diminish it 
when on the same point. 

When the ship’s head is either due East or West, the Deviation 
(semicircular) is caused by the attraction of the bow or stern of 
the vessel, according as the attracting pole of her Sub-permanent 
magnetism lies forward or aft, and according to whether the 
greatest effect of vertical iron is fownd before or abaft the compass. 
The compensation in this case is effected partly by steel magnets 
placed fore and aft, and partly by a vertical pillar of wrought 
iron. This vertical pillar is termed a “TF'linder’s-bar,” after a 
Captain in the Royal Navy who was the first to propose it. 

In a.ship built either due East or West, the poles of her Sub- 
permanent magnetism would lie to starboard and port, rendering 
fore and aft steel magnets wnnecessary, as there would be no 
Deviation from this cause with the ship’s head on either of these 
points, and the rule as to the directive force of the needle would 
be the same as before. 

It is seldom or never that a ship is built with her head exactly 
on one of the cardinal points, so that both fore-and-aft and 
athwartship magnets are almost invariably required ; and when 
the compass is so placed as to be free from the effects of vertical 
iron (which, now-a-days, is seldom the case), it is possible, by com- 
paring the natural deviation on the north and south points with 
that on the east and west, to determine pretty accurately the 
direction of the ship’s head at time of building; or, knowing this 


* When, on the other hand, a compass is flanked by a donkey boiler, or the iron 
pedestal of an engine-room telegraph on the bridge, compensation on the North and South 
points would be necessary. 
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latter and the natural deviation on north and south, it is possible 
to determine how much of the deviation on east and west is due 
to sub-permanent magnetism, and how much to the induced mag- 
netism of vertical iron. This knowledge is very invportant.” 

When the ship’s head is either N.E., S.E., S.W., or N.W., the 
remaining deviation (quadrantal) is got rid of by cylinders, or 
better still, by hollow globes of cast iron, placed on each side of 
the compass bowl. Where large masses of iron are unsym- 
metrically placed, as in the case of turrets in echelon, or where 
the compasses are not in the midship line of the ship, the quad- 
rantal correctors, instead of being in the true ’thwartship line, 
have often to be placed obliquely. 

Should the sign of the co-efficient D be minus, the correctors 
would have to be placed in the fore and aft line. 

The athwartship and fore-and-aft magnets are usually, but 
not necessarily, placed on the deck below the compass. Some- 
times it is more convenient to place them on the deck above, or 
on a bulkhead, or inside the binnacle itself. In reality, it matters 
not whether they are placed above or below the compass, so long 
as the middle of the magnet’s length is in the vertical plane, 
passing fore-and-aft or athwartships—as the case may be— 
through the centre of the compass card. (See Diagram No. 7.) 

On no account are steel magnets to be applied end on to the 
compass, neither should they be placed vertically, excepting the 
one used for correcting the heeling error. Therefore, athwart- 
ship magnets must be placed either before or abaft the compass, 
and fore-and-aft ones to starboard or port. In other words, they 
should be applied “ broadside on.” 

It is preferable to use large magnets at a considerable distance, 
than small ones close to. The rule is, that the magnet should not 
be nearer to the centre of the card than twice its own length; 
thus, a 30” magnet should not be within 5 feet. But some are 
so weak that at this distance their effect would be next to nothing. 
Well-made magnets of equal size will sustain each other’s weight, 

The rule as given by Lieut. A. Collet of the French Navy is— 
“The distance of the corrector magnets from the card should be 
such that the perpendicular, from the middle of the bar magnet 


ar 


* Rule: Enter the traverse tables, with the correct magnetic direction of the ship’s 
head at time of building, as a course. In the departure column look for the number 
corresponding to the deviation on north or south, and against it in the latitude column 
will be found the value of the sub-permanent magnetism on east or west, which, sub- 
tracted algebraically from the quantity actually observed on one or other of these points, 
will leave the amount due to vertical iron. 
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to the line which joins this middle to the centre of the needles, 
may cut the plane of the needles at a distance from the centre, 
equal at least to six times the length of the needles.” * 

The cast-iron cylinders or globes—on suitable brackets—are 
placed on each side of the bowl, so that their centres may be as 
nearly as possible on the same level as the compass needles, and 
mostly that a horizontal ’thwartship line through the centre of 
the card may pass through their centres also. (See Diagram 
No. 8.) 

The wrought-iron vertical pillar (“ Flinder’s-bar ”) is generally 
from 3 to 44 inches in diameter, and of such a length that, when 
secured in its place, the woper end may be about 2 inches or so 
above the level of the card. It is more usually placed on the 
fore side of the compass, and exactly in a direct fore-and-aft line 
with the centre of the card; but cases may arise where the 
balance of effect of the ship’s vertical iron lies ztself on the fore 
side of the compass, in which case the compensating pillar might 
have to be placed on the after side. The rule is simply this— 
that the pillar must be placed so that the pole on a level with 
the compass card may be of such a name as will counteract the 
pull of the ship’s vertical iron; and to accomplish this, the pillar 
may be placed in various positions, being sometimes on the same 
and sometimes on the opposite side to the force it is intended to 
compensate. Occasionally it will be found necessary to bolt it 
to the deck overhead (as in a wheelhouse), so that its lower end 
may hang a couple of inches below the level of the card. A good 
example of this kind of adjustment is shewn facing page 601. 

In the Admiralty method of adjusting the sub-permanent mag- 
netism, only one magnet is used. This is placed horizontally 
with the middle of its length exactly under the centre of the 
card, at such a distance from it, and at such an angle with the 
fore-and-aft line of the ship as will produce the desired effect. 
The explanation of its action is simple :—it is merely the resultant 
of the forces which affect the needle when the two magnets—one 
athwartships and the other fore-and-aft—are employed. 

This is a very elegant method, but somewhat more difficult 
than the ordinary one in vogue on board merchant vessels. For 
details see Bedford’s Sailors’ Pocket-book, p. 48, 6th Ed. 

When intending to adjust, choose a fine day with smooth water, 


* Practical Guide for Compensation of the Compass Without Bearings. Griffin & Co., 
Portsmouth, 3s. 6d. 
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provide a number of steel magnets of various sizes,* and mark 
their centres. Hold them one by one near a compass, and a 
couple of inches or so of that end which attracts the north end of 
the needle, paint blue, and the other end, red. 

It will also help matters to tint red the northern semicircle of 
each compass card, and its southern half blue. This can be done 
with the ordinary coloured pencil. It will do no harm to allow 
it to remain so always, and, indeed, compass cards might with 
advantage be coloured this way by the makers in the first 
instance. 

Plumb under the centre of the compass, draw on the deck two 
chalk lines, one fore-and-aft and the other athwartships, as 
represented in Diagram No. 7. In the case of a wheelhouse 
compass, do the same on the underside of the deck overhead. 
We will suppose the vessel to be at sea, and that it is intended 
to use the bearing of the sun.f Work up the position from last 
observations, and set your hack watch to Apparent Time at Ship, 
as explained in the chapter on the Pelorus. Take from the Tables 
the sun’s true bearing for every four minutes of the time during 
which you will be occupied adjusting, and convert it into the 
Correct Magnetic bearing by applying the Variation at place, 
taken from the Variation chart, and duly corrected for annual 
change, which latter in some parts of the globe is too large to be 
neglected. Write down neatly, in a small pass-book, these 
Correct Magnetic bearings and corresponding times. 

To find the Correct Magnetic bearing from the true, you must 
apply westerly Variation to the right, and easterly to the left. 
Thus, if the true bearing be East, and the Variation two points 
westerly, the Correct Magnetic bearing will be E.S.E. 

If a steamer—take in all sail, trim her perfectly upright by 
filling the boats with water or otherwise, slow the engines so as 
not to waste coal, provide copper tacks and a hammer, and see 
that the lubber-lines of the compasses to be adjusted are truly 
fore-and-aft. Place the Pelorus in one of its stands—near to the 
man at the wheel, if possible—and appoint an officer who has 
some “ Nous,” and is thoroughly familiar with the instrument, to 
put the ship’s head as required, whilst attending yourself to the 
compasses. Begin with the Standard, being the most important, 


* Magnets for use on board ship are usually soldered in watertight cases of copper, to 
protect them from rusting. 

+ The writer, just 30 years ago, using the moon for this purpose, adjusted a new steamer 
at night in the Sunderland Dock, much to the astonishment of the natives. 
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and leave the Steering compass to the last; although there is no 
reason why its deviation on the various points, as the ship goes 
round, should not be noted by another officer. All being ready, 
let the lubber’s point of the Pelorus be secured at North, and the 
sight vanes clamped to the sun’s Correct Magnetic bearing, then 
starboard or port the helm until the sun’s roderiati image is seen 
in the speculum or mirror fairly bisected by the thread of the 
vane. 

The vessel’s head will now be North Corr. Mag.,—that is to 
say, in the direction of the north magnetic pole, as would be in- 
dicated by a well-made compass in a wooden ship without a 
particle of iron on board, either in her construction, equipment, 
or cargo. If, now, the compasses were correct, they would agree 
with the Pelorus in shewing the ship’s head to be North; if, 
however, influenced by the iron of the ship, they fail to do so, the 
amount each differs from it will be the Deviation due to that 
particular compass on that particular cowrse. 

Accordingly, if the north or red end of the compass-card be 
attracted—say three points to starboard—the ship’s head will 
appear N.W. by N. by compass ; or in other words, the deviation 
will be three points easterly (+). To counteract this blue attract- 
ing force of the Sub-permanent magnetism on the starboard side, 
place athwartship on the deck—either before or abaft, above or 
below the compass, as most convenient—a steel magnet, with its 
red end to starboard, and, consequently, its blue end to port of the 
compass. The red end of the magnet will of course repel the 
red end of the needle from the starboard side, and be aided in 
doing so by the equally strong attractive force to port of the blue 
end of the magnet. 

To avoid setting up a swinging motion, let the magnet at first 
be placed a considerable distance from the compass—say four or 
five feet—and put its centre mark exactly on the fore-and-aft 
chalk line. Then move it gradually closer, until the ship’s head 
is North by the card.* 

The pull of the starboard side will now have been neutralized 
by the combined action of the poles of the magnet, which may be 
lightly tacked down in its place. Thisisshewn in Diagram No. 9. 


* It is convenient to keep in the pocket a small magnet jointed like a pair of dividers. 
When closed the opposite poles touch and neutralise each other: when open the magnet 
can be applied adroitly above the compass card to bring it to rest. One leg (N.) should 


be painted red, the other blue. Be careful to close this gentleman the very moment you 
have done with him. 
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Adjust each of the other compasses in a similar manner, placing 
the red or repelling end of the correcting magnet to starboard or 
port, according as the north end of the compass-needle is attracted 
to starboard or port by theship. If one magnet be insufficient to 
correct the Deviation, apply another—putting it, if possible, on 
the opposite side of the compass to the first; or, if the first be on 
the deck wnder the compass, the second may, if desired, be tacked 
to the deck above it. But in every case similar colowrs must 
point in the same direction, or they would neutralize each other. 
All this time the officer at.the Pelorus—duly provided with watch 
and pass-book—is altering the setting of the sight vanes for every 
half degree of alteration in the sun’s bearing, and is conning the 
ship with small helm, so as to keep her steady on the North point 
(c.M.), signalling by whistle whenever she is exactly so. 

Having taken aa second look at each of the compasses, and made 
any little alteration which may be required, screw the lubber line 
of the Pelorus to East; and, keeping the vanes set to the sun’s 
o.M. bearing, bring the ship’s head round with port helm until 
the sun’s image is once more seen in the speculum, and steady her 
carefully on this fresh course. The various compasses, if correct 
on this point, ought also to show the ship’s head as East. Should 
they fail to do so, the difference is the Deviation, which must be 
corrected partly by fore-and-aft magnets of steel, and partly by 
the Flinder’s-bar. 

The means taken to determine how much is to be corrected by 
one, and how much by the other, will be shewn further on; in 
the meantime, imagine half the deviation to be corrected by the 
pillar, and half by the steel magnet. If now, with the ship’s head 
at Hast (C.M.), the needle be drawn two points towards the stern,* 
the ship’s head by compass will be E.S.E. To counteract this, 
place a steel magnet fore-and-aft ways, either to starboard or port 
of the compass, with its red end also towards the stern, and centre 
mark on the ’thwartship chalk line. Move it slowly towards the 
compass till half of the westerly Deviation is corrected. The 
ship’s head will now be EH. by S. by compass. Next place the 
Flinder’s-bar forward of the binnacle at such a distance as will 
cause the ship’s head to appear due Kast, when it may be securely 
bolted down to the deck. It is preferable, however, that the 
lower end of the pillar should be let down some distance through 
the deck, and rest either on the one below, or on some firm sup- 


* When speaking of the needle being attracted or repelled, its north end is always 
meant, unless otherwise specified. 
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port provided for the purpose. ‘The object is not only to intensify 
its power, but to keep the lower pole of the pillar from being so 
near as to counteract the opposite effect of the woper one. The 
compass at this stage is shewn in Diagram No. 10. & stands 
for the rudder post, which in this case is the active vertical iron, 
and P for the pillar which is intended to counteract it. 

The Semicircular deviation of all the compasses is now cor. 
rected. We have still, however, to deal with the Quadrantal. 

Put the ship’s head by Pelorus on any one of the four principal 
inter-cardinal points—say N.E. correct magnetic. In 99 ships 
out of 100 the compasses will exhibit Lasterly Deviation on this 
point, amounting to as much sometimes as 10° or 12°. Should 
this be the case, a cast-iron cylinder or globe must be placed on 
each side of the compass-bowl, and moved nearer to or further 
from it, till the ship’s head points correctly to N.E. by compass 
also. 

This adjustment, once properly made, does not require touching 
ever after, unless, indeed, the ship were to load a cargo of iron, 
or some alteration made in the iron-work near the compass. 

The ends of the correctors must not, however, be nearer to the 
centre of the card than 1} times the length of the longest needle, 
so that they may effect their purpose by becoming magnetic by 
terrestrial induction, and not by the inductive influence of the 
compass needles. If placed too close, the inductive effect of the 
needles upon the correctors will be greater than the inductive 
effect of the earth, and their reciprocal action on each other would 
be excessive, resulting 1n error—notably octantal error; secondly, 
the magnetic field would not be uniform.* 

Looking at Diagram No. 11, it will be seen that the port ends 
of the cylinders exhibit red magnetism, and in this position com- 
pensate easterly Deviation; but on turning the ship round to 
N.W., their starboard ends acquire red magnetism, and in this 
fresh position compensate westerly Deviation. Chain boxes, 
though in very common use for this purpose, are not to be re- 
commended. The best corrector of Quadrantal Deviation is a 
couple of hollow cast-iron globes or shells, the introduction of 
which, like many other things sailors have to be thankful for, is 
due to Lord Kelvin. 

Here may be mentioned incidentally a curious and often-times 
important fact with respect to all hollow iron bodies, whether 


* The magnetic field is the space surrounding a magnet in which such magnet exercises 
its influence, and uniformity supposes the lines of force to be parallel. 
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globular or square, such as water-tanks, &c.—namely, that as soon 
as the thickness of the sides has reached to 3, of the thickness or 
diameter of the whole body, the magnetic effect is the same as if 
the body were a solid piece of iron. 

The compass is now shewn fully adjusted in Diagram No. 11, 

Semicircular Deviation is so termed because it has the contrary 
name and maximum value in opposite semicircles—thus, if it is 
easterly on North, it will be westerly on South. On the other 
hand, Quadrantal Deviation is so termed because it is greatest on 
the four inter-cardinal points. It has the same name in opposite 
quadrants, and the contrary name in adjacent ones :—thus, if it 
is easterly on N.E., it will be easterly on S.W. also, but westerly 
on §.K. and N.W. So you see the two kinds of Deviation are 
vastly different. 

Steel fore-and-aft magnets produce their greatest effect on 
Kast and West, diminishing to nothing on North and South, when 
they become parallel to the compass needle. <A Flinder’s-bar 
placed on the centre line before or abaft the compass acts in the 
same way. Stee! thwartship magnets produce their greatest 
effect on North and South, diminishing to nothing on East and 
West, when they become parallel to the compass needle. 

Quadrantal correctors produce their greatest effect on N.E, 
S.E., S.W., and N.W., tapering off to nothing at North and South, 
Hast and West. When the ship’s head is on North or South (¢.M.), 
the poles of cast-iron cylinders, being at right angles to the “line 
of force,” are powerless to affect the compass; and when the ship’s 
head is on the Kast or West (¢.M.), though the cylinders are then 
magnetic, they cannot affect the compass, as their poles are 
parallel to the needle. In the case of cast-iron globes, their 
magnetic poles are parallel to the needle on all four of the last- 
named points, but the effect is the same as with the cylinders. 

Any one following out this system of compensating magnets, 
with their ever varying effects, cannot but be struck with the 
beauty of the arrangement which permits of so many discordant 
elements being made obedient to natural laws. 

When the process described above is accurately carried out, and 
the compasses well made and properly situated, they will be 
nearly correct on every point. Nevertheless, it is prudent to 
steam the ship completely round, steadying her on every fourth 
point by Pelorus, to determine remaining errors. 

Then, should any compass be found to have considerable devia- 
tion—say 4° or 5°—on the opposite points to those on which it 


Semicircular 
and Quad- 
rantal Devia- 
tion, why 
thus named, 


Variable 
effect on com. 
pass needle of 
compensating 
Magnets. 


Variable 
effect of 
Quadrantal] 
Correctors. 


Final 
corrections. 


Sea Adjust- 
ment prefere 
able to Dock 
Adjustment. 


Caution as to 


Steam Tenders 
and Tugboats. 


Flinder's- bar. 


598 ANALYSIS OF SEMICIRCULAR DEVIATION. 


has been adjusted, halve the error between the two. If, for example, 
you find a compass correct on North, but 4° out on South, move 
the ’thwartship magnet so as to reduce the error on South to 2°, 
which will, of course, cause 2° of error on the North point also. 
When necessary, do the same on the West and S.W. points like- 
wise. After which, swing ship for a table of remaining devia- 
tions on every second point. When this inequality occurs, it 
shews that the ship’s iron is not symmetrically distributed round 
about the compass in question. 

Having finished up, resume Course, nail the magnets down for 
good, and cover them at your leisure with neat cases of hardwood, 

If the operator knows what he is about, adjusting in this 
manner should not occupy more than from two to three hours, 
and is worth a hundred swingings in a close dock, where there 
is probably any amount of Local Attraction by cranes, bridges, 
roof girders of sheds, water pipes, &c., not to speak of other iron 
vessels round about. 

Few people are alive to the fact that in high latitudes even a 
wooden tugboat may be a source of trouble to the compass, if, 
when fast alongside, the upper end of the funnel, as will prob- 
ably be the case, is about the level of the bridge or Standard 
compasses, and not many feet from them. An instance of 
this occurred to the writer in Queenstown harbour, when the 
Standard compass of his ship was affected to the extent of 3° 
by the funnels of the passenger tender. Thus an apparently 
trivial cause might lead to serious results, and shews the neces- 
sity for being continually on the alert. 

It is now necessary to go back a little, and explain the manner 
of getting at the correct amount of Deviation to be compensated 
by the Flinder’s bar. When the ship’s head is either Hast or 
West, any deviation then existing arises partly from Sub-per- 
manent magnetism resident in the bow and stern (which must 
be compensated by a permanent steel magnet), and partly from 
the induced magnetism of vertical iron predominating more at 
one end of the ship than the other. This latter must be compen- 
sated by a like cause applied in the opposite direction. Thus, if 
vertical iron situated abaft the compass pulls the needle towards 
it, another piece of vertical iron can be put forward of the com- 
pass to pull it back again; or it may even be placed aba/t the 
compass, on the same side as the disturbing force, if the deck 
fittings will permit of its repelling pole being placed on a level 

_with the ecard. 
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It has been shewn that on the Magnetic Equator vertical iron How to know 
ceases to be magnetic, and is consequently powerless to affect the pean 
compass. If, then, the Deviation be ascertained on the cardinal corrected by 
points when the ship is on the Magnetic Equator, itis certain “turner 
that it cannot be due to vertical tron. It must be owing either 
to Sub-permanent magnetism, or to “ Retained” magnetism, to be 
explained hereafter. For the present let us assume that it is Sub- 
permanent only, and correct it by a steel magnet; which being 
done, let the vessel proceed to high latitudes, and let the Devia- 
tion be again determined. Then, that arising from Sub-permanent 
magnetism having already been cured on the equator, and being, 
moreover, when compensated, not sensibly affected by change of 
geographical position, we know that whatever now exists is 
principally due to vertical iron, and should therefore be corrected 
by a vertical iron pillar, applied as already explained. In prac- 
tice, the experiment on the equator is only tried on the East and 
West points, as vertical iron, from its symmetrical arrangement 

in the ship, seldom disturbs the compass on the north and south 
points. 

Again, supposing a vessel to have been built with her head due Effect of ship 
North: this wil! have constituted her a Sub-permanent magnet, a 
whose axis lies exactly fore-and-aft, the bow being the red, and 
the stern the blue pole. When such a ship is placed head Kast, 
the red bow repels the needle, causing westerly Deviation ; and 
unless she proceeds to the Magnetic Equator, there is no way of 
telling how much of it arises from the cause just mentioned, and 
how much from the induced magnetism of vertical iron.* 

On the other hand, suppose the ship’s head to have been due géfect of ship 
East when building, then the port side would mostly be Sub-per- Puilt beac 
manently red, and the starboard side blue. Now, what Deviation 
would this cause when the ship’s head was East or West at any 
after time ? None whatever. Since the poles of the ship’s Sub- 
permanent magnetism and the needle itself would lie in the same 
straight line, the only effect would be to diminish or increase the 
directive force of the needle. Nevertheless, on trial there is found 
to be large Deviation on these points. If so, it must be due to 
masses of vertical iron situated either before or abaft the compass, 
according to the direction of the pull, and is capable of easy cure 
by one or more Flinder’s-bars applied in the proper manner. 

There is another point in connection with the diminished 


* This is the extreme case (never likely to occur), which is put to give more point to 
what follows. Ordinarily, the rule given in the footnote on page 591 would be used. 
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directive force of the needle which should not be overlooked ; 
namely, that when the ship is steering in the same direction as that 
in which she was built, the compass, when wncompensated, will 
be both sluggish and fickle. Therefore, every master of an iron 
ship should endeavour to learn in what direction his ship was 
built, and, when sailing on that course, be more than ever on his 
guard against the seemingly mysterious pranks of his compass. 

The forward wheelhouse compass of the s.s, “——————_” com- 
manded by the writer, from its extremely bad situation, affords a 
good example of difficult compass correction. Previous to adjust- 
ment, this compass—although an excellent 12” liquid one, by 
Cairns of Liverpool—had enormous natural deviations. Diagrams 
12 and 138, drawn to a scale of 0"'3 to the foot, shew the steps 
taken to correct it. 

From the very close proximity of the mainmast, which acted 
as a powerful magnet, it was evident from the outset that strong 
measures would have to be taken with this compass. Experiment 
shewed that, at the level of the card, which was below the 
“neutral point” of the mainmast, the latter had north or red 
polarity, and exerted a strong repellent action on the needle. 

In due course the ship was swung, and her natural deviations 
earefully ascertained all round. Having been built with head 
N. 68° E. (c.M.), the deviation on north should have been twice 
and a half as much as that on east, were the compass undisturbed 
by vertical ivon.* Knowing what it actually was on both these 
points, it became a comparatively easy matter to roughly separate 
the Inductive from the Sub-permanent. Accordingly, two round 
bars of wrought-iron, each 4” in diameter, were used to counteract 
the mainmast. The after one—48” in length—was let down 
through the top of the wheelhouse, and the other—42" in length 
—was bolted to the deck just abaft the mast. 

It will be noticed, on looking at Diagram No. 138, which 
represents the ship’s head in an easterly direction, that the north 
end of the needle was forcibly repelled by the mast. Now the 
upper end of the vertical pillar between the compass and the 
mast strove to pull it back again, and in this it was aided by the 
lower end of the pillar abaft the steam-steering wheel, which 
repelled or pushed it back in the same direction. The distance 
of these pillars from the compass was so arranged, that when in 
position, they about compensated the deviation due to the in- 


* Vide Traverse Tables. 
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ductive magnetism of vertical iron; the remaining deviation on 
the east and west points was corrected by two 16” steel magnets, 
tacked on fore-and-aft ways to the wnder side of the deck above 
the compass. The deviation on the north and south was com- 
pensated by one 30” ’thwartship magnet tacked on to the outside 
of the forward bulkhead ; and the Quadrantal deviation (10°) by 
two cast-iron cylinders with globular ends, something like the old- 
fashioned clock weights, each being 12” long by 3}” in diameter. 

This formidable array of magnets reduced the huge errors of 
the compass within more manageable bounds, but afterwards, 
when at sea and the ship listed over, the heeling error was exces- 
sive, and had to be compensated in the usual way, by a vertical 
steel magnet, placed exactly under the centre of the card when the 
vessel was upright. Two iron ventilators marked V were also 
removed. Nevertheless, this compass was extremely wild and 
fickle during the first and second voyages, and although it after- 
wards behaved somewhat better when the ship’s magnetism had 
settled down, it could not be said to give very satisfactory results 
at any time. Of course the builders should never have placed 
the wheelhouse in such a ridiculously unsuitable place ; but being 
there, and no way of improving matters short of putting in a 
wooden mainmast, it was necessary that the Captain should know 
how to make the best of a bad job. 

The reader will perceive, from the very unusual character of 
the conditions named, that in the case just quoted, the amount of 
deviation to be compensated by the Flinder’s-bars could only be 
approximately inferred ; and it is probable that, if ever this ship 
gets down to the Magnetic Equator, some little alteration of these 
arrangements will be found advisable. _ 

To avoid confusion of ideas, it has been considered wise to leave 
- for separate consideration that part of the ship's magnetism which 
is known by the term “Retained.” It plays, however, a very 
important part in the deviation of compasses, and will be found 
to modify to some extent what has been said in the previous 
pages. It belongs to the semicircular order of deviation. 

It has been stated that when the kitchen poker is held in the 
“Line of force,” it instantly becomes magnetic ; or more correctly, 
that the latent or dormant magnetism within it has undergone 
excitation when held in that particular manner. ‘This statement 
is correct so far as it goes, but it is necessary to supplement it by 
saying, that the longer the poker is so held, the more magnetic it 
becomes—up to a certain point. Again, when the poker is held 
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at right angles to the “ Line of force,” it loses its magnetism; but 
if it has previously stood for along time in the “Line of force,” 
it will not lose it instantaneously, but will require a longer or 
shorter period to get rid of the magnetic charge, according to its 
intensity, and the quality of the iron in which it was excited— 
soft iron parting with it more readily, and vice versd. 

Now this is just what happens when a ship’s head has been in 
one direction for a long time. She becomes temporarily mag- 
netised by the earth’s inductive force, and this action is intensified 
by the sea striking her; and also, in the case of a steamer, by 
the tremor imparted to the hull by the engines. The poles of 
the magnetism are of course parallel to the Magnetic Meridian. 
Thus, if the ship sailed due south for a week or so, her stern 
would acquire red and her bow blue magnetism—the new charge 
being superposed on what may be called the ship’s natural 
magnetism, and, to a certain extent, masking it. 

“Retained” magnetism remains for a considerable time after 
the cause is removed—frequently for days—unless the direction 
of the ship’s head be exactly reversed, when it goes more quickly, 
giving way to the opposing influence of the magnetism proper to 
the new direction of the ship’s head. 

This is a most amportant phase in the magnetic character of a 
ship, and any one who chooses to investigate it will see, that for 
this reason alone an Adjuster’s Deviation Table is comparatively 
worthless. Thus, if a ship has been lying up in a dock—say 
head ‘south for several months, or even weeks—and was then 
most carefully adjusted, and replaced in her original berth to 
load for sea, but with her head in the reversed direction, it would 
be found before sailing that her compasses had comparatively 
large deviations, though when the adjuster left the vessel a fort- 
night previously they were practically free from error. Every 
one entrusted with the navigation of an iron ship should keep 
this fact continually before him, The immediate effect of “Re- 
tained” magnetism upon the compass of a ship at sea is to cause 
her, on a change of course, to deviate invariably in the direction 
of the last one. If a vessel has been steering—let us say South— 
for some time, and is then hauled-up West, it will be found that 
the deviation previously existing on that point will be increased 
if it has been westerly, and diminished if easterly—the change 
frequently amounting to a point and upwards ; so that, unless 
allowed for, she will infallibly be thrown to the southward of her 
intended course. Even in shaping a fresh course, differing only 
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a couple of points from the last one, this propensity of the com- 
pass must be taken into account according to circumstances, as it 
varies much in different ships, and in different compasses on 
board the same ship. 

As an illustration, we will take the case of the lines of steamers 
running constantly between Liverpool and New York or Phila- 
delphia. On the outward passage these vessels have their heads 
in a westerly direction for upwards of a week, and consequently 
the poles of their “ Retained” magnetism lie to starboard and port 
—the red pole on the starboard, and blue pole on the port side. 
The tendency on subsequent northerly courses will be to throw 
the ship to the westward. Thus, entering New York Bay by 
the south channel, the Swash Range Lights come in one bearing 
N. 401° W. (c.m.); but if, when in one, the vessel be steered 
directly for them, the direction of her head by compass will 
probably be about N. 33° W., or even more to the northward. 
The same effect will be still better shewn when hauled up for 
Fort Hamilton. The Main Ship Channel course, keeping the 
Range Lights in one astern, is N. 134° E. (c.m.), but the chances 
are in favour of the vessel having to steer about N. 23° HK. by 
compass, or, at all events, considerably to the eastward of the 
proper course. Much depends on the situation of the compass. 

The same thing occurs in the Delaware. From Cape Henlopen 
to the Brandywine Lighthouse, the course—keeping the ranges 
in one astern—is North (c.M.): it is quite common, however, 
to steer about N. 12° E. by compass.* | 

On the homeward passage, these steamers, having had their 
heads to the eastward for a week, get magnetised in the opposite 
direction. It is the port side which now has ved magnetism}; 
and in consequence, when hauled up at Tuscar for the Skerries 
or South Stack, instead of steering N. 564° E. (c.m.), they have 
generally to shape a compass cowrse many degrees to the north- 
ward. 

As the effects due to crossing the Atlantic are about equal, going 
and coming, it is not a difficult matter to adjust the compasses 
with accuracy for the ship’s Sub-permanent magnetism on the 
North and South points. If, for example, outward bound, with 
head North by compass in the Delaware, the deviation is found 


*In Trans-Atlantic Steamers it is a good plan to have one of the deck compasses 
adjusted for the American port frequented, and another for the English port. The 
writer used to keep his Bridge compass adjusted for the Delaware inward-bound, and the 
Standard or Navigating compass for the Irish Channel, outward-bound. 
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to be 8° westerly ; and homeward bound, with head North outside 
Queenstown, it is found to be 20° easterly—the amount of Sub- 
permanent magnetic attraction to be compensated by the ’thwart- 
ship magnets is 6° easterly. Accordingly, at one or other of these 
places the magnets should be moved to show 14° of deviation— 
westerly in the Delaware, easterly at Queenstown; and this 
amount would then be solely the effect of “ Retained” magnetism, 
which would quickly disappear if the circumstances producing 
it were reversed. 

It is evident that were it due to Sub-permanent magnetism, 
it could not, on the same point, be easterly at one time and 
westerly at another. But, in making these observations and 
corrections, do not forget that the ship must be perfectly wpright, 
or the results will be vitiated. From half passage over either 
way, it will be easy to adjust on the East and West points, as by 
that time the “ Retained” magnetism due to steering towards the 
North or South will have disappeared. 

No possible amount of care or scientific knowledge in an adjuster 
can provide against “Retained” Magnetism. There is, however, oné 
dodge by which its effects can, in some minor degree, be modified. 
In those regular liners always sailing on the route just specified, it 
will probably be found useful to over-compensate the Quadrantal 
deviation. The correctors diminish westerly deviation in the N.W. 
quadrant, and easterly deviation in the N.E. quadrant; therefore, 
by over-compensation, the effect of the Retained magnetism would 
be partially neutralized in one semicircle of the compass at both 
ends of the voyage; and so long as the course lay within that 
semicircle, there would be undoubted advantage. On the other 
hand, those liners who run principally in a North and South 
direction, and have occasion to make abrupt changes of course 
near the end of the passage, should have their Quadrantal devia- 
tion wnder-compensated, or, if small, neglected altogether. 

These last are not so fortunately situated as the first named, 
since the application of correctors for Quadrantal deviation has 
not only the effect of increasing the directive force of the needle, 
but lessens very considerably the error due to heeling (vide 
page 612).* Hach one, therefore, must judge for himself how far 
these suggestions are suitable to his own particular route and 
ship. Pole compasses, when well placed, are comparatively ex- 
"* The Quadrantal deviation in all these cases is supposed to be of the kind due to the 


co-efficient + D ; that is, easterly in the N.E. and S.W. quadrants, and the contrary in 
the other two. 
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empt from the effects of Retained magnetism, and Masthead 
compasses are almost entirely so. 

Now this matter of “Retained” magnetism has a very important 
bearing upon compass adjustment. It is evident that if its effects 
get mixed up with the ship’s permanent or congenital magnetism, 
the adjuster will be compensating something which would ulti- 
mately have disappeared of itself, or perhaps even have taken an 
opposite name. This is another reason why a Deviation Table 
cannot be trusted, and by imparting undue confidence, is more 
likely to lead into trouble than to keep one out of it. It shews 
also that, before the Captain of a ship undertakes to meddle 
with his compasses, he should be tolerably certain that they are 
free from this fleeting but troublesome error, or else know by 
experience how much to allow for it. 

If, soon after launching and masting, a ship be experimentally 
swung for compass errors, and then be completed for sea with her 
head in the opposite direction to that which it had whilst on the 
building slip, it will be found on next swinging her that a wide 
discordance will exist between the first and last Deviation Tables. 
Now, as already stated on page 587, an iron ship becomes a magnet 
during the process of construction, but only a portion of the 
magnetism thus acquired is fixed or Permanent, the remainder is 
of the “Retained” type; and to get rid of this surplus charge before 
the compasses are adjusted for sea, it is highly expedient that an 
iron vessel should have the direction of her head reversed as soon 
as possible after she leaves the stocks, and kept so till she is taken 
away to be adjusted. This unfortunately is too often neglected, 
as builders generally are averse to the trouble, or it may not 
always suit their convenience in other respects. But, seeing its 
great importance, owners ought to make reversal obligatory by 
inserting a clause to that effect in their specification, for instance, 
that the vessel should have the building direction of her head 
reversed for at least ten days previous to adjustment. When 
reversal is neglected, the adjustment made just before going to 
sea is only so much time and money scattered to the winds, not 
to speak of the positive danger likely to accrue from the omission 
if the vessel should have a beating wind and thick weather when 
going down channel. 

The writer has a lively remembrance of a case in point. Not 
a hundred years ago it was his fortune to command a fine new 
steamer, which the builders, in spite of all entreaty, refused to 
reverse after launching. When the day for it came, the adjust- 
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ments were carefully made by himself and a professional of 
considerable reputation. The vessel then started on a trial trip 
which lasted some 36 hours. During the greater portion of this 
time, however, the writer was kept briskly on the move, shifting 
magnets and readjusting according as the vessel parted with her 
“Retained” magnetism. No doubt the builder, in his happy igno- 
rance, thought the extra fuss was alla “fad” of the Captain’s. 
Luckily, throughout the trip, the weather was beautifully clear 
and the sea like a mirror, but had it been thick and stormy, that 
builder might have left the ship in a sadder, if not.a wiser, mood. 

The Latin proverb, when paraphrased, tells us that experience 
teaches even wise men. 

The numerous lines of steamers running to Eastern ports 
through the Suez Canal have a splendid opportunity for adjust- 
ing their compasses in the most perfect manner. In the first 
place, between Aden and Ceylon—a distance of over 2000 miles 
—they are steaming nearly due Hast on the magnetic equator, 
during which time, of course, vertical iron has no effect whatever 
on the compass. Therefore, when about half passage over, let 
the ship’s Swb-permanent magnetism be carefully compensated 
with fore-and-aft magnets of steel on East (C.M.) 

As, however, the deviation existing on the east course may be 
due partly to the ship's natural magnetism, and partly—though 
in a less degree—to the Retained magnetism picked up coming 
down the Canal, Gulf of Suez, and Red Sea, it will be proper, at 
the same place, on the return passage, to ascertain the deviation 
on the West point. Should there be any, it ought to be reduced 
one-half, by shifting one of the fore-and-aft magnets in the 
required direction, and when the ship gets up by Beachy Head 
or Dover, again determine the deviation on the East point. 

It may now be pretty large, and of not mixed up with Retained 
magnetism, will be due wholly and solely to the influence of 
vertical iron. . Now is the time to place the Flinder’s-bar, and 
let it be at such a distance as will compensate all the deviation 
on East, unless there is reason to believe that some of it 
arises from that troublesome Retained magnetism, in which case 
allow, say, a couple of degrees to remain. It is not, however, 
likely that there will be much “ Retained” left by the time 
Beachy Head is reached; but if the weather is fine, you can 
make tolerably sure by yawing the vessel right off to South for 
20 minutes or half-an-hour—going slow—and then putting her 
on East (c.M.) to be adjusted. 
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Should the Flinder’s-bar be made to bolt to the deck on which 
the binnacle rests, it will be merely necessary to move it nearer 
to or further from the compass, till the ship’s head points to 
Kast (0.M.) by compass as well as by Pelorus. But if, as recom- 
mended, the pillar has been made to let down through the deck, 
you must ascertain beforehand the effect, at various distances, 
produced by it on this particular compass, taking care that the 
experiment is made in the same magnetic latitude as that in 
which tt 1s intended to ship the pillars. 

When the writer was in the s.s. “ City of Mecca,” this plan was Experiment 

adopted with complete success. The deviation on East was > tee 
ascertained off Dover, and noted. On arrival in London, a round 
wrought-iron pillar, 5 feet long and 44 inches in diameter, was 
procured, and its inductive power tested as follows. The com- 
pass (12-inch ecard, 4 needles) was taken on shore in the 8.W. 
India Dock, and placed on some cotton bales, at such a height 
that the pillar stood a couple of inches above the level of the 
needles, As soon as the card had ceased vibrating, a piece of 
marline was stretched: across the centre of the compass in an 
east and west direction, and made fast. The iron pillar, which 
had purposely been left standing on end for some hours, was 
next, with the assistance of an impromptu plumb-line, placed 
vertically under the marline, in which position it was of course 
at right angles to the direction of the needles, and consequently 
exerting its greatest influence. Having measured the distance 
of the pillar from the compass—centre to centre—and noted the 
effect produced, it was advanced—still under the marline—a 
little nearer, the measurement repeated, the effect again noted, 
and so on. hs: | 

The following shews the results, and may be useful to others magnetic 
under similar circumstances, but only as a rough guide, since se athe 
different qualities of iron, and a different construction of com- eon 
pass, may increase or diminish the values here given. 


Distance. Effect. 
Ft. in. ° 
ubdigite VEE CePA REIS CA gig aS ics 
Se ie 4 AM eee ad 
Aye. sims hi MAR es 
RG ae ood oe eee at eal to OF 
rhe Nei contr eee ie ins Pal 1d 
Eabihe,, 7 25 


Having by this method determined the distance at which the 
pillar would compensate the amount of deviation ascertained off 
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Dover, a hole was bored in the deck at the same distance from 
the compass, and the pillar let down until its upper end stood 
about two inches above the level of the card, and the heel rested 
on a strong wooden cleat or bracket, screwed to a bulkhead below. 
The partners were then wedged up with soft wood, and a duck 
coat put on over all, and painted, to preserve the pillar from rust. 
The lower portion of the Flinder’s-bar came into the second mate’s 
bunk, and interfered considerably with his nether extremities, 
but being an enthusiast in compass adjustment, the intrusion of 
cold iron was never known to evoke from him even the faintest 
protest. 

This compass was sworn by ever after, so perfect was its 
behaviour. It quite rivalled the second mate’s. 

To adjust compasses on the North and South points, there is 
a capital place for these eastern-going ships in the Suez Canal. 
Just after leaving Port Said, there is one unbroken “straight” of 
26 miles, the Correct Magnetic course down which is 8. 22° W. 
the whole way ; and as the speed in the Canal rarely exceeds 7 
knots, there will be 34 hours available for adjusting. It is true 
the vessel’s head cannot be put exactly on South (¢.M.); but if 
the ’thwartship magnets are placed to make the compass show 
S. 24° W. when the vessel is pointing straight down the Canal, 
this will be found quite near enough. You can test by the sun, 
of which there is mostly a trifle too much in Egypt. Variation 
in 1895, 44° W. 

The next matter is how to get rid of the “ Retained ” magnetism 
acquired whilst steaming on Easterly courses in the Mediter- 
ranean, which will naturally produce its greatest temporary 
effect now that the vessel’s head is South, or at right angles to 
its former direction. 

It is usual to coal at Port Said; or if a steamer arrives late in 
the afternoon, it is seldom that she can proceed before the next 
morning. If, during this unavoidable detention, the pilot can be 
prevailed upon to put the vessel into the Ismail Basin, she will 
there head to the N.W.; or in the opposite direction, to the 
courses steered down from Malta; and will be almost sure to 
have lost all her Retained magnetism before the following 
morning. 

Even should it be found impossible to get the ship’s head in 
this direction, the ordinary berth for waiting steamers runs about 
S.W., or some 10 points from her last course, which will go a long 
way to remove the unwelcome visitor. If in any doubt, however, 
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the compasses can again be tried near South, when abreast of 
Chalouf, or when emerging from the Canal into Suez Bay, by 
which time they will certainly be free from the effects of the 
“ Retained ” acquired on Easterly courses.* 

The compass has now been corrected on the cardinal points, but 
there is yet the Quadrantal deviation to deal with. Fortunately, 
in this case the presence of any amount of Retained magnetism 
does not signify in the slightest degree. At any convenient time 
or place, steam the ship right round the circle, steadying her sufh- 
ciently long on N.E., §.E., 8.W., and N.W. by compass, to get the 
deviation on these points with accuracy. Mark easterly devia- 
tion by the plus (+) sign, and westerly by the minus (—) sign, 
and then proceed as follows :—Reverse the sign of the deviation 
observed on §.E. and N.W., then add together those which have 
the same sign; take the difference between the two dissimilar 
quantities thus found, and prefix the sign of the greater. Divide 
this difference by 4, retaining its sign, and the result will be the 
Quadrantal deviation, which, in its natural state, without cor- 
rectors, will nearly always be + in name; and as it is due to 
horizontal iron, will retain the same value in any latitude, unless, 
indeed, the construction of the vessel be materially altered, or 
large quantities of iron be shipped as cargo. The following 
example is taken from the Record of the “ British Crown’s” 
compasses before adjustment. 


BEe.trast Loueu. Monday, 6/10/79. 


The natural deviation on N.E. was — 6°, on §.E. - 629, on 8.W. + 32°, and 
on N.W. + 48°. 


Nek — 6°. S.E. + 62° sign reversed. + 94° 
N.W. — 48 sign reversed. | 8. W. + 32 - 54 
— 54° + 94 4) + 40 

i 19° = Quadrantal 


~ deviation. 


To compensate it; if the sign is + as in the example, put the 
ship’s head the same number of degrees to the left of N.E. as the 
value of the Quadrantal deviation ; and, keeping her exactly in 
this direction by the aid of some other compass, place the cor- 
rectors, and move them closer to, until her head is N.E. by the 


* In the so-called steed ships now coming into fashion, the writer finds, as might be ex- 
pected, that their magnetism is of a more fixed character as compared with iron ones, 
The Deviations of the compasses in steel vessels are therefore somewhat more constant, 
which in itself is a great advantage, since in general it is not so much the amount of 
Deviation that is complained of in compensated compasses, as its perplexing variability. 
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compass under treatment. Ships are so seldom found having 
Quadrantal deviation with a — sign, that it is unnecessary to 
enter upon its compensation. It would require the correctors to 
be placed on the fore and after side of the compass, instead of 
athwartships. 

Although the Quadrantal error is rarely large in amount, like 
the Semicircular, it is for many reasons very important that it 
should be corrected. Not the least is the fact, that for the same 
amount of maximum error, the Quadrantal changes twice as 
rapidly as does the Semicircular error; and, therefore, a Quad- 
rantal error of 10° is much more embarrassing than a Semicircular 
error of the same amount. The true significance of this will be 
seen when it is explained that a Quadrantal error of 10° implies 
a rapid change in the deviation of the compass, amounting to as 
much as half a point, with so small a change as a point and a half 
in the ship’s course, from one side to the other of any of the four 
cardinal courses. Imagine the difficulties of trying to steer by 
such a compass ! 

This concludes the adjustment of a ship on even beam, in which 
only the pull of the horizontal portion of the ship’s magnetism 
has duly been considered. Some iron vessels, however, have 
excessively large deviations, due to magnetic force below the 
compass, since the poles of the ship’s magnetism can only lie in the 
horizontal plane in such few ships as have been built on or near 
the magnetic equator. Vide pages 587-588, This heeling error 
has been known to amount to as much as 2° for every 1° of heel. 
It is greatest when the ship’s head is on the North or South 
points, and becomes reduced to a very small quantity on East or 
West. Thus a ship changing her heel from 10° port to 10° star- 
board, may change her deviation as much as 40°, which no one 
will deny is a very serious matter.* 

It is seldom or never possible to list a ship in dock to ascertain 
her peculiarity in this respect, as doing so costs too much time 
and money in these days of rapid movements and economy ; but it 
may be approximately arrived at in another and much easier way. 
Get an optician of repute to make you a delicately poised “ Dipping 
needle,’ mounted on a suitable stand, carrying a couple of spirit 
levels, and protected with a glass cover. Let the needle-point 
traverse a vertical scale of degrees, and be fitted with a small slid- 
ing balance-weight, so that whatever part of the world you may 
be in, by moving the weight you can set the needle to zero of the 


—— 


*See Appendix, 


PLATE I. LINES OF EQUAL HORIZONTAL FORCE. 


B yi mn 
7, 
— x 
ee 


ae 


RX D> o9 SS 

Ss YoY 

$3 333 

‘B/ & Rh 
ye 


Be yi 8 
ee cce 


Ss wa REA = ) 
Sr 
Cat 

ae bakery 


ee: 


i] 
eo] 


OST OTT OaL OOT 08 09 Ov 0¢ 


a Te a ee er er ee SS RS VR ES ae ee oe ee et BE ST SE Le ee Ges ee ee 


/ / 
br / 


0G 
[(O-FY2IMU2A) YO FT) ‘gy Un?) Y=7= VA0T [PPT 2A ] 


‘S6S8I AOHOK TVOLIY GA TVN040 AO SANTI T FLV 1d 


OOT 0éeT OFT 


~ 
ae 


£99 . ; a a a d y, o02~ 


J Bons 
9¢0+ | oo ; pee tae FF Tope SES meee 
ae a sf 


ep OF 09 


‘did IvVaOwW TO SHUNIT WM BLVId 


COMPENSATION OF HEELING ERROR. 611 


scale, when the spirit level indicates that the instrument is per- 
fectly horizontal.* Now, to test the vertical force of the ship on 
any compass, take your “ Dipping-needle” on shore, an a spot 
free from Local Attraction, and adjust it to zero, in the plane of 
the magnetic meridian ; then, returning on board, remove the 
compass, and put the “ Dipping-needle” in its place, bedding it 
up with wood or otherwise until it is perfectly levelled, and occu- 
pies exactly the same position and direction the compass needle did. 
Then, if it be found deflected from zero, it shews the existence of 
vertical magnetic force below the compass, commensurate with 
the amount of such deflection. This can be compensated by 
inserting a vertical steel magnet in a suitable receptacle, directly 
underneath the very centre of the instrument; which magnet is 
to be slid up or down till the point of the “ Dipping-needle ” again 
rests at 0°, when it is to be secured in place, and the compass 
returned, Generally, it is the red pole of the magnet which 
requires to be uppermost, but this is very easily seen on trial. 

The adjustment for heeling error when carried out as above 
can only be considered approximate. ‘To get an exact result the 
vertical magnetic force at the place of the compass on board 
ought to bear the same ratio to the vertical magnetic force on 
shore that the horizontal force on board bears to the horizontal 
force on shore. 

The horizontal force for a corrected compass on board may 
usually be assumed as 90 °/, of the horizontal force on shore, and 
this proportion may be used when actual measurement of the 
horizontal force on board has not been made. Therefore, when 
adjusting the dipping needle on shore it should be set to about 
90 °/, of the then determined vertical force: but an error of 5 °/, 
on the vertical force for a ship anywhere near the British Islands 
gives rise to only 14° to 14° of heeling error for 10° of heel. The 
accompanying Plates shew respectively the lines of equal Hori- 
zontal and Vertical Force, and of equal Magnetic Dip.t 

This adjustment may also be performed by comparing the 
vibrations of the dipping needle in a given number of seconds on 
shore with the vibrations made in the same number of seconds on 
board. Whatever number of vibrations may be made on shore, 
the correcting magnet must be raised or lowered to give 90 % of 


* Lord Kelvin has patented a very neat arrangement for determining the vertical force 
below the compass. See page 220. This he has recently improved by substituting for 
the sliding paper weight a small bar-magnet moved up and down by a micrometer screw. 
The vertical component magnetic force of this little magnet is used to balance, and so to 
measure, the vertical magnetic force exerted on a pair of dipping needles. 

+ See footnote, page 220. 
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these vibrations with the dipping needle in the place of the com- 
pass on board. The axis of the pivots of the needle should be 
North and South. The first method is preferable.* 

This is a very important adjustment in all ships, but more 
especially in those whose cargo is largely composed of iron ; and 
as it is certain that such vessels cannot be heeled every voyage, 
owing to the unceasing hurry-scurry in mercantile affairs, such a 
simple and inexpensive mode of effecting it should not be neglected. 
Unfortunately, this adjustment, as at present effected, only holds 
good for the Magnetic Latitude in which it is made. 

For example, the vertical force below the compass is com- 
pounded of Induced as well as Sub-permanent magnetism, there- 
fore the disturbance due to heeling arises from two distinct 
causes ; and we have shewn that these require different treat- 
ment, inasmuch as the transient induced magnetism of soft iron 

‘Adjustment cannot be satisfactorily compensated by permanent steel magnets. 
of heeling Moreover, iron which was horizontal with the ship upright, 
error only : : 
goodinmag- partakes also of the nature of vertical iron when she heels over, 
‘hale eae which at once introduces a fresh disturbing element. This second 
made. portion of the heeling error is lessened by the quadrantal cor- 

rectors ; a consideration of diagrams 14 and 15, in the first of 
which the ship is shewn upright, and in the second as heeling 
some 27°, will make this evident. 

As already stated, the quadrantal correctors being composed 
of soft iron, readily become magnetised by induction from the 
earth’s force. In the northern hemisphere, therefore, their upper 
parts for the time being acquire blue polarity, and the lower red 
polarity. Please note the words “for the time being.” 

So long as the ship is upright, these globes are inoperative on 
North and South courses, but. when she heels over, the lower 

Effect of part of the corrector on the weather side of the ship is raised 
Pees approximately to the level of the compass needles, and, having 
) red polarity, helps to neutralise the blue polarity of the weather 

side of the ship. In this it is assisted by the blue polarity of the 

upper half of the lee corrector. Of course the opposite effect is 

produced in South magnetic latitudes, and thus the quadrantal 

correctors accommodate themselves to the varying magnetic 

character of one portion of the ship’s soft iron. Usually it is 

found in practice that the quadrantal correctors are insufficient 

to compensate the whole of the heeling error due to the above 


* For a full account of experiments with a vibrating needle, used both horizontally 
and vertically, see Towson, pages 109-113. 
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cause. Another small constituent of the heeling error is corrected 
by the Flinder’s-bar. 

Taking into consideration the many forces operating on the 
compass under the influence of heel, their adjustment can only 
be considered fairly reliable in such foreign-going vessels as the 
Atlantic liners before alluded to—which, in the run from the 
United Kingdom to New York, are all the time practically in 
the same Magnetic Latitude, the difference not amounting to 3°. 

Although the “heeling magnet ” is very useful in bringing the 
heeling error within moderate bounds, the Navigator must con- 
stantly be on his guard and avail himself of every opportunity 
to determine this insidious error, and readjust it by actual observ- 
ation at sea. 

To see what a great advantage a vessel has whose heeling 
error is compensated over another where it is not so, just suppose 
them to be on northerly or southerly courses in a rough beam 
sea, In the one case, each time the ship rolls, the vertical mag- 
netic force below the compass will come out now on one side of the 
needle, and now on another, causing the card to be alternately 
pulled to starboard and port at every roll; and should this pull 
happen to coincide with the period of vibration due to the motion 
of the ship, the swing of the card will be so great as to render wt 
perfectly useless. In such cases, a man ignorant of the science of 
compass adjustment will be almost certain to attribute the ex- 
cessive swing to some inherent fault of the compass, and inwardly 
curse the maker. On the other hand, the properly compensated 
compass will remain comparatively steady under all circum- 
stances, and any little swing will be due to purely mechanical 
causes. In the latter case, the swing may be lessened by affixing 
deep wings of tale to the under side of the card, on its outer 
edge. These will help to steady it, by their resistance to the air. 

In diagram No. 16, facing this page, let V in each of the 
figures represent the vertical component of the ship’s magnetism, 
and its effect on the compass-needle, when the vessel rolls, will 
be easily understood. BA represent the deck beams, the com- 
pass, and M the compensating magnet. 

It. has already been shewn how necessary it is that the semi- 
circular magnetism, causing the deviation on East and West, 
should be resolved into its constituent parts, and each compen- 
sated by the means suitable to it; but to impress it more vividly 
on the mind, just consider what happens when this has been 
neglected. 
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Take the case of a southern-going vessel, having—say 5 points 
natural deviation on East, 3 of which are due to vertical iron. 
The adjuster, having no time given him to sift the matter, com- 
pensates all 5 points, in happy-go-lucky fashion, by means of 
permanent steel magnets, and so the compass is rendered correct 
for the time being. But as the vessel goes south, the vertical 
iron loses its power over the compass, and on the Magnetic 
Equator exerts none whatever; the steel magnet, on the con- 
trary, 1s as strong as before, and having now all its own way— 
(Happy Magnet !!)—causes an error of three points. By the 
time the vessel has got off Cape Horn, vertical iron has again 
become strongly magnetic, but now with reversed poles, so that it 
pulls in the same direction as the steel magnet, and both acting 
together, cause 6 points of deviation. Not only is this large 
error a serious trouble in itself, but the directive force of the needle 
is so reduced as to make the compass sluggish, and almost worth- 
less to steer by. 

Many uninformed men in this fix take up the magnets alto- 
gether, which certainly may mend matters, but won’t cure them. 
They even eye the magnets themselves as something dangerous, 
actually throw them overboard, are rather proud of the exploit, 
and ‘boast of having done so to their nautical chums. 

If ignorant of the principles of compass adjustment, the more 
rational plan would be to tie the magnets together in pairs of 
equal size—the red end of one touching the blue end of the other 
—and consign them to the forepeak, or the carpenter’s storeroom. 
When so fastened together, they retain their magnetic force un- 
impaired, while they effectually neutralize each other's action, 
and so cannot play tricks with a compass or chronometer, should 
they accidentally be placed near them. In this way they will be 
ready for use when next required, and the expense of buying 
others will be saved. 

‘Before adjusting a new vessel, it is advisable to swing her on 
the eight principal points by each compass, and ascertain the 
Co-efficients, which, when recorded, are afterwards useful in 
connettion with the magnetic history of the ship; but with three 
or four compasses the process is a tedious one, occupying at least 
a whole day, irrespective of the time required at the finish for 
putting down the magnets; and it is only in rare cases, such as 
yachts, or men-of-war, where time is of less importance, that this 
would be practicable. When the natural errors are not too large, 


time may be saved and several swingings avoided by the use 
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of Napier’s diagram, but extreme cases, which often occur in 
practice, cannot be treated this way. 

Enough has been said to convince anyone that reliable compass 
adjustment is beset with difficulties, and cannot be lightly under- 
taken. What dependence, then, can be placed on the hurried per- 
formance which is daily witnessed in some of our largest ports, 
when a lot of magnets are slapped down as the vessel leaves the 
dock gates, and a Deviation Card handed to the Captain worth 
little more than the paper it is written on? ‘This, however, 1S 
seldom or never the Adjuster’s fault, but is the result of a vicious 
system against which conscientious men dare not shew fight, 
since less scrupulous competitors are ever ready to step in and 
adjust (?) in half the time, if necessary, and for half the money. 
Strange to say, anyone with sufficient money or credit to rent a 
shop can style himself a Compass Adjuster, as no Government 
test “exam.” is required ; so, for legal purposes, Tom, Dick, or 
Harry suit equally well. 

In the course of a voyage, many opportunities present them- 
selves for adjusting or forming a Deviation Table, and such 
chances should be carefully sought for and utilized. The man 


responsible for the navigation of an iron vessel cannot be too. 


zealous in this respect. 

The ports of Callao, Bahia, Calabar, Aden, Madras, Colombo, 
and many others, are practically on the magnetic equator, and 
ships lie at anchor in them for weeks, during which their captains 
might perfect the Sub-permanent and Quadrantal portion of the 
adjustment ; and be prepared to complete it, as already explained, 
on return to high latitudes. 

This being satisfactorily accomplished, and the adjustment 
being in all respects carried out in conformity with the foregoing 
rules, it is strongly recommended not to fiddle-faddle afterwards 
with the magnets, in what would only be vain attempts to 
correct the subsequent comparatively small errors swre to arise 
from time to time. Unless the vessel be new, or has had altera- 
tions made affecting the compass, these errors will be due entirely 
to “Retained” Magnetism, over which, from their “ come-and-go ” 
character, it is impossible to exercise any permanent control. 

To keep a compass exactly correct at all times and places, the 
magnets would have to be everlastingly shifted about, than which 
—it is almost needless to say—-nothing could be more injudicious. 

The proper way to circumvent the difficulty is to keep a 
Compass Record in some such form as that given on page 629. 

2R 
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This particular one is kept in stock by the publishers of 
“ Wrinkles.” 

When the writer was in the service of the P.S. N. Co., and had 
to touch regularly at a couple or three dozen ports on the round 
trip, it was his practice to avail himself of the natural marks for 
swinging ship to be found in many of the harbours. For example, 
when at anchor in a port like Rio de Janeiro, it is easy to ascertain 
the correct magnetic bearing of a distant object, such as a moun- 
tain peak, well-defined hill top, or small island, by taking its true 
bearing off the harbour plan with a Field’s Parallel Ruler, and 
applying to it the corrected variation. The difference between 
this and the compass bearing, as the ship swings round to wind 
or tide, is, of course, the Deviation for the particular point on 
which the ship’s head may be at time of observation. This 
method is independent of the sun, who will not always show 
himself when wanted, and in the tropics may have too high an 
altitude to be serviceable; with the additional advantage that, as 
the bearing of the object 1s constant, no calculation is necessary. 


In Rio, the steamers of the P.S.N. Company invariably anchored 
in those days off the small island of Mocangué, which was their 
coaling station. From this position, the conspicuous peak of 
Tijuca (3,316 feet high) bears 8. 674° W. correct magnetic, distant 
94 miles, and was therefore fairly adapted for this purpose (1895). 
A remarkable peak in the Organ Mountains, from its greater dis- 
tance, was a better object, and could be used indifferently with 
Tijuca, when one or other happened to be shut out by the masts 
or funnel. This last peak was not laid down on the harbour plan; 
but its bearing was ascertained in the simplest manner by merely 
taking the horizontal sextant angle between it and Tiyuca.* 

At this anchorage a couple of excellent transit marks are also 
available for compass work. On the eastern side of the harbour 
are two forts, viz., Gravata and Santa Cruz. Their western faces 
are in one on the bearing of 8. 3° W. o.m.; and 7n the same line, 
and close to the anchorage, is a low-lying rock off the S.W. corner 
of Mocangue. Variation in 1895, 64° W. 

The lighthouse on Raza Island, in transit with this rock, bears 
S. 83° W., om. As the ship swings to wind and tide, one or 
other of these two transit marks is pretty sure to be “on;” but 
in any case a good eye can always estimate the difference when 


* On these occasions, should the angle exceed the limits of your sextant, it can be 
measured at twice by using some intermediate object lying in the same horizontal plane. 
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they happen to be a little open of each other. Whether in transit 
or not, be sure and observe the bearing of the back object. 

Should the navigator, however, not be provided with a large 
scale plan of the harbour, or the sun not be visible, the mean of 
two bearings on East and West by compass will give the corr. 
mag. bearing of the distant object. The old advice on this subject 
was to observe the compass bearing. on every point as the ship 
swung round, dividing by 32 to get the required c.M. bearing; 
but Towson* has shewn conclusively that the first method is more 
correct, as well as more convenient. Thus, if with head west by 
compass, the observed bearing is 8. 81° W., and with head east it 
is N. 63° W., we have 


N. 63° W. 
N. 99°, W. 


2) 162° 


Corr. mag. bearing of . . N. 81° W. . . . distant object. 


Should the sun be visible, there is a very correct mode of find- 
ing the required bearing, which can be put into practice when- 
ever there is a true sea horizon. Ina confined harbour this may 
be obtained from a boat alongside, if the shore line is not nearer 
than 14 mules. 

Measure with the sextant the oblique angular distance between 
the sun’s nearer limb and the object selected, taking a point at 
the water-line (imaginary or otherwise) vertically wnder the latter. 
At the same instant let another observer take the sun’s altitude 
in the usual way, and note the time. Then, neglecting minor 
corrections, proceed as follows :—Find the sun’s true altitude by 
Table 38 of Raper. Add 16’ to the observed angular distance, 
to reduce it to the sun’s centre. Next, from the log. Cosine of 
the distance subtract the log. Cosine of the altitude, and the 
result will be the log. Cosine of the horizontal angle between 
the sun’s centre and the object. Thus :— 


EXAMPLE I, 
Corrected angular distance . 76 40 . Cosine . 9°3629 
@s truealtitude . .. . -. 2810 . Cosine . 9'9453 
Horizontal angle bere Rene te tact 
between © and object. efi tiaras ier Cosine . 9°4176 


* Page 124 of 1890 Ed. 
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EXAMPLE II. 


Corrected angular distance. 98 20 . Cosine . 91612 


©s.true altitudé: .., . .. 180°10-.: Cosine...” {oO '9a5e 
80 21 . Cosine . 9°2244 
180 

Horizontal angle = . . . . 99° 39’ between © and object. 


In the last example the angular distance exceeds 90°, and it is 
therefore necessary to take the swpplement of what would other- 
wise have been the required horizontal angle. The sun’s true bear- 
ing, at the time the observations were made, having been found, 
either by the A BC Tables or by the old alt-azimuth problem, 
apply to it the horizontal angle just obtained, and you get the true 
bearing of the object. To this apply the corrected variation at 
place, and you have the desired corr. mag. bearing with even 
more than the necessary precision. The three log. cosines make 
this problem easy to remember. To ensure an accurate result, the 
angular distance must be at least double the sun’s altitude. 

Captains of vessels plying regularly to certain ports might 
keep a memorandum of the c.M. bearings of distant peaks, &c., 
as seen from the anchorage they frequent. Thus at Arica, in 
Peru, there are several capital marks, as under :— 


Morro de Sama ............ N. 594° W., C.M. (distant 41 miles). 
Notch Mean esc ee ee Nw 138420 Wa 2,, 
DeftJPenker.:, caerssscrar on N: 207% RO) 
Richt Peak’: iietiecvscesese ss N. 233° EK, ,, 
BAAR. foe rete cc tts fe N. 532° E. - ,, 


Centre of Table Mount... N. 80j° E. __,, 


These bearings—which, from there being no appreciable annual 
change in the variation at this part of the coast, will hold good 
for an indefinite time—were determined at anchor, with the new 
mole 8.E. 4 E.(c.m.), 8} cables distant ; but from the great distance 
of these mountains, the ship might shift her position very con- 
siderably without affecting the bearings. Taking the Morro de 
Sama—one of the nearest—a vessel would have to shift her berth 
3 of a mile at right angles to rts line of direction before causing 
an alteration in the bearing of even 1°. Therefore, to adjust 
compasses, a vessel might steam slowly round the Bay. Here 
the Pelorus, or Lord Kelvin’s Azimuth Mirror, would come in 
tip-top. 

In Plymouth Sound the Admiralty have four mooring buoys 
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just inside the breakwater, any one of which is used to swing 
men-of-war. On application to the naval authorities, merchant 
vessels may have the use of the two smaller ones. The following 
table (Epoch 1895) gives the marks and correct magnetic bearings 
employed for the purpose. Variation allowed 18}° W’ly (nearly), 
decreasing annually about 8’, 


Eddystone. Kite Hill. Sheep’s Tor. Tor Hill trees, 
Dist. 104 miles. Dist. 11 miles. | Dist. 104 miles. Dist. 3} miles. 


No. 1 (East). | S.45 W. - | N.92 W. + | N. 438 BE. - | N.213 BE - 
we S. 44h W. — | N.of W.+ | N. 44h EB - | Ni 24k B - 
ES S. 431 W. - | N. 82 W. +.| N. 45+ B. - | N. 968. - 
, 4(West). | S. 492 W. - | N.72W.+/N.46 BE -|N.o0h B - 


Portland Roads afford another good place to swing ship, and 
buoys are not necessary. The Admiralty large scale plan has 
lines drawn across it at intervals of 1°, shewing the 7’rue bearing 
of Hardy’s Monument from any part of the anchorage. Conse- 
quently a ship, after bringing up, has only to fix her position on 
the chart by angles or bearings, and forthwith her officers have 
at their beck and call the True bearing, to the nearest quarter 
of a degree, of a well situated distant object. 

After applying the Variation reduced to date, the Correct 
Magnetic bearing is ready to hand at all times as the ship swings 
to wind or tide. This is a really excellent system, and the 
locality lends itself nicely to it. The bearings range between 
N. 30° W. and N. 40° W. (true). 

Hardy’s Monument crowns the summit of Black Down in lat. 
50° 41’ 10” N. and long. 2° 32'52” W. It was erected by the 
family to the memory of Nelson’s flag-captain, and is an 
octagonal stone tower 72 feet in height. The diameter at base 
is 29 feet, and at top, 15 feet. Notwithstanding these substantial 
dimensions, it looks quite diminutive from Portland Roads, a 
distance not exceeding nine miles. The top of the tower is 861 
feet above Mean sea-level, and is a somewhat airy perch in a 
N.W. gale, as the writer has occasion to know. 


As a general rule, when at single anchor in a tideway, the 


distance of a selected object should not be less than 10 miles; 
but if the vessel is taut moored, and the observing compass be 
well forward, five miles will sufiice. 


Plymouth. 


Portland 
Roads. 


Hardys 
Monument. 


Observations 
unreliable 
when ship 
swings rapidly. 


River Mersey, 
Vauxhall 
Chimney. 


Kronstadt. 


Deviation of 
wooden vessels 
marked on 
Compass Card. 


620 SPECIAL ADJUSTING MARKS. 


When swinging pretty fast, with wind and tide in the same 
direction, the observations will not be nearly so reliable, owing 
to friction causing a heavy card to drag with the ship, in oppo- 
sition to the directive force of the needle. A light card, like Lord 
Kelvin’s, has a great advantage in this respect, as friction on the 
bearing point is reduced to a minimum. To counteract the drag- 
ging tendency, keep quietly moving the compass in the gimbals 
as the ship goes round. 

In the Mersey, ships may determine their deviations by the 
bearing of Vauxhall chimney, in transit with any one of a system 
of figures painted in large characters on the dock walls and sheds. 
These figures now give the true bearing of the chimney, reckoning 
from north towards south by the east. Thus 110° would be read 
as N. 110° E., or 8. 70° E. Variation 184° W. in 1896. 

Similar facilities are also given at Kronstadt. Capt. J. 
Belavenetz, of the Russian Imperial Navy, has made the following 
arrangement in the commercial port of Kronstadt to enable 
mariners to determine the deviations of their compasses, as 
resulting from the effects of the iron of the ship, or the cargo on 
board, whilst lying at anchor in the great roadstead of that 
port: viz.— : 

The true bearings of the foundry chimney from various parts 
of the western wall of the commercial port of Kronstadt are 
indicated by a series of marks, ranging between the bearings of 
N. 89° E. and 8. 79° E., painted on the western face of the wall. 

The degrees are marked in figures legible from the roadstead 
of Kronstadt, the even figures being on a black ground, and the 
odd figures on a red ground, in the following order, indicating as 
here stated, under each figure,— 

9 80 1 2 3 4 yo 6 7 
S.79°K. §.80°E. §.81°H. §.82°K. §.83°H. §.84°E. 8.85°H. §.86°H. §.87°E. 
8 9 90 9 
S.88°E. §.89°E. East. N.89°E. 

There is quite a similar arrangement at Cherbourg, and to 
facilitate adjusting, there are eight warping buoys in a circle, 
with one in the centre. 

In the absence of cargoes containing iron, wooden vessels going 
short voyages have their deviation nearly constant, in which case 
it is not a bad plan to write it neatly on each point of the compass 
card for ready reference. Do not, however, when correcting a 
bearing, commit the blunder of taking the deviation from the 
bearing povnt. It must, of course, be taken from the one which 
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corresponds to the direction of the ship’s head at time of obser- 
vation. This mistake has frequently been made. 

Leaving Liverpool in winter, it often happens on the approach 
of a southerly gale that the atmosphere is more than ordinarily 
clear, although the sky may be quite overcast. At these periods 
it is possible to see almost fabulous distances; and in the absence 
of the sun—a rare visitor in winter—transit-bearings of light- 
houses, mountains, and other shore marks, can be used to give 
the deviation with all needful accuracy. Then comes one of the 
advantages of having large scale Admiralty Coast Sheets, from 
which to get the true bearings. 

For example, about 7 miles after passing the North-West 
lightship, Great Orme Head lighthouse (readily distinguished 
with the binocular) will be seen in one with the conspicuous 
peak of Penmaen Mawr. Six miles further on, the latter comes 
in transit with a lofty mountain named Carnedd Llewelyn. But 
Carnedd Llewelyn, from this point of view, is not readily picked 
out bya stranger. Again, the bearing of the Skerries and South 
Stack lights, when in one, happens by good fortune to coincide 
with the fairway course down the Irish Channel, passing within 
nice range of Bardsey and the Smalls; so that, if when in transit 
they are brought right ahead for a couple of minutes or so, these 
lights will prove additionally an invaluable guide. Of course, by 
taking their transit-bearing in the ordinary way when passing, 
the deviation will be found for any point on which the ship’s 
head may happen to be at the moment. 

In naming deviation ascertained in this manner, recollect that 
if the shore bearing is to the right of the compass bearing, the 
deviation is easterly, and vice versd. 

Now, in regard to transit-bearings, there is a point to be noted. 
The further off the back object is, so much the better, for then 
the bearing is “ tender,” and the exact moment of transit is easily 
noted. On the other hand, when the objects lie tolerably close 
together, and the observer some little distance from them, it is 
difficult to discover when they are actually in one, and an error 
of 2° or 8° in consequence is quite possible. 

Furthermore, when observing, be sure to take the compass 
bearing of the back object, which shifts but slowly, and note the 
reading at the instant the other object is seen to transit. The 
more rapid change in the bearing of the near object renders it 
difficult to follow and get correctly at the proper moment. 
Sometimes, when one of the objects is indistinct, an assistant 
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with a binocular to tell you when the objects are exactly “on” 
is a great help. 

There are literally thousands of suitable marks all round our 
coasts ; and a few are now given, which will be found convenient, 
especially by vessels navigating the George’s, Bristol, or English 
Channels. Those marked thus * are only available in fine clear 
weather. 


, ce) 
Turret on pier and New Brighton church spire (River Mersey) ...S. 87 W. 


Rock lighthouse and New Brighton church spire ..............0.0008 S. 334 W. - 
Great Orme Head lighthouse and Penmaen Mawr.............c0c..00s 8. 492 W. - 
*Penmaen Mawr and Carnedd Llewelyn ...........ceececseceseneeecetnes S. 274 W. - 
*Penmaen Mawrand ¥ Hoel at ras: <.6..5- nes daseasecdee shiack as tebees S. 214 W. - 
Tower on Puffin Island and Penmaen Mawr ...............ccsceeeeeees 8.17 E. + 
*Moclira island and Snowdon... or. te rere teeta er ee S. 24 W. - 
*Beacon on Dulas Rocks and Snowdon ...............0.00005 vageeiues S. 14 W. - 
*Point Lynas lighthouse and Snowdon ............:.csecssereceeceeeeeenes South + 
Point Lynas lighthouse and Penmaen Mawr ................c:ececeeeee S. 324 E. + 
“Middle: Mouse.and' Snowdbil =...:::25-5-. chs 7e+s.cteacnna. etek etneeee S. 103 E. + 
Middle Mouse and Point Lynas lighthouse ..... ............cccee sence S. 583 E. + 
Beacon on West Mouse and Coal Rock shore marks—three in one..S. 38 W. — 
*Beacon on-West Mouse and Snowdon |... -.csesdsermsscus spd auneee ney S. 192 E. +. 
*Mount Pengarn. and Snowdor ....a:2.sacestses eet Hak dm RtC S. 213 EK. + 
Skerries and South Stack lighthouses ..............cccscseseceescneeseecs 8. 454 W. - 
Skerries lighthouse and Pen Gybi (Holyhead Mountain) ............8. 40} W. - 
*Skerries lighthouse and Snowdon ............csecsessecesseecersencencee os S. 224 E. + 
Skerries lighthouse and Mount Pengarn .................cecceeeeeeeeees 8. 314 E. + 
*Holyhead Breakwater lighthouse and Snowdon ...................0000 S. 313 E. + 
*Pen Gybi (Holyhead Mountain) and Snowdon ............... ceseeaee S. 352 EH. + 
*South Stack lighthouse and Snowdon ..............cscceseecsseeseeeeeees S. 372 E. + 
*Pen Gybi (Holyhead Mountain) and Carnedd Llewelyn ............ S. 493 E. + 
*South Stack lighthouse and Carnedd Llewelyn ..................ee000 S. 514 E. + 
Left xme of North Stack touching Breakwater lighthouse my 8. 82 E. + 
*“Mynydd Mawr and; Snowdon x22 cs... cecces cohteesuete coaubet eer vedaan om 8. 694 E. + 
*Wicklow Head lighthouse and Lugnaquilla Mountain ............... N. 693 W. + 
*Wicklow Head lighthouse and Thonagee...........:.c1.cseeesecreererees N. 494 W. + 
*Wicklow Head lighthouse and Great Sugar Loaf ............ eee N. 64 W. + 
Wicklow Head lighthouse and Little Sugar Loaf ..................065 N. 12 EH. - 
*Slieve Boy and Mount Leinster ............0.0..csccsccees asess AE te N. 812 W. + 
*Arkloww Rock and Orogansiill ecuhggad 7, c-cd ele ee N. 564 W. + 
PTara Hill and Orogan Hill 6 5.8 1b ta eeoeas oem eae Be N.14 W.+ 
Tuskar lighthouse, Greenore windmill, and Fourth Mountain .....N. 42) W. + 
*Coningmore Rock and Slieve Coiltia ......... ...secsesessosesseesconserene N.17 W. + 
*Hook lighthouse (Waterford) and Tory Hill . .............ceseeseeeseee N. 72 W. + 
*Tory Hill, seen between Brownstown Head towers ........ Piss AP N. 173 K. - 
*Metal-man tower (Great Newton Head) and Tory Hill............... N.28 EK. - 
*Minehead lighthouse and Knockmealdown Mountain .............. N. 194 W. + 
*Capel Island tower and Knockmealdown Mountain ...............+0 N.15 HK. - 
*Ballycotton lighthouse and Knockmealdown Mountain..... .. ......N.27 EH. - 


Right face of Dognose (Queenstown) and Roche Pt. lighthouse ..S. 6 W. —- 
Left xmes of Weaver Point (known by its signal station) and Cork 


Head pi5sks cuden dees tbdede cas Ua caseoebe eset ads Gant eee tn Cane ane naan S. 383 W. - 
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Reanie’s Head and Little Sovereign o.oo... eeeeee cee cesenetereeee 82 We - 
Reanie’s Head and Big Sovereign ...... ais Cat yabs'cketrs vunatonchavonneatiins S. 804 W. - 
Pastner lichtnouse and Mizen. Peak .......0..2..seccssccsececvsvcssaseetee N. 373 W. + 
*Hastnet lighthouse and Hungry Hill.............ccsccossosasccotsseessces: N. 03 HE. - 
Man-of-War Sound white beacon, and Leamcon Tower ..............N.21 HE. - 
Fastnet lighthouse, and Leamcon tower open left of mate Po .N. 214 E. - 
*Left xme of Sheep Head and Hungry Hill .................ceeceesevers N. 374 EK. —- 
Calf Rock lighthouse and summit of Skariff Island .................. N. 192 E. - 
The Cow and summit of Skariff Island .... ............ccsceesecees aN. 263 H. = 
The pulland summit of Skariff Island.) 7000...5. 006d cbc. cceesebedeee N. 333 E. -— 
Pormebishop Rock and Ramsay Hill ....23. ccs iscosseccssssgdcdecteadss S. 114 E. + 
North Bishop Rock and Llaeithty Peak ..............cccceeseerseeeee ees S. 71¢ E. + 
Carreg Rhoson and Lilaecithty Peak ..................ccssesssesesscnterees S. 882 E. + 
Right xme of St. David’s Head and Ramsay Hill sete din Berit Mer eee 8.9472 W. - 
South Bishop lighthouse and Ramsay Hill ................cccee ees eee eee S. 821 KE. + 
‘South Bishop lighthouse and Llaeithty Peak ............ ce ceccee ee oee N. 763 E. - 
South Bishop lighthouse and left xme of St. David’s Head ......... N.71 E. - 
South Bishop lighthouse and North Bishop Rock ................000e N. 372 KE. - 
Smalls lighthouse and Grassholme Island (highest part) ............ 8. 74 E, + 
Smalls and 8. Bishop lighthouses and xme of St. David’s Head ...N. 71 E. - 
Grassholme Island and S. Bishop lighthouse... .................cc08seeee N. 394 KE. - 
South-West xmes of Skokham Island and St. Ann’s Head ......... S. 592 EH. + 
Great Castle Head range lights (Milford Haven)...................0.00- N. 584 HE. - 
rere I TOR TANCE LIGHTS’. 01.0 .occcecctsschavececscctecsieo ce sccececetee N. 24 W. + 
Oy Girand Liongships lighthouses. 3.02 sisi iee ike ccc sees a seceseass N. 36% E. - 
ANG ECE Dt Sait en De eR ine Oe AMR Pe ets Ee eaey Re S. 824 H. + 
Killiganoon House and Penarrow Point (Falmouth) .................. N. 12 W. + 
Hddystone lighthouse, and chapel crowning Rame Head ............ N.30 EH. - 
a ¥ and’ Picklecombe Hort ci:/tie,.cctses. sec cecnn N. 39 EH. <= 
fe and Rifle Butt on Staddon att Aipeeaets N. 483 HE. - 
South POROUS DOTS See tess dust olwaaseg sett dobeeeidactee tyra. eset N. 843 W. + 
UPRANIRe SY iad SUL UOTE peti re ce tit wee Fyuct Seva Croton cua cohorts oa era de S. 894 H. + 
Les Pierres Noires, and Pte. St. Mathiew................ccccccccceesse ees S. 823 EK. + 
PAE MNUAESOPEOL VAI sy diva ca sece ess tedagves tery sertetoes N. 774 E. - 
ae andrAr en Hise. Psa aupcass N.81 W. + 
Ar Men Rk. and La Vieille ........... ...... S. 682 HE. + 
OMe, ge ANG ESIO 1E SOLE wo. sesns sce The Saints lights. §S. 673 E. + 
Tevennec and Isle de Sein ..............6..., 8.78 W. - 
La Vieille and Tevennec ...............00800 N. 23 W. + 


These bearings are all correct maynetic, and adapted to the year 1895. ‘To adapt 
them to subsequent years, those in the N.E. and S.W. quadrants must be diminished, 
and those in the N.W. and S.E. quadrants increased, at the rate of 8’ per annum, 
or a degree in seven years. ‘To facilitate the application of this correction, the 
proper sign has been placed after each bearing.* The intelligent man will under- 
stand that these bearings may be in error as much as 04°, as “the exact amount of 
variation depends upon the exact position of the observer. The variation as applied 
in these pages is that of the average offing for passing vessels. Further, the dis- 
tortion of the chart in printing (see page 105) will probably cause a slight error, but Limit of error. 
the maximum from all causes will seldom or never amount to 1°; the average may 
be taken at half this. Failing azimuths of sun, moon, or stars, franernbosrinne are 
the next best thing. 


It may happen, however, when sailing along shore, that a dis- 


* In 1902 the correction will be just 1°. 
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tant conspicuous object presents itself which is laid down on the 
chart, but has nothing suitable to transit with it, in which case 
the Station Pointer comes in very handy. Select, in accordance 
with the rules laid down in the chapter on this instrument, three 
known and well-defined objects, and at the same instant that the 
ship’s place is fixed by the horizontal sextant-angles between 
them, let a third observer take the compass-bearing of the dis- 
tant object, which may or may not be one of those already in 
use. Then lay off the ship’s place on the chart with the Station 
Pointer, and, using Field’s Parallel Ruler or the horn protractor, 
find therefrom the true bearing of the distant object. To this 
apply, as usual, the Variation at place reduced for annual change, 
which will give its correct magnetic bearing, in readiness to be 
compared with the observed compass bearing. 

If the object chosen is a very distant one—say Snowdon in 
Wales, Sea Fell in Cumberland, Snae Fell in the Isle of Man, or 
Slieve Donard in the Co. Down (all visible from the Irish Channel) 
—a steamer may be slowed down, and steamed half round, so as 
to get the Deviation on every second point in that semicircle of 
the compass she would be most likely to use during the next few 
days. The half hour thus spent will not only conduce to the 
ship's safety generally, but may, if thick weather comes on, save 
many a half hour’s groping about. 

For new vessels requiring their compasses adjusted, or ships 
lying wind-bound in Belfast Lough during overcast weather, the 
following transit-bearings observed by the writer will be found 
of service. The true bearings, in most instances, were determined 
by Theodolite and sun, and converted into corr. mag. bearings 
for the year 1895, by applying the variation taken from the 
Admiralty Magnetic Chart of the World. The marks here given 
are very conspicuous, but to pick them out a stranger would in 
most cases require the assistance of some one locally acquainted. 
Besides this, the growth of population often causes buildings, 
once quite solitary, to be so hemmed in by bricks and mortar as 
to render their identity difficult, if not impossible, from the re- 
quired point of view. Of course such marks are only auxiliaries 
to azimuths of sun, moon, and stars, which for many reasons 
should always be preferred. 

Hotywoop Hin Hovss, in one with 


Power’s House on Kinnegar and Bellevue, the three houses , 


in “ONG Ase aie ce eee Pat er are S. 422 EH. + 
Holywood Episcopal Church Spire .........ccccccccsccecececceeecee S. 13 W. - 
Tudor Hall {cen tre) shag nce eee Ah aaa es ine ee eee S. 1382 W 
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No. 1 Pits LiaurHovss, in one with 
SePUMHOCES LOWED (OLIASL)..1,c 1s cc cee veces «abeeackeds sen vieeudsa: aes 8. 584 W. 


Beemer OUGes: ( Hazel Datile yes. .c,. csvegd secs le ctdvasecatadesiccacieces N. 80 W. + 
Grey Point (xme), in one with 
Copeland Lighthouse (Mew I.) ..........sscsccsscsscovcescesceacasces 179. Beat 
Rete META OURG ©, foget ain dusuakur si agede oslo ican oe eiak a sehioks S. 638 E. + 
Petemconuors Turrets (HAag-pOle)) oc is: 6s 8S cess svant ude spon vadees 8S. 57 E. + 
Foster Connor’s House (Seacourt) ............10+.ssesscesseceeete. S. 523 HE. + 
PIM POL AoRaTIAI GA TLOUSON ,c0cccesete ra thee ets cites cceceenee ene S. 344 EK. + 
VU ET, Bd aii Banh a ESE? 2 ee a es BS S. 884 W. - 
em ore ort. (OAVelil) aso. trendy oc dpe siz emelicd ile es vee cesct Hits N. 832 W. + 
CARRICKFERGUS CASTLE, in one with 

emt TIN GA Oaitt | eel Une gastos kes ry pce enddest le N. 32 W. 

eee RCTS CLAS DIT Code ccs ee tae eo asi oak v casi ton'y vaeh egiac tay N. 174 W. + 
mM  ELINLLOUSG teers eet er eA eee crt mcs hae aes N. 72.W. 

Huxzn’s Tower,* in one with 

UTP LIEELOUSGL Ae iy sly dieurs dé deteataleciicrs i siseasedeaslomes S. 193 EK. + 
Clandeboye Coast Guard Station .............:..cccssessceesereeees 8.16 EH. + 
Br ONG OUL Cn v0. cg ateccaasciscasteai scart eh ele oe .» 122 EH. + 
Cramsie’s Villa (turret) ........c.ccceeees Tr revte ster es Le Tee 8. 114 E. + 
Clandeboye Railway Station (turret) .........00. ccccceseceseseeee 8.11 EH. + 
MAMTA, EA OUSE Ye. 20 ge resaee sitet sekatene awit, ee eee eres at ed Ue gE 
Beer Tat LIGieN BELA Ve GJUATTY: boss c/ ci suy ot otek heacanseocsoeisceons S. 34 BE. + 
ETT iviig ol 1 aah Spel panna Aes Al A ea Se fee Bere 
SETA SET EAE 1 Eg pee so RAS ls En SE DY ob ER ee a S. 103 W. - 
PP AMAIERSTLOUSC A LOWER): 6 s cea ou susine adse caat Peston NO eau ads ts S. 1384 W. - 
Pee TOG MB Vi; ciy ni to pnconedeseccies al eene. ames 8S. 233 W. - 
Foster Connor’s House (Seacourt) ............ sssscoseoscscccesees S. 298 W. — 
arene Aue Ge LLOUSGUS Te. SAI ith Oy ochass eee terete cs PRE S. 303 W. - 
Ie INS IN OWA VILLAGE). bias ckcencethcstevele see eee ihe) 8. 314 W. - 
MertNe RAS LUTCLL, PATIL Oalys apse ss isd ov'ds osx S0ecaeN eee oa So ou v owes a paenien S. 393 W. - 
Berea Dy Loria Oburch Steeple 2) ics... dascoassdeeras cece ciwrsadchvats 8. 42; W. - 
PMMIAEUINA ASELO) CGIITTOU)o 2 c2svpc hoc ccvaos ccs <osace <ce oscch asl asae.s S. 444 W. - 
Mrs. Connor’s Turret (flag-pole) .............e0sees re ee 8. 45 W. - 
isteritvoyal Yacht Club House %..... dissect eve-ductts seen S. 454 W. - 
Sarat iy FL OUSE nen os oley's vores veabs penus ves te Assen et yee 8S. 47 W. - 
Islet Hill Farm House .............. eT tee aN 8. 56 W. —- 
Ballyholme Windmill ............... PRE BALE eh 8. 58 W. - 
roomsport Presbyterian Church © ..2v.ccsersscsscet scta ctecsvas eos D602 W.. — 
EE rEPSDORb Liste QNUTCI ltr, 0oewve cakes odes tite reece eaazs sn Oage. Watt = 
Maxwell’s House, Groomsport .....cccccccce sesesssecee coceeseeees S. 632 W. - 
Orlock Point Coast Guard Station .......... 2... seeeeee a Poe 8.72 W. - 
Copeland Lighthouse (Mew 1.) .........sessenresscreey peceosacesass Do 14m We — 
USUI LUC rec ooh ce sd ace sued sev sret oR ERP ER Taste es iets nies N. 813 W. + 
Killeghy Spire ............ 15 Ure STAI Fanta e es sant N. 654 W. + 
UP ALEU ST SCs eee ne Soe ee sp Es. a4 wee ctne! N. 594 W. + 
PTR EEO WNT A ssc | iatane Mae. A toot et 46.2 5 Wet 


* Helen’s Tower—crowning a hill in the background—about 24 miles 8. W. of Bangor, 
is quite unmistakable, as is also Scrabo Monument, which lies about an equal distance 
further off, in the same direction. 
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Scraso Monument, in one with 


Carnalea ‘Hotise (Goweriec ac eciestee ceaceriesecr iter evant anne 8. 253 W. - 
Cochrane's: Houseyiar. Saeco ee ee ane cae eee S. 332 W. - 
Helen’s ‘Tower 4)s9) eee esate ibe eeren tires os ares S. 36 W. - 
Bangor: Qhureh iSpiregers ae os sce ccs ca co teiees hs sce eee 8. 373 W. - 
Ball Holmes Wy Te Misses vee. ey. cack cay octh acess teauncaeeens Caan 8.48 W. - 
Islet Hill Warmnouserertersc::t.s.sctccaasedechoatthncc ct tnareeeanranet S. 483 W. - 
Groomsporb irish Ontireli v5.0.2, As costecacclaeesttteecersrtaneees S. 524 W. - 
Copeland higithornse (Lewd: ) cc. cai sucasess oes area senna oy gust vets 8. 654 W. - 
Donaghadee Lighthouse ........... eta Coren eyelet ees, te 8S. 794 W. - 
Billoghy Spire oe ceers cc. sees ck eccoed ecg ives ts uxtapceesstece tee eee 8. 844 W. - 
MUI Tele VAN Mit: ts tress cee tas cree eka ae eoohnee tae ree Tepes N. 863 W. + 
Carrowdore;Church BaF ai aha.8 iain ARI eee pete onal Nvl Wie 
BALLYHOLME WINDMILL, in one with 
Foster Connors House (Seacourt) iii ;.....sss.0+s:s.scaaceenges jot 8.55 B+ 
Mrs.:Connoris Turret:(flag-pole)es-evs verter: tose tee eeecenan donnie: S. 384 EH. + 
Ulster Royal Yacht Club House (flag-pole)............cesceeseeees S. 314 E. + 
Stewart's HLOUse es cccssteacs mewaden che eitaats cnn eee toes ee S. 253 E. + 
Ladies’ Bathing Hut ccc. escsc.sonanicinansalantateee eee 8.18 E. + 
Groomsport Presbyterian Church ....2,.:...csscr-snanseccanseeperiee S. 672 W. - 
Groomsport‘drish Church Stic. ta eecs 2 cate co ten et tk 8. 73 W. - 
Maxwell's House (Groomsport). <2. /s:saase. con eeuetes pa S. 76 W. - 
Copeland Lighthouse (Mew [:) .....iici.-stcscccesdaecaesut) epuomenne S. 844 W. - 
PRESBYTERIAN CHURCH STEEPLE,* In one with 
Cochranes THousewie.t.ciccess cheek ee tee een eet Foad en PttK ta ttoes 8.39 E. + 
Foster Connor’s House (Seacourt) ...........c.esceeceroeseeneeeees S. 264 E. + 
Copeland Lighthouse.(Mew L.)-. cdc sccccsnstdsnavyosevhdeetssmevaei 8. 872 W. - 
Baneor CuurcoH Spire, in one with 
Ruin ‘in’ Smelt Mill’ Bays avs Ae eee eee S.23 E. + 
Cochrane's Housexiwend ns Sie eee S. 3} E. + 
Foster Connor’s House (Seacourt): \cevcasicel-t state vcesaee cee es 82" 1" Wake 
Sea View House (Ritchie’s) ............cccssssceess Pit eth ey: S. 62 W. - 
Presbyterian Ohurch Steeple 4: sc7.cseesece ater cee eneaeeeten cee S. 564 W. - 
Ulster Royal Yacht Club Flag-pole ............sscsccecssceeeesceers 8. 562 W. - 
Stewart's House si wie neete eee ea a eee 8S. 614 W. - 
Ballyholme.-Windmilliv.sw..cievct vie ssea hoes tavern eerie N. 872 W. + 


Note.—The variation in Belfast Lough in 1895 is taken at 204°, and decreases about 
1° in seven years. 


Not many years ago the water approach from the outer pile 
lighthouse (locally known as “ Jack-in-the-box ”) to the quays of 
Belfast, was both winding and shallow; but the Harbour Com- 
missioners have remedied this by dredging a new and perfectly 
straight passage named the Victoria Channel. Between the N.E. 
end of the Twin Islands and the outer extreme of the Victoria 


* At present there are but two churches with spires in Bangor, and the Presbyterian 
one is the nearer of the two. 
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Channel, the correct magnetic course is N. 564° E. in one direction, 
and 8. 564° W. in the other (1895), or as nearly as possible N.E. 
by E. and 8.W. by W. for a good three miles. Here, then, is an 
excellent opportunity, whilst going “slow,” for testing all com- 
passes by whistle on these two courses. At Grey Point, and 
further westward, there are measured mile marks, which transit 
when bearing 8. 15}° W. (cm.) The running course between 
them is therefore S. 743° E. and N. 743° W. (c.m.) 

One sometimes hears wonderful stories of compasses suddenly 
“jumping a point or two,” without actual alteration of the ship’s 
head, and this is attributed to all sorts of fantastic causes, such 
as attraction of the land, and so forth. ‘Some even go so far as 
to say that in the Red Sea, the sun beating fiercely on one side 
of the vessel in the morning, and on the other in the afternoon, 
will cause a change in the Deviation of several degrees. Very 
careful experiments made in that locality by the writer, have 
satisfied him on the impossibility of this latter supposition; and 
consequently, if the A.M. and P.M. azimuths disagree, or whenever 
these perplexing alterations take place, they will doubtless be due 
to some cause within the ship herself—such as change of heel, 
errors of centreing, bent shadow-pins, loose iron placed in the 
‘tween decks or anywhere near the compass, boats’ davits turned 
in that had previously been swung out, or some other simple but 
overlooked cause. 

It is quite common in wheelhouses to find lockers close on 
each side of the compass, which are nominally for flags only, but 
in reality soon become a stowhole for quartermaster’s gear. Have 
them taken down as quickly as possible. 

An amusing little brochure,* by Capt. W. M. Walters, contains 
the following instructive anecdote :—“ There was a steamer lost 
some little time back in channel during thick weather. It was 
afterwards discovered that the man who was at the wheel at the 
time the observation was made, by which the fatal course was 
fixed, had on one of those magnetic belts which Jack is fond of 
wearing, in the hope that they will repair the ravages made in 
his constitution by the sprees of a lifetime. It was supposed 
that the error observed included the error caused by Jack’s 
‘soul-and-body-lashing’ (technical term), which disappeared 
when he left the wheel, and so led the ship to destruction. The 
moral to be drawn from this is that, when taking compass 


* «The Ocean Tramp,” and hints on keeping her afloat. —London: Norie and Wilson. 
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observations, you should always dig the man at the wheel in the 
ribs, to ascertain whether he be armour-plated or not.” 

The moral derived from this incident by the author of 
“Wrinkles” is, that the course should not be set or kept by the 
Steering compass, and that frequent comparisons should be made 
between it and the Standard compass. 

This last is a most important duty of the officer of the watch. 
It is seldom that the Steering compass is so well situated for 
adjustment purposes as the Standard, and consequently it is 
more liable to change,—notably when a shift of wind causes a 
shift in the direction of the heel. It is not uncommon when the 
course is changed—say a point—for an ignorant or thoughtless 
officer to make the change by the Steervng compass. For 
example, if the course by Steering compass should be 8.W., he 
will tell the helmsman to keep her 8.W. by 8. or 8.W. by W., as 
the case may be. This is entirely wrong. The course should be 
altered the desired amount by Standard, and a signal made to 
the helmsman when she is exactly on it. The other is a lazy 
plan, and altogether a bad system. The ship’s course is directed 
by the Standard and nothing else; the helmsman steers by his 
compass whatever course may correspond to it for the tume being. 
The interval between comparisons depends upon circumstances, 
but it should never exceed half-an-hour on any one course. 

Because Deviation-Cards are condemned in these pages, it is 
not to be understood that a properly kept Compass-Record is 
worthless: on the contrary, the commander of every iron vessel 
should keep a daily account of the behaviour of his compasses. 
In regular Lines it will be found that the compasses of vessels 
that have already made several voyages on the one route, under 
similar circumstances will shew time after time pretty nearly 
the same deviations in the same localities. This, however, should 
not lead to neglect in observing azimuths, as nothing but con- 
stant watchfulness can ensure safety. 

A form of Compass-Record is here inserted, which those who 
try it will be sure to like. One need only run the eye down 
the deviation columns to see at a glance the action of each com- 
pass during any given period. Some men, on the contrary, set 
deviation altogether on one side, and to correct their courses 
take the difference between the true and compass bearing. This 
“Total error,” as it is called, they also enter in their compass 
book, which is both meaningless and inconvenient. For “ Total 
error,’ being compounded of Variation and deviation, must 


GOOD FORM OF COMPASS RECORD. 
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necessarily be a constantly changing quantity ; and, therefore, a 
record of it is of no value until it has undergone a troublesome 
sifting process, which would better have been done in the first 
instance. 

There are two modes of determining the Deviation from an 
azimuth. One is used by Towson in his examples, but the writer 
much prefers the other, as tending to practise the navigator in 
the every-day application of Variation and Deviation to the true 
courses he may wish to steer. 


ist MODE. 2ND MODE. 
° fe) 
@’s true bearing. ... . SS oute Anes ©’s true bearing . .. .. S.57 W. 
@©’s compass bearing . . . S. 84 W. Variation perchart . ., . 22 Wily. 
Correction, or totalerror . 27 Wly. ©’s correct magnetic bearing. S. 79 W. 
Variation per chart. .. . 22 Wily. ©’s compass bearing. . . . 8S, 84 W. 
Deviation. . . ; « OE 5° Wly. Deviation.) 20 «a <.) 9h mee 5° Wly. 


The number of figures is the same in each case, but in the first 
mode an unnecessarily new process is originated ; whereas in the 
mode advocated, the navigator is familiar with the term “ Correct 
Magnetic,’ with the rule for naming the Deviation according as 
the compass bearing is to the right or left of the correct magnetic 
bearing, and has not to tax his memory with any fresh formula, 
this being very similar to the way he would set about turning a 
true course into one by compass. ‘Thus :— 


fe} 
True course - : - - - §. 57 W. 
Variation per chart - . “ : 22 Westerly. 
Correct magnetic course - . - §.'79 W. 
Deviation - - : - - . 5 Westerly. 
Compass course to steer - - - §. 842 W. 


In the Compass-Record suggested, after the date, &., the com- 
parisons are first jotted down; next the ship’s head corr. mag. is 
entered in red ink by way of distinction, this important direction 
being got by applying the ascertained Deviation to the compass 
by which it was ascertained—generally the Standard. The 
Deviations of the remaining compasses are arrived at by simply 
taking the difference between the ship’s head c.m. and the ship’s 
head as shewn by each compass. The left-hand pages are left 
blank for remarks, &e. 

Masters of vessels seldom have to cope with the perplexities 
of correcting wncompensated compasses: it is nearly always done 
in the first instance by the shore professional, and the subsequent 
doctoring may or may not be undertaken by the master. At 
an earlier period in the history of iron vessels, those in command 
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seldom ventured to touch the correcting magnets—magnetism 
was then an inscrutable mystery ; but improved compasses (Lord 
Kelvin led off), improved facilities for their adjustment (Lord 
Kelvin again), and the diffusion of compass literature, have all 
contributed to bring about a better state of affairs. 

In the resolution of the many magnetic forces operating upon 
the compasses of an iron vessel, the now well-known formule of 
the late Mr. Arch. Smith have been universally adopted. The 
mathematical investigations are to be found in the Admiralty 
Manual for ascertaining and applying the Deviations of the 
Compass, being the joint production of Mr. Smith and the late 
Captain Sir Frederick Evans, R.N.: but the reading is altogether 
too stiff for any but learned professors. 

When this exhaustive analysis is rendered down and put into 
practical shape, we get certain short and simple deductions 
which, with a little study, are well within the reach of those who 
choose to make an effort. Nothing is accomplished without 
effort of some kind. It mostly requires an effort to turn out at 
8 bells to keep the morning watch, even with all the delights of 
a tropical sunrise to look forward to. 

In compass work, letters of the alphabet are employed to 
indicate the magnetic forces of the ship, and these letters go by 
the name of “Co-efficients.” The five principal are represented 
by A, B, CO, D, and E.. 

A represents a constant effect which does not vary either in 
name or amount, no matter what may be the direction of the 
ship’s head. It may be regarded as a sort of compass Index- 
Error, and is due to one or other of several causes, such as errors 
of observation, want of symmetry in the disposition of neigh- 
bouring masses of iron, needles not being truly parallel to the 
North and South line of the card, incorrect estimate of the 
Variation, a slightly misplaced Lubber-line, or to what is some- 
times called “ Gaussin error.” 

Though A is mentioned as constant, it is no more so than the 
index-error of the sextant—indeed, not so much, for a repetition 
of the swinging process might, and probably would, develop a 
somewhat different A to that first obtained. 

A is usually small, and neglected in consequence; + A always 
gives Hasterly, and — A Westerly deviation 

Co-efficient B indicates semicircular deviation, and is a 
maximum with ship’s head on East and West by compass. It 


consequently represents a pull of the needle towards the bow or 
2s 
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stern. + B means a pull towards the bow, and — B a pull 
towards the stern. Thus, with ship’s head East by compass, + B 
would give Easterly deviation, but with head in opposite direction 
it would cause Westerly deviation. — B has, of course, the re- 
verse effect. This co-efficient may be due to the sub-permanent 
magnetic character born with the ship, “* to the inductive 
magnetism of vertical iron preponderating at one end. B dis- 
appears on North and South by compass. 

Co-efficient C also indicates semicircular deviation, and attains 
a maximum with ship’s head on North and South by compass. 
It consequently represents a pull of the needle to starboard or 
port according as the sign is + or —. Thus, with head North 
by compass, + C would give Easterly deviation, but with 
ship’s head in opposite direction, it would cause Westerly devia- 
tion. — O has the reverse effect. This co-efficient is mostly due 
to sub-permanent magnetism. It disappears on East and West 
by compass. 

B or C preponderates in the sum total of the deviation on any 
one point, according to which of the cardinal points the ship’s 
head may be nearest. 

Co-efficient D indicates gquadrantal deviation, and is a maxi- 
mum with ship’s head on N.E., 8.E., 8.W., and N.W. by compass. 
The effect is of greater complexity than that of B or C, for 
whereas these act respectively throughout an entire semicircle, 
and retain the same name in that semicircle, D waxes and wanes 
in each quadrant, and changes its name as it passes from one to 
the other. It is therefore twice as variable as B or C. This is 
alluded to on page 610. 

Ordinarily, the sign of D is +, indeed, 999 times out of 1,000 
it is so. With ship’s head anywhere between North and Kast 
and South and West, it causes Easterly deviation. In the other 
two quadrants it causes Westerly deviation. — D (very rare) 
produces opposite effects. 

D is caused by the induced magnetism of horizontal iron 
running in a fore and aft or athwartship direction, such as 
beams, stringer plates, &c. It disappears on the cardinal points. 

Co-efficient E indicates guadrantal deviation, and is a maxi- 
mum with ship’s head on North, South, East, and West. Its sphere 
of action is greatest where that of D is least. It resembles D in all 
essentials except that it is generally small in amount, and there- 
fore seldom requires attention. Eis caused by the induced 
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magnetism of horizontal iron lying at an angle of 45° to the fore 
and aft line, such as diagonal tie-plates, &c.; and upon the 
direction of this iron depends the sign of E; for example, iron 
running from the starboard quarter towards the port bow will 
produce + EH, but from the port quarter towards the starboard 
bow it will produce — E. 

Both D and & produce opposite effects in the case of divided 
iron. For example, an ordinary deck beam produces + D, but 
if cut for a skylight or other aperture, and the compass be placed 
between the divided portions, — D would be the result. 

So also with BE. Whatever the sign might be with continuous 
iron, it would be the contrary with divided iron. E disappears 
on the inter-cardinal points. 

Now, to some people the foregoing may appear hopelessly 
involved. + and — figure to such an extent, and are reversed 
so often according to the conditions of the moment, that it would 
appear to them to be useless even to try and remember such a 
tangle. The writer most cordially agrees. It would be useless 
to try and remember so many varying elements. But it is the 
simplest thing in the world to get to understand them, and so 
be able to reason them out when required. Quite the very best 
way of doing this is by a working model, and the very best model 
for illustrating all the phases of a ship’s magnetism, and shewing 
their treatment in connection with compass adjustment, is Captain 
George Beall’s Deviascope.* Its price, however, puts it beyond 
the reach of individuals, but schools avail themselves of it, and 
presumably so, also, do the Board of Trade examiners. 

There is no reason, however, why individual students should 
not resort to more simple expedients at a cost of nothing at all, 
“Where there's a will, there’s a way.” 

When the writer was studying the compass question, his 3-foot 
model was a flat board, which the ship’s carpenter accommodat- 
ingly shaped at each end to resemble the boat of one’s boyhood. 
The centre was slightly dished out to take a small compass 
(borrowed), and red and blue colour was daubed on the board to 
suit any particular idea as to the ship’s magnetism. The correct- 
ing magnets were made out of spare compass needles (ends duly 
coloured), rod-iron of suitable lengths obtained from an engineer 
friend, and a few small iron globes of sizes. These last were 
the only bought articles of the lot. No doubt the apparatus was 


* Messrs, H. Hughes and Son, of Fenchurch St., London, are the sole makers, 
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very primitive, but it served its purpose well, and years after- 
wards a similar one illustrated many a lecture to shipmates on 
board the ss. City of Mecca. 

Were the writer to set up as a Teacher of Navigation (which 
Heaven forbid !), Beall’s Deviascope would certainly be among 
the adornments of his class-room. 

Having formally introduced the five co-efficients, it is now 
time to say how they are obtained. To do this in the ordinary 
way, the ship must be swung and the deviation carefully ascer- 
tained with her head on the eight principal points by compass. 
It is better that she should be swung twice, if possible—once in 
each direction, and the mean taken; this gets rid of the “Gaussin 
error,” which is merely a diminutive effect of “ Retained ” mag- 
netism, In the process of swinging there is no time for this 
error to grow large; about a degree is the wsual thing, though it 
may be double that amount on rare occasions, 

We will imagine the ship to have been swung, and that tis 
subjoined Table shows the result. : 


Ship’s head by vl Ship’s head } vita 
Compass. Y | | Peron, | Deviation. —Bompass, pass, Y Deviation. 
* North — 6° 30’ sate "119-317, 
N.E. -— 10 39 + 22 39 
East — 14 30 Wes + 14 30 
S.E. tear feu | bien tsaa sine pee aap Aa + QO 9] 


Kasterly deviation is always represented by +, and Westerly 
deviation by —. It will be noticed that the deviation in the 
Table is given to degrees and minutes. This is merely for pur- 
pose of Hie Has as will be discovered further on. In practice 
it would be laughable. Now to find the co-efficients. 

A.—Add together (algebraically) the four deviations deter- 
mined with the ship’s head on the cardinal points by compass, 
and divide by 4. For Algebraic addition see page 710. 


EXAMPLE. 
North- 6° 30’ South + 11° 30’ 
East -14 30 West +14 30 
-21° 00’ + 26 00 
— — 21 00 


4)" 500 
Amery. Joie 
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B.—Add together the deviations determined with the ship’s Co-eficient B. 
head Hast and West by convpass, reversing the sign of the latter, 
and divide by 2. 


EXAMPLE. 
East - 14° 30 
West — 14 30 (sign reversed.) 
2) - 29 00 
B= - 14 30’ 


C.—Add together the deviations determined with the ship’s Co-efficient c. 
head North and South by compass, reversing the sign of the 
latter, and divide by 2. 
EXAMPLE. 
North — 6° 30’ 
South — 11 30 (sign reversed.) 
2)— 18 00 
C = - 9° 00' 
Nots :—To avoid “ heeling error” it is essential that the ship should be upright, more 
particularly when the deviation is determined on North and South. Should the ship be 


swung in both directions, and with contrary heel and to the same extent, the mean 
deviation will be free from heeling error. 


D.—Add together (algebraically) the deviations determined Co-efiicient D. 
with the ship’s head by compass on N.H., 8.W., S.., and N.W., 
reversing the signs of the two latter, and divide by 4. 


EXAMPLE. 
N.E. - 10° 39' S.W. + 22° 39’ 
N.W. - 0 21 (sign reversed.) S.E. + 7 21 (sign reversed.) 
~ 112 00° 4730'%00 
- ll 00 
Ayr 197 OD 


D = + 4° 45’ 


& 


#i.—Add together (algebraically) the deviations determined Co-efficient E. 
with the ship’s head by compass on North, South, East, and 
West, reversing the signs of the two latter, and divide by 4. 


EXAMPLE. 
North — 6° 30 South + 11° 30’ 
West — 14 30 (sign reversed.) Kast + 14 30 (sign reversed.) 
— 21° 00’ + 26 00 
mals’ OO 
4)+ 5 00 


He= + 1° 15’ 
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These then are the five Co-efficients, and with their aid it is 
quite a simple matter to form a complete Deviation Table; that 
is to say, that, starting with the Deviation known only on the 8 
principal points, it becomes possible and easy to correctly fill up 
the other 24. 

This brings us to Captain W. Barrett’s very ingenious diagram, 
which will be found most useful to the student in compass adjust- 
ment, as giving a strikingly graphic representation of the terms 
into which the deviation may be separated. This contrivance 
came out in 1874, and although the late Astronomer-Royal wrote 
favourably of it, and though splendid for teaching purposes, it 
somehow fell flat. Perhaps it was not understood in those days. 
It has, in fact, somewhat of the appearance of a Chinese puzzle, 
Fair Rosamond’s bower, or the maze at Hampton Court. How- 
ever, the writer is hopeful that, for the purpose just indicated, 
it will now be better appreciated. It faces this page, and, 
appearances notwithstanding, is easily constructed, being little 
more than a series of circles. Here is a chance for the aspiring 
officer, with the drawing (tobacco) board and ease of instruments, 
to set to work and shew his muscle. He will not learn much by 
merely copying the engraving, though, as a preliminary, there is 
no harm in doing so; the useful thing to do is to construct the 
diagram for an wncompensated compass of the ship he belongs 
to. - If she sails from the Mersey and is a heavy vessel, a tide or 
two is generally spent. at anchor, and as she swings at slack water, 
he has only to compare by whistle, with the Standard, when the 
ship’s head by the uncompensated convpass is on each of the 8 
principal points. Assuming the Standard to be correct, or 
knowing its small errors by observation there and then made, 
the deviation of the uncompensated compass is of course known 
also. Uncompensate a compass pro tem. 

To construct Barrett’s diagram, proceed as follows :— 

Commence by finding the five Co-efficients. These are repre- 
sented in the diagram by five concentric circles lettered in 
accordance. Number them mentally from out inwards. 

The colouring is always to be the same as shewn, irrespective 
of the sign of the deviation. Inspection will demonstrate that 
the green and red values sometimes have one sign and sometimes 
another. The deviation in all parts coloured green takes the 
sign of its co-efficient, whatever that may happen to be: in the 
parts coloured red, the deviation takes the contrary sign. 

It will be noticed that A, being constant, is the same in 
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amount and colour all round the circle. B and C are green and 


red in opposite semicircles ; whilst D and E change colour in 
adjoining quadrants; or, in other words, D and E have the 
same colour in opposite quadrants, 

Hach of the five principal circles has its own scale of degrees; 
A has been divided all round, but the others only between East 
and E.N.E. 


Scale divisions, 


To find its value at any given point, the breadth of the co- - 


efficient is to be taken at that point and measured on its own 
scale. ‘Thus, in the case of the good ship “Lodestone” (imaginary), 
the value of A and E happens to be the same (+ 1° 15’); but 
as one is measured on the scale of the outer circle, and the other 
on the inner circle, A looks much the larger: seeing that we are 
dealing with angular measure, it cannot be otherwise. 

Taking the existing diagram as a guide, the actual mode of 
construction is as follows :— 

The operator must be provided with a pair of plain dividers, 
and with a pair of 6-inch compasses fitted with the usual “ink- 
point” or “pen.” 

A is constructed on the outer circle (No. 1). With the dividers 
take from its own scale of degrees half the value of A, and prick 
it off outside and inside circle No. 1, at any part of the circum- 
ference. From the common centre, describe with the compasses 
two hair-line circles passing through these points. This will 
give a thickness to circle No. 1 equal to the value of A. Itis 
then ready to be coloured. 

B is constructed on circle No.2. With the dividers take from 
its own scale, half the value of B, and prick it off on the East 
and West line on each side of the circle at the East point. Next, 
set the compasses to the exact radius of circle No. 2, then slide 
both legs to the right along the East and West line till the outer 
one, carrying the “ink-point,” touches the dot marking the 
eastern side of the value of B. Keeping the left leg fairly on 
the line, draw a complete circle. Next, slide the compasses to 
the westward along the same line till the ink-point touches the 
dot marking the inner boundary of the value of B. Observing 
the same precautions as before, draw a complete circle. You 
will then have the eastern and western crescents of B all ready 
for colouring. 

C is constructed on circle No. 3. The method is similar to 
that last described, except that its value is laid off on the North 
and South line. 
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D has to be manipulated somewhat differently. Circle No. 4 
is taken as a guide and to supply the scale, but the D circle 
proper has its centre midway between the centre of the diagram 
and the cireumference of circle No. 4. From its own scale, take 
in the dividers half the value of D, and prick this off on each 
side of the circle at each of the inter-cardinal points. Next, set- 
ting the compasses to half the radius of circle No, 4, slide them 
along the line leading to the N.E. until the ink-point touches the 
outer of the two dots marking the value of D. Keeping the 
inner leg of the compasses exactly on the N.E. and 8.W. line, 
describe the segment of a circle till stopped by the lines leading 
to the cardinal points on each side of N.E. Next, slide the com- 
passes along the same line towards the common centre until the 
ink-point touches the dot marking the inner limit of the value 
of D; then draw another segment till stopped by the North and 
Kast lines as before. 

Draw the other three quadrants in similar manner, taking care 
not to alter the setting of the compasses. You will then have 
the four crescents all ready for colouring. 

Ei requires much the same treatment as D, Circle No. 5 is 
taken as a guide, and the values are laid off at the North, South, 
East, and West points. Half the radius of circle No. 5 is em- 
ployed to sweep the segments. Should E be small, it is difficult 
to depict properly, owing to the diminutive size of its scale. 

It now merely remains to measure and mark the values of the 
Co-efficients at each of the 32 points passing through them. This 
being done, the values on each point are collected and sorted; 
those of the same sign are added together, and their difference 
(retaining the sign of the greater) is the Deviation. This is 
forthwith to be written on the point it belongs to within the 
reserved space at the centre. 

The “ Lodestone” diagram had to be kept small so that it might 
fold to the size of a page; its radius is 44 inches; but anyone 
wishing to construct such a diagram would find 5} or 6 inches pre- 
ferable, especially if B or C happened to be large—say 20° or 30°, 

At the first—or even second—attempt to draw Barrett’s 
diagram, there will probably be a bungle, but it need not be 
regretted: the mere attempt will serve to impress upon the mind 
how the hidden and complicated forces operating on the compass 
of an iron ship can be separated, to each its value assigned, and 
its mode of action indicated. Barrett’s diagram does this better 
than any other ‘paper’ method the writer is acquainted with. 
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When the student has but once succeeded in constructing the 
complete diagram, he may put it away as having fulfilled its 
mission, for he will never after forget what it has taught him. In 
practice it will hardly be used, owing to the method by calcula- 
tion being so much quicker, and only requiring pencil, paper, and 
the ever-present Epitome. 

The following is the method by calculation. The reader will 
please to take the Table on page 641 by way of illustration. 

First and foremost, rule the form in blank, allowing yourself 
plenty of room ; a sheet of foolscap will just do for a neat penman. 
Next, write in the points of the compass on the left, and the 
ascertained Co-efficients along the top—each with its proper sign. 
As you already know the deviation on the 8 principal points, 
you can enter them at once, with their proper signs, in column 
No. 7. Then proceed with the skeleton of the Table as follows :— 

A (+ 1° 15’) being constant, there is nothing to do but fill in 
the column right down to the bottom without alteration of any 
kind. 

B is entered at its full value (14° 30’) on the East and West 
points. On East, the sign (—) is retained; on West it is reversed. 
Write 0° 00° against North and South. Prefix the — sign to 
each vacant space in the eastern semicircle,and the + sign to 
each vacant space in the western semicircle. 

C is entered at its full value (9° 00’) on the North and South 
points. On North, the sign (—) is retained; on South it is 
reversed. Write 0° 00’ against Kast and West. Prefix the — 
sign to each vacant space in the northern semicircle, and the + 
sign to each vacant space in the southern semicircle. 

D is entered at its full value (4° 45’) on each of the inter- 
cardinal points. On N.E. and 8.W. the sign (+) is retained; on 
S.E. and N.W. it is reversed. Write 0° 00° against North, South, 
Kast, and West. Prefix the + sign to each vacant space in the 
quadrant between North and East, and South and West; and 
the — sign to each vacant space in the other two quadrants. 

E is entered at its full value (1° 15') on each of the cardinal 
points. On North and South the sign (+) is retained; on East 


and West it is reversed. Write 0° 00’ against N.E.,, S.E., S.W.,. 


and N.W. Prefix the + sign to each vacant space in the quadrant 
between N.W. and N.E., and between 8.E. and S.W., and the - 
sign to each vacant space in the other two quadrants. 
The Table is now well advanced, and the rest is quite simple. 
A is already finished with. 
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To compute B :— 

Turn it into tenths of a degree by dividing the minutes by 6, 
and annexing the quotient to the degrees. Thus 14° 30’ becomes 
145 tenths. Open the Traverse Tables at the given number of 
points, Take out the Departure corresponding to 145 in the 
Distance column. Put the decimal point in its proper place, and 
restore the tenths to minutes by multiplying by 6. Thus, for, 
say, N.N.E. (2 points), the Departure corresponding to 145 in a ~ 
Distance column is 55°5; shifting the decimal point we get 5°55 
as the value of B on N.N.E. To restore to minutes, multiply 
‘55 by 6, and we get 33’. The complete answer is therefore 5° 33’ 
as per Table, and so on with the remaining points. 

To compute 0 :— 

The process is identical with the preceding, except that the 
deviation due to O on any given point is to be taken from the 
Latitude column. Thus 9° becomes 90 tenths, and supposing 
the deviation due to this co-efficient is required on N.E. by HE. 
(5 points), we find in a Latitude column, abreast of 90 in a Dis- 
tance column, the number 50:0. Shifting the decimal point we 
get 5° 00’ ready for insertion, as this time there is no decimal to 
convert into minutes. 

To compute D :— 

Proceed as before, but enter the Traverse Tables with double 
the number of points that the ship’s head is from either of the 
cardinal points, and the Departure will give the number of tenths 
of a degree of deviation due to this co-efficient. For example: 
required to know the value of D on N.E. by E. This is 3 points 
from East, so the Tables must be opened at 6 points. The full 
value of D is 4° 45’, which may be regarded either as 47 or 4°8; 
but to be exact, look for 47 in the Distance column, and the 
corresponding Departure is found to be 43°4. Then look for 48, 
and the corresponding Departure is 444, The mean is 43°9. 
Shifting the decimal point we get 439 = 4° 23’ as the value of 
the deviation caused by D on N.E. by E. 

To compute E :— 

Proceed as with D, except that the required number is to be 
taken from the Latitude column. Required to know the value 
of the deviation due to E on, say, W. by N. This is one point 
from West, so open the Traverse Tables at 2 points. The full 
value of His 1° 15’. Turning it into tenths, we get 1°2 or 1°, 
whichever you choose, but it will be convenient to consider it as 
125. With this in the Distance column, the corresponding quan- 
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. CO-EFFICIENTS of iron ship “ Lodestone.” 
Bes Head Ship’s Head 


AA CoRREOT 
ComPAss. A= B= C= D= B= Total Magnetic. 
47° 1s’ | — 14°)30'} — 9°00 | + 4°45’ | + 1° 15° | Deviation. 

North. +145 600 | - 9 00 ear | ir ievilewe 30 | N. 6 30 W. 
N.by E. | +115 | - 250] -848 | +149 | +109 | - 7 25 |N. 3 50H. 
N.N.E. a Tsts —- 5 33 | - 8 18 + 3 21 OR? Pi 6, 22° 1 IN. F400 He 
NE by Nj 431s | - 804 | —7 30.| +423 | +029 | - 9 27 |N.24 18H. 
N.E. fy te | — 10's |~- 624° | +4 45 000 | — 10 39 | N. 34 21 EB. 
N.E. by E. | 4+ 1 15 — 12 04 | — 5 00 + 4 23 — 0 29 gee N. 44 20 E. 
E.N.E. 414s | -— 13 24 | — 3 24 + 3 21 —0 53 | - 13 os |N. 54 25. 
E.by N. | +3115 | - 1413 | -148 | +149 | —109 | — 14 06 |N.64 39H. 
East. +115 | — 14 30 0 00 ooo | —115 | — 14 30 |N.75 30H. 
EK. by 8. eters | — 14-13 |) 1.45 -— I 49 =f opt Pi eralos) tne d7) 07 EE 
E.S.E. +115 — 13 24 | + 3 24 — 321 -— 0 53 — 12 59 |S. 80 29. 
S.E. by E. | +115 | — 12 04 | +500 | - 4 23 | -— 0 29 | — 10 qr |S. 66 56H. 
S.E. + 1.15 | — 1015 | + 6 24 —- 445 O00) fea 7 oT ee sacar te 
ee DY ide ar Th, lm, 8.04 |. +730 - 4 23 +029 |.— 3 13/8 36.58 E. 
8.S.E. eETatS wltim 15/433) |. di 18 — 321 +053 | + 1 32 |S. 20 58H. 
S. by E. Heat 16%4 |) —mr2* 500 |, 1848 -— I 49 +109 | + 633 |S. 4 42H 
South. + 115 0 00 | +9 00 O 00 +115 | + 11 30 |S. 11 30W 
S.by W. | +115 | + 250] +848 | +149 | +109 | +15 51 |S. 27 06 W 
S.S.W. alesse | +) 5.33 ,|e ro 10 + 3 21 +953 | + 19 20 |S. 41 50 W 
Soy. Dy oS.) + 11s | + 804 | +7 30 | + 4 23 +029 | + 21 41 |S. 55 26W 
S.W. +1158 | +1015 | +624 | + 4°45 0 00 | + 22 39 |S. 67 39 W 
SWebyewW.) + 1.15, | + 12 04 |. + 5 00 |-+ 4 23 —-029 | + 22 13 |S. 78 283 W 
W.S.W. Snes e243 .24- | 3 og — 053 {| + 20 31 |S. 88 o1 W 
W.byS. | +115 | +1413] +148 | +149 | —109 | + 17 56 | N.83 19 W 
West. +115 | + 14 30 © 0O ooo | —115 | + 14 30 |N.75 30 W 
W. by N. | +115 | + 14 13 1 48 -149 | —109 | + 10 42 |N. 68 03 W 
W.N.W. +1 | +13 24 | — 3 24 — 3 21 meat pe 7 TN 0arZ9 W, 
N.W. by W.| +115 | + 12 04 | - 5 00 -— 4 23 -029 | + 3 27 |N.52 48 W 
iN. Peres it. 10 16 | — 6 24.-| — 4 45 ooo | + o 21 |N.44 39 W. 
New. UY N.| Fr 15 | + 804°) — 7 30 -— 4 23 +o29 | — 205 |N.35 50W 
N.N.W. fototen) +. 6 33 | — 8:18 | — 3.91 #0153. |= 93.68) | N2o25. Ve 
N. by W. | +115 | + 250] —- 8 48 —-149 | +109 | - 5 23 |N.16 38 W. 
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tity in the Latitude column is 115°5. Shifting the decimal point, 
we get 17155 = 1° 9 as the required value on W. by N. 

Easier than it A glance at the Table will shew that there is much less trouble 

aa in taking out these values than one would at first imagine, for it 
will be apparent that B and C are only required for one-fourth 
of the entire circle, the remainder being merely a repetition. So 
also with D and E, only more so; for in their case the values 
have merely to be taken out for the half of one quadrant. To 
fill in the remainder is repetition. The Table is therefore not 
nearly so big a job as it looks, The secret is to do it systemati- 


cally. 
For Algebra, Having the deviations due to the co-eflicients, they are summed 
hed up algebraically, and entered in column No. 7 against each of the 


chapter of all. oo : 
remaining 24 points. 


Column No. 8 completes the Table, and it is hardly necessary 
to explain how it is formed. It speaks for itself. 

The formation of this Table and the construction of Barrett's 
diagram afford excellent practice for the student. The one serves 
to check the other. It would be an advantage always to tackle 
the diagram first, seeing that the accuracy of the values depends 
upon the accuracy of the measurements made with the dividers. 
By taking them in this order, there can be no bias or cooking, 
and it will be interesting to the operator to see how closely his 
handywork approaches the more exact method by the Traverse 
Tables. 

Recapitulation So far, in the process of compass adjustment, four methods 
ofmethods. of ascertaining the deviation have been referred to, namely, 
Azimuths of the heavenly bodies, Transit-bearings of shore 
objects, Distant landmarks, and the use of Lord Kelvin’s De- 
flector. This instrument has been described in Part I, but the 
details of manipulation are not given, because it is accompanied 
by a small pamphlet of instructions. The principle, however, 
has been briefiy explained, and in view of what now follows it 
is well to repeat it.* This will enable the reader to see the 
analogy between the principle involved in the use of the De- 
flector, and the principle involved in the method about to be 
described. Looking at the date, the truth of the adage comes 
home that “There is nothing new under the sun.” The follow- 


* Tf the directive force on the compass is the same for all courses of the ship, there can 
be no error of the compass on any course. Per contra, where the directive force is found 
to be unequal, there must be deviation. 
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ing letter is taken from a back number of Naval Science, by 
kind permission of the publishers.* 


NEW MODE OF ASCERTAINING THE DEVIATION OF THE COMPASS 
IN STEAMERS. 


To the Lditor of ‘ Naval Science.” 


Sir,—Will you allow me to describe in Naval Science a new mode of obtaining a com- 
plete table of the deviations of the compass in steamers which has recently occurred to 
me, and which may be used at sea at any time during moderate weather? It does not 
require either a distant object of known bearing or any celestial observation. It can be 
used as well at night or in a fog as in broad daylight, and the only instrument required 
in addition to the compass of which the deviations are to be ascertained, is an ordinary 
watch with a seconds hand. 

This at first sight will appear to many as an impossibility ; but I hope to show your 
nautical readers, without going into much detail, that the plan is not only practicable, 
but easy. 

It is generally known among seamen that an uncorrected or only partially corrected 
compass, in an iron ship, does not, as the ship turns round, indicate the exact angle 
through which she has moved, Thus, in some directions of the ship’s head, an actual 
movement through an angle of 20 degrees may, according to the compass, be so little as 10 
degrees, or it may be so much as 380 degrees ; this difference, plus or minus, between the 
actual and the apparent movement being in reality that portion of the total deviation 
which belongs to the particular angle through which the ship has moved. ‘To ascertain 
the deviation of the compass, therefore, we only require some mode of measuring the real 
angle through which the ship moves in every part of the circle. 

Let us suppose, then, that a steamer’s helm, while she is under way in moderate 
weather, is placed and held steadily to starboard or port sufficiently long to cause her to 
describe a complete circle in from twelve to twenty minutes ; and let it be granted that, 
with moderate care, the steamer’s speed during this time will be sensibly uniform, it is 
then evident that, as equal parts of the circle will be described in equal times, we shall 
have a sufficiently exact measure of degrees of arc in terms of seconds of time. Thus, if 
the circle be completed in twelve minutes or 720 seconds of time, each degree will be 
represented by two seconds of time ; if the circle be completed in eighteen minutes, each 
degree will be represented by three seconds of time. 

In using this process, if it is desired to ascertain the deviation of the compass on every 
point, note must be made of each point and the time:to the nearest second at which it 
passes the lubber-line. If the deviation on each second point is considered sufficient, each 
second point and the time at which it passes the lubber-line must be noted. It is not 
requisite that any particular points should be taken, but, for the reason to be presently 
stated, it is essential that several should be noted, and that they should be pretty equally 
distributed round the compass. 

It does not affect the final result at what part of the circle or point of the compass the 
operation is commenced, but it will be found convenient to begin at north and to record 
the compass observations in degrees reckoned in the usual way, from north by way of 
east, from 0° to 360°; and to reckon the time in degrees of arc, counting from the same 
starting point. 

The differences between the number of degrees by compass at any point and the 
number of degrees by time, recorded as plus or minus, will give a deviation table, but, 
usually, this table will have a considerable index error, as it has, so far, been constructed 
on the assumption that there is no error at the point at which the operation commenced, 
The next part of the process is to ascertain this index error and to apply it to each 
observation in the table in the usual manner—namely, by dividing the algebraic sum 
of all the observed deviations by the number of the observations taken, and by applying 
DR ee ee ee Ee 

* Messrs, Lockwood and Co., London. 
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the index error thus obtained to each of the deviations according to its sign. The index 
error is, of course, the deviation that belongs to that point of the compass at which the 
operation was commenced. 

This brief description comprises all that is necessary to ‘‘swing ship” by the new 
process, but, as a steamer while turning has always a slight list, it is recommended that 
she should be put round in opposite directions, and that a mean of the two deviation tables 
thus obtained should be taken as the correct one. It is also recommended that the 
observations should be taken on every point of the compass as the best means of ascertain. 
ing most correctly the index error which belongs to the process. 

It would be useless for anyone to try this method with a compass that was not steady 
and in good order. The compass should also be gently and uniformly tapped during the 
whole of the process, so as to reduce the friction on the pivot, and thus check, or rathea 
prevent any tendency to oscillation of the card.—Yours very obediently, 


W. W. RUNDELL. 
Underwriters’ Rooms, Liverpool, 
13th September, 1873. 


It is apparent that there is nothing impracticable in Mr, 
Rundell’s suggestion, and the writer regrets that the method was 
unknown to him during his career at sea. To avoid the helm- 
list referred to in the letter, the time required to make the com- 
plete circle might be increased to 30m., which would allow a 
degree to be represented by 5s. Extending the time would 
diminish the rudder-angle, and otherwise materially conduce to 
accuracy. The total time required to make the circle in each 
direction would be about 1} hours. From its small friction-error, 
Lord Kelvin’s compass would be particularly well suited to this 
experiment. The publication of Naval Science ceased some 
years ago, more’s the pity, as it was a really first-class magazine. 

There have been many discussions from time to time as to the 
propriety of adjusting compasses by magnets, some men contend- 
ing that the better plan was to leave the compass to follow its 
own bent, and to navigate by the aid of a Table, giving the 
natural deviation ; but iron is now so largely and recklessly used 
in deck fittings, &c., that compass errors have assumed a magni- 
tude quite unknown when iron vessels first came into vogue. 
Formerly, also, more care was exercised in the selection of suitable 
positions for the compass, and the theory of adjustment was not 
so well understood. Thus it is that adjustment now cannot be 
dispensed with, or the majority of compasses would be quite un- 
manageable, Scarcely anyone, now-a-days, will be found so 
ignorant as to advocate non-adjustment. 

Sir George Airy, late Astronomer-Royal, thus sums up the 
advantages in favour of compass adjustment :— 
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“ NON-CORRECTED COMPASSES. ‘“ CORRECTED COMPASSES. 
Using a Table of Errors. The Binnacle being adjustable. 


(1.) The directive power on the (1.) The directive power on the 
compass is extremely different on | needle is sensibly constant. 
different courses. 

(2.) The principal part of the (2.) ‘The magnets, which perfectly 
tabulated errors arises from sub-per- | correct the sub-permanent magnetism 
manent magnetism, whose effects in | in one place, will also perfectly cor- 
producing Deviation vary greatly in | rect it in another. 
different parts of the earth. 

(3.) It is therefore absolutely neces- 
sary, from time to time, to make a | of change in the ship’s magnetism 
new table of errors, by observations | are new observations necessary, and 
in numerous positions (not fewer than | then two are sufficient. 
eight) of the ship’s head. 

(4.) In difficult navigation, as in the (4.) In any hydrographical difii- 
channels of the Thames or the Mersey, | culty, the corrected compass is right 
especially with frequent tacks, the | on all tacks, and its use is perfectly 
use of a Table of Errors would be | simple.” 
attended with great danger.” 


(3.) Only when there is suspicion 


No. 2 of the above applies equally to the Deviation arising from 
the inductive magnetism of vertical iron. 

Of late years the much-tortured compass has been subjected 
to a fresh source of disturbance, very much of the “snake in the 
grass” type. Of course Electric Lighting is referred to. So 
important do the Committee of Lloyd’s Register of British and 
Foreion Shipping consider the subject, that they have issued 
proposals for the consideration of Shipowners and others. The 
following are those which bear upon the compass :— 


(1). POSITION OF DYNAMOS AND OF ELECTRIC MOTORS.— 
Dynamos and Electric Motors should be placed as far as possible from all 
compasses, and should be at least 30 feet from the standard compass. 

(2). CABLES.—In vessels fitted with continuous current dynamos, and 
wired on the single-wire system, no single cable should be carried within 15 
feet of any compass, and cables conveying a heavy current should be fixed at 
still greater distance. If it is necessary to fix the cables within this distance, 
then for all parts of the vessel lighted from this cable the double-wire system 
should be adopted, the return wire being carried as near the flow as possible 
in the vicinity of the compasses. 

(3). ADJUSTMENT OF COMPASSES.—The compasses should be ad- 
justed with the dynamo not working, after which the vessel’s head should be 
put upon the different courses, with the dynamo running at full speed, and on 
each course the indications of the compass should be noted with the dynamo 
running with open circuit and with all possible combinations of the current 
switched “on” and “off” all circuits passing near the compasses. These 
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indications should be compared with those obtained with the dynamo stopped, 
and any serious deflections of the compasses remedied before the vessel sails. 
In vessels wired on the “double-wire” system this is not so important as in 
those wired on the “single-wire” system, but at least the effect should be 
tested of the dynamo running with open circuit. 

It is evident from the suggestions in (3) that if the adjuster 
carries them out faithfully—as he should do—he has his work 
cut out for him. This question of Electric Lighting should be 
looked into at the time of preparing the specification for a new 
vessel, or at the time of contracting for an installation in the 
case of an old one. It is no use waiting till the Dynamos have 
been put in position and the bunches of wires cased in. Let 
Navigators bear this in mind, and take Time by the forelock. 


REMEMBER 


THAT HOWEVER WELL A COMPASS MAY BE ADJUSTED, OBSERVA- 
TIONS FOR DEVIATION SHOULD BE MADE EVERY WATCH AS A 
MATTER OF ORDINARY ROUTINE. SPECIAL OBSERVATIONS SHOULD 
BE MADE AFTER ANY CHANGE OF COURSE EXCEEDING ONE POINT. 
IT IS NOT POSSIBLE TO COMPENSATE “RETAINED” MAGNETISM, 
AND IN SOME SHIPS THE DEVIATION FROM THIS CAUSE IS VERY 
LARGE, 


CHAPTER XViLI. 
SHAPING THE COURSE. 


At first sight this seems a simple enough affair; and yet there 
are often, if not always, many matters of moment which require 
due deliberation before the actual Course to be steered can be 
given to the helmsman. 

Until within a recent period, the Course was set to the nearest 
quarter point; and with short junks of vessels—which, especially 
when running, yawed a handful of points either way—this was 
near enough, perhaps; but the old “ three-handled serving mallet ” 
has given way to the “ Four-Poster.” The high-pressure naviga- 
tion of to-day demands much greater precision; and, in large 
steamers at all events, the Course is now rarely given otherwise 
than in degrees. Indeed, some of the new pattern compass-cards 
are so graduated as to leave it no longer optional. 

To the man unaccustomed to it, this steering to degrees seems 
rather absurd, as he is almost certain to regard it as a vain striving 
after the impossible. But when he discovers that, day after day, 


the long and finely-modelled vessels of present build actually 


make the desired Course, his unbelief gives place to astonishment, 
and he is fain to admit that the world progresses. 

To conduct a vessel from one place to another, when out of 
sight of land, involves a knowledge of the TRUE CouRsE, the 
Correct MAGNETIC CourRSE, and the Compass CouURSE. 

The TRUE CounsE is the angle made with the meridian by a 
straight line on the chart, drawn to connect the ship’s position 
with the place bound to. This angle is readily ascertained, after 
the manner already described, by means of the Protractor, Field’s 
Parallel Ruler, or the common ebony one (the latter being used 
in conjunction with the trwe compass diagram on the chart); 
also by calculation. 

The Correct MAGNETIC COURSE is derived from the True 
Course by applying to it the Variation at place of ship, which 
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may be obtained with accuracy from the Magnetic Chart of the 
World. Easterly variation is applied to the left, and westerly 
variation to the right of the true course. Thus, if the TRUE 
CouRsE is North, and the variation is 20° Easterly, the CoRRECT 
MAGNETIC CoursE would be N. 20° W. 

THE Compass CouRSE, or course to steer, is found by applying 
the Deviation to the CorrEcT MAGNETIC CouURSE—Kasterly to 
left, and Westerly to the right, just as you would with Variation. 
Consequently, when these two elements in the Course are of the 
same name, they are to be applied in the same direction, and 
vice versd. 

But to hark back for a moment to the CoRRECT MAGNETIC 
CoursE. This very convenient term was introduced by an 
acknowledged high authority—the late Mr. J.T. Towson. Being 
concise, and not admitting of ambiguity, it has met with ready 
acceptance by a large majority of thinking men, but the minority, 
and some of the loose-jointed, slipshod members of the profession, 
think the first word unnecessary, and that it would be an ad- 
vantage to drop it. With this the writer does not agree. 

Presumably everyone will admit that the mariner’s compass is 
a magnetic instrument, and that by its aid he can steer a 
magnetic course of some kind, whether correct or incorrect. 

Again, if anyone—even of the loose-jointed persuasion—will 
only just consider for a minute or two, he will see that a compass 
course is of necessity a magnetic course. What else can it be ? 
But it by no means follows that it is a “correct” magnetic 
course. As a fact it can only be so when there is absolutely no 
Deviation. A well-made compass in a wooden ship, without a 
particle of iron on board, either in her construction, equipment, 
or cargo, and beyond the influence of “local attraction,” might 
be relied upon to point CoRRECT MAGNETIC; so also (approxi- 
mately), and only for a short time, might a scientifically devised 
and fully compensated compass in an iron vessel. 

Somcthing therefore is wanted to prevent the confusion which 
must necessariy exist in the use—especially by partially educated 
men—of the terms magnetic course and compass course, since it 
has been shewn that they are properly interchangeable, and 
therefore indefinite. It has also been shewn that the expression 
“Magnetic Course” is both illogical and meaningless. 

Now, the simple prefix “ correct” serves the purpose admirably, 
and makes clashing impossible. Its meaning is unmistakable, 
and as an argument for its unanimous adoption, it may be said— 
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and this is of some importance—that no one yet has alleged any 
substantial reason to the contrary. 

It is usual to speak of Easterly Variation and Deviation as 
plus (+), and of Westerly Variation and Deviation as minus (—). 
Thus, if the Correct MaGcnetic Course is N. 20° W., and the 
Deviation is — 20°, the Compass CouRSE would be North. 

This manner of distinguishing the name of the Variation and 
Deviation by the plus and minus signs, though purely arbitrary, 
is convenient when one has become accustomed to it. Thus, in 
the example just given, we have North for the TRUE CourssE, 
with + 20° of Variation, and — 20° of Deviation: since, as 
Algebraists are aware, these two quantities neutralize each other, 
being equal in amount, but of opposite names, it is evident that 
the Compass COURSE must be North, or the same as the TRUE 
COURSE. 

As a further illustration, let the TRUE CouRSE be N, 40° E., 
the Variation — 38°, and the Deviation + 8°. Then, taking their 
difference (being of contrary names), we have — 380° as the 
remainder ; or, in other words, the correction is 30° Wly., which 
makes the Compass CoursE N. 70° E. 


Variation ... =. =. -— 88° Being of contrary names, 
Deviation ..... + £89 take their difference. 

Correction . . . . . - 380° Apply to the right, being Westerly. 
True CougnsE . . . . N.,. 40°. E. 

Compass CoursE. .. N. 70° E. 


The tyro must guard against the mistake of using the prefixes 
plus and minus in their arithmetical sense, since in the process 
just described, a minus correction, though subtractive in the 8.E. 
and N.W. quadrants, is additive in the N.E. and S.W. quadrants.* 

To give a case where the Variation and Deviation have the 
same sign, and consequently act in unison, let the TRUE CouRSE 
be S. 75° W., the Variation + 24°, and the Deviation + 6°; the 
Correction would be + 30°, making the Compass CourskE S. 45° W. 


Variation .... . + 24° Being of same name, add 
Deviation .... . + 46° them together. 

Correction . . . . . + 30° Apply to the left, being Easterly. 
PP RUR OURS ttt. ce ek 20% Ws 

Compass CouRsE .. SS. 45° W. 


* The reader will remember that when the daily rate or the accumulated error of a 
chronometer is marked with the prefix +, it means that the one is gaining, and that the 
other is fast, and nof as an indication that they are quantities to be added. 
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In all iron vessels, and indeed in most wooden ones (since the 
compasses, even of the latter, are seldom altogether free from the 
influence of iron), the above “rendering down” of the TRUE 
CouRsE into the Compass CouRSE is absolutely necessary. 

The above is sound so far as it goes: nevertheless there is a 
flaw which might escape detection if attention were not drawn 
to it. Where the compass is wncompensated, or where the devia- 
tions of an imperfectly compensated compass happen to be large, 
the Navigator is embarrassed by the fact that there is often a 
large difference in the amount of deviation employed to shape a 
course, as compared with that employed to correct a course 
already steered. In other words, when a ship’s head is, say, North 
correct magnetic, it probably points in a very different direction 
to what it does when her head is North by compass. Now, if 
the deviation be ascertained when ship’s head is in each of these 
two positions, it will not be found the same; hence the amount 
to be applied to change a compass course into a correct magnetic 
course will be less or more than that employed in the reverse 
operation. 

This will be apparent when it is remembered that the magnetic 
influences at work on the compass vary with the precise direction 
of the ship’s head. Let us imagine a case. With ship’s head 
North, by wncompensated compass, the deviation is 3 points 
westerly. Her head, therefore, is really N.W. by N. correct 
magnetic. But we want to know what the deviation is with her 
head pointing North, correct magnetic. She must therefore be 
turned 38 whole points to the right—not by compass, but actually 
8 points. Now this turning of the ship to so great an extent 
will bring stronger or weaker influences to bear upon the com- 
pass than before, with the result that the deviation will be quite 
different: in fact, though we know the ship to have moved 
exactly 3 points to the right, the compass might make it appear 
that she had moved only two points, or, on the other hand, that 
she had moved as many as four points. In all compass work, 
therefore, it is important to realize the distinction between the 
direction of ship’s head by compass, and ship’s head correct 
magnetic. The two directions may differ by many—not degrees 
but—points. 

Referring back to the two figured examples, it will now be 
noticed that, although the amount of deviation is specified, the 
reader is not informed whether it was ascertained with ship’s 
head on a certain point by compass, or with ship’s head on same 
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point correct magnetic. In each of the examples, the deviation 
is so small that the difference would probably be insensible: but 
with uncompensated compasses it would be otherwise, and some 
plan would have to be adopted for the conversion of correct 
magnetic courses into compass courses, and the contrary, as might 
be required. 

There are many modes of doing this. 

1, Napier’s diagram, with which all certificated officers are 
familiar. 

2. Arch. Smith’s “straight line” method, which may be likened 
unto a ladder with the rungs at various angles. 

3. A compass card, its circumference lying ? of an inch or so 
within an outer circle representing the correct magnetic 
points of the compass. ‘Towson shews this on page 29. 

Of the three, the writer much prefers Arch. Smith’s method, 
as any fellow can easily construct it for himself; whereas it 
requires a man who has lived in the same street with a draughts- 
man to produce the others. 

In the case of the method advocated, it is convenient to con- 
struct two distinct ladders—one to shew the rungs starting from 
the whole points corr. mag., and arriving where they may on the 
compass side; the other to shew the rungs starting from the 
whole points by compass, and fetching across where they may on 
the corr. mag. side. 

Now that adjustment, having outlived prejudice, is universally 
resorted to, these contrivances are hardly wanted; all the same, 
it is well to know and understand them. 

To construct Arch. Smith’s method, draw 3 columns (4 vertical 
lines) side by side, each about an inch in width. Leave the middle 
one blank. Divide and rule the right and left columns each into 32 
parts, and write in rotation the points of the compass, beginning 
both sides with North at top. Head the left column “ Compass 
Course,” and the right column “Correct Magnetic Course.” Then, 
if the deviation has been determined withship’shead on each whole 
point by compass, connect the points on the left with the degrees 
on the right according to the amount of deviation. For example, 
if, with ship’s head North by compass, the deviation is + 6°, the 
line (or rung) would start from North on the left, and be drawn 
slantingly across to N. 6° E. on the right. 

Or if, with ship’s head North correct magnetic by Pelorus (see 
page 135), the compass deviation is + 10°, the line would start 
from North on the right, and be drawn across to N. 10° W. on 
the left, and soon. Rule a form for each. 
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The navigating outfit of a foreign-going vessel is incomplete 
without a Magnetic Chart of the World. The Admiralty publish 
one, giving single degree curves of equal Variation,* and many, 
if not all, of their Ocean Charts give the curves for every fifth 
degree. On the first-named, which is now issued for the year 
1895, there is a chartlet shewing the annual change in the 
Variation. A knowledge of this change is important, as in many 
parts of the world it is very rapid, and after a few years the 
correction becomes quite a consideration. Thus, on the North 
Coast of Ireland the Variation is decreasing at the rate of about 


1° in seven years, which soon mounts up; and in the English 
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Channel the rate is about 1° in eight years. In some localities 
the Variation is nearly stationary, and in others it is increasing. 

Pilots are not always acquainted with this peculiarity of terres- 
trial magnetism, and, in consequence, many of the old ones give 
courses which may have been the correct thing when they were 
apprentices, but are so no longer. For example, quite recently a 
very experienced channel pilot gave the correct magnetic bearing 
of the South Foreland lights when in one as W. by N., though in 
reality it is now little better than W.4 N.; and on being told so, 
said he was certain he was right, as he recollected hearing it thus 
given since he was a boy, and he was not aware that the light- 
houses had ever been moved from their original places. 

Where there is a wide expanse of shoal water, and only a 
narrow channel, half a point in thick weather or at night may 
just make all the difference between danger and safety. Ina 
run of only ten miles it would throw the ship one mile out of 
her proper course. 

Certain cheap and useful almanacs, much in favour with 
coasters, contain tables of Channel Courses; but it is evident, 
from what has just been stated, that in a comparatively short 
time these tables must need revision. A man with a chart does 
not require such dry nursing, and a ship navigated without one 
is not safe. 

There are parts of the world, also, where a trifling change in 
the ship’s position means a comparatively large change in the 
amount of Variation. These localities are easily recognised on 
the Magnetic Chart by the crowding together of the Variation 
curves; and when the ship’s track happens to lie across these 
curves, it is necessary to be more than usually careful with the 
compass course. 


* These are termed ‘‘Isogonic Curves.” 
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Between Nantucket and Cape Race, for example, an Atlantic 
“Greyhound” will increase the Variation as much as 12’ in a single 
day’s run; and a want of due appreciation of the rapidity of 
change, through not having a Variation Chart, has probably 
been one of the causes which formerly led to so many cases of 
stranding in this neighbourhood. When shaping a course in 
such a locality, it is advisable to measure off on the Magnetic 
Chart the probable run during the ensuing 24 hours, and so ascer- 
tain the change which will take place in the amount of the 
Variation in that time; then alter course every “four bells” or 
“eight bells” to the required extent. Supposing the change of 
Variation in a day’s run to be 12°, it would be properly met by 
altering the course 1° every two hours. ‘This is a long way 
better than employing the mean value of the Variation at both 
ends of the run, and steering one course throughout. 

It is evident that if this last mentioned and more common plan 
should be pursued, the vessel’s track will be actually a curve 
instead of a straight line’ and if the course should happen to be 
a “fine” one, set to pass within a few miles of an outlying shoal, 
this loose manner of doing it might lead to disaster in those cases 
where the convex or outer side of the curve chanced to lie on the 
same side as the danger. 

Sometimes, when steering on a Great Circle track, the Variation 
accidentally alters in the,same proportion as the TRUE CouRsE, 
so that there is no necessity for changing the Compass COURSE 
as long as this condition prevails. 

The reader now comes to a point demanding special attention. 
At first it may be a little difficult to understand, but its import- 
ance will not allow it to be overlooked. It has reference to this 
periodical changing of the course in accordance with the increase 
or decrease of Variation as the vessel progresses, and the bothering 
effects of “Retained” magnetism. Many iron steamers bound to 
New York have got ashore at various times on the “Georges” 
and Sable Island, when those in command thought they were 
well to the southward. An -unusual set of current generally 
gets the blame in these cases ; the writer hopes to make it clear, 
however, that current was not necessarily the cause of the 
stranding, though it may sometimes have contributed to it. A 
number of petty things, when acting in the same direction, will 
produce a large effect; therefore it is necessary to notice those 
which, taken by themselves, would be seemingly trivial. 

By consulting the Magnetic Chart, it will be seen that the 
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amount of variation on the coasts of New England and Nova 
Scotia changes very rapidly in a short distance. Now a careful 
navigator would undoubtedly allow for this by steering a more 
southerly compass course as the Westerly Variation decreased ; 
but he might lose sight of the fact that this change of course— 
small as it might be—would probably cause almost a proportion- 
ate increase in the Lasterly Deviation of his compasses, and thus 
counteract the effect he desired to produce. 

It has been shewn in a previous chapter that compasses, when 
under the influence of “ Retained” magnetism, always hang back 
in the direction of the last course. Now, in vessels crossing the 
Atlantic, this effect is very marked when, near the end of the 
passage, they come to be put upon Northerly or Southerly 
courses; and badly placed compasses, which may be nearly 
correct, say on West, speedily acquire a large + error as the 
course is changed towards the South, and a — one as it is changed 
towards the North, on points where previously no error existed.* 
This error may grow with such rapidity at every change in the 
course as very nearly to equal the amount of that change, and 
thereby frustrate its intention. 

The neutral line which separates the + and — Deviations con- 
sequent on “ Retained ” magnetism, may be termed the “ Critical 
point;” and, for Trans-Atlantic steamers, it is about Kast going 
one way, and West when going the other. 

Near the termination of the Eastern passage the “ Retained ” 
magnetism causes a minus error on Southerly courses, and a 
plus one on Northerly courses, Reverse this for a west-bound 
ship. 

After a straight run of several days, it is not uncommon, when 
the compass is badly placed, to find the Deviation increase fully 
half a degree for every degree of alteration in the compass 
course. For example, on W. by S. 4 S. (by compass) let the 
Deviation be half a point easterly ; but if the course be altered 
to W.S.W. (by compass), the Deviation will probably increase to 
three-quarters of a point. ’ 

In the first case, the actual direction of the ship’s head (correct 
magnetic) would be W. by §.; and in the second case it would 


* Iron is now so much used for deck-fittings of all kinds, that it is often extremely 
difficult to hit upon even a fairly good place for the compasses. A subject of such vital 
importance, however, should have the best attention of both owners and builders when 
the vessel is being designed. No matter how skilful the Adjuster, or how well made the 
compass, the latter cannot act satisfactorily, if recklessly placed in the vicinity of large 
bodies of iron. (See chapter on Compasses). 
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be only W. by 8. 4S. (correct magnetic), or a quarter of a point 
more to the southward, though by compass apparently half a 
point to the southward of the original course. This is one of 
the great evils of a badly placed compass; and if, in addition 
to this drawback, the adjustment be of an indifferent character, 
the evil will be augmented; and when, to the direct effect of the 
“ Retained” magnetism just mentioned, is added the swing of the 
card produced by the incessant and perhaps violent motion of the 
ship—which, vn rts turn, allows the magnetic disturbing force to 
act wpon the needle at angles which are constantly varying—to 
make a good course is clearly a hopeless matter. Under such 
circumstances the unfortunate Quartermasters too often get 
roundly rated for careless steering, when the truth is, the best of 
helmsmen would be puzzled to keep the ship’s head straight on 
any course for even two minutes at a time. 

It follows that the navigator, when hauling to the Southward 
in the locality named, should bear in mind this tendency of the 
ship to hang to the Westward, and make ample allowance for it, 
according to existing circumstances. If sun, moon, or stars be 
visible, azimuths will speedily tell him the true state of the case; 
but if these are not available, there is nothing like the Deep-Sea 


Lead, which, on the Eastern coasts of the United States, may be 


depended upon as a reliable guide to avoid danger. 

We now come to Great Circle Sailing. Most people sturdily 
refuse to admit that a curve joining any two places constitutes 
a shorter distance between them than a straight line would; and 
in this they are perfectly correct. A straight line 2s the shortest 
distance between any two points ; and it is because the opposite 
idea is conveyed—unintentionally, of course—by an imperfect or 
badly put explanation of Great Circle Sailing, that there are still 
sailors who refuse to believe in it; or if otherwise, it is solely 
because they have a vacue idea that the distance is lessened on 
account of the degrees of longitude being shorter in high lati- 
tudes, forgetting that to arrive at these short degrees of longitude, 
additional degrees of latitude would have to be sailed over. As 
a matter of fact, the short degrees of longitude have nothing to 
do with it. When the Great Circle track is laid down on a 
Mercator’s Chart, and compared with a straight line* ruled be- 
tween the same points, it certainly does seem odd to be told that 
the curved track is the shorter of the two, and that to sail on the 


* This straight line is known as a Rhumb line, or Loxodromic Curve. 
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straight line (as laid down on the chart) would be to go over 
unnecessary ground. ; 

The key to the puzzle lies in the fact already stated, that a 
chart on Mercator’s projection gives a distorted representation of 
the earth’s surface ; and its construction is such, that the shortest 
distance between any two points on the globe is represented, not 
by a straight line, but by a certain curved line termed a Great 
Circle, or Orthodromic curve, which, if carried round the world, 
would divide it into two equal portions, and whose plane would 
in every case pass through its centre. The only exceptions to 
this rule are those where the straight line on the chart happens 
to coincide with the equator, or with a meridian, since both these 
are Great Circles in themselves. It follows, with these excep- 
tions, that a straight line between any two places on a Mercator’s 
chart is always a round-about route, being more so in polar 
regions than in equatorial ones. 

This is easily put to a direct and simple test by means of a 
good terrestrial globe, say two feet in diameter, and a general 
chart of the North Atlantic on Mercator’s projection. Let it be 
required to find the shortest possible distance between the light- 
house on the island of Inishtrahul, off the north coast of Ireland, 
and that on Belle Isle, at the entrance to the straits of the same 
name. 

On the globe, at each of the places mentioned, drive in a 
common brass pin, and stretch a piece of fine silk thread tightly 
from one to the other.* Everyone will admit readily enough that 
this thread marks the shortest possible road between the two 
places; there can be no doubt of that. This, then, is the required 
Great Circle track, and if carried right round the globe, would 
be found to divide it exactly in half. SMALL CrRCLEs, on the 
other hand, divide the earth into two wnequal portions, and in 
consequence their planes cannot pass through its centre. Now 
examine the angle the thread makes with the various meridians 
it crosses, and in each case the angle will be seen to be different, 
shewing that on a Great Circle the TRUE COURSE 7s continually 
altering. 

Next measure with care the exact latitude in which the thread 
cuts each of the meridians on the globe, and prick off on the 
chart the several positions thus ascertained. Connect them in a 
free-hand by pencil lines, and it will be seen that the nearest 


* What do carpenters when they wish to mark a perfectly straight line between 
two points # 
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distance between Inishtrahul and Belle Isle is represented on the 
chart by a curve, differing very widely from the straight line 
drawn between the two places on the same chart. Next, by way 
of proof, try what the straight line on the chart looks like when 
transferred to the globe: so just reverse the last process, and prick 
off on the globe the latitude of the straight line where it cuts the 
meridians on the chart. Drive in a pin at each such point; and 
from one to the other, and on their southern or convex side, stretch 
a second piece of thread, and it will be seen with half an eye that 
the straight line on the chart is actually a round-about one when 
laid down on the globe. This will be made still more apparent 
by removing the intermediate row of pins last inserted, when 
the second thread will become quite slack, which could not be 
the case if it had been the measure of the shortest distance 
between the places.* 

A ship navigated on the straight-line course of the chart, 
never has her head in the exact direction of the port bound to 
until vt is in sight. On the other hand, a vessel’s head, when 
following the Great Circle track, is all the time pointed exactly 
towards the port bound to. If it were only possible at starting 
to see her destination from the masthead, and the ship was steered 
unswervingly for it, she would, in such a case, be sailing on the 
Great Circle between the two places; and it would be found by 
a series of azimuths, taken as the voyage progressed, that the 
TRUE CouRSE—or, in other words, that the angle her track made 
with the meridian—was continually changing, though the abso- 
lute direction of the ship’s head did not vary a single degree from 
first to last. But if the vessel were navigated on the Mercator’s 
course, it would be seen that, at starting, her head pointed con- 
siderably towards the equatorial side of the port bound to, and 
only turned gradually towards it as the voyage progressed. 
Azimuths taken from time to time would shew no change in the 
TRUE COURSE. 

This will, perhaps, be better understood from a consideration 
of the fact that the Mercator’s track cuts all the Meridians at the 
same angle; and since on the globe these meridians are not parallel 
to each other, it follows that, to enable this condition to be ful- 
filled by the ship, she must pursue a circuitous route.. The saving 
in distance is not always the only advantage gained by Great 


* For the purpose of actual demonstration on the globe, the distance in this example is 
rather small. The principle would be better shewn by a similar comparison of the 
Mercator and Great Circle tracks between Cape Horn and the Cape of Good Hope, or 
from the latter place to Hobart Town, Tasmania. 
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Cirele sailing. It often happens, in a sailing ship especially, 
that a foul wind, according to the Rhumb or straight line course, 
is actually a fair one. Raper says :— 

“Indeed it is only on laying down the Great Circle, which 
alone shews the real direction of the port, that it can be decided 
whether the wind is foul or not for a distant port.” 

Take, for instance, the case of a vessel bound from Quebec to 
Greenock or Liverpool. ‘lhe true course and distance by chart 
from Belle Isle lighthouse to Inishtrahul lighthouse is N. 83° E., 
1,722 miles; but the distance on the Great Circle is 1,690 miles, 
or 32 less; whilst the course at starting is N. 634° E., or 194° 
more to the northward. Now, if a sailing-ship, on clearing the 
Strait, has the wind at E. 4 N., it would at first seem immaterial, 
on looking at Mercator’s chart, which tack she was put upon ; 
but if placed on the starboard tack, she would lie up within 34 
points of the true direction of her port; whilst, if placed on the 
other tack, instead of approaching her port, she would be actually 
going away from it. . 

The following is a still better example of the advantage gained 
by Great Circle sailing. It is taken, by permission, from a first- 
class practical Epitome of Navigation, written by Captain William 
C. Bergen, of Sunderland :— 

“Given the ship, off Flinders Island, Bass Strait, in lat. 40° 0’ 8., long. 148° 


30’ E., bound to Callao, in lat. 12° 4’ 8., long. '77° 14’ W. It is required to 
compare the Great Cirele and Mercator’s tracks. 


TO COMPARE THE COURSES. 


The Mercator course is E. by N. ¢ N., and the first Great Circle course is 
S.E. 4 E.; the difference, therefore, 4? points. Suppose the wind to come 
from E. by N. ¢ N., that is, right ahead by the Mercator track. To a person 
ignorant of Great Circle sailing, it would appear a matter of indifference, so 
far as the wind was concerned, on which tack the vessel were put. Suppose 
one vessel to be put on the starboard tack, and that she could make a course 
good six points from the wind. Then her course made good would be N. # E., 
which differs from the Great Circle course 10? points, and the vessel would 
lose 50 miles in the first 100 sailed. 

Suppose another vessel to be put upon the port tack. Then her course 
made good would be S.E. #8. that is, within 1} points of the first Great 
Circle course, and she would gain 97 miles in the first 100 sailed. 

The two ships sail each 100 miles, and one is 50 miles further from her port 
than when she started ; the other is 97 miles nearer than when she started ; 
thus, in this case, making a difference of 147 miles in less than one day’s sail 
in favour of Great Circle sailing. 

Again, suppose the wind to come strong, say half a gale, from the N. ? E. 
Then the vessel on the Mercator track would lie her course, but she would he 
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close-hauled, and it would be necessary to reduce sail in order to ease the 
vessel, so that she would be forging ahead at the rate of from 1 to 3 miles an 
hour, and at the same time making from 2 to 4 points leeway ; but the vessel 
on the Great Circle track would have the wind on the quarter, she would 
carry double-reefed topsails, mainsail, and jib, and would be going at the rate 
of from 6 to 8 miles an hour. 

Again, suppose the wind to increase to a heavy gale from the North, and 
cause a high sea. Then the ship may run South until the fury of the gale is 


spent, and she will at the same time gain 63 miles in the first 100 sailed. 
EH KEKKRES 


To COMPARE THE DISTANCES. 


The distance by the Mercator track is 7321 miles, and that by Great Circle 
is 6772 miles, which therefore is shorter than the Mercator by 549 miles, and 
it therefore should be adopted, if polar regions, land, shoals, winds, and currents 
will allow.” 

When these two tracks are at their greatest point of separation 
they are about 1500 miles apart, and it will be readily understood 
that this may mean a very different state of things in regard to 
winds, weather, and currents. This is strikingly exemplified in 
the example just given, in which everything is in favour of the 
Great Circle track. 

It is also shewn on the route between Liverpool and Phila- 

delphia. To follow the Great Circle track on this voyage, the 
vessel must leave by the northern branch of the Irish Channel, 
which, being shorter than the other, is of course much sooner 
cleared. The time occupied from land to land by a fast steam- 
ship is less than four days, a circumstance in itself very reassur- 
ing to passengers, who, when they see Cape Race, consider the 
dangers of the voyage as practically at an end. The weather is 
undoubtedly less stormy, though perhaps a trifle colder than that 
experienced in the trend of the Gulf Stream. Should any rota- 
tory gales be crossing the Atlantic, the chances are greater for 
the ship being on their easterly wind side. Fewer vessels are 
met with, and consequently less risk of collision: and lastly, the 
adverse current of the Gulf Stream is completely dodged by 
getting inshore of it at Cape Race, from which point, down in- 
side Sable Island, to the Delaware, there is nearly always a 
favouring current, and much less sea in the North-West gales, 
Unfortunately this route, from the liability to encounter fog and 
ice at other seasons, is only safe during the late autumn and 
winter months. 

There are many modes of calculating the data for Great Circle 
tracks, but all are tedious, more or less; and it is very desirable 
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that there should be some graphic method of doing this, so as to 
enable the navigator to see at a glance whether it is practicable 
or not, also what winds and currents he may expect by following 
it. This desideratum has been well supplied by Captain W. C. 
Bergen, already referred to, who some years ago published a very 
admirable series of Great Circle track charts. These are so con- 
structed, that a straight line drawn on them between any two 
places, represents the required Great Circle track. 

Once satisfied, by reference to these useful charts, of the advisa- 
bility of the route thereon indicated, the track should be trans- 
ferred for greater convenience to a Mercator’s chart of larger 
scale; this is usually done by measuring the latitude of the 
straight line where it is intersected by the various meridians, and 
pricking off on the working sheet the points thus ascertained. 
When the meridians are only drawn at every 10th degree of longi- 
tude, this is scarcely sufficient for accuracy ; in which case the 
latitude and longitude of the line, at as many intermediate points 
as may be deemed necessary, should be determined and trans- 
ferred in the same manner. By connecting these points in pencil, 
the Great Circle track, as shewn on a Merecator’s chart, is at once 
obtained, and that, too, by a very simple operation, which need 
not occupy more than a few minutes, and is familiar to everyone. 
A protractor of novel construction is supplied with each chart, 
for laying off the course at any part of the route; and the in- 
structions for its use are very plain, so that the navigator can 
please himself as to how he does it. 

The principle upon which Captain Bergen has constructed his 
charts has been fully endorsed by the late Astronomer-Royal, and 
other eminent mathematicians. For laying down Great Circle 
tracks, it may be said with confidence that there is nothing half 
so handy as these charts, and their very low price places them 
within reach of all. 

Another important point in connection with this subject here 
presents itself. It must not be overlooked that, as the Great 
Circle track is the shortest possible, there must be another on its 
polar side equal in length to the Mercator’s track; so that, if 
from any cause it should be deemed expedient to adopt this last 
route, or if forced on to it by head winds or obstructions, it is 
consoling to know that, though to the eye it is apparently a 
terrible round, such is not really the case, or at all events, that it 
is not more so than the Mercator course. 

One lesson to be derived from the foregoing is, that when in 
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doubt for the moment as to the tack to go upon with a head 
wind, no very great harm can be done by putting the vessel on 
the one which lies on the polar side of the Mercator cowrse. 

The principle of Great Circle sailing may be made yet plainer 
by a consideration of the following case. Suppose three very 
lofty mountains—each 100 miles apart from the other—to be 
situated in some high latitude, such as Scotland, or Tierra del 
Fuego; and that an observer on the most eastern summit found 
that all three peaks lay precisely in the same straight line; and 
that the true bearing of that line, as measured from his own 
meridian, by careful theodolite observations of the heavenly 
bodies, was exactly West (90°). If this same observer next 
ascended the most Western peak, he would of course find, on 
looking back, that the three mountains were still in line as before ; 
but on taking their true bearing from this new position, he would 
now discover that instead of its being due East—the exact reverse 
of what he obtained at the first station—it would be about E. 24° 
N.* if in Scotland, and E. 24° 8S. if in Tierra del Fuego. The 
explanation is, that each bearing was measured from a different 
meridian; and as these meridians on the globe do not run parallel 
to each other, like they are made to do in the construction of a 
Mercator’s chart, it follows that the true bearings could not pos- 
sibly be the reverse of each other, as one unlearned in such 
matters would imagine they ought to be. This accounts for the 
courses at each end of a long Great Circle track being so very 
different to each other. 

In the comparatively short one between Belle Isle and Inish- 
trahul, the true course at starting from Belle Isle is N. 634° E.; 
but the true initial course from Inishtrahul is N. 77° W. On the 
other hand, the construction of Mercator’s chart is such that the 
true course between any two places is the same at starting as at 
the finish, or at any intermediate point. In the case just men- 
tioned, it is N. 83° E. in the one direction, and 8. 83° W. in the 
other, or the mean of the two initial Great Circle courses. 

To revert to the three mountains: If the observer were a sur- 

* Quite a feat has lately been performed in California by the United States Coast 
Survey. With the aid of an instrument known as the Heliograph, which reflects the 
sun’s rays in the required direction, the reciprocal true bearings of Mount Helena and 
Mount Shasta were easily obtained, though the observers were 192 miles apart. This is 
the longest connection of the kind yet made. 

The largest triangle in our Ordnance Survey has one angle at Snowdon (3,562 feet above 
H.W.S.) in Wales, another on Slieve Donard (2,796 feet) in Ireland, and a third at Sca 


Fell (3,092 feet) in Cumberland. Each side is over 100 miles, and the ‘‘ spherical excess ” 
is 64”. 
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veyor, and it was his duty to lay their positions down on a 
Mercator’s chart, he would first ascertain very accurately the 
latitude and longitude of each, and then prick off these positions 
on the chart. 

One not acquainted with chart construction would suppose that, 
if in nature the mountain peaks existed all in the same straight 
line, they would do so also on the chart; but it would not be so. 
If correctly laid down according to their ascertained latitudes 
and longitudes, they would form a curve, the centre one lying 
considerably on the polar side of a straight line joining the 
other two. 

This again goes to prove that the Mercator’s chart depicts 
falsely the geographical features of the earth, but here disparage- 
ment ends, for of all the known projections it is the one best 
suited to the general requirements of the navigator. 

By Bergen’s charts, ComposITE Great Circle sailing is rendered 
quite simple; they have, moreover, the advantage of shewing at 
once whether the preference should be given to it or to the strict 
Great Circle. A pamphlet containing a full explanation of the 
different applications of Great Circle sailing accompanies each 
chart. 

In the chapter entitled “Star Pilotage,” an effort is made to 
engraft upon the mind of the reader that an Azimuth Circle is a 
Great Circle, but as the chapter in question was getting spun out 
rather more than seemed desirable, it was left to the present one 
to give a practical and convincing proof of the truth of the 
statement, and to shew how advantage may be taken of it. 

Open Burdwood’s Tables at page 305, and ascertain therefrom 
the sun’s true azimuth with following data :—Lat. of ship 60° N., 
Declin. 28° N. App. time at ship, 5hrs. 48m, p.m. The answer 
is N. 80° 31’ W. 

Next, ignoring winds, currents, and intervening land, ascertain 
the initial Great Circle Course between Bergen in Norway (lat. 
60° N., long. 5° E.) and Havana (23° N., 82° W.), so famous for 
the soothing weed of Cuba. You can do this by any method you 
like best, and, in passing, it may be said that there is no end of 
ways. If you work correctly, the answer will be N. 804° W., or 
identically the same as the swn’s true Azimuth in the preceding 
half of the experiment. 

Therefore, to find Great Circle courses by the Azimuth Tables, 
you have only to regard the Latitude of the port bound to as 
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Declination, and the difference of Longitude, turned into time, 
as the hour angle. The latitude of ship you take from the top 
of the page as usual. 

It will be noticed in this example that the difference of Longi- 
tude between Bergen and Havana is 87°, equal to dhrs, 48m. 

This is a “ Wrinkle” worth knowing, as it very much simplifies 
the determination of G. C. courses, and, seeing the number of 
Tables and other contrivances * now published for expeditiously 
finding the true azimuth, it makes the whole business “as easy 
as falling off a log.” 

But we have not yet quite done with this interesting problem. 
The distance by G. C. sailing is 4,125 miles, and by Mercator’s 
sailing it is 4,340; the difference (215) is not much in so long a 
run, but the difference in the initial course (404°) is remarkable, 
and, as it so happens, it lies on the side the navigator would 
prefer to have it. For example, the initial G. C. course (N. 804’ 
W.) takes right out into open water to the northward of the 
Shetland Isles, whereas the Mercatorial course (8. 594° W.) would 
require the passage to be taken between the Shetland and Orkney 
Isles, perhaps on a dark night, and in the teeth of a “dirty 
South-wester.” 

To impress this thoroughly: let it be understood that if a 
vessel sailed from Bergen and adopted the Mercator’s course, the 
man at the masthead, 2f he could see Havana, would report it as 
nearly 3% points on the starboard bow, and having signed articles 
for a voyage to the West Indies and back, would wonder where 
on earth the ‘Old Man’ was steering to. 

Now, as G. C. sailing is principally of use between places in 
high latitudes, Burdwood’s Tables—-giving the declination only 
to 23°—are not really of much good, and a voyage (Bergen to 
Havana) had to be contrived that would suit them. This being 
so, we must cast about for something better, and in “ Lecky’s 
ABC Tables” we have it. All you have to do is to select in 
Table B a star with a declination near about equal to the latitude 
of the port bound to; whether they are of the same name or 
otherwise does not signify a jot, as will be shewn. 

This time let the voyage be from Bergen to Quebec, and let it 
be intended to enter the Straits by the passage between Belle 
Isle and Labrador. The point aimed at would consequently be 


* Captain Weir’s Azimuth Diagram ; Saxby’s Spherograph ; Towson’s Linear Index ; 
Adams’ Celometer ; Lecky’s General Utility A BC and D Tables, &c. 
2U 
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in 523° N.and 55° W. Looking in the list for a star with about 
this declination, we find Canopus registered as 52°°6 S., which is 
‘the very medicine the Doctor ordered.’ 

Referring to bottom portion of Table B (page 441), we find 
Canopus ready to hand. Now, Bergen is in 5° E., so the differ- 
ence of Longitude is 60°, equal in time to 4hrs. Om. 

The problem then takes this form :— 

Being at Bergen in 60° N., what is the true azimuth of Canopus, 
supposing its declination to be North, at 4hrs. Om. West of the 
meridian ? 

Table A, Lat. 60° + 1°000 
»  B, Canopus - 1512 


- 0°512 


Enter Table C with Lat. 60°, and at sight the true azimuth 
corresponding to 512 is found to be 752°. By the rule at the 
bottom, it is to be named N. and W. The figures are but few, 
and the whole operation need not take three minutes. Next, 
work out (if you know how) the G. C. course from Bergen to 
Belle Isle (lat. 60° N., and long. 5° E., to lat. 524° N. and long. 
55° W.) and it will be found itdentical with above, namely, 
N. 752° W. 

Thus “ Lecky’s A BC Tables” afford an easy method of work- 
ing G. C. courses. * 

To reverse the process, or find the initial course from Belle 
Isle to Bergen: this time you must select a star in Table B, with 
a Declination of 60°, corresponding with the Latitude of Bergen. 
Remember, the star must always represent the port bound to. 
8B Centauri just suits :— 

Table A, Lat. 523° - (page 440) - + 0°752 
» B, 8 Centaur -( ,, 441) - — 71981 


— 1239 

In Table C (page 449), with Latitude 524°, the azimuth will be 
found N. 522° E., which is the first course to steer on leaving 
Belle Isle. The distance between the two given positions is 
19764 miles. The distance, however, is of much less importance— 
it is constant for a full-powered steamer; but the course is con- 
stantly altering, and demands an expeditious way of finding it.+ 

The Epitome methods of working G. C. courses and distances 

* See important article, page 1093 of Naut. Mag. for December, 1895. 

+ In the enlarged Tables, published separately, the Declination is carried to 65°; consequently, 


Great Circle problems in high latitudes can be solved without recourse to the stellar portion of 
Table B, 
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are no doubt rigorously accurate, but they are dreadfully tedious 
and complicated, and the A B © Tables will be found a most 
convenient substitute. It will now be shewn how they can be 
conjured into giving Great Circle Distances as well as Courses. 


RULE FOR THE DISTANCE. 


1. Consider the “True Azimuth” head-line in Table C to 
represent the difference of Longitude between the two places. 
Then enter left-hand column with Latitude of place of departure, 
abreast this, and, under the degrees taken as representing the 
difference of Longitude, take out the tabular value. Prefix the 
sion + or — according to whether the difference of Longitude 


is less or more than 90°. 
Note.—When it exceeds 90° you must use its supplement. 


2. Convert the Initial Course into Time. Then enter left-hand 
column of Table A with Latitude of place of departure as before, 
abreast this, and, under the hours and minutes representing the 
Initial Course, take out the tabular value. Prefix the sign + 
or — according to whether the course is reckoned from the 
elevated or depressed pole. 


3. Add together algebraically the two values found as above. 


4, Enter the Latitude column of Table C with the complement 
of the Initial Course; and, on the line abreast, seek out the value 
agreeing with the sum of those referred to in precept No. 3. 
Over this value, in the head-line marked “True Azimuth,” will be 
found the degrees giving the approximate Great Circle Distance. 
By interpolation it can obviously be taken out to parts of a 
degree. 


Although the method is correct, great accuracy cannot reason- 
ably be expected without careful interpolation. Multiply by 60 
for miles. | 


Taking the Bergen-Quebec example, we have 


Table OC. Latitude 60°, and diff. of Longitude 60° - - + 1°155 
Table A. Latitude 60°, and Course 752° = 5hrs. 3m. - + °440 


—_ 


+ 1°595 


— 


Table C. With 1595 and 144° (compl. of Initial Course) the distance 
is 32° 54’ = 1,974 miles. 
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By way of emphasizing the utility of the A B C Tables, let us 
now take the Bergen-Havana example for Distance. 


Table C. Latitude 60°, and diff. of Longitude 87° - + + 0°105 
Table A. Latitude 60°, and Course 803° = 5 hrs. 22m. + 0°289 


+ 0°394 


Table C. With 0°394 and 94° (compl. of Initial Course) the Distance 
is 68° 47’ = 4,127 miles, which is not far from the truth. 


But all this is somewhat of a digression, and we must return 
to the subject which has given a title to this chapter. 

To allow for a known current or tide when shaping a course, 
is only an application of the “Composition of Forces.” In the 
parallelogram RGSC, the direction SA, in which the ship is steered, 
gives one component; the direction of the current SC is another ; 
and the course made good S@ is the resultant. 

Let P, the port, bear N. 35° E. from S, the ship, whose rate of 
sailing is 8 knots per hour: let the arrow represent the direction 
of a 3-knot current setting 8. 77° E. From S lay off on the 
arrow the hourly drift SC, taking the measurement from any 
convenient scale, say half an inch to the mile. Using the same 
scale, take in the dividers the vessel’s hourly speed; and placing 
one foot at C, the other will fall upon the line SP at the point G. 
Draw the dotted line GC, and rule SR parallel to it; also dot RG 
parallel to SC. The Parallelogram is now complete, and its 
opposite sides are equal to each other. 


By steering in the direction SR=N. 14° E., the vessel will 
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make good her intended course SP, and keep the port all the 
time on the same line of bearing. So long as the angle GSC is 
less than the angle GCS, the current is favouring the vessel—in 
the present case to the extent of half an knot an hour. The 
figure need not necessarily be drawn on the face of the chart; 
the back, or any spare piece of paper, will do equally well; and 
the scale may be anything that is desired. Should the chart scale 
be employed, it will generally be necessary to multiply the vessel’s 
speed and the drift of the current by some convenient factor— 
say 5—so as to get a good working size for drawing the figure. 
If 5 be used, the side CG will equal 40 of the chart scale, and the 
side SC will equal 15 of the chart scale. A protractor, or Field's 
parallel ruler, can be used for laying off the angles. 

From a consideration of the diagram it will be readily seen 
that a fast vessel in channel, when running between any two 
points, is not so much influenced by tide as a slow one. 

In making up the reckoning, leeway and heave of the sea must 
be allowed for according to judgment, as it varies in different 
vessels according to their build; and in the same vessel according 
to her draft and trim for the time being. It depends also upon 
the amount of wind and sea, and the sail carried, so that no fixed 
rule for estimating it can be laid down. The leeway table one 
usually sees in books on Navigation is therefore but of little value. 

There is, however, a somewhat important matter to be con- 
sidered in connection with leeway. Suppose a vessel, on a wind 
heading N.W. by N., under short canvas, and looking up within 
3 points of her port, which accordingly bears north; but, owing 
to its blowing hard, she is making 23 points leeway. Clearly 
this vessel is only making good a N.W. by W. 4 W. course, which 
is 54 points from the direction of her port. Let her speed under 
these conditions be, say 4 knots per hour. Now, if the yards be 
checked in a point or so, and the vessel be kept off N.W. by W., 
she will slip away much faster through the water, and probably 
will make not more than half a point leeway. This keeps the 
course made good exactly the same as before, with the advantage 
of increased speed. Therefore, if you can possibly avoid it, do 
not allow your vessel to sag to leeward by jamming her up in the 
wind. KEEP YOUR WAKE RIGHT ASTERN, unless it be found from 
the bearing of the port that the course made good is actually 
taking the vessel away from it, in which case it is obvious that 
the less the speed the better. 

In Steamers it is often a matter for consideration wees by 
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keeping away in a head wind, and setting fore-and-aft canvas, 
the increased speed will compensate for the extra distance sailed 
over. It may be accepted as a fact, that by keeping away in full- 
powered steamships, there is no advantage gained under ordinary 
conditions of wind and sea. Generally, now-a-days, the sails of 
large steamers are so disproportionate to the size of hull, that 
their propelling effect is but trifling, though their steadying 
effect may be considerable. 

When blowing a gale, however, with a heavy head sea smother- 
ing everything fore and aft, it is probably advantageous to ease a 
fast steamer by keeping off sufficiently to get the fore-and-afters 
to stand with the booms nearly amidships. By this means she 
would take the sea more kindly, and the canvas would keep her 
side down, but she would probably lose in the matter of nearing 
her port. On the other hand, in an under-powered boat of small 
or moderate size, it would undoubtedly be a gain to assist her 
with canvas. Against a strong wind and head sea such vessels 
will do absolutely next to nothing. In addition to want of 
power, their propellers are too near the broken surface water ; 
and being short vessels, they “race” heavily in a head sea, which 
necessitates shutting off steam just at the time it is most required. 

In the long deep-draught vessels of the trans-Atlantic lines, 
pitching is reduced to a minimum, and the screw, from being 
well immersed, has a good grip of the water, and is better able 
to stand up to its work. This is particularly the case in twin- 
screws, owing to their smaller diameter. 

When a steamer is thus kept away under sail, and a port is 
not far distant, a point will be reached when, to avoid losing 
ground, it will be necessary to haul up and steer directly for it. 
The seafaring community are indebted to Captain W. B. Duncan, 
of the Marine School South Shields, for the investigation of 
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the rule for what he proposes to call “Triangular Sailing.” By 
permission it is here inserted nearly verbatim from Bergen’s 
Epitome. 

In the above figure, let S be the ship’s place, P her port ; let the 
arrow denote the direction of the wind, PSA the angle that the 
ship must be kept away in order that the sails may pull; A the 
place where the ship must be hauled up direct to her port; AP 
its bearing at that time; and let the rate of speed in the direction 
SP, SA, and AP, be respectively 5, 8, and 5 knots an hour; 
then we have the following 


RULE. 


Put the rates of sailing in the form of a vulgar fraction, of 
which the numerator is the lesser rate, and the denominator the 
greater rate ;* reduce this fraction to a decimal, find the angle of 
which this decimal is the natural cosine. It will be the angle 
PAB between the ship’s track, SAB when she is kept away, and 
the bearing of the port AP at the time she ought to be hauled 
up for it. 

Taking the preceding rates, we have by the rule g = ‘625000, 
which is the natural cosine of 51° 19’, that is, 44 points roughly. 
Let the ship be on the starboard tack, and her course SAB when 
kept away W.S.W.; then N.W. x W. 3 W. is 43 points from 
W.S.W., and is therefore the bearing of the port when the ship is 
hauled up for it. | 


To FIND THE POINT A ON THE CHART. 


Through S, the ship’s place, draw S.A 4, to represent the course W.S.W. ; 
and through P, the port, draw PA, the bearing N.W. x W.$ W. The point 
where these two lines intersect will determine A. The distances SA and AP 
can then be measured, and the time of going these distances compared with 
the time of going the distance SP. 


By CALCULATION. 


Referring to the figure : In the triangle APS, let SP = 100 miles ; then, by 
Trigonometry, 


SA -SP:.: sine P- sine A. 
AP:SP:.-sine S: sine A. 


* <A Fraction is a quantity which represents a part or parts of an integer or whole. 
A Vulgar (that is, a common) fraction, in its simplest form, is expressed by means of 
two numbers placed one over the other, with a line between them. The lower of these is 
called the Denominator, and shews into how many of equal parts the whole is divided ; 
the upper is called the Vumerator, and shews how many of those parts are taken to form 
the fraction. Thus, # denotes that the whole is divided into four equal parts, and that 
three of thera are taken to form the fraction.” —COLENSo, 
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Let the angle S = 2 points; then the angle A = PAS = 180° - PA B = 180° — 
ERA ew ECE BY 

And the angle P = 180° — (A + 8) = 180° - (128° 41’ + 22° 30’) = 28° 49’, 
Hence we have as follows :— 


To Finp SA. To Fine AP, 
Angle P 28°49’ - Sine 9°683055 Angle S. 22°30’ -Sine 97582840 
Angle PAB 51°19’ Cosec. 0°107565 $ Add Angle PA B51° 19'Cosec 0°107565 
SP 100' - - - - Log. 2°000000 SP 100’ - - - - Log. 2°000000 
SA 6175 - - + Log. 1°790620 AP 49°02 - - - Log. 1690405 


To FIND THE TIME SAVED. 


MILES, KNOTS. HOURS. 

SA 61°75 +8 = 7°72 

AP 49°02 +5 = 9°80 

17°52 

SP 100 +5= 20°00 
Time saved = _ 2°48 that is, nearly 124 per cent. 


Notgs.—(1) If a change of wind occur, the chances that it will be in favour of the vessel 
areas 16 to 8. (2) If the wind be blowing so hard that a small-powered vessel cannot 
steam against it, tack her when the port is right abeam. 

In these days of “Steam” there need be no apology for intro- 
ducing the question of CoaL Consumprion. It is a subject 
which has a very practical aspect for both Owner and Master. It 
affects the pocket of the one, and the reputation of the other. 
The tail-end of a chapter on “Shaping the Course” seems the 
natural place to deal with it. 

The MASTER of every steamer—at least of every foreign-going 


Master should steamer—should be able to calculate fully as well as his Engineer- 


know. 


officers the distance a certain quantity of coal will take him at 
any given speed: or, putting it the other way about, he should 
know what reduction to make in his speed to enable him to steam 
a given distance with the coal at his disposal. 

It is obvious that this is a matter of the very first importance, 
nevertheless there are astonishingly few men who understand 
the principle involved in the problem or can figure it out. This 
surely cannot be due to any difficulty in the way, because, as will 
presently appear, the solution is as simple as it well can be. Nor 
can it arise from an idea that, in the event of coal running short, 
the Chief Engineer would have to bear the brunt of the blame; 
for this would be simply a weak and unworthy attempt to shirk 
the responsibility properly attaching to his own position as 
MASTER. ‘There must be some other explanation, but what it is 
the writer does not know. 


THE MASTER’S DOTY. 671 


“Knowledge is Power.” There is no truer saying, and if the 
Master wishes to be Master, and to continue Master, he should 
know all about coal consumption, and much more besides in the 
same direction. Ignorance of such a very rudimentary matter 
necessarily places the so-called Master in the hands of subor- 
dinates, and is calculated to bring the profession into well- 
merited contempt. He must not wonder or complain if occa- 
sionally some are found to take advantage of his weakness. 
The Colonel of a regiment should know to a fraction how far 
his men can march under given conditions, and what rations he 
has available to keep them going. In the event of break-down 
on the road it would be a lame excuse to say that he relied 
upon the Doctor to tell him about the first, and the Commis- 
sariat officer as to the last. Why did the Board of Trade 
institute examinations in steam for Navigating officers? Because 
evidently it was considered advisable that those in supreme 
control should have some knowledge of that which they con- 
trolled. They can never hope to be Experts: life is not long 
enough. Neither can the Engineer hope to be a Navigator: he 
may be one or other, as choice dictates, but not both. Each has 
plenty to do in his own sphere ; some say, too much. 

With this dissertation respecting one of the many responsi- 
bilities of a Ship-Master, we will pass on to the solution of the 
main question. When the Builder delivers a new steamer, it is 
customary to tell the Owner her capabilities in various directions, 
such as measurement and dead-weight capacity, stability, speed, 
&c. Some Builders give much more complete information than 
others, but in relation to coal consumption the following should 
always be forthcoming. 

1. Speed on trial-trip, accurately determined. 

2. Corresponding Indicated Horse Power. 

3. Corresponding revolutions. 

4, Corresponding draft of water. 

5. Pitch and Slip of Propeller. i 

Also, the same data (calculated) for ship when down to her 
load marks. Now, well designed “Triples” should not burn 
more than 1°7 lbs. of good South Wales coal per Indicated Horse 
Power; but to be on the safe side we will put it at 1°8 lbs.; for 
coal is not always of the best, boilers will occasionally leak, tube- 
stoppers are not unknown, and altogether there are a number of 
things that tend to run up the consumption. In like manner, 
compound engines in ordinary working may be taken to burn 
as much as 2°2 lbs., so that, knowing the I.H.P. of a set of engines, 
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it is easy to calculate what they will burn at full speed. We 
have therefore arrived at the fact that Power and Fuel are con- 
vertible terms. 

The question, as narrowed down, is now as follows :— 

Supposing a vessel is found to have insufficient coal on board 
to reach her destination at full speed, to what should she slow 
down to make sure of getting there in reasonable time? The 
rule is that the Indicated Horse Power (or coal consumption) 
varies with the cube of the speed of the engines. ‘As usually stated, 
the last three words are omitted, leaving it indefinite as to 
whether the speed of the engines or of the ship is meant, and, as 
we shall presently see, there may be a vast difference in the 
result. 

Taking the case of the ss. Highjlyer, indicating 4356 H.P., at 153 
revolutions, with a corresponding speed in fine weather of 20 knots; 
the consumption, at 1°8 lbs., would be just 3:5 tons per hour, 

This example will be Perice both with speed of ship and 
speed of engines. All conditions being favourable, there will be 
no difference, but in bad weather, ith a foul bottom, or with 
increased immersion, it will be considerable. Judgment and 
experience are required to deal with what occurs in practice. 

KX AMPLE. 

If 3°5 tons of coal per hour be required for a speed of 20 knots 
in a moderate breeze and smooth sea, how much is required for 
a speed of 10 knots under similar conditions ? 


20°: 10°:: 3:5 tons. Answer 0:-4375 tons =8 ewt. 3 qrs. 


20 knots 10 knots 
x 20 xit0 


400 100 
x 20 x10 


8000 1000 
x 3°5 tons 


—$—$—<—= 


5000 
3000 
—— Tons 
peta bane 32000(—— ‘4275 
3200°0 


“30000 
24000 


60000 
56000 


40000 
40000 
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eee ee 
Tons 0°4375 
x 20 


cwt. 8°7500 
4 


qrs. 3°0000 


Of course no one would dream of working out the cubes as on 
opposite page when they can be taken out at sight from almost 
any engineer’s pocket-book. Mackrow’s Naval Architect's and 
Shipbwilder’s Pocket-book gives the squares and cubes of numbers 
up to 2,201, and there are many others that do pretty much the 
same. But supposing none of these Tables available, calculation 
must be resorted to, and where decimals happen to come in, the 
rows of figures become formidable; then the easiest way is by 
logarithins. 

Multiplication by logs. is done by addition, and division is 
done by subtraction; and to raise a number to any power 
(Involution), you merely multiply the log. of the number by the 
index of the power required; thus :— 


EXAMPLE I. (REPEATED). 


Knots. Knots. Tons. 
ee Log. 1°301080 : 10...... ope LO00000 |< -3'0....75 Log. 0°544068 
xa <7 3 
3°903090 3°000000 
0544068 + 
3°544068 
3°903090 — 


Tons 0°4875 = 9°640978 


It looks almost incredible that less than half a ton per hour 
should suffice for 10 knots, when it takes 34 tons in the same 
vessel to get 20 knots; but “it is the last straw which breaks 
the camel’s back,” and it is the last half knot that swallows 
the coal. 

We will now try the same problem, substituting revolutions of 
engines for speed of ship. Assuming, for the moment, the “slip ” 
to be the same in each case, a simple proportion sum shews that 
764 revolutions would be required for 10 knots. Then we have— 
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Revols. Revols. Tons. 
153......Log. 2184691 : 76°5......Log. 1°883661 :: 3°5......Log. 0544068 
Fa. x 3 
6°554073 5°650983 
0°544068 + 
6°195051 
6554073 —- 


Tons 0°4375 = 9°640978 The same result. 


We now come to the reason for substituting speed of engines 
for speed of ship. If the speed of the Highflyer in smooth water 
be 20 knots with 153 revolutions, the same number would not 
give the same speed in heavy weather: that is a dead certainty, 
as everyone is aware. The speed might possibly drop to 10 
knots, but so long as the full number of revolutions was main- 
tained, the maximum consumption of 8°5 tons would also be 
maintained; shewing that speed of the ship cannot always be 
taken as a guide in the matter of consumption. It is preferable 
to take the speed of the engines, for upon the revolutions depends 
the Indicated Horse Power, and upon the Indicated Horse Power 
depends the coal consumption. 

We will now invert the foregoing example, thus :— 

_ If 158 revolutions can be got with an expenditure of 3:5 tons, 
what number can be got with an expenditure of 0°4875 tons ? 
Tons, Tons. Revols. 
3°D : 0°4875 :: 153 
Revolutions 158......Log. ae 


6°554073 
Tons 0°4375...... 9°640978 + 


6°195051 
Tons 5.9 0°544068 — 


3 )5°650983 
Revolutions 76°5 = 1°883661 
paca SITE se ete 


<SLEBC 


Consumption and speed naturally lead up to the question of 
“Shp.” In the Highflyer the pitch of the propeller is 14°6 feet. 
But what is meant by “Pitch”? It may be explained briefly as 


Explanation of follows. If the propeller revolved in a fixed solid, like a cork- 


Slip.” 


screw in a cork, the distance it would move forward in one 
complete revolution would be the “Pitch.” But water, not 


“ SLIP,” AND HOW TO FIND IT. 675 


being a fixed solid, yields to the push of the propeller; the loss 
arising from this is the apparent slip, and it may be described 
as the difference between the speed of the ship and the speed of 
the propeller. With correct data to go upon, the slip is easily 
calculated. For example :— 

The Highflyer has a propeller with a pitch of 14°6 feet, and at 
153 revolutions she is found by trials in slack water to have a 
‘speed of 20 knots. What is the amount of slip, and its per- 
centage ? 


Pitch - - 14°6 
Revolutions - - 153 
438 
730 
146 


2233°8 speed of propeller per minute in feet. 
x 60 minutes 


134028°0 speed of propeller per hour in feet. 


Feet inamile 6080 \134028°0 ,22°04 speed of propeller in knots. 
12160 20°00 speed of ship As 


12428 2°04 = Slip. 
i 


26800 
24320 


To find the percentage of slip proceed as under. 


As 22°04 knots : 100 knots : : 2°04 slip : Answer. 
2°04 
400 
2000 


22°04 )\204°00 (a per cent. slip. 
19836 


5640 
4408 


12320 
ae 
Inverting the question we get the following :— 
Pitch 14°6 ft., Revolutions 158, Slip 9:25 per cent. Required 
the speed of the ship ? 


To find “Slip,” 


To find Zer- 
centage of 
Sipe, 
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Knots. 
14°6 x 153 x 60 + 6080 = 22°04 = speed of propeller. 
Then as 100 : 9°25 :: 22°04 
9°25 


11020 
4408 
PL 9G00 . ae 
100 )203°8700 /2°04 Slip. 
200 


387 
400 nearly. 


Speed of propeller - - 22°04 knots per hour. 
Slip e a 7 ='y 204 ” ” 


Speed ofship - <=  §=) 20007 |, %) 
a rr ES LT 


It will be noticed that the percentage is calculated on the 
speed of the propeller, not of the ship. 


EXAMPLE, 


Exaggerated Owing to heavy head wind and sea, the speed of the ship has 
ee fallen off to 10 knots, though the revolutions are still maintained 
at 153. Required the percentage of slip. 
Speed of propeller......... 22°04 knots, 
Speed of Ship pat.ct eee 10°00 


Slipr ais 12045, 
As 22°04 knots : 100 knots :: 12°04 slip. 
x 100%, 


22°04 \1204°00/54'6 per cent. slip. 
11020 


10200 
8816 


13840 
13224 


The percentage of slip is, of course, entered daily in the Engine- 
room Register, along with a host of other useful items for the 

Master to consider, and to utilize in the navigation of his ship. 
Professional In this little matter of making the coal spin out, it has been 
perplexities. made clear that weather is a factor in the calculation that 
cannot be neglected; therefore, so arrange your speed as to leave 
a margin for eventualities. If you think you can fetch at 8 
knots, better slow down to 7, at all events for the first half of 

the distance. 
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We will now look at another phase of this all important 
question of fuel consumption. 

RULE.—The consumption varies as the square of the speed 
multiplied by the distance. 

Let consumption be C when speed is V and distance is A, and 

Let consumption be c when speed is v and distance is a; 
then we have the following proportion :— 

COR Ve Awe x: O, 


EXAMPLE. 


If 121 tons of coal suffice for 1184 miles at a reduced speed 
of 10 knots, how many tons will suffice for 1522 miles at 12 
knots under similar conditions of wind and sea ? 


Let C = required quantity. 
5» ¢ = 121 tons. 

» V = 12 knots. 

5» A = 1522 miles. 

» v = 10 knots. 

» @ = 1134 miles. 


Then we have 
Ce eee ogee bo 1102 L134 
Gael 1A abodes 
10? x 1134 
The wording of the question may be altered thus :— 

A steamer having made a voyage of 1134 miles at a reduced 
speed of 10 knots, with a total expenditure of 121 tons of fuel, 
what should be her consumption for a voyage of 1522 miles at 
12 knots, the weather and other conditions being the same ? 
Answer: 234 tons. 

The following is another variety of the problem. The last 
rule still holds good. | 


234 tons nearly. 


EXAMPLE. 


A steamer is supplied with fuel sufficient for 2000 miles at a 
speed of 10 knots; at what reduced speed must she steam to 
cover 3000 miles ? 

Cierecs 22000 (x7 10%) 2 2000 re. 


But C and ¢ are now equal. 
.*. 2000 x 107 = 3000 2? 


St 
x? = 66°6 
zx = 816 knots. 


or :— 

Multiply the original distance by the square of the original 
speed, and divide by the new distance, Then the square root of 
the product will be the required speed. 
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Keeping to the same example, we have 
Original distance = 2000 miles. 
Original speed = 10 knots ; this squared is x 100 


New distance = 3000 \ 200000/66'6 = 2? 
18000 


20000 
18000 


20000 
18000 


And « = the square root of 66°6, which is 8°16 knots. 


One more example ought to suffice. 

A steamer has accomplished 1200 miles at 10 knots per hour 
with an expenditure of 140 tons of coal; she has got 1400 miles 
to go, but the Engineer reports he has only 100 tons left to do it 
with. At what reduced hourly speed must she now steam to 
fetch her destination ? 


T, ‘TT, 
140 : 100 : : 10? x 1200 miles: x? x 1400 miles. 


10 knots. 
x 10 Miles. 
_—- 1400 \85714°3/61°22 = x? 
100 8400 
x 1200 miles —- 
1714 
20000 1400 
100 — 
3143 
120000 2800 
x 100 tons. —- 
Tons. 3430 
140 12000000 85714'3 2800 
tages 
800 
700 
1000 
980 
200 The square root of 61°22 
140 is 7°82 knots. 
— Therefore slow down to 74 knots 
600 to be on the sure side. 
. 560 
400 
420 


a= ———. 


This is what Captain Wilson-Barker would call “ steamanship,”— 
a necessary accomplishment in these days. 


CHAPTER XVIII. 


THE DANGER ANGLE, AND CORRECT DETERMINATION OF DISTANCE 
FROM LAND. 


As laid down in a previous chapter, every captain and officer on 
board ship should keep a note of the height of the eye above the 
load-line corresponding to the bridge, upper, and main decks. If 
this be known for any given draft, it is, of course, easily ascer- 
tained for any other. Such information is useful, not only for the 
correct application of the “ Dip” in every-day sight-taking, but it 
is of importance in arriving at the approximate distance from a 
beacon light when it first pops into view above the horizon in 
clear weather.* It also affords a ready means of estimating by 
eye alone the distance of an object, by referring its water-line to 
the sea horizon. 


The distance of the visible horizon depends mainly upon two « 


things, namely, the curvature of the earth’s surface, which may 
be assumed as constant, and the height of the observer’s eye, 
which, of course, varies with circumstances; and this distance 
happens to correspond approxvmately to the square root of the 
height of the eye, “an accidental relation ’’—as Raper puts it— 
“easy to remember.” Thus, if the height of the eye be 25 feet, 
the distance of the visible sea horizon will be about 5 nautical 
miles: if the height of the eye be 36 feet, the distance will be 
about 6 miles, and so on. (For “Dip” see page 323 and 
Appendix (N). 

To get a still closer approximation, multiply the square roct ot 
the height in feet by 1:063. 

The general tendency, however, of terrestrial refraction is to 
throw up the horizon, and slightly increase the distances thus 
obtained; therefore, when some degree of accuracy is aimed at, 
you must use 115 as a factor instead of 1:063. Refraction in- 


* By Beacon light is meant any one of the various coast lights exhibited for purposes of 


navigation. 
2x 
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the visible 
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creases the distance of visibility on the average by 8/ of the 
intercepted arc, hence the difference in the factors. 

If an observer, whose eye is elevated say 20 feet above the sea 
level, is passing a small island, rock, ship, or other object, whose 
water-line appears one unbroken continuation of the sea horizon, 
he knows that his distance from it is rather more than 5 miles, 
If the water-line of the object appears nearer to him than the 
horizon, he knows that the distance must be less than 5 miles ; 
and. if the water-line is invisible, and consequently beyond the 
horizon, he knows it must be greater than 5 miles. Indeed, by 
ascending or descending till the water-line of the object comes 
on a new horizon, corresponding to the altered level, it is pos- 
sible to make a very fair shot at the actual distance. 

Similarly, in clear weather, when a beacon light first shows 
itself above the horizon, the approximate distance from it may be 
found as follows :—take the square root of the elevation of the 
observer’s eye, and the square root of the elevation of the light, 
both in feet. Add them together, and you have the distance 
required, Let the eye, for example, be 16, and the light 169 feet 
above the sea level. The square root of 16 is 4, which, added to 
13, the square root of 169, gives 17 nautical miles as the approxi- 
mate distance of the light when first sighted.* (Do not forget to 
note the time. The greater the speed of your ship the more neces- 
sary is this caution). 

The following table, in which refraction is taken into account, 
gives a still closer approximation. In the case just quoted it 
makes the distance 194 miles instead of only 17. 

On this account, and being easy of reference, it is preferable 
to cudgelling one’s brains over the extraction of square roots. It 
is taken from the Author’s Danger Angle, and Off-shore Distance 
Lables. 


* What is here stated refers only to such lights (Ist and 2nd order) as have sufficient 
power to be seen at distances corresponding to their elevation. It is necessary to dis- 
criminate between the Luminous range and the Geographical range; the one depends 
upon the power of the light, and the other upon its elevation. For example, the light on 
San Lorenzo Island, Callao, has the absurd elevation of 980 feet, which should give it a 
range of 41 miles, but it is such a poor affair (1880) that 10 or 12 miles is about its outside 
limit of visibility. On account of greater liability to obscuration by fog or mist hanging 
over hill-tops, 200 feet should be the maximum elevation for beacon lights, but peculiari- 
ties of position sometimes force engineers to place them higher. 
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Table of maximum distance at which an object is visible at sea according to its eleva- 
tion and that of the observer, the weather being clear and the refraction normal. 


= bond a wo 
O8 8 a og . o§ “ o8 og 
B oN 3 ON Be) S| B oN ar) ON 8 oN 
= Orn a Com ger Orn Orn 
r o a a = = po 
= Ea = = a | q 
s°| &o &0 as bo ao bo ag fo 3° ~~ as 
— & i — mo = en om 
Aa AZ Ag Ag A: Ae 


Feet. ae Feet. | Naut- || weet. | Naut- || poet. | Naut. | pect, | Naut- || peep, | Naut 


2:20 || 38 | 7-09 || 72 | 9-76 |] 130 | 13-12 |) 300 | 19-92 || 540 | 26-73 


t 718 73 9°83 || 185 | 13°37 || 805 | 20-08 550 | 26:97 

2°81 40 | 7°27 74 9°89 |} 140 | 13°62 || 310 | 20°24 |} 560] 27-22 

3°04 |} 41 | 7°36 || 75 9:96 || 145 | 18°85 || 315 | 20°40 |} 570 | 27°46 

3°25 || 42 | 7:45 ||} 76 | 10°03 || 150 | 14°08 |} 320 | 20°57 || 580 | 27:70 

9 | 3°45 || 43 | 7:54 || 77 | 10:09 || 155 | 14:32 || 3825 | 20°73 || 590 | 27°94 
10 | 3°63 |} 44 | 7°63 78 | 10°16 || 160 | 14°55 || 3380 | 20°88 600 | 28°17 
11 | 3°81 45 | 771 79 | 10°22 || 165 | 14°77 || 3385 | 21°04 || 610 | 28-41 
12 | 3:99 || 46 | 7:80 80 | 10°28 || 170 | 14:99 |} 340 | 21-20 || 620 | 28°64 
13 | 4°15 || 47 | 7°88 81. | 10°35 || 175 | 15°21 | 845 | 21°35 || 630 | 28-87 
14 | 4°31 48 | 7:97 82 | 10°41 || 180 | 15:43 || 350 | 21°51 640 | 29°10 
15 | 4:46 || 49 | 8:05 || 83 | 10:48 |} 185 | 15°64 |} 855 | 21°67 || 650 | 29°32 
16 | 4°60 |} 50 | 8:13 84 | 10°54 || 190 | 15°85 |} 3860 | 21°82 |} 660} 29°55 
17 | 4°75 || 51 | 8:21 85 | 10°60 || 195 | 16:06 || 365 | 21:97 || 670 | 29°77 
18 | 4°88 || 52 | 8:30 || 86 10°66 |} 200 | 16:26 || 370 | 22°12 || 680 | 29-99 
19 | 5°02 |} 53 | 8:37 || 87 | 10°73 || 205 | 16°46 || 875 | 22:27 690 | 30°21 
20 | 5°15 || 54 | 8-45 88 | 10°79 || 210 | 16°66 |} 880 | 22°42 || 700 | 380-43 
21 | 5:27 || 55 | 8°53 89 | 10°85 || 215 | 16°86 || 385 | 22°56 || 710 | 30°64 
22 | 5°40 |} 56 | 8°61 90 | 10°91 || 220 | 17:05 || 390 | 22°71 || 720 | 30-86 
23 | 5:52 || 57 | 868 || 91 | 10°97 || 225 | 17:25 || 395 | 22°86 || 730 | 31°07 
24 | 5°64 |} 58 | 8°76 || 92 | 11:03 || 2380 | 17°44 || 400 | 23°00 || 740 | 31:28 
25 | 5°75 || 59 | 8°83 93 | 11:09 |} 285 | 17°63 || 410 | 23°29 || 750 | 31°49 
‘26 | 5:87 60 | 891 94 | 11°15 || 240 | 17°81 || 420 | 23°57 || 760 | 31°70 
27 | 5:98 |} 61 | 8-98 || 95 | 11°21 |} 245 | 18:00 || 480 | 28°85 || 770) 31°91 
28 | 6:09 |} 62 | 9:06 96 | 11:27 || 250 | 18°18 || 440 | 24:12 || 780 | 32°12 
29 | 6:20 || 63 | 9°18 97 | 11°33 || 255 | 18°36 || 450 | 24°39 || 790 | 32°32 
30 | 6°30 || 64 | 9°20 || 98 | 11°39 |} 260 | 18°54 || 460 | 24°66 || 800 | 32°53 
31 | 6°41 65 | 9°27 99 11°44 |} 265 | 18°72 || 470 | 24°93 || 850 | 33°52 
82 | 6°51 66 | 9°34 |} 100 | 11°50 |] 270 | 18°89 || 480 | 25°19 || 900 | 34:50 
33 | 6°61 67 | 9°41 || 105 | 11°79 || 275 | 19°07 || 490 | 25°45 || 950 | 35:45 
34 | 6°71 68 | 9°48 || 110 | 12:07 || 280 | 19°24 || 500 | 25-71 || 1000 | 36°36 


EXAMPLE.— When distant 20? miles, the top of a tower—200 
feet high—will just be coming visible to an observer whose eye 
is elevated 15 feet above the water; thus, from the table 


15 feet elevation, distance of horizon 4°46 naut. miles. 
200 ,, Y » 1626 , 


20°72 


”? 


‘This example may be put in another way. 

The officer of the middle watch having, in the intervals of a hint. 
looking out ahead, kept his eye on a certain coast light on his 
quarter, notices that at last it is about to dip below the horizon, 
and wishing, like a sensible man, to verify his vessel’s position, 
seeing that fog or thick weather may come on at any time, he 
carefully observes and marks down the bearing by standard 


Elevation of 
Beacon lights 
calculated 
from High 
Water level. 


Necessity for 
checking 
Licht Ranges 
_by the Dis- 
tance Table. 
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compass. At the moment of disappearance he notes the time by 
wheelhouse clock and the patent log reading. He knows the 
height of his eye to be 15 feet, and the chart gives the height of 
the light at 200 feet; then by the Table the distance is found to 
be 202 miles. 

The corrected bearing and above distance being laid off on the 
chart, of course fixes the vessel’s position at the time recorded. 
When the officer of the watch, after being relieved, calls the 
captain at “eight bells,” the latter is gratified to hear of the 
“fix,” and being rendered easy in his mind, says “Thank you,” 
requests to be called at daylight, and meanwhile turns over for 
another “ calk.” 

To check Light-ranges by the table is always advisable, as it 
not unfrequently happens that books and charts give this item 
very incorrectly ; and in any case it is manifest, from what has 
been said, that the range must depend upon the varying height of 
the observer’s eye—whether he be on the lofty bridge of a large 
steamer, or on the main deck of a small vessel. 

In the Admiralty Light List of the British Isles, the range is 
calculated for a height of eye of 15 feet, the elevation of the 
lights themselves being in all cases taken as above High Water. 
To remember this last point is of importance where the rise and 
fall of tide is considerable—as, for example, in the Bristol Channel, 
the Bay of Fundy, or the Gulf of St. Malo. With a tidal range 
of 30 feet, there would be a difference of six miles in the visibility 
of a light, according as it happened to be high or low water at 
the time of observation. Low Water gives the greatest range of 
visibility. 

The range of the Cies Island light, on the coast of Spain, is, 
or used to be, given at 20 miles, but the writer has often seen 
it at 383 miles. Reference to the table will shew that the latter 
is the distance at which, if it is a Ist order light, it ought to. 
be visible to an observer elevated 25 feet, since its own height 
above the sea level is 604 feet. Now, there is a vast difference 
between 20 and 33 miles, and in many cases a departure, based 
upon such incorrect data, would lead to grief. 

When looking out for a light at night, the fact is sometimes 
forgotten that from aloft the range of vision is much increased. 
By noting a star immediately over the light, a very correct bear- 
ing may be obtained from the Standard Compass before the 
light becomes visible to those on deck. 

After all, even when every care has been taken, this mode of. 
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—- 


getting at the distance of lights by their presumed range is but 
guess-work. A great deal depends upon the clearness of the 
atmosphere, and more still upon the vagaries of refraction. For 
this latter it is impossible to make a correct allowance, and its 
effect is sometimes very startling. 

At the commencement of the year 1881, the writer, then in 
command of the (ss.) “ British Queen” on her first voyage, was 
astonished, when making the American coast, to see—a full hour 
and a quarter before the proper time—a light, which, from its 
characteristics, could be no other than Cape May, unless, indeed, 
some alteration had been made of which he was not aware. As 
the vessel’s position had been determined with great accuracy 
only a couple of hours previously, both by stellar observations 
and soundings, the unexpected appearance of this light was, for 
the moment, quite puzzling. When in doubt, the trump card to 
play in a case of this kind 2s to stop, which was done forthwith, 
and a careful bearing of the light taken by standard compass, the 
Deviation on the course then steered being well known from 
previous observations. Whilst busy getting a cast of the lead, 
the officer of the watch reported the sudden appearance of a fixed 
light on the starboard beam. Both lights shone with brilliancy. 
To get the correct bearing of this new light the horizontal angle 
between it and the first one was measured by sextant. 

This mode of doing it was rendered all the more necessary as 
the vessel’s head had fallen off in the meanwhile to a point of the 
compass upon which the deviation was only imperfectly known. 

The ship’s place was first laid off by the course and distance 
made since the “fix” by stars, and the soundings on the chart 
were found to tally exactly with the cast just taken. 

To make assurance doubly sure, the North * was next observed 
for latitude, which also agreed. There could, therefore, be but 
little doubt as to the vessel’s true position. Assuming the lights 
to be those of Absecom and Cape May, their bearings, which 
crossed at a good angle (69°), were then laid down, and intersected 
most exactly at the position assigned to the ship, which of course 
was conclusive; so the engines were started ahead, and the course 
resumed. From this point to Cape May the distance was 35 
miles, and to Absecom 29 miles. 

The first-named light is 152 feet above the sea level, and should 
not have been seen further than 21 miles; whilst Absecom is 167 
feet, and should not have been seen further than 22 miles. In 
fifteen minutes, however, owing to some atmospheric change, the 
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lights gradually lost brilliancy, and at last vanished altogether ; 
and it was not until the vessel was some miles inside the ordinary 
range of Cape May light that it reappeared, although we were 
steadily approaching it all the time. In due course the Five- 
fathom Bank lightship was sighted and passed, and the position 
of our own vessel at time of stopping fully confirmed. The 
river was full of ice at the time, and this may have had some- 
thing to do with it. 

Some years previous to this occurrence, the writer saw the flash 
light on Sankaty Head at a distance of 38 miles, or 17 miles out- 
side its usual range. In both these cases abnormal refraction 
had temporarily lifted the lights above the horizon, and made 
them visible at a point where, under ordinary conditions, such 
a thing would have been impossible. The reverse of this 
phenomenon occasionally happens. 

This goes to shew that extraordinary departures from the 
general rule will sometimes occur, and points out the necessity 
for extreme caution; also the value of an andependent check in 
cases where any error might lead into danger. There is no other 
profession whose members are obliged to be so constantly on the 
alert against accident brought about by freaks of nature, render- 
ing unreliable the very materials they have to work with. 

If a vessel be provided with a good Azimuth Compass, the 
horizontal angle between the ship’s course and a beacon light on 
its first appearance, can be used to determine the approximate 
distance at which the latter will be passed when abeam, provided 
always the same course be steered and made good. Having 
ascertained by the Range tables the distance of the light, open 
the Traverse tables at the given angle, and, with this distance in 
its own column, take out the corresponding amount in the 
departure column, which will be the passing distance required. 

Suppose a vessel to be steering North by compass, and on the 
first appearance of a beacon light its bearing is taken as N. 16° E.,, 
and its range calculated at 20 miles. Open the Traverse tables 
at 16° and in the departure column will be found 54 miles, oppo- 
site 20 in the distance column. But the navigator should not 
rest content with such an assurance, since tide or current, leeway 
or bad steering, might altogether falsify it. 

For an observation of the kind here referred to, the “ Kelvin” 
Standard Compass is invaluable, as it is provided with what is in 
all respects a most perfect little instrument for taking accurate 
bearings by night or day. Friend’s Pelorus is also good, and has 
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the advantage of being portable, so that if the object of which 
the bearing is sought should be concealed in one position, the 
Pelorus can readily be moved to another. It has already been 
said that there should be a proper stand for the Pelorus on each 
side of the bridge. To use it for this purpose, clamp the lubber 
line to the course steered, and at the instant that an assistant 
intimates that the vessel is exactly on her course, take your 
bearing by the sight-vanes. 

As the light is approached, a more accurate method of getting 
its distance when abeam becomes available. 

It is known as “ Distance by Four-point Bearing.” This method 
recommends itself to favour from its extreme simplicity and com- 
parative accuracy. It is as follows:—When the light or other 
fixed object bears by compass four points (45°) from the course, 
note the exact time by watch or clock, and again do so when it 
bears on the beam, or 90° from the course. The distance run by 
the ship in the interval is the distance of the object when abeam. 

For example, let a ship be steering North by compass at a speed 
of 14 knots per hour. At 9°00 A.M. a lighthouse is observed to 
bear N.E., and at 9°30 it bears East. In the interval of half-an- 
hour, the ship ran 7 miles, which, accordingly, is her distance off 
the lighthouse when abeam. 


A East 7 miles 7 
Ko) 


North7 mules 


S is the position of the ship at 9 o’clock, when L bore N.E., or 
4 points on the bow. 

A is the position of the ship at 9°30, when Z bore due East, or 
on the beam. 

The line SA is the run in the interval, = 7 miles, and represents 
latitude. The line AZ is the distance of the lighthouse when 
abeam,= 7 miles, and represents departure. 
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To prove this, open the Traverse Tables at the angle 45°, and 
the latitude and departure will be found equal to each other. 

Should it be required to know the ship’s distance from the light- 
house at the time of its bearing 4 points abaft the beam, recourse 
must be had to the Traverse Tables; and in the distance column, 
under the angle of 45° will be found the required information. 


Kast 7Miles. 

Thus, the ship having sailed on for another half-hour, =7 miles, 
at which time Z bore §.E., or 4 points abaft the beam, her distance 
from it would be 10 miles, and would serve as a departure. 

This 4-point method of ascertaining distance is most convenient 
in practice, as the very trifling calculation required can be per- 
formed mentally without leaving the deck, and needs no reference 
to the chart. In this lies its great charm. It is manifest, how- 
ever, that it cannot be considered rigorously exact, since either 
the speed or the course (upon both of which it depends) may 
have been influenced by tide or current. Still the method is a 
good one, and the practice of it on all occasions should be a 
standing rule. Indeed, it often happens—at night especially— 
that no other method is available which does not depend upon 
the same principle. 

The 4-point bearing is the simplest exemplification of the rule 
that whenever the angle between the cowrse and the object is 
doubled, the distance run in the interval is the distance off at 
second bearing. For example,—lst bearing 80° on the bow; 
2nd bearing 60° on the bow; distance run between bearings 
equal to distance off at 2nd bearing. 

Critics say truly that this method is defective in one respect, 
namely, that the Navigator sometimes requires to know the dis- 
tance he is going to pass off the object before it comes abeam. 
For example, a certain cape might have an outlying sunken reef 
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a 
at a distance of some miles, and the distance by 4-point bearing 
might come too late to avert danger. “The Saints,” on the N.W. 
coast of France, may be cited as a place where this could well 
happen. However, there is a way out of the difficulty without 
deserting our old friend the 4-point bearing. 


Ar Men Rock 
Light 


Let a ship be steering north at a speed of 12 knots over the 
ground. Her intention is to pass a few miles westward of “ The 
Saints.” In due time the light on the Ar Men Rock is sighted a 
little on the starboard bow. At 8 P.M. when bearing exactly 
N.N.E. (2 points) the patent log is noted. After a run of 9 
knots the light bore N.E. (4 points), and the time was recorded 
as 8°45 P.M. 

As the first bearing has been doubled, the distance run in the 
interval is the distance off at second bearing, namely, 9 miles. 


A method not 
found in other 
books. 


What ought to 
be a favourite 
method. 


When light 
is only seen 
when nearly 
abeam, 
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This distance multiplied by ‘71 gives the distance the Ar Men 
Rock light will be off when abeam. Naturally, you will not omit 
to verify this by the 4-point method, of which, when at S*, you 
have already taken the first half. 

Here are the figures, ‘71 x 9' = 639 knots, which will be the 
approximate passing distance. 

At 917 p.m. the light was abeam, and as the distance run 
between S? and S* was just 64 knots, the verification is satis- 
factory. The ship therefore passed 34 miles outside the western 
rock of “ The Saints.” 

In practice it is more in keeping with the character of the 
problem to reject the second decimal and multiply merely by ‘7. 
If you want to know why this factor is used, open the Traverse 
tables at 45°, and against 1 in the distance column you will find 
it. It is merely a question of the proportion of the sides of the 
triangle. By taking 10 as distance and shifting the decimal, the 
factor becomes ‘71; and by taking 100 in the distance column 
and shifting the decimal it becomes ‘707. But, as already stated, 
the nature of the problem does not admit of such refinements. 

This is probably the best of the bearing methods : not its least 
recommendation is that it can be solved mentally. The weak 
spot in doubling a 2-point bearing is the acuteness of the angle. 
This is evident in the diagram, so do not expect more than 
approximate results. 

It often happens, also, that a light or other fixed object is not 
visible till nearly abeam. In such cases the 4-point method is 
not available, but the distance of the object can be found as 
follows :— 

Note the time carefully when it bears exactly 264° before the 
beam, and again when it has the same bearing abaft the beam. 
The distance run in the interval is the distance of the object 
when it was abeam. 

These bearings, forming close upon an equilateral triangle, 
give a specially favourable result. 


EXAMPLE. 

At 9 o'clock a light bore 264° before the beam; at 9°15 it was 
abeam, and at 9°30 it bore 264° abaft the beam. Ship steaming 
12 knots per hour against a 2-knot tide or current. Required 
the distance from the light at 9:15 when it was abeam. 

Answer.—5 miles, which is the distance the ship made over 
the ground in the interval between first and last bearing. 
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It is not so long ago—indeed not further back than the 
‘seventies ’—that off-shore distance methods were hardly known. 
Prior to that time, cross-bearings were the staple commodity. 
Failing these, there was the Ark-adian plan of observing two 
bearings of an object, regardless of any particular angle, and by 
calling into action the parallel ruler and dividers, and wrestling 
with a refractory chart that had been rolled up for nigh upon a 
twelvemonth, the position was finally determined after a fashion. 
But in those days ships did not steam at the rate of 22 knots 
per hour. 

Now, it is the other way about, and the Navigator is deluged 
with any number of gimcrack methods, tables, diagrams and 
brazen instruments. Some of these latter are wonderful. Ata 
cost of £10, more or less, and after a few weeks of study, they 
can be made to do what a simple-minded person (not an inventor) 
would perhaps be stupid enough to think could be done equally 
as well with the ordinary tools of the trade, and a few pencil 
figures on the helmet of the binnacle. In fact, a New Era has 
dawned upon Navigators in the matter of Position-Finding, and 
henceforth no inconsiderable part of their time in port will be 
spent in resisting the invasions of inventors. There may be 
people who consider a 50-ton steam hammer the best thing with 
which to crack nuts, but the writer is not one of them. 

It is not proposed in these pages to bewilder with cartloads of 
methods having no special recommendation; and, keeping in 
view that the great point to be achieved now-a-days is to be 
able to get the required distances accurately, quickly, and with- 
out leaving the deck, we will restrict ourselves to an exposition 
of the only two other bearing methods likely to be of service. 

Should a bearing before or abaft the beam be observed at any 
angle on the bow or quarter, the distance when abeam can 
readily be obtained by multiplying the distance run in the 
interval by a factor taken from the subjoined Table. The limits 
given are sufficient for practical purposes :— 


39... ‘81 | 45... 1:00 | 51... 1°23 | 57... 1°54 | 63... 196 | 69... 2°61 
40 ... 84 | 46... 1°04 | 52... 128 | 58... 1°60 | 64... 2°05 | 70... 2°75 
41 ... 87 | 47... 1:07 | 53... 1°33 | 59... 1°66 | 65... 2°14 | 71... 2°90 
49... ‘90 | 48... 1:11 | 54... 1°38 | 60... 1°73 | 66... 2°25 | 72... 3°08 
43... ‘93 | 49 ... 1°15 | 55... 1°43 | 61... 1°80'| 67 ... 2°36 | 73... 3°27 
44 ... 97 | 50... 119 | 56... 1°48 | 62... 1°88 | 68... 2°48 | 74... 3°49 


EEE 
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EXAMPLE. 
The time when a light bears 60° on the bow is noted, and also 
of course when it is abeam. The run in the interval is 10 miles. 
Required distance from light when abeam. 


GOlE— sles 
x 10 


17°30 miles. 


Or, enter Traverse ‘Table at 60°, and against 10° in Latitude 
column will be found 173 in Departure column. Also, in the 
Distance column will be found 20’, the distance of light at first 
bearing. It is handy to have a small “black board” and piece 
of chalk on the bridge to figure out these things. On the darkest 
night the chalk marks can be seen by a keen-eyed officer. The 
board should be a fixture. 

The next method demands a little more preparation, but this 
can be done at leisure. Many vessels are continuously employed 
in one trade, and consequently frequent certain coasts. Once 
more it is repeated that such vessels more particularly should 
be furnished with the best and largest scale coast sheets 
procurable. 

On these, connect by a red line the various HSKtHOaeEs points, 
or other conspicuous marks which exist within sight of each 
other, say at distances not exceeding 10 or 12 miles. Measure 
these distances very carefully ; also the corr. mag. bearing from 
one to the other, and write them down on their respective con- 
necting lines. 

Haactly at right angles to these bearings draw red lines sea- 
ward of an indefinite length. They should exceed by a few 
miles the distance at which you are in the habit of passing the 
points in question. Then you are ready for action. 

Of course, it is not intended that the charts should be plastered 
all over with these lines. The Navigator will know by ex- 
perience where he wants them, and will act accordingly. 

By way of illustration, take the cut facing this page. The 
ship is steering East (C.M.) and passing in turn the lighthouses 
Alpha, Beta, and Gamma (evidently it must be the coast of 
Greece). It is required to know her distance off on the bearings 
given. Let the ship be approaching the position marked §}, 
The navigator notices that the red bearing line of Alpha is 
N. 3° E. (c.M.), and having say 5° of westerly deviation on the 
course he is steering, the compass bearing of Alpha becomes 


5 / Ag 
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N. 8° E. Sextant in hand, he stands at the compass, and at the 
moment when the bearing comes on, he snaps the horizontal 
angle between Alpha and Beta, say 60°. At the same moment 
the officer of the watch records the time and patent log reading. 

Now the Rule is,—multiply (on your cuff if you like) the 
Natural cotangent of observed angle by the shore base, and you 
get your distance from the near object. 

On page 725 Raper gives a Table of Natural sines, tangents, 
&¢c., but only to degrees, and this is hardly good enough. Cham- 
bers’s Mathematical Tables (No. 5, extra, of Nautical Library) 
give them 27 extenso, which perhaps is a little too good for this 
particular purpose, so to meet the want the Author has inserted 
Nat. cotangents, cosecants, &c., in his Danger Angle and Off-shore 
Distance Tables, referred to further on. Now for the distance 
from Alpha. 


Nat. cotang. 60° ...... ‘577 using only 3 decimals. 
hore: base) 2k tssseses. x 82 miles. 
1154 
4616 


Distance 4'°7314 = 42? miles. 


But two decimals in the Nat. cotang. would be ample; thus,— 


58 
x 82 


116 
464 


Distance 4°°756 = 4? miles as before. 


This distance is pricked off on the fixed red line, and the position 
is determined as being at S'. | 

The vessel continues on her course, and as S? is approached 
the same process is repeated. The compass bearing of Beta is 
also taken as N. 8° E., but the observed angle this time is 62° 20’ 
nearly ; therefore 


Nat. cotang. 62° 20’ ...... "524 
Pore DaSe: tis. 2 deus beeedevs x 82 
1048 

4192 


Distance of Beta 42968 = 44 miles. 


Here again two places of decimals would suffice. 


A bridge 
method, 


Current, or 
Log error. 
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This distance is pricked off, and the position is determined at 
S? The course is continued, and the Navigator, allowing the 5° 
westerly deviation, arranges to measure the angle between Beta 
and Gamma when the latter bears North by compass. This he 
does, and gets the angle 66° 5’; therefore 


Nat. cotang. 66° 5’...... "443 
ROTH DASG | ccsdees ett le deb x 121 
443 
886 
443 


Distance of Gamma 5°3603 = 54 miles. 
Mari abies se Rite OPER Be eat Ck 


Two decimals would give 5°424, 


On pricking this off, the position is determined at S*. The 
actual distance from S! to S* is nearly 21 miles, but the patent 
log shewed 23. Therefore there was either a current against 
the ship or the patent log had an error of 82 per cent. The 
course was made good exactly. , 

Anyone who follows out the foregoing will see that in each 
case the position is accwrately fixed in less than a couple of 
minutes after taking the angle, and can be entered in the rough 
log at once without leaving the deck. The officer of the watch 
should be required to do a simple thing like this as a matter of 
regular routine. By this means the ship will be navigated on 
business principles, instead of trusting to luck: there will be no 
“ouessing” or “estimating” the off-shore distances: they will 
be exact; and all with next tonotrouble. Should it be required 
by the Master to mark the position on the chart, he has merely 
to take the distance from the log-book and prick it off on a line 
already existing. Parallel rulers are not even required ; nothing 
but dividers. What can be simpler or easier? If the distance 
of the further object be desired, it is only necessary to multiply 
the shore base by the Natural cosecant of the observed angle 
instead of by the Natural cotangent. The student will perceive 
that all these cases can be solved, if desired, by the Traverse 
Tables, since the triangles are right-angled. 

Pilots, in the absence of definite leading marks, are in the 
habit of judging their position by what they term “the rake of 
the eye’’—a loose plan, which, to say the least of it, is unsatis- 
factory, since no three individuals on board ship will agree in 
their estumate of distance or of height, and, at times, appearances 
deceive even the most experienced; so that, under certain con- 
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ditions of coasting, exact methods become a necessity. Fortun- 
ately, as already shewn, there are such methods; and the 
opportunity for employing them is both greater and less trouble- 
some than is generally supposed. We will now introduce some 
more of a rather different type. 

Comparatively few men are aware what a powerful ally they 
possess in the Sextant for the determination of distance, and to 
enable them to fix a ship’s position with all needful precision 
when in sight of land. Judgment may be at fault—for man is 
not infallible; but angular measurements are reliable matters of 
fact. | 

In the chapter on the Station Pointer, it was shewn how two 
simultaneous horizontal angles, subtended by three well defined 
objects, gave an exact “fix;” also, how an angle between two 
objects in transit and a third, was equally good, if not better. 
In these cases the angles measured are horizontal ones; but it 
is now proposed to shew that vertzcal angles, combined with a 
compass bearing or not, as the case may be, will fulfil the same 
purpose, and sometimes be available when the others are not. 

On the Admiralty charts, the heights of all beacon lights are 
given, as well as those of most of the islets, rocks, hills, cliffs, 
and mountains along a line of coast. Each of these, then, are 
available as bases in a right-angled triangle, by which to deter- 
mine their distance; but when the vertical angle is small, and 
the distance considerable, the angle must be measured with all 
possible accuracy. To do so, the sextant telescope should be 
employed, and the angle observed both “on and off” the are. 
The mean of the two readings will then be free from index error. 
But if the object be near,—say a lighthouse on the edge of a 
cliff, about a mile or so away,—it will be sufficient to measure 
its altitude in the usual manner, and apply the index error 
previously determined. 

The divisions of the limb of every sextant are continued for a 
few degrees to the right of zero, and this is known as the “ Are 
of excess.’ For example, suppose it were required to measure 
the vertical angle between the summit of a distant mountain 
and the sea horizon underneath it. This is a case in which, 
unless the ship were steering directly towards or from the moun- 
tain, the angle would alter very slowly, and is one where the 
“on and off” reading should be employed. By moving the index 
bar of the sextant forward from zero, the reflected image of the 
summit would be brought down to the actual horizon, as seen 
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directly through the horizon glass, and the reading would be 
made in the ordinary way. Starting again from zero, and moving 
the index backwards, the reflected image of the horizon will be 
brought wp to the actual summit of the mountain, as seen by 
direct vision through the horizon glass. 

To get the value of the angle in this last case, both the limb 
and the vernier must be read from left to right. Suppose the 
sextant limb to be divided to 10’, and 10’ of the vernier would 
have to be considered 0! or zero, the 9’ taken as 1’, the 8’ as 2’, 
the 7’ as 3’, and so on. A little practice will soon overcome any 
difficulty which may at first be experienced in doing this. To 
utilise quickly the vertical angle, and to render the method com- 
plete, a set of tables is necessary, so that the required distance 
may be taken out by inspection. 

There is a handy little book by Captain A. B. Becher, R.N., 
(published by Potter, the Poultry, London), in which the angles 
are calculated for heights from 80 to 280 feet, and distances 
varying from a cable’s length to four miles. The small scope 
of this book, however, only fits it for use where the object of 
which the angle is measured lies at a less distance than the 
visible horizon. The author’s intention was that it should be 
employed more particularly in experimental squadrons, for 
finding the distance of one ship from another by her masthead 
angle. 

To give a wider scope to this vertical method, the writer has 
published an extended set of somewhat similar Distance Tables, 
in which angles are given for heights from 50 to 18,000 feet, and 
distances from a tenth of a mile up to 100 miles. Part I. of the 
Tables is intended to be used with objects not exceeding 1,000 
feet in height, which lie on or within the radius of the observer’s 
horizon; and Part II., where curvature has to be taken into 
consideration, is for more elevated objects lying beyond the 
observer's horizon.* The book is pocket size. 

By these Tables (Part I.) the distance from an object can be 
taken out absolutely at sight, without the necessity for any 
figuring whatsoever. It may now and again happen, however, 
that the height of the object exceeds 1000 feet, the limit of 
Part L., in which case use the following rule. 


Multiply the height in feet by 565, and divide by the number of 


* The Danger Angle, and Off-shore Distance Tables. Price 4s. 6d. Philip, Son and 
Nephew. 


+ In the 4th Edition, Part I. has been extended to 1100 feet. 
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minutes in the angle between the summit and the water-line: the 
quotient will be the distance in nautical miles and decimals of 
a mule. 

Thus, in passing Ailsa Craig (Firth of Clyde) it subtended an 
angle of 1° 57' when abeam, the observer being elevated 26 feet. 
The given height of the Craig is 1097 feet, but for sake of round 
numbers call it 1100 feet. Required the distance to a point 
vertically under the summit. 


1100 feet. Tables of 


*565 constant factor. Logs. are 
—- not required, 


5500 
6600 
5500 


——————m. 
Sextant angle 117') 621°500 ( 5°312 distance. 
585 


365 
351 


140 
117 


230 
234 


nt 


This rule is quite independent of Tables of any kind, as you 
have merely to remember the constant ‘565. 

The same result may be achieved by yet another plan, though 
not nearly such a convenient one. 


RULE. 


Divide the Natwral Cotangent of the angle of elevation by artes are 
6080, and multiply the quotient by the height in feet of the object, required. 
This will give the distance in nautical miles. 


HXAMPLE. 

Passing a small island, a peak of which is marked on the chart 
as 700 feet high, the observed vertical angle of same was 1° 53’. 
Required the distance of the ship from the part of the island 
referred to. | 

Nat. CoTANG. 


it) 30°411580 ( ‘005002 nearly. 


30°400 x 700 
11580 3501400 miles. 
12160 ieadacaee- aa 
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For verification see page 33 of the author’s Tables. 

These methods require pencil and paper, and involve delay ; 
whilst, therefore, they are not so handy as the Tables, they serve 
well on a pinch, and are perfectly accurate. They are restricted 
to objects on or within the observer’s horizon. 

In July, 1882, Commodore J. G. Walker, Chief of Bureau of 
Navigation, United States Navy, courteously sent the author a 
“Diagram for finding Distances and Heights.” On comparing 
the results obtained by this ingenious contrivance with those 
taken out of Part I[l..of the Tables, they proved in every case 
identical. This correspondence between calculation and con- 
struction served of course as a voucher for the accuracy of each. 
The diagram, however, is not so handy for reference as the 
Distance Tables—especially on deck, where its size (24” x 19”) 
would render it liable to be taken charge of by every puff of 
wind, as well as injured by rain or spray. The diagram also 
lacks the advantages to be derived from Part I. of the Distance 
Tables. The inventor is H. Von Bayer, C.E., and the price one 
dollar. 

To shew the practical utility of this vertical angle method, let 
us suppose that the navigator, for some important reason, such 
as meeting a crowd of vessels, is forced to round more closely 
than he otherwise would, the Skerries lighthouse on the coast of 
Anglesea. He knows, however, that at 3 cables from it there is 
the hidden African rock, which he had better pass at least two 
cables outside of to ensure safety; this makes in all 5 cables 
from the lighthouse. His chart gives the height of the light as 
117 feet above the level of high water. Opening the Distance 
Tables, therefore, at 120 feet (since it is scarcely likely to be high 
water at that precise moment) he finds opposite 5 cables the angle 
2° 17’ 26". This, when corrected for index error, is placed upon 
the sextant, and so long as the angle subtended between the 
centre of the lantern and the water-line beneath it does not 
exceed this amount, he knows he is at, or outside, the prescribed 
distance. 

Attention is here called to the fact that the angle is measured 
not to the cowl or top of the lighthouse, but to the centre of the 
glass lantern, or, in other words, to a point representing the 
height of the focal plane of the light above the level of the sea. 
If it be desired to measure from the extreme top of the light- 
house to its water-line, the following is the approximate number 
of feet to be added to the given height of the light :— 
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es es Sl a a 7 kn 
Ist Ord. light, from centre of the light to the vane is about 17 ft. 9 in. 


2nd ” . a Fe ” ” 14 ” 6 ” 
3rd ” a a * ” rs ” 12 ” 6 ” 
4th ” 7 5 oa ” 5 ” 8 ” 6 ” 
5th ” 1 2 oe ? ” 7 » 6 ” 
6th ” 3 =: a ” Fa rp) 7 ” 6 ” 


In connection with this matter of taking vertical angles, one 
point deserves notice. When the object is near, the observer 
should get as low down as possible, to lessen the error which 
would arise from his eye not being on the level of the water-line, 
to which the angle is measured. 

Light house 


S represents the angle as measured from the bridge, and O 
what it would be if measured from the sea level. Except, how- 
ever, in exaggerated cases, the difference is not large; and as the 
angle at S is greater than the angle at O, the error lies on the 
sate side, if the injunction to descend is disregarded, so long as 
there exists no danger outside of the ship. 


This second case is one to be guarded against, as the error in- 
volved is considerable. It represents a ship passing a lighthouse, 
standing on a hill, say some two miles inland; whilst in the 
foreground, at W, is a low rocky point. The angle S, subtended 
by LZ and W, is clearly too great; it ought to be measured 
between LZ and V; but as this is impossible from there being no 
way of ascertaining the whereabouts of the imaginary point V, 
the difficulty is practically got over by descending to as near the 
point O as you can get. 

On the other hand, when measuring the vertical angle of 
objects beyond the horizon, it is desirable that the observer should 
be as high as he can conveniently get. The words water-line 
and horizon must not be understood to mean the same thing. 
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The horizon is the natural boundary line where the sea and 
heavens apparently meet each other, and its distance—a direct 
consequence of the earth’s curvature—depends upon the elevation 
of the observer. The distance of an object’s water-line, on the 
contrary, has nothing to do with the elevation of the observer. 
Attention to these and other delicate points constitutes the expert 
navigator. 

When a distant mountain peak is visible above the sea horizon, 
a ship’s position may be fixed, with a near approach to accuracy, 
by measuring its “on and off” altitude, and laying off on the 
observed line of bearing the corresponding distance taken out 
from the tables by inspection. Or the Compass may be dispensed 
with altogether if the Astronomical bearing be found by a second 
observer in the manner indicated on page 369. 

Should two summits be observed simultaneously, or nearly so, 
which are separated by a considerable horizontal angle—the 
nearer to 90° the better—the ship’s place will be found by simply 
sweeping the distance from each with the dividers, It is true 
the circles will intersect at two points, but the eye alone, ora 
rough bearing, will easily determine which is the ship’s position. 


RW ; 
<A o Teneriffe 


Ferro 


Let the diagram be supposed to represent any two neighbour- 
ing islands—say Ferro and Teneriffe, both of which are lofty— 
and let the ares of circles represent their respective distances 
from the ship. Then the latter must either be at A or at B; 
and it is almost needless to say there can be no difficulty in 
deciding which. In all these cases where vertical angles are 
measured, the greater the height of the object, and less acute the 
observed angle, the more reliable will be the result. 
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When well out in the offing, known mountain peaks are fre- 
quently visible, and form salient features, when the coast-line— 
indistinct through distance or haze—offers no points by which 
to get a “fix.” This is very much the case on the coasts of Chili 
and Peru. Moreover, should a vessel be standing in from sea- 
ward to make her port, what a source of satisfaction it is to be 
able to define her precise position, and shape a correct course for 
it before the coast-line is even visible, and this with scarcely any 
trouble. 

The Sextant has a vast superiority over the Compass in a 
number of cases. This is particularly well shewn in the problem 
known as the “Danger Angle,’ where the compass is scarcely of 
any service whatever. It is no disparagement, however, to the 
compass to say that it cannot do everything, or that there are 
other instruments which, in particular cases, should supersede it, 

The “Danger Angle” may be measured either vertically or 
horizontally, according to the features of the coast. Let us take 
a vertical one first—of which a good example has already been 
given in the case of the Skerries Lighthouse and African Rock. 
It was there shewn that so long as the angle did not exceed 
2° 17’ 26”, the vessel would pass two cables’ length outside the 
danger. Similarly with the South Rock off Tuskar. This can 
be rounded in safety if the angle between the water-line and the 
top of the lighthouse is not allowed to exceed 1°; but in such a 
situation, where the tide runs strongly, the angle would require 
to be narrowly watched; and, unless pressed in by having to 
port for another vessel at the critical moment, there is no object 
in making such very close shaves with plenty of sea room on one 
side—although at the same time, be it said, ordinary skill and 
care should obviate the necessity for throwing distance away as 
if it cost nothing. Moreover, there are thousands and thousands 
of spots where dangerous shoals have to be threaded without the 
aid of a pilot, and then this sort of knowledge is worth a Jew’s 
eye. 

The peculiar and very convenient property of the circle, 
namely, the equality of angles in the same segment, permits of 
the second or horizontal application of the “ Danger angle.” 

In the diagram the line ABCDE/G represents the course of a 
ship as she rounds a promontory, off which lie several dangerous 
rocky shoals. Having decided to give the reefs a berth of half 
a mile or so, a circle is drawn passing that distance outside of 
them, and through the church and windmill on the cliff Then 
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measure with a protractor the angle at JD, subtended by the 
aforesaid church and windmill, which of course, in an accurate 


survey, will be laid down in their proper places on the chart. 
The angle in the present instance is 25", and may be termed 


the “Safety angle.” It will be found to be the same for all 
parts of the circumference of the circle seaward of the two 
marks, no matter whether measured at J, C, D, H, or H. There- 
fore, so long as the observed angle is less than 25°, the vessel 
must be outside of the circle, and in safety ; but if the angle be 
greater than 25°, she is evidently inside the circle, and in danger. 

As depicted above, the vessel is standing alongshore on the line 
ABC, but as she approaches the pitch of the cape her commander, 
who is on the alert with his sextant, gets the “ Danger angle” at 
the point (. Thus warned of his being too close in, he at once 
starboards and hauls off, steering so as to avoid increasing or 
unnecessarily diminishing the angle until the point Z# is gained, 
when the course HF'G, along the coast, causes the angle rapidly 
to decrease, and tells the danger is passed. 

It is manifest that compass cross-bearings here would be of no 
use, since the cut made by a difference in the bearings of only 24 
points is too acute to be in the least reliable. 

Supposing the height to be known of the cliff or of the church, 
a second observer could independently verify the distance by the 
vertical “ Danger angle,” so that not only could the navigation 
be conducted with the utmost safety, but without losing ground.* 


* As a rule it is safer to navigate in the vicinity of doubtful ground during roughish 
weather than during fine, since sunken rocks, carrying only three or four fathoms over 
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Head fog trumpet, clears the Pollock Rock by four cables on 


The Danger Angle of 79° subtended by Bishop’s Tower and Poor 
its southern side. 
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This horizontal method may be employed in a great variety of 
ways, and has the special advantage that the man in charge of 
the navigation, after having once drawn his circle and measured 
the danger angle, has no need to leave the deck and attempt 
hurriedly to lay off unsatisfactory bearings on a chart. He has 
a hard and fast angle, and so long as he does not increase it, he 
knows without any other guide that his ship is safe. For those 
running steadily in certain trades, it is advisable to have the 
“ Danger angles” tabulated for the various parts of their route 
requiring them. Less would then be heard of losses through 
“errors in judgment.” 

For example: off the coast of Brazil, the Abrolhos* lighthouse 
stands on one of a small group of islets out of sight of land, which 
islets are surrounded by sunken coral reefs extending seaward 
several miles. This group of islets is circular in shape; and so 
long as they subtend a horizontal angle not greater than 7° 20’, 
it is impossible to touch the reefs on the eastern side. 

Liverpool navigators, running in the North Atlantic steam 
trade, are all familiar with an awkwardly situated danger on the 
south coast of Ireland known as the Pollock Rock. The Admiralty 
surveyors found on it not less than 4} fathoms, but the local 
fishermen say that it has a spot with only 3 fathoms. Every 
one experienced in such work knows how extremely difficult it 
is to find the shoalest points of a reef, principally on account of 
the lead slipping off when the rocks are cone-shaped, and as this 
ridge is some 400 feet in extent, it is quite likely the fishermen 
may be right. 

Lying, as it does, slap in the eastern fairway to and from 
Queenstown, it isa regular Béte novr, and from the absence of 
good clearing marks, in hazy weather or at night, requires a 
wide berth. 

Here the “ Danger angle” comes in as a perfect god-send. So 
long as the horizontal angle between the fog-trumpet on Poor 
Head and Bishop’s Tower, some 84 miles to the eastward, does 


them, will not break in smooth water, but will unmistakably do so when there is 
any sea. 

Note.—Have an intelligent quick-eyed officer at the masthead under such circumstances. 

In Magellan Straits and other parts of the world sunken dangers are buoyed, so to 
speak, by ‘‘ Kelp,” and this is almost an unfailing guide during daylight ; but it should 
be known that where the currents are strong, ‘‘Kelp” is often run under. ‘‘ Live 
Kelp ’—which is the term given to the weed when rooted to the rock—is easily dis- 
tinguished from loose or ‘‘ dead Kelp:” the one is oily looking, combed out and streaky 5 
the other drifts about in tangled masses. 

* Abrolhios is compounded of two Portuguese words, signifying ‘‘ Open your eyes,” 
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not exceed 79°, you will—when at nearest approach—pass four 
cables outside the rock. To strike it the angle would require to 
be about 93°. 

The fog-signal station on Poor Head, with its white boundary 
wall, is unmistakable, and the trumpet is quite conspicuous at 
the western end of the enclosure. Bishop’s Tower is situated on 
high ground midway betwen Poor Head and Ballycottin light- 
house. With the binocular it is easily got hold of, and once 
recognised and impressed on the memory there is no after trouble 
in doing so. 

To ascertain the “danger angle” for any place possessing 
suitable marks is a simple matter :—choose two conspicuous 
objects which are laid down on the chart, and if possible let them 
lie about an equal distance on each side of the danger. Put a 
pencil dot on the chart at the distance you wish to pass from the 
danger, and then draw a circle through the two selected objects 
and the pencil dot. The centre of the circle may be found by 
trial or as described in foot-note.* Next connect the pencil dot 
with each of the marks by a fine straight line, and, with a pro- 
tractor of any kind, measure the contained angle. This angle, 
as already stated, will be found to be the same at any point in 
the circumference of the circle. 

Of course if it were desired to pass inside the Pollock Rock, 
another circle could be drawn to suit the new condition. In this 
case, to give the rock a berth of 4 cables on the inshore side, the 
“ Danger angle” must not be less than 117°—an inconveniently 
large angle to measure with the sextant, but it might be possible 
to select more suitable objects. When taking the inside passage 
beware of the “ Hawk” and other sunken rocks off Poor Head. 

Entering or leaving Gibraltar Bay on the west side, the Pearl 
Rock (on which H.M.’s.8. Agincourt was nearly lost) has to be 
guarded against.. The horizontal “danger angle” to pass 24 
cables (or a quarter of a mile) outside it, is 74°. This angle is to 
be measured between two very conspicuous square towers, the 
one situated on a hill overlooking the lighthouse on Carnero 
Point, and the other on the hill above Frayle Point. 

Whether measured at the points in the diagram marked A, B, 


* To find the ‘‘ Danger angle” (horizontal), it is necessary to know that a circle can be 
drawn to pass through any three given points, no matter how situated, provided they do 
not lie in the same straight line. In the adjoining figures, a circle, whose centre is at C, 
is drawn through the given points ABD. ‘The centre is found by the intersection of the 
dotted lines #C and GC. Vide Chapter XI., on Station Pointer. 
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THE ENTRANCE OF THE TAGUS. 7O1 


C, D, or any other part of the circle seaward of the towers, the 
angle is still 74°, 


Again, in going into the port of Lisbon after dark, before the 
present range lights were established, the only guides to avoid 
the North and South Cachopos were the Compass bearings of 
San Julian and Bugio lights; but it often happened in winter 
that there was a heavy run on the bar, which sent the compass- 
cards spinning, and so rendered them utterly useless at the time 
of all others when most wanted; besides, in any case it would 
have been impossible to leave the bridge to lay off bearings at 
such a critical time. 

The writer, however, has entered with comparative ease on 
very stormy nights, when no pilot could be had, by steering so as 
to maintain the “Danger angle of 71° between Guia and San 
Julian lights, until those of Bugio and San Julian subtended 
nearly the same angle (68°), when the worst was passed, and it 
merely remained to con the vessel by eye mid-channel between 
the two last-mentioned lights. 

If, by bad steering or otherwise, the “ Danger angle” between 
the first pair of lights was allowed to be greater or less than 71° 
at the moment the “ Danger angle ” came on between San Julian 
and Bugio, it shewed the vessel was not in mid-channel. In the 
event of the angle being greater than 71°, she was on the North 
side of the fairway; and if less, it placed her on the South side. 


For a solution of this and other equally interesting Problems in Practical Geometry, 
see Raper. 
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So long, however, as the “ Danger angle” between Guia and San 
Julian did not exceed 90°, or be under 55°, there was no cause 
for alarm. 

By way of practice, these “ Danger angles” might be laid off 
on Admiralty Plan No. 89, which gives the entrance of the River 
Tagus. 

It would hardly be wise, however, to make one’s first experi- 
ment with the “ Danger angle” under critical conditions such as 
those just described, nor would it be fair play to the method. 
Better, by far, to practise where no risk is incurred, until a per- 
fect mastery of the principles gives confidence in their power. 
The foregoing examples afford conclusive proof that the Sextant 
is often of greater use in pilot waters than the Compass—not 
that the latter, after centuries of good service, is to be despised 
and forsaken; that time has not yet come. Each of the two 
instruments is good in its place; and it is the object of these 
pages to point out more particularly those cases where, with 
advantage, one may be employed in preference to the other. 

To conclude this subject, it should always be borne in mind 
that, in taking cross-bearings, the better plan is to observe but 
one compass bearing—whichever is most conveniently situated 
for the purpose—and then, with the sextant, take the horizontal 
angle between the two selected objects. The second bearing is, 
of course, got by applying the sextant angle to the right or left 
of the first one, as the case may require. 

Get into a habit, and make your officers do the same, of noua 
and marking down there and then the exact time of all such 
observations. ‘his is becoming more and more important as the 
speed of steamers increases. 20 knots an hour is not now un- 
common, and it means a mile in only 3 minutes,—indeed, with 
a strong favouring tide—in less than 3 minutes. * 


EXAMPLE.—Being off Holyhead, observed the Skerries lighthouse to bear 
S. 84° E. by compass at 10°7 a.m. by watch, the sextant angle between it and 
the South Stack lighthouse being 80° at the same moment. The latter, there- 
fore, bore 8. 4° E. by same compass ; and the cut being nearly a right angle, 
gives a good “ fix.” Patent log shewed 23} miles. (Apply deviation.) 


Exactly one hour afterwards, the ship’s position was again 
found in similar manner, and when compared with the run by 
log and course steered in the interval, shewed the set of tide to 
be N. 70° E. (true), and hourly rate 3 knots. 


* See Appendix M. 


CHAPTER XIX, 
THE COMPOSITION AND RESOLUTION OF FORCES AND MOTIONS. 


A full understanding of the Composition and Resolution of 
Forces and Motions is of so much importance to the sailor, from 
the infinite number and diversity of their application to every 
branch of his business, that it is hoped the introduction of a 
chapter savouring at first sight more of mechanics than naviga- 
tion, will not be considered out of place. Indeed, there are few 
problems in physical science with which the principles herein to 
be explained are not intimately blended. Their relation to navi- 
gation, generally, is close; but it is seen more particularly, per- 
haps, in Current Sailing, and also when it becomes necessary to 
trace the total effect on the compasses of an iron ship to its 
various causes. 

Motion is the direct outcome of force, and the composition and 
resolution of motions are in all respects analagous to those of 
forces. It is therefore quite admissible, and will be convenient 
here, to deal with them as synonymous or convertible terms. 

A single force may be represented on paper by an arrow-headed 
straight line; the commencement of the line indicating the Point 
of application of the foree—the direction of the line, the Direction 
of the foree—and the length of the line, the Magnitude or 
Intensity of the force, according to the scale made use of. 

The smallest number of ¢nclined forces which can balance each 
other is three. To do so, these three forces must act through one 
point, and in one plane. Their relation to each other depends on 
the following principle in mechanics, known as the Parallelogram 
of Forces, or, where motion is alluded to, as the Parallelogram 
of Velocities, The law is thus expressed. If two forces be repre- 
sented in magnitude and direction by the adjacent sides of a 
parallelogram, an equivalent force will be represented in magni- 
tude and direction by its diagonal. The two side forces are 
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termed the Components ; and the diagonal, the Resultant or pro- 
duct of their joint effect; whilst the junction of all three is called 
the Point of application. 

A-Parallelogram may be defined as any four-sided straight- 
lined figure of which the opposite sides are parallel, and the 
diagonally opposite angles are equal to each other; its Diagonal, 
as the straight line joming two of its opposite angles. Thus a 
Square is a Parallelogram, and the subjoined Rhomboid is another. 
There are yet two, namely, the Rectangle and Rhombus. 
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Thus the side AB is parallel to the side DC ; and AD is parallel 
to BC. The angle A is equal to the angle C; and B is equal to 
D; whilst AC is the diagonal. If AB and AD be taken as two 
forces, A will be their Point of application. 

In any parallelogram the four angles amount to four right 
angles, or 860°; and from the fact above stated, that any two 
diagonally opposite angles are equal to each other, if one angle 
be given, the other three can readily be found. Thus, if the angle 
D be 116°, the angle B will be 116° also. These two added 
together, and subtracted from 360°, leave 128° as the sum of A 
and C; and as these are also equal to each other, their values 
must be respectively half of 128°, or 64°. 

The following is an example of the Composition of Motions, 
which should be familiar to every seaman. 

In the subjoined figure let DC represent the course and hourly 
speed of a steamer ; say due Hast, 14 knots: and let AD represent 
the true direction of the wind, and its hourly velocity, say N.E. 
by N., 10 knots. 

If the atmosphere were calm, the wind caused on board the 
vessel by her onward progress would appear to come from right 
ahead at a rate exactly equal to her speed: therefore the line CD 
may be taken to represent a wind blowing in the direction of the 
arrow with a velocity of 14-knots per hour. Then AD and CD 
are the two components of the resultant BD, which latter shews 
the apparent direction and velocity of the wind as felt by an 
observer on the deck of the vessel, viz; E.N.E. nly., 214 knots 
per hour: this result being due to the combined directions and 


TRUE DIRECTION OF WIND WHEN AFLOAT. 705 


velocities of the true wind and that produced by the motion of 
the steamer. 


Scale 4-inch to the mile. 


As is here shewn, this problem is very easily solved by con- 
struction, but when great accuracy is required, it can also be 
calculated as follows. Consider the parallelogram as two triangles, 
then we have,— 


To find the angles DBC and BDO. 


Side AD = 10 As the sum of AD and CD=24 .. .. . 1°380911 
Side CD = 14 is to their difference = 4 .. . . . 0°602060 
— So is tang. of half the sum of } ae ; 
Sum. . 24 SEED BC an BDO. Jane mel 
Difference 4 10°330017 
aad 1°380211 


180° To tang. of half their difference 5° 53’=8'949806 
mueie G-. . . 123 45 28 ‘7% 


Sum of Angles Sum gives greater angle DBC 33 13 
DECEBDOS 8 ¥ 


Difference giveslessangle BDC 23° 2’ 


SIRMECBII pice. 2G. Te 
To find the resultant BD. 
meme. OF thoanvie 6 DO =,03° 2 5 Wr ene ee 4. OD92h73 
fae toe side U4. es.10 knots) ea als Wet ie ett = = 0 ol OOO000 
SO is sine of the angle C = 123° 45’ . . . . « « « « « « « 9'919846 


ernesila ss 1) == SLO ENO... ketamine sismie a c.c. 0) = oboslale 


Knowing how to compound two forces acting at a point, it is 
possible to compound or determine the resultant of any number. 
The Resolution of Forces is the converse of the foregoing 
example. To resolve or decompose a given force or velocity d’, 
whose direction and magnitude is BD, into two forces or veloci- 
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ee ee 
ties acting in any direction that may be chosen, as Ad’ and Cd, 
we have only to draw parallels through D, which determine the 
lines AD, CD, representing the magnitude of the forces required. 
It is evident that there are an infinite number of pairs of forces 
into which BD might be resolved. It is usual, however, to 
resolve a force into forces that are at right angles to each other. 

Subjoined is one more example of the practical value of 
understanding the Parallelogram of Forces. 


HATCHWAY 


In the diagram, W is a weight of ten tons which is suspended 
without motion from a span between two masts. Let the angle 
DCB = 140°, and the angle ACB = 72°, then the angle ACD 
will = 68°.* Draw AC to represent 10 tons on any convenient 
scale, say a tenth of an inch to the ton; also draw AB parallel 
to DC, and AD parallel to BC. Then by simple proportion of 
the parts, DC will represent the strain on the after pennant 
= 1:480 inches by scale, or 14°80 tors; and CB the strain on the 
forward pennant = 1:442 inches by scale, or 14°42 tons. 


* The Euclid scholar will have no difficulty in seeing how the values of the remaining 
angles are arrived at, but for the information of such as are weak in geometry, be it 
known that in any parallelogram the angle DAC will always be equal to its counterpart 
ACB, in this case 72°. The three angles of a triangle when added together make 
exactly 180°, so that if two are known, the third is easily found. Then ACD + DA C, 
or 68° + 72° = 140°, which subtracted from 180°, gives the angle ADC as 40°, and 
since according to the definition of a parallelogram the angle ADC is equal to its oppo- 
site angle ABC, the latter must be equal to 40° also. 
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By CALCULATION, 


To Finp DC. To Finp CB. 

PEMELIICUMING OF 40 <0, coi occreece cccaes 9°808067-| As the sine of 40° <.........ccesecce 9808067 
Peer LOU i, oe. di co sda ccasse 1:000000 is: ta hO tone, 2.00 eee 1°000000 
So is the sine of 72° .......cecee0e. 9-978206 so is the sine of 68° 8 ee 9°967166 
Tete AB TODS obo ieaccsscs sos 1°1701389 16,0.8 = 14°42 tons) eee 1°159099 


Similarly, having ascertained the strain on the pennants, it is 
easy by constructing other two parallelograms to calculate the 
“up and down” or crushing strain on each mast, as well as the 
bending or exact “fore-and-aft” pull. 

In the foregoing example—common enough on board ship— 
the strain on the two parts of the span is shewn to be something 
excessive, much more so, indeed, than one would at first sight 
conceive to be possible, and this, too, without taking into account 
the additional stress which the span would have to sustain were 
it required to loft the weight instead of merely suspending it, as 
in the diagrams. 

This example, though not pertaining to Navigation, is specially 
introduced because of its exceeding value in putting the sailor on 
his guard as to the peculiar properties of a span in connection 
with the dangerous operation of taking heavy weights in or out. 
The flatter the span, the greater will be the breaking or tensile 
strain it will have to endure, and the greater also will be the 
bending or shearing strain upon the masts. Therefore, when 
practicable, make it a rule to have the parts as much “up and 
down” as the drift necessary to clear the hatchway and bul- 
warks will admit of. 

We will now try what stress the span would have to bear, 
supposing the weight still the same, but the angle DCB acute 
instead of obtuse as before. 


See next page. 
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\ 
Let the angle DCB = 77°, and the angle ACB = 32°, then the 
angle ACD will = 45°. The remaining angles are got as already 


explained. 

To Finn DC. To Finp CB. 

As Sind Of/105> /c.0 ists eeer eee 9°988724 | As sine of .103°?,..4. 5... ee 9988724 
is to 10 tons. +.-0-, cere 1:000000 is to 10 tong= :.,...<. aaa ee 1:000000 
so.is sine Of: 02% i872, 2h. ee, 9°724210 so is sine of 45° ......... Pyros 9°849485 
10 DC S544 toner. ee: 0°735486 to OCB = 7°26 tons .»...........5 0°860761 


We here see that the strain on the span is positively much less 
than half what it was in the first ease, shewing very clearly the 
impropriety of rigging cargo gear straight across from mast to 
mast. Through pure ignorance of the danger incurred, this 
arrangement is quite common, as one may find out for himself by 
taking the trouble to walk round the docks of any large port. 
The consequences are seen in loss of life, broken spars, and claims 
for smashed up cargo. These evidences of grievous ignorance 
occur more frequently than one would imagine. The writer 
recollects the case, not so very long ago, of two celebrated 
steamers belonging to the same owners, where, through this cause, 
the masts were brought down on deck when taking out their 
funnels, though the heavier funnel of the two had but the paltry 
weight of four tons!!! Yet later, the taking out of a crank- 
shaft in a certain vessel had a similar result. 


WIND PRESSURE AND VELOCITY. 709 


As an illustration familiar to every seaman take this one :— 
When a weak-handed watch can get no more of a rope (say the 
lee fore-brace) by straight pulling on it, what do they do? Why, 
make it fast to the pin and “swig it off.” By so doing they are 
unconsciously acting the part of the weight on a straight span. 
The belaying pin may be taken to represent one mast, the lead- 
ing block the other, and the part of the brace between these two 
points as the span. So powerful is the effect that the invariable 
result is to gain more of the brace after total failure to do so in 
the Srdinary way. 

There is scarcely a limit to the application of is important 
principle in the science of Forces. It comes into play in a 
marked manner in the case of a vessel riding to two anchors— 
one broad oneach bow. ‘The proof is easy that when the spread 
is great, two anchors, so placed, are actually weaker to hold the 
vessel in a gale than one anchor right ahead. 

“Forces and Motions” remind one of the tables frequently seen 
in pocket-books, which assign a pressure and velocity to the 
wind. Such tables should be received with great caution—firstly, 
because there is a doubt as to the accuracy of the instruments 
which record wind velocity ; secondly, because there is a further 
doubt as to the relation between velocity and pressure; and 
thirdly, because the pressure 1s supposed to vary as the square 
of the velocity, so that any error in the estimate of the latter 
becomes greatly exaggerated when turned into pressure. Hur- 
ricane velocity and pressure are generally taken to be 100 miles 
per hour, and 50 lbs. per square foot respectively, but there is no 
doubt that during the strength of the squalls these maxima 
have been exceeded. The Meteorological Office in London is 
now giving a trial to a new tube Anemometer by Dines.* 


* After a trial of three years, the pressure tube anemometer, by Dines, is pronounced 
to be a success, though it appears that Robinson’s hemispherical cups take up sudden 
squalls more readily. India and several foreign countries are adopting the Dines pattern, 
which records winds of quite moderate force, whereas the Robinson anemometer is 
unafiected by any wind of. lower velocity. than 20 miles per hour, and does not act 
properly until the velocity has risen to fully 30 miles per hour. 


“ Swigging 
off” a rope. 


Disposition of 
anchors ina 
gale. 


Wind 
measurement. 


CHAPTER XxX. 
ALGEBRA. 


Algebra is usually a great bugbear to sailors, and although in 
the Practice of Navigation it cannot be considered an essential, 
a knowledge of the first four rules will occasionally be found very 
useful indeed. And these rules are so simple, that to commit 
them to memory within an hour or two need not “pawl the 
capstan” of anyone possessing average intelligence. ‘They are 
here given for reference when wanted. 


ALGEBRAIC ADDITION. 
Positive quantities added together give a positive result. 


EXAMPLE. 


+ 2 
Added to + 4 


Equal + 6 


Negative quantities added together give a negative result. 


EXAMPLE, 

-2 
Added to — 4 
Equal — 6 


To add together wnlike quantities, take their difference, and 
prefix the sign of the greater. 


EXAMPLE, 


a 
Added to + 4 


Equal +2 
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ALGEBRAIC SUBTRACTION. 


To subtract one quantity from another, change the sign of the 
quantity to be subtracted, take their difference, and affix the 
sign of the greater, of they are then of opposite names; but if 
changing the sign of the subtrahend, make it similar to that of 
the minuend, then add arithmetically both quantities together, 
and prefix the same (or common) sign. 


EXAMPLES. 
From - - «- - From - - .. —4 
Subtract. - - — aA (change the sign) Subtract - - - -++ 2 (change the sign) 
Remains- - - — 2 Remains- - - —6 


ALGEBRAIC MULTIPLICATION. 
Like signs give +, and wnlike signs give —. 


EXAMPLES. 


If If -+4/I +4/If 
Be multiplied by —2 | Be multiplied by +2 2| Be multiplied by —2] Be multiplied by + 2 
The product equals+8 | The product equals+ 8 | The product equals— 8 8 | The product equals—8 


ALGEBRAIC DIVISION, 


When the Divisor and Dividend have lzke signs, the sign of 


the quotient is plus; and when the signs are wnlzke, that of the 
quotient is minus. 


EXAMPLES. 
—2)— 4( +2 +2)+4(+ 2 —2)+4(—2 +2)—4(—2 
4 4 ‘ 4 4 
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(A). 
On the method of correcting the rate of a Marine Chronometer. 


When the mean rates which a chronometer has made in the 
three temperatures, 55°, 70°, and 85°, are known from the Obser- 
vatory rate sheets, it is necessary to calculate the quanities, ©, T, 
and R, for that watch. 

T is the temperature in which the watch attains its maximum 
gaining rate. 

R is the rate at T. 

C is a constant factor, which, multiplied by the square of any 
number of degrees from T, shows the amount of loss for that 
number of degrees. 

It may be here mentioned that C and T have been found by 
experiment to remain constant for long periods, seldom changing, 
unless the watch is either cleaned or repaired. R, on the con- 
trary, is liable to change occasionally, and should be verified at 
every opportunity of obtaining a rate by observation. 

Formula for finding C, T, and R.* 


Rate in 55° say — 0°72*...r 


ateoel => 045-,.40 
bs (Ie Sa VY be phate 
Ap hat ih wim Ls beat 
» 859 — *1BBS 
i— 0. =o 
d+d'= + 0°63 
To find C 
2(q-d) — 306 
O= —= — = - 00034 
30? 900 


* Sign + indicates fast error, or gaining rate. 


n= vs slow ,, orlosing ,, 
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To find T 
d+d +063 
(I, — 70°) = = —=-31 
C x 60 - 0°204 
T = 70° - 31° = 669° 
To find R (T - 70)? x C = 9°61 x 0°0034 = 0°03*- 
Rate at. . 70° = - 0°278- losing. 
Difference to T = + 0°03: faster. - 


R 


i 


— 0248. losing. 


Let . . N = any number of degrees from T. 
Then C x N?2 = amount of loss for N. 


The quantities C, T, and R, for any watch, having been found, 
the rule for finding the rate of the same watch in any given 
temperature is as follows :— 

Take the difference between the given temperature bis T 
(calling this difference N). 

Multiply N? by C, and the result will be the amount by which 
the watch will go slower at the given temperature than it does at 
T; and, therefore, by applying the amount thus obtained to R 
(the rate of the watch at puue the rate in the given temperature 
will be obtained. 

When CG, T, and R have been found, the rate which the watch 
will keep in various temperatures can be found from the Table 
on next page but one. 

The Table gives the amount by which a watch will go slower 
than at T, at any given number of degrees from T. The rule 
for using the Table is :— 

Take the difference pobmees the given temperature and T 
(that is, N). 

Take C to the nearest third decimal place. Enter the Table 
with C at the head. Enter the column marked N, with N as 
given to nearest degree, and in the column marked Cor’n will be 
found the amount by which the watch will go slower for N 
degrees. 

Hxample :— 

TP 79° "OP 003. 2 R 1084s 
Required the rate in 60°. . 
Difference between T and given temperature = 12° = N. 


Enter Table headed C 0°003, and column N, and take 12°. 
The column headed Cor’n gives — 0°43* losing. 


R —- 0°54 _ 
Rate in 60°. —- 0'973: 
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The “thermal error” or correction of the rates for temperature, 
as carried out at the Bidston Observatory, has led to the dis- 
covery by Mr. Hartnup of a small but very systematic difference 
between the “Sea” and “Shore rates” of chronometers. With 
very few exceptions, chronometers used in steamships have been 
found to go somewhat slower at sea than on shore—the amount 
in different instruments ranging from a small fraction of a second 
to upwards of one second a day. This is probably caused by the 
motion of the ship, or the magnetic effect of the iron of which 
she is built. It is small in comparison with the thermal error, 
and is only capable of being detécted in cases where the correc- 
tions for change of temperature have been carefully applied at 
sea during the voyage. 
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It has been considered advisable to give a place to the following 
correspondence between the author and another, bearing as it 
does upon a very important consideration in the navigation of 
iron ships :— 


The Editor, Mercantile Marine Service Association “ Reporter.” 
HEELING ERROR. 


Sir,—Will any correspondent kindly give the method usually 
employed at the Board of Trade Examinations for calculating 
the Heeling Error? Given the heel, the direction of the ship’s 
head by compass, and the Heeling Error observed, to find the 
approximate Heeling Error, with a greater or less given heel, 
and with the ship’s head on some other named point of the 
compass, the ship’s magnetic latitude being in both cases the 
same.— Yours faithfully, INGANNO. 

December, 1877. 


ss 


The Editor, Mercantile Marine Service Association “ Reporter.” 
HEELING ERROR. 


Sir,—In answer to “Inganno,” in your January number, I 
submit that the first thing to be done is to determine what 
is called the heelong co-efficient. It is the error on the North or 
South point by convpass, caused by one degree of heel, and is 
found by dividing the difference between the deviation, ship 
upright and ship heeling, by the number of degrees of heel. 

For example, given the deviation on North, ship upright, equal 
to — 21°; when heeling 12° to starboard, equal to — 3°; this is 
equivalent to a plus change of 18°, which, divided by 12° of heel, 
gives + 1°5 as the heeling co-efficient for each degree of heel to 
starboard. From this it will be seen that the heeling error is 
directly proportional to the amount of heel. Now, when the 
heeling error is given for any other than the North or South 
points, it is easily reduced to these by simply dividing it by the 
natural cosine of the number of points from North or South; 
then divide the result by the inclination to starboard or port, as 
the case may be, and you have the heeling co-efficient as before. 


720 APPENDIX (B). 


For example, the heeling error on W.N.W., with 16° of heel to 
port, is — 9°19; divide this by ‘383 (the natural cosine of 6 
points) and you get 24°; divide this by the heel (16°), and once 
again we shake hands with our friend the heelong co-efficient. 

Now it is evident that if we require the heeling error for any 
other given point, we have merely to multiply the heeling co- 
efficient by the natural cosine of the number of points contained 
between North or South (taking the nearest) and the stated 
point, multiply the result by the fresh heel, and we have the 
error required. 

For example, the heeling co-efficient on North is + 1°5 for 
each ‘waits of heel to starboard ; required the heeling error on 
N.E. by N.3.N., heeling 10° to starboard. Multiply + 1°5 by 
‘882 (the re cosine of 24 points): the result is + 1°32; 
multiply this again by 10° inclination to starboard, and we get 
+ 13°23 as the answer. 

I have treated the foregoing solution of the question asked by 
“Inganno” at considerable length, and in piecemeal fashion, 
hoping that by so doing it would be rendered clearer. The 
mathematical expression is very concise, but seamen are more 
accustomed to regard weather.signs than to study algebrate ones. 
Before quitting this subject I must warn “Inganno” that if the 
heeling error has a plus sign when heeling to starboard, it will 
have a minus one with a heel in the opposite direction; also, 
that the signs are reversed when the Northern semicircle of the 
compass is substituted for the Southern one, or the contrary, 
For example, if the heeling co-efficient on North is + 1°°5 when 
heeling to starboard, it will be — 1°5 on South when heeling 
the same way. In conclusion, the heeling error on any given 
point must not be confounded with the deviation on the same 
point. or example, the deviation, ship upright on S.W. is 
+ 13°, but when heeling 17° to port it is only + 2°, the heeling 
error is consequently — 11°. 


COMPLETE EXAMPLE.—With ship’s head 8.E. by E., and up- 
right, the deviation is + 23°; when heeling 8° to port it is + 3°, 
Required the deviation on N.N.W., when heeling 15° to star- 
board; the deviation on that point, when upright, being — 14°; 
magnetic latitude the same in each case? Answer, — 76°25. 


SQUIRE T. S. LeEcky. 
February 20th, 1878. : 


APPENDIX (C). 
STAR ‘TELESCOPE FOR SEXTANTS. 


About the first thing to be seen to on getting a star telescope 
fitted to one’s sextant, is that its collimation adjustment is per- 
fect. If the line of sight of the telescope is at all inclined to the 
plane of the instrument, instead of being strictly parallel to it, 
as it should be, all angles measured with it will be too great; 
and the larger the angle so measured, the greater will be the 
error. To determine the value of the error corresponding to the 
various angles or altitudes, which may at any time be observed, 
proceed as follows :—The sextant being in perfect adjustment, 
screw in the ordinary direct telescope, and, on a fine clear night, 
measure carefully the angle between two stars, whose distance 
apart is between 100° and 110°. Read off and note this angle, 
but do not move the index; then insert the star telescope, and 
verify the measure—taking care to make it in the very centre of 
the field. If the line of collimation is correct, the stars will be 
in contact as before ; but if it is not so, the stars will appear to 
have separated. Bring them again into contact, and, having 
read off the angle, the difference between it and the first reading 
is, of course, the error for that particular angle. 

To find what it would be for smaller angles, one might proceed 
as before, by selecting stars at the required distance apart; but 
it is better to adopt another method, wherein a knowledge of the 
error of parallelism of the telescope is pre-supposed. 

Raper, in his explanation to Table 54, already referred to on 
page 49, gives a rule for determining the error for any given 
altitude or angular distance when the error of parallelism of the 
telescope employed is known; and this same rule, when worked 
backwards, serves of course to find the error of parallelism. 


RULE TO FIND THE ERROR OF PARALLELISM. 


From the log. sine of the error belonging to any given angle, 
measured by sextant, subtract the log. tangent of half the same 
angle, and the remainder divided by 2 will be the log. sine of the 
error of collimation. 
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EXAMPLE. 


Let the error at 100° due to defective adjustment of the line of collimation 
be 8’; required the inclination of the telescope to the plane of the sextant. 


Ti0@ (BIG Oh: Side tata teen concerns: cans cae esos 7°36682 
Log. tangent of half 100° = 50° ......... 10°07619 
2| 17°29063 

L0G BING 20) 82" ts rashes ee 8°64531 


Now, having ascertained the angular inclination of the tele- 
scope to the plane of the sextant, if it be required to know the 
quantity to be subtracted from any other altitude or distance 
measured with the same star telescope and sextant, we must 
employ Raper’s rule in its direct form as follows :— 

“To twice the log. sine of the error in the parallelism of the 
telescope, add the log. tangent of half the angle measured. The 
sum will be the log. sine of the required error in the observed 
angle.” 


EXAMPLE. 


The error of parallelism having been determined as 2° 32’, required to know 
the quantity to be subtracted from an observed altitude of 40°. 


2°32 Log sine GO40310%- 2 esrsesvscs es 7°29062 
Half of 40°°="20° ‘Tancent. tse. ee 9°56107 


Quantity to be subtracted 2’ 27” Sine... 6°85169 


Having ascertained by direct measurement the error at 100° 
or thereabouts, it is recommended to ascertain, by calculation as 
above, the error for all other altitudes at intervals of say 5°, 
Having thus made a small table, gum it on the inside of the lid 
of the sextant case for ready reference. Whether the errors are 
known or not, don’t forget the advice on page 3876, to observe 
stars on both sides of the zenith. The diameter of the object 
glass of the star telescope should not exceed 12 inches clear 
aperture, unless special provision is made for one of greater size 
by raising the horizon-glass an additional 3, of an inch or there- 
abouts above the plane of the instrument. In using the star 
telescope be careful to observe as nearly as possible in the exact 
centre of the field. 
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THE THREE POINT PROBLEM. 


Analytical Solution.—Let the unknown angle at A be 2, and 
at Bbe y. Then # and y may be found from the two following 
equations. For, 


_asing _ bsiny (1) 
a ee ips Sr ees 
Alsoee ack 9 360° = (p++ CO) = Rivas cuictedens (2) 


From (2); 7= R= 2%, 
and sin y = sin R cos x — cos R sin z. 
Substitute this value of sin y in (1), reduce, and find 
asin p’ + bsin p cos R 


a 6 sin p sin R 
= a sin p’ iy 1). 
cot R (one. CORE MRI TENY Ne (3) 


When @ and y are found, the sides AP and BP are readily 
obtained. 
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Further, if A, C, B, and P all fall on the circumference of the 
same circle, then « + y = R = 180°; whence cot # = » x 0, 
which is indeterminate. For cot R = — 0,andcos R= — 1. 
Also a sin p' = b sin p, both being equal to the perpendicular 
from C on AB. The equation then becomes 


cotx2=oao(1l—l)=a0x 0, 


For the following solution of the Three Point Problem, the 
author is indebted to Mr. Wm. Allingham, a well known and 
valued contributor to the Nautical Magazine. 

From (2) we have 
sins LD8NB Sona. 
siny asin p 
sinzx-siny _tanA-1 
snzt+siny tanA+1 


tan 4 (@ - y) _ pores 
and PRE esa) 7 tan (A — 45°). 


then 


The auxiliary angle A enables us to obtain a direct solution 
by logarithms. For example :—Let p = 34°, p’ = 48°, C = 161’, 
a= 5,b = 7-4, and Fig. 13,-p. 158, will serve, by slightly alter- 
ing the letters to correspond with Fig. in this Appendix. 

74 log ‘86993 (A — 45°) tan 8°73132 
34° sin 9°74'756 | 4 (x + y) tan 0°21268 
48° cosec 0°128938 


4 (# — y) tan 8'94400 


0°74572 
5 log 69897 . @i=)-y = 10° 
Vit i a aie 
A tan ‘04675 x= 63° 30 
y = 58° 30’ 
Se Ay 


———————————— 


See Appendia (EL) on next page. 


MOV PtBS oc ekiadaeeneecensd sent eeeas heeee arene 3°8985925 
31415996 cccrrcetraegsieeewen evar ee 0°4971499 + 
Circumference in statute miles ........... : 4°3957424 
5980 ‘feat in One MUP aswn-eccspacaetes aes owes 387 226339 + 
Circumf. in feet: = 131,333,746 ............ 81183763 
Cireumf. in minutes of are = 21600’...... 4°3344538 — 


Mean Nautical mile = 6080°265 feet...... 3°7839225 
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APPENDIX (E). 

The mean radius of an oblate spheroid is the radius of a sphere 
of equal volume, and is equal to */ (a?) where a is the equatorial 
and 6 the polar radius, The earth’s mean radius is therefore 
3958°79 statute miles, and according to this way of looking at it 
the mean sea mile would equal 6080°3 fect. 
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As the magnetic poles are approached it may be assumed that, 
in conformity with the general law of magnetism, the deflections 
of the needle would become larger than here recorded ; but this 
is a matter of more interest to the scientist than to the navigator. 
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The mariner’s compass is found to be disturbed by submarine 
influences near Cossack, N.-W. Australia; Cape St. Francis, 
Labrador; New Ireland and Bougainville, Solomon Islands; 
Tumbora voleano, Sumbawa Island, near Java; St. Mary’s Isle, — 
near Madagascar ; Iceland and its adjacent waters ; Odessa Bay, 
and the shoal south of it; and Isle de Los, W. coast of Africa. 
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In Walker’s Taffrail log the bell sounds at every 4th part of 
a knot run by the ship, therefore —. = knots per hour. Thus, 
if the interval between two strokes of the bell be 40 seconds, the 
hourly speed of the ship is 15 knots, A small table like the 


subjoined may be stuck up in the chart-room :— 


s. knots. s. knots. Ss. knots. 
50 = 12°0 46 = 13°0 42 = 14:3 
49 = 12:2 45 = 13°3 41 = 146 
48 = 12°5 44 = 136 40 = 15°0 
AT = 12°7 43 = 14:0 oy = 164 


The governor should always be used with a Taffrail log, other- 
wise it rotates by fits and starts, and the mechanism is more 
liable to suffer from the rapid spinning which occurs after the 
line gets sufficiently twisted to overcome the friction induced by 
the drag of the rotator. 

In the case of Harpoon logs a guard of two pieces of crossed 
iron should be seized to the line about a couple of fathoms or so 
ahead of the log. Its business is to arrest seaweed, waste, and 
rubbish, which would otherwise foul the log and render it use- 


less for the time being. 34g 
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APPENDIX (1). 

It may be taken as quite beyond the realms of controversy 
that the moon has absolutely no direct effect upon weather. She 
may, however, have an indirect effect in certain localities. For 
example, in Torres Straits gales are remarkably prevalent about 
the times of Full and New Moon, or, in other words, at Springs. 
During 1841-44, Dr. Rattray, of H.M.’s surveying ship Fly, noticed 
that at these periods there was a large area of coral reef un- 
covered at low water, extending out from land some 60 or 70 
miles, and the great heating by the sun’s rays of this large area 
has a tendency to cause gales at F. and C. Thus in this locality 
the moon, operating through the tides, indirectly produces (with 
the sun’s assistance) a meteorological disturbance at regular 
periods, and of considerable magnitude. 

Again, where there is much rise of tide, say in the upper por- 
tion of the Bristol Channel, there must be no little displacement of 
air by the incoming volume of water, quite apart from the effect 
produced by submergence of miles of heated tracts of land, and 
this cannot well occur without some sort of an effect. 

Pilots of rivers and estuaries like the Mersey, the Dee, or the 
Clyde, are familiar with these local effects, such as a breeze spring- 
ing up with the flood, &c., though they may not be able to define 
the true cause. 

Again, in very many tropical ports—Bombay for example, dur- 
ing the N.E. monsoon—land and sea breezes alternate with won- 
derful regularity. Hach forenoon, the heated land draws to it 
the sea-breeze (or “ Doctor”), and right welcome it is. This dies 
away after nightfall, and vessels in the offing experience an off- 
shore wind owing to the land having become cooler than the sea, 
Anyone who has beat up the Malabar or Coromandel Coast is 
familiar with these changes, which are all due to fluctuations of 
temperature. 

One must learn to look beyond his nose for causes. 


APPENDIX (J). 

From Syzygy to Quadrature the tide primes, and for three days 
or so after Springs the interval between the corresponding tides 
of successive days is less than the average 50m. 

Per contra, from Quadrature to Syzygy the tide lags, and 
accordingly, for about three days after Neaps the opposite effect 
is produced. 
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On the night of 31st October, 1876, a storm-wave 10 feet high 
swept over both banks of the Magna and the islands in its 
mouth ; 98,000 people were drowned. “Soondrebun” of Bengal, 
sometimes written “Sundarband” or “ Sunderbunds.” 
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Another method of finding the Mean Time at ship and also at 
Greenwich of the meridian passage of a star, is as follows :— 


EXAMPLE, 
What will be the Mean Time at ship and at Greenwich of the 


‘meridian passage of « Procyon on February 19th, 1895, the 
Longitude being 45° W. ? 


He M. 8. 
Peer FTOCYON (Pace Goo, IVSA.).tecssccedeessesess es 7 33 50 
24 

SLetooRrOU 

Sidereal Time at Green. Mean Noon..............000e 91 56 44 

Approx. Mean Time of transit at ship ............... Soo 7, aac 
Pe CICMIONT ENG, te tistwtadesesthacctoes encaves ceases Jy Ong i VV 

ADDEOme ML CLINE) ator cas dies nates ceese 12 oTnrG 

H. M. s. 

Sidereal Time at G.M. Noon ...........csceseeee eats 21 56 44 

Peecleracion fOL 12'S 7. OS. ...:cs.cccccccccocecscvcces + 2 4 

PGTTPOLOU LD ICOLGAL LAID. \,\.a0s+e-cacdeccssicescsasnccvee 21 58 48 

3k Jone 

Mean Time at ship at transit .............c.ceecsceseees 9 Shui 2 
Mr GIT EL LNG sees esevee cv sanc nah catasvadaveranttgtens 3 Oa OAs 

Corrected Greenwich Mean Time ......... 19735) 42 


If still greater accuracy be required, the foregoing must be 
repeated :— 


H. M. 8. 
Bidtipimant GoM. Noon (pave 2100. 4)3.ee 21 56 43°75 
PRTIPOIETATIOI fOr Pa TS. (cccces cc iveces cece wvessestone + 1 58°28 
x PI GUILE. tetaed aa Ce nsccensecnex tess ta tans “a 5°75 
‘i pee gg 18, SS Wa sy als an teat a 0°00 
21 58 47°78 
31 33 50°00 


M.T:S. of transit of * Procyon on Febry. 19th... 9 35 2°22 
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For pilotage purposes in confined water spaces, everyday experience 
teaches that the compass cannot claim to be more than an auxiliary 
to the eye methods commonly employed. Where changes in direction 
are many and rapid, time is wanting to lay off positions by the com- 
paratively slow process of cross-bearings :—take the more intricate parts 
of the estuaries of the Thames and Mersey for example. It is due to 
this very obvious fact that a purely local pilot never consults a chart ; 
either he is guided by the mostly-present buoys, or, in their absence, 
by transit-marks in the day-time, and by range lights, coloured sectors, 
and maskings at night. 

Where banks are much given to shifting without permission, as in 
the Hooghly, or, say in Yarmouth Roads, the buoyage has to be re- 
arranged at short intervals, and pilots have to look out for fresh 
transits. Now, as the charts of such unstable localities cannot be 
kept precisely up to date, the sensible navigator, on arriving within 
pilotage limits, hauls up his courses, backs the main-topsail, hoists the 
“Jack ” at the fore, puts a Jacob’s ladder over the lee side, and gets a 
boat-rope ready well forward. Then ‘local talent,” when it comes on 
board, does the rest as above described. 

But intricacy is a question of degree, and outside of Europe there 
are heaps of danger-strewn places with a paucity of buoys, lights, and 
pilots—perhaps none at all—where the navigation, though demanding © 
much skill and clear-headed judgment, permits of more deliberation. 
The navigator thus left to his own devices has to fall back on the 
tools of his trade, and, unless familiar with the potentialities of Sextant 
and Station Pointer—the first as an angle-measurer, and the second as 
an angle-plotter—looks to his ancient friend ‘Cross-bearings” to get 
him along. Here, then, it is proper to remind him that if the ship 
has to pursue many and widely-varying courses, it is very important 
to have a closely adjusted navigating compass (see clause (4), page 645), 
as there is always danger at such times of applying the Deviation the 
wrong way ; and though such Deviation may be small, its misapplica- 
tion just doubles the effect on course or bearings. In the Royal Navy, 
during fleet movements, a “mancuvring compass” is kept in close 
adjustment for the reasons here given. 

But there yet remains an equally important point which the man 
entrusted with the safety of a ship cannot afford to overlook : owing, 
in some cases, perhaps, to their more striking appearance, or some 
unaccountable whim of the moment. the navigator may be beguiled 
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into selecting the more distant visible objects for cross-bearings, and 
this may easily prove fatal. Provided they are well defined and 
correctly delineated, preference should always be given to those near at 
hand. 

An error in bearing of a paltry quarter of a point—from whatever 
cause or unhappy combination of causes—is well within the bounds of 
probability. Now, with the object so near say as one mile, the ship’s 
position due to such an error is only vitiated to the trifling extent of 
half a cable; but should the object happen to be five miles off, the 
displacement amounts to a quarter of a mile, and at ten miles to half a 
mile. At either end of the Magellan Straits tempting ten-mile objects 
and upwards are quite common, and an error in bearing of 3° or 4° 
would probably entail disaster. 

It may be argued that the natural tendency is to take bearings of 
the nearer land-marks ; perhaps so, but the writer has so often seen the 
contrary done without any apparent reason, that it is just as well to em- 
phasize by repetition the last paragraph of page 104. See also page 149. 

It is greatly in favour of the Station Pointer method of “fixing ” 
that it is free from Deviation, and that a sextant-angle can be taken 
ever so much more accurately than a compass-bearing—especially 
should there happen to exist the not unusual accompaniments of sea 
and wind to make things lively. These undoubted advantages give 
correspondingly greater liberty in choice of objects. 

It is regrettable that one or two shipmasters, who have never tried Ut, 
publicly jeer at the Station Pointer as newfangled, expensive (which it 
is not), unpractical, and requiring a mail steamer’s complement of 
officers. This is because, unfortunately, they know no better, and are 
therefore altogether out of their proper sphere when they undertake the 
role of critics. Theirs is a prejudice which experience would dispel : 
such men, by way of mental reparation, often become extravagantly 
enthusiastic about that which they had previously condemned. 

All the recognised instruments of navigation—and the Station 
Pointer is now one of them—have their legitimate times and uses, as, 
in previous pages, the writer has endeavoured to shew, and the navi- 
gator must learn to discriminate. Once more, “ Knowledge is Power.” 

Tf the recommendation is to use near objects for “fixing” ship, the 
exact converse applies when adjusting compasses or ascertaining Devia- 
tion by known bearing of a terrestrial object. In these latter cases it 
is better that the object should be as far away as possible, compatible 
with distinct vision (see paragraph near bottom of page 618, e¢ sequitur), 

The two aspects of the bearing question dealt with in this Appendix 
are entirely distinct, and must not be confused with each other. 
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DEFINITIONS. 


Here and there throughout the text various definitions in Nautical 
Astronomy have been introduced in a casual way as necessity has arisen ; but 
now that the Board of Trade has stiffened its back, it appears desirable to 
recapitulate them systematically, and add such others as are wanting, so that 
the student may not be put to the inconvenience of referring to other books— 
perhaps not accessible at the moment—for enlightenment regarding the 
various technical expressions he may happen upon from time to time. 

It may be argued with some show of truth that the proper place for these 
definitions is at the beginning of Part II., but on the whole they are somewhat 
dry reading, will be superfluous to some, and likely to “ choke off” those who 
require a little coaxing. They are therefore relegated to an Appendix, where 
they wiil not obtrude themselves unless wanted. 

Care has been taken to arrange the definitions in such a sequence that, as 
far as possible, each one is preliminary to the next. The simpler ones have 
also been put first. It follows that it will not do to skip, or to begin any- 
where but at the beginning, since the definitions are more readily grasped in 
proportion to the reader’s acquaintance with those which have preceded any 
particular one. 

It would of course be possible to put much more tersely the matter 
contained in the following pages, but in that case it would not be so readily 
understood by the less advanced student. In fact the heading is hardly 
correct, for what follows must be considered more in the nature of detailed 
Explanations than curt Definitions. 

It is a misfortune that in the average book on Nautical Astronomy many 
expressions are employed which mean exactly the same thing, but the reader 
is not told so. Unless this redundancy is pointed out, confusion is apt to 
arise in the student’s mind. In view also of the fact that the bulk of seamen 
have but scant mathematical training, nothing but the homeliest language has 
been made use of : so now to business. 

The innocent little word “Circle” is so often encountered in these 
explanations of definetions, that it will be better to tackle it at the very 
outset. 


1. A CIRCLE is a plane figure bounded or surrounded by a continuous 
curved line called the circumference, of which every part is at the same 
distance from a point within named the centre. It will be noticed that, 
strictly speaking, the circle is not the circumference, but the surface which it 
encloses. 

In the English system the circumference is divided into 360°, and these 
again in minutes (’) and seconds (") of Arc. The circumference may also be 
divided into hours, minutes, and seconds of Z%me. As very familiar examples 
of these two divisions we have the compass-card and a clock-dial. 
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Lines drawn from the centre to any part of the circumference are termed 
radi, and are of equal length ; the length of any one of these when multiplied 
by 2 is equal to the diameter ; and the diameter multiplied by 3°1416 is very 
nearly equal to the length of the circumference. 

Radius must not be confounded with Radian, which is something totally 
different (see footnote, page 217). 

If a circle be divided into two equal parts termed semi-circles, each will 
contain 180° or 12 hrs..; the line of separation is the deameter. For example, 
in the Tables of Burdwood and Davis the azimuth is reckoned through 180° 
in the eastern and western semicircles. If a circle be divided into four equal 
parts termed quadrants, each will contain 90° or 6 hrs. For example, the 
compass-card is divided from 0° at North and South to 90° at East and West. 
A Right-angle contains 90° ; an Acute-angle, less than 90° ; an Obtuse-angle, 
more than 90°. 

Any portion of the circumference is called an arc, and the straight line 
connecting its extremities is termed the chord of the are. The parts of the 
circle separated by the chord are termed segments. A semicircle is a 
segment. 

The Complement of an angle is what the angle wants of 90°, therefore if 
the given angle be 60° or 4 hrs., its complement is 30° or 2 hrs. The Supple- 
ment of an angle is what the angle wants of 180° or 12 hrs., therefore if the 
given angle be 105° or 7 hrs., its supplement is 75° or 5 hrs. ‘hese two words 
are often contracted to “co” and “su,” and used as a prefix to some other 
word ; thus we have sine and “‘co-sine,” versed sine and ‘“‘su-versed-sine ; ” 
therefore the log sine of 60° is the same as the log cosine of 30°, as may be 
seen by inspection of any Table of Trigonometvrical Ratios. 

A vast deal more might be written about a Circle and its properties, 
which, however, would be out of place for the purpose in view. It is said 
that to describe a true circle is easier than to draw a perfectly straight line. 


2. A SPHERE or Globe is a solid figure bounded by a curved surface, 
every point on which is at the same distance from an interior point called the 
centre of the sphere. Hvery plane section of a sphere is a circle. For 
example, imagine a billiard ball to be cut clean through in such a manner as 
to divide it very unequally, then. the flat side or section of each of the two 
pieces, whether the large or the small, will be a true circle, provided the cut 
isa clean one. (The meaning of the word plane is given on page 337.) A 
“plane” has no material existence, it is devoid of thickness, it is merely what 
is termed an “abstract idea.” In geometrical reasoning we have to suppose a 
good many impossibilities : for example, a “ Line” is length without breadth ; 
and a “ Point” has no magnitude. 


3. A GREAT CIRCLE is one which divides a sphere into two equal 
parts; and to do so its plane must pass through the dead-centre of that 
sphere ; but it is free to do so in an infinite number of directions—there is no 
limit when we are dealing with imaginary planes. For example, an imaginary 
line joining any two stars in the firmament constitutes an arc of a Great 
Circle; it matters not whether the stars lie vertically, horizontally, or 
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obliquely to the observer. Pursuing this matter just a trifle further,—if we 
take haphazard any three stars not in a straight line, the three connecting 
lines would be ares of Great Circles lying in different planes, but each passing 
through the centre of our globe, and the surface of the sphere included by the 
three arcs would be a spherical triangle. It is clear, therefore, that any 
number of such Great Circles may be considered to exist in space. 

The Poles of a Great Circle are the extremities of that diameter of the 
sphere which is perpendicular to the plane of such Circle. For example, the 
Equator is a Great Circle, whose plane—passing through the centre of the 
Earth—divides it into the Northern and Southern Hemispheres, with their 
corresponding North and South Poles. 

Now as all Great Circles truly é¢sect each other, it follows, let their 
inclination be what it may, that each one must intersect the Equator in two 
opposite points ; and the two opposite points of any Great Circle must be 
180° apart. (See definition No. 8.) 

The Angle at the Pole of a Great Circle is measured by the are of the 
Great Circle which subtends that angle. Think this over till thoroughly 
comprehended, and then don’t forget it; as it is a rule requiring constant 
application. Still taking Mother Earth by way of illustration, the Angle at 
the Pole would be subtended by an are of the Equator in the case of a différ- 
ence of longitude, say, between the meridians of Berlin and Greenwich. Or, 
supposing an observer to be on the Equator, in Long. 0°, the Angle at the 
Zenith would be subtended by an arc of the celestial meridian of 90° east and 
west longitude. In each of these two cases the Great Circles subtending the 
angles are perpendicular to each other ; but, as already stated, Great Circles 
may intersect at any angle of inclination. Now if the first two lines of this 
paragraph are understood, it will be seen that the Angle at the Poles of the 
Ecliptic (see definition No. 10) would not be subtended by an are of the 
Equinoctial, which intersects the Ecliptic, but by the Ecliptic itself. But we 
are getting a little too “ previous.” 

The Vertex is the point of highest latitude touched by a Great Circle, 
not being the Equator ; and there are of necessity two such vertices, just in 
the same way that there are two points of intersection. These Vertices are 
diametrically opposite to each other, both in latitude and longitude,—one in 
the Northern, and the other in the Southern Hemisphere : if so, they must be 
180° apart, and 90° distant in each direction from the two points where the 
Great Circle to which they belong intersects the Equator. Therefore, if you 
know the longitude of these crossing places, you also know the longitude of 
each vertex, and vice versd. So much for the longitude ; but what about the 
latitude? Well, this is determined with equal readiness, since the angle of 
intersection is always equal to the Latitude of Vertex. This is not chance ; 
it is a law of “‘spherics.” There will be more said about this peculiarity of 
Great Circles when we come to the Ecliptic. 

The meridian of longitude which passes through the Vertex is known as 
the Meridian of Vertex, and is the only one which cuts the Great Circle at 
right-angles. It is useful to remember this peculiarity also. 

Great Circles and their Poles are scattered about everywhere and any- 
where—millions of them. They are for ever cropping up in Nautical 
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Astronomy, and therefore in Navigation, which is based upon it. But if you 
know one, you know the whole family, and they behave exactly alike in 
similar circumstances. 


4. A SMALL CIRCLE is an insignificant and distant connection of the 
Great Circle family. One does not hear so much about it in Nautical Astron- 
omy. It is rigorously excluded—not, indeed, from the ordinary family 
curcle—but from the family triangle, which is an exclusive meeting of three 
Great Circles—presumably members of the “upper circle.” At such a 
meeting a Small Circle would be regarded as an interloper, and put out, being 
quite inadmissible in such high society. 

A Small Circle divides a sphere wnegually, and consequently its plane 


> Soa pass through-the centre. 


5. THE CELESTIAL SPHERE may be conceived to be an immense 
spherical dome or shell, with the stars as glittering points on its zmner 
surface, and ourselves as a speck at its centre. Upon this sphere we imagine 
certain lines to be traced (corresponding to similar imaginary lines on this 
Earth), whereby may be fixed the apparent positions of the heavenly bodies, 
and their motions ascertained and described. The apparent place of a 
heavenly body depends solely upon its dérecteon from the observer, and has 
nothing whatever to do with its actual déstance. 

With the solitary exception of our troublesome neighbour the Moon, the 
parallax of all the other bodies with which seamen are concerned is so 
insignificant—owing to their vast distance—that in practical navigation it is 
usual to disregard it utterly. It would therefore be quite immaterial whether 
such bodies were observed from the centre or surface of the Earth : the 
measurements would be identical. 

With our own satellite it is different : owing to the Moon’s proximity, all 
lunar observations have to be reduced to the Earth’s centre. The elements in 
the Nautical Almanac are—as may well be imagined—computed as between 
the centres of the various heavenly bodies. The Celestial Sphere is often 
spoken of as the “Celestial Concave,” since it is the enner surface we are 
supposed to be looking at. 


6. THE POLES OF THE CELESTIAL SPHERE are two fixed points 
in the heavens where, if a star were situated, it would suffer no displacement 
whatever during the 24 sidereal hours occupied by the apparent rotation of 
the sphere on its axis : consequently, as we shall see by-and-bye, such a star 
would have no “diurnal circle.” Polaris being distant upwards of a degree 
from the Celestial Pole, does not quite fulfil these conditions, and only 
approximately represents the place of the Pole. It has a diurnal circle— 
though a very small one—which is gradually getting less, but will never 
reach the vanishing point. 

The line joining these two fixed points is the axis of the celestial sphere 
about which it seems to rotate. To its inhabitants, the Earth appears to be 
at rest, and the celestial sphere to move round it from east to west. In reality 
it is just the other way about (see footnote, page 396). Do not get “mixed” 
over this capsizing of the arrangement of the universe. 
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The Axis of the Earth, and all lines parallel to this Axis, point to 
the Celestial Pole (see defin. No. 25). The North Point which is on the 
horizon, must not be confounded with the North Pole, which has an 
elevation above the horizon equal to the latitude of the observer. 


7. THE EQUINOCTIAL CIRCLE, or Celestial Equator, is a Great 
Circle midway between the poles of the celestial sphere, and therefore 
90° from each. It is in fact the Earth’s equator extended to the heavens. 
When the Sun is crossing this circle in spring and autumn (declin. 0°), day and 
night are—Poles excepted—everywhere equal in duration (see page 398). 

The Equinoctial Circle forms the horizon of an observer standing at either 
pole of the Earth, and as soon as the Sun appears above it, he will have 
constant daylight for a period of six months. This is to compensate him for 
the other six months of the year during which there would be modified 
darkness. (See para. 3, page 407). 

In speaking of the Equinoctial Circle the second word is often dropped 
altogether. The Hgutnoctzal is to the heavens what the Equator is to the 
Earth. 


8. THE VERNAL EQUINOX, or First Point of Aries, is used by 
astronomers and navigators as a reference point in the sky, much the same 
as Greenwich is used as a reference point on the Earth (see page 398). The 
Equinoctial Point is the starting place for Right Ascension, Sidereal Time, 
and Celestial Longitude : for brevity sake it is cut down to “ The Equinox.” 

The Autumnal Equinox is the opposite point, where the Ecliptic cuts the 
Equinoctial when the Sun is moving south. The EKcliptic and Equinoctial 
being great circles, the Vernal and Autumnal Equinoxes are of course 180° 
apart : to traverse this space it takes the Sun six months. Do not confuse 
“ Kquinox ” with “ Equinoctial”: one is a Point, the other is a Great Circle. 


9. THE EQUINOCTIAL COLURE, or Zero Hour-Circle, is a Great 
Circle passing through the celestial poles and the equinoctial points. That 
half which passes through the vernal equinox may be regarded as The 
Celestial Prime Meridian. 


10. THE ECLIPTIC is that Great Circle in the heavens which the Sun 
seems to describe in the course of a year. It is better explained as the trace 
of the plane of the Earth’s ordc¢t upon the celestial sphere. It derives its 
name from the fact that eclipses can only occur when the Moon is crossing it. 

As before stated, the Eeliptic cuts the Equinoctial at the vernal and 
autumnal equinoctial points. Midway between these come the vertices of the 
Ecliptic, known as the summer and winter Solstices, which mark the position 
of maximum declination (23° 27’ N. and 8.). Here for a brief spell the Sun 
stands still before retracing his steps to the other hemisphere. 

The great circle passing through the solstitial points, the poles of the 
equinoctial and ecliptic is termed The Solstitial Colure. It lies at right- 
angles to the Equinoctial Colure (sce No. 9). The Solstitial Colure is the 
“ Meridian of Vertex” of the Ecliptic. 

The terms “summer and winter solstices” are of course only relative, 
since the English summer is the Australasian winter, and vice versd. 
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By “equinoctial point,” or ‘‘ equinox,” is usually meant the vernal equinox, 
or 1st Point of Aries. The other is much less heard of. 


“11. OBLIQUITY OF THE ECLIPTIC is the practically constant angle 
(23° 27’) which the ecliptic makes with the equinoctial at their points of 
intersection. In accordance with the laws of “spherics,” this angle is equal 
to the polar limit of the Sun’s declination. 

The Poles of the Earth, instead of being perpendicular to the plane of its 
orbit round the Sun, are inclined to it at the above angle. It is this 
beneficent arrangement which gives us the four seasons of the year, and the 
varying length of day and night. 


12. THE TROPICS are two small circles—parallel to the equinoctial— 
drawn through the solstitial points. The Sun never gets beyond these 
boundaries. The northern is the Tropic of Cancer, and the southern the 
Tropic of Capricorn. 


13. THE TORRID ZONE is the space on the surface of the Earth lying 
within the tropics. Twice in the year at noon the Sun is over-head to every 
place within this area, and never to any place outside of it. It is mostly a 
hot shop. 


14. THE POLAR CIRCLES are small circles distant 23° 27’ from either 
pole. The northern is called the Arctic Circle, and the southern the 
Antarctic Circle. Their latitude, therefore, is 66° 33’ N. and 8. respectively. 


15. THE FRIGID ZONES are the spaces lying within the polar circles. 
If the torrid zone—temperature apart—has its little peculiarity, so have 
the Frigid Zones, but in a more marked degree ; for at places within their 
inhospitable limits the Sun keeps above the horizon during part of the summer, 
and below it during part of the winter. The extent to which this happens 
depends upon the declination and the distance of the place from the pole. 


16. THE TEMPERATE ZONES are the spaces lying between the tropics 
and polar circles. They have nothing to do.with the great Temperance 
Question or the principles of the natives. 


17. LATITUDE. The Celestial Latitude of a body is reckoned from the 
ecliptic toward one or other of its poles, and is measured on a “ circle of 
latitude” passing through the body. A circle of latitude is a great circle 
perpendicular to the plane of the ecliptic. Terrestrial Latitude of a place is 
reckoned from the equator towards one or other of the poles of the Earth, 
and is measured on a meridian. 


18. LONGITUDE. The Celestial Longitude of a body is measured on 
the Ecliptic, starting from the equinoctial point. It is always reckoned in are, 
and from west to east throughout the complete 360°. Terrestrial Longitude 
of a place is measured on the Hquator, starting in both directions from the 
meridian of Greenwich, and is reckoned up to 180° E. and 180° W. 

The latitude and longitude of the Sun and Moon are given in the Vautical 
Almanac, on pages III. and IV. for the month. They are not used by 
navigators. 
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19. THE ZENITH, in general terms, is the point vertically over-head in 
the celestial concave : for example, it is the point whence a plumb-line would 
meet the surface of the Earth. The direction of the plumb-line is determined 
by the direction of gravity at the place of contact: this is very seldom indeed 
exactly towards the centre of the Earth (see pages 9 and 10). 

Were the Earth a true sphere, the Zenith might be defined as the point 
where a line drawn from the centre of the Earth, upwards through the 
observer, would meet the sky. But since the Earth is noé a true sphere, this 
second definition really indicates a point known as the Geocentric Zenith. 
Moreover, the True Zenith is only correctly determined when the direction of 
gravity is not interfered with by /oca/ and abnormal influences (see par. 3 of 
page 10). 


20. THE ZENITH DISTANCE at any moment is simply the angular 
distance of a body from the observer’s Zenith, or what the true altitude wants 
of 90°. The Zenith Distance is therefore the complement of the altitude. 
The body may have any bearing. When a body is on the horizon its Z. D. 
is 90°. It is measured on a vertical circle, or circle of altitude. 


21. MERIDIAN ZENITH DISTANCE only differs from No. 20 in being 
the body’s distance from the zenith at the instant of passing the observer's 
meridian ; in the case of the Sun this would be at apparent noon, and at 
such times the bearing would be either North or South. . 


22. THE NADIR is the point under foot which is opposite to the zenith. 
In observatory work it is readily determined by directing the telescope 
downwards to a basin of mercury between the piers of the instrument, and 
slowly moving it by the proper screw until the image of the horizontal wire in 
the reticule, as seen by reflection, coincides with the wire itself. (See 
page 80). The “horizontal point ” for the zero of the instrument is of course 
90° from the Nadir. 

This method has superseded the old-fashioned ones, which, besides being 
much more troublesome, were afflicted with the uncertainties of that bugbear 
of the astronomer—refraction. The Nadir is seldom or never referred to in 
navigation. 


23. HORIZON (see Plate) is a general term which, where navigation is 
concerned, resolves itself into the Ratronal, the Senszble, and Viszble horizons. 
But in the end they all come to the same thing. 


24. THE RATIONAL HORIZON is a great circle of the celestial sphere, 
having the zenith and nadir for its poles ; it is therefore half-way between 
them, and 90° from each. The plane of the Rational Horizon passes through 
the centre of the Earth. Wherever he may elect to go, each individual 
carries with him his own Rational Horizon, so that their number is infinite : 
but however many there may be, or however varied their angles of inclination, 
they one and all have the same centre (see page 322). The observer's Horizon 
has several faithful companions which never desert it. They are—the Zenith, 
Meridian, Prime Vertical, and a host of other Vertical Circles. (See No. 27). 
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25. THE SENSIBLE HORIZON is a small circle parallel to the 
particular rational horizon to which it corresponds, and its plane passes 
through the eye of the observer. 

Though separated by the semidiameter of the Earth (nearly 4,000 miles), 
it is evident that when extended to this infinitely distant surface of the 
celestial concave—as in the case of the fixed stars—the two horizons resolve 
themselves at the “vanishing point” into a single great circle (see pages 
320-323). They may therefore be treated as one and indivisible, except when 
the Moon is concerned. 


26. THE VISIBLE, or Apparent Horizon, is the line where the sea 
and sky appear to meet. It is a small circle parallel to the others, but 
depressed below the sensible horizon by an angular amount depending upon 
the height of the eye above the surface of the sea: this angular amount is 
familiar to seamen as the “dip of the horizon.” There is True Dip and 
Apparent Dip: in the latter the effect of refraction is allowed for. The exact 
formula for true dip is :— 

‘ h 

Sin. A= Jey 
where # = mean radius of the Earth, A = true dip, 2 = height of eye. 
With A = 20,902,412 feet, and A = 40 feet, the true dip is 6’ 435. 


27. VERTICAL CIRCLES, or Circles of Altitude, are great circles 
passing through the zenith and nadir, and therefore perpendicular to the 
observer’s horizon in every direction. 


28. A CELESTIAL MERIDIAN is a great circle passing through the 
poles of the heavens, the zenith and nadir: it therefore marks the north and 
south points of the horizon, and lies at right angles to the equinoctial and 
horizon. It is a particular case of a vertical circle. The Celestial Meridian 
is merely the plane of a terrestrial meridian extended to the celestial concave. 
Though very important in its way, it is only a local reference line. There are 
of course any number of meridians. 

Please understand that, unless otherwise specified, the word “ meridian ” 
as used in these explanations is to be considered the meridian of the observer. 


29. THE PRIME VERTICAL is the vertical circle passing through the 
zenith at right angles to the meridian : it therefore runs east and west, and 
cuts the horizon at those points. It is essentially a Great Circle. All bearings 
mentioned in these “explanations” are 7'’rwe bearings. 


30. HOUR-CIRCLES are great circles of the celestial sphere passing 
through its poles, and therefore at right angles to the equinoctial: they 
correspond exactly to the meridians of the Earth, and are sometimes termed 
“ Circles of declination.” 


31. THE ALTITUDE of a heavenly body in general terms is its angular 
elevation above the horizon, and is measured by the arc of a vertical circle. 
In practice there are three kinds of Altitudes :—(1) The Odserved Altitude 
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as taken with a sextant; (2) The Apparent Altitude, which is got by 
applying to the observed altitude the instrumental errors and dip, also semi- 
diameter—if any. It is therefore the angle of elevation of the line drawn 
From the observer to-the apparent place of the body ; (3) The 7’rue Altitude 
is got from the apparent altitude by the application of refraction and parallax. 
The latter—in the case of stars—is non-existent, and in the case of the Sun 
and planets may be neglected with safety. With the Moon it is a big item. 

The True Altitude, therefore, is the angle of elevation of the line drawn 
from the centre of the Earth to the True place of the body. 

In the case of the troublesome Moon the altitude needs yet another minor 
correction. The nearer a body is, the larger it looks: now, when the Moon is 
right over-head, it is nearer to the observer by half the Earth’s diameter than 
when it is on his horizon; hence its angular diameter when in the zenith is 
appreciably larger, and the increase is called Augmentation. 

The Moon’s semidiameter, as recorded in the Vawtical Almanac, is the 
angle under which it would appear if viewed from the centre of the Earth. 
But we don’t view it from the centre of the Earth, and so the semidiameter 
needs a plus correction depending for amount upon the Moon’s Altitude. 
This is given in tabular form in all epitomes, but it is so small as not to 
be worth bothering about except in the case of a Lunar Distance, where 
“Every little mak’s a muckle.” (For refraction see page 91, and for paraliax 
see pages 320-323). 


32. PARALLELS OF ALTITUDE are small circles parallel to the 
horizon. They are more commonly called “ Circles of Equal Altitude.” (See 
page 489.) 


33. THE DECLINATION of a body is its angular distance north or 
south of the equinoctial, and is measured by the are of the hour-circle passing 
through the body. Declination ranks in the heavens with Latitude on Earth: 
thus a star whose declination is, say 40° N., will pass the meridian in the 
zenith of all places in Latitude 40° N. 


34. POLAR DISTANCE is the body’s angular distance from the elevated 
vole. When the body is on the celestial equator (declination 0°) its Polar 
Distance is 90°. 

When the declination and the observer’s latitude bear the same name, the 
Polar Distance is the complement of the declination ; but when they are of 
contrary names the Polar Distance is the swm of the declination and 90°. 
Thus if the observer be in north latitude, and the declination be 20° N., the 
Polar Distance would be 70°; but if the declination were 20° S., the Polar 
Distance would be 1102. 


35. THE AZIMUTH, or True Bearing, is the angle at the zenith 
between the observer’s meridian and the vertical circle passing through the 
body. It is measured by the are of the horizon intercepted between the north 
or south point and the foot of this vertical. In all cases a body will change its 
Azimuth most rapidly when on the meridian, and least rapidly when on the 
prime vertical. If for some special purpose the Azimuth should require to be 
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known very accurately when the body is near the meridian, Time-Azimuths 
will give the best results : similarly, should the body be near the prime vertical, 
Alt.-Azimuths will give the best results. 

The most favourable time for swinging ship for compass work is of course 
when the Azimuth is changing least rapidly, and this can be ascertained at a 
glance from Burdwood or Davis, according to the latitude and declination. 
The altitude, though, should never exceed 40°, and 20° is the ordinary limit. 
For ship work Time-Azimuths are more convenient than Alt.-Azimuths (see 
bottom of page 123). | 

But although they should be looked for, one cannot always command the 
most favourable conditions; when, unfortunately, they are absent, the 
philosophic sailor will comfort himself with proverbs suitable to the occasion, 
such as “ Beggars cannot be choosers,” “Half a loaf is better than no 
bread.” Endeavour so to discipline your mind as always to be thankful even 
for small mercies. Contentment is happiness, though proper ambition is 
commendable. 


36. THE AMPLITUDE is merely the complement of the azimuth, and 
is reckoned from east or west towards north or south. Thus, if the azimuth 
were N. 80° W., the corresponding Amplitude would be W. 10° N. In 
Burdwood and Davis the azimuth is counted through 180°, and one might 

_wonder how the “complement” rule would then work. There is no difficulty. 
Imagine the azimuth to be N. 120° W.; subtract from 180° and we get 
S. 60° W. for the azimuth. Now the complement of this is W. 30° S. = the 
Amplitude. 

The Amplitude is defined as the angle between the prime vertical and that 
vertical circle which passes through the body when the latter is on the horizon. 

Strictly, the term is only applied to a body at its rising or setting. It is 
dropping out of fashion, as no one now-a-days would dream of waiting for that 
which after all—when the critical moment arrived—might not be visible: we 
have all heard of such things as a “high dawn,” “the Sun setting in a 
bank,” &e. 

Azimuth Tables and good bearing instruments make it easy to get compass 
observations almost at any hour. | 

In the days of wooden sailing ships it was not uncommon in the first or 
second dog-watch to see “the old man” solemnly laying his hand “on edge” 
(or the Gunter scale) over the compass, and squinting along it in the direction 
of the setting Sun. It was so easy to do, and the table in the Epitome 
obligingly gave the Amplitude without any calculation whatever. The rising 
Sun did not receive so much notice: the mate would be busy washing decks, 
and “the old man” had not yet turned out. Steel has changed all that, and 
compasses znsts¢ upon their claims to constant attention. 

To an observer on the equator the Amplitude of a body is equal to its 
declination ; thus, if the declination is 15° N. the body will rise bearing 
E. 15° N., and set bearing W. 15° N. Under all circumstances, however, zt 
bears the same name as the declination. 

When its declination is 0°, the body rises and sets due east and west an all 
latitudes. In high’ latitudes, when the body—instead of rising or setting 
vertically—skims the horizon obliquely, the visible Amplitude is only 
approximate, and a correction is necessary. Why should this be ? 
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37. TIME is an all-important factor in our daily lives. “ Punctuality is 
the soul of business,” and though we have clocks and watches to keep ws 
straight, there must be something to keep them straight in the first instance. 
This “something” is the uniform rotation of the Earth on its axis, which is 
always performed in exactly the same time, and thereby gives to us the 
portion of time known as a Day. 

But there are “days” and “days.” Broadly, a day is the interval 
between the departure of the observer’s meridian from a heavenly body—not 
necessarily the Sun—and its next return thereto. It derives its prefix or 
christian name from the body with which the motion of the meridian is 
associated. If the various heavenly bodies preserved the same positions 
with respect to each other, the intervals between the departure and return of 
a meridian to each would be the same, and consequently days of all 
denominations—whether solar, lunar, or sidereal—would be of equal length. 
But this is not the case. The Sun (or more strictly, the Earth in its orbit), 
the Moon, and the Planets are in continual motion, with velocities not only 
different from each other, but varying in each particular body ; hence a big 
celestial complication, which cuts out plenty of work for the astronomer in the 
compilation of that “wonderful book of prophecy ” the Vaztical Almanac. 

But our resources don’t end here, for, ever so far away, beyond Sun, Moon, 
and Planets, there dwells the glittering host of stars—suns in various stages 
of existence. They possess, it is true, what astronomers call “ proper 
motions” of their own; some speeding one way and some another, with 
velocities scarcely possible to realize ; but owing to the zmmensety of distance 
which separates them from this Earth, their movements enter se are only 
barely perceptible in the observatory after the lapse of many years. So far, 
therefore, as we mortals are concerned, the stars are fixed points in the 
fathomless depths of the sky: the “ Plough” of to-day is pretty much the 
“Plough” of a hundred years ago; so also with the other constellations,— 
within the memory of man they alter not. 

This majestic phalanx sweeps round about the Earth unceasingly, keeping 
step exactly, and without any derangement of its formation. We turn to 
practical account the unfailing punctuality of this stellar procession by taking 
it as that particular measure of Time known as the Sidereal day of 24 
Sidereal hours. 


38. A SIDEREAL DAY, therefore, is the interval between the departure 
of a meridian from a given star and its return to the same, or the time 
occupied by the Earth in rotating once on its axis. This measure of time, 
ever available, is of invariable length. 

To keep the ropes clear for running, we will at once draw a distinction 
between rotation and revolution. They should not be used indiscrimin- 
ately. In these pages the first will always be understood to mean a body 
spinning on its own axrs, like a teetotum, a top, or a merry-go-round ; 
and the second, the path or orbit of a body round its primary. Thus 
the Earth rotates on its axis once in the course of a day, and revolves round 
the Sun once in the course of a year. The Moon revolves round the Earth, 
but its rotation is so very slow as to be only once in a revolution. ‘The Moon, 
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therefore, always shews us the same side. What the other side is like we 
don’t know, though Zibration enables us to peep round the corners to a small 
extent. . 
Also, in considering the various daily measures of time, the observer must 
stick to his post. If he deserts it for another, as a ship does on the ocean, 
the intervals between successive meridian passages will be longer or shorter 
according to whether he has moved westward or eastward. As we cannot 
venture just now to complicate matters after this fashion, the observer will 
please to consider his eye glued to the transit instrument of any one 
observatory he may select, Greenwich for choice. 


39. AN APPARENT SOLAR DAY is the interval between the departure 
of a meridian from the Sun’s centre and its return to the same. But from 
two causes this interval is a variable one, and therefore unsuited to the 
affairs of high-pressure civilized life ; nor could clocks be constructed to keep 
pace with its vagaries. 

Cause No. 1 is the apparent variable motion of the Sun in the ecliptic, 
due to the fact that the velocity of the Earth in its orbit varies with its 
distance from the Sun; and here, be it said, the Sun is nearest to us in the 
northern winter and furthest in the northern summer. The Earth’s orbit, 
then, is not a true circle, but an ellipse, with the Sun in one of the foci. 

Cause No. 2 arises from the Sun’s apparent path not being coincident 
with the equinoctial, but inclined at an angle already explained as the 
“ obliquity of the ecliptic.” To know when the effect from this cause is least 
and greatest requires a little meditation. Just think it over. 

A sun-dial shows Apparent Solar Time, and we also use this latter time 
at sea, where it is the custom to “make 8 bells” when the Sun is on the 
meridian at noon. 


40. A MEAN SOLAR DAY. With a view to obtaining a convenient 
and wniform measure of time, astronomers have recourse to a Mean Solar 
Day, the length of which is equal to the mean or average of all the Apparent 
Solar Days in the year. An imaginary sun called the mean sun is made to 
take the place of the real Sun, and the interval between the departure of any 
meridian from the mean sun and its next return to it constitutes the Mean 
Solar Day. Being a uniform measure of time, we are enabled to make clocks 
and watches which will practically conform to it. 

If the imaginary or mean sun could be observed on the meridian at the 
instant when the mean-time clock indicated Oh. Om. Os., it would again be 
observed there when the hands returned to the same position. 

As the time deduced from observation of the real Sun is called Apparent 
time, so the time deduced from the ¢maginary sun is called Mean time. 

Mean Time cannot be obtained from observation, because there is nothing 
to observe ; but it may readily be deduced from an observation of the real 
Sun with the aid of the Equation of Time presently to be explained. 


41. THE CIVIL DAY and ASTRONOMICAL DAY. The first named, 
or common mode of reckoning, consists of 24 mean solar hours, counted in two 
batches of 12 hours each. We have seen that the Solar Day really begins 
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with the transit of one or other of the two suns across the meridian at mean 
or apparent noon, and this is the natural order of things if we accept the Sun 
as our time-keeper. But the Civil Day begins at the preceding midnight, 
and its first batch of 12 hours takes us to noon: we then make a fresh start, 
and the second batch of 12 hours carries us on to the following midnight, and 
so completes the Civil Day. Hence the ordinary clock is only marked to 12 
hours. At Bern in Switzerland there is a large public clock with its dial 
marked in two batches of 12 hours each, one lot for A.m. and the other for p.m. 

The Civil reckoning is therefore always 12 hours in advance of the 
Astronomical reckoning ; hence the well-known rule for determining the 
latter from the former, viz :—In civil time, with p.m. make no change ; but 
with A.M., diminish the day of the month by one, and add 12 to the hours. 
Thus :—January 2nd, 7" 49™ p.m. civil time, is January 2nd, 7 49™ 
astronomical time ; but January 2nd, 7 49™ a.m. civil time, is January Ist, 
19 49™ astronomical time. It will be noticed that Astronomical Time has 
no A.M. or PM. but runs right through the 24 hours. This is the case with 
Sidereal Time also. 

Ships’ log-books used to be kept solely in astronomical time, since it agreed 
with the processes of Nautical Astronomy, and was therefore convenient ; 
but it perplexed the souls of shore-going folks concerned with shipping, and so 
the custom of the sea in this, as in many other things, has been departed 
from. The weak must give way to the strong. 

There being no room in the cramped columns of Railway time-tables to 
insert A.M. and P.M. except at the top, every traveller, other than a “bagman” 
used to find difficulty in sorting out times of arrival and departure over long 
routes, especially as 0° 6™ P.M. was represented by 12" 6™ p.m., which 
could only mean 6™ after mdnight. At length a genius came along and hit 
upon the simple device of putting the a.m. figures in one kind of type, and the 
P.M. in another. Once more Columbus and the egg. 

To summarise, the Civil Day begins at midnight and ends at the next 
midnight, which is the most convenient arrangement for the ordinary affairs 
of life on shore. The Astronomical Day begins at the noon between the two 
midnights, and ends at the next noon. It has been proposed to make the 
Astronomical Day conform to the Civil Day, but it entails such a general 
upset—including the Nautical Almanac—that whilst admitting its advan- 
tages, astronomers seem loath to make the change. 


42. THE EQUATION OF TIME. The difference between the time 
given by the imaginary sun and the real Sun at any instant, is so termed. It 
is the angle at the pole of the Hquinoctial included between the meridians 
passing through the centre.of the real and imaginary suns respectively—that 
is to say, the difference between their Right Ascensions. 

Sometimes the real Sun is ahead of the imaginary one, and sometimes 
astern of it, and this regulates the application of the Equation of Time as 
given in the Nautical Almanac, where it is additive and subtractive by turns. 

From December 23rd to April 15th the real Sun is leading ; therefore, 
during this period the clock will be before the Sun. 

From April 15th to June 14th the real Sun is astern of the other, and the 
clock will be behind the Sun. 
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From June 14th to August 31st the real Sun has again got in advance, and 
the clock will be before the Sun. 

Finally, from August 31st to December 23rd the real Sun is behind, and 
the clock will be behind the Sun. 

The greatest value of the Equation of Time is 16™ 205. 

Now this matter of the clock being before or behind the Sun, as given in 
Whitaker’s and other shilling almanacs, is apt to be confusing ; but reference 
to our bosom friend the Nautical Almanac makes it plain enough. For 
example :—At 2 p.m. by the clock on May Ist, 1902, at Greenwich, required 
to know whether the clock is before or behind the Sun. (Remember that 
the clock shews Mean Time, while the Sun shews Apparent Time.) 

On page 75 of the Vautical Almanac (page II. for the month) the precept 
enjoins that the Equation of Time shall be added to Mean Time to find 
Apparent Time. 


Jip hash ah 
Clock = 2 O O or Greenwich Mean Time. 
Equation of Time + 2 54 


Real Sun ... 2 2 54 or Greenwich Apparent Time. 
Therefore the clock is behind the Sun. 


43. THE LUNAR DAY. As with other heavenly bodies, this is the 
interval of time between the departure of any meridian from the Moon, and 
its next return thereto. So far this has been the wording used, and is the 
truer way of putting it; but generally the Earth is consedered as standing 
still, and the other bodies revolving round it. If we adopt the same view, the 
wording must be altered to read like this :—A Lunar Day is the interval of 
time between two successive transits of the Moon over the same meridian. 
The meaning is of course identical. 

On the average the Moon gains 12° 114 on the Sun daily, so that she 
comes to the meridian 50°5™ of solar time later each day. To find the mean 
interval between successive transits of the Moon we may use the proportion 
(360° — 12° 114): 360°: : 242 ; ~; whence # = 24) 505m, 

The variations of the Moon’s motion in Right Ascension, which are very 
considerable, cause this interval to vary from 245 38™ to 25h 6m, 


44. SIDEREAL TIME at any place, at any moment, is the western hour- 
angle of the vernal equinox. When the equinoctial point is on the meridian 
of the observer, local Sidereal Time begins. At that instant, and at that 
particular spot, it is, so to say, Sidereal Noon, and a well-regulated sidereal 
clock should indicate 0" 0™ 0%, quite irrespective of the time shewn by a 
mean solar clock, which might possibly indicate midnight, or any other hour. 

All observatories are equipped with a sidereal clock, the face of which is 
marked up to 24 hours, and in this way it agrees with Right Ascension, 
which also runs continuously through 24 hours. 

By a glance at his sidereal clock, and at the Right Ascension column in 
his star catalogue, the astronomer can tell in a moment what particular star 
is then nearing his meridian, and can set his transit instrument to the proper 
altitude for observing its passage. Let us imagine a case :— 
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On June 10th, 1902, the Astronomer-Royal at Greenwich, in Lat. 51° 283’ 
N., finds the time by his sidereal clock to be 14 hrs., and wishes to test its 
correctness. From long practice he remembers that Arctwrus has a R.A. of 
about this amount, and turning it up, finds it to be 148 11™ 13°'99s, therefore 
it will pass the meridian at that instant of sidereal time: this gives him 11™ 
in which to get ready. The declination of Arcturus is 19° 414’ N., and its 
meridian altitude is found as follows :— 


Lintitndat yt Guu eh 51 28) N 

Declination) ors. .v ere 19 414 

Zenith Distance ............ oly avn 
90 

True Altitude .............. 68.1208. 

Retraction 5 cxcscpad ieee waat + $ 

Apparent Alt................ 58 13% S. 


The transit is accordingly rotated on its supports to point to the southern 
heavens, and set to 58° 133’. By this time Arctwrus will be about entering 
the field of the telescope, so the astronomer will record the manute shewn by 
the clock, and pick up the beat of the pendulum, which in the stillness of an 
observatory is almost painfully distinct. Then, at the precise instant, when 
Arcturus is on the vertical wire representing the meridian of Greenwich, the 
second and tenth of a second will be noted by ear. Any disagreement 
between the observed time of transit and the star’s R.A. is the error of the 
clock on szdereal time. 

This illustrates the prenciple of the thing, but in practice many important 
niceties require attention to ensure accuracy, and the chronograph may be 
substituted for the ear. 

Certain stars, whose places have been determined with the most pains- 
taking precision, are selected for this special purpose and get the name of 
“clock stars.” The transit is supposed to point true north or south, but it 
might be a trifle out of the plane of the meridian, so the nearer the “ clock 
star” is to the zenith the less will any error in azimuth be felt. Let the 
reader think this out and discover the reason. 

To the navigator who is not furnished with a sidereal clock, and is con- 
stantly shifting his position, a most useful item in the Wautical Almanae 
is the Sidereal Time at Greenwich Mean Noon. With this and his 
chronometers he can get the sidereal time for any hour at Greenwich, or at 
ship, whenever the necessity arises (see pages 401-402). 

Sidereal Time, then, is nothing more than the distance, at any moment, 
of the equinoctial point from the meridian of the observer, in whatsoever part 
of the world he may happen to be. (See footnote, page 330). 

A sidereal day consists of 235 56m 4:09 of mean solar time, and 
during it a meridian rotates through 360°. A sidereal day is therefore shorter 
than a mean solar day by 3™ 55°918 of mean solar time, and the deficiency 
is termed the Retardation of mean solar on sidereal time. This brings us to 
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the fact that in the course of a year the Earth rotates on its axis 366} times ; 
or we have that number of s¢dereal days as compared with 365} solar days. 
Leap year has been devised to dispose of the odd quarters, which, if neglected, 
would in process of time seriously derange the calendar. ‘lhe “odd quarters ” 
are not quite quarters, so a further correction has to be made at long intervals. 

In the Nautical Almanac, on page III. of any month, in the centre 
column, will be found the Mean Time of Transit of the First Point of 
Aries. This is the distance (or hour-angle) of the mean Sun from the 
meridian at the instant when the true point of intersection of the ecliptic and 
equinoctial (called the First Point of Aries, or vernal equinox) is on the 
meridian of Greenwich. It is the time by a Greenwich mean time clock at 
the moment that a Greenwich s?dereal clock indicates exactly 02 0™ 0s, 
and may be termed Mean Time at Sidereal noon, precisely as in the right- 
hand column of page II. we have Sidereal Time at Mean noon. It is 
useful for changing Sidereal Time into Mean Time. 

Should the place of observation not be on the meridian of Greenwich, the 
mean time must be corrected by the subtracteon of 9°83 for each hour (and 
in proportion for each part of an hour) of longitude if the place be to the 
West of Greenwich, but by its addition if to the East. 


. 45. RIGHT ASCENSION is the angle at the celestial pole between 
the body’s hour-circle and another which passes through the equinoctial 
point ; the last of these two circles is distinguished as the Equinoctial 
Colure, or Zero Hour-circle (see definition No. 9). The Equinoctial Colure 
being a great circle, of course passes through doth the equinoctial points— 
Aries and Libra. (See bottom para. of page 398). 

R.A. is in the sky what Longitude is on Earth, though their starting points 
are not the same. 

Right Ascension of a given body is virtually the Sidereal Time when such 
given body passes the observer’s meridian. It is measured eastward by the 
arc of the equinoctial intercepted between the equinoctial point and the 
foot of the body’s hour-circle. 

The Right Ascension of Sun, Moon, Planets, and Stars, are a// reckoned 
from the same point. The only difference is that stellar Right Ascensions 
are practically constant, whilst those of the other bodies require correction 
for Greenwich Date, more especially that of the rapidly-moving Moon. 


46. RIGHT ASCENSION OF THE MERIDIAN sounds large, but is 
merely the observer’s own R.A. at any moment, as would be indicated by 
his sidereal clock—if he had one, and therefore entitled to be called Sidereal 
Time at Place. Should the observer be afloat it would be equally proper to 
define it as the Sidereal Time at Ship. The example on page 402 shews 
how to find it at sea. 

It is now advisable to call attention to the big distinction existing between 
the Right Ascension of a Star and the Right Ascension of the Meridian. 
The first named does not vary, because the star being a fixture in the 
celestial concave, the enterval between it and the equally fixed “ equinoctial 
point” remains practically constant, as may be seen by inspecting the Star 
List in the Nautical Almanac : the equinoctial point and the star rotate in 
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unison. It is different with the observer; he being on Earth, and the 
equinoctial point being in the sky, they are all the time rotating either 
towards or from each other; in the first case the eastern hour-angle is 
decreasing, in the second case the western hour-angle is increasing. 

So it follows that the Right Ascension of the (Meridian of the) observer 
is an ever-varying quantity, being dependent upon the hour-angle of the 
equinoctial point at any given moment as shewn by his Sidereal Clock. 

In navigation books the word “ meridian,” when used in this connection, 
is intended to mean the meridian of the observer ; but as there are many 
meridians, the omission of the word “observer” may cause perplexity, and 
therefore—cumbrous though it be—it is here inserted whenever it appears 
advisable. This Appendix is not intended for astronomers, but for young sea 
officers anxious to know something more than mere “ Rule of thumb.” 


47. RIGHT ASCENSION OF THE MEAN SUN. The mean Sun is 
an ingenious creation of the astronomer to meet the requirements of this 
work-a-day world in general, and of clock-makers in particular. It is a 
fictitious body which is supposed to make the round of the egwinoctial with 
uniform velocity in the same time that the real Sun makes the round of the 
ecliptic with variable velocity. | ae | 

Though in the 12-months’ race it happens that sometimes one is ahead 
and sometimes the other—the amount being shewn by the Equation of Time 
plus or menus—both suns reach the winning post at the same instant: on 
the turf this is described as a “‘ dead heat.” 

We see, therefore, that the apparent revolution of a star round the Earth 
gives a day of uniform length, and that the real revolution of the Earth round 
the Sun gives a year of uniform length. 

Mean noon is the instant when the mean Sun is on the celestial meridian 
of the observer, and mean time is therefore the hour-angle of the mean Sun 
(see pages 397-398). 

Now, it being understood what is meant by “mean Sun,” it follows from 
definition No. 45 that the “ Right Ascension of the Mean Sun” (written 
R.A.M.S.) is simply its distance from the equinoctial point at any given 
moment. But here comes a little complication, for, unlike the R.A. of a fixed 
star, the R.A.M.S. is a constantly increasing quantity, owing to the mean solar 
day being longer than a sidereal day by 3™ 56°568 of sedereal time. This 
means that 24 mean solar hours equal 24h 3™ 56°56s sidereal hours. The 
excess is termed the “ Acceleration of sidereal on mean solar time.” 

By opening the Nautical Almanac at page II. of any month it will be 
seen that the right-hand column is headed “ Sidereal Time.” A very little 
reflection, based on previous definitions, will convince the student that with 
equal propriety this column might be headed “ Right Ascension of the Mean 
Sun,” for so it is, but only at the instant of Greenwich mean noon. For any 
subsequent hour the Sidereal Time has to be corrected (or brought up to date) 
by adding the amount of acceleration corresponding to the time elapsed since 
mean noon. This is an ordinary “rule of three” sum, but even that little 
trouble is saved by the table on page 740. 
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To sum up, the R.A.M.S. is nothing more than the Sidereal Time at 
Greenwich mean noon after correction in the manner already described. In 
corroboration, please note that the Sidereal Time as recorded in the Nautical 
Almanac increases daily by 3™ 56°56. On page 559 are two examples 
involving the use of the R.A.M.S. to get Mean Time. The rule is :—From 
the Sidereal Time at place (increased if necessary by 24 hrs.) subtract the 
R.A.M.S. : the result will be Mean Time at place. 


43. HOUR-ANGLE, or Horary-Angle, or Meridian Distance. These 
all mean the same thing. The second and third ought to be chucked out— 
especially the third, as it is apt to get mixed up with a similar expression 
in nautical surveying used to express the difference of longitude between 
two stations. 

The Hour-Angle—like Right Ascension—is also, an angle at the pole, but 
in this case it is the angle between the celestial meridian of the observer and 
the hour circle passing through the body in question ; whereas in the case of 
Right Ascension the angle is between the zero howr-circle passing through 
the equinoctial point and the hour-circle passing through the body. 

In other words, the Right Ascension of any given body is its distance in 
time from the equinox ; and the Hour-Angle is its distance in time from the 
observer. 

- This again amounts to saying that the Hour-angle is simply the difference 
between the body’s own Right Ascension and the Right Ascension of the 
Meridian of the observer. But just taking the dzfference will not tell what 
name to give to the Hour-Angle. All sorts of mystification would ensue; but 
none whatever by following this simple rule :—/rom the Right Ascension of 
the Meridian (increased by 24 hours tf necessary) subtract the Right 
Ascension of the Star: the remainder will be the Houwr-Angle West ; of tt 
exceeds 12 howrs, subtract from 24 and name it Fast. (See pages 129-131). 

There is a very simple and graphic way of skewing how to name the 
Hour-Angle—making a mistake impossible. It can be rigged up in less than 
no time, and costs nothing. The requisites are a piece of whitish cardboard 
about 7 inches square, and a piece of writing. paper somewhat smaller ; also 
a couple of ordinary brass pins from your wife’s or sister’s pincushion, or from 
~ your own “ Ditty-bag.” 

On the cardboard describe a circle with a diameter of 5 inches ; divide the 
circumference roughly into 24 hours, marking the 0b or 245 with rT, which 
is the symbol for the Equinox, or First Point of Aries.* Then the circum- 
ference will represent the Equinoctial, and the numerals will be hours of 
Right Ascension: they must be written down from west to east, as they would 
be written on this page. If you like to take the trouble, the names of the 
principal stars may be set down against their respective Right Ascensions. 
For example, Hamel would be written against 2; Capella against 5 ; Regulus 
against 10 ; 8 Centauri against 14, and so on. 

Next, describe a circle of 44in. diameter on the writing paper, and cut it 
out neatly with scissors. From the centre to the circumference draw a red 
line, and write along it “ Right Ascension of the Meridian of the observer.” 


*It looks like a grapnel. 
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Complete by drawing a few arrows round the margin of the paper circle in 
the direction of from west to east. The paper will then represent the Earth 
ready to rotate in the plane of the Equinoctial, which it can be made to do 
after fastening together it and the cardboard by a pin through their common 
centre. The “ gatchet” is then ready for action. 

Now, to see what name to give any particular Hour-Angle, you have only 
to set the red line to the hour representing the Right Ascension of the 
Meridian, and stick in the second pin at the hour corresponding to the star’s 
Right Ascension : it then speaks for itself. 

EXAMPLE :—When the Right Ascension of the Meridian is 225, required 
the Hour-Angle of Hamel, and its name. Having set the red line to 22%, 
and stuck in the pin against Hamel, it is at once seen that the Hour-Angle is 
4h Kast. Now try how this agrees with the verbal rule :— 


Dees m 
R.A.M. of observer............ 22 0 
R.A. of Aamel...caioesde 2 O subtract. 
Hour-Angle.gisyecre ee 20 OW. 
24 
HourzA nglet i: .olssatictewecs 4h om k, 


Let the Hour-Angle of Altair be required when the R.A.M. is 25 Om, Set 
the red line to 2 and stick in the pin at 208 against Altair. The Hour- 
Angle is 6) west. 


esi 
R.A.M. of observer ......... 2 0+ 24h 
RiAsofasea (taki: ota 20 O subtract. 
HoureAng) 3 aca eta 6h Om W. 


The Hour-Angle, as may be seen by the “ gatchet,” is measured by the arc of 
the Equinoctial included between hour-circles of the observer and the body, 
and is mostly reckoned in Time. 

Since it is the result of the unceasing rotation of the Earth on its axis, the 
H.A. is continually changing in amount : at each instant easterly Hour-Angles 
grow smaller, and westerly ones grow larger. 

With the Sun all is plain sailing, since it is obvious that a p.m. Hour- 
Angle is the same as Apparent Time at Ship ; and an a.m. Hour-Angle is got 
by subtracting Apparent Time from 12 hrs. 

Further light may be thrown on the subject by explaining how in practice 
Mean Time at Ship can be got from the Hour-Angle of a star. 

1. Given the Hour-Angle and time by chronometer. 

2. Find the corresponding Greenwich Date. 

3. Take out star’s R.A. from Wawtecal Alinanace. 

4, Take out Sidereal Time at preceding Greenwich Mean Noon, and 
correct it for Greenwich Date by table on page 740. Jt then becomes 
the Right Ascension of the Mean Sun. 

5. When the Hour-Angle is West, add it to the star’s R.A. : this gives the 
Right Ascension of the Meridian of the observer: from this (increased 
by 24 hrs. if necessary) subtract the R.A. of the Mean Sun, and 
the result will be Mean Time at Ship. 


APPENDIX (N). 749 


6. When the Hour-Angle is Hast, subtract it from the star’s Right 
Ascension (increased by 24 hrs. if necessary). This gives the R.A. of 
the observer’s meridian: then proceed as before. Two examples are 
given on page 559, 

Norr.—It simplifies matters to regard al/ Hour-Angles as Westerly. By 
subtracting an Easterly H.A. from 24 hrs. it becomes a Westerly one: 
Rule 6 is then not needed. Try the experiment with Yomalhaut, on page 
, 559. 

A study of Nos. 37-48 makes it clear that in Nautical Astronomy there 
are two principal points of departure from which intervals of time are 
reckoned, viz.:—The Vernal Equinox (or First Point of Avves), and the 
Meridian of the Observer. The Vernal Equinox is concerned with Sidereal 
Time and Right Ascensions ; and the Meridian of the Observer has to do with 
Hour-Angles. 

When the object is on the meridian the Hour-Angle is zero. 


49. DIURNAL CIRCLES. To get a correct idea of the movements of 
the heavenly bodies these circles should be closely studied: the knowledge 
thus acquired will be found most valuable to anyone who aspires to being a 
really crack navigator. 

If the heavens be watched for a few hours on any fine night—and sailors, 
above all other men, have heaps of opportunities—one cannot help noticing 
that while certain stars rise somewhere along the eastern horizon, others set 
somewhere along the western horizon, and that all move in circles wnzformly 
in such a way as not to disturb their relative configurations, but as if they 
were attached to the inner surface of a hollow rotating sphere, turning on its 
axis once a day (sidereal). 

The path thus described by any one star during a complete revolution is 
called its Diurnal Circle. In the case of the Sun, the portion adove the 
horizon is termed its “ diurnal arc,” and the portion below, its “nocturnal are.” 

The apparent motion of the heavenly bodies from East to West is caused 
by the steady leit-handed rotation of the Earth in the opposite direction. 
This teetotum-like spin is at the rate of nearly 17°3 statute miles a minute at 
the Equator. Lxpressed in arc it is 15’ per minute, or 15° per hour ; making, 
of course, 360° in 24 hours (sidereal). In 24 hours of J/ean Time the Earth 
rotates through 360° 59’ 8°33, and a mean solar day is therefore longer than 
a sidereal day by 3™ 56°568 of sidereal time. 

If we express it in Mean Time, the length of a Sidereal Day is 
23h 56M 4°09s. 

But to revert to the aspect of the heavens :—If the observer faces south, 
the apparent motion of the heavenly bodies is right-handed ; if he faces 
north, it is left-handed. 

It is obvious, even from the little here said, that there must be a great 
variety of Diurnal Circles according to the declination of the body and the 
latitude of the observer—the place of the pole in the sky depending upon the 
latter. It will presently be shewn that the place of the pole is the governing 
factor where Diurnal Circles are concerned. 
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We will try to illustrate this by putting the observer in the two extreme 
positions of the Equator and the Pole, and depicting what would be the aspect 
of the heavens from each of these points of view. We will begin with the 
Equator. Mote.—The student would derive great assistance from a celestial 
globe. 


50. THE RIGHT SPHERE. With the observer at the Equator (Lat. 0°), 
the celestial poles will be in his horizon bearing respectively north and south ;_ 
and the celestial equator (or “ equinoctial”) will pass vertically overhead 
through his zenith in an east and west direction. It will therefore be 
identical with the prime vertical. 

Do not forget that the altitude of the pole equals the latitude of the 
observer ; consequently, if the latitude be 0°, the altitude of the poles must 
also be 0°, which is equivalent to saying that they are in the horizon. (See 
pages 366, 367). 

Stars of any declination short of 90° N. or 8. will rise and set vertically, 
and their Diurnal Circles—however large or small—will be bisected by the 
horizon, so that they will be exactly 12 hours above it and 12 hours below. 
With the exception of such stars as have declination 0°, the Diurnal Circles 
will be “ small circles.” 

Now let us imagine the stars to be really moving across the sky from east 
to west, and that each of the more conspicuous ones marked its path by leaving 
a permanent trail of light in its wake ; then the observer at the equator, 
looking towards one or other of the poles, would see an irregular series of 
concentric semicircles—one within the other—getting smaller and smaller 
towards the poles. It would be as if he were standing exactly in the centre 
of a straight railway tunnel, with ribbed arches, and of such a length that 
the openings at either end were reduced to a mere speck of light. The specks 
of light would be the north and south Celestial Poles, and the ribbed arches, at 
varying distances apart, to suit the varying declinations, would represent the 
upper halves of the Diurnal Circles. The railway tunnel is here assumed to 
be a true semicircle ; but it is in fact always more than a semicircle, the 
hidden portion underneath the line being called the “invert.” This is not 
Nautical Astronomy, but merely a remark in passing. 


51. THE PARALLEL SPHERE. The other extreme, and still more 
unlikely case, is when the observer is at one of the Poles of the Earth 
(Lat. 90°). 

He who reaches this mathematical point—for convenience let us say the 
North Pole—will find himself confronted with some strange phenomena. For 
example, the elevated celestial pole will be exactly in his zenith, and the 
equinoctial will coincide with the horizon. All stars of northern declination 
will remain at a fixed altitude above the horizon—neither rising nor falling— 
but perpetually sailing round in “small circles” parallel to the horizon. He 
has only to slue round on his heel to see at one go every star in the Northern 
hemisphere. On the other hand, stars (not planets) belonging to the Southern 
hemisphere would never come into view. 

To the man at the Pole there would be no north, east, or west points— 
nothing but South in every direction, and the heavenly bodies whilst visible 
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would always be on a meridian. So long as our man stood motionless the 
rotation of the Earth on its axis would simply turn him round on a pivot, 
like a wax figure in a hair-dresser’s window. His weight also would be 
increased by about a pound, owing to being 135 miles nearer the Earth’s 
centre than when he was at the equator. 

Should he remain for a year (and one can fancy him saying “ Heaven for- 
bid !”) he would have during that time but one day and one night—long ones, 
to be sure, for each would be of six months’ duration. On March 20th the 
upper limb of the Sun, preceded for a week or so by a day-dawn glow, would 
top the horizon, and, as it circled round, more and more of it would slowly 
come into view, until on the following day the entire disc would be visible, 
and the “orb of day” would present the curious appearance of a ruddy ball 
rolling round the horizon.* 

Day by day the Sun would mount higher, slowly describing a flattened 
spiral in the heavens, till on June 21st it would attain the maximum altitude 
of 233° with a Right Ascension of 6 hours. After that it would depart in 
reverse order, till on September 22nd, with a R.A. of 12 hours, its centre 
would again be on the horizon, and the following day it would disappear in 
the same lingering manner as it came, leaving winter behind for an unbroken 
period of six long months, during which the chief compensation would be the 
auroral displays and the bi-weekly visits of the Moon. 

But before the Sun bids farewell to the summer solstice, it is worth while 
to call attention to what would happen if the individual at the pole were to 
take a step or two towards that luminary. By so doing he would at once 
make it “ noon or mid-day.” Having accomplished this very easy feat, let him 
“right about turn” and march a few paces from the Sun so as to get on the 
opposite side of the pole. It would now be midnight, notwithstanding the 
absence of darkness ; in fact, our Polar Sentry would have it in his power to 
create for himself at will the phenomenon of the “ Midnight Sun,” which for 
some years past has taken so many tourists to the North Cape at midsummer. 
As often as he chose, and with the minimum of exertion, the man at the pole 
would be able at one moment to view the Sun on the meridian at its upper 
culmination, and at the next to see it at its /ower culmination; thus 
annihilating time and space, and upsetting our established notions of the 
decorous behaviour of the celestial bodies. In other words, a couple of strides 
would change astronomical noon into astronomical midnight. This knocks 
Maskelyne and Cook into fits. 

We will now consider the JJoon’s behaviour. Like the Sun, our 
satellite spends an equal amount of time in each hemisphere ; but, owing 
to the very much greater rapidity of her motion, the Moon would be 
visible and invisible during alternate fortnights. In these ice-bound regions, 
she would more especially deserve her name of “the cold chaste moon ;” 
but depend upon it she would nevertheless be right welcome when she came. 
She would shew her appreciation of the reception accorded her by re- 
maining visible to the watcher during the whole period of her visit ; like the 
Sun, there would be no daily rising and setting. 


* The hourly change in the declination, and therefore hourly increase in the altitude, 
is nearly one minute of arc (1’) when the Sun is ‘‘ crossing the line.” This rate gradually 
diminishes to zero at the solstices. 
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There is just one other point before we finish with the sentinel at the 
pole. Though the Sun is invisible for six months, it must not be supposed 
that during all that time the watcher is shrouded in black night. It has 
been shewn that the silvery Moon makes regular visits at short intervals, 
and of course there is starlight also. Moreover, the flashing ‘‘ Northern 
Lights” are a sight not easily forgotten. But over and above these luxuries, 
there is something besides which proves that an often heard of sable 
personage is never guzte so black as he’s painted. 

Owing to the refraction and reflection of light, a certain amount is 
received from the Sun even when de/ow the horizon, and this is the case 
so long as the Sun is not more than 18° below it. When this downward 
point has been passed, twilight ceases altogether, and darkness (so far as 
the Sun is concerned) reigns supreme. Of course the degree of twilight 
depends upon how jar the Sun is below the horizon. It goes without 
saying that at 6° below, the twilight would be stronger than at 16°. Now 
the Sun does not reach 18° 8. declination till the middle of November ; 
and on returning northward it again reaches 18° S. about the end of 
January: therefore, excepting for some three months at midwinter, the 
man at the pole has always more or less twilight. After all, then, and 
aided by his white surroundings, he is not so badly off in this respect as 
most people would imagine. Perhaps, also, it may be a source of satisfaction 
to know that even in his darkest moments the sailor’s guiding star (Polarvs), 
like the proverbial “sweet little cherub that sits up aloft to look after 
poor Jack,” is serenely looking down upon him from a point almost right 
overhead. 


52. THE OBLIQUE SPHERE (sce Plate). Since but few people reside 
permanently, or even temporarily, on the Equator, and since no one has yet 
succeeded in capturing either Pole,* this—of the Oblique Sphere—is the 
aspect of the heavens which, weather permitting, nightly presents itself to 
the great majority of earth-dwellers. No doubt the virgin Poles will one 
day yield up their secrets (if they have any), but the “intrepid discoverers ” 
will not be anxious to stay there very long; so the Oblique Sphere is, 
and always will be, the one to engage the attention of most seafarers. 
We must therefore take more than ordinary pains to set forth its peculiarities. 

To prevent confusion, and to get away from mere generalities, we will, 
throughout what follows, assume the learner to be located at some spot 
intermediate to the equator and the north pole: then at any such spot 
the heavenly bodies (of all denominations) will move in circles oblique to 
his horizon, and the higher the latitude the greater will be the obliquity, 
the exact angle from the zenith being arrived at from the simple fact that 
it is equal to the latitude. We have seen that to the observer at the equator 
stars rise and set vertecally ; and that to the observer at the poles, stars 
move round horzzontally without either rising or setting: therefore, at inter- 
mediate stations, such as we are now considering, they must move obliquely 
to the horizon, which is the correct translation of the American word 
“ Slantin-diklar.” 

For greater convenience we will deal exclusively with the movements 


* Written in July, 1899. 


‘eroydsturey 
WIGYINOS 9Y4 UT WOTZLZINIIO [enqjodieg Jo efoto Surpuodseri0s pue ‘esa, * Aq pequosep 
se uonueddy [enjedieg jo aorta ose { ('G OS .83 ep) BIepy pur “(NT ,9T .8% ‘[0ep) 
XN[0d “CN ZF SE ‘[op) BSAA JO sojosto [wUINIP SurMmoys “NY 0% 1G “IT Joy osoydg onbyqo 


ITpeN 
spe i Pa 
BIepyR=— C4 baad 


a ~ 


- ~ : } 
Pol \ ~. 4 > 


one aS aoe tT yl. Sc 
5 a Ra NS) 210g 


‘StI 
gou Op puy uo0ryeq[ND09 
Tenjodisg Jo ofo11o ey UI 
“41M Ol “SOF .8E JO PICA 
-YJNOS OY} 0} s1vJIS— "ALON 


"408 be (w) 
jou op pue uonmweddy 
[enjodi9gq JO ofo.119 ot} Ur ‘ ron 
-U4TM Ol "N OZ 19 JO prem ( N) sjog 
“GJ10u OY} 07 S1¥IS— "ALON 


14% 
4 


a 
7 ae a bY 7 ‘ 
es 
7 ha = er 7 a0 > 7 

“ae Po .* ee 
an 2 8. ’ i 
eee 


APPENDIX (N). 753 


of the stars, it being understood that other bodies—so far as their limited 
declinations permit—behave in a manner precisely similar. 

In his new position the observer will notice a tendency of stars to 
linger near the horizon (not that there is any real reduction of speed) 
before sinking into the depths beyond ; and those with north declination 
which may pass the meridian to the southward of his zenith will never- 
theless rise and set behind him, so to speak, or to the northward of the east 
and west points. This last feature always puzzles the novice, who, not 
realizing the obliquity of the diurnal circles, almost invariably thinks that 
a star whose declination is less than his own latitude should rise and set to 
the southward of the E. and W. points, and accordingly, at such times, 
looks for them in the wrong place. 

The next thing to point out is that stars north of the equator will 
have more than half their diurnal circles above the horizon, and will 
therefore be visible for more than 12 hours. (See footnote, page 316.) 

To exemplify the oblique movement by actual figures capable of 
verification, let the latitude be 51° 20’, which fits in fairly well with a 
number of places on our own coasts, such as the Fastnet, the Breaksea 
Lightship near Cardiff, or the Downs near Ramsgate; but the open sea is 
preferable, as giving an unobstructed horizon to the north. Now, being 
in this latitude in any part of the Northern Hemisphere, let the observer 
put on his warmest monkey-jacket, woollen mitts, muffler, and sea-boots, for 
the date is January 13th, 1902, and lay himself out to follow the course of 
the bright and easily recognised Pollux, whose declination—28° 16’ N.— 
puts it nearly half way ’twixt himself and the equator. It will be a long 
watch, so he and a sympathetic brother officer can take it in turns, and 
report progress to each other. Participation will increase the interest: it is 
chummy, and means mutual instruction, which happens to be the very 
best way of learning. 

When on the meridian about midnight (Apparent Time at Ship), the 
angular distance of Pollux to the south of the observer’s zenith will be 
23° 4’; nevertheless, it will rise 49}° to the north of east, and set at the 
same amplitude to the north of west. It is evident that, to accomplish 
this, its path in the sky must be a slanting one from north towards the south 
when rising, and the reverse after passing the meridian. 

A rough and ready way of shewing this is to borrow the horse-shoe—there 
is certain to be one for luck somewhere about the ship, the proper place being 
on, not 7m, the harness cask—and on your tobacco-board (see page 542) draw 
a circle (in chalk will do) a couple of inches or so greater in diameter than the 
distance between the points of the horse-shoe. This circle is meant for your 
own horizon, its centre is your own position, and its further side represents 
the south. From left to right, through the centre, draw a straight line 
(diameter) to represent the Prime Vertical: its extremities will of course be 
the E. and W. points. Next stick a pen, pricker, roping needle, a lady 
passenger’s stiletto, or anything that comes handy, into the centre of the 
circle, and fix it as upright as you can: this will shew the direction of the 
zenith. 

All you have now got to do is to hold the legs of your lucky horse-shoe 
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on the nearer semicircle, about half-way between the prime vertical line 
and the part of the circumference nearest to yourself ; next lean the top of 
the horse-shoe from you to such an extent that it may be 23° by guess to the 
south of the pricker. The representation is then complete, The left leg of 
the shoe will represent the spot where Pollux will rise, the top of the shoe 
the meridian altitude, and the right leg the place of setting. If your eye isa 
good one for making measurements, you might even roughly guess the altitude 
when on the prime vertical ; this is 37° 20’ at 4" 18™, on either side, from the 
meridian. (See Table 29 of Raper.) 

Now, as Pollux passes the meridian about midnight on the 13th January, 
1902, it will be on the prime vertical bearing east at 7° 42™ p.m. on that day; 
and bearing west at 4" 18™ a.m. on the 14th. 

Pollux will be 17° 38™ adove the horizon, and 6 22™ delow it. So on 
January 13th it will rise about 3" 11™ in the afternoon, and set at 88 49™ 
the following morning. This completes all the points of interest in connection 
with the movements of Pollux, as presented to an observer in the given 
latitude and on the given date. Other northern stars passing the meridian to 
the southward of the observer will behave somewhat similarly, according to 
their respective declinations. An example showing one of a special character 
will be given further on. 

Stars of southern declination, though conforming to the same oblique 
movement, will spend /ess than 12 hours above the horizon, and more than 12 
hours delow it. To prove this let us choose Adara, with declination 28° 50’ 
S., which is nearly the same as that of Pollux, but of opposite name. To the 
observer in 51° 20’ N., Adara will rise 50$° to the southward of east, will pass 
the meridian 80° 10’ to the southward of his zenith, and will set 504° to the 
southward of west. It will: be above the horizon for only 6" 12™, and below 
it for 17" 48™ ; just reversing as nearly as possible the behaviour of Pollwa. 

Now, if stars of northern declination act in one way, and stars of southern 
declination act in the contrary way, there must somewhere be a neutral line 
where the change takes place. This neutral line is the Equator, for there the 
diurnal circle of a star whose declination is 0° will be exactly cut in two by 
the horizon, and such star will be above the horizon just as long as below it, 
namely, 12 s¢dereal hours, equal to 11" 58™ of mean solar time. 

Next we come to circumpolar stars. Strictly speaking a// stars are 
circumpolar, but it is convenient that the expression should be restricted to 
those whose distance from the elevated pole vs less than the observer's latitude. 
Such stars never sink below the horizon of that place, and consequently, with 
a suitable instrument (the Equatorial of an observatory), their diurnal circle 
can be followed “from start to finish,” if such a phrase can be used of a figu:e 
which has neither beginning nor end. 

Keeping the star-gazer still planted in Lat. 51° 20’ N., we will now invite 
his attention to the brilliant Vega (declin. 38° 42’ N.). This star, though 
passing the meridian nearly 122° to the sowthward of his zenith, will just 
come within the category of “circumpolar,” for 115 58™ after passing the 
meridian—when at its lower culmination—it will be found just skimming the 
north point of the horizon. (Refraction not considered.) ‘The diameter of 
Vega’s diurnal circle would be large in this latitude—102° 36’—and of course 
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in an observatory the whole of it cowld be followed continuously, weather and 
patience permitting. 

As the polar-distances of stars diminish, so will the diameter of their 
diurnal circles, until at last Polaris is reached with the smallest diurnal circle 
of all those in which the sailor is interested. After Polaris comes the polar 
point itself, and this, being a fixture in declin. 90°, has no diurnal circle 
whatever. 

Circumpolar stars, being always above the horizon, lie within what is 
called the Circle of Perpetual Apparition, the radius of which is equal to 
the altitude of the pole, which again is equal to the latitude. 

Per contra, stars at similar distances from the depressed pole lie within 
the “ Circle of Perpetual Occultation,” and never come into view. In this 
way we in England are precluded from seeing some of the brightest of the 
southern constellations. The size of these two circles depends entirely upon 
the latitude, but whether large or small, they are always counterparts of each 
other. When the observer is at the Pole, they are a maximum ; when he is 
at the Equator they cease to exist. 

From the foregoing we see that to understand the movements of the 
heavenly bodies requires considerable study—but nothing more than any one 
is capable of. A voyage from England round the Horn includes all the 
possibilities of the “ Oblique Sphere,” but a shorter cut is obtained by the 
use of a decent-sized celestzal globe, say, one of 24 inches : owing to cost, it is 
not often that larger ones are met with. To “rectify” the globe for the 
Oblique Sphere, the elevated pole must be raised and adjusted to an angle 
equal to the desired latitude—say 51° 20’, as we have just been dealing with 
it. This can be done by means of the degrees marked on the brass meridian ; 
then by rotating the globe from east to west it will readily be seen what stars 
never set, which ones never rise, and during what part of the 24 hours any 
given one is above or below the horizon, together with its meridian zenith 
distance and amplitude.* The data given for Pollux and Adara can be put 
to the test, and thus confidence will be acquired in a very short time. 

To give a correct idea of the movements of the stars, there is nothing that 
can touch the celestial globe. Once the student has mastered the subject— 
and it won’t take him long—practical star work will come much easier, and 
prove ever so much more interesting and useful. Knowing the path any 
given star must follow according to zts declination, and Ais own latitude, he 
will always know where to look for it, and identification will be but the work 
of a moment. Many men are loath to touch stars for longitude, because of the 
Hour-Angle being treated differently to that of the Sun. The difficulty is 
wholly imaginary ; there is really nothing in it, and a perusal of Definition 
No. 48 will show how supremely simple it becomes in practice. As for the 
remainder of the work, it is no more than for the Sun, seeing that the Declin. 
does not require to be corrected ; both it and the star’s R.A. are taken out at 
sight, and at the same opening. Like the Sun also, the Altitude correction is 
found by inspection from a Table given in every epitome. 

Where, then, is the difficulty ? 

* Recollect that we are now dealing with the Celestzal Sphere, which seems to revolve 
in this manner because of the real rotation of the Earth in the opposite direction. 
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APPENDIX (OQ). 
LUNARS versus CHRONOMETERS. 


The following amusing lines from the facile pen of Mr. E. Plumstead 
appeared in the March number of the Nautical Magazine for 1900. They 
are inserted by kind. permission of their author, and of the editor of the 
NV. M. Mr. Plumstead appears to be an exceptionally good observer, whether 
in fine weather or foul. As a yachtsman he takes unusual interest in the 
science of Navigation, making a specialty of the “ Lunar,” which—blow high, 
blow low—he never tires of pushing to the front. Whilst deprecating the 
tabooing of the Moon for determination of position, Mr. Plumstead is in 
other respects an ardent champion of “ Wrinkles,” which he has facetiously 
dubbed “‘ The gospel according to Lecky ”; the writer is at once grateful and 
flattered. But as regards the no longer vexed question of “ Lunars versus 
Chronometers,” the average professional Navigator has long ago decided it for 
himself, and not even the eloquent advocacy of so enthusiastic and capable an 
amateur will move him. The one knows the peculiar secrets of the sea—the 
other does not. Unfortunately, Navigation happens to be one of the least of 
the multifarious duties of the great bulk of Shipmasters: vzde ending of 
Preface to First Edition. 


THERE was a time when Parallax and dear old Mrs. Moon 

Were understood by seamen, and esteemed a precious boon. 

Then Wrinkles came ; Edition Nine burst forth mid jubilation, 
Waxed fat and kicked ; and then ensued the following conversation : 


‘Pack up! Clear out!” said Wrinkles, ‘‘Take notice now, and mind, 
Both Parallax and you to Coventry we’ve consigned.” 

‘¢Who’s We?” retorted Mrs. Moon, ‘‘I never heard such fudge; 

Are youthe We? Havelno friends? Are you the only judge?” 


‘* You've hit it off,” said Wrinkles ‘‘I am the We, far famed: 
You’ve lost your ancient following, of your conduct they’re ashamed, 
Except a few ‘Old Timers,’ who from sundry dark recesses 

Sing your praises in the papers, have no names, give no addresses,” 


‘“‘That’s rather neat,” replied the Moon, ‘‘ But will you have the kindness 
Just to state the cause of this revolt, and why this modern blindness 

‘To the virtues that I still possess? Explain the situation. 

What has blighted all my virtues? Who has spoiled my reputation ?” 


‘* Where have you been? What have you learned?” said Wrinkles, ‘‘ Don’t you know 
What happened here—it must be near a century ago ? 

You’ve heard of Sextant, Compass, Log, Mercurial Barometer ; 

Tremble! a goddess has been born. We’ve christened her Chronometer. 


‘* Behold my love, is she not fair ? so strong, so plump, so pliable.” 
* All Tommy Rot,” replied the Moon, ‘‘ I’ll bet she’s not reliable ” 
** Alas!” said Wrinkles, ‘‘I know that ; for has it not been noted, 
To her most eccentric conduct my best chapter’s been devoted ? 


‘Had you but read what I have said on her merits and demerits 

In chapter four, not for one hour would you maintain your spirits ; 
Could I but show you Wrinkles your appearances would cease, 
You’d for ever hide your ‘ bloomin’ cheek,’ for ever hold your peace.” 


‘*Of Wrinkles, sir,” replied the Moon, ‘‘ We’ve ‘ several copies’ here ; 

But the chapter headed Lunars is the one we hold most dear. 

With equal care we’ve read them both ; compared our notes, and reckoned 
No mortal who believed the first could understand the second. 


‘Tis just about twelve months ago, I said to some inquirers, 

‘You had no power to banish me, I still have my admirers.’ 

Adieu ! dear boy. I’m off. Good night. To Coventry? No/ Nevers 
Let ‘Wrinkles’ come, Chronometers go, but I go on for ever.” 
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GIVEN IN THE BODY OF THIS BOOK. 


ae S— Se 
eo) ine 

yf, ¢ he a =) 

=i '’ ; 

eT 9 


ie. 3 

ae 

F - 

_ . 
. Wii 

4 ~~ 

z 3 

= 

: 


Ei WPA ahi sd le Ba outt 


oe Le 

~~ eee es ee ee be Ser Re. or 
, ae eo -5 ‘“ fag ae wat | bake haan Vs am 

fey oy . Pie Mat asl ty Qh wire 

is he Cees Caney aN Vote ct oe Pe 

aq te; URIS we woh eigiely o aeae Set 


eh anti atiay oh pkceede ae ne ka Pine 
: ; , na 


rs wot , Vi 
: : 7 ‘ D ; pase ’ a - of ah | 
| » Wie aiealhy ites ain ibis aoetted ok eam 
| ee! MO naa 
y " j y ra ha ‘es 4 a = " ‘as =A ae | Ph, ms rT: mn eu A 
a, ’ - e.! He it b 1 i A Bobs ‘ 
. : = ae "| i 1 Seti Ry - ae a vas 
“4 i uw, a ae ‘ ae) hr fy 

Ps i patent’ A i@h Ae ’ ie 
4 ne ; : 4 oP ae rye See h “ony ne Mad, Mf" 

Sk 8 9 te ee a 


t ar 
r : iS ma a 
ae 


aE | RV AY f REY eric: i 


' * 
‘ , wd Rot i wre ae 


27 Oy T -2T Tao? eee 


at at <, Tee 
7 h ’ a oe wae 


i «a thay dave i 

: L* I ed it a i" vad 7 ae id rank awit ¢ SON 

xt OS eee ti it ote it “ava 
oe be™. 


‘ a a4 nie aban 


v ; ; ; . ba Ay * Selle 


“a ‘ . Py ty fal 
| 
r as oon aes 
: : Aton 
; : 1 t é ah Foe 
¥ ee or hs 


; 4 9 Wa ‘he - rk * One ‘ 
p . -— 
rr aay, | = 

: 4 ‘ A ew a y lt - \ te fs indanbin’ ed 

: ; i > } y a “ ace Lh be or 


3 . rs “een oe ri “f a 
! | it PDC Bae r 4 
: . ‘/ ad "BAT Mas tithe Dee oe ii : Ave ye 


{i : r fi - ts (i 7 x % a7) a . 7 
2 ww at ee Unie a} Ae acl iy tie 
b : Ady 1), POAT , SGA i> Se pes au" Ay a! "49 “ 


" rt oe ee eM 
° te ; - i 4g pacer wee} on Mery bate 
; rie. rad ee ga | Sao 4 
is ‘4 es Oo? Tae * sal mi iy ia oo iba 
: 72 Ls a St ee rot) ” at ae i Se ‘oi 
Abs . stn (a hast oe: Cede ee wns 

<_ 4 O46 vin CS - ion. Ge 
a gages Reiley diced ak 


REFERRED TO ON PAGE 689. 759 


IL. AUGUST, 1875. 143 


AT MEAN NOON, 


THE SUN’S Equation of 
Time, 
to be 
subtracted 
Apparent Var. from Var. 
in Mean in Sidereal Time. 


't Hour. 


Day of the Week. 


Declination. Time. 


1 Hour. 


‘ “ “ 8 3 

25 49'4 | 46°19 30°93 | 0'460 
Tapia lente 40:75 19°63 | 0°483 
48 25°3 i 47°30 7°78 | 0°505 


a 
~~ 
a 
° 
= 
vo 
S 

i 
{e) 
> 
4 
Q 
14 
15 
16 


APPARENT PLACES OF STARS, 1875. 395 


“AT UPPER TRANSIT AT GREENWICH. 


a Virginis. a Piscis Australis. 
(Spica). (Fomalhaut). 


Dec. South. R.A. Dec, South. 


e o h m e tA 
10m 30 ul 228 60110) 310 
“ 8 “ 
28'0 43°49 79° 
30°1 43°41 78°6 
32°2 43°35 779 
34°2 43°32 76°9 


361 43°32 75°7 
37°9 43°35 74°2 
39°4 43°43 72°3 
40°7 43°53 70°4 


41°8 43°67 68°4 
42°7 43°86 66°2 
43°4 44°08 63°9 
44°33 61°6 
46°00 50°9 
46°36 49°3 
46°71 48'0 
47°05 47°0 


47°36 46'4 
47 63 40°I 
47°86 46°! 
48°04 46°5 


48°17 47°2 
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Il, JANUARY, 1880. 3 


AT MEAN NOON. 


THE SUN’S Equation 
of Time, 
to be 


subtracted 
Apparent 


Declination. Sidereal Time. 


Day of the Week. 
Day of the Month, 


h m 5s 


19 37 18°37 


IQ 41 14°93 
19 45 11°48 
Sun, 18 29°2 : IO 34°09 f 19 49 8°04 


FEBRUARY, 1880. 
Frid. | 20 |S. 11° 1 37°6 5372 14 0°54 0'266 21 59 14°38 
Sat. 21 10°40. (3°5 54°13 13¢53'52 0'294 22 3 10°93 
Io 18 19°%4 54°53 13 46°44 | 0°32I | 22 7 7°48 


MARCH, 1880. 


Sat. Ry Oe they 58'27 II 18°95 0°600 22 58 22°68 


437 39 58°61 10 49°42 0°630 23 6 15°79 


| 
5 0 28°9 53°45 It) 4°37 o°615 | 23 (2u9¢ 
| 


MAY, 1880. 
AT MEAN NOON, 


THE SUNS Equation of 
Timex sit 
to be 
added 
Apparent . to 
i Mean , : 
Declination. , Time. me Sidereal Time. 


Day of the Week. 
Day of the Month. 


° / a” h m 


5 
Tues. | 18 |N. 19 41 57°7 ? ‘ 0'099 3 46 


Wed. | 19 19 54 46°1 : x O’I21 3 50 
Thur. | 20 20 7 I4q'I f 5 0°143 3 54 
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II, JUNE, 1880. 93 
AT MEAN NOON. 


Mon. =. 29 275 16°) 0°45 I 34°82 0°536 
Tues. | 22 23). 20. 8520 1°48 hee A707 0°534 
Wed, 2 23. 20.5 4°2 2°51 2+ ‘0°46 0°531 


Oo 14°09 
4 10°65 
Sp. °7'20 


Thurs. | 24 i Pe A By 3°54 PAPA ehh GS: 0°527 
Frid. 25 Pe ee BAGG | 4°57 26 26°76 0°523 
Sat. 26 PRR Tes Ca 560 weaes O°517 


124.7 3:76 
IGP 0732 
Ig 56°38 


; | , Equation of 
od c= THE SUN q 
3 z UN'S Time, 
= a eee a ae oe al to be 
oO vo 
a cos added to 
ae oa Apparent ‘ge subt. from aE ; 
=~ = in M in Sidereal Time, 
e o Declination eh 
ra Q ; I hour, Time. 1 hour, 
Rs fled s Neath s heawMi8 
Frid. 4 |N. 22 30 59'9 | 16°86 52741 0°431 4-53) -12:60 
Sat. 5 22 37 327 | 15°87 I 41°88 0°446 Hie 574) 2:40 
Sun, 6 genvay GATT |urla.oo Ly 31 ‘02 0°459 Bimal cy 72 
Mon ¥) 22 49 268] 13°88 I 19°85 0'471 Ba Se, 225 
Tues 8 22e754 1a770. |p 12s 1840 0°483 5 ons os 
Wed 9 22 59 448 | 11°87 | © 56°69 | 0493 | 5 12 55°39 
Frid. 18 Zea eheehhs 2°65 0 56°10 0°538 5 48 24°41 
Sat. 19 aye 20.. ATO 1°62 Ip 9°02 0°538 Se e526 82007 
Sun, 20 Rhee Lae es 0°58 1} 321-93 0°537 cy AY 
6 
6 
6 
6 
6 
6 


JULY, 1880. 
Tues GalN. 22.438. 30°S.| 15°68 As ©3597 O'414 6 59 22°46 
Wed 7 22 32 23] 16°66 4 41°73 0°399 7 3458s 
8 22 25 I14| 17°63 Awe eT J 0°382 7 Fespeeey 


SEPTEMBER, 1880. 147 


AT MEAN NOON, 


THE SUN’S Equation of 
Time, 


to be 
added to Var. 


Mean in Sidereal Time. 
Declination. Time. 


Apparent 


Day of the Month. 


1 hour, 


8 8 

41°13 | 0883 
2°35 0885 

23°61 0°886 


30°62 0°871 
51°46 0°865 
12°15 | 0°858 


m 
4 
5 
5 
7 
7 
8 
8 


32°67 0°850 
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IL DECEMBER, 1880. 201 


AT MEAN NOON. 


: oe , 
9 8 LUE AEN Equation of 
> a Time, 

ra) ig to be 
z S Apparent Var pen Nice 

in in : . 

—~ > Wa bs Time. Sidereal Time. 

A A Declination. |) hour, 1 hour 


sf ee | oe ——__-—_—— 


e ‘ “ ” 8. h m 8. 


m, 8. ° ° e 
Frid, | 17 |S. 23 23 37°9 4°63 3 23°84 1'229 17 45 57°50 
Sat, | 18 | 23 25 14°9 3°45 2 54°26 1'236 | 17 49 54°06 


23 26 23°6 2°28 2 24°55 1'240 17 53 50°61 


JANUARY, 1880. 


MEAN TIME, 
THE MOON’S 


Right Var. 


i - eclination. 
Ascension. | in 10m, Declination 


SATURDAY, 17. 

8 
I9'I50 |N, 
19°148 
19°146 
19°45 
19°145 
19°145 
19°45 
19°I47 
19°149 
19°I52 
19155 
19159 
19164 
19°168 
19°174 
Ig'181 
19188 
19°195 
19'203 
19°212 
19221 
19'230 
19°240 
19'251 


© CON ODufW Hb = O 
WOWWUWO OHMHNOONNN ° 


h 
oO 
oO 
oO 
oO 
oO 
0 
oO 
O 
oO 
ie) 
oO 
12) 
oO 
Oo 
oO 
oO 
2) 
Oo 
oO 
oO 
oO 
ce) 
Oo 
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332 APPARENT PLACES OF STARS, 1880. 


AT UPPER TRANSIT AT GREENWICH. 


q d a Aurigze, a Canis Majoris. a Leonis. 
a Andromedz. (Capella) (Sirius) (Regulus) 


R.A. |Dec.N.) R.A. jDec. Sj R.A. |Dec.N. 


e , bh m e td 


6 39 169331210 -4:2-112° 32 


8 w 8 
53°90 : o'81 
53°97 1°08 
53°98 : 31 
53°95 ; 1°50 


53°87 1 63 
53°75 1°72 
53°60 1°76 
53°42 1°75 


53:24 | 225 | 1°70 
53°05 ; 162 
52°86 , 1'52 
52°69 : 1°40 


52°54 1'28 
52°42 ‘ a 
52°34 1°03 
52°30 


52°29 
52°33 
52°40 
52°52 


53°66 
52°84 
53°05 
53°28 


53°53 
53°79 
54°07 
54°36 


54°65 
54°95 
55°24 
55°52 


55°78 
56°02 
56°24 
56°41 


56°54 
56°63 


ao) “hoe ar th Said <a = Po | Seared 
Ve} CORIO WWNU DH OHR Dord 
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APPARENT PLACES OF STARS, 1880. 343 


AT UPPER TRANSIT AT GREENWICH. 


a Bootis. 
(Arcturus) 


a Virginis. 
(Spica) 
and Bea ee gad ¢ meter ees ates a <1 ee 
Day. R.A; (Dec. N.J) ‘R.A. (Dec. S.i ReAs (Dec. Si) RAs ears 


ham ane, h m h m : f 
Io 56 |62 23) 13 18 |10 32] 13 42 149 54 
8 “ s “ 8 
21°54 |- 30°] 53°10 Q°2 | 49°12 21°8 
22°07 | 31°§ | 53°44 | IL'21 49°55 |» 19°9 
22°56 | 320) 53°77 | 13'2] 49°99 | 18'5 
22°97 | 333 | 5408 | 152 | 5041 | 17°5 


Month | a Ursz Majoris. a Ursze Majoris. 


a” 


23°30 35°2 | 54°37 1770 | 50°81 17'7 
23°53 | 374 | 54°63 187 | 51°18 18°2 
23°67 39°38 | 54°86 20°21) SG L6 1 19‘2 
23°91 42°4 | 55°05 21'4 | 51°78 20°8 


23°66 | 45°0| 55°20 | 22'4 | 51°99 
23'53-| 47°5| 55°32. | 232) °52°15 
2333 | 49°9| 55°41 23°8 | 52°25 
23:07 | 52°0| 55°46 | 24'2| 52°30 


22°76 | 537) 55°49 | 244] 52°29 
22°43 | 55°09] 55°49 | 244 | 52°24 
22°08 | 55°90) 55°47 | 243] 52°14 
21°72 | 564 | 55°43 | 241 | 52°00 


21°38 56°3 | 55°37 23°7 | 51°83. 
2106 | 558 | 55°30 | 23:3] 51°64 
20°77 | 547 | 55:21 | 228] 5142 
20°51 5511 22°21 U5 1'19 


20°30 55°00 21°5 | 50°94 
20°13 ; 54°89 20°99 | 50°69 
20°01 : 54°78 20°3 | 50°45 
19'96 : 54°67 196 | 50°22 


19°96 : 54°58 I9’0 | 50°00 
20°03 54°50 185 | 49°80 
20°17 ‘9 | 54°45 18'0 | 49°64 
20°37 ; 54°43 17'7 | 49°53 


20°64 54°45 17°7 | 49°46 
20°98 Oo} 54°52 | 17°99] 49°44 
21°39 9 | 54°63 183 | 49°50 
21°85 54°79 19'°0.| 49°62 


22'37 54°99 49°80 
22°92 ; 55°24 21°3 | 50°04 
23°50 55°52 | 22°81 50°34 
24°09 55°83 50°70 


24°68 56°16 51°10 
25°23 56°49 | 283] 51°52 


Month 
and 
Day. 
Jan. I 
II 
21 
31 
Feb. 10 
20 
Mar. I 
II 
21 
31 
Apr. 10 
20 
May 10 
20 
30 
June 9 
19 
29 
July 9 
19 
29 
Aug. 8 
18 
, 28 
sept. s> 7 
17 
27 
Oct. 7 
17 
27 
Nov. 6 
16 
26 
Dec. 6 
16 
26 


APPARENT PLACES OF STARS, 1880. 


NAUTICAL ALMANAC ELEMENTS. 


AT UPPER TRANSIT AT GREENWICH. 


a Cygni. | 


Dec. N.} R.A, pee. N. 


a Ophiuchi. | 
R.A. |Dec. N. 
h m ae a 
Deeg L235 
8 “ 
21°42 | 49°5 
21°62 47°3 
21°85 45°3 
22°11 43°5 
22°38 41°9 
22°67 40°7 
22°97 39°9 
23°26 39°5 
23°56. | 39°5 
23°85 | 399 
24°12 40°7 
24°38 | 41°9 
24°62 | 43°3 
24°84 45'0 
25°03 46°9 
25°20 48'°9 
25°33 50°9 
25°42 52°9 
25°48 54°9 
25°50 56°7 
25°47 | 583 
25°41 59°8 
25°32 61'I 
25°19 62°1 
25°04 62°8 
24°87 | 63°3 
24°69 | 63°5 
24°51 | 63°4 
24°33 | 63°71 
24°17 62°5 
24°04. 61°5 
23°94 | 60°3 
23°89 58°38 
23°88 571 
23°92 552 
24'01 52°9 
24°T5 50°7 
24°32 48°6 


a Acquilze. 


(Altair) 


R.A. 


h m 


19 44 | 8 33} 20 37 |44 50 


iS 
55°33 
55°40 
55°52 
55°66 


55°83 
56°03 
56°26 
50°51 


56°77 
$7°05 
57°34 
57°64 


57°94 
58°24 
58°52 
58°79 


59°04 
59°26 
59°44 
59°59 


59°69 
59°75 
59°76 
59°74 


59°67 
59°56 
59°43 
59°28 


59°! I 
58°94 
58°77 
58°62 


58°49 
58°39 
58°32 
58°29 


58°30 
58°35 


‘ 


h m 


8 
19°36 
19°32 
19°32 
19°38 


19°49 
19°65 
19°85 
20°10 


20°39 
20°72 
21°07 
21°43 


21°81 
22°19 
22°56 
22°91 


* 23°23 


23°52 
23777 
23°96 


24°10 


24°18 
24°20 
24°18 


24°10 
23°96 
23°79 
23°58 


23°34 
23°08 
22°82 
22°56 


23°31 
22°09 
21°89 
21°73 


21°61 
21°54 


e ‘ 


76°3 
i5-5 
79°7 
67°5 


64°6 
62°0 
59°7 
57°8 


56°4 
5595 
552 
5555 


564 
57°8 
59°8 
62°2 


64°9 
67°9 
yA 
746 


78'0 
81°4 
84°7 
87°38 


90°7 
93°3 
95'5 
97°4 
98'8 
99°8 
I00'2 
I00°2 


99° 
98°7 
972 
95°2 


92°9 
Be 


SS SSS 


765 


357 
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TABLES. 483 


USED IN DETERMINING THE LATITUDE BY OBSERVATIONS OF 
THE POLE STAR OUT OF THE MERIDIAN, 


TABLE I. 


Containing the First Correction. 
Argument :—Sidereal Time of Observation. 


Sidereal 
Time. 


Sidereal Sidereal 
Time, Time. 


Sidereal 
Time. 


Correction. Correction. 


h m ® é “ h m h m e , “ h m 
OF.0 —1I 15 45+] 12.0 Gro. -O 25 43+]! 18 o 
Ce) I 16 48 10 Io Oi 2a 22 10 
20 1517 eo 42 20 20 OFT st 20 
30 Ie i187 :28 30 30 OCrreans 30 
40 1, 190 40 40 O124510 40 
50 I 19 31 50 50 OPP Saas 50 
1g I 197 $0 13 0 7p aS. OSE REs I9 oO 
Io I I9 59 10 + fe) 18d ee Io 
20 T49@ 5G 20 20 +o I 45- 20 
30 I) 392.40 30 30 Ov) Siewa 30 
40 Tiassa 40 40 OF eB Ag 40 
50 1 oO? aa 50 50 OsM2s710 50 
2G 1. 418? 26 -94l Geld oO 8 oOo O° 15.36 20 oO 
IO 1417342 Ce) Ce) O Fog ur Ce) 
20 I 16 48 20 20 0622 22% 20 
30 I 15 45 30 30 0 25 43 39 
40 Ih 14234 40 40 O12o. 26 40 
50 IP is Vera 50 50 O32- 414 50 
30.0 Pri As I5 0 9 O O25 4°28 21 0 
IO Moss 10 fe) 03535 &2G fe) 
20 Ir p33 24 20 20 OTA eso 20 
30 1). 803 31 30 30 O 44 27 30 
40 Ti Was 3 40 40 O47 is 40 
50 Riel 2.724 50 50 O-Vs0n 08 50 
4y,0 The O20 16 Oo Io oO Ore52 a4 225 
10 O 57 47 fe) Ce) Ors a9 fe) 
20 O 5554710 20 20 0) 57: 249 20 
30 O 52 45 30 30 Ib Of.6 30 
40 Os 507 4 40 40 ri < tation 40 
50 0. fa7- 10 50 60 I) *4pat 50 
BO of aa'le7: Sere © TLAO er Ste): 23 0 
fe) OL at) 30 281 fe) IO 116, 24 fe) 
20 0. 68 f-20ase 20 20 I> 10458 20 
30 QO. '35¢. 23 meebo 30 reprigeas 30 
40 0. 620 12 40 40 A ha 40 
50 0, on 20 50 50 1.) 14a 50 


oO 
oO 
| 
°o 
& 
pb 
Ww 
ae 
— 
fee) 
(e) 
bh 
N 
fe) 
se 
Lal 
Sal 
un 
aS 
wn 
I 
v 
> 
° 
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484 TABLES. 


TABLE II. 
Containing the Second Correction (always to be adled,) 
Arguments :—Sidereal Time and Altitude. 


Sidereal cab Sidereal 
Time. ° | ° ° ) ° ° ° ° Time. 
Oo 5 Ee soe lt 40m 3% 1-35 
h m ‘ ” ‘ “ ’ " ’ id ‘ a” 4 “ , u” , “ h m 
Peat OF 1. Ore Ie | Ounln Os 22 /-Or 25/'O% 35) 0, 32/0. 4 I2 0 

Romernoe Ori Or 02/1 On O9lrO. Te 0: tin |/O2 I) Q5 (1) 0; 1 30 
Peni OL OF FOF O01, 08109] 0% 05/0" OF} OF O))' 0770) |'0, 0 13@0 
UerieOreO?|/O. OF /'Oo O8}.0) O.)|. 0) 04/104 G51'O. O<1,/0,-0 30 
eee Oo O70) “O2)' OL O35] OF 1h]. 0; 14] 0) 19) O11) 0, I 14 0 
BomieO = Ov [F052 101-00 i 1c|: 0". 23/107) 20 ]' Gx 36} 0; 33] 0. 4 30 
EOE O80) |) O81) 1) Ons20| 02435) Ori 4h] O)F5al;O705)0° § I5 0 
OURO? 1) Oe 221,00 35/5071 5 31,0) 261 ONs On!) OF10), 1/OrI2 30 
Amr tO, OC) 15 Oe 2a |, OFFA OR) 715, Or ec Ou} Onl In|) 04245 |). 0) 17, 16 0 
Ba eOem Gr 1'On 3 1tOP 7 0U f01,82 POnIid|,0c15m | OnIS)), 0 22 30 
Re Ouro Gee st Ot 781: 07 105] OfT4s|/O51Se|/071 22510727 17 Oo 
aur Oy Or |, Oo At Ontos | OLT 20) ORIG. P Os 2Tee|: On26051, 0 SE fe) 
ae OM Gr 1: Ored! OtnO! |) OF1 341 OnTdé | 052341400204 0.35 18 oO 
Bom hOnl On etdsOphO! | Ov As (04209 | 0125:,/) 0531" || 0" 30 30 
pepe Cs” Ge OC St ONTO! |FON1h i|0120; | Oe202)07327.) 0139 19 Oo 
verre Ge |.Oee 544, 0010) | 08259 |) 082017002651, 0932) 1 0.30 30 
Perm WOmoat Orere | OF 80! 170. 14s |sOp200| OF 25411 0) 314) 0138 20 oO 
Ae OO. 1 Orr Ae OeeOl1OL1 3" || OGrSh| 022391 G20) |.0:-35 30 
SeeorG) Oo Ory an }O Fon OF 52: 4-On169): O12 1i4,,.0.2041..0, 31 21 Oo 
Ra 1 OMmCr Ce ES) (60777) | OF 1091, 0114) Ook6s 1052271, 0427 30 
como | Ope OU O- 3) 1 Gn000 110... S35 1tOgT IA) Onr59 | Of1G5 1) 0.22 22 0 
Omri Ow On. Cap 2% | Ourae 1 One 7 Osk Ou 1 Ont | Owlaat O07 30 
Pee One| OF 2103s 0-1 5el- 0 860 |.oreS4 | O-J08 | Oo; 12 23.0 
Age OM, Olt Ow, £2 |. On 29 | OL 37 4 | Ore Sa POrOMl OF a 30 
i220. 'O'! G) | Ov" 5}, OUFT He 270, -2) + Os-321) OF 94 1 G4 24 0 
TABLE III. (for 1880.) 
Containing the Third Correction (always to be added.\ 
Arguments :—Sidereal Time and Date. 
Sidereal Feb March ert M 
ase Jan. 1. eb, I. arch 1.| April I. ayets 1 Juneai.-| July: 
h r) " ‘ ”“ ‘ ” ’ ” , “ ’ "“ ’ ” 
fe) I 34 153t I 24 I 14 1-6 Iya a2 | Go oa | 
2 I 36 1 38 I 34 Ep .20 17 to rw6 
4 ry 28 ris I 36 Tes! ipa 23 Der 126 
6 Mea &: I 22 I 28 I 28 123 Tae td Isecd 
8 OF SA) <1- 15.24 if 12 ly 17 17 TLE gS 
10 0. 37 o 46 Oo 53 i 2 v6 ee Oo 59 
12 Oo 26 Oo 29 O 37 Oo 46 G} 54 o 538 © 56 
14 Oo 24 Oo 22 Oo 26 O 34 Oo 43 CAAST Oo 54 
16 Oo 32 O 25 O 24 Oo 29 Oo 37 O 47 O 54 
18 O 47 o 38 oO 32 On.32 D237 o 46 Oo 56 
20 1 6 Oo 56 o 48 O 43 Oo 43 Oo 49 Oo 58 
22 23 Came 7 o 58 Of 54 Oo 55 Let 
24 1a 34 i231 I 24 I 14 ri ¥6 te @ Feed 
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Altitude. 
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Containing the Third Correction (always to be added.) 


TABLE III. 


Arguments ;—Sidereal Time and Date. 
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IL MARCH, 1881. 


AT MEAN NOON. 


THE SUN’S 
Time, 
to be 
subtracted Vv 
from ar. 
Mean in 
Time. 


Equation of 


Var. 
in 


Apparent 


Declination. Sidereal Time. 


Day of the Week. 
Day of the Month, 


1 hour, 1 hour. 


a“ 


N. 53°65 


8 
0°765 


58°50 


0°764 
58°34 


o'761 


AUGUST, 1881. 


N.17 56 81 
17 40 40°0 
If i25, Gs 


38°05 
38°78 


6 4°48 
6 0°47 
5 55°54 


39°49 | 


L7e 91107 40°18 | 5 50°59 


OCTOBER, 1881. 


AT MEAN NOON. 


3 | 

S08 THE SUN’S Equation of 

= s Time, 

oy v to be 

= a ded to 

S So BED aes bat loan pet 

z = Declination. |1 Hour. Teme, 1 Hour. 

e , ” “” m 8 8 

Sun. 23 |S.It 33. 44'2 52°50 | +15 37°21 0°324 
Mon. | 24 II 54 39°'0 52°06 15 44°61 0°294 
Tues. | 25 | 12 15 228 51°59 15 51°31 0264 


NOVEMBER, 1881. 


S. 19 
19 


6 19°6 
20 40'2 


14 48°87 
14 36°06 


36°30 
35°44 


34°56 


19 34 39°9 14 22°40 


8 40 55°62 
8 44 52°18 
8 48 48°74 


8 52 45°29 


Sidereal Time. 


14 8 9°55 
14°12 O10 


14 16 2°66 


15 46 43°43 
15 50 39°98 


15 54 36°54 


770 


APPARENT PLACES OF STARS, 1881. 


————— ee 


Month | @ Ursz. Majoris, | a Crucis (Mean.) eae 
and 
Day. R.A. |Dec.N.| R.A. [{Dec. S.} R.A. |Dec. S, 
bem yt ete eh em pi 2 eee 
Io 56 |62 22) 12 20 (62 26] 13 18 |10 32 
8 “ 8 “ 8 ” 
Jan. 1| 25°02 70°3 1°25 I2°2 | 56°36 27°5 
iy YORE 70°7 1°83 14°2 | 56°69 29°5 
21 26°02 71°6 227 1677.) 715702 31°5 
31 | 26°42 | 7370] 2°86 | 19°5| 57°33 | 33°4 
Feb. 10] 26°74 | 74°9| 3°29 | 22°97] 57°62 35°2 | 
20 | 26°96 77. 3°64 26°0 | 57°87 36°9 
Mar 12 4927-06 79°6 3°92 29°5 | 58°09 38°3 
12! 27°12 82'2 4°13 33°0 | 58°27 39°5 
22/\8n27 OG 84'8 4°26 36°5 | 58°42 40°5 
Apr. I | 26°92 87°4 4°32 39°9 | 58°53 413] J 2 dy 
Ir | 26°70 89°8 4°32 431 | 58°61 41°3 | 8.81 7, 
21 | 26°43 | 91°8| 4°26 | 461 | 58°66 | gor} §3| §| TS 
a = en en 
‘ oO 
May I | 26°12 93°6 4°13 48'8 | 58°68 42°3 |“ oti: 
11} 25°78 | 9479] 3°95 | 511 | 58°68 | 42°3 a 
21) 25°43 | 95° |, 3°74 | 53°11 58°66 | qax 
315) 542507 96‘2 3°48 54°6 | 58°61 41'°9 
cond A 
June 10/ 24°73 | 961! 379 | 556] 5855 | 415 | 99 | 8 
20} 24°40 95°5 2°88 50'2 | 58°47 Aviron es js nt 
30] 24°11 | 945] 2°55 | 563) 5838 | 4go5]} | |e 
July 10) 2385 | 95,|,) 49251) 559 e587 a92 | aoa ete 
ale 
20! 23°63 QI'l 1°89 550 | 58°16 393 | <q | 8 
30 | 23°46 88'9 1°58 536 | 58°04 336/ S |e 
Aug. 9 | 23°35 86°3 1°30 519 | 57°93 37°9 
19 | 23°29 $3°5 1°06 49°8 | 57°82 ry ae 
29 | 23°30 | 80°5| 0°87 | 474] 57°72 | 366 
Sept. 8) 23°37 | 770] 074 | 448} 57°64 | 367% 
18/6 23°51 736 0°69 42°0 | 57°59 35°7 
28 |) 23°71) 990°3 sows | agrees 7ezh aeons 
Oct. 8 | 23°99 67°0 0°85 36°5 | 57°59 35°3 
18 | 24°33 | 638] 07 | 34°71] 57°66 | 35°5 
28 | 24°73 | 603.) | rgsei haat Wis7i7 ea 
Nov. 7] 25°20 58°0 77 30°4 | 57°93 36°6 
17 | 25°72 | 55° | 2°24 | 29°3| 5813 | 37°6 
27 | 26°27 53°6 2°77 28°7 | 58°38 38'9 
Dec. 7] 26°85 52'0 3°34 287 | 58°66 40°4 
17 | 27°44 | 510} 3°93 | 294] 58°97 | 42°1 
27 | 28°02 | 50°5| 4°53 | 30%] 59°30 | 43'9 
37 | 28°57 50°6 5°12 32°3 | 59°63 459 


AT UPPER TRANSIT AT GREENWICH. 
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11. FEBRUARY, 1882. 


AT MEAN NOON. 


THE SUN’S Equation 


of Time, 
to be 


subtracted 
Apparent 


Declination. Sidereal Time, 


Beets 
S 8 
3) 3) 
GQ a) 
— —) 
Ge Ge 
° ° 
mA Pa 
isi 3 
QA Q 


hm 43s 

22 24 55°61 
22 28 52°16 
22-42-4591 


APPARENT PLACES OF STARS, 1882. cee. 
AT UPPER TRANSIT OF GREENWICH. 
a Canis Minoris. 
Month (Procyon) 
and 
Day R.A. Dec, N. 
SATURN, 1882. Bris 


MEAN TIME, 


Apparent 
Right 
Ascension, 


Month Apparent 


Declination. 


Day. 


Noon. 


hm =°38 

2 24 45°00 
225 4°46 
2°25 24°22 


Noon. 


‘ ”“ 


I2 1 162 
Toeeser ss 


Pei Zee se O'O 


772 TABLE FOR USE WITH THE STARS. 


For converting INTERVALS of MEAN SOLAR Time into Equivalent INTERVALS 


of SIDEREAL Time, 


HOURS. MINUTES. SECONDS. 
ne : uo : 4 © i © Equiva: a oO Eauiva- 
7B roles i H ates a2 pant 2 c jens 2 E ines 
Set ta ‘ ea iderea =| idere S & | sidereal | § §| Sidereal 
ee 2 Sidereal Time. 5 é Time. = é Time. 3 g Ties 3 E . re ey: 
hm =3 m 8 m s 8 8 
1} 1 o 98565} 1 | I 01643} 31 | 31 5'0925] £ | r'0027] 31 | 31°0849 
2/2 0 197130] 2]| 2 0°3286} 32 | 32 52568]. 2). 20055] 32 | a2o17e 
3 | 3 © 2975694] 3 | 3 0°4928] 33/33 54211] 3 | 3°0082] 33 | 3370904 
4| 4 0 394259] 4) 4 06571] 34/34 5°5853} 4] 40110} 34 | 34’0931 
5 | 5 9 49°2824] 5 | 5 08214] 35 | 35 5°7496| 5 | 5:0137] 35 | 35°0958 
6| 6 0 591388} 6 | 6 0'9857} 36 |36 5'9139) 6 | 60164] 36 | 36°0986 
89953) 7| 7 11499 37 |37 60782] 7 | 70192] 37 | 37°1073 
I 188518} 8 | 8 1°3142] 38 | 38 6'2424] 8 | 80219] 38 | 38°1040 
28°7083} 9 | 9 1°4785] 39 |39 64067} 9 | 9'0246 | 39 | 39°1068 


38'5647 | 10 {10 1°6428] 4o 
I 484212] 11 |1r 1°8070] 41 
I 582777] 12 {12 1°9713] 42 


40 6°5710{ 10 |10'0274 | 40 | 40°1095 
AI 6°7353] II |11°0301 | 41 | 41°1123 
42 6°8995} 12 |12°0329} 42 | 42°1150 


8°1342 | 13 |13. 2°1356] 43 
17°9906 | 14 |14 2°2998]} 44 
15 2 27°8471} 15 [15 2°4641] 45 


43 7°0638] 13 |13°0356] 43 | 43°1177 
44 7°2281| 14 | 14'0383] 44 | 44.1205 
45 7°3924] 15 |15'0411 | 45 | 45°1232 


16 2 37°70364 16 |16 2°6284] 46 
17 2 47°5600} 17 |17  2°7927] 47 
18 2 574165] 18 |18 2°9569} 48 


7°5566 | 16 | 16°0438 | 46 | 46°1259 
7°7209 | 17 |17:0465 | 47 | 47°1287 
48 7°8852] 18 |18:0493| 48 | 48°1314 


7°2730} 19 |19 3°1212] 49 
17°1259 | 20 |20 3'2855] 50 


3 49 8'0495} 19 |19°0520]| 49 | 49°I:42 
3 

21 3 26°9859} 21 |21 3°4498] 51 
3 


50 8'2137] 20 | 20°0548} 50 | 50°1369 
51 83780} 21 |21°0575] 51 | 51°1396 


36°8424 | 22 [22 3°6140] 52 
23 3 46°6989} 23 |23 3°7783] 53 
24 3 56°5554] 24 |24 379426) 54 


25 |25 41069] 55 
26 |26 4'2711] 56 


27 |27 4°4354] 57 
28 |28 4°5997) 58 


29 |29 4°7640} 59 
30 |30 4°9282] 60 


52 8°5423| 22 |22°0602] 52 | 52°1424 
53 8°7006] 23 |23°0630] 53 | 53°1451 
54 88708) 24 |24°0657 | 54 | 54°1479 


55 9°0351] 25 |25°0685] 55 | 55°1506 
56 9'1994| 26 |26'0712] 56 | 561533 
57 9°3037] 27 |27°0739| 57 | 57°1561 


58 9°5279] 28 | 280767 | 58 | 581588 
59 9°6922| 29 |29'0794 | 59 | 59°1615 
60 9°8565] 30 | 30°0821 | 60 | 60°1643 
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SOME CROSS-CHANNEL DISTANCES. 


ENGLAND TO IRELAND. 
Nautical Miles. 


Bristol to Rosslare ... oe ad wwi.$5 FEO 
7 Cork tine. = i 235°0 
New Milford to Rosslare . Ss. ele 65°0 
Ad Wexford ... ae iv 74°0 

% Waterford as ses at 980 

a Roche’s Point = ve 1250 
Queenstown ... ae ia LOY 
Fastnet Lighthouse ... f 1765 

St Ann’s Head to Hook Tower ... : ae 70°7 
Fishguard to Rosslare... Le sf 54°0 
- Waterford ae a ae 90°7 

A a fs 92-0 

A Dublin oe are 95°5 

ie Fastnet Taenenowd: $i Le 178°0 
Holyhead to Kingstown 3. mb as 57°0 
+ Dublin + a Fis 60°0 
Liverpool to Dublin... ies bet re ey es 
fe Drogheda... veg a 1200 

i Dundalk she ~ aa 

As Newry sore hy dus 128°5 

f: Belfast es rus Aen GaLoodn 

Z Rosslare Ae “f he 154°5 
Fleetwood to Belfast she ae Ppt BEEN 


Stranraer to Larne #5 pu — 34°0 


ENGLAND TO THE CHANNEL ISLANDS. 


New Milford to St. Heliers rad ...  266°0 approx. 
Dartmouth to St. Peter Port (vza Little Taaeye 70°2 

" . (via 8. Coast of acces 74°7 
Weymouth to St. Peter Port U4 Ae 713 

. St. Heliers (direct) TY bap 95°0 

he (wa Guernsey) _a... 98°0 
Southampton to St. Peter Port .. eae LOA 

A, St. Heliers airett (via ee of Alderney) 122°5 

Be a (via Casquets & Guernsey) 130°7 


Spithead, Horse sand fort (via Needles and Race of 
Alderney) to St. Heliers ? 125°0 approx, 


SOME CROSS-CHANNEL DISTANCES. 


BETWEEN THE CHANNEL ISLANDS. 


Nautical Miles. 


St. Peter Port to St. Heliers ... 


es Sark und back 
f Alderney ... er 
. round Guernsey and back 


Sark to Alderney ... 


St. Heliers to Sark 
. Alderney 
bs round Jersey and back ... 


CHANNEL ISLANDS TO FRANCE. 
St. Peter Port to St. Malo direct (W. of Minquiers) ... 


+ . calling at St. Heliers 
h. Granville direct (EK. of Minquiers) ... 
ff =f calling at St. Heliers 


St. Heliers to St. Malo (E. of Minquiers) 
+ [ (over the Minquiers) 
- Granville (direct) 
‘ Cherbourg 
a: St. Brieuc 
“ Morlaix 


St. Heliers to St. Malo ...  37°0 
St. Malo to Granville ... 22:0; The round trip 
Granville to St. Heliers... 30°0 | 


Alderney to Cherbourg 


775 


26°7 
19°0 
23°0 
27°0 
21°5 approx. 


22°0 
43°0 
370 


55°0 
63°0 
55:0 
57°0 


37°0 
34'0 
30°0 
58°0 approx. 
49°0 
87°0 


89°0 


22°5 approx. 


ENGLAND TO FRANCE AND THE CONTINENT. 


Weymouth to Cherbourg 


“ St. Malo direct 
., St. Brieue 

2 Morlaix ... 
Brest 


Southampton to Havre ... 
“3 St. Malo 


Newhaven to Dieppe 
Folkestone to Boulogne 


Dover to Calais 
< Ostend 


Queenboro’ to Flushing ... 


Nautical Miles. 


68°0 
124°0 
128°0 
137°0 
207°0 
106°2 
151°0 
65°5 
26°3 
22°0 
62°3 
114°0 


776 SOME CROSS-CHANNEL DISTANCES. 


England to France and the Continent (continued ). 


Nautical Miles. 


Harwich to Hook of Holland ... ae 25 39 OOF 
a Rotterdam ... “e ‘ee 125°0 
as Antwerp ee ved seat peek Oru 
f Hamburg ... on te 365°0 


BETWEEN VARIOUS ENGLISH PORTS. 


New Milford to the Lizard “he loxd | 

Lizard to Penlee Point ... Se 1 Os 

Penlee Point to Mill Bay Dock... 3°7 | 

New Milford to Mill Bay Dock me w. 184°4 

New Milford to St. Ann’s SUES) 

St. Ann’s to Longships ... eae OLD 

Longships to Lizard a wa BSG 

Lizard to Start Point... PLE 6a5 

Start Point to Portland Bill ... 49° 

Portland Bill to Weymouth _... 70 

New Milford to Weymouth ... .o 56 hy oe 

New Milford to Tenby (Pier) ay Af 33°0 
;. Fishguard : Mey: aa 43°5 
“s Llanelly (G. W. R. Dock) ee 50°0 
7 Swansea Roads a at 580: 
" Porthcawl mh 3 66°0 
i Cardiff (Bute Dock) ig a ome 
Avonmouth Dock ... $3 108°0 
- Bristol +e eS epee) i: 5: 

Weymouth to Start Point Ariane 

Start Point to Mill Bay Dock ... 255 } 

Weymouth to Mill Bay Dock 2 ae 82°0 

Weymouth to Southampton, Empress Dock $e 55°0 

Saltney to Dee Light-Vessel ... 23°0 

Dee Light-Vessel to Chester Bar 

Buoy 7s..- om ae 70 

Chester Bar Buoy to Holyhead... 46°0 

Saltney to Holyhead oes a mer 760 

Saltney to Hilbre Island... oye Moar 


Hilbre Island to Rock Light ... 15°0 
Saltney to Liverpool : 380: 
Penzance to St. Mary’s (Scilly) by N. channel ... 35°7 


a 
bP) 3” 99 S Oh) eee 37 oe 


ENB) exe. 


A 
PAGE 
A BC tables, Lecky’s, 183, 420, 427, 451, a 
i ,, as Azimuth tables Z 
aes.) Azimuth by . - F “424, 495 
+ 9, Compreliensiveness ‘ : 421 
»» +, Decimal placesof . ; 422 
» », Duplicate stars . . 421 
» 9» Great Circle sailing, courses from, 
662, 663 
»» 9» Rule for use of A andB : 423 
ae a te eable A 421 
mee sable CO . ; ; 422, 446, 451 
» 9», Ultra-zodiacal Stars, use of Table 
B for 429, 445 


with A. C. Johnson’ s Double 

Alt. problem . 420, 422, 426 
Versatility of 3 : 664 
Abbreviations on Charts, sheet of ; 111 
—- Ralph, on Weather, 1, 244, 249, 252 


ee Cyclones 242, 245 
Abhor cramming ‘ ‘ ° 663 
Abnormal refraction : : 94, 95 
Abnormally high pressure. . 246 
Abomination of Rolled Charts . ; 108 
Achernar , . 806, 361 
Adam’s, Professor, discovery ; ; 301 
Adara . : 805 
Adjustment, see Compass. 

Adjustments of Pelorus . . é 121 
Adjustments of Sextant : ‘ 76 
Admiral, how to tap ° 22 
Admiralty Charts versus Blue backs. 101 
s », Wind and Current 183 
> Datum . 5 270 
ry Knot . 6 

re method of Compass Adjust- 
ment ; 592 
oo Tide Tables ‘ é 1, 294 
Advantage of Azimuth tables 123 
Afternoon and Forenoon sights disagree . 92 
Age of the Karth ‘ . : 303 
Airy, Sir George . : 2 5, 201, 460 
Aldebaran. . : . 351, 363 
Alderamin : : 380, 408 
Algebra : : . 642, 710, 711 
Algebraic signs . ; ; 1275711 
Algeiba ‘ ° . ° 350 
Algenib . ; ° . 357, 362 
All-pervading gravity ° F 389 
Almach . . . . 349 
Almanacs, old style - . ‘ 261 
Alphacca . . . . F 853 
Alphard . . ° : 353 
Alpheratz . . . . 357, 362 
AIDS) ; ° ° F 9 
Altair . : 851, 362 
Altair on Prime Vertical ° . 476 
Altitude Azimuths F ~ : 122 
» Circle 2 337 
»  &rrors in 524, 536 
», Hour Angle and Prime Vertical | 467 
»» more important than latitude 525 


PAGE 
American compasses on charts . ‘ 106 
* expeditions to determine Merid- 
ian Distances 45 
“- Cordova and Valparaiso 45 
7 New York and Greenwich. 46 
+ longitude work 47 
- predictions. 235 
Analysis of compass deviation 631 
Anchors, position of, in a gale 709 
Anchoring, allow for fall of tide . 307 
Andes, Chilian 9 
Andromeda 326 
Aneroid, see Barometer 232 
Whymperon ., 225, 232 
Angle Sextant . 138, 156 
Angles, Danger, Horizontal 697, 701 
As sf Vertical : . 694, 696 
», v. Compass Bearings 697, 702 
,, and Cross-Bearings 151, 697 
Angular and linear measure ; 338 
Animals, behaviour of, in changeable 
weather A : 259 
Antares. é 354, 362 
Antique compass legends 24 
Apathy of Ship Builders . ‘ 11 
Apparent Time é - 397 
a yy acamtelyiewe : 124 
ai » importance of. 419 
Appendix - ° 713 
Applicability of instruments 153 
Aquila and Altair 327 
Arc of Sextant ‘ 68, 69, 77 
», Of excess : ° ‘ 69% 
Arcturus 350, 362 
Arica, compass adjusting marks . 618 
Aries, first point of ¢ 327, 398 
Artificial horizon (see Horizon) ~. 80, 89 
Ascension Island ‘ 321 
Astronomical cross bearings ‘ 502 
Astronomical Latitude 10 
Astronomy, Miss Clerke’s history of. 328 
Astronomy, Sir John Herschel’s 2 
Atlantic, North and South, ae, 2 
Atlas, Star. 341 
Atmosphere, height of 225 
Atmospheric pressure explained — 226 
Atmospheric restlessness 237 
Attraction, gravitational . 8 
Attraction of Land P ; 27 
Auriga and Capella . : 327 
Aurora Borealis . > 2 24, 25 
Aurore, cause of > ‘ 4 26 
Aurore, Lemstrém’s experiment ‘ 26 
Australian Time : . 567 
Azimuth by A BC tables : 424 
», advantage of star over sun and 
moon . : 128 
», Altitude and Time A ° 122 
5, anomaly : ‘ ° 379 
ag, Circle 331 
», Deviation of 630 
», Diagram, Captain Weir's ° 124 
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PAGE PAGE 
Azimuth during fog . : yi ei Bergen’s, Captain C., ae ae 658 
,, and Hour angles : ; a4 reat Circle Charts 660 
,| at low altitudes ; 17 | Betelguese 347, 362 
-31 | mirror)"; : 218, 215 | Bezout Island compass disturbances . 30, 31 
a Se SOT Kelvin’s : 131 | Bidston Observatory, chronometers at . 60 
»» Modes of finding . 425 | Big Ben and two chums ; P 265 
», | Observe as often as possible, 31 Binnacle, Box : ° ; ‘ 12 
», Observing lamp for ; ‘ 132 | Binnacles, sliding 37 
» of Sirius : : - 130 | Binoculars and telescopes 188-200 
alot Stare. a y , 127 eA Atmospheric undulations. 196 
5, tables ; : ; 407 ‘3 Combination of lenses. 191 
i », Burdwood and Davis . 1, 122 a Composition of glass . : 191 
S », Advantages of : 123 ie Definition . 192 
ey », Correctness of . ; 123 - Effective diameter. > 193 
b »» Caution in using : 130 i Eye-shields . ° 199 
. », for all work ; 4 133 95 Eye-piece : i ; 192 
i », ‘or Polaris . . eee an Spa articles . ‘ att 
Useof . . 0: - iguring F . ° 1 
Azimuths, Time preferred 128, 126, 127 re Giant telescopes . : 200 
- Hinged ee ° : 198 
Bs How to select . . | 197; 198 
B us Light properties of . a 188 
i Magnifying power 194 
B, Lecky’sTable . ; oi 9 oe ight- ie yore aim of a 
Bad landfalls explained . : , 470. ” ower and he . ’ 
Balance of Seninass card 20 ” Size, how described , 195 
Barometers, Mercurial and Aneroid _, 225-233 Weather rip amr 196 
* Aneroid . 232 Blackburne’s Tables : 372, ‘467, 485 
. Compare with Standard . 99382 || Blizzard, -% , 239 
rd Defects . 932 | ‘* Blue-back” Charts ver sus Admiralty ‘101, ere 
3 Adjustment . . 232 », sizeof . 
iA Atmosphere, height of . 295 | Blue Pigeon, the . ~ Ae 
% Cyclones, vortex "of. i 927 Board of Trade, Notice on Charts ¢ 108 
< Magdeburg hemisphere : 226 | Books, costof  . . : 2 
i: Mountain heights. ) 229 Bodtes and Arcturus . 3 ‘ 327 
bi Precautions necessary . 231 “Bore” not a wave . . . 282 

“s Predictions . : . 247 | Bores . . . 281 

ss a overrated . . 247 Box Binnacle : . . 13 

Pressure at sea level y 995 Boxing to Compass in degrees é 135 

8 Kew Observatory c 233 Boycott ‘* Wrinkles,” eo to é 102 

os Reliable indications . . 247 | Bracket for dividers . : 117 
En Sensitiveness . : 231 | Brains, useof . . . . 71 

m Siphon, how ate : : 229 Breakers, force a : . . see 

, Tides / 24 » origin o : ‘ 

a Morraceliian yvacudin é a Buber: modern construction of oo 

: Trautwine’s, J. C., diagram 229 rent s tables : , ; 

A TEAK stay ; : ; 929 «« British Crown” observations , 410 
Barometrical paradoxes ; 245 | Bruisers, old types . » 459 
Barrett’s, Captain W., diagram 636-638 | Builders, apathy of . . 11 

a How te constrcr . 637 Burdwood’s Azimuth Tables : obj Ee 
by calculation . ‘ 639-641 | Burdwood and Davis . ’ 420 
Basnett’s Sounding Machine : 170 | Buys-Ballot’s law Sk ~ «248 
Beall’s, Captain, Deviascope : : 633 
Bearing of land, from Sumner lines . 494 
», True, of distant object . : 617 C 
», Correct, howto get . A 617 
»,  Magnetical, Change of . ‘ 652 | C, Lecky’s Table 446-451, 469, 518, 525, 546 
Bearings on “sphere, ‘reciprocal 661 | Cables, effect on Compass. 645 
» Transit forcompass adjustment, 624-626 | Cable longitudes . : ; 45 
», Cross, superseded ; 690 Calculating Meridian Altitude 374 
i. Handy factors for . : 687 Calculation v. Plotting 503, 504, 505 
»,  Four-point . 6838, 684 Canis Major and Sirius : pci 
a 
” : : ; anopus ; 
Bed of sea, magnetic ; 29, 30 Cape Nor or’-westers 280 
Bedford’s Sailor’s Pocket Book . ; 1 | Capella 361, 349, 413 
Sena ; at Ra ; 292 | «Capella’s” (s.s.) experiences, effect on in 
eginners, advice to ; : 478 compasses . . ; 
Bellatrix ; ‘ e : 347, 3862 | Captain Cece 54 
Ben Nevis 4 9 Cards, Deviation, condemned 615, 628 
Benetnasch . : : 346, 362 | Cary’s Sextants : , : 72 


INDEX. 779 
PAGE | PAGE 
Cassiopeia : s ¢ - 827,346 | Chronometer, Auxiliary compensation 63 
Castor and Pollux ‘ ° 352, 363 ~ at Bidston Observatory 60 
Catch-penny trumpery : 2 199 rr Care in selecting place for . 54 
Caucasus . ; : : 9 Change of rate . 48 
Caution to Duffers 224 as Change of temperature | 48 
»» necessary in Navigation . ; 95 ‘ Cleaning 64 
» page of Table C 416, 451, 525 os Comparing A : 56, 58 
Celestial and ‘l'errestrial cross bearings . 496 7 Comparison before sailing 55 
‘4 meridians 329 Fi Consequences of inattention to 53 
Centaurus . 327, 358 + Daily rates and errors 57-62 
Centering error of ‘Sextant 78 " Kight-day inferiortoTwo-day 52 
Chambers’ Encyclopedia : 2 Pe Error and rate of, tofind 552-577 
Chambers’ Mathematical Tables _ 2, 689 a Good, how obtained . 65 
Charts . 96-111 fe Hartnup’ stemperature laws 49, 50 
¥s Abbreviations on 6d. sheet of. 11I ry. Hidden iron ; 54 
,, Abomination of rolled 108 Instructive incident 55 
,, Admiralty versus Blue-backs . 101 . Kew Se a ‘ 65 
pe ie Advantages of . 102 s Journal 56, 59 
+ A Number kept up to date 102 - Lubricating oil 64 
ne Sy preferred by Courts of » ». Lunars 44 
Inquiry 4 101 ay Lurking dangers 54 
,, American compasses . 105, 106 ie Magnetisation of balance 53 
fe <A Magnetic degree circle . 106 " Mode of winding . 51, 52, 61 
», Backing . « 2107, 108 i" Splitting seconds 56 
,, Bridge chart- table. . A 110 “f Temperature rates . 50 
aa Canada balsam 109 rs New . 51 
,, Comfort of flat 108, 109 + Rates, causes likely to alter 62 
,, Commander Hull on 96 re Rating 552-565 
,,, Compass diagrams 105-107 ar » Artificial horizon 553 
sa Conical . m . . 101 - », on board ship 560 
,, Contour lines ; : 104 A »  atsea , 556 
,, Cutting off corners in navigation 111 a »  Dailyrates and errors 
,, Difference in surveys . : 104 on s.s. British Hm- 
», Difficulty of construction . 96 pire, table of : 57 
,, Distortion of paper . : 105 i » Equal Altitudes not 
», drawers for 5 - ° 109 recommended 552 
,, French and American . “ 101 “ ,, examplesat Valparaiso 559 
,, Handy pencils for ; ‘ 111 5 », Greenwich MeanTime 6555 
,, Harbour plans - ; 99 yi »» Knorre, Professor Karl 554 
a 3 longitude scale 103 Ee », Methodof . 715 
», How to keep 108 yS », Necessary interval 556 
- + use : : 481 », Personal equation 552 
», indications 103 Pe », Planet and star. 562 
',, Information on 104 “ » sound, time-gun . 563 
», Mercator’s - . ; 97 56 », in Suez Canal 554-555 
¥ ve distortion of earth’s . ee », stars, east and west 558 
surface , ; 97 a 5, star observations 557 
Be 3 longitude ; . 97 - » Stars v. Sun 564 
: a paradox : 98 i », Thermal error : 717 
- te Utility for nautical . ke - sé », tables 718 
purposes 98 os »  XLransit of star . 557 
“ mn inexact in very high +4 », Lime signals 563-577 
latitudes ; ; 99 Time system, U.S. A. 565 
5, Objects for bearings 104 Chronometers, Sellers and makers 64 
», Orthographic projection . . 99 pe Shop rate. 48 
», Owners should provide 111 we Side play in gimbals . 53 
» for Polar navigation : : 99 - Staying of. s . 63 
», projections F 97 3 Stowage of . : 47 
,, Proper supply to ships . 105 _ Stitch intime . - 55 
menocale of . . 103, 104 z Three a necessity 47 
we Sear : ° 338 Re Tripping . : 62 
», stereographic . - . 100 when run down : 52 
Wood “packing 4 : 109 Circles of Position 7 491 
Chauvenet i : : - 460, 461 », Properties of . ; 162 
Cherub log 5 : 179 », Properties, how to turn to ac- 
China, Findlay . ° 2 count . 141-147 
Choice of methods for ‘fixing ship ; 164 | Circular sailing 335 
Chromatic aberration : : 190 Circumnavigation, loss or gain ‘ofa day 403-405 
Chronograph, electro . ; “ 464 Circumpolar Stars, northern andsouthern 379-382 
Chronometer ; . 44-65 »,  €X-meridian 414, 416 
e Arthur Nevin on 49 Clark, ” Alvan, U. S.A. 200 
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PAGE 
Clarke, Colonel , ‘ : 9 
Clerke, Miss F . . : 328 
Clock, Sidereal : ° 330 
», and star time : a : 402 
», andsun-dial . ; ‘ 397 
Clocks, Daily setting of . é 3 125 
;, Regulation of. ; - 371 
Cloud observation . 253 
Cloudy weather, lat. and Jong. in. 1 
Coal consumption and speed : 670 
Coast transit marks for adjusting com- 
passes : ° . 621-623 
Coasting problem . : ; ; 160 
Coastwise navigation in fog . ‘ 306 
Rule for navigation in fog : 306 
Cold wall : : 310 
Co-efficients, Compass 631-633 


Collet’s, Lieut., rule on ici et 591 
Collimation, Line of , : 73 
Colours of moon and sky i ; 255 


Comfort of flat charts 108, 109 
Comfort from the stars : 
Coming telescopes . 200 
Common log not reliable i in high speed ar 
Common sense v. Education : - 273 
Comparing chronometers . : 56-58 
Compass, Mariner’s : d . 11-48 
> Admiralty . : : 209 
i Standard ; 209 
Compass Adjustment (see Magnetic and 
Magnetism) 578-602 


Compass Adjustment, Admiralty method 592 
Pend Sir PAS ey 
644, 645 


Rearing of one object 624 
a os Books ; 578 
Building slip, direc- 

tion of effect on ship 

built . : 588 
Caution, tug-boats 598 
Collet’s, Lieut., rule 591 
Compensating mag- 

nets, position of 591 
Deviation, effect on 

ship’s course . 582 
Deviation, Quadran- 

tal . 589, 604, 609, 610 
Difficult example of 600 
%9 » Dip 584 
Dipping Needle, use 

of, in « * GHOS611 
Diminished directive 

force. 600 
Dock, sea preferred 598 
Duty ‘of steel magnets 588 
Dynamos, effect on, 

to be considered 645 
The earth a magnet 579 
on East and West 


points . 595 
” . Facilities for Eastern- 
going steamers . 606 


Facilities for,at Arica 618 
Kronstadt 620 


iy ay » inMerseyR. 620 
cA ¥ », Plymouth 619 
“" re Rid 616 
J 2 Finishing touches 597 
+4 . Final injunctions 646 


Flinder’s bar . 588, 598 
Flinder’s bar, duty of 588 


Compass Adjustment, Geographical change 


PAGE 


of place, effect on 


soft iron 584 
Heeling error, 601, 610- 613, 
ae 9, 720 
Hollow iron, effect of 596 
Horizontal iron 585, 586 
Kitchen poker experi- 
ments 4 
Line of force . 583 
Local attraction . 582 


Magnets, how to place 591 
yy  CRIZeOL oy 591 
», Distance from 
cards 591 
Magnetic analysis, 
necessity of . 589 
Magnetic equator 582 
Marks for adjusting 616 


», Harbour, 616, 
- . 619, 625 
»,  Coast-transit, 
621-624 
Magnetic Poles. 579 
Magnetism and Elec- 
tricity : 578 
Magnetism, first law 
in 580 
Measurement of mag- : 
netic force ; 581 
of new vessels. 605 
on North or South 
points . 594 


Pelorus, how to use 594 
Percussion, its effect, 584 
Pocket magnet 594 
Principles of : 589 


‘Preparations for 593 


Set watch to ship’s 
apparent time 593 

List of sun’s correct 
magnetic bearing 593 

Use of Pelorus . 594 


Lubber lines . 593 
Quadrantal correc- — 
tors : 591, 592 


Quadrantal correc- 

tors, how to place 596 
Quadrantal deviation 589 

y error, Com- 

pensation for . 596 
Recapitulation of 

methods for . 642 
Sailor’s Pocket-Book 592 
Sea preferred to Dock 598 
Semicircular devia- 

tion . 589, 590, 598 
Ship’s magnetic direc- 

tion in building, 

8, 590, 599 

Suez Canal j 608 
Ship’s sub-permanent 

magnetic poles 587 
Sluggish compasses 600 
Steel magnets, duty of 588 
Swinging ship by 

time intervals . 644 
Traverse Tables, use 

of ; 591, 600 
Tug-boats and ten- 
ders, cautionasto 598 


INDEX. 


PAGE 
Compass Adjustment, Variable effect of 
compensating mag- 
riets:)/, 597 
re oe Varying effect of sub- 
permanent mag- 
netism 583 
oi vy Variation of compass 681 
A ig Vertical iron, effect 
of 585 
i ve Vertical i iron, how: to 
place 592 
ds $5 Vertical pillar cor- 
rection . 599 
os a Vigilant watch on 
compass 646 
Compass affected by sun spots : 25 
43 affecting each other . , 15 
ti Antique legends : 24 


Aurora Bore ealis, during displays of, 25 
badly mene for steering 654 
Boat ; 22 


Boxing the, in Degrees 135 
Card, mechanical defects of 41-48 
» Balance of ‘ : 20 
», Large : 206 
», for conversion of courses 651 
Caution as tolubber lines. 42 
Compare Standard and Steering 628 
Co-efficients 631-633 
Courses, Magnetic and True . 647-651 
», Conversion of 651 
correctors 136 
Danger from proximity of iron 12 
Diagrams for conversion of 
courses 651 
Deviation , Analysis of 631 
os Errors : 184 
Errors before compensation 13 
Dynamos and electric motors, 
effect on : : 645 
essentials . : ‘ 17. 
in fog . ° : ° 24 
Hang of bowl : . 18 
Height of bowl : ; 13 


Heeling error . 


601, 610, 618, 719, 720 
Tron in ambush : : 38 


Tron derricks : 3 39 
Jumping, causesof . 627 
Lubber lines, caution 2 42 
Lubber lines A 41-43 
Lightning effects . : 32 


experiencesins.s. ‘* Sedgemore” 
and ‘‘Capella” from lightning, 33,34, 36 


Lurking dangers ; 39, 627 
Masthead and Pole 40, 41 
Wear of ~ ° 41 


Magnetic belts, effect on . 
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WRINKLES’ 
ieACTICAL NAVIGATION. 


BYR ANN aos KY. 


Soon after publication this work was supplied to the vessels of the United 
States Navy, by order of the Bureau of Navigation, Washington, D.C.; and by 
Admiralty order it was subsequently supplied to vessels of the Royal Navy. It 
has been adopted by the Trinity House of London, and by many of the large 
_ship-owning companies of England. 


OPINIONS OF THE PRESS. 


*¢¢ Wrinkles,’ what a misnomer! Why the book is far more calculated to remove them than to 
pucker the face of the reader. Here you have a real comfort to the seaman ; many a knotty point of 
his profession put before him in a readable form, so that, so far from being worried, he is inclined, like 
Sam Weller over his love-letter, to wish ‘there was more.’ The author disclaims any literary merit in 
his book on the score of roughing it at sea since the age of thirteen ; but he might have left this to the 
critic to find out, for assuredly few more useful, practical, and well-written additions to the sailor’s 
library have appeared for many a long year than the ‘ Wrinkles’ now before us. No officer in the Mer- 
cantile Marine, or rather no merchant ship, should sail without this volume on board. The amount of 
instruction to be derived from it would surprise, and pleasurably surprise, most seamen. We hope 
‘Wrinkles’ will soon come into general demand, and indeed it should be made a text-book on board 
the Conway and Worcester without loss of time.’ Colburn’ s United Service Magazine. 


** One of the wisest of modern aphorisms is the dictum that ‘Every man is a debtor to his pro 
fession ;’ and in the present volume Captain Lecky has paid what we hope is not his last instalment. 

‘We may say at once that this is an admirable book. 

**The author, like a good workman, starts with a review of his tools (books and instruments), and 
pithily observes :—‘ There are so many works on navigation that any one so disposed might easily con- 
vert his cabin into a book closet, leaving no room to stow away himself and wardrobe.’ He gives a list 
of 16 books, costing about £8. : 

** Chapter XV. is devoted to what ‘the author calls ‘ Weatherology,’ and we think it one of the best 
in the book. As might be expected, the author thinks that the best system of all is constant watchful- 
ness. 

Lm . In taking leave of this valuable book, the reviewer has to say, in conclusion, that 
should it be his fate again to plough the waters for a livelihood, he shall certainly add to his library 
‘Captain Lecky’s Wrinkles in Practical Navigation,’ even at the risk of § leaving no room to stow away 
himself and wardrobe.’ ”—Mercantile Marine Service Association REPORTER. 


** Captain Lecky devotes his book to practical Navigation. He has dedicated his work to Sir 
Thomas Brassey, in memory of having had a place in the Szsbeam during a portion of her adventurous 
voyage. The author tells us that the book has been prepared for comparatively young members of the 
profession, and that ‘one of the leading objects has been to elucidate in plain English some of those 
important elementary principles which the savan¢s have enveloped in such a haze of mystery as to render 
pursuit hopeless to any but a skilled mathematician.” That Captain Lecky has performed this task care- 
fully and effectually will be admitted by all who are competent to consult and to give an opinion on his 
pages. In the appendix will be found some pretty formulz for correcting the rate of a marine chrono- 
meter, with examples to be worked out ; also a table of corrections due to changes of temperature ; some 
information respecting what is known as the ‘heeling error’ in the compasses of iron ships, and other 
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OPINIONS OF THE PRESS—Continued. 


important matters. . Captain Lecky’s work does not aim at novel theories or recondite disquisitions on 
questions of navigation ; but it is a practical and useful production, and as such will, we have no doubt, 
be appreciated by those for whom it is intended.”—Shzpping and Mercantile Gazette. 


‘*A pleasant feature in the work is that, written in homely language, thoroughly familiar to the 
nautical ear, it is never too learned. None of the ‘ Wrinkles’ are surrounded by that husk of mathema- 
tical mystery with which some of our modern savas love to shroud the information they are seeming 
to give, and puzzle rather than instruct their readers. BER ek 

‘‘ The entire work is so well worthy of attention that it seems unfair to especialise any particular 
chapter. We should advise sailors to thoroughly study the whole book, from the Preface to Appendix 
D.”—British Merchant Service Journal. 


“¢ The author of this work states in his preface that ‘the particular aim of the treatise is to furnish 
seamen with thoroughly fractzcal hints, such as are not found in the ordinary works on Navigation,’ 
and he has stuck to his text. The work abounds in excellent and sound advice on every subject and 
science with which a navigator should be acquainted; and in discussing instruments, books, and 
methods, though there are no novelties, there is much practical information that will be serviceable alike 
to old and young.” —Wautical Magazine. 


“The great charm of the work is that the author does not ascend to what some term the scientific ; 
he is never too learned, but has well carried out the task he sets himself in the preface. 

“In a pleasant, attractive, and sailor-like style he deals with what Captain Bedford, in the ‘ Sailor’s 
Pocket Book,’ so well terms ‘the important simplicities’ of navigation. The mariner’s compass, the 
sextant, chronometer, chart, dividers, parallel rulers, log and lead, station pointer, barometer and ther- 
mometer, are each in turn treated upon, and valuable ‘ wrinkles’ with regard to their manipulation and 
individual peculiarities are given to the public. 

‘“ These ‘wrinkles’ are the result of the observations of a sailor who has not only gone to sea with 
his eyes open, but whoalso has had the industry to read and weigh the opinions of others. 

‘*The student of ‘Wrinkles’ will not only derive advantage from the experience of its observant 
author, but he will also find himself introduced to the best men and works connected with the instru- 
ments and subjects treated upon. Numerous examples and illustrations illuminate the ordinary letter- 
press.” — United Service Gazette. 


‘* Nautical works are almost as ‘ plentiful as blackberries,’ and it is rather difficult for an author in 
these days to bring anything before the public in the nautical way which has not already appeared in 
print. Captain Lecky has, however, proved that there is no rule without an exception, for his ‘ Wrinkles’ 
in Practical Navigation is quite an exception to the general run of instructive books on navigation, for 
he takes the sailor from the ‘cradle to the grave,’ and tells him what to do when he first leaves the 
former until he finishes his education, The information conveyed in ‘ Wrinkles’ is told in a thoroughly 
readable way, and put in a form at once concise and intelligible ; and however full the seaman’s library 
may be, we are sure that he cannot do better than find space on his book-shelf for ‘ Wrinkles in Practical 
Navigation.’ ”’—Hunt’s Yachting Magazine. 


** Captain Lecky’s ‘ Wrinkles’ may be accepted with confidence ; the vast amount of matter which 
the work contains is astonishing, but, after a careful perusal, competent readers will, we think, admit 
that not a single page has been penned in vain. 

‘‘ The most ancient of mariners can, we believe, obtain from Captain Lecky’s work a large supply 
of useful ‘ Wrinkles.’ ””—Army and Navy Gazette. 


** A valuable addition to the science of practical navigation is the work under the above title by 
Captain Lecky of the American Steamship Line. Captain Lecky’s announced purpose in the prepara- 
tion of this volume ‘is to furnish seamen with thoroughly practical hints, such as are not found in the 
ordinary works on navigation,’ and he has accomplished this in a large degree, not the least valuable 
feature of his production being in numerous illustrations and diagrams, which ought to make their sub- 
jects clear to the dullest mind. The appearance of such a work on navigation should be warmly 
welcomed by seamen, whose arduous vocation generally prevents them from giving much thought or 
time to investigations other than those which lie near the surface of things. 

“* But the general public, as well as navigators, have much to learn from Captain Lecky’s ‘ Wrinkles.’ 
The author conclusively demolishes the theory that in approaching icebergs thermometric tests of the 
water can be confidently relied on to reveal through darkness or fog the proximity of these floating 
dangers. He also throws out some valuable hints on fog navigation, and forcibly overthrows the plea 
for high speed in fogs, especially when near land, and trusting to that ‘stupid old pilot—dead reckon- 
ing.’ To the general reader his chapter on ‘Weatherology’ will present peculiar attractions, Captain 
Lecky has evidently been a keen weather observer at sea, and has informed himself of most that has been 
advanced by modern meteorologists on the ‘law of storms.’ It is to be regretted, however, both for 
science and seamanship, that he seems to underrate the benefits the navigator has derived, or is likely to 
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derive, from concerted meteorological observations on the ocean. ‘If,’ he says, ‘ concerted action avails 
so little, what chance hasan isolated individual, such as the commander of a ship, who has nothing to 
guide him but his own local observations, of satisfying himself as to the weather he may expect for even 
a single coming day ? Captain Lecky overlooks the fact that, as yet no ‘concerted action’ for inves- 
tigation of ocean meteorology at all commensurate with the magnitude of the marine storm-field has ever 
been taken ; and, unhappily, while giving his nautical brethren minute instructions as to almost every- 
thing that concerns them to know or to do, he omits to spur them up to the work of co-operating in the 
great modern international scheme of marine weather-research, designed to supply the very lack he seem- 
ingly deplores. If Captain Lecky and half the commanders of the merchant marine, who will read 
his book with eager interest, would enter heartily on this observational work, and contribute their simul- 
taneous ocean weather reports to the signal service, the results deduced from such co-operation might 
hasten that better day he hopes for, in which the seaman will not have to depend solely upon his own 
individual weather experience, but will go on his ocean course having his way, so to speak, ‘ blazed’ 
through the winds and latitudes and longitudes, and will be in possession of knowledge by which he 
can, in a large degree, forecast to-morrow’s ‘ probabilities.’”"—Pudlic Ledger and Daily Transcript, 
Phivadelphia, 


** A practical and direct help to merchant captains will be found in a work lately published by 
Messrs. George Philip & Son, of Fleet Street, London. Theauthor, Captain S. T.S. Lecky, R.N.R., 
is well known in the mercantile marine as a careful, clever, and scientific navigator, and he has brought 
a large amount of his knowledge and practical ability to bear upon the present publication. The aim of 
the author has evidently been to convey, in simple language, thoroughly practical hints, and he has con- 
densed, in a clear, succinct style, the teachings of standard works and the results of his own experience 
into a handy and clever work. The author states in his preface that ‘The volume contains but little 
that is claimed as strictly original ; it is based upon life-long observation, matter gleaned from the works 
of men of repute, and information derived from intercourse with shipmasters and the cloth generally.’— 
Notwithstanding this modest preface, Captain Lecky has thrown out some valuable hints, and has given 
his information in a very sensible form. This is particularly applicable to his selection of books neces- 
sary for reference and guidance, and his list of indispensable nautical instruments of navigation. The 
Chapter on the ‘ Mariner’s Compass’ contains a large amount of useful information, and will be read 
with interest by all practical navigators. His remarks on the marine chronometer, the sextant, and the 
artificial and sea-horizons, form the subjects of three very able chapters, and will well repay careful 
perusal. This applies also to his observations on the use of instruments, their adjustment, and compar- 
ative value, and, although there is little that is novel, his ‘ wrinkles’ are given in a sailor-like and 
concise form. The astronomical portion of the volume is all good and practical, and such as all who 
have charge of life and property at sea should have a knowledge of. Especially clear and concise are 
his remarks on ‘ Latitude by meridian altitude,’ and his ‘ Longitude by chronometer,’ while those 
chapters devoted to the subjects of ‘shaping a course,’ and ‘The danger angle and correct determina- 
tion of distance from land,’ will commend themselves to all practical and enquiring minds. 

“‘The author has collected some useful notes on tides, currents, waves and breakers, which should 
be of much service to those interested in such physical phenomena. 

‘* The book is well printed, and contains 70 or 80 illustrations, including some carefully executed 
physical maps.”— Zhe Englishman, Calcutta. 


‘¢ This work is certainly the very best of its class ever emanating from a practical seaman, and to us 
it was a real source of pleasure to read it through, as we did from prefix to appendix. Captain Lecky 
has written in a charming, off-hand style, and from the start captures his reader and leads him on in deep 
interest through the thirty-three chapters of his work. He makes the study of navigation a real pleasure, 
and as attractive asa romance, yet full, practical, and correct. We claim to know something of ‘ naviga- 
tion wrinkles,’ but Captain Lecky has quickly and tersely taught us how little we really did know. He 
is not only a keen observer, but has cleverly adapted the good opinions of others, and blended them so 
adroitly with those of his own, which are ripened with experience, that the work stands without a peer 
in the literature of things pertaining to the science of navigation. There is no work that we know of that 
we can so urgently recommend to the practical navigator as this one. It isa library in itself. It is the 
work of a true sailor, and one whom we must esteem very highly for his superior talents and attainments, 
No work of its class ever received higher commendation from the British press than ‘ Wrinkles’ has, and 
deservedly so. It is a work that can be understood by the professional mariner of any grade, and being 
devoid of the ‘wholly too learned,’ is suited to all degrees of progress in the study of navigation ; and even 
the oldest master mariner can learn from its pages very much that is valuable, while to the ‘ youngster’ 
it is invaluable. We hope our shipmasters will secure a copy of this work, and we feel assured that they 
will thank us for pointing out its existence and merits. Captain Lecky is now in command of one of the 
American Line steamers, and hence he is well posted in the Atlantic trade, and was in Sir Thomas 
Brassey’s famous yacht SusJeam, in her cruise around the world. We congratulate the captain upon 
the results of his labours, and he certainly deserves the thanks of his brethren everywhere.”— Zhe 
Nautical Gazette (New York). : 
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EXTRACTS FROM LETTERS RECEIVED BY THE AUTHOR. 


From Captain Sir Fred. Evans, R.N., F.R.S., 
Hydrographer to the Admiralty. 


*‘You deserve success, for your work contains a great deal of useful information, well prepared 
from sound practical experience.” 


From A. C. Johnston, Esq., R.N., M.A, 
Naval Instructor H.M.S. “ Britannia,” Training Ship for Naval Cadets. 


‘*The more I see of your book the better pleased Iam with it. It is quite a treasury of nautical 
knowledge, and contains within its pages an amount of information which could only otherwise be 
acquired by years of actual practical experience at sea. It is correct in principle, and a safe guide to the 
seaman ; and no one who aspires to become a thoroughly efficient navigator should be without it. I 
trust that your labours may be rewarded in a manner commensurate with their deserts.” 


From Sir William Thomson, F.R.S., 
The University, Glasgow. 


‘“*T have looked into your book a good deal, and have been greatly pleased with it. I approved 
thoroughly of everything I saw.” 


From Captain Fred. Geo. Bedford, R.N., 
Captain of the Royal Naval College, Greenwich. 


‘“<Tt strikes me as being a most useful book, and one that will commend itself from its being so 
eminently practical, and placing the matter before people in clear, homely language.” 


From Clements R. Markham, Esq., 
Honorary Secretary Royal Geographical Society. 


‘‘T have been reading with much interest your ‘ Wrinkles in Practical Navigation.’ It appears to 
me to be a most useful and opportune work, and just what is needed by great numbers of people.” 


From John Hartnup, Esq., 
Astronomer to the Mersey Dock and Harbour Estate, Bidston Observatory. 


‘In accordance with your desire, I have looked over your book on Navigation. During the past 
thirty years I have been in the habit of conversing with officers in the mercantile marine on subjects con- 
nected with the various methods which have been devised for finding the position of a ship at sea, and I 
have been strongly impressed with the importance of short practical rudes for their guidance in all cal- 
culations. I have not heretofore met with a work which has appeared to me so well adapted to meet 
their requirements as ‘ Wrinkles in Practical Navigation,’ and therefore think you have conferred a great 
benefit on mariners by its publication.” 


From Captain Henry Toynbee, F.R.A.S., 
Superintendent of the Meteorological Office, 116 Victoria Street, London. 


“So far as I can give an opinion, it carries out the idea suggested by its name (‘ Wrinkles’) very 
well, and does not frighten the sailor by too many algebraical signs. It does, in fact, give a large amount 
of experience in a chatty form.” 
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EXTRACTS FROM LETTERS—Continued. 
From W. C. Bergen, 


Teacher of Navigation, and author of several Works on Navigation, Sunderland. 


_ “LT have read your work, entitled ‘ Wrinkles in Practical Navigation,’ with much interest. I think 
it contains a very great amount of information useful to captains and officers of ships, presented to them 
in a style which they will thoroughly understand.” 


From Captain W. B. Duncan, 
Teacher of Navigation, South Shields. 


**T like your ‘ Wrinkles’ exceedingly. Owners, for their own interest, should supply a copy as 
part of the ship’s stores.” 


From Captain John Halder, 
South Shields. 


“I think the title you haye chosen for your work is an admirable one, —they are ‘Wrinkles’ indeed.” 


From Captain Henry Morrison, 
Senior Officer American Steamship Co., United States Mail Steamer ‘‘ Ohio.” 


**To my mind you have conferred a great boon on the profession, as the book meets a want that 
- all familiar with the subject will admit has been long felt.” 


From Captain Henry F. Watt, 
Liverpool, 


** You have, it appears to me, done a solid and good piece of work, and it has merit enough to 
ensure it success.” 


From H. M. Hozier, Esq., 
Secretary for Lioyd’s, London, 


‘¢The Committee of Lloyd’s have ordered a copy of your work entitled ‘ Wrinkles in Practical 
Navigation’ to be supplied to the Library of this Institution,” 


From Captain W. W. Kiddle, R.N., 
Principal Officer of the Board of Trade, Dublin. 


‘¢ T have looked over your book with much interest, and must congratulate you on having rendered’ 
a great service to seamen in general. My opinion is that it will be translated into foreign languages ; 
for I am not aware of a similar work in any continental marine. The type, engravings, and general - 
get-up are also good ; and you may rest assured that it will be long before there is a rival in the field.” 


From R. C. Carrington, Esq., 
Indian Marine Survey Department, Calcutta. 


‘Your book contains a vast amount of information, and really useful ‘ Wrinkles’ toa thinking man.” 
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From Captain D. Hume, 
Superintendent Dock Master, Hull, 


‘‘ Such is my opinion of the book, that I think it ought to be supplied to every foreign-going vessel 
(whether sail or steam), and I shall take every opportunity of pointing this out to shipowners. 

‘‘ Speaking from my own experience of sea life, I should indeed have been only too glad to have 
had it myself when afloat. So clearly are some of the difficult problems of navigation explained and illus- 
trated, that, to say the least of it, the thanks of all worthy of the name of seamen are due to Captain 
Lecky for his valuable publication. I hope it will become a standard work, and take its proper place 
accordingly.” 


From Sir Thomas Brassey, K.C.B., M.P., 
Civil Lord of the Admiralty. 


‘<T have gone carefully through your book, and think it admirable.” 


From Alex. Sinclair, Esq. 
Manager African Steamship Company. 


‘There seems to be but one opinion about it, namely, that it 1s a very valuable and instructive 
handbook for masters of ships.” 


From Archibald T. Miller, R.N. 
Commanding School Frigate ‘‘ Conway.” 


‘¢ It affords me very real pleasure to be able to speak in the highest terms of your most valuable 
work ‘ Wrinkles.’ Waving heard of its preparation for many years past, I am not surprised to find it 
containing the ripe fruit of long service at sea, with a very wide experience in all sorts of ships and 
services. The book is most interesting, as well as instructive ; and I have heard a landsman declare 
that he found it more absorbing than any novel. If sailors do this also, and study closely the chapter on 
compasses (even if nothing more), we will hear of far fewer disasters from ‘ suspected currents,’ and 
what not. So much is the value of the book recognized, that it is proposed to give it as a prize on 
board here ; and I may mention that a Liverpool shipowner recently sent us six copies for our lads to 
study.” 


From Captain John C. Almond, 
Nautical Inspector Peninsular and Oriental Steam Navigation Company. 


‘¢T have made the acquaintance of your book, and think very highly of it. The title is well 
chosen. The ‘ Wrinkles’ cover a pleasant face. A work of this sort was much wanted, and fills a gap 
that previously existed in every Nautical Library. It is useful as an azde de memoire to the old Salt, 
and a mentor to the young one. A copy will be placed in the chart-room of each of our vessels, and in 
future will be included in the list of navigational books supplied to every new ship. Captain Angove— 
our Marine Superintendent—wishes me to say he thoroughly agrees with my estimation of the merits 
a practical utility of the ‘Wrinkles.’ If you think it worth while, you are at liberty to make any use 
of the same. 


From Arthur Hill Coates, Esq. 
Late Honorary Secretary Ulster Royal Yacht Clad, 


‘J am very glad, but not surprised, to hear your book is getting offso well. To yachtsmen I think 
it will be of the greatest use, because they have not the same opportunity of learning the ‘ Wrinkles’ 
from experience that most young merchant officers possess. Amateurs, when they command their own 
vessels—now not unfrequently the case—have no one to go to when they get into a fog, but must just 


worry through by themselves. Your book, at such times, comes to their aid, and gives them the ‘short 
cut,’ soto speak.” 
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From Captain John W. King (Ship ‘‘ Fearnought.”) 
45, Broad Street, Penryn, Cornwall. 


** A word about your ‘ Wrinkles.’ I think it altogether the plainest and most simple book on 
Navigation I have ever read, and just what we sailors wanted.” 


From Captain J. G. Walker, U.S.N. 
Chief of Bureau of Navigation, Washington. 


‘*T consider that your book ‘Wrinkles in Practical Navigation’ will be of great service to officers 
qualifying themselves for examination, and would serve as an excellent work of reference for command- 
ing officers. I have pleasure in sending a copy of a letter received from Rear-Admiral Ammen 
referring to it.” 


. From Rear-Admiral Ammen, U.S.N. 
To Captain J. G. Watker, U.S.N., Chief of Bureau of Navigation. 


‘© One of my former Naval friends has asked my examination of * Wrinkles in Practical Navigation,’ 
by Captain Lecky, R.N.R. This I have done attentively, and beg leave to bring it to your notice. It 
would in general prove an intelligent reminder and guide of procedure in what officers should have 
learned from text-books, and thus serve a most useful purpose. I appreciate the 40 pages on Deviation 
and the Correction of compass errors ; the more, perhaps, as I had aided in the appointment of a gen- 
tleman in our Navy of high scientific attainments with an especial view of developing the subject in some 
such practical form ; and although Chief of Bureau at the time, and the gentleman was under my orders, 
I failed to attain my end, As a reminder, if not an instructor, I consider the book practically of great 
value.” 


From Rear-Admiral C. R. P. Rodgers, U.S.N. 
To Captain Jas. S. Biddle, U.S.N. 


** Captain Lecky’s book seems to me an admirable compilation, comprehensive and well arranged, 
and likely to be very useful to all sea officers, especially to those of the Merchant Service. So far as I 
have been able to examine it, it has impressed me very favourably, and I quite agree with you in think- 
ing it might well be placed in our ships’ libraries.” 


From Fred. C. Green, Esq. 
Voodside Cottage, Breightmet, near Bolton. 


** As an Amateur Navigator I am deriving great benefit from your ‘ Wrinkles.’ It is just the right 
kind of book to enable one to make the most of one’s limited experience, and it is impossible to say 
which part of it is the most valuable. The ‘ Horizontal Angle’ and ‘Danger Angle’ were a new idea 
to me, and I shall certainly practise them. I have never had much to do with Deviation of the 
Compass, as I have mostly been shipmates with lead ballast and wooden hulls, but your chapter on 
Compass Correction has cleared up what always appeared very misty to me before. Also the Table of 
Corrections for Johnson’s method is an acquisition : for some time I had worked by the intersectional 
method, but constantly scoring lines on the chart is objectionable, and caused me to resort to pro- 
portional logarithms—which, however, is a long and cumbrous operation. Now that I have your book 
it is certain that I shall never do so again.” 


From Campbell M. Hepworth, Esq., F.M.S., 
Commanding R.M.S. ‘‘ Danube,” Union Steam Packet Co. 


‘With regard to your valuable works ‘ Wrinkles,’ and ‘The Danger Angle and Off-Shore Distance 
Tables,’ I have recommended them right and left, and in all cases have been considered a benefactor 
for having done so. For myself, I believe it is impossible to estimate the amount of good they have 
done already, and are destined to do in years to come. Have they been translated into foreign 
languages? If not, they should be,” 
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From Captain S. P. H. Atkinson, 
Late Ship *‘ British Peer.” 


‘* Having read over your work entitled ‘ Wrinkles in Practical Navigation’ several times I have no 
hesitation in saying that it is the most useful and comprehensive treatise on the many and various 
subjects necessary to safe navigation which I have ever met with. I feel sure that it will prove of much 
practical value to the older members as well as the rising generation of the Mercantile Marine, in 
tending to eradicate from their minds many prejudices which at present exist in favour of working out 
problems in navigation by erroneous and non-conclusive methods. It seems to me also that your 
remarks on Compass Adjustment are the clearest, most easily comprehended, and most instructive of 
any that I have come across. I had read Towson’s before, but, through the want of accompanying 
diagrams, used to get somewhat confused, and I am very confident that your elucidation of the subject 
will be much more generally appreciated.” 


PRESS OPINIONS AND CRITIQUES ON THE 2nd EDITION. 


‘¢ We hail our old shipmate in a new suit of clothes with no small degree of pleasure. Since our 
last interview he has been the subject of innumerable inquiries, comments, and commendations—credit- 
able alike to the nautical profession and himself. It will be difficult to arrive at a just estimate of the 
value of this work to seamen of every rank, whose careful reading of it has enabled them to reach a 
higher degree of professional knowledge, accompanied by a ‘grip’ of the why and wherefore of the 
ditterent subjects in nautical science, that has made the study of navigation a pleasure, and its practice 
a growing delight. 

**To make a young Officer fall in love with all the details of his profession, so that he fairly revels 
in it, is an achievement that few authors can boast of having accomplished ; but we must claim for the 
author of ‘ Wrinkles’ this enviable distinction ; and to him and his work many a smart and successful 
navigator will hereafter point with honest gratitude, for having placed within his reach a volume contain- 
ing the concentrated essence of nautical wisdom from many minds, together with a vast amount of fresh 
and interesting matter, and in such a palatable and attractive form as to produce in the reader’s forehead 
very few, if any, wrinkles. 

‘¢The new edition contains nearly 100 pages of new matter, and brings the various subjects down 
to date and in accordance with present knowledge, while the whole of the work has been recast, so as to 
present a more finished and accurate volume than the author modestly owns his first venture seemed to 
him to be—though it is but fair to say that very few indeed, if any, of his critics have been of that 
mind.”—WMercanttle Marine Service Association REPORTER, October 1884. 


*¢¢ WRINKLES’ IN PRACTICAL NAVIGATION.—We have received with much pleasure the second 
edition of Captain Lecky’s ‘ Wrinkles’ in Practical Navigation. Good as the first edition undoubtedly 
was, the second is 4 great improvement upon the first ; every chapter contains some useful addition, or 
in the language of the author, more ‘ wrinkles,’ useful alike to sailors old or young. Captain Lecky 
sees clearly that small matters if not attended to with a religious care will assuredly bring trouble upon 
ships at sea. His cautions, first upon the purchase, and secondly upon the treatment of sextant and 
chronometer, strongly show this. The notes upon the sea horizon are very good, and well explain the 
cause of the frequent discrepancies between the results of carefully taken forenoon and afternoon sights. 
The ‘wrinkle’ upon stowing charts flat instead of keeping them in 7vo//s, will be found well worth 
attending to. The notes upon the old topics have in most cases been amplified, adding some 100 pages 
to the first edition. 

‘‘There is a new chapter upon Sir W. Thomson’s navigational instruments, clearly explaining the 
excellent compass and its adjuncts now in such general use in the Mercantile Marine, and also to be 
found on board some of Her Majesty’s ironelads. Sir William’s sounding machine is also fully treated 
upon. New diagrams have been added to the chapter upon the Danger Angle, and also to that upon 
the composition and resolution of forces and motions. The table showing the error in longitude pro- 
duced by error in altitude has been judiciously printed in red; and the list of time signals at various 
ports in the world has been considerably enlarged and brought up to date. A few moments devoted to 
the perusal of the preface to this edition will show how much painstaking labour has been bestowed 
upon it by its author, at considerable cost. 

“We congratulate Captain Lecky upon the success of his first edition, which argues well for that 
of the second, and are pleased to see that already 50 copies have been ordered by the United States 
Government for the use of the United States Navy.”—British Merchant Service Journal. 


‘‘The well-known and universally acknowledged indebtedness of the Merchant Service to the 
Officers of Her Majesty’s Navy for many useful works on nautical subjects is being repaid by the supply 
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to the Queen’s ships, under authority of the Admiralty, of the popular volume from the pen of Captain 
Lecky, of the Mercantile Marine, whose ‘ Wrinkles in Practical Navigation’ has become a standard 
work of reference among all classes of seafaring men, and is justly esteemed as the best contribution of 
the present day to the exposition of nautical science. 

** The author’s patient toil in producing this valuable book, which has reached a second edition, 
will at length be requited, and the enormous outlay such a publication necessarily involves ere it is 
placed fully before the public may be expected to secure some remunerative return, This is only right, 
and we sincerely trust that the pecuniary recompense will prove equal to the mental gratification which 
Captain Lecky has felt at the numerous expressions of appreciation and obligation he has received from 
so many of his fellow navigators, to whom the book has been a great boon. Its adoption by the British 
and American Governments and the Merchant Service of both countries will doubtless lead to its 
translation into other languages, thus conferring a world-wide benefit upon navigators.”—MJercanti é 
Marine Service Association REPORTER, June 1885. 


EXTRACTS FROM LETTERS RECEIVED BY THE AUTHOR. 


From Thos. Gray, Esq., C.B. 
Assistant Secretary, Marine Department, Board of Trade, Whitehall Gardens, S. W. 


‘* The new edition of ‘ Wrinkles’ appears to be excellent, and I should much like to see the work 
in the hands of every officer in the Merchant Service. Iam very glad to hear of your success so far, 
and assure you of my best wishes for the new edition.” 


From Captain H. Owen, 
Commanding R.M.S. ‘‘ Pretoria,” Union Steam Packet Co., Southampton. 


‘*IT am much gratified at the receipt of a letter to-day from one whom, since the publication of 
‘ Wrinkles,’ I have mentally recognised as a master of our craft, and I feel pleased that it has been in my 
power to testify in print (A autical Magazine, September, 1884) to my high opinion of the work. Now 
that the ice is broken between us, I hope and shall esteem it a privilege to hear often from you, and you 
may be sure of my heartiest support with regard to the new edition, which I ordered, but have not yet 
received. Since its first appearance I have been a strong advocate of ‘ Wrinkles,’ and make a point of 
presenting a copy to every deserving young officer sailing with me who takes an interest in handling a 
sextant. I wish you every luck.” 


From Captain Sir Fred. J. Evans, R.N., F.R.S. 
Late Hydrographer to the Admiralty. 


‘*T congratulate you on the success of your ‘ Wrinkles’ book. The old proverb is realized— ‘ Good 
wine needs no bush,’” 


From Mr, A. N. Somerscales, 
Teacher of Navigation, Huli. 


“* If you are not already bothered sufficiently with letters about your ‘ Wrinkles,’ I should like to 
say that I have derived great pleasure and instruction from its perusal. I am particularly pleased with 
the exposition of Sumner’s method. This was much needed, and in treating the subject upon a broad 
principle you have shewn the great gain which the more extended practice of this method will be to 
navigation. Generally speaking, I feel that I am indebted to you for many valuable hints.” 


From Captain Edward Blackmore, Greenock, 
An old Trinity First-class Master of 1850. 


**T think your book ‘ Wrinkles ’ surpasses for practical purposes and clearness of exposition any- 
thing I know ; in fact I found many things which were familiar to me in practice, but which I had never 
seen in print before, though well acquainted with the literature of the subject, for I believe I possess 
every aid to sound navigation that was published up to 1860. 

‘© T cannot but admire the painstaking assiduity and energy which enabled you to think out and 
systematise such a wonderfully varied and immense amount of matter upon almost every point which 
could interest a mariner. No sailor should think his ‘ Kit’ complete without ‘ Wrinkles’ is stowed in 
the corner of his chest.” 
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From Captain John C. Almond, 
Nautical Inspector, P. & O. Co., London. 


‘* The new edition of ‘ Wrinkles’ is, so far as I have glanced at it, a great improvement on the 
original. I can only hope it will bring you all the success—both financially and professionally—its 
merits deserve. No. 2 will be furnished to all our new ships, and I make a point of recommending all 
our young officers who come before me to have a copy in their library as a Text-book.” 


From Captain Macnab, 
Board of Trade Examiner, Liverpool. 


‘*I am indeed pleased to know of the success of ‘ Wrinkles.’ I hear it highly spoken of by all 
parties, and for myself can but give it my sincere praise.” 


From Lieut. Albert Ross, U.S.N. 
Instructor in Navigation at the United States Naval Academy, Annapolis, Md. 


**T am an ardent admirer of your § Wrinkles,’ and, as an instructor in Navigation at this Institution, 
find it of great assistance. It is one of the books occupying a prominent position in my sea library. It 
ought to find a ready sale among the people who go down to the sea in ships.” 


From Sir Thomas Brassey, K.C.B., M.P., M.A. 
Secretary to the Admiralty, 


‘**T congratulate warmly on another admirable edition of ‘ Wrinkles.’ ” 


From C. A. Murray, Esq., 
Secretary, Campbeltown and Glasgow Steam Packet Co. 


‘** IT got a copy of your ‘ Wrinkles’ which for some time back has been in the hands of our Com- 
modore, Captain Kerr, and another. Both of them agree that it is the finest—or rather the most 
exhaustive—work they ever came across, and can neither point out an error nor suggest an addition or 
improvement. I may add, Captain Kerr was so captivated with it that I am getting him a copy fora 
young son of his who has gone to sea.” 


From Captain H. W. Hemming, 


(s.s.) ‘‘ Normandy,” Newhaven. 


«* Until recently I have not had time to study your beautiful book. I must say you have cut and 
dried everything in a most sensible and seamanlike manner, I shall recommend all our people to obtain 
a copy, and I say of it much as Macniven & Cameron say of their pens, ‘It’s a boon and a blessing’ 


to every seaman.” 


From Staff Commander W. R. Martin, R.N, 
Royal Naval College, Greenwich. 


“Your work on ‘Wrinkles in Navigation’ is in great request here, especially among our Post 
Captains and Commanders, whose instruction in Practical Navigation is in my charge. I need hardly 


express my own very high appreciation of it.” 


From O. Griffin, J.P. 
Nautical and Military Publisher, 2, The Hard, Portsmouth. 


‘¢ The new edition of ‘ Wrinkles’ is a greatimprovement. We have been selling it largely.” 
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From Captain Harry Bocquet, 
(s.s.) “* Rothesay,” Port Said. 


“* T have just got through ‘ Wrinkles’ No. 2, and am greatly pleased with it. I had much pleasure, 
when last at home, in bringing the book to the notice of the Directors, and it was at once taken up by 
the Company. The fact of associating with you for nearly 12 months, and the instruction received at 
your hands during that time, have laid a foundation which ‘ Wrinkles’ has continued to build upon, and 
I now feel that I am largely indebted for my navigational knowledge to you and your admirable book. 

“As regards the ‘Danger Angle Tables,’ they are invaluable, and you of course will understand 
what they are to me, with the amount of coasting I have to do in this trade.” 


From Captain W. J. L. Wharton, R.N. 
Hydrographer to the Admiralty. 


‘*T am very glad to know that ‘ Wrinkles’ has been so much appreciated as to reach another issue. 
It is a thoroughly practical and useful work.” 


From Captain John Jackson, 
(s.s.) ‘* Anselm,” of the ‘* Booth Line.” 


“T have not read very much of your book yet, but shall do so on getting to sea ; and I know, by 
what I have seen so far, that there is a great treat in store for me. Iam especially pleased with the part 
dedicated to star navigation. In the rainy season, when making Salinas, or the entrance to Para River, 
I have often to rely solely upon stars for both Latitude and Longitude. I beg to congratulate you on 
the success of ‘ Wrinkles ;’ I admire it exceedingly, and the chatty, homely style in which it is written is 
sure to make it a favourite among navigators wherever the English language is spoken.” 


From Admiral Dent, Holyhead. 


“T think so highly of your book ‘Wrinkles,’ that I provided my son in the Navy with a copy, and 
recommended my neighbour, Sir Richard Bulkeley, who is a great yachting man, and anxious to do his 
own navigation, to procure one for himself. This he did for his cruise in the West Indies, and on his 


return told me he was much pleased with it.” 


From Mr. H. S. Blackburne, P. & O. Co. 
Chief Officer (s.s.) ‘* Brindist.” Author of the ‘* A and B Tables.” 


“ After your book of ‘Wrinkles’ I should say that there is no man whose opinion on nautical matters 
will be more esteemed than your own. It is just the sort of book that is wanted at the present time. 
I find, also, that it is valued in the Navy as much as in the Merchant Service. Speaking for myself, 
I appreciate it greatly from the clearness of the language, and the excellent way in which the various 
problems are illustrated by diagrams ; and perhaps, also, in even a greater degree for its being so 
intensely practical. You have boldly denounced numerous popular fallacies, and your warnings about 
the compass will probably save many a ship from going on shore. The power you have, too, of im- 
pressing on the reader the really essential points, which ought more especially to occupy his attention, 
seems to me most wonderful.” 


From Mr, Richard Ladd, F.R.A.S., F.M.S. 
Telegraph Construction and Maintenance Co.’s (s.s.) ‘* Scotia.” 


‘*T certainly admire ‘ Wrinkles’ very much, and wish you every success with the new edition, which 
I hope will be officially adopted by the Naval authorities. I knowit is much valued and used by naval 
men even now. I intend getting your ‘Danger Angle and Off-shore Distance Tables,’ as they would be 


most useful.” a* 
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From W. H. Bisset, Esq. 


Engineer Surveyor-in-Chief, Board of Trade Surveyors Office, St. Katharine Dock Llouse, 
Lower Hill, £. 


‘‘T am very glad to learn you have got through the 1st edition of ‘Wrinkles.’ I certainly did take 
a great interest in the book, and sent copies to some of my friends who would appreciate its value, 
knowing full well as I do that the author is perfectly at home in dealing with the questions contained 
within its covers.” 


From Commander W. M. Annesley, R.N. 
Captain of the Royal Naval Engineer Students College, Keyham, Devonport. 


“Having been in command of H.M.’s Ships for the last seven years, I have naturally paid more 
than usual attention to the science which your valuable book ‘ Wrinkles’ so ably teaches. It is a most 
excellent work, and one much needed.” 


From Professor Sir William Thomson, F.R.S., &c. 
The University, Glasgow. 


**Captain Lecky’s book, while written in familiar language, and without many mathematical 
symbols, contains much accurate scientific information. In the chapters in this book on Compasses and 
Compass Adjustment, Captain Lecky shows a very thorough knowledge of this difficult subject ; and 
gives most valuable information and suggestions in a manner which can be understood by everyone. 
A great many books and scientific papers on the Mariner’s Compass have been published in England, 
but none of them contain so much practical information as the two chapters (II., Part I., and XII., Part 
II.) of his book, which he devotes to the subject. With ships built almost entirely of iron or steel, as 
they are at the present day, it is most important that sailors should understand the causes of the errors 
of the compasses, and the changes which occur in the errors from time to time. 

“Captain Lecky, on page 16, Chapter I1., points out very correctly some of the erroneous popular 
notions as to the cause of the errors of the compass, and in this chapter gives most valuable hints as to 
the placing of standard, steering, and masthead compasses. 

“In Chapter XII., Part II., the whole question of compass adjustment, and magnetism of iron ships, 
is very fully discussed. The subject is very clearly and correctly explained in such a simple manner, 
that anyone without a knowledge of mathematics can understand it. The whole chapter is most im- 
portant, but particularly the paragraphs relating to ‘ Retentive Magnetism’ on pages 355-362. 

“The importance of frequently and methodically taking soundings is very fully pointed out in 
Chapter XI., Part I. It is there truly shewn that a single cast of the lead is of very little use, indeed 
often worse than useless ; and that the only method of determining the position of the ship, by means of 
soundings, is by taking a chain of soundings with time intervals, 

‘The marine chronometer, sextant, charts, station-pointer, and other instruments required on board 
ship, are treated of in a popular, and at the same time accurate style. The whole book contains most 
valuable information for the practical navigator. 

“A large part of it is devoted to methods of finding a ship’s position at sea, and this portion is 
perhaps the most valuable of the whole book. The recommendation not to neglect star observations, 
and the clear explanations of the principles, will do much to undo the mistaken idea that the nightly use 
of the stars for finding the ship’s place is beyond the intelligence of ‘ordinary mortals.’ However well 
versed an officer may be in the best ordinary books on navigation, and in the practice of navigation at 
sea, he can scarcely fail to profit by reading Chapters I. to XI., and Chapters XIV., XV., and XVI. of 
the second part of Captain Lecky’s book.” 


From Captain M. B. Walker, 
Chichester Road, South Shields. 


‘‘Those with whom I am acquainted of my fellow Masters in the Mercantile Marine who have 
read your ‘ Wrinkles’ say they are ‘splendid.’ Of courst* there are always a few (consisting of those 
who really have most to learn) who do not want to learn any more, I always, when possible, use your 
‘Off-Shore Distance Tables,’ and find them very handy.” 
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From Secretary, Liverpool Underwriters’ Association, 
to Messrs. George Philip and Son, South John Street, Liverpool. 


“I beg to acknowledge receipt of your letter forwarding, for the acceptance of this Association, a 
copy of the 2nd edition of Captain Lecky’s work, ‘ Wrinkles in Practical Navigation,’ and | am desired 
to request that you will convey to that gentleman the Committee’s thanks for this valuable addition to 
their library. I need scarcely say that the book, which is recognised on all hands as a work of great 
merit and utility, will occupy a prominent position in the Underwriters’ Room. I wish it equal, or if 
possible greater, success than the Ist edition received.” 


From Captain W. H. Barker, I.N., Liverpool. 


**T often find myself wishing that in my younger days I had had such a work of reference as 
‘Wrinkles.’ It would certainly have had the effect of preventing many a headache, and of removing 
difficulties which no book in the ship’s library of those days was able to do without incurring a vast 
amount of what, I see now, was useless labour and trouble.” 


From Capt. W. C. H. Boynes, 
St. Just, Cornwall, (ss.) ‘‘ Carn Marth.” 

“The 2nd edition of ‘Wrinkles’ I have now finished carefully reading. Edition No. I was 
certainly a grand vade mecum, but No. 2 most certainly outshines it, and is, in my opinion, wéthout 
doubt the most thoroughly sound, practical, readable book on Navigation I ever happened to meet with, 
and I have publicly stated as much in the Waztical A/agazine for August, 1884. Please do not think 
this is flattery, it is my honest conviction. 

‘Only two days ago the navigating officer of the ss. “ Mongolia” (P. and O.) told me he felt quite 
at sea as she was not supplied with it; this is evidently accidental, as every other ship in the same 
Company that I have come across has it. 

‘The Distance Tables I continue to use, and they never fail to afford the greatest satisfaction.” 


NotTe.—In view of the strong praise accorded by Captain Boynes, it may perhaps be as well here to state that the 
Author of ‘‘ Wrinkles” has not the pleasure of his acquaintance, and in fact—so far as he knows—has never even seen him. 


From Mr. Thomas Pearn, 
Chief Officer (ss.) ‘* Rhodora,” Rotterdam. 


‘* My firm conviction is that ‘ Wrinkles’ will, in future, be the means of bringing Stellar observa- 
tions to the front. I have practised your ‘ Danger Angle’ with good results, and my advice to all who 
wish to navigate with safety is—cu/tzvate ‘ Wrinkles.’ ” 


From E. C. Varley, Esa., 
Box 393. to de Janeiro, 


‘* Many students have to be thankful to you for SE amongst others myself, and as, in 
your preface, you ask for suggestions, I beg to offer some.” . aga 


From Captain C. P. Wilson, I.N., 
Principal Officer, Board of Trade, London, 


“*T am very glad to hear that the Lords of the Admiralty are so well advised about ‘ Wrinkles.’ 
I should like to see the Board of Trade give it to all who pass as Extra Master. It would not be much 
of a tax on the Mercantile Marine Fund.” 


From Hubert Sabben, Navigating Lieut. R.N., 
HM.S. ** Racer,” Suakin, 


‘I have been reading your capital ‘ Wrinkles,’ and as I am sure another edition will Appesk to 
satisfy the Masters’ craving, I send you two or three small tips on Time Signals.” . . . 
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From Captain G. Beall, 
Principal Examiner in Navigation, Board of Trade, London. 


‘‘T have not had the pleasure of seeing the Second Edition of your ‘ Wrinkles,’ but if it is an 
improvement on the First Edition it must be good indeed.” 


From J. H. W. Theed, Lieut. R.N., 
HM. S. “* Amphion,” Plymouth Sound, 


‘‘T have heard rumours that you are going to bring out a new edition of your excellent ‘ Wrinkles.’ 
Might I suggest, pro bono publico, that the Zrue bearings of the marks for swinging ships for correcting 
compasses be given instead of the C.M. . . . . . Thanking you for having written ‘ Wrinkles,’ 
especially for bringing Johnson’s method so prominently forward.” 


From Captain T. W. Watson, 
(s.s.) ‘* Beachville,” at sea, North Atlantic. 


‘*T have the 2nd edition of ‘ Wrinkles’ and the 4th of the ‘Danger Angle,’ and the more I study 
them the better I like them, especially ‘ Wrinkles.” Your stellar ‘Ex-merids.’ are simply splendid, 
and the instructions for finding the stars and working them are just as though you were chatting to 
a fellow. This is what a seaman wants—short, lucid, and to the point. Sailors don’t want the 
academical language of the pedantic pedagogue. I hope you will soon be called upon for a 3rd Edition,” 


From Captain W. H. Cawne Warren, 
33, Huskisson Street, Liverpool. 


‘* Having well used the First Edition of your admirable ‘ Wrinkles,’ I gave it to my old Mate on 
parting with him, and invested in a new one, which, by good luck, was the Second Edition. I was 
charmed with the first, but how much more so am I with this one! The additional matter and the new 
arrangement of subjects are grand. I have been eighteen years in command, and, as you can well 
imagine, many an anxious night have I spent ; but, thanks to your labours, the nights are made more easy 
now. Words cannot express my feelings of gratitude towards you for what you have done for myself as 
only one of the cloth. I trust you may be long spared to give us many more ‘ Wrinkles.’ The 
‘Danger Angle’ I have used this voyage on the passage home, and am delighted with it.” 


From Captain W. Wetherall, late I.N., 
Weymouth. 


‘*T have just finished reading your interesting book ‘ Wrinkles in Practical Navigation.’ Without 
exception it is the most perfect work of its kind I have ever read. Were I compelled to again go afloat, 
[ should consider my library incomplete without a copy.” 


From Captain Eben. J. Sharpe, 
(s.s.) “‘ Carib,” Falmouth, Jamaica, W.I. 
** Allow me to express my great admiration of ‘ Wrinkles’—a book much needed. I know the 


labour must have been immense in drawing together such a mass of valuable information and hints, The 
‘cloth’ cannot be too thankful to you for it.” 


[Copy of letter sent to Publishers by Messrs. John Wiley & Sons, New York.} 


18, CAMBRIA STREET, 


JoHN WILEY & Sons, SOMERVILLE, Mass., 
53, EAST I0TH STREET, SEPT. 23, 1892. 
NEw YORK. 
Gentlemen— 


a A short time since an old shipmate strongly advised me to purchase a copy of Captain Lecky’s 
‘Wrinkles in Practical Navigation,’ bearing your imprint, he stating it to be the best work of the 
kind ever published. I did so, and having just finished reading it, I am constrained to say I fully 
endorse my friend’s words. 


[Continued over leaf. 
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_ I would much like to be able to communicate with Captain Lecky to express to him my 
appreciation, as a seaman, of the great value of his work, as well as to call his attention to other 
‘Wrinkles’ that are still adrift. Would you therefore kindly favour me with his address and very 
much oblige, Yours very truly, 

. ; (Signed) THos. SAVAGE. 


Extract from letter to Publishers sent by Mr. R. C. Buck, Head-Master School Ship 
H.M.S. ** Worcester,” Greenhithe, Kent. 


**T have not yet been able to go through the present edition of ‘ Wrinkles’; but, judging 
from the first, it is a most valuable aid to the Navigator who wishes to do thorough work.” 


From H. B, Goodwin, Esq., M.A., R.N. 
Assistant to Director of Studies, Royal Naval College, Greenwich. 


‘Your ‘ Wrink/les’ has caught on with Navigators of conflicting schools in a quite wonderful 
manner. . . . I had the pleasure of putting a demand for a second copy of your last edition in the 
Library order-book last week ; the one we have is always ‘ out.’” 


From Captain S. Maclachlan, 
Late Commanding B. I. S. N. Co.'s s.s. ‘* Warora.” 


‘*T hear with considerable pleasure that a revised and much enlarged edition of your famous 
‘Wrinkles’ is shortly to be published, and as an admirer of the work I venture to suggest the propriety 
of adding a really copious index. This appears to me and others the only thing necessary to make the 
book absolutely complete. It is certainly well named, containing as it does an enormous number of 
navigational ‘tips’ which it would be impossible to get hold of without laboriously consulting the entire 
literature of the subject—a task which few men would care to undertake, even if they had the leisure 
and money. 

“Tt will gratify you to know that a great many of the vessels of the Company in which I serve 
are supplied with copies of ‘ Wrinkles,’ and one never hears it mentioned afloat except in terms of praise. 
Allow me now to contribute my quota.” 
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EXTRACTS FROM LETTERS RECEIVED BY CAPTAIN LECKY. 


From H. C. Rothery, Esq. 
Her Majesty's Wreck Commissioner, Westminster. 


‘<T have read through the Introduction and the Prefaces to Parts 1 and Il. of your little book, 
entitled ‘ The Danger Angle and Off-shore Distance Tables,’ and think that it will be most useful to 
seamen in estimating their distances from land, if they will only consult it. Asa mathematician Iam 
especially pleased with it. A notice, also, which I received of your other work, ‘ Wrinkles,’ &c., has 
induced me to send for the book, and I shall try to make myself master of it during the short vacation 
which I am now about to take.” 


From Staff-Commander J. M. Share, R.N. 
Cape Town, South Africa. 


“‘T have this day received a copy of your admirable book, ‘The Danger Angle and Off-shore 
Distance Tables,’ and hasten to express my high approval of its contents and handy size. It cannot 
fail to be highly useful when known—as it ought to be—far and wide.” 


From Fred. C. Green, Esq., 
Woodside Cottage, Breightmet, near Bolton. 


‘*T am just writing a line to tell you I have got your ‘ Distance Tables,’ and shall be glad of an 
opportunity of trying the plan. In'the generality of cases of distances under five miles, it appears to be 
near enough for ordinary work to read to the nearest minute (’) of arc, and I see you have only carried 
out the angles as far as they change sufficiently rapid to give a good ‘ Fix ;’ so one is not likely to fall 
into the mistake of trying to work to tenths of a mile by an angle too small for certainty. I think it 
will be worth while to get a small box sextant for that kind of work and horizontal angles: it will be 
handier to put down anywhere, and the loss will not be so grievous if it should jump off the skylight 
and cruise around the deck. I hope the book will have the success it deserves.” 


From Captain Geo. R. Vyvyan, R.N.R. 
Lilder Brother, Trinity House, London. 


‘* When engaged the other day in verifying the position of our buoys, I was able to test the accuracy 
of your ‘ Danger Angle, and Off-shore Distance Tables,’ and on one occasion when I was not sure of 
my distance from a lightvessel, they supplied the desired information. 

‘*JT should consider any seaman’s library very incomplete without them, and for navigating purposes 
in narrow waters they are invaluable. 

‘* The Mercantile Marine owes you a good deal for the service you have done in publishing these 
Tables and your other book ‘ Wrinkles,’ ” 
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EXTRACTS FROM LETTERS—Continued. 


From Mr. H. S. Blackburn, 
Chief Officer (ss.) ‘‘ Brindist.” Author of the ‘* A and B Tables.” 


“‘ Lately, when at Hong Kong, I bought your ‘Danger Angle, and Off-shore Distance Tables,’ 
and am surprised at the accuracy with which—using Part II.—long distances come out, anything in 
fact from six to sixty, or even eighty miles, Asa rule, where the object observed is at a distance of 
40 or 50 miles, I get results within half a mile of the truth—always supposing the heights are accurately 
given, and when they do not happen to be so, or are not given at all, I used the Tables inversely when 
the ship’s position is known, and so determine the actual heights for use on future occasions. For 
instance, Golden Mount—a conspicuous landmark off Acheen Head—is down on the chart as 7,000 feet 
odd, and in Raper is given as over 8,000 feet, whereas its real height is only 6,200 feet.” 


From Captain W. C. H. Boynes, 
(ss.) ‘* Carn Marth,” Wilmington, North Carolina, U.S.A; 


“The Distance Tables I like zmmensely. Before, however, trusting to them entirely, I tested them 
most carefully by other methods. Asa rule I determined the ship’s position by the Tables, whilst my 
officers checked it by simultaneous angles for the station pointer. Seldom, indeed, have I found a 
discrepancy of 0'2 ofa mile!! This I consider most satisfactory, and I now use the Tables constantly 
and with every confidence. A splendid ‘ Fix’ is got easily in a few seconds over a minute, and the 
instructions are so plain that anyone can learn the method in less than notime. I enclose, with pleasure, 
a list of places where I tried the Tables. These were not the first trials, however. The first were on a 
voyage to Coconada, but I cannot send them now, as I have not my work books here of that voyage; 
but if you feel interested, will let you have them on my return to England.” (See page 777.) 


From Captain Thos. Luther Evans, 
(ss.) ‘* Mineola,” Bristol. 


** Having derived great benefit from your ‘Wrinkles in Practical Navigation,’ and from your 
‘ Off-shore Distance Tables,’ I think it becomes my duty to thank you most heartily for conferring such 
a boon on navigators of the present day. I have always recommended these books at every opportunity, 
and have always received the most gratifying replies from those who have perused them. Your Danger 
Angle and Off-shore Distance 7adles afford the handiest means of finding the distance from land, shoals, 
rocks, &c., ever introduced, and yet so very simple that the whole thing isa pleasure. I have repeatedly 
tested the Tables when the ship’s position was accurately known y passing close to lightvessels, buoys, 
&c., and at every trial the position by the Tables compared most satisfactorily with the known position. 
On two or three occasions I tested the Tables on long distances when making the Irish coast in very 
clear weather—say at 35 miles true west of Mizen Head. The vertical angle of the Skelligs gave the 
position to a nicety, as proved in half an hour afterwards by cross-bearings of Mizen Head, Skelligs, 
and Dursey Head. I wish you every success with your books.” 


OPINIONS OF THE PRESS. 


‘¢*¢THE DANGER ANGLE AND OFF-SHORE DISTANCE TABLES,’ is an excellent little work, from 
the pen of the Author of ‘ Wrinkles,’ whose name is fast becoming familiar to every Certificated Officer 
in the British Merchant Service. The unpretentious little volume before us cannot fail to establish its 
right to a place in the library of all careful navigators. 

‘© It consists of two parts. Part I. containing tables for heights from 50 to 1,100 feet. Distances 
from the tenth of a mile to five miles. Part II. (a) containing tables for heights from 200 to 6,000 feet. 
Distances from five to seventy miles. Part II. (4) Heights from 6,009 to 12,000 feet. Distances from 
ten to eighty miles, Part II. (c) Heights from 12,500 to 18,000 feet. Distances fourteen to one 
hundred miles. Part I. is explained as only to be used in connection with objects lying oz or wthzz 
the bounding line of the observer’s horizon. Part II. has been calculated for objects deyovd that 
boundary. 

we The advantages of this little work are evident at a glance. The errors in estimating the distance 
of vessels from shore too often lead to casualties, for which navigators are sometimes brought up with a 
round turn by Courts of Inquiry ; and while the Author does not champion this method of computing 
a ship’s off-shore distance as superior to all others, he, nevertheless, puts in a compact form a system 
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OPINIONS OF THE PRESS—Continued. 


that the experience of many years has shown to be handy and reliable when used with discretion. The 
ease and simplicity with which, when coasting, a vessel’s position can be fixed ; the clue it affords to the 
detection of faulty steering, compass errors, and currents, together with the sense of security and 
consequent comfort of mind the painstaking mariner is sure to realize by its use, are all so many 
arguments in favour of the method. . 

‘* The Author’s reference to the case of a vessel standing in from seaward, to make her port, and 
being able to define her exact position, and shape a course for it before the coast-line is even visible, and 
this with scarcely any trouble, is an illustration that navigators will appreciate, and one with which 
numbers are experimentally familiar, to their intense satisfaction. 

** We are half inclined to quote some of the Author’s examples, but are persuaded that for the small 
cost involved, few Masters or Officers will be content to remain unpossessed of this handy book, and 
will ‘read, mark, learn, and inwardly digest’ for themselves.”—Mercantile Marine Service Association 
REPORTER. 


‘*The Merchant Service may be congratulated on being able to number on its muster roll one 
whose sympathies are so entirely with his brother sailors, that, whilst in the execution of his multifarious 
duties, he still finds time to compile and prepare for publication works which cannot fail to be appreciated 
by navigators. It has afforded us pleasure to note the increasing demand for ‘ Wrinkles in Practical 
Navigation,’ and to receive from our readers afloat testimony of the value of that work. With the 
knowledge that the publication is being eagerly sought after, we may predict a similar expression of 
approval on the part of the painstaking men, who will be pleased to learn that Captain Lecky has made 
a further contribution to standard nautical works. 

‘**The Danger Angle and Off-shore Distance Tables’ has just been issued. It is a work which 
reflects great credit upon the Author, and. can only have been completed after very great labour. 
Casualties befalling ships are frequently found to have arisen from erroneous estimates of their distance 
from the land. The method of determining this point-has hitherto been difficult in practice, owing 
to the absence of tables to assist the navigator to ascertain by simple reference thereto the vessel’s 
distance from any object of known height. The mariner will now find that the difficulty has been 
removed, and that by availing himself of the information given in this book, he has gained possession of 
an additional safeguard to navigation, and one which will recommend itself by its simplicity and easy 
application. 

Beciee Many years’ experience and unceasing observation must have been required to test and to compute 
tables so comprehensive, and in recommending it to our readers we are confident that the work will 
eet an invaluable friend to the mariner, as it is perfectly sound throughout, and only requires to be 

nown to become universally adopted.” —Brztish Merchant Service Journal. 


From Captain E. M. Fawcett, 
Sandringham Road, Tuebrook, Liverpool, 


‘Your ‘Danger Angle’ Tables were found specially useful in going south along the Florida Reefs 
by daylight. It was of course very essential to keep out of the Gulf Stream as much as possible ; and 
to be able to mentally calculate one’s distance accurately when passing the various lighthouses was a 
great advantage. I remember that nearly all my American officers professed themselves delighted with 
the simplicity and correctness of the ‘Danger Angle’ Tables. When I told them I had been one of 
your officers for a twelvemonth they said I was lucky—I quite agreed with them—and have often wished 
that I had sailed with you in my younger days and for a much longer period.” 
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